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Multicast allows an IP network to support more than just the unicast model of data delivery that prevailed 
in the early stages of the Internet. Multicast provides an efficient method for delivering traffic flows that 
can be characterized as one-to-many or many-to-many. 


In a multicast network, the key component is the routing device, which is able to replicate packets and is 
therefore multicast-capable. The routing devices in the IP multicast network, which has exactly the same 
topology as the unicast network it is based on, use a multicast routing protocol to build a distribution tree 
that connects receivers (preferred to the multimedia implications of listeners, but listeners is also used) to 
sources. In multicast terminology, the distribution tree is rooted at the source (the root of the distribution 
tree is the source). The interface on the routing device leading toward the source is the upstream interface, 
although the less precise terms incoming or inbound interface are used as well. To keep bandwidth use to 
a minimum, it is best for only one upstream interface on the routing device to receive multicast packets. 
The interface on the routing device leading toward the receivers is the downstream interface, although 
the less precise terms outgoing or outbound interface are used as well. There can be 0 to N-1 downstream 
interfaces on a routing device, where N is the number of logical interfaces on the routing device. 


| Documentation and Release Notes 


To obtain the most current version of all Juniper Networks® technical documentation, see the product 


documentation page on the Juniper Networks website at https://www.juniper.net/documentation/. 


If the information in the latest release notes differs from the information in the documentation, follow the 
product Release Notes. 
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Juniper Networks Books publishes books by Juniper Networks engineers and subject matter experts. 
These books go beyond the technical documentation to explore the nuances of network architecture, 
deployment, and administration. The current list can be viewed at https://www.juniper.net/books. 


Using the Examples in This Manual 


If you want to use the examples in this manual, you can use the load merge or the load merge relative 
command. These commands cause the software to merge the incoming configuration into the current 
candidate configuration. The example does not become active until you commit the candidate configuration. 


If the example configuration contains the top level of the hierarchy (or multiple hierarchies), the example 
is a full example. In this case, use the load merge command. 


If the example configuration does not start at the top level of the hierarchy, the example is a snippet. In 
this case, use the load merge relative command. These procedures are described in the following sections. 


Merging a Full Example 


To merge a full example, follow these steps: 


1. From the HTML or PDF version of the manual, copy a configuration example into a text file, save the 
file with a name, and copy the file to a directory on your routing platform. 


For example, copy the following configuration to a file and name the file ex-script.conf. Copy the 
ex-script.conf file to the /var/tmp directory on your routing platform. 


system { 
scripts { 
commit { 
file ex-script.xsl; 


} 
interfaces { 
fxpO { 
disable; 
unit O { 
family inet { 
address 10.0.0.1/24; 


xl 


2. Merge the contents of the file into your routing platform configuration by issuing the load merge 
configuration mode command: 


[edit] 
user@host# load merge /var/tmp/ex-script.conf 
load complete 


Merging a Snippet 


To merge a snippet, follow these steps: 


1. From the HTML or PDF version of the manual, copy a configuration snippet into a text file, save the 
file with a name, and copy the file to a directory on your routing platform. 


For example, copy the following snippet to a file and name the file ex-script-snippet.conf. Copy the 
ex-script-snippet.conf file to the /var/tmp directory on your routing platform. 


commit { 
file ex-script-snippet.xsl; } 


2. Move to the hierarchy level that is relevant for this snippet by issuing the following configuration mode 
command: 
[edit] 


user@host# edit system scripts 
[edit system scripts] 


3. Merge the contents of the file into your routing platform configuration by issuing the load merge 
relative configuration mode command: 


[edit system scripts] 
user@host# load merge relative /var/tmp/ex-script-snippet.conf 
load complete 


For more information about the load command, see CLI Explorer. 


| Documentation Conventions 


Table 1 on page xli defines notice icons used in this guide. 


Table 1: Notice Icons 


Meaning 


Informational note 


Caution 


Warning 


Laser warning 


Tip 


Best practice 


oO > > P Oo: 


Description 


xli 


Indicates important features or instructions. 


Indicates a situation that might result in loss of data or hardware 


damage. 


Alerts you to the risk of personal injury or death. 


Alerts you to the risk of personal injury from a laser. 


Indicates helpful information. 


Alerts you to a recommended use or implementation. 


Table 2 on page xli defines the text and syntax conventions used in this guide. 


Table 2: Text and Syntax Conventions 


Convention 


Bold text like this 


Fixed-width text like this 


Italic text like this 


Description 


Represents text that you type. 


Represents output that appears on 
the terminal screen. 


e Introduces or emphasizes important 


new terms. 
e Identifies guide names. 


e Identifies RFC and Internet draft 
titles. 


Examples 


To enter configuration mode, type 
the configure command: 


user@host> configure 


user@host> show chassis alarms 


No alarms currently active 


e A policy term is a named structure 
that defines match conditions and 
actions. 


e Junos OS CLI User Guide 


e RFC 1997, BGP Communities 
Attribute 


Table 2: Text and Syntax Conventions (continued) 


Convention 


Italic text like this 


Text like this 


< > (angle brackets) 


| (pipe symbol) 


# (pound sign) 


[ ] (square brackets) 


Indention and braces ( { }) 


; (semicolon) 


GUI Conventions 


Description 


Represents variables (options for 
which you substitute a value) in 
commands or configuration 
statements. 


Represents names of configuration 
statements, commands, files, and 
directories; configuration hierarchy 
levels; or labels on routing platform 
components. 


Encloses optional keywords or 
variables. 


Indicates a choice between the 
mutually exclusive keywords or 
variables on either side of the symbol. 
The set of choices is often enclosed 
in parentheses for clarity. 


Indicates a comment specified on the 
same line as the configuration 
statement to which it applies. 


Encloses a variable for which you can 
substitute one or more values. 


Identifies a level in the configuration 
hierarchy. 


Identifies a leaf statement at a 
configuration hierarchy level. 
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Examples 


Configure the machine’s domain 


name: 


[edit] 
root@# set system domain-name 
domain-name 


e Toconfigure a stub area, include 
the stub statement at the [edit 
protocols ospf area area-id] 
hierarchy level. 


e The console port is labeled 
CONSOLE. 


stub <default-metric metric>; 


broadcast | multicast 


(string1 | string2 | string3) 


rsvp { # Required for dynamic MPLS 
only 


community name members [ 
community-ids ] 


[edit] 
routing-options { 
static { 
route default { 
nexthop address; 
retain; 
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Table 2: Text and Syntax Conventions (continued) 


Convention Description Examples 
Bold text like this Represents graphical user interface e Inthe Logical Interfaces box, select 
(GUI) items you click or select. All Interfaces. 


e Tocancel the configuration, click 


Cancel. 
> (bold right angle bracket) Separates levels in a hierarchy of In the configuration editor hierarchy, 
menu selections. select Protocols>Ospf. 


| Documentation Feedback 


We encourage you to provide feedback so that we can improve our documentation. You can use either 


of the following methods: 


e Online feedback system—Click TechLibrary Feedback, on the lower right of any page on the Juniper 
Networks TechLibrary site, and do one of the following: 


ga Feedback - 


Is this page helpful? 


e Click the thumbs-up icon if the information on the page was helpful to you. 


e Click the thumbs-down icon if the information on the page was not helpful to you or if you have 
suggestions for improvement, and use the pop-up form to provide feedback. 


e E-mail—Send your comments to techpubs-comments@juniper.net. Include the document or topic name, 
URL or page number, and software version (if applicable). 


| Requesting Technical Support 


Technical product support is available through the Juniper Networks Technical Assistance Center (JTAC). 
If you are a customer with an active Juniper Care or Partner Support Services support contract, or are 


xliv 


covered under warranty, and need post-sales technical support, you can access our tools and resources 
online or open a case with JTAC. 


e JTAC policies—For a complete understanding of our JTAC procedures and policies, review the JTAC User 
Guide located at https://www.juniper.net/us/en/local/pdf/resource-guides/7100059-en.pdf. 


e Product warranties—For product warranty information, visit https://www.juniper.net/support/warranty/. 


e JTAC hours of operation—The JTAC centers have resources available 24 hours a day, 7 days a week, 
365 days a year. 


Self-Help Online Tools and Resources 


For quick and easy problem resolution, Juniper Networks has designed an online self-service portal called 
the Customer Support Center (CSC) that provides you with the following features: 


Find CSC offerings: https://www.juniper.net/customers/support/ 


Search for known bugs: https://prsearch.juniper.net/ 


Find product documentation: https://www.juniper.net/documentation/ 


Find solutions and answer questions using our Knowledge Base: https://kb.juniper.net/ 


Download the latest versions of software and review release notes: 


https://www.juniper.net/customers/csc/software/ 


Search technical bulletins for relevant hardware and software notifications: 
https://kb.juniper.net/InfoCenter/ 


e Join and participate in the Juniper Networks Community Forum: 
https://www.juniper.net/company/communities/ 


e Create a service request online: https://myjuniper.juniper.net 
To verify service entitlement by product serial number, use our Serial Number Entitlement (SNE) Tool: 


https://entitlementsearch.juniper.net/entitlementsearch/ 


Creating a Service Request with JTAC 


You can create a service request with JTAC on the Web or by telephone. 
e Visit https://myjuniper.juniper.net. 
e Call 1-888-314-JTAC (1-888-314-5822 toll-free in the USA, Canada, and Mexico). 


For international or direct-dial options in countries without toll-free numbers, see 
https://support.juniper.net/support/requesting-support/. 
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| Multicast Overview 


IP has three fundamental types of addresses: unicast, broadcast, and multicast. A unicast address is used 
to send a packet to a single destination. A broadcast address is used to send a datagram to an entire 
subnetwork. A multicast address is used to send a datagram to a set of hosts that can be on different 
subnetworks and that are configured as members of a multicast group. 


A multicast datagram is delivered to destination group members with the same best-effort reliability as a 
standard unicast IP datagram. This means that multicast datagrams are not guaranteed to reach all members 
of a group or to arrive in the same order in which they were transmitted. The only difference between a 
multicast IP packet and a unicast IP packet is the presence of a group address in the IP header destination 
address field. Multicast addresses use the Class D address format. 


NOTE: Onall SRX Series devices, reordering is not supported for multicast fragments. Reordering 
of unicast fragments is supported. 


Individual hosts can join or leave a multicast group at any time. There are no restrictions on the physical 
location or the number of members in a multicast group. A host can be a member of more than one multicast 
group at any time. A host does not have to belong to a group to send packets to members of a group. 


Routers use a group membership protocol to learn about the presence of group members on directly 
attached subnetworks. When a host joins a multicast group, it transmits a group membership protocol 


message for the group or groups that it wants to receive and sets its IP process and network interface 
card to receive frames addressed to the multicast group. 


Comparing Multicast to Unicast 


The Junos” operating system (Junos OS) routing protocol process supports a wide variety of routing 
protocols. These routing protocols carry network information among routing devices not only for unicast 
traffic streams sent between one pair of clients and servers, but also for multicast traffic streams containing 
video, audio, or both, between a single server source and many client receivers. The routing protocols 
used for multicast differ in many key ways from unicast routing protocols. 


Information is delivered over a network by three basic methods: unicast, broadcast, and multicast. 
The differences among unicast, broadcast, and multicast can be summarized as follows: 


e Unicast: One-to-one, from one source to one destination. 
e Broadcast: One-to-all, from one source to all possible destinations. 


e Multicast: One-to-many, from one source to multiple destinations expressing an interest in receiving 
the traffic. 


NOTE: This list does not include a special category for many-to-many applications, such as 
online gaming or videoconferencing, where there are many sources for the same receiver and 
where receivers often double as sources. Many-to-many is a service model that repeatedly 
employs one-to-many multicast and therefore requires no unique protocol. The original multicast 
specification, RFC 1112, supports both the any-source multicast (ASM) many-to-many model 
and the source-specific multicast (SSM) one-to-many model. 


With unicast traffic, many streams of IP packets that travel across networks flow from a single source, 
such as a website server, to a single destination such as a client PC. Unicast traffic is still the most common 
form of information transfer on networks. 


Broadcast traffic flows from a single source to all possible destinations reachable on the network, which 
is usually a LAN. Broadcasting is the easiest way to make sure traffic reaches its destinations. 


Television networks use broadcasting to distribute video and audio. Even if the television network is a 
cable television (CATV) system, the source signal reaches all possible destinations, which is the main reason 
that some channels’ content is scrambled. Broadcasting is not feasible on the Internet because of the 
enormous amount of unnecessary information that would constantly arrive at each end user's device, the 
complexities and impact of scrambling, and related privacy issues. 


Multicast traffic lies between the extremes of unicast (one source, one destination) and broadcast (one 
source, all destinations). Multicast is a “one source, many destinations” method of traffic distribution, 


meaning only the destinations that explicitly indicate their need to receive the information from a particular 
source receive the traffic stream. 


Onan IP network, because destinations (clients) do not often communicate directly with sources (servers), 
the routing devices between source and destination must be able to determine the topology of the network 
from the unicast or multicast perspective to avoid routing traffic haphazardly. Multicast routing devices 
replicate packets received on one input interface and send the copies out on multiple output interfaces. 


In IP multicast, the source and destination are almost always hosts and not routing devices. Multicast 
routing devices distribute the multicast traffic across the network from source to destinations. The multicast 
routing device must find multicast sources on the network, send out copies of packets on several interfaces, 
prevent routing loops, connect interested destinations with the proper source, and keep the flow of 
unwanted packets to a minimum. Standard multicast routing protocols provide most of these capabilities, 
but some router architectures cannot send multiple copies of packets and so do not support multicasting 
directly. 


IP Multicast Uses 


Multicast allows an IP network to support more than just the unicast model of data delivery that prevailed 
in the early stages of the Internet. Multicast, originally defined as a host extension in RFC 1112 in 1989, 
provides an efficient method for delivering traffic flows that can be characterized as one-to-many or 
many-to-many. 


Unicast traffic is not strictly limited to data applications. Telephone conversations, wireless or not, contain 
digital audio samples and might contain digital photographs or even video and still flow from a single source 
to a single destination. In the same way, multicast traffic is not strictly limited to multimedia applications. 
In some data applications, the flow of traffic is from a single source to many destinations that require the 
packets, as in a news or stock ticker service delivered to many PCs. For this reason, the term receiver is 
preferred to listener for multicast destinations, although both terms are common. 


Network applications that can function with unicast but are better suited for multicast include collaborative 
groupware, teleconferencing, periodic or “push” data delivery (stock quotes, sports scores, magazines, 
newspapers, and advertisements), server or website replication, and distributed interactive simulation (DIS) 
such as war simulations or virtual reality. Any IP network concerned with reducing network resource 
overhead for one-to-many or many-to-many data or multimedia applications with multiple receivers 
benefits from multicast. 


If unicast were employed by radio or news ticker services, each radio or PC would have to have a separate 
traffic session for each listener or viewer at a PC (this is actually the method for some Web-based services). 
The processing load and bandwidth consumed by the server would increase linearly as more people “tune 
in” to the server. This is extremely inefficient when dealing with the global scale of the Internet. Unicast 
places the burden of packet duplication on the server and consumes more and more backbone bandwidth 
as the number of users grows. 


If broadcast were employed instead, the source could generate a single IP packet stream using a broadcast 
destination address. Although broadcast eliminates the server packet duplication issue, this is not a good 
solution for IP because IP broadcasts can be sent only to a single subnetwork, and IP routing devices 
normally isolate IP subnetworks on separate interfaces. Even if an IP packet stream could be addressed 
to literally go everywhere, and there were no need to “tune” to any source at all, broadcast would be 
extremely inefficient because of the bandwidth strain and need for uninterested hosts to discard large 
numbers of packets. Broadcast places the burden of packet rejection on each host and consumes the 
maximum amount of backbone bandwidth. 


For radio station or news ticker traffic, multicast provides the most efficient and effective outcome, with 
none of the drawbacks and all of the advantages of the other methods. A single source of multicast packets 
finds its way to every interested receiver. As with broadcast, the transmitting host generates only a single 
stream of IP packets, so the load remains constant whether there is one receiver or one million. The network 
routing devices replicate the packets and deliver the packets to the proper receivers, but only the replication 
role is a new one for routing devices. The links leading to subnets consisting of entirely uninterested 

receivers carry no multicast traffic. Multicast minimizes the burden placed on sender, network, and receiver. 


IP Multicast Terminology 


Multicast has its own particular set of terms and acronyms that apply to IP multicast routing devices and 
networks. Figure 1 on page 6 depicts some of the terms commonly used in an IP multicast network. 


In a multicast network, the key component is the routing device, which is able to replicate packets and is 
therefore multicast-capable. The routing devices in the IP multicast network, which has exactly the same 
topology as the unicast network it is based on, use a multicast routing protocol to build a distribution tree 
that connects receivers (preferred to the multimedia implications of listeners, but listeners is also used) to 
sources. In multicast terminology, the distribution tree is rooted at the source (the root of the distribution 
tree is the source). The interface on the routing device leading toward the source is the upstream interface, 
although the less precise terms incoming or inbound interface are used as well. To keep bandwidth use to 
a minimum, it is best for only one upstream interface on the routing device to receive multicast packets. 
The interface on the routing device leading toward the receivers is the downstream interface, although the 
less precise terms outgoing or outbound interface are used as well. There can be O to N-1 downstream 
interfaces on a routing device, where N is the number of logical interfaces on the routing device. To prevent 
looping, the upstream interface must never receive copies of downstream multicast packets. 


Figure 1: Multicast Terminology in an IP Network 
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Routing loops are disastrous in multicast networks because of the risk of repeatedly replicated packets. 
One of the complexities of modern multicast routing protocols is the need to avoid routing loops, packet 
by packet, much more rigorously than in unicast routing protocols. 


Reverse-Path Forwarding for Loop Prevention 


The routing device's multicast forwarding state runs more logically based on the reverse path, from the 
receiver back to the root of the distribution tree. In RPF, every multicast packet received must pass an 
RPF check before it can be replicated or forwarded on any interface. When it receives a multicast packet 
onan interface, the routing device verifies that the source address in the multicast IP packet is the destination 
address for a unicast IP packet back to the source. 


If the outgoing interface found in the unicast routing table is the same interface that the multicast packet 
was received on, the packet passes the RPF check. Multicast packets that fail the RPF check are dropped, 
because the incoming interface is not on the shortest path back to the source. Routing devices can build 
and maintain separate tables for RPF purposes. 


Shortest-Path Tree for Loop Prevention 


The distribution tree used for multicast is rooted at the source and is the shortest-path tree (SPT), but this 
path can be long if the source is at the periphery of the network. Providing a shared tree on the backbone 
as the distribution tree locates the multicast source more centrally in the network. Shared distribution 
trees with roots in the core network are created and maintained by a multicast routing device operating 
as a rendezvous point (RP), a feature of sparse mode multicast protocols. 


Administrative Scoping for Loop Prevention 


Scoping limits the routing devices and interfaces that can forward a multicast packet. Multicast scoping is 
administrative in the sense that a range of multicast addresses is reserved for scoping purposes, as described 
in RFC 2365, Administratively Scoped IP Multicast. Routing devices at the boundary must filter multicast 
packets and ensure that packets do not stray beyond the established limit. 


Multicast Leaf and Branch Terminology 


Each subnetwork with hosts on the routing device that has at least one interested receiver is a leaf on the 
distribution tree. Routing devices can have multiple leaves on different interfaces and must send a copy 
of the IP multicast packet out on each interface with a leaf. When a new leaf subnetwork is added to the 
tree (that is, the interface to the host subnetwork previously received no copies of the multicast packets), 
a new branch is built, the leaf is joined to the tree, and replicated packets are sent out on the interface. 
The number of leaves on a particular interface does not affect the routing device. The action is the same 
for one leaf or a hundred. 


NOTE: On Juniper Networks security devices, if the maximum number of leaves on a multicast 
distribution tree is exceeded, multicast sessions are created up to the maximum number of leaves, 
and any multicast sessions that exceed the maximum number of leaves are ignored. The maximum 
number of leaves on a multicast distribution tree is device specific. 


When a branch contains no leaves because there are no interested hosts on the routing device interface 
leading to that IP subnetwork, the branch is pruned from the distribution tree, and no multicast packets 
are sent out that interface. Packets are replicated and sent out multiple interfaces only where the distribution 
tree branches at a routing device, and no link ever carries a duplicate flow of packets. 


Collections of hosts all receiving the same stream of IP packets, usually from the same multicast source, 
are called groups. In IP multicast networks, traffic is delivered to multicast groups based on an IP multicast 
address, or group address. The groups determine the location of the leaves, and the leaves determine the 
branches on the multicast network. 


IP Multicast Addressing 


Multicast uses the Class D IP address range (224.0.0.0 through 239.255.255.255). Class D addresses are 
commonly referred to as multicast addresses because the entire classful address concept is obsolete. 
Multicast addresses can never appear as the source address in an IP packet and can only be the destination 
of a packet. 


Multicast addresses usually have a prefix length of /32, although other prefix lengths are allowed. Multicast 
addresses represent logical groupings of receivers and not physical collections of devices. Blocks of multicast 
addresses can still be described in terms of prefix length in traditional notation, but only for convenience. 


For example, the multicast address range from 232.0.0.0 through 232.255.255.255 can be written as 
232.0.0.0/8 or 232/8. 


Internet service providers (ISPs) do not typically allocate multicast addresses to their customers because 
multicast addresses relate to content, not to physical devices. Receivers are not assigned their own multicast 
addresses, but need to know the multicast address of the content. Sources need to be assigned multicast 
addresses only to produce the content, not to identify their place in the network. Every source and receiver 
still needs an ordinary, unicast IP address. 


Multicast addressing most often references the receivers, and the source of multicast content is usually 
not even a member of the multicast group for which it produces content. If the source needs to monitor 
the packets it produces, monitoring can be done locally, and there is no need to make the packets traverse 
the network. 


Many applications have been assigned a range of multicast addresses for their own use. These applications 
assign multicast addresses to sessions created by that application. You do not usually need to statically 
assign a multicast address, but you can do so. 


Multicast Addresses 


Multicast host group addresses are defined to be the IP addresses whose high-order four bits are 1110, 
giving an address range from 224.0.0.0 through 239.255.255.255, or simply 224.0.0.0/4. (These addresses 
also are referred to as Class D addresses.) 


The Internet Assigned Numbers Authority (IANA) maintains a list of registered IP multicast groups. The 
base address 224.0.0.0 is reserved and cannot be assigned to any group. The block of multicast addresses 
from 224.0.0.1 through 224.0.0.255 is reserved for local wire use. Groups in this range are assigned for 
various uses, including routing protocols and local discovery mechanisms. 


The range from 239.0.0.0 through 239.255.255.255 is reserved for administratively scoped addresses. 
Because packets addressed to administratively scoped multicast addresses do not cross configured 
administrative boundaries, and because administratively scoped multicast addresses are locally assigned, 
these addresses do not need to be unique across administrative boundaries. 


Layer 2 Frames and IPv4 Multicast Addresses 


Multicasting on a LAN is a good place to start an investigation of multicasting at Layer 2. At Layer 2, 
multicast deals with media access control (MAC) frames and addresses instead of IPv4 or IPv6 packets 
and addresses. Consider a single LAN, without routing devices, with a multicast source sending to a certain 
group. The rest of the hosts are receivers interested in the multicast group’s content. So the multicast 
source host generates packets with its unicast IP address as the source, and the multicast group address 
as the destination. 


Which MAC addresses are used on the frame containing this packet? The packet source address—the 
unicast IP address of the host originating the multicast content—translates easily and directly to the MAC 


address of the source. But what about the packet’s destination address? This is the IP multicast group 
address. Which destination MAC address for the frame corresponds to the packet’s multicast group 
address? 


One option is for LANs simply to use the LAN broadcast MAC address, which guarantees that the frame 
is processed by every station on the LAN. However, this procedure defeats the whole purpose of multicast, 
which is to limit the circulation of packets and frames to interested hosts. Also, hosts might have access 

to many multicast groups, which multiplies the amount of traffic to noninterested destinations. Broadcasting 
frames at the LAN level to support multicast groups makes no sense. 


However, there is an easy way to effectively use Layer 2 frames for multicast purposes. The MAC address 
has a bit that is set to O for unicast (the LAN term is individual address) and set to 1 to indicate that this is 
a multicast address. Some of these addresses are reserved for multicast groups of specific vendors or 
MAC-level protocols. Internet multicast applications use the range Ox01-00-5E-00-00-00 to 
0x01-00-5E-FF-FF-FF. Multicast receivers (hosts running TCP/IP) listen for frames with one of these 
addresses when the application joins a multicast group. The host stops listening when the application 
terminates or the host leaves the group at the packet layer (Layer 3). 


This means that 3 bytes, or 24 bits, are available to map IPv4 multicast addresses at Layer 3 to MAC 
multicast addresses at Layer 2. However, all IPv4 addresses, including multicast addresses, are 32 bits 
long, leaving 8 IP address bits left over. Which method of mapping IPv4 multicast addresses to MAC 
multicast addresses minimizes the chance of “collisions” (that is, two different IP multicast groups at the 
packet layer mapping to the same MAC multicast address at the frame layer)? 


First, it is important to realize that all IPv4 multicast addresses begin with the same 4 bits (1110), so there 
are really only 4 bits of concern, not 8. ALAN must not drop the last bits of the IPv4 address because 
these are almost guaranteed to be host bits, depending on the subnet mask. But the high-order bits, the 
leftmost address bits, are almost always network bits, and there is only one LAN (for now). 


One other bit of the remaining 24 MAC address bits is reserved (an initial O indicates an Internet multicast 
address), so the 5 bits following the initial 1110 in the IPv4 address are dropped. The 23 remaining bits 
are mapped, one for one, into the last 23 bits of the MAC address. An example of this process is shown 
in Figure 2 on page 10. 
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Figure 2: Converting MAC Addresses to Multicast Addresses 


@ IPv4 header multicast destination address 232. 224. 202. 18] 
Written in hexadecimal E8 EO CA B5 
Written in binary 1110 1000 1 N00000 11001010 10110101 

(2) Ignore the first 9 bits and copy the remaining 23 bits Xx N00000 11001010 10110101 

(3) First bit X = O for Internet; X = 1 for other O NO0000 11001010 10110101 

4, ] Written in hexadecimal 60 CA B5 

@ MAC address in hexadecimal 01:00:5E:E0:CA:B5 

© Drop last 24 bits 01:00:5E: 

eB Copy the multicast bits 01:00:5E:60:CA:B5 


g016859 


@ MAC frame destination address 01:00:5E:60:CA:B5 corresponds to multicast IPv4 address 232.224.202.181 


Note that this process means that there are 32 (2°) IPv4 multicast addresses that could map to the same 
MAC multicast addresses. For example, multicast IPv4 addresses 224.8.7.6 and 229.136.7.6 translate to 
the same MAC address (0x01-00-5E-08-07-06). This is a real concern, and because the host could be 
interested in frames sent to both of the those multicast groups, the IP software must reject one or the 
other. 


NOTE: This “collision” problem does not exist in IPv6é because of the way IPvé6 handles multicast 
groups, but it is always a concern in IPv4. The procedure for placing IPv6é multicast packets inside 
multicast frames is nearly identical to that for IPv4, except for the MAC destination address 
0x3333 prefix (and the lack of “collisions”). 


Once the MAC address for the multicast group is determined, the host's operating system essentially 
orders the LAN interface card to join or leave the multicast group. Once joined to a multicast group, the 
host accepts frames sent to the multicast address as well as the host’s unicast address and ignores other 
multicast group's frames. It is possible for a host to join and receive multicast content from more than one 
group at the same time, of course. 


Multicast Interface Lists 


To avoid multicast routing loops, every multicast routing device must always be aware of the interface 
that leads to the source of that multicast group content by the shortest path. This is the upstream (incoming) 


interface, and packets are never to be forwarded back toward a multicast source. All other interfaces are 
potential downstream (outgoing) interfaces, depending on the number of branches on the distribution 
tree. 


Routing devices closely monitor the status of the incoming and outgoing interfaces, a process that 
determines the multicast forwarding state. A routing device with a multicast forwarding state for a particular 
multicast group is essentially “turned on” for that group's content. Interfaces on the routing device's 
outgoing interface list send copies of the group's packets received on the incoming interface list for that 
group. The incoming and outgoing interface lists might be different for different multicast groups. 


The multicast forwarding state in a routing device is usually written in either (S,G) or (*,G) notation. These 
are pronounced “ess comma gee” and “star comma gee,” respectively. In (S,G), the S refers to the unicast 
IP address of the source for the multicast traffic, and the G refers to the particular multicast group IP 
address for which S is the source. All multicast packets sent from this source have S as the source address 
and G as the destination address. 


The asterisk (*) in the (*,G) notation is a wildcard indicating that the state applies to any multicast application 
source sending to group G. So, if two sources are originating exactly the same content for multicast group 
224.1.1.2, a routing device could use (*,224.1.1.2) to represent the state of a routing device forwarding 
traffic from both sources to the group. 


Multicast Routing Protocols 


Multicast routing protocols enable a collection of multicast routing devices to build (join) distribution trees 
when a host ona directly attached subnet, typically a LAN, wants to receive traffic from a certain multicast 
group, prune branches, locate sources and groups, and prevent routing loops. 


There are several multicast routing protocols: 


Distance Vector Multicast Routing Protocol (DVMRP)—The first of the multicast routing protocols and 
hampered by a number of limitations that make this method unattractive for large-scale Internet use. 
DVMRP is a dense-mode-only protocol, and uses the flood-and-prune or implicit join method to deliver 
traffic everywhere and then determine where the uninterested receivers are. DVMRP uses source-based 
distribution trees in the form (S,G), and builds its own multicast routing tables for RPF checks. 


Multicast OSPF (MOSPF)—Extends OSPF for multicast use, but only for dense mode. However, MOSPF 
has an explicit join message, so routing devices do not have to flood their entire domain with multicast 


traffic from every source. MOSPF uses source-based distribution trees in the form (S,G). 


Bidirectional PIM mode—A variation of PIM. Bidirectional PIM builds bidirectional shared trees that are 
rooted at a rendezvous point (RP) address. Bidirectional traffic does not switch to shortest path trees 
as in PIM-SM and is therefore optimized for routing state size instead of path length. This means that 


the end-to-end latency might be longer compared to PIM sparse mode. Bidirectional PIM routes are 

always wildcard-source (*,G) routes. The protocol eliminates the need for (S,G) routes and data-triggered 
events. The bidirectional (*,G) group trees carry traffic both upstream from senders toward the RP, and 
downstream from the RP to receivers. As a consequence, the strict reverse path forwarding (RPF)-based 
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rules found in other PIM modes do not apply to bidirectional PIM. Instead, bidirectional PIM (*,G) routes 
forward traffic from all sources and the RP. Bidirectional PIM routing devices must have the ability to 
accept traffic on many potential incoming interfaces. Bidirectional PIM scales well because it needs no 
source-specific (S,G) state. Bidirectional PIM is recommended in deployments with many dispersed 
sources and many dispersed receivers. 


PIM dense mode—In this mode of PIM, the assumption is that almost all possible subnets have at least 
one receiver wanting to receive the multicast traffic from a source, so the network is flooded with traffic 
on all possible branches, then pruned back when branches do not express an interest in receiving the 
packets, explicitly (by message) or implicitly (time-out silence). This is the dense mode of multicast 
operation. LANs are appropriate networks for dense-mode operation. Some multicast routing protocols, 
especially older ones, support only dense-mode operation, which makes them inappropriate for use on 
the Internet. In contrast to DVMRP and MOSPF, PIM dense mode allows a routing device to use any 
unicast routing protocol and performs RPF checks using the unicast routing table. PIM dense mode has 
an implicit join message, so routing devices use the flood-and-prune method to deliver traffic everywhere 
and then determine where the uninterested receivers are. PIM dense mode uses source-based distribution 
trees in the form (S,G), as do all dense-mode protocols. PIM also supports sparse-dense mode, with 
mixed sparse and dense groups, but there is no special notation for that operational mode. If sparse-dense 
mode is supported, the multicast routing protocol allows some multicast groups to be sparse and other 
groups to be dense. 


PIM sparse mode—In this mode of PIM, the assumption is that very few of the possible receivers want 
packets from each source, so the network establishes and sends packets only on branches that have at 
least one leaf indicating (by message) an interest in the traffic. This multicast protocol allows a routing 
device to use any unicast routing protocol and performs reverse-path forwarding (RPF) checks using the 
unicast routing table. PIM sparse mode has an explicit join message, so routing devices determine where 
the interested receivers are and send join messages upstream to their neighbors, building trees from 
receivers to the rendezvous point (RP). PIM sparse mode uses an RP routing device as the initial source 
of multicast group traffic and therefore builds distribution trees in the form (*,G), as do all sparse-mode 
protocols. PIM sparse mode migrates to an (S,G) source-based tree if that path is shorter than through 
the RP for a particular multicast group's traffic. WANs are appropriate networks for sparse-mode 
operation, and indeed a common multicast guideline is not to run dense mode on a WAN under any 
circumstances. 


Core Based Trees (CBT)—Shares all of the characteristics of PIM sparse mode (sparse mode, explicit join, 
and shared (*,G) trees), but is said to be more efficient at finding sources than PIM sparse mode. CBT is 
rarely encountered outside academic discussions. There are no large-scale deployments of CBT, 
commercial or otherwise. 


PIM source-specific multicast (SSM)—Enhancement to PIM sparse mode that allows a client to receive 
multicast traffic directly from the source, without the help of an RP. Used with IGMPv3 to create a 
shortest-path tree between receiver and source. 


IGMPv1—The original protocol defined in RFC 1112, Host Extensions for IP Multicasting. |GMPv1 sends 
an explicit join message to the routing device, but uses a timeout to determine when hosts leave a group. 
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Three versions of the Internet Group Management Protocol (IGMP) run between receiver hosts and 


routing devices. 


e IGMPv2—Defined in RFC 2236, Internet Group Management Protocol, Version 2. Among other features, 
IGMPv2 adds an explicit leave message to the join message. 


e IGMPv3—Defined in RFC 3376, Internet Group Management Protocol, Version 3. Among other features, 
IGMPv3 optimizes support for a single source of content for a multicast group, or source-specific multicast 
(SSM). Used with PIM SSM to create a shortest-path tree between receiver and source. 


Bootstrap Router (BSR) and Auto-Rendezvous Point (RP)—Allow sparse-mode routing protocols to find 
RPs within the routing domain (autonomous system, or AS). RP addresses can also be statically configured. 


Multicast Source Discovery Protocol (MSDP)—Allows groups located in one multicast routing domain 
to find RPs in other routing domains. MSDP is not used on an RP if all receivers and sources are located 


in the same routing domain. Typically runs on the same routing device as PIM sparse mode RP. Not 
appropriate if all receivers and sources are located in the same routing domain. 


Session Announcement Protocol (SAP) and Session Description Protocol (SDP)—Display multicast session 
names and correlate the names with multicast traffic. SDP is a session directory protocol that advertises 


multimedia conference sessions and communicates setup information to participants who want to join 
the session. A client commonly uses SDP to announce a conference session by periodically multicasting 
an announcement packet to a well-known multicast address and port using SAP. 


Pragmatic General Multicast (PGM)—Special protocol layer for multicast traffic that can be used between 
the IP layer and the multicast application to add reliability to multicast traffic. PGM allows a receiver to 
detect missing information in all cases and request replacement information if the receiver application 


requires it. 
The differences among the multicast routing protocols are summarized in Table 3 on page 13. 


Table 3: Multicast Routing Protocols Compared 


Multicast 

Routing 

Protocol Dense Mode Sparse Mode | Implicit Join — Explicit Join (S,G) SBT — (*,G) Shared Tree 
DVMRP Yes No Yes No Yes No 

MOSPF Yes No No Yes Yes No 

PIM dense mode | Yes No Yes No Yes No 

PIM sparse mode No Yes No Yes Yes, maybe _ Yes, initially 
Bidirectional PIM No No No Yes No Yes 


CBT No Yes No Yes No Yes 


Table 3: Multicast Routing Protocols Compared (continued) 
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Multicast 

Routing 

Protocol Dense Mode Sparse Mode | Implicit Join — Explicit Join (S,G) SBT  (*,G) Shared Tree 
SSM No Yes No Yes Yes, maybe _ Yes, initially 
IGMPv1 No Yes No Yes Yes, maybe _ Yes, initially 
IGMPv2 No Yes No Yes Yes, maybe _ Yes, initially 
IGMPv3 No Yes No Yes Yes, maybe _ Yes, initially 
BSRand Auto-RP No Yes No Yes Yes, maybe _ Yes, initially 
MSDP No Yes No Yes Yes, maybe _ Yes, initially 


It is important to realize that retransmissions due to a high bit-error rate on a link or overloaded routing 

device can make multicast as inefficient as repeated unicast. Therefore, there is a trade-off in many multicast 
applications regarding the session support provided by the Transmission Control Protocol (TCP) (but TCP 
always resends missing segments), or the simple drop-and-continue strategy of the User Datagram Protocol 
(UDP) datagram service (but reordering can become an issue). Modern multicast uses UDP almost exclusively. 


T Series Router Multicast Performance 


The Juniper Networks T Series Core Routers handle extreme multicast packet replication requirements 
with a minimum of router load. Each memory component replicates a multicast packet twice at most. Even 
in the worst-case scenario involving maximum fan-out, when 1 input port and 63 output ports need a copy 
of the packet, the T Series routing platform copies a multicast packet only six times. Most multicast 
distribution trees are much sparser, so in many cases only two or three replications are necessary. In no 
case does the T Series architecture have an impact on multicast performance, even with the largest multicast 
fan-out requirements. 


Understanding Layer 3 Multicast Functionality on the SRX5K-MPC 


Multicast is a “one source, many destinations” method of traffic distribution, meaning that only the 
destinations that explicitly indicate their need to receive the information from a particular source receive 
the traffic stream. 
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In the data plane of the SRX Series chassis, the SRX5000 line Module Port Concentrator (SRX5K-MPC) 
forwards Layer 3 IP multicast data packets, which include multicast protocol packets (for example, MLD, 
IGMP and PIM packets), and the data packets. 


In incoming direction, the MPC receives multicast packets from an interface and forwards them to the 
central point or to a Services Processing Unit (SPU). The SPU performs multicast route lookup, flow-based 
security check, and packet replication. 


In outgoing direction, the MPC receives copies of a multicast packet or Layer 3 multicast control protocol 
packets from SPU, and transmits them to either multicast capable routers or to hosts in a multicast group. 


In the SRX Series chassis, the SPU perform multicast route lookup, if available, to forward an incoming 
multicast packet and replicates it for each multicast outgoing interface. After receiving replicated multicast 
packets and their corresponding outgoing interface information from the SPU, the MPC transmits these 
packets to next hops. 


NOTE: On all SRX Series devices, during RG1 failover with multicast traffic and high number of 
multicast sessions, the failover delay is from 90 through 120 seconds for traffic to resume on 
the secondary node. The delay of 90 through 120 seconds is only for the first failover. For 
subsequent failovers, the traffic resumes within 8 through 18 seconds. 


RELATED DOCUMENTATION 


| Enabling PIM Sparse Mode | 289 


Multicast Configuration Overview 


You configure a router network to support multicast applications with a related family of protocols. To 
use multicast, you must understand the basic components of a multicast network and their relationships, 
and then configure the device to act as a node in the network. 


To configure the device as a node in a multicast network: 


1. Determine whether the router is directly attached to any multicast sources. 


Receivers must be able to locate these sources. 


2. Determine whether the router is directly attached to any multicast group receivers. 


If receivers are present, IGMP is needed. 
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. Determine whether to use the sparse, dense, or sparse-dense mode of multicast operation. 


Each mode has different configuration considerations. 


. Determine the address of the rendezvous point (RP) if sparse or sparse-dense mode is used. 


. Determine whether to locate the RP with the static configuration, bootstrap router (BSR), or auto-RP 
method. 


See: 

e Understanding Static RP on page 313 

e Understanding the PIM Bootstrap Router on page 334 
e Understanding PIM Auto-RP on page 339 


. Determine whether to configure multicast to use its own reverse-path forwarding (RPF) routing table 
when configuring PIM in sparse, dense, or sparse-dense modes. 


See “Understanding Multicast Reverse Path Forwarding” on page 1003 


. (Optional) Configure the SAP and SDP protocols to listen for multicast session announcements. 


See “Configuring the Session Announcement Protocol” on page 521. 


. Configure IGMP. 


See “Configuring IGMP” on page 22. 


. (Optional) Configure the PIM static RP. 


See “Configuring Static RP” on page 313. 


10. (Optional) Filter PIM register messages from unauthorized groups and sources. 


See “Example: Rejecting Incoming PIM Register Messages on RP Routers” on page 356 and “Example: 
Stopping Outgoing PIM Register Messages on a Designated Router” on page 351. 


11. (Optional) Configure a PIM RPF routing table. 


See “Example: Configuring a PIM RPF Routing Table” on page 1010. 


RELATED DOCUMENTATION 


Multicast Overview | 2 


Verifying a Multicast Configuration 


| IPv6 Multicast Flow 


IN THIS SECTION 


@ = |Pv6 Multicast Flow Overview | 17 


IPv6 Multicast Flow Overview 


The IPv6 multicast flow adds or enhances the following features: 


e IPvé6 transit multicast which includes the following packet functions: 
e Normal packet handling 
e Fragment handling 


e Packet reordering 


e Protocol-Independent Multicast version 6 (PIMvé6) flow handling 
e Other multicast routing protocols, such as Multicast Listener Discovery (MLD) 


The structure and processing of IPv6é multicast data session are the same as those of IPv4. Each data 
session has the following: 


e One template session 


e Several leaf sessions. 


The reverse path forwarding (RPF) check behavior for IPv6 is the same as that for IPv4. Incoming multicast 
data is accepted only if the RPF check succeeds. In an IPv6 multicast flow, incoming Multicast Listener 
Discovery (MLD) protocol packets are accepted only if MLD or PIM is enabled in the security zone for the 
incoming interface. Sessions for multicast protocol packets have a default timeout value of 300 seconds. 
This value cannot be configured. The null register packet is sent to rendezvous point (RP). 


In IPv6é multicast flow, a multicast router has the following three roles: 


e Designated router 


This router receives the multicast packets, encapsulates them with unicast IP headers, and sends them 
for multicast flow. 


e Intermediate router 


There are two sessions for the packets, the control session, for the outer unicast packets, and the data 
session. The security policies are applied to the data session and the control session, is used for forwarding. 
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Rendezvous point 


The RP receives the unicast PIM register packet, separates the unicast header, and then forwards the 
inner multicast packet. The packets received by RP are sent to the pd interface for decapsulation and 
are later handled like normal multicast packets. 


On a Services Processing Unit (SPU), the multicast session is created as a template session for matching 
the incoming packet's tuple. Leaf sessions are connected to the template session. On the Customer Premise 
Equipment (CPE), only the template session is created. Each CPE session carries the fan-out lists that are 
used for load-balanced distribution of multicast SPU sessions. 


NOTE: IPv6 multicast uses the IPv4 multicast behavior for session distribution. 


The network service access point identifier (nsapi) of the leaf session is set up on the multicast text traffic 
going into the tunnels, to point to the outgoing tunnel. The zone ID of the tunnel is used for policy lookup 
for the leaf session in the second stage. Multicast packets are unidirectional. Thus for multicast text session 
sent into the tunnels, forwarding sessions are not created. 


When the multicast route ages out, the corresponding chain of multicast sessions is deleted. When the 
multicast route changes, then the corresponding chain of multicast sessions is deleted. This forces the 
next packet hitting the multicast route to take the first path and re-create the chain of sessions; the 
multicast route counter is not affected. 


NOTE: The IPvé6 multicast packet reorder approach is same as that for IPv4. 


For the encapsulating router, the incoming packet is multicast, and the outgoing packet is unicast. For the 
intermediate router, the incoming packet is unicast, and the outgoing packet is unicast. 


RELATED DOCUMENTATION 


Multicast Protocols User Guide 
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| Supported IP Multicast Protocol Standards 


Junos OS substantially supports the following RFCs and Internet drafts, which define standards for IP 
multicast protocols, including the Distance Vector Multicast Routing Protocol (DVMRP), Internet Group 
Management Protocol (IGMP), Multicast Listener Discovery (MLD), Multicast Source Discovery Protocol 
(MSDP), Pragmatic General Multicast (PGM), Protocol Independent Multicast (PIM), Session Announcement 
Protocol (SAP), and Session Description Protocol (SDP). 

e RFC 1112, Host Extensions for IP Multicasting (defines IGMP Version 1) 

e RFC 2236, Internet Group Management Protocol, Version 2 

e RFC 2327, SDP: Session Description Protocol 


RFC 2710, Multicast Listener Discovery (MLD) for IPvé 


RFC 2858, Multiprotocol Extensions for BGP-4 


RFC 3031, Multiprotocol Label Switching Architecture 


RFC 3376, Internet Group Management Protocol, Version 3 
RFC 3956, Embedding the Rendezvous Point (RP) Address in an IPv6é Multicast Address 


RFC 3590, Source Address Selection for the Multicast Listener Discovery (MLD) Protocol 


RFC 7761, Protocol Independent Multicast - Sparse Mode (PIM-SM): Protocol Specification 


RFC 4604, Using IGMPv3 and MLDv2 for Source-Specific Multicast 


RFC 4607, Source-Specific Multicast for IP 
RFC 4610, Anycast-RP Using Protocol Independent Multicast (PIM) 


RFC 5015, Bidirectional Protocol Independent Multicast (BIDIR-PIM) 


RFC 5059, Bootstrap Router (BSR) Mechanism for Protocol Independent Multicast (PIM) 
The scoping mechanism is not supported. 


RFC 6513, Multicast in MPLS/BGP IP VPNs 


RFC 6514, BGP Encodings and Procedures for Multicast in MPLS/BGP IP VPNs 


Internet draft draft-raggarwa-I3vpn-bgp-mvpn-extranet-08.txt, Extranet in BGP Multicast VPN (MVPN) 


Internet draft draft-rosen-I3vpn-spmsi-joins-mldp-03.txt, MVPN: S-PMSI Join Extensions for mLDP-Created 
Tunnels 
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The following RFCs and Internet drafts do not define standards, but provide information about multicast 
protocols and related technologies. The IETF classifies them variously as “Best Current Practice,” 
“Experimental,” or “Informational.” 


RFC 1075, Distance Vector Multicast Routing Protocol 


RFC 2362, Protocol Independent Multicast-Sparse Mode (PIM-SM): Protocol Specification 


RFC 2365, Administratively Scoped IP Multicast 
RFC 2547, BGP/MPLS VPNs 


RFC 2974, Session Announcement Protocol 


RFC 3208, PGM Reliable Transport Protocol Specification 


RFC 3446, Anycast Rendevous Point (RP) mechanism using Protocol Independent Multicast (PIM) and Multicast 
Source Discovery Protocol (MSDP) 


RFC 3569, An Overview of Source-Specific Multicast (SSM) 


RFC 3618, Multicast Source Discovery Protocol (MSDP) 
RFC 3810, Multicast Listener Discovery Version 2 (MLDv2) for IPv6 


RFC 3973, Protocol Independent Multicast - Dense Mode (PIM-DM): Protocol Specification (Revised) 
RFC 4364, BGP/MPLS IP Virtual Private Networks (VPNs) 


Internet draft draft-ietf-idmr-dvmrp-v3-11.txt, Distance Vector Multicast Routing Protocol 


Internet draft draft-ietf-mboned-ssm232-08.txt, Source-Specific Protocol Independent Multicast in 232/8 


Internet draft draft-ietf-mmusic-sap-00.txt, SAP: Session Announcement Protocol 


Internet draft draft-rosen-vpn-mcast-07.txt, Multicast in MPLS/BGP VPNs 


Only section 7, “Data MDT: Optimizing flooding,” is supported. 
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Understanding Group Membership Protocols 


There is a big difference between the multicast protocols used between host and routing device and 
between the multicast routing devices themselves. Hosts on a given subnetwork need to inform their 
routing device only whether or not they are interested in receiving packets from a certain multicast group. 
The source host needs to inform its routing devices only that it is the source of traffic for a particular 
multicast group. In other words, no detailed knowledge of the distribution tree is needed by any hosts; 
only a group membership protocol is needed to inform routing devices of their participation in a multicast 
group. Between adjacent routing devices, on the other hand, the multicast routing protocols must avoid 
loops as they build a detailed sense of the network topology and distribution tree from source to leaf. So, 
different multicast protocols are used for the host-router portion and the router-router portion of the 
multicast network. 


Multicast group membership protocols enable a routing device to detect when a host ona directly attached 
subnet, typically a LAN, wants to receive traffic from a certain multicast group. Even if more than one host 
on the LAN wants to receive traffic for that multicast group, the routing device sends only one copy of 
each packet for that multicast group out on that interface, because of the inherent broadcast nature of 
LANs. When the multicast group membership protocol informs the routing device that there are no 
interested hosts on the subnet, the packets are withheld and that leaf is pruned from the distribution tree. 


The Internet Group Management Protocol (IGMP) and the Multicast Listener Discovery (MLD) Protocol 
are the standard IP multicast group membership protocols: IGMP and MLD have several versions that are 
supported by hosts and routing devices: 


e IGMPv1i—The original protocol defined in RFC 1112. An explicit join message is sent to the routing 
device, but a timeout is used to determine when hosts leave a group. This process wastes processing 
cycles on the routing device, especially on older or smaller routing devices. 


e IGMPv2—Defined in RFC 2236. Among other features, IGMPv2 adds an explicit leave message to the 
join message so that routing devices can more easily determine when a group has no interested listeners 
ona LAN. 


e IGMPv3—Defined in RFC 3376. Among other features, IGMPv3 optimizes support for a single source 
of content for a multicast group, or source-specific multicast (SSM). 


e MLDvi—Defined in RFC 2710. MLDv1 is similar to IGMPv2. 
e MLDv2—Defined in RFC 3810. MLDv2 similar to IGMPv3. 
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The various versions of IGMP and MLD are backward compatible. It is common for a routing device to run 
multiple versions of IGMP and MLD on LAN interfaces. Backward compatibility is achieved by dropping 

back to the most basic of all versions run ona LAN. For example, if one host is running IGMPv1, any routing 
device attached to the LAN running IGMPv2 can drop back to IGMPv11 operation, effectively eliminating 
the IGMPv2 advantages. Running multiple IGMP versions ensures that both IGMPv1 and IGMPv2 hosts 

find peers for their versions on the routing device. 


| 
A CAUTION: On Mx Series platforms, |GMPv2 and IGMPv3 can or cannot be configured 
A together on the same interface, depending on the Junos OS release at your installation. 
Configuring both together can cause unexpected behavior in multicast traffic 
forwarding. 


SEE ALSO 
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Understanding IGMP 


The Internet Group Management Protocol (IGMP) manages the membership of hosts and routing devices 
in multicast groups. IP hosts use IGMP to report their multicast group memberships to any immediately 
neighboring multicast routing devices. Multicast routing devices use IGMP to learn, for each of their 
attached physical networks, which groups have members. 


IGMP is also used as the transport for several related multicast protocols (for example, Distance Vector 
Multicast Routing Protocol [DVMRP] and Protocol Independent Multicast version 1 [PIMv1)]). 


A routing device receives explicit join and prune messages from those neighboring routing devices that 
have downstream group members. When PIM is the multicast protocol in use, IGMP begins the process 
as follows: 


1. To join a multicast group, G, a host conveys its membership information through IGMP. 


2. The routing device then forwards data packets addressed to a multicast group G to only those interfaces 
on which explicit join messages have been received. 


3. A designated router (DR) sends periodic join and prune messages toward a group-specific rendezvous 
point (RP) for each group for which it has active members. One or more routing devices are automatically 
or statically designated as the RP, and all routing devices must explicitly join through the RP. 


4. Each routing device along the path toward the RP builds a wildcard (any-source) state for the group 
and sends join and prune messages toward the RP. 
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The term route entry is used to refer to the state maintained in a routing device to represent the 
distribution tree. 


A route entry can include such fields as: 


e source address 

e group address 

e incoming interface from which packets are accepted 

e list of outgoing interfaces to which packets are sent 

e timers 

e flag bits 

The wildcard route entry's incoming interface points toward the RP. 


The outgoing interfaces point to the neighboring downstream routing devices that have sent join and 
prune messages toward the RP as well as the directly connected hosts that have requested membership 
to group G. 


5. This state creates a shared, RP-centered, distribution tree that reaches all group members. 


IGMP is also used as the transport for several related multicast protocols (for example, Distance Vector 
Multicast Routing Protocol [DVMRP] and Protocol Independent Multicast version 1 [PIMv1)]). 


Starting in Junos OS Release 15.2, PIMv1 is not supported. 


IGMP is an integral part of IP and must be enabled on all routing devices and hosts that need to receive 
IP multicast traffic. 


For each attached network, a multicast routing device can be either a querier or a nonquerier. The querier 
routing device periodically sends general query messages to solicit group membership information. Hosts 
on the network that are members of a multicast group send report messages. When a host leaves a group, 
it sends a leave group message. 


IGMP version 3 (IGMPv3) supports inclusion and exclusion lists. Inclusion lists enable you to specify which 
sources can send to a multicast group. This type of multicast group is called a source-specific multicast 
(SSM) group, and its multicast address is 232/8. 


IGMPv3 provides support for source filtering. For example, a routing device can specify particular routing 
devices from which it accepts or rejects traffic. With IGMPv3, a multicast routing device can learn which 
sources are of interest to neighboring routing devices. 


Exclusion mode works the opposite of an inclusion list. It allows any source but the ones listed to send to 
the SSM group. 


IGMPv3 interoperates with versions 1 and 2 of the protocol. However, to remain compatible with older 
IGMP hosts and routing devices, IGMPv3 routing devices must also implement versions 1 and 2 of the 


protocol. IGMPv3 supports the following membership-report record types: mode is allowed, allow new 


sources, and block old sources. 


SEE ALSO 
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Configuring IGMP 


Before you begin: 


1. 


Determine whether the router is directly attached to any multicast sources. Receivers must be able to 
locate these sources. 


. Determine whether the router is directly attached to any multicast group receivers. If receivers are 


present, IGMP is needed. 


. Determine whether to configure multicast to use sparse, dense, or sparse-dense mode. Each mode has 


different configuration considerations. 


. Determine the address of the RP if sparse or sparse-dense mode is used. 
. Determine whether to locate the RP with the static configuration, BSR, or auto-RP method. 


. Determine whether to configure multicast to use its own RPF routing table when configuring PIM in 


sparse, dense, or sparse-dense mode. 


. Configure the SAP and SDP protocols to listen for multicast session announcements. See “Configuring 


the Session Announcement Protocol” on page 521. 


To configure the Internet Group Management Protocol (IGMP), include the igmp statement: 


igmp { 

accounting; 

interface interface-name { 
disable; 
(accounting | no-accounting); 
group-policy [ policy-names }; 
immediate-leave; 
oif-map map-name; 
promiscuous-mode; 
ssm-map ssm-map-name; 
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static { 
group multicast-group-address { 

exclude; 

group-count number, 

group-increment increment; 

source ip-address { 
source-count number; 
source-increment increment; 


} 


version version; 

} 

query-interval seconds; 

query-last-member-interval seconds; 

query-response-interval seconds; 

robust-count number; 

traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


You can include this statement at the following hierarchy levels: 


e [edit protocols] 
e [edit logical-systems logical-system-name protocols] 


By default, IGMP is enabled on all interfaces on which you configure Protocol Independent Multicast (PIM), 
and on all broadcast interfaces on which you configure the Distance Vector Multicast Routing Protocol 
(DVMRP). 


NOTE: You can configure IGMP on an interface without configuring PIM. PIM is generally not 
needed on IGMP downstream interfaces. Therefore, only one “pseudo PIM interface” is created 
to represent all IGMP downstream (IGMP-only) interfaces on the router. This reduces the amount 
of router resources, such as memory, that are consumed. You must configure PIM on upstream 
IGMP interfaces to enable multicast routing, perform reverse-path forwarding for multicast data 
packets, populate the multicast forwarding table for upstream interfaces, and in the case of 
bidirectional PIM and PIM sparse mode, to distribute IGMP group memberships into the multicast 
routing domain. 
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Enabling IGMP 


The Internet Group Management Protocol (IGMP) manages multicast groups by establishing, maintaining, 
and removing groups ona subnet. Multicast routing devices use IGMP to learn which groups have members 
on each of their attached physical networks. IGMP must be enabled for the router to receive IPv4 multicast 
packets. IGMP is only needed for IPv4 networks, because multicast is handled differently in IPv6é networks. 
IGMP is automatically enabled on all IPv4 interfaces on which you configure PIM and on all IPv4 broadcast 
interfaces when you configure DVMRP. 


If IGMP is not running on an interface—either because PIM and DVMRP are not configured on the interface 
or because IGMP is explicitly disabled on the interface—you can explicitly enable IGMP. 


To explicitly enable IGMP: 


1. If PIM and DVMRP are not running on the interface, explicitly enable IGMP by including the interface 


name. 


[edit protocols igmp] 
user@host# set interface fe-0/0/0.0 


2. See if IGMP is disabled on any interfaces. In the following example, IGMP is disabled on a Gigabit 
Ethernet interface. 


[edit protocols igmp] 

user@host# show 

interface fe-0/0/0.0; 

interface ge-1/0/0.0 { 
disable; 


3. Enable IGMP on the interface by deleting the disable statement. 


[edit protocols igmp] 
delete interface ge-1/0/0.0 disable 


4. Verify the configuration. 


[edit protocols igmp] 
user@host# show 
interface fe-0/0/0.0; 
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interface ge-1/0/0.0; 


5. Verify the operation of IGMP on the interfaces by checking the output of the show igmp interface 
command. 


SEE ALSO 


Understanding IGMP | 24 
Disabling IGMP | 53 
show igmp interface | 1820 


Modifying the IGMP Host-Query Message Interval 


The objective of IGMP is to keep routers up to date with group membership of the entire subnet. Routers 
need not know who all the members are, only that members exist. Each host keeps track of which multicast 
groups are subscribed to. On each link, one router is elected the querier. The IGMP querier router 
periodically sends general host-query messages on each attached network to solicit membership information. 
The messages are sent to the all-systems multicast group address, 224.0.0.1. 


The query interval, the response interval, and the robustness variable are related in that they are all variables 
that are used to calculate the group membership timeout. The group membership timeout is the number 
of seconds that must pass before a multicast router determines that no more members of a host group 
exist on a subnet. The group membership timeout is calculated as the (robustness variable x query-interval) 
+ (query-response-interval). If no reports are received for a particular group before the group membership 
timeout has expired, the routing device stops forwarding remotely-originated multicast packets for that 
group onto the attached network. 


By default, host-query messages are sent every 125 seconds. You can change this interval to change the 
number of IGMP messages sent on the subnet. 


To modify the query interval: 


1. Configure the interval. 


[edit protocols igmp] 
user@host# set query-interval 200 


The value can be from 1 through 1024 seconds. 


2. Verify the configuration by checking the IGMP Query Interval field in the output of the show igmp 
interface command. 
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3. Verify the operation of the query interval by checking the Membership Query field in the output of 
the show igmp statistics command. 


SEE ALSO 


Understanding IGMP | 24 

Modifying the IGMP Query Response Interval | 30 
Modifying the IGMP Robustness Variable | 35 
show igmp interface | 1820 





show igmp statistics | 1874 


Modifying the IGMP Query Response Interval 


The query response interval is the maximum amount of time that can elapse between when the querier 
router sends a host-query message and when it receives a response from a host. Configuring this interval 
allows you to adjust the burst peaks of IGMP messages on the subnet. Set a larger interval to make the 
traffic less bursty. Bursty traffic refers to an uneven pattern of data transmission: sometimes a very high 
data transmission rate, whereas at other times a very low data transmission rate. 


The query response interval, the host-query interval, and the robustness variable are related in that they 
are all variables that are used to calculate the group membership timeout. The group membership timeout 
is the number of seconds that must pass before a multicast router determines that no more members of 
a host group exist on a subnet. The group membership timeout is calculated as the (robustness variable x 
query-interval) + (query-response-interval). If no reports are received for a particular group before the 
group membership timeout has expired, the routing device stops forwarding remotely originated multicast 
packets for that group onto the attached network. 


The default query response interval is 10 seconds. You can configure a subsecond interval up to one digit 
to the right of the decimal point. The configurable range is 0.1 through 0.9, then in 1-second intervals 1 
through 999,999. 


To modify the query response interval: 


1. Configure the interval. 


[edit protocols igmp] 
user@host# set query-response-interval 0.4 


2. Verify the configuration by checking the IGMP Query Response Interval field in the output of the show 
igmp interface command. 
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3. Verify the operation of the query interval by checking the Membership Query field in the output of 
the show igmp statistics command. 


SEE ALSO 


Understanding IGMP | 24 

Modifying the IGMP Host-Query Message Interval | 29 
Modifying the IGMP Robustness Variable | 35 

show igmp interface | 1820 





show igmp statistics | 1874 


Specifying Immediate-Leave Host Removal for IGMP 


The immediate leave setting is useful for minimizing the leave latency of IGMP memberships. When this 
setting is enabled, the routing device leaves the multicast group immediately after the last host leaves the 
multicast group. 


The immediate-leave setting enables host tracking, meaning that the device keeps track of the hosts that 
send join messages. This allows IGMP to determine when the last host sends a leave message for the 
multicast group. 


When the immediate leave setting is enabled, the device removes an interface from the forwarding-table 
entry without first sending IGMP group-specific queries to the interface. The interface is pruned from the 
multicast tree for the multicast group specified in the IGMP leave message. The immediate leave setting 
ensures optimal bandwidth management for hosts on a switched network, even when multiple multicast 
groups are being used simultaneously. 


When immediate leave is disabled and one host sends a leave group message, the routing device first 
sends a group query to determine if another receiver responds. If no receiver responds, the routing device 
removes all hosts on the interface from the multicast group. Immediate leave is disabled by default for 
both IGMP version 2 and IGMP version 3. 


NOTE: Although host tracking is enabled for IGMPv2 and MLDv1 when you enable immediate 
leave, use immediate leave with these versions only when there is one host on the interface. 
The reason is that IGMPv2 and MLDv1 use a report suppression mechanism whereby only one 
host on an interface sends a group join report in response to a membership query. The other 
interested hosts suppress their reports. The purpose of this mechanism is to avoid a flood of 
reports for the same group. But it also interferes with host tracking, because the router only 
knows about the one interested host and does not know about the others. 
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To enable immediate leave on an interface: 


1. Configure immediate leave on the IGMP interface. 


[edit protocols IGMP] 
user@host# set interface ge-0/0/0.1 immediate-leave 


2. Verify the configuration by checking the Immediate Leave field in the output of the show igmp interface 
command. 


SEE ALSO 


Understanding IGMP | 24 
show igmp interface | 1820 


Filtering Unwanted IGMP Reports at the IGMP Interface Level 


Suppose you need to limit the subnets that can join a certain multicast group. The group-policy statement 
enables you to filter unwanted IGMP reports at the interface level. When this statement is enabled on a 
router running IGMP version 2 (IGMPv2) or version 3 (IGMPv3), after the router receives an IGMP report, 
the router compares the group against the specified group policy and performs the action configured in 
that policy (for example, rejects the report if the policy matches the defined address or network). 


You define the policy to match only IGMP group addresses (for IGMPv2) by using the policy's route-filter 
statement to match the group address. You define the policy to match IGMP (source, group) addresses 
(for IGMPv3) by using the policy's route-filter statement to match the group address and the policy's 
source-address-filter statement to match the source address. 


= CAUTION: On Mx Series platforms, |GMPv2 and IGMPv3 can or cannot be configured 
A together on the same interface, depending on the Junos OS release at your installation. 
Configuring both together can cause unexpected behavior in multicast traffic 
forwarding. 


To filter unwanted IGMP reports: 


1. Configure an IGMPv2 policy. 


[edit policy-statement reject_policy_v2] 
user@host# set from route-filter 233.252.0.1/32 exact 
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user@host# set from route-filter 239.0.0.0/8 orlonger 
user@host# set then reject 


2. Configure an IGMPv3 policy. 


[edit policy-statement reject_policy_v3] 

user@host# set from route-filter 233.252.0.1/32 exact 
user@host# set from route-filter 239.0.0.0/8 orlonger 
user@host# set from source-address-filter 10.0.0.0/8 orlonger 
user@host# set from source-address-filter 127.0.0.0/8 orlonger 
user@host# set then reject 


3. Apply the policies to the IGMP interfaces on which you prefer not to receive specific group or (source, 
group) reports. In this example, ge-0/0/0.1 is running IGMPv2, and ge-0/1/1.0 is running IGMPv3. 


[edit protocols igmp] 
user@host# set interface ge-0/0/0.1 group-policy reject_policy_v2 
user@host# set interface ge-0/1/1.0 group-policy reject_policy_v3 


4. Verify the operation of the filter by checking the Rejected Report field in the output of the show igmp 
statistics command. 


SEE ALSO 


Understanding IGMP | 24 
Example: Configuring Policy Chains and Route Filters 
show igmp statistics | 1874 


Accepting IGMP Messages from Remote Subnetworks 


By default, IGMP interfaces accept IGMP messages only from the same subnet. Including the 
promiscuous-mode statement enables the routing device to accept IGMP messages from indirectly 
connected subnets. 
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NOTE: When you enable IGMP on an unnumbered Ethernet interface that uses a /32 loopback 
address as a donor address, you must configure IGMP promiscuous mode to accept the IGMP 
packets received on this interface. 


NOTE: When enabling promiscuous-mode, all routers on the ethernet segment must be configured 
with the promiscuous mode statement. Otherwise, only the interface configured with lowest 
IPv4 address acts as the querier for IGMP for this Ethernet segment. 


To enable IGMP promiscuous mode on an interface: 


1. Configure the IGMP interface. 


[edit protocols igmp] 
user@host# set interface ge-0/1/1.0 promiscuous-mode 


2. Verify the configuration by checking the Promiscuous Mode field in the output of the show igmp 
interface command. 


3. Verify the operation of the filter by checking the Rx non-local field in the output of the show igmp 
statistics command. 


SEE ALSO 


Understanding IGMP | 24 

Loopback Interface Configuration in the Junos OS Network Interfaces Library for Routing Devices 
show igmp interface | 1820 

show igmp statistics | 1874 





Modifying the IGMP Last-Member Query Interval 


The last-member query interval is the maximum amount of time between group-specific query messages, 
including those sent in response to leave-group messages. You can configure this interval to change the 
amount of time it takes a routing device to detect the loss of the last member of a group. 


When the routing device that is serving as the querier receives a leave-group message from a host, the 
routing device sends multiple group-specific queries to the group being left. The querier sends a specific 


number of these queries at a specific interval. The number of queries sent is called the last-member query 
count. The interval at which the queries are sent is called the last-member query interval. Because both 
settings are configurable, you can adjust the leave latency. The IGMP leave latency is the time between a 
request to leave a multicast group and the receipt of the last byte of data for the multicast group. 


The last-member query count x (times) the last-member query interval = (equals) the amount of time it 
takes a routing device to determine that the last member of a group has left the group and to stop forwarding 
group traffic. 


The default last-member query interval is 1 second. You can configure a subsecond interval up to one digit 
to the right of the decimal point. The configurable range is 0.1 through 0.9, then in 1-second intervals 1 
through 999,999. 


To modify this interval: 


1. Configure the time (in seconds) that the routing device waits for a report in response to a group-specific 
query. 


[edit protocols igmp] 
user@host# set query-last-member-interval 0.1 


2. Verify the configuration by checking the IGMP Last Member Query Interval field in the output of the 
show igmp interfaces command. 


NOTE: You can configure the last-member query count by configuring the robustness variable. 
The two are always equal. 


SEE ALSO 


Modifying the IGMP Robustness Variable | 35 
show pim interfaces | 2054 


Modifying the IGMP Robustness Variable 


Fine-tune the IGMP robustness variable to allow for expected packet loss on a subnet. The robust count 
automatically changes certain IGMP message intervals for IGMPv2 and IGMPv3. Increasing the robust 
count allows for more packet loss but increases the leave latency of the subnetwork. 
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When the query router receives an IGMP leave message on a shared network running IGMPv2, the query 
router must send an IGMP group query message a specified number of times. The number of IGMP group 
query messages sent is determined by the robust count. 


The value of the robustness variable is also used in calculating the following IGMP message intervals: 


e Group member interval—Amount of time that must pass before a multicast router determines that there 
are no more members of a group on a network. This interval is calculated as follows: (robustness variable 
xX query-interval) + (1 x query-response-interval). 


e Other querier present interval—The robust count is used to calculate the amount of time that must pass 
before a multicast router determines that there is no longer another multicast router that is the querier. 
This interval is calculated as follows: (robustness variable x query-interval) + (0.5 x 
query-response-interval). 


e Last-member query count—Number of group-specific queries sent before the router assumes there are 
no local members of a group. The number of queries is equal to the value of the robustness variable. 


In IGMPv3, a change of interface state causes the system to immediately transmit a state-change report 
from that interface. In case the state-change report is missed by one or more multicast routers, it is 
retransmitted. The number of times it is retransmitted is the robust count minus one. In IGMPv3, the robust 
count is also a factor in determining the group membership interval, the older version querier interval, and 
the other querier present interval. 


By default, the robustness variable is set to 2. You might want to increase this value if you expect a subnet 
to lose packets. 


The number can be from 2 through 10. 
To change the value of the robustness variable: 


1. Configure the robust count. 


When you set the robust count, you are in effect configuring the number of times the querier retries 
queries on the connected subnets. 


[edit protocols igmp] 
user@host# set robust-count 5 


2. Verify the configuration by checking the IGMP Robustness Count field in the output of the show igmp 
interfaces command. 


SEE ALSO 


Modifying the IGMP Host-Query Message Interval | 29 
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Modifying the IGMP Query Response Interval | 30 
Modifying the IGMP Last-Member Query Interval | 34 
show pim interfaces | 2054 

RFC 2236, Internet Group Management Protocol, Version 2 
RFC 3376, Internet Group Management Protocol, Version 3 





Limiting the Maximum IGMP Message Rate 


This section describes how to change the limit for the maximum number of IGMP packets transmitted in 
1 second by the router. 


Increasing the maximum number of IGMP packets transmitted per second might be useful on a router with 
a large number of interfaces participating in IGMP. 


To change the limit for the maximum number of IGMP packets the router can transmit in 1 second, include 
the maximum-transmit-rate statement and specify the maximum number of packets per second to be 
transmitted. 


SEE ALSO 


maximum-transmit-rate (Protocols IGMP) | 1409 


Changing the IGMP Version 


By default, the routing device runs IGMPv2. Routing devices running different versions of IGMP determine 
the lowest common version of IGMP that is supported by hosts on their subnet and operate in that version. 


To enable source-specific multicast (SSM) functionality, you must configure version 3 on the host and the 
host’s directly connected routing device. If a source address is specified in a multicast group that is statically 
configured, the version must be set to IGMPv3. 


If a static multicast group is configured with the source address defined, and the IGMP version is configured 
to be version 2, the source is ignored and only the group is added. In this case, the join is treated as an 
IGMPv2 group join. 
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BEST PRACTICE: If you configure the IGMP version setting at the individual interface hierarchy 
level, it overrides the interface all statement. That is, the new interface does not inherit the 
version number that you specified with the interface all statement. By default, that new interface 
is enabled with version 2. You must explicitly specify a version number when adding a new 
interface. For example, if you specified version 3 with interface all, you would need to configure 
the version 3 statement for the new interface. Additionally, if you configure an interface for a 
multicast group at the [edit interface interface-name static group multicast-group-address] 
hierarchy level, you must specify a version number as well as the other group parameters. 
Otherwise, the interface is enabled with the default version 2. 


If you have already configured the routing device to use IGMP version 1 (IGMPv1) and then configure it 
to use IGMPv2, the routing device continues to use IGMPv11 for up to 6 minutes and then uses IGMPv2. 


To change to IGMPv3 for SSM functionality: 


1. Configure the IGMP interface. 


[edit protocols igmp] 
user@host# set interface ge-0/0/0 version 3 


2. Verify the configuration by checking the version field in the output of the show igmp interfaces 
command. The show igmp statistics command has version-specific output fields, such as V1 Membership 
Report, V2 Membership Report, and V3 Membership Report. 


oo CAUTION: On Mx Series platforms, |GMPv2 and IGMPv3 can or cannot be configured 
A together on the same interface, depending on the Junos OS release at your installation. 
Configuring both together can cause unexpected behavior in multicast traffic 
forwarding. 


SEE ALSO 


Understanding IGMP | 24 

show pim interfaces | 2054 

show igmp statistics | 1874 

RFC 2236, Internet Group Management Protocol, Version 2 





RFC 3376, Internet Group Management Protocol, Version 3 


Enabling IGMP Static Group Membership 


You can create IGMP static group membership to test multicast forwarding without a receiver host. When 
you enable IGMP static group membership, data is forwarded to an interface without that interface receiving 
membership reports from downstream hosts. The router on which you enable static IGMP group membership 
must be the designated router (DR) for the subnet. Otherwise, traffic does not flow downstream. 


When enabling IGMP static group membership, you cannot configure multiple groups using the group-count, 
group-increment, source-count, and source-increment statements if the all option is specified as the IGMP 
interface. 


Class-of-service (CoS) adjustment is not supported with IGMP static group membership. 
In this example, you create static group 233.252.0.1. 


1. On the DR, configure the static groups to be created by including the static statement and group 
statement and specifying which IP multicast address of the group to be created. When creating groups 
individually, you must specify a unique address for each group. 


[edit protocols igmp] 
user@host# set interface fe-0/1/2 static group 233.252.0.1 


2. After you commit the configuration, use the show configuration protocol igmp command to verify the 
IGMP protocol configuration. 


user@host> show configuration protocol igmp 


interface fe-0/1/2.0 { 
static { 
group 233.252.0.1 ; 


3. After you have committed the configuration and the source is sending traffic, use the show igmp group 
command to verify that static group 233.252.0.1 has been created. 


user@host> show igmp group 


Interface: fe-0/1/2 
Emewjios 233.2525 0., iL 
Soumees 10 .0,0.2 
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Last reported by: Local 
Timeout: 0 Type: Static 


NOTE: When you configure static IGMP group entries on point-to-point links that connect 


routing devices to a rendezvous point (RP), the static IGMP group entries do not generate join 
messages toward the RP. 


When you create IGMP static group membership to test multicast forwarding on an interface on which 
you want to receive multicast traffic, you can specify that a number of static groups be automatically 
created. This is useful when you want to test forwarding to multiple receivers without having to configure 
each receiver separately. 


In this example, you create three groups. 


1. Onthe DR, configure the number of static groups to be created by including the group-count statement 
and specifying the number of groups to be created. 


[edit protocols igmp] 
user@host# set interface fe-0/1/2 static group 233.252.0.1 group-count 3 


2. After you commit the configuration, use the show configuration protocol igmp command to verify the 
IGMP protocol configuration. 


user@host> show configuration protocol igmp 


interface fe-0/1/2.0 { 
static { 
group 233.252.0.1 { 
group-count 3; 


3. After you have committed the configuration and after the source is sending traffic, use the show igmp 
group command to verify that static groups 233.252.0.1, 233.252.0.2, and 233.252.0.3 have been 
created. 


user@host> show igmp group 


Interface: fe-0/1/2 
Erouos 253,252 40), i 
sources 10,0.0.2 
Last reported by: Local 
Timeout: 0 Type: Static 
Enews 233.252 5.052 
SO UEsC Crame OR OhOlrz 
Last reported by: Local 
Timeout: 0 Type: Static 
ExoOulas 23S— 252.003 
Ssoumees L050 50.2 
Last reported by: Local 
Timeout: 0 Type: Static 


When you create IGMP static group membership to test multicast forwarding on an interface on which 
you want to receive multicast traffic, you can also configure the group address to be automatically 
incremented for each group created. This is useful when you want to test forwarding to multiple receivers 
without having to configure each receiver separately and when you do not want the group addresses to 
be sequential. 


In this example, you create three groups and increase the group address by an increment of two for each 
group. 


1. On the DR, configure the group address increment by including the group-increment statement and 
specifying the number by which the address should be incremented for each group. The increment is 
specified in dotted decimal notation similar to an IPv4 address. 


[edit protocols igmp] 
user@host# set interface fe-0/1/2 static group 233.252.0.1 group-count 3 group-increment 0.0.0.2 


2. After you commit the configuration, use the show configuration protocol igmp command to verify the 
IGMP protocol configuration. 


user@host> show configuration protocol igmp 


interface fe-0/1/2.0 { 
version 3; 
static { 
group 233.252.0.1 { 
group-increment 0.0.0.2; 
group-count 3; 
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3. After you have committed the configuration and after the source is sending traffic, use the show igmp 
group command to verify that static groups 233.252.0.1, 233.252.0.3, and 233.252.0.5 have been 
created. 


user@host> show igmp group 


Interface: fe-0/1/2 
Emoto: 293.252 505 iL 
SO USC Crum Omi Orn Oke 
Last reported by: Local 
Timeout: 0 Type: Static 
Emetjos 233.252.6053 
Ssoumees IO50 50.2 
Last reported by: Local 
Timeout: 0 Type: Static 
Groupie someon. 
Sources 10.0.05.2 
Last reported by: Local 
Timeout: 0 Type: Static 


When you create IGMP static group membership to test multicast forwarding on an interface on which 
you want to receive multicast traffic, and your network is operating in source-specific multicast (SSM) 
mode, you can also specify that the multicast source address be accepted. This is useful when you want 
to test forwarding to multicast receivers from a specific multicast source. 


If you specify a group address in the SSM range, you must also specify a source. 


If a source address is specified in a multicast group that is statically configured, the IGMP version on the 
interface must be set to IGMPv3. IGMPv2 is the default value. 


In this example, you create group 233.252.0.1 and accept IP address 10.0.0.2 as the only source. 


1. On the DR, configure the source address by including the source statement and specifying the IPv4 
address of the source host. 


[edit protocols igmp] 
user@host# set interface fe-0/1/2 static group 233.252.0.1 source 10.0.0.2 


2. After you commit the configuration, use the show configuration protocol igmp command to verify the 
IGMP protocol configuration. 


user@host> show configuration protocol igmp 


interface fe-0/1/2.0 { 
version 3; 
static { 
group 233.252.0.1 { 
source 10.0.0.2; 


3. After you have committed the configuration and the source is sending traffic, use the show igmp group 
command to verify that static group 233.252.0.1 has been created and that source 10.0.0.2 has been 
accepted. 


user@host> show igmp group 


Interface: fe-0/1/2 
Guoupey2serco2 Une 
SOUsC Came Omi Orn Oke 
Last reported by: Local 
Timeout: 0 Type: Static 


When you create IGMP static group membership to test multicast forwarding on an interface on which 
you want to receive multicast traffic, you can specify that a number of multicast sources be automatically 
accepted. This is useful when you want to test forwarding to multicast receivers from more than one 
specified multicast source. 


In this example, you create group 233.252.0.1 and accept addresses 10.0.0.2, 10.0.0.3, and 10.0.0.4 as 
the sources. 


1. On the DR, configure the number of multicast source addresses to be accepted by including the 
source-count statement and specifying the number of sources to be accepted. 


[edit protocols igmp] 
user@host# set interface fe-0/1/2 static group 233.252.0.1 source 10.0.0.2 source-count 3 


2. After you commit the configuration, use the show configuration protocol igmp command to verify the 
IGMP protocol configuration. 


user@host> show configuration protocol igmp 


interface fe-0/1/2.0 { 
version 3; 
static { 
group 233.252.0.1 { 
source 10.0.0.2 { 
source-count 3; 


3. After you have committed the configuration and the source is sending traffic, use the show igmp group 
command to verify that static group 233.252.0.1 has been created and that sources 10.0.0.2, 10.0.0.3, 
and 10.0.0.4 have been accepted. 


user@host> show igmp group 


Interface: fe-0/1/2 
Groupe seiico2 Un 
SOUEsC Cran OR Oh Olea 
Last reported by: Local 
Timeout: 0 Type: Static 
Groupie serco2 Une 
SOUS Comme Or OkES. 
Last reported by: Local 
Timeout: 0 Type: Static 
Emowjos 233.252 50, iL 
SOUIEC Cr OR ORO a 
Last reported by: Local 
Timeout: 0 Type: Static 


When you configure static groups on an interface on which you want to receive multicast traffic, and 
specify that a number of multicast sources be automatically accepted, you can also specify the number by 
which the address should be incremented for each source accepted. This is useful when you want to test 
forwarding to multiple receivers without having to configure each receiver separately and you do not want 
the source addresses to be sequential. 


In this example, you create group 233.252.0.1 and accept addresses 10.0.0.2, 10.0.0.4, and 10.0.0.6 as 
the sources. 


1. Configure the multicast source address increment by including the source-increment statement and 
specifying the number by which the address should be incremented for each source. The increment is 
specified in dotted decimal notation similar to an IPv4 address. 


[edit protocols igmp] 
user@host# set interface fe-0/1/2 static group 233.252.0.1 source 10.0.0.2 source-count 3 source-increment 
0.0.0.2 


2. After you commit the configuration, use the show configuration protocol igmp command to verify the 
IGMP protocol configuration. 


user@host> show configuration protocol igmp 


interface fe-0/1/2.0 { 
version 3; 
static { 
group 233.252.0.1 { 
source 10.0.0.2 { 
source-count 3; 


source-increment 0.0.0.2; 


3. After you have committed the configuration and after the source is sending traffic, use the show igmp 
group command to verify that static group 233.252.0.1 has been created and that sources 10.0.0.2, 
10.0.0.4, and 10.0.0.6 have been accepted. 


user@host> show igmp group 


Interface: fe-0/1/2 
Emetjos 233.252 40, il 
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SO UrsC Crim ORORO hr 

Last reported by: Local 

Timeout: 0 Type: Static 
Groupie sorco2z Unt 

Source: 10.0.0.4 

Last reported by: Local 

Timeout: 0 Type: Static 
Guoupe ee sero Un 

SO UiSC Came Ot Ols Olen 

Last reported by: Local 

Timeout: 0 Type: Static 


When you configure static groups on an interface on which you want to receive multicast traffic and your 
network is operating in source-specific multicast (SSM) mode, you can specify that certain multicast source 
addresses be excluded. 


By default the multicast source address configured in a static group operates in include mode. In include 
mode the multicast traffic for the group is accepted from the source address configured. You can also 
configure the static group to operate in exclude mode. In exclude mode the multicast traffic for the group 
is accepted from any address other than the source address configured. 


If a source address is specified in a multicast group that is statically configured, the IGMP version on the 
interface must be set to IGMPv3. IGMPv2 is the default value. 


In this example, you exclude address 10.0.0.2 as a source for group 233.252.0.1. 


1. On the DR, configure a multicast static group to operate in exclude mode by including the exclude 
statement and specifying which IPv4 source address to exclude. 


[edit protocols igmp] 
user@host# set interface fe-0/1/2 static group 233.252.0.1 exclude source 10.0.0.2 


2. After you commit the configuration, use the show configuration protocol igmp command to verify the 
IGMP protocol configuration. 


user@host> show configuration protocol igmp 


interface fe-0/1/2.0 { 
version 3; 
static { 
group 233.252.0.1 { 
exclude; 
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source 10.0.0.2; 


3. After you have committed the configuration and the source is sending traffic, use the show igmp group 
detail command to verify that static group 233.252.0.1 has been created and that the static group is 
operating in exclude mode. 


user@host> show igmp group detail 


Interface: fe-0/1/2 
Groupee2ssrzo2 Une 
Group mode: Exclude 
Sources 10,0,0.2 
Last reported by: Local 
Timeout: 0 Type: Static 


SEE ALSO 


Enabling MLD Static Group Membership | 70 
group (Protocols IGMP) | 1290 

group-count (Protocols IGMP) | 1298 
group-increment (Protocols IGMP) | 1300 
source-count (Protocols IGMP) | 1609 
source-increment (Protocols IGMP) | 1611 
static (Protocols IGMP) | 1627 





Recording IGMP Join and Leave Events 


To determine whether IGMP tuning is needed in a network, you can configure the routing device to record 
IGMP join and leave events. You can record events globally for the routing device or for individual interfaces. 


Table 4 on page 48 describes the recordable IGMP events. 
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Table 4: IGMP Event Messages 


ERRMSG Tag Definition 

RPD_IGMP_JOIN Records IGMP join events. 

RPD_IGMP_LEAVE Records IGMP leave events. 

RPD_IGMP_ACCOUNTING ON Records when IGMP accounting is enabled on an IGMP interface. 
RPD_IGMP_ACCOUNTING OFF Records when IGMP accounting is disabled on an IGMP interface. 
RPD_IGMP_MEMBERSHIP_TIMEOUT Records IGMP membership timeout events. 


To enable IGMP accounting: 


1. Enable accounting globally or on an IGMP interface. This example shows both options. 


[edit protocols igmp] 
user@host# set accounting 
user@host# set interface fe-0/1/0.2 accounting 


2. Configure the events to be recorded and filter the events to a system log file with a descriptive filename, 
such as igmp-events. 


[edit system syslog file igmp-events] 

user@host# set any info 

user@host# set match “.*RPD_IGMP_JOIN.* | .*RPD_IGMP_LEAVE.* | .*~RPD_IGMP_ACCOUNTING.* | 
.“~RPD_IGMP_MEMBERSHIP_TIMEOUT.*” 


3. Periodically archive the log file. 


This example rotates the file size when it reaches 100 KB and keeps three files. 


[edit system syslog file igmp-events] 

user@host# set archive size 100000 

user@host# set archive files 3 

user@host# set archive archive-sites “ftp://user@host1//var/tmp” password “anonymous” 
user@host# set archive archive-sites “ftp://user@host2//var/tmp” password “test” 
user@host# set archive transfer-interval 24 

user@host# set archive start-time 2011-01-07:12:30 
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. You can monitor the system log file as entries are added to the file by running the monitor start and 


monitor stop commands. 


user@host> monitor start igmp-events 


xxx igmp-events *** 


Apr 16 13:08:23 host mgd[16416]: UI_CMDLINE_READ_LINE: User 'user', command 

















"run monitor start igmp-events ' 


monitor 


SEE ALSO 


Understanding IGMP | 24 
Specifying Log File Size, Number, and Archiving Properties 


Limiting the Number of IGMP Multicast Group Joins on Logical Interfaces 


The group-limit statement enables you to limit the number of IGMP multicast group joins for logical 


interfaces. When this statement is enabled on a router running IGMP version 2 (IGMPv2) or version 3 


(IGMPv3), the limit is applied upon receipt of the group report. Once the group limit is reached, subsequent 


join requests are rejected. 


When configuring limits for IGMP multicast groups, keep the following in mind: 


Each any-source group (*,G) counts as one group toward the limit. 
Each source-specific group (S,G) counts as one group toward the limit. 
Groups in IGMPv3 exclude mode are counted toward the limit. 


Multiple source-specific groups count individually toward the group limit, even if they are for the same 
group. For example, (S1, G1) and (S2, G1) would count as two groups toward the configured limit. 


Combinations of any-source groups and source-specific groups count individually toward the group 
limit, even if they are for the same group. For example, (*, G1) and (S, G1) would count as two groups 
toward the configured limit. 


Configuring and committing a group limit on a network that is lower than what already exists on the 
network results in the removal of all groups from the configuration. The groups must then request to 
rejoin the network (up to the newly configured group limit). 


You can dynamically limit multicast groups on IGMP logical interfaces using dynamic profiles. 


Starting in Junos OS Release 12.2, you can optionally configure a system log warning threshold for IGMP 
multicast group joins received on the logical interface. It is helpful to review the system log messages for 
troubleshooting purposes and to detect if an excessive amount of IGMP multicast group joins have been 
received on the interface. These log messages convey when the configured group limit has been exceeded, 
when the configured threshold has been exceeded, and when the number of groups drop below the 
configured threshold. 


The group-threshold statement enables you to configure the threshold at which a warning message is 
logged. The range is 1 through 100 percent. The warning threshold is a percentage of the group limit, so 
you must configure the group-limit statement to configure a warning threshold. For instance, when the 
number of groups exceed the configured warning threshold, but remain below the configured group limit, 
multicast groups continue to be accepted, and the device logs the warning message. In addition, the device 
logs a warning message after the number of groups drop below the configured warning threshold. You 
can further specify the amount of time (in seconds) between the log messages by configuring the log-interval 
statement. The range is 6 through 32,767 seconds. 


You might consider throttling log messages because every entry added after the configured threshold and 
every entry rejected after the configured limit causes a warning message to be logged. By configuring a 
log interval, you can throttle the amount of system log warning messages generated for IGMP multicast 
group joins. 


NOTE: On ACX Series routers, the maximum number of multicast routes is 1024. 


To limit multicast group joins on an IGMP logical interface: 


1. Access the logical interface at the IGMP protocol hierarchy level. 


[edit] 
user@host# edit protocols igmp interface interface-name 


2. Specify the group limit for the interface. 


[edit protocols igmp interface interface-name] 
user@host# set group-limit limit 


3. (Optional) Configure the threshold at which a warning message is logged. 


[edit protocols igmp interface interface-name] 
user@host# set group-threshold value 
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4. (Optional) Configure the amount of time between log messages. 


[edit protocols igmp interface interface-name] 
user@host# set log-interval seconds 


To confirm your configuration, use the show protocols igmp command. To verify the operation of IGMP 
on the interface, including the configured group limit and the optional warning threshold and interval 
between log messages, use the show igmp interface command. 


SEE ALSO 


Enabling IGMP Static Group Membership | 39 


Tracing IGMP Protocol Traffic 


Tracing operations record detailed messages about the operation of routing protocols, such as the various 
types of routing protocol packets sent and received, and routing policy actions. You can specify which 
trace operations are logged by including specific tracing flags. The following table describes the flags that 


you can include. 


Flag 


all 


client-notification 


general 


group 


host-notification 


leave 


mtrace 


normal 


packets 


policy 


Description 


Trace all operations. 


Trace notifications. 


Trace general flow. 


Trace group operations. 


Trace host notifications. 


Trace leave group messages (IGMPv2 only). 


Trace mtrace packets. Use the mtrace command to troubleshoot 
the software. 


Trace normal events. 


Trace all IGMP packets. 


Trace policy processing. 
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Flag Description 


query Trace IGMP membership query messages, including general and 


group-specific queries. 


report Trace membership report messages. 
route Trace routing information. 

state Trace state transitions. 

task Trace task processing. 

timer Trace timer processing. 


In the following example, tracing is enabled for all routing protocol packets. Then tracing is narrowed to 
focus only on IGMP packets of a particular type. To configure tracing operations for IGMP: 


1. (Optional) Configure tracing at the routing options level to trace all protocol packets. 


[edit routing-options traceoptions] 
user@host# set file all-packets-trace 
user@host¢# set flag all 


Nh 


. Configure the filename for the IGMP trace file. 


[edit protocols igmp traceoptions] 
user@host¢# set file igmp-trace 


ioe) 


. (Optional) Configure the maximum number of trace files. 


[edit protocols igmp traceoptions] 
user@host# set file files 5 


4. (Optional) Configure the maximum size of each trace file. 


[edit protocols igmp traceoptions] 
user@host# set file size 1m 


5. (Optional) Enable unrestricted file access. 


[edit protocols igmp traceoptions] 
user@host# set file world-readable 


6. Configure tracing flags. Suppose you are troubleshooting issues with a particular multicast group. The 
following example shows how to flag all events for packets associated with the group IP address. 


[edit protocols igmp traceoptions] 
user@host# set flag group | match 233.252.0.2 


7. View the trace file. 


user@host> file list /var/log 
user@host> file show /var/log/igmp-trace 


SEE ALSO 


Understanding IGMP | 24 
Tracing and Logging Junos OS Operations 
mtrace | 1778 


Disabling IGMP 


To disable IGMP on an interface, include the disable statement: 


disable; 


You can include this statement at the following hierarchy levels: 


e [edit protocols igmp interface interface-name] 


e [edit logical-systems logical-system-name protocols igmp interface interface-name] 


NOTE: ACX Series routers do not support [edit logical-systems logical-system-name protocols] 
hierarchy level. 
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SEE ALSO 


Understanding IGMP | 24 
Configuring IGMP | 26 
Enabling IGMP | 28 


IGMP and Nonstop Active Routing 


Nonstop active routing (NSR) configurations include two Routing Engines that share information so that 
routing is not interrupted during Routing Engine failover. These NSR configurations include passive support 
with IGMP in connection with PIM. The master Routing Engine uses IGMP to determine its PIM multicast 
state, and this IGMP-derived information is replicated on the backup Routing Engine. IGMP on the new 
master Routing Engine (after failover) relearns the state information quickly through IGMP operation. In 
the interim, the new master Routing Engine retains the IGMP-derived PIM state as received by the 
replication process from the old master Routing Engine. This state information times out unless refreshed 
by IGMP on the new master Routing Engine. No additional IGMP configuration is required. 


SEE ALSO 


Understanding Nonstop Active Routing for PIM | 468 
Configuring MLD | 55 


Release History Table 


Release Description 
15.2 Starting in Junos OS Release 15.2, PIMv1 is not supported. 
12.2 Starting in Junos OS Release 12.2, you can optionally configure a system log warning 


threshold for IGMP multicast group joins received on the logical interface. 


RELATED DOCUMENTATION 


| Configuring MLD | 55 


| Verifying the IGMP Version 


Purpose 


Verify that IGMP version 2 is configured on all applicable interfaces. 


Action 


From the CLI, enter the show igmp interface command. 


| Sample Output 


user@host> show igmp interface 


Interface: ge-0/0/0.0 
Querier: 192.168.4.36 
State: Up Timeout: EMSS SHHOn eG EOUpS: 0 


Configured Parameters: 

IGMP Query Interval: 125.0 

IGMP Query Response Interval: 10.0 
IGMP Last Member Query Interval: 1.0 
ICME SRoObUsieMmesism€ Cums 








Derived Parameters: 
IGMP Membership Timeout: 260.0 
IGMP Other Querier Present Timeout: 255.0 





Meaning 


The output shows a list of the interfaces that are configured for IGMP. Verify the following information: 


e Each interface on which IGMP is enabled is listed. 


e Next to Version, the number 2 appears. 


| Configuring MLD 
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@ = Configuring MLD | 59 

@ Enabling MLD | 60 
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Modifying the MLD Version | 61 


55 


@ = Modifying the MLD Host-Query Message Interval | 62 
@ Modifying the MLD Query Response Interval | 63 
@ = Modifying the MLD Last-Member Query Interval | 64 
@ = Specifying Immediate-Leave Host Removal for MLD | 65 
@ Filtering Unwanted MLD Reports at the MLD Interface Level | 67 
@ ~~ Example: Modifying the MLD Robustness Variable | 68 
@ Limiting the Maximum MLD Message Rate | 70 
@ ~~ Enabling MLD Static Group Membership | 70 
@ Example: Recording MLD Join and Leave Events | 79 
@® = Configuring the Number of MLD Multicast Group Joins on Logical Interfaces | 82 
@ Disabling MLD | 84 
Understanding MLD 


The Multicast Listener Discovery (MLD) Protocol manages the membership of hosts and routers in multicast 
groups. IP version 6 (IPv6) multicast routers use MLD to learn, for each of their attached physical networks, 
which groups have interested listeners. Each routing device maintains a list of host multicast addresses 
that have listeners for each subnetwork, as well as a timer for each address. However, the routing device 
does not need to know the address of each listener—just the address of each host. The routing device 
provides addresses to the multicast routing protocol it uses, which ensures that multicast packets are 
delivered to all subnetworks where there are interested listeners. In this way, MLD is used as the transport 
for the Protocol Independent Multicast (PIM) Protocol. 


MLD is an integral part of IPv6 and must be enabled on all IPv6 routing devices and hosts that need to 
receive IP multicast traffic. The Junos OS supports MLD versions 1 and 2. Version 2 is supported for 
source-specific multicast (SSM) include and exclude modes. 


In include mode, the receiver specifies the source or sources it is interested in receiving the multicast group 
traffic from. Exclude mode works the opposite of include mode. It allows the receiver to specify the source 
or sources it is not interested in receiving the multicast group traffic from. 


For each attached network, a multicast routing device can be either a querier or a nonquerier. A querier 
routing device, usually one per subnet, solicits group membership information by transmitting MLD queries. 
When a host reports to the querier routing device that it has interested listeners, the querier routing device 
forwards the membership information to the rendezvous point (RP) routing device by means of the receiver's 
(host's) designated router (DR). This builds the rendezvous-point tree (RPT) connecting the host with 
interested listeners to the RP routing device. The RPT is the initial path used by the sender to transmit 
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information to the interested listeners. Nonquerier routing devices do not transmit MLD queries ona 
subnet but can do so if the querier routing device fails. 


All MLD-configured routing devices start as querier routing devices on each attached subnet (see 
Figure 3 on page 57). The querier routing device on the right is the receiver's DR. 


Figure 3: Routing Devices Start Up on a Subnet 
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Receiver’s DR 


To elect the querier routing device, the routing devices exchange query messages containing their IPvé 
source addresses. If a routing device hears a query message whose IPvé6 source address is numerically 
lower than its own selected address, it becomes a nonquerier. In Figure 4 on page 57, the routing device 
on the left has a source address numerically lower than the one on the right and therefore becomes the 
querier routing device. 


NOTE: In the practical application of MLD, several routing devices on a subnet are nonqueriers. 
If the elected querier routing device fails, query messages are exchanged among the remaining 
routing devices. The routing device with the lowest IPv6é source address becomes the new querier 
routing device. The IPv6 Neighbor Discovery Protocol (NDP) implementation drops incoming 
Neighbor Announcement (NA) messages that have a broadcast or multicast address in the target 
link-layer address option. This behavior is recommended by RFC 2461. 


Figure 4: Querier Routing Device Is Determined 
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The querier routing device sends general MLD queries on the link-scope all-nodes multicast address 
FFO2::1 at short intervals to all attached subnets to solicit group membership information (see 
Figure 5 on page 58). Within the query message is the maximum response delay value, specifying the 
maximum allowed delay for the host to respond with a report message. 
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Figure 5: General Query Message Is Issued 
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If interested listeners are attached to the host receiving the query, the host sends a report containing the 
host's IPv6 address to the routing device (see Figure 6 on page 58). If the reported address is not yet in 
the routing device's list of multicast addresses with interested listeners, the address is added to the list 
and a timer is set for the address. If the address is already on the list, the timer is reset. The host's address 
is transmitted to the RP in the PIM domain. 


Figure 6: Reports Are Received by the Querier Routing Device 
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If the host has no interested multicast listeners, it sends a done message to the querier routing device. On 
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Receiver’s DR 


receipt, the querier routing device issues a multicast address-specific query containing the last listener 
query interval value to the multicast address of the host. If the routing device does not receive a report 
from the multicast address, it removes the multicast address from the list and notifies the RP in the PIM 
domain of its removal (see Figure 7 on page 58). 


Figure 7: Host Has No Interested Receivers and Sends a Done Message to Routing Device 
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Receiver’s DR 


If a done message is not received by the querier routing device, the querier routing device continues to 
send multicast address-specific queries. If the timer set for the address on receipt of the last report expires, 
the querier routing device assumes there are no longer interested listeners on that subnet, removes the 
multicast address from the list, and notifies the RP in the PIM domain of its removal (see 

Figure 8 on page 59). 
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Figure 8: Host Address Timer Expires and Address Is Removed from Multicast Address List 
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SEE ALSO 


Enabling MLD | 60 
Example: Recording MLD Join and Leave Events | 79 
Example: Modifying the MLD Robustness Variable | 68 


Configuring MLD 


To configure the Multicast Listener Discovery (MLD) Protocol, include the mld statement: 


mld { 
accounting; 
interface interface-name { 
disable; 
(accounting | no-accounting); 
group-policy [ policy-names }; 
immediate-leave; 
oif-map [ map-names ]; 
passive; 
ssm-map ssm-map-name; 
static { 
group multicast-group-address { 
exclude; 
group-count number, 
group-increment increment; 
source ip-address { 
source-count number; 
source-increment increment; 


} 


version version; 


maximum-transmit-rate packets-per-second; 
query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 


You can include this statement at the following hierarchy levels: 


e [edit protocols] 


e [edit logical-systems logical-system-name protocols] 


By default, MLD is enabled on all broadcast interfaces when you configure Protocol Independent Multicast 
(PIM) or the Distance Vector Multicast Routing Protocol (DVMRP). 


Enabling MLD 


The Multicast Listener Discovery (MLD) Protocol manages multicast groups by establishing, maintaining, 
and removing groups ona subnet. Multicast routing devices use MLD to learn which groups have members 
on each of their attached physical networks. MLD must be enabled for the router to receive IPv6é multicast 
packets. MLD is only needed for IPv6 networks, because multicast is handled differently in IPv4 networks. 
MLD is enabled on all IPv6é interfaces on which you configure PIM and on all IPv6é broadcast interfaces 
when you configure DVMRP. 


MLD specifies different behaviors for multicast listeners and for routers. When a router is also a listener, 
the router responds to its own messages. If a router has more than one interface to the same link, it needs 
to perform the router behavior over only one of those interfaces. Listeners, on the other hand, must 
perform the listener behavior on all interfaces connected to potential receivers of multicast traffic. 


If MLD is not running on an interface—either because PIM and DVMRP are not configured on the interface 
or because MLD is explicitly disabled on the interface—you can explicitly enable MLD. 


To explicitly enable MLD: 


1. If PIM and DVMRP are not running on the interface, explicitly enable MLD by including the interface 
name. 


[edit protocols mld] 
user@host# set interface fe-0/0/0.0 


2. Check to see if MLD is disabled on any interfaces. In the following example, MLD is disabled on a 
Gigabit Ethernet interface. 
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[edit protocols mld] 
user@host# show 


iLimeeucieeKes) 122 —(0)//(0)/10 4 0)6 
interface ge-0/0/0.0 { 
disable; 


3. Enable MLD on the interface by deleting the disable statement. 


[edit protocols mld] 
delete interface ge-0/0/0.0 disable 


4. Verify the configuration. 


[edit protocols mld] 
user@host# show 


imeertace > 01 0/ 0m0), 
invertacel qe-0//0/ 0 0; 


5. Verify the operation of MLD by checking the output of the show mld interface command. 


SEE ALSO 


Understanding MLD | 56 

Disabling MLD | 84 

show mld interface | 1893 in the CLI Explorer 

RFC 2710, Multicast Listener Discovery (MLD) for IPv6é 

RFC 3810, Multicast Listener Discovery Version 2 (MLDv2) for IPv6 
RFC 3810, Multicast Listener Discovery Version 2 (MLDv2) for IPv6 





Modifying the MLD Version 


By default, the router supports MLD version 1 (MLDv1). To enable the router to use MLD version 2 
(MLDv2) for source-specific multicast (SSM) only, include the version 2 statement. 
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If you configure the MLD version setting at the individual interface hierarchy level, it overrides configuring 
the IGMP version using the interface all statement. 


If a source address is specified in a multicast group that is statically configured, the version must be set to 
MLDv2. 


To change an MLD interface to version 2: 


1. Configure the MLD interface. 


[edit protocols mld] 
user@host# set interface fe-0/0/0.0 version 2 


2. Verify the configuration by checking the version field in the output of the show mld interface command. 
The show mld statistics command has version-specific output fields, such as the counters in the MLD 
Message type field. 


SEE ALSO 


Understanding MLD | 56 

Source-Specific Multicast Groups Overview | 399 

Example: Configuring Source-Specific Multicast Groups with Any-Source Override | 399 
Example: Configuring an SSM-Only Domain | 404 

Example: Configuring PIM SSM ona Network | 405 

Example: Configuring SSM Mapping | 407 

RFC 2710, Multicast Listener Discovery (MLD) for IPv6é 

RFC 3810, Multicast Listener Discovery Version 2 (MLDv2) for IPv6 





Modifying the MLD Host-Query Message Interval 


The objective of MLD is to keep routers up to date with IPv6é group membership of the entire subnet. 
Routers need not know who all the members are, only that members exist. Each host keeps track of which 
multicast groups are subscribed to. On each link, one router is elected the querier. The MLD querier router 
periodically sends general host-query messages on each attached network to solicit membership information. 
These messages solicit group membership information and are sent to the link-scope all-nodes address 
FFO2::1. A general host-query message has a maximum response time that you can set by configuring the 
query response interval. 


The query response timeout, the query interval, and the robustness variable are related in that they are 
all variables that are used to calculate the multicast listener interval. The multicast listener interval is the 


number of seconds that must pass before a multicast router determines that no more members of a host 
group exist on a subnet. The multicast listener interval is calculated as the (robustness variable x 
query-interval) + (1 x query-response-interval). If no reports are received for a particular group before the 
multicast listener interval has expired, the routing device stops forwarding remotely-originated multicast 
packets for that group onto the attached network. 


By default, host-query messages are sent every 125 seconds. You can change this interval to change the 
number of MLD messages sent on the subnet. 


To modify the query interval: 


1. Configure the interval. 


[edit protocols mld] 
user@host# set query-interval 200 


The value can be from 1 through 1024 seconds. 


2. Verify the configuration by checking the MLD Query Interval field in the output of the show mld 
interface command. 


3. Verify the operation of the query interval by checking the Listener Query field in the output of the 
show mld statistics command. 


SEE ALSO 


Understanding MLD | 56 

Modifying the MLD Query Response Interval | 63 
Example: Modifying the MLD Robustness Variable | 68 
show mld interface | 1893 in the CLI Explorer 

show mld statistics | 1898 in the CLI Explorer 





Modifying the MLD Query Response Interval 


The query response interval is the maximum amount of time that can elapse between when the querier 
router sends a host-query message and when it receives a response from a host. You can change this 
interval to adjust the burst peaks of MLD messages on the subnet. Set a larger interval to make the traffic 
less bursty. 


The query response timeout, the query interval, and the robustness variable are related in that they are 
all variables that are used to calculate the multicast listener interval. The multicast listener interval is the 
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number of seconds that must pass before a multicast router determines that no more members of a host 
group exist on a subnet. The multicast listener interval is calculated as the (robustness variable x 
query-interval) + (1 x query-response-interval). If no reports are received for a particular group before the 
multicast listener interval has expired, the routing device stops forwarding remotely-originated multicast 
packets for that group onto the attached network. 


The default query response interval is 10 seconds. You can configure a subsecond interval up to one digit 
to the right of the decimal point. The configurable range is 0.1 through 0.9, then in 1-second intervals 1 
through 999,999. 


To modify the query response interval: 


1. Configure the interval. 


[edit protocols mld] 
user@host# set query-response-interval 0.5 


2. Verify the configuration by checking the MLD Query Response Interval field in the output of the show 
mld interface command. 


3. Verify the operation of the query interval by checking the Listener Query field in the output of the 
show mld statistics command. 


SEE ALSO 


Understanding MLD | 56 

Modifying the MLD Host-Query Message Interval | 62 
Example: Modifying the MLD Robustness Variable | 68 
show mld interface | 1893 in the CLI Explorer 

show mld statistics | 1898 in the CLI Explorer 





Modifying the MLD Last-Member Query Interval 


The last-member query interval (also called the last-listener query interval) is the maximum amount of time 
between group-specific query messages, including those sent in response to done messages sent on the 
link-scope-all-routers address FFO2::2. You can lower this interval to reduce the amount of time it takes 
a router to detect the loss of the last member of a group. 


When the routing device that is serving as the querier receives a leave-group (done) message from a host, 
the routing device sends multiple group-specific queries to the group. The querier sends a specific number 
of these queries, and it sends them at a specific interval. The number of queries sent is called the last-listener 
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query count. The interval at which the queries are sent is called the last-listener query interval. Both settings 
are configurable, thus allowing you to adjust the leave latency. The IGMP leave latency is the time between 
a request to leave a multicast group and the receipt of the last byte of data for the multicast group. 


The last-listener query count x (times) the last-listener query interval = (equals) the amount of time it takes 
a routing device to determine that the last member of a group has left the group and to stop forwarding 
group traffic. 


The default last-listener query interval is 1 second. You can configure a subsecond interval up to one digit 
to the right of the decimal point. The configurable range is 0.1 through 0.9, then in 1-second intervals 1 
through 999,999. 


To modify this interval: 


1. Configure the time (in seconds) that the routing device waits for a report in response to a group-specific 
query. 


[edit protocols mld] 
user@host# set query-last-member-interval 0.1 


2. Verify the configuration by checking the MLD Last Member Query Interval field in the output of the 
show igmp interfaces command. 


NOTE: You can configure the last- member query count by configuring the robustness variable. 
The two are always equal. 


SEE ALSO 


Understanding MLD | 56 

Modifying the MLD Query Response Interval | 63 
Example: Modifying the MLD Robustness Variable | 68 
show mld interface | 1893 in the CLI Explorer 





Specifying Immediate-Leave Host Removal for MLD 


The immediate leave setting is useful for minimizing the leave latency of MLD memberships. When this 
setting is enabled, the routing device leaves the multicast group immediately after the last host leaves the 
multicast group. 
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The immediate-leave setting enables host tracking, meaning that the device keeps track of the hosts that 
send join messages. This allows MLD to determine when the last host sends a leave message for the 
multicast group. 


When the immediate leave setting is enabled, the device removes an interface from the forwarding-table 
entry without first sending MLD group-specific queries to the interface. The interface is pruned from the 
multicast tree for the multicast group specified in the MLD leave message. The immediate leave setting 
ensures optimal bandwidth management for hosts on a switched network, even when multiple multicast 
groups are being used simultaneously. 


When immediate leave is disabled and one host sends a leave group message, the routing device first 
sends a group query to determine if another receiver responds. If no receiver responds, the routing device 
removes all hosts on the interface from the multicast group. Immediate leave is disabled by default for 
both MLD version 1 and MLD version 2. 


NOTE: Although host tracking is enabled for IGMPv2 and MLDv1 when you enable immediate 
leave, use immediate leave with these versions only when there is one host on the interface. 
The reason is that IGMPv2 and MLDv1 use a report suppression mechanism whereby only one 
host on an interface sends a group join report in response to a membership query. The other 
interested hosts suppress their reports. The purpose of this mechanism is to avoid a flood of 
reports for the same group. But it also interferes with host tracking, because the router only 
knows about the one interested host and does not know about the others. 


To enable immediate leave: 


1. Configure immediate leave on the MLD interface. 


[edit protocols mld] 
user@host# set interface ge-0/0/0.1 immediate-leave 


2. Verify the configuration by checking the Immediate Leave field in the output of the show mld interface 
command. 


SEE ALSO 


Understanding MLD | 56 
show mld interface | 1893 in the CLI Explorer 


Filtering Unwanted MLD Reports at the MLD Interface Level 


Suppose you need to limit the subnets that can join a certain multicast group. The group-policy statement 
enables you to filter unwanted MLD reports at the interface level. 


When the group-policy statement is enabled on a router, after the router receives an MLD report, the 
router compares the group against the specified group policy and performs the action configured in that 
policy (for example, rejects the report if the policy matches the defined address or network). 


You define the policy to match only MLD group addresses (for MLDv1) by using the policy's route-filter 
statement to match the group address. You define the policy to match MLD (source, group) addresses (for 
MLDv2) by using the policy's route-filter statement to match the group address and the policy's 
source-address-filter statement to match the source address. 


To filter unwanted MLD reports: 


1. Configure an MLDv1 policy. 


[edit policy-statement reject_policy_v1] 
user@host# set from route-filter fecO:1:1:4::/64 exact 
user@host# set then reject 


2. Configure an MLDv2 policy. 


[edit policy-statement reject_policy_v2] 

user@host# set from route-filter fecO:1:1:4::/64 exact 

user@host# set from source-address-filter fe80::2e0:81ff:fe05:1a8d/32 orlonger 
user@host# set then reject 


3. Apply the policies to the MLD interfaces where you prefer not to receive specific group or (source, 
group) reports. In this example, ge-0/0/0.1 is running MLDv1 and ge-0/1/1.0 is running MLDv2. 


[edit protocols mld] 
user@host# set interface ge-0/0/0.1 group-policy reject_policy_v1 
user@host# set interface ge-0/1/1.0 group-policy reject_policy_v2 


4. Verify the operation of the filter by checking the Rejected Report field in the output of the show mld 
statistics command. 


SEE ALSO 
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Understanding MLD | 56 
Routing Policies, Firewall Filters, and Traffic Policers User Guide 


show mld statistics | 1898 in the CLI Explorer 


Example: Modifying the MLD Robustness Variable 


IN THIS SECTION 


Requirements | 68 
Overview | 68 


Configuration | 69 


Verification | 69 


This example shows how to configure and verify the MLD robustness variable in a multicast domain. 
Requirements 

Before you begin: 

e Configure the router interfaces. 

e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 
e Enable IPv6 unicast routing. See the Junos OS Routing Protocols Library. 


e Enable PIM. See “PIM Overview” on page 252. 


Overview 


The MLD robustness variable can be fine-tuned to allow for expected packet loss on a subnet. Increasing 
the robust count allows for more packet loss but increases the leave latency of the subnetwork. 


The value of the robustness variable is used in calculating the following MLD message intervals: 


e Group member interval—Amount of time that must pass before a multicast router determines that there 
are no more members of a group on a network. This interval is calculated as follows: (robustness variable 
X query-interval) + (1 x query-response-interval). 


e Other querier present interval—Amount of time that must pass before a multicast router determines 
that there is no longer another multicast router that is the querier. This interval is calculated as follows: 
(robustness variable x query-interval) + (0.5 x query-response-interval). 


e Last-member query count—Number of group-specific queries sent before the router assumes there are 
no local members of a group. The default number is the value of the robustness variable. 
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By default, the robustness variable is set to 2. The number can be from 2 through 10. You might want to 
increase this value if you expect a subnet to lose packets. 


Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set protocols mld robust-count 5 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To change the value of the robustness variable: 
1. Configure the robust count. 


[edit protocols mld] 
user@host# set robust-count 5 


2. If you are done configuring the device, commit the configuration. 


[edit protocols mld] 
user@host# commit 


Verification 


To verify the configuration is working properly, check the MLD Robustness Count field in the output of 
the show mld interfaces command. 


SEE ALSO 


Understanding MLD | 56 

Modifying the MLD Query Response Interval | 63 
Modifying the MLD Last-Member Query Interval | 64 
show mld interface | 1893 in the CLI Explorer 





Limiting the Maximum MLD Message Rate 


You can change the limit for the maximum number of MLD packets transmitted in 1 second by the router. 


Increasing the maximum number of MLD packets transmitted per second might be useful on a router with 
a large number of interfaces participating in MLD. 


To change the limit for the maximum number of MLD packets the router can transmit in 1 second, include 
the maximum-transmit-rate statement and specify the maximum number of packets per second to be 
transmitted. 


Enabling MLD Static Group Membership 


IN THIS SECTION 


Create a MLD Static Group Member | 70 
Automatically create static groups | 71 
Automatically increment group addresses | 73 
Specify multicast source address (in SSM mode) | 74 
Automatically specify multicast sources | 75 


Automatically increment source addresses | 76 


Exclude multicast source addresses (in SSM mode) | 78 


Create a MLD Static Group Member 


You can create MLD static group membership to test multicast forwarding without a receiver host. When 
you enable MLD static group membership, data is forwarded to an interface without that interface receiving 
membership reports from downstream hosts. 


Class-of-service (CoS) adjustment is not supported with MLD static group membership. 


When you configure static groups on an interface on which you want to receive multicast traffic, you can 
specify the number of static groups to be automatically created. 


In this example, you create static group ffOe::1:ff05:1a8d. 


1. Configure the static groups to be created by including the static statement and group statement and 
specifying which IPv6é multicast address of the group to be created. 


[edit protocols mld] 
user@host# set interface fe-0/1/2 static group ffOe::1:ff05:1a8d 
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2. After you commit the configuration, use the show configuration protocol mld command to verify the 
MLD protocol configuration. 


user@host> show configuration protocol mld 


interface fe-0/1/2.0 { 
static { 
group ffOe::1:ff05:1a8d; 


3. After you have committed the configuration and after the source is sending traffic, use the show mld 
group command to verify that static group ffOe::1:ff05:1a8d has been created. 


user@host> show mld group 


Interface: fe-0/1/2 

CHOUSs «cEWSs el etEO Ss lagel 

Group mode: Include 

Source: fe80::2e0:81ff:fe05:1a8d 
Last reported by: Local 

Timeout: 0 Type: Static 


NOTE: You must specify a unique address for each group. 


Automatically create static groups 


When you create MLD static group membership to test multicast forwarding on an interface on which 
you want to receive multicast traffic, you can specify that a number of static groups be automatically 


created. This is useful when you want to test forwarding to multiple receivers without having to configure 
each receiver separately. 


In this example, you create three groups. 


1. Configure the number of static groups to be created by including the group-count statement and 
specifying the number of groups to be created. 


[edit protocols mld] 
user@host# set interface fe-0/1/2 static group ffOe::1:ff05:1a8d group-count 3 


2. After you commit the configuration, use the show configuration protocol mld command to verify the 
MLD protocol configuration. 


user@host> show configuration protocol mld 


interface fe-0/1/2.0 { 
static { 
group ffOe::1:ff05:1a8d { 
group-count 3; 


3. After you have committed the configuration and the source is sending traffic, use the show mld group 


command to verify that static groups ffOe::1:ff05:1a8d, ffOe::1:ff05:1a8e, and ffOe::1:ff05:1a8f have 
been created. 


user@host> show mld group 


Interface: fe-0/1/2 
EwOUIOs iwiEWSs Sis iciOS 9 lasel 
SOUMEGCS? iwSlO)s g2S0 geilicie s1eS0)5) 8 Lesel 
Last reported by: Local 
Timeout: 0 Type: Static 
Interface: fe-0/1/2 
Group: ££0e::1:f£05:la8e 
SOUNGCSE iwSel)s e2SeO se ilicie g1tS0)S) 8 Lael 
Last reported by: Local 
Timeout: 0 Type: Static 
Interface: fe-0/1/2 
EGmewje wirWSes sis wic@Ss ieushe 
Source: fe80::2e0:81ff:fe05:la8sd 
Last reported by: Local 
Timeout: 0 Type: Static 
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Automatically increment group addresses 


When you configure static groups on an interface on which you want to receive multicast traffic and you 
specify the number of static groups to be automatically created, you can also configure the group address 
to be automatically incremented by some number of addresses. 


In this example, you create three groups and increase the group address by an increment of two for each 
group. 


1. Configure the group address increment by including the group-increment statement and specifying 
the number by which the address should be incremented for each group. The increment is specified in 
a format similar to an IPv6 address. 


[edit protocols mld] 
user@host# set interface fe-0/1/2 static group ffOe::1:ff05:1a8d group-count 3 group-increment ::2 


2. After you commit the configuration, use the show configuration protocol mld command to verify the 
MLD protocol configuration. 


user@host> show configuration protocol mld 


interface fe-0/1/2.0 { 
static { 
group ffOe::1:ff05:1a8d { 
group-increment ::2; 
group-count 3; 


3. After you have committed the configuration and the source is sending traffic, use the show mld group 
command to verify that static groups ffOe::1:ff05:1a8d, ffOe::1:ff05:1a8f, and ffOe::1:ff05:1a91 have 
been created. 


user@host> show mld group 


Interface: fe-0/1/2 
ErOUos wiEOeSs SL stEOS? dase 
SOURCSZ weSes ¢e2eW ceilicie pieSO!S) p Lasel 
Last reported by: Local 
danmsoures (0) aywoess Siraicsae 
Interface: fe-0/1/2 
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Emewjae wir Wes gis wic@Ss Weushe 
SOUS? iwSelO)s e2Se0 silicic g1eS0)5) 9 Letsel 
Last reported by: Local 
Timeout: 0 Type: Static 

Interface: fe-0/1/2 

Enemas wirMes gis ric OSs dail 
Source: fe80::2e0:81ff:fe05:la8d 
Last reported by: Local 
Timeout: 0 Type: Static 


Specify multicast source address (in SSM mode) 


When you configure static groups on an interface on which you want to receive multicast traffic and your 
network is operating in source-specific multicast (SSM) mode, you can specify the multicast source address 
to be accepted. 


If you specify a group address in the SSM range, you must also specify a source. 


If a source address is specified in a multicast group that is statically configured, the MLD version must be 
set to MLDv2 on the interface. MLDv1 is the default value. 


In this example, you create group ffOe::1:ff05:1a8d and accept IPv6é address fe80::2e0:81ff:fe05:1a8d as 
the only source. 


1. Configure the source address by including the source statement and specifying the IPv6 address of 
the source host. 


[edit protocols mld] 
user@host# set interface fe-0/1/2 static group ffOe::1:ff05:1a8d source fe80::2e0:81ff:fe05:1a8d 


2. After you commit the configuration, use the show configuration protocol mld command to verify the 
MLD protocol configuration. 


user@host> show configuration protocol mld 


interface fe-0/1/2.0 { 
static { 
group ffOe::1:ff05:1a8d { 
source fe80::2e0:81ff:fe05:1a8d; 
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3. After you have committed the configuration and the source is sending traffic, use the show mld group 
command to verify that static group ffOe::1:ff05:1a8d has been created and that source 
fe80::2e0:81ff:fe05:1a8d has been accepted. 


user@host> show mld group 


Interface: fe-0/1/2 
Cmowjs wiEWSsg i gerO Hx lacie 
Source: fe80::2e0:81f£f:fe05:la8d 
Last reported by: Local 
Timeout: 0 Type: Static 


Automatically specify multicast sources 


When you configure static groups on an interface on which you want to receive multicast traffic, you can 
specify a number of multicast sources to be automatically accepted. 


In this example, you create static group ffOe::1:ff05:1a8d and accept fe80::2e0:81ff:fe05:1a8d, 
fe80::2e0:81ff:fe05:1a8e, and fe80::2e0:81ff:fe05:1a8f as the source addresses. 


1. Configure the number of multicast source addresses to be accepted by including the source-count 
statement and specifying the number of sources to be accepted. 


[edit protocols mld] 


user@host# set interface fe-0/1/2 static group ff0e::1:ff05:1a8d source fe80::2e0:81ff:fe05:1a8d source-count 
3 


2. After you commit the configuration, use the show configuration protocol mld command to verify the 
MLD protocol configuration. 


user@host> show configuration protocol mld 


interface fe-0/1/2.0 { 
static { 
group ffOe::1:ff05:1a8d { 
source fe80::2e0:81ff:fe05:1a8d { 
source-count 3; 


3. After you have committed the configuration and the source is sending traffic, use the show mld group 
command to verify that static group ffOe::1:ff05:1a8d has been created and that sources 
fe80::2e0:81ff:fe05:1a8d, fe80::2e0:81ff:fe05:1a8e, and fe80::2e0:81ff:fe05:1a8f have been accepted. 


user@host> show mld group 


Interface: fe-0/1/2 
Cwmowjs wie: gi ger Hx lacie 
Source: fe80::2e0:81ff:fe05:la8d 
Last reported by: Local 
Timeout: 0 Type: Static 
Interface: fe-0/1/2 
EmOwIOs siEOSS Sil sicic0)S)e etsel 
Source: fe80::2e0:81ff:fe05:lase 
Last reported by: Local 
Timeout: 0 Type: Static 
Interface: fe-0/1/2 
EmOWIOs s1EOSH Si eicic0)S)9 laisiel 
Source: fe80::2e0:81ff:fe05:la8st 
Last reported by: Local 
Timeout: 0 Type: Static 


Automatically increment source addresses 


When you configure static groups on an interface on which you want to receive multicast traffic, and 
specify a number of multicast sources to be automatically accepted, you can also specify the number by 
which the address should be incremented for each source accepted. 


In this example, you create static group ffOe::1:ff05:1a8d and accept fe80::2e0:81ff:fe05:1a8d, 
fe80::2e0:81ff:fe05:1a8f, and fe80::2e0:81ff:fe05:1a91 as the sources. 


1. Configure the number of multicast source addresses to be accepted by including the source-increment 
statement and specifying the number of sources to be accepted. 


[edit protocols mld] 


user@host# set interface fe-0/1/2 static group ff0e::1:ff05:1a8d source fe80::2e0:81ff:fe05:1a8d source-count 
3 source-increment ::2 


2. After you commit the configuration, use the show configuration protocol mld command to verify the 
MLD protocol configuration. 


user@host> show configuration protocol mld 
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interface fe-0/1/2.0 { 
static { 
group ffOe::1:ff05:1a8d { 
source fe80::2e0:81ff:fe05:1a8d { 
source-count 3; 
source-increment ::2; 


. After you have committed the configuration and the source is sending traffic, use the show mld group 
command to verify that static group ffOe::1:ff05:1a8d has been created and that sources 
fe80::2e0:81ff:fe05:1a8d, fe80::2e0:81ff:fe05:1a8f, and fe80::2e0:81ff:fe05:1a9 1 have been accepted. 


user@host> show mld group 


Interface: fe-0/1/2 
ECmOwos iwiEWSs sew Se? Asie 
SOUMESZ wes) s e2eW gis ilicic preSO!S) s asl 
Last reported by: Local 
Timeout: 0 Type: Static 
Interface: fe-0/1/2 
EmOUOs wiEOSs SL sceOS? Masel 
Source: fe80::2e0:81ff:fe05:last 
Last reported by: Local 
Timeout: 0 Type: Static 
Interface: fe-0/1/2 
Ewrowlos wiEWSLs silsiLOSelasel 
Source: fe80::2e0:81ff:fe05:1a91 
Last reported by: Local 
Timeout: 0 Type: Static 


Interface: fe-0/1/2 

Group = kUerR est tO oc lalsicl 

Group mode: Include 

SOuIRsSs wSSWe S2SeOR Silicwe sixeSOSs avsicl 
Last reported by: Local 

Timeout: 0 Type: Static 

GHOUO, tiOSs ee wiEWSs asic! 

Group mode: Include 


Source: fe80::2e0:81ff:fe05:la8ft 


Last reported by: Local 

Timeout: 0 Type: Static 

CrOUOs cEOSselexteOSsilagel 

Group mode: Include 

Source: fe80::2e0:81ff:fe05:1a91 
Last reported by: Local 

Timeout: 0 Type: Static 


Exclude multicast source addresses (in SSM mode) 


When you configure static groups on an interface on which you want to receive multicast traffic and your 
network is operating in source-specific multicast (SSM) mode, you can specify that certain multicast source 
addresses be excluded. 


By default the multicast source address configured in a static group operates in include mode. In include 
mode the multicast traffic for the group is accepted from the configured source address. You can also 
configure the static group to operate in exclude mode. In exclude mode the multicast traffic for the group 
is accepted from any address other than the configured source address. 


If a source address is specified in a multicast group that is statically configured, the MLD version must be 
set to MLDv2 on the interface. MLDv1 is the default value. 


In this example, you exclude address fe80::2e0:81ff:fe05:1a8d as a source for group ffOe::1:ff05:1a8d. 


1. Configure a multicast static group to operate in exclude mode by including the exclude statement and 
specifying which IPv6 source address to be excluded. 


[edit protocols mld] 
user@host# set interface fe-0/1/2 static group ff0e::1:ff05:1a8d exclude source fe80::2e0:81ff:fe05:1a8d 


2. After you commit the configuration, use the show configuration protocol mld command to verify the 
MLD protocol configuration. 


user@host> show configuration protocol mld 


interface fe-0/1/2.0 { 
static { 
group ffOe::1:ff05:1a8d { 
exclude; 
source fe80::2e0:81ff:fe05:1a8d; 
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3. After you have committed the configuration and the source is sending traffic, use the show mld group 
detail command to verify that static group ffOe::1:ff05:1a8d has been created and that the static group 
is operating in exclude mode. 


user@host> show mld group detail 


Interface: fe-0/1/2 
Crows iOS gig wieO Hx aicl 
Group mode: Exclude 
Source: fe80::2e0:81ff:fe05:la8d 
Last reported by: Local 
Timeout: 0 Type: Static 


Similar configuration is available for IPv4 multicast traffic using the IGMP protocol. 


SEE ALSO 


Enabling IGMP Static Group Membership | 39 


Example: Recording MLD Join and Leave Events 


IN THIS SECTION 


Requirements | 79 
Overview | 80 


Configuration | 80 


Verification | 82 


This example shows how to determine whether MLD tuning is needed in a network by configuring the 
routing device to record MLD join and leave events. 


Requirements 


Before you begin: 
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Configure the router interfaces. 


Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Enable IPvé6 unicast routing. See the Junos OS Routing Protocols Library. 


Enable PIM. See “PIM Overview” on page 252. 


Overview 


Table 5 on page 80 describes the recordable MLD join and leave events. 


Table 5: MLD Event Messages 


ERRMSG Tag Definition 
RPD_MLD_JOIN Records MLD join events. 
RPD_MLD_LEAVE Records MLD leave events. 
RPD_MLD_ACCOUNTING_ON Records when MLD accounting is enabled on an MLD interface. 
RPD_MLD_ACCOUNTING_OFF Records when MLD accounting is disabled on an MLD interface. 
RPD_MLD_MEMBERSHIP_TIMEOUT Records MLD membership timeout events. 

Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set protocols mld interface fe-0/1/0.2 accounting 

set system syslog file mld-events any info 

set system syslog file mld-events match ".*RPD_MLD_JOIN.* | .*RPD_MLD_LEAVE.* | 
.“RPD_MLD_ACCOUNTING.* | .*RPD_MLD_MEMBERSHIP_TIMEOUT.*" 

set system syslog file mld-events archive size 100000 

set system syslog file mld-events archive files 3 

set system syslog file mld-events archive transfer-interval 1440 

set system syslog file mld-events archive archive-sites "ftp://user@host1//var/tmp" password "anonymous" 

set system syslog file mld-events archive archive-sites "ftp://user@host2//var/tmp" password "test" 


Step-by-Step Procedure 
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The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure recording of MLD join and leave events: 


1. Enable accounting globally or on an MLD interface. This example shows the interface configuration. 


[edit protocols mld] 
user@host# set interface fe-0/1/0.2 accounting 


2. Configure the events to be recorded, and filter the events to a system log file with a descriptive filename, 
such as mld-events. 


[edit system syslog file mld-events] 

user@host# set any info 

[edit system syslog file mld-events] 

user@host# set match “.*RPD_MLD_JOIN.* | .*~RPD_MLD_LEAVE.* | .*~RPD_MLD_ACCOUNTING.* | 
.“RPD_MLD_MEMBERSHIP_TIMEOUT.*” 


3. Periodically archive the log file. 


This example rotates the file every 24 hours (1440 minutes) when it reaches 100 KB and keeps three 
files. 


[edit system syslog file mld-events] 

user@host# set archive size 100000 

[edit system syslog file mld-events] 

user@host# set archive files 3 

[edit system syslog file mld-events] 

user@host# set archive archive-sites “ftp://user@host1//var/tmp” password “anonymous” 
[edit system syslog file mld-events] 

user@host# set archive archive-sites “ftp://user@host2//var/tmp” password “test” 
[edit system syslog file mld-events] 

user@host# set archive transfer-interval 1440 

[edit system syslog file mld-events] 

user@host# set archive start-time 2011-01-07:12:30 


4. If you are done configuring the device, commit the configuration. 


[edit system syslog file mld-events]] 
user@host# commit 
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Verification 


You can view the system log file by running the file show command. 


user@host> file show mld-events 


You can monitor the system log file as entries are added to the file by running the monitor start and 
monitor stop commands. 


user@host> monitor start mld-events 


rises TMLClLenyEIMES es 


Apr 16 13:08:23 host mgd[16416]: UI_CMDLINE_READ_LINE: User 'user', command ‘run 

















monitor start mld-events ' 


monitor 


SEE ALSO 


Understanding MLD | 56 


Configuring the Number of MLD Multicast Group Joins on Logical Interfaces 


The group-limit statement enables you to limit the number of MLD multicast group joins for logical 
interfaces. When this statement is enabled on a router running MLD version 2, the limit is applied upon 
receipt of the group report. Once the group limit is reached, subsequent join requests are rejected. 


When configuring limits for MLD multicast groups, keep the following in mind: 


e Each any-source group (*,G) counts as one group toward the limit. 
e Each source-specific group (S,G) counts as one group toward the limit. 
e Groups in MLDv2 exclude mode are counted toward the limit. 


e Multiple source-specific groups count individually toward the group limit, even if they are for the same 
group. For example, (S1, G1) and (S2, G1) would count as two groups toward the configured limit. 


e Combinations of any-source groups and source-specific groups count individually toward the group 
limit, even if they are for the same group. For example, (*, G1) and (S, G1) would count as two groups 
toward the configured limit. 


e Configuring and committing a group limit on a network that is lower than what already exists on the 
network results in the removal of all groups from the configuration. The groups must then request to 
rejoin the network (up to the newly configured group limit). 


e You can dynamically limit multicast groups on MLD logical interfaces by using dynamic profiles. For 
detailed information about creating dynamic profiles, see the Junos OS Broadband Subscriber Management 
and Services Library. 


Beginning with Junos OS 12.2, you can optionally configure a system log warning threshold for MLD 
multicast group joins received on the logical interface. It is helpful to review the system log messages for 
troubleshooting purposes and to detect if an excessive amount of MLD multicast group joins have been 
received on the interface. These log messages convey when the configured group limit has been exceeded, 
when the configured threshold has been exceeded, and when the number of groups drop below the 
configured threshold. 


The group-threshold statement enables you to configure the threshold at which a warning message is 
logged. The range is 1 through 100 percent. The warning threshold is a percentage of the group limit, so 
you must configure the group-limit statement to configure a warning threshold. For instance, when the 
number of groups exceed the configured warning threshold, but remain below the configured group limit, 
multicast groups continue to be accepted, and the device logs a warning message. In addition, the device 
logs a warning message after the number of groups drop below the configured warning threshold. You 
can further specify the amount of time (in seconds) between the log messages by configuring the log-interval 
statement. The range is 6 through 32,767 seconds. 


You might consider throttling log messages because every entry added after the configured threshold and 
every entry rejected after the configured limit causes a warning message to be logged. By configuring a 
log interval, you can throttle the amount of system log warning messages generated for MLD multicast 
group joins. 


To limit multicast group joins on an MLD logical interface: 


1. Access the logical interface at the MLD protocol hierarchy level. 


[edit] 
user@host# edit protocols mld interface interface-name 


2. Specify the group limit for the interface. 


[edit protocols mld interface interface-name] 
user@host# set group-limit limit 


3. (Optional) Configure the threshold at which a warning message is logged. 


[edit protocols mld interface interface-name] 
user@host# set group-threshold value 


4. (Optional) Configure the amount of time between log messages. 


[edit protocols mld interface interface-name] 
user@host# set log-interval seconds 


To confirm your configuration, use the show protocols mld command. To verify the operation of MLD on 
the interface, including the configured group limit and the optional warning threshold and interval between 
log messages, use the show mld interface command. 


SEE ALSO 


Enabling MLD Static Group Membership | 70 


Disabling MLD 


To disable MLD on an interface, include the disable statement: 


interface interface-name { 
disable; 


You can include this statement at the following hierarchy levels: 


e [edit protocols mid] 


e [edit logical-systems logical-system-name protocols mld] 


SEE ALSO 


Enabling MLD | 60 


Release History Table 


Release Description 


122 Beginning with Junos OS 12.2, you can optionally configure a system log warning threshold 
for MLD multicast group joins received on the logical interface. 
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| Configuring IGMP | 22 


| Understanding Distributed IGMP 


IN THIS SECTION 


@ Distributed IGMP Overview | 85 
® ~~ Guidelines for Configuring Distributed IGMP | 86 


By default, Internet Group Management Protocol (IGMP) processing takes place on the Routing Engine 
for MX Series routers. This centralized architecture may lead to reduced performance in scaled environments 
or when the Routing Engine undergoes CLI changes or route updates. You can improve system performance 
for IGMP processing by enabling distributed IGMP, which utilizes the Packet Forwarding Engine to maintain 
a higher system-wide processing rate for join and leave events. 


Distributed IGMP Overview 


Distributed IGMP works by moving IGMP processing from the Routing Engine to the Packet Forwarding 
Engine. When distributed IGMP is not enabled, IGMP processing is centralized on the routing protocol 
process (rpd) running on the Routing Engine. When you enable distributed IGMP, join and leave events 
are processed across Modular Port Concentrators (MPCs) on the Packet Forwarding Engine. Because join 
and leave processing is distributed across multiple MPCs instead of being processed through a centralized 
rpd on the Routing Engine, performance improves and join and leave latency decreases. 


When you enable distributed IGMP, each Packet Forwarding Engine processes reports and generates 
queries, maintains local group membership to the interface mapping table and updates the forwarding 
state based on this table, runs distributed IGMP independently, and implements the group-policy and 
ssm-map-policy IGMP interface options. 


NOTE: Information from group-policy and ssm-map-policy IGMP interface options passes from 
the Routing Engine to the Packet Forwarding Engine. 


When you enable distributed IGMP, the rpd on the Routing Engine synchronizes all IGMP configurations 
(including global and interface-level configurations) from the rpd to each Packet Forwarding Engine, runs 
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passive IGMP on distributed interfaces, and notifies Protocol Independent Multicast (PIM) of all group 
memberships per distributed IGMP interface. 


Guidelines for Configuring Distributed IGMP 


Consider the following guidelines when you configure distributed IGMP on an MX Series router with MPCs: 


e Distributed IGMP increases network performance by reducing the maximum join and leave latency and 
by increasing join and leave events. 


NOTE: Join and leave latency may increase if multicast traffic is not preprovisioned and 
destined for an MX Series router when a join or leave event is received from a client interface. 


Distributed IGMP is supported for Ethernet interfaces. It does not improve performance on PIM interfaces. 


Starting in Junos OS release 18.2, distributed IGMP is supported on aggregated Ethernet interfaces, and 
for enhanced subscriber management. As such, IGMP processing for subscriber flows is moved from 
the Routing Engine to the Packet Forwarding Engine of supported line cards. Multicast groups can be 
comprised of mixed receivers, that is, some centralized IGMP and some distributed IGMP. 


You can reduce initial join delays by enabling Protocol Independent Multicast (PIM) static joins or IGMP 
static joins. You can reduce initial delays even more by preprovisioning multicast traffic. When you 
preprovision multicast traffic, MPCs with distributed IGMP interfaces receive multicast traffic. 


For distributed IGMP to function properly, you must enable enhanced IP network services on a 
single-chassis MX Series router. Virtual Chassis is not supported. 


e When you enable distributed IGMP, the following interface options are not supported on the Packet 
Forwarding Engine: oif-map, group-limit, ssm-map, and static. The traceoptions and accounting 
statements can only be enabled for IGMP operations still performed on the Routing Engine; they are 
not supported on the Packet Forwarding Engine. The clear igmp membership command is not supported 
when distributed IGMP is enabled. 


Release History Table 


Release Description 


18.2 Starting in Junos OS release 18.2, distributed IGMP is supported on aggregated Ethernet interfaces, 
and for enhanced subscriber management. As such, IGMP processing for subscriber flows is moved 
from the Routing Engine to the Packet Forwarding Engine of supported line cards. Multicast groups 
can be comprised of mixed receivers, that is, some centralized IGMP and some distributed IGMP. 


RELATED DOCUMENTATION 


Understanding IGMP | 24 
For general information about IGMP, see the Multicast Protocols User Guide 


| Enabling Distributed IGMP 


IN THIS SECTION 


@ Enabling Distributed IGMP on Static Interfaces | 87 
@ _— Enabling Distributed IGMP on Dynamic Interfaces | 88 
@® Configuring Multicast Traffic for Distributed IGMP | 88 


Configuring distributed IGMP improves performance by reducing join and leave latency. This works by 
moving IGMP processing from the Routing Engine to the Packet Forwarding Engine. In contrast to centralized 
IGMP processing on the Routing Engine, the Packet Forwarding Engine disperses traffic across multiple 
Modular Port Concentrators (MPCs). 


You can enable distributed IGMP on static interfaces or dynamic interfaces. As a prerequisite, you must 
enable enhanced IP network services on a single-chassis MX Series router. 


Enabling Distributed IGMP on Static Interfaces 


You can enable distributed IGMP on a static interface by configuring enhanced IP network services and 
including the distributed statement at the [edit protocols igmp interface interface-name] hierarchy level. 


Enhanced IP network services must be enabled (at the [chassis network-services enhanced-ip] hierarchy). 


To enable distributed IGMP on a static interface: 


1. Configure the IGMP static interface. 


[edit protocols igmp ] 
user@host# set interface interface-name 


2. Enable distributed IGMP on a static interface. 


[edit protocols igmp interface interface-name] 
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user@host# set distributed 


3. Commit the configuration. 


Enabling Distributed IGMP on Dynamic Interfaces 


You can enable distributed IGMP on a dynamic interface by configuring enhanced IP network services and 
including the distributed statement at the [edit dynamic profiles profile-name protocols] hierarchy level. 
Enhanced IP network services must be enabled (at the [chassis network-services enhanced-ip] hierarchy). 


1. Configure the IGMP interface. 


[edit dynamic profiles profile-name protocols] 
user@host# set interface $junos-interface-name 


2. Enable distributed IGMP on a dynamic interface. 


[edit dynamic profiles profile-name protocols interface $junos-interface-name] 
user@host# set distributed 


3. Commit the configuration. 


Configuring Multicast Traffic for Distributed IGMP 


Configuring static source and group (S,G) addresses for distributed IGMP reduces join delays and sends 
multicast traffic to the last-hop router. You can configure static multicast groups (S,G) for distributed IGMP 
at the [edit protocols pim] hierarchy level. You can issue the distributed keyword at one of the following 
three hierarchy levels: 


e [edit protocols pim static] 


Issuing the distributed keyword at this hierarchy level enables static joins for specific multicast (S,G) 
groups and preprovisions all of them so that all distributed IGMP Packet Forwarding Engines receive 
traffic. 


e [edit protocols pim static group multicast-group-address] 


Issuing the distributed keyword at this hierarchy level enables static joins for multicast (S,G) groups so 
that all distributed IGMP Packet Forwarding Engines receive traffic and preprovisions a specific multicast 
group address (G). 


e [edit protocols pim static group multicast-group-address source source-address] 
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Issuing the distributed keyword at this hierarchy level enables static joins for multicast (S,G) groups so 
that all Packet Forwarding Engines receive traffic, but preprovisions a specific multicast (S,G) group. 


To configure static multicast (S,G) addresses for distributed IGMP: 


1. Configure static PIM. 


[edit protocols pim] 
user@host# set static 


2. (Optional) Enable static joins for specific (S,G) addresses and preprovision all of them so that all 
distributed IGMP Packet Forwarding Engines receive traffic. In the example, multicast traffic for all of 
the groups (225.0.0.1, 10.10.10.1), (225.0.0.1, 10.10.10.2), and (225.0.0.2, *) is preprovisioned. 


[edit protocols pim] 

user@host# set protocols pim static distributed 

user@host# set protocols pim static group 225.0.0.1 source 10.10.10.1 
user@host# set protocols pim static group225.0.0.1 source10.10.10.2 
user@host# set protocols pim static group 225.0.0.2 


3. (Optional) Enable static joins for specific multicast (S,G) groups so that all distributed IGMP Packet 
Forwarding Engines receive traffic and preprovision a specific multicast group address (G). In the 
example, multicast traffic for groups (225.0.0.1, 10.10.10.1) and (225.0.0.1, 10.10.10.2) is preprovisioned, 
but group (225.0.0.2, *) is not preprovisioned. 


[edit protocols pim] 

user@host# set protocols pim static 

user@host# set protocols pim static group 225.0.0.1 distributed 
user@host# set protocols pim static group 225.0.0.1 source10.10.10.1 
user@host# set protocols pim static group 225.0.0.1 source10.10.10.2 
user@host# set protocols pim static group 225.0.0.2 


4. (Optional) Enable a static join for specific multicast (S,G) groups so that all Packet Forwarding Engines 
receive traffic, but preprovision only one specific multicast address group. In the example, multicast 
traffic for group (225.0.0.1, 10.10.10.1) is preprovisioned, but all other groups are not preprovisioned. 


[edit protocols pim] 

user@host# set protocols pim static 

user@host# set protocols pim static group 225.0.0.1 

user@host# set protocols pim static group 225.0.0.1 source 10.10.10.1 distributed 
user@host# set protocols pim static group225.0.0.1 source10.10.10.2 


user@host# set protocols pim static group 225.0.0.2 


5. Commit the configuration. 


SEE ALSO 


Configuring Dynamic DHCP Client Access to a Multicast Network 
For information about enabling IGMP, see “Enabling IGMP” in the Multicast Protocols User Guide 


For general information about configuring IGMP, see the Multicast Protocols User Guide 
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Internet Group Management Protocol (IGMP) snooping constrains the flooding of IPv4 multicast traffic 
on VLANs on a device. With IGMP snooping enabled, the device monitors IGMP traffic on the network 
and uses what it learns to forward multicast traffic to only the downstream interfaces that are connected 
to interested receivers. The device conserves bandwidth by sending multicast traffic only to interfaces 
connected to devices that want to receive the traffic, instead of flooding the traffic to all the downstream 
interfaces ina VLAN. 


Benefits of IGMP Snooping 


e Optimized bandwidth utilization—IGMP snooping’s main benefit is to reduce flooding of packets. The 
device selectively forwards IPv4 multicast data to a list of ports that want to receive the data instead of 
flooding it to all ports ina VLAN. 


e Improved security—Prevents denial of service attacks from unknown sources. 


How IGMP Snooping Works 


Devices usually learn unicast MAC addresses by checking the source address field of the frames they 
receive and then send any traffic for that unicast address only to the appropriate interfaces. However, a 
multicast MAC address can never be the source address for a packet. As a result, when a device receives 
traffic for a multicast destination address, it floods the traffic on the relevant VLAN, sending a significant 
amount of traffic for which there might not necessarily be interested receivers. 


IGMP snooping prevents this flooding. When you enable IGMP snooping, the device monitors IGMP 
packets between receivers and multicast routers and uses the content of the packets to build a multicast 
forwarding table—a database of multicast groups and the interfaces that are connected to members of 
the groups. When the device receives multicast packets, it uses the multicast forwarding table to selectively 
forward the traffic to only the interfaces that are connected to members of the appropriate multicast 
groups. 


On EX Series and QFX Series switches that do not support the Enhanced Layer 2 Software (ELS) 
configuration style, IGMP snooping is enabled by default on all VLANs (or only on the default VLAN on 
some devices) and you can disable it selectively on one or more VLANs. On all other devices, you must 
explicitly configure IGMP snooping on a VLAN or ina bridge domain to enable it. 


NOTE: You can’t configure IGMP snooping on a secondary (private) VLAN (PVLAN). However, 
starting in Junos OS Release 18.3R1 on EX4300 switches and EX4300 Virtual Chassis, and Junos 
OS Release 19.2R1 on EX4300 multigigabit switches, when you enable IGMP snooping ona 
primary VLAN, you also implicitly enable it on any secondary VLANs defined for that primary 
VLAN. See “IGMP Snooping on Private VLANs (PVLANs)” on page 97 for details. 
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How IGMP Snooping Works with Routed VLAN Interfaces 


The device can use a routed VLAN interface (RVI) to forward traffic between VLANs in its configuration. 
IGMP snooping works with Layer 2 interfaces and RVIs to forward multicast traffic in a switched network. 


When the device receives a multicast packet, its Packet Forwarding Engines perform a multicast lookup 
on the packet to determine how to forward the packet to its local interfaces. From the results of the lookup, 
each Packet Forwarding Engine extracts a list of Layer 3 interfaces that have ports local to the Packet 
Forwarding Engine. If the list includes an RVI, the device provides a bridge multicast group ID for the RVI 
to the Packet Forwarding Engine. 


For VLANs that include multicast receivers, the bridge multicast ID includes a sub-next-hop ID, which 
identifies the Layer 2 interfaces in the VLAN that are interested in receiving the multicast stream. The 
Packet Forwarding Engine then forwards multicast traffic to bridge multicast IDs that have multicast 
receivers for a given multicast group. 


IGMP Message Types 


Multicast routers use IGMP to learn which groups have interested listeners for each of their attached 
physical networks. In any given subnet, one multicast router acts as an IGMP querier. The IGMP querier 
sends out the following types of queries to hosts: 


General query—Asks whether any host is listening to any group. 


Group-specific query—(IGMPv2 and IGMPv3 only) Asks whether any host is listening to a specific 


multicast group. This query is sent in response to a host leaving the multicast group and allows the router 
to quickly determine if any remaining hosts are interested in the group. 


Group-and-source-specific query—(IGMPv3 only) Asks whether any host is listening to group multicast 


traffic from a specific multicast source. This query is sent in response to a host indicating that it is not 
longer interested in receiving group multicast traffic from the multicast source and allows the router to 
quickly determine any remaining hosts are interested in receiving group multicast traffic from that source. 


Hosts that are multicast listeners send the following kinds of messages: 


e Membership report—Indicates that the host wants to join a particular multicast group. 


e Leave report—(IGMPv2 and IGMPv3 only) Indicates that the host wants to leave a particular multicast 
group. 


How Hosts Join and Leave Multicast Groups 


Hosts can join multicast groups in two ways: 


e By sending an unsolicited IGMP join message to a multicast router that specifies the IP multicast group 
the host wants to join. 
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e By sending an IGMP join message in response to a general query from a multicast router. 


A multicast router continues to forward multicast traffic to a VLAN provided that at least one host on that 
VLAN responds to the periodic general IGMP queries. For a host to remain a member of a multicast group, 
it must continue to respond to the periodic general IGMP queries. 


Hosts can leave a multicast group in either of two ways: 


e By not responding to periodic queries within a particular interval of time, which is considered a “silent 
leave.” This is the only leave method for IGMPv1 hosts. 


e By sending a leave report. This method can be used by IGMPv2 and IGMPv3 hosts. 


Support for IGMPv3 Multicast Sources 


In IGMPv3, a host can send a membership report that includes a list of source addresses. When the host 
sends a membership report in INCLUDE mode, the host is interested in group multicast traffic only from 
those sources in the source address list. If host sends a membership report in EXCLUDE mode, the host 
is interested in group multicast traffic from any source except the sources in the source address list. A host 
can also send an EXCLUDE report in which the source-list parameter is empty, which is known as an 
EXCLUDE NULL report. An EXCLUDE NULL report indicates that the host wants to join the multicast 
group and receive packets from all sources. 


Devices that support IGMPv3 process INCLUDE and EXCLUDE membership reports, and most devices 
forward source-specific multicast (SSM) traffic only from requested sources to subscribed receivers 
accordingly. However, you might see the device doesn’t strictly forward multicast traffic on a per-source 
basis in some configurations such as: 


e EX Series and QFX Series switches that do not use the Enhanced Layer 2 Software (ELS) configuration 
style 


e EX2300 and EX3400 switches running Junos OS Releases prior to 18.1R2 


e EX4300 switches running Junos OS Releases prior to 18.2R1, 18.1R2, 17.4R2, 17.3R3, 17.2R3, and 
14.1X53-D47 


e SRX Series Services Gateways 


In these cases, the device might consolidate all INCLUDE and EXCLUDE mode reports they receive ona 
VLAN for a specified group into a single route that includes all multicast sources for that group, with the 
next hop representing all interfaces that have interested receivers for the group. As a result, interested 
receivers on the VLAN can receive traffic from a source that they did not include in their INCLUDE report 
or from a source they excluded in their EXCLUDE report. For example, if Host 1 wants traffic for G from 
Source A and Host 2 wants traffic for group G from Source B, they both receive traffic for group G regardless 
of whether A or B sends the traffic. 
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IGMP Snooping and Forwarding Interfaces 


To determine how to forward multicast traffic, the device with IGMP snooping enabled maintains information 
about the following interfaces in its multicast forwarding table: 


e Multicast-router interfaces—These interfaces lead toward multicast routers or IGMP queriers. 


e Group-member interfaces—These interfaces lead toward hosts that are members of multicast groups. 


The device learns about these interfaces by monitoring IGMP traffic. If an interface receives IGMP queries 
or Protocol Independent Multicast (PIM) updates, the device adds the interface to its multicast forwarding 
table as a multicast-router interface. If an interface receives membership reports for a multicast group, 
the device adds the interface to its multicast forwarding table as a group-member interface. 


Learned interface table entries age out after a time period. For example, if a learned multicast-router 
interface does not receive IGMP queries or PIM hellos within a certain interval, the device removes the 
entry for that interface from its multicast forwarding table. 


NOTE: For the device to learn multicast-router interfaces and group-member interfaces, the 
network must include an IGMP querier. This is often in a multicast router, but if there is no 
multicast router on the local network, you can configure the device itself to be an IGMP querier. 


You can statically configure an interface to be a multicast-router interface or a group-member interface. 
The device adds a static interface to its multicast forwarding table without having to learn about the 
interface, and the entry in the table is not subject to aging. A device can have a mix of statically configured 
and dynamically learned interfaces. 


General Forwarding Rules 


An interface in a VLAN with IGMP snooping enabled receives multicast traffic and forwards it according 
to the following rules. 


IGMP traffic: 


e Forward IGMP general queries received on a multicast-router interface to all other interfaces in the 
VLAN. 


e Forward IGMP group-specific queries received on a multicast-router interface to only those interfaces 
in the VLAN that are members of the group. 


e Forward IGMP reports received on a host interface to multicast-router interfaces in the same VLAN, 
but not to the other host interfaces in the VLAN. 
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Multicast traffic that is not IGMP traffic: 


e Flood multicast packets with a destination address of 233.252.0.0/24 to all other interfaces on the 
VLAN. 


e Forward unregistered multicast packets (packets for a group that has no current members) to all 
multicast-router interfaces in the VLAN. 


e Forward registered multicast packets to those host interfaces in the VLAN that are members of the 
multicast group and to all multicast-router interfaces in the VLAN. 


Using the Device as an IGMP Querier 


With IGMP snooping on a pure Layer 2 local network (that is, Layer 3 is not enabled on the network), if 
the network doesn’t include a multicast router, multicast traffic might not be properly forwarded through 
the network. You might see this problem if the local network is configured such that multicast traffic must 
be forwarded between devices in order to reach a multicast receiver. In this case, an upstream device does 
not forward multicast traffic to a downstream device (and therefore to the multicast receivers attached 
to the downstream device) because the downstream device does not forward IGMP reports to the upstream 
device. You can solve this problem by configuring one of the devices to be an IGMP querier. The IGMP 
querier device sends periodic general query packets to all the devices in the network, which ensures that 
the snooping membership tables are updated and prevents multicast traffic loss. 


If you configure multiple devices to be IGMP queriers, the device with the lowest (smallest) IGMP querier 
source address takes precedence and acts as the querier. The devices with higher IGMP querier source 
addresses stop sending IGMP queries unless they do not receive IGMP queries for 255 seconds. If the 
device with a higher IGMP querier source address does not receive any IGMP queries during that period, 
it starts sending queries again. 


NOTE: QFabric systems in Junos OS Release 14.1X53-D15 support the igmp-querier statement, 
but do not support this statement in Junos OS 15.1. 


To configure a device to act as an IGMP querier, enter the following: 

[edit protocols] 

user@host# set igmp-snooping vlan vian-name |2-querier source-address source address 
To configure a QFabric Node device switch to act as an IGMP querier, enter the following: 


[edit protocols] 


user@host# set igmp-snooping vlan vian-name igmp-querier source-address source address 
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IGMP Snooping on Private VLANs (PVLANs) 


A PVLAN consists of secondary isolated and community VLANs configured within a primary VLAN. Without 
IGMP snooping support on the secondary VLANs, multicast streams received on the primary VLAN are 
flooded to the secondary VLANs. 


Starting in Junos OS Release 18.3R1, EX4300 switches and EX4300 Virtual Chassis support IGMP snooping 
with PVLANs. Starting in Junos OS Release 19.2R1, EX4300 multigigabit model switches support IGMP 
snooping with PVLANs. When you enable IGMP snooping on a primary VLAN, you also implicitly enabled 
it on all secondary VLANs. The device learns and stores multicast group information on the primary VLAN, 
and also learns the multicast group information on the secondary VLANs in the context of the primary 
VLAN. As a result, the device further constrains multicast streams only to interested receivers on secondary 
VLANs, rather than flooding the traffic in all secondary VLANs. 


The CLI prevents you from explicitly configuring IGMP snooping on secondary isolated or community 
VLANs. You only need to configure IGMP snooping on the primary VLAN under which the secondary 
VLANs are defined. For example, for a primary VLAN vlan-pri with a secondary isolated VLAN vlan-iso 
and a secondary community VLAN vian-comm: 


set lan-pri vlan-id 100 


set lan-pri isolated-vlan vlan-iso 
Sisic lan-pri community-vlans vlan-comm 
set lan-iso private-vlan isolated 


set lan-comm vlan-id 200 





Vv Vv 
Vv Vv 
Vv Vv 

set vlans vlan-iso vlan-id 300 
Vv Vv 
Vv Vv 
Vv Vv 


set lan-comm private-vlan community 








set protocols igmp-snooping vlan vlan-pri 


IGMP reports and leave messages received on secondary VLAN ports are learned in the context of the 
primary VLAN. Promiscuous trunk ports or inter-switch links acting as multicast router interfaces for the 
PVLAN receive incoming multicast data streams from multicast sources and forward them only to the 
secondary VLAN ports with learned multicast group entries. 


This feature does not support secondary VLAN ports as multicast router interfaces. The CLI does not 
strictly prevent you from statically configuring an interface on a community VLAN as a multicast router 
port, but IGMP snooping does not work properly on PVLANs with this configuration. When IGMP snooping 
is configured on a PVLAN, the switch also automatically disables dynamic multicast router port learning 
on any isolated or community VLAN interfaces. IGMP snooping with PVLANSs also does not support 
configurations with an IGMP querier on isolated or community VLAN interfaces. 


See Understanding Private VLANs and Creating a Private VLAN Spanning Multiple EX Series Switches with ELS 
Support (CLI Procedure) for details on configuring PVLANs. 
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Release History Table 


Release Description 


19.2R1 Starting in Junos OS Release 19.2R1, EX4300 multigigabit model switches support IGMP 
snooping with PVLANs. 


18.3R1 Starting in Junos OS Release 18.3R1, EX4300 switches and EX4300 Virtual Chassis support 
IGMP snooping with PVLANs. 


14.1X53-D15 QFabric systems in Junos OS Release 14.1X53-D15 support the igmp-querier statement, 
but do not support this statement in Junos OS 15.1. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping on SRX Series Devices | 152 
Example: Configuring IGMP Snooping on Switches | 127 

Configuring IGMP Snooping on Switches | 118 

Monitoring IGMP Snooping | 130 

Configuring IGMP | 26 

RFC 3171, IANA Guidelines for IPv4 Multicast Address Assignments 
IGMPv1—See RFC 1112, Host extensions for IP multicasting. 
IGMPv2—See RFC 2236, Internet Group Management Protocol, Version 2. 
IGMPv3—See RFC 3376, Internet Group Management Protocol, Version 3. 
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Internet Group Management Protocol (IGMP) snooping constrains multicast traffic in a broadcast domain 
to interested receivers and multicast devices. In an environment with a significant volume of multicast 
traffic, using IGMP snooping preserves bandwidth because multicast traffic is forwarded only on those 
interfaces where there are IGMP listeners. 


Starting with Junos OS Release 17.2R1, QFX10000 switches support IGMP snooping in an Ethernet VPN 
(EVPN)-Virtual Extensible LAN (VXLAN) edge-routed bridging overlay (EVPN-VXLAN topology with a 
collapsed IP fabric). 


Starting with Junos OS Release 17.3R1, QFX10000 switches support the exchange of traffic between 
multicast sources and receivers in an EVPN-VXLAN edge-routed bridging overlay, which uses IGMP, and 
sources and receivers in an external Protocol Independent Multicast (PIM) domain. A Layer 2 multicast 
VLAN (MVLAN) and associated IRB interfaces enable the exchange of multicast traffic between these two 
domains. 


IGMP snooping support in an EVPN-VXLAN network is available on the following switches in the QFX5000 
line. In releases up until Junos OS Releases 18.4R2 and 19.1R2, with IGMP snooping enabled, these 
switches only constrain flooding for multicast traffic coming in on the VXLAN tunnel network ports; they 
still flood multicast traffic coming in from an access interface to all other access and network interfaces: 


Starting with Junos OS Release 18.1R1, QFX5110 switches support IGMP snooping in an EVPN-VXLAN 
centrally-routed bridging overlay (EVPN-VXLAN topology with a two-layer IP fabric) for forwarding 
multicast traffic within VLANs. You can’t configure IRB interfaces on a VXLAN with IGMP snooping for 


forwarding multicast traffic between VLANs. (You can only configure and use IRB interfaces for unicast 
traffic.) 


Starting with Junos OS Release 18.4R2 (but not Junos OS Releases 19.1R1 and 19.2R1), QFX5120-48Y 
switches support IGMP snooping in an EVPN-VXLAN centrally-routed bridging overlay. 


Starting with Junos OS Release 19.1R1, QFX5120-32C switches support IGMP snooping in EVPN-VXLAN 
centrally-routed and edge-routed bridging overlays. 


Starting in Junos OS Releases 18.4R2 and 19.1R2, selective multicast forwarding is enabled by default 
on QFX5110 and QFX5120 switches when you configure IGMP snooping in EVPN-VXLAN networks, 
further constraining multicast traffic flooding. With IGMP snooping and selective multicast forwarding, 


these switches send the multicast traffic only to interested receivers in both the EVPN core and on the 
access side for multicast traffic coming in either from an access interface or an EVPN network interface. 


Starting with Junos OS Release 19.3R1, EX9200 switches, MX Series routers, and vMX virtual routers 
support IGMP version 2 (IGMPv2) and IGMP version 3 (IGMPv3), IGMP snooping, selective multicast 
forwarding, external PIM gateways, and external multicast routers with an EVPN-VXLAN centrally-routed 
bridging overlay. 
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NOTE: 
Unless called out explicitly, the information in this topic applies to IGMPv2 and IGMPv3 and the 
following IP fabric architectures: 


e EVPN-VXLAN edge-routed bridging overlay 
e EVPN-VXLAN centrally-routed bridging overlay 


NOTE: On a Juniper Networks switching device, for example, a QFX10000 switch, you can 
configure a VLAN. On a Juniper Networks routing device, for example, an MX480 router, you 
can configure the same entity, which is called a bridge domain. To keep things simple, this topic 
uses the term VLAN when referring to the same entity configured on both Juniper Networks 
switching and routing devices. 


Benefits of Multicast Forwarding with IGMP Snooping in an EVPN-VXLAN Environment 


e Inan environment with a significant volume of multicast traffic, using IGMP snooping constrains multicast 
traffic in a VLAN to interested receivers and multicast devices, which conserves network bandwidth. 


e Synchronizing the IGMP state among all EVPN devices for multihomed receivers ensures that all 
subscribed listeners receive multicast traffic, even in cases such as the following: 


e IGMP membership reports for a multicast group might arrive on an EVPN device that is not the Ethernet 
segment’s designated forwarder (DF). 


e An IGMP message to leave a multicast group arrives at a different EVPN device than the EVPN device 
where the corresponding join message for the group was received. 


Selective multicast forwarding conserves bandwidth usage in the EVPN core and reduces the load on 


egress EVPN devices that do not have listeners. 


The support of external PIM gateways enables the exchange of multicast traffic between sources and 
listeners in an EVPN-VXLAN network and sources and listeners in an external PIM domain. Without this 


support, the sources and listeners in these two domains would not be able to communicate. 


Supported IGMP Versions and Group Membership Report Modes 


Table 6 on page 102 outlines the supported IGMP versions and the membership report modes supported 
for each version. 
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Table 6: Supported IGMP Versions and Group Membership Report Modes 


Any-Source Multicast (ASM) Single-Source Multicast ASM (*,G) + SSM 


IGMP Versions (*,G) Only (SSM) (S,G) Only (S,G) 
IGMPv2 Yes (default) No No 
IGMPv3 Yes (default) Yes No 


To explicitly configure EVPN devices to process only (S,G) SSM membership reports for IGMPv3, enter 
the evpn-ssm-reports-only configuration statement at the [edit protocols igmp-snooping] hierarchy level. 


You can enable SSM-only processing for one or more VLANs in an EVPN routing instance (EVI). When 
enabling this option for a routing instance of type virtual switch, the behavior applies to all VLANs in the 
virtual switch instance. When you enable this option, ASM reports are not processed and are dropped. 


If you don’t include the evpn-ssm-reports-only configuration statement at the [edit protocols 
igmp-snooping] hierarchy level, and the EVPN devices receive IGMPv3 reports, the devices drop the 
reports. 


Summary of Multicast Traffic Forwarding and Routing Use Cases 


Table 7 on page 102 provides a summary of the multicast traffic forwarding and routing use cases that we 
support in EVPN-VXLAN networks and our recommendation for when you should apply a use case to 
your EVPN-VXLAN network. 


Table 7: Supported Multicast Traffic Forwarding and Routing Use Cases and Recommended Usage 


Use 

Case 

Number | Use Case Name Summary Recommended Usage 

1 Intra-VLAN multicast Forwarding of multicast traffic to | We recommend implementing this 
traffic forwarding hosts within the same VLAN. basic use case in all EVPN-VXLAN 

networks. 

2 Inter-VLAN multicast IRB interfaces using PIM on Layer We recommend implementing this 
routing and 3 EVPN devices. These interfaces | basic use case in all EVPN-VXLAN 
forwarding—IRB interfaces route multicast traffic between networks except when you prefer to 
with PIM source and receiver VLANs. use an external multicast router to 


handle inter-VLAN routing (see use 
case 5). 
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Table 7: Supported Multicast Traffic Forwarding and Routing Use Cases and Recommended Usage (continued) 


Use 

Case 

Number Use Case Name 

3 Inter-VLAN multicast 
routing and 
forwarding—PIM gateway 
with Layer 2 connectivity 

4 Inter-VLAN multicast 
routing and 
forwarding—PIM gateway 
with Layer 3 connectivity 

RB) Inter-VLAN multicast 


routing and 
forwarding—external 
multicast router 


Summary 


A Layer 2 mechanism for a data 
center, which uses IGMP and PIM, 
to exchange multicast traffic with 
an external PIM domain. 


A Layer 3 mechanism for a data 
center, which uses IGMP and PIM, 
to exchange multicast traffic with 
an external PIM domain. 


Instead of IRB interfaces on Layer 
3 EVPN devices, an external 
multicast router handles 
inter-VLAN routing. 


Recommended Usage 


We recommend this use case in 
either EVPN-VXLAN edge-routed 
bridging overlays or EVPN-VXLAN 
centrally-routed bridging overlays. 


We recommend this use case in 
EVPN-VXLAN centrally-routed 
bridging overlays only. 


We recommend this use case when 
you prefer to use an external 
multicast router instead of IRB 
interfaces on Layer 3 EVPN devices 
to handle inter-VLAN routing. 


For example, in a typical EVPN-VXLAN edge-routed bridging overlay, you can implement use case 1 for 
intra-VLAN forwarding and use case 2 for inter-VLAN routing and forwarding. Or, if you want an external 
multicast router to handle inter-VLAN routing in your EVPN-VXLAN network instead of EVPN devices 
with IRB interfaces running PIM, you can implement use case 5 instead of use case 2. If there are hosts in 
an existing external PIM domain that you want hosts in your EVPN-VXLAN network to communicate with, 
you can also implement use case 3. 


When implementing any of the use cases in an EVPN-VXLAN centrally-routed bridging overlay, you can 
use a mix of spine devices—for example, MX Series routers, EX9200 switches, and QFX10000 switches. 
However, if you do this, keep in mind that the functionality of all spine devices is determined by the 
limitations of each spine device. For example, QFX10000 switches support a single routing instance of 
type virtual-switch. Although MX Series routers and EX9200 switches support multiple routing instances 
of type evpn or virtual-switch, on each of these devices, you would have to configure a single routing 
instance of type virtual-switch to interoperate with the QFX10000 switches. 


Use Case 1: Intra-VLAN Multicast Traffic Forwarding 


We recommend this basic use case for all EVPN-VXLAN networks. 


This use case supports the forwarding of multicast traffic to hosts within the same VLAN and includes the 
following key features: 


104 


e Hosts that are single-homed to an EVPN device or multihomed to more than one EVPN device in all-active 


mode. 


NOTE: EVPN-VXLAN multicast uses special IGMP group leave processing to handle multihomed 
sources and receivers, so we don’t support the immediate-leave configuration option at the 
[edit protocols igmp-snooping] hierarchy in EVPN-VXLAN networks. 


e Routing instances: 
e (QFX Series switches) A single routing instance of type virtual-switch. 


e (MX Series routers, vMX virtual routers, and EX9200 switches) Multiple routing instances of type evpn 
or virtual-switch. 


e EVI route target extended community attributes associated with multihomed EVIs. BGP EVPN Type 7 
(Join Sync Route) and Type 8 (Leave Synch Route) routes carry these attributes to enable the 
simultaneous support of multiple EVPN routing instances. 


For information about another supported extended community, see the “EVPN Multicast Flags 
Extended Community” section. 


e IGMPv2 and IGMPv3. For information about the membership report modes supported for each IGMP 
version, see Table 6 on page 102. For information about IGMP route synchronization between multihomed 
EVPN devices, see Overview of Multicast Forwarding with IGMP or MLD Snooping in an EVPN-MPLS 
Environment. 


e IGMP snooping. Hosts in a network send IGMP reports expressing interest in particular multicast groups 
from multicast sources. EVPN devices with IGMP snooping enabled listen to the IGMP reports, and use 
the snooped information on the access side to establish multicast routes that only forward traffic for a 


multicast group to interested receivers. 


IGMP snooping supports multicast senders and receivers in the same or different sites. A site can have 
either receivers only, sources only, or both senders and receivers attached to it. 


e Selective multicast forwarding (advertising EVPN Type 6 Selective Multicast Ethernet Tag (SMET) routes 
for forwarding only to interested receivers). This feature enables EVPN devices to selectively forward 
multicast traffic to only the devices in the EVPN core that have expressed interest in that multicast 


group. 
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NOTE: We support selective multicast forwarding to devices in the EVPN core only in 
EVPN-VXLAN centrally-routed bridging overlays. 


When you enable IGMP snooping, selective multicast forwarding is enabled by default. 


e EVPN devices that do not support IGMP snooping and selective multicast forwarding. 


Although you can implement this use case in an EVPN single-homed environment, this use case is particularly 
effective in an EVPN multihomed environment with a high volume of multicast traffic. 


All multihomed interfaces must have the same configuration, and all multihomed peer EVPN devices must 
be in active mode (not standby or passive mode). 


An EVPN device that initially receives traffic from a multicast source is known as the ingress device. The 
ingress device handles the forwarding of intra-VLAN multicast traffic as follows: 


e With IGMP snooping and selective multicast forwarding enabled: 


e As shown in Figure 9 on page 106, the ingress device (leaf 1) selectively forwards the traffic to other 
EVPN devices with access interfaces where there are interested receivers for the same multicast 
group. 

e The traffic is then selectively forwarded to egress devices in the EVPN core that have advertised the 
EVPN Type 6 SMET routes. 


If any EVPN devices do not support IGMP snooping or the ability to originate EVPN Type 6 SMET routes, 
the ingress device floods multicast traffic to these devices. 


e If a host is multihomed to more than one EVPN device, the EVPN devices exchange EVPN Type 7 and 
Type 8 routes as shown in Figure 9 on page 106. This exchange synchronizes IGMP membership reports 
received on multihomed interfaces to coordinate status from messages that go to different EVPN devices 
or in case one of the EVPN devices fails. 


NOTE: The EVPN Type 7 and Type 8 routes carry EVI route extended community attributes 
to ensure the right EVPN instance gets the IGMP state information on devices with multiple 
routing instances. Switches in the QFX10000 line support IGMP snooping only in the default 
EVPN routing instance (default-switch). In Junos OS releases before 17.4R2, 17.3R3, or 18.1R1, 
these switches did not include EVI route extended community attributes in Type 7 and Type 8 
routes, so they don’t properly synchronize the IGMP state if you also have other routing 
instances configured. Starting in Junos OS releases 17.4R2, 17.3R3, and 18.1R1, QFX10000 
switches include the EVI route extended community attributes that identify the target routing 
instance, and can synchronize IGMP state if IGMP snooping is enabled in the default EVPN 
routing instance when other routing instances are configured. 
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Figure 9: Intra-VLAN Multicast Traffic Flow with IGMP Snooping and Selective Multicast Forwarding 


Multicast 
Receiver 











EVPN CORE 








; Multicast 
Spine 3 Receiver 








Multicast Host Host 
Source 


EVPN Type 7/8 Routes <---> 
IGMP ——> 
EVPN Type 6 SMET Routes ———> 


g300604 


If you have configured IRB interfaces with PIM on one or more of the Layer 3 devices in your EVPN-VXLAN 
network (use case 2), note that the ingress device forwards the multicast traffic to the Layer 3 devices. 
The ingress device takes this action to register itself with the Layer 3 device that acts as the PIM rendezvous 
point (RP). 


Use Case 2: Inter-VLAN Multicast Routing and Forwarding—IRB Interfaces with PIM 


We recommend this basic use case for all EVPN-VXLAN networks except when you prefer to use an 
external multicast router to handle inter-VLAN routing (see Use Case 5: Inter-VLAN Multicast Routing 
and Forwarding—External Multicast Router). 


For this use case, IRB interfaces using Protocol Independent Multicast (PIM) route multicast traffic between 
source and receiver VLANs. The EVPN devices on which the IRB interfaces reside then forward the routed 
traffic using these key features: 


e Inclusive multicast forwarding with ingress replication 
e IGMP snooping 
e Selective multicast forwarding 


The default behavior of inclusive multicast forwarding is to replicate multicast traffic and flood the traffic 
to all devices. For this use case, however, we support inclusive multicast forwarding coupled with IGMP 
snooping and selective multicast forwarding. As a result, the multicast traffic is replicated but selectively 
forwarded to access interfaces and devices in the EVPN core that have interested receivers. 
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For information about the EVPN multicast flags extended community, which Juniper Networks devices 
that support EVPN and IGMP snooping include in EVPN Type 3 (Inclusive Multicast Ethernet Tag) routes, 
see the “EVPN Multicast Flags Extended Community” section. 


In an EVPN-VXLAN centrally-routed bridging overlay, you can configure the spine devices so that some 
of them perform inter-VLAN routing and forwarding of multicast traffic and some do not. At a minimum, 
we recommend that you configure two spine devices to perform inter-VLAN routing and forwarding. 


When there are multiple devices that can perform the inter-VLAN routing and forwarding of multicast 
traffic, one device is elected as the designated router (DR) for each VLAN. 


In the sample EVPN-VXLAN centrally-routed bridging overlay shown in Figure 10 on page 107, assume 
that multicast traffic needs to be routed from source VLAN 100 to receiver VLAN 101. Receiver VLAN 
101 is configured on spine 1, which is designated as the DR for that VLAN. 


Figure 10: Inter-VLAN Multicast Traffic Flow with IRB Interface and PIM 
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After the inter-VLAN routing occurs, the EVPN device forwards the routed traffic to: 


e Access interfaces that have multicast listeners (IGMP snooping). 


e Egress devices in the EVPN core that have sent EVPN Type 6 SMET routes for the multicast group 
members in receiver VLAN 2 (selective multicast forwarding). 


To understand how IGMP snooping and selective multicast forwarding reduce the impact of the replicating 
and flooding behavior of inclusive multicast forwarding, assume that an EVPN-VXLAN centrally-routed 
bridging overlay includes the following elements: 


e 100 IRB interfaces using PIM starting with irb.1 and going up to irb.100 


e 100 VLANs 
e 20 EVPN devices 
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For the sample EVPN-VXLAN centrally-routed bridging overlay, m represents the number of VLANs, and 
nrepresents the number of EVPN devices. Assuming that IGMP snooping and selective multicast forwarding 
are disabled, when multicast traffic arrives on irb.1, the EVPN device replicates the traffic m * n times or 
100 * 20 times, which equals a rate of 20,000 packets. If the incoming traffic rate for a particular multicast 
group is 100 packets per second (pps), the EVPN device would have to replicate 200,000 pps for that 


multicast group. 


If IGMP snooping and selective multicast forwarding are enabled in the sample EVPN-VXLAN 
centrally-routed bridging overlay, assume that there are interested receivers for a particular multicast 
group on only 4 VLANs and 3 EVPN devices. In this case, the EVPN device replicates the traffic at a rate 
of 100 * m* ntimes (100 * 4 * 3), which equals 1200 pps. Note the significant reduction in the replication 


rate and the amount of traffic that must be forwarded. 


When implementing this use case, keep in mind that there are important differences for EVPN-VXLAN 
centrally-routed bridging overlays and EVPN-VXLAN edge-routed bridging overlays. Table 8 on page 108 


outlines these differences 


Table 8: Use Case 2: Important Differences for EVPN-VXLAN Edge-routed and Centrally-routed Bridging 


Overlays 

All EVPN 
Devices 
Required to 
Host All 

EVPN VXLAN VLANs In 

IP Fabric Support Mix of Juniper EVPN-VXLAN 

Architectures | Networks Devices? Network? 


EVPN-VXLAN No. We support only QFX10000 | Yes 
edge-routed switches for all EVPN devices. 
bridging overlay 


All EVPN Devices 
Required to Host 
All VLANs that 
Include Multicast 
Listeners? 


Yes 


Required PIM 
Configuration 


Configure PIM 
distributed 
designated router 
(DDR) functionality 
on the IRB interfaces 
of the EVPN devices. 
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Table 8: Use Case 2: Important Differences for EVPN-VXLAN Edge-routed and Centrally-routed Bridging 
Overlays (continued) 


All EVPN 

Devices 

Required to All EVPN Devices 

Host All Required to Host 
EVPN VXLAN VLANs In All VLANs that 
IP Fabric Support Mix of Juniper EVPN-VXLAN © Include Multicast Required PIM 
Architectures | Networks Devices? Network? Listeners? Configuration 
EVPN-VXLAN Yes. No No. However, you Do not configure 


centrally-routed 
bridging overlay 


Spine devices: We support mix 
of MX Series routers, EX9200 
switches, and QFX10000 
switches. 


Leaf devices: We support mix of 
MxX Series routers and QFX5110 
switches. 


NOTE: If you deploy a mix of 
spine devices, keep in mind that 
the functionality of all spine 
devices is determined by the 
limitations of each spine device. 
For example, QFX10000 
switches support a single routing 
instance of type virtual-switch. 
Although MX Series routers and 
EX9200 switches support 
multiple routing instances of 
type evpn or virtual-switch, on 
each of these devices, you would 
have to configure a single 
routing instance of type 
virtual-switch to interoperate 
with the QFX10000 switches. 


must configure all 
VLANs that include 
multicast listeners 
on each spine 
device that 
performs 
inter-VLAN routing. 
You don’t need to 
configure all VLANs 
that include 
multicast listeners 
on each leaf device. 


DDR functionality on 
the IRB interfaces of 
the spine devices. By 
not enabling DDR on 
an IRB interface, PIM 
remains in a default 
mode on the 
interface, which 
means that the 
interface acts the 
designated router for 
the VLANs. 


In addition to the differences described in Table 8 on page 108, a hair pinning issue exists with an 


EVPN-VXLAN centrally-routed bridging overlay. Multicast traffic typically flows from a source host toa 


leaf device to a spine device, which handles the inter-VLAN routing. The spine device then replicates and 


forwards the traffic to VLANs and EVPN devices with multicast listeners. When forwarding the traffic in 
this type of EVPN-VXLAN overlay, be aware that the spine device returns the traffic to the leaf device 
from which the traffic originated (hair-pinning). This issue is inherent with the design of the EVPN-VXLAN 
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centrally-routed bridging overlay. When designing your EVPN-VXLAN overlay, keep this issue in mind 
especially if you expect the volume of multicast traffic in your overlay to be high and the replication rate 
of traffic (m * n times) to be large. 


Use Case 3: Inter-VLAN Multicast Routing and Forwarding—PIM Gateway with Layer 2 
Connectivity 


We recommend the PIM gateway with Layer 2 connectivity use case for both EVPN-VXLAN edge-routed 
bridging overlays and EVPN-VXLAN centrally-routed bridging overlays. 


For this use case, we assume the following: 


e You have deployed a EVPN-VXLAN network to support a data center. 
e In this network, you have already set up: 
e Intra-VLAN multicast traffic forwarding as described in use case 1. 


e Inter-VLAN multicast traffic routing and forwarding as described in use case 2. 


e There are multicast sources and receivers within the data center that you want to communicate with 
multicast sources and receivers in an external PIM domain. 


NOTE: We support this use case with both EVPN-VXLAN edge-routed bridging overlays and 
EVPN-VXLAN centrally-routed bridging overlays. 


The use case provides a mechanism for the data center, which uses IGMP and PIM, to exchange multicast 
traffic with the external PIM domain. Using a Layer 2 multicast VLAN (MVLAN) and associated IRB interfaces 
on the EVPN devices in the data center to connect to the PIM domain, you can enable the forwarding of 
multicast traffic from: 


e An external multicast source to internal multicast destinations 


e An internal multicast source to external multicast destinations 


NOTE: In this section, external refers to components in the PIM domain. Internal refers to 
components in your EVPN-VXLAN network that supports a data center. 


Figure 11 on page 111 shows the required key components for this use case in a sample EVPN-VXLAN 
centrally-routed bridging overlay. 
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Figure 11: Use Case 3: PIM Gateway with Layer 2 Connectivity—Key Components 
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e Components in the PIM domain: 


e A PIM gateway that acts as an interface between an existing PIM domain and the EVPN-VXLAN 
network. The PIM gateway is a Juniper Networks or third-party Layer 3 device on which PIM and a 
routing protocol such as OSPF are configured. The PIM gateway does not run EVPN. You can connect 
the PIM gateway to one, some, or all EVPN devices. 


e APIM rendezvous point (RP) is a Juniper Networks or third-party Layer 3 device on which PIM and a 
routing protocol such as OSPF are configured. You must also configure the PIM RP to translate PIM 
join or prune messages into corresponding IGMP report or leave messages then forward the reports 
and messages to the PIM gateway. 


e Components in the EVPN-VXLAN network: 


NOTE: These components are in addition to the components already configured for use cases 
1 and 2. 


e EVPN devices. For redundancy, we recommend multihoming the EVPN devices to the PIM gateway 
through an aggregated Ethernet interface on which you configure an Ethernet segment identifier (ESI). 
On each EVPN device, you must also configure the following for this use case: 


e ALayer 2 multicast VLAN (MVLAN). The MVLAN is a VLAN that is used to connect the PIM gateway. 
In the MVLAN, PIM is enabled. 


e An MVLAN IRB interface on which you configure PIM, IGMP snooping, and a routing protocol such 
as OSPF. To reach the PIM gateway, the EVPN device forwards multicast traffic out of this interface. 
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e To enable the EVPN devices to forward multicast traffic to the external PIM domain, configure: 
e PIM-to-IGMP translation: 


e For EVPN-VXLAN edge-routed bridging overlays, configure PIM-to-IGMP translation by including 
pim-to-igmp-proxy upstream-interface irb-interface-name configuration statements at the [edit 
routing-options multicast] hierarchy level. Specify the MVLAN IRB interface for the IRB interface 
parameter. You also must set IGMP passive mode using igmp interface irb-interface-name passive 
configuration statements at the [edit protocols] hierarcy level on the upstream interfaces where 
you set pim-to-igmp-proxy. 


For EVPN-VXLAN centrally-routed bridging overlays, you do not need to include the 
pim-to-igmp-proxy upstream-interface irb-interface-name configuration statements. In this type 
of overlay, the PIM protocol handles the routing of multicast traffic from the PIM domain to the 
EVPN-VXLAN network and vice versa. 


e 


e Multicast router interface. Configure the multicast router interface by including the 
multicast-router-interface configuration statement at the [edit routing-instances 
routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name] hierarchy level. For the interface name, specify the MVLAN IRB interface. 


e PIM passive mode. For EVPN-VXLAN edge-routed bridging overlays only, you must ensure that the 
PIM gateway views the data center as only a Layer 2 multicast domain. To do so, include the passive 
configuration statement at the [edit protocols pim] hierarchy level. 


Use Case 4: Inter-VLAN Multicast Routing and Forwarding—PIM Gateway with Layer 3 
Connectivity 


We recommend the PIM gateway with Layer 3 connectivity use case for EVPN-VXLAN centrally-routed 
bridging overlays only. 
For this use case, we assume the following: 
e You have deployed a EVPN-VXLAN network to support a data center. 
e In this network, you have already set up: 
e Intra-VLAN multicast traffic forwarding as described in use case 1. 


e Inter-VLAN multicast traffic routing and forwarding as described in use case 2. 


e There are multicast sources and receivers within the data center that you want to communicate with 
multicast sources and receivers in an external PIM domain. 


NOTE: We recommend the PIM gateway with Layer 3 connectivity use case for EVPN-VXLAN 
centrally-routed bridging overlays only. 
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This use case provides a mechanism for the data center, which uses IGMP and PIM, to exchange multicast 
traffic with the external PIM domain. Using Layer 3 interfaces on the EVPN devices in the data center to 
connect to the PIM domain, you can enable the forwarding of multicast traffic from: 


e An external multicast source to internal multicast destinations 


e An internal multicast source to external multicast destinations 


4 
yA) 


NOTE: In this section, external refers to components in the PIM domains. Internal refers to 
components in your EVPN-VXLAN network that supports a data center. 


Figure 12 on page 113 shows the required key components for this use case in a sample EVPN-VXLAN 
centrally-routed bridging overlay. 


Figure 12: Use Case 4: PIM Gateway with Layer 3 Connectivity—Key Components 
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e Components in the PIM domain: 


e APIM gateway that acts as an interface between an existing PIM domain and the EVPN-VXLAN 
network. The PIM gateway is a Juniper Networks or third-party Layer 3 device on which PIM and a 
routing protocol such as OSPF are configured. The PIM gateway does not run EVPN. You can connect 
the PIM gateway to one, some, or all EVPN devices. 


e A PIM rendezvous point (RP) is a Juniper Networks or third-party Layer 3 device on which PIM and a 
routing protocol such as OSPF are configured. You must also configure the PIM RP to translate PIM 
join or prune messages into corresponding IGMP report or leave messages then forward the reports 
and messages to the PIM gateway. 
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e Components in the EVPN-VXLAN network: 


NOTE: These components are in addition to the components already configured for use cases 
1 and 2. 


e EVPN devices. You can connect one, some, or all EVPN devices to a PIM gateway. You must make 
each connection through a Layer 3 interface on which PIM is configured. Other than the Layer 3 
interface with PIM, this use case does not require additional configuration on the EVPN devices. 


Use Case 5: Inter-VLAN Multicast Routing and Forwarding—External Multicast Router 


Starting with Junos OS Release 17.3R1, you can configure an EVPN device to perform inter-VLAN 
forwarding of multicast traffic without having to configure IRB interfaces on the EVPN device. In such a 
scenario, an external multicast router is used to send IGMP queries to solicit reports and to forward VLAN 
traffic through a Layer 3 multicast protocol such as PIM. IRB interfaces are not supported with the use of 
an external multicast router. 


For this use case, you must include the igmp-snooping proxy configuration statements at the [edit 
routing-instances routing-instance-name protocols] hierarchy level. 


EVPN Multicast Flags Extended Community 


Juniper Networks devices that support EVPN-VXLAN and IGMP snooping also support the EVPN multicast 
flags extended community. When you have enabled IGMP snooping on one of these devices, the device 
adds the community to EVPN Type 3 (Inclusive Multicast Ethernet Tag) routes. 


The absence of this community in an EVPN Type 3 route can indicate the following about the device that 
advertises the route: 


e The device does not support IGMP snooping. 

e The device does not have IGMP snooping enabled on it. 

e The device is running a Junos OS software release that doesn’t support the community. 
e The device does not support the advertising of EVPN Type 6 SMET routes. 


e The device has IGMP snooping and a Layer 3 interface with PIM enabled on it. Although the Layer 3 
interface with PIM performs snooping on the access side and selective multicast forwarding on the EVPN 
core, the device needs to attract all traffic to perform source registration to the PIM RP and inter-VLAN 
routing. 


Figure 13 on page 115 shows the EVPN multicast flag extended community, which has the following 
characteristics: 
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e The community is encoded as an 8-bit value. 
e The Type field has a value of 6. 
e The IGMP Proxy Support flag is set to 1, which means that the device supports IGMP proxy. 


Figure 13: EVPN Multicast Flag Extended Community 
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Release History Table 


Release 


19.3R1 


19.1R1 


18.4R2 


18.4R2 


18.1R1 


17.3R1 


17.3R1 


17.2R1 


Description 


Starting with Junos OS Release 19.3R1, EX9200 switches, MX Series routers, and vMX virtual routers 
support IGMP version 2 (IGMPv2) and IGMP version 3 (IGMPv3), IGMP snooping, selective multicast 
forwarding, external PIM gateways, and external multicast routers with an EVPN-VXLAN 
centrally-routed bridging overlay. 


Starting with Junos OS Release 19.1R1, QFX5120-32C switches support IGMP snooping in 
EVPN-VXLAN centrally-routed and edge-routed bridging overlays. 


Starting with Junos OS Release 18.4R2 (but not Junos OS Releases 19.1R1 and 19.2R1), QFX5120-48Y 
switches support IGMP snooping in an EVPN-VXLAN centrally-routed bridging overlay. 


Starting in Junos OS Releases 18.4R2 and 19.1R2, selective multicast forwarding is enabled by default 
on QFX5110 and QFX5120 switches when you configure IGMP snooping in EVPN-VXLAN networks, 
further constraining multicast traffic flooding. With IGMP snooping and selective multicast forwarding, 
these switches send the multicast traffic only to interested receivers in both the EVPN core and on 
the access side for multicast traffic coming in either from an access interface or an EVPN network 
interface. 


Starting with Junos OS Release 18.1R1, QFX5110 switches support IGMP snooping in an 
EVPN-VXLAN centrally-routed bridging overlay (EVPN-VXLAN topology with a two-layer IP fabric) 
for forwarding multicast traffic within VLANs. 


Starting with Junos OS Release 17.3R1, QFX10000 switches support the exchange of traffic between 
multicast sources and receivers in an EVPN-VXLAN edge-routed bridging overlay, which uses IGMP, 
and sources and receivers in an external Protocol Independent Multicast (PIM) domain. A Layer 2 
multicast VLAN (MVLAN) and associated IRB interfaces enable the exchange of multicast traffic 
between these two domains. 


Starting with Junos OS Release 17.3R1, you can configure an EVPN device to perform inter-VLAN 
forwarding of multicast traffic without having to configure IRB interfaces on the EVPN device. 


Starting with Junos OS Release 17.2R1, QFX10000 switches support IGMP snooping in an Ethernet 
VPN (EVPN)-Virtual Extensible LAN (VXLAN) edge-routed bridging overlay (EVPN-VXLAN topology 
with a collapsed IP fabric). 
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Example: Preserving Bandwidth with IGMP Snooping in an EVPN-VXLAN Environment 


| Configuring IGMP Snooping on Switches 
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Internet Group Management Protocol (IGMP) snooping constrains the flooding of IPv4 multicast traffic 
on VLANs on a device. With IGMP snooping enabled, the device monitors IGMP traffic on the network 
and uses what it learns to forward multicast traffic to only the downstream interfaces that are connected 
to interested receivers. The device conserves bandwidth by sending multicast traffic only to interfaces 
connected to devices that want to receive the traffic, instead of flooding the traffic to all the downstream 
interfaces ina VLAN. 


NOTE: You cannot configure IGMP snooping on a secondary (private) VLAN (PVLAN). However, 
starting in Junos OS Release 18.3R1 on EX4300 switches and EX4300 Virtual Chassis, and Junos 
OS Release 19.2R1 on EX4300 multigigabit switches, you can configure the vlan statement at 
the [edit protocols igmp-snooping] hierarchy level with a primary VLAN, which implicitly enables 
IGMP snooping on its secondary VLANs and avoids flooding multicast traffic on PVLANs. See 
“IGMP Snooping on Private VLANs (PVLANs)” on page 97 for details. 


NOTE: Starting in Junos OS Releases 14.1X53 and 15.2, QFabric Systems support the 
igmp-querier statement to configure a Node device as an IGMP querier. 


The default factory configuration on legacy EX Series switches enables IGMP snooping by default on all 

VLANs. In this case, you don’t need any other configuration for IGMP snooping to work. However, if you 
want IGMP snooping enabled only on some VLANs, you can either disable the feature on all VLANs and 

then enable it selectively on the desired VLANs, or simply disable the feature selectively on those where 
you do not want IGMP snooping. You can also customize other available IGMP snooping options. 
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TIP: When you configure IGMP snooping using the vlan all statement (where supported), any 
VLAN that is not individually configured for IGMP snooping inherits the vlan all configuration. 
Any VLAN that is individually configured for IGMP snooping, on the other hand, does not inherit 
the vlan all configuration. Any parameters that are not explicitly defined for the individual VLAN 
assume their default values, not the values specified in the vlan all configuration. For example, 
in the following configuration: 


protocols { 
igmp-snooping { 
vlan all { 
BOOUSita COUniemoyy 
} 
vlan employee-vlan { 
interface ge-0/0/8.0 { 
Sicateae { 
quetia 233.252.0.i1% 


all VLANs except employee-vlan have a robust count of 8. Because you individually configured 
employee-vlan, its robust count value is not determined by the value set under vlan all. Instead, 
its robust-count value is 2, the default value. 
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On switches without IGMP snooping enabled in the default factory configuration, you must explicitly 
enable IGMP snooping and configure any other of the available IGMP snooping options you want ona 
VLAN. 


Use the following configuration steps as needed for your network to enable IGMP snooping on all VLANs 
(where supported), enable or disable IGMP snooping selectively on a VLAN, and configure available IGMP 
snooping options: 


1. To enable IGMP snooping on all VLANs (where supported, such as on some EX Series switches): 


[edit protocols] 


user@switch# set igmp-snooping vlan all 


NOTE: The default factory configuration on legacy EX Series switches has IGMP snooping 
enabled on all VLANs. 


Or disable IGMP snooping on all VLANs (where supported, such as on some EX Series switches): 


[edit protocols] 


user@switch# set igmp-snooping vlan all disable 


2. To enable IGMP snooping on a specified VLAN, for example, on a VLAN named employee-vian: 


[edit protocols] 


user@switch# set igmp-snooping vlan employee-vlan 


3. To configure the switch to immediately remove group memberships from interfaces on a VLAN when 
it receives a leave message through that VLAN, so it doesn’t forward any membership queries for the 
multicast group to the VLAN (IGMPv2 only): 


[edit protocols] 


user@switch# set igmp-snooping vlan vian-name immediate-leave 
4. To configure an interface to statically belong to a multicast group: 


[edit protocols] 


user@switch# set igmp-snooping vlan vian-name interface interface-name static group group-address 
5. To configure an interface to forward IGMP queries it receives from multicast routers: 


[edit protocols] 


user@switch# setigmp-snooping vlan vian-name interface interface-name multicast-router-interface 
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6. To change the default number of timeout intervals the device waits before timing out and removing a 
multicast group on a VLAN: 


[edit protocols] 
user@switch# set igmp-snooping vlan vian-name robust-count number 


7. \f you want a device to act as an IGMP querier, enter the following: 


[edit protocols] 
user@switch# set igmp-snooping vlan vlan-name |2-querier source-address source address 


Or on QFabric Systems only, if you want a QFabric Node device to act as an IGMP querier, enter the 


following: 


[edit protocols] 
user@switch# set igmp-snooping vlan vian-name igmp-querier source-address source address 


The switch sends IGMP queries with the configured source address. To ensure this switch is always 
the IGMP querier on the network, make sure the source address is greater (a higher number) than the 
IP addresses for any other multicast routers on the same local network. 


Release History Table 


Release Description 


14.1X53 Starting in Junos OS Releases 14.153 and 15.2, QFabric Systems support the 
igmp-querier statement to configure a Node device as an IGMP querier. 
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| Example: Configuring IGMP Snooping on EX Series Switches 


IN THIS SECTION 


Requirements | 123 
Overview and Topology | 123 
Configuration | 125 


Verifying IGMP Snooping Operation | 126 


You can enable IGMP snooping on a VLAN to constrain the flooding of IPv4 multicast traffic on a VLAN. 
When IGMP snooping is enabled, a switch examines IGMP messages between hosts and multicast routers 
and learns which hosts are interested in receiving multicast traffic for a multicast group. Based on what it 
learns, the switch then forwards multicast traffic only to those interfaces connected to interested receivers 
instead of flooding the traffic to all interfaces. 


This example describes how to configure IGMP snooping: 


Requirements 


This example uses the following software and hardware components: 

e One EX4300 Series switch 

e Junos OS Release 13.2 or later for EX Series switches 

Before you configure IGMP snooping, be sure you have: 

e Configured the vlan100 VLAN on the switch 

e Assigned interfaces ge-0/0/0, ge-0/0/1, ge-0/0/2, and ge-0/0/12 to vian100 


e Configure ge-0/0/12 as a trunk interface. 


Overview and Topology 


In this example, interfaces ge-0/0/0, ge-0/0/1, and ge-0/0/2 on the switch are in vian100 and are connected 
to hosts that are potential multicast receivers. Interface ge-0/0/12, a trunk interface also in vlan100, is 
connected to a multicast router. The router acts as the IGMP querier and forwards multicast traffic for 
group 255.100.100.100 to the switch from a multicast source. 


The example topology is illustrated in Figure 14 on page 124. 


Figure 14: Example IGMP Snooping Topology 
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In this example topology, the multicast router forwards multicast traffic to the switch from the source 


when it receives a memberhsip report for group 255.100.100.100 from one of the hosts—for example, 

Host B. If IGMP snooping is not enabled on vlan100, the switch floods the multicast traffic on all interfaces 
in vlan100 (except for interface ge-0/0/12). If IGMP snooping is enabled on vlan100, the switch monitors 
the IGMP messages between the hosts and router, allowing it to determine that only Host B is interested 
in receiving the multicast traffic. The switch then forwards the multicast traffic only to interface ge-0/0/1. 


IGMP snooping is enabled on all VLANs in the default factory configuration. For many implementations, 
IGMP snooping requires no additional configuration. This example shows how to perform the following 


optional configurations, which can reduce group join and leave latency: 


Configure immediate leave on the VLAN. When immediate leave is configured, the switch stops forwarding 
multicast traffic on an interface when it detects that the last member of the multicast group has left the 
group. If immediate leave is not configured, the switch waits until the group-specific queries time out 
before it stops forwarding traffic. 


Immediate leave is supported by IGMP version 2 (IGMPv2) and IGMPv3. With IGMPv2, we recommend 
that you configure immediate leave only when there is only one IGMP host on an interface. In IGMPv2, 
only one host on a interface sends a membership report in response to a group-specifc query—any other 
interested hosts suppress their reports to avoid a flood of reports for the same group. This 
report-suppression feature means that the switch only knows about one interested host at any given 
time. 


Configure ge-0/0/12 as a static multicast-router interface. In this topology, ge-0/0/12 always leads to 
the multicast router. By statically configuring ge-0/0/12 as a multicast-router interface, you avoid any 
delay imposed by the switch having to learn that ge-0/0/12 is a multicast-router interface. 
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Configuration 


To configure IGMP snooping on a switch: 


CLI Quick Configuration 


To quickly configure IGMP snooping, copy the following commands and paste them into the switch terminal 
window: 


[edit] 
set protocols igmp-snooping vlan vlan100 immediate-leave 


set protocols igmp-snooping vlan vlan100 interface ge-0/0/12 multicast-router-interface 


Step-by-Step Procedure 
To configure IGMP snooping on vian100: 


1. Configure the switch to immediately remove a group membership from an interface when it receives 
a leave report from the last member of the group on the interface: 


[edit protocols] 


user@switch# set igmp-snooping vlan vlan100 immediate-leave 


2. Statically configure interface ge-0/0/12 as a multicast-router interface: 


[edit protocols] 


user@switch# set igmp-snooping vlan vlan100 interface ge-0/0/12 multicast-router-interface 


Results 


Check the results of the configuration: 


[edit protocols] 

user@switch# show igmp-snooping 

wilain elie 

vlan vlanioo { 
immediate-leave; 


interface ge-0/0/12.0 { 





multicast-—router-interface; 
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Verifying IGMP Snooping Operation 


IN THIS SECTION 


@ Displaying IGMP Snooping Information for VLAN vlan100 | 126 


To verify that IGMP snooping is operating as configured, perform the following task: 


Displaying IGMP Snooping Information for VLAN vlan100 


Purpose 


Verify that IGMP snooping is enabled on vilan100 and that ge-0/0/12 is recognized as a multicast-router 
interface. 


Action 


Enter the following command: 


user@switch> show igmp-snooping vlans vlan vian100 detail 
VLAN: vlanl00, Tag: 100 
Interface: ge-0/0/12.0, tagged, Groups: 0, Router 


Meaning 


By showing information for vlan100, the command output confirms that IGMP snooping is configured on 
the VLAN. Interface ge-0/0/12.0 is listed as multicast-router interface, as configured. Because none of 
the host interfaces are listed, none of the hosts are currently receivers for the multicast group. 
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| Example: Configuring IGMP Snooping on Switches 


IN THIS SECTION 


@ = Requirements | 127 
@ Overview and Topology | 127 
@ = Configuration | 128 


Internet Group Management Protocol (IGMP) snooping constrains the flooding of IPv4 multicast traffic 
on VLANs on a device. With IGMP snooping enabled, the device monitors IGMP traffic on the network 
and uses what it learns to forward multicast traffic to only the downstream interfaces that are connected 
to interested receivers. The device conserves bandwidth by sending multicast traffic only to interfaces 
connected to devices that want to receive the traffic, instead of flooding the traffic to all the downstream 
interfaces ina VLAN. 


This example describes how to configure IGMP snooping: 


Requirements 


This example requires Junos OS Release 11.1 or later on a QFX Series product. 
Before you configure IGMP snooping, be sure you have: 


e Configured the employee-vlan VLAN 


e Assigned interfaces ge-0/0/1, ge-0/0/2, and ge-0/0/3 to employee-vlan 


Overview and Topology 


In this example you configure an interface to receive multicast traffic from a source and configure some 
multicast-related behavior for downstream interfaces. The example assumes that IGMP snooping was 
previously disabled for the VLAN. 


Table 9 on page 127 shows the components of the topology for this example. 
Table 9: Components of the IGMP Snooping Topology 


Components Settings 


VLAN name employee-vlan, tag 20 
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Table 9: Components of the IGMP Snooping Topology (continued) 


Components Settings 
Interfaces in employee-vian ge-0/0/1, ge-0/0/2, ge-0/0/3 
Multicast IP address for employee-vlan 225.100.100.100 


Configuration 


To configure basic IGMP snooping on a switch: 


CLI Quick Configuration 


To quickly configure IGMP snooping, copy the following commands and paste them into a terminal window: 


[edit protocols] 

set igmp-snooping vlan employee-vlan 

set igmp-snooping vlan employee-vlan interface ge-0/0/3 static group 225.100.100.100 
set igmp-snooping vlan employee-vlan interface ge-0/0/2 multicast-router-interface 


set igmp-snooping vlan employee-vlan robust-count 4 


Step-by-Step Procedure 
Configure IGMP snooping: 


1. Enable and configure IGMP snooping on the VLAN employee-vlan: 


[edit protocols] 


user@switch# set igmp-snooping vlan employee-vlan 
2. Configure a interface to belong to a multicast group: 


[edit protocols] 
user@switch# set igmp-snooping vlan employee-vlan interface ge-0/0/3 static group 
225.100.100.100 


3. Configure an interface to forward IGMP queries received from multicast routers. 


[edit protocols] 














user@switch# setigmp-snooping vlan employee-vlan interface ge-0/0/2 multicast-router-interface 
4. Configure the switch to wait for four timeout intervals before timing out a multicast group on a VLAN: 


[edit protocols] 
user@switch# set igmp-snooping vlan employee-vlan robust-count 4 
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Results 


Check the results of the configuration: 


user@switch# show protocols igmp-snooping 
vlan employee-vlan { 
robust-count 4; 
} 
interface ge-0/0/2 { 
multicast-router-interface; 
} 
interface ge-0/0/3 { 
Static { 
group 255.100.100.100; 
} 
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| Changing the IGMP Snooping Group Timeout Value on Switches 


The IGMP snooping group timeout value determines how long a switch waits to receive an IGMP query 
froma multicast router before removing a multicast group from its multicast cache table. A switch calculates 
the timeout value by using the query-interval and query-response-interval values. 


When you enable IGMP snooping, the query-interval and query-response-interval values are applied to 
all VLANs on the switch. The values are: 


e query-interval—125 seconds 
e query-response-interval—10 seconds 


The switch automatically calculates the group timeout value for an IGMP snooping-enabled switch by 
multiplying the query-interval value by 2 (the default robust-count value) and then adding the 
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query-response-interval value. By default, the switch waits 260 seconds to receive an IGMP query before 
removing a multicast group from its multicast cache table: (125 x 2) + 10 = 260. 


You can modify the group timeout value by changing the robust-count value. For example, if you want 


the system to wait 510 seconds before timing groups out—(125 x 4) + 10 = 510—enter this command: 


[edit protocols] 
user@switch# set igmp-snooping vlan employee-vlan robust-count 4 
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| Monitoring IGMP Snooping 


Purpose 


Use the monitoring feature to view status and information about the IGMP snooping configuration. 


Action 


To display details about IGMP snooping, enter the following operational commands: 


show igmp snooping interface—Display information about interfaces enabled with IGMP snooping, 


including which interfaces are being snooped in a learning domain and the number of groups on each 
interface. 


show igmp snooping membership—Display IGMP snooping membership information, including the 


multicast group address and the number of active multicast groups. 


show igmp snooping options—Display brief or detailed information about IGMP snooping. 


show igmp snooping statistics—Display IGMP snooping statistics, including the number of messages 
sent and received. 


The show igmp snooping interface, show igmp snooping membership, and show igmp snooping statistics 
commands also support the following options: 


e instance instance-name 


e interface interface-name 


e qualified-vian vian-identifier 


e vian vian-name 


Meaning 
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Table 10 on page 131 summarizes the IGMP snooping details displayed. 


Table 10: Summary of IGMP Snooping Output Fields 


Field 


IGMP Snooping Monitor 


VLAN 


Interfaces 


Groups 


MRouters 


Receivers 


IGMP Route Information 


VLAN 


Next-Hop 


Group 
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Values 


VLAN for which IGMP snooping is enabled. 


Interface connected to a multicast router. 


Number of the multicast groups learned by the VLAN. 


Multicast router. 


Multicast receiver. 


VLAN for which IGMP snooping is enabled. 


Next hop assigned by the switch after performing the route lookup. 


Multicast groups learned by the VLAN. 
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| Verifying IGMP Snooping on EX Series Switches 


Internet Group Management Protocol (IGMP) snooping constrains the flooding of IPv4 multicast traffic 


on VLANs on a switch. This topic describes how to verify IGMP snooping operation on the switch. 


It covers: 

@ Verifying IGMP Snooping Memberships | 132 
Cd Viewing IGMP Snooping Statistics | 133 

ts 


Viewing IGMP Snooping Routing Information | 134 


Verifying IGMP Snooping Memberships 


Purpose 


Determine group memberships, multicast-router interfaces, host IGMP versions, and the current values 


of timeout counters. 


Action 


Enter the following command: 


user@switch> show igmp snooping membership detail 
VLAN: vlan2 Tag: 2 (Index: 3) 
Router interfaces: 
ge-1/0/0.0 dynamic Uptime: 00:14:24 timeout: 253 
ErOwlos AS3_252 40, IL 
GS-1 /O/l7 0 Z5O ihasie wejoowiceics 13.,.0,.0,90 Recenwaxr coumes I 
Uptime: 00:00:19 timeout: 259 Flags: <V3-hosts> 
include source: 10.2.11,5, 10.2.17.12 


Meaning 


The switch has multicast membership information for one VLAN on the switch, vlan2. IGMP snooping 
might be enabled on other VLANs, but the switch does not have any multicast membership information 


for them. The following information is provided: 


Information on the multicast-router interfaces for the VLAN—in this case, ge-1/0/0.0. The multicast-router 
interface has been learned by IGMP snooping, as indicated by the dynamic value. The timeout value 
shows how many seconds from now the interface will be removed from the multicast forwarding table 
if the switch does not receive IGMP queries or Protocol Independent Multicast (PIM) updates on the 
interface. 


Information about the group memberships for the VLAN: 
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e Currently, the VLAN has membership in only one multicast group, 233.252.0.1. 


e The host or hosts that have reported membership in the group are on interface ge-1/0/17.0. The last 
host that reported membership in the group has address 10.0.0.90. The number of hosts belonging 
to the group on the interface is shown in the Receiver count field, which is displayed only when host 
tracking is enabled if immediate leave is configured on the VLAN. 


The Uptime field shows that the multicast group has been active on the interface for 19 seconds. The 
interface group membership will time out in 259 seconds if no hosts respond to membership queries 
during this interval. The Flags field shows the lowest version of IGMP used by a host that is currently 
a member of the group, which in this case is IGMP version 3 (IGMPv3). 


Because the interface has IGMPv3 hosts on it, the source addresses from which the IGMPv3 hosts 
want to receive group multicast traffic are shown (addresses 10.2.11.5 and 10.2.11.12). The timeout 


value for the interface group membership is derived from the largest timeout value for all sources 
addresses for the group. 


Viewing IGMP Snooping Statistics 


Purpose 
Display IGMP snooping statistics, such as number of IGMP queries, reports, and leaves received and how 
many of these IGMP messages contained errors. 


Action 


Enter the following command: 


user@switch> show igmp snooping statistics 
Bad length: 0 Bad checksum: 0 Invalid interface: 0 


Not local: O Receive unknown: O Timed out: 0 





IGMP Type Received Transmitted Recv Errors 

Queries: 74295 0 0 

Reports: 18148423 0 IGSISIAS 

Leaves: 0 0 0 

OjelnSre's 0 0 0 
Meaning 


The output shows how many IGMP messages of each type—Queries, Reports, Leaves—the switch received 
or transmitted on interfaces on which IGMP snooping is enabled. For each message type, it also shows 
the number of IGMP packets the switch received that had errors—for example, packets that do not conform 
to the IGMPv1, IGMPv2, or IGMPv3 standards. If the Recv Errors count increases, verify that the hosts 
are compliant with IGMP standards. If the switch is unable to recognize the IGMP message type for a 
packet, it counts the packet under Receive unknown. 
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Viewing IGMP Snooping Routing Information 


Purpose 


Display the next-hop information maintained in the multicast forwarding table. 


Action 


Enter the following command: 


user@switch> show multicast snooping route vlan 


Meaning 


The output shows the next-hop interfaces for a given multicast group on a VLAN. 
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Understanding Multicast Snooping 


Network devices such as routers operate mainly at the packet level, or Layer 3. Other network devices 
such as bridges or LAN switches operate mainly at the frame level, or Layer 2. Multicasting functions 
mainly at the packet level, Layer 3, but there is a way to map Layer 3 IP multicast group addresses to 
Layer 2 MAC multicast group addresses at the frame level. 


Routers can handle both Layer 2 and Layer 3 addressing information because the frame and its addresses 
must be processed to access the encapsulated packet inside. Routers can run Layer 3 multicast protocols 
such as PIM or IGMP and determine where to forward multicast content or when a host on an interface 
joins or leaves a group. However, bridges and LAN switches, as Layer 2 devices, are not supposed to have 
access to the multicast information inside the packets that their frames carry. 


How then are bridges and other Layer 2 devices to determine when a device on an interface joins or leaves 
a multicast tree, or whether a host on an attached LAN wants to receive the content of a particular multicast 
group? 


The answer is for the Layer 2 device to implement multicast snooping. Multicast snooping is a general 
term and applies to the process of a Layer 2 device “snooping” at the Layer 3 packet content to determine 
which actions are taken to process or forward a frame. There are more specific forms of snooping, such 
as IGMP snooping or PIM snooping. In all cases, snooping involves a device configured to function at 
Layer 2 having access to normally “forbidden” Layer 3 (packet) information. Snooping makes multicasting 
more efficient in these devices. 


SEE ALSO 


Layer 2 Frames and IPv4 Multicast Addresses | 8 


Understanding IGMP Snooping 


Snooping is a general way for Layer 2 devices, such as Juniper Networks MX Series Ethernet Services 
Routers, to implement a series of procedures to “snoop” at the Layer 3 packet content to determine which 
actions are to be taken to process or forward a frame. More specific forms of snooping, such as Internet 
Group Membership Protocol (IGMP ) snooping or Protocol Independent Multicast (PIM) snooping, are 
used with multicast. 


Layer 2 devices (LAN switches or bridges) handle multicast packets and the frames that contain them much 
in the same way the Layer 3 devices (routers) handle broadcasts. So, a Layer 2 switch processes an arriving 
frame having a multicast destination media access control (MAC) address by forwarding a copy of the 
packet (frame) onto each of the other network interfaces of the switch that are in a forwarding state. 


However, this approach (sending multicast frames everywhere the device can) is not the most efficient 
use of network bandwidth, particularly for IPTV applications. IGMP snooping functions by “snooping” at 
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the IGMP packets received by the switch interfaces and building a multicast database similar to that a 
multicast router builds in a Layer 3 network. Using this database, the switch can forward multicast traffic 
only onto downstream interfaces with interested receivers, and this technique allows more efficient use 
of network bandwidth. 


You configure IGMP snooping for each bridge on the router. A bridge instance without qualified learning 
has just one learning domain. For a bridge instance with qualified learning, snooping will function separately 
within each learning domain in the bridge. That is, IGMP snooping and multicast forwarding will proceed 
independently in each learning domain in the bridge. 


This discussion focuses on bridge instances without qualified learning (those forming one learning domain 
on the device). Therefore, all the interfaces mentioned are logical interfaces of the bridge or VPLS instance. 


Several related concepts are important when discussing IGMP snooping: 


e Bridge or VPLS instance interfaces are either multicast-router interfaces or host-side interfaces. 


e IGMP snooping supports proxy mode or without-proxy mode. 


NOTE: When integrated routing and bridging (IRB) is used, if the router is an IGMP querier, any 
leave message received on any Layer 2 interface will cause a group-specific query on all Layer 2 
interfaces (as a result of this practice, some corresponding reports might be received on all 
Layer 2 interfaces). However, if some of the Layer 2 interfaces are also router (Layer 3) interfaces, 
reports and leaves from other Layer 2 interfaces will not be forwarded on those interfaces. 


If an IRB interface is used as an outgoing interface in a multicast forwarding cache entry (as determined 
by the routing process), then the output interface list is expanded into a subset of the Layer 2 interface in 
the corresponding bridge. The subset is based on the snooped multicast membership information, according 
to the multicast forwarding cache entry installed by the snooping process for the bridge. 


If no snooping is configured, the IRB output interface list is expanded to all Layer 2 interfaces in the bridge. 


The Junos OS does not support IGMP snooping in a VPLS configuration on a virtual switch. This 
configuration is disallowed in the CLI. 


NOTE: IGMP snooping is supported on AE interfaces, however, it is not supported on AE 
interfaces in combination with IRB interfaces. 


SEE ALSO 


137 


Layer 2 Frames and IPv4 Multicast Addresses | 8 
Understanding Multicast Snooping | 135 
Example: Configuring IGMP Snooping | 142 


IGMP Snooping Interfaces and Forwarding 


IGMP snooping divides the device interfaces into multicast-router interfaces and host-side interfaces. A 
multicast-router interface is an interface in the direction of a multicasting router. An interface on the bridge 
is considered a multicast-router interface if it meets at least one of the following criteria: 


e It is statically configured as a multicast-router interface in the bridge instance. 
e IGMP queries are being received on the interface. 


All other interfaces that are not multicast-router interfaces are considered host-side interfaces. 


Any multicast traffic received on a bridge interface with IGMP snooping configured will be forwarded 
according to following rules: 


e Any IGMP packet is sent to the Routing Engine for snooping processing. 


e Other multicast traffic with destination address 224.0.0/24 is flooded onto all other interfaces of the 
bridge. 


e Other multicast traffic is sent to all the multicast-router interfaces but only to those host-side interfaces 
that have hosts interested in receiving that multicast group. 


SEE ALSO 


Layer 2 Frames and IPv4 Multicast Addresses | 8 
Understanding Multicast Snooping | 135 


IGMP Snooping and Proxies 


Without a proxy arrangement, IGMP snooping does not generate or introduce queries and reports. It will 
only “snoop” reports received from all of its interfaces (including multicast-router interfaces) to build its 
state and group (S,G) database. 


Without a proxy, IGMP messages are processed as follows: 


e Query—All general and group-specific IGMP query messages received on a multicast-router interface 
are forwarded to all other interfaces (both multicast-router interfaces and host-side interfaces) on the 
bridge. 
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Report—IGMP reports received on any interface of the bridge are forwarded toward other multicast-router 
interfaces. The receiving interface is added as an interface for that group if a multicast routing entry 
exists for this group. Also, a group timer is set for the group on that interface. If this timer expires (that 
is, there was no report for this group during the IGMP group timer period), then the interface is removed 
as an interface for that group. 


Leave—IGMP leave messages received on any interface of the bridge are forwarded toward other 
multicast-router interfaces on the bridge. The Leave Group message reduces the time it takes for the 
multicast router to stop forwarding multicast traffic when there are no longer any members in the host 
group. 


Proxy snooping reduces the number of IGMP reports sent toward an IGMP router. 


NOTE: With proxy snooping configured, an IGMP router is not able to perform host tracking. 


As proxy for its host-side interfaces, IGMP snooping in proxy mode replies to the queries it receives from 
an IGMP router ona multicast-router interface. On the host-side interfaces, IGMP snooping in proxy mode 
behaves as an IGMP router and sends general and group-specific queries on those interfaces. 


NOTE: Only group-specific queries are generated by IGMP snooping directly. General queries 
received from the multicast-router interfaces are flooded to host-side interfaces. 


All the queries generated by IGMP snooping are sent using 0.0.0.0 as the source address. Also, all reports 
generated by IGMP snooping are sent with 0.0.0.0 as the source address unless there is a configured 
source address to use. 


Proxy mode functions differently on multicast-router interfaces than it does on host-side interfaces. 


SEE ALSO 


Layer 2 Frames and IPv4 Multicast Addresses | 8 
Understanding Multicast Snooping | 135 


Multicast-Router Interfaces and IGMP Snooping Proxy Mode 


On multicast-router interfaces, in response to IGMP queries, IGMP snooping in proxy mode sends reports 
containing aggregate information on groups learned on all host-side interfaces of the bridge. 


Besides replying to queries, IGMP snooping in proxy mode forwards all queries, reports, and leaves received 
ona multicast-router interface to other multicast-router interfaces. IGMP snooping keeps the membership 
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information learned on this interface but does not send a group-specific query for leave messages received 
on this interface. It simply times out the groups learned on this interface if there are no reports for the 
same group within the timer duration. 


NOTE: For the hosts on all the multicast-router interfaces, it is the IGMP router, not the IGMP 
snooping proxy, that generates general and group-specific queries. 


SEE ALSO 


Layer 2 Frames and IPv4 Multicast Addresses | 8 
Understanding Multicast Snooping | 135 


Host-Side Interfaces and IGMP Snooping Proxy Mode 


No reports are sent on host-side interfaces by IGMP snooping in proxy mode. IGMP snooping processes 
reports received on these interfaces and sends group-specific queries onto host-side interfaces when it 
receives a leave message on the interface. Host-side interfaces do not generate periodic general queries, 
but forwards or floods general queries received from multicast-router interfaces. 


If a group is removed from a host-side interface and this was the last host-side interface for that group, a 
leave is sent to the multicast-router interfaces. If a group report is received on a host-side interface and 
this was the first host-side interface for that group, a report is sent to all multicast-router interfaces. 


SEE ALSO 


Layer 2 Frames and IPv4 Multicast Addresses | 8 
Understanding Multicast Snooping | 135 


IGMP Snooping and Bridge Domains 


IGMP snooping on a VLAN is only allowed for the legacy vlan-id all case. In other cases, there is a specific 
bridge domain configuration that determines the VLAN-specific configuration for IGMP snooping. 


SEE ALSO 


Layer 2 Frames and IPv4 Multicast Addresses | 8 
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Understanding Multicast Snooping | 135 


Configuring IGMP Snooping 


To configure Internet Group Management Protocol (IGMP) snooping, include the igmp-snooping statement: 


igmp-snooping { 

immediate-leave; 

interface interface-name { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 

group ip-address { 
source ip-address; 


} 
proxy { 
source-address ip-address; 
} 
query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 
vlan vian-id { 
immediate-leave; 
interface interface-name { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 
group ip-address { 
source ip-address; 


} 
proxy { 
source-address ip-address; 
} 
query-interval seconds; 
query-last-member-interval seconds; 
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query-response-interval seconds; 
robust-count number; 


You can include this statement at the following hierarchy levels: 


e [edit bridge-domains bridge-domain-name protocols] 
e [edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols] 


By default, IGMP snooping is not enabled. Statements configured at the VLAN level apply only to that 
particular VLAN. 


SEE ALSO 


Layer 2 Frames and IPv4 Multicast Addresses | 8 
Understanding Multicast Snooping | 135 


Configuring VLAN-Specific IGMP Snooping Parameters 


All of the IGMP snooping statements configured with the igmp-snooping statement, with the exception 
of the traceoptions statement, can be qualified with the same statement at the VLAN level. To configure 
IGMP snooping parameters at the VLAN level, include the vlan statement: 


vian vlan-id; 
immediate-leave; 
interface interface-name { 
group-limit limit; 
host-only-interface; 
multicast-router-interface; 
static { 
group ip-address { 
source ip-address; 


} 
proxy { 
source-address ip-address; 
} 
query-interval seconds; 
query-last-member-interval seconds; 


query-response-interval seconds; 
robust-count number; 


You can include this statement at the following hierarchy levels: 


e [edit bridge-domains bridge-domain-name protocols igmp-snooping] 


e [edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols 
igmp-snooping] 


SEE ALSO 


Layer 2 Frames and IPv4 Multicast Addresses | 8 
Understanding Multicast Snooping | 135 


Example: Configuring IGMP Snooping 


IN THIS SECTION 


Requirements | 142 
Overview and Topology | 143 
Configuration | 146 


Verification | 149 


This example shows how to configure IGMP snooping. IGMP snooping can reduce unnecessary traffic 
from IP multicast applications. 


Requirements 


This example uses the following hardware components: 


e One MX Series router 


e One Layer 3 device functioning as a multicast router 
Before you begin: 


e Configure the interfaces. See the Interfaces User Guide for Security Devices. 


e Configure an interior gateway protocol. See the Junos OS Routing Protocols Library. 
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e Configure a multicast protocol. This feature works with the following multicast protocols: 
e DVMRP 
e PIM-DM 
e PIM-SM 
e PIM-SSM 


Overview and Topology 


IGMP snooping controls multicast traffic in a switched network. When IGMP snooping is not enabled, the 
Layer 2 device broadcasts multicast traffic out of all of its ports, even if the hosts on the network do not 
want the multicast traffic. With IGMP snooping enabled, a Layer 2 device monitors the IGMP join and 
leave messages sent from each connected host to a multicast router. This enables the Layer 2 device to 
keep track of the multicast groups and associated member ports. The Layer 2 device uses this information 
to make intelligent decisions and to forward multicast traffic to only the intended destination hosts. 


This example includes the following statements: 


e proxy—Enables the Layer 2 device to actively filter IGMP packets to reduce load on the multicast router. 
Joins and leaves heading upstream to the multicast router are filtered so that the multicast router has 
a single entry for the group, regardless of how many active listeners have joined the group. When a 
listener leaves a group but other listeners remain in the group, the leave message is filtered because the 
multicast router does not need this information. The status of the group remains the same from the 
router's point of view. 


e immediate-leave—When only one IGMP host is connected, the immediate-leave statement enables the 
multicast router to immediately remove the group membership from the interface and suppress the 
sending of any group-specific queries for the multicast group. 


When you configure this feature on IGMPv2 interfaces, ensure that the IGMP interface has only one 
IGMP host connected. If more than one IGMPv2 host is connected to a LAN through the same interface, 
and one host sends a leave message, the router removes all hosts on the interface from the multicast 
group. The router loses contact with the hosts that properly remain in the multicast group until they 
send join requests in response to the next general multicast listener query from the router. 


When IGMP snooping is enabled on a router running IGMP version 3 (IGMPv3) snooping, after the 
router receives a report with the type BLOCK_OLD_SOURCES, the router suppresses the sending of 
group-and-source queries but relies on the Junos OS host-tracking mechanism to determine whether 
or not it removes a particular source group membership from the interface. 


query-interval—Enables you to change the number of IGMP messages sent on the subnet by configuring 
the interval at which the IGMP querier router sends general host-query messages to solicit membership 
information. 


By default, the query interval is 125 seconds. You can configure any value in the range 1 through 1024 
seconds. 
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query-last-member-interval—Enables you to change the amount of time it takes a device to detect the 
loss of the last member of a group. 


The last-member query interval is the maximum amount of time between group-specific query messages, 
including those sent in response to leave-group messages. 


By default, the last-member query interval is 1 second. You can configure any value in the range 0.1 
through 0.9 seconds, and then 1-second intervals from 1 through 1024 seconds. 


query-response-interval—Configures how long the router waits to receive a response from its host-query 
messages. 


By default, the query response interval is 10 seconds. You can configure any value in the range 1 through 
1024 seconds. This interval should be less than the interval set in the query-interval statement. 


robust-count—Provides fine-tuning to allow for expected packet loss on a subnet. It is basically the 
number of intervals to wait before timing out a group. You can wait more intervals if subnet packet loss 
is high and IGMP report messages might be lost. 


By default, the robust count is 2. You can configure any value in the range 2 through 10 intervals. 


group-limit—Configures a limit for the number of multicast groups (or [S,G] channels in IGMPv3) that 
can join an interface. After this limit is reached, new reports are ignored and all related flows are discarded, 
not flooded. 


By default, there is no limit to the number of groups that can join an interface. You can configure a limit 
in the range O through a 32-bit number. 


host-only-interface—Configure an IGMP snooping interface to be an exclusively host-side interface. On 
a host-side interface, received IGMP queries are dropped. 


By default, an interface can face either other multicast routers or hosts. 


multicast-router-interface—Configures an IGMP snooping interface to be an exclusively router-facing 
interface. 


By default, an interface can face either other multicast routers or hosts. 
static—Configures an IGMP snooping interface with multicast groups statically. 


By default, the router learns about multicast groups on the interface dynamically. 


Figure 15 on page 145 shows networks without IGMP snooping. Suppose host A is an IP multicast sender 


and hosts B and C are multicast receivers. The router forwards IP multicast traffic only to those segments 


with registered receivers (hosts B and C). However, the Layer 2 devices flood the traffic to all hosts on all 


interfaces. 
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Figure 15: Networks Without IGMP Snooping Configured 





Figure 16 on page 146 shows the same networks with IGMP snooping configured. The Layer 2 devices 
forward multicast traffic to registered receivers only. 
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Figure 16: Networks with IGMP Snooping Configured 





Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set bridge-domains domain1 domain-type bridge 

set bridge-domains domain1 interface ge-0/0/1.1 

set bridge-domains domain1 interface ge-0/0/2.1 

set bridge-domains domain1 interface ge-0/0/3.1 

set bridge-domains domain1 protocols igmp-snooping query-interval 200 

set bridge-domains domain1 protocols igmp-snooping query-response-interval 0.4 

set bridge-domains domain1 protocols igmp-snooping query-last-member-interval 0.1 

set bridge-domains domain1 protocols igmp-snooping robust-count 4 

set bridge-domains domain1 protocols igmp-snooping immediate-leave 

set bridge-domains domain1 protocols igmp-snooping proxy 

set bridge-domains domain1 protocols igmp-snooping interface ge-0/0/1.1 host-only-interface 

set bridge-domains domain1 protocols igmp-snooping interface ge-0/0/1.1 group-limit 50 

set bridge-domains domain1 protocols igmp-snooping interface ge-0/0/3.1 static group 225.100.100.100 
set bridge-domains domain1 protocols igmp-snooping interface ge-0/0/2.1 multicast-router-interface 
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Step-by-Step Procedure 
The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure IGMP snooping: 


1. Configure the bridge domain. 


[edit bridge-domains domain1] 
user@host# set domain-type bridge 
user@host# set interface ge-0/0/1.1 
user@host# set interface ge-0/0/2.1 
user@host# set interface ge-0/0/3.1 


2. Enable IGMP snooping and configure the router to serve as a proxy. 


[edit bridge-domains domain1] 
user@host# set protocols igmp-snooping proxy 


3. Configure the limit for the number of multicast groups allowed on the ge-0/0/1.1 interface to 50. 


[edit bridge-domains domain1] 
user@host# set protocols igmp-snooping interface ge-0/0/1.1group-limit 50 


4. Configure the router to immediately remove a group membership from an interface when it receives 
a leave message from that interface without waiting for any other IGMP messages to be exchanged. 


[edit bridge-domains domain1] 
user@host# set protocols igmp-snooping immediate-leave 


5. Statically configure IGMP group membership on a port. 


[edit bridge-domains domain1] 
user@host# set protocols igmp-snooping interface ge-0/0/3.1 static group 225.100.100.100 


6. Configure an interface to be an exclusively router-facing interface (to receive multicast traffic). 


[edit bridge-domains domain1] 
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user@host# set protocols igmp-snooping interface ge-0/0/2.1 multicast-router-interface 


7. Configure an interface to be an exclusively host-facing interface (to drop IGMP query messages). 


[edit bridge-domains domain1] 
user@host# set protocols igmp-snooping interface ge-0/0/1.1 host-only-interface 


8. Configure the IGMP message intervals and robustness count. 


[edit bridge-domains domain1] 

user@host# set protocols igmp-snoopingrobust-count 4 

user@host# set protocols igmp-snooping query-last-member-interval 0.1 
user@host# set protocols igmp-snooping query-interval 200 

user@host# set protocols igmp-snooping query-response-interval 0.4 


9. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show bridge-domains command. 


user@host# show bridge-domains 
domain1 { 
domain-type bridge; 
interface ge-0/0/1.1; 
interface ge-0/0/2.1; 
interface ge-0/0/3.1; 
protocols { 
igmp-snooping { 
query-interval 200; 
query-response-interval 0.4; 
query-last-member-interval 0.1; 
robust-count 4; 
immediate-leave; 
proxy; 
interface ge-0/0/1.1 { 
host-only-interface; 
group-limit 50; 


} 
interface ge-0/0/3.1 { 
static { 
group 225.100.100.100; 


} 
interface ge-0/0/2.1 { 
multicast-router-interface; 


Verification 

To verify the configuration, run the following commands: 
e show igmp snooping interface 

e show igmp snooping membership 


e show igmp snooping statistics 


SEE ALSO 


Understanding IGMP Snooping | 135 
Host-Side Interfaces and IGMP Snooping Proxy Mode | 139 
Multicast-Router Interfaces and IGMP Snooping Proxy Mode | 138 


Configuring IGMP Snooping Trace Operations 


Tracing operations record detailed messages about the operation of routing protocols, such as the various 
types of routing protocol packets sent and received, and routing policy actions. You can specify which 
trace operations are logged by including specific tracing flags. The following table describes the flags that 
you can include. 


Flag Description 
all Trace all operations. 
client-notification Trace notifications. 


general Trace general flow. 
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Flag 


group 


host-notification 
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Description 


Trace group operations. 


Trace host notifications. 


leave Trace leave group messages (IGMPv2 only). 
normal Trace normal events. 

packets Trace all IGMP packets. 

policy Trace policy processing. 

query Trace IGMP membership query messages. 
report Trace membership report messages. 

route Trace routing information. 

state Trace state transitions. 

task Trace routing protocol task processing. 
timer Trace timer processing. 


You can configure tracing operations for IGMP snooping globally or in a routing instance. The following 
example shows the global configuration. 


To configure tracing operations for IGMP snooping: 


1. Configure the filename for the trace file. 


[edit bridge-domains domain1 protocols igmp-snooping traceoptions] 
user@host# set file igmp-snoop-trace 


2. (Optional) Configure the maximum number of trace files. 


[edit bridge-domains domain1 protocols igmp-snooping traceoptions] 
user@host# set file files 5 


3. (Optional) Configure the maximum size of each trace file. 
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[edit bridge-domains domain1 protocols igmp-snooping traceoptions] 
user@host# set file size 1m 


4. (Optional) Enable unrestricted file access. 


[edit bridge-domains domain1 protocols igmp-snooping traceoptions] 
user@host# set file world-readable 


5. Configure tracing flags. Suppose you are troubleshooting issues with a policy related to received packets 
on a particular logical interface with an IP address of 192.168.0.1. The following example shows how 
to flag all policy events for received packets associated with the IP address. 


[edit bridge-domains domain1 protocols igmp-snooping traceoptions] 
user@host# set flag policy receive | match 192.168.0.1 


6. View the trace file. 


user@host> file list /var/log 
user@host> file show /var/log/igmp-snoop-trace 


SEE ALSO 


Tracing and Logging Junos OS Operations 
Configuring IGMP Snooping | 140 


RELATED DOCUMENTATION 


Understanding Multicast Snooping | 135 
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| Example: Configuring IGMP Snooping on SRX Series Devices 


IN THIS SECTION 


Requirements | 152 
Overview and Topology | 152 
Configuration | 153 


Verifying IGMP Snooping Operation | 156 


You can enable IGMP snooping on a VLAN to constrain the flooding of IPv4 multicast traffic on a VLAN. 
When IGMP snooping is enabled, the device examines IGMP messages between hosts and multicast routers 
and learns which hosts are interested in receiving multicast traffic for a multicast group. Based on what it 
learns, the device then forwards multicast traffic only to those interfaces that are connected to relevant 

receivers instead of flooding the traffic to all interfaces. 


This example describes how to configure IGMP snooping: 


Requirements 


This example uses the following hardware and software components: 


e One SRX Series device 


e Junos OS Release 18.1R1 

Before you configure IGMP snooping, be sure you have: 

e Configured a VLAN, v1, on the device 

e Assigned interfaces ge-0/0/1, ge-0/0/2, ge-0/0/3, and ge-0/0/4 to v1 


e Configured ge-0/0/3 as a trunk interface 


Overview and Topology 


IGMP snooping controls multicast traffic in a switched network. When IGMP snooping is not enabled, the 
SRX Series device broadcasts multicast traffic out of all of its ports, even if the hosts on the network do 
not want the multicast traffic. With IGMP snooping enabled, the SRX Series device monitors the IGMP 
join and leave messages sent from each connected host to a multicast router. This enables the SRX Series 
device to keep track of the multicast groups and associated member ports. The SRX Series device uses 
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this information to make intelligent decisions and to forward multicast traffic to only the intended destination 
hosts. 


The sample topology is illustrated in Figure 14 on page 124. 


Figure 17: IGMP Snooping Sample Topology 
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In this sample topology, the multicast router forwards multicast traffic to the device from the source when 
it receives a membership report for group 233.252.0.100 from one of the hosts—for example, Host B. If 
IGMP snooping is not enabled on vian100, the device floods the multicast traffic on all interfaces in vian100 
(except for interface ge-0/0/2.0). If IGMP snooping is enabled on vlan100, the device monitors the IGMP 
messages between the hosts and router, allowing it to determine that only Host B is interested in receiving 
the multicast traffic. The device then forwards the multicast traffic only to interface ge-0/0/2. 


Configuration 


To configure IGMP snooping on a device: 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set interfaces ge-0/0/1 unit 0 family ethernet-switching interface-mode access 
set interfaces ge-0/0/1 unit 0 family ethernet-switching vlan members v1 

set interfaces ge-0/0/2 unit O family ethernet-switching interface-mode access 
set interfaces ge-0/0/2 unit 0 family ethernet-switching vlan members v1 

set interfaces ge-0/0/3 unit O family ethernet-switching interface-mode trunk 
set interfaces ge-0/0/3 unit 0 family ethernet-switching vlan members v1 

set interfaces ge-0/0/4 unit 0 family ethernet-switching interface-mode access 
set interfaces ge-0/0/4 unit 0 family ethernet-switching vlan members v1 
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set vians v1 vian-id 100 

set protocols igmp-snooping vlan v1 query-interval 200 

set protocols igmp-snooping vlan v1 query-response-interval 0.4 

set protocols igmp-snooping vlan v1 query-last-member-interval 0.1 

set protocols igmp-snooping vlan v1 robust-count 4 

set protocols igmp-snooping vlan v1 immediate-leave 

set protocols igmp-snooping vlan v1 proxy 

set protocols igmp-snooping vlan v1 interface ge-0/0/1.0 host-only-interface 

set protocols igmp-snooping vlan v1 interface ge-0/0/1.0 group-limit 50 

set protocols igmp-snooping vlan v1 interface ge-0/0/4.0 static group 233.252.0.100 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For instructions 
on how to do that, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure IGMP snooping: 


1. Configure the access mode interfaces. 


[edit] 

user@host# set interfaces ge-0/0/1 unit 0 family ethernet-switching interface-mode access 
user@host# set interfaces ge-0/0/1 unit 0 family ethernet-switching vlan members v1 
user@host# set interfaces ge-0/0/2 unit 0 family ethernet-switching interface-mode access 
user@host# set interfaces ge-0/0/2 unit 0 family ethernet-switching vlan members v1 
user@host# set interfaces ge-0/0/3 unit 0 family ethernet-switching interface-mode trunk 
user@host# set interfaces ge-0/0/3 unit 0 family ethernet-switching vlan members v1 
user@host# set interfaces ge-0/0/4 unit 0 family ethernet-switching interface-mode access 
user@host# set interfaces ge-0/0/4 unit 0 family ethernet-switching vlan members v1 


2. Configure the VLAN. 


[edit] 
user@host# set vlans v1 vian-id 100 


3. Enable IGMP snooping and configure the device to serve as a proxy. 
[edit] 


user@host# set protocols igmp-snooping vlan v1 proxy 


4. Configure the limit for the number of multicast groups allowed on the ge-O/0/1.0 interface to 50. 


155 


[edit] 
user@host# set protocols igmp-snooping vlan v1 interface ge-0/0/1.0 group-limit 50 


. Configure the device to immediately remove a group membership from an interface when it receives 

a leave message from that interface without waiting for any other IGMP messages to be exchanged. 
[edit] 
user@host# set protocols igmp-snooping vlan v1 immediate-leave 

. Statically configure interface ge-0/0/4 as a multicast-router interface. 

[edit] 

user@host# set protocols igmp-snooping vlan v1 interface ge-0/0/4.0 static group 233.252.0.100 

. Configure an interface to be an exclusively host-facing interface (to drop IGMP query messages). 

[edit] 

user@host# set protocols igmp-snooping vlan v1 interface ge-0/0/1.0 host-only-interface 

. Configure the IGMP message intervals and robustness count. 

[edit] 

user@host# set protocols igmp-snooping vlan v1 query-interval 200 

user@host# set protocols igmp-snooping vlan v1 query-response-interval 0.4 


user@host# set protocols igmp-snooping vlan v1 query-last-member-interval 0.1 
user@host# set protocols igmp-snooping vlan v1 robust-count 4 


. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


From configuration mode, confirm your configuration by entering the show protocols igmp-snooping 


command. If the output does not display the intended configuration, repeat the configuration instructions 


in this example to correct it. 


[edit] 


us 


er@host# show protocols igmp-snooping 
vian v1 { 
query-interval 200; 
query-response-interval 0.4; 
query-last-member-interval 0.1; 
robust-count 4; 
immediate-leave; 
proxy; 
interface ge-0/0/1.0 { 
host-only-interface; 
group-limit 50; 
} 
interface ge-0/0/4.0 { 
static { 
group 233.252.0.100; 


Verifying IGMP Snooping Operation 


IN THIS SECTION 


To verify that IGMP snooping is operating as configured, perform the following task: 


Displaying IGMP Snooping Information for VLAN v1 


Displaying IGMP Snooping Information for VLAN v1 | 156 


Purpose 


Verify that IGMP snooping is enabled on vlan v1 and that ge-0/0/4 is recognized as a multicast-router 


interfa 


Action 


From operational mode, enter the show igmp snooping membership command. 


user@host> show igmp snooping membership 


ce. 
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Instance: default-switch 


Wil@ias ‘wil 


Learning-Domain: default 


Interface: ge-0/0/4.0, Groups: 


CHOU: 233.252 .0, 10e 





Group mode: Exclude 

SOUmse Cem Om On Or 

Last reported by: Local 

Group timeout: 0 Type: Static 


Meaning 


By showing information for vlanv1, the command output confirms that IGMP snooping is configured on 
the VLAN. Interface ge-0/0/4.0 is listed as a multicast-router interface, as configured. Because none of 
the host interfaces are listed, none of the hosts are currently receivers for the multicast group. 


RELATED DOCUMENTATION 


IGMP Snooping Overview | 91 
igmp-snooping | 1330 
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| Configuring Point-to-Multipoint LSP with IGMP Snooping 


158 
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By default, IGMP snooping in VPLS uses multiple parallel streams when forwarding multicast traffic to PE 
routers participating in the VPLS. However, you can enable point-to-multipoint LSP for IGMP snooping 
to have multicast data traffic in the core take the point-to-multipoint path rather than using a pseudowire 
path. The effect is a reduction in the amount of traffic generated on the PE router when sending multicast 
packets for multiple VPLS sessions. 


Figure 1 shows the effect on multicast traffic generated on the PE1 router (the device where the setting 
is enabled). When pseudowire LSP is used, the PE1 router sends multiple packets whereas with 
point-to-multipoint LSP enabled, only a single copy of the packets on the PE1 router is sent. 


The options configured for IGMP snooping are applied on a per routing-instance, so all IGMP snooping 
routes in the same instance will use the same mode, point-to-multipoint or pseudowire. 


NOTE: The point-to-multipoint option is available on MX960, MX480, MX240, and MX80 routers 


running Junos OS 13.3 and later. 


NOTE: IGMP snooping is not supported on the core-facing pseudowire interfaces; all PE routers 
participating in VPLS will continue to receive multicast data traffic even when this option is 
enabled. 


Figure 18: Point-to-multipoint LSP generates less traffic on the PE router than pseudowire. 
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In a VPLS instance with IGMP-snooping that uses a point-to-multipoint LSP, mcsnoopd (the multicast 
snooping process that allows Layer 3 inspection from Layer 2 device) will start listening for 
point-to-multipoint next-hop notifications and then manage the IGMP snooping routes accordingly. Enabling 
the use-p2mp-Isp command in Junos allows the IGMP snooping routes to start using this next-hop. In 
short, if point-to-multipoint is configured for a VPLS instance, multicast data traffic in the core can avoid 
ingress replication by taking the point-to-multipoint path. If the point-to-multipoint next-hop is unavailable, 
packets are handled in the VPLS instance in the same way as broadcast packets or unknown unicast frames. 
Note that IGMP snooping is not supported on the core-facing pseudowire interfaces. PE routers participating 
in VPLS will continue to receive multicast data traffic regardless of how Point-to-Multipoint is set. 


To enable point-to-multipoint LSP, type the following CLI command: 

[edit] 

user@host> set routing-instances instance name instance-type vpls 
igmp-snooping-options use-p2mp-lsp 


The following output shows the hierarchical presence of igmp-snooping-options: 


routing-instances { 
<instance-name> { 
instance-type vpls; 


igmp-snooping-options { 
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use-p2mp-1sp; 


To show the operational status of point-to-multipoint LSP for IGMP snooping routes, use the following 
CLI command: 


user@host> show igmp snooping options 


Instance: Master 
P2MP LSP in use: no 
Instance: default-—switch 
P2MP LSP in use: no 


Instance: name 





P2MP LSP in use: yes 


RELATED DOCUMENTATION 
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Configuring MLD Snooping 
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Multicast Listener Discovery (MLD) snooping constrains the flooding of IPv6é multicast traffic on VLANs. 
When MLD snooping is enabled on a VLAN, a Juniper Networks device examines MLD messages between 
hosts and multicast routers and learns which hosts are interested in receiving traffic for a multicast group. 
On the basis of what it learns, the device then forwards multicast traffic only to those interfaces in the 
VLAN that are connected to interested receivers instead of flooding the traffic to all interfaces. 


MLD snooping supports MLD version 1 (MLDv1) and MLDv2. For details on MLDv1 and MLDv2, see the 
following standards: 


e MLDvi-—See RFC 2710, Multicast Listener Discovery (MLD) for IPv6. 
e MLDv2—See RFC 3810, Multicast Listener Discovery Version 2 (MLDv2) for IPvé6. 


Benefits of MLD Snooping 


Optimized bandwidth utilization—The main benefit of MLD snooping is to reduce flooding of packets. 


IPv6 multicast data is selectively forwarded to a list of ports that want to receive the data, instead of 
being flooded to all ports in a VLAN. 


Improved security—Denial of service attacks from unknown sources are prevented. 


How MLD Snooping Works 


By default, the device floods Layer 2 multicast traffic on all of the interfaces belonging to that VLAN on 
the device, except for the interface that is the source of the multicast traffic. This behavior can consume 
significant amounts of bandwidth. 


You can enable MLD snooping to avoid this flooding. When you enable MLD snooping, the device monitors 
MLD messages between receivers (hosts) and multicast routers and uses the content of the messages to 
build an IPv6 multicast forwarding table—a database of IPv6 multicast groups and the interfaces that are 
connected to the interested members of each group. When the device receives multicast traffic for a 
multicast group, it uses the forwarding table to forward the traffic only to interfaces that are connected 
to receivers that belong to the multicast group. 


Figure 19 on page 164 shows an example of multicast traffic flow with MLD snooping enabled. 
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Figure 19: Multicast Traffic Flow with MLD Snooping Enabled 
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MLD Message Types 


Multicast routers use MLD to learn, for each of their attached physical networks, which groups have 
interested listeners. In any given subnet, one multicast router is elected to act as an MLD querier. The 
MLD querier sends out the following types of queries to hosts: 


e General query—Asks whether any host is listening to any group. 


e Group-specific query—Asks whether any host is listening to a specific multicast group. This query is sent 
in response to a host leaving the multicast group and allows the router to quickly determine if any 
remaining hosts are interested in the group. 


e Group-and-source-specific query—(MLD version 2 only) Asks whether any host is listening to group 
multicast traffic from a specific multicast source. This query is sent in response to a host indicating that 
it is no longer interested in receiving group multicast traffic from the multicast source and allows the 
router to quickly determine any remaining hosts are interested in receiving group multicast traffic from 
that source. 


Hosts that are multicast listeners send the following kinds of messages: 
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e Membership report—Indicates that the host wants to join a particular multicast group. 


e Leave report—Indicates that the host wants to leave a particular multicast group. 


Only MLDv1 hosts use two different kinds of reports to indicate whether they want to join or leave a 
group. MLDv2 hosts send only one kind of report, the contents of which indicate whether they want to 
join or leave a group. However, for simplicity’s sake, the MLD snooping documentation uses the term 
membership report for a report that indicates that a host wants to join a group and uses the term leave 
report for a report that indicates a host wants to leave a group. 


How Hosts Join and Leave Multicast Groups 


Hosts can join multicast groups in either of two ways: 


e By sending an unsolicited membership report that specifies the multicast group that the host is attempting 
to join. 
e By sending a membership report in response to a query from a multicast router. 


A multicast router continues to forward multicast traffic to an interface provided that at least one host on 
that interface responds to the periodic general queries indicating its membership. For a host to remain a 
member of a multicast group, therefore, it must continue to respond to the periodic general queries. 


Hosts can leave multicast groups in either of two ways: 


e By not responding to periodic queries within a set interval of time. This results in what is known as a 
“silent leave.” 


e By sending a leave report. 


NOTE: If a host is connected to the device through a hub, the host does not automatically leave 
the multicast group if it disconnects from the hub. The host remains a member of the group until 
group membership times out and a silent leave occurs. If another host connects to the hub port 
before the silent leave occurs, the new host might receive the group multicast traffic until the 
silent leave, even though it never sent an membership report. 


Support for MLDv2 Multicast Sources 


In MLDv2, a host can send a membership report that includes a list of source addresses. When the host 

sends a membership report in INCLUDE mode, the host is interested in group multicast traffic only from 
those sources in the source address list. If host sends a membership report in EXCLUDE mode, the host 

is interested in group multicast traffic from any source except the sources in the source address list. A host 
can also send an EXCLUDE report in which the source-list parameter is empty, which is known as an 


EXCLUDE NULL report. An EXCLUDE NULL report indicates that the host wants to join the multicast 
group and receive packets from all sources. 


Devices that support MLD snooping support MLDv2 membership reports that are in INCLUDE and 
EXCLUDE mode. However, SRX Series devices, QFX Series switches, and EX Series switches running MLD 
snooping, except for EX9200 switches, do not support forwarding on a per-source basis. Instead, the 
device consolidates all INCLUDE and EXCLUDE mode reports it receives on a VLAN for a specified group 
into a single route that includes all multicast sources for that group, with the next hop being all interfaces 
that have interested receivers for the group. As a result, interested receivers on the VLAN can receive 
traffic from a source that they did not include in their INCLUDE report or from a source they excluded in 
their EXCLUDE report. For example, if Host 1 wants traffic for group G from Source A and Host 2 wants 
traffic for group G from Source B, they both receive traffic for group G regardless of whether A or B sends 
the traffic. 


MLD Snooping and Forwarding Interfaces 


To determine how to forward multicast traffic, the device with MLD snooping enabled maintains information 
about the following interfaces in its multicast forwarding table: 


e Multicast-router interfaces—These interfaces lead toward multicast routers or MLD queriers. 


e Group-member interfaces—These interfaces lead toward hosts that are members of multicast groups. 


The device learns about these interfaces by monitoring MLD traffic. If an interface receives MLD queries, 
the device adds the interface to its multicast forwarding table as a multicast-router interface. If an interface 
receives membership reports for a multicast group, the device adds the interface to its multicast forwarding 
table as a group-member interface. 


Table entries for interfaces that the device learns about are subject to aging. For example, if a learned 
multicast-router interface does not receive MLD queries within a certain interval, the device removes the 
entry for that interface from its multicast forwarding table. 


NOTE: For the device to learn multicast-router interfaces and group-member interfaces, an 
MLD querier must exist in the network. For the device itself to function as an MLD querier, MLD 
must be enabled on the device. 


You can statically configure an interface to be a multicast-router interface or a group-member interface. 
The device adds a static interface to its multicast forwarding table without having to learn about the 
interface, and the entry in the table is not subject to aging. You can have a mix of statically configured and 
dynamically learned interfaces on the device. 
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General Forwarding Rules 


Multicast traffic received on the device interface ina VLAN on which MLD snooping is enabled is forwarded 
according to the following rules. 


MLD protocol traffic is forwarded as follows: 
e MLD general queries received on a multicast-router interface are forwarded to all other interfaces in 
the VLAN. 


e MLD group-specific queries received on a multicast-router interface are forwarded to only those interfaces 
in the VLAN that are members of the group. 


e MLD reports received on a host interface are forwarded to multicast-router interfaces in the same VLAN, 
but not to the other host interfaces in the VLAN. 


Multicast traffic that is not MLD protocol traffic is forwarded as follows: 


e Anunregistered multicast packet—that is, a packet for a group that has no current members—is forwarded 
to all multicast-router interfaces in the VLAN. 


e Aregistered multicast packet is forwarded only to those host interfaces in the VLAN that are members 
of the multicast group and to all multicast-router interfaces in the VLAN. 


NOTE: When IGMP and MLD snooping are both enabled on the same VLAN, multicast-router 
interfaces are created as part of IGMP and MLD snooping configuration. Unregistered multicast 
traffic is not blocked and can be passed through router interfaces, so due to hardware limitations, 
unregistered IPv4 multicast traffic might be passed through the multicast router interfaces 
created as part of MLD snooping configuration, and unregistered IPv6 multicast traffic might 
pass through multicast-router interfaces created as part of IGMP snooping configuration. 


Examples of MLD Snooping Multicast Forwarding 


IN THIS SECTION 


Scenario 1: Device Forwarding Multicast Traffic to a Multicast Router and Hosts | 168 
Scenario 2: Device Forwarding Multicast Traffic to Another Device | 169 


Scenario 3: Device Connected to Hosts Only (No MLD Querier) | 170 


Scenario 4: Layer 2/Layer 3 Device Forwarding Multicast Traffic Between VLANs | 170 
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The following examples are provided to illustrate how MLD snooping forwards multicast traffic in different 
topologies: 


Scenario 1: Device Forwarding Multicast Traffic to a Multicast Router and Hosts 


In the topology shown in Figure 20 on page 168, the device acting as a Layer 2 device receives multicast 
traffic belonging to multicast group ff1e::2010 from Source A, which is connected to the multicast router. 
It also receives multicast traffic belonging to multicast group ff15::2 from Source B, which is connected 
directly to the device. All interfaces on the device belong to the same VLAN. 


Because the device receives MLD queries from the multicast router on interface P1, MLD snooping learns 
that interface P1 is a multicast-router interface and adds the interface to its multicast forwarding table. It 
forwards any MLD general queries it receives on this interface to all host interfaces on the device, and, in 
turn, forwards membership reports it receives from hosts to the multicast-router interface. 


In the example, Hosts A and C have responded to the general queries with membership reports for group 
ff1e::2010. MLD snooping adds interfaces P2 and P4 to its multicast forwarding table as member interfaces 
for group ff1e::2010. It forwards the group multicast traffic received from Source A to Hosts A and C, but 
not to Hosts B and D. 


Host B has responded to the general queries with a membership report for group ff15::2. The device adds 
interface P3 to its multicast forwarding table as a member interface for group ff15::2 and forwards multicast 
traffic it receives from Source B to Host B. The device also forwards the multicast traffic it receives from 
Source B to the multicast-router interface P1. 


Figure 20: Scenario 1: Device Forwarding Multicast Traffic to a Multicast Router and Hosts 
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Scenario 2: Device Forwarding Multicast Traffic to Another Device 


In the topology show in Figure 21 on page 169, a multicast source is connected to Device A. Device A in 
turn is connected to another device, Device B. Hosts on both Device A and B are potential members of 
the multicast group. Both devices are acting as Layer 2 devices, and all interfaces on the devices are 
members of the same VLAN. 


Device A receives MLD queries from the multicast router on interface P1, making interface P1 a 
multicast-router interface for Device A. Device A forwards all general queries it receives on this interface 
to the other interfaces on the device, including the interface connecting Device B. Because Device B 
receives the forwarded MLD queries on interface P6, P6 is the multicast-router interface for Device B. 
Device B forwards the membership report it receives from Host C to Device A through its multicast-router 
interface. Device A forwards the membership report to its multicast-router interface, includes interface 
P5 in its multicast forwarding table as a group-member interface, and forwards multicast traffic from the 
source to Device B. 


Figure 21: Scenario 2: Device Forwarding Multicast Traffic to Another Device 
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In certain implementations, you might have to configure P6 on Device B as a static multicast-router interface 
to avoid a delay ina host receiving multicast traffic. For example, if Device B receives unsolicited membership 
reports from its hosts before it learns which interface is its multicast-router interface, it does not forward 
those reports to Device A. If Device A then receives multicast traffic, it does not forward the traffic to 

Device B, because it has not received any membership reports on interface P5. This issue will resolve when 
the multicast router sends out its next general query; however, it can cause a delay in the host receiving 
multicast traffic. You can statically configure interface P6 as a multicast-router interface to solve this issue. 
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Scenario 3: Device Connected to Hosts Only (No MLD Querier) 


In the topology shown in Figure 22 on page 170, the device is connected to a multicast source and to hosts. 
There is no multicast router in this topology—hence there is no MLD querier. Without an MLD querier to 
respond to, a host does not send periodic membership reports. As a result, even if the host sends an 
unsolicited membership report to join a multicast group, its membership in the multicast group will time 
out. 


For MLD snooping to work correctly in this network so that the device forwards multicast traffic to Hosts 
A and C only, you can either: 


e Configure interfaces P2 and P4 as static group-member interfaces. 


e Configure a routed VLAN interface (RVI), also referred to as an integrated routing and bridging (IRB) 
interface, on the VLAN and enable MLD on it. In this case, the device itself acts as an MLD querier, and 
the hosts can dynamically join the multicast group and refresh their group membership by responding 
to the queries. 


Figure 22: Scenario 3: Device Connected to Hosts Only (No MLD Querier) 
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Scenario 4: Layer 2/Layer 3 Device Forwarding Multicast Traffic Between VLANs 


In the topology shown in Figure 23 on page 171, a multicast source, Multicast Router A, and Hosts A and 
B are connected to the device and are in VLAN 10. Multicast Router B and Hosts C and D are also connected 
to the device and are in VLAN 20. 


Ina pure Layer 2 environment, traffic is not forwarded between VLANs. For Host C to receive the multicast 
traffic from the source on VLAN 10, RVIs (or IRB interfaces) must be created on VLAN 10 and VLAN 20 
to permit routing of the multicast traffic between the VLANs. 


Figure 23: Scenario 4: Layer 2/Layer 3 device Forwarding Multicast Traffic Between VLANs 


Multicast Multicast 
Router A Router B 


aD} | Ge 


Multicast-router | | Multicast-router 
Interface Interface 


Pt P7 


SSS 


Source RVI 
ff1e::2010 vilan.20 


Receiver Receiver 
ff1e::2010 VLAN 10 ff1e::2010 





g041198 


RELATED DOCUMENTATION 


Example: Configuring MLD Snooping on SRX Series Devices | 192 

Configuring MLD Snooping on a Switch VLAN with ELS Support (CLI Procedure) | 180 
Example: Configuring MLD Snooping on Switches with ELS Support | 208 

Verifying MLD Snooping on Switches | 216 

Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 
Example: Configuring MLD Snooping on EX Series Switches | 187 

Verifying MLD Snooping on EX Series Switches (CLI Procedure) | 212 





171 


172 


| Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) 


IN THIS SECTION 


Enabling or Disabling MLD Snooping on VLANs | 173 
Configuring the MLD Version | 175 

Enabling Immediate Leave | 176 

Configuring an Interface as a Multicast-Router Interface | 177 


Configuring Static Group Membership on an Interface | 177 


Changing the Timer and Counter Values | 178 


You can enable MLD snooping on a VLAN to constrain the flooding of IPv6é multicast traffic on a VLAN. 
When MLD snooping is enabled, a switch examines MLD messages between hosts and multicast routers 
and learns which hosts are interested in receiving multicast traffic for a multicast group. Based on what it 
learns, the switch then forwards IPv6 multicast traffic only to those interfaces connected to interested 
receivers instead of flooding the traffic to all interfaces. 


MLD snooping is not enabled on the switch by default. To enable MLD snooping on all VLANs: 
[edit] 
user@switch# set protocols mld-snooping vian all 

For many networks, MLD snooping requires no further configuration. 


You can perform the following optional configurations per VLAN: 


e Selectively enable MLD snooping on specific VLANs. 


NOTE: You cannot configure MLD snooping on a secondary VLAN. 


e Specify the MLD version for the general query that the switch sends on an interface when the interface 
comes up. 


e Enable immediate leave on a VLAN or all VLANs. Immediate leave reduces the length of time it takes 
the switch to stop forwarding multicast traffic when the last member host on the interface leaves the 


group. 
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e Configure an interface as a static multicast-router interface for a VLAN or for all VLANs so that the 
switch does not need to dynamically learn that the interface is a multicast-router interface. 


e Configure an interface as a static member of a multicast group so that the switch does not need to 
dynamically learn the interface’s membership. 


e Change the value for certain timers and counters to match the values configured on the multicast router 
serving as the MLD querier. 


TIP: When you configure MLD snooping using the vlan all statement, any VLAN that is not 
individually configured for MLD snooping inherits the vlan all configuration. Any VLAN that is 
individually configured for MLD snooping, on the other hand, inherits none of its configuration 
from vian all. Any parameters that are not explicitly defined for the individual VLAN assume 
their default values, not the values specified in the vlan all configuration. For example, in the 
following configuration: 


protocols { 
mld-snooping { 
vlan all { 
ELOOUStaCOUntbs or 
} 
vlan employee { 
interface ge-0/0/8.0 { 
Sicelicake | 


CGMOWS wiles gis 


all VLANs, except employee, have a robust count of 8. Because employee has been individually 
configured, its robust count value is not determined by the value set under vlan all. Instead, its 
robust count is the default value of 2. 


Enabling or Disabling MLD Snooping on VLANs 


MLD snooping is not enabled on any VLAN by default. You must explicitly configure a VLAN or all VLANs 
for MLD snooping. 


This topic describes how you can enable or disable MLD snooping on specific VLANs or on all VLANs on 
the switch. 


e To enable MLD snooping on all VLANs: 


[edit protocols mld-snooping] 


user@switch# set vlan all 


e To enable MLD snooping on a specific VLAN: 


[edit protocols mld-snooping] 


user@switch# set vlan vlan-name 


NOTE: You cannot configure MLD snooping on a secondary VLAN. 


For example, to enable MLD snooping on VLAN education: 


[edit protocols mld-snooping] 
user@switch# set vlan education 


e To enable MLD snooping on all VLANs except a few VLANs: 


1. Enable MLD snooping on all VLANs: 


[edit protocols mld-snooping] 


user@switch# set vlan all 


2. Disable MLD snooping on individual VLANs: 


[edit protocols mld-snooping] 
user@switch# set vlan vlan-name disable 


For example, to enable MLD snooping on all VLANs except vlan100 and vlan200: 


[edit protocols mld-snooping] 


user@switch# set vlan all 


[edit protocols mld-snooping] 
user@switch# set vlan vlani00O disable 


[edit protocols mld-snooping] 
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user@switch# set vlan vlan200 disable 


You can also deactivate the MLD snooping protocol on the switch without changing the MLD snooping 
VLAN configurations: 


[edit] 


user@switch# deactivate protocols mld-snooping 


Configuring the MLD Version 


You can configure the version of MLD queries sent by a switch when MLD snooping is enabled. By default, 
the switch uses MLD version 1 (MLDv1). If you are using Protocol-Independent Multicast source-specific 
multicast (PIM-SSM), we recommend that you configure the switch to use MLDv2. 


Typically, a switch passively monitors MLD messages sent between multicast routers and hosts and does 
not send MLD queries. The exception is when a switch detects that an interface has come up. When an 
interface comes up, the switch sends an immediate general membership query to all hosts on the interface. 
By doing so, the switch enables the multicast routers to learn group memberships more quickly than they 
would if they had to wait until the MLD querier sent its next general query. 


The MLD version of the general query determines the MLD version of the host membership reports as 
follows: 


e MLD version 1 (MLDv1) general query—Both MLDv1 and MLDv2 hosts respond with an MLDv1 
membership report. 


e MLDv2 general query—MLDv2 hosts respond with an MLDv2 membership report, while MLDv1 hosts 
are unable to respond to the query. 


By default, the switch sends MLDv1 queries. This ensures compatibility with hosts and multicast routers 
that support MLDv1 only and cannot process MLDv2 reports. However, if your VLAN contains MLDv2 
multicast routers and hosts and the routers are running PIM-SSM, we recommend that you configure MLD 
snooping for MLDv2. Doing so enables the routers to quickly learn which multicast sources the hosts on 
the interface want to receive traffic from. 


NOTE: Configuring the MLD version does not limit the version of MLD messages that the switch 
can snoop. A switch can snoop both MLDv1 and MLDv2 messages regardless of the MLD version 
configured. 


To configure the MLD version on a switch: 
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[edit protocols] 


user@switch# set mld-snooping vlan vlan-name version number 


For example, to set the MLD version to version 2 for VLAN marketing: 


[edit protocols] 


user@switch# set mld-snooping vlan marketing version 2 


Enabling Immediate Leave 


By default, when a switch with MLD snooping enabled receives an MLD leave report on a member interface, 
it waits for hosts on the interface to respond to MLD group-specific queries to determine whether there 
still are hosts on the interface interested in receiving the group multicast traffic. If the switch does not see 
any membership reports for the group within a set interval of time, it removes the interface’s group 
membership from the multicast forwarding table and stops forwarding multicast traffic for the group to 
the interface. 


You can decrease the leave latency created by this default behavior by enabling immediate leave on a 
VLAN. 


When you enable immediate leave on a VLAN, host tracking is also enabled, allowing the switch to keep 
track of the hosts on a interface that have joined a multicast group. When the switch receives a leave 
report from the last member of the group, it immediately stops forwarding traffic to the interface and does 
not wait for the interface group membership to time out. 


Immediate leave is supported for both MLD version 1 (MLDv1) and MLDv2. However, with MLDv1, we 
recommend that you configure immediate leave only when there is only one MLD host on an interface. 
In MLDv1, only one host on a interface sends a membership report in response to a group-specifc query—any 
other interested hosts suppress their reports. This report-suppression feature means that the switch only 
knows about one interested host at any given time. 


To enable immediate leave on a VLAN: 


[edit protocols] 


user@switch# set mld-snooping vlan vlan-name immediate-leave 


To enable immediate leave on all VLANs: 


[edit protocols] 


user@switch# set mld-snooping vlan all immediate-leave 


177 


Configuring an Interface as a Multicast-Router Interface 


When MLD snooping is enabled on a switch, the switch determines which interfaces face a multicast router 
by monitoring interfaces for MLD queries or Protocol Independent Multicast (PIM) updates. If the switch 
receives these messages on an interface, it adds the interface to its multicast forwarding table as a 
multicast-router interface. 


In addition to dynamically learned interfaces, the multicast forwarding table can include interfaces that 
you explicitly configure to be multicast router interfaces. Unlike the table entries for dynamically learned 
interfaces, table entries for statically configured interfaces are not subject to aging and deletion from the 
forwarding table. 


Examples of when you might want to configure a static multicast-router interface include: 


e You have an unusual network configuration that prevents MLD snooping from reliably learning about a 
multicast-router interface through monitoring MLD queries or PIM updates. 


e Your implementation does not require an MLD querier. 


e You have a stable topology and want to avoid the delay the dynamic learning process entails. 


NOTE: If the interface you are configuring as a multicast-router interface is a trunk port, the 
interface becomes a multicast-router interface for all VLANs configured on the trunk port even 
if you have not explicitly configured it for all the VLANs. In addition, all unregistered multicast 
packets, whether they are IPv4 or IPvé6 packets, are forwarded to the multicast-router interface, 
even if the interface is configured as a multicast-router interface only for MLD snooping. 


To configure an interface as a static multicast-router interface: 


[edit protocols] 
user@switch# set mld-snooping vlan vlan-name interface interface-name 


multicast-router-interface 


For example, to configure ge-0/0/5.0 as a multicast-router interface for all VLANs on the switch: 


[edit protocols] 


user@switch# set mld-snooping vlan all interface ge-0/0/5.0 multicast-router-interface 


Configuring Static Group Membership on an Interface 


To determine how to forward multicast packets, a switch with MLD snooping enabled maintains a multicast 
forwarding table containing a list of host interfaces that have interested listeners for a specific multicast 
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group. The switch learns which host interfaces to add or delete from this table by examining MLD 
membership reports as they arrive on interfaces on which MLD snooping is enabled. 


In addition to such dynamically learned interfaces, the multicast forwarding table can include interfaces 
that you statically configure to be members of multicast groups. When you configure a static group interface, 
the switch adds the interface to the forwarding table as a host interface for the group. Unlike an entry for 
a dynamically learned interface, a static interface entry is not subject to aging and deletion from the 
forwarding table. 


Examples of when you might want to configure static group membership on an interface include: 


e You want to simulate an attached multicast receiver for testing purposes. 
e The interface has receivers that cannot send MLD membership reports. 


e You want the multicast traffic for a specific group to be immediately available to a receiver without any 
delay imposed by the dynamic join process. 


You cannot configure multicast source addresses for a static group interface. The MLD version of a static 
group interface is always MLD version 1. 


NOTE: The switch does not simulate MLD membership reports on behalf of a statically configured 
interface. Thus a multicast router might be unaware that the switch has an interface that is a 
member of the multicast group. You can configure a static group interface on the router to ensure 
that the switch receives the group multicast traffic. 


To configure a host interface as a static member of a multicast group: 


[edit protocols] 
user@switch# set mld-snooping vlan vlan-name interface interface-name static group 


ip-address 


For example, to configure interface ge-0/0/11.0 in VLAN ip-camera-vlan as a static member of multicast 
group ff1e::1: 


[edit protocols] 
user@switch# set mld-snooping vlan ip-camera-vlan interface ge-0/0/11.0 static group 
ffle::1 


Changing the Timer and Counter Values 


MLD uses various timers and counters to determine how often an MLD querier sends out membership 
queries and when group memberships time out. On Juniper Networks EX Series switches, the MLD and 


179 


MLD snooping timers and counters default values are set to the values recommended in RFC 2710, Multicast 


Listener Discovery (MLD) for IPv6é6. These values work well for most multicast implementations. 


There might be cases, however, where you might want to adjust the timer and counter values—for example, 


to reduce burstiness, to reduce leave latency, or to adjust for expected packet loss on a subnet. If you 


change a timer or counter value for the MLD querier on a VLAN, we recommend that you change the 


value for all multicast routers and switches on the VLAN so that all devices time out group memberships 


at approximately the same time. 


The following timers and counters are configurable on a switch: 


query-interval—The length of time the MLD querier waits between sending general queries (the default 
is 125 seconds). You can change this interval to tune the number of MLD messages on the subnet; larger 
values cause general queries to be sent less often. 


You cannot configure this value directly for MLD snooping. MLD snooping inherits the value from the 
MLD value configured on the switch, which is applied to all VLANs on the switch. 


To configure the MLD query-interval: 


[edit protocols] 


user@switch# set mld query-interval seconds 


query-response-interval—The maximum length of time the host can wait until it responds (the default 
is 10 seconds). You can change this interval to adjust the burst peaks of MLD messages on the subnet. 
Set a larger interval to make the traffic less bursty. 


You cannot configure this value directly for MLD snooping. MLD snooping inherits the value from the 
MLD value configured on the switch, which is applied to all VLANs on the switch. 


To configure the MLD query-response-interval: 


[edit protocols] 


user@switch# set mld query-response-interval seconds 


query-last-member-interval—The length of time the MLD querier waits between sending group-specific 
membership queries (the default is 1 second). The MLD querier sends a group-specific query after 
receiving a leave report from a host. You can decrease this interval to reduce the amount of time it takes 
for multicast traffic to stop forwarding after the last member leaves a group. 


You cannot configure this value directly for MLD snooping. MLD snooping inherits the value from the 
MLD value configured on the switch, which is applied to all VLANs on the switch. 


To configure the MLD query-last-member-interval: 


[edit protocols] 


user@switch# set mld query-last-member-interval seconds 
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e robust-count—The number of times the querier resends a general membership query or a group-specific 
membership query (the default is 2 times). You can increase this count to tune for higher expected packet 
loss. 


For MLD snooping, you can configure robust-count for a specific VLAN. If a VLAN does not have 
robust-count configured, the robust-count value is inherited from the value configured for MLD. 


To configure robust-count for MLD snooping on a VLAN: 


[edit protocols] 


user@switch# set mld-snooping vlan vlan-name robust-count number 


The values configured for query-interval, query-response-interval, and robust-count determine the 
multicast listener interval—the length of time the switch waits for a group membership report after a 
general query before removing a multicast group from its multicast forwarding table. The switch calculates 
the multicast listener interval by multiplying query-interval by robust-count and then adding 
query-response-interval: 


(query-interval x robust-count) + query-response-interval = multicast listener interval 


For example, the multicast listener interval is 260 seconds when the default settings for query-interval, 
query-response-interval, and robust-count are used: 


(125 x 2) + 10 = 260 


You can display the time remaining in the multicast listener interval before a group times out by using the 
show mld-snooping membership command. 
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NOTE: This task uses Junos OS with support for the Enhanced Layer 2 Software (ELS) 
configuration style. If your switch runs software that does not support ELS, see “Configuring 
MLD Snooping on an EX Series Switch VLAN (CLI Procedure)” on page 172. For ELS details, see 
Using the Enhanced Layer 2 Software CLI. 


You can enable MLD snooping on a VLAN to constrain the flooding of IPv6é multicast traffic on the VLAN. 


When MLD snooping is enabled, a switch examines MLD messages between hosts and multicast routers 


and learns which hosts are interested in receiving multicast traffic for a multicast group. Based on what it 


learns, the switch then forwards IPv6 multicast traffic only to those interfaces connected to interested 


receivers instead of flooding the traffic to all interfaces. 


You can perform the following configurations for each VLAN: 


Selectively enable MLD snooping on specific VLANs. 


Specify the MLD version for the general query that the switch sends on an interface when the interface 
comes up. 


Enable immediate leave to reduce the length of time it takes the switch to stop forwarding multicast 
traffic when the last member host on the interface leaves the group. 


Configure an interface as a static multicast-router interface so that the switch does not need to 
dynamically learn that the interface is a multicast-router interface. 


Configure an interface as a static member of a multicast group so that the switch does not need to 
dynamically learn the interface’s membership. 


Change the value for certain timers and counters to match the values configured on the multicast router 
serving as the MLD querier. 


Enabling or Disabling MLD Snooping on VLANs 


MLD snooping is not enabled on any VLAN by default. You must explicitly enable MLD snooping on specific 


interfaces. 


To enable MLD snooping on a specific VLAN: 


182 


[edit protocols mld-snooping] 


user@switch# set vlan vlan-name 


NOTE: You cannot enable MLD snooping on a secondary VLAN. 


For example, to enable MLD snooping on VLAN education: 


[edit protocols mld-snooping] 


user@switch# set vlan education 


e To disable MLD snooping on a specific VLAN: 


[edit protocols mld-snooping] 


user@switch# delete vlan vlan-name 


You can also deactivate the MLD snooping protocol on the switch without changing the MLD snooping 
VLAN configurations: 


[edit] 


user@switch# deactivate protocols mld-snooping 


Configuring the MLD Version 


You can configure the version of MLD queries sent by a switch when MLD snooping is enabled. By default, 
the switch uses MLD version 1 (MLDv1). If you are using Protocol-Independent Multicast source-specific 
multicast (PIM-SSM), we recommend that you configure the switch to use MLDv2. 


Typically, a switch passively monitors MLD messages sent between multicast routers and hosts and does 
not send MLD queries. The exception is when a switch detects that an interface has come up. When an 
interface comes up, the switch sends an immediate general membership query to all hosts on the interface. 
By doing so, the switch enables the multicast routers to learn group memberships more quickly than they 
would if they had to wait until the MLD querier sent its next general query. 


The MLD version of the general query determines the MLD version of the host membership reports as 
follows: 


e MLD version 1 (MLDv1) general query—Both MLDv1 and MLDv2 hosts respond with an MLDv1 
membership report. 


e MLDv2 general query—MLDv2 hosts respond with an MLDv2 membership report, while MLDv1 hosts 
are unable to respond to the query. 
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By default, the switch sends MLDv1 queries. This ensures compatibility with hosts and multicast routers 
that support MLDv1 only and cannot process MLDv2 reports. However, if your VLAN contains MLDv2 
multicast routers and hosts and the routers are running PIM-SSM, we recommend that you configure MLD 
snooping for MLDv2. Doing so enables the routers to quickly learn which multicast sources the hosts on 
the interface want to receive traffic from. 


NOTE: Configuring the MLD version does not limit the version of MLD messages that the switch 
can snoop. A switch can snoop both MLDv1 and MLDv2 messages regardless of the MLD version 
configured. 


To configure the MLD version on an interface: 


[edit protocols] 


user@switch# set mld interface interface-name version number 


For example, to set the MLD version to version 2 on interface ge-0/0/2: 


[edit protocols] 


user@switch# set mld interface ge-0/0/2 version 2 


Enabling Immediate Leave 


By default, when a switch with MLD snooping enabled receives an MLD leave report on a member interface, 
it waits for hosts on the interface to respond to MLD group-specific queries to determine whether there 
still are hosts on the interface interested in receiving the group multicast traffic. If the switch does not see 
any membership reports for the group within a set interval of time, it removes the interface’s group 
membership from the multicast forwarding table and stops forwarding multicast traffic for the group to 
the interface. 


You can decrease the leave latency created by this default behavior by enabling immediate leave ona 
VLAN. 


When you enable immediate leave on a VLAN, host tracking is also enabled, allowing the switch to keep 
track of the hosts on a interface that have joined a multicast group. When the switch receives a leave 
report from the last member of the group, it immediately stops forwarding traffic to the interface and does 
not wait for the interface group membership to time out. 


Immediate leave is supported for both MLD version 1 (MLDv1) and MLDv2. However, with MLDv1, we 
recommend that you configure immediate leave only when there is only one MLD host on an interface. 
In MLDv1, only one host on a interface sends a membership report in response to a group-specifc query—any 


184 


other interested hosts suppress their reports. This report-suppression feature means that the switch only 
knows about one interested host at any given time. 


To enable immediate leave on a VLAN: 


[edit protocols] 


user@switch# set mld-snooping vlan vlan-name immediate-leave 


Configuring an Interface as a Multicast-Router Interface 


When MLD snooping is enabled on a switch, the switch determines which interfaces face a multicast router 
by monitoring interfaces for MLD queries or Protocol Independent Multicast (PIM) updates. If the switch 
receives these messages on an interface, it adds the interface to its multicast forwarding table as a 
multicast-router interface. 


In addition to dynamically learned interfaces, the multicast forwarding table can include interfaces that 
you explicitly configure to be multicast router interfaces. Unlike the table entries for dynamically learned 
interfaces, table entries for statically configured interfaces are not subject to aging and deletion from the 
forwarding table. 


Examples of when you might want to configure a static multicast-router interface include: 


e You have an unusual network configuration that prevents MLD snooping from reliably learning about a 
multicast-router interface through monitoring MLD queries or PIM updates. 


e Your implementation does not require an MLD querier. 


e You have a stable topology and want to avoid the delay the dynamic learning process entails. 


To configure an interface as a static multicast-router interface: 


[edit protocols] 
user@switch# set mld-snooping vlan vlan-name interface interface-name 


multicast-router-interface 


For example, to configure ge-0/0/5.0 as a multicast-router interface for VLAN employee: 


[edit protocols] 
user@switch# set mld-snooping vlan employee interface ge-0/0/5.0 


multicast-router-interface 
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Configuring Static Group Membership on an Interface 


To determine how to forward multicast packets, a switch with MLD snooping enabled maintains a multicast 
forwarding table containing a list of host interfaces that have interested listeners for a specific multicast 
group. The switch learns which host interfaces to add or delete from this table by examining MLD 
membership reports as they arrive on interfaces on which MLD snooping is enabled. 


In addition to such dynamically learned interfaces, the multicast forwarding table can include interfaces 
that you statically configure to be members of multicast groups. When you configure a static group interface, 
the switch adds the interface to the forwarding table as a host interface for the group. Unlike an entry for 
a dynamically learned interface, a static interface entry is not subject to aging and deletion from the 
forwarding table. 


Examples of when you might want to configure static group membership on an interface include: 


e You want to simulate an attached multicast receiver for testing purposes. 
e The interface has receivers that cannot send MLD membership reports. 


e You want the multicast traffic for a specific group to be immediately available to a receiver without any 
delay imposed by the dynamic join process. 


You cannot configure multicast source addresses for a static group interface. The MLD version of a static 
group interface is always MLD version 1. 


NOTE: The switch does not simulate MLD membership reports on behalf of a statically configured 
interface. Thus a multicast router might be unaware that the switch has an interface that is a 
member of the multicast group. You can configure a static group interface on the router to ensure 
that the switch receives the group multicast traffic. 


To configure a host interface as a static member of a multicast group: 


[edit protocols] 
user@switch# set mld-snooping vlan vlan-name interface interface-name static group 


ip-address 


For example, to configure interface ge-0/0/11.0 in VLAN employee as a static member of multicast group 
ffle::1: 


[edit protocols] 
user@switch# set mld-snooping vlan ip-camera-vlan interface ge-0/0/11.0 static group 
ffle::1 
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Changing the Timer and Counter Values 


MLD uses various timers and counters to determine how often an MLD querier sends out membership 
queries and when group memberships time out. On Juniper Networks switches, the MLD and MLD snooping 
timers and counters default values are set to the values recommended in RFC 2710, Multicast Listener 
Discovery (MLD) for IPv6. These values work well for most IPv6 multicast deployments. 


There might be cases, however, where you might want to adjust the timer and counter values—for example, 
to reduce burstiness, to reduce leave latency, or to adjust for expected packet loss on a subnet. If you 
change a timer or counter value for the MLD querier on a VLAN, we recommend that you change the 
value for all multicast routers and switches on the VLAN so that all devices time out group memberships 
at approximately the same time. 


The following timers and counters are configurable on a switch: 


e query-interval—The length of time in seconds the MLD querier waits between sending general queries 
(the default is 125 seconds). You can change this interval to tune the number of MLD messages on the 
subnet; larger values cause general queries to be sent less often. 


To configure the MLD query interval: 


[edit protocols] 


user@switch# set mld-snooping vlan vlan-name query-interval seconds 


query-response-interval—The maximum length of time in seconds the host waits before it responds (the 


default is 10 seconds). You can change this interval to accommodate the burst peaks of MLD messages 
on the subnet. Set a larger interval to make the traffic less bursty. 


To configure the MLD query response interval: 


[edit protocols] 


user@switch# set mld-snooping vlan vlan-name query-response-interval seconds 


query-last-member-interval—The length of time the MLD querier waits between sending group-specific 
membership queries (the default is 1 second). The MLD querier sends a group-specific query after 
receiving a leave report from a host. You can decrease this interval to reduce the amount of time it takes 
for multicast traffic to stop forwarding after the last member leaves a group. 


To configure the MLD query last member interval: 


[edit protocols] 


user@switch# set mld-snooping vlan vilan-name query-last-member-interval seconds 
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e robust-count—The number of times the querier resends a general membership query or a group-specific 
membership query (the default is 2 times). You can increase this count to tune for higher anticipated 
packet loss. 


For MLD snooping, you can configure robust-count for a specific VLAN. If a VLAN does not have 
robust-count configured, the value is inherited from the value configured for MLD. 


To configure robust-count for MLD snooping on a VLAN: 


[edit protocols] 


user@switch# set mld-snooping vlan vlan-name robust-count number 


The values configured for query-interval, query-response-interval, and robust-count determine the 
multicast listener interval—the length of time the switch waits for a group membership report after a 
general query before removing a multicast group from its multicast forwarding table. The switch calculates 
the multicast listener interval by multiplying query-interval value by the robust-count value and then 
adding the query-response-interval to the product: 


(query-interval x robust-count) + query-response-interval = multicast listener interval 


For example, the multicast listener interval is 260 seconds when the default settings for query-interval, 
query-response-interval, and robust-count are used: 


(125 x 2) + 10 = 260 


To display the time remaining in the multicast listener interval before a group times out, use the show 
mld-snooping membership command. 
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| Example: Configuring MLD Snooping on EX Series Switches 
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You can enable MLD snooping on a VLAN to constrain the flooding of IPv6é multicast traffic on a VLAN. 
When MLD snooping is enabled, a switch examines MLD messages between hosts and multicast routers 
and learns which hosts are interested in receiving multicast traffic for a multicast group. Based on what it 
learns, the switch then forwards IPv6 multicast traffic only to those interfaces connected to interested 
receivers instead of flooding the traffic to all interfaces. 


This example describes how to configure MLD snooping: 


Requirements 


This example uses the following software and hardware components: 

e One EX Series switch 

e Junos OS Release 12.1 or later 

Before you configure MLD snooping, be sure you have: 

e Configured the vlan100 VLAN on the switch 

e Assigned interfaces ge-0/0/0, ge-0/0/1, ge-0/0/2, and ge-0/0/12 to vlan100 


e Configured ge-0/0/12 as a trunk interface. 


See Configuring VLANs for EX Series Switches. 


Overview and Topology 


In this example, interfaces ge-0/0/0, ge-0/0/1, and ge-0/0/2 on the switch are in vlan100 and are connected 
to hosts that are potential multicast receivers. Interface ge-0/0/12, a trunk interface also in vlan100, is 
connected to a multicast router. The router acts as the MLD querier and forwards multicast traffic for 
group ffle::2010 to the switch from a multicast source. 


The example topology is illustrated in Figure 24 on page 189. 


Figure 24: Example MLD Snooping Topology 
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In this example topology, the multicast router forwards multicast traffic to the switch from the source 
when it receives a memberhsip report for group ff1e::2010 from one of the hosts—for example, Host B. 
If MLD snooping is not enabled on vlan100, the switch floods the multicast traffic on all interfaces in 
vian100 (except for interface ge-0/0/12). If MLD snooping is enabled on vilan100, the switch monitors 
the MLD messages between the hosts and router, allowing it to determine that only Host B is interested 
in receiving the multicast traffic. The switch then forwards the multicast traffic only to interface ge-0/0/1. 


This example shows how to enable MLD snooping on vlan100. It also shows how to perform the following 
optional configurations, which can reduce group join and leave latency: 


e Configure immediate leave on the VLAN. When immediate leave is configured, the switch stops forwarding 
multicast traffic on an interface when it detects that the last member of the multicast group has left the 
group. If immediate leave is not configured, the switch waits until the group-specific membership queries 
time out before it stops forwarding traffic. 


e Configure ge-0/0/12 as a static multicast-router interface. In this topology, ge-0/0/12 always leads to 
the multicast router. By statically configuring ge-0/0/12 as a multicast-router interface, you avoid any 
delay imposed by the switch having to learn that ge-0/0/12 is a multicast-router interface. 


Configuration 


To configure MLD snooping on a switch: 


CLI Quick Configuration 
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To quickly configure MLD snooping, copy the following commands and paste them into the switch terminal 
window: 


[edit] 
set protocols mld-snooping vlan vian100 
set protocols mld-snooping vlan vian100 immediate-leave 


set protocols mld-snooping vlan vlan100 interface ge-0/0/12 multicast-router-interface 


Step-by-Step Procedure 
To configure MLD snooping: 


1. Enable MLD snooping on VLAN vian100: 


[edit protocols] 
user@switch# set mld-snooping vlan viani00 


2. Configure the switch to immediately remove a group membership from an interface when it receives 
a leave report from the last member of the group on the interface: 


[edit protocols] 


user@switch# set mld-snooping vlan vian100 immediate-leave 


3. Statically configure interface ge-0/0/12 as a multicast-router interface: 


[edit protocols] 


user@switch# set mld-snooping vian vian100 interface ge-0/0/12 multicast-router-interface 


Results 


Check the results of the configuration: 


[edit protocols] 

user@switch# show mld-snooping 

vlan vlanioo { 
immediate-leave; 


interface ge-0/0/12.0 { 





multicast—router-interface; 
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Verifying MLD Snooping Configuration 


IN THIS SECTION 


@ ~~ Verifying MLD Snooping Interface Membership on VLAN viani00 | 191 


To verify that MLD snooping is enabled on the VLAN and the MLD snooping forwarding interfaces are 
correct, perform the following task: 


Verifying MLD Snooping Interface Membership on VLAN vilan100 


Purpose 


Verify that MLD snooping is enabled on vlan100 and that the multicast-router interface is statically 
configured: 


Action 


Show the group memberships maintained by MLD snooping for vlan100: 


user@switch> show mld-snooping membership vlan vlanl00 detail 
VLAN: vlanl00 Tag: 100 (Index: 8) 
Router interfaces: 
Ge-O/O/l2.O Siesiese Vjsieamsas OOSISs03 
Group: ffle::2010 
ge-0/0/1.0 Timeout: 225 Flags: <V2-hosts> 
IGSe SOMES e tS es 20Z0¢ Ile Ie 3) 


Meaning 


MLD snooping is running on vlan100, and interface ge-0/0/12.0 is a statically configured multicast-router 
interface. Because the multicast group ff1e::2010 is listed, at least one host in the VLAN is a current 
member of the multicast group and that host is on interface ge-0/0/1.0. 


RELATED DOCUMENTATION 


Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 
Verifying MLD Snooping on EX Series Switches (CLI Procedure) | 212 
Understanding MLD Snooping | 162 
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| Example: Configuring MLD Snooping on SRX Series Devices 


IN THIS SECTION 


Requirements | 192 
Overview and Topology | 192 
Configuration | 193 


Verifying MLD Snooping Configuration | 197 


You can enable MLD snooping on a VLAN to constrain the flooding of IPv6 multicast traffic on a VLAN. 
When MLD snooping is enabled, SRX Series device examines MLD messages between hosts and multicast 
routers and learns which hosts are interested in receiving multicast traffic for a multicast group. Based on 
what it learns, the device then forwards IPv6é multicast traffic only to those interfaces connected to 
interested receivers instead of flooding the traffic to all interfaces. 


This example describes how to configure MLD snooping: 


Requirements 


This example uses the following software and hardware components: 

e One SRX Series device 

e Junos OS Release 18.1R1 

Before you configure MLD snooping, be sure you have: 

e Configured the vlan100 VLAN on the device 

e Assigned interfaces ge-0/0/0, ge-0/0/1, ge-0/0/2, and ge-0/0/3 to vilan100 


e Configured ge-0/0/3 as a trunk interface. 


Overview and Topology 


In this example, interfaces ge-0/0/0, ge-0/0/1, and ge-0/0/2 on the device are in vian100 and are connected 
to hosts that are potential multicast receivers. Interface ge-0/0/3, a trunk interface also in vlan100, is 
connected to a multicast router. The router acts as the MLD querier and forwards multicast traffic for 
group 2001:db8::1 to the device from a multicast source. 


The example topology is illustrated in Figure 24 on page 189. 
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Figure 25: Example MLD Snooping Topology 
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In this example topology, the multicast router forwards multicast traffic to the device from the source 
when it receives a memberhsip report for group 2001:db8::1 from one of the hosts—for example, Host B. 
If MLD snooping is not enabled on vlan100, then the device floods the multicast traffic on all interfaces 
in vlan100 (except for interface ge-0/0/3). If MLD snooping is enabled on vian100, the device monitors 
the MLD messages between the hosts and router, allowing it to determine that only Host B is interested 
in receiving the multicast traffic. The device then forwards the multicast traffic only to interface ge-0/0/1. 


This example shows how to enable MLD snooping on vlan100. It also shows how to perform the following 
optional configurations, which can reduce group join and leave latency: 


Configure immediate leave on the VLAN. When immediate leave is configured, the device stops forwarding 
multicast traffic on an interface when it detects that the last member of the multicast group has left the 
group. If immediate leave is not configured, the device waits until the group-specific membership queries 
time out before it stops forwarding traffic 


Configure ge-0/0/3 as a static multicast-router interface. In this topology, ge-0/0/3 always leads to the 
multicast router. By statically configuring ge-0/0/3 as a multicast-router interface, you avoid any delay 
imposed by the device having to learn that ge-0/0/3 is a multicast-router interface. 


Configuration 


To configure MLD snooping on a device: 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set interfaces ge-0/0/0 unit 0 family ethernet-switching interface-mode access 
set interfaces ge-0/0/0 unit 0 family ethernet-switching vlan members vlan100 


194 


set interfaces ge-0/0/1 unit O family ethernet-switching interface-mode access 

set interfaces ge-0/0/1 unit 0 family ethernet-switching vlan members vlan100 

set interfaces ge-0/0/2 unit 0 family ethernet-switching interface-mode access 

set interfaces ge-0/0/2 unit 0 family ethernet-switching vlan members vlan100 

set interfaces ge-0/0/3 unit 0 family ethernet-switching interface-mode trunk 

set interfaces ge-0/0/3 unit 0 family ethernet-switching vlan members vlan100 

set vlans vlan100 vlan-id 100 

set routing-options nonstop-routing 

set protocols mld-snooping vlan vlan100 query-interval 200 

set protocols mld-snooping vlan vlan100 query-response-interval 0.4 

set protocols mld-snooping vlan vlan100 query-last-member-interval 0.1 

set protocols mld-snooping vlan vlan100 robust-count 4 

set protocols mld-snooping vlan vlan100 immediate-leave 

set protocols mld-snooping vlan vlan100 interface ge-0/0/1.0 host-only-interface 

set protocols mld-snooping vlan vlan100 interface ge-0/0/0.0 group-limit 50 

set protocols mld-snooping vlan vlan100 interface ge-0/0/2.0 static group 2001:db8::1 
set protocols mld-snooping vlan vlan100 interface ge-0/0/3.0 multicast-router-interface 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For instructions 
on how to do that, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure MLD snooping: 


1. Configure the access mode interfaces. 


[edit interfaces] 

user@host# set ge-0/0/0 unit 0 family ethernet-switching interface-mode access 
user@host# set ge-0/0/0 unit 0 family ethernet-switching vlan members vian100 
user@host# set ge-0/0/1 unit 0 family ethernet-switching interface-mode access 
user@host# set ge-0/0/1 unit 0 family ethernet-switching vlan members vian100 
user@host# set ge-0/0/2 unit 0 family ethernet-switching interface-mode access 
user@host# set ge-0/0/2 unit O family ethernet-switching vlan members vian100 


2. Configure the trunk mode interface. 


[edit interfaces] 
user@host# set ge-0/0/3 unit 0 family ethernet-switching interface-mode trunk 
user@host# set ge-0/0/3 unit 0 family ethernet-switching vlan members vian100 


3. Configure the VLAN. 
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[edit vlans vlan100] 
user@host# set vlans v100 vian-id 100 


. Configure nonstop routing 


[edit] 
user@host# set routing-options nonstop-routing 


. Configure the limit for the number of multicast groups allowed on the ge-0/0/1.0 interface to 50. 


[edit vlans vlan100] 
user@host# set protocols mld-snooping vlan vlan100 interface ge-0/0/0.0 group-limit 50 


. Configure the device to immediately remove a group membership from an interface when it receives 
a leave message from that interface without waiting for any other MLD messages to be exchanged. 


[edit vlans vlan100] 
user@host# set protocols mld-snooping vlan vlan100 immediate-leave 


. Statically configure interface ge-0/0/2.0 as a multicast-router interface. 


[edit vlans vlan100] 
user@host# set protocols mld-snooping vlan vlan100 interface ge-0/0/2.0 static group 2001:db8::1 


. Configure an interface to be an exclusively router-facing interface (to receive multicast traffic). 


[edit vlans vlan100] 
user@host# set protocols mld-snooping vlan vlan100 interface ge-0/0/3.0 multicast-router-interface 


. Configure an interface to be an exclusively host-facing interface (to drop MLD query messages). 


[edit vlans vlan100] 
user@host# set protocols mld-snooping vlan vlan100 interface ge-0/0/1.0 host-only-interface 


10. Configure the IGMP message intervals and robustness count. 
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[edit vlans vlan100] 

uer@host# set protocols mld-snooping vlan v100 query-interval 200 

uer@host# set protocols mld-snooping vlan v100 query-response-interval 0.4 
uer@host# set protocols mld-snooping vlan v100 query-last-member-interval 0.1 
uer@host# set protocols mld-snooping vlan v1 robust-count 4 


11. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


From configuration mode, confirm your configuration by entering the show protocols mld-snooping 
command. If the output does not display the intended configuration, repeat the configuration instructions 
in this example to correct it. 


[edit] 
user@host# show protocols mld-snooping 
vian vlan100 { 
query-interval 200; 
query-response-interval 0.4; 
query-last-member-interval 0.1; 
robust-count 4; 
immediate-leave; 
interface ge-0/0/1.0 { 
host-only-interface; 
} 
interface ge-0/0/0.0 { 
group-limit 50; 
} 
interface ge-0/0/2.0 { 
static { 
group 2001:db8::1; 


} 
interface ge-0/0/3.0 { 
multicast-router-interface; 


197 


Verifying MLD Snooping Configuration 


IN THIS SECTION 


@ Verifying MLD Snooping Interface Membership on VLAN vian100 | 197 


To verify that MLD snooping is enabled on the VLAN and the MLD snooping forwarding interfaces are 
correct, perform the following task: 


Verifying MLD Snooping Interface Membership on VLAN vlan100 
Purpose 


Verify that MLD snooping is enabled on vlan100 and that the multicast-router interface is statically 
configured: 


Action 


From operational mode, enter the show mld snooping membership command. 


user@host> show mld snooping membership 


Instance: default-—switch 
Vlan: vlanl100 


Learning-Domain: default 

Interface: ge-0/0/0.0, Groups: 0 

Interface: ge-0/0/1.0, Groups: 0 

Interface: ge-0/0/2.0, Groups: 1 
Exoeuwas ZOO sclos}s 3 il 





Group mode: Exclude 

SOURCES: 

Last reported by: Local 

Group timeout: 0 Type: Static 


Meaning 

MLD snooping is running on vlan100, and interface ge-0/0/3.0 is a statically configured multicast-router 
interface. Because the multicast group 2001:db8::1 is listed, at least one host in the VLAN is a current 
member of the multicast group and that host is on interface ge-0/0/1.0. 
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Configuring MLD Snooping Tracing Operations on EX Series Switches (CLI 
Procedure) 


IN THIS SECTION 


@® = Configuring Tracing Operations | 199 
@ Viewing, Stopping, and Restarting Tracing Operations | 200 


By enabling tracing operations for MLD snooping, you can record detailed messages about the operation 
of the protocol, such as the various types of protocol packets sent and received. Table 11 on page 198 
describes the tracing operations you can enable and the flags used to specify them in the tracing 
configuration. 


Table 11: Supported Tracing Operations for MLD Snooping 


Tracing Operation Flag 
Trace all (equivalent of including all flags). all 
Trace general MLD snooping protocol events. general 
Trace communication over routing socket events. krt 
Trace leave reports. leave 
Trace next-hop-related events. nexthop 


Trace normal MLD snooping protocol events. If you do not specify this flag, only unusual or | normal 
abnormal operations are traced. 


Trace all MLD packets. packets 


Trace policy processing. policy 


Table 11: Supported Tracing Operations for MLD Snooping (continued) 


Tracing Operation 

Trace MLD membership query messages. 
Trace membership reports 

Trace routing information. 

Trace state transitions. 

Trace routing protocol task processing. 
Trace timer processing. 


Trace VLAN-related events. 


Configuring Tracing Operations 


To configure tracing operations for MLD snooping: 


1. Configure the filename for the trace file: 


[edit protocols mld-snooping ] 


user@switch# set traceoptions file filename 


For example: 


[edit protocols mld-snooping ] 


user@switch# set traceoptions file mld-snoop-trace 


2. (Optional) Configure the maximum number of trace files and size of the trace files: 


[edit protocols mld-snooping ] 


user@switch # set file files number size size 


For example: 


[edit protocols mld-snooping ] 


user@switch # set traceoptions file files 5 size im 
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Flag 


query 


report 


route 


state 


task 


timer 


vlan 
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causes the contents of the trace file to be emptied and archived in a .gz file when the file reaches 1 
MB. Four archive files are maintained, the contents of which are rotated whenever the current active 
trace file is archived. 


If you omit this step, the maximum number of trace files defaults to 10, with the maximum file size 
defaulting to 128 K. 


3. Specify one of the tracing flags shown in Table 11 on page 198: 


[edit protocols mld-snooping ] 


user@switch # set traceoptions flag flagname 


For example, to perform trace operations on VLAN-related events and MLD query messages: 


[edit protocols mld-snooping ] 


user@switch# set traceoptions flag vlan 


[edit protocols mld-snooping ] 


user@switch# set traceoptions flag query 


Viewing, Stopping, and Restarting Tracing Operations 


When you commit the configuration, tracing operations begin. You can view the trace file in the /var/log 
directory. For example: 


user@switch> file show /var/log/mld-snoop-trace 
You can stop and restart tracing operations by deactivating and reactivating the configuration: 


[edit] 


user@switch# deactivate protocols mld-snooping traceoptions 
[edit] 


user@switch# activate protocols mld-snooping traceoptions 


RELATED DOCUMENTATION 
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| Tracing and Logging Junos OS Operations 


Configuring MLD Snooping Tracing Operations on EX Series Switch VLANs 
(CLI Procedure) 


IN THIS SECTION 


@ Configuring Tracing Operations | 202 
@ Viewing, Stopping, and Restarting Tracing Operations | 203 


By enabling tracing operations for MLD snooping, you can record detailed messages about the operation 
of the protocol, such as the various types of protocol packets sent and received. Table 11 on page 198 
describes the tracing operations you can enable and the flags used to specify them in the tracing 
configuration. 


Table 12: Supported Tracing Operations for MLD Snooping 


Tracing Operation 


Trace all (equivalent of including all flags). 


Trace client notifications. 


Trace general MLD snooping protocol events. 


Trace group operations. 


Trace host notifications. 


Flag 


all 


client-notification 


general 


group 


host-notification 


Trace leave reports. leave 
Trace normal MLD snooping protocol events. If you do not specify this flag, only unusual or | normal 
abnormal operations are traced. 

Trace all MLD packets. packets 
Trace policy processing. policy 
Trace MLD membership query messages. query 


Table 12: Supported Tracing Operations for MLD Snooping (continued) 


Tracing Operation 

Trace membership reports. 

Trace routing information. 

Trace state transitions. 

Trace routing protocol task processing. 


Trace timer processing. 


Configuring Tracing Operations 


To configure tracing operations for MLD snooping: 


1. Configure the filename for the trace file: 


[edit protocols mld-snooping ] 


user@switch# set vlan vlan-name traceoptions file filename 


For example: 


[edit protocols mld-snooping ] 


user@switch# set vlan vlani00 traceoptions file mld-snoop-trace 


2. (Optional) Configure the maximum number of trace files and size of the trace files: 


[edit protocols mld-snooping ] 
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Flag 


report 


route 


state 


task 


timer 


user@switch # set vlan vlan-name traceoptions file files number size size 


For example: 


[edit protocols mld-snooping ] 


user@switch # set vlan vlani00 traceoptions file files 5 size 1m 


causes the contents of the trace file to be emptied and archived in a .gz file when the file reaches 1 
MB. Four archive files are maintained, the contents of which are rotated whenever the current active 


trace file is archived. 
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If you omit this step, the maximum number of trace files defaults to 10, and the maximum file size to 
128 KB. 


3. Specify one of the tracing flags shown in Table 11 on page 198: 


[edit protocols mld-snooping ] 


user@switch # set vlan vlan-name traceoptions flag flagname 


For example, to perform trace operations on VLAN-related events and on MLD query messages: 


[edit protocols mld-snooping ] 


user@switch# set vlan vlan100 traceoptions flag vlan 


[edit protocols mld-snooping ] 


user@switch# set vlan vlan100 traceoptions flag query 


Viewing, Stopping, and Restarting Tracing Operations 


When you commit the configuration, tracing operations begin. You can view the trace file in the /var/log 
directory. For example: 


user@switch> file show /var/log/mld-snoop-trace 


You can stop and restart tracing operations by deactivating and reactivating the configuration: 


[edit] 


user@switch# deactivate protocols mld-snooping traceoptions 


[edit] 


user@switch# activate protocols mld-snooping traceoptions 
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| Example: Configuring MLD Snooping on EX Series Switches 


IN THIS SECTION 
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Overview and Topology | 204 
Configuration | 205 


Verifying MLD Snooping Configuration | 207 


You can enable MLD snooping on a VLAN to constrain the flooding of IPv6é multicast traffic on a VLAN. 
When MLD snooping is enabled, a switch examines MLD messages between hosts and multicast routers 
and learns which hosts are interested in receiving multicast traffic for a multicast group. Based on what it 
learns, the switch then forwards IPv6 multicast traffic only to those interfaces connected to interested 
receivers instead of flooding the traffic to all interfaces. 


This example describes how to configure MLD snooping: 


Requirements 


This example uses the following software and hardware components: 

e One EX Series switch 

e Junos OS Release 12.1 or later 

Before you configure MLD snooping, be sure you have: 

e Configured the vlan100 VLAN on the switch 

e Assigned interfaces ge-0/0/0, ge-0/0/1, ge-0/0/2, and ge-0/0/12 to vlan100 
e Configured ge-0/0/12 as a trunk interface. 


See Configuring VLANs for EX Series Switches. 


Overview and Topology 


In this example, interfaces ge-0/0/0, ge-0/0/1, and ge-0/0/2 on the switch are in vian100 and are connected 
to hosts that are potential multicast receivers. Interface ge-0/0/12, a trunk interface also in vlan100, is 
connected to a multicast router. The router acts as the MLD querier and forwards multicast traffic for 
group ffle::2010 to the switch from a multicast source. 


The example topology is illustrated in Figure 24 on page 189. 


Figure 26: Example MLD Snooping Topology 
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In this example topology, the multicast router forwards multicast traffic to the switch from the source 
when it receives a memberhsip report for group ff1e::2010 from one of the hosts—for example, Host B. 
If MLD snooping is not enabled on vlan100, the switch floods the multicast traffic on all interfaces in 
vlan100 (except for interface ge-0/0/12). If MLD snooping is enabled on vlan100, the switch monitors 
the MLD messages between the hosts and router, allowing it to determine that only Host B is interested 
in receiving the multicast traffic. The switch then forwards the multicast traffic only to interface ge-0/0/1. 


This example shows how to enable MLD snooping on vlan100. It also shows how to perform the following 
optional configurations, which can reduce group join and leave latency: 


e Configure immediate leave on the VLAN. When immediate leave is configured, the switch stops forwarding 
multicast traffic on an interface when it detects that the last member of the multicast group has left the 
group. If immediate leave is not configured, the switch waits until the group-specific membership queries 
time out before it stops forwarding traffic. 


e Configure ge-0/0/12 as a static multicast-router interface. In this topology, ge-0/0/12 always leads to 
the multicast router. By statically configuring ge-O/0/12 as a multicast-router interface, you avoid any 
delay imposed by the switch having to learn that ge-0/0/12 is a multicast-router interface. 


Configuration 


To configure MLD snooping on a switch: 


CLI Quick Configuration 
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To quickly configure MLD snooping, copy the following commands and paste them into the switch terminal 
window: 


[edit] 
set protocols mld-snooping vlan vian100 
set protocols mld-snooping vlan vian100 immediate-leave 


set protocols mld-snooping vlan vlan100 interface ge-0/0/12 multicast-router-interface 


Step-by-Step Procedure 
To configure MLD snooping: 


1. Enable MLD snooping on VLAN vian100: 


[edit protocols] 
user@switch# set mld-snooping vlan viani00 


2. Configure the switch to immediately remove a group membership from an interface when it receives 
a leave report from the last member of the group on the interface: 


[edit protocols] 


user@switch# set mld-snooping vlan vian100 immediate-leave 


3. Statically configure interface ge-0/0/12 as a multicast-router interface: 


[edit protocols] 


user@switch# set mld-snooping vian vian100 interface ge-0/0/12 multicast-router-interface 


Results 


Check the results of the configuration: 


[edit protocols] 

user@switch# show mld-snooping 

vlan vlanioo { 
immediate-leave; 


interface ge-0/0/12.0 { 





multicast—router-interface; 
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Verifying MLD Snooping Configuration 


IN THIS SECTION 


@ ~~ Verifying MLD Snooping Interface Membership on VLAN vian100 | 207 


To verify that MLD snooping is enabled on the VLAN and the MLD snooping forwarding interfaces are 
correct, perform the following task: 


Verifying MLD Snooping Interface Membership on VLAN vilan100 


Purpose 


Verify that MLD snooping is enabled on vlan100 and that the multicast-router interface is statically 
configured: 


Action 


Show the group memberships maintained by MLD snooping for vlan100: 


user@switch> show mld-snooping membership vlan vlanl00 detail 
VLAN: vlanl00 Tag: 100 (Index: 8) 
Router interfaces: 
Ge-O/O/l2.O Siesiese Vjsieamsas OOSISs03 
Group: ffle::2010 
ge-0/0/1.0 Timeout: 225 Flags: <V2-hosts> 
IGSe SOMES e tS es 20Z0¢ Ile Ie 3) 


Meaning 


MLD snooping is running on vlan100, and interface ge-0/0/12.0 is a statically configured multicast-router 
interface. Because the multicast group ff1e::2010 is listed, at least one host in the VLAN is a current 
member of the multicast group and that host is on interface ge-0/0/1.0. 


RELATED DOCUMENTATION 


Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 
Verifying MLD Snooping on EX Series Switches (CLI Procedure) | 212 
Understanding MLD Snooping | 162 
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| Example: Configuring MLD Snooping on Switches with ELS Support 


IN THIS SECTION 


Requirements | 208 
Overview and Topology | 209 
Configuration | 210 


Verifying MLD Snooping Configuration | 211 


NOTE: This example uses Junos OS with support for the Enhanced Layer 2 Software (ELS) 
configuration style. For ELS details, see Using the Enhanced Layer 2 Software CLI. 


You can enable MLD snooping on a VLAN to constrain the flooding of IPv6 multicast traffic on a VLAN. 
When MLD snooping is enabled, a switch examines MLD messages between hosts and multicast routers 
and learns which hosts are interested in receiving multicast traffic for a multicast group. On the basis of 
what it learns, the switch then forwards IPv6 multicast traffic only to those interfaces connected to 
interested receivers instead of flooding the traffic to all interfaces. 


This example describes how to configure MLD snooping: 


Requirements 


This example uses the following software and hardware components: 


e One switch running Junos OS with ELS 


e Junos OS Release 13.3 or later for EX Series switches or Junos OS Release 15.1X53-D10 or later for 
QFX10000 switches 


Before you configure MLD snooping, be sure you have: 
e Configured the vlan 100 VLAN on the switch. 
e Assigned interfaces ge-0/0/0, ge-0/0/1, ge-0/0/2, and ge-0/0/12 to vian100. 


e Configured ge-0/0/12 as a trunk interface. 


See Configuring VLANs for EX Series Switches or Configuring VLANs on Switches with Enhanced Layer 2 Support. 
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Overview and Topology 


Inthis example, interfaces ge-0/0/0, ge-0/0/1, and ge-0/0/2 on the switch are in vian100 and are connected 
to hosts that are potential multicast receivers. Interface ge-O/0/12, a trunk interface also in vlan100, is 
connected to a multicast router. The router acts as the MLD querier and forwards multicast traffic for 
group ff1e::2010 to the switch from a multicast source. 


The topology for this example is illustrated in Figure 24 on page 189. 


Figure 27: MLD Snooping Topology Example 
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In this sample topology, the multicast router forwards multicast traffic to the switch from the source when 
it receives a membership report for group ff1e::2010 from one of the hosts—for example, Host B. If MLD 
snooping is not enabled on vian100, the switch floods the multicast traffic on all interfaces in vian100 
(except for interface ge-0/0/12). If MLD snooping is enabled on vlan100, the switch monitors the MLD 
messages between the hosts and router, allowing it to determine that only Host B is interested in receiving 
the multicast traffic. The switch then forwards the multicast traffic only to interface ge-0/0/1. 


This example shows how to enable MLD snooping on vian100. It also shows how to perform the following 
optional configurations, which can reduce group join and leave latency: 


e Configure immediate leave on the VLAN. When immediate leave is configured, the switch stops forwarding 
multicast traffic on an interface when it detects that the last member of the multicast group has left the 
group. If immediate leave is not configured, the switch waits until the group-specific membership queries 
time out before it stops forwarding traffic. 


e Configure ge-0/0/12 as a static multicast-router interface. In this topology, ge-0/0/12 always leads to 
the multicast router. By statically configuring ge-O/0/12 as a multicast-router interface, you avoid any 
delay imposed by the switch having to learn that ge-O/0/12 is a multicast-router interface. 
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Configuration 


To configure MLD snooping on a switch: 


CLI Quick Configuration 


To quickly configure MLD snooping, copy the following commands and paste them into the switch terminal 
window: 


[edit] 
set protocols mld-snooping vlan vian100 
set protocols mld-snooping vlan vian100 immediate-leave 


set protocols mld-snooping vlan vlan100 interface ge-0/0/12 multicast-router-interface 


Step-by-Step Procedure 
To configure MLD snooping: 


1. Enable MLD snooping on the VLAN vian100: 


[edit protocols] 


user@switch# set mld-snooping vlan viani00 


2. Configure the switch to immediately remove a group membership from an interface when it receives 
a leave report from the last member of the group on the interface: 


[edit protocols] 


user@switch# set mld-snooping vlan vian100 immediate-leave 


3. Statically configure interface ge-0/0/12 as a multicast-router interface: 


[edit protocols] 


user@switch# set mld-snooping vian vian100 interface ge-0/0/12 multicast-router-interface 


Results 


Check the results of the configuration: 


[edit protocols] 

user@switch# show mld-snooping 

vlan vlanioo { 
immediate-leave; 


interface ge-0/0/12.0 { 





multicast—router-interface; 


Verifying MLD Snooping Configuration 


IN THIS SECTION 


@ Verifying MLD Snooping Interface Membership on VLAN viani00 | 211 


To verify that MLD snooping is enabled on the VLAN and the MLD snooping forwarding interfaces are 
correct, perform the following task: 


Verifying MLD Snooping Interface Membership on VLAN vilan100 


Purpose 


Verify that MLD snooping is enabled on the VLAN vlan 100 and that the multicast-router interface is 
statically configured: 


Action 
Show the MLD snooping information for ge-0/0/12.0: 


user@switch> show mld snooping interface 


Instance: default-—switch 
Vlan: vlanl100 


Learning-Domain: default 

Interface: ge-0/0/12.0 
State: Up Groups: 3 
Immediate leave: On 


Router interface: yes 





Configured Parameters: 
MLD Query Interval: 125.0 
LD Query Response Interval: 10.0 











MI] 
MLD Last Member Query Interval: 1.0 
MI] 


LD Robustness Count: 2 
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Meaning 
MLD snooping is running on vlan100, and interface ge-0/0/12.0 is a statically configured multicast-router 
interface. Immediate leave is enabled on the interface. 


RELATED DOCUMENTATION 


Configuring MLD Snooping on a Switch VLAN with ELS Support (CLI Procedure) | 180 
Verifying MLD Snooping on Switches | 216 
Understanding MLD Snooping | 162 


Verifying MLD Snooping on EX Series Switches (CLI Procedure) 


Multicast Listener Discovery (MLD) snooping constrains the flooding of IPv6é multicast traffic on VLANs 
on a switch. This topic describes how to verify MLD snooping operation on the switch. 


Verifying MLD Snooping Memberships | 212 
Verifying MLD Snooping VLANs | 213 
Viewing MLD Snooping Statistics | 214 


Viewing MLD Snooping Routing Information | 215 


Verifying MLD Snooping Memberships 


Purpose 
Determine group memberships, multicast-router interfaces, host MLD versions, and the current values of 
timeout counters. 


Action 


Enter the following command: 


user@switch> show mld snooping membership detail 
VLAN: mld-vlan Tag: 100 (Index: 3) 
Router interfaces: 
ge-1/0/0.0 dynamic Uptime: 00:14:24 timeout: 253 
Geos sles 3 20 110) 
ge-1/0/30.0 Timeout: 180 Flags: <V2-hosts> 
Last reporter: fe80::2020:1:1:3 
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imelwicl someces 2ZO2Z0Risilpile 32 
inelude source 202 Owe ieee s15 


Meaning 

The switch has multicast membership information for one VLAN on the switch, mld-vlan. MLD snooping 
might be enabled on other VLANs, but the switch does not have any multicast membership information 
for them. The following information is provided: 


e Information on the multicast-router interfaces for the VLAN—in this case, ge-1/0/0.0. The multicast-router 
interface has been learned by MLD snooping, as indicated by dynamic. The timeout value shows how 
many seconds from now the interface will be removed from the multicast forwarding table if the switch 
does not receive MLD queries or Protocol Independent Multicast (PIM) updates on the interface. 


e Information about the group memberships for the VLAN: 
e Currently, the VLAN has membership in only one multicast group, ff1e::2010. 


e The host or hosts that have reported membership in the group are on interface ge-1/0/30.0. The 
interface group membership will time out in 180 seconds if no hosts respond to membership queries 
during this interval. The flags field shows the lowest version of MLD used by a host that is currently 
a member of the group, which in this case is MLD version 2 (MLDv2). 


e The last host that reported membership in the group has address fe80::2020:1:1:3. 


e Because interface has MLDv2 hosts on it, the source addresses from which the MLDv2 hosts want 
to receive group multicast traffic are shown (addresses 2020:1:1:1::2 and 2020:1:1:1::5). The timeout 
value for the interface group membership is derived from the largest timeout value for all sources 
addresses for the group. 


Verifying MLD Snooping VLANs 


Purpose 


Verify that MLD snooping is enabled on a VLAN and display MLD snooping information for each VLAN 
on which MLD snooping is enabled. 


Action 


Enter the following command: 


user@switch> show mld-snooping vlans detail 

VEAN? VL; Lag: 10 
Interface: ge-1/0/0.0, tagged, Groups: 0, Router 
Interface: ge-1/0/30.0, untagged, Groups: 1 
Interface: ge-12/0/30.0, untagged, Groups: 0 
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WAIN avi ican 210) 
Interface: ge-1/0/0.0, tagged, Groups: 0, Router 
Interface: ge-1/0/31.0, untagged, Groups: 0 
Interface: ge-12/0/31.0, untagged, Groups: 1 


Meaning 
MLD snooping is configured on two VLANs on the switch: v10 and v20. Each interface in each VLAN is 
listed and the following information is provided: 


e Whether the interface is a trunk (tagged) or access (untagged) interface. 
e How many multicast groups the interface belongs to. 


e Whether the interface is a multicast-router interface (Router). 


Viewing MLD Snooping Statistics 


Purpose 
Display MLD snooping statistics, such as number of MLD queries, reports, and leaves received and how 
many of these MLD messages contained errors. 


Action 


Enter the following command: 


user@switch> show mld snooping statistics 
Bad length: 0 Bad checksum: 0 Invalid interface: 0 


Not local: O Receive unknown: O Timed out: 0 





MLD Type Received Transmitted Recv Errors 

Queries: 74295 0 0 

Reports: 18148423 0 EGS SS 525 

Leaves: 0 0 0 

@lelncrar 0 0 0 
Meaning 


The output shows how many MLD messages of each type—Queries, Reports, Leaves—the switch received 
or transmitted on interfaces on which MLD snooping is enabled. For each message type, it also shows the 
number of MLD packets the switch received that had errors—for example, packets that do not conform 
to the MLDv1 or MLDv2 standards. If the Recv Errors count increases, verify that the hosts are compliant 
with MLDv1 or MLDv2 standards. If the switch is unable to recognize the MLD message type for a packet, 
it counts the packet under Receive unknown. 


Viewing MLD Snooping Routing Infor 


Purpose 


Display the next-hop information maintained in the multicast forwarding table. 


Action 


Enter the following command: 


mation 


user@switch> show mld-snooping route detail 





VLAN Group Next-hop 

mld-vlan OOOO PZ OREO L325) 
Interfaces: ge-1/0/30.0, ge-1/0/33.0 

VLAN Group Next—-hop 

mld-vlan IE1E O02 § USi7 
Interfaces: ge-1/0/0.0, ge-1/0/33.0 

VLAN Group Next-hop 

mld-vlan ::0000:0000 LSA 
Interfaces: ge-1/0/0.0 

VLAN Group Next—-hop 

mld-vlanl 2 SOOO s 2010 1324 
Interfaces: ge-12/0/31.0 

VLAN Group Next-hop 

mld-vlanl E1202 & 1318 
IMESTEEACSSS ExSA0(0) 0) 

VLAN Group Next—-hop 

mld-vlanl ::0000:0000 SERS 
IMESEACESS BS200, 0 

Meaning 


The output shows the next-hop interfaces for a given multicast group on a VLAN. Only the last 32 bits of 
the group address are shown because the switch uses only these bits in determining multicast routes. For 
example, route ::0000:2010 on mlid-vian has next-hop interfaces ge-1/0/30.0 and ge-1/0/33.0. 


RELATED DOCUMENTATION 


clear mld snooping membership | 1745 

clear mld snooping statistics | 1746 

Example: Configuring MLD Snooping on EX Series Switches | 187 

Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 
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| Verifying MLD Snooping on Switches 


NOTE: This topic uses Junos OS with support for the Enhanced Layer 2 Software (ELS) 
configuration style. If your switch runs software that does not support ELS, see “Verifying MLD 
Snooping on EX Series Switches (CLI Procedure)” on page 212. For ELS details, see Using the 
Enhanced Layer 2 Software CLI. 


Multicast Listener Discovery (MLD) snooping constrains the flooding of IPv6 multicast traffic on VLANs. 
This topic describes how to verify MLD snooping operation on a VLAN. 


Verifying MLD Snooping Memberships | 216 
Verifying MLD Snooping Interfaces | 217 
Viewing MLD Snooping Statistics | 218 


Viewing MLD Snooping Routing Information | 219 


Verifying MLD Snooping Memberships 


Purpose 


Verify that MLD snooping is enabled on a VLAN and determine group memberships. 


Action 


Enter the following command: 


user@switch> show mld snooping membership detail 


Instance: default-switch 
Wileias ‘wil 
Learning-Domain: default 


inert ace ge 0)/10)/ Oye Grompsi: a! 
Geouwjas swiOSs gil 





Group mode: Exclude 

SOURCer 

Last reported by: fe80:: 

Group timeout: 259 Type: Dynamic 
Interface: ge-0/0/2.0, Groups: 0 


Meaning 


217 


The switch has multicast membership information for one VLAN on the switch, v1. MLD snooping might 
be enabled on other VLANs, but the switch does not have any multicast membership information for them. 


e The following information is provided about the group memberships for the VLAN: 
e Currently, the VLAN has membership in only one multicast group, ff05::1. 
e The host or hosts that have reported membership in the group are on interface ge-0/0/1.0. 
e The last host that reported membership in the group has address fe80::. 


e The interface group membership will time out in 259 seconds if no hosts respond to membership 
queries during this interval. 


e The group membership has been learned by MLD snooping, as indicated by Dynamic. 


Verifying MLD Snooping Interfaces 


Purpose 


Display MLD snooping information for each interface on which MLD snooping is enabled. 


Action 


Enter the following command: 


user@switch>show mld snooping interface 


Instance: default-switch 
Vlan: v100 


Learning-Domain: default 
Interface: ge-0/0/1.0 
Sieciecrs Up Groups: il 
Immediate leave: Off 
Router interface: no 
Interface: ge-0/0/2.0 
State: Up Groups: 0 


Immediate leave: Off 





Router interface: no 


Configured Parameters: 

MLD Query Interval: 125.0 

MLD Query Response Interval: 10.0 
MLD Last Member Query Interval: 1.0 
M 











LD Robustness Count: 2 


Meaning 


MLD snooping is configured on one VLAN on the switch, v100. Each interface in each VLAN is listed and 


the following information is provided: 


e How many multicast groups the interface belongs to. 


e Whether immediate leave has been configured for the interface. 


e Whether the interface is a multicast-router interface. 


The output also shows the configured parameters for the MLD querier. 


Viewing MLD Snooping Statistics 


Purpose 


Display MLD snooping statistics, such as number of MLD queries, reports, and leaves received and how 
many of these MLD messages contained errors. 


Action 


Enter the following command: 


user@switch>show mld snooping statistics 


Vian: vl 

MLD Message type 
Listener Query (vl1/v2) 
Listener Report (vl) 


Listener Done (v1/v2) 





Listener Report (v2) 


Other Unknown types 


Vlan: v2 

MLD Message type 
Listener Query (v1/v2) 
Listener Report (vl) 


Listener Done (vl1/v2) 





Listener Report (v2) 


Other Unknown types 


Instance: default-—switch 
MLD Message type 
Listener Query (vl1/v2) 
Listener Report (vl) 


Listener Done (vl1/v2) 








Listener Report (v2) 


Received 
0 
447 


Received 
0 

154 

0 

0 


Received 
0 

601 

0 

0 


Rx errors 


0 


ee yer =) 


Rx errors 


er Ee & © 


Rx errors 


ese S&S 
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Other Unknown types 0 


MLD Global Statistics 
Bad Length 

Bad Checksum 

Bad Receive If 


Rx non-local 


Se =S oS >] S& 


Timed out 


Meaning 


The output shows how many MLD messages of each type—Queries, Done, Report—the switch received 
or transmitted on interfaces on which MLD snooping is enabled. For each message type, it also shows the 
number of MLD packets the switch received that had errors—for example, packets that do not conform 
to the MLDv1 or MLDv2 standards. If the Rx errors count increases, verify that the hosts are compliant 
with MLDv1 or MLDv2 standards. If the switch is unable to recognize the MLD message type for a packet, 
it counts the packet under Other Unknown types. 


Viewing MLD Snooping Routing Information 


Purpose 


Display the next-hop information maintained in the multicast snooping forwarding table. 


Action 


Enter the following command: 


user@switch>show multicast snooping route 


Nexthop Bulking: OFF 





Family: INET6 


Group: f£f00::/8 
Source: ::/128 
Wileime syil 


Groupies Oe eel seZ8 
Sources 39/128 
Wal@uag wil 
Downstream interface list: 


ge-1/0/16.0 


Gieowjse i052 cil / 2) 
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Someeas 29 /i12e 
Wileuae sil 
Downstream interface list: 


ge-1/0/16.0 


Group et OG: l/ E28 
Solace: maaan 
wileuag wil 
Downstream interface list: 


ge-1/0/16.0 


Meaning 


The output shows the next-hop interfaces for a given multicast group on a VLAN. For example, route 
ff02::1/128 on VLAN v1 has the next-hop interface ge-1/0/16.0. 


RELATED DOCUMENTATION 


Example: Configuring MLD Snooping on Switches with ELS Support | 208 
Configuring MLD Snooping on a Switch VLAN with ELS Support (CLI Procedure) | 180 
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CHAPTER 5 


Configuring Multicast VLAN Registration 


IN THIS CHAPTER 


@ Understanding Multicast VLAN Registration | 221 
@ = Configuring Multicast VLAN Registration on EX Series Switches | 232 
@ Example: Configuring Multicast VLAN Registration on EX Series Switches Without ELS | 245 


| Understanding Multicast VLAN Registration 


IN THIS SECTION 


@ Benefits of Multicast VLAN Registration | 222 
@ How MVR Works | 222 
@ Recommended MVR Configurations in the Access Layer on ELS Switches | 226 


Multicast VLAN registration (MVR) enables more efficient distribution of IPTV multicast streams across 


an Ethernet ring-based Layer 2 network. 


In a standard Layer 2 network, a multicast stream received on one VLAN is never distributed to interfaces 
outside that VLAN. If hosts in multiple VLANs request the same multicast stream, a separate copy of that 
multicast stream is distributed to each requesting VLAN. 


When you configure MVR, you create a multicast VLAN (MVLAN) that becomes the only VLAN over which 
IPTV multicast traffic flows throughout the Layer 2 network. Devices with MVR enabled selectively forward 
IPTV multicast traffic from interfaces on the MVLAN (source interfaces) to hosts that are connected to 
interfaces that are not part of the MVLAN that you designate as MVR receiver ports. MVR receiver ports 
can receive traffic from a port on the MVLAN but cannot send traffic onto the MVLAN, and those ports 
remain in their own VLANs for bandwidth and security reasons. 
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Benefits of Multicast VLAN Registration 


e Reduces the bandwidth required to distribute IPTV multicast streams by eliminating duplication of 
multicast streams from the same source to interested receivers on different VLANs. 


How MVR Works 


IN THIS SECTION 


@ MVR Basics | 222 
@ MVRModes | 223 
@ MVRVLAN Tag Translation | 226 


MVR operates similarly to and in conjunction with Internet Group Management Protocol (IGMP) snooping. 
Both MVR and IGMP snooping monitor IGMP join and leave messages and build forwarding tables based 
on the media access control (MAC) addresses of the hosts sending those IGMP messages. Whereas IGMP 
snooping operates within a given VLAN to regulate multicast traffic, MVR can operate with hosts on 
different VLANs in a Layer 2 network to selectively deliver IPTV multicast traffic to any requesting hosts. 
This reduces the bandwidth needed to forward the traffic. 


NOTE: MVR is supported on VLANs running IGMP version 2 (IGMPv2) only. 


MVR Basics 


MVR is not enabled by default on devices that support MVR. You explicitly configure an MVLAN and 
assign a range of multicast group addresses to it. That VLAN carries MVLAN traffic for the configured 
multicast groups. You then configure other VLANs to be MVR receiver VLANs that receive multicast 
streams from the MVLAN. When MVR is configured on a device, the device receives only one copy of 
each MVR multicast stream, and then replicates the stream only to the hosts that want to receive it, while 
forwarding all other types of multicast traffic without modification. 


You can configure multiple MVLANs on a device, but they must have disjoint multicast group subnets. An 
MVR receiver VLAN can be associated with more than one MVLAN on the device. 


MVR does not support MVLANs or MVR receiver VLANs on a private VLAN (PVLAN). 


On non-ELS switches, the MVR receiver ports comprise all the interfaces that exist on any of the MVR 
receiver VLANs. 
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On ELS switches, the MVR receiver ports are all the interfaces on the MVR receiver VLANs except the 
multicast router ports; an interface can be configured in both an MVR receiver VLAN and its MVLAN only 
if it is configured as a multicast router port in both VLANs. ELS EX Series switches support MVR as follows: 


e Starting in Junos OS Release 18.3R1, EX4300 switches and Virtual Chassis support MVR. You can 
configure up to 10 MVLANSs on these devices. 


e Starting in Junos OS Release 18.4R1, EX2300 and EX3400 switches and Virtual Chassis support MVR. 
You can configure up to 5 MVLANs on these devices. 


e Starting in Junos OS Release 19.4R1, EX4300 multigigabit model (EX4300-48MP) switches and Virtual 
Chassis support MVR. You can configure up to 10 MVLANs on these devices. 


NOTE: MVR has some configuration and operational differences on EX Series switches that use 
the Enhanced Layer 2 Software (ELS) configuration style compared to MVR on switches that do 
not support ELS. Where applicable, the following sections explain these differences. 


MVR Modes 


IN THIS SECTION 


@ MVRTransparent Mode | 223 
@ MVR Proxy Mode | 224 


MVR can operate in two modes: MVR transparent mode and MVR proxy mode. Both modes enable MVR 
to forward only one copy of a multicast stream to the Layer 2 network. However, the main difference 
between the two modes is in how the device sends IGMP reports upstream to the multicast router. The 
device essentially handles IGMP queries the same way in either mode. 


You configure MVR modes differently on non-ELS and ELS switches. Also, on ELS switches, you can 
associate an MVLAN with some MVR receiver VLANs operating in proxy mode and others operating in 
transparent mode if you have multicast requirements for both modes in your network. 


MVR Transparent Mode 


Transparent mode is the default mode when you configure an MVR receiver VLAN, also called a 
data-forwarding receiver VLAN. 


NOTE: On ELS switches, you can explicitly configure transparent mode, although it is also the 
default setting if you don’t configure an MVR receiver mode. 
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In MVR transparent mode, the device handles IGMP packets destined for both the multicast source VLAN 
and multicast receiver VLANs similarly to the way that it handles them when MVR is not being used. 
Without MVR, when a host on a VLAN sends IGMP join and leave messages, the device forwards the 
messages to all multicast router interfaces in the VLAN. Similarly, when a VLAN receives IGMP queries 
from its multicast router interfaces, it forwards the queries to all interfaces in the VLAN. 


With MVR in transparent mode, the device handles IGMP reports and queries as follows: 


e Receives IGMP join and leave messages on MVR receiver VLAN interfaces and forwards them to the 
multicast router ports on the MVR receiver VLAN. 


e Forwards IGMP queries on the MVR receiver VLAN to all MVR receiver ports. 


e Forwards IGMP queries received on the MVLAN only to the MVR receiver ports that are in receiver 
VLANs associated with that MVLAN, even though those ports might not be on the MVLAN itself. 


NOTE: Devices in transparent mode only send IGMP reports in the context of the MVR receiver 
VLAN. In other words, if MVR receiver ports receive an IGMP query from an upstream multicast 
router on the MVLAN, they only send replies on the MVR receiver VLAN multicast router ports. 
The upstream router (that sent the queries on the MVLAN) does not receive the replies and does 
not forward any traffic, so to solve this problem, you must configure static membership. As a 
result, we recommend that you use MVR proxy mode instead of transparent mode on the device 
that is closest to the upstream multicast router. See “MVR Proxy Mode” on page 224. 


If a host on a multicast receiver port in the MVR receiver VLAN joins a group, the device adds the 
appropriate bridging entry on the MVLAN for that group. When the device receives traffic on the MVLAN 
for that group, it forwards the traffic on that port tagged with the MVLAN tag (even though the port is 
not in the MVLAN). Likewise, if a host on a multicast receiver port on the MVR receiver VLAN leaves a 
group, the device deletes the matching bridging entry, and the MVLAN stops forwarding that group’s MVR 
traffic on that port. 


When in transparent mode, by default, the device installs bridging entries only on the MVLAN that is the 
source for the group address, so if the device receives MVR receiver VLAN traffic for that group, the device 
would not forward the traffic to receiver ports on the MVR receiver VLAN that sent the join message for 
that group. The device only forwards traffic to MVR receiver interfaces on the MVLAN. To enable MVR 
receiver VLAN ports to receive traffic forwarded on the MVR receiver VLAN, you can configure the install 
option at the [edit protocols igmp-snooping vlans vian-name data-forwarding receiver] hierarchy level so 
the device also installs the bridging entries on the MVR receiver VLAN. 


MVR Proxy Mode 


When you configure MVR in proxy mode, the device acts as an IGMP proxy to the multicast router for 
MVR group membership requests received on MVR receiver VLANs. That means the device forwards 
IGMP reports from hosts on MVR receiver VLANs in the context of the MVLAN. and only forwards them 


225 


to the multicast router ports on the MVLAN. The multicast router receives IGMP reports only on the 
MVLAN for those MVR receiver hosts. 


The device handles IGMP queries in the same way as in transparent mode: 


e Forwards IGMP queries received on the MVR receiver VLAN to all MVR receiver ports. 


e Forwards IGMP queries received on the MVLAN only to the MVR receiver ports that are in receiver 
VLANs belonging to that MVLAN, even though those ports might not be on the MVLAN itself. 


In proxy mode, for multicast group memberships established in the context of the MVLAN, the device 
installs bridging entries only on the MVLAN and forwards incoming MVLAN traffic to hosts on the MVR 
receiver VLANs subscribed to those groups. Proxy mode doesn’t support the install option that enables 
the device to also install bridging entries on the MVR receiver VLANs. As a result, when the device receives 
traffic on an MVR receiver VLAN, it does not forward the traffic to the hosts on the MVR receiver VLAN 
because the device does not have bridging entries for those MVR receiver ports on the MVR receiver 
VLANs. 


Proxy Mode on Non-ELS Switches 


On non-ELS switches, you configure MVR proxy mode on an MVLAN using the proxy statement at the 
[edit protocols igmp-snooping vlan vian-name] hierarchy level along with other IGMP snooping configuration 
options. 


NOTE: On non-ELS switches, this proxy configuration statement only supports MVR proxy 
mode configuration. General IGMP snooping proxy operation is not supported. 


When this option is enabled on non-ELS switches, the device acts as an IGMP proxy for any MVR groups 
sourced by the MVLAN in both the upstream and downstream directions. In the downstream direction, 
the device acts as the querier for those multicast groups in the MVR receiver VLANs. In the upstream 
direction, the device originates the IGMP reports and leave messages, and answers IGMP queries from 
multicast routers. Configuring this proxy option on an MVLAN automatically enables MVR proxy operation 
for all MVR receiver VLANs associated with the MVLAN. 


Proxy Mode on ELS Switches 


On ELS switches, you configure MVR proxy mode on the MVR receiver VLANs. You can configure MVR 
proxy mode separately from IGMP snooping proxy mode, as follows: 


e IGMP snooping proxy mode—You can use the proxy statement at the [edit protocols igmp-snooping vlan 
vian-name] hierarchy level on ELS switches to enable IGMP proxy operation with or without MVR 
configuration. When you configure this option for a VLAN without configuring MVR, the device acts as 
an IGMP proxy to the multicast router for ports in that VLAN. When you configure this option on an 
MVLAN, the device acts as an IGMP proxy between the multicast router and hosts in any associated 
MVR receiver VLANs. 
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NOTE: You configure this proxy mode on the MVLAN only, not on MVR receiver VLANs. 


e MVR proxy mode—On ELS switches, you configure MVR proxy mode on an MVR receiver VLAN (rather 
than on the MVLAN), using the proxy option at the [edit igmp-snooping vlan vian-name data-forwarding 
receiver mode] hierarchy level, when you associate the MVR receiver VLAN with an MVLAN. An ELS 
switch operating in MVR proxy mode for an MVR receiver VLAN acts as an IGMP proxy for that MVR 
receiver VLAN to the multicast router in the context of the MVLAN. 


MVR VLAN Tag Translation 


When you configure MVR, the device sends multicast traffic and IGMP queries packets downstream to 
hosts in the context of the MVLAN by default. The MVLAN tag is included for VLAN-tagged traffic egressing 
on trunk ports, while traffic egressing on access ports is untagged. 


On ELS EX Series switches that support MVR, for VLANs with trunk ports and hosts on a multicast receiver 
VLAN that expect traffic in the context of that receiver VLAN, you can configure the device to translate 
the MVLAN tags into the multicast receiver VLAN tags. See the translate option at the [edit protocols 
igmp-snooping vlans vian-name data-forwarding receiver] hierarchy level. 


Recommended MVR Configurations in the Access Layer on ELS Switches 


IN THIS SECTION 


@ MvVRinaSingle-Tier Access Layer Topology | 227 
@ MVRina Multiple-Tier Access Layer Topology | 228 


Based on the access layer topology of your network, the following sections describe recommended ways 
you should configure MVR on devices in the access layer to smoothly deliver a single multicast stream to 
subscribed hosts in multiple VLANs. 


NOTE: These sections apply to EX Series switches running Junos OS with the Enhanced Layer 2 
Software (ELS) configuration style only. 
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MVR in a Single-Tier Access Layer Topology 


Figure 28 on page 227 shows a device in a single-tier access layer topology. The device is connected to a 
multicast router in the upstream direction (INTF-1), with host trunk or access ports in the downstream 
direction connected to multicast receivers in two different VLANs (v10 on INTF-2 and v20 on INTF-3). 


Figure 28: MVR in a Single-Tier Access Layer Topology 
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Without MVR, the upstream interface (INTF-1) acts as a multicast router interface to the upstream router 
and a trunk port in both VLANs. In this configuration, the upstream router would require two integrated 

routing and bridging (IRB) interfaces to send two copies of the multicast stream to the device, which then 
would forward the traffic to the receivers on the two different VLANs on INTF-2 and INTF-3. 


With MVR configured as indicated in Figure 28 on page 227, the multicast stream can be sent to receivers 
in different VLANs in the context of a single MVLAN, and the upstream router only requires one downstream 
IRB interface on which to send one MVLAN stream to the device. 


For MVR to operate smoothly in this topology, we recommend you set up the following elements on the 
single-tier device as illustrated in Figure 28 on page 227: 


e An MVLAN with the device’s upstream multicast router interface configured as a trunk port and a 
multicast router interface in the MVLAN. This upstream interface was already a trunk port and a multicast 
router port for the receiver VLANs that will be associated with the MVLAN. 


Figure 28 on page 227 shows an MVLAN configured on the device, and the upstream interface INTF-1 
configured previously as a trunk port and multicast router port in v10 and v20, is subsequently added 
as a trunk and multicast router port in the MVLAN as well. 


e MVR receiver VLANs associated with the MVLAN. 
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In Figure 28 on page 227, the device is connected to Host 1 on VLAN v10 (using trunk interface INTF-2) 
and Host 2 on v20 (using access interface INTF-3). VLANs v10 and v20 use INTF-1 as a trunk port and 
multicast router port in the upstream direction. These VLANs become MVR receiver VLANs for the 
MVLAN, with INTF-1 also added as a trunk port and multicast router port in the MVLAN. 


MVR running in proxy mode on the device, so the device processes MVR receiver VLAN IGMP group 
memberships in the context of the MVLAN. The upstream router sends only one multicast stream on 
the MVLAN downstream to the device, which is forwarded to hosts on the MVR receiver VLANs that 
are subscribed to the multicast groups sourced by the MVLAN. 


The device in Figure 28 on page 227 is configured in proxy mode and establishes group memberships on 
the MVLAN for hosts on MVR receiver VLANs v10 and v20. The upstream router in the figure sends 
only one multicast stream on the MVLAN through INTF-1 to the device, which forwards the traffic to 
subscribed hosts on MVR receiver VLANs v10 and v20. 


MVR receiver VLAN tag translation enabled on receiver VLANs that have hosts on trunk ports, so those 
hosts receive the multicast traffic in the context of their receiver VLANs. Hosts reached by way of access 
ports receive untagged multicast packets (and don’t need MVR VLAN tag translation). 


In Figure 28 on page 227, the device has translation enabled on v10 and substitutes the v10 VLAN tag 
for the mvlan VLAN tag when forwarding the multicast stream on trunk interface INTF-2. The device 
does not have translation enabled on v20, and forwards untagged multicast packets on access port 
INTF-3. 


MVR in a Multiple- Tier Access Layer Topology 


Figure 29 on page 229 shows devices in a two-tier access layer topology. The upper or upstream device is 
connected to the multicast router in the upstream direction (INTF-1) and to a second device downstream 
(INTF-2). The lower or downstream device connects to the upstream device (INTF-3), and uses trunk or 
access ports in the downstream direction to connect to multicast receivers in two different VLANs (v10 
on INTF-4 and v20 on INTF-5). 
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Figure 29: MVR in a Multiple-Tier Access Layer Topology 
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Without MVR, similar to the single-tier access layer topology, the upper device connects to the upstream 
multicast router using a multicast router interface that is also a trunk port in both receiver VLANs. The 
two layers of devices are connected with trunk ports in the receiver VLANs. The lower device has trunk 
or access ports in the receiver VLANs connected to the multicast receiver hosts. In this configuration, the 
upstream router must duplicate the multicast stream and use two IRB interfaces to send copies of the 
same data to the two VLANs. The upstream device also sends duplicate streams downstream for receivers 
on the two VLANs. 


With MVR configured as shown in Figure 29 on page 229, the multicast stream can be sent to receivers in 
different VLANs in the context of a single MVLAN from the upstream router and through the multiple 
tiers in the access layer. 


For MVR to operate smoothly in this topology, we recommend to set up the following elements on the 
different tiers of devices in the access layer, as illustrated in Figure 29 on page 229: 
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An MVLAN configured on the devices in all tiers in the access layer. The device in the uppermost tier 
connects to the upstream multicast router with a multicast router interface and a trunk port in the 
MVLAN. This upstream interface was already a trunk port and a multicast router port for the receiver 
VLANs that will be associated with the MVLAN. 


Figure 29 on page 229 shows an MVLAN configured on all tiers of devices. The upper-tier device is 
connected to the multicast router using interface INTF-1, configured previously as a trunk port and 
multicast router port in v10 and v20, and subsequently added to the configuration as a trunk and multicast 
router port in the MVLAN as well. 


MVR receiver VLANs associated with the MVLAN on the devices in all tiers in the access layer. 


In Figure 29 on page 229, the lower-tier device is connected to Host 1 on VLAN v10 (using trunk interface 
INTF-4) and Host 2 on v20 (using access interface INTF-5). VLANs v10 and v20 use INTF-3 as a trunk 
port and multicast router port in the upstream direction to the upper-tier device. The upper device 
connects to the lower device using INTF-2 as a trunk port in the downstream direction to send IGMP 
queries and forward multicast traffic on v10 and v20. VLANs v10 and v20 are then configured as MVR 
receiver VLANs for the MVLAN, with INTF-3 also added as a trunk port and multicast router port in the 
MVLAN. VLANs v10 and v20 are also configured on the upper-tier device as MVR receiver VLANs for 
the MVLAN. 


MVR running in proxy mode on the device in the uppermost tier for the MVR receiver VLANs, so the 
device acts as a proxy to the multicast router for group membership requests received on the MVR 
receiver VLANs. The upstream router sends only one multicast stream on the MVLAN downstream to 
the device. 


In Figure 29 on page 229, the upper-tier device is configured in proxy mode and establishes group 
memberships on the MVLAN for hosts on MVR receiver VLANs v10 and v20. The upstream router in 
the figure sends only one multicast stream on the MVLAN, which reaches the upper device through 
INTF-1. The upper device forwards the stream to the devices in the lower tiers using INTF-2. 


No MVR receiver VLAN tag translation enabled on MVLAN traffic egressing from upper-tier devices. 
Devices in the intermediate tiers should forward MVLAN traffic downstream in the context of the 
MVLAN, tagged with the MVLAN tag. 


The upper device in the figure does not have translation enabled for either receiver VLAN v10 or v20 
for the interface INTF-2 that connects to the lower-tier device. 


MVR running in transparent mode on the devices in the lower tiers of the access layer. The lower devices 
send IGMP reports upstream in the context of the receiver VLANs because they are operating in 
transparent mode, and install bridging entries for the MVLAN only, by default, or with the install option 
configured, for both the MVLAN and the MVR receiver VLANs. The uppermost device is running in 
proxy mode and installs bridging entries for the MVLAN only. The upstream router sends only one 
multicast stream on the MVLAN downstream toward the receivers, and the traffic is forwarded to the 
MVR receiver VLANs in the context of the MVLAN, with VLAN tag translation if the translate option is 
enabled (described next). 
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In Figure 29 on page 229, the lower device is connected to the upper device with INTF-3 as a trunk port 
and the multicast router port for receiver VLANs v10 and v20. To enable MVR on the lower-tier device, 
the two MVR receiver VLANs are configured in MVR transparent mode, and INTF-3 is additionally 
configured to be a trunk port and multicast router port for the MVLAN. 


MVR receiver VLAN tag translation enabled on receiver VLANs on lower-tier devices that have hosts 
on trunk ports, so those hosts receive the multicast traffic in the context of their receiver VLANs. Hosts 
reached by way of access ports receive untagged packets, so no VLAN tag translation is needed in that 


case. 


In Figure 29 on page 229, the device has translation enabled on v10 and substitutes the v10 receiver 
VLAN tag for mvlan’s VLAN tag when forwarding the multicast stream on trunk interface INTF-4. The 
device does not have translation enabled on v20, and forwards untagged multicast packets on access 
port INTF-5. 


Release History Table 


Release Description 


19.4R1 Starting in Junos OS Release 19.4R1, EX4300 multigigabit model (EX4300-48MP) switches 
and Virtual Chassis support MVR. You can configure up to 10 MVLANs on these devices. 


18.4R1 Starting in Junos OS Release 18.4R1, EX2300 and EX3400 switches and Virtual Chassis support 
MVR. You can configure up to 5 MVLANSs on these devices. 


18.3R1 Starting in Junos OS Release 18.3R1, EX4300 switches and Virtual Chassis support MVR. You 
can configure up to 10 MVLANSs on these devices. 


RELATED DOCUMENTATION 


Configuring Multicast VLAN Registration on EX Series Switches | 232 
Example: Configuring Multicast VLAN Registration on EX Series Switches Without ELS | 245 
Understanding FIP Snooping, FBF, and MVR Filter Scalability 
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| Configuring Multicast VLAN Registration on EX Series Switches 


IN THIS SECTION 


@ = Configuring Multicast VLAN Registration on EX Series Switches with ELS | 233 
@ Viewing MVLAN and MVR Receiver VLAN Information on EX Series Switches with ELS | 242 
@ ~~ Configuring Multicast VLAN Registration on non-ELS EX Series Switches | 244 


Multicast VLAN registration (MVR) enables hosts that are not part of a multicast VLAN (MVLAN) to receive 
multicast streams from the MVLAN, sharing the MVLAN across multiple VLANs in a Layer 2 network. 
Hosts remain in their own VLANs for bandwidth and security reasons but are able to receive multicast 
streams on the MVLAN. 


MVR is not enabled by default on switches that support MVR. You must explicitly configure a switch with 
a data-forwarding source MVLAN and associate it with one or more data-forwarding MVR receiver VLANs. 
When you configure one or more VLANs on a switch to be MVR receiver VLANs, you must configure at 
least one associated source MVLAN. However, you can configure a source MVLAN without associating 
MVR receiver VLANs with it at the same time. 
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The overall purpose and benefits of employing MVR are the same on switches that use Enhanced Layer 2 
Software (ELS) configuration style and those that do not use ELS. However, there are differences in MVR 
configuration and operation on the two types of switches. 


Configuring Multicast VLAN Registration on EX Series Switches with ELS 
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The following are configuration frameworks we recommended for MVR to operate smoothly on EX Series 
switches that support Enhanced Layer 2 Software (ELS) configuration style in single-tier or multiple-tier 
access layers: 


e Inan access layer with a single tier of switches, where a switch is connected to a multicast router in the 
upstream direction, and has host trunk or access ports connecting to downstream multicast receivers: 


e Configure MVR on the receiver VLANs to operate in proxy mode. 


e Statically configure the upstream interface to the multicast router as a multicast router port in the 
MVLAN. 


e Configure the translate option on MVR receiver VLANs that have trunk ports, so hosts on those trunk 
ports receive the multicast packets tagged for their own VLANs. 


e In anaccess layer with multiple tiers of switches, with a switch connected upstream to the multicast router 
and a path through one or more downstream switches to multicast receivers: 


e Configure MVR on the receiver VLANs to operate in proxy mode on the uppermost switch that is 
directly connected to the upstream multicast router. 


e Configure MVR on the receiver VLANs to operate in transparent mode for the remaining downstream 
tiers of switches. 


e Statically configure a multicast router port to the switch in the upstream direction on each tier for the 
MVLAN. 


e On the lowest tier of MVR switches (connected to receiver hosts), configure MVLAN tag translation 
for MVR receiver VLANs that have trunk ports, so hosts on those trunk ports receive the multicast 
stream with the packets tagged with their own VLANs. 


NOTE: When enabling MVR on ELS switches, depending on your multicast network requirements, 
you can have some MVR receiver VLANs configured in proxy mode and some in transparent 
mode that are associated with the same MVLAN, because the MVR mode setting applies 
individually to an MVR receiver VLAN. The mode configurations described here are only 
recommendations for snooth MVR operation in those topologies. 


The following constraints apply when configuring MVR on ELS EX Series switches: 


e MVR is supported on VLANs running IGMP version 2 (IGMPv2) only. 


e You can configure up to 10 MVLANs on an EX4300 or EX4300 multigigabit switch, up to 5 MVLANs 
on EX2300 and EX3400 switches, and up to a total of 4K MVR receiver VLANs and MVLANSs together. 


e AVLAN can be configured as either an MVLAN or an MVR receiver VLAN, not both. However, an MVR 
receiver VLAN can be associated with more than one MVLAN. 
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e An MVLAN can be the source for only one multicast group subnet, so multiple MVLANs configured on 
a switch must have unique multicast group subnet ranges. 


e You can configure an interface in both an MVR receiver VLAN and its MVLAN only if it is configured as 
a multicast router port in both VLANs. 


e You cannot configure proxy mode with the install option to also install forwarding entries on an MVR 
receiver VLAN. In proxy mode, IGMP reports are sent to the upstream router only in the context of the 
MVLAN. Multicast sources will not receive IGMP reports on the MVR receiver VLAN , and multicast 
traffic will not be sent on the MVR receiver VLAN. 


e MVR does not support configuring an MVLAN or MVR receiver VLANs on private VLANs (PVLANs). 
To configure MVR on ELS EX Series switches that support MVR: 


1. Configure a data-forwarding multicast source VLAN as an MVLAN: 


[edit protocols igmp-snooping] 
user@switch# set vlan mvlan-name data-forwarding source groups group-subnet 


For example, configure VLAN mvlan as an MVLAN for multicast group subnet 233.252.0.0/8: 


[edit protocols igmp-snooping] 
user@switch# set vlan mvlan data-forwarding source groups 233.252.0.0/8 


2. Configure one or more data-forwarding MVR receiver VLANs associated with the source MVLAN: 


[edit protocols igmp-snooping] 
user@switch# set vlan vian-name data-forwarding receiver source-list mvlan-name 


For example, configure two MVR receiver VLANs v10 and v20 associated with the MVLAN named 
mvlan: 


[edit protocols igmp-snooping] 
user@switch# set vlan v10 data-forwarding receiver source-list mvlan 
[edit protocols igmp-snooping] 
user@switch# set vlan v20 data-forwarding receiver source-list mvlan 


3. Ona switch ina single-tier topology or on the uppermost switch in a multiple-tier topology (the switch 
connected to the upstream multicast router), configure each MVR receiver VLAN on the switch to 
operate in proxy mode: 


[edit protocols igmp-snooping] 


4. 
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user@switch# set vlan vian-name data-forwarding receiver mode proxy 


For example, configure the two MVR receiver VLANs v10 and v20 (associated with the MVLAN named 
mvlan) from the previous step to use proxy mode: 


[edit protocols igmp-snooping] 
user@switch# set vlan v10 data-forwarding receiver mode proxy 
[edit protocols igmp-snooping] 
user@switch# set vlan v20 data-forwarding receiver mode proxy 


NOTE: On ELS switches, the MVR mode setting applies to individual MVR receiver VLANs. 
All MVR receiver VLANS associated with an MVLAN are not required to have the same mode 
setting. Depending on your multicast network requirements, you might want to configure 
some MVR receiver VLANs in proxy mode and others that are associated with the same 
MVLAN in transparent mode. 


In a multiple-tier topology, for the remaining switches that are not the uppermost switch, configure 
each MVR receiver VLAN on each switch to operate in transparent mode. An MVR receiver VLAN 
operates in transparent mode by default if you do not set the mode explicitly, so this step is optional 
on these switches. 


[edit protocols igmp-snooping] 
user@switch# set vlan vian-name data-forwarding receiver mode transparent 


For example, configure two MVR receiver VLANs v10 and v20 that are associated with the MVLAN 
named mvlan to use transparent mode: 


[edit protocols igmp-snooping] 
user@switch# set vlan v10 data-forwarding receiver mode transparent 
[edit protocols igmp-snooping] 
user@switch# set vlan v20 data-forwarding receiver mode transparent 


NOTE: 


5. Configure a multicast router port in the upstream direction for the MVLAN on the MVR switch ina 


single-tier topology or on the MVR switch in each tier of a multiple-tier topology: 
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[edit protocols igmp-snooping] 
user@switch# set vlan mvlan-name interface interface-name multicast-router-interface 


For example, configure a multicast router interface ge-0/0/10.0 for the MVLAN named mvlan: 


[edit protocols igmp-snooping] 
user@switch# set vlan mvlan interface ge-0/0/10.0 multicast-router-interface 


. Onan MVR switch connected to the receiver hosts with trunk or access ports (applies only to the 
lowest tier in a multiple-tier topology), configure MVLAN tag translation on MVR receiver VLANs that 
have trunk ports, so hosts on the trunk ports can receive the multicast stream with the packets tagged 
with their own VLANs: 


[edit protocols igmp-snooping] 
user@switch# set vlan vian-name data-forwarding receiver translate 


For example, a switch connects to receiver hosts on MVR receiver VLAN v10 using a trunk port, but 
reaches receiver hosts on MVR receiver VLAN v20 on an access port, so configure the MVR translate 


option only on VLAN v10: 


[edit protocols igmp-snooping] 
user@switch# set vlan v10 data-forwarding receiver translate 


. (Optional and applicable only to MVR receiver VLANs configured in transparent mode) Install forwarding 
entries for an MVR receiver VLAN as well as the MVLAN: 


[edit protocols igmp-snooping] 


user@switch# set vlan vian-name data-forwarding receiver install 


NOTE: This option cannot be configured for an MVR receiver VLAN configured in proxy 


mode. 


For example: 


[edit protocols igmp-snooping] 
user@switch# set vlan v20 data-forwarding receiver install 
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Figure 30 on page 238 illustrates a single-tier access layer topology in which MVR is employed with an 
MVLAN named mvlan and receiver hosts on MVR receiver VLANs v10 and v20. A sample of the 
recommended MVR configuration for this topology follows the figure. 


Figure 30: MVR in a Single-Tier Topology 
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The MVR switch in Figure 30 on page 238 is configured in proxy mode, connects to the upstream multicast 
router on interface INTF-1, and connects to receiver hosts on v10 using trunk port INTF-2 and on v20 
using access port INTF-3. The switch is configured to translate MVLAN tags in the multicast stream into 
the receiver VLAN tags only for v10 on INTF-2. 


# Receiver VLAN configuration before configuring MVR 
set interfaces INTF-1 unit 0 family ethernet-switching vlan members v10 
set interfaces INTF-1 unit 0 family ethernet-switching vlan members v20 


set interfaces INTF-1 unit 0 family ethernet-switching interface-mode trunk 


set interfaces INTF-2 unit 0 family ethernet-switching vlan members v10 


set interfaces INTF-2 unit 0 family ethernet-switching interface-mode trunk 


























set interfaces INTF-3 unit 0 family ethernet-switching vlan members v20 


set vlans vl0 vlan-id 10 





set vlans v20 vlan-id 20 


set protocols igmp-snooping vlan v10 





set protocols igmp-snooping vlan vl0 interface INTF-1 multicast-—router-interfac 


set protocols igmp-snooping vlan v20 


239 





set protocols igmp-snooping vlan v20 interface INTF-1 multicast-router-interfac 


# Additional configuration for MVR 


set interfaces INTF-1 unit 0 family ethernet-switching vlan members mvlan 
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Figure 31 on page 240 illustrates a two-tier access layer topology in which MVR is employed with an MVLAN 
named mvlan, MVR receiver VLANs v10 and v20, and receiver hosts connected to trunk port INTF-4 on 
v10 and access port INTF-5 on v20. A sample of the recommended MVR configuration for this topology 
follows the figure. 


Figure 31: MVR in a Multiple-Tier Topology 
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The upper switch in Figure 31 on page 240 connects to the upstream multicast router on INTF-1, and the 
lower switch connects to the upper switch on INTF-3, both configured as trunk ports and multicast router 
interfaces in the MVLAN. The upper switch is configured in proxy mode and the lower switch is configured 
in transparent mode for all MVR receiver VLANs. The lower switch is configured to translate MVLAN tags 
in the multicast stream into the receiver VLAN tags for v10 on INTF-4. 
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set interfaces INTF-3 unit 0 family ethernet-switching vlan members mvlan 


set protocols igmp-snooping vlan mvlan data-forwarding source groups 233.252.0.0/8 





set protocols igmp-snooping vlan mvlan interface INTF-3 multicast-router-interfac 


set vlans mvlan vlan-id 100 
set protocols igmp-snooping vlan vl0 data-forwarding receiver source-list mvlan 
set protocols igmp-snooping vlan vl0 data-forwarding receiver mode transparent 


set protocols igmp-snooping vlan vl0 data-forwarding receiver translate 


set protocols igmp-snooping vlan v20 data-forwarding receiver source-list mvlan 

















set protocols igmp-snooping vlan v20 data-forwarding receiver mode transparent 


Viewing MVLAN and MVR Receiver VLAN Information on EX Series Switches with ELS 


On EX Series switches with the Enhanced Layer 2 Software (ELS) configuration style that support MVR, 
you can use the show igmp snooping data-forwarding command to view information about the MVLANs 
and MVR receiver VLANs configured on a switch, as follows: 


user@host> show igmp snooping data-forwarding 


Instance: default-switch 


Vian: v2 

Learning-Domain : default 

Type : MVR Source Vlan 
Group subnet g 225.05,0.0/28 


Receiver vlans: 
walleyals wil 


wileing WS 


Vian: vl 

Learning-Domain : default 

Type : MVR Receiver Vlan 
ode : PROXY 





Egress translate : FALSE 











Install route : FALSE 





Source vians: 


wileing WZ, 


Wiens ws 


Learning-Domain : default 
Type : MVR Receiver Vlan 
ode : TRANSPARENT 











Egress translate : FALSE 











Install route 3 APNEA 
Source vians: 


Wikeing wz) 


MVLANSs are listed as Type: MVR Source Vlan with the associated group subnet range and MVR receiver 
VLANs. MVR receiver VLANs are listed as Type: MVR Receiver Vlan with the associated source MVLANs 


and configured options (proxy or transparent mode, VLAN tag translation, and installation of receiver 
VLAN forwarding entries). 


In addition, the show igmp snooping interface and show igmp snooping membership commands on ELS 
EX Series switches list MVR receiver VLAN interfaces under both the MVR receiver VLAN and its MVLAN, 
and display the output field Data-forwarding receiver: yes when MVR receiver ports are listed under the 


MVLAN. This field is not displayed for other interfaces in an MVLAN listed under the MVLAN that are not 
in MVR receiver VLANs. 
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Configuring Multicast VLAN Registration on non-ELS EX Series Switches 


When you configure MVR on EX Series switches that do not support Enhanced Layer 2 Software (ELS) 
configuration style, the following contraints apply: 


e MVR is supported on VLANs running IGMP version 2 (IGMPv2) only. 


e AVLAN can be configured as an MVLAN or an MVR receiver VLAN, but not both. However, an MVR 
receiver VLAN can be associated with more than one MVLAN. 


e An MVLAN can be the source for only one multicast group subnet, so multiple MVLANs configured on 
a switch must have disjoint multicast group subnets. 


e After you configure a VLAN as an MVLAN, that VLAN is no longer available for other uses. 
e You cannot enable multicast protocols on VLAN interfaces that are members of MVLANSs. 


e If you configure an MVLAN in proxy mode, IGMP snooping proxy mode is automatically enabled on all 
MVR receiver VLANs of this MVLAN. If a VLAN is an MVR receiver VLAN for multiple MVLANs, all of 
the MVLANs must have proxy mode enabled or all must have proxy mode disabled. You can enable 
proxy mode only on VLANs that are configured as MVR source VLANs and that are not configured for 
Q-in-Q tunneling. 


e You cannot configure proxy mode with the install option to also install forwarding entries for received 
IGMP packets on an MVR receiver VLAN. 


To configure MVR on switches that do not support ELS: 


1. Configure the VLAN named mv0 to be an MVLAN: 


[edit protocols] 
user@switch# set igmp-snooping vlan mvO data-forwarding source groups 225.10.0.0/16 


2. Configure the MVLAN mv0 to be a proxy VLAN: 


[edit protocols] 
user@switch# set igmp-snooping vlan mvO proxy source-address 10.0.0.1 


3. Configure the VLAN named v2 to be an MVR receiver VLAN with mv0 as its source: 


[edit protocols] 
user@switch# set igmp-snooping vlan v2 data-forwarding receiver source-vlans mvO 


4. Install forwarding entries in the MVR receiver VLAN: 


245 


[edit protocols] 
user@switch# set igmp-snooping vlan v2 data-forwarding receiver install 


SEE ALSO 


Example: Configuring Multicast VLAN Registration on EX Series Switches Without ELS | 245 


RELATED DOCUMENTATION 


| Understanding Multicast VLAN Registration | 221 


Example: Configuring Multicast VLAN Registration on EX Series Switches 
Without ELS 


IN THIS SECTION 


@ Requirements | 246 
@ = Overview and Topology | 246 
® Configuration | 248 


Multicast VLAN registration (MVR) enables hosts that are not part of a multicast VLAN (MVLAN) to receive 
multicast streams from the MVLAN, which enable the MVLAN to be shared across the Layer 2 network 
and eliminate the need to send duplicate multicast streams to each requesting VLAN in the network. Hosts 
remain in their own VLANs for bandwidth and security reasons. 


NOTE: This example describes configuring MVR only on EX Series and QFX Series switches that 
do not support the Enhanced Layer 2 Software configuration style. 
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Requirements 


This example uses the following hardware and software components: 


e One EX Series or QFX Series switch 


e Junos OS Release 9.6 or later for EX Series switches or Junos OS Release 12.3 or later for the QFX Series 
Before you configure MVR, be sure you have: 


e Configured two or more VLANs on the switch. See the task for your platform: 
e Example: Setting Up Bridging with Multiple VLANs for EX Series Switches 
e Example: Setting Up Bridging with Multiple VLANs on Switches for the QFX Series and EX4600 switch 


e Connected the switch to a network that can transmit IPTV multicast streams from a video server. 


e Connected a host that is capable of receiving IPTV multicast streams to an interface in one of the VLANs. 


Overview and Topology 


In a standard Layer 2 network, a multicast stream received on one VLAN is never distributed to interfaces 
outside that VLAN. If hosts in multiple VLANs request the same multicast stream, a separate copy of that 
multicast stream is distributed to the requesting VLANs. 


MVR introduces the concept of a multicast source VLAN (MVLAN), which is created by MVR and becomes 
the only VLAN over which multicast traffic flows throughout the Layer 2 network. Multicast traffic can 
then be selectively forwarded from interfaces on the MVLAN (source ports) to hosts that are connected 
to interfaces (multicast receiver ports) that are not part of the multicast source VLAN. When you configure 
an MVLAN, you assign a range of multicast group addresses to it. You then configure other VLANs to be 
MVR receiver VLANs, which receive multicast streams from the MVLAN. The MVR receiver ports comprise 
all the interfaces that exist on any of the MVR receiver VLANs. 


You can configure MVR to operate in one of two modes: transparent mode (the default mode) or proxy 
mode. Both modes enable MVR to forward only one copy of a multicast stream to the Layer 2 network. 


In transparent mode, the switch receives one copy of each IPTV multicast stream and then replicates the 
stream only to those hosts that want to receive it, while forwarding all other types of multicast traffic 
without modification. Figure 32 on page 247 shows how MVR operates in transparent mode. 


In proxy mode, the switch acts as a proxy for the IGMP multicast router in the MVLAN for MVR group 
memberships established in the MVR receiver VLANs and generates and sends IGMP packets into the 
MVLAN as needed. “MVR Proxy Mode” on page 224 shows how MVR operates in proxy mode. 


This example shows how to configure MVR in both transparent mode and proxy mode on an EX Series 
switch or the QFX Series. The topology includes a video server that is connected to a multicast router, 
which in turn forwards the IPTV multicast traffic in the MVLAN to the Layer 2 network. 
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Figure 32 on page 247 shows the MVR topology in transparent mode. Interfaces P1 and P2 on Switch C 
belong to service VLAN sO and MVLAN mv0O. Interface P4 of Switch C also belongs to service VLAN sO. 
In the upstream direction of the network, only non-IPTV traffic is being carried in individual customer 
VLANs of service VLAN sO. VLAN cO is an example of this type of customer VLAN. IPTV traffic is being 
carried on MVLAN mv0. If any host on any customer VLAN connected to port P4 requests an MVR stream, 
Switch C takes the stream from VLAN mv0 and replicates that stream onto port P4 with tag mvO. IPTV 
traffic, along with other network traffic, flows from port P4 out to the Digital Subscriber Line Access 
Multiplexer (DSLAM) D1. 


Figure 32: MVR Topology in Transparent Mode 
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“MVR Proxy Mode” on page 224 shows the MVR topology in proxy mode. Interfaces P1 and P2 on Switch 
C belong to MVLAN mv0 and customer VLAN cO. Interface P4 on Switch C is an access port of customer 
VLAN cO. In the upstream direction of the network, only non-IPTV traffic is being carried on customer 
VLAN cO. Any IPTV traffic requested by hosts on VLAN cO is replicated untagged to port P4 based on 
streams received in MVLAN mv0. IPTV traffic flows from port P4 out to an IPTV-enabled device in Host 
H1. Other traffic, such as data and voice traffic, also flows from port P4 to other network devices in Host 
H1. 
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Figure 33: MVR Topology in Proxy Mode 
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For information on VLAN tagging, see the topic for your platform: 


e Understanding Bridging and VLANs on Switches 


Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit protocols igmp-snooping] hierarchy level. 


set vlan mvO data-forwarding source groups 225.10.0.0/16 
set vlan v2 data-forwarding receiver source-vlans mvO 

set vlan v2 data-forwarding receiver install 

set vlan mvO proxy source-address 10.1.1.1 
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Step-by-Step Procedure 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure MVR: 


1. Configure VLAN mv0 to be an MVLAN: 


[edit protocols igmp-snooping] 
user@switch# set vlan mvO data-forwarding source groups 225.10.0.0/16 


2. Configure VLAN v2 to be a multicast receiver VLAN with mv0 as its source: 


[edit protocols igmp-snooping] 
user@switch# set vlan v2 data-forwarding receiver source-vlans mvO 


3. (Optional) Install forwarding entries in the multicast receiver VLAN v2: 


[edit protocols igmp-snooping] 
user@switch# set vlan v2 data-forwarding receiver install 


4. (Optional) Configure MVR in proxy mode: 


[edit protocols igmp-snooping] 
user@switch# set vlan mvO proxy source-address 10.1.1.1 


Results 


From configuration mode, confirm your configuration by entering the show command at the [edit protocols 
igmp-snooping] hierarchy level. If the output does not display the intended configuration, repeat the 
instructions in this example to correct the configuration. 


[edit protocols igmp-snooping] 
user@switch# show 
vlan mvO { 
proxy { 
source-address 10.1.1.1; 
} 
data-forwarding { 
source { 
groups 225.10.0.0/16; 


} 
} 
} 
vian v2 { 
data-forwarding { 
receiver { 
source-vlans mvO; 
install; 


RELATED DOCUMENTATION 


Configuring Multicast VLAN Registration on EX Series Switches | 232 
Understanding Multicast VLAN Registration | 221 
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CHAPTER 6 


Understanding PIM 


IN THIS CHAPTER 


@ PIM Overview | 252 
@ PIM on Aggregated Interfaces | 255 


| PIM Overview 


The predominant multicast routing protocol in use on the Internet today is Protocol Independent Multicast, 
or PIM. The type of PIM used on the Internet is PIM sparse mode. PIM sparse mode is so accepted that 
when the simple term “PIM” is used in an Internet context, some form of sparse mode operation is assumed. 


PIM emerged as an algorithm to overcome the limitations of dense-mode protocols such as the Distance 
Vector Multicast Routing Protocol (DVMRP), which was efficient for dense clusters of multicast receivers, 
but did not scale well for the larger, sparser, groups encountered on the Internet. The Core Based Trees 
(CBT) Protocol was intended to support sparse mode as well, but CBT, with its all-powerful core approach, 
made placement of the core critical, and large conference-type applications (many-to-many) resulted in 
bottlenecks in the core. PIM was designed to avoid the dense-mode scaling issues of DVMRP and the 
potential performance issues of CBT at the same time. 


Starting in Junos OS Release 15.2, only PIM version 2 is supported. In the CLI, the command for specifying 
a version (1 or 2) is removed. 


PIMv1 and PIMv2 can coexist on the same routing device and even on the same interface. The main 
difference between PIMv1 and PIMv2 is the packet format. PIMv1 messages use Internet Group 
Management Protocol (IGMP) packets, whereas PIMv2 has its own IP protocol number (103) and packet 
structure. All routing devices connecting to an IP subnet such as a LAN must use the same PIM version. 
Some PIM implementations can recognize PIMv1 packets and automatically switch the routing device 
interface to PIMv1. Because the difference between PIMv1 and PIMv2 involves the message format, but 
not the meaning of the message or how the routing device processes the PIM message, a routing device 
can easily mix PIMv1 and PIMv2 interfaces. 


PIM is used for efficient routing to multicast groups that might span wide-area and interdomain 
internetworks. It is called “protocol independent” because it does not depend ona particular unicast routing 
protocol. Junos OS supports bidirectional mode, sparse mode, dense mode, and sparse-dense mode. 


NOTE: ACX Series routers supports only sparse mode. Dense mode on ACX series is supported 
only for control multicast groups for auto-discovery of rendezvous point (auto-RP). 


PIM operates in several modes: bidirectional mode, sparse mode, dense mode, and sparse-dense mode. 
In sparse-dense mode, some multicast groups are configured as dense mode (flood-and-prune, [S,G] state) 
and others are configured as sparse mode (explicit join to rendezvous point [RP], [*,G] state). 


PIM drafts also establish a mode known as PIM source-specific mode, or PIM SSM. In PIM SSM there is 
only one specific source for the content of a multicast group within a given domain. 


Because the PIM mode you choose determines the PIM configuration properties, you first must decide 
whether PIM operates in bidirectional, sparse, dense, or sparse-dense mode in your network. Each mode 
has distinct operating advantages in different network environments. 


e Insparse mode, routing devices must join and leave multicast groups explicitly. Upstream routing devices 
do not forward multicast traffic to a downstream routing device unless the downstream routing device 
has sent an explicit request (by means of a join message) to the rendezvous point (RP) routing device to 
receive this traffic. The RP serves as the root of the shared multicast delivery tree and is responsible for 
forwarding multicast data from different sources to the receivers. 


Sparse mode is well suited to the Internet, where frequent interdomain join messages and prune messages 


are common. 


Starting in Junos OS Release 19.2R1, on SRX300, SRX320, SRX340, SRX345, SRX550, SRX1500, and 
vSRX 2.0 and vSRX 3.0 (with 2 vCPUs) Series devices, Protocol Independent Multicast (PIM) using 
point-to-multipoint (P2MP) mode supports AutoVPN and Auto Discovery VPN in which a new p2mp 
interface type is introduced for PIM. The p2mp interface tracks all PIM joins per neighbor to ensure 
multicast forwarding or replication only happens to those neighbors that are in joined state. In addition, 
the PIM using point-to-multipoint mode supports chassis cluster mode. 


NOTE: On all the EX series switches (except EX4300 and EX9200), QFX5100 switches, and 
OCX series switches, the rate limit is set to 1pps per SG to avoid overwhelming the rendezvous 
point (RP), First hop router (FHR) with PIM-sparse mode (PIM-SM) register messages and cause 
CPU hogs. This rate limit helps in improving scaling and convergence times by avoiding duplicate 
packets being trapped, and tunneled to RP in software. (Platform support depends on the 
Junos OS release in your installation.) 


Bidirectional PIM is similar to sparse mode, and is especially suited to applications that must scale to 


support a large number of dispersed sources and receivers. In bidirectional PIM, routing devices build 
shared bidirectional trees and do not switch to a source-based tree. Bidirectional PIM scales well because 
it needs no source-specific (S,G) state. Instead, it builds only group-specific (*,G) state. 
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e Unlike sparse mode and bidirectional mode, in which data is forwarded only to routing devices sending 
an explicit PIM join request, dense mode implements a flood-and-prune mechanism, similar to the Distance 
Vector Multicast Routing Protocol (DVMRP). In dense mode, a routing device receives the multicast 
data on the incoming interface, then forwards the traffic to the outgoing interface list. Flooding occurs 
periodically and is used to refresh state information, such as the source IP address and multicast group 
pair. If the routing device has no interested receivers for the data, and the outgoing interface list becomes 
empty, the routing device sends a PIM prune message upstream. 


Dense mode works best in networks where few or no prunes occur. In such instances, dense mode is 
actually more efficient than sparse mode. 


Sparse-dense mode, as the name implies, allows the interface to operate on a per-group basis in either 
sparse or dense mode. A group specified as “dense” is not mapped to an RP. Instead, data packets 
destined for that group are forwarded by means of PIM dense mode rules. A group specified as “sparse” 
is mapped to an RP, and data packets are forwarded by means of PIM sparse-mode rules. Sparse-dense 
mode is useful in networks implementing auto-RP for PIM sparse mode. 


NOTE: On SRX Series devices, PIM does not support upstream and downstream interfaces 
across different virtual routers in flow mode. 


Basic PIM Network Components 


PIM dense mode requires only a multicast source and series of multicast-enabled routing devices running 
PIM dense mode to allow receivers to obtain multicast content. Dense mode makes sure that all multicast 
traffic gets everywhere by periodically flooding the network with multicast traffic, and relies on prune 
messages to make sure that subnets where all receivers are uninterested in that particular multicast group 
stop receiving packets. 


PIM sparse mode is more complicated and requires the establishment of special routing devices called 
rendezvous points (RPs) in the network core. These routing devices are where upstream join messages from 
interested receivers meet downstream traffic from the source of the multicast group content. A network 
can have many RPs, but PIM sparse mode allows only one RP to be active for any multicast group. 


If there is only one RP in a routing domain, the RP and adjacent links might become congested and form 
a single point of failure for all multicast traffic. Thus, multiple RPs are the rule, but the issue then becomes 
how other multicast routing devices find the RP that is the source of the multicast group the receiver is 
trying to join. This RP-to-group mapping is controlled by a special bootstrap router (BSR) running the PIM 
BSR mechanism. There can be more than one bootstrap router as well, also for single-point-of-failure 


reasons. 


The bootstrap router does not have to be an RP itself, although this is a common implementation. The 
bootstrap router's main function is to manage the collection of RPs and allow interested receivers to find 
the source of their group's multicast traffic. PIM bootstrap messages are sourced from the loopback address, 
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which is always up. The loopback address must be routable. If it is not routable, then the bootstrap router 
is unable to send bootstrap messages to update the RP domain members. The show pim bootstrap command 
displays only those bootstrap routers that have routable loopback addresses. 


PIM SSM can be seen as a subset of a special case of PIM sparse mode and requires no specialized 
equipment other than that used for PIM sparse mode (and IGMP version 3). 


Bidirectional PIM RPs, unlike RPs for PIM sparse mode, do not need to perform PIM Register tunneling or 
other specific protocol action. Bidirectional PIM RPs implement no specific functionality. RP addresses 
are simply a location in the network to rendezvous toward. In fact, for bidirectional PIM, RP addresses 
need not be loopback interface addresses or even be addresses configured on any routing device, as long 
as they are covered by a subnet that is connected to a bidirectional PIM-capable routing device and 
advertised to the network. 


Release History Table 


Release Description 


19.2R1 Starting in Junos OS Release 19.2R1, on SRX300, SRX320, SRX340, SRX345, SRX550, SRX1500, 
and vSRX 2.0 and vSRX 3.0 (with 2 vCPUs) Series devices, Protocol Independent Multicast (PIM) 
using point-to-multipoint (P2MP) mode supports AutoVPN and Auto Discovery VPN in which a 
new p2mp interface type is introduced for PIM. 


15:2 Starting in Junos OS Release 15.2, only PIM version 2 is supported. In the CLI, the command for 
specifying a version (1 or 2) is removed. 


RELATED DOCUMENTATION 


| Supported IP Multicast Protocol Standards | 19 


| PIM on Aggregated Interfaces 


You can configure several Protocol Independent Multicast (PIM) features on an interface regardless of its 
PIM mode (bidirectional, sparse, dense, or sparse-dense mode). 


NOTE: ACX Series routers supports only sparse mode. Dense mode on ACX series is supported 
only for control multicast groups for auto-discovery of rendezvous point (auto-RP). 
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If you configure PIM on an aggregated (ae- or as-) interface, each of the interfaces in the aggregate is 
included in the multicast output interface list and carries the single stream of replicated packets in a 
load-sharing fashion. The multicast aggregate interface is “expanded” into its constituent interfaces in the 


next-hop database. 


RELATED DOCUMENTATION 


Junos OS Network Interfaces Library for Routing Devices 
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CHAPTER 7 


Configuring PIM Basics 


IN THIS CHAPTER 
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Changing the PIM Version | 258 

Optimizing the Number of Multicast Flows on QFabric Systems | 258 

Modifying the PIM Hello Interval | 259 
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| Configuring Multiple Instances of PIM 


PIM instances are supported only for VRF instance types. You can configure multiple instances of PIM to 
support multicast over VPNs. 


To configure multiple instances of PIM, include the following statements: 


routing-instances { 
routing-instance-name { 
interface interface-name; 
instance-type vrf; 
protocols { 
pim { 
... pim-configuration ... 


You can include the statements at the following hierarchy levels: 


e [edit routing-instances routing-instance-name protocols] 
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e [edit logical-systems logical-system-name routing-instances routing-instance-name protocols] 


RELATED DOCUMENTATION 


Multicast Protocols User Guide 


Junos OS VPNs Library for Routing Devices 


| Changing the PIM Version 


Starting in Junos OS Release 15.2, it is no longer necessary to configure the PIM version. Support for PIM 
version 1 has been removed and the remaining, default, version is PIM 2. 


PIM version 2 is the default for both rendezvous point (RP) mode (at the [edit protocols pim rp static 
address address] hierarchy level) and for interface mode (at the [edit protocols pim interface interface-name] 
hierarchy level). 


Release History Table 


Release Description 
15.2 Starting in Junos OS Release 15.2, it is no longer necessary to configure the PIM 
version. 


| Optimizing the Number of Multicast Flows on QFabric Systems 


Because of the distributed nature of QFabric systems, the default configuration does not allow the maximum 
number of supported Layer 3 multicast flows to be created. To allow a QFabric system to create the 
maximum number of supported flows, configure the following statement: 


set fabric routing-options multicast fabric-optimized-distribution 


After configuring this statement, you must reboot the QFabric Director group to make the change take 
effect. 


RELATED DOCUMENTATION 
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| Modifying the PIM Hello Interval 


Routing devices send hello messages at a fixed interval on all PIM-enabled interfaces. By using hello 
messages, routing devices advertise their existence as PIM routing devices on the subnet. With all 
PIM-enabled routing devices advertised, a single designated router for the subnet is established. 


When a routing device is configured for PIM, it sends a hello message at a 30-second default interval. The 
interval range is from O through 255. When the interval counts down to O, the routing device sends another 
hello message, and the timer is reset. A routing device that receives no response from a neighbor in 3.5 
times the interval value drops the neighbor. In the case of a 30-second interval, the amount of time a 
routing device waits for a response is 105 seconds. 


If a PIM hello message contains the hold-time option, the neighbor timeout is set to the hold-time sent in 
the message. If a PIM hello message does not contain the hold-time option, the neighbor timeout is set to 
the default hello hold time. 


To modify how often the routing device sends hello messages out of an interface: 


1. This example shows the configuration for the routing instance. Configure the interface globally or in 
the routing instance. 


[edit routing-instances PIM.master protocols pim interface fe-3/0/2.0] 
user@host# set hello-interval 255 


2. Verify the configuration by checking the Hello Option Holdtime field in the output of the show pim 
neighbors detail command. 


user@host> show pim neighbors detail 


insiecineSs IAIN oiMelsieeie 

Interface: fe-3/0/2.0 

Acloheassy IIL Ws IVa. 37, Wawa, IM we, IWMioclas SjeuesS 

Hello Option Holdtime: 255 seconds 

Hello Option DR Priority: 1 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 
Join Suppression supported 

Rx Join: Group Source Timeout 

223 55161 192,168.195.78 O 

BAS oiled O 


IMESTEEACSS Lod, © 

Address: 10.255.245.91, IPv4, PIM v2, Mode: Sparse 
Hello Option Holdtime: 255 seconds 

HedlomOprE tone DR EraiCrsltayecm | 


Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 


Interface: pd-6/0/0.32768 

Address: 0.0.0.0, IPv4, PIM v2, Mode: Sparse 

Hello Option Holdtime: 255 seconds 

Helom@pie Lone D Rey eratOrstayecmnO) 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 
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Preserving Multicast Performance by Disabling Response to the ping Utility 


The ping utility uses ICMP Echo messages to verify connectivity to any device with an IP address. However, 
in the case of multicast applications, a single ping sent to a multicast address can degrade the performance 
of routers because the stream of packets is replicated multiple times. 


You can disable the router's response to ping (ICMP Echo) packets sent to multicast addresses. The system 
responds normally to unicast ping packets. 


To disable the router's response to ping packets sent to multicast addresses: 


1. Include the no-multicast-echo statement: 


[edit system] 
user@host# set no-multicast-echo 


2. Verify the configuration by checking the echo drops with broadcast or multicast destination address 
field in the output of the show system statistics icmp command. 


user@host> show system statistics icmp 


icmp: 


0 drops due to rate limit 


0 calls to icmp_error 


0 errors not generated because old message was icmp 





Output histogram: 


echo reply: 21 
0 messages with 
QO messages less 
0 messages with 
0 messages with 


0 messages with 


bad code fields 

than the minimum length 
bad checksum 

bad source address 

bad length 


100 echo drops with broadcast or multicast destination address 


0 timestamp drops with broadcast or multicast destination address 


Input histogram: 


echo: 21 





21 message responses generated 
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Disable the Routing Engine Response to Multicast Ping Packets 


show system statistics icmp 


| Configuring PIM Trace Options 


Tracing operations record detailed messages about the operation of routing protocols, such as the various 


types of routing protocol packets sent and received, and routing policy actions. You can specify which 


trace operations are logged by including specific tracing flags. The following table describes the flags that 


you can include. 


Flag 


all 


assert 


autorp 


bidirectional-df-election 


Description 

Trace all operations. 

Trace assert messages, which are used to resolve which of the parallel 
routers connected to a multiaccess LAN is responsible for forwarding 
packets to the LAN. 


Trace bootstrap, RP, and auto-RP messages. 


Trace bidirectional PIM designated-forwarder (DF) election events. 
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Flag 


bootstrap 


general 


graft 


hello 


join 


mdt 


normal 


nsr-synchronization 


packets 


policy 


prune 


register 


route 


rp 


state 


task 


timer 
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Description 

Trace bootstrap messages, which are sent periodically by the PIM 
domain's bootstrap router and are forwarded, hop by hop, to all 
routers in that domain. 

Trace general events. 


Trace graft and graft acknowledgment messages. 


Trace hello packets, which are sent so that neighboring routers can 
discover one another. 


Trace join messages, which are sent to join a branch onto the 
multicast distribution tree. 


Trace messages related to multicast data tunnels. 


Trace normal events. 


Trace nonstop routing synchronization events 


Trace all PIM packets. 


Trace poison-route-reverse packets. 


Trace prune messages, which are sent to prune a branch off the 
multicast distribution tree. 


Trace register and register-stop messages. Register messages are 
sent to the RP when a multicast source first starts sending to a group. 


Trace routing information. 


Trace candidate RP advertisements. 


Trace state transitions. 


Trace task processing. 


Trace timer processing. 


In the following example, tracing is enabled for all routing protocol packets. Then tracing is narrowed to 
focus only on PIM packets of a particular type. 


To configure tracing operations for PIM: 


1. (Optional) Configure tracing at the [routing-options hierarchy level to trace all protocol packets. 


[edit routing-options traceoptions] 
user@host# set file all-packets-trace 
user@host¢# set flag all 


2. Configure the filename for the PIM trace file. 


[edit protocols pim traceoptions] 
user@host# set file pim-trace 


3. (Optional) Configure the maximum number of trace files. 


[edit protocols pim traceoptions] 
user@host# set file files 5 


4. (Optional) Configure the maximum size of each trace file. 


[edit protocols pim traceoptions] 
user@host# set file size 1m 


5. (Optional) Enable unrestricted file access. 


[edit protocols pim traceoptions] 
user@host# set file world-readable 


6. Configure tracing flags. 
Suppose you are troubleshooting issues with PIM version 1 control packets that are received on an 
interface configured for PIM version 2. The following example shows how to trace messages associated 
with this problem. 


[edit protocols pim traceoptions] 
user@host# set flag packets | match “Rx V1 Require V2” 
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7. View the trace file. 


user@host> file list /var/log 
user@host> file show /var/log/pim-trace 


RELATED DOCUMENTATION 


PIM Overview | 252 
Tracing and Logging Junos OS Operations 


| Configuring BFD for PIM 


The Bidirectional Forwarding Detection (BFD) Protocol is a simple hello mechanism that detects failures 
in a network. BFD works with a wide variety of network environments and topologies. A pair of routing 
devices exchanges BFD packets. Hello packets are sent at a specified, regular interval. A neighbor failure 
is detected when the routing device stops receiving a reply after a specified interval. The BFD failure 
detection timers have shorter time limits than the Protocol Independent Multicast (PIM) hello hold time, 
so they provide faster detection. 


The BFD failure detection timers are adaptive and can be adjusted to be faster or slower. The lower the 
BFD failure detection timer value, the faster the failure detection and vice versa. For example, the timers 
can adapt to a higher value if the adjacency fails (that is, the timer detects failures more slowly). Or a 
neighbor can negotiate a higher value for a timer than the configured value. The timers adapt to a higher 
value when a BFD session flap occurs more than three times in a span of 15 seconds. A back-off algorithm 
increases the receive (Rx) interval by two if the local BFD instance is the reason for the session flap. The 
transmission (Tx) interval is increased by two if the remote BFD instance is the reason for the session flap. 
You can use the clear bfd adaptation command to return BFD interval timers to their configured values. 
The clear bfd adaptation command is hitless, meaning that the command does not affect traffic flow on 
the routing device. 


You must specify the minimum transmit and minimum receive intervals to enable BFD on PIM. 
To enable failure detection: 


1. Configure the interface globally or in a routing instance. 


This example shows the global configuration. 


[edit protocols pim] 
user@host# edit interface fe-1/0/0.0 family inet bfd-liveness-detection 
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. Configure the minimum transmit interval. 


This is the minimum interval after which the routing device transmits hello packets to a neighbor with 
which it has established a BFD session. Specifying an interval smaller than 300 ms can cause undesired 
BFD flapping. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set transmit-interval 350 


. Configure the minimum interval after which the routing device expects to receive a reply from a neighbor 
with which it has established a BFD session. 


Specifying an interval smaller than 300 ms can cause undesired BFD flapping. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set minimum-receive-interval 350 


. (Optional) Configure other BFD settings. 


As an alternative to setting the receive and transmit intervals separately, configure one interval for 
both. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set minimum-interval 350 


. Configure the threshold for the adaptation of the BFD session detection time. 
When the detection time adapts to a value equal to or greater than the threshold, a single trap anda 


single system log message are sent. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set detection-time threshold 800 


. Configure the number of hello packets not received by a neighbor that causes the originating interface 
to be declared down. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set multiplier 50 
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7. Configure the BFD version. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set version 1 


8. Specify that BFD sessions should not adapt to changing network conditions. 
We recommend that you not disable BFD adaptation unless it is preferable not to have BFD adaptation 


enabled in your network. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set no-adaptation 


9. Verify the configuration by checking the output of the show bfd session command. 
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| show bfd session 


| Configuring BFD Authentication for PIM 


IN THIS SECTION 


@ = Configuring BFD Authentication Parameters | 267 


@ Viewing Authentication Information for BFD Sessions | 268 


1. Specify the BFD authentication algorithm for the PIM protocol. 
2. Associate the authentication keychain with the PIM protocol. 


3. Configure the related security authentication keychain. 


Beginning with Junos OS Release 9.6, you can configure authentication for Bidirectional Forwarding 
Detection (BFD) sessions running over Protocol Independent Multicast (PIM). Routing instances are also 
supported. 
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The following sections provide instructions for configuring and viewing BFD authentication on PIM: 


Configuring BFD Authentication Parameters 


BFD authentication is only supported in the Canada and United States version of the Junos OS image and 
is not available in the export version. 


To configure BFD authentication: 


1. Specify the algorithm (keyed-md5, keyed-sha-1, meticulous-keyed-md5, meticulous-keyed-sha-1, or 
simple-password) to use for BFD authentication on a PIM route or routing instance. 


[edit protocols pim] 
user@host# set interface ge-0/1/5 family inet bfd-liveness-detection authentication algorithm keyed-sha-1 


NOTE: Nonstop active routing (NSR) is not supported with the meticulous-keyed-md5 and 
meticulous-keyed-sha-1 authentication algorithms. BFD sessions using these algorithms 
might go down after a switchover. 


2. Specify the keychain to be used to associate BFD sessions on the specified PIM route or routing instance 
with the unique security authentication keychain attributes. 


The keychain you specify must match the keychain name configured at the [edit security authentication 
key-chains] hierarchy level. 


[edit protocols pim] 
user@host# set interface ge-0/1/5 family inet bfd-liveness-detection authentication keychain bfd-pim 


NOTE: The algorithm and keychain must be configured on both ends of the BFD session, 
and they must match. Any mismatch in configuration prevents the BFD session from being 
created. 


3. Specify the unique security authentication information for BFD sessions: 
e The matching keychain name as specified in Step 2. 


e At least one key, a unique integer between 0 and 63. Creating multiple keys allows multiple clients 
to use the BFD session. 
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e The secret data used to allow access to the session. 


e The time at which the authentication key becomes active, in the format yyyy-mm-dd.hh:mm:ss. 


[edit security] 
user@host# set authentication-key-chains key-chain bfd-pim key 53 secret $ABC123$/ start-time 
2009-06-14.10:00:00 


NOTE: 


Security Authentication Keychain is not supported on SRX Series devices. 


4. (Optional) Specify loose authentication checking if you are transitioning from nonauthenticated sessions 
to authenticated sessions. 


[edit protocols pim] 
user@host# set interface ge-0/1/5 family inet bfd-liveness-detection authentication loose-check 


5. (Optional) View your configuration by using the show bfd session detail or show bfd session extensive 
command. 


6. Repeat these steps to configure the other end of the BFD session. 


Viewing Authentication Information for BFD Sessions 


You can view the existing BFD authentication configuration by using the show bfd session detail and show 
bfd session extensive commands. 


The following example shows BFD authentication configured for the ge-0/1/5 interface. It specifies the 
keyed SHA-1 authentication algorithm and a keychain name of bfd-pim. The authentication keychain is 
configured with two keys. Key 1 contains the secret data “$ABC123/” and a start time of June 1, 2009, 
at 9:46:02 AM PST. Key 2 contains the secret data “$ABC123/” and astart time of June 1, 2009, at 3:29:20 
PM PST. 


[edit protocols pim] 
interface ge-0/1/5 { 
family inet { 
bfd-liveness-detection { 
authentication { 
key-chain bfd-pim; 


algorithm keyed-sha-1; 


} 
[edit security] 
authentication key-chains { 
key-chain bfd-pim { 
key 1{ 
secret “$ABC123/”; 
start-time “2009-6-1.09:46:02 -0700”; 
} 
key 2 { 
secret “$ABC123/”; 
start-time “2009-6-1.15:29:20 -0700”; 


If you commit these updates to your configuration, you see output similar to the following example. In the 
output for the show bfd session detail command, Authenticate is displayed to indicate that BFD 
authentication is configured. For more information about the configuration, use the show bfd session 
extensive command. The output for this command provides the keychain name, the authentication algorithm 
and mode for each client in the session, and the overall BFD authentication configuration status, keychain 


name, and authentication algorithm and mode. 


show bfd session detail 


user@host# show bfd session detail 


Detect Transmit 
Address State Interface Time Interval Multiplier 
192 60 5252 Up ge-0/1/5.0 0.900 ORS O10 3 


Client PIM, TX interval 0.300, RX interval 0.300, Authenticate 
Session up time 3d 00:34 
Local diagnostic None, remote diagnostic NbrSignal 


Remote state Up, version 1 





Replicated 


show bfd session extensive 


user@host# show bfd session extensive 


Detect Transmit 
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Address State Interface Time Interval Multiplier 
192.052 2 Up ge-0/1/5.0 0.900 ORPs.00) 3 
Client PIM, TX interval 0.300, RX interval 0.300, Authenticate 
keychain bfd-pim, algo keyed-sha-1, mode strict 
Session up time 00:04:42 
Local diagnostic None, remote diagnostic NbrSignal 


Remote state Up, version 1 





Replicated 

Min async interval 0.300, min slow interval 1.000 

Adaptive async TX interval 0.300, RX interval 0.300 

Local min TX interval 0.300, minimum RX interval 0.300, multiplier 3 
Remote min TX interval 0.300, min RX interval 0.300, multiplier 3 


Local discriminator 2, remote discriminator 2 





Echo mode disabled/inactive 


Authentication enabled/active, keychain bfd-pim, algo keyed-sha-1, mode strict 


Release History Table 
Release Description 
9.6 Beginning with Junos OS Release 9.6, you can configure authentication for Bidirectional 


Forwarding Detection (BFD) sessions running over Protocol Independent Multicast (PIM). 


Routing instances are also supported. 


RELATED DOCUMENTATION 


Understanding Bidirectional Forwarding Detection Authentication for PIM | 451 
Configuring BFD for PIM | 264 
authentication-key-chains 


bfd-liveness-detection | 1217 





show bfd session 
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CHAPTER 8 


Routing Content to Densely Clustered Receivers with 
PIM Dense Mode 
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| Understanding PIM Dense Mode 


PIM dense mode is less sophisticated than PIM sparse mode. PIM dense mode is useful for multicast LAN 
applications, the main environment for all dense mode protocols. 


PIM dense mode implements the same flood-and-prune mechanism that DVMRP and other dense mode 
routing protocols employ. The main difference between DVMRP and PIM dense mode is that PIM dense 
mode introduces the concept of protocol independence. PIM dense mode can use the routing table 
populated by any underlying unicast routing protocol to perform reverse-path-forwarding (RPF) checks. 


Internet service providers (ISPs) typically appreciate the ability to use any underlying unicast routing 
protocol with PIM dense mode because they do not need to introduce and manage a separate routing 
protocol just for RPF checks. While unicast routing protocols extended as multiprotocol BGP (MBGP) and 
Multitopology Routing in IS-IS (M-IS-IS) were later employed to build special tables to perform RPF checks, 
PIM dense mode does not require them. 


PIM dense mode can use the unicast routing table populated by OSPF, IS-IS, BGP, and so on, or PIM dense 
mode can be configured to use a special multicast RPF table populated by MBGP or M-IS-IS when performing 
RPF checks. 


Unlike sparse mode, in which data is forwarded only to routing devices sending an explicit request, dense 
mode implements a flood-and-prune mechanism, similar to DVMRP. In PIM dense mode, there is no RP. A 
routing device receives the multicast data on the interface closest to the source, then forwards the traffic 
to all other interfaces (see Figure 34 on page 272), 


Figure 34: Multicast Traffic Flooded from the Source Using PIM Dense Mode 
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Flooding occurs periodically. It is used to refresh state information, such as the source IP address and 
multicast group pair. If the routing device has no interested receivers for the data, and the OIL becomes 
empty, the routing device sends a prune message upstream to stop delivery of multicast traffic (see 
Figure 35 on page 273). 
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Figure 35: Prune Messages Sent Back to the Source to Stop Unwanted Multicast Traffic 
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| Understanding PIM Sparse-Dense Mode 


Sparse-dense mode, as the name implies, allows the interface to operate on a per-group basis in either 
sparse or dense mode. A group specified as dense is not mapped to an RP. Instead, data packets destined 
for that group are forwarded by means of PIM dense-mode rules. A group specified as sparse is mapped 
to an RP, and data packets are forwarded by means of PIM sparse-mode rules. 


For information about PIM sparse-mode and PIM dense-mode rules, see “Understanding PIM Sparse 
Mode” on page 281 and “Understanding PIM Dense Mode” on page 271. 
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| Mixing PIM Sparse and Dense Modes 


It is possible to mix PIM dense mode, PIM sparse mode, and PIM source-specific multicast (SSM) on the 
same network, the same routing device, and even the same interface. This is because modes are effectively 
tied to multicast groups, an IP multicast group address must be unique for a particular group's traffic, and 
scoping limits enforce the division between potential or actual overlaps. 


NOTE: PIM sparse mode was capable of forming shortest-path trees (SPTs) already. Changes 
to PIM sparse mode to support PIM SSM mainly involved defining behavior in the SSM address 
range, because shared-tree behavior is prohibited for groups in the SSM address range. 


A multicast routing device employing sparse-dense mode is a good example of mixing PIM modes on the 
same network or routing device or interface. Dense modes are easy to support because of the flooding, 
but scaling issues make dense modes inappropriate for Internet use beyond very restricted uses. 


| Configuring PIM Dense Mode 
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@ Understanding PIM Dense Mode | 274 
@ Configuring PIM Dense Mode Properties | 276 


Understanding PIM Dense Mode 


PIM dense mode is less sophisticated than PIM sparse mode. PIM dense mode is useful for multicast LAN 
applications, the main environment for all dense mode protocols. 


PIM dense mode implements the same flood-and-prune mechanism that DVMRP and other dense mode 
routing protocols employ. The main difference between DVMRP and PIM dense mode is that PIM dense 
mode introduces the concept of protocol independence. PIM dense mode can use the routing table 
populated by any underlying unicast routing protocol to perform reverse-path-forwarding (RPF) checks. 


Internet service providers (ISPs) typically appreciate the ability to use any underlying unicast routing 
protocol with PIM dense mode because they do not need to introduce and manage a separate routing 
protocol just for RPF checks. While unicast routing protocols extended as multiprotocol BGP (MBGP) and 
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Multitopology Routing in IS-IS (M-IS-IS) were later employed to build special tables to perform RPF checks, 
PIM dense mode does not require them. 


PIM dense mode can use the unicast routing table populated by OSPF, IS-IS, BGP, and so on, or PIM dense 
mode can be configured to use a special multicast RPF table populated by MBGP or M-IS-IS when performing 
RPF checks. 


Unlike sparse mode, in which data is forwarded only to routing devices sending an explicit request, dense 
mode implements a flood-and-prune mechanism, similar to DVMRP. In PIM dense mode, there is no RP. A 
routing device receives the multicast data on the interface closest to the source, then forwards the traffic 
to all other interfaces (see Figure 34 on page 272). 


Figure 36: Multicast Traffic Flooded from the Source Using PIM Dense Mode 
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Flooding occurs periodically. It is used to refresh state information, such as the source IP address and 
multicast group pair. If the routing device has no interested receivers for the data, and the OIL becomes 
empty, the routing device sends a prune message upstream to stop delivery of multicast traffic (see 
Figure 35 on page 273). 


Figure 37: Prune Messages Sent Back to the Source to Stop Unwanted Multicast Traffic 
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Configuring PIM Dense Mode Properties 


In PIM dense mode (PIM-DM), the assumption is that almost all possible subnets have at least one receiver 
wanting to receive the multicast traffic from a source, so the network is flooded with traffic on all possible 
branches, then pruned back when branches do not express an interest in receiving the packets, explicitly 
(by message) or implicitly (time-out silence). LANs are appropriate networks for dense-mode operation. 


By default, PIM is disabled. When you enable PIM, it operates in sparse mode by default. 


You can configure PIM dense mode globally or for a routing instance. This example shows how to configure 
the routing instance and how to specify that PIM dense mode use inet.2 as its RPF routing table instead 
of inet.0. 


To configure the router properties for PIM dense mode: 


1. (Optional) Create an IPv4 routing table group so that interface routes are installed into two routing 
tables, inet.0 and inet.2. 


[edit routing-options rib-groups] 
user@host# set pim-rg export-rib inet.O 
user@host# set pim-rg import-rib [ inet.O inet.2 ] 


2. (Optional) Associate the routing table group with a PIM routing instance. 
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[edit routing-instances PIM.dense protocols pim] 
user@host# set rib-group inet pim-rg 


3. Configure the PIM interface. If you do not specify any interfaces, PIM is enabled on all router interfaces. 
Generally, you specify interface names only if you are disabling PIM on certain interfaces. 


[edit routing-instances PIM.dense protocols pim] 
user@host# set interface (Protocols PIM) fe-0/0/1.0 mode dense 


NOTE: You cannot configure both PIM and Distance Vector Multicast Routing Protocol 
(DVMRP) in forwarding mode on the same interface. You can configure PIM on the same 
interface only if you configured DVMRP in unicast-routing mode. 


4. Monitor the operation of PIM dense mode by running the show pim interfaces, show pim join, show 
pim neighbors, and show pim statistics commands. 


SEE ALSO 


Understanding PIM Dense Mode | 271 
Example: Configuring a Dedicated PIM RPF Routing Table | 1006 
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| Configuring PIM Sparse-Dense Mode 
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@ Configuring PIM Sparse-Dense Mode Properties | 279 


Understanding PIM Sparse-Dense Mode 


Sparse-dense mode, as the name implies, allows the interface to operate on a per-group basis in either 
sparse or dense mode. A group specified as dense is not mapped to an RP. Instead, data packets destined 
for that group are forwarded by means of PIM dense-mode rules. A group specified as sparse is mapped 
to an RP, and data packets are forwarded by means of PIM sparse-mode rules. 


For information about PIM sparse-mode and PIM dense-mode rules, see “Understanding PIM Sparse 
Mode” on page 281 and “Understanding PIM Dense Mode” on page 271. 


SEE ALSO 


Understanding PIM Sparse Mode | 281 
Understanding PIM Dense Mode | 271 


Mixing PIM Sparse and Dense Modes 


It is possible to mix PIM dense mode, PIM sparse mode, and PIM source-specific multicast (SSM) on the 
same network, the same routing device, and even the same interface. This is because modes are effectively 
tied to multicast groups, an IP multicast group address must be unique for a particular group's traffic, and 
scoping limits enforce the division between potential or actual overlaps. 


NOTE: PIM sparse mode was capable of forming shortest-path trees (SPTs) already. Changes 
to PIM sparse mode to support PIM SSM mainly involved defining behavior in the SSM address 
range, because shared-tree behavior is prohibited for groups in the SSM address range. 
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A multicast routing device employing sparse-dense mode is a good example of mixing PIM modes on the 
same network or routing device or interface. Dense modes are easy to support because of the flooding, 
but scaling issues make dense modes inappropriate for Internet use beyond very restricted uses. 


Configuring PIM Sparse-Dense Mode Properties 


Sparse-dense mode allows the interface to operate on a per-group basis in either sparse or dense mode. 
A group specified as “dense” is not mapped to an RP. Instead, data packets destined for that group are 
forwarded by means of PIM dense mode rules. A group specified as “sparse” is mapped to an RP, and data 
packets are forwarded by means of PIM sparse-mode rules. Sparse-dense mode is useful in networks 
implementing auto-RP for PIM sparse mode. 


By default, PIM is disabled. When you enable PIM, it operates in sparse mode by default. 


You can configure PIM sparse-dense mode globally or for a routing instance. This example shows how to 
configure PIM sparse-dense mode globally on all interfaces, specifying that the groups 224.0.1.39 and 
224.0.1.40 are using dense mode. 


To configure the router properties for PIM sparse-dense mode: 


1. Configure the dense-mode groups. 


[protocols pim] 
user@host# set dense-groups 224.0.1.39 
user@host# set dense-groups 224.0.1.40 


2. Configure all interfaces on the routing device to use sparse-dense mode. When configuring all interfaces, 
exclude the fxp0.0 management interface by adding the disable statement for that interface. 


[edit protocols pim] 
user@host# set interface (Protocols PIM) all mode sparse-dense 
user@host# set interface (Protocols PIM) fxp0.0 disable 


3. Monitor the operation of PIM sparse-dense mode by running the show pim interfaces, show pim join, 
show pim neighbors, and show pim statistics commands. 


SEE ALSO 


Understanding PIM Sparse-Dense Mode | 273 
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| Understanding PIM Sparse Mode 


A Protocol Independent Multicast (PIM) sparse-mode domain uses reverse-path forwarding (RPF) to create 
a path from a data source to the receiver requesting the data. When a receiver issues an explicit join 
request, an RPF check is triggered. A (*,G) PIM join message is sent toward the RP from the receiver's 
designated router (DR). (By definition, this message is actually called a join/prune message, but for clarity 
in this description, it is called either join or prune, depending on its context.) The join message is multicast 
hop by hop upstream to the ALL-PIM-ROUTERS group (224.0.0.13) by means of each router's RPF interface 
until it reaches the RP. The RP router receives the (*,G) PIM join message and adds the interface on which 
it was received to the outgoing interface list (OIL) of the rendezvous-point tree (RPT) forwarding state 
entry. This builds the RPT connecting the receiver with the RP. The RPT remains in effect, even if no active 


sources generate traffic. 
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NOTE: State—the (*,G) or (S,G) entries—is the information used for forwarding unicast or multicast 
packets. S is the source IP address, G is the multicast group address, and * represents any source 
sending to group G. Routers keep track of the multicast forwarding state for the incoming and 
outgoing interfaces for each group. 


When a source becomes active, the source DR encapsulates multicast data packets into a PIM register 
message and sends them by means of unicast to the RP router. 


If the RP router has interested receivers in the PIM sparse-mode domain, it sends a PIM join message 
toward the source to build a shortest-path tree (SPT) back to the source. The source sends multicast 
packets out on the LAN, and the source DR encapsulates the packets in a PIM register message and 
forwards the message toward the RP router by means of unicast. The RP router receives PIM register 
messages back from the source, and thus adds a new source to the distribution tree, keeping track of 
sources in a PIM table. Once an RP router receives packets natively (with S,G), it sends a register stop 
message to stop receiving the register messages by means of unicast. 


In actual application, many receivers with multiple SPTs are involved in a multicast traffic flow. To illustrate 
the process, we track the multicast traffic from the RP router to one receiver. In such a case, the RP router 
begins sending multicast packets down the RPT toward the receiver’s DR for delivery to the interested 
receivers. When the receiver’s DR receives the first packet from the RPT, the DR sends a PIM join message 
toward the source DR to start building an SPT back to the source. When the source DR receives the PIM 
join message from the receiver’s DR, it starts sending traffic down all SPTs. When the first multicast packet 
is received by the receiver's DR, the receiver’s DR sends a PIM prune message to the RP router to stop 
duplicate packets from being sent through the RPT. In turn, the RP router stops sending multicast packets 
to the receiver's DR, and sends a PIM prune message for this source over the RPT toward the source DR 
to halt multicast packet delivery to the RP router from that particular source. 


If the RP router receives a PIM register message from an active source but has no interested receivers in 
the PIM sparse-mode domain, it still adds the active source into the PIM table. However, after adding the 
active source into the PIM table, the RP router sends a register stop message. The RP router discovers the 
active source’s existence and no longer needs to receive advertisement of the source (which utilizes 
resources). 


NOTE: If the number of PIM join messages exceeds the configured MTU, the messages are 
fragmented in IPv6é PIM sparse mode. To avoid the fragmentation of PIM join messages, the 
multicast traffic receives the interface MTU instead of the path MTU. 


The major characteristics of PIM sparse mode are as follows: 
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e Routers with downstream receivers join a PIM sparse-mode tree through an explicit join message. 
e PIM sparse-mode RPs are the routers where receivers meet sources. 
e Senders announce their existence to one or more RPs, and receivers query RPs to find multicast sessions. 


e Once receivers get content from sources through the RP, the last-hop router (the router closest to the 
receiver) can optionally remove the RP from the shared distribution tree (*,G) if the new source-based 
tree (S,G) is shorter. Receivers can then get content directly from the source. 


The transitional aspect of PIM sparse mode from shared to source-based tree is one of the major features 
of PIM, because it prevents overloading the RP or surrounding core links. 


There are related issues regarding source, RPs, and receivers when sparse mode multicast is used: 


e Sources must be able to send to all RPs. 

e RPs must all know one another. 

e Receivers must send explicit join messages to a known RP. 

e Receivers initially need to know only one RP (they later learn about others). 
e Receivers can explicitly prune themselves from a tree. 


e Receivers that never transition to a source-based tree are effectively running Core Based Trees (CBT). 


PIM sparse mode has standard features for all of these issues. 


Rendezvous Point 


The RP router serves as the information exchange point for the other routers. All routers in a PIM domain 
must provide mapping to an RP router. It is the only router that needs to know the active sources for a 
domain—the other routers just need to know how to reach the RP. In this way, the RP matches receivers 
with sources. 


The RP router is downstream from the source and forms one end of the shortest-path tree. As shown in 
Figure 38 on page 283, the RP router is upstream from the receiver and thus forms one end of the 
rendezvous-point tree. 


Figure 38: Rendezvous Point As Part of the RPT and SPT 
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The benefit of using the RP as the information exchange point is that it reduces the amount of state in 























non-RP routers. No network flooding is required to provide non-RP routers information about active 
sources. 
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RP Mapping Options 


RPs can be learned by one of the following mechanisms: 


e Static configuration 
e Anycast RP 

e Auto-RP 

e Bootstrap router 


We recommend a static RP mapping with anycast RP and a bootstrap router (BSR) with auto-RP 
configuration, because static mapping provides all the benefits of a bootstrap router and auto-RP without 
the complexity of the full BSR and auto-RP mechanisms. 
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Understanding PIM Sparse Mode 


A Protocol Independent Multicast (PIM) sparse-mode domain uses reverse-path forwarding (RPF) to create 
a path from a data source to the receiver requesting the data. When a receiver issues an explicit join 
request, an RPF check is triggered. A (*,G) PIM join message is sent toward the RP from the receiver's 
designated router (DR). (By definition, this message is actually called a join/prune message, but for clarity 
in this description, it is called either join or prune, depending on its context.) The join message is multicast 
hop by hop upstream to the ALL-PIM-ROUTERS group (224.0.0.13) by means of each router's RPF interface 
until it reaches the RP. The RP router receives the (*,G) PIM join message and adds the interface on which 
it was received to the outgoing interface list (OIL) of the rendezvous-point tree (RPT) forwarding state 
entry. This builds the RPT connecting the receiver with the RP. The RPT remains in effect, even if no active 
sources generate traffic. 


NOTE: State—the (*,G) or (S,G) entries—is the information used for forwarding unicast or multicast 
packets. S is the source IP address, G is the multicast group address, and * represents any source 
sending to group G. Routers keep track of the multicast forwarding state for the incoming and 
outgoing interfaces for each group. 


When a source becomes active, the source DR encapsulates multicast data packets into a PIM register 
message and sends them by means of unicast to the RP router. 


If the RP router has interested receivers in the PIM sparse-mode domain, it sends a PIM join message 
toward the source to build a shortest-path tree (SPT) back to the source. The source sends multicast 
packets out on the LAN, and the source DR encapsulates the packets in a PIM register message and 
forwards the message toward the RP router by means of unicast. The RP router receives PIM register 
messages back from the source, and thus adds a new source to the distribution tree, keeping track of 
sources in a PIM table. Once an RP router receives packets natively (with S,G), it sends a register stop 
message to stop receiving the register messages by means of unicast. 


In actual application, many receivers with multiple SPTs are involved in a multicast traffic flow. To illustrate 
the process, we track the multicast traffic from the RP router to one receiver. In such a case, the RP router 
begins sending multicast packets down the RPT toward the receiver’s DR for delivery to the interested 
receivers. When the receiver's DR receives the first packet from the RPT, the DR sends a PIM join message 
toward the source DR to start building an SPT back to the source. When the source DR receives the PIM 
join message from the receiver’s DR, it starts sending traffic down all SPTs. When the first multicast packet 
is received by the receiver's DR, the receiver’s DR sends a PIM prune message to the RP router to stop 
duplicate packets from being sent through the RPT. In turn, the RP router stops sending multicast packets 
to the receiver's DR, and sends a PIM prune message for this source over the RPT toward the source DR 
to halt multicast packet delivery to the RP router from that particular source. 


If the RP router receives a PIM register message from an active source but has no interested receivers in 
the PIM sparse-mode domain, it still adds the active source into the PIM table. However, after adding the 
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active source into the PIM table, the RP router sends a register stop message. The RP router discovers the 
active source’s existence and no longer needs to receive advertisement of the source (which utilizes 
resources). 


NOTE: If the number of PIM join messages exceeds the configured MTU, the messages are 
fragmented in IPv6é PIM sparse mode. To avoid the fragmentation of PIM join messages, the 
multicast traffic receives the interface MTU instead of the path MTU. 


The major characteristics of PIM sparse mode are as follows: 


e Routers with downstream receivers join a PIM sparse-mode tree through an explicit join message. 
e PIM sparse-mode RPs are the routers where receivers meet sources. 
e Senders announce their existence to one or more RPs, and receivers query RPs to find multicast sessions. 


e Once receivers get content from sources through the RP, the last-hop router (the router closest to the 
receiver) can optionally remove the RP from the shared distribution tree (*,G) if the new source-based 
tree (S,G) is shorter. Receivers can then get content directly from the source. 


The transitional aspect of PIM sparse mode from shared to source-based tree is one of the major features 
of PIM, because it prevents overloading the RP or surrounding core links. 


There are related issues regarding source, RPs, and receivers when sparse mode multicast is used: 


e Sources must be able to send to all RPs. 

e RPs must all know one another. 

e Receivers must send explicit join messages to a known RP. 

e Receivers initially need to know only one RP (they later learn about others). 
e Receivers can explicitly prune themselves from a tree. 


e Receivers that never transition to a source-based tree are effectively running Core Based Trees (CBT). 
PIM sparse mode has standard features for all of these issues. 


Rendezvous Point 


The RP router serves as the information exchange point for the other routers. All routers in a PIM domain 
must provide mapping to an RP router. It is the only router that needs to know the active sources for a 
domain—the other routers just need to know how to reach the RP. In this way, the RP matches receivers 
with sources. 


The RP router is downstream from the source and forms one end of the shortest-path tree. As shown in 
Figure 38 on page 283, the RP router is upstream from the receiver and thus forms one end of the 
rendezvous-point tree. 
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Figure 39: Rendezvous Point As Part of the RPT and SPT 
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The benefit of using the RP as the information exchange point is that it reduces the amount of state in 
non-RP routers. No network flooding is required to provide non-RP routers information about active 
sources. 


RP Mapping Options 

RPs can be learned by one of the following mechanisms: 
e Static configuration 

e Anycast RP 

e Auto-RP 

e Bootstrap router 


We recommend a static RP mapping with anycast RP and a bootstrap router (BSR) with auto-RP 
configuration, because static mapping provides all the benefits of a bootstrap router and auto-RP without 
the complexity of the full BSR and auto-RP mechanisms. 


SEE ALSO 


Understanding Static RP | 313 

Understanding RP Mapping with Anycast RP | 323 
Understanding the PIM Bootstrap Router | 334 
Understanding PIM Auto-RP | 339 





Understanding Designated Routers 


In a PIM sparse mode (PIM-SM) domain, there are two types of designated routers to consider: 


e The receiver DR sends PIM join and PIM prune messages from the receiver network toward the RP. 


e The source DR sends PIM register messages from the source network to the RP. 


Neighboring PIM routers multicast periodic PIM hello messages to each other every 30 seconds (the 
default). The PIM hello message usually includes a holdtime value for the neighbor to use, but this is not 
a requirement. If the PIM hello message does not include a holdtime value, a default timeout value (in 
Junos OS, 105 seconds) is used. On receipt of a PIM hello message, a router stores the IP address and 
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priority for that neighbor. If the DR priorities match, the router with the highest IP address is selected as 
the DR. 


If a DR fails, a new one is selected using the same process of comparing IP addresses. 


NOTE: In PIM dense mode (PIM-DM), a DR is elected by the same process that PIM-SM uses. 
However, the only time that a DR has any effect in PIM-DM is when IGMPv1 is used on the 
interface. (IGMPv2 is the default.) In this case, the DR also functions as the IGMP Query Router 
because IGMPv1 does not have a Query Router election mechanism. 


Tunnel Services PICs and Multicast 


On Juniper Networks routers, data packets are encapsulated and de-encapsulated into tunnels by means 
of hardware and not the software running on the router processor. The hardware used to create tunnel 
interfaces on M Series and T Series routers is a Tunnel Services PIC. If Juniper Networks M Series 
Multiservice Edge Routers and Juniper Networks T Series Core Routers are configured as rendezvous 
points or IP version 4 (IPv4) PIM sparse-mode DRs connected to a source, a Tunnel Services PIC is required. 
Juniper Networks MX Series Ethernet Services Routers do not require Tunnel Services PICs. However, on 
MX Series routers, you must enable tunnel services with the tunnel-services statement on one or more 
online FPC and PIC combinations at the [edit chassis fpc number pic number] hierarchy level. 

| 


CAUTION: For redundancy, we strongly recommend that each routing device has 
A multiple Tunnel Services PICs. In the case of MX Series routers, the recommendation 
is to configure multiple tunnel-services statements. 


We also recommend that the Tunnel PICs be installed (or configured) on different 
FPCs. If you have only one Tunnel PIC or if you have multiple Tunnel PICs installed 
ona single FPC and then that FPC is removed, the multicast session will not come up. 
Having redundant Tunnel PICs on separate FPCs can help ensure that at least one 
Tunnel PIC is available and that multicast will continue working. 


On MxX Series routers, the redundant configuration looks like the following example: 
[edit chassis] 


user@mx-host# set fpc 1 pic O tunnel-services bandwidth 1g 
user@mx-host# set fpc 2 pic O tunnel-services bandwidth 1g 
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In PIM sparse mode, the source DR takes the initial multicast packets and encapsulates them in PIM register 
messages. The source DR then unicasts the packets to the PIM sparse-mode RP router, where the PIM 
register message is de-encapsulated. 


When a router is configured as a PIM sparse-mode RP router (by specifying an address using the address 
statement at the [edit protocols pim rp local] hierarchy level) and a Tunnel PIC is present on the router, a 
PIM register de-encapsulation interface, or pd interface, is automatically created. The pd interface receives 
PIM register messages and de-encapsulates them by means of the hardware. 


If PIM sparse mode is enabled and a Tunnel Services PIC is present on the router, a PIM register 
encapsulation interface (pe interface) is automatically created for each RP address. The pe interface is 
used to encapsulate source data packets and send the packets to RP addresses on the PIM DR and the 
PIM RP. The pe interface receives PIM register messages and encapsulates the packets by means of the 
hardware. 


Do not confuse the configurable pe and pd hardware interfaces with the nonconfigurable pime and pimd 
software interfaces. Both pairs encapsulate and de-encapsulate multicast packets, and are created 
automatically. However, the pe and pd interfaces appear only if a Tunnel Services PIC is present. The pime 
and pimd interfaces are not useful in situations requiring the pe and pd interfaces. 


If the source DR is the RP, then there is no need for PIM register messages and consequently no need for 


a Tunnel Services PIC. 


When PIM sparse mode is used with IP version 6 (IPv6), a Tunnel PIC is required on the RP, but not on 
the IPv6 PIM DR. The lack of a Tunnel PIC requirement on the IPv6é DR applies only to IPv6é PIM sparse 
mode and is not to be confused with IPv4 PIM sparse-mode requirements. 


Table 13 on page 289 shows the complete matrix of IPv4 and IPv6 PIM Tunnel PIC requirements. 


Table 13: Tunnel PIC Requirements for IPv4 and IPv6 Multicast 


IP Version Tunnel PIC on RP Tunnel PIC on DR 
IPv4 Yes Yes 
IPv6 Yes No 


Enabling PIM Sparse Mode 


In PIM sparse mode (PIM-SM), the assumption is that very few of the possible receivers want packets 
from a source, so the network establishes and sends packets only on branches that have at least one leaf 
indicating (by message) a desire for the traffic. WANs are appropriate networks for sparse-mode operation. 


Starting in Junos OS Release 16.1, PIM is disabled by default. When you enable PIM, it operates in sparse 
mode by default. You do not need to configure Internet Group Management Protocol (IGMP) version 2 
for a sparse mode configuration. After you enable PIM, by default, IGMP version 2 is also enabled. 
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Junos OS uses PIM version 2 for both rendezvous point (RP) mode (at the [edit protocols pim rp static 
address address] hierarchy level) and interface mode (at the [edit protocols pim interface interface-name] 
hierarchy level). 


All systems on a subnet must run the same version of PIM. 


You can configure PIM sparse mode globally or for a routing instance. This example shows how to configure 
PIM sparse mode globally on all interfaces. It also shows how to configure a static RP router and how to 
configure the non-RP routers. 


To configure the router properties for PIM sparse mode: 


1. Configure the static RP router. 


[edit protocols pim] 
user@host# set rp local family inet address 192.168.3.253 


2. Configure the RP router interfaces. When configuring all interfaces, exclude the fxp0.0 management 
interface by including the disable statement for that interface. 


[edit protocols pim] 
user@host# set interface (Protocols PIM) all mode sparse 
user@host# set interface (Protocols PIM) fxp0.0 disable 


3. Configure the non-RP routers. Include the following configuration on all of the non-RP routers. 


[edit protocols pim] 

user@host# set rp static address 192.168.3.253 
user@host# set interface (Protocols PIM) all mode sparse 
user@host# set interface (Protocols PIM) fxp0.0 disable 


4. Monitor the operation of PIM sparse mode. 
e show pim interfaces 
e show pim join 
e show pim neighbors 


e show pim rps 


SEE ALSO 
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Understanding PIM Sparse Mode | 281 


Configuring PIM Join Load Balancing 


By default, PIM join messages are sent toward a source based on the RPF routing table check. If there is 
more than one equal-cost path toward the source, then one upstream interface is chosen to send the join 
message. This interface is also used for all downstream traffic, so even though there are alternative 
interfaces available, the multicast load is concentrated on one upstream interface and routing device. 


For PIM sparse mode, you can configure PIM join load balancing to spread join messages and traffic across 
equal-cost upstream paths (interfaces and routing devices) provided by unicast routing toward a source. 
PIM join load balancing is only supported for PIM sparse mode configurations. 


PIM join load balancing is supported on draft-rosen multicast VPNs (also referred to as dual PIM multicast 
VPNs) and multiprotocol BGP-based multicast VPNs (also referred to as next-generation Layer 3 VPN 
multicast). When PIM join load balancing is enabled in a draft-rosen Layer 3 VPN scenario, the load balancing 
is achieved based on the join counts for the far-end PE routing devices, not for any intermediate P routing 
devices. 


If an internal BGP (IBGP) multipath forwarding VPN route is available, the Junos OS uses the multipath 
forwarding VPN route to send join messages to the remote PE routers to achieve load balancing over the 
VPN. 


By default, when multiple PIM joins are received for different groups, all joins are sent to the same upstream 
gateway chosen by the unicast routing protocol. Even if there are multiple equal-cost paths available, these 
alternative paths are not utilized to distribute multicast traffic from the source to the various groups. 


When PIM join load balancing is configured, the PIM joins are distributed equally among all equal-cost 
upstream interfaces and neighbors. Every new join triggers the selection of the least-loaded upstream 
interface and neighbor. If there are multiple neighbors on the same interface (for example, on a LAN), join 
load balancing maintains a value for each of the neighbors and distributes multicast joins (and downstream 
traffic) among these as well. 


Join counts for interfaces and neighbors are maintained globally, not on a per-source basis. Therefore, 
there is no guarantee that joins for a particular source are load-balanced. However, the joins for all sources 
and all groups known to the routing device are load-balanced. There is also no way to administratively 
give preference to one neighbor over another: all equal-cost paths are treated the same way. 


You can configure message filtering globally or for a routing instance. This example shows the global 
configuration. 
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You configure PIM join load balancing on the non-RP routers in the PIM domain. 


1. Determine if there are multiple paths available for a source (for example, an RP) with the output of the 
show pim join extensive or show pim source commands. 


user@host> show pim join extensive 


Instance: PIM.master Family: INET 


Crouss 224 1.1ei 

Souieees * 

82s 10,255,245 .6 

Flags: sparse, rptree, wildcard 


UPpsieecampamibertace tll O627/73h10) 





Upstream neighbor: 192.168.38.57 
Upstream state: Join to RP 





Downstream neighbors: 
Interface: t1-0/2/1.0 
192.168.38.16 State: JOIN Flags; SRW Timeout: 164 
Group: 224.2.127.254 
SOuUmCC as 
X23 10,255,245. 6 
Flags: sparse, rptree, wildcard 


Upstream interface: so-0/3/0.0 





Upstream neighbor: 192.168.38.47 
Upstream state: Join to RP 





Downstream neighbors: 
iimeeicteces til—O/2/3.0 
192.168.38.16 State: JOIN Flags; SRW Timeout: 164 


Note that for this router, the RP at IP address 10.255.245.6 is the source for two multicast groups: 
224.1.1.1 and 224.2.127.254. This router has two equal-cost paths through two different upstream 
interfaces (t1-0/2/3.0 and so-0/3/0.0) with two different neighbors (192.168.38.57 and 192.168.38.47). 
This router is a good candidate for PIM join load balancing. 


2. On the non-RP router, configure PIM sparse mode and join load balancing. 
[edit protocols pim ] 


user@host# set interface all mode sparse version 2 
user@host# set join-load-balance 


3. Then configure the static address of the RP. 


[edit pro 


tocols pim rp] 
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user@host# set static address 10.10.10.1 


4. Monitor the 


operation. 


If load balancing is enabled for this router, the number of PIM joins sent on each interface is shown in 


the output for the show pim interfaces command. 


user@host> show pim interfaces 


instance: 


Name 
100.0 
pe-1/2/0 


so-0/3/0. 
el-O/2/ 1. 
El=O/ 2/3 


100.0 





PIM.master 
Stat Mode IP V State NbrCnt JoinCnt DR address 
Up Sparse 4 2 DR 0 0 IO 5259 ._ LG. Ss 
dL IGE) Up Sparse Ay \2\7as2) 0 0 
0 Up Sparse A\ 2 I2PN2 1 i 
0 Up Sparse 4 2 P2P dl 0 
0 Up Sparse A 2 PZ il il 
Up Sparse 6 2 DR 0 0 fe80::2a0:a5ff:4b7 


Note that the two equal-cost paths shown by the show pim interfaces command now have nonzero 


join counts. If the counts differ by more than one and were zero (0) when load balancing commenced, 


an error occurs (joins before load balancing are not redistributed). The join count also appears in the 


show pim neighbors detail output: 


user@host> show pim neighbors detail 


Interfac 


Addr 


Addr 


Interfac 


els o= O/37/0R0 


esss 192.168. 
Hello Option 
Hello Option 
Hello Option 
Hello Option 


assim LOZ. Tose 


BFD: Disabled 


Hello Option 
Hello Option 
Hello Option 
Hello Option 


@8 icl-0/2/3 0 


38.46, IPv4, PIM v2, Mode: Sparse, Join Count: 0 
Holdtime: 65535 seconds 

IDR Rieinersieys 

Generation ID: 1689116164 

LAN Prune Delay: delay 500 ms override 2000 ms 


S847, Uw, PIM we, wei Comins i 


Holdtime: 105 seconds 102 remaining 

IDR Wieiwo@raieys AL 

Generation ID: 792890329 

LAN Prune Delay: delay 500 ms override 2000 ms 


Address: 192.168. 
Hello Option 
Hello Option 
Hello Option 
Hello Option 


Address: 192.168. 


BFD: Disabled 


Hello Option 
Hello Option 
Hello Option 
Hello Option 
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38.56, IPv4, PIM v2, Mode: Sparse, Join Count: 0 
Holdtime: 65535 seconds 

IDI DiriLowieye 

Generation ID: 678582286 

LAN Prune Delay: delay 500 ms override 2000 ms 


S83,57, IPw4, PIM we, weal Comics i 


Holdtime: 105 seconds 97 remaining 

IDR WirLorwieys 

Generation ID: 1854475503 

LAN Prune Delay: delay 500 ms override 2000 ms 


Note that the join count is nonzero on the two load-balanced interfaces toward the upstream neighbors. 


PIM join load balancing only takes effect when the feature is configured. Prior joins are not redistributed 


to achieve perfect load balancing. In addition, if an interface or neighbor fails, the new joins are 


redistributed among remaining active interfaces and neighbors. However, when the interface or neighbor 


is restored, prior joins are not redistributed. The clear pim join-distribution command redistributes the 


existing flows to new or restored upstream neighbors. Redistributing the existing flows causes traffic 


to be disrupted, so we recommend that you perform PIM join redistribution during a maintenance 


window. 


SEE ALSO 


show pim source | 2116 


clear pim join-distribution | 





Load Balancing in Layer 3 VPNs 
show pim interfaces | 2054 
show pim neighbors | 2078 
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Modifying the Join State Timeout 


This section describes how to configure the join state timeout. 


A downstream router periodically sends join messages to refresh the join state on the upstream router. If 
the join state is not refreshed before the timeout expires, the join state is removed. 


By default, the join state timeout is 210 seconds. You can change this timeout to allow additional time to 
receive the join messages. Because the messages are called join-prune messages, the name used is the 
join-prune-timeout statement. 


To modify the timeout, include the join-prune-timeout statement: 


user@host# set protocols pim join-prune-timeout 230 


The join timeout value can be from 210 through 420 seconds. 


SEE ALSO 


join-prune-timeout | 1377 


Example: Enabling Join Suppression 


IN THIS SECTION 


Requirements | 295 
Overview | 296 
Configuration | 297 


Verification | 300 


This example describes how to enable PIM join suppression. 

Requirements 

Before you begin: 

e Configure the router interfaces. 

e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure PIM Sparse Mode on the interfaces. See “Enabling PIM Sparse Mode” on page 289. 
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Overview 


PIM join suppression enables a router on a multiaccess network to defer sending join messages to an 
upstream router when it sees identical join messages on the same network. Eventually, only one router 
sends these join messages, and the other routers suppress identical messages. Limiting the number of join 
messages improves scalability and efficiency by reducing the number of messages sent to the same router. 


This example includes the following statements: 


override-interval—Sets the maximum time in milliseconds to delay sending override join messages. When 
a router sees a prune message for a join it is currently suppressing, it waits before it sends an override 
join message. Waiting helps avoid multiple downstream routers sending override join messages at the 
same time. The override interval is a random timer with a value of O through the maximum override 
value. 


propagation-delay—Sets a value in milliseconds for a prune pending timer, which specifies how long to 
wait before executing a prune on an upstream router. During this period, the router waits for any prune 
override join messages that might be currently suppressed. The period for the prune pending timer is 
the sum of the override-interval value and the value specified for propagation-delay. 


reset-tracking-bit—Enables PIM join suppression on each multiaccess downstream interface. This 
statement resets a tracking bit field (T-bit) on the LAN prune delay hello option from the default of 1 
(join suppression disabled) to O (join suppression enabled). 


When multiple identical join messages are received, a random join suppression timer is activated, with 
a range of 66 through 84 milliseconds. The timer is reset each time join suppression is triggered. 


Figure 40 on page 297 shows the topology used in this example. 


Figure 40: Join Suppression 





The items in the figure represent the following functions: 


e Host O is the multicast source. 

e Host 1, Host 2, Host 3, and Host 4 are receivers. 
e Router RO is the first-hop router and the RP. 

e Router R1 is an upstream router. 


e Routers R2, R3, R4, and R5 are downstream routers in the multicast LAN. 


This example shows the configuration of the downstream devices: Routers R2, R3, R4, and R5. 


Configuration 


CLI Quick Configuration 
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To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


[edit] 

set protocols pim traceoptions file pim.log 

set protocols pim traceoptions file size 5m 

set protocols pim traceoptions file world-readable 
set protocols pim traceoptions flag join detail 

set protocols pim traceoptions flag prune detail 
set protocols pim traceoptions flag normal detail 
set protocols pim traceoptions flag register detail 
set protocols pim rp static address 10.255.112.160 
set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set protocols pim interface fxp0.0 disable 

set protocols pim reset-tracking-bit 

set protocols pim propagation-delay 500 

set protocols pim override-interval 4000 


Step-by-Step Procedure 
The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure PIM join suppression on a non-RP downstream router in the multicast LAN: 


1. Configure PIM sparse mode on the interfaces. 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set rp static address 10.255.112.160 
[edit protocols pim] 

user@host# set interface all mode sparse version 2 
[edit protocols pim] 

user@host# set interface all version 2 

[edit protocols pim] 

user@host# set interface fxp0.0 disable 


2. Enable the join suppression timer. 


[edit protocols pim] 
user@host# set reset-tracking-bit 
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3. Configure the prune override interval value. 


[edit protocols pim] 
user@host# set override-interval 4000 


4. Configure the propagation delay of the link. 


[edit protocols pim] 
user@host# set propagation-delay 500 


5. (Optional) Configure PIM tracing operations. 


[edit protocols pim] 

user@host# set traceoptions file pim.log size 5m world-readable 
[edit protocols pim] 

user@host# set traceoptions flag join detail 

[edit protocols pim] 

user@host# set traceoptions flag normal detail 

[edit protocols pim] 

user@host# set traceoptions flag register detail 


6. If you are done configuring the device, commit the configuration. 


[edit protocols pim] 
user@host# commit 


Results 


From configuration mode, confirm your configuration by entering the show protocols command. If the 
output does not display the intended configuration, repeat the instructions in this example to correct the 
configuration. 


user@host# show protocols 
pim { 
traceoptions { 

file pim.log size 5m world-readable; 
flag join detail; 
flag prune detail; 
flag normal detail; 
flag register detail; 


} 
rp { 
static { 
address 10.255.112.160; 


interface all { 
mode sparse; 
version 2; 


} 
interface fxp0.0 { 


disable; 
} 


reset-tracking-bit; 
propagation-delay 500; 
override-interval 4000; 


Verification 


To verify the configuration, run the following commands on the upstream and downstream routers: 


e show pim join extensive 


e show multicast route extensive 


SEE ALSO 


Example: Configuring the PIM Assert Timeout | 372 
Example: Configuring PIM RPF Selection | 1018 

Example: Configuring the PIM SPT Threshold Policy | 374 
Enabling PIM Sparse Mode | 289 

PIM Overview | 252 





Example: Configuring PIM Sparse Mode over an IPsec VPN 


IPsec VPNs create secure point-to-point connections between sites over the Internet. The Junos OS 
implementation of IPsec VPNs supports multicast and unicast traffic. The following example shows how 


to configure PIM sparse mode for the multicast solution and how to configure IPsec to secure your traffic. 


The configuration shown in this example works on the following platforms: 


e M Series and T Series routers with one of the following PICs: 
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e Adaptive Services (AS) PIC 
e Multiservices (MS) PIC 


e JCS1200 platform with a Multiservices PIC (MS-500) 


The tunnel endpoints do not need to be the same platform type. For example, the device on one end of 
the tunnel can be a JCS1200 router, while the device on the other end can be a standalone T Series router. 
The two routers that are the tunnel endpoints can be in the same autonomous system or in different 
autonomous systems. 


In the configuration shown in this example, OSPF is configured between the tunnel endpoints. In 

Figure 41 on page 301, the tunnel endpoints are RO and R1. The network that contains the multicast source 
is connected to RO. The network that contains the multicast receivers is connected to R1. R1 serves as 
the statically configured rendezvous point (RP). 


Figure 41: PIM Sparse Mode over an IPsec VPN 
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To configure PIM sparse mode with IPsec: 


1. On RO, configure the incoming Gigabit Ethernet interface. 
[edit interfaces] 


user@host# set ge-0/1/1 description "incoming interface" 
user@host# set ge-0/1/1 unit 0 family inet address 10.20.0.1/30 


2. On RO, configure the outgoing Gigabit Ethernet interface. 


[edit interfaces] 
user@host# set ge-0/0/7 description "outgoing interface" 
user@host# set ge-0/0/7 unit 0 family inet address 10.10.1.1/30 


3. On RO, configure unit O on the sp- interface. The Junos OS uses unit O for service logging and other 
communication from the services PIC. 


[edit interfaces] 
user@host# set sp-0/2/0 unit O family inet 
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4. On RO, configure the logical interfaces that participate in the IPsec services. In this example, unit 1 is 
the inward-facing interface. Unit 1001 is the interface that faces the remote IPsec site. 


[edit interfaces] 

user@host# set sp-0/2/0 unit 1 family inet 

user@host# set sp-0/2/0 unit 1 service-domain inside 
user@host# set sp-0/2/0 unit 1001 family inet 

user@host# set sp-0/2/0 unit 1001 service-domain outside 


5. On RO, direct OSPF traffic into the IPsec tunnel. 


[edit protocols ospf] 

user@host# set area 0.0.0.0 interface sp-0/2/0.1 
user@host# set parea 0.0.0.0 interface ge-0/1/1.0 passive 
user@host# set area 0.0.0.0 interface 1lo0.0 


6. OnRO, configure PIM sparse mode. This example uses static RP configuration. Because RO is anon-RP 
router, configure the address of the RP router, which is the routable address assigned to the loopback 
interface on R1. 


[edit protocols pim] 

user@host# set rp static address 10.255.0.156 
user@host# set interfaces sp-0/2/0.1 
user@host# set interfaces ge-0/1/1.0 
user@host# set interfaces lo0.0 


7. On RO, create a rule for a bidirectional dynamic IKE security association (SA) that references the IKE 
policy and the IPsec policy. 


[edit services ipsec-vpn rule ipsec_rule] 

user@host# set term ipsec_dynamic then remote-gateway 10.10.1.2 
user@host# set term ipsec_dynamic then dynamic ike-policy ike_policy 
user@host# set term ipsec_dynamic then dynamic ipsec-policy ipsec_policy 
user@host# set match-direction input 


8. On RO, configure the IPsec proposal. This example uses the Authentication Header (AH) Protocol. 


[edit services ipsec-vpn ipsec proposal ipsec_prop] 
user@host# set protocol ah 
user@host# set authentication-algorithm hmac-md5-96 
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9. On RO, define the IPsec policy. 


[edit services ipsec-vpn ipsec policy ipsec_policy] 
user@host# set perfect-forward-secrecy keys group1 
user@host# set proposal ipsec_prop 


10. On RO, configure IKE authentication and encryption details. 


[edit services ipsec-vpn ike proposal ike_prop] 
user@host# set authentication-method pre-shared-keys 
user@host# set dh-group group1 

user@host# set authentication-algorithm md5 
user@host# set authentication-algorithm 3des-cbc 


11. On RO, define the IKE policy. 


[edit services ipsec-vpn ike policy ike_policy] 
user@host# set proposals ike_prop 
user@host# set pre-shared-key ascii-text "$ABC123" 


12. On RO, create a service set that defines IPsec-specific information. The first command associates the 
IKE SA rule with IPsec. The second command defines the address of the local end of the IPsec security 
tunnel. The last two commands configure the logical interfaces that participate in the IPsec services. 
Unit 1 is for the IPsec inward-facing traffic. Unit 1001 is for the IPsec outward-facing traffic. 


[edit services service-set ipsec_svc] 

user@host# set ipsec-vpn-rules ipsec_rule 

user@host# set ipsec-vpn-options local-gateway 10.10.1.1 

user@host# set next-hop-service inside-service-interface sp-0/2/0.1 
user@host# set next-hop-service outside-service-interface sp-0/2/0.1001 


13. On R1, configure the incoming Gigabit Ethernet interface. 


[edit interfaces] 
user@host# set ge-2/0/1 description "incoming interface" 
user@host# set ge-2/0/1 unit 0 family inet address 10.10.1.2/30 


14. On R1, configure the outgoing Gigabit Ethernet interface. 
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[edit interfaces] 
user@host# set ge-2/0/0 description "outgoing interface" 
user@host# set ge-2/0/0 unit O family inet address 10.20.0.5/30 


15.On R1, configure the loopback interface. 


[edit interfaces] 
user@host# set lo0.0 family inet address 10.255.0.156 


16. On R1, configure unit O on the sp- interface. The Junos OS uses unit O for service logging and other 
communication from the services PIC. 


[edit interfacesinterfaces] 
user@host# set sp-2/1/0 unit O family inet 


17.On R1, configure the logical interfaces that participate in the IPsec services. In this example, unit 1 is 
the inward-facing interface. Unit 1001 is the interface that faces the remote IPsec site. 


[edit interfaces] 

user@host# set sp-2/1/0 unit 1 family inet 

user@host# set sp-2/1/0 unit 1 service-domain inside 
user@host# set sp-2/1/0 unit 1001 family inet 

user@host# set sp-2/1/0 unit 1001 service-domain outside 


18. On R1, direct OSPF traffic into the IPsec tunnel. 


[edit protocols ospf] 

user@host# set area 0.0.0.0 interface sp-2/1/0.1 
user@host# set area 0.0.0.0 interface ge-2/0/0.0 passive 
user@host# set area 0.0.0.0 interface 1o0.0 


19. On R1, configure PIM sparse mode. R1 is an RP router. When you configure the local RP address, use 
the shared address, which is the address of R1’s loopback interface. 


[edit protocols pim] 

user@host# set rp local address 10.255.0.156 
user@host# set interface sp-2/1/0.1 
user@host# set interface ge-2/0/0.0 
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user@host# set interface lo0.0 family inet 


20. On R1, create a rule for a bidirectional dynamic Internet Key Exchange (IKE) security association (SA) 
that references the IKE policy and the IPsec policy. 


[edit services ipsec-vpn rule ipsec_rule] 

user@host# set term ipsec_dynamic from source-address 192.168.195.34/32 
user@host# set term ipsec_dynamic then remote-gateway 10.10.1.1 
user@host# set term ipsec_dynamic then dynamic ike-policy ike_policy 
user@host# set term ipsec_dynamic then dynamic ipsec-policy ipsec_policy 
user@host# set match-direction input 


21.On R1, define the IPsec proposal for the dynamic SA. 


[edit services ipsec-vpn ipsec proposal ipsec_prop] 
user@host# set protocol ah 
user@host# set authentication-algorithm hmac-md5-96 


22.On R1, define the IPsec policy. 


[edit services ipsec-vpn ipsec policy ipsec_policy] 
user@host# set perfect-forward-secrecy keys group1 
user@host# set proposal ipsec_prop 


23. On R1, configure IKE authentication and encryption details. 


[edit services ipsec-vpn ike proposal ike_prop] 
user@host# set authentication-method pre-shared-keys 
user@host# set dh-group group1 

user@host# set authentication-algorithm md5 
user@host# set authentication-algorithm 3des-cbc 


24.On RO, define the IKE policy. 


[edit services ipsec-vpn ike policy ike_policy] 
user@host# set proposal ike_prop 
user@host# set pre-shared-key ascii-text "$ABC123" 
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25.On R1, create a service set that defines IPsec-specific information. The first command associates the 
IKE SA rule with IPsec. The second command defines the address of the local end of the IPsec security 
tunnel. The last two commands configure the logical interfaces that participate in the IPsec services. 
Unit 1 is for the IPsec inward-facing traffic. Unit 1001 is for the IPsec outward-facing traffic. 


[edit services service-set ipsec_svc] 

user@host# set ipsec-vpn-rules ipsec_rule 

user@host# set ipsec-vpn-options local-gateway 10.10.1.2 

user@host# set next-hop-service inside-service-interface sp-2/1/0.1 
user@host# set next-hop-service outside-service-interface sp-2/1/0.1001 


To verify the configuration, run the following commands: 
Check which RPs the various routers have learned about. 


user@host> show pim rps extensive inet 


Check that the IPsec SA negotiation is successful. 


user@host> show services ipsec-vpn ipsec security-associations 


Check that the IKE SA negotiation is successful. 


user@host> show services ipsec-vpn ike security-associations 


Check that traffic is traveling over the IPsec tunnel. 


user@host> show services ipsec-vpn ipsec statistics 


SEE ALSO 


Understanding PIM Sparse Mode | 281 

Security Services Administration Guide 

show pim rps | 2106 in the CLI Explorer 

show services ipsec-vpn ipsec statistics in the CLI Explorer 


show services ipsec-vpn ike security-associations in the CL! Explorer 





show services ipsec-vpn ipsec security-associations in the CLI Explorer 
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Example: Configuring Multicast for Virtual Routers with IPvé6 Interfaces 


IN THIS SECTION 


Requirements | 307 
Overview | 307 
Configuration | 308 
Verification | 311 


A virtual router is a type of simplified routing instance that has a single routing table. This example shows 


how to configure PIM in a virtual router. 


Requirements 


Before you begin, configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols 


Library. 


Overview 


You can configure PIM for the virtual-router instance type as well as for the vrf instance type. The 


virtual-router instance type is similar to the vrf instance type used with Layer 3 VPNs, except that it is 


used for non-VPN-related applications. 


The virtual-router instance type has no VPN routing and forwarding (VRF) import, VRF export, VRF target, 


or route distinguisher requirements. The virtual-router instance type is used for non-Layer 3 VPN situations. 


When PIM is configured under the virtual-router instance type, the VPN configuration is not based on 
RFC 2547, BGP/MPLS VPNs, so PIM operation does not comply with the Internet draft 
draft-rosen-vpn-mcast-07.txt, Multicast in MPLS/BGP VPNs. In the virtual-router instance type, PIM operates 
in a routing instance by itself, forming adjacencies with PIM neighbors over the routing instance interfaces 


as the other routing protocols do with neighbors in the routing instance. 


This example includes the following general steps: 


1. OnR1, configure a virtual router instance with three interfaces (ge-0/0/0.0, ge-0/1/0.0, and ge-0/1/1.0). 


2. Configure PIM and the RP. 


3. Configure an MLD static group containing interfaces ge-0/1/0.0 and ge-0/1/1.0. 


After you configure this example, you should be able to send multicast traffic from R2 through ge-0/0/0 
on R1 to the static group and verify that the traffic egresses from ge-0/1/0.0 and ge-0/1/1.0. 


308 


NOTE: Do not include the group-address statement for the virtual-router instance type. 


Figure 42 on page 308 shows the topology for this example. 


Figure 42: Virtual Router Instance with Three Interfaces 
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Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


[edit] 

set interfaces ge-0/0/0 unit 0 family inet6 address 2001:4:4:4::1/64 

set interfaces ge-0/1/0 unit 0 family inet6 address 2001:24:24:24::1/64 
set interfaces ge-0/1/1 unit 0 family inet6 address 2001:7:7:7::1/64 

set protocols mld interface ge-0/1/0.0 static group ffOe::10 

set protocols mld interface ge-0/1/1.0 static group ffOe::10 

set routing-instances mvrf1 instance-type virtual-router 

set routing-instances mvrf1 interface ge-0/0/0.0 

set routing-instances mvrf1 interface ge-0/1/0.0 

set routing-instances mvrf1 interface ge-0/1/1.0 

set routing-instances mvrf1 protocols pim rp local family inet6 address 2001:1:1:1::1 
set routing-instances mvrf1 protocols pim interface ge-0/0/0.0 

set routing-instances mvrf1 protocols pim interface ge-0/1/0.0 

set routing-instances mvrf1 protocols pim interface ge-0/1/1.0 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure multicast for virtual routers: 
1. Configure the interfaces. 


[edit] 
user@host# edit interfaces 
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[edit interfaces] 

user@host# set ge-0/0/0 unit O family inet6 address 2001:4:4:4::1/64 
[edit interfaces] 

user@host# set ge-0/1/0 unit 0 family inet6 address 2001:24:24:24::1/64 
[edit interfaces] 

user@host# set ge-0/1/1 unit 0 family inet6 address 2001:7:7:7::1/64 
[edit interfaces] 

user@host# exit 


2. Configure the routing instance type. 


[edit] 

user@host# edit routing-instances 

[edit routing-instances] 

user@host# set mvrf1 instance-type virtual-router 


3. Configure the interfaces in the routing instance. 


[edit routing-instances] 
user@host# set mvrf1 interface ge-0/0/0 
[edit routing-instances] 
user@host# set mvrf1 interface ge-0/1/0 
[edit routing-instances] 
user@host# set mvrf1 interface ge-0/1/1 


4. Configure PIM and the RP in the routing instance. 


[edit routing-instances] 
user@host# set mvrf1 protocols pim rp local family inet6 address 2001:1:1:1::1 


5. Configure PIM on the interfaces. 


[edit routing-instances] 
user@host# set mvrf1 protocols pim interface ge-0/0/0 
[edit routing-instances] 
user@host# set mvrf1 protocols pim interface ge-0/1/0 
[edit routing-instances] 
user@host# set mvrf1 protocols pim interface ge-0/1/1 
[edit routing-instances] 
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user@host# exit 


6. Configure the MLD group. 


[edit] 

user@host# edit protocols mld 

[edit protocols mld] 

user@host# set interface ge-0/1/0.0 static group ff0e::10 
[edit protocols mld] 

user@host# set interface ge-0/1/1.0 static group ff0e::10 


7. \f you are done configuring the device, commit the configuration. 


[edit routing-instances] 
user@host# commit 


Results 


Confirm your configuration by entering the show interfaces, show routing-instances, and show protocols 
commands. 


user@host# show interfaces 
ge-0/0/0 { 
unit O { 
family ineté { 
address 2001:4:4:4::1/64; 


} 
} 
ge-0/1/0 { 
unit O { 
family ineté { 
address 2001:24:24:24::1/64; 
} 
} 
} 
ge-0/1/1 { 
unit O { 
family ineté { 


address 2001:7:7:7::1/64; 


user@host# show routing-instances 
mvrf1 { 
instance-type virtual-router; 
interface ge-0/0/0.0; 
interface ge-0/1/0.0; 
interface ge-0/1/1.0; 
protocols { 
pim { 
rp { 
local { 
family ineté { 
address 2001:1:1:1::1; 


} 

interface ge-0/0/0.0; 
interface ge-0/1/0.0; 
interface ge-0/1/1.0; 


user@host# show protocols 
mid { 
interface ge-0/1/0.0 { 
static { 
group ffOe::10; 


} 
interface ge-0/1/1.0 { 
static { 
group ffOe::10; 


Verification 


To verify the configuration, run the following commands: 
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show mld group 
e show mld interface 
e show mid statistics 


show multicast interface 


show multicast route 


show multicast rpf 


e show pim interfaces 


show pim join 


e show pim neighbors 


show route forwarding-table 


show route instance 


e show route table 


SEE ALSO 


Configuring Virtual-Router Routing Instances in VPNs in the Junos OS VPNs Library for Routing Devices 
Types of VPNs in the Junos OS VPNs Library for Routing Devices 


Release History Table 


Release Description 


16,1 Starting in Junos OS Release 16.1, PIM is disabled by default. When you enable PIM, it 
operates in sparse mode by default. 


RELATED DOCUMENTATION 


Configuring PIM Auto-RP 

Configuring PIM Bootstrap Router | 333 

Configuring PIM Dense Mode | 274 

Configuring a Designated Router for PIM | 384 

Configuring PIM Filtering | 345 

Example: Configuring Nonstop Active Routing for PIM | 468 
Examples: Configuring PIM RPT and SPT Cutover | 363 
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Configuring PIM Sparse-Dense Mode | 278 
Configuring PIM and the Bidirectional Forwarding Detection (BFD) Protocol | 451 
Configuring Basic PIM Settings 


| Configuring Static RP 


IN THIS SECTION 


Understanding Static RP | 313 
Configuring Local PIM RPs | 314 
Example: Configuring PIM Sparse Mode and RP Static IP Addresses | 316 


Configuring the Static PIM RP Address on the Non-RP Routing Device | 320 


Understanding Static RP 


Protocol Independent Multicast (PIM) sparse mode is the most common multicast protocol used on the 
Internet. PIM sparse mode is the default mode whenever PIM is configured on any interface of the device. 
However, because PIM must not be configured on the network management interface, you must disable 
it on that interface. 


Each any-source multicast (ASM) group has a shared tree through which receivers learn about new multicast 
sources and new receivers learn about all multicast sources. The rendezvous point (RP) router is the root 
of this shared tree and receives the multicast traffic from the source. To receive multicast traffic from the 
groups served by the RP, the device must determine the IP address of the RP for the source. 


You can configure a static rendezvous point (RP) configuration that is similar to static routes. A static 
configuration has the benefit of operating in PIM version 1 or version 2. When you configure the static 
RP, the RP address that you select for a particular group must be consistent across all routers in a multicast 
domain. 


Starting in Junos OS Release 15.2, the static configuration uses PIM version 2 by default, which is the only 
version supported in that release and beyond.. 


One common way for the device to locate RPs is by static configuration of the IP address of the RP. A 
static configuration is simple and convenient. However, if the statically defined RP router becomes 
unreachable, there is no automatic failover to another RP router. To remedy this problem, you can use 
anycast RP. 
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SEE ALSO 


Configuring Local PIM RPs | 314 
Configuring the Static PIM RP Address on the Non-RP Routing Device | 320 


Configuring Local PIM RPs 


Local RP configuration makes the routing device a statically defined RP. Consider statically defining an RP 
if the network does not have many different RPs defined or if the RP assignment does not change very 
often. The Junos IPv6é PIM implementation supports only static RP configuration. Automatic RP 
announcement and bootstrap routers are not available with IPvé. 


You can configure a local RP globally or for a routing instance. This example shows how to configure a 
local RP in a routing instance for IPv4 or IPvé. 


To configure the routing device’s RP properties: 


1. Configure the routing instance as the local RP. 


[routing-instances VPN-A protocols pim] 
user@host# set rp local 


2. Configure the IP protocol family and IP address. 


IPvé PIM hello messages are sent to every interface on which you configure family inet6, whether at 
the PIM level of the hierarchy or not. As a result, if you configure an interface with both family inet at 
the [edit interface interface-name] hierarchy level and family ineté at the [edit protocols pim interface 
interface-name] hierarchy level, PIM sends both IPv4 and IPvé6 hellos to that interface. 


By default, PIM operates in sparse mode on an interface. If you explicitly configure sparse mode, PIM 
uses this setting for all IPv6 multicast groups. However, if you configure sparse-dense mode, PIM does 
not accept IPv6 multicast groups as dense groups and operates in sparse mode over them. 


[edit routing-instances VPN-A protocols pim rp local] 
user@host# set family inet6 address 2001:db8:85a3::8a2e:370:7334 
user@host# set family inet address 10.1.2.254 


3. (IPv4 only) Configure the routing device's RP priority. 
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NOTE: The priority statement is not supported for IPv6, but is included here for informational 
purposes. The routing device’s priority value for becoming the RP is included in the bootstrap 
messages that the routing device sends. Use a smaller number to increase the likelihood that 
the routing device becomes the RP for local multicast groups. Each PIM routing device uses 
the priority value and other factors to determine the candidate RPs for a particular group 
range. After the set of candidate RPs is distributed, each routing device determines 
algorithmically the RP from the candidate RP set using a hash function. By default, the priority 
value is set to 1. If this value is set to 0, the bootstrap router can override the group range 
being advertised by the candidate RP. 


[edit routing-instances VPN-A protocols pim rp local] 
user@host# set priority 5 


4. Configure the groups for which the routing device is the RP. 


By default, a routing device running PIM is eligible to be the RP for all IPv4 or IPv6 groups (224.0.0.0/4 
or FF70::/12 to FFFO::/12). The following example limits the groups for which this routing device can 
be the RP. 


[edit routing-instances VPN-A protocols pim rp local] 
user@host# set group-ranges fecO::/10 
user@host# set group-ranges 10.1.2.0/24 


5. (IPv4 only) Modify the local RP hold time. 


If the local routing device is configured as an RP, it is considered a candidate RP for its local multicast 
groups. For candidate RPs, the hold time is used by the bootstrap router to time out RPs, and applies 
to the bootstrap RP-set mechanism. The RP hold time is part of the candidate RP advertisement message 
sent by the local routing device to the bootstrap router. If the bootstrap router does not receive a 
candidate RP advertisement from an RP within the hold time, it removes that routing device from its 
list of candidate RPs. The default hold time is 150 seconds. 


[edit routing-instances VPN-A protocols pim rp local] 
user@host# set hold-time 200 


6. (Optional) Override dynamic RP for the specified group address range. 
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If you configure both static RP mapping and dynamic RP mapping (such as auto-RP) in a single routing 
instance, allow the static mapping to take precedence for the given static RP group range, and allow 
dynamic RP mapping for all other groups. 


If you exclude this statement from the configuration and you use both static and dynamic RP mechanisms 
for different group ranges within the same routing instance, the dynamic RP mapping takes precedence 
over the static RP mapping, even if static RP is defined for a specific group range. 


[edit routing-instances VPN-A protocols pim rp local] 
user@host# set override 


. Monitor the operation of PIM by running the show pim commands. Run show pim ? to display the 


supported commands. 


SEE ALSO 


PIM Overview | 252 
Understanding MLD | 56 


Example: Configuring PIM Sparse Mode and RP Static IP Addresses 


IN THIS SECTION 


Requirements | 316 
Overview | 317 
Configuration | 317 


Verification | 319 


This example shows how to configure PIM sparse mode and RP static IP addresses. 


Requirements 


Before you begin: 


1. 


Determine whether the router is directly attached to any multicast sources. Receivers must be able to 
locate these sources. 


. Determine whether the router is directly attached to any multicast group receivers. If receivers are 


present, IGMP is needed. 
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3. Determine whether to configure multicast to use sparse, dense, or sparse-dense mode. Each mode has 
different configuration considerations. 


4. Determine the address of the RP if sparse or sparse-dense mode is used. 
5. Determine whether to locate the RP with the static configuration, BSR, or auto-RP method. 


6. Determine whether to configure multicast to use its own RPF routing table when configuring PIM in 
sparse, dense, or sparse-dense mode. 


7. Configure the SAP and SDP protocols to listen for multicast session announcements. 


8. Configure IGMP. 


Overview 
In this example, you set the interface value to all and disable the ge-0/0/0 interface. Then you configure 
the IP address of the RP as 192.168.14.27. 


Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level and then enter commit from configuration mode. 


set protocols pim interface all 
set protocols pim interface ge-0/0/0 disable 
set protocols pim rp static address 192.168.14.27 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For instructions 
on how to do that, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure PIM sparse mode and the RP static IP address: 


1. Configure PIM. 


[edit] 
user@host# edit protocols pim 


2. Set the interface value. 


[edit protocols pim] 
user@host# set pim interface all 
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3. Disable PIM on the network management interface. 


[edit protocols pim interface] 
user@host# set pim interface ge-0/0/0 unit O disable 


4. Configure RP. 


[edit] 
user@host# edit protocols pim rp 


5. Configure the IP address of the RP. 


[edit] 
user@host# set static address 192.168.14.27 


Results 


From configuration mode, confirm your configuration by entering the show protocols command. If the 
output does not display the intended configuration, repeat the configuration instructions in this example 
to correct it. 


[edit] 
user@host# show protocols 
pim { 
rp { 
static { 
address 192.168.14.27; 
} 

} 

interface all; 
interface ge-0/0/0.0 { 
disable; 
} 


If you are done configuring the device, enter commit from configuration mode. 
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Verification 


IN THIS SECTION 


@ ~~ Verifying SAP and SDP Addresses and Ports | 319 
@ Verifying the IGMP Version | 319 
@ Verifying the PIM Mode and Interface Configuration | 319 


To confirm that the configuration is working properly, perform these tasks: 
Verifying SAP and SDP Addresses and Ports 


Purpose 


Verify that SAP and SDP are configured to listen on the correct group addresses and ports. 


Action 


From operational mode, enter the show sap listen command. 
Verifying the IGMP Version 


Purpose 


Verify that IGMP version 2 is configured on all applicable interfaces. 


Action 


From operational mode, enter the show igmp interface command. 
Verifying the PIM Mode and Interface Configuration 


Purpose 


Verify that PIM sparse mode is configured on all applicable interfaces. 


Action 


From operational mode, enter the show pim interfaces command. 


SEE ALSO 


PIM Configuration Statements in the Multicast Protocols User Guide 


Configuring the Static PIM RP Address on the Non-RP Routing Device | 320 in the Multicast Protocols 
User Guide 


Multicast Configuration Overview | 15 


Verifying a Multicast Configuration 
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Configuring the Static PIM RP Address on the Non-RP Routing Device 


Consider statically defining an RP if the network does not have many different RPs defined or if the RP 
assignment does not change very often. The Junos IPv6 PIM implementation supports only static RP 
configuration. Automatic RP announcement and bootstrap routers are not available with IPvé. 


You configure a static RP address on the non-RP routing device. This enables the non-RP routing device 
to recognize the local statically defined RP. For example, if RO is anon-RP router and R11 is the local RP 
router, you configure RO with the static RP address of R1. The static IP address is the routable address 
assigned to the loopback interface on R1. In the following example, the loopback address of the RP is 
2001:db8:85a3::8a2e:370:7334. 


Starting in Junos OS Release 15.2, the default PIM version is version 2, and version 1 is not supported. 


For Junsos OS Release 15.1 and earlier, the default PIM version can be version 1 or version 2, depending 
on the mode you are configuring. PIM version 1 is the default for RP mode ([edit pim rp static address 
address]). PIM version 2 is the default for interface mode ([edit pim interface interface-name]). An explicitly 
configured PIM version will override the default setting. 


You can configure a static RP address globally or for a routing instance. This example shows how to 
configure a static RP address in a routing instance for IPvé6. 


To configure the static RP address: 


1. Onanon-RP routing device, configure the routing instance to point to the routable address assigned 
to the loopback interface of the RP. 


[routing-instances VPN-A protocols pim rp] 


user@host# set static address 2001:db8:85a3::8a2e:370:7334 


NOTE: Logical systems are also supported. You can configure a static RP address in a logical 
system only if the logical system is not directly connected to a source. 


2. (Optional) Set the PIM sparse mode version. 


For each static RP address, you can optionally specify the PIM version. For Junos OS Release 15.1 and 
earlier, the default PIM version is version 1. 


[edit routing-instances VPN-A protocols pim rp] 
user@host# set static address 2001:db8:85a3::8a2e:370:7334 version 2 


3. (Optional) Set the group address range. 
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By default, a routing device running PIM is eligible to be the RP for all IPv4 or IPv6 groups (224.0.0.0/4 
or FF70::/12 to FFFO::/12). The following example limits the groups for which the 
2001:db8:85a3::8a2e:370:7334 address can be the RP. 


[edit routing-instances VPN-A protocols pim rp] 
user@host# set static address 2001:db8:85a3::8a2e:370:7334 group-ranges fecO::/10 


The RP that you select for a particular group must be consistent across all routers in a multicast domain. 


4. (Optional) Override dynamic RP for the specified group address range. 


If you configure both static RP mapping and dynamic RP mapping (such as auto-RP) in a single routing 
instance, allow the static mapping to take precedence for the given static RP group range, and allow 
dynamic RP mapping for all other groups. 


If you exclude this statement from the configuration and you use both static and dynamic RP mechanisms 
for different group ranges within the same routing instance, the dynamic RP mapping takes precedence 
over the static RP mapping, even if static RP is defined for a specific group range. 


[edit routing-instances VPN-A protocols pim rp static address 2001:db8:85a3::8a2e:370:7334] 
user@host# set override 


5. Monitor the operation of PIM by running the show pim commands. Run show pim ? to display the 
supported commands. 


SEE ALSO 


PIM Overview | 252 
Understanding MLD | 56 
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Release History Table 


Release Description 


15:2 Starting in Junos OS Release 15.2, the static configuration uses PIM version 2 by default, which is 
the only version supported in that release and beyond. 


152 Starting in Junos OS Release 15.2, the default PIM version is version 2, and version 1 is not 
supported. 
15.4 For Junsos OS Release 15.1 and earlier, the default PIM version can be version 1 or version 2, 


depending on the mode you are configuring. PIM version 1 is the default for RP mode ([edit pim 
rp static address address]). PIM version 2 is the default for interface mode ([edit pim interface 
interface-name]). An explicitly configured PIM version will override the default setting. 


RELATED DOCUMENTATION 


Configuring PIM Auto-RP 

Configuring PIM Bootstrap Router | 333 
Configuring a Designated Router for PIM | 384 
Examples: Configuring PIM Sparse Mode | 284 





Configuring Basic PIM Settings 


| Example: Configuring Anycast RP 


IN THIS SECTION 


Understanding RP Mapping with Anycast RP | 323 
Example: Configuring Multiple RPs in a Domain with Anycast RP | 323 
Example: Configuring PIM Anycast With or Without MSDP | 327 


Configuring a PIM Anycast RP Router Using Only PIM | 331 


Understanding RP Mapping with Anycast RP 


Having a single active rendezvous point (RP) per multicast group is much the same as having a single server 
providing any service. All traffic converges on this single point, although other servers are sitting idle, and 
convergence is slow when the resource fails. In multicast specifically, there might be closer RPs on the 
shared tree, so the use of a single RP is suboptimal. 


For the purposes of load balancing and redundancy, you can configure anycast RP. You can use anycast 
RP within a domain to provide redundancy and RP load sharing. When an RP fails, sources and receivers 
are taken to a new RP by means of unicast routing. When you configure anycast RP, you bypass the 
restriction of having one active RP per multicast group, and instead deploy multiple RPs for the same group 
range. The RP routers share one unicast IP address. Sources from one RP are known to other RPs that use 
the Multicast Source Discovery Protocol (MSDP). Sources and receivers use the closest RP, as determined 
by the interior gateway protocol (IGP). 


Anycast means that multiple RP routers share the same unicast IP address. Anycast addresses are advertised 
by the routing protocols. Packets sent to the anycast address are sent to the nearest RP with this address. 
Anycast addressing is a generic concept and is used in PIM sparse mode to add load balancing and service 
reliability to RPs. 


Anycast RP is defined in RFC3446 , Anycast RP Mechanism Using PIM and MSDP, and can be found here: 
https://www.ietf.org/rfc/rfc3446.txt . 


SEE ALSO 


Configuring the Static PIM RP Address on the Non-RP Routing Device | 320 
Example: Configuring Multiple RPs in a Domain with Anycast RP | 323 
Example: Configuring PIM Anycast With or Without MSDP | 327 


Example: Configuring Multiple RPs in a Domain with Anycast RP 


IN THIS SECTION 


Requirements | 324 
Overview | 324 
Configuration | 324 


Verification | 327 
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This example shows how to configure anycast RP on each RP router in the PIM-SM domain. With this 
configuration you can deploy more than one RP for a single group range. This enables load balancing and 
redundancy. 

Requirements 


Before you begin: 


e Configure the router interfaces. 
e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure PIM Sparse Mode on the interfaces. See “Enabling PIM Sparse Mode” on page 289. 


Overview 


When you configure anycast RP, the RP routers in the PIM-SM domain use a shared address. In this 
example, the shared address is 10.1.1.2/32. Anycast RP uses Multicast Source Discovery Protocol (MSDP) 
to discover and maintain a consistent view of the active sources. Anycast RP also requires an RP selection 
method, such as static, auto-RP, or bootstrap RP. This example uses static RP and shows only one RP 
router configuration. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


RP Routers 


set interfaces loO unit O family inet address 192.168.132.1/32 primary 
set interfaces loO unit O family inet address 10.1.1.2/32 

set protocols msdp local-address 192.168.132.1 

set protocols msdp peer 192.168.12.1 

set protocols pim rp local address 10.1.1.2 

set routing-options router-id 192.168.132.1 


Non-RP Routers 


set protocols pim rp static address 10.1.1.2 


Step-by-Step Procedure 


325 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure anycast RP: 


1. Oneach RP router in the domain, configure the shared anycast address on the router’s loopback address. 


[edit interfaces] 
user@host# set loO unit O family inet address 10.1.1.2/32 


2. On each RP router in the domain, make sure that the router's regular loopback address is the primary 
address for the interface, and set the router ID. 


[edit interfaces] 

user@host# set loO unit 0 family inet address 192.168.132.1/32 primary 
[edit routing-options] 

user@host# set router-id 192.168.132.1 


3. On each RP router in the domain, configure the local RP address, using the shared address. 


[edit protocols pim] 
user@host# set rp local address 10.1.1.2 


4. On each RP router in the domain, create MSDP sessions to the other RPs in the domain. 


[edit protocols msdp] 
user@host# set local-address 192.168.132.1 
user@host# set peer 192.168.12.1 


5. On each non-RP router in the domain, configure a static RP address using the shared address. 


[edit protocols pim] 
user@host# set rp static address 10.1.1.2 


o 


If you are done configuring the devices, commit the configuration. 


user@host# commit 
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Results 


From configuration mode, confirm your configuration by entering the show interfaces, show protocols, 
and show routing-options commands. If the output does not display the intended configuration, repeat 
the instructions in this example to correct the configuration. 


user@host# show interfaces 
lo0 { 
unit O { 
family inet { 
address 192.168.132.1/32 { 
primary; 
} 
address 10.1.1.2/32; 


On the RP routers: 


user@host# show protocols 
msdp { 

local-address 192.168.132.1; 

peer 192.168.12.1; 
} 
pim { 

rp { 

local { 
address 10.1.1.2; 


On the non-RP routers: 


user@host# show protocols 
pim { 
rp { 
static { 
address 10.1.1.2; 
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user@host# show routing-options 
router-id 192.168.132.1; 


Verification 


To verify the configuration, run the show pim rps extensive inet command. 


SEE ALSO 


Example: Configuring PIM Anycast With or Without MSDP | 327 
Understanding PIM Sparse Mode | 281 
Understanding RP Mapping with Anycast RP | 323 


Example: Configuring PIM Anycast With or Without MSDP 


When you configure anycast RP, you bypass the restriction of having one active rendezvous point (RP) 
per multicast group, and instead deploy multiple RPs for the same group range. The RP routers share one 
unicast IP address. Sources from one RP are known to other RPs that use the Multicast Source Discovery 
Protocol (MSDP). Sources and receivers use the closest RP, as determined by the interior gateway protocol 
(IGP). 


You can use anycast RP within a domain to provide redundancy and RP load sharing. When an RP stops 
operating, sources and receivers are taken to a new RP by means of unicast routing. 


You can configure anycast RP to use PIM and MSDP for IPv4, or PIM alone for both IPv4 and IPvé6 scenarios. 
Both are discussed in this section. 


We recommend a static RP mapping with anycast RP over a bootstrap router and auto-RP configuration 
because it provides all the benefits of a bootstrap router and auto-RP without the complexity of the BSR 
and auto-RP mechanisms. 


Starting in Junos OS Release 16.1, all systems on a subnet must run the same version of PIM. 


The default PIM version can be version 1 or version 2, depending on the mode you are configuring. PIMv1 
is the default RP mode (at the [edit protocols pim rp static address address] hierarchy level). However, 
PIMv2 is the default for interface mode (at the [edit protocols pim interface interface-name] hierarchy 
level). Explicitly configured versions override the defaults. This example explicitly configures PIMv2 on 
the interfaces. 


The following example shows an anycast RP configuration for the RP routers, first with MSDP and then 
using PIM alone, and for non-RP routers. 
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1. Fora network using an RP with MSDP, configure the RP using the loO loopback interface, which is 
always up. Include the address statement and specify the unique and routable router ID and the RP 
address at the [edit interfaces loO unit O family inet] hierarchy level. In this example, the router ID is 
198.51.100.254 and the shared RP address is 198.51.100.253. Include the primary statement for the 
first address. Including the primary statement selects the router’s primary address from all the preferred 
addresses on all interfaces. 


interfaces { 
loO { 
description "PIM RP"; 
unit O { 
family inet { 

address 198.51.100.254/32; 
primary; 
address 198.51.100.253/32; 


2. Specify the RP address. Include the address statement at the [edit protocols pim rp local] hierarchy 
level (the same address as the secondary Io0 interface). 


For all interfaces, include the mode statement to set the mode to sparse and the version statement to 
specify PIM version 2 at the [edit protocols pim rp local interface all] hierarchy level. When configuring 
all interfaces, exclude the fxp0.0 management interface by including the disable statement for that 
interface. 


protocols { 
pim { 
rp { 
local { 
family inet; 
address 198.51.100.253; 
} 
interface all { 
mode sparse; 
version 2; 
} 
interface fxp0.0 { 
disable; 
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3. Configure MSDP peering. Include the peer statement to configure the address of the MSDP peer at 
the [edit protocols msdp] hierarchy level. For MSDP peering, use the unique, primary addresses instead 
of the anycast address. To specify the local address for MSDP peering, include the local-address 
statement at the [edit protocols msdp peer] hierarchy level. 


protocols { 
msdp { 
peer 198.51.100.250 { 
local-address address 198.51.100.254; 


NOTE: If you need to configure a PIM RP for both IPv4 and IPv6 scenarios, perform Step 4 
and Step 5. Otherwise, go to Step 6. 


4. Configure an RP using the loO loopback interface, which is always up. Include the address statement 
to specify the unique and routable router address and the RP address at the [edit interfaces loO unit 
0 family inet] hierarchy level. In this example, the router ID is 198.51.100.254 and the shared RP 
address is 198.51.100.253. Include the primary statement on the first address. Including the primary 
statement selects the router’s primary address from all the preferred addresses on all interfaces. 


interfaces { 
loO { 
description "PIM RP"; 
unit O { 
family inet { 
address 198.51.100.254/32 { 
primary; 

} 
address 198.51.100.253/32; 


5. 
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Include the address statement at the [edit protocols pim rp local] hierarchy level to specify the RP 
address (the same address as the secondary loO interface). 


For all interfaces, include the mode statement to set the mode to sparse, and the version statement 
to specify PIM version 2 at the [edit protocols pim rp local interface all] hierarchy level. When configuring 
all interfaces, exclude the fxp0.0 management interface by Including the disable statement for that 


interface. 


Include the anycast-pim statement to configure anycast RP without MSDP (for example, if IPv6 is used 
for multicasting). The other RP routers that share the same IP address are configured using the rp-set 
statement. There is one entry for each RP, and the maximum that can be configured is 15. For each 
RP, specify the routable IP address of the router and whether MSDP source active (SA) messages are 
forwarded to the RP. 


MSDP configuration is not necessary for this type of IPv4 anycast RP configuration. 


protocols { 
pim { 
rp { 
local { 
family inet { 
address 198.51.100.253; 
anycast-pim { 
rp-set { 
address 198.51.100.240; 
address 198.51.100.241 forward-msdp-sa; 


} 
local-address 198.51.100.254; #If not configured, use loO primary 


} 

interface all { 
mode sparse; 
version 2; 

} 

interface fxp0.0 { 
disable; 


6. Configure the non-RP routers. The anycast RP configuration for a non-RP router is the same whether 


MSDP is used or not. Specify a static RP by adding the address at the [edit protocols pim rp static] 
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hierarchy level. Include the version statement at the [edit protocols pim rp static address] hierarchy 
level to specify PIM version 2. 


protocols { 
pim { 
rp { 
static { 
address 198.51.100.253 { 
version 2; 


7. Include the mode statement at the [edit protocols pim interface all] hierarchy level to specify sparse 
mode on all interfaces. Then include the version statement at the [edit protocols pim rp interface all 
mode] to configure all interfaces for PIM version 2. When configuring all interfaces, exclude the fxp0.0 
management interface by including the disable statement for that interface. 


protocols { 
pim { 
interface all { 
mode sparse; 
version 2; 


} 
interface fxp0.0 { 


disable; 


Configuring a PIM Anycast RP Router Using Only PIM 


In this example, configure an RP using the loO loopback interface, which is always up. Use the address 
statement to specify the unique and routable router address and the RP address at the [edit interfaces 
lo0 unit O family inet] hierarchy level. In this case, the router ID is 198.51.100.254/32 and the shared RP 
address is 198.51.100/32. Add the flag statement primary to the first address. Using this flag selects the 
router's primary address from all the preferred addresses on all interfaces. 


interfaces { 


loO { 
description "PIM RP"; 
unit O { 
family inet { 
address 198.51.100.254/32 { 
primary; 
} 
address 198.51.100.253/32; 


Add the address statement at the [edit protocols pim rp local] hierarchy level to specify the RP address 
(the same address as the secondary IoO interface). 


For all interfaces, use the mode statement to set the mode to sparse, and include the version statement 
to specify PIM version 2 at the [edit protocols pim rp local interface all] hierarchy level. When configuring 
all interfaces, exclude the fxp0.0 management interface by adding the disable statement for that interface. 


Use the anycast-pim statement to configure anycast RP without MSDP (for example, if IPv6 is used for 
multicasting). The other RP routers that share the same IP address are configured using the rp-set statement. 
There is one entry for each RP, and the maximum that can be configured is 15. For each RP, specify the 
routable IP address of the router and whether MSDP source active (SA) messages are forwarded to the 
RP. 


protocols { 
pim { 
rp { 
local { 
family inet { 
address 198.51.100.253; 
anycast-pim { 
rp-set { 
address 198.51.100.240; 
address 198.51.100.241 forward-msdp-sa; 
} 
local-address 198.51.100.254; #If not configured, use loO primary 


} 
interface all { 
mode sparse; 
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version 2; 


} 
interface fxp0.0 { 


disable; 


MSDP configuration is not necessary for this type of IPv4 anycast RP configuration. 


SEE ALSO 


JTAC Certified Step-by-Step Troubleshooting: Junos OS Multicast 


Release History Table 


Release Description 
16.1 Starting in Junos OS Release 16.1, all systems on a subnet must run the same version 
of PIM. 
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Configuring a Designated Router for PIM | 384 
Examples: Configuring PIM Sparse Mode | 284 





Configuring Basic PIM Settings 


| Configuring PIM Bootstrap Router 


IN THIS SECTION 


@ Understanding the PIM Bootstrap Router | 334 
@ ~~ Configuring PIM Bootstrap Properties for IPv4 | 334 
@ ~~ Configuring PIM Bootstrap Properties for IPv4 or IPv6é | 336 
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@ Example: Rejecting PIM Bootstrap Messages at the Boundary of a PIM Domain | 338 
@ Example: Configuring PIM BSR Filters | 338 


Understanding the PIM Bootstrap Router 


To determine which router is the rendezvous point (RP), all routers within a PIM sparse-mode domain 
collect bootstrap messages. A PIM sparse-mode domain is a group of routers that all share the same RP 
router. The domain bootstrap router initiates bootstrap messages, which are sent hop by hop within the 
domain. The routers use bootstrap messages to distribute RP information dynamically and to elect a 
bootstrap router when necessary. 


SEE ALSO 


Configuring PIM Bootstrap Properties for IPv4 or IPv6é | 336 


Configuring PIM Bootstrap Properties for IPv4 


For correct operation, every multicast router within a PIM domain must be able to map a particular multicast 
group address to the same Rendezvous Point (RP). The bootstrap router mechanism is one way that a 
multicast router can learn the set of group-to-RP mappings. Bootstrap routers are supported in IPv4 and 
IPvé. 


NOTE: For legacy configuration purposes, there are two sections that describe the configuration 
of bootstrap routers: one section for both IPv4 and IPv6, and this section, which is for IPv4 only. 
The method described in “Configuring PIM Bootstrap Properties for IPv4 or IPv6” on page 336 
is recommended. A commit error occurs if the same IPv4 bootstrap statements are included in 
both the IPv4-only and the IPv4-and-IPvé6 sections of the hierarchy. The error message is 
“duplicate IPv4 bootstrap configuration.” 


To determine which routing device is the RP, all routing devices within a PIM domain collect bootstrap 
messages. A PIM domain is a contiguous set of routing devices that implement PIM. All are configured to 
operate within a common boundary. The domain's bootstrap router initiates bootstrap messages, which 
are sent hop by hop within the domain. The routing devices use bootstrap messages to distribute RP 
information dynamically and to elect a bootstrap router when necessary. 
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You can configure bootstrap properties globally or for a routing instance. This example shows the global 
configuration. 


To configure the bootstrap router properties: 


1. Configure the bootstrap priority. 


By default, each routing device has a bootstrap priority of 0, which means the routing device can never 
be the bootstrap router. A priority of O disables the function for IPv4 and does not cause the routing 
device to send bootstrap router packets with a O in the priority field. The routing device with the highest 
priority value is elected to be the bootstrap router. In the case of a tie, the routing device with the 
highest IP address is elected to be the bootstrap router. A simple bootstrap configuration assigns a 
bootstrap priority value to a routing device. 


[edit protocols pim rp] 
user@host# set bootstrap-priority 3 


2. (Optional) Create import and export policies to control the flow of IPv4 bootstrap messages to and 
from the RP, and apply the policies to PIM. Import and export policies are useful when some of the 
routing devices in your PIM domain have interfaces that connect to other PIM domains. Configuring 
a policy prevents bootstrap messages from crossing domain boundaries. The bootstrap-import statement 
prevents messages from being imported into the RP. The bootstrap-export statement prevents messages 
from being exported from the RP. 


[edit protocols pim rp] 
user@host# set bootstrap-import pim-bootstrap-import 
user@host# set bootstrap-export pim-bootstrap-export 


3. Configure the policies. 


[edit policy-options policy-statement pim-bootstrap-import] 
user@host# set from interface se-0/0/0 

user@host# set then reject 

[edit policy-options policy-statement pim-bootstrap-export] 
user@host# set from interface se-0/0/0 

user@host# set then reject 


4. Monitor the operation of PIM bootstrap routing devices by running the show pim bootstrap command. 


SEE ALSO 


336 


Configuring PIM Bootstrap Properties for IPv4 or IPv6é | 336 

Understanding PIM Sparse Mode | 281 

Example: Rejecting PIM Bootstrap Messages at the Boundary of a PIM Domain | 338 
show pim bootstrap | 2051 in the CLI Explorer 


Configuring PIM Bootstrap Properties for IPv4 or IPv6 


For correct operation, every multicast router within a PIM domain must be able to map a particular multicast 
group address to the same Rendezvous Point (RP). The bootstrap router mechanism is one way that a 
multicast router can learn the set of group-to-RP mappings. Bootstrap routers are supported in IPv4 and 
IPvé. 


NOTE: For legacy configuration purposes, there are two sections that describe the configuration 
of bootstrap routers: one section for |Pv4 only, and this section, which is for both IPv4 and IPv6. 
The method described in this section is recommended. A commit error occurs if the same IPv4 
bootstrap statements are included in both the IPv4-only and the IPv4-and-IPvé6 sections of the 
hierarchy. The error message is “duplicate IPv4 bootstrap configuration.” 


To determine which routing device is the RP, all routing devices within a PIM domain collect bootstrap 
messages. A PIM domain is a contiguous set of routing devices that implement PIM. All devices are 
configured to operate within a common boundary. The domain's bootstrap router initiates bootstrap 
messages, which are sent hop by hop within the domain. The routing devices use bootstrap messages to 
distribute RP information dynamically and to elect a bootstrap router when necessary. 


You can configure bootstrap properties globally or for a routing instance. This example shows the global 
configuration. 


To configure the bootstrap router properties: 


1. Configure the bootstrap priority. 


By default, each routing device has a bootstrap priority of 0, which means the routing device can never 
be the bootstrap router. The routing device with the highest priority value is elected to be the bootstrap 
router. In the case of a tie, the routing device with the highest IP address is elected to be the bootstrap 
router. A simple bootstrap configuration assigns a bootstrap priority value to a routing device. 
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NOTE: In the IPv4-only configuration, specifying a bootstrap priority of O disables the 
bootstrap function and does not cause the routing device to send BSR packets with a O in 
the priority field. In the configuration shown here, specifying a bootstrap priority of O does 
not disable the function, but causes the routing device to send BSR packets with a O in the 
priority field. To disable the bootstrap function in the IPv4 and IPv6 configuration, delete the 
bootstrap statement. 


user@host# edit protocols pim rp 
user@host# set bootstrap family inet priority 3 


2. (Optional) Create import and export policies to control the flow of bootstrap messages to and from the 
RP, and apply the policies to PIM. Import and export policies are useful when some of the routing 
devices in your PIM domain have interfaces that connect to other PIM domains. Configuring a policy 
prevents bootstrap messages from crossing domain boundaries. The import statement prevents messages 
from being imported into the RP. The export statement prevents messages from being exported from 
the RP. 


[edit protocols pim rp] 
user@host# set bootstrap family inet import pim-bootstrap-import 
user@host# set bootstrap family inet export pim-bootstrap-export 


3. Configure the policies. 


[edit policy-options policy-statement pim-bootstrap-import] 
user@host# set from interface se-0/0/0 

user@host# set then reject 

user@host# exit 

user@host# edit policy-options policy-statement pim-bootstrap-export 
user@host# set from interface se-0/0/0 

user@host# set then reject 


4. Monitor the operation of PIM bootstrap routing devices by running the show pim bootstrap command. 


SEE ALSO 


Configuring PIM Bootstrap Properties for IPv4 | 334 
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Understanding PIM Sparse Mode | 281 
Example: Rejecting PIM Bootstrap Messages at the Boundary of a PIM Domain | 338 
show pim bootstrap | 2051 in the CLI Explorer 


Example: Rejecting PIM Bootstrap Messages at the Boundary of a PIM Domain 


In this example, the from interface so-0-1/0 then reject policy statement rejects bootstrap messages from 
the specified interface (the example is configured for both IPv4 and IPvé operation): 


protocols { 
pim { 
rp { 
bootstrap { 
family inet { 
priority 1; 
import pim-import; 
export pim-export; 
} 
family ineté { 
priority 1; 
import pim-import; 
export pim-export; 


policy-options { 

policy-statement pim-import { 
from interface so-0/1/0; 
then reject; 

} 

policy-statement pim-export { 
to interface so-0/1/0; 
then reject; 


Example: Configuring PIM BSR Filters 


Configure a filter to prevent BSR messages from entering or leaving your network. Add this configuration 


to all routers: 
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protocols { 
pim { 
rp { 
bootstrap-import no-bsr; 
bootstrap-export no-bsr; 


} 


} 
policy-options { 
policy-statement no-bsr { 
then reject; 


} 


RELATED DOCUMENTATION 


Configuring PIM Auto-RP 

Configuring a Designated Router for PIM | 384 
Examples: Configuring PIM Sparse Mode | 284 
Configuring Basic PIM Settings 


| Understanding PIM Auto-RP 


You can configure a more dynamic way of assigning rendezvous points (RPs) in a multicast network by 
means of auto-RP. When you configure auto-RP for a router, the router learns the address of the RP in 
the network automatically and has the added advantage of operating in PIM version 1 and version 2. 


Although auto-RP is a nonstandard (non-RFC-based) function that typically uses dense mode PIM to 
advertise control traffic, it provides an important failover advantage that simple static RP assignment does 
not. You can configure multiple routers as RP candidates. If the elected RP fails, one of the other 
preconfigured routers takes over the RP functions. This capability is controlled by the auto-RP mapping 
agent. 


RELATED DOCUMENTATION 


Configuring PIM Auto-RP 
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| Configuring All PIM Anycast Non-RP Routers 


Use the mode statement at the [edit protocols pim rp interface all] hierarchy level to specify sparse mode 
on all interfaces. Then add the version statement at the [edit protocols pim rp interface all mode] to 
configure all interfaces for PIM version 2. When configuring all interfaces, exclude the fxp0.0 management 
interface by adding the disable statement for that interface. 


protocols { 
pim { 

interface all { 
mode sparse; 
version 2; 

} 

interface fxp0.0 { 
disable; 


| Configuring a PIM Anycast RP Router with MSDP 


Add the address statement at the [edit protocols pim rp local] hierarchy level to specify the RP address 
(the same address as the secondary loO interface). 


For all interfaces, use the mode statement to set the mode to sparse and the version statement to specify 
PIM version 2 at the [edit protocols pim rp local interface all] hierarchy level. When configuring all interfaces, 
exclude the fxp0.0 management interface by adding the disable statement for that interface. 


protocols { 
pim { 
rp { 
local { 
family inet; 
address 198.51.100.253; 
} 
interface all { 
mode sparse; 
version 2; 
} 
interface fxp0.0 { 
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disable; 


To configure MSDP peering, add the peer statement to configure the address of the MSDP peer at the 
[edit protocols msdp] hierarchy level. For MSDP peering, use the unique, primary addresses instead of 

the anycast address. To specify the local address for MSDP peering, add the local-address statement at 
the [edit protocols msdp peer] hierarchy level. 


protocols { 
msdp { 
peer 198.51.100.250 { 
local-address 198.51.100.254; 


| Configuring Embedded RP 


IN THIS SECTION 


@ Understanding Embedded RP for IPv6 Multicast | 341 
@ Configuring PIM Embedded RP for IPvé | 343 


Understanding Embedded RP for IPv6 Multicast 


Global IPv6 multicast between routing domains has been possible only with source-specific multicast (SSM) 
because there is no way to convey information about IPvé6 multicast RPs between PIM sparse mode RPs. 
In IPv4 multicast networks, this information is conveyed between PIM RPs using MSDP, but there is no 
IPv6 support in current MSDP standards. IPv6 uses the concept of an embedded RP to resolve this issue 
without requiring SSM. This feature embeds the RP address in an IPv6 multicast address. 


All IPv6 multicast addresses begin with 8 1-bits (1111 1111) followed by a 4-bit flag field normally set to 
0011. The flag field is set to 0111 when embedded RP is used. Then the low-order bits of the normally 
reserved field in the IPv6 multicast address carry the 4-bit RP interface identifier (RIID). 
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When the IPv6 address of the RP is embedded in a unicast-prefix-based any-source multicast (ASM) 
address, all of the following conditions must be true: 


e The address must be an IPv6 multicast address and have 0111 in the flags field (that is, the address is 
part of the prefix FF70::/12). 


e The 8-bit prefix length (plen) field must not be all 0. An all O plen field implies that SSM is in use. 


e The 8-bit prefix length field value must not be greater than 64, which is the length of the network prefix 
field in unicast-prefix-based ASM addresses. 


The routing platform derives the value of the interdomain RP by copying the prefix length field number 
of bits from the 64-bit network prefix field in the received IPv6é multicast address to an empty 128-bit 
IPv6 address structure and copying the last bits from the 4-bit RIID. For example, if the prefix length field 
bits have the value 32, then the routing platform copies the first 32 bits of the IPv6é multicast address 
network prefix field to an all-O IPv6 address and appends the last four bits determined by the RIID. See 
Figure 43 on page 342 for an illustration of this process. 


Figure 43: Extracting the Embedded RP IPv6 Address 


Start with empty 128 bit IPv6 address structure 
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For example, the administrator of IPv6 network 2001:DB8::/32 sets up an RP for the 
2001:DB8:BEEF:FEED::/96 subnet. In that case, the received embedded RP IPv6 ASM address has the 
form: 


FF70:y40:2001:DB8:BEEF:FEED::/96 


and the derived RP IPv6 address has the form: 


2001:DB8:BEEF:FEED::y 


where y is the RIID (y cannot be 0). 
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When configured, the routing platform checks for embedded RP information in every PIM join request 
received for IPv6. The use of embedded RP does not change the processing of IPv6 multicast and RPs in 
any way, except that the embedded RP address is used if available and selected for use. There is no need 
to specify the IPv6 address family for embedded RP configuration because the information can be used 
only if IPv6é multicast is properly configured on the routing platform. 


The following receive events trigger extraction of an IPv6 embedded RP address on the routing platform: 


e Multicast Listener Discovery (MLD) report for an embedded RP multicast group address 
e PIM join message with an embedded RP multicast group address 
e Static embedded RP multicast group address associated with an interface 


e Packets sent to an embedded RP multicast group address received on the DR 


The embedded RP node discovered through these events is added if it does not already exist on the routing 
platform. The routing platform chooses the embedded RP as the RP for a multicast group before choosing 
an RP learned through BSRs or a statically configured RP. The embedded RP is removed whenever all PIM 
join states using this RP are removed or the configuration changes to remove the embedded RP feature. 


Configuring PIM Embedded RP for IPv6 


You configure embedded RP to allow multidomain IPv6 multicast networks to find RPs in other routing 
domains. Embedded RP embeds an RP address inside PIM join messages and other types of messages sent 
between routing domains. Global IPv6 multicast between routing domains has been possible only with 
source-specific multicast (SSM) because there is no way to convey information about IPv6é multicast RPs 
between PIM sparse mode RPs. In IPv4 multicast networks, this information is conveyed between PIM 
RPs using MSDP, but there is no IPv6é support in current MSDP standards. IPv6 uses the concept of an 
embedded RP to resolve this issue without requiring SSM. Thus, embedded RP enables you can deploy 
IPvé with any-source multicast (ASM). 


Embedded RP is disabled by default. 


When you configure embedded RP for IPv6é, embedded RPs are preferred to RPs discovered by IPv6é any 
other way. You configure embedded RP independent of any other IPv6 multicast properties. This feature 
is applied only when IPv6 multicast is properly configured. 


You can configure embedded RP globally or for a routing instance. This example shows the routing instance 
configuration. 


To configure embedded RP for IPv6 PIM sparse mode: 


1. Define which multicast addresses or prefixes can embed RP address information. If messages within a 
group range contain embedded RP information and the group range is not configured, the embedded 
RP in that group range is ignored. Any valid unicast-prefix-based ASM address can be used as a group 
range. The default group range is FF70::/12 to FFFO::/12. Messages with embedded RP information 
that do not match any configured group ranges are treated as normal multicast addresses. 


344 


[edit routing-instances vpn-A protocols pim rp embedded-rp] 
user@host# set group-ranges fecO::/10 


If the derived RP address is not a valid IPv6 unicast address, it is treated as any other multicast group 
address and is not used for RP information. Verification fails if the extracted RP address is a local 
interface, unless the routing device is configured as an RP and the extracted RP address matches the 
configured RP address. Then the local RP determines whether it is configured to act as an RP for the 
embedded RP multicast address. 


2. Limit the number of embedded RPs created in a specific routing instance. The range is from 1 through 
500. The default is 100. 


[edit routing-instances vpn-A protocols pim rp] 
user@host# set maximum-rps 50 


3. Monitor the operation by running the show pim rps and show pim statistics commands. 


SEE ALSO 


Understanding Embedded RP for IPv6 Multicast | 341 
show pim rps | 2106 in the CLI Explorer 
show pim statistics | 2120 in the CLI Explorer 


RELATED DOCUMENTATION 


Configuring PIM Auto-RP 

Configuring PIM Bootstrap Router | 333 
Configuring a Designated Router for PIM | 384 
Examples: Configuring PIM Sparse Mode | 284 
Configuring Basic PIM Settings 
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| Configuring PIM Filtering 


IN THIS SECTION 


@ Understanding Multicast Message Filters | 345 

@ Filtering MAC Addresses | 346 

@ Filtering RP and DR Register Messages | 346 

@ Filtering MSDP SA Messages | 347 

@ Configuring Interface-Level PIM Neighbor Policies | 348 

@ Filtering Outgoing PIM Join Messages | 349 

@ Example: Stopping Outgoing PIM Register Messages on a Designated Router | 351 
@ Filtering Incoming PIM Join Messages | 354 

@ Example: Rejecting Incoming PIM Register Messages on RP Routers | 356 

® Configuring Register Message Filters on a PIM RP and DR | 360 


Understanding Multicast Message Filters 


Multicast sources and routers generate a considerable number of control messages, especially when using 
PIM sparse mode. These messages form distribution trees, locate rendezvous points (RPs) and designated 
routers (DRs), and transition from one type of tree to another. In most cases, this multicast messaging 
system operates transparently and efficiently. However, in some configurations, more control over the 
sending and receiving of multicast control messages is necessary. 


You can configure multicast filtering to control the sending and receiving of multicast control messages. 


To prevent unauthorized groups and sources from registering with an RP router, you can define a routing 
policy to reject PIM register messages from specific groups and sources and configure the policy on the 
designated router or the RP router. 


e If you configure the reject policy on an RP router, it rejects incoming PIM register messages from the 
specified groups and sources. The RP router also sends a register stop message by means of unicast to 
the designated router. On receiving the register stop message, the designated router sends periodic null 
register messages for the specified groups and sources to the RP router. 


e If you configure the reject policy on a designated router, it stops sending PIM register messages for the 
specified groups and sources to the RP router. 
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NOTE: If you have configured the reject policy on an RP router, we recommend that you configure 
the same policy on all the RP routers in your multicast network. 


NOTE: If you delete a group and source address from the reject policy configured on an RP 
router and commit the configuration, the RP router will register the group and source only when 
the designated router sends a null register message. 


SEE ALSO 


Filtering MAC Addresses | 346 
Filtering RP and DR Register Messages | 346 
Filtering MSDP SA Messages | 347 


Filtering MAC Addresses 


When a router is exclusively configured with multicast protocols on an interface, multicast sets the interface 
media access control (MAC) filter to multicast promiscuous mode, and the number of multicast groups is 
unlimited. However, when the router is not exclusively used for multicasting and other protocols such as 
OSPF, Routing Information Protocol version 2 (RIPv2), or Network Time Protocol (NTP) are configured on 
an interface, each of these protocols individually requests that the interface program the MAC filter to 
pick up its respective multicast group only. In this case, without multicast configured on the interface, the 
maximum number of multicast MAC filters is limited to 20. For example, the maximum number of interface 
MAC filters for protocols such as OSPF (multicast group 224.0.0.5) is 20, unless a multicast protocol is 
also configured on the interface. 


No configuration is necessary for MAC filters. 


Filtering RP and DR Register Messages 


You can filter Protocol Independent Multicast (PIM) register messages sent from the designated router 
(DR) or to the rendezvous point (RP). The PIM RP keeps track of all active sources in a single PIM sparse 
mode domain. In some cases, more control over which sources an RP discovers, or which sources a DR 
notifies other RPs about, is desired. A high degree of control over PIM register messages is provided by 
RP and DR register message filtering. Message filtering also prevents unauthorized groups and sources 
from registering with an RP router. 


347 


Register messages that are filtered at a DR are not sent to the RP, but the sources are available to local 
users. Register messages that are filtered at an RP arrive from source DRs, but are ignored by the router. 
Sources on multicast group traffic can be limited or directed by using RP or DR register message filtering 
alone or together. 


If the action of the register filter policy is to discard the register message, the router needs to send a 
register-stop message to the DR. Register-stop messages are throttled to prevent malicious users from 
triggering them on purpose to disrupt the routing process. 


Multicast group and source information is encapsulated inside unicast IP packets. This feature allows the 
router to inspect the multicast group and source information before sending or accepting the PIM register 
message. 


Incoming register messages to an RP are passed through the configured register message filtering policy 
before any further processing. If the register message is rejected, the RP router sends a register-stop 
message to the DR. When the DR receives the register-stop message, the DR stops sending register 
messages for the filtered groups and sources to the RP. Two fields are used for register message filtering: 


e Group multicast address 

e Source address 

The syntax of the existing policy statements is used to configure the filtering on these two fields. The 
route-filter statement is useful for multicast group address filtering, and the source-address-filter statement 


is useful for source address filtering. In most cases, the action is to reject the register messages, but more 
complex filtering policies are possible. 


Filtering cannot be performed on other header fields, such as DR address, protocol, or port. In some 
configurations, an RP might not send register-stop messages when the policy action is to discard the 
register messages. This has no effect on the operation of the feature, but the router will continue to receive 
register messages. 


When anycast RP is configured, register messages can be sent or received by the RP. All the RPs in the 
anycast RP set need to be configured with the same RP register message filtering policies. Otherwise, it 
might be possible to circumvent the filtering policy. 


SEE ALSO 


Understanding RP Mapping with Anycast RP | 323 
Configuring Register Message Filters on a PIM RP and DR | 360 


Filtering MSDP SA Messages 


Along with applying MSDP source active (SA) filters on all external MSDP sessions (in and out) to prevent 
SAs for groups and sources from leaking in and out of the network, you need to apply bootstrap router 
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(BSR) filters. Applying a BSR filter to the boundary of a network prevents foreign BSR messages (which 
announce RP addresses) from leaking into your network. Since the routers in a PIM sparse-mode domain 
need to know the address of only one RP router, having more than one in the network can create issues. 


If you did not use multicast scoping to create boundary filters for all customer-facing interfaces, you might 
want to use PIM join filters. Multicast scopes prevent the actual multicast data packets from flowing in or 
out of an interface. PIM join filters prevent PIM sparse-mode state from being created in the first place. 
Since PIM join filters apply only to the PIM sparse-mode state, it might be more beneficial to use multicast 
scoping to filter the actual data. 


NOTE: When you apply firewall filters, firewall action modifiers, such as log, sample, and count, 
work only when you apply the filter on an inbound interface. The modifiers do not work on an 
outbound interface. 


SEE ALSO 


Filtering Incoming PIM Join Messages | 354 
Example: Configuring PIM BSR Filters | 338 


Configuring Interface-Level PIM Neighbor Policies 


You can configure a policy to filter unwanted PIM neighbors. In the following example, the PIM interface 
compares neighbor IP addresses with the IP address in the policy statement before any hello processing 

takes place. If any of the neighbor IP addresses (primary or secondary) match the IP address specified in 

the prefix list, PIM drops the hello packet and rejects the neighbor. 


If you configure a PIM neighbor policy after PIM has already established a neighbor adjacency to an 
unwanted PIM neighbor, the adjacency remains intact until the neighbor hold time expires. When the 
unwanted neighbor sends another hello message to update its adjacency, the router recognizes the 
unwanted address and rejects the neighbor. 


To configure a policy to filter unwanted PIM neighbors: 


1. Configure the policy. The neighbor policy must be a properly structured policy statement that uses a 
prefix list (or a route filter) containing the neighbor primary address (or any secondary IP addresses) in 
a prefix list, and the reject option to reject the unwanted address. 


[edit policy-options] 
user@host# set prefix-list nbrGroup 1 20.20.20.1/32 
user@host# set policy-statement nbr-policy from prefix-list nbrGroup1 
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user@host# set policy-statement nbr-policy then reject 


2. Configure the interface globally or in the routing instance. This example shows the configuration for 
the routing instance. 


[edit routing-instances PIM.master protocols pim] 
user@host# set neighbor-policy nbr-policy 


3. Verify the configuration by checking the Hello dropped on neighbor policy field in the output of the 
show pim statistics command. 


SEE ALSO 


Understanding PIM Sparse Mode | 281 
show pim statistics | 2120 


Filtering Outgoing PIM Join Messages 


When the core of your network is using MPLS, PIM join and prune messages stop at the customer edge 
(CE) routers and are not forwarded toward the core, because these routers do not have PIM neighbors on 
the core-facing interfaces. When the core of your network is using IP, PIM join and prune messages are 
forwarded to the upstream PIM neighbors in the core of the network. 


When the core of your network is using a mix of IP and MPLS, you might want to filter certain PIM join 
and prune messages at the upstream egress interface of the CE routers. 


You can filter PIM sparse mode (PIM-SM) join and prune messages at the egress interfaces for IPv4 and 
IPvé in the upstream direction. The messages can be filtered based on the group address, source address, 
outgoing interface, PIM neighbor, or a combination of these values. If the filter is removed, the join is sent 
after the PIM periodic join timer expires. 


To filter PIM sparse mode join and prune messages at the egress interfaces, create a policy rejecting the 
group address, source address, outgoing interface, or PIM neighbor, and then apply the policy. 


The following example filters PIM join and prune messages for group addresses 224.0.1.2 and 225.1.1.1. 


1. In configuration mode, create the policy. 


user@host# set policy-options policy-statement block-groups term t1 from route-filter 224.0.1.2/32 exact 
user@host# set policy-options policy-statement block-groups term t1 from route-filter 225.1.1.1/32 exact 


user@host# set policy-options policy-statement block-groups term t1 then reject 
user@host# set policy-options policy-statement block-groups term last then accept 


2. Verify the policy configuration by running the show policy-options command. 


user@host# show policy-options 
policy-statement block-groups { 
term t1 { 
from { 
route-filter 224.0.1.2/32 exact; 
route-filter 225.1.1.1/32 exact; 
then reject; 
} 
term last { 
then accept; 


3. Apply the PIM join and prune message filter. 


user@host> set protocols pim export block-groups 


4. After the configuration is committed, use the show pim statistics command to verify that outgoing PIM 


join and prune messages are being filtered. 


user@host> show pim statistics | grep filtered 


RP Filtered Source 0 
Rx Joins/Prunes filtered 0 
Tx Joins/Prunes filtered 254 


The egress filter count is shown on the Tx Joins/Prunes filtered line. 


SEE ALSO 


Filtering Incoming PIM Join Messages | 354 


350 


351 


Example: Stopping Outgoing PIM Register Messages on a Designated Router 


IN THIS SECTION 


Requirements | 351 
Overview | 351 
Configuration | 352 


Verification | 353 


This example shows how to stop outgoing PIM register messages on a designated router. 


Requirements 


Before you begin: 


1. 


8. 
9. 


Determine whether the router is directly attached to any multicast sources. Receivers must be able to 
locate these sources. 


. Determine whether the router is directly attached to any multicast group receivers. If receivers are 


present, IGMP is needed. 


. Determine whether to configure multicast to use sparse, dense, or sparse-dense mode. Each mode has 


different configuration considerations. 


. Determine the address of the RP if sparse or sparse-dense mode is used. 
. Determine whether to locate the RP with the static configuration, BSR, or auto-RP method. 


. Determine whether to configure multicast to use its own RPF routing table when configuring PIM in 


sparse, dense, or sparse-dense mode. 


. Configure the SAP and SDP protocols to listen for multicast session announcements. 


Configure IGMP. 
Configure the PIM static RP. 


10. Filter PIM register messages from unauthorized groups and sources. See “Example: Rejecting Incoming 


PIM Register Messages on RP Routers” on page 356. 


Overview 


In this example, you configure the group address as 224.2.2.2/32 and the source address in the group as 
20.20.20.1/32. You set the match action to not send PIM register messages for the group and source 
address. Then you configure the policy on the designated router to stop-pim-register-msg-dr. 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


set policy-options policy-statement stop-pim-register-msg-dr from route-filter 224.2.2.2/32 exact 

set policy-options policy-statement stop-pim-register-msg-dr from source-address-filter 20.20.20.1/32 exact 
set policy-options policy-statement stop-pim-register-msg-dr then reject 

set protocols pim rp dr-register-policy stop-pim-register-msg-dr 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For instructions 
on how to do that, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To stop outgoing PIM register messages on a designated router: 


1. Configure the policy options. 


[edit] 
user@host# edit policy-options 


2. Set the group address. 


[edit policy-options] 
user@host# set policy statement stop-pim-register-msg-dr from route-filter 224.2.2.2/32 exact 


3. Set the source address. 


[edit policy-options] 
user@host# set policy statement stop-pim-register-msg-dr from source-address-filter 20.20.20.1/32 exact 


4. Set the match action. 


[edit policy-options] 
user@host# set policy statement stop-pim-register-msg-dr then reject 


5. Assign the policy. 
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[edit] 
user@host# set dr-register-policy stop-pim-register-msg-dr 


Results 

From configuration mode, confirm your configuration by entering the show policy-options and show 
protocols commands. If the output does not display the intended configuration, repeat the configuration 
instructions in this example to correct it. 


[edit] 
user@host# show policy-options 
policy-statement stop-pim-register-msg-dr { 
from { 
route-filter 224.2.2.2/32 exact; 
source-address-filter 20.20.20.1/32 exact; 
} 


then reject; 
} 
[edit] 
user@host# show protocols 
pim { 
rp { 
dr-register-policy stop-pim-register-msg-dr; 


} 


If you are done configuring the device, enter commit from configuration mode. 


Verification 


IN THIS SECTION 


Verifying SAP and SDP Addresses and Ports | 354 
Verifying the IGMP Version | 354 
Verifying the PIM Mode and Interface Configuration | 354 


Verifying the PIM RP Configuration | 354 


To confirm that the configuration is working properly, perform these tasks: 
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Verifying SAP and SDP Addresses and Ports 


Purpose 


Verify that SAP and SDP are configured to listen on the correct group addresses and ports. 
Action 

From operational mode, enter the show sap listen command. 

Verifying the IGMP Version 


Purpose 


Verify that IGMP version 2 is configured on all applicable interfaces. 
Action 

From operational mode, enter the show igmp interface command. 
Verifying the PIM Mode and Interface Configuration 


Purpose 


Verify that PIM sparse mode is configured on all applicable interfaces. 
Action 

From operational mode, enter the show pim interfaces command. 
Verifying the PIM RP Configuration 


Purpose 
Verify that the PIM RP is statically configured with the correct IP address. 


Action 


From operational mode, enter the show pim rps command. 


SEE ALSO 


Configuring Register Message Filters on a PIM RP and DR | 360 


Multicast Configuration Overview | 15 


Filtering Incoming PIM Join Messages 


Multicast scoping controls the propagation of multicast messages. Whereas multicast scoping prevents 
the actual multicast data packets from flowing in or out of an interface, PIM join filters prevent a state 
from being created in a router. A state—the (*,G) or (S,G) entries—is the information used for forwarding 
unicast or multicast packets. Using PIM join filters prevents the transport of multicast traffic across a 
network and the dropping of packets at a scope at the edge of the network. Also, PIM join filters reduce 
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the potential for denial-of-service (DoS) attacks and PIM state explosion—large numbers of PIM join 
messages forwarded to each router on the rendezvous-point tree (RPT), resulting in memory consumption. 


To use PIM join filters to efficiently restrict multicast traffic from certain source addresses, create and 
apply the routing policy across all routers in the network. 


See Table 14 on page 355 for a list of match conditions. 
Table 14: PIM Join Filter Match Conditions 


Match Condition Matches On 
interface Router interface or interfaces specified by name or IP address 


neighbor Neighbor address (the source address in the IP header of the join 
and prune message) 


route-filter Multicast group address embedded in the join and prune message 


source-address-filter | Multicast source address embedded in the join and prune message 


The following example shows how to create a PIM join filter. The filter is composed of a route filter and 
a source address filter—bad-groups and bad-sources, respectively. the bad-groups filter prevents (*,G) or 
(S,G) join messages from being received for all groups listed. The bad-sources filter prevents (S,G) join 
messages from being received for all sources listed. The bad-groups filter and bad-sources filter are in 
two different terms. If route filters and source address filters are in the same term, they are logically ANDed. 


To filter incoming PIM join messages: 


1. Configure the policy. 


[edit policy-statement pim-join-filter term bad-groups] 
user@host# set from route-filter 224.0.1.2/32 exact 
user@host# set from route-filter 239.0.0.0/8 orlonger 
user@host# set then reject 


[edit policy-statement pim-join-filter term bad-sources] 
user@host# set from source-address-filter 10.0.0.0/8 orlonger 
user@host# set from source-address-filter 127.0.0.0/8 orlonger 
user@host# set then reject 


[edit policy-statement pim-join-filter term last] 
user@host# set then accept 
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2. Apply one or more policies to routes being imported into the routing table from PIM. 


[edit protocols pim] 
user@host# set import pim-join-filter 


3. Verify the configuration by checking the output of the show pim join and show policy commands. 


SEE ALSO 





Understanding Multicast Administrative Scoping | 1113 
Filtering Outgoing PIM Join Messages | 349 

show pim join | 2058 in the CLI Explorer 

show policy | 2041 in the CLI Explorer 


Example: Rejecting Incoming PIM Register Messages on RP Routers 


IN THIS SECTION 


Requirements | 356 
Overview | 357 
Configuration | 357 


Verification | 359 


This example shows how to reject incoming PIM register messages on RP routers. 


Requirements 


Before you begin: 


1. 


Determine whether the router is directly attached to any multicast sources. Receivers must be able to 


locate these sources. 


. Determine whether the router is directly attached to any multicast group receivers. If receivers are 


present, IGMP is needed. 


. Determine whether to configure multicast to use sparse, dense, or sparse-dense mode. Each mode has 


different configuration considerations. 


. Determine the address of the RP if sparse or sparse-dense mode is used. 


5. Determine whether to locate the RP with the static configuration, BSR, or auto-RP method. 


6. Determine whether to configure multicast to use its own RPF routing table when configuring PIM in 
sparse, dense, or sparse-dense mode. 


7. Configure the SAP and SDP protocols to listen for multicast session announcements. See “Configuring 
the Session Announcement Protocol” on page 521. 


8. Configure IGMP. See “Configuring IGMP” on page 22. 
9. Configure the PIM static RP. See “Configuring Static RP” on page 313. 


Overview 


In this example, you configure the group address as 224.1.1.1/32 and the source address in the group as 
10.10.10.1/32. You set the match action to reject PIM register messages and assign 
reject-pim-register-msg-rp as the policy on the RP. 


Configuration 
CLI Quick Configuration 
To quickly configure this example, copy the following commands, paste them into a text file, remove any 


line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level and then enter commit from configuration mode. 


set policy-options policy-statement reject-pim-register-msg-rp from route-filter 224.1.1.1/32 exact 

set policy-options policy-statement reject-pim-register-msg-rp from source-address-filter 10.10.10.1/32 exact 
set policy-options policy-statement reject-pim-register-msg-rp then reject 

set protocols pim rp rp-register-policy reject-pim-register-msg-rp 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For instructions 
on how to do that, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To reject the incoming PIM register messages on an RP router: 


1. Configure the policy options. 


[edit] 
user@host# edit policy-options 


2. Set the group address. 


[edit policy-options] 
user@host# set policy statement reject-pim-register-msg-rp from route-filter 224.1.1.1/32 exact 


357 


3. Set the source address. 


[edit policy-options] 
user@host# set policy statement reject-pim-register-msg-rp from source-address-filter 10.10.10.1/32 exact 


4. Set the match action. 


[edit policy-options] 
user@host# set policy statement reject-pim-register-msg-rp then reject 


5. Configure the protocol. 


[edit] 
user@host# edit protocols pim rp 


On 


. Assign the policy. 


[edit] 
user@host# set rp-register-policy reject-pim-register-msg-rp 


Results 


From configuration mode, confirm your configuration by entering the show policy-options and show 
protocols pim command. If the output does not display the intended configuration, repeat the configuration 
instructions in this example to correct it. 


[edit] 
user@host# show policy-options 
policy-statement reject-pim-register-msg-rp { 
from { 
route-filter 224.1.1.1/32 exact; 
source-address-filter 10.10.10.1/32 exact; 
} 
then reject; 
} 
[edit] 
user@host# show protocols pim 
rp { 
rp-register-policy reject-pim-register-msg-rp; 
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If you are done configuring the device, enter commit from configuration mode. 


Verification 


IN THIS SECTION 


Verifying SAP and SDP Addresses and Ports | 359 
Verifying the IGMP Version | 359 
Verifying the PIM Mode and Interface Configuration | 359 


Verifying the PIM Register Messages | 359 


To confirm that the configuration is working properly, perform these tasks: 


Verifying SAP and SDP Addresses and Ports 


Purpose 


Verify that SAP and SDP are configured to listen on the correct group addresses and ports. 
Action 
From operational mode, enter the show sap listen command. 


Verifying the IGMP Version 


Purpose 


Verify that IGMP version 2 is configured on all applicable interfaces. 
Action 
From operational mode, enter the show igmp interface command. 


Verifying the PIM Mode and Interface Configuration 


Purpose 


Verify that PIM sparse mode is configured on all applicable interfaces. 


Action 


From operational mode, enter the show pim interfaces command. 


Verifying the PIM Register Messages 


Purpose 


Verify whether the rejected policy on the RP router is enabled. 


Action 


From configuration mode, enter the show policy-options and show protocols pim command. 


SEE ALSO 


Example: Stopping Outgoing PIM Register Messages on a Designated Router | 351 
Configuring Register Message Filters on a PIM RP and DR | 360 
Multicast Configuration Overview | 15 


Verifying a Multicast Configuration 


Configuring Register Message Filters on a PIM RP and DR 


PIM register messages are sent to the rendezvous point (RP) by a designated router (DR). When a source 
for a group starts transmitting, the DR sends unicast PIM register packets to the RP. 


Register messages have the following purposes: 


e Notify the RP that a source is sending to a group. 


e Deliver the initial multicast packets sent by the source to the RP for delivery down the shortest-path 
tree (SPT). 


The PIM RP keeps track of all active sources in a single PIM sparse mode domain. In some cases, you want 
more control over which sources an RP discovers, or which sources a DR notifies other RPs about. A high 
degree of control over PIM register messages is provided by RP or DR register message filtering. Message 
filtering prevents unauthorized groups and sources from registering with an RP router. 


You configure RP or DR register message filtering to control the number and location of multicast sources 
that an RP discovers. You can apply register message filters on a DR to control outgoing register messages, 
or apply them on an RP to control incoming register messages. 


When anycast RP is configured, all RPs in the anycast RP set need to be configured with the same register 
message filtering policy. 


You can configure message filtering globally or for a routing instance. These examples show the global 
configuration. 


To configure an RP filter to drop the register packets for multicast group range 224.1.1.0/24 from source 
address 10.10.94.2: 


1. On the RP, configure the policy. 


[edit policy-options policy-statement incoming-policy-for-rp from] 
user@host# set route-filter 224.1.1.0/24 orlonger 

user@host# set source-address-filter 10.10.94.2/32 exact 
user@host# set then reject 

user@host# exit 


2. Apply the policy to the RP. 
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[edit protocols pim rp] 

user@host# set rp-register-policy incoming-policy-for-rp 
user@host# set local address 10.10.10.5 

user@host# exit 


To configure a DR filter to prevent sending register packets for group range 224.1.1.0/24 and source 
address 10.10.10.1/32: 


1. On the DR, configure the policy. 


[edit policy-options policy-statement outgoing-policy-for-rp] 
user@host# set from route-filter 224.1.1.0/24 orlonger 
user@host# set from source-address-filter 10.10.10.1/32 exact 
user@host# set then reject 

user@host# exit 


2. Apply the policy to the DR. 


The static address is the address of the RP to which you do not want the DR to send the filtered register 


messages. 


[edit protocols pim rp] 

user@host# set dr-register-policy outgoing-policy-for-dr 
user@host# set static 10.10.10.3 

user@host# exit 


To configure a policy expression to accept register messages for multicast group 224.1.1.5 but reject those 
for 224.1.1.1: 


1. On the RP, configure the policies. 


[edit policy-options policy-statement reject_224 1 1 1] 
user@host# set from route-filter 224.1.1.0/24 orlonger 
user@host# set from source-address-filter 10.10.94.2/32 exact 
user@host# set then reject 

user@host# exit 


[edit policy-options policy-statement accept_224 1.1 5] 

user@host# set term one from route-filter 224.1.1.5/32 exact 
user@host# set term one from source-address-filter 10.10.94.2/32 exact 
user@host# set term one then accept 


user@host# set term two then reject 
user@host# exit 


2. Apply the policies to the RP. 


[edit protocols pim rp] 
user@host# set rp-register-policy [reject_224_ 1.1 1]|accept_224 1.1 5] 
user@host# set local address 10.10.10.5 


To monitor the operation of the filters, run the show pim statistics command. The command output contains 


the following fields related to filtering: 


e RP Filtered Source 

e Rx Joins/Prunes filtered 

e Tx Joins/Prunes filtered 

e Rx Register msgs filtering drop 


e Tx Register msgs filtering drop 


SEE ALSO 


PIM Sparse Mode Source Registration | 365 
Filtering RP and DR Register Messages | 346 
show pim statistics | 2120 
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Understanding Multicast Rendezvous Points, Shared Trees, and Rendezvous-Point Trees 


In a shared tree, the root of the distribution tree is a router, not a host, and is located somewhere in the 

core of the network. In the primary sparse mode multicast routing protocol, Protocol Independent Multicast 
sparse mode (PIM SM), the core router at the root of the shared tree is the rendezvous point (RP). Packets 
from the upstream source and join messages from the downstream routers “rendezvous” at this core router. 


Inthe RP model, other routers do not need to know the addresses of the sources for every multicast group. 
All they need to know is the IP address of the RP router. The RP router discovers the sources for all 
multicast groups. 


The RP model shifts the burden of finding sources of multicast content from each router (the (S,G) notation) 
to the network (the (*,G) notation knows only the RP). Exactly how the RP finds the unicast IP address of 
the source varies, but there must be some method to determine the proper source for multicast content 
for a particular group. 


Consider a set of multicast routers without any active multicast traffic for a certain group. When a router 
learns that an interested receiver for that group is on one of its directly connected subnets, the router 
attempts to join the distribution tree for that group back to the RP, not to the actual source of the content. 


To join the shared tree, or rendezvous-point tree (RPT) as it is called in PIM sparse mode, the router must 
do the following: 


e Determine the IP address of the RP for that group. Determining the address can be as simple as static 
configuration in the router, or as complex as a set of nested protocols. 


Build the shared tree for that group. The router executes an RPF check on the RP address in its routing 
table, which produces the interface closest to the RP. The router now detects that multicast packets 
from this RP for this group need to flow into the router on this RPF interface. 


Send a join message out on this interface using the proper multicast protocol (probably PIM sparse mode) 
to inform the upstream router that it wants to join the shared tree for that group. This message is a (*,G) 
join message because S is not known. Only the RP is known, and the RP is not actually the source of the 
multicast packets. The router receiving the (*,G) join message adds the interface on which the message 
was received to its outgoing interface list (OIL) for the group and also performs an RPF check on the RP 
address. The upstream router then sends a (*,G) join message out from the RPF interface toward the 
source, informing the upstream router that it also wants to join the group. 


Each upstream router repeats this process, propagating join messages from the RPF interface, building the 
shared tree as it goes. The process stops when the join message reaches one of the following: 


e The RP for the group that is being joined 


e A router along the RPT that already has a multicast forwarding state for the group that is being joined 


In either case, the branch is created, and packets can flow from the source to the RP and from the RP to 
the receiver. Note that there is no guarantee that the shared tree (RPT) is the shortest path tree to the 
source. Most likely it is not. However, there are ways to “migrate” a shared tree to an SPT once the flow 
of packets begins. In other words, the forwarding state can transition from (*,G) to (S,G). The formation of 
both types of tree depends heavily on the operation of the RPF check and the RPF table. For more 
information about the RPF table, see “Understanding Multicast Reverse Path Forwarding” on page 1003. 


Building an RPT Between the RP and Receivers 


The RPT is the path between the RP and receivers (hosts) in a multicast group (see Figure 44 on page 365). 
The RPT is built by means of a PIM join message from a receiver's DR: 


1. A receiver sends a request to join group (G) in an Internet Group Management Protocol (IGMP) host 
membership report. A PIM sparse-mode router, the receiver’s DR, receives the report on a directly 
attached subnet and creates an RPT branch for the multicast group of interest. 


2. The receiver's DR sends a PIM join message to its RPF neighbor, the next-hop address in the RPF table, 
or the unicast routing table. 


3. The PIM join message travels up the tree and is multicast to the ALL-PIM-ROUTERS group (224.0.0.13). 
Each router in the tree finds its RPF neighbor by using either the RPF table or the unicast routing table. 
This is done until the message reaches the RP and forms the RPT. Routers along the path set up the 
multicast forwarding state to forward requested multicast traffic back down the RPT to the receiver. 
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Figure 44: Building an RPT Between the RP and the Receiver 
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PIM Sparse Mode Source Registration 


The RPT is a unidirectional tree, permitting traffic to flow down from the RP to the receiver in one direction. 


For multicast traffic to reach the receiver from the source, another branch of the distribution tree, called 
the shortest-path tree, needs to be built from the source's DR to the RP. 


The shortest-path tree is created in the following way: 


1. The source becomes active, sending out multicast packets on the LAN to which it is attached. The 
source’s DR receives the packets and encapsulates them in a PIM register message, which it sends to 
the RP router (see Figure 45 on page 366). 


2. When the RP router receives the PIM register message from the source, it sends a PIM join message 
back to the source. 
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Figure 45: PIM Register Message and PIM Join Message Exchanged 
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3. The source’s DR receives the PIM join message and begins sending traffic down the SPT toward the 


RP router (see Figure 46 on page 367). 


4. Once traffic is received by the RP router, it sends a register stop message to the source’s DR to stop 


the register process. 
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Figure 46: Traffic Sent from the Source to the RP Router 
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5. The RP router sends the multicast traffic down the RPT toward the receiver (see Figure 47 on page 367). 


Figure 47: Traffic Sent from the RP Router Toward the Receiver 
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Multicast Shortest-Path Tree 


The distribution tree used for multicast is rooted at the source and is the shortest-path tree (SPT) as well. 
Consider a set of multicast routers without any active multicast traffic for a certain group (that is, they 
have no multicast forwarding state for that group). When a router learns that an interested receiver for 
that group is on one of its directly connected subnets, the router attempts to join the tree for that group. 


To join the distribution tree, the router determines the unicast IP address of the source for that group. 
This address can be a simple static configuration on the router, or as complex as a set of protocols. 


To build the SPT for that group, the router executes an a reverse path forwarding (RPF) check on the 
source address in its routing table. The RPF check produces the interface closest to the source, which is 
where multicast packets from this source for this group need to flow into the router. 


The router next sends a join message out on this interface using the proper multicast protocol to inform 
the upstream router that it wants to join the distribution tree for that group. This message is an (S,G) join 
message because both S and G are known. The router receiving the (S,G) join message adds the interface 
on which the message was received to its output interface list (OIL) for the group and also performs an 
RPF check on the source address. The upstream router then sends an (S,G) join message out on the RPF 
interface toward the source, informing the upstream router that it also wants to join the group. 


Each upstream router repeats this process, propagating joins out on the RPF interface, building the SPT 
as it goes. The process stops when the join message does one of two things: 


e Reaches the router directly connected to the host that is the source. 


e Reaches a router that already has multicast forwarding state for this source-group pair. 


In either case, the branch is created, each of the routers has multicast forwarding state for the source-group 
pair, and packets can flow down the distribution tree from source to receiver. The RPF check at each 
router makes sure that the tree is an SPT. 


SPTs are always the shortest path, but they are not necessarily short. That is, sources and receivers tend 
to be on the periphery of a router network, not on the backbone, and multicast distribution trees have a 
tendency to sprawl across almost every router in the network. Because multicast traffic can overwhelm 
a slow interface, and one packet can easily become a hundred or a thousand on the opposite side of the 
backbone, it makes sense to provide a shared tree as a distribution tree so that the multicast source can 
be located more centrally in the network, on the backbone. This sharing of distribution trees with roots in 
the core network is accomplished by a multicast rendezvous point. For more information about RPs, see 
“Understanding Multicast Rendezvous Points, Shared Trees, and Rendezvous-Point Trees” on page 363. 


SPT Cutover 


Instead of continuing to use the SPT to the RP and the RPT toward the receiver, a direct SPT is created 
between the source and the receiver in the following way: 
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1. Once the receiver’s DR receives the first multicast packet from the source, the DR sends a PIM join 
message to its RPF neighbor (see Figure 48 on page 369). 


2. The source’s DR receives the PIM join message, and an additional (S,G) state is created to form the 
SPT. 


3. Multicast packets from that particular source begin coming from the source's DR and flowing down 
the new SPT to the receiver's DR. The receiver's DR is now receiving two copies of each multicast 
packet sent by the source—one from the RPT and one from the new SPT. 


Figure 48: Receiver DR Sends a PIM Join Message to the Source 
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4. Tostop duplicate multicast packets, the receiver's DR sends a PIM prune message toward the RP router, 
letting it know that the multicast packets from this particular source coming in from the RPT are no 
longer needed (see Figure 49 on page 370). 
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Figure 49: PIM Prune Message Is Sent from the Receiver’s DR Toward the RP Router 
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5. The PIM prune message is received by the RP router, and it stops sending multicast packets down to 
the receiver’s DR. The receiver's DR is getting multicast packets only for this particular source over the 
new SPT. However, multicast packets from the source are still arriving from the source’s DR toward 
the RP router (see Figure 50 on page 370). 


Figure 50: RP Router Receives PIM Prune Message 
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6. To stop the unneeded multicast packets from this particular source, the RP router sends a PIM prune 
message to the source’s DR (see Figure 51 on page 371). 


Figure 51: RP Router Sends a PIM Prune Message to the Source DR 
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7. The receiver’s DR now receives multicast packets only for the particular source from the SPT (see 
Figure 52 on page 371). 


Figure 52: Source’s DR Stops Sending Duplicate Multicast Packets Toward the RP Router 
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SPT Cutover Control 


In some cases, the last-hop router needs to stay on the shared tree to the RP and not transition to a direct 
SPT to the source. You might not want the last-hop router to transition when, for example, a low-bandwidth 
multicast stream is forwarded from the RP to a last-hop router. All routers between last hop and source 
must maintain and refresh the SPT state. This can become a resource-intensive activity that does not add 
much to the network efficiency for a particular pair of source and multicast group addresses. 


In these cases, you configure an SPT threshold policy on the last-hop router to control the transition to a 
direct SPT. An SPT cutover threshold of infinity applied to a source-group address pair means the last-hop 
router will never transition to a direct SPT. For all other source-group address pairs, the last-hop router 
transitions immediately to a direct SPT rooted at the source DR. 


Example: Configuring the PIM Assert Timeout 


IN THIS SECTION 


@ Requirements | 372 
@ Overview | 372 
® = Configuration | 373 


This example shows how to configure the timeout period for a PIM assert forwarder. 

Requirements 

Before you begin: 

e Configure the router interfaces. 

e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure PIM Sparse Mode on the interfaces. See “Enabling PIM Sparse Mode” on page 289. 


Overview 


The role of PIM assert messages is to determine the forwarder on a network with multiple routers. The 
forwarder is the router that forwards multicast packets to a network with multicast group members. The 
forwarder is generally the same as the PIM DR. 


A router sends an assert message when it receives a multicast packet on an interface that is listed in the 
outgoing interface list of the matching routing entry. Receiving a message on an outgoing interface is an 
indication that more than one router forwards the same multicast packets to a network. 
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In Figure 53 on page 373, both routing devices R1 and R2 forward multicast packets for the same (S,G) 
entry on a network. Both devices detect this situation and both devices send assert messages on the 
Ethernet network. An assert message contains, in addition to a source address and group address, a unicast 
cost metric for sending packets to the source, and a preference metric for the unicast cost. The preference 
metric expresses a preference between unicast routing protocols. The routing device with the smallest 
preference metric becomes the forwarder (also called the assert winner). If the preference metrics are 
equal, the device that sent the lowest unicast cost metric becomes the forwarder. If the unicast metrics 
are also equal, the routing device with the highest IP address becomes the forwarder. After the transmission 
of assert messages, only the forwarder continues to forward messages on the network. 


When an assert message is received and the RPF neighbor is changed to the assert winner, the assert 
timer is set to an assert timeout period. The assert timeout period is restarted every time a subsequent 
assert message for the route entry is received on the incoming interface. When the assert timer expires, 
the routing device resets its RPF neighbor according to its unicast routing table. Then, if multiple forwarders 
still exist, the forwarders reenter the assert message cycle. In effect, the assert timeout period determines 
how often multicast routing devices enter a PIM assert message cycle. 


The range is from 5 through 210 seconds. The default is 180 seconds. 
Assert messages are useful for LANs that connect multiple routing devices and no hosts. 


Figure 53 on page 373 shows the topology for this example. 


Figure 53: PIM Assert Topology 
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Configuration 


Step-by-Step Procedure 
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The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure an assert timeout: 


1. Configure the timeout period, in seconds. 


[edit protocols pim] 
user@host# set assert-timeout 60 


2. (Optional) Trace assert messages. 


[edit protocols pim] 
user@host# set traceoptions file PIM.log 
user@host# set traceoptions flag assert detail 


3. If you are done configuring the device, commit the configuration. 


user@host# commit 


4. To verify the configuration, run the following commands: 
e show pim join 


e show pim statistics 


SEE ALSO 


Configuring PIM Trace Options | 261 
SPT Cutover | 368 
SPT Cutover Control | 372 


Example: Configuring the PIM SPT Threshold Policy 


IN THIS SECTION 


@ = Requirements | 375 
@ = Overview | 375 


375 


@ = Configuration | 376 
@ Verification | 378 


This example shows how to apply a policy that suppresses the transition from the rendezvous-point tree 
(RPT) rooted at the RP to the shortest-path tree (SPT) rooted at the source. 
Requirements 


Before you begin: 


e Configure the router interfaces. 
e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure PIM Sparse Mode on the interfaces. See “Enabling PIM Sparse Mode” on page 289. 


Overview 


Multicast routing devices running PIM sparse mode can forward the same stream of multicast packets 
onto the same LAN through an RPT rooted at the RP or through an SPT rooted at the source. In some 
cases, the last-hop routing device needs to stay on the shared RPT to the RP and not transition to a direct 
SPT to the source. Receiving the multicast data traffic on SPT is optimal but introduces more state in the 
network, which might not be desirable in some multicast deployments. Ideally, low-bandwidth multicast 
streams can be forwarded on the RPT, and high-bandwidth streams can use the SPT. This example shows 
how to configure such a policy. 


This example includes the following settings: 


spt-threshold—Enables you to configure an SPT threshold policy on the last-hop routing device to control 
the transition to a direct SPT. When you include this statement in the main PIM instance, the PE router 
stays on the RPT for control traffic. 


infinity—Applies an SPT cutover threshold of infinity to a source-group address pair, so that the last-hop 
routing device never transitions to a direct SPT. For all other source-group address pairs, the last-hop 
routing device transitions immediately to a direct SPT rooted at the source DR. This statement must 
reference a properly configured policy to set the SPT cutover threshold for a particular source-group 
pair to infinity. The use of values other than infinity for the SPT threshold is not supported. You can 
configure more than one policy. 


policy-statement—Configures the policy. The simplest type of SPT threshold policy uses a route filter 
and source address filter to specify the multicast group and source addresses and to set the SPT threshold 
for that pair of addresses to infinity. The policy is applied to the main PIM instance. 


This example sets the SPT transition value for the source-group pair 10.10.10.1 and 224.1.1.1 to infinity. 
When the policy is applied to the last-hop router, multicast traffic from this source-group pair never 
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transitions to a direct SPT to the source. Traffic will continue to arrive through the RP. However, traffic 
for any other source-group address combination at this router transitions to a direct SPT to the source. 


Note these points when configuring the SPT threshold policy: 


e Configuration changes to the SPT threshold policy affect how the routing device handles the SPT 
transition. 


Note these points when configuring the SPT threshold policy: 


e Configuration changes to the SPT threshold policy affect how the routing device handles the SPT 
transition. 


Note these points when configuring the SPT threshold policy: 


Configuration changes to the SPT threshold policy affect how the routing device handles the SPT 


transition. 


When the policy is configured for the first time, the routing device continues to transition to the direct 
SPT for the source-group address pair until the PIM-join state is cleared with the clear pim join command. 


If you do not clear the PIM-join state when you apply the infinity policy configuration for the first time, 


you must apply it before the PE router is brought up. 


When the policy is deleted for a source-group address pair for the first time, the routing device does 


not transition to the direct SPT for that source-group address pair until the PIM-join state is cleared with 
the clear pim join command. 


When the policy is changed for a source-group address pair for the first time, the routing device does 


not use the new policy until the PIM-join state is cleared with the clear pim join command. 


Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


[edit] 

set policy-options policy-statement spt-infinity-policy term one from route-filter 224.1.1.1/32 exact 

set policy-options policy-statement spt-infinity-policy term one from source-address-filter 10.10.10.1/32 exact 
set policy-options policy-statement spt-infinity-policy term one then accept 

set policy-options policy-statement spt-infinity-policy term two then reject 

set protocols pim spt-threshold infinity spt-infinity-policy 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see the CLI User Guide. 


To configure an SPT threshold policy: 


1. Apply the policy. 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set spt-threshold infinity spt-infinity-policy 
[edit protocols pim] 

user@host# exit 


2. Configure the policy. 


[edit] 

user@host# edit policy-options policy-statement spt-infinity-policy 
[edit policy-options policy-statement spt-infinity-policy] 
user@host# set term one from route-filter 224.1.1.1/32 exact 

[edit policy-options policy-statement spt-infinity-policy] 
user@host# set term one from source-address-filter 10.10.10.1/32 exact 
[edit policy-options policy-statement spt-infinity-policy] 
user@host# set term one then accept 

[edit policy-options policy-statement spt-infinity-policy] 
user@host# set term two then reject 

[edit policy-options policy-statement spt-infinity-policy] 
user@host# exit 


policy-statement { 


3. If you are done configuring the device, commit the configuration. 


[edit] 
user@host# commit 


4. Clear the PIM join cache to force the configuration to take effect. 


[edit] 
user@host# run clear pim join 
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Results 


Confirm your configuration by entering the show policy-options command and the show protocols 
command from configuration mode. If the output does not display the intended configuration, repeat the 
instructions in this example to correct the configuration. 


user@host# show policy-options 
policy-statement spt-infinity-policy { 
term one { 
from { 
route-filter 224.1.1.1/32 exact; 
source-address-filter 10.10.10.1/32 exact; 
} 


then accept; 


} 
term two { 
then reject; 


} 


user@host# show protocols 
pim { 
spt-threshold { 
infinity spt-infinity-policy; 


Verification 


To verify the configuration, run the show pim join command. 


SEE ALSO 


SPT Cutover Control | 372 


RELATED DOCUMENTATION 


Configuring PIM Auto-RP 
Configuring PIM Bootstrap Router | 333 
Configuring PIM Dense Mode | 274 





Configuring a Designated Router for PIM | 384 
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Configuring PIM Filtering | 345 

Example: Configuring Nonstop Active Routing for PIM | 468 

Configuring PIM Sparse-Dense Mode | 278 

Configuring PIM and the Bidirectional Forwarding Detection (BFD) Protocol | 451 
Configuring Basic PIM Settings 





| Disabling PIM 


IN THIS SECTION 


Disabling the PIM Protocol | 380 
Disabling PIM on an Interface | 380 
Disabling PIM for a Family | 381 


Disabling PIM for a Rendezvous Point | 382 


By default, when you enable the PIM protocol it applies to the specified interface only. To enable PIM for 
all interfaces, include the all parameter (for example, set protocol pim interface all). You can disable PIM 
at the protocol, interface, or family hierarchy levels. 


The hierarchy in which you configure PIM is critical. In general, the most specific configuration takes 
precedence. However, if PIM is disabled at the protocol level, then any disable statements with respect 
to an interface or family are ignored. 


For example, the order of precedence for disabling PIM on a particular interface family is: 


1. If PIM is disabled at the [edit protocols pim interface interface-name family] hierarchy level, then PIM 
is disabled for that interface family. 


2. If PIM is not configured at the [edit protocols pim interface interface-name family] hierarchy level, but 
is disabled at the [edit protocols pim interface interface-name] hierarchy level, then PIM is disabled for 
all families on the specified interface. 


3. If PIM is not configured at either the [edit protocols pim interface interface-name family] hierarchy 
level or the [edit protocols pim interface interface-name] hierarchy level, but is disabled at the [edit 
protocols pim] hierarchy level, then the PIM protocol is disabled globally for all interfaces and all families. 


The following sections describe how to disable PIM at the various hierarchy levels. 
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Disabling the PIM Protocol 


You can explicitly disable the PIM protocol. Disabling the PIM protocol disables the protocol for all interfaces 
and all families. This is accomplished at the [edit protocols pim] hierarchy level: 


[edit protocols] 
pim { 
disable; 


To disable the PIM protocol: 
1. Include the disable statement. 
user@host # set protocols pim disable 


2. (Optional) Verify your configuration settings before committing them by using the show protocols pim 
command. 


user@host# run show protocols pim 


SEE ALSO 


disable (PIM) | 1251 
pim | 1487 


Disabling PIM on an Interface 


You can disable the PIM protocol on a per-interface basis. This is accomplished at the [edit protocols pim 
interface interface-name] hierarchy level: 


[edit protocols] 
pim { 
interface interface-name { 
disable; 


To disable PIM on an interface: 


1. Include the disable statement. 
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user@host# set protocols pim interface fe-0/1/0 disable 


2. (Optional) Verify your configuration settings before committing them by using the show protocols pim 
command. 


user@host# run show protocols pim 


SEE ALSO 


disable (PIM) | 1251 
pim | 1487 


Disabling PIM for a Family 


You can disable the PIM protocol on a per-family basis. This is accomplished at the [edit protocols pim 
family] hierarchy level: 


[edit protocols] 
pim { 
family inet { 
disable; 
} 
family ineté { 
disable; 


To disable PIM for a family: 


1. Include the disable statement. 





user@host# set protocols pim family inet disable 











user@host# set protocols pim family inet6 disable 


2. (Optional) Verify your configuration settings before committing them by using the show protocols pim 
command. 


user@host# run show protocols pim 
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SEE ALSO 


disable (PIM) | 1251 
family (Protocols PIM) | 1276 
pim | 1487 


Disabling PIM for a Rendezvous Point 


You can disable the PIM protocol for a rendezvous point (RP) on a per-family basis. This is accomplished 
at the [edit protocols pim rp local family] hierarchy level: 


[edit protocols] 
pim { 
rp { 
local { 
family inet { 
disable; 


} 
family ineté { 


disable; 


To disable PIM for an RP family: 


1. Use the disable statement. 


user@host# set protocols pim rp local family inet disable 


user@host# set protocols pim rp local family inet6 disable 


2. (Optional) Verify your configuration settings before committing them by using the show protocols pim 
command. 


user@host# run show protocols pim 


SEE ALSO 


family (Local RP) | 1269 
pim | 1487 
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CHAPTER 10 


Configuring Designated Routers 


IN THIS CHAPTER 


@ Understanding Designated Routers | 383 

@ Configuring a Designated Router for PIM | 384 

@ Configuring Interface Priority for PIM Designated Router Selection | 387 
o 


Configuring PIM Designated Router Election on Point-to-Point Links | 388 


| Understanding Designated Routers 


In a PIM sparse mode (PIM-SM) domain, there are two types of designated routers to consider: 


e The receiver DR sends PIM join and PIM prune messages from the receiver network toward the RP. 


e The source DR sends PIM register messages from the source network to the RP. 


Neighboring PIM routers multicast periodic PIM hello messages to each other every 30 seconds (the 
default). The PIM hello message usually includes a holdtime value for the neighbor to use, but this is not 
a requirement. If the PIM hello message does not include a holdtime value, a default timeout value (in 
Junos OS, 105 seconds) is used. On receipt of a PIM hello message, a router stores the IP address and 
priority for that neighbor. If the DR priorities match, the router with the highest IP address is selected as 
the DR. 


If a DR fails, a new one is selected using the same process of comparing IP addresses. 


NOTE: In PIM dense mode (PIM-DM), a DR is elected by the same process that PIM-SM uses. 
However, the only time that a DR has any effect in PIM-DM is when IGMPv1 is used on the 
interface. (IGMPv2 is the default.) In this case, the DR also functions as the IGMP Query Router 
because IGMPv1 does not have a Query Router election mechanism. 
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| Configuring a Designated Router for PIM 


IN THIS SECTION 


@ = Configuring Interface Priority for PIM Designated Router Selection | 384 
® Configuring PIM Designated Router Election on Point-to-Point Links | 385 


Configuring Interface Priority for PIM Designated Router Selection 


A designated router (DR) sends periodic join messages and prune messages toward a group-specific 
rendezvous point (RP) for each group for which it has active members. When a Protocol Independent 
Multicast (PIM) router learns about a source, it originates a Multicast Source Discovery Protocol (MSDP) 
source-address message if it is the DR on the upstream interface. 


By default, every PIM interface has an equal probability (priority 1) of being selected as the DR, but you 
can change the value to increase or decrease the chances of a given DR being elected. A higher value 
corresponds to a higher priority, that is, greater chance of being elected. Configuring the interface DR 
priority helps ensure that changing an IP address does not alter your forwarding model. 


To configure the interface designated router priority: 


1. This example shows the configuration for the routing instance. Configure the interface globally or in 
the routing instance. 


[edit routing-instances PIM.master protocols pim interface ge-0/0/0.0 family inet] 
user@host# set priority 5 


2. Verify the configuration by checking the Hello Option DR Priority field in the output of the show pim 
neighbors detail command. 


user@host> show pim neighbors detail 


iinsieane Sse ees Mr asiecors 

Interface: ge-0/0/0.0 

Address: 192.168.195.37, IPv4, PIM v2, Mode: Sparse 

Hello Option Holdtime: 65535 seconds 

Hemslom@pir Lone» Ra eratorsiayeanS 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 
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Join Suppression supported 
Rx Join: Group Source Timeout 
225, 1,.1,1 192,168,195.78 0 
BAS oisioi © 


ImEsiataees Io). 0) 

Address: 10.255.245.91, IPv4, PIM v2, Mode: Sparse 

Hello Option Holdtime: 65535 seconds 

Hdmi Om Opie rome) Res Die Ortainte Vacunels 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 


Interface: pd-6/0/0.32768 

Address: 0.0.0.0, IPv4, PIM v2, Mode: Sparse 

Hello Option Holdtime: 65535 seconds 

Hello Option DR Priority: 0 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 


SEE ALSO 


Configuring PIM Designated Router Election on Point-to-Point Links | 385 
Understanding PIM Sparse Mode | 281 

show pim neighbors | 2078 

Configuring Basic PIM Settings 

Configuring PIM Sparse-Dense Mode | 278 

Configuring PIM Dense Mode | 274 

Configuring PIM and the Bidirectional Forwarding Detection (BFD) Protocol | 451 
Configuring PIM Auto-RP 

Configuring PIM Filtering | 345 





Configuring PIM Designated Router Election on Point-to-Point Links 


To comply with the latest PIM drafts, enable designated router (DR) election on all PIM interfaces, including 
point-to-point (P2P) interfaces. (DR election is enabled by default on all other interfaces.) One of the two 
routers might join a multicast group on its P2P link interface. The DR on that link is responsible for initiating 
the relevant join messages. 
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To enable DR election on point-to-point interfaces: 


1. On both point-to-point link routers, configure the router globally or in the routing instance. This example 
shows the configuration for the routing instance. 


[edit routing-instances PIM.master protocols pim] 
user@host# set dr-election-on-p2p 


2. Verify the configuration by checking the State field in the output of the show pim interfaces command. 
The possible values for the State field are DR, NotDR, and P2P. When a point-to-point link interface 
is elected to be the DR, the interface state becomes DR instead of P2P. 


3. If the show pim interfaces command continues to report the P2P state, consider running the restart 
routing command on both routers on the point-to-point link. Then recheck the state. 


y f 


4 


fon CAUTION: Do not restart a software process unless specifically asked to do so by 
A your Juniper Networks customer support representative. Restarting a software 
process during normal operation of a routing platform could cause interruption of 
packet forwarding and loss of data. 


[edit] 
user@host# run restart routing 


SEE ALSO 


Understanding PIM Sparse Mode | 281 
Configuring Interface Priority for PIM Designated Router Selection | 384 


show pim interfaces | 2054 
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| Configuring Interface Priority for PIM Designated Router Selection 


A designated router (DR) sends periodic join messages and prune messages toward a group-specific 
rendezvous point (RP) for each group for which it has active members. When a Protocol Independent 
Multicast (PIM) router learns about a source, it originates a Multicast Source Discovery Protocol (MSDP) 
source-address message if it is the DR on the upstream interface. 


By default, every PIM interface has an equal probability (priority 1) of being selected as the DR, but you 
can change the value to increase or decrease the chances of a given DR being elected. A higher value 
corresponds to a higher priority, that is, greater chance of being elected. Configuring the interface DR 
priority helps ensure that changing an IP address does not alter your forwarding model. 


To configure the interface designated router priority: 


1. This example shows the configuration for the routing instance. Configure the interface globally or in 
the routing instance. 


[edit routing-instances PIM.master protocols pim interface ge-0/0/0.0 family inet] 
user@host# set priority 5 


2. Verify the configuration by checking the Hello Option DR Priority field in the output of the show pim 
neighbors detail command. 


user@host> show pim neighbors detail 


iinsiecinc Shwe Es bMirmcciecrs 

Interface: ge-0/0/0.0 

Address: V92. N68. 195-237, LPv4, PIM w2), Mode: Sparse 

Hello Option Holdtime: 65535 seconds 

Hello Option DR Priority: 5 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 
Join Suppression supported 

Rx Join: Group Source Timeout 

229 loli 192, 168,195.78 O 

DES eisdgdl © 


imceriraces i1e0 50 

Address: 10.255.245.91, IPv4, PIM v2, Mode: Sparse 

Hello Option Holdtime: 65535 seconds 

Helo mOp Eton D Res Datos lta\yacanel 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 
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Interface: pd-6/0/0.32768 

Address: 0.0.0.0, IPv4, PIM v2, Mode: Sparse 

Hello Option Holdtime: 65535 seconds 

Hello Option DR Priority: 0 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 
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| Configuring PIM Designated Router Election on Point-to-Point Links 


To comply with the latest PIM drafts, enable designated router (DR) election on all PIM interfaces, including 
point-to-point (P2P) interfaces. (DR election is enabled by default on all other interfaces.) One of the two 
routers might join a multicast group on its P2P link interface. The DR on that link is responsible for initiating 
the relevant join messages. 


To enable DR election on point-to-point interfaces: 


1. On both point-to-point link routers, configure the router globally or in the routing instance. This example 
shows the configuration for the routing instance. 


[edit routing-instances PIM.master protocols pim] 
user@host# set dr-election-on-p2p 
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2. Verify the configuration by checking the State field in the output of the show pim interfaces command. 
The possible values for the State field are DR, NotDR, and P2P. When a point-to-point link interface 
is elected to be the DR, the interface state becomes DR instead of P2P. 


3. If the show pim interfaces command continues to report the P2P state, consider running the restart 
routing command on both routers on the point-to-point link. Then recheck the state. 


y | 


CAUTION: Do not restart a software process unless specifically asked to do so by 

A your Juniper Networks customer support representative. Restarting a software 
process during normal operation of a routing platform could cause interruption of 
packet forwarding and loss of data. 


[edit] 
user@host# run restart routing 


RELATED DOCUMENTATION 


Understanding PIM Sparse Mode | 281 


Configuring Interface Priority for PIM Designated Router Selection | 384 
show pim interfaces | 2054 
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CHAPTER 11 


Receiving Content Directly from the Source with SSM 
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| Understanding PIM Source-Specific Mode 
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PIM source-specific multicast (SSM) uses a subset of PIM sparse mode and IGMP version 3 (IGMPv3) to 
allow a client to receive multicast traffic directly from the source. PIM SSM uses the PIM sparse-mode 
functionality to create an SPT between the receiver and the source, but builds the SPT without the help 
of an RP. 


Any Source Multicast (ASM) was the Original Multicast 


RFC 1112, the original multicast RFC, supported both many-to-many and one-to-many models. These 
came to be known collectively as any-source multicast (ASM) because ASM allowed one or many sources 
for a multicast group's traffic. However, an ASM network must be able to determine the locations of all 
sources for a particular multicast group whenever there are interested listeners, no matter where the 
sources might be located in the network. In ASM, the key function of source discovery is a required function 
of the network itself. 


Source Discovery in Sparse Mode vs Dense Mode 


Multicast source discovery appears to be an easy process, but in sparse mode it is not. In dense mode, it 
is simple enough to flood traffic to every router in the whole network so that every router learns the source 
address of the content for that multicast group. However, the flooding presents scalability and network 

resource use issues and is not a viable option in sparse mode. 


PIM sparse mode (like any sparse mode protocol) achieves the required source discovery functionality 
without flooding at the cost of a considerable amount of complexity. RP routers must be added and must 
know all multicast sources, and complicated shared distribution trees must be built to the RPs. 


PIM SSM is a Subset of PIM Sparse Mode 


PIM SSM is simpler than PIM sparse mode because only the one-to-many model is supported. Initial 
commercial multicast Internet applications are likely to be available to subscribers (that is, receivers that 
issue join messages) from only a single source (a special case of SSM covers the need for a backup source). 
PIM SSM therefore forms a subset of PIM sparse mode. PIM SSM builds shortest-path trees (SPTs) rooted 
at the source immediately because in SSM, the router closest to the interested receiver host is informed 
of the unicast IP address of the source for the multicast traffic. That is, PIM SSM bypasses the RP connection 
stage through shared distribution trees, as in PIM sparse mode, and goes directly to the source-based 
distribution tree. 


Why Use PIM SSM 


In an environment where many sources come and go, such as for a videoconferencing service, ASM is 
appropriate. However, by ignoring the many-to-many model and focusing attention on the one-to-many 
source-specific multicast (SSM) model, several commercially promising multicast applications, such as 
television channel distribution over the Internet, might be brought to the Internet much more quickly and 
efficiently than if full ASM functionality were required of the network. 
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An SSM-configured network has distinct advantages over a traditionally configured PIM sparse-mode 
network. There is no need for shared trees or RP mapping (no RP is required), or for RP-to-RP source 
discovery through MSDP. 


PIM SSM is simpler than PIM sparse mode because only the one-to-many model is supported. Initial 
commercial multicast Internet applications are likely to be available to subscribers (that is, receivers that 
issue join messages) from only a single source (a special case of SSM covers the need for a backup source). 
PIM SSM therefore forms a subset of PIM sparse mode. PIM SSM builds shortest-path trees (SPTs) rooted 
at the source immediately because in SSM, the router closest to the interested receiver host is informed 
of the unicast IP address of the source for the multicast traffic. That is, PIM SSM bypasses the RP connection 
stage through shared distribution trees, as in PIM sparse mode, and goes directly to the source-based 
distribution tree. 


PIM Terminology 


PIM SSM introduces new terms for many of the concepts in PIM sparse mode. PIM SSM can technically 
be used in the entire 224/4 multicast address range, although PIM SSM operation is guaranteed only in 
the 232/8 range (232.0.0/24 is reserved). The new SSM terms are appropriate for Internet video applications 
and are summarized in Table 15 on page 392. 


Table 15: ASM and SSM Terminology 


Term Any-Source Multicast Source-Specific Multicast 

Address identifier G S,G 

Address designation group channel 

Receiver operations join, leave subscribe, unsubscribe 

Group address range 224/4 excluding 232/8 224/4 (guaranteed only for 
232/8) 


Although PIM SSM describes receiver operations as subscribe and unsubscribe, the same PIM sparse mode 
join and leave messages are used by both forms of the protocol. The terminology change distinguishes 
ASM from SSM even though the receiver messages are identical. 


How PIM SSM Works 


PIM source-specific multicast (SSM) uses a subset of PIM sparse mode and IGMP version 3 (IGMPv3) to 
allow a client to receive multicast traffic directly from the source. PIM SSM uses the PIM sparse-mode 
functionality to create an SPT between the receiver and the source, but builds the SPT without the help 
of an RP. 


By default, the SSM group multicast address is limited to the IP address range from 232.0.0.0 through 
232.255.255.255. However, you can extend SSM operations into another Class D range by including the 
ssm-groups statement at the [edit routing-options multicast] hierarchy level. The default SSM address 
range from 232.0.0.0 through 232.255.255.255 cannot be used in the ssm-groups statement. This statement 
is for adding other multicast addresses to the default SSM group addresses. This statement does not 


override the default SSM group address range. 


Ina PIM SSM-configured network, a host subscribes to an SSM channel (by means of IGMPv3), announcing 
a desire to join group G and source S (see Figure 54 on page 393). The directly connected PIM sparse-mode 
router, the receiver's DR, sends an (S,G) join message to its RPF neighbor for the source. Notice in 

Figure 54 on page 393 that the RP is not contacted in this process by the receiver, as would be the case in 


normal PIM sparse-mode operations. 


Figure 54: Receiver Announces Desire to Join Group G and Source S 
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The (S,G) join message initiates the source tree and then builds it out hop by hop until it reaches the source. 
In Figure 55 on page 393, the source tree is built across the network to Router 3, the last-hop router 


connected to the source. 


Figure 55: Router 3 (Last-Hop Router) Joins the Source Tree 
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Using the source tree, multicast traffic is delivered to the subscribing host (see Figure 56 on page 394). 
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Figure 56: (S,G) State Is Built Between the Source and the Receiver 
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Using PIM SSM 


You can configure Junos OS to accept any-source multicast (ASM) join messages (*,G) for group addresses 
that are within the default or configured range of source-specific multicast (SSM) groups. This allows you 
to support a mix of any-source and source-specific multicast groups simultaneously. 


Deploying SSM is easy. You need to configure PIM sparse mode on all router interfaces and issue the 
necessary SSM commands, including specifying IGMPv3 on the receiver's LAN. If PIM sparse mode is not 
explicitly configured on both the source and group member interfaces, multicast packets are not forwarded. 
Source lists, supported in IGMPv3, are used in PIM SSM. As sources become active and start sending 
multicast packets, interested receivers in the SSM group receive the multicast packets. 


To configure additional SSM groups, include the ssm-groups statement at the [edit routing-options 
multicast] hierarchy level. 


RELATED DOCUMENTATION 


Source-Specific Multicast Groups Overview | 399 


Example: Configuring Source-Specific Multicast Groups with Any-Source Override | 399 


| Example: Configuring Source-Specific Multicast 


IN THIS SECTION 


Understanding PIM Source-Specific Mode | 395 
Source-Specific Multicast Groups Overview | 399 


Example: Configuring Source-Specific Multicast Groups with Any-Source Override | 399 


Example: Configuring an SSM-Only Domain | 404 


@ Example: Configuring PIM SSM ona Network | 405 
@ Example: Configuring SSM Mapping | 407 


Understanding PIM Source-Specific Mode 


IN THIS SECTION 


Any Source Multicast (ASM) was the Original Multicast | 395 
Source Discovery in Sparse Mode vs Dense Mode | 395 

PIM SSM is a Subset of PIM Sparse Mode | 396 

Why Use PIM SSM | 396 

PIM Terminology | 396 

How PIM SSM Works | 397 

Using PIM SSM | 398 


PIM source-specific multicast (SSM) uses a subset of PIM sparse mode and IGMP version 3 (IGMPv3) to 
allow a client to receive multicast traffic directly from the source. PIM SSM uses the PIM sparse-mode 
functionality to create an SPT between the receiver and the source, but builds the SPT without the help 
of an RP. 


Any Source Multicast (ASM) was the Original Multicast 


RFC 1112, the original multicast RFC, supported both many-to-many and one-to-many models. These 
came to be known collectively as any-source multicast (ASM) because ASM allowed one or many sources 
for a multicast group's traffic. However, an ASM network must be able to determine the locations of all 
sources for a particular multicast group whenever there are interested listeners, no matter where the 
sources might be located in the network. In ASM, the key function of source discovery is a required function 
of the network itself. 


Source Discovery in Sparse Mode vs Dense Mode 


Multicast source discovery appears to be an easy process, but in sparse mode it is not. In dense mode, it 
is simple enough to flood traffic to every router in the whole network so that every router learns the source 
address of the content for that multicast group. However, the flooding presents scalability and network 

resource use issues and is not a viable option in sparse mode. 
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PIM sparse mode (like any sparse mode protocol) achieves the required source discovery functionality 
without flooding at the cost of a considerable amount of complexity. RP routers must be added and must 
know all multicast sources, and complicated shared distribution trees must be built to the RPs. 


PIM SSM is a Subset of PIM Sparse Mode 


PIM SSM is simpler than PIM sparse mode because only the one-to-many model is supported. Initial 
commercial multicast Internet applications are likely to be available to subscribers (that is, receivers that 
issue join messages) from only a single source (a special case of SSM covers the need for a backup source). 
PIM SSM therefore forms a subset of PIM sparse mode. PIM SSM builds shortest-path trees (SPTs) rooted 
at the source immediately because in SSM, the router closest to the interested receiver host is informed 
of the unicast IP address of the source for the multicast traffic. That is, PIM SSM bypasses the RP connection 
stage through shared distribution trees, as in PIM sparse mode, and goes directly to the source-based 
distribution tree. 


Why Use PIM SSM 


In an environment where many sources come and go, such as for a videoconferencing service, ASM is 
appropriate. However, by ignoring the many-to-many model and focusing attention on the one-to-many 
source-specific multicast (SSM) model, several commercially promising multicast applications, such as 
television channel distribution over the Internet, might be brought to the Internet much more quickly and 
efficiently than if full ASM functionality were required of the network. 


An SSM-configured network has distinct advantages over a traditionally configured PIM sparse-mode 
network. There is no need for shared trees or RP mapping (no RP is required), or for RP-to-RP source 
discovery through MSDP. 


PIM SSM is simpler than PIM sparse mode because only the one-to-many model is supported. Initial 
commercial multicast Internet applications are likely to be available to subscribers (that is, receivers that 
issue join messages) from only a single source (a special case of SSM covers the need for a backup source). 
PIM SSM therefore forms a subset of PIM sparse mode. PIM SSM builds shortest-path trees (SPTs) rooted 
at the source immediately because in SSM, the router closest to the interested receiver host is informed 
of the unicast IP address of the source for the multicast traffic. That is, PIM SSM bypasses the RP connection 
stage through shared distribution trees, as in PIM sparse mode, and goes directly to the source-based 
distribution tree. 


PIM Terminology 


PIM SSM introduces new terms for many of the concepts in PIM sparse mode. PIM SSM can technically 
be used in the entire 224/4 multicast address range, although PIM SSM operation is guaranteed only in 
the 232/8 range (232.0.0/24 is reserved). The new SSM terms are appropriate for Internet video applications 
and are summarized in Table 15 on page 392. 


Table 16: ASM and SSM Terminology 


Term Any-Source Multicast Source-Specific Multicast 


Address identifier G S,G 


Table 16: ASM and SSM Terminology (continued) 


Term Any-Source Multicast 
Address designation group 

Receiver operations join, leave 

Group address range 224/4 excluding 232/8 
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Source-Specific Multicast 


channel 


subscribe, unsubscribe 


224/4 (guaranteed only for 
232/8) 


Although PIM SSM describes receiver operations as subscribe and unsubscribe, the same PIM sparse mode 


join and leave messages are used by both forms of the protocol. The terminology change distinguishes 
ASM from SSM even though the receiver messages are identical. 


How PIM SSM Works 


PIM source-specific multicast (SSM) uses a subset of PIM sparse mode and IGMP version 3 (IGMPv3) to 
allow a client to receive multicast traffic directly from the source. PIM SSM uses the PIM sparse-mode 
functionality to create an SPT between the receiver and the source, but builds the SPT without the help 


of an RP. 


By default, the SSM group multicast address is limited to the IP address range from 232.0.0.0 through 
232.255.255.255. However, you can extend SSM operations into another Class D range by including the 
ssm-groups statement at the [edit routing-options multicast] hierarchy level. The default SSM address 
range from 232.0.0.0 through 232.255.255.255 cannot be used in the ssm-groups statement. This statement 
is for adding other multicast addresses to the default SSM group addresses. This statement does not 


override the default SSM group address range. 


Ina PIM SSM-configured network, a host subscribes to an SSM channel (by means of IGMPv3), announcing 
a desire to join group G and source S (see Figure 54 on page 393). The directly connected PIM sparse-mode 
router, the receiver's DR, sends an (S,G) join message to its RPF neighbor for the source. Notice in 

Figure 54 on page 393 that the RP is not contacted in this process by the receiver, as would be the case in 


normal PIM sparse-mode operations. 


Figure 57: Receiver Announces Desire to Join Group G and Source S 





cil; 


RP router 4 
















arene) 


Router 3 


Source IGMPv3 











VELL 


017105 


IGMPv3 
host report 












Router 1 


IGMPv3 Receiver 











398 


The (S,G) join message initiates the source tree and then builds it out hop by hop until it reaches the source. 
In Figure 55 on page 393, the source tree is built across the network to Router 3, the last-hop router 
connected to the source. 


Figure 58: Router 3 (Last-Hop Router) Joins the Source Tree 
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Using the source tree, multicast traffic is delivered to the subscribing host (see Figure 56 on page 394). 
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Figure 59: (S,G) State Is Built Between the Source and the Receiver 
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Using PIM SSM 


You can configure Junos OS to accept any-source multicast (ASM) join messages (*,G) for group addresses 
that are within the default or configured range of source-specific multicast (SSM) groups. This allows you 
to support a mix of any-source and source-specific multicast groups simultaneously. 


Deploying SSM is easy. You need to configure PIM sparse mode on all router interfaces and issue the 
necessary SSM commands, including specifying IGMPv3 on the receiver's LAN. If PIM sparse mode is not 
explicitly configured on both the source and group member interfaces, multicast packets are not forwarded. 
Source lists, supported in IGMPv3, are used in PIM SSM. As sources become active and start sending 
multicast packets, interested receivers in the SSM group receive the multicast packets. 


To configure additional SSM groups, include the ssm-groups statement at the [edit routing-options 
multicast] hierarchy level. 


SEE ALSO 


Source-Specific Multicast Groups Overview | 399 


Example: Configuring Source-Specific Multicast Groups with Any-Source Override | 399 


Source-Specific Multicast Groups Overview 


Source-specific multicast (SSM) is a service model that identifies session traffic by both source and group 
address. SSM implemented in Junos OS has the efficient explicit join procedures of Protocol Independent 
Multicast (PIM) sparse mode but eliminates the immediate shared tree and rendezvous point (RP) procedures 
using (*,G) pairs. The (*) is a wildcard referring to any source sending to group G, and “G” refers to the IP 
multicast group. SSM builds shortest-path trees (SPTs) directly represented by (S,G) pairs. The “S” refers 
to the source's unicast IP address, and the “G” refers to the specific multicast group address. The SSM 
(S,G) pairs are called channels to differentiate them from any-source multicast (ASM) groups. Although 
ASM supports both one-to-many and many-to-many communications, ASM's complexity is in its method 
of source discovery. For example, if you click a link in a browser, the receiver is notified about the group 
information, but not the source information. With SSM, the client receives both source and group 
information. 


SSM is ideal for one-to-many multicast services such as network entertainment channels. However, 
many-to-many multicast services might require ASM. 


To deploy SSM successfully, you need an end-to-end multicast-enabled network and applications that use 
an Internet Group Management Protocol version 3 (IGMPv3) or Multicast Listener Discovery version 2 
(MLDv2) stack, or you need to configure SSM mapping from IGMPv1 or IGMPv2 to IGMPv3. An IGMPv3 
stack provides the capability of a host operating system to use the IGMPv3 protocol. IGMPv3 is available 
for Windows XP, Windows Vista, and most UNIX operating systems. 


SSM mapping allows operators to support an SSM network without requiring all hosts to support IGMPv3. 
This support exists in static (S,G) configurations, but SSM mapping also supports dynamic per-source group 
state information, which changes as hosts join and leave the group using IGMP. 


SSM is typically supported with a subset of |GMPv3 and PIM sparse mode known as PIM SSM. Using SSM, 
a client can receive multicast traffic directly from the source. PIM SSM uses the PIM sparse-mode 
functionality to create an SPT between the client and the source, but builds the SPT without the help of 
an RP. 


An SSM-configured network has distinct advantages over a traditionally configured PIM sparse-mode 
network. There is no need for shared trees or RP mapping (no RP is required), or for RP-to-RP source 
discovery through the Multicast Source Discovery Protocol (MSDP). 


Example: Configuring Source-Specific Multicast Groups with Any-Source Override 


IN THIS SECTION 


@ Requirements | 400 
@ = Overview | 400 
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@ = Configuration | 401 
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This example shows how to extend source-specific multicast (SSM) group operations beyond the default 
IP address range of 232.0.0.0 through 232.255.255.255. This example also shows how to accept any-source 
multicast (ASM) join messages (*,G) for group addresses that are within the default or configured range of 
SSM groups. This allows you to support a mix of any-source and source-specific multicast groups 
simultaneously. 


Requirements 


Before you begin, configure the router interfaces. 


Overview 


To deploy SSM, configure PIM sparse mode on all routing device interfaces and issue the necessary SSM 
commands, including specifying IGMPv3 or MLDv2 on the receiver's LAN. If PIM sparse mode is not 
explicitly configured on both the source and group members interfaces, multicast packets are not forwarded. 
Source lists, supported in IGMPv3 and MLDv2, are used in PIM SSM. Only sources that are specified send 
traffic to the SSM group. 


In a PIM SSM-configured network, a host subscribes to an SSM channel (by means of IGMPv3 or MLDv2) 
to join group G and source S (see Figure 60 on page 400). The directly connected PIM sparse-mode router, 
the receiver's designated router (DR), sends an (S,G) join message to its reverse-path forwarding (RPF) 
neighbor for the source. Notice in Figure 60 on page 400 that the RP is not contacted in this process by 
the receiver, as would be the case in normal PIM sparse-mode operations. 


Figure 60: Receiver Sends Messages to Join Group G and Source S 
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The (S,G) join message initiates the source tree and then builds it out hop by hop until it reaches the source. 
In Figure 61 on page 401, the source tree is built across the network to Router 3, the last-hop router 
connected to the source. 
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Figure 61: Router 3 (Last-Hop Router) Joins the Source Tree 
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Using the source tree, multicast traffic is delivered to the subscribing host (see Figure 62 on page 401). 


Figure 62: (S,G) State Is Built Between the Source and the Receiver 
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SSM can operate in include mode or in exclude mode. In exclude mode the receiver specifies a list of 
sources that it does not want to receive the multicast group traffic from. The routing device forwards 
traffic to the receiver from any source except the sources specified in the exclusion list. The receiver 
accepts traffic from any sources except the sources specified in the exclusion list. 


This example works with the simple RPF topology shown in Figure 63 on page 401. 


Figure 63: Simple RPF Topology 
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Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set protocols ospf area 0.0.0.0 interface fxp0.0 disable 
set protocols ospf area 0.0.0.0 interface all 
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set protocols pim rp local address 10.255.72.46 

set protocols pim rp local group-ranges 239.0.0.0/24 
set protocols pim interface fe-1/0/0.0 mode sparse 
set protocols pim interface lo0.0 mode sparse 

set routing-options multicast ssm-groups 232.0.0.0/8 
set routing-options multicast ssm-groups 239.0.0.0/8 
set routing-options multicast asm-override-ssm 


Step-by-Step Procedure 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure an RPF policy: 
1. Configure OSPF. 
[edit protocols ospf] 


user@host# set area 0.0.0.0 interface fxp0.0 disable 
user@host# set area 0.0.0.0 interface all 


2. Configure PIM sparse mode. 


[edit protocols pim] 

user@host# set rp local address 10.255.72.46 
user@host# set rp local group-ranges 239.0.0.0/24 
user@host# set interface fe-1/0/0.0 mode sparse 
user@host# set interface lo0.0 mode sparse 


3. Configure additional SSM groups. 


[edit routing-options] 
user@host# set ssm-groups [ 232.0.0.0/8 239.0.0.0/8 ] 


4. Configure the RP to accept ASM join messages for groups within the SSM address range. 


[edit routing-options] 
user@host# set multicast asm-override-ssm 
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5. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show protocols and show routing-options commands. 


user@host# show protocols 
ospf { 
area 0.0.0.0 { 
interface fxp0.0 { 
disable; 
} 


interface all; 


} 
pim { 
rp { 
local { 
address 10.255.72.46; 
group-ranges { 
239.0.0.0/24; 


} 

interface fe-1/0/0.0 { 
mode sparse; 

} 

interface 100.0 { 
mode sparse; 


user@host# show routing-options 
multicast { 
ssm-groups [ 232.0.0.0/8 239.0.0.0/8 ]; 
asm-override-ssm; 


Verification 


To verify the configuration, run the following commands: 


e show igmp group 
e show igmp statistics 


e show pim join 


SEE ALSO 
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Example: Configuring an SSM-Only Domain 


Deploying an SSM-only domain is much simpler than deploying an ASM domain because it only requires 
a few configuration steps. Enable PIM sparse mode on all interfaces by adding the mode statement at the 
[edit protocols pim interface all] hierarchy level. When configuring all interfaces, exclude the fxp0.0 
management interface by adding the disable statement for that interface. Then configure IGMPv3 on all 
host-facing interfaces by adding the version statement at the [edit protocols igmp interface interface-name] 
hierarchy level. 


In the following example, the host-facing interface is fe-0/1/2: 


[edit] 
protocols { 
pim { 
interface all { 
mode sparse; 
version 2; 
} 
interface fxp0.0 { 
disable; 


} 
igmp { 
interface fe-0/1/2 { 
version 3; 
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Example: Configuring PIM SSM on a Network 


The following example shows how PIM SSM is configured between a receiver and a source in the network 
illustrated in Figure 64 on page 405. 


Figure 64: Network on Which to Configure PIM SSM 
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This example shows how to configure the IGMP version to IGMPv3 on all receiving host interfaces. 


1. Enable IGMPv3 on all host-facing interfaces, and disable IGMP on the fxp0.0 interface on Router 1. 


user@router1# set protocols igmp interface all version 3 
user@router1# set protocols igmp interface fxp0.0 disable 


NOTE: When you configure IGMPv3 ona router, hosts on interfaces configured with IGMPv2 
cannot join the source tree. 


2. After the configuration is committed, use the show configuration protocol igmp command to verify 
the IGMP protocol configuration. 


user@router1> show configuration protocol igmp 


[edit protocols igmp] 

interface all { 
version 3; 

} 

interface fxp0.0 { 
disable; 


3. Use the show igmp interface command to verify that IGMP interfaces are configured. 


user@routerl> show igmp interface 


Interface State Querier Timeout Version Groups 

fe-0/0/0.0 Up 198. 51.100. 245 2s iS 0 
fe-0/0/1.0 Up 198 51.100 ,241 220 3 0 
fe-0/0/2.0 Up 198. 51.100 .237 218 3 0 


Configured Parameters: 

IGMP Query Interval (1/10 secs): 1250 

IGMP Query Response Interval (1/10 secs): 100 
IGMP Last Member Query Interval (1/10 secs): 10 
IGMP Robustness Count: 2 








Derived Parameters: 
IGMP Membership Timeout (1/10 secs): 2600 
IGMP Other Querier Present Timeout (1/10 secs): 2550 
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4. Use the show pim join extensive command to verify the PIM join state on Router 2 and Router 3 (the 


upstream routers). 


user@router2> show pim join extensive 


DB wll yy Mg dL 10 4.1.2 sparse 
Upstream interface: fe-1/1/3.0 





Upstream State: Local Source 

Keepalive timeout: 209 

Downstream Neighbors: 
Interface: so-1/0/2.0 


10.10.7i1.1 State: Join Flags: S Timeout: 


AS) 


5. Use the show pim join extensive command to verify the PIM join state on Router 1 (the router connected 


to the receiver). 


user@routerl1> show pim join extensive 


BSP « Meydl o Al 10.4.1 .2 sparse 
Upstream interface: so-1/0/2.0 





Upstream State: Join to Source 

Keepalive timeout: 209 

Downstream Neighbors: 
Interface: fe-0/2/3.0 


10,.3,i1.,0 State: Join Flags: S$ Timeout: 


Infinity 


NOTE: IP version 6 (IPv6) multicast routers use the Multicast Listener Discovery (MLD) Protocol 
to manage the membership of hosts and routers in multicast groups and to learn which groups 
have interested listeners for each attached physical networks. Each routing device maintains a 
list of host multicast addresses that have listeners for each subnetwork, as well as a timer for 
each address. However, the routing device does not need to know the address of each 
listener—just the address of each host. The routing device provides addresses to the multicast 
routing protocol it uses, which ensures that multicast packets are delivered to all subnetworks 
where there are interested listeners. In this way, MLD is used as the transport for the Protocol 
Independent Multicast (PIM) Protocol. MLD is an integral part of IPv6 and must be enabled on 
all |Pv6é routing devices and hosts that need to receive IP multicast traffic. The Junos OS supports 
MLD versions 1 and 2. Version 2 is supported for source-specific multicast (SSM) include and 
exclude modes. 


SEE ALSO 
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Example: Configuring SSM Mapping 


SSM mapping does not require that all hosts support IGMPv3. SSM mapping translates IGMPv1 or IGMPv2 
membership reports to an IGMPv3 report. This enables hosts running IGMPv1 or IGMPv2 to participate 
in SSM until the hosts transition to IGMPv3. 


SSM mapping applies to all group addresses that match the policy, not just those that conform to SSM 
addressing conventions (232/8 for IPv4, ff30::/32 through ff3F::/32 for IPvé6). 


We recommend separate SSM maps for IPv4 and IPvé6 if both address families require SSM support. If you 
apply an SSM map containing both IPv4 and IPvé6 addresses to an interface in an IPv4 context (using IGMP), 
only the IPv4 addresses in the list are used. If there are no such addresses, no action is taken. Similarly, if 
you apply an SSM map containing both IPv4 and IPvé addresses to an interface in an IPv6é context (using 
MLD), only the IPvé addresses in the list are used. If there are no such addresses, no action is taken. 


In this example, you create a policy to match the group addresses that you want to translate to IGMPv3. 
Then you define the SSM map that associates the policy with the source addresses where these group 
addresses are found. Finally, you apply the SSM map to one or more IGMP (for IPv4) or MLD (for IPv6) 
interfaces. 


1. Create an SSM policy named ssm-policy-example. The policy terms match the IPv4 SSM group address 
232.1.1.1/32 and the IPv6 SSM group address ff35::1/128. All other addresses are rejected. 
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user@router1# set policy-options policy-statement ssm-policy-example term A from route-filter 232.1.1.1/32 
exact 

user@router1# set policy-options policy-statement ssm-policy-example term A then accept 

user@router1# set policy-options policy-statement ssm-policy-example term B from route-filter ff35::1/128 
exact 

user@router1# set policy-options policy-statement ssm-policy-example term B then accept 


2. After the configuration is committed, use the show configuration policy-options command to verify 
the policy configuration. 


user@host> show configuration policy-options 


[edit policy-options] 
policy-statement ssm-policy-example { 
term A { 
from { 
route-filter 232.1.1.1/32 exact; 
} 
then accept; 
} 
term B { 
from { 
route-filter ff35::1/128 exact; 
} 
then accept; 
} 


then reject; 


The group addresses must match the configured policy for SSM mapping to occur. 


3. Define two SSM maps, one called ssm-map-ipv6-example and one called ssm-map-ipv4-example, by 
applying the policy and configuring the source addresses as a multicast routing option. 


user@host# set routing-options multicast ssm-map ssm-map-ipv6-example policy ssm-policy-example 
user@host# set routing-options multicast ssm-map ssm-map-ipv6-example source fecO::1 fecO::12 
user@host# set routing-options multicast ssm-map ssm-map-ipv4-example policy ssm-policy-example 
user@host# set routing-options multicast ssm-map ssm-map-ipv4-example source 10.10.10.4 
user@host# set routing-options multicast ssm-map ssm-map-ipv4-example source 192.168.43.66 
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4. After the configuration is committed, use the show configuration routing-options command to verify 
the policy configuration. 


user@host> show configuration routing-options 


[edit routing-options] 
multicast { 
ssm-map ssm-map-ipv6-example { 
policy ssm-policy-example; 
source [ fecO::1 fecO::12 J; 
} 
ssm-map ssm-map-ipv4-example { 
policy ssm-policy-example; 
source [ 10.10.10.4 192.168.43.66 ]; 


We recommend separate SSM maps for IPv4 and IPv6. 


5. Apply SSM maps for IPv4-to-IGMP interfaces and SSM maps for IPv6-to-MLD interfaces: 


user@host# set protocols igmp interface fe-0/1/0.0 ssm-map ssm-map-ipv4-example 
user@host# set protocols mld interface fe-0/1/1.0 ssm-map ssm-map-ipv6-example 


6. After the configuration is committed, use the show configuration protocol command to verify the 
IGMP and MLD protocol configuration. 


user@router1> show configuration protocol 


[edit protocols] 
igmp { 
interface fe-0/1/0.0 { 


ssm-map ssm-map-ipv4-example; 


} 
mid { 
interface fe-/0/1/1.0 { 
ssm-map ssm-map-ipv6é-example; 


7. Use the show igmp interface and the show mld interface commands to verify that the SSM maps are 


applied to the interfaces. 


user@host> show igmp interface fe-0/1/0.0 


Interface: fe-0/1/0.0 
OQuemieies 192 168,224, 28 


State: Up Timeout: None Version: 





SSM Map: ssm-map-ipv4-exampl 


user@host> show mld interface fe-0/1/1.0 


WiMeSicikeces irs—O/il/i 0) 
QMetieice Lec sOsOsOsie gi2 


State: Up Timeout: None Version: 





SSM Map: ssm-map-ipv6-exampl 


RELATED DOCUMENTATION 


| Configuring Basic PIM Settings 


| Example: Configuring PIM SSM on a Network 


The following example shows how PIM SSM is configured between a receiver and a source in the network 


illustrated in Figure 64 on page 405. 


Figure 65: Network on Which to Configure PIM SSM 





Source 











2 Groups: 


2 Groups: 


g017108 








Receiver 











410 


This example shows how to configure the IGMP version to IGMPv3 on all receiving host interfaces. 


1. Enable IGMPv3 on all host-facing interfaces, and disable IGMP on the fxp0.0 interface on Router 1. 


user@router1# set protocols igmp interface all version 3 
user@router1# set protocols igmp interface fxp0.0 disable 


NOTE: When you configure IGMPv3 ona router, hosts on interfaces configured with IGMPv2 


cannot join the source tree. 


2. After the configuration is committed, use the show configuration protocol igmp command to verify 


the IGMP protocol configuration. 


user@router1> show configuration protocol igmp 


[edit protocols igmp] 

interface all { 
version 3; 

} 

interface fxp0.0 { 
disable; 


3. Use the show igmp interface command to verify that IGMP interfaces are configured. 


user@routerl> show igmp interface 


Interface State Querier Timeout Version Groups 

fe-0/0/0.0 Up 198 .51,100.245 2S 3 0 
fe-0/0/1.0 Up 198. 51.100.241 220 3 0 
fe-0/0/2.0 Up 198. 51.100 .237 218 3 0 


Configured Parameters: 
IGMP Query Interval (1/10 secs): 1250 
IGMP Query Response Interval (1/10 secs): 100 








IGMP Last Member Query Interval (1/10 secs): 10 

IGMP Robustness Count: 2 

Derived Parameters: 

IGMP Membership Timeout (1/10 secs): 2600 

IGMP Other Querier Present Timeout (1/10 secs): 2550 
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4. Use the show pim join extensive command to verify the PIM join state on Router 2 and Router 3 (the 
upstream routers). 


user@router2> show pim join extensive 


ESA 6 AL ole db 10 4.1.2 sparse 
Upstream interface: fe-1/1/3.0 





Upstream State: Local Source 
Keepalive timeout: 209 
Downstream Neighbors: 


Interface: so-1/0/2.0 
10,10. 71.1 State: Join Flags: S Timeout: 209 


5. Use the show pim join extensive command to verify the PIM join state on Router 1 (the router connected 
to the receiver). 


user@routerl> show pim join extensive 


CRO gs AL Abe ctl 10.4.1 ,2 sparse 
Upstream interface: so-1/0/2.0 





Upstream State: Join to Source 
Keepalive timeout: 209 
Downstream Neighbors: 
Interface: fe-0/2/3.0 
10.8,i1.i State: Join Flags: S Timeout: Infinity 


NOTE: IP version 6 (IPv6) multicast routers use the Multicast Listener Discovery (MLD) Protocol 
to manage the membership of hosts and routers in multicast groups and to learn which groups 
have interested listeners for each attached physical networks. Each routing device maintains a 
list of host multicast addresses that have listeners for each subnetwork, as well as a timer for 
each address. However, the routing device does not need to know the address of each 
listener—just the address of each host. The routing device provides addresses to the multicast 
routing protocol it uses, which ensures that multicast packets are delivered to all subnetworks 
where there are interested listeners. In this way, MLD is used as the transport for the Protocol 
Independent Multicast (PIM) Protocol. MLD is an integral part of IPv6 and must be enabled on 
all |Pv6 routing devices and hosts that need to receive IP multicast traffic. The Junos OS supports 
MLD versions 1 and 2. Version 2 is supported for source-specific multicast (SSM) include and 
exclude modes. 
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RELATED DOCUMENTATION 


| Example: Configuring SSM Mapping | 407 


| Example: Configuring an SSM-Only Domain 


Deploying an SSM-only domain is much simpler than deploying an ASM domain because it only requires 
a few configuration steps. Enable PIM sparse mode on all interfaces by adding the mode statement at the 
[edit protocols pim interface all] hierarchy level. When configuring all interfaces, exclude the fxp0.0 
management interface by adding the disable statement for that interface. Then configure IGMPv3 on all 
host-facing interfaces by adding the version statement at the [edit protocols igmp interface interface-name] 
hierarchy level. 


In the following example, the host-facing interface is fe-O/1/2: 


[edit] 
protocols { 
pim { 
interface all { 
mode sparse; 
version 2; 
} 
interface fxp0.0 { 
disable; 


} 
igmp { 
interface fe-0/1/2 { 
version 3; 


| Example: Configuring SSM Mapping 


SSM mapping does not require that all hosts support IGMPv3. SSM mapping translates IGMPv1 or IGMPv2 
membership reports to an IGMPv3 report. This enables hosts running IGMPv1 or IGMPv2 to participate 
in SSM until the hosts transition to IGMPv3. 
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SSM mapping applies to all group addresses that match the policy, not just those that conform to SSM 
addressing conventions (232/8 for IPv4, ff30::/32 through ff3F::/32 for IPvé6). 


We recommend separate SSM maps for IPv4 and IPv6 if both address families require SSM support. If you 
apply an SSM map containing both IPv4 and IPvé6 addresses to an interface in an IPv4 context (using IGMP), 
only the IPv4 addresses in the list are used. If there are no such addresses, no action is taken. Similarly, if 
you apply an SSM map containing both IPv4 and IPvé addresses to an interface in an IPv6 context (using 
MLD), only the IPvé addresses in the list are used. If there are no such addresses, no action is taken. 


In this example, you create a policy to match the group addresses that you want to translate to IGMPv3. 
Then you define the SSM map that associates the policy with the source addresses where these group 
addresses are found. Finally, you apply the SSM map to one or more IGMP (for IPv4) or MLD (for IPv6) 
interfaces. 


1. Create an SSM policy named ssm-policy-example. The policy terms match the IPv4 SSM group address 
232.1.1.1/32 and the IPv6 SSM group address ff35::1/128. All other addresses are rejected. 


user@router1# set policy-options policy-statement ssm-policy-example term A from route-filter 232.1.1.1/32 
exact 

user@router1# set policy-options policy-statement ssm-policy-example term A then accept 

user@router1# set policy-options policy-statement ssm-policy-example term B from route-filter ff35::1/128 
exact 


user@router1# set policy-options policy-statement ssm-policy-example term B then accept 


2. After the configuration is committed, use the show configuration policy-options command to verify 
the policy configuration. 


user@host> show configuration policy-options 


[edit policy-options] 
policy-statement ssm-policy-example { 
term A { 
from { 
route-filter 232.1.1.1/32 exact; 
} 
then accept; 
} 
term B { 
from { 
route-filter ff35::1/128 exact; 
} 


then accept; 
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then reject; 


The group addresses must match the configured policy for SSM mapping to occur. 


3. Define two SSM maps, one called ssm-map-ipv6-example and one called ssm-map-ipv4-example, by 
applying the policy and configuring the source addresses as a multicast routing option. 


user@host# set routing-options multicast ssm-map ssm-map-ipv6-example policy ssm-policy-example 
user@host# set routing-options multicast ssm-map ssm-map-ipv6-example source fecO::1 fecO::12 
user@host# set routing-options multicast ssm-map ssm-map-ipv4-example policy ssm-policy-example 
user@host# set routing-options multicast ssm-map ssm-map-ipv4-example source 10.10.10.4 
user@host# set routing-options multicast ssm-map ssm-map-ipv4-example source 192.168.43.66 


4. After the configuration is committed, use the show configuration routing-options command to verify 
the policy configuration. 


user@host> show configuration routing-options 


[edit routing-options] 
multicast { 
ssm-map ssm-map-ipv6-example { 
policy ssm-policy-example; 
source [ fecO::1 fecO::12 J; 
} 
ssm-map ssm-map-ipv4-example { 
policy ssm-policy-example; 
source [ 10.10.10.4 192.168.43.66 ]; 


We recommend separate SSM maps for IPv4 and IPv6. 


5. Apply SSM maps for IPv4-to-IGMP interfaces and SSM maps for IPv6-to-MLD interfaces: 


user@host# set protocols igmp interface fe-0/1/0.0 ssm-map ssm-map-ipv4-example 
user@host# set protocols mld interface fe-0/1/1.0 ssm-map ssm-map-ipv6-example 


6. After the configuration is committed, use the show configuration protocol command to verify the 
IGMP and MLD protocol configuration. 
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user@router1> show configuration protocol 


[edit protocols] 
igmp { 
interface fe-0/1/0.0 { 
ssm-map ssm-map-ipv4-example; 


} 
mid { 
interface fe-/0/1/1.0 { 
ssm-map ssm-map-ipv6é-example; 


7. Use the show igmp interface and the show mld interface commands to verify that the SSM maps are 
applied to the interfaces. 


user@host> show igmp interface fe-0/1/0.0 


imecetaccrmmic— Oly Oro) 
Oueieieice 192 168), 224 28 


State: Up Timeout: None Version: 2 Groups: 2) 





SSM Map: ssm-map-ipv4-exampl 


user@host> show mld interface fe-0/1/1.0 


IMmeSictaces Te—O/il/il 0 
QUeriLees ESclsOsOsOcilssi2 


State: Up Timeout: None Version: 2 Groups: 2 





SSM Map: ssm-map-ipv6-exampl 
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Example: Configuring Source-Specific Multicast Groups with Any-Source 
Override 


IN THIS SECTION 


Requirements | 417 
Overview | 417 
Configuration | 419 


Verification | 421 


This example shows how to extend source-specific multicast (SSM) group operations beyond the default 
IP address range of 232.0.0.0 through 232.255.255.255. This example also shows how to accept any-source 
multicast (ASM) join messages (*,G) for group addresses that are within the default or configured range of 
SSM groups. This allows you to support a mix of any-source and source-specific multicast groups 


simultaneously. 


Requirements 


Before you begin, configure the router interfaces. 


Overview 


To deploy SSM, configure PIM sparse mode on all routing device interfaces and issue the necessary SSM 
commands, including specifying IGMPv3 or MLDv2 on the receiver's LAN. If PIM sparse mode is not 
explicitly configured on both the source and group members interfaces, multicast packets are not forwarded. 
Source lists, supported in IGMPv3 and MLDv2, are used in PIM SSM. Only sources that are specified send 
traffic to the SSM group. 


In a PIM SSM-configured network, a host subscribes to an SSM channel (by means of IGMPv3 or MLDv2) 
to join group G and source S (see Figure 60 on page 400). The directly connected PIM sparse-mode router, 
the receiver's designated router (DR), sends an (S,G) join message to its reverse-path forwarding (RPF) 
neighbor for the source. Notice in Figure 60 on page 400 that the RP is not contacted in this process by 
the receiver, as would be the case in normal PIM sparse-mode operations. 
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Figure 66: Receiver Sends Messages to Join Group G and Source S 
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The (S,G) join message initiates the source tree and then builds it out hop by hop until it reaches the source. 
In Figure 61 on page 401, the source tree is built across the network to Router 3, the last-hop router 
connected to the source. 


Figure 67: Router 3 (Last-Hop Router) Joins the Source Tree 
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Using the source tree, multicast traffic is delivered to the subscribing host (see Figure 62 on page 401). 


Figure 68: (S,G) State Is Built Between the Source and the Receiver 
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SSM can operate in include mode or in exclude mode. In exclude mode the receiver specifies a list of 
sources that it does not want to receive the multicast group traffic from. The routing device forwards 
traffic to the receiver from any source except the sources specified in the exclusion list. The receiver 
accepts traffic from any sources except the sources specified in the exclusion list. 


This example works with the simple RPF topology shown in Figure 63 on page 401. 
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Figure 69: Simple RPF Topology 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set protocols ospf area 0.0.0.0 interface fxp0.0 disable 
set protocols ospf area 0.0.0.0 interface all 

set protocols pim rp local address 10.255.72.46 

set protocols pim rp local group-ranges 239.0.0.0/24 
set protocols pim interface fe-1/0/0.0 mode sparse 
set protocols pim interface lo0.0 mode sparse 

set routing-options multicast ssm-groups 232.0.0.0/8 
set routing-options multicast ssm-groups 239.0.0.0/8 
set routing-options multicast asm-override-ssm 


Step-by-Step Procedure 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure an RPF policy: 
1. Configure OSPF. 
[edit protocols ospf] 


user@host# set area 0.0.0.0 interface fxp0.0 disable 
user@host# set area 0.0.0.0 interface all 


2. Configure PIM sparse mode. 


[edit protocols pim] 
user@host# set rp local address 10.255.72.46 
user@host# set rp local group-ranges 239.0.0.0/24 


user@host# set interface fe-1/0/0.0 mode sparse 
user@host# set interface lo0.0 mode sparse 


3. Configure additional SSM groups. 


[edit routing-options] 
user@host# set ssm-groups [ 232.0.0.0/8 239.0.0.0/8 ] 


4. Configure the RP to accept ASM join messages for groups within the SSM address range. 


[edit routing-options] 
user@host# set multicast asm-override-ssm 


5. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show protocols and show routing-options commands. 


user@host# show protocols 
ospf { 
area 0.0.0.0 { 
interface fxp0.0 { 
disable; 
} 


interface all; 


} 
pim { 
rp { 
local { 
address 10.255.72.46; 
group-ranges { 
239.0.0.0/24; 
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interface fe-1/0/0.0 { 
mode sparse; 


} 
interface 100.0 { 
mode sparse; 


} 


user@host# show routing-options 
multicast { 
ssm-groups [ 232.0.0.0/8 239.0.0.0/8 ]; 
asm-override-ssm; 


Verification 


To verify the configuration, run the following commands: 


e show igmp group 
e show igmp statistics 


e show pim join 


RELATED DOCUMENTATION 


| Source-Specific Multicast Groups Overview | 399 


| Example: Configuring SSM Maps for Different Groups to Different Sources 


IN THIS SECTION 


@ = = Multiple SSM Maps and Groups for Interfaces | 422 
@ ~~ Example: Configuring Multiple SSM Maps Per Interface | 422 


Multiple SSM Maps and Groups for Interfaces 


You can configure multiple source-specific multicast (SSM) maps so that different groups map to different 
sources, which enables a single multicast group to map to different sources for different interfaces. 


SEE ALSO 


Example: Configuring Multiple SSM Maps Per Interface | 422 


Example: Configuring Multiple SSM Maps Per Interface 


IN THIS SECTION 


Requirements | 422 
Overview | 422 
Configuration | 423 


Verification | 425 


This example shows how to assign more than one SSM map to an IGMP interface. 


Requirements 


This example requires Junos OS Release 11.4 or later. 


Overview 


In this example, you configure a routing policy, POLICY-ipv4-example1, that maps multicast group join 
messages over an IGMP logical interface to IPv4 multicast source addresses based on destination IP address 


as follows: 
Multicast Group Join Messages for 
a Route Filter at This Destination 
Routing Policy Name Address Multicast Source Addresses 
POLICY-ipv4-example1 term 1 232.1.1.1 10.10.10.4, 
192.168.43.66 
POLICY-ipv4-example1 term 2 232.1.1.2 10.10.10.5, 


192.168.43.67 
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You apply routing policy POLICY-ipv4-example1 to IGMP logical interface fe-0/1/0.0. 


Configuration 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see the CLI User Guide. 


To configure this example, perform the following task: 


CLI Quick Configuration 


To quickly configure this example, copy the following configuration commands into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set policy-options policy-statement POLICY-ipv4-example1 term 1 from route-filter 232.1.1.1/32 exact 
set policy-options policy-statement POLICY-ipv4-example1 term 1 then ssm-source 10.10.10.4 

set policy-options policy-statement POLICY-ipv4-example1 term 1 then ssm-source 192.168.43.66 

set policy-options policy-statement POLICY-ipv4-example1 term 1 then accept 

set policy-options policy-statement POLICY-ipv4-example1 term 2 from route-filter 232.1.1.2/32 exact 
set policy-options policy-statement POLICY-ipv4-example1 term 2 then ssm-source 10.10.10.5 

set policy-options policy-statement POLICY-ipv4-example1 term 2 then ssm-source 192.168.43.67 

set policy-options policy-statement POLICY-ipv4-example1 term 2 then accept 

set protocols igmp interface fe-0/1/0.0 ssm-map-policy POLICY-ipv4-example1 


Step-by-Step Procedure 


To configure multiple SSM maps per interface: 


1. Configure protocol-independent routing options for route filter 232.1.1.1, and specify the multicast 
source addresses to which matching multicast groups are to be mapped. 


[edit policy-options policy-statement POLICY-ipv4-example1 term 1] 
user@host# set from route-filter 232.1.1.1/32 exact 

user@host# set then ssm-source 10.10.10.4 

user@host# set then ssm-source 192.168.43.66 

user@host# set then accept 


2. Configure protocol-independent routing options for route filter 232.1.1.2, and specify the multicast 
source addresses to which matching multicast groups are to be mapped. 


[edit policy-options policy-statement POLICY-ipv4-example1 term 2] 
user@host# set from route-filter 232.1.1.2/32 exact 

user@host# set then ssm-source 10.10.10.5 

user@host# set then ssm-source 192.168.43.67 
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user@host# set then accept 


3. Apply the policy map POLICY-ipv4-example1 to IGMP logical interface fe-0/1/1/0. 


[edit protocols igmp interface fe-0/1/0.0] 
user@host# set ssm-map-policy POLICY-ipv4-example1 


Results 


After the configuration is committed, confirm the configuration by entering the show policy-options and 
show protocols configuration mode commands. If the command output does not display the intended 
configuration, repeat the instructions in this procedure to correct the configuration. 


user@host# show policy-options 
policy-statement POLICY-ipv4-example1 { 
term 1 { 
from { 
route-filter 232.1.1.1/32 exact; 
} 
then { 
ssm-source [ 10.10.10.4 192.168.43.66 ]; 
accept; 


} 
term 2{ 
from { 
route-filter 232.1.1.2/32 exact; 
} 
then { 
ssm-source [ 10.10.10.5 192.168.43.67 ]; 
accept; 


user@host# show protocols 
igmp { 
interface fe-0/1/0.0 { 
ssm-map-policy POLICY-ipv4-example1; 
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Verification 


IN THIS SECTION 


@ Displaying Information About IGMP-Enabled Interfaces | 425 
@ Displaying the PIM Groups | 425 
@ Displaying the Entries in the IP Multicast Forwarding Table | 426 


Confirm that the configuration is working properly. 


Displaying Information About IGMP-Enabled Interfaces 


Purpose 
Verify that the SSM map policy POLICY-ipv4-example1 is applied to logical interface fe-0/1/0.0. 


Action 


Use the show igmp interface operational mode command for the IGMP logical interface to which you 
applied the SSM map policy. 


user@host> show igmp interface 


Interface: fe-0/1/0.0 
Querier: 10.111.30.1 
State: Up Timeout: None Version: 2 Groups: 2 


SSM Map Policy: POLICY-ipv4-examplel; 


Configured Parameters: 


IGMP Query Interval: 125.0 





IGMP Query Response Interval: 10.0 
IGMP Last Member Query Interval: 1.0 





IGMP Robustness Count: 2 


Derived Parameters: 
IGMP Membership Timeout: 260.0 
IGMP Other Querier Present Timeout: 255.0 





The command output displays the name of the IGMP logical interface (fe-0/1/0.0), which is the address 
of the routing device that has been elected to send membership queries and group information. 


Displaying the PIM Groups 


Purpose 
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Verify the Protocol Independent Multicast (PIM) source and group pair (S,G) entries. 


Action 


Use the show pim join extensive 232.1.1.1 operational mode command to display the PIM source and 
group pair (S,G) entries for the 232.1.1.1 group. 


Displaying the Entries in the IP Multicast Forwarding Table 


Purpose 


Verify that the IP multicast forwarding table displays the multicast route state. 


Action 


Use the show multicast route extensive operational mode command to display the entries in the IP multicast 
forwarding table to verify that the Route state is active and that the Forwarding state is forwarding. 
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Minimizing Routing State Information with 
Bidirectional PIM 
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Understanding Bidirectional PIM 


Bidirectional PIM (PIM-Bidir) is specified by the IETF in RFC 5015, Bidirectional Protocol Independent 
Multicast (BIDIR-PIM). It provides an alternative to other PIM modes, such as PIM sparse mode (PIM-SM), 
PIM dense mode (PIM-DM), and PIM source-specific multicast (SSM). In bidirectional PIM, multicast groups 
are carried across the network over bidirectional shared trees. This type of tree minimizes the amount of 
PIM routing state information that must be maintained, which is especially important in networks with 
numerous and dispersed senders and receivers. For example, one important application for bidirectional 
PIM is distributed inventory polling. In many-to-many applications, a multicast query from one station 
generates multicast responses from many stations. For each multicast group, such an application generates 
a large number of (S,G) routes for each station in PIM-SM, PIM-DM, or SSM. The problem is even worse 
in applications that use bursty sources, resulting in frequently changing multicast tables and, therefore, 
performance problems in routers. 


Figure 70 on page 428 shows the traffic flows generated to deliver traffic for one group to and from three 
stations in a PIM-SM network. 
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Figure 70: Example PIM Sparse-Mode Tree 
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Bidirectional PIM solves this problem by building only group-specific (*,G) state. Thus, only a single (*,G) 
route is needed for each group to deliver traffic to and from all the sources. 


Figure 71 on page 429 shows the traffic flows generated to deliver traffic for one group to and from three 
stations in a bidirectional PIM network. 


Figure 71: Example Bidirectional PIM Tree 
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Bidirectional PIM builds bidirectional shared trees that are rooted at a rendezvous point (RP) address. 
Bidirectional traffic does not switch to shortest path trees (SPTs) as in PIM-SM and is therefore optimized 
for routing state size instead of path length. Bidirectional PIM routes are always wildcard-source (*,G) 
routes. The protocol eliminates the need for (S,G) routes and data-triggered events. The bidirectional (*,G) 
group trees carry traffic both upstream from senders toward the RP, and downstream from the RP to 
receivers. As a consequence, the strict reverse path forwarding (RPF)-based rules found in other PIM 
modes do not apply to bidirectional PIM. Instead, bidirectional PIM routes forward traffic from all sources 
and the RP. Thus, bidirectional PIM routers must have the ability to accept traffic on many potential 
incoming interfaces. 


Designated Forwarder Election 


To prevent forwarding loops, only one router on each link or subnet (including point-to-point links) is a 
designated forwarder (DF). The responsibilities of the DF are to forward downstream traffic onto the link 
toward the receivers and to forward upstream traffic from the link toward the RP address. Bidirectional 
PIM relies on a process called DF election to choose the DF router for each interface and for each RP 
address. Each bidirectional PIM router in a subnet advertises its interior gateway protocol (IGP) unicast 
route to the RP address. The router with the best IGP unicast route to the RP address wins the DF election. 
Each router advertises its IGP route metrics in DF Offer, Winner, Backoff, and Pass messages. 
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Junos OS implements the DF election procedures as stated in RFC 5015, except that Junos OS checks RP 
unicast reachability before accepting incoming DF messages. DF messages for unreachable rendezvous 
points are ignored. 


Bidirectional PIM Modes 


In the Junos OS implementation, there are two modes for bidirectional PIM: bidirectional-sparse and 
bidirectional-sparse-dense. The differences between bidirectional-sparse and bidirectional-sparse-dense 
modes are the same as the differences between sparse mode and sparse-dense mode. Sparse-dense mode 
allows the interface to operate on a per-group basis in either sparse or dense mode. A group specified as 
“dense” is not mapped to an RP. Use bidirectional-sparse-dense mode when you have a mix of bidirectional 
groups, sparse groups, and dense groups in your network. One typical scenario for this is the use of auto-RP, 
which uses dense-mode flooding to bootstrap itself for sparse mode or bidirectional mode. In general, the 
dense groups could be for any flows that the network design requires to be flooded. 


Each group-to-RP mapping is controlled by the RP group-ranges statement and the ssm-groups statement. 
The choice of PIM mode is closely tied to controlling how groups are mapped to PIM modes, as follows: 


e bidirectional-sparse—Use if all multicast groups are operating in bidirectional, sparse, or SSM mode. 


e bidirectional-sparse-dense—Use if multicast groups, except those that are specified in the dense-groups 
statement, are operating in bidirectional, sparse, or SSM mode. 


Bidirectional Rendezvous Points 


You can configure group-range-to-RP mappings network-wide statically, or only on routers connected to 
the RP addresses and advertise them dynamically. Unlike rendezvous points for PIM-SM, which must 
de-encapsulate PIM Register messages and perform other specific protocol actions, bidirectional PIM 
rendezvous points implement no specific functionality. RP addresses are simply locations in the network 
to rendezvous toward. In fact, RP addresses need not be loopback interface addresses or even be addresses 
configured on any router, as long as they are covered by a subnet that is connected to a bidirectional 
PIM-capable router and advertised to the network. 


Thus, for bidirectional PIM, there is no meaningful distinction between static and local RP addresses. 
Therefore, bidirectional PIM rendezvous points are configured at the [edit protocols pim rp bidirectional] 
hierarchy level, not under static or local. 


The settings at the [edit protocol pim rp bidirectional] hierarchy level function like the settings at the [edit 
protocols pim rp local] hierarchy level, except that they create bidirectional PIM RP state instead of PIM-SM 
RP state. 


Where only a single local RP can be configured, multiple bidirectional rendezvous points can be configured 
having group ranges that are the same, different, or overlapping. It is also permissible for a group range 
or RP address to be configured as bidirectional and either static or local for sparse-mode. 


If a bidirectional PIM RP is configured without a group range, the default group range is 224/4 for IPv4. 
For IPv6, the default is ff00::/8. You can configure a bidirectional PIM RP group range to cover an SSM 
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group range, but in that case the SSM or DM group range takes precedence over the bidirectional PIM RP 
configuration for those groups. In other words, because SSM always takes precedence, it is not permitted 
to have a bidirectional group range equal to or more specific than an SSM or DM group range. 


PIM Bootstrap and Auto-RP Support 


Group ranges for the specified RP address are flagged by PIM as bidirectional PIM group-to-RP mappings 
and, if configured, are advertised using PIM bootstrap or auto-RP. Dynamic advertisement of bidirectional 
PIM-flagged group-to-RP mappings using PIM bootstrap, and auto-RP is controlled as normal using the 
bootstrap and auto-rp statements. 


Bidirectional PIM RP addresses configured at the [edit protocols pim rp bidirectional address] hierarchy 
level are advertised by auto-RP or PIM bootstrap if the following prerequisites are met: 


e The routing instance must be configured to advertise candidate rendezvous points by way of auto-RP 
or PIM bootstrap, and an auto-RP mapping agent or bootstrap router, respectively, must be elected. 


e The RP address must either be configured locally on an interface in the routing instance, or the RP 
address must belong to a subnet connected to an interface in the routing instance. 


IGMP and MLD Support 


Internet Group Management Protocol (IGMP) version 1, version 2, and version 3 are supported with 
bidirectional PIM. Multicast Listener Discovery (MLD) version 1 and version 2 are supported with 
bidirectional PIM. However, in all cases, only anysource multicast (ASM) state is supported for bidirectional 
PIM membership. 


The following rules apply to bidirectional PIM: 


e IGMP and MLD (*,G) membership reports trigger the PIM DF to originate bidirectional PIM (*,G) join 
messages. 


e IGMP and MLD (S,G) membership reports do not trigger the PIM DF to originate bidirectional PIM (*,G) 
join messages. 


Bidirectional PIM and Graceful Restart 


Bidirectional PIM accepts packets for a bidirectional route on multiple interfaces. This means that some 
topologies might develop multicast routing loops if all PIM neighbors are not synchronized with regard to 
the identity of the designated forwarder (DF) on each link. If one router is forwarding without actively 
participating in DF elections, particularly after unicast routing changes, multicast routing loops might occur. 


If graceful restart for PIM is enabled and bidirectional PIM is enabled, the default graceful restart behavior 
is to continue forwarding packets on bidirectional routes. If the gracefully restarting router was serving as 
a DF for some interfaces to rendezvous points, the restarting router sends a DF Winner message with a 
metric of O on each of these RP interfaces. This ensures that a neighbor router does not become the DF 
due to unicast topology changes that might occur during the graceful restart period. Sending a DF Winner 
message with a metric of O prevents another PIM neighbor from assuming the DF role until after graceful 


431 


432 


restart completes. When graceful restart completes, the gracefully restarted router sends another DF 
Winner message with the actual converged unicast metric. 


The no-bidirectional-mode statement at the [edit protocols pim graceful-restart] hierarchy level overrides 
the default behavior and disables forwarding for bidirectional PIM routes during graceful restart recovery, 
both in cases of simple routing protocol process (rpd) restart and graceful Routing Engine switchover. This 
configuration statement provides a very conservative alternative to the default graceful restart behavior 
for bidirectional PIM routes. The reason to discontinue forwarding of packets on bidirectional routes is 
that the continuation of forwarding might lead to short-duration multicast loops in rare double-failure 
circumstances. 


Junos OS Enhancements to Bidirectional PIM 


In addition to the functionality specified in RFC 5015, the following functions are included in the Junos 
OS implementation of bidirectional PIM: 


e Source-only branches without PIM join state 

e Support for both IPv4 and IPvé6 domain and multicast addresses 
e Nonstop routing (NSR) for bidirectional PIM routes 

e Support for bidirectional PIM in logical systems 


e Support for non-forwarding and virtual router instances 
The following caveats are applicable for the bidirectional PIM configuration on the PTX5000: 


e PTX5000 routers can be configured both as a bidirectional PIM rendezvous point and the source node. 


e For PTX5000 routers, you can configure the auto-rp statement at the [edit protocols pim rp] or the [edit 
routing-instances routing-instance-name protocols pim rp] hierarchy level with the mapping option, but 
not the announce option. 


Limitations of Bidirectional PIM 


The Junos OS implementation of bidirectional PIM does not support the following functionality: 


Starting with Release 12.2, Junos OS extends the nonstop active routing PIM support to draft-rosen 
MVPNs. 


PTX5000 routers do not support nonstop active routing or in-service software upgrade (ISSU) in Junos 
OS Release 13.3. 


Nonstop active routing PIM support for draft-rosen MVPNs enables nonstop active routing-enabled devices 
to preserve draft-rosen MPVN-related information—such as default and data MDT states—across 
switchovers. 


e SNMP for bidirectional PIM. 


e Graceful Routing Engine switchover is configurable with bidirectional PIM enabled, but bidirectional 
routes do not forward packets during the switchover. 
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e Multicast VPNs (Draft Rosen and NextGen). 
The bidirectional PIM protocol does not support the following functionality: 


e Embedded RP 


e Anycast RP 


SEE ALSO 


Example: Configuring Bidirectional PIM | 433 
Configuring PIM Auto-RP in the Multicast Protocols User Guide 
Configuring PIM Bootstrap Properties for IPv4 or IPv6 | 336 in the Multicast Protocols User Guide 


Example: Configuring Bidirectional PIM 


IN THIS SECTION 


Requirements | 433 
Overview | 433 
Configuration | 435 


Verification | 442 


This example shows how to configure bidirectional PIM, as specified in RFC 5015, Bidirectional Protocol 
Independent Multicast (BIDIR-PIM). 


Requirements 
This example uses the following hardware and software components: 
e Eight Juniper Networks routers that can be M120, M320, MX Series, or T Series platforms. To support 


bidirectional PIM, M Series platforms must have I-chip FPCs. M7i, M10i, M40e, and other older M Series 
routers do not support bidirectional PIM. 


e Junos OS Release 12.1 or later running on all eight routers. 


Overview 


Compared to PIM sparse mode, bidirectional PIM requires less PIM router state information. Because less 
state information is required, bidirectional PIM scales well and is useful in deployments with many dispersed 
sources and receivers. 
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In this example, two rendezvous points are configured statically. One RP is configured as a phantom RP. 
A phantom RP is an RP address that is a valid address on a subnet, but is not assigned to a PIM router 
interface. The subnet must be reachable by the bidirectional PIM routers in the network. For the other 
(non-phantom) RP in this example, the RP address is assigned to a PIM router interface. It can be assigned 
to either the loopback interface or any physical interface on the router. In this example, it is assigned to a 
physical interface. 


OSPF is used as the interior gateway protocol (IGP) in this example. The OSPF metric determines the 
designated forwarder (DF) election process. In bidirectional PIM, the DF establishes a loop-free shortest-path 
tree that is rooted at the RP. On every network segment and point-to-point link, all PIM routers participate 
in DF election. The procedure selects one router as the DF for every RP of bidirectional groups. This router 
forwards multicast packets received on that network upstream to the RP. The DF election uses the same 
tie-break rules used by PIM assert processes. 


This example uses the default DF election parameters. Optionally, at the [edit protocols pim interface 
(interface-name | all) bidirectional] hierarchy level, you can configure the following parameters related to 
the DF election: 


e The robustness-count is the minimum number of DF election messages that must be lost for election 
to fail. 


e The offer period is the interval to wait between repeated DF Offer and Winner messages. 


e The backoff period is the period that the acting DF waits between receiving a better DF Offer and 
sending the Pass message to transfer DF responsibility. 


This example uses bidirectional-sparse-dense mode on the interfaces. The choice of PIM mode is closely 
tied to controlling how groups are mapped to PIM modes, as follows: 


e bidirectional-sparse—Use if all multicast groups are operating in bidirectional, sparse, or SSM mode. 

e bidirectional-sparse-dense—Use if multicast groups, except those that are specified in the dense-groups 
statement, are operating in bidirectional, sparse, or SSM mode. 

Topology Diagram 

Figure 72 on page 435 shows the topology used in this example. 


Figure 72: Bidirectional PIM with Statically Configured Rendezvous Points 
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Source Receiver Source Receiver 
Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


Router R1 


set interfaces ge-0/0/1 unit 0 family inet address 10.10.1.1/24 
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set interfaces xe-2/1/0 unit 0 family inet address 10.10.2.1/24 

set interfaces loO unit O family inet address 10.255.11.11/32 

set protocols ospf area 0.0.0.0 interface ge-0/0/1.0 

set protocols ospf area 0.0.0.0 interface xe-2/1/0.0 

set protocols ospf area 0.0.0.0 interface lo0.0 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols pim traceoptions file df 

set protocols pim traceoptions flag bidirectional-df-election detail 

set protocols pim rp bidirectional address 10.10.1.3 group-ranges 224.1.3.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 225.1.3.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 224.1.1.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 225.1.1.0/24 
set protocols pim interface ge-0/0/1.0 mode bidirectional-sparse-dense 

set protocols pim interface xe-2/1/0.0 mode bidirectional-sparse-dense 


Router R2 


set interfaces ge-2/0/0 unit 0 family inet address 10.10.4.1/24 

set interfaces ge-2/2/2 unit 0 family inet address 10.10.1.2/24 

set interfaces loO unit O family inet address 10.255.22.22/32 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols ospf area 0.0.0.0 interface ge-2/2/2.0 

set protocols ospf area 0.0.0.0 interface lo0.0 

set protocols ospf area 0.0.0.0 interface ge-2/0/0.0 

set protocols pim traceoptions file df 

set protocols pim traceoptions flag bidirectional-df-election detail 

set protocols pim rp bidirectional address 10.10.13.2 group-ranges 224.1.1.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 225.1.1.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 225.1.3.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 224.1.3.0/24 
set protocols pim interface fxp0.0 disable 

set protocols pim interface ge-2/0/0.0 mode bidirectional-sparse-dense 

set protocols pim interface ge-2/2/2.0 mode bidirectional-sparse-dense 


Router R3 


set interfaces xe-1/0/0 unit 0 family inet address 10.10.9.1/24 
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set interfaces xe-1/0/1 unit 0 family inet address 10.10.2.2/24 

set interfaces loO unit O family inet address 10.255.33.33/32 

set protocols ospf area 0.0.0.0 interface xe-1/0/1.0 

set protocols ospf area 0.0.0.0 interface lo0.0 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols ospf area 0.0.0.0 interface xe-1/0/0.0 

set protocols pim rp bidirectional address 10.10.1.3 group-ranges 224.1.3.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 225.1.3.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 224.1.1.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 225.1.1.0/24 
set protocols pim interface xe-1/0/1.0 mode bidirectional-sparse-dense 

set protocols pim interface xe-1/0/0.0 mode bidirectional-sparse-dense 


Router R4 


set interfaces ge-1/2/7 unit 0 family inet address 10.10.4.2/24 

set interfaces ge-1/2/8 unit 0 family inet address 10.10.5.2/24 

set interfaces xe-2/0/0 unit 0 family inet address 10.10.10.2/24 

set interfaces loO unit O family inet address 10.255.44.44/32 

set protocols ospf area 0.0.0.0 interface lo0.0 

set protocols ospf area 0.0.0.0 interface ge-1/2/7.0 

set protocols ospf area 0.0.0.0 interface ge-1/2/8.0 

set protocols ospf area 0.0.0.0 interface xe-2/0/0.0 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols pim traceoptions file df 

set protocols pim traceoptions flag bidirectional-df-election detail 

set protocols pim rp bidirectional address 10.10.13.2 group-ranges 224.1.1.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 225.1.1.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 224.1.3.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 225.1.3.0/24 
set protocols pim interface xe-2/0/0.0 mode bidirectional-sparse-dense 

set protocols pim interface ge-1/2/7.0 mode bidirectional-sparse-dense 

set protocols pim interface ge-1/2/8.0 mode bidirectional-sparse-dense 


Router R5 


set interfaces ge-0/0/3 unit 0 family inet address 10.10.12.3/24 
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set interfaces ge-0/0/4 unit 0 family inet address 10.10.4.3/24 

set interfaces ge-0/0/7 unit 0 family inet address 10.10.5.3/24 

set interfaces so-1/0/0 unit 0 family inet address 10.10.7.1/30 

set interfaces loO unit O family inet address 10.255.55.55/32 

set protocols ospf area 0.0.0.0 interface lo0.0 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols ospf area 0.0.0.0 interface ge-0/0/7.0 

set protocols ospf area 0.0.0.0 interface ge-0/0/4.0 

set protocols ospf area 0.0.0.0 interface so-1/0/0.0 

set protocols ospf area 0.0.0.0 interface ge-0/0/3.0 

set protocols pim rp bidirectional address 10.10.13.2 group-ranges 224.1.1.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 225.1.1.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 224.1.3.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 225.1.3.0/24 
set protocols pim interface ge-0/0/7.0 mode bidirectional-sparse-dense 

set protocols pim interface ge-0/0/4.0 mode bidirectional-sparse-dense 

set protocols pim interface so-1/0/0.0 mode bidirectional-sparse-dense 

set protocols pim interface ge-0/0/3.0 mode bidirectional-sparse-dense 


Router R6 


set interfaces xe-0/0/0 unit 0 family inet address 10.10.10.3/24 

set interfaces ge-2/0/0 unit 0 family inet address 10.10.13.2/24 

set interfaces loO unit O family inet address 10.255.66.66/32 

set protocols ospf area 0.0.0.0 interface lo0.0 

set protocols ospf area 0.0.0.0 interface ge-2/0/0.0 

set protocols ospf area 0.0.0.0 interface xe-0/0/0.0 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols pim rp bidirectional address 10.10.13.2 group-ranges 224.1.1.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 225.1.1.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 224.1.3.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 225.1.3.0/24 
set protocols pim interface fxp0.0 disable 

set protocols pim interface xe-0/0/0.0 mode bidirectional-sparse-dense 

set protocols pim interface ge-2/0/0.0 mode bidirectional-sparse-dense 


Router R7 
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set interfaces ge-0/1/5 unit 0 family inet address 10.10.13.3/24 

set interfaces ge-0/1/7 unit 0 family inet address 10.10.12.2/24 

set interfaces loO unit O family inet address 10.255.77.77/32 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols ospf area 0.0.0.0 interface ge-0/1/5.0 

set protocols ospf area 0.0.0.0 interface ge-0/1/7.0 

set protocols ospf area 0.0.0.0 interface lo0.0 

set protocols pim rp bidirectional address 10.10.13.2 group-ranges 224.1.1.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 225.1.1.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 224.1.3.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 225.1.3.0/24 
set protocols pim interface ge-0/1/5.0 mode bidirectional-sparse-dense 

set protocols pim interface ge-0/1/7.0 mode bidirectional-sparse-dense 


Router R8 


set interfaces so-0/0/0 unit 0 family inet address 10.10.7.2/30 

set interfaces xe-2/0/0 unit 0 family inet address 10.10.9.2/24 

set interfaces loO unit O family inet address 10.255.88.88/32 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols ospf area 0.0.0.0 interface xe-2/0/0.0 

set protocols ospf area 0.0.0.0 interface so-0/0/0.0 

set protocols pim traceoptions file df 

set protocols pim traceoptions flag bidirectional-df-election detail 

set protocols pim rp bidirectional address 10.10.13.2 group-ranges 224.1.1.0/24 
set protocols pim rp bidirectional address 10.10.13.2 group-ranges 225.1.1.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 224.1.3.0/24 
set protocols pim rp bidirectional address 10.10.1.3 group-ranges 225.1.3.0/24 
set protocols pim interface xe-2/0/0.0 mode bidirectional-sparse-dense 

set protocols pim interface so-0/0/0.0 mode bidirectional-sparse-dense 


Router R1 


Step-by-Step Procedure 


To configure Router R1: 


1. Configure the router interfaces. 


[edit interfaces] 
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user@R1# set ge-0/0/1 unit O family inet address 10.10.1.1/24 
user@R1# set xe-2/1/0 unit O family inet address 10.10.2.1/24 
user@R1# set loO unit O family inet address 10.255.11.11/32 


2. Configure OSPF on the interfaces. 


[edit protocols ospf area 0.0.0.0] 
user@R1# set interface ge-0/0/1.0 
user@R1# set interface xe-2/1/0.0 
user@R1# set interface lo0.0 
user@R1# set interface fxp0.0 disable 


3. Configure the group-to-RP mappings. 


[edit protocols pim rp bidirectional] 

user@R1# set address 10.10.1.3 group-ranges 224.1.3.0/24 
user@R1# set address 10.10.1.3 group-ranges 225.1.3.0/24 
user@R1# set address 10.10.13.2 group-ranges 224.1.1.0/24 
user@R1# set address 10.10.13.2 group-ranges 225.1.1.0/24 


The RP represented by IP address 10.10.1.3 is a phantom RP. The 10.10.1.3 address is not assigned to 
any interface on any of the routers in the topology. It is, however, a reachable address. It is in the subnet 
between Routers R1 and R2. 


The RP represented by address 10.10.13.2 is assigned to the ge-2/0/0 interface on Router R6. 


4. Enable bidirectional PIM on the interfaces. 


[edit protocols pim] 
user@R1# set interface ge-0/0/1.0 mode bidirectional-sparse-dense 
user@R1# set interface xe-2/1/0.0 mode bidirectional-sparse-dense 


5. (Optional) Configure tracing operations for the DF election process. 


[edit protocols pim] 
user@R1# set traceoptions file df 
user@R1# set traceoptions flag bidirectional-df-election detail 
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Results 


From configuration mode, confirm your configuration by entering the show interfaces and show protocols 
commands. If the output does not display the intended configuration, repeat the instructions in this example 
to correct the configuration. 


user@R1# show interfaces 
ge-0/0/1 { 
unit O { 
family inet { 
address 10.10.1.1/24, 


} 
xe-2/1/0 { 
unit O { 
family inet { 
address 10.10.2.1/24, 


} 
lo0 { 
unit O { 
family inet { 
address 10.255.11.11/32; 


user@R1# show protocols 
ospf { 
area 0.0.0.0 { 
interface ge-0/0/1.0; 
interface xe-2/1/0.0; 
interface 100.0; 
interface fxp0.0 { 
disable; 


} 
pim { 
rp { 
bidirectional { 
address 10.10.1.3 { # phantom RP 


group-ranges { 
224.1.3.0/24; 
225.1.3.0/24; 


} 
address 10.10.13.2 { 
group-ranges { 
224.1.1.0/24; 
225.1.1.0/24; 


} 
interface ge-0/0/1.0 { 
mode bidirectional-sparse-dense; 


} 
interface xe-2/1/0.0 { 
mode bidirectional-sparse-dense; 


} 


traceoptions { 
file df; 
flag bidirectional-df-election detail; 


If you are done configuring the router, enter commit from configuration mode. 


Repeat the procedure for every Juniper Networks router in the bidirectional PIM network, using the 
appropriate interface names and addresses for each router. 


Verification 


IN THIS SECTION 


Verifying Rendezvous Points | 443 
Verifying Messages | 443 
Checking the PIM Join State | 443 


Displaying the Designated Forwarder | 445 


e 

® 
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. 

@ Displaying the PIM Interfaces | 446 
@ ~~ Checking the PIM Neighbors | 446 

@ ~~ Checking the Route to the Rendezvous Points | 447 
@ ~~ Verifying Multicast Routes | 447 

e 


Viewing Multicast Next Hops | 449 


Confirm that the configuration is working properly. 


Verifying Rendezvous Points 


Purpose 


Verify the group-to-RP mapping information. 


Action 


user@R1> show pim rps 





instance: PIM master 
Address family INET 
RP address Type 
10. i0.i1.,3 static 
10.10 ,13.2 Sipaicele 
Verifying Messages 
Purpose 


Mode 
lone minal 


bidir 


Holdtime Timeout Groups 


150 


150 


Group 
None Zhe Papas 

iD) « 
None Zee Anae, 

BOS) « 


slit 


prefixes 


3.0/24 


Lo Ss 0/24 
ol 
1,1 ,O/24 


1.0/24 


Check the number of DF election messages sent and received, and check bidirectional join and prune error 


statistics. 


Action 


user@R1> show pim statistics 


PIM Message type 


v2 Hello 


We Die 





Election 


Global Statistics 


Rx Bidir Join/Prune on 


Received 
AG 


18 


non-Bidir if 


Rx Bidir Join/Prune on non-DF if 


Checking the PIM Join State 


Purpose 


sent 
34 


38 


Rx errors 


0 
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Confirm the upstream interface, neighbor, and state information. 


Action 


user@R1> show pim join extensive 





Instance: PIM.master Family: INET 


R 


Rendezvous Point Tree, S = Sparse, W = Wildcard 





Cmoulos 224i, 1. @ 


Bidirectional group prefix length: 24 
SOUESCC Hmm 
RPs IO ,10,13,2 


Flags: bidirectional, rptree, wildcard 





Upstream interface: ge-0/0/1.0 

Upstream neighbor: 10.10.1.2 

Upstream state: None 

Bidirectional accepting interfaces: 
Interface: ge-0/0/1.0 (RPF) 
Interface: 100.0 (DF Winner) 


Crows 224 1, 3.0 


Bidirectional group prefix length: 24 
SOURCC Hm 

Ree LO 10.143 

Flags: bidirectional, rptree, wildcard 


Upstream interface: ge-0/0/1.0 (RP Link) 





Upstream neighbor: Direct 
Upstream state: Local RP 


Bidirectional accepting interfaces: 


Interface: ge-0/0/1.0 (RPF) 
Interface: 100.0 (DF Winner) 
Interface: xe-2/1/0.0 (DF Winner) 


CHOUWOSs 225 -1,1.0 


Bidirectional group prefix length: 24 
SOMIECSe 
RPS IO ,1L0,13,,2 


Flags: bidirectional, rptree, wildcard 





Upstream interface: ge-0/0/1.0 

Upstream neighbor: 10.10.1.2 

Upstream state: None 

Bidirectional accepting interfaces: 
Interface: ge-0/0/1.0 (RPF) 
Interface: 100.0 (DF Winner) 


aaah 


CHOUWOS 225.1,3.0 
Bidirectional group prefix length: 24 
Sommees = 
MPs 1O.10.1.3 
Flags: bidirectional, rptree, wildcard 
Upstream interface: ge-0/0/1.0 (RP Link) 





Upstream neighbor: Direct 
Upstream state: Local RP 


Bidirectional accepting interfaces: 


Interface: ge-0/0/1.0 (RPF) 
Interface: 100.0 (DF Winner) 
Interface: xe-2/1/0.0 (DF Winner) 


Meaning 


The output shows a (*,G-range) entry for each active bidirectional RP group range. These entries provide 
a hierarchy from which the individual (*,G) routes inherit RP-derived state (upstream information and 
accepting interfaces). These entries also provide the control plane basis for the (*, G-range) forwarding 
routes that implement the sender-only branches of the tree. 


Displaying the Designated Forwarder 


Purpose 


Display RP address information and confirm the DF elected. 


Action 


user@R1> show pim bidirectional df-election 





Instance: PIM.master Family: INET 


WeAg ILO, 10.1.3 
Groms canes: 2241, 3.,0/24, 225.13 0/24 


Interfaces: 
ge-0/0/1.0 (RPL) DF: none 
100.0 (Win) Drs LO 259 179,246 
xe-2/1/0.0 (Win) Dg LO, 1.2.1 


RAR ILO. l@.1L3.2 
EMouj wancess 224,11 ,0/24, 225,11 0/24 
Interfaces: 

Ge—0/ 0/1. (Lose) IDs 110), 10,152 
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LOO) 50 (Win) Dies LO, 255. 179,246 
xe-2/1/0.0 (Lose) Dee 10,10,2.2 


Displaying the PIM Interfaces 


Purpose 
Verify that the PIM interfaces have bidirectional-sparse-dense (SDB) mode assigned. 


Action 


user@R1> show pim interfaces 


Instance: PIM.master 


Stat = Status, V = Version, NbrCnt = Neighbor Count, 


S = Sparse, D = Dense, B = Bidirectional, 





DR = Designated Router, P2P = Point-to-point link, 





Active = Bidirectional is active, NotCap = Not Bidirectional Capable 


Name Stat Mode IP V State NbrCnt JoinCnt(sg/*g) DR address 
ge-0/0/1.0 Up SDB 4 2 NotDR,Active 1 0/0 10.10.12 
100.0 Up SDB 4 2 DR,Active 0 9901/100 OR Zoo ZAG 
xe-2/1/0.0 Up SDB 4 2 NotDR,Active 1 0/0 10,10 ,2.2 


Checking the PIM Neighbors 


Purpose 
Check that the router detects that its neighbors are enabled for bidirectional PIM by verifying that the B 
option is displayed. 


Action 


user@R1> show pim neighbors 


Instance: PIM.master 


B = Bidirectional Capable, G = Generation Identifier, 





H = Hello Option Holdtime, L = Hello Option LAN Prune Delay, 

2 = iSO) Ojoitieyn IDR Wiealoyeiiry7, = “Mieeyel<iievey leslie 

Interface IP V Mode Option Uptime Neighbor addr 
ge-0/0/1.0 4 2 HPLGBT OOF 0646) LOR VOR 2 
xe-2/1/0.0 4 2 HPLGBT OO 06346 MOGVOr2 = 2 
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Checking the Route to the Rendezvous Points 


Purpose 


Check the interface route to the rendezvous points. 
Action 


user@R1> show route 10.10.13.2 


inet.0: 56 destinations, 56 routes (55 active, 0 holddown, 1 hidden) 
+ = Active Route, Last Active, * = Both 








NORE EORE Sry. 214 PALOSE HAO OOM OAR Ss Sync take 
> ton LOR MO Ree vataige=0)/i0)//a0 


user@R1> show route 10.10.1.3 


inet.0: 56 destinations, 56 routes (55 active, 0 holddown, 1 hidden) 








+ = Active Route, Last Active, * = Both 


1M, 10,1 ,0/24 *[Direct/0] 00:06:25 
> via ge-0/0/1.0 


Verifying Multicast Routes 


Purpose 


Verify the multicast traffic route for each group. 


For bidirectional PIM, the show multicast route extensive command shows the (*, G/prefix) forwarding 
routes and the list of interfaces that accept bidirectional PIM traffic. 


Action 


user@R1> show multicast route extensive 





Family: INET 


Group: 224.0.0.0/4 
Sommeee 
Incoming interface list: 
100.0 ge-0/0/1.0 xe-4/1/0.0 
Downstream interface list: 


ge-0/0/1.0 
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Session description: zeroconfaddr 
Siediets elke sem UNKE OS ml OMOOS mUmpac kes 
Nese hope ED ee 09 /ina 

Incoming interface list ID: 559 
Upstream protocol: PIM 

Route state: Active 

Forwarding state: Forwarding 

Cache lifetime/timeout: forever 


Wrong incoming interface notifications: 0 


Geemas 224 1 ,1,0/24 
SO URRCC mmm 
Incoming interface list: 
100.0 ge-0/0/1.0 
Downstream interface list: 
ge-0/0/1.0 
Session description: NOB Cross media facilities 
Sivclieiksieles a OMCb OS mE OMOO Sm OMp aC ke ins 
Nese S oobi O19 /ikon, 
Incoming interface list ID: 579 
Upstream protocol: PIM 
Route state: Active 
Forwarding state: Forwarding 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


Group: 224.1.3.0/24 
DOUBC Ct mEs 
Incoming interface list: 
100.0 ge-0/0/1.0 xe-4/1/0.0 
Downstream interface list: 
ge-0/0/1.0 
Session description: NOB Cross media facilities 
Siedie tsi lelist a OK EOS; am Om OO SMO mpaekeias 
NESE ines) IDE ZOE 71LS 7 
Incoming interface list ID: 556 
Upstream protocol: PIM 
Route state: Active 
Forwarding state: Forwarding 
Cache lifetime/timeout: forever 


Wrong incoming interface notifications: 0 


Grows: 225.1,1,0/24 


Soumee + 
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Incoming interface list: 
100.0 ge-0/0/1.0 
Downstream interface list: 
ge-0/0/1.0 
Session description: Unknown 
Siscieksiele smb OS MOM OO Sm OMp aC keias 
Next noo mE Dine O97 iso, 
Incoming interface list ID: 579 
Upstream protocol: PIM 
Route state: Active 
Forwarding state: Forwarding 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


Grouse: 225,1,3,0/24 
Soumees = 
Incoming interface list: 
100.0 ge-0/0/1.0 xe-4/1/0.0 
Downstream interface list: 
ge-0/0/1.0 
Session description: Unknown 
Siecdia ts leis ONKE Os a OMmOO SMO mpoekeias 
NESE ines) IDE ZS PLS 7 
Incoming interface list ID: 556 
Upstream protocol: PIM 
Route state: Active 
Forwarding state: Forwarding 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


Meaning 
For information about how the incoming and outgoing interface lists are derived, see the forwarding rules 
in RFC 5015. 


Viewing Multicast Next Hops 


Purpose 


Verify that the correct accepting interfaces are shown in the incoming interface list. 
Action 


user@R1> show multicast next-hops 


Family: 
105) 
ZOO valkow! 


Family: 
ID 
579) 


556 


558) 


Meaning 


The nexthop IDs for the outgoing and incoming next hops are referenced directly in the show multicast 


INET 





Refcount KRefcount Downstream interface 
10 5 ge-0/0/1.0 


Incoming interface list 
Refcount KRefcount Downstream interface 

5 2 Lod. © 
ge-0/0/1.0 

5 ZOO 0 
ge-0/0/1.0 
xe-4/1/0.0 

3 EO ORO 
ge-0/0/1.0 
xe-4/1/0.0 


route extensive command. 


SEE ALSO 


Understanding Bidirectional PIM | 427 
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CHAPTER 13 


Rapidly Detecting Communication Failures with PIM 
and the BFD Protocol 


IN THIS CHAPTER 


@ = Configuring PIM and the Bidirectional Forwarding Detection (BFD) Protocol | 451 


| Configuring PIM and the Bidirectional Forwarding Detection (BFD) Protocol 


IN THIS SECTION 


Understanding Bidirectional Forwarding Detection Authentication for PIM | 451 
Configuring BFD for PIM | 454 
Configuring BFD Authentication for PIM | 456 


Example: Configuring BFD Liveness Detection for PIM IPvé | 460 


Understanding Bidirectional Forwarding Detection Authentication for PIM 


IN THIS SECTION 


@ _BFD Authentication Algorithms | 452 
@ Security Authentication Keychains | 453 
@ Strict Versus Loose Authentication | 453 


Bidirectional Forwarding Detection (BFD) enables rapid detection of communication failures between 
adjacent systems. By default, authentication for BFD sessions is disabled. However, when you run BFD 


over Network Layer protocols, the risk of service attacks can be significant. We strongly recommend using 
authentication if you are running BFD over multiple hops or through insecure tunnels. 


Beginning with Junos OS Release 9.6, Junos OS supports authentication for BFD sessions running over 
PIM. BFD authentication is only supported in the Canada and United States version of the Junos OS image 
and is not available in the export version. 


You authenticate BFD sessions by specifying an authentication algorithm and keychain, and then associating 
that configuration information with a security authentication keychain using the keychain name. 


The following sections describe the supported authentication algorithms, security keychains, and level of 
authentication that can be configured: 


BFD Authentication Algorithms 


Junos OS supports the following algorithms for BFD authentication: 


e simple-password—Plain-text password. One to 16 bytes of plain text are used to authenticate the BFD 
session. One or more passwords can be configured. This method is the least secure and should be used 
only when BFD sessions are not subject to packet interception. 


e keyed-md5—Keyed Message Digest 5 hash algorithm for sessions with transmit and receive intervals 
greater than 100 ms. To authenticate the BFD session, keyed MD5 uses one or more secret keys 
(generated by the algorithm) and a sequence number that is updated periodically. With this method, 
packets are accepted at the receiving end of the session if one of the keys matches and the sequence 
number is greater than or equal to the last sequence number received. Although more secure than a 
simple password, this method is vulnerable to replay attacks. Increasing the rate at which the sequence 
number is updated can reduce this risk. 


meticulous-keyed-md5—Meticulous keyed Message Digest 5 hash algorithm. This method works in the 
same manner as keyed MD5, but the sequence number is updated with every packet. Although more 
secure than keyed MD5 and simple passwords, this method might take additional time to authenticate 
the session. 


keyed-sha-1—Keyed Secure Hash Algorithm | for sessions with transmit and receive intervals greater 


than 100 ms. To authenticate the BFD session, keyed SHA uses one or more secret keys (generated by 
the algorithm) and a sequence number that is updated periodically. The key is not carried within the 
packets. With this method, packets are accepted at the receiving end of the session if one of the keys 
matches and the sequence number is greater than the last sequence number received. 


meticulous-keyed-sha-1—Meticulous keyed Secure Hash Algorithm |. This method works in the same 
manner as keyed SHA, but the sequence number is updated with every packet. Although more secure 
than keyed SHA and simple passwords, this method might take additional time to authenticate the 


session. 
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NOTE: Nonstop active routing (NSR) is not supported with meticulous-keyed-md5 and 
meticulous-keyed-sha-1 authentication algorithms. BFD sessions using these algorithms might 
go down after a switchover. 


Security Authentication Keychains 


The security authentication keychain defines the authentication attributes used for authentication key 
updates. When the security authentication keychain is configured and associated with a protocol through 
the keychain name, authentication key updates can occur without interrupting routing and signaling 
protocols. 


The authentication keychain contains one or more keychains. Each keychain contains one or more keys. 

Each key holds the secret data and the time at which the key becomes valid. The algorithm and keychain 
must be configured on both ends of the BFD session, and they must match. Any mismatch in configuration 
prevents the BFD session from being created. 


BFD allows multiple clients per session, and each client can have its own keychain and algorithm defined. 
To avoid confusion, we recommend specifying only one security authentication keychain. 


NOTE: Security Authentication Keychain is not supported on SRX Series devices. 


Strict Versus Loose Authentication 


By default, strict authentication is enabled, and authentication is checked at both ends of each BFD session. 
Optionally, to smooth migration from nonauthenticated sessions to authenticated sessions, you can 
configure loose checking. When loose checking is configured, packets are accepted without authentication 
being checked at each end of the session. This feature is intended for transitional periods only. 


SEE ALSO 


Configuring BFD Authentication for PIM | 266 
Configuring BFD for PIM | 264 
authentication-key-chains 


bfd-liveness-detection | 1217 





show bfd session 


Configuring BFD for PIM 


The Bidirectional Forwarding Detection (BFD) Protocol is a simple hello mechanism that detects failures 
in a network. BFD works with a wide variety of network environments and topologies. A pair of routing 
devices exchanges BFD packets. Hello packets are sent at a specified, regular interval. A neighbor failure 
is detected when the routing device stops receiving a reply after a specified interval. The BFD failure 
detection timers have shorter time limits than the Protocol Independent Multicast (PIM) hello hold time, 
so they provide faster detection. 


The BFD failure detection timers are adaptive and can be adjusted to be faster or slower. The lower the 
BFD failure detection timer value, the faster the failure detection and vice versa. For example, the timers 
can adapt to a higher value if the adjacency fails (that is, the timer detects failures more slowly). Or a 
neighbor can negotiate a higher value for a timer than the configured value. The timers adapt to a higher 
value when a BFD session flap occurs more than three times in a span of 15 seconds. A back-off algorithm 
increases the receive (Rx) interval by two if the local BFD instance is the reason for the session flap. The 
transmission (Tx) interval is increased by two if the remote BFD instance is the reason for the session flap. 
You can use the clear bfd adaptation command to return BFD interval timers to their configured values. 
The clear bfd adaptation command is hitless, meaning that the command does not affect traffic flow on 
the routing device. 


You must specify the minimum transmit and minimum receive intervals to enable BFD on PIM. 
To enable failure detection: 


1. Configure the interface globally or in a routing instance. 


This example shows the global configuration. 


[edit protocols pim] 
user@host# edit interface fe-1/0/0.0 family inet bfd-liveness-detection 


2. Configure the minimum transmit interval. 


This is the minimum interval after which the routing device transmits hello packets to a neighbor with 
which it has established a BFD session. Specifying an interval smaller than 300 ms can cause undesired 
BFD flapping. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set transmit-interval 350 


3. Configure the minimum interval after which the routing device expects to receive a reply from a neighbor 
with which it has established a BFD session. 


Specifying an interval smaller than 300 ms can cause undesired BFD flapping. 
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[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set minimum-receive-interval 350 


. (Optional) Configure other BFD settings. 


As an alternative to setting the receive and transmit intervals separately, configure one interval for 
both. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set minimum-interval 350 


. Configure the threshold for the adaptation of the BFD session detection time. 


When the detection time adapts to a value equal to or greater than the threshold, a single trap anda 
single system log message are sent. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set detection-time threshold 800 


. Configure the number of hello packets not received by a neighbor that causes the originating interface 
to be declared down. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set multiplier 50 


. Configure the BFD version. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 
user@host# set version 1 


. Specify that BFD sessions should not adapt to changing network conditions. 


We recommend that you not disable BFD adaptation unless it is preferable not to have BFD adaptation 
enabled in your network. 


[edit protocols pim interface fe-1/0/0.0 family inet bfd-liveness-detection] 


user@host# set no-adaptation 


9. Verify the configuration by checking the output of the show bfd session command. 


SEE ALSO 


show bfd session 


Configuring BFD Authentication for PIM 


IN THIS SECTION 


@ = Configuring BFD Authentication Parameters | 456 


@ Viewing Authentication Information for BFD Sessions | 458 


1. Specify the BFD authentication algorithm for the PIM protocol. 
2. Associate the authentication keychain with the PIM protocol. 


3. Configure the related security authentication keychain. 


Beginning with Junos OS Release 9.6, you can configure authentication for Bidirectional Forwarding 
Detection (BFD) sessions running over Protocol Independent Multicast (PIM). Routing instances are also 
supported. 


The following sections provide instructions for configuring and viewing BFD authentication on PIM: 


Configuring BFD Authentication Parameters 


BFD authentication is only supported in the Canada and United States version of the Junos OS image and 
is not available in the export version. 


To configure BFD authentication: 
1. Specify the algorithm (keyed-md5, keyed-sha-1, meticulous-keyed-md5, meticulous-keyed-sha-1, or 


simple-password) to use for BFD authentication on a PIM route or routing instance. 


[edit protocols pim] 
user@host# set interface ge-0/1/5 family inet bfd-liveness-detection authentication algorithm keyed-sha-1 
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NOTE: Nonstop active routing (NSR) is not supported with the meticulous-keyed-md5 and 
meticulous-keyed-sha-1 authentication algorithms. BFD sessions using these algorithms 
might go down after a switchover. 


2. Specify the keychain to be used to associate BFD sessions on the specified PIM route or routing instance 
with the unique security authentication keychain attributes. 


The keychain you specify must match the keychain name configured at the [edit security authentication 
key-chains] hierarchy level. 


[edit protocols pim] 
user@host# set interface ge-0/1/5 family inet bfd-liveness-detection authentication keychain bfd-pim 


NOTE: The algorithm and keychain must be configured on both ends of the BFD session, 
and they must match. Any mismatch in configuration prevents the BFD session from being 
created. 


3. Specify the unique security authentication information for BFD sessions: 
e The matching keychain name as specified in Step 2. 


e At least one key, a unique integer between 0 and 63. Creating multiple keys allows multiple clients 
to use the BFD session. 


e The secret data used to allow access to the session. 


e The time at which the authentication key becomes active, in the format yyyy-mm-dd.hh:mm:ss. 


[edit security] 
user@host# set authentication-key-chains key-chain bfd-pim key 53 secret $ABC123$/ start-time 
2009-06-14.10:00:00 


NOTE: 


Security Authentication Keychain is not supported on SRX Series devices. 


4. (Optional) Specify loose authentication checking if you are transitioning from nonauthenticated sessions 
to authenticated sessions. 
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[edit protocols pim] 
user@host# set interface ge-0/1/5 family inet bfd-liveness-detection authentication loose-check 


5. (Optional) View your configuration by using the show bfd session detail or show bfd session extensive 
command. 


6. Repeat these steps to configure the other end of the BFD session. 


Viewing Authentication Information for BFD Sessions 


You can view the existing BFD authentication configuration by using the show bfd session detail and show 
bfd session extensive commands. 


The following example shows BFD authentication configured for the ge-0/1/5 interface. It specifies the 
keyed SHA-1 authentication algorithm and a keychain name of bfd-pim. The authentication keychain is 
configured with two keys. Key 1 contains the secret data “$ABC123/” and a start time of June 1, 2009, 
at 9:46:02 AM PST. Key 2 contains the secret data “$ABC123/” and astart time of June 1, 2009, at 3:29:20 
PM PST. 


[edit protocols pim] 
interface ge-0/1/5 { 
family inet { 
bfd-liveness-detection { 
authentication { 
key-chain bfd-pim; 
algorithm keyed-sha-1; 


} 
[edit security] 
authentication key-chains { 
key-chain bfd-pim { 
key 1{ 
secret “$ABC123/”: 
start-time “2009-6-1.09:46:02 -0700”; 
} 
key 2 { 
secret “$ABC123/”; 
start-time “2009-6-1.15:29:20 -0700”; 
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If you commit these updates to your configuration, you see output similar to the following example. In the 


output for the show bfd session detail command, Authenticate is displayed to indicate that BFD 
authentication is configured. For more information about the configuration, use the show bfd session 
extensive command. The output for this command provides the keychain name, the authentication algorithm 
and mode for each client in the session, and the overall BFD authentication configuration status, keychain 


name, and authentication algorithm and mode. 


show bfd session detail 


user@host# show bfd session detail 


Detect Transmit 
Address State Interface Time Interval Multiplier 
192 05252 Up ge-0/1/5.0 O00 0.300 3 


Client PIM, TX interval 0.300, RX interval 0.300, Authenticate 
Session up time 3d 00:34 


Local diagnostic None, remote diagnostic NbrSignal 





Remote state Up, version 1 


Replicated 


show bfd session extensive 


user@host# show bfd session extensive 


Detect Transmit 
Address State Interface Time Interval Multiplier 
192 Os262 Up ge-0/1/5.0 0.900 ORO0 3 


Client PIM, TX interval 0.300, RX interval 0.300, Authenticate 
keychain bfd-pim, algo keyed-sha-1, mode strict 
Session up time 00:04:42 


Local diagnostic None, remote diagnostic NbrSignal 





Remote state Up, version 1 

Replicated 

Min async interval 0.300, min slow interval 1.000 

Adaptive async TX interval 0.300, RX interval 0.300 

Local min TX interval 0.300, minimum RX interval 0.300, multiplier 3 
Remote min TX interval 0.300, min RX interval 0.300, multiplier 3 


LOCAL Chistrimlingicor 2, wemorce chisicriiminaicoie 2 





Echo mode disabled/inactive 


Authentication enabled/active, keychain bfd-pim, algo keyed-sha-1, mode strict 


SEE ALSO 
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authentication-key-chains 

bfd-liveness-detection | 1217 


show bfd session 


Example: Configuring BFD Liveness Detection for PIM IPv6 


IN THIS SECTION 


Requirements | 460 
Overview | 461 
Configuration | 461 


Verification | 465 


This example shows how to configure Bidirectional Forwarding Detection (BFD) liveness detection for 


IPv6 interfaces configured for the Protocol Independent Multicast (PIM) topology. BFD is a simple hello 


mechanism that detects failures in a network. 


The following steps are needed to configure BFD liveness detection: 


1. 


2 
3 
4 
5 


Configure the interface. 


. Configure the related security authentication keychain. 
. Specify the BFD authentication algorithm for the PIM protocol. 
. Configure PIM, associating the authentication keychain with the desired protocol. 


. Configure BFD authentication for the routing instance. 


NOTE: You must perform these steps on both ends of the BFD session. 


Requirements 


This example uses the following hardware and software components: 


e Two peer routers. 


e Junos OS 12.2 or later. 
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Overview 


In this example. Device R1 and Device R2 are peers. Each router runs PIM, connected over a common 
medium. 


Figure 73 on page 461 shows the topology used in this example. 


Figure 73: BFD Liveness Detection for PIM IPv6é Topology 
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Assume that the routers initialize. No BFD session is yet established. For each router, PIM informs the 
BFD process to monitor the IPv6 address of the neighbor that is configured in the routing protocol. 
Addresses are not learned dynamically and must be configured. 


Configure the IPvé address and BFD liveness detection at the [edit protocols pim] hierarchy level for each 
router. 


[edit protocols pim] 
user@host# set interface interface-name family inet6 bfd-liveness-detection 


Configure BFD liveness detection for the routing instance at the [edit routing-instancesinstance-name 
protocols pim interface all family inet6] hierarchy level (here, the instance-name is instance1: 


[edit routing-instances instance1 protocols pim] 
user@host# set bfd-liveness-detection 


You will also configure the authentication algorithm and authentication keychain values for BFD. 


Ina BFD-configured network, when a client launches a BFD session with a peer, BFD begins sending slow, 
periodic BFD control packets that contain the interval values that you specified when you configured the 
BFD peers. This is known as the initialization state. BFD does not generate any up or down notifications 
in this state. When another BFD interface acknowledges the BFD control packets, the session moves into 
an up state and begins to more rapidly send periodic control packets. If a data path failure occurs and BFD 
does not receive a control packet within the configured amount of time, the data path is declared down 
and BFD notifies the BFD client. The BFD client can then perform the necessary actions to reroute traffic. 
This process can be different for different BFD clients. 


Configuration 


CLI Quick Configuration 
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To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Device R1 


set interfaces ge-0/1/5 unit 0 description toRouter2 

set interfaces ge-0/1/5 unit 0 family inet6 

set interfaces ge-0/1/5 unit 0 family inet6 address e80::21b:cOff:fed5:e4dd 

set protocols pim interface ge-0/1/5 family inet6 bfd-liveness-detection authentication algorithm 
keyed-sha-1 

set protocols pim interface ge-0/1/5 family inet6 bfd-liveness-detection authentication key-chain 
bfd-pim 

set routing-instances instance1 protocols pim interface all family inet6 bfd-liveness-detection 
authentication algorithm keyed-sha-1 

set routing-instances instance1 protocols pim interface all family inet6 bfd-liveness-detection 
authentication key-chain bfd-pim 

set security authentication key-chain bfd-pim key 1 secret "v" 

set security authentication key-chain bfd-pim key 1 start-time "2012-01-01.09:46:02 -0700" 

set security authentication key-chain bfd-pim key 2 secret "$ABC123abc123" 

set security authentication key-chain bfd-pim key 2 start-time "2012-01-01.15:29:20 -0700" 


Device R2 


set interfaces ge-1/1/0 unit 0 description toRouter1 

set interfaces ge-1/1/0 unit 0 family inet6 address e80::21b:cOff:fed5:e5dd 

set protocols pim interface ge-1/1/0 family inet6 bfd-liveness-detection authentication algorithm 
keyed-sha-1 

set protocols pim interface ge-1/1/0 family inet6 bfd-liveness-detection authentication key-chain 
bfd-pim 

set routing-instances instance1 protocols pim interface all family inet6 bfd-liveness-detection 
authentication algorithm keyed-sha-1 

set routing-instances instance1 protocols pim interface all family inet6 bfd-liveness-detection 
authentication key-chain bfd-pim 

set security authentication key-chain bfd-pim key 1 secret "$ABC123abc123" 

set security authentication key-chain bfd-pim key 1 start-time "2012-01-01.09:46:02 -0700" 

set security authentication key-chain bfd-pim key 2 secret "$ABC123abc123" 

set security authentication key-chain bfd-pim key 2 start-time "2012-01-01.15:29:20 -0700" 


Step-by-Step Procedure 
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The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure BFD liveness detection for PIM IPvé6 interfaces on Device R1: 


NOTE: This procedure is for Device R1. Repeat this procedure for Device R2, after modifying 
the appropriate interface names, addresses, and any other parameters. 


1. Configure the interface, using the inet6 statement to specify that this is an IPv6 address. 


[edit interfaces] 
user@R1# set ge-0/1/5 unit 0 description toRouter2 
user@R1# set ge-0/1/5 unit O family inet6 address e80::21b:cOff:fed5:e4dd 


2. Specify the BFD authentication algorithm and keychain for the PIM protocol. 


The keychain is used to associate BFD sessions on the specified PIM route or routing instance with 
the unique security authentication keychain attributes. This keychain name should match the keychain 
name configured at the [edit security authentication] hierarchy level. 


[edit protocols] 

user@R1# set pim interface ge-0/1/5.0 family inet6 bfd-liveness-detection authentication algorithm 
keyed-sha-1 

user@R1# set pim interface ge-0/1/5 family inet6 bfd-liveness-detection authentication key-chain bfd-pim 


NOTE: The algorithm and keychain must be configured on both ends of the BFD session, 
and they must match. Any mismatch in configuration prevents the BFD session from being 
created. 


3. Configure a routing instance (here, instance1), specifying BFD authentication and associating the 
security authentication algorithm and keychain. 


[edit routing-instances] 

user@R1# set instance1 protocols pim interface all family inet6 bfd-liveness-detection authentication 
algorithm keyed-sha-1 

user@R1# set instance1 protocols pim interface all family inet6 bfd-liveness-detection authentication 
key-chain bfd-pim 
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4. Specify the unique security authentication information for BFD sessions: 
e The matching keychain name as specified in Step 2. 


e At least one key, a unique integer between 0 and 63. Creating multiple keys allows multiple clients 
to use the BFD session. 


e The secret data used to allow access to the session. 


e The time at which the authentication key becomes active, in the format YYYY-MM-DD.hh:mm:ss. 


[edit security authentication] 

user@R1# set key-chain bfd-pim key 1 secret "$ABC123abc123" 

user@R1# set key-chain bfd-pim key 1 start-time "2012-01-01.09:46:02 -0700" 
user@R1# set key-chain bfd-pim key 2 secret "$ABC123abc123" 

user@R1# set key-chain bfd-pim key 2 start-time "2012-01-01.15:29:20 -0700" 


Results 


Confirm your configuration by issuing the show interfaces, show protocols, show routing-instances, and 
show security commands. If the output does not display the intended configuration, repeat the instructions 
in this example to correct the configuration. 


user@R1# show interfaces 
ge-0/1/5 { 
unit O { 
description toRouter2; 
family ineté { 
address e80::21b:cOff:fed5:e4dd { 
} 


user@R1# show protocols 
pim { 
interface ge-0/1/5.0 { 
family ineté6; 
bfd-liveness-detection { 
authentication { 
algorithm keyed-sha-1; 
key-chain bfd-pim; 


user@R1# show routing-instances 
instance1 { 
protocols { 
pim { 
interface all { 
family ineté { 
bfd-liveness-detection { 
authentication { 
algorithm keyed-sha-1; 
key-chain bfd-pim; 


user@R1# show security 
authentication { 
key-chain bfd-pim { 
key 1{ 
secret “$A4BC123abc123”; 
start-time “2012-01-01.09:46:02 -0700”; 
} 
key 2 { 
secret “$ABC123abc123”; 
start-time “2012-01-01.15:29:20 -0700"; 


Verification 


Confirm that the configuration is working properly. 


Verifying the BFD Session 


Purpose 
Verify that BFD liveness detection is enabled. 
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Action 


user@R1# runshow pim neighbors detail 


Instance: PIM.master 


Interface: ge-0/1/5.0 


Address: fe80::21b:c0ff:fed5:e4dd, IPv6, PIM v2, Mode: Sparse, sg Join 
COmmrSs O, ESC Holi Coumes 
Hello Option Holdtime: 65535 seconds 
Hed oMOp Eton WR Pato sistas 
Hello Option Generation ID: 1417610277 
Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 


Address: fe80::21b:c0ff: fede: 28dd, LEO, PIM WZ, SCG W@ala Cowimrs WO, tesic 
Ose e Outen) 
Secondary address: beef::2 


BFD: Enabled, Operational state: Up 





Hello Option Holdtime: 105 seconds 80 remaining 

InGLILG) Ojsie sey IDR Wigi@resieys AL 

Hello Option Generation ID: 1648636754 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 


Meaning 


The display from the show pim neighbors detail command shows BFD: Enabled, Operational state: Up, 
indicating that BFD is operating between the two PIM neighbors. For additional information about the 
BFD session (including the session ID number), use the show bfd session extensive command. 


SEE ALSO 


authentication-key-chains 
bfd-liveness-detection (Protocols PIM) | 1217 


show bfd session 
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Release History Table 


Release Description 


9.6 Beginning with Junos OS Release 9.6, Junos OS supports authentication for BFD sessions running 
over PIM. BFD authentication is only supported in the Canada and United States version of the 


Junos OS image and is not available in the export version. 


9.6 Beginning with Junos OS Release 9.6, you can configure authentication for Bidirectional Forwarding 
Detection (BFD) sessions running over Protocol Independent Multicast (PIM). Routing instances 


are also supported. 


RELATED DOCUMENTATION 


Configuring Basic PIM Settings 
Example: Configuring BFD for BGP 
Example: Configuring BFD Authentication for BGP 
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CHAPTER 14 


Configuring PIM Options 


IN THIS CHAPTER 


@ Example: Configuring Nonstop Active Routing for PIM | 468 
@ ~~ Configuring PIM-to-IGMP and PIM-to-MLD Message Translation | 485 


| Example: Configuring Nonstop Active Routing for PIM 


IN THIS SECTION 


@ Understanding Nonstop Active Routing for PIM | 468 
@ Example: Configuring Nonstop Active Routing with PIM | 469 
@ Configuring PIM Sparse Mode Graceful Restart | 483 


Understanding Nonstop Active Routing for PIM 


Nonstop active routing configurations include two Routing Engines that share information so that routing 
is not interrupted during Routing Engine failover. When nonstop active routing is configured on a dual 
Routing Engine platform, the PIM control state is replicated on both Routing Engines. 


This PIM state information includes: 


e Neighbor relationships 
e Join and prune information 
e RP-set information 


e Synchronization between routes and next hops and the forwarding state between the two Routing 


Engines 


The PIM control state is maintained on the backup Routing Engine by the replication of state information 
from the master to the backup Routing Engine and having the backup Routing Engine react to route 
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installation and modification in the [instance].inet.1 routing table on the master Routing Engine. The backup 
Routing Engine does not send or receive PIM protocol packets directly. In addition, the backup Routing 
Engine uses the dynamic interfaces created by the master Routing Engine. These dynamic interfaces include 
PIM encapsulation, de-encapsulation, and multicast tunnel interfaces. 


NOTE: The clear pim join, clear pim register, and clear pim statistics operational mode commands 
are not supported on the backup Routing Engine when nonstop active routing is enabled. 


To enable nonstop active routing for PIM (in addition to the PIM configuration on the master Routing 
Engine), you must include the following statements at the [edit] hierarchy level: 


e chassis redundancy graceful-switchover 
e routing-options nonstop-routing 


e system commit synchronize 


SEE ALSO 


IGMP and Nonstop Active Routing | 54 


Example: Configuring Nonstop Active Routing with PIM 


IN THIS SECTION 


Requirements | 469 
Overview | 470 
Configuration | 471 


Verification | 483 


This example shows how to configure nonstop active routing for PIM-based multicast IPv4 and IPv6 traffic. 


Requirements 


For nonstop active routing for PIM-based multicast traffic to work with IPv6, the routing device must be 
running Junos OS Release 10.4 or above. 


Before you begin: 
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e Configure the router interfaces. See the Network Interfaces Configuration Guide. 

e Configure an interior gateway protocol or static routing. See the Routing Protocols Configuration Guide. 

e Configure a multicast group membership protocol (IGMP or MLD). See “Understanding IGMP” on page 24 
and “Understanding MLD” on page 56. 


Overview 


Junos OS supports nonstop active routing in the following PIM scenarios: 


e Dense mode 


Sparse mode 
e SSM 
Static RP 


e Auto-RP (for IPv4 only) 


Bootstrap router 


Embedded RP on the non-RP router (for IPvé only) 
e BFD support 


e Draft Rosen Multicast VPNs and BGP Multicast VPNs (use the advertise-from-main-vpn-tables option 
at the [edit protocols bgp] hierarchy level, to synchronize MVPN routes, cmcast, provider-tunnel and 
forwarding information between the master and the backup Routing Engines). 


Policy features such as neighbor policy, bootstrap router export and import policies, scope policy, flow 
maps, and reverse path forwarding (RPF) check policies 


In Junos OS release 13.3, multicast VPNs are not supported with nonstop active routing. Policy-based 
features (such as neighbor policy, join policy, BSR policy, scope policy, flow maps, and RPF check policy) 
are not supported with nonstop active routing. 


This example uses static RP. The interfaces are configured to receive both IPv4 and |Pv6 traffic. R2 provides 
RP services as the local RP. Note that nonstop active routing is not supported on the RP router. The 
configuration shown in this example is on R1. 


Figure 74 on page 471 shows the topology used in this example. 


Figure 74: Nonstop Active Routing in PIM Domain 


Source - HO 


10.240.0.237 





10.210.255.200 


10.210.255.201 10.210.255.202 
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Receiver - H1 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


R1 


set system syslog archive size 10m 

set system syslog file messages any info 

set system commit synchronize 

set chassis redundancy graceful-switchover 

set interfaces traceoptions file dcd-trace 

set interfaces traceoptions file size 10m 

set interfaces traceoptions file files 10 

set interfaces traceoptions flag all 

set interfaces so-0/0/1 unit 0 description "to RO so-0/0/1.0" 
set interfaces so-0/0/1 unit O family inet address 10.210.1.2/30 
set interfaces so-0/0/1 unit 0 family inet6 address FDCA:9E34:50CE:0001::2/126 
set interfaces fe-0/1/3 unit 0 description "to R2 fe-0/1/3.0" 
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set interfaces fe-0/1/3 unit O family inet address 10.210.12.1/30 

set interfaces fe-0/1/3 unit 0 family inet6 address FDCA:9E34:50CE:0012::1/126 
set interfaces fe-1/1/0 unit 0 description "to H1" 

set interfaces fe-1/1/0 unit O family inet address 10.240.0.250/30 

set interfaces fe-1/1/0 unit O family inet6 address ::10.240.0.250/126 
set interfaces loO unit O description "R1 Loopback" 

set interfaces loO unit O family inet address 10.210.255.201/32 primary 
set interfaces loO unit O family iso address 47.0005.80ff.f800.0000.0108.0001.0102.1025.5201.00 
set interfaces loO unit O family inet6 address abcd::10:210:255:201/128 
set protocols ospf traceoptions file r1-nsr-ospf2 

set protocols ospf traceoptions file size 10m 

set protocols ospf traceoptions file files 10 

set protocols ospf traceoptions file world-readable 

set protocols ospf traceoptions flag error 

set protocols ospf traceoptions flag Isa-update detail 

set protocols ospf traceoptions flag flooding detail 

set protocols ospf traceoptions flag Isa-request detail 

set protocols ospf traceoptions flag state detail 

set protocols ospf traceoptions flag event detail 

set protocols ospf traceoptions flag hello detail 

set protocols ospf traceoptions flag nsr-synchronization detail 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface so-0/0/1.0 metric 100 

set protocols ospf area 0.0.0.0 interface fe-0/1/3.0 metric 100 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols ospf area 0.0.0.0 interface fe-1/1/0.0 passive 

set protocols ospf3 traceoptions file r1-nsr-ospf3 

set protocols ospf3 traceoptions file size 10m 

set protocols ospf3 traceoptions file world-readable 

set protocols ospf3 traceoptions flag Isa-update detail 

set protocols ospf3 traceoptions flag flooding detail 

set protocols ospf3 traceoptions flag Isa-request detail 

set protocols ospf3 traceoptions flag state detail 

set protocols ospf3 traceoptions flag event detail 

set protocols ospf3 traceoptions flag hello detail 

set protocols ospf3 traceoptions flag nsr-synchronization detail 

set protocols ospf3 area 0.0.0.0 interface fe-1/1/0.0 passive 

set protocols ospf3 area 0.0.0.0 interface fe-1/1/0.0 metric 1 

set protocols ospf3 area 0.0.0.0 interface |o0.0 passive 

set protocols ospf3 area 0.0.0.0 interface so-0/0/1.0 metric 1 

set protocols ospf3 area 0.0.0.0 interface fe-0/1/3.0 metric 1 


set protocols pim traceoptions file r1-nsr-pim 

set protocols pim traceoptions file size 10m 

set protocols pim traceoptions file files 10 

set protocols pim traceoptions file world-readable 

set protocols pim traceoptions flag mdt detail 

set protocols pim traceoptions flag rp detail 

set protocols pim traceoptions flag register detail 

set protocols pim traceoptions flag packets detail 

set protocols pim traceoptions flag autorp detail 

set protocols pim traceoptions flag join detail 

set protocols pim traceoptions flag hello detail 

set protocols pim traceoptions flag assert detail 

set protocols pim traceoptions flag normal detail 

set protocols pim traceoptions flag state detail 

set protocols pim traceoptions flag nsr-synchronization 

set protocols pim rp static address 10.210.255.202 

set protocols pim rp static address abcd::10:210:255:202 

set protocols pim interface lo0.0 

set protocols pim interface fe-0/1/3.0 mode sparse 

set protocols pim interface fe-0/1/3.0 version 2 

set protocols pim interface so-0/0/1.0 mode sparse 

set protocols pim interface so-0/0/1.0 version 2 

set protocols pim interface fe-1/1/0.0 mode sparse 

set protocols pim interface fe-1/1/0.0 version 2 

set policy-options policy-statement load-balance then load-balance per-packet 
set routing-options nonstop-routing 

set routing-options router-id 10.210.255.201 

set routing-options forwarding-table export load-balance 

set routing-options forwarding-table traceoptions file r1-nsr-krt 
set routing-options forwarding-table traceoptions file size 10m 

set routing-options forwarding-table traceoptions file world-readable 
set routing-options forwarding-table traceoptions flag queue 

set routing-options forwarding-table traceoptions flag route 

set routing-options forwarding-table traceoptions flag routes 

set routing-options forwarding-table traceoptions flag synchronous 
set routing-options forwarding-table traceoptions flag state 

set routing-options forwarding-table traceoptions flag asynchronous 
set routing-options forwarding-table traceoptions flag consistency-checking 
set routing-options traceoptions file ri-nsr-sync 

set routing-options traceoptions file size 10m 

set routing-options traceoptions flag nsr-synchronization 

set routing-options traceoptions flag commit-synchronize 
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Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 


about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 
To configure nonstop active routing on R1: 


1. Synchronize the Routing Engines. 


[edit] 

user@host# edit system 

[edit system] 

user@host# set commit synchronize 
user@host# exit 


2. Enable graceful Routing Engine switchover. 


[edit] 
user@host# set chassis redundancy graceful-switchover 


3. Configure R1’s interfaces. 


[edit] 

user@host# edit interfaces 

[edit interfaces] 

user@host# set so-0/0/1 unit 0 description "to RO so-0/0/1.0" 

user@host# set so-0/0/1 unit 0 family inet address 10.210.1.2/30 

user@host# set so-0/0/1 unit 0 family inet6 address FDCA:9E34:50CE:0001::2/126 
user@host# set fe-0/1/3 unit 0 description "to R2 fe-0/1/3.0" 

user@host# set fe-0/1/3 unit 0 family inet address 10.210.12.1/30 

user@host# set fe-0/1/3 unit 0 family inet6 address FDCA:9E34:50CE:0012::1/126 
user@host# set fe-1/1/0 unit 0 description "to H1" 

user@host# set fe-1/1/0 unit 0 family inet address 10.240.0.250/30 

user@host# set fe-1/1/0 unit 0 family inet6 address ::10.240.0.250/126 
user@host# set loO unit 0 description "R1 Loopback" 

user@host# set loO unit 0 family inet address 10.210.255.201/32 primary 


user@host# set loO unit 0 family iso address 47.0005.80ff.f800.0000.0108.0001.0102.1025.5201.00 


user@host# set loO unit 0 family inet6 address abcd::10:210:255:201/128 
user@host# exit 
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4. Configure OSPF for IPv4 on R1. 


[edit] 

user@host# edit protocols ospf 

[edit protocols ospf] 

user@host# set traffic-engineering 

user@host# set area 0.0.0.0 interface so-0/0/1.0 metric 100 
user@host# set area 0.0.0.0 interface fe-0/1/3.0 metric 100 
user@host# set area 0.0.0.0 interface |o0.0 passive 
user@host# set area 0.0.0.0 interface fxp0.0 disable 
user@host# set area 0.0.0.0 interface fe-1/1/0.0 passive 


5. Configure OSPF for IPvé6 on R1. 


[edit] 

user@host# edit protocols ospf3 

[edit protocols ospf3] 

user@host# set area 0.0.0.0 interface fe-1/1/0.0 passive 
user@host# set area 0.0.0.0 interface fe-1/1/0.0 metric 1 
user@host# set area 0.0.0.0 interface |o0.0 passive 
user@host# set area 0.0.0.0 interface so-0/0/1.0 metric 1 
user@host# set area 0.0.0.0 interface fe-0/1/3.0 metric 1 


6. Configure PIM on R1. The PIM static address points to the RP router (R2). 


[edit] 

user@host# edit 

[edit protocols pim] 

user@host# set protocols pim rpstatic address 10.210.255.202 
user@host# set protocols pim rp static address abcd::10:210:255:202 
user@host# set protocols pim interface (Protocols PIM) lo0.0 
user@host# set protocols pim interface fe-0/1/3.0 mode sparse 
user@host# set protocols pim interface fe-0/1/3.0 version 2 
user@host# set protocols pim interface so-0/0/1.0 mode sparse 
user@host# set protocols pim interface so-0/0/1.0 version 2 
user@host# set protocols pim interface fe-1/1/0.0 mode sparse 
user@host# set protocols pim interface fe-1/1/0.0 version 2 


7. Configure per-packet load balancing on R1. 


[edit] 


user@host# edit policy-options policy-statement load-balance 
[edit policy-options policy-statement load-balance] 
user@host# set then load-balance per-packet 


8. Apply the load-balance policy on R1. 


[edit] 
user@host# set routing-options forwarding-table export load-balance 


9. Configure nonstop routing on R1. 


[edit] 
user@host# set routing-options nonstop-routing 
user@host# set routing-options router-id 10.210.255.201 


Step-by-Step Procedure 


For troubleshooting, configure system log and tracing operations. 


1. Enable system log messages. 


[edit] 
user@host# set system syslog archive size 10m 
user@host# set system syslog file messages any info 


2. Trace interface operations. 


[edit] 

user@host# set interfaces traceoptions file dcd-trace 
user@host# set interfaces traceoptions file size 10m 
user@host# set interfaces traceoptions file files 10 
user@host# set interfaces traceoptions flag all 


3. Trace IGP operations for IPv4. 


[edit] 

user@host# set protocols ospf traceoptions file r1-nsr-ospf2 
user@host# set protocols ospf traceoptions file size 10m 
user@host# set protocols ospf traceoptions file files 10 


476 


477 


user@host# set protocols ospf traceoptions file world-readable 
user@host# set protocols ospf traceoptions flag error 

user@host# set protocols ospf traceoptions flag Isa-update detail 
user@host# set protocols ospf traceoptions flag flooding detail 
user@host# set protocols ospf traceoptions flag Isa-request detail 
user@host# set protocols ospf traceoptions flag state detail 

user@host# set protocols ospf traceoptions flag event detail 

user@host# set protocols ospf traceoptions flag hello detail 

user@host# set protocols ospf traceoptions flag nsr-synchronization detail 


4. Trace IGP operations for IPvé6. 


[edit] 

user@host# set protocols ospf3 traceoptions file r1-nsr-ospf3 
user@host# set protocols ospf3 traceoptions file size 10m 
user@host# set protocols ospf3 traceoptions file world-readable 
user@host# set protocols ospf3 traceoptions flag Isa-update detail 
user@host# set protocols ospf3 traceoptions flag flooding detail 
user@host# set protocols ospf3 traceoptions flag Isa-request detail 
user@host# set protocols ospf3 traceoptions flag state detail 
user@host# set protocols ospf3 traceoptions flag event detail 
user@host# set protocols ospf3 traceoptions flag hello detail 
user@host# set protocols ospf3 traceoptions flag nsr-synchronization detail 


5. Trace PIM operations. 


[edit] 

user@host# set protocols pim traceoptions file r1-nsr-pim 
user@host# set protocols pim traceoptions file size 10m 
user@host# set protocols pim traceoptions file files 10 
user@host# set protocols pim traceoptions file world-readable 
user@host# set protocols pim traceoptions flag mdt detail 
user@host# set protocols pim traceoptions flag rp detail 
user@host# set protocols pim traceoptions flag register detail 
user@host# set protocols pim traceoptions flag packets detail 
user@host# set protocols pim traceoptions flag autorp detail 
user@host# set protocols pim traceoptions flag join detail 
user@host# set protocols pim traceoptions flag hello detail 
user@host# set protocols pim traceoptions flag assert detail 
user@host# set protocols pim traceoptions flag normal detail 
user@host# set protocols pim traceoptions flag state detail 
user@host# set protocols pim traceoptions flag nsr-synchronization 
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6. Trace all routing protocol functionality. 


[edit] 

user@host# set routing-options traceoptions file r1-nsr-sync 
user@host# set routing-options traceoptions file size 10m 
user@host# set routing-options traceoptions flag nsr-synchronization 
user@host# set routing-options traceoptions flag commit-synchronize 


7. Trace forwarding table operations. 


[edit] 

user@host# set routing-options forwarding-table traceoptions file r1-nsr-krt 
user@host# set routing-options forwarding-table traceoptions file size 10m 
user@host# set routing-options forwarding-table traceoptions file world-readable 
user@host# set routing-options forwarding-table traceoptions flag queue 
user@host# set routing-options forwarding-table traceoptions flag route 
user@host# set routing-options forwarding-table traceoptions flag routes 
user@host# set routing-options forwarding-table traceoptions flag synchronous 
user@host# set routing-options forwarding-table traceoptions flag state 
user@host# set routing-options forwarding-table traceoptions flag asynchronous 
user@host# set routing-options forwarding-table traceoptions flag consistency-checking 


8. If you are done configuring the device, commit the configuration. 


[edit] 
user@host# commit 


Results 


From configuration mode, confirm your configuration by entering the show chassis, show interfaces, show 
policy-options, show protocols, show routing-options, and show system commands. If the output does 
not display the intended configuration, repeat the configuration instructions in this example to correct it. 


user@host# show chassis 
redundancy { 
graceful-switchover; 


user@host# show interfaces 
traceoptions { 


file dcd-trace size 10m files 10; 
flag all; 
} 
so-0/0/1 { 
unit O { 
description "to RO so-0/0/1.0"; 
family inet { 
address 10.210.1.2/30; 
} 
family ineté { 
address FDCA:9E34:50CE:0001::2/126; 


} 
fe-0/1/3 { 
unit O { 
description "to R2 fe-0/1/3.0"; 
family inet { 
address 10.210.12.1/30; 
} 
family ineté { 
address FDCA:9E34:50CE:0012::1/126; 


} 
fe-1/1/0 { 
unit O { 
description "to H1"; 
family inet { 
address 10.240.0.250/30; 
} 
family ineté { 
address ::10.240.0.250/126; 


} 
loO { 
unit O { 
description "R1 Loopback"; 
family inet { 
address 10.210.255.201/32 { 
primary; 
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family iso { 

address 47.0005.80ff.f800.0000.0108.0001.0102.1025.5201.00; 
} 
family ineté { 

address abcd::10:210:255:201/128; 


user@host# show policy-options 
policy-statement load-balance { 
then { 
load-balance per-packet; 


user@host# show protocols 
ospf { 
traceoptions { 
file r1-nsr-ospf2 size 10m files 10 world-readable; 
flag error; 
flag Isa-update detail; 
flag flooding detail; 
flag Isa-request detail; 
flag state detail; 
flag event detail; 
flag hello detail; 
flag nsr-synchronization detail; 
} 
traffic-engineering; 
area 0.0.0.0 { 
interface so-0/0/1.0 { 
metric 100; 
} 
interface fe-0/1/3.0 { 
metric 100; 
} 
interface 100.0 { 
passive; 
} 
interface fxp0.0 { 
disable; 
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interface fe-1/1/0.0 { 
passive; 


} 
ospf3 { 
traceoptions { 
file r1-nsr-ospf3 size 10m world-readable; 
flag Isa-update detail; 
flag flooding detail; 
flag Isa-request detail; 
flag state detail; 
flag event detail; 
flag hello detail; 
flag nsr-synchronization detail; 
} 
area 0.0.0.0 { 
interface fe-1/1/0.0 { 
passive; 
metric 1; 
} 
interface 100.0 { 
passive; 
} 
interface so-0/0/1.0 { 
metric 1; 
} 
interface fe-0/1/3.0 { 
metric 1; 


} 
pim { 
traceoptions { 

file r1-nsr-pim size 10m files 10 world-readable; 
flag mdt detail; 
flag rp detail; 
flag register detail; 
flag packets detail; 
flag autorp detail; 
flag join detail; 
flag hello detail; 
flag assert detail; 
flag normal detail; 


flag state detail; 
flag nsr-synchronization; 
} 
rp { 
static { 
address 10.210.255.202; 
address abcd::10:210:255:202; 


} 

interface 100.0; 

interface fe-0/1/3.0 { 
mode sparse; 
version 2; 

} 

interface so-0/0/1.0 { 
mode sparse; 
version 2; 

} 

interface fe-1/1/0.0 { 
mode sparse; 
version 2; 


user@host# show routing-options 
traceoptions { 
file r1-nsr-sync size 10m; 
flag nsr-synchronization; 
flag commit-synchronize; 
} 
nonstop-routing; 
router-id 10.210.255.201; 
forwarding-table { 
traceoptions { 
file r1-nsr-krt size 10m world-readable; 
flag queue; 
flag route; 
flag routes; 
flag synchronous; 
flag state; 
flag asynchronous; 
flag consistency-checking; 
} 


export load-balance; 
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user@host# show system 
syslog { 
archive size 10m; 
file messages { 
any info; 


} 


commit synchronize; 


Verification 


To verify the configuration, run the following commands: 


show pim join extensive 
e show pim neighbors inet detail 
e show pim neighbors ineté detail 


show pim rps inet detail 


show pim rps inet6 detail 


show multicast route inet extensive 


show multicast route inet6 extensive 


show route table inet.1 detail 


e show route table inet6.1 detail 


SEE ALSO 


Understanding Nonstop Active Routing for PIM | 468 


Configuring PIM Sparse Mode Graceful Restart 


You can configure PIM sparse mode to continue to forward existing multicast packet streams during a 
routing process failure and restart. Only PIM sparse mode can be configured this way. The routing platform 
does not forward multicast packets for protocols other than PIM during graceful restart, because all other 
multicast protocols must restart after a routing process failure. If you configure PIM sparse-dense mode, 
only sparse multicast groups benefit from a graceful restart. 
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The routing platform does not forward new streams until after the restart is complete. After restart, the 
routing platform refreshes the forwarding state with any updates that were received from neighbors during 
the restart period. For example, the routing platform relearns the join and prune states of neighbors during 
the restart, but it does not apply the changes to the forwarding table until after the restart. 


When PIM sparse mode is enabled, the routing platform generates a unique 32-bit random number called 
a generation identifier. Generation identifiers are included by default in PIM hello messages, as specified 
in the Internet draft draft-ietf-pim-sm-v2-new-10.txt. When a routing platform receives PIM hello messages 
containing generation identifiers on a point-to-point interface, the Junos OS activates an algorithm that 
optimizes graceful restart. 


Before PIM sparse mode graceful restart occurs, each routing platform creates a generation identifier and 
sends it to its multicast neighbors. If a routing platform with PIM sparse mode restarts, it creates a new 
generation identifier and sends it to neighbors. When a neighbor receives the new identifier, it resends 
multicast updates to the restarting router to allow it to exit graceful restart efficiently. The restart phase 
is complete when the restart duration timer expires. 


Multicast forwarding can be interrupted in two ways. First, if the underlying routing protocol is unstable, 
multicast RPF checks can fail and cause an interruption. Second, because the forwarding table is not 
updated during the graceful restart period, new multicast streams are not forwarded until graceful restart 
is complete. 


You can configure graceful restart globally or for a routing instance. This example shows how to configure 
graceful restart globally. 


To configure graceful restart for PIM sparse mode: 


1. Enable graceful restart. 


[edit protocols pim] 
user@host# set graceful-restart 


2. (Optional) Configure the amount of time the routing device waits (in seconds) to complete PIM sparse 
mode graceful restart. By default, the router allows 60 seconds. The range is from 30 through 300 
seconds. After this restart time, the Routing Engine resumes normal multicast operation. 


[edit protocols pim graceful-restart] 
user@host# set restart-duration 120 


3. Monitor the operation of PIM graceful restart by running the show pim neighbors command. In the 
command output, look for the G flag in the Option field. The G flag stands for generation identifier. 
Also run the show task replication command to verify the status of GRES and NSR. 
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SEE ALSO 


Understanding Nonstop Active Routing for PIM | 468 
High Availability User Guide 


Release History Table 


Release Description 


13:3 In Junos OS release 13.3, multicast VPNs are not supported with nonstop active routing. 
Policy-based features (such as neighbor policy, join policy, BSR policy, scope policy, flow maps, 
and RPF check policy) are not supported with nonstop active routing. 


10.4 For nonstop active routing for PIM-based multicast traffic to work with IPvé6, the routing device 


must be running Junos OS Release 10.4 or above. 


RELATED DOCUMENTATION 


| Configuring Basic PIM Settings 


| Configuring PIM-to-IGMP and PIM-to-MLD Message Translation 
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@ ~~ Configuring PIM-to-MLD Message Translation | 488 


Understanding PIM-to-IGMP and PIM-to-MLD Message Translation 


Routing devices can translate Protocol Independent Multicast (PIM) join and prune messages into 
corresponding Internet Group Management Protocol (IGMP) or Multicast Listener Discovery (MLD) report 
or leave messages. You can use this feature to forward multicast traffic across PIM domains in certain 


network topologies. 


In some network configurations, customers are unable to run PIM between the customer edge-facing PIM 
domain and the core-facing PIM domain, even though PIM is running in sparse mode within each of these 


domains. Because PIM is not running between the domains, customers with this configuration cannot use 
PIM to forward multicast traffic across the domains. Instead, they might want to use IGMP to forward 
IPv4 multicast traffic, or MLD to forward IPv6 multicast traffic across the domains. 


To enable the use of IGMP or MLD to forward multicast traffic across the PIM domains in such topologies, 
you can configure the rendezvous point (RP) router that resides between the edge domain and core domain 
to translate PIM join or prune messages received from PIM neighbors on downstream interfaces into 
corresponding IGMP or MLD report or leave messages. The router then transmits the report or leave 
messages by proxying them to one or two upstream interfaces that you configure on the RP router. As a 
result, this feature is sometimes referred to as PIM-to-IGMP proxy or PIM-to-MLD proxy. 


To configure the RP router to translate PIM join or prune messages into IGMP report or leave messages, 
include the pim-to-igmp-proxy statement at the [edit routing-options multicast] hierarchy level. Similarly, 
to configure the RP router to translate PIM join or prune messages into MLD report or leave messages, 
include the pim-to-mld-proxy statement at the [edit routing-options multicast] hierarchy level. As part of 
the configuration, you must specify the full name of at least one, but not more than two, upstream interfaces 
on which to enable the PIM-to-IGMP proxy or PIM-to-MLD proxy feature. 


The following guidelines apply when you configure PIM-to-IGMP or PIM-to-MLD message translation: 


Make sure that the router connecting the PIM edge domain and the PIM core domain is the static or 


elected RP router. 


Make sure that the RP router is using the PIM sparse mode (PIM-SM) multicast routing protocol. 


e When you configure an upstream interface, use the full logical interface specification (for example, 
ge-0/0/1.0) and not just the physical interface specification (ge-0/0/1). 


e When you configure two upstream interfaces, the RP router transmits the same IGMP or MLD report 
messages and multicast traffic on both upstream interfaces. As a result, make sure that reverse-path 
forwarding (RPF) is running in the PIM-SM core domain to verify that multicast packets are received on 
the correct incoming interface and to avoid sending duplicate packets. 


e The router transmits IGMP or MLD report messages on one or both upstream interfaces only for the 
first PIM join message that it receives among all of the downstream interfaces. Similarly, the router 
transmits IGMP or MLD leave messages on one or both upstream interfaces only if it receives a PIM 
prune message for the last downstream interface. 


Upstream interfaces support both local sources and remote sources. 


Multicast traffic received from an upstream interface is accepted as if it came from a host. 


SEE ALSO 


Configuring PIM-to-IGMP Message Translation | 487 
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Understanding PIM Sparse Mode | 281 
Enabling PIM Sparse Mode | 289 


Configuring PIM-to-IGMP Message Translation 


You can configure the rendezvous point (RP) routing device to translate PIM join or prune messages into 
corresponding IGMP report or leave messages. To do so, include the pim-to-igmp-proxy statement at the 
[edit routing-options multicast] hierarchy level: 


[edit routing-options multicast] 
pim-to-igmp-proxy { 
upstream-interface [ interface-names ]; 


Enabling the routing device to perform PIM-to-IGMP message translation, also referred to as PIM-to-IGMP 
proxy, is useful when you want to use IGMP to forward IPv4 multicast traffic between a PIM sparse mode 
edge domain and a PIM sparse mode core domain in certain network topologies. 


Before you begin configuring PIM-to-IGMP message translation: 


e Make sure that the routing device connecting the PIM edge domain and that the PIM core domain is 
the static or elected RP routing device. 


e Make sure that the PIM sparse mode (PIM-SM) routing protocol is running on the RP routing device. 


e If you plan to configure two upstream interfaces, make sure that reverse-path forwarding (RPF) is running 
in the PIM-SM core domain. Because the RP router transmits the same IGMP messages and multicast 
traffic on both upstream interfaces, you need to run RPF to verify that multicast packets are received 
on the correct incoming interface and to avoid sending duplicate packets. 


To configure the RP routing device to translate PIM join or prune messages into corresponding IGMP 
report or leave messages: 


1. Include the pim-to-igmp-proxy statement, specifying the names of one or two logical interfaces to 
function as the upstream interfaces on which the routing device transmits IGMP report or leave 
messages. 


The following example configures PIM-to-IGMP message translation on a single upstream interface, 
ge-0/1/0.1. 


[edit routing-options multicast] 
user@host# set pim-to-igmp-proxy upstream-interface ge-0/1/0.1 


The following example configures PIM-to-IGMP message translation on two upstream interfaces, 
ge-0/1/0.1 and ge-0/1/0.2. You must include the logical interface names within square brackets ([]) 
when you configure a set of two upstream interfaces. 


488 


[edit routing-options multicast] 
user@host# set pim-to-igmp-proxy upstream-interface [ge-0/1/0.1 ge-0/1/0.2] 


2. Use the show multicast pim-to-igmp-proxy command to display the PIM-to-IGMP proxy state (enabled 
or disabled) and the name or names of the configured upstream interfaces. 


user@host# run show multicast pim-to-igmp-proxy 


Proxy state: enabled 
ge-0/1/0.1 
ge-0/1/0.2 


SEE ALSO 
Understanding PIM-to-IGMP and PIM-to-MLD Message Translation | 485 


pim-to-igmp-proxy | 1498 


upstream-interface | 1698 


Configuring PIM-to-MLD Message Translation 


You can configure the rendezvous point (RP) routing device to translate PIM join or prune messages into 
corresponding MLD report or leave messages. To do so, include the pim-to-mld-proxy statement at the 
[edit routing-options multicast] hierarchy level: 


[edit routing-options multicast] 
pim-to-mld-proxy { 
upstream-interface [ interface-names ]; 


Enabling the routing device to perform PIM-to-MLD message translation, also referred to as PIM-to-MLD 
proxy, is useful when you want to use MLD to forward IPv6 multicast traffic between a PIM sparse mode 
edge domain and a PIM sparse mode core domain in certain network topologies. 


Before you begin configuring PIM-to-MLD message translation: 


e Make sure that the routing device connecting the PIM edge domain and that the PIM core domain is 
the static or elected RP routing device. 


e Make sure that the PIM sparse mode (PIM-SM) routing protocol is running on the RP routing device. 
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If you plan to configure two upstream interfaces, make sure that reverse-path forwarding (RPF) is running 
in the PIM-SM core domain. Because the RP routing device transmits the same MLD messages and 
multicast traffic on both upstream interfaces, you need to run RPF to verify that multicast packets are 
received on the correct incoming interface and to avoid sending duplicate packets. 


To configure the RP routing device to translate PIM join or prune messages into corresponding MLD report 


or leave messages: 


1. 


Include the pim-to-mld-proxy statement, specifying the names of one or two logical interfaces to 
function as the upstream interfaces on which the router transmits MLD report or leave messages. 


The following example configures PIM-to-MLD message translation on a single upstream interface, 
ge-0/5/0.1. 


[edit routing-options multicast] 
user@host# set pim-to-mld-proxy upstream-interface ge-0/5/0.1 


The following example configures PIM-to-MLD message translation on two upstream interfaces, 
ge-0/5/0.1 and ge-0/5/0.2. You must include the logical interface names within square brackets ([]) 
when you configure a set of two upstream interfaces. 


[edit routing-options multicast] 
user@host# set pim-to-mld-proxy upstream-interface [ge-0/5/0.1 ge-0/5/0.2] 


2. Use the show multicast pim-to-mld-proxy command to display the PIM-to-MLD proxy state (enabled 
or disabled) and the name or names of the configured upstream interfaces. 
user@host# run show multicast pim-to-mld-proxy 
Proxy state: enabled 
ge-0/5/0.1 
ge-0/5/0.2 
SEE ALSO 
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CHAPTER 15 


Verifying PIM Configurations 
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| Verifying the PIM Mode and Interface Configuration 


Purpose 


Verify that PIM sparse mode is configured on all applicable interfaces. 


Action 


From the CLI, enter the show pim interfaces command. 


| Sample Output 


user@host> show pim interfaces 


Instance: PIM.master 


Name Stat Mode IP V State Count DR address 
100.0 Up Sparse 4 2 DR @ £27 050.1 
pime.32769 Up Sparse 4 2 P2P 0 

Meaning 


The output shows a list of the interfaces that are configured for PIM. Verify the following information: 


e Each interface on which PIM is enabled is listed. 
e The network management interface, either ge-0/0/0 or fe-0/0/0, is not listed. 


e Under Mode, the word Sparse appears. 
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| Verifying the PIM RP Configuration 


Purpose 


Verify that the PIM RP is statically configured with the correct IP address. 


Action 


From the CLI, enter the show pim rps command. 


| Sample Output 


user@host> show pim rps 


Instance: PIM.mas 


Ene 


Address family INET 


RP address 
192,168. 14,27) 


Meaning 


Ss 


Type Holdtime Timeout Active groups Group prefixes 





Hale 0 None 2 224.10 ,0,0/4 


The output shows a list of the RP addresses that are configured for PIM. At least one RP must be configured. 


Verify the following information: 


e The configured RP is listed with the proper IP address. 


e Under Type, the word static appears. 


Purpose 


Verifying the RPF Routing Table Configuration 


Verify that the PIM RPF routing table is configured correctly. 


Action 


From the CLI, enter the show multicast rpf command. 


| Sample Output 


user@host> show multicast rpf 
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Multicast RPF table: inet.0, 2 entries... 


Meaning 
The output shows the multicast RPF table that is configured for PIM. If no multicast RPF routing table is 
configured, RPF checks use inet.0. Verify the following information: 


e The configured multicast RPF routing table is inet.0. 


e The inet.0O table contains entries. 


Configuring Multicast Routing Protocols 


Connecting Routing Domains Using MSDP | 495 
Handling Session Announcements with SAP and SDP | 521 
Facilitating Multicast Delivery Across Unicast-Only Networks with AMT | 524 


Routing Content to Densely Clustered Receivers with DVMRP | 539 
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CHAPTER 16 


Connecting Routing Domains Using MSDP 


IN THIS CHAPTER 
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| Examples: Configuring MSDP 


IN THIS SECTION 


@ Understanding MSDP | 495 
@ ~~ Configuring MSDP | 497 
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@ Configuring the Interface to Accept Traffic from a Remote Source | 507 
@ Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
@ Tracing MSDP Protocol Traffic | 515 
@ Disabling MSDP | 517 
@ Example: Configuring MSDP | 518 
Understanding MSDP 


The Multicast Source Discovery Protocol (MSDP) is used to connect multicast routing domains. It typically 
runs on the same router as the Protocol Independent Multicast (PIM) sparse-mode rendezvous point (RP). 
Each MSDP router establishes adjacencies with internal and external MSDP peers similar to the way BGP 
establishes peers. These peer routers inform each other about active sources within the domain. When 
they detect active sources, the routers can send PIM sparse-mode explicit join messages to the active 
source. 


The peer with the higher IP address passively listens to a well-known port number and waits for the side 
with the lower IP address to establish a Transmission Control Protocol (TCP) connection. When a PIM 
sparse-mode RP that is running MSDP becomes aware of a new local source, it sends source-active type, 
length, and values (TLVs) to its MSDP peers. When a source-active TLV is received, a 
peer-reverse-path-forwarding (peer-RPF) check (not the same as a multicast RPF check) is done to make 
sure that this peer is in the path that leads back to the originating RP. If not, the source-active TLV is 
dropped. This TLV is counted as a “rejected” source-active message. 


The MSDP peer-RPF check is different from the normal RPF checks done by non-MSDP multicast routers. 
The goal of the peer-RPF check is to stop source-active messages from looping. Router R accepts 
source-active messages originated by Router S only from neighbor Router N or an MSDP mesh group 
member. 


Router R (the router that accepts or rejects active-source messages) locates its MSDP peer-RPF neighbor 
(Router N) deterministically. A series of rules is applied in a particular order to received source-active 
messages, and the first rule that applies determines the peer-RPF neighbor. All source-active messages 
from other routers are rejected. 


The six rules applied to source-active messages originating at Router S received at Router R from Router 
N are as follows: 


1. If Router N originated the source-active message (Router N is Router S), then Router N is also the 
peer-RPF neighbor, and its source-active messages are accepted. 


2. If Router N is a member of the Router R mesh group, or is the configured peer, then Router N is the 
peer-RPF neighbor, and its source-active messages are accepted. 


3. If Router N is the BGP next hop of the active multicast RPF route toward Router S (Router N installed 
the route on Router R), then Router N is the peer-RPF neighbor, and its source-active messages are 
accepted. 


4. If Router Nis an external BGP (EBGP) or internal BGP (IBGP) peer of Router R, and the last autonomous 
system (AS) number in the BGP AS-path to Router S is the same as Router N's AS number, then Router 
N is the peer-RPF neighbor, and its source-active messages are accepted. 


5. If Router N uses the same next hop as the next hop to Router S, then Router N is the peer-RPF neighbor, 
and its source-active messages are accepted. 


6. If Router N fits none of these criteria, then Router N is not an MSDP peer-RPF neighbor, and its 
source-active messages are rejected. 


The MSDP peers that receive source-active TLVs can be constrained by BGP reachability information. If 
the AS path of the network layer reachability information (NLRI) contains the receiving peer's AS number 
prepended second to last, the sending peer is using the receiving peer as a next hop for this source. If the 
split horizon information is not being received, the peer can be pruned from the source-active TLV 
distribution list. 
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For information about configuring MSDP mesh groups, see “Example: Configuring MSDP with Active 
Source Limits and Mesh Groups” on page 508. 


SEE ALSO 
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Configuring MSDP 


To configure the Multicast Source Discovery Protocol (MSDP), include the msdp statement: 


msdp { 
disable; 
active-source-limit { 
maximum number; 
threshold number; 
} 
data-encapsulation (disable | enable); 
export [ policy-names ]; 
group group-name { 
... group-configuration ... 
} 
hold-time seconds; 
import [ policy-names ]; 
local-address address; 
keep-alive seconds; 
peer address { 
... peer-configuration ... 
} 
rib-group group-name; 
source ip-prefix</prefix-length> { 
active-source-limit { 
maximum number; 
threshold number; 


} 


sa-hold-time seconds; 

traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier > <disable>; 

} 

group group-name { 
disable; 
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export [ policy-names ]; 
import [ policy-names ]; 
local-address address; 
mode (mesh-group | standard); 
peer address { 
... same statements as at the [edit protocols msdp peer address] hierarchy level shown just following ... 
} 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


} 
peer address { 
disable; 
active-source-limit { 
maximum number; 
threshold number; 
} 
authentication-key peer-key; 
default-peer; 
export [ policy-names ]; 
import [ policy-names ]; 
local-address address; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


You can include this statement at the following hierarchy levels: 


e [edit protocols] 

e [edit routing-instances routing-instance-name protocols] 

e [edit logical-systems logical-system-name protocols] 

e [edit logical-systems logical-system-name routing-instances routing-instance-name protocols] 


By default, MSDP is disabled. 


SEE ALSO 
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Example: Configuring MSDP in a Routing Instance 


IN THIS SECTION 


Requirements | 499 
Overview | 499 
Configuration | 502 


Verification | 506 


This example shows how to configure MSDP in a VRF instance. 

Requirements 

Before you begin: 

e Configure the router interfaces. 

e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Enable PIM. See “PIM Overview” on page 252. 


Overview 

You can configure MSDP in the following types of instances: 
e Forwarding 

e No forwarding 

e Virtual router 

e VPLS 

e VRF 


The main use of MSDP in a routing instance is to support anycast RPs in the network, which allows you 
to configure redundant RPs. Anycast RP addressing requires MSDP support to synchronize the active 
sources between RPs. 
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This example includes the following MSDP settings. 


authentication-key—By default, multicast routers accept and process any properly formatted MSDP 
messages from the configured peer address. This default behavior might violate the security policies in 
many organizations because MSDP messages by definition come from another routing domain beyond 
the control of the security practices of the multicast router's organization. 


The router can authenticate MSDP messages using the TCP message digest 5 (MD5) signature option 
for MSDP peering sessions. This authentication provides protection against spoofed packets being 
introduced into an MSDP peering session. Two organizations implementing MSDP authentication must 
decide on a human-readable key on both peers. This key is included in the MD5 signature computation 
for each MSDP segment sent between the two peers. 


You configure an MSDP authentication key on a per-peer basis, whether the MSDP peer is defined in 
a group or individually. If you configure different authentication keys for the same peer one in a group 
and one individually, the individual key is used. 


The peer key can be a text string up to 16 letters and digits long. Strings can include any ASCII characters 
with the exception of (,), & and [. If you include spaces in an MSDP authentication key, enclose all 
characters in quotation marks (“”). 


Adding, removing, or changing an MSDP authentication key in a peering session resets the existing 
MSDP session and establishes a new session between the affected MSDP peers. This immediate session 
termination prevents excessive retransmissions and eventual session timeouts due to mismatched keys. 


import and export—All routing protocols use the routing table to store the routes that they learn and 
to determine which routes they advertise in their protocol packets. Routing policy allows you to control 
which routes the routing protocols store in, and retrieve from, the routing table. 


You can configure routing policy globally, for a group, or for an individual peer. This example shows how 
to configure the policy for an individual peer. 


If you configure routing policy at the group level, each peer in a group inherits the group's routing policy. 


The import statement applies policies to source-active messages being imported into the source-active 
cache from MSDP. The export statement applies policies to source-active messages being exported 
from the source-active cache into MSDP. If you specify more than one policy, they are evaluated in the 
order specified, from first to last, and the first matching policy is applied to the route. If no match is 
found for the import policy, MSDP shares with the routing table only those routes that were learned 
from MSDP routers. If no match is found for the export policy, the default MSDP export policy is applied 
to entries in the source-active cache. See Table 17 on page 500 for a list of match conditions. 


Table 17: MSDP Source-Active Message Filter Match Conditions 


Match Condition Matches On 


interface Router interface or interfaces specified by name or IP address 
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Table 17: MSDP Source-Active Message Filter Match Conditions (continued) 


Match Condition Matches On 


neighbor Neighbor address (the source address in the IP header of the 
source-active message) 


route-filter Multicast group address embedded in the source-active message 


source-address-filter Multicast source address embedded in the source-active message 


e local-address—lIdentifies the address of the router you are configuring as an MSDP router (the local 
router). When you configure MSDP, the local-address statement is required. The router must also be a 
Protocol Independent Multicast (PIM) sparse-mode rendezvous point (RP). 


peer—An MSDP router must know which routers are its peers. You define the peer relationships explicitly 
by configuring the neighboring routers that are the MSDP peers of the local router. After peer relationships 
are established, the MSDP peers exchange messages to advertise active multicast sources. You must 
configure at least one peer for MSDP to function. When you configure MSDP, the peer statement is 
required. The router must also be a Protocol Independent Multicast (PIM) sparse-mode rendezvous point 
(RP). 


You can arrange MSDP peers into groups. Each group must contain at least one peer. Arranging peers 
into groups is useful if you want to block sources from some peers and accept them from others, or set 
tracing options on one group and not others. This example shows how to configure the MSDP peers in 
groups. If you configure MSDP peers in a group, each peer in a group inherits all group-level options. 


Figure 75 on page 502 shows the topology for this example. 
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Figure 75: MSDP in a VRF Instance Topology 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set policy-options policy-statement bgp-to-ospf term 1 from protocol bgp 

set policy-options policy-statement bgp-to-ospf term 1 then accept 

set policy-options policy-statement sa-filter term bad-groups from route-filter 224.0.1.2/32 exact 

set policy-options policy-statement sa-filter term bad-groups from route-filter 224.77.0.0/16 orlonger 

set policy-options policy-statement sa-filter term bad-groups then reject 

set policy-options policy-statement sa-filter term bad-sources from source-address-filter 10.0.0.0/8 orlonger 
set policy-options policy-statement sa-filter term bad-sources from source-address-filter 127.0.0.0/8 orlonger 
set policy-options policy-statement sa-filter term bad-sources then reject 

set policy-options policy-statement sa-filter term accept-everything-else then accept 

set routing-instances VPN-100 instance-type vrf 

set routing-instances VPN-100 interface ge-0/0/0.100 

set routing-instances VPN-100 interface lo0.100 

set routing-instances VPN-100 route-distinguisher 10.255.120.36:100 

set routing-instances VPN-100 vrf-target target:100:1 

set routing-instances VPN-100 protocols ospf export bgp-to-ospf 

set routing-instances VPN-100 protocols ospf area 0.0.0.0 interface lo0.100 

set routing-instances VPN-100 protocols ospf area 0.0.0.0 interface ge-0/0/0.100 

set routing-instances VPN-100 protocols pim rp static address 11.11.47.100 

set routing-instances VPN-100 protocols pim interface lo0.100 mode sparse-dense 
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set routing-instances VPN-100 protocols pim interface lo0.100 version 2 

set routing-instances VPN-100 protocols pim interface ge-0/0/0.100 mode sparse-dense 

set routing-instances VPN-100 protocols pim interface ge-0/0/0.100 version 2 

set routing-instances VPN-100 protocols msdp export sa-filter 

set routing-instances VPN-100 protocols msdp import sa-filter 

set routing-instances VPN-100 protocols msdp group 100 local-address 10.10.47.100 

set routing-instances VPN-100 protocols msdp group 100 peer 10.255.120.39 authentication-key “New York” 
set routing-instances VPN-100 protocols msdp group to_pe local-address 10.10.47.100 

set routing-instances VPN-100 protocols msdp group to_pe peer 11.11.47.100 


Step-by-Step Procedure 
The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure an MSDP routing instance: 


1. Configure the BGP export policy. 


[edit policy-options] 
user@host# set policy-statement bgp-to-ospf term 1 from protocol bgp 
user@host# set policy-statement bgp-to-ospf term 1 then accept 


2. Configure a policy that filters out certain source and group addresses and accepts all other source and 
group addresses. 


[edit policy-options] 

user@host# set policy-statement sa-filter term bad-groups from route-filter 224.0.1.2/32 exact 
user@host# set policy-statement sa-filter term bad-groups from route-filter 224.0.1.2/32 exact 
user@host# set policy-statement sa-filter term bad-groups from route-filter 224.77.0.0/16 orlonger 
user@host# set policy-statement sa-filter term bad-groups then reject 

user@host# set policy-statement sa-filter term bad-sources from source-address-filter 10.0.0.0/8 orlonger 
user@host# set policy-statement sa-filter term bad-sources from source-address-filter 127.0.0.0/8 orlonger 
user@host# set policy-statement sa-filter term bad-sources then reject 

user@host# set policy-statement sa-filter term accept-everything-else then accept 


3. Configure the routing instance type and interfaces. 


[edit routing-instances] 

user@host# set VPN-100 instance-type vrf 
user@host# set VPN-100 interface ge-0/0/0.100 
user@host# set VPN-100 interface lo0.100 
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4. Configure the routing instance route distinguisher and VRF target. 


[edit routing-instances] 
user@host# set VPN-100 route-distinguisher 10.255.120.36:100 
user@host# set VPN-100 vrf-target target:100:1 


5. Configure OSPF in the routing instance. 


[edit routing-instances] 

user@host# set VPN-100 protocols ospf export bgp-to-ospf 

user@host# set VPN-100 protocols ospf area 0.0.0.0 interface 100.100 
user@host# set VPN-100 protocols ospf area 0.0.0.0 interface ge-0/0/0.100 


6. Configure PIM in the routing instance. 


[edit routing-instances] 

user@host# set VPN-100 protocols pim rp static address 11.11.47.100 

user@host# set VPN-100 protocols pim interface lo0.100 mode sparse-dense 
user@host# set VPN-100 protocols pim interface lo0.100 version 2 

user@host# set VPN-100 protocols pim interface ge-0/0/0.100 mode sparse-dense 
user@host# set VPN-100 protocols pim interface ge-0/0/0.100 version 2 


7. Configure MSDP in the routing instance. 


[edit routing-instances] 

user@host# set VPN-100 protocols msdp export sa-filter 

user@host# set VPN-100 protocols msdp import sa-filter 

user@host# set VPN-100 protocols msdp group 100 local-address 10.10.47.100 

user@host# set VPN-100 protocols msdp group 100 peer 10.255.120.39 authentication-key “New York” 
[edit routing-instances] 

user@host# set VPN-100 protocols msdp group to_pe local-address 10.10.47.100 

[edit routing-instances] 

user@host# set VPN-100 protocols msdp group to_pe peer 11.11.47.100 


8. If you are done configuring the device, commit the configuration. 


[edit routing-instances] 
user@host# commit 
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Results 


Confirm your configuration by entering the show policy-options command and the show routing-instances 
command from configuration mode. If the output does not display the intended configuration, repeat the 
instructions in this example to correct the configuration. 


user@host# show policy-options 
policy-statement bgp-to-ospf { 
term 1 { 
from protocol bgp; 
then accept; 


policy-statement sa-filter { 
term bad-groups { 
from { 
route-filter 224.0.1.2/32 exact; 
route-filter 224.77.0.0/16 orlonger; 
} 
then reject; 
} 
term bad-sources { 
from { 
source-address-filter 10.0.0.0/8 orlonger; 
source-address-filter 127.0.0.0/8 orlonger; 
} 
then reject; 
} 
term accept-everything-else { 
then accept; 


user@host# show routing-instances 
VPN-100 { 
instance-type vrf; 
interface ge-0/0/0.100; ## 'ge-0/0/0.100' is not defined 
interface 100.100; ## 'lo0.100' is not defined 
route-distinguisher 10.255.120.36:100; 
vrf-target target: 100:1; 
protocols { 
ospf { 
export bgp-to-ospf; 
area 0.0.0.0 { 


506 


interface lo0.100; 
interface ge-0/0/0.100; 


} 
pim { 
rp { 
static { 
address 11.11.47.100; 


} 

interface lo0.100 { 
mode sparse-dense; 
version 2; 

} 

interface ge-0/0/0.100 { 
mode sparse-dense; 
version 2; 


} 
msdp { 
export sa-filter; 
import sa-filter; 
group 100 { 
local-address 10.10.47.100; 
peer 10.255.120.39 { 
authentication-key "Hashed key found - Replaced with $ABC123abc123"; ## SECRET-DATA 


} 

group to_pe { 
local-address 10.10.47.100; 
peer 11.11.47.100; 


Verification 

To verify the configuration, run the following commands: 
e show msdp instance VPN-100 

e show msdp source-active VPN-100 

e show multicast usage instance VPN-100 


e show route table VPN-100.inet.4 
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SEE ALSO 


Configuring Local PIM RPs | 314 
Example: Configuring PIM Anycast With or Without MSDP | 327 


Configuring the Interface to Accept Traffic from a Remote Source 


You can configure an incoming interface to accept multicast traffic from a remote source. A remote source 
is a source that is not on the same subnet as the incoming interface. Figure 76 on page 507 shows sucha 
topology, where R2 connects to the R1 source on one subnet, and to the incoming interface on R3 
(ge-1/3/0.0 in the figure) on another subnet. 


Figure 76: Accepting Multicast Traffic from a Remote Source 


Subnet A Subnet B 
PIM No PIM PIM 
ge-0/3/0.0 ae 
RI R2 f R3 


Incoming Interface § 


Source 


In this topology R2 is a pass-through device not running PIM, so R3 is the first hop router for multicast 
packets sent from R1. Because R11 and R3 are in different subnets, the default behavior of R3 is to disregard 
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R1 as aremote source. You can have R3 accept multicast traffic from R1, however, by enabling 
accept-remote-source on the target interface. 


To accept traffic from a remote source: 


1. Identify the router and physical interface that you want to receive multicast traffic from the remote 
source. 


2. Configure the interface to accept traffic from the remote source. 


[edit protocols pim interface ge-1/3/0.0] 
user@host# set accept-remote-source 
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NOTE: If the interface you identified is not the only path from the remote source, you need 
to ensure that it is the best path. For example you can configure a static route on the receiver 
side PE router to the source, or you can prepend the AS path on the other possible routes: 


[edit policy-options policy-statement as-path-prepend term prepend] 
user@host# set from route-filter 192.168.0.0/16 orlonger 
user@host# set from route-filter 172.16.0.0/16 orlonger 
user@host# set then as-path-prepend "1 11 1" 


3. Commit the configuration changes. 
4. Confirm that the interface you configured accepts traffic from the remote source. 


user@host# show pim statistics 


SEE ALSO 


Example: Allowing MBGP MVPN Remote Sources | 755 
Understanding Prepending AS Numbers to BGP AS Paths 
show pim statistics | 2120 


Example: Configuring MSDP with Active Source Limits and Mesh Groups 


IN THIS SECTION 


Requirements | 509 
Overview | 509 
Configuration | 512 


Verification | 514 


This example shows how to configure MSDP to filter source-active messages and limit the flooding of 


source-active messages. 
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Requirements 


Before you begin: 


e Configure the router interfaces. 
e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 
e Enable PIM sparse mode. See “PIM Overview” on page 252. 


e Configure the router as a PIM sparse-mode RP. See “Configuring Local PIM RPs” on page 314. 


Overview 


A router interested in MSDP messages, such as an RP, might have to process a large number of MSDP 
messages, especially source-active messages, arriving from other routers. Because of the potential need 
for a router to examine, process, and create state tables for many MSDP packets, there is a possibility of 
an MSDP-based denial-of-service (DoS) attack on a router running MSDP. To minimize this possibility, 
you can configure the router to limit the number of source active messages the router accepts. Also, you 
can configure a threshold for applying random early detection (RED) to drop some but not all MSDP active 
source messages. 


By default, the router accepts 25,000 source active messages before ignoring the rest. The limit can be 
from 1 through 1,000,000. The limit is applied to both the number of messages and the number of MSDP 
peers. 


By default, the router accepts 24,000 source-active messages before applying the RED profile to prevent 
a possible DoS attack. This number can also range from 1 through 1,000,000. The next 1000 messages 
are screened by the RED profile and the accepted messages processed. If you configure no drop profiles 
(as this example does not), RED is still in effect and functions as the primary mechanism for managing 
congestion. In the default RED drop profile, when the packet queue fill-level is O percent, the drop probability 
is O percent. When the fill-level is 100 percent, the drop probability is 100 percent. 


NOTE: The router ignores source-active messages with encapsulated TCP packets. Multicast 
does not use TCP; segments inside source-active messages are most likely the result of worm 
activity. 


The number configured for the threshold must be less than the number configured for the maximum 
number of active MSDP sources. 


You can configure an active source limit globally, for a group, or for a peer. If active source limits are 
configured at multiple levels of the hierarchy (as shown in this example), all are applied. 


You can configure an active source limit for an address range as well as for a specific peer. A per-source 
active source limit uses an IP prefix and prefix length instead of a specific address. You can configure more 
than one per-source active source limit. The longest match determines the limit. 
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Per-source active source limits can be combined with active source limits at the peer, group, and global 
(instance) hierarchy level. Per-source limits are applied before any other type of active source limit. Limits 
are tested in the following order: 


e Per-source 
e Per-peer or group 


e Per-instance 


An active source message must “pass” all limits established before being accepted. For example, if a source 
is configured with an active source limit of 10,000 active multicast groups and the instance is configured 
with a limit of 5|000(and there are no other sources or limits configured), only 5000 active source messages 
are accepted from this source. 


MSDP mesh groups are groups of peers configured in a full-mesh topology that limits the flooding of 
source-active messages to neighboring peers. Every mesh group member must have a peer connection 
with every other mesh group member. When a source-active message is received from a mesh group 
member, the source-active message is always accepted but is not flooded to other members of the same 
mesh group. However, the source-active message is flooded to non-mesh group peers or members of 
other mesh groups. By default, standard flooding rules apply if mesh-group is not specified. 
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CAUTION: When configuring MSDP mesh groups, you must configure all members 
A the same way. If you do not configure a full mesh, excessive flooding of source-active 
messages can occur. 


A common application for MSDP mesh groups is peer-reverse-path-forwarding (peer-RPF) check bypass. 
For example, if there are two MSDP peers inside an autonomous system (AS), and only one of them has 
an external MSDP session to another AS, the internal MSDP peer often rejects incoming source-active 
messages relayed by the peer with the external link. Rejection occurs because the external MSDP peer 
must be reachable by the internal MSDP peer through the next hop toward the source in another AS, and 
this next-hop condition is not certain. To prevent rejections, configure an MSDP mesh group on the internal 
MSDP peer so it always accepts source-active messages. 


NOTE: An alternative way to bypass the peer-RPF check is to configure a default peer. In 
networks with only one MSDP peer, especially stub networks, the source-active message always 
needs to be accepted. An MSDP default peer is an MSDP peer from which all source-active 
messages are accepted without performing the peer-RPF check. You can establish a default peer 
at the peer or group level by including the default-peer statement. 


Table 18 on page 511 explains how flooding is handled by peers in this example. . 
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Table 18: Source-Active Message Flooding Explanation 


Source-Active Message 


Received From 


Peer 21 


Peer 11 


Peer 31 


Source-Active Message 
Flooded To 


Peer 11, Peer 12, Peer 13, 
Peer 31, Peer 32 


Peer 21, Peer 22, Peer 31, 
Peer 32 


Peer 21, Peer 22, Peer 11, 
Peer 12, Peer 13, Peer 32 


Source-Active Message 
Not Flooded To 


Peer 22 


Peer 12, Peer 13 


Figure 77 on page 511 illustrates source-active message flooding between different mesh groups and peers 


within the same mesh group. 


Figure 77: Source-Active Message Flooding 
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This example includes the following settings: 


active-source-limit maximum 10000—Applies a limit of 10,000 active sources to all other peers. 


data-encapsulation disable—On an RP router using MSDP, disables the default encapsulation of multicast 


data received in MSDP register messages inside MSDP source-active messages. 


MSDP data encapsulation mainly concerns bursty sources of multicast traffic. Sources that send only 


one packet every few minutes have trouble with the timeout of state relationships between sources and 
their multicast groups (S,G). Routers lose data while they attempt to reestablish (S,G) state tables. As a 


result, multicast register messages contain data, and this data encapsulation in MSDP source-active 


messages can be turned on or off through configuration. 
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By default, MSDP data encapsulation is enabled. An RP running MSDP takes the data packets arriving 
in the source's register message and encapsulates the data inside an MSDP source-active message. 


However, data encapsulation creates both a multicast forwarding cache entry in the inet.1 table (this is 
also the forwarding table) and a routing table entry in the inet.4 table. Without data encapsulation, MSDP 
creates only a routing table entry in the inet.4 table. In some circumstances, such as the presence of 
Internet worms or other forms of DoS attack, the router's forwarding table might fill up with these 
entries. To prevent the forwarding table from filling up with MSDP entries, you can configure the router 
not to use MSDP data encapsulation. However, if you disable data encapsulation, the router ignores and 
discards the encapsulated data. Without data encapsulation, multicast applications with bursty sources 
having transmit intervals greater than about 3 minutes might not work well. 


e group MSDP-group local-address 10.1.2.3—Specifies the address of the local router (this router). 


e group MSDP-group mode mesh-group—Specifies that all peers belonging to the MSDP-group group 
are mesh group members. 


e group MSDP-group peer 10.10.10.10—Prevents the sending of source-active messages to neighboring 
peer 10.10.10.10. 


e group MSDP-group peer 10.10.10.10 active-source-limit maximum 7500—Applies a limit of 7500 active 
sources to MSDP peer 10.10.10.10 in group MSDP-group. 


e peer 10.0.0.1 active-source-limit maximum 5000 threshold 4000—Applies a threshhold of 4000 active 
sources and a limit of 5000 active sources to MSDP peer 10.0.0.1. 


e source 10.1.0.0/16 active-source-limit maximum 500—Applies a limit of 500 active sources to any 
source on the 10.1.0.0/16 network. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set protocols msdp data-encapsulation disable 

set protocols msdp active-source-limit maximum 10000 

set protocols msdp peer 10.0.0.1 active-source-limit maximum 5000 

set protocols msdp peer 10.0.0.1 active-source-limit threshold 4000 

set protocols msdp source 10.1.0.0/16 active-source-limit maximum 500 

set protocols msdp group MSDP-group mode mesh-group 

set protocols msdp group MSDP-group local-address 10.1.2.3 

set protocols msdp group MSDP-group peer 10.10.10.10 active-source-limit maximum 7500 


Step-by-Step Procedure 
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The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure MSDP source active routes and mesh groups: 
1. (Optional) Disable data encapsulation. 


[edit protocols msdp] 
user@host# set data-encapsulation disable 


2. Configure the active source limits. 


[edit protocols msdp] 

user@host# set peer 10.0.0.1 active-source-limit maximum 5000 threshold 4000 
user@host# set group MSDP-group peer 10.10.10.10 active-source-limit maximum 7500 
user@host# set active-source-limit maximum 10000 

user@host# set source 10.1.0.0/16 active-source-limit maximum 500 


3. (Optional) Configure the threshold at which warning messages are logged and the amount of time 
between log messages. 


[edit protocols msdp] 
user@host# set active-source-limit log-warning 80 
user@host# set active-source-limit log-interval 20 


4. Configure the mesh group. 


[edit protocols msdp] 

user@host# set group MSDP-group mode mesh-group 
user@host# set group MSDP-group peer 10.10.10.10 
user@host# set group MSDP-group local-address 10.1.2.3 


5. If you are done configuring the device, commit the configuration. 


[edit routing-instances] 
user@host# commit 


Results 


Confirm your configuration by entering the show protocols command. 


user@host# show protocols 
msdp { 
data-encapsulation disable; 
active-source-limit { 
maximum 10000; 
} 
peer 10.0.0.1 { 
active-source-limit { 
maximum 5000; 
threshold 4000; 


} 
source 10.1.0.0/16 { 
active-source-limit { 
maximum 500; 


} 
group MSDP-group { 
mode mesh-group; 
local-address 10.1.2.3; 
peer 10.10.10.10 { 
active-source-limit { 
maximum 7500; 


Verification 


To verify the configuration, run the following commands: 


e show msdp source-active 


e show msdp statistics 


SEE ALSO 


Examples: Configuring MSDP | 495 
Filtering MSDP SA Messages | 347 
Configuring Local PIM RPs | 314 
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Tracing MSDP Protocol Traffic 


Tracing operations record detailed messages about the operation of routing protocols, such as the various 


types of routing protocol packets sent and received, and routing policy actions. You can specify which 


trace operations are logged by including specific tracing flags. The following table describes the flags that 


you can include. 


Flag 


all 


general 


keepalive 


normal 


packets 


policy 


route 


source-active 


source-active-request 


source-active-response 


state 


task 


timer 


Description 


Trace all operations. 


Trace general events. 


Trace keepalive messages. 


Trace normal events. 


Trace all MSDP packets. 


Trace policy processing. 


Trace MSDP changes to the routing table. 


Trace source-active packets. 


Trace source-active request packets. 


Trace source-active response packets. 


Trace state transitions. 


Trace task processing. 


Trace timer processing. 


You can configure MSDP tracing for all peers, for all peers in a particular group, or for a particular peer. 


In the following example, tracing is enabled for all routing protocol packets. Then tracing is narrowed to 


focus only on MSDP peers in a particular group. To configure tracing operations for MSDP: 


1. (Optional) Configure tracing by including the traceoptions statement at the [edit routing-options] 
hierarchy level and set the all-packets-trace and all flags to trace all protocol packets. 


[edit routing-options traceoptions] 
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user@host# set file all-packets-trace 
user@host¢# set flag all 


. Configure the filename for the MSDP trace file. 


[edit protocols msdp group groupa traceoptions] 
user@host# set file msdp-trace 


. (Optional) Configure the maximum number of trace files. 


[edit protocols msdp group groupa traceoptions] 
user@host# set file files 5 


. (Optional) Configure the maximum size of each trace file. 


[edit protocols msdp group groupa traceoptions] 
user@host# set file size 1m 


. (Optional) Enable unrestricted file access. 


[edit protocols msdp group groupa traceoptions] 
user@host# set file world-readable 


. Configure tracing flags. Suppose you are troubleshooting issues with the source-active cache for groupa. 
The following example shows how to trace messages associated with the group address. 


[edit protocols msdp group groupa traceoptions] 
user@host# set flag source-active | match 230.0.0.3 


. View the trace file. 


user@host> file list /var/log 
user@host> file show /var/log/msdp-trace 


SEE ALSO 
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Understanding MSDP | 495 


Tracing and Logging Junos OS Operations in the Junos OS Administration Library 


Disabling MSDP 


To disable MSDP on the router, include the disable statement: 


disable; 


You can disable MSDP globally for all peers, for all peers in a group, or for an individual peer. 


e Globally for all MSDP peers at the following hierarchy levels: 
e [edit protocols msdp] 
e [edit logical-systems logical-system-name protocols msdp] 
e [edit routing-instances routing-instance-name protocols msdp] 


e [edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp] 


e For all peers in a group at the following hierarchy levels: 
e [edit protocols msdp group group-name] 
e [edit logical-systems logical-system-name protocols msdp group group-name] 
e [edit routing-instances routing-instance-name protocols msdp group group-name] 


e [edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp 
group group-name] 


e For an individual peer at the following hierarchy levels: 
e [edit protocols msdp peer address] 
e [edit protocols msdp group group-name peer address] 
e [edit logical-systems logical-system-name protocols msdp peer address] 
e [edit logical-systems logical-system-name protocols msdp group group-name peer address] 
e [edit routing-instances routing-instance-name protocols msdp peer address] 


e [edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp 
peer address] 


e [edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp 
group group-name peer address] 


If you disable MSDP at the group level, each peer in the group is disabled. 
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Example: Configuring MSDP 


Configure a router to act as a PIM sparse-mode rendezvous point and an MSDP peer: 


[edit] 
routing-options { 
interface-routes { 
rib-group ifrg; 
} 
rib-groups { 
ifrg { 
import-rib [inet.O inet.2]; 
} 
mcerg { 
export-rib inet.2; 
import-rib inet.2; 


} 
protocols { 
bgp { 
group lab { 
type internal; 
family any; 
neighbor 192.168.6.18 { 


local-address 192.168.6.17; 


} 
pim { 
dense-groups { 
224.0.1.39/32; 
224.0.1.40/32; 
} 
rib-group mcrg; 
rp { 
local { 
address 192.168.1.1; 
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interface all { 
mode sparse-dense; 
version 1; 


} 
msdp { 
rib-group mcrg; 
group lab { 
peer 192.168.6.18 { 
local-address 192.168.6.17; 


RELATED DOCUMENTATION 


| Understanding MSDP | 495 


| Configuring Multiple Instances of MSDP 


MSDP instances are supported for VRF instance types. For QFX5100, QFX5110, QFX5200, and EX9200 
switches, MSDP instances are also supported for default and virtual router instance types. You can configure 


multiple instances of MSDP to support multicast over VPNs. 


To configure multiple instances of MSDP, include the following statements: 


routing-instances { 
routing-instance-name { 
interface interface-name; 
instance-type vrf; 
route-distinguisher (as-number:number | ip-address:number), 
vrf-import [ policy-names ]; 
vrf-export [ policy-names ]; 
protocols { 
msdp { 
... msdp-configuration ... 


You can include the statements at the following hierarchy levels: 


e [edit routing-instances routing-instance-name protocols] 


e [edit logical-systems logical-system-name routing-instances routing-instance-name protocols] 


RELATED DOCUMENTATION 


Example: Configuring MSDP in a Routing Instance | 499 
MPLS Applications User Guide 
Junos OS VPNs Library for Routing Devices 
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CHAPTER 17 


Handling Session Announcements with SAP and SDP 
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| Configuring the Session Announcement Protocol 
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Understanding SAP and SDP 


Session announcements are handled by two protocols: the Session Announcement Protocol (SAP) and the 
Session Description Protocol (SDP). These two protocols display multicast session names and correlate 
the names with multicast traffic. 


SDP is a session directory protocol that is used for multimedia sessions. It helps advertise multimedia 
conference sessions and communicates setup information to participants who want to join the session. 
SDP simply formats the session description. It does not incorporate a transport protocol. A client commonly 
uses SDP to announce a conference session by periodically multicasting an announcement packet to a 
well-known multicast address and port using SAP. 


SAP is a session directory announcement protocol that SDP uses as its transport protocol. 


For information about supported standards for SAP and SDP, see “Supported IP Multicast Protocol 
Standards” on page 19. 
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Configuring the Session Announcement Protocol 


The SAP and SDP protocols associate multicast session names with multicast traffic addresses. Only SAP 
has configuration parameters that users can change. Enabling SAP allows the router to receive 
announcements about multimedia and other multicast sessions. 


Junos OS supports the following SAP and SDP standards: 


e RFC 2327, SDP Session Description Protocol 


e RFC 2974, Session Announcement Protocol 
Before you begin: 


1. Determine whether the router is directly attached to any multicast sources. Receivers must be able to 
locate these sources. 


2. Determine whether the router is directly attached to any multicast group receivers. If receivers are 
present, IGMP is needed. 


3. Determine whether to configure multicast to use sparse, dense, or sparse-dense mode. Each mode has 
different configuration considerations. 


4. Determine the address of the RP if sparse or sparse-dense mode is used. 
5. Determine whether to locate the RP with the static configuration, BSR, or auto-RP method. 


6. Determine whether to configure multicast to use its own RPF routing table when configuring PIM in 
sparse, dense, or sparse-dense mode. 


To enable SAP and the receipt of session announcements, include the sap statement: 


sap { 
disable; 


listen address <port port>; 


You can include this statement at the following hierarchy levels: 


e [edit protocols] 


e [edit logical-systems logical-system-name protocols] 


By default, SAP listens to the address and port 224.2.127.254:9875 for session advertisements. To add 
other addresses or pairs of address and port, include one or more listen statements. 


Sessions established by SDP, SAP's higher-layer protocol, time out after 60 minutes. 


To monitor the operation, use the show sap listen command. 
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SEE ALSO 


| show sap listen | 2189 


Verifying SAP and SDP Addresses and Ports 


Purpose 


Verify that SAP and SDP are configured to listen on the correct group addresses and ports. 


Action 


From the CLI, enter the show sap listen command. 


Sample Output 


user@host> show sap listen 


Group Address Ports 
BPAEN he LT) 5 alsv 9875 


Meaning 


The output shows a list of the group addresses and ports that SAP and SDP listen on. Verify the following 
information: 


e Each group address configured, especially the default 224.2.127.254, is listed. 


e Each port configured, especially the default 9875, is listed. 
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CHAPTER 18 


Facilitating Multicast Delivery Across Unicast-Only 
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| Example: Configuring Automatic IP Multicast Without Explicit Tunnels 
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Understanding AMT 


Automatic Multicast Tunneling (AMT) facilitates dynamic multicast connectivity between multicast-enabled 
networks across islands of unicast-only networks. Such connectivity enables service providers, content 
providers, and their customers to participate in delivering multicast traffic even if they lack end-to-end 


multicast connectivity. 


AMT is supported on MX Series Ethernet Services Routers with Modular Port Concentrators (MPCs) that 
are running Junos 13.2 or later. AMT is also supported on i-chip based MPCs. AMT supports graceful 
restart (GR) but does not support graceful Routing Engine switchover (GRES). 
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AMT dynamically establishes unicast-encapsulated tunnels between well-known multicast-enabled relay 
points (AMT relays) and network points reachable only through unicast (AMT gateways). 
Figure 78 on page 525 shows the Automatic Multicast Tunneling Connectivity. 


Figure 78: Automatic Multicast Tunneling Connectivity 
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The AMT protocol provides discovery and handshaking between relays and gateways to establish tunnels 
dynamically without requiring explicit per-tunnel configuration. 


AMT relays are typically routers with native IP multicast connectivity that aggregate a potentially large 
number of AMT tunnels. 


The Junos OS implementation supports the following AMT relay functions: 
e IPv4 multicast traffic and IPv4 encapsulation 
e Well-known sources located on the multicast network 


e Prevention of denial-of-service attacks by quickly discarding multicast packets that are sourced through 
a gateway. 


e Per-route replication to the full fan-out of all AMT tunnels desired 


e The ability to collect normal interface statistics on AMT tunnels 


Multicast sources located behind AMT gateways are not supported.“Example: Configuring the AMT 
Protocol” on page 534“Example: Configuring the AMT Protocol” on page 534 


AMT supports PIM sparse mode. AMT does not support dense mode operation. 


SEE ALSO 
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AMT Applications 


Transit service providers have a challenge in the Internet because many local service providers are not 
multicast-enabled. The challenge is how to entice content owners to transmit video and other multicast 
traffic across their backbones. The cost model for the content owners might be prohibitively high if they 
have to pay for unicast streams for the majority of their subscribers. 


Until more local providers are multicast-enabled, there is a transition strategy proposed by the Internet 
Engineering Task Force (IETF) and implemented in open source software. This strategy is called Automatic 
IP Multicast Without Explicit Tunnels (AMT). AMT involves setting up relays at peering points in multicast 
networks that can be reached from gateways installed on hosts connected to unicast networks. 


Without AMT, when a user who is connected to a unicast-only network wants to receive multicast content, 
the content owner can allow the user to join through unicast. However, the content owner incurs an added 
cost because the owner needs extra bandwidth to support the unicast subscribers. 


AMT allows any host to receive multicast. On the client end is an AMT gateway that is a single host. Once 
the gateway has located an AMT relay, which might be a host but is more typically a router, the gateway 
periodically sends Internet Group Management Protocol (IGMP) messages over a dynamically created UDP 
tunnel to the relay. AMT relays and gateways cooperate to transmit multicast traffic sourced within the 
multicast network to end-user sites. AMT relays receive the traffic natively and unicast-encapsulate it to 
gateways. This allows anyone on the Internet to create a dynamic tunnel to download multicast data 
streams. 


With AMT, a multicast-enabled service provider can offer multicast services to a content owner. When a 
customer of the unicast-only local provider wants to receive the content and subscribes using an AMT 
join, the multicast-enabled transit provider can then efficiently transport the content to the unicast-only 
local provider, which sends it on to the end user. 


AMT is an excellent way for transit service providers (who can get access to the content, but do not have 
many end users) to provide multicast service to content owners, where it would not otherwise be 
economically feasible. It is also a useful transition strategy for local service providers who do not yet have 
multicast support on all downstream equipment. 


AMT is also useful for connecting two multicast-enabled service providers that are separated by a 
unicast-only service provider. 


Similarly, AMT can be used by local service providers whose networks are multicast-enabled to tunnel 
multicast traffic over legacy edge devices such as digital subscriber line access multiplexers (DSLAMs) that 
have limited multicast capabilities. 
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Technical details of the implementation of AMT are as follows: 


e A three-way handshake is used to join groups from unicast receivers to prevent spoofing and 
denial-of-service (DoS) attacks. 


e AnAMT relay acting as a replication server joins the multicast group and translates multicast traffic into 
multiple unicast streams. 


e The discovery mechanism uses anycast, enabling the discovery of the relay that is closest to the gateway 
in the network topology. 


e An AMT gateway acting as a client is a host that joins the multicast group. 


e Tunnel count limits on relays can limit bandwidth usage and avoid degradation of service. 


AMT is described in detail in Internet draft draft-ietf- mboned-auto-multicast-10.txt, Automatic IP Multicast 
Without Explicit Tunnels (AMT). 


SEE ALSO 


Example: Configuring the AMT Protocol | 534 


AMT Operation 


AMT is used to create multicast tunnels dynamically between multicast-enabled networks across islands 
of unicast-only networks. To do this, several steps occur sequentially. 


1. The AMT relay (typically a router) advertises an anycast address prefix and route into the unicast routing 
infrastructure. 


2. The AMT gateway (a host) sends AMT relay discovery messages to the nearest AMT relay reachable 
across the unicast-only infrastructure. To reduce the possibility of replay attacks or dictionary attacks, 
the relay discovery messages contain a cryptographic nonce. A cryptographic nonce is a random number 
used only once. 


3. The closest relay in the topology receives the AMT relay discovery message and returns the nonce 
from the discovery message in an AMT relay advertisement message. This enables the gateway to learn 
the relay's unique IP address. The AMT relay now has an address to use for all subsequent (S,G), entries 
it will join. 


4. The AMT gateway sends an AMT request message to the AMT relay's unique IP address to begin the 
process of joining the (S,G). 


5. The AMT relay sends an AMT membership query back to the gateway. 


6. The AMT gateway receives the AMT query message and sends an AMT membership update message 
containing the IGMP join messages. 
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7. The AMT relay sends a join message toward the source to build a native multicast tree in the native 
multicast infrastructure. 


8. As packets are received from the source, the AMT relay replicates the packets to all interfaces in the 
outgoing interface list, including the AMT tunnel. The multicast traffic is then encapsulated in unicast 
AMT multicast data messages. 


9. To maintain state in the AMT relay, the AMT gateway sends periodic AMT membership updates. 


10. After the tunnel is established, the AMT tunnel state is refreshed with each membership update message 
sent. The timeout for the refresh messages is 240 seconds. 


11.When the AMT gateway leaves the group, the AMT relay can free resources associated with the tunnel. 
Note the following operational details: 


e The AMT relay creates an AMT pseudo interface (tunnel interface). AMT tunnel interfaces are 
implemented as generic UDP encapsulation (ud) logical interfaces. These logical interfaces have the 
identifier format ud-fpc/pic/port.unit. 


e All multicast packets (data and control) are encapsulated in unicast packets. UDP encapsulation is used 
for all AMT control and data packets using the IANA reserved UDP port number (2268) for AMT. 


e The AMT relay maintains a receiver list for each multicast session. The relay maintains the multicast 
state for each gateway that has joined a particular group or (S,G) pair. 
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Configuring the AMT Protocol 


To configure the AMT protocol, include the amt statement: 


amt { 
relay { 
accounting; 
family { 
inet { 
anycast-prefix ip-prefix</prefix-length>; 
local-address ip-address; 


} 


secret-key-timeout minutes; 
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tunnel-limit number; 


} 

traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


You can include this statement at the following hierarchy levels: 


e [edit protocols] 
e [edit logical-systems logical-system-name protocols] 
e [edit routing-instances routing-instance-name protocols] 


e [edit logical-systems logical-system-name routing-instances routing-instance-name protocols] 


NOTE: In the following example, only the [edit protocols] hierarchy is identified. 


The minimum configuration to enable AMT is to specify the AMT local address and the AMT 
anycast prefix. 


1. To enable the MX Series router to create the UDP encapsulation (ud) logical interfaces, include the 
bandwidth statement and specify the bandwidth in gigabits per second. 


[edit chassis fpc O pic 1] 
user@host# set tunnel-services bandwidth 1g 


2. Specify the local address by including the local-address statement at the [edit protocols amt relay 
family inet] hierarchy level. 


[edit protocols amt relay family inet] 
user@host# set local-address 192.168.7.1 


The local address is used as the IP source of AMT control messages and the source of AMT data tunnel 
encapsulation. The local address can be configured on any active interface. Typically, the IP address of 
the router’s 100.0 loopback interface is used for configuring the AMT local address in the default routing 
instance, and the IP address of the router’s loO.n loopback interface is used for configuring the AMT 
local address in VPN routing instances. 


3. Specify the AMT anycast address by including the anycast-prefix statement at the [edit protocols amt 
relay family inet] hierarchy level. 
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[edit protocols amt relay family inet] 
user@host# set anycast-prefix 192.168.0.0/16 


The AMT anycast prefix is advertised by unicast routing protocols to route AMT discovery messages 
to the router from nearby AMT gateways. Typically, the router’s lo0.0 interface loopback address is 
used for configuring the AMT anycast prefix in the default routing instance, and the router's lo0.n 
loopback address is used for configuring the AMT anycast prefix in VPN routing instances. However, 
the anycast address can be either the primary or secondary 1lo0.0 loopback address. 


Ensure that your unicast routing protocol advertises the AMT anycast prefix in the route advertisements. 
If the AMT anycast prefix is advertised by BGP, ensure that the local autonomous system (AS) number 
for the AMT relay router is in the AS path leading to the AMT anycast prefix. 


. (Optional) Enable AMT accounting. 


[edit protocols amt relay] 
user@host# set accounting 


. (Optional) Specify the AMT secret key timeout by including the secret-key-timeout statement at the 
[edit protocols amt relay] hierarchy level. In the following example, the secret key timeout is configured 
to be 120 minutes. 


[edit protocols amt relay] 
user@host# set secret-key-timeout 120 


The secret key is used to generate the AMT Message Authentication Code (MAC). Setting the secret 
key timeout shorter might improve security, but it consumes more CPU resources. The default is 60 
minutes. 


. (Optional) Specify an AMT tunnel device by including the tunnel-devices statement at the [edit protocols 
amt relay] hierarchy level. 


[edit protocols amt relay] 
user@host# set tunnel-device 1 


. (Optional) Specify an AMT tunnel limit by including the tunnel-limit statement at the [edit protocols 
amt relay] hierarchy level. In the following example, the AMT tunnel limit is 12. 


[edit protocols amt relay] 
user@host# set tunnel-limit 12 
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The tunnel limit configures the static upper limit to the number of AMT tunnels that can be established. 
When the limit is reached, new AMT relay discovery messages are ignored. 


8. Trace AMT protocol traffic by specifying options to the traceoptions statement at the [edit protocols 
amt] hierarchy level. Options applied at the AMT protocol level trace only AMT traffic. In the following 
example, all AMT packets are logged to the file amt-log. 


[edit protocols amt] 
user@host# set traceoptions file amt-log 
user@host# set traceoptions flag packets 


NOTE: For AMT operation, configure the PIM rendezvous point address as the primary 
loopback address of the AMT relay. 
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mtrace in the CL! Explorer 


Configuring Default IGMP Parameters for AMT Interfaces 


You can optionally configure default IGMP parameters for all AMT tunnel interfaces. Although, typically 
you do not need to change the values. To configure default IGMP attributes of all AMT relay tunnels, 
include the amt statement: 


amt { 
relay { 
defaults { 
(accounting | no-accounting); 
group-policy [ policy-names ]; 
query-interval seconds; 
query-response-interval seconds; 
robust-count number; 
ssm-map ssm-map-name; 
version version; 
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You can include this statement at the following hierarchy levels: 
e [edit protocols igmp] 

e [edit logical-systems logical-system-name protocols igmp] 

e [edit routing-instances routing-instance-name protocols igmp] 


e [edit logical-systems logical-system-name routing-instances routing-instance-name protocols igmp] 


The IGMP statements included at the [edit protocols igmp amt relay defaults] hierarchy level have the 
same syntax and purpose as IGMP statements included at the [edit protocols igmp] or [edit protocols 
igmp interface interface-name] hierarchy levels. These statements are as follows: 


e You can collect IGMP join and leave event statistics. To enable the collection of IGMP join and leave 
event statistics for all AMT interfaces, include the accounting statement: 


user@host# set protocols igmp amt relay defaults accounting 


e After enabling IGMP accounting, you must configure the router to filter the recorded information to a 
file or display it to a terminal. You can archive the events file. 


e To disable the collection of IGMP join and leave event statistics for all AMT interfaces, include the 
no-accounting statement: 


user@host# set protocols igmp amt relay defaults no-accounting 


e You can filter unwanted IGMP reports at the interface level. To filter unwanted IGMP reports, define a 
policy to match only IGMP group addresses (for |GMPv2) by using the policy's route-filter statement to 
match the group address. Define the policy to match IGMP (S,G) addresses (for IGMPv3) by using the 
policy's route-filter statement to match the group address and the policy's source-address-filter statement 
to match the source address. In the following example, the amt_reject policy is created to match both 
the group and source addresses. 


user@host# set policy-options policy-statement amt_reject from route-filter 224.1.1.1/32 exact 
user@host# set policy-options policy-statement amt_reject from source-address-filter 192.168.0.0/16 orlonger 
user@host# set policy-options policy-statement amt_reject then reject 


e To apply the IGMP report filtering on the interface where you prefer not to receive specific group or 
(S,G) reports, include the group-policy statement. The following example applies the amt_reject policy 


to all AMT interfaces. 


user@host# set protocols igmp amt relay defaults group-policy amt_reject 


e You can change the IGMP query interval for all AMT interfaces to reduce or increase the number of 
host query messages sent. In AMT, host query messages are sent in response to membership request 
messages from the gateway. The query interval configured on the relay must be compatible with the 
membership request timer configured on the gateway. To modify this interval, include the query-interval 
statement. The following example sets the host query interval to 250 seconds. 


user@host# set protocols igmp amt relay defaults query-interval 250 


The IGMP querier router periodically sends general host-query messages. These messages solicit group 
membership information and are sent to the all-systems multicast group address, 224.0.0.1. 


You can change the IGMP query response interval. The query response interval multiplied by the robust 


count is the maximum amount of time that can elapse between the sending of a host query message by 
the querier router and the receipt of a response from a host. Varying this interval allows you to adjust 
the number of IGMP messages on the AMT interfaces. To modify this interval, include the 
query-response-interval statement. The following example configures the query response interval to 
20 seconds. 


user@host# set protocols igmp amt relay defaults query-response-interval 20 


You can change the IGMP robust count. The robust count is used to adjust for the expected packet loss 


on the AMT interfaces. Increasing the robust count allows for more packet loss but increases the leave 
latency of the subnetwork. To modify the robust count, include the robust-count statement. The following 
example configures the robust count to 3. 


user@host# set protocols igmp amt relay defaults robust-count 3 


The robust count automatically changes certain IGMP message intervals for IGMPv2 and IGMPv3. 


e Ona shared network running IGMPv2, when the query router receives an IGMP leave message, it 
must send an IGMP group query message for a specified number of times. The number of IGMP group 
query messages sent is determined by the robust count. The interval between query messages is 
determined by the last member query interval. Also, the IGMPv2 query response interval is multiplied 
by the robust count to determine the maximum amount of time between the sending of a host query 
message and receipt of a response from a host. 


For more information about the IGMPv2 robust count, see RFC 2236, Internet Group Management 
Protocol, Version 2. 


In IGMPv3 a change of interface state causes the system to immediately transmit a state-change report 


e 


from that interface. If the state-change report is missed by one or more multicast routers, it is 
retransmitted. The number of times it is retransmitted is the robust count minus one. In IGMPv3 the 
robust count is also a factor in determining the group membership interval, the older version querier 
interval, and the other querier present interval. 
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For more information about the IGMPv3 robust count, see RFC 3376, Internet Group Management 


Protocol, Version 3. 


e You can apply a source-specific multicast (SSM) map to an AMT interface. SSM mapping translates 
IGMPv1 or IGMPv2 membership reports to an IGMPv3 report, which allows hosts running IGMPv1 or 
IGMPv2 to participate in SSM until the hosts transition to IGMPv3. 


SSM mapping applies to all group addresses that match the policy, not just those that conform to SSM 
addressing conventions (232/8 for IPv4). 


In this example, you create a policy to match the 232.1.1.1/32 group address for translation to IGMPv3. 
Then you define the SSM map that associates the policy with the 192.168.43.66 source address where 
these group addresses are found. Finally, you apply the SSM map to all AMT interfaces. 


user@host# set policy-options policy-statement ssm-policy-example term A from route-filter 232.1.1.1/32 
exact 

user@host# set policy-options policy-statement ssm-policy-example term A then accept 

user@host# set routing-options multicast ssm-map ssm-map-example policy ssm-policy-example 

user@host# set routing-options multicast ssm-map ssm-map-example source 192.168.43.66 

user@host# set protocols igmp amt relay defaults ssm-map ssm-map-example 
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This example shows how to configure the Automatic Multicast Tunneling (AMT) Protocol to facilitate 
dynamic multicast connectivity between multicast-enabled networks across islands of unicast-only networks. 


Requirements 


Before you begin: 


e Configure the router interfaces. 
e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure a multicast group membership protocol (IGMP or MLD). See “Understanding IGMP” on page 24 
and “Understanding MLD” on page 56. 


Overview 


In this example, Host O and Host 2 are multicast receivers in a unicast cloud. Their default gateway devices 
are AMT gateways. RO and R4 are configured with unicast protocols only. R1, R2, R3, and R5 are configured 
with PIM multicast. Host 1 is a source in a multicast cloud. RO and R5 are configured to perform AMT 
relay. Host 3 and Host 4 are multicast receivers (or sources that are directly connected to receivers). This 
example shows R1 configured with an AMT relay local address and an anycast prefix as its own loopback 
address. The example also shows RO configured with tunnel services enabled. 


Figure 79 on page 535 shows the topology used in this example. 


Figure 79: AMT Gateway Topology 
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To quickly configure this example, copy the following commands, paste them into a text file, remove any 


line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set protocols amt traceoptions file amt.log 

set protocols amt traceoptions flag errors 

set protocols amt traceoptions flag packets detail 

set protocols amt traceoptions flag route detail 

set protocols amt traceoptions flag state detail 

set protocols amt traceoptions flag tunnels detail 

set protocols amt relay family inet anycast-prefix 10.10.10.10/32 
set protocols amt relay family inet local-address 10.255.112.201 
set protocols amt relay tunnel-limit 10 

set protocols pim interface all mode sparse-dense 

set protocols pim interface all version 2 

set protocols pim interface fxp0.0 disable 

set chassis fpc O pic O tunnel-services bandwidth 1g 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 


about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 
To configure the AMT protocol on R11: 


1. Configure AMT tracing operations. 


[edit protocols amt traceoptions] 
user@host# set file amt.log 
user@host# set flag errors 
user@host# set flag packets detail 
user@host# set flag route detail 
user@host# set flag state detail 
user@host# set flag tunnels detail 


2. Configure the AMT relay settings. 


[edit protocols amt relay] 

user@host# set relay family inet anycast-prefix 10.10.10.10/32 
user@host# set family inet local-address 10.255.112.201 
user@host# set tunnel-limit 10 
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3. Configure PIM on R1’s interfaces. 


[edit protocols pim] 

set interface all mode sparse-dense 
set interface all version 2 

set interface fxp0.0 disable 


4. Enable tunnel functionality. 


[edit chassis] 
set fpc O pic O tunnel-services bandwidth 1g 


5. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


From configuration mode, confirm your configuration by entering the show chassis and show protocols 
commands. If the output does not display the intended configuration, repeat the instructions in this example 
to correct the configuration. 


user@host# show chassis 
fpc O { 
pic O { 
tunnel-services { 
bandwidth 1g; 


user@host# show protocols 
amt { 
traceoptions { 
file amt.log; 
flag errors; 
flag packets detail; 
flag route detail; 
flag state detail; 
flag tunnels detail; 


} 
relay { 
family { 
inet { 
anycast-prefix 10.10.10.10/32; 
local-address 10.255.112.201; 


} 


tunnel-limit 10; 


} 
pim { 
interface all { 
mode sparse-dense; 
version 2; 


} 
interface fxp0.0 { 


disable; 


Verification 


To verify the configuration, run the following commands: 


e show amt statistics 
e show amt summary 


e show amt tunnel 


SEE ALSO 


Configuring the AMT Protocol | 528 


Configuring Default IGMP Parameters for AMT Interfaces | 531 
AMT Applications | 526 
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Routing Content to Densely Clustered Receivers with 
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Understanding DVMRP 


Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS Release 16.1. Although 
DVMRP commands continue to be available and configurable in the CLI, they are no longer visible and are 
scheduled for removal in a subsequent release. 


The Distance Vector Multicast Routing Protocol (DVMRP) is a distance-vector routing protocol that 
provides connectionless datagram delivery to a group of hosts across an internetwork. DVMRP is a 
distributed protocol that dynamically generates IP multicast delivery trees by using a technique called 
reverse-path multicasting (RPM) to forward multicast traffic to downstream interfaces. These mechanisms 
allow the formation of shortest-path trees, which are used to reach all group members from each network 
source of multicast traffic. 


DVMRP is designed to be used as an interior gateway protocol (IGP) within a multicast domain. 
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Because not all IP routers support native multicast routing, DVMRP includes direct support for tunneling 
IP multicast datagrams through routers. The IP multicast datagrams are encapsulated in unicast IP packets 
and addressed to the routers that do support native multicast routing. DVMRP treats tunnel interfaces 
and physical network interfaces the same way. 


DVMRP routers dynamically discover their neighbors by sending neighbor probe messages periodically to 
an IP multicast group address that is reserved for all DVMRP routers. 


SEE ALSO 
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Configuring DVMRP 


Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS Release 16.1. Although 
DVMRP commands continue to be available and configurable in the CLI, they are no longer visible and are 
scheduled for removal in a subsequent release. 


Distance Vector Multicast Routing Protocol (DVMRP) is the first of the multicast routing protocols and 
has a number of limitations that make this method unattractive for large-scale Internet use. DVMRP is a 
dense-mode-only protocol, and uses the flood-and-prune or implicit join method to deliver traffic 
everywhere and then determine where the uninterested receivers are. DVMRP uses source-based 
distribution trees in the form (S,G). 


To configure the Distance Vector Multicast Routing Protocol (DVMRP), include the dvmrp statement: 


dvmrp { 
disable; 
export [ policy-names ]; 
import [ policy-names ]; 
interface interface-name { 
disable; 
hold-time seconds; 
metric metric; 
mode (forwarding | unicast-routing); 
} 
rib-group group-name; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 
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You can include this statement at the following hierarchy levels: 


e [edit protocols] 
e [edit logical-systems logical-system-name protocols] 


By default, DVMRP is disabled. 


SEE ALSO 


Example: Configuring DVMRP | 541 
Example: Configuring DVMRP to Announce Unicast Routes | 545 
Tracing DVMRP Protocol Traffic | 550 


Example: Configuring DVMRP 


IN THIS SECTION 


Requirements | 541 
Overview | 542 
Configuration | 543 


Verification | 545 


This example shows how to use DVMRP to announce routes used for multicast routing as well as multicast 
data forwarding. 


Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS Release 16.1. Although 
DVMRP commands continue to be available and configurable in the CLI, they are no longer visible and are 
scheduled for removal in a subsequent release. 


Requirements 
Before you begin: 
e Configure the router interfaces. 


e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 
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Overview 


DVMRP is a distance vector protocol for multicast. It is similar to RIP, in that both RIP and DVMRP have 
issues with scalability and robustness. PIM domains are more commonly used than DVMRP domains. In 
some environments, you might need to configure interoperability with DVMRP. 


This example includes the following DVMRP settings: 


protocols dvmrp rib-group—Associates the dvmrp-rib routing table group with the DVMRP protocol to 


enable multicast RPF lookup. 


protocols dvmrp interface—Configures the DVMRP interface. The interface of a DVMRP router can be 
either a physical interface to a directly attached subnetwork or a tunnel interface to another 
multicast-capable area of the Multicast Backbone (MBone). The DVMRP hold-time period is the amount 
of time that a neighbor is to consider the sending router (this router) to be operative (up). The default 
hold-time period is 35 seconds. 


protocols dvmrp interface hold-time—The DVMRP hold-time period is the amount of time that a neighbor 


is to consider the sending router (this router) to be operative (up). The default hold-time period is 35 
seconds. 


protocols dvmrp interface metric—All interfaces can be configured with a metric specifying cost for 


receiving packets on a given interface. The default metric is 1. 


For each source network reported, a route metric is associated with the unicast route being reported. 
The metric is the sum of the interface metrics between the router originating the report and the source 
network. A metric of 32 marks the source network as unreachable, thus limiting the breadth of the 
DVMRP network and placing an upper bound on the DVMRP convergence time. 


routing-options rib-groups—Enables DVMRP to access route information from the unicast routing table, 
inet.0, and from a separate routing table that is reserved for DVMRP. In this example, the first routing 
table group named ifrg contains local interface routes. This ensures that local interface routes get added 
to both the inet.0 table for use by unicast protocols and the inet.2 table for multicast RPF check. The 
second routing table group named dvmrp-rib contains inet.2 routes. 


DVMRP needs to access route information from the unicast routing table, inet.0, and from a separate 
routing table that is reserved for DVMRP. You need to create the routing table for DVMRP and to create 
groups of routing tables so that the routing protocol process imports and exports routes properly. We 
recommend that you use routing table inet.2 for DVMRP routing information. 


routing-options interface-routes— After defining the ifrg routing table group, use the interface-routes 
statement to insert interface routes into the ifrg group—in other words, into both inet.O and inet.2. By 
default, interface routes are imported into routing table inet.0 only. 


sap—Enables the Session Directory Announcement Protocol (SAP) and the Session Directory Protocol 
(SDP). Enabling SAP allows the router to receive announcements about multimedia and other multicast 
sessions. 


SAP always listens to the address and port 224.2.127.254:9875 for session advertisements. To add 
other addresses or pairs of address and port, include one or more listen statements. 


Sessions learned by SDP, SAP's higher-layer protocol, time out after 60 minutes. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


set routing-options interface-routes rib-group inet ifrg 
set routing-options rib-groups ifrg import-rib inet.0 

set routing-options rib-groups ifrg import-rib inet.2 

set routing-options rib-groups dvmrp-rib export-rib inet.2 
set routing-options rib-groups dvmrp-rib import-rib inet.2 
set protocols sap 

set protocols dvmrp rib-group dvmrp-rib 

set protocols dvmrp interface ip-0/0/0.0 metric 5 

set protocols dvmrp interface ip-0/0/0.0 hold-time 40 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure an MSDP routing instance: 

1. Create the routing tables for DVMRP routes. 
[edit routing-options] 
user@host# set interface-routes rib-group inet ifrg 
user@host# set rib-groups ifrg import-rib [ inet.0 inet.2 ] 


user@host# set rib-groups dvmrp-rib import-rib inet.2 
user@host# set rib-groups dvmrp-rib export-rib inet.2 


2. Configure SAP and SDP. 


[edit protocols] 
user@host# set sap 


3. Enable DVMRP on the router and associate the dvmrp-rib routing table group with DVMRP to enable 
multicast RPF checks. 


[edit protocols] 
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user@host# set dvmrp rib-group dvmrp-rib 


4. Configure the DVMRP interface with a hold-time value and a metric. This example shows an IP-over-IP 
encapsulation tunnel interface. 


[edit protocols] 

user@host# set dvmrp interface ip-0/0/0.0 

user@host# set dvmrp interface ip-0/0/0.0 hold-time 40 
user@host# set dvmrp interface ip-0/0/0.0 metric 5 


5. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show routing-options command and the show protocols 
command from configuration mode. If the output does not display the intended configuration, repeat the 
instructions in this example to correct the configuration. 


user@host# show routing-options 
interface-routes { 
rib-group inet ifrg; 


} 
rib-groups { 
ifrg { 
import-rib [ inet.O inet.2 ]; 
} 
dvmrp-rib { 
export-rib inet.2; 
import-rib inet.2; 
} 
} 


user@host# show protocols 
sap; 
dvmrp { 
rib-group dvmrp-rib; 
interface ip-0/0/0.0 { 
metric 5; 


hold-time 40; 


Verification 


To verify the configuration, run the following commands: 


e show dvmrp interfaces 


e show dvmrp neighbors 


SEE ALSO 


Understanding DVMRP | 539 
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Example: Configuring DVMRP to Announce Unicast Routes 
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Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS Release 16.1. Although 
DVMRP commands continue to be available and configurable in the CLI, they are no longer visible and are 
scheduled for removal in a subsequent release. 


This example shows how to use DVMRP to announce unicast routes used solely for multicast reverse-path 
forwarding (RPF) to set up the multicast control plane. 


Requirements 


Before you begin: 


e Configure the router interfaces. 


e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 
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Overview 


DVMRP has two modes. Forwarding mode is the default mode. In forwarding mode, DVMRP is responsible 
for the multicast control plane and multicast data forwarding. In the nondefault mode (which is shown in 
this example), DVMRP does not forward multicast data traffic. This mode is called unicast routing mode 
because in this mode DVMRP is only responsible for announcing unicast routes used for multicast RPF—in 
other words, for establishing the control plane. To forward multicast data, enable Protocol Independent 
Multicast (PIM) on the interface. If you have configured PIM on the interface, as shown in this example, 
you can configure DVMRP in unicast-routing mode only. You cannot configure PIM and DVMRP in 
forwarding mode at the same time. 


This example includes the following settings: 


policy-statement dvmrp-export—Accepts static default routes. 


protocols dvmrp export dvmrp-export—Associates the dvmrp-export policy with the DVMRP protocol. 


All routing protocols use the routing table to store the routes that they learn and to determine which 
routes they advertise in their protocol packets. Routing policy allows you to control which routes the 
routing protocols store in and retrieve from the routing table. Import and export policies are always from 
the point of view of the routing table. So the dvmrp-export policy exports static default routes from the 
routing table and accepts them into DVMRP. 


protocols dvmrp interface all mode unicast-routing—Enables all interfaces to announce unicast routes 
used solely for multicast RPF. 


protocols dvmrp rib-group inet dvmrp-rg—Associates the dvmrp-rib routing table group with the DVMRP 


protocol to enable multicast RPF checks. 


protocols pim rib-group inet pim-rg—Associates the pim-rg routing table group with the PIM protocol 
to enable multicast RPF checks. 


routing-options rib inet.2 static route 0.0.0.0/0 discard—Redistributes static routes to all DVMRP 
neighbors. The inet.2 routing table stores unicast IPv4 routes for multicast RPF lookup. The discard 


statement silently drops packets without notice. 


routing-options rib-groups dvmrp-rg import-rib inet.2—Creates the routing table for DVMRP to ensure 


that the routing protocol process imports routes properly. 


routing-options rib-groups dvmrp-rg export-rib inet.2—Creates the routing table for DVMRP to ensure 


that the routing protocol process exports routes properly. 


routing-options rib-groups pim-rg import-rib inet.2—Enables access to route information from the 
routing table that stores unicast IPv4 routes for multicast RPF lookup. In this example, the first routing 
table group named pim-rg contains local interface routes. This ensures that local interface routes get 
added to the inet.2 table. 


Configuration 


CLI Quick Configuration 
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To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set policy-options policy-statement dvmrp-export term 10 from protocol static 
set policy-options policy-statement dvmrp-export term 10 from route-filter 0.0.0.0/0 exact 
set policy-options policy-statement dvmrp-export term 10 then accept 

set protocols dvmrp rib-group inet 

set protocols dvmrp rib-group dvmrp-rg 

set protocols dvmrp export dvmrp-export 

set protocols dvmrp interface all mode unicast-routing 

set protocols dvmrp interface fxp0.0 disable 

set protocols pim rib-group inet pim-rg 

set protocols pim interface all 

set routing-options rib inet.2 static route 0.0.0.0/0 discard 

set routing-options rib-groups pim-rg import-rib inet.2 

set routing-options rib-groups dvmrp-rg export-rib inet.2 

set routing-options rib-groups dvmrp-rg import-rib inet.2 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure an MSDP routing instance: 


1. Configure the routing options. 


[edit routing-options] 

[edit routing -options] 

user@host# set rib inet.2 static route 0.0.0.0/0 discard 
user@host# set rib-groups pim-rg import-rib inet.2 
user@host# set rib-groups dvmrp-rg import-rib inet.2 
user@host# set rib-groups dvmrp-rg export-rib inet.2 


2. Configure DVMRP. 


[edit protocols] 

user@host# set dvmrp rib-group inet dvmrp-rg 
user@host# set dvmrp export dvmrp-export 

user@host# set dvmrp interface all mode unicast-routing 
user@host# set dvmrp interface fxpO disable 


3. Configure PIM so that PIM performs multicast data forwarding. 


[edit protocols] 
user@host# set pim rib-group inet pim-rg 
user@host# set pim interface all 


4. Configure the DVMRP routing policy. 


[edit policy-options policy-statement dvmrp-export term 10] 
user@host# set from protocol static 

user@host# set from route-filter 0.0.0.0/0 exact 
user@host# set then accept 


5. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show policy-options command, the show protocols command, 
and the show routing-options command from configuration mode. If the output does not display the 
intended configuration, repeat the instructions in this example to correct the configuration. 


user@host# show policy-options 
policy-statement dvmrp-export { 
term 10 { 
from { 
protocol static; 
route-filter 0.0.0.0/0 exact; 
} 


then accept; 


user@host# show protocols 
dvmrp { 
rib-group inet dvmrp-rg; 
export dvmrp-export; 
interface all { 
mode unicast-routing; 
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} 
interface fxp0.0 { 


disable; 


} 

pim { 
rib-group inet pim-rg; 
interface all; 


user@host# show routing-options 
rib inet.2 { 
static { 
route 0.0.0.0/0 discard; 


rib-groups { 
pim-rg { 
import-rib inet.2; 
} 
dvmrp-rg { 
export-rib inet.2; 
import-rib inet.2; 


Verification 


To verify the configuration, run the following commands: 


e show dvmrp interfaces 


e show pim statistics 


SEE ALSO 


Understanding DVMRP | 539 
Example: Configuring DVMRP | 541 
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Tracing DVMRP Protocol Traffic 


Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS Release 16.1. Although 
DVMRP commands continue to be available and configurable in the CLI, they are no longer visible and are 
scheduled for removal in a subsequent release. 


Tracing operations record detailed messages about the operation of routing protocols, such as the various 
types of routing protocol packets sent and received, and routing policy actions. You can specify which 
trace operations are logged by including specific tracing flags. The following table describes the flags that 
you can include. 


Flag Description 

all Trace all operations. 

general Trace general flow. 

graft Trace graft messages. 

neighbor Trace neighbor probe packets. 
normal Trace normal events. 

packets Trace all DVMRP packets. 

poison Trace poison-route-reverse packets. 
policy Trace policy processing. 

probe Trace probe packets. 

prune Trace prune messages. 

report Trace membership report messages. 
route Trace routing information. 

state Trace state transitions. 

task Trace task processing. 


timer Trace timer processing. 


In the following example, tracing is enabled for all routing protocol packets. Then tracing is narrowed to 
focus only on DVMRP packets of a particular type. To configure tracing operations for DVMRP: 


1. (Optional) Configure tracing at the routing options level to trace all protocol packets. 


[edit routing-options traceoptions] 
user@host# set file all-packets-trace 
user@host# set flag all 


2. Configure the filename for the DVMRP trace file. 


[edit protocols dvmrp traceoptions] 
user@host# set file dvmrp-trace 


3. (Optional) Configure the maximum number of trace files. 


[edit protocols dvmrp traceoptions] 
user@host# set file files 5 


4. (Optional) Configure the maximum size of each trace file. 


[edit protocols dvmrp traceoptions] 
user@host# set file size 1m 


5. (Optional) Enable unrestricted file access. 


[edit protocols dvmrp traceoptions] 
user@host# set file world-readable 


6. Configure tracing flags. Suppose you are troubleshooting issues with a particular DVMRP neighbor. 


The following example shows how to trace neighbor probe packets that match the neighbor’s IP address. 


[edit protocols dvmrp traceoptions] 
user@host# set flag neighbor | match 192.168.1.1 


7. View the trace file. 


user@host> file list /var/log 
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user@host> file show /var/log/dvmrp-trace 


SEE ALSO 


Understanding DVMRP | 539 
Tracing and Logging Junos OS Operations in the Junos OS Administration Library 


Release History Table 


Release Description 


16.1 Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS Release 16.1. 
Although DVMRP commands continue to be available and configurable in the CLI, they are no 
longer visible and are scheduled for removal in a subsequent release. 
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Configuring Draft-Rosen Multicast VPNs 
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| Draft-Rosen Multicast VPNs Overview 


The Junos OS provides two types of draft-rosen multicast VPNs: 


e Draft-rosen multicast VPNs with service provider tunnels operating in any-source multicast (ASM) mode 
(also referred to as rosen 6 Layer 3 VPN multicast)—Described in RFC 4364, BGP/MPLS IP Virtual Private 
Networks (VPNs) and based on Section 2 of the IETF Internet draft draft-rosen-vpn-mcast-06.txt, Multicast 
in MPLS/BGP VPNs (expired April 2004). 


e Draft-rosen multicast VPNs with service provider tunnels operating in source-specific multicast (SSM) 
mode (also referred to as rosen 7 Layer 3 VPN multicast)—Described in RFC 4364, BGP/MPLS IP Virtual 
Private Networks (VPNs) and based on the IETF Internet draft draft-rosen-vpn-mcast-07.txt, Multicast 
in MPLS/BGP IP VPNs. Draft-rosen multicast VPNs with service provider tunnels operating in SSM mode 
do not require that the provider (P) routers maintain any VPN-specific Protocol-Independent Multicast 
(PIM) information. 


NOTE: Draft-rosen multicast VPNs are not supported in a logical system environment even 
though the configuration statements can be configured under the logical-systems hierarchy. 
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In a draft-rosen Layer 3 multicast virtual private network (MVPN) configured with service provider tunnels, 
the VPN is multicast-enabled and configured to use the Protocol Independent Multicast (PIM) protocol 
within the VPN and within the service provider (SP) network. A multicast-enabled VPN routing and 
forwarding (VRF) instance corresponds to a multicast domain (MD), and a PE router attached to a particular 
VRF instance is said to belong to the corresponding MD. For each MD there is a default multicast distribution 
tree (MDT) through the SP backbone, which connects all of the PE routers belonging to that MD. Any PE 
router configured with a default MDT group address can be the multicast source of one default MDT. 


Draft-rosen MVPNs with service provider tunnels start by sending all multicast traffic over a default MDT, 
as described in section 2 of the IETF Internet draft draft-rosen-vpn-mcast-06.txt and section 7 of the IETF 
Internet draft draft-rosen-vpn-mcast-07.txt. This default mapping results in the delivery of packets to 
each provider edge (PE) router attached to the provider router even if the PE router has no receivers for 
the multicast group in that VPN. Each PE router processes the encapsulated VPN traffic even if the multicast 
packets are then discarded. 


RELATED DOCUMENTATION 


| Junos OS VPNs Library for Routing Devices 


Example: Configuring Any-Source Draft-Rosen 6 Multicast VPNs 
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@ Example: Configuring Any-Source Multicast for Draft-Rosen VPNs | 556 


@ Load Balancing Multicast Tunnel Interfaces Among Available PICs | 568 


Understanding Any-Source Multicast 


Any-source multicast (ASM) is the form of multicast in which you can have multiple senders on the same 
group, as opposed to source-specific multicast where a single particular source is specified. The original 
multicast specification, RFC 1112, supports both the ASM many-to-many model and the SSM one-to-many 
model. For ASM, the (S,G) source, group pair is instead specified as (*,G), meaning that the multicast group 
traffic can be provided by multiple sources. 


556 


An ASM network must be able to determine the locations of all sources for a particular multicast group 
whenever there are interested listeners, no matter where the sources might be located in the network. In 
ASM, the key function of source discovery is a required function of the network itself. 


In an environment where many sources come and go, such as for a video conferencing service, ASM is 
appropriate. Multicast source discovery appears to be an easy process, but in sparse mode it is not. In 
dense mode, it is simple enough to flood traffic to every router in the network so that every router learns 
the source address of the content for that multicast group. 


However, in PIM sparse mode, the flooding presents scalability and network resource use issues and is 
not a viable option. 


SEE ALSO 


Example: Configuring Source-Specific Multicast Groups with Any-Source Override | 399 
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Example: Configuring Any-Source Multicast for Draft-Rosen VPNs 
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Requirements | 556 
Overview | 557 
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Verification | 567 


This example shows how to configure an any-source multicast VPN (MVPN) using dual PIM configuration 
with a customer RP and provider RP and mapping the multicast routes from customer to provider (known 
as draft-rosen). The Junos OS complies with RFC 4364 and Internet draft draft-rosen-vpn-mcast-07.txt, 
Multicast in MPLS/BGP VPNs. 


Requirements 

Before you begin: 

e Configure the router interfaces. See the Junos OS Network Interfaces Library for Routing Devices. 

e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure the VPN. See the Junos OS VPNs Library for Routing Devices. 
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Configure the VPN import and VPN export policies. See Configuring Policies for the VRF Table on PE 
Routers in VPNs in the Junos OS VPNs Library for Routing Devices. 


Make sure that the routing devices support multicast tunnel (mt) interfaces for encapsulating and 
de-encapsulating data packets into tunnels. See “Tunnel Services PICs and Multicast” on page 288 and 
“Load Balancing Multicast Tunnel Interfaces Among Available PICs” on page 568. 


For multicast to work on draft-rosen Layer 3 VPNs, each of the following routers must have tunnel 
interfaces: 


e Each provider edge (PE) router. 
e Any provider (P) router acting as the RP. 


e Any customer edge (CE) router that is acting as a source's DR or as an RP. A receiver's designated 
router does not need a Tunnel Services PIC. 


Overview 


Draft-rosen multicast virtual private networks (MVPNs) can be configured to support service provider 


tunnels operating in any-source multicast (ASM) mode or source-specific multicast (SSM) mode. 


In this example, the term multicast Layer 3 VPNs is used to refer to draft-rosen MVPNs. 


This example includes the following settings. 


interface lo0.1—Configures an additional unit on the loopback interface of the PE router. For the lo0.1 
interface, assign an address from the VPN address space. Add the 1o0.1 interface to the following places 
in the configuration: 


e VRF routing instance 
e PIM in the VRF routing instance 


e IGP and BGP policies to advertise the interface in the VPN address space 


In multicast Layer 3 VPNs, the multicast PE routers must use the primary loopback address (or router 
ID) for sessions with their internal BGP peers. If the PE routers use a route reflector and the next hop 
is configured as self, Layer 3 multicast over VPN will not work, because PIM cannot transmit upstream 
interface information for multicast sources behind remote PEs into the network core. Multicast Layer 3 
VPNs require that the BGP next-hop address of the VPN route match the BGP next-hop address of the 
loopback VRF instance address. 


protocols pim interface—Configures the interfaces between each provider router and the PE routers. 
On all CE routers, include this statement on the interfaces facing toward the provider router acting as 
the RP. 


protocols pim mode sparse—Enables PIM sparse mode on the Io0 interface of all PE routers. You can 
either configure that specific interface or configure all interfaces with the interface all statement. On 
CE routers, you can configure sparse mode or sparse-dense mode. 
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e protocols pim rp local—On all routers acting as the RP, configure the address of the local loO interface. 
The P router acts as the RP router in this example. 


e protocols pim rp static—On all PE and CE routers, configure the address of the router acting as the RP. 


It is possible for a PE router to be configured as the VPN customer RP (C-RP) router. A PE router can 
also act as the DR. This type of PE configuration can simplify configuration of customer DRs and VPN 
C-RPs for multicast VPNs. This example does not discuss the use of the PE as the VPN C-RP. 


Figure 80 on page 558 shows multicast connectivity on the customer edge. In the figure, CE2 is the RP 
router. However, the RP router can be anywhere in the customer network. 


Figure 80: Multicast Connectivity on the CE Routers 
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e protocols pim version 2—Enables PIM version 2 on the loO interface of all PE routers and CE routers. 
You can either configure that specific interface or configure all interfaces with the interface all statement. 


e group-address—In a routing instance, configure multicast connectivity for the VPN on the PE routers. 
Configure a VPN group address on the interfaces facing toward the router acting as the RP. 


The PIM configuration in the VPN routing and forwarding (VRF) instance on the PE routers needs to 
match the master PIM instance on the CE router. Therefore, the PE router contains both a master PIM 
instance (to communicate with the provider core) and the VRF instance (to communicate with the CE 
routers). 


VRF instances that are part of the same VPN share the same VPN group address. For example, all PE 
routers containing multicast-enabled routing instance VPN-A share the same VPN group address 
configuration. In Figure 81 on page 558, the shared VPN group address configuration is 239.1.1.1. 


Figure 81: Multicast Connectivity for the VPN 
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e routing-instances instance-name protocols pim rib-group—Adds the routing group to the VPN's VRF 
instance. 


e routing-options rib-groups—Configures the multicast routing group. 


This example describes how to configure multicast in PIM sparse mode for a range of multicast addresses 
for VPN-A as shown in Figure 82 on page 559. 


Figure 82: Customer Edge and Service Provider Networks 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


PE1 


set interfaces loO unit 0 family inet address 192.168.27.13/32 primary 

set interfaces loO unit O family inet address 127.0.0.1/32 

set interfaces loO unit 1 family inet address 10.10.47.101/32 

set protocols pim rp static address 10.255.71.47 

set protocols pim interface fxp0.0 disable 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set routing-instances VPN-A instance-type vrf 

set routing-instances VPN-A interface t1-1/0/0:0.0 

set routing-instances VPN-A interface lo0.1 

set routing-instances VPN-A route-distinguisher 10.255.71.46:100 

set routing-instances VPN-A vrf-import VPNA-import 

set routing-instances VPN-A vrf-export VPNA-export 

set routing-instances VPN-A protocols ospf export bgp-to-ospf 

set routing-instances VPN-A protocols ospf area 0.0.0.0 interface t1-1/0/0:0.0 
set routing-instances VPN-A protocols ospf area 0.0.0.0 interface lo0.1 

set routing-instances VPN-A protocols pim rib-group inet VPNA-mcast-rib 
set routing-instances VPN-A protocols pim rp static address 10.255.245.91 
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set routing-instances VPN-A protocols pim interface t1-1/0/0:0.0 mode sparse 
set routing-instances VPN-A protocols pim interface t1-1/0/0:0.0 version 2 
set routing-instances VPN-A protocols pim interface lo0.1 mode sparse 

set routing-instances VPN-A protocols pim interface lo0.1 version 2 

set routing-instances VPN-A provider-tunnel pim-asm group-address 239.1.1.1 
set routing-instances VPN-A protocols pim mvpn 

set routing-options interface-routes rib-group inet VPNA-mcast-rib 

set routing-options rib-groups VPNA-mcast-rib export-rib VPN-A.inet.2 

set routing-options rib-groups VPNA-mcast-rib import-rib VPN-A.inet.2 


Step-by-Step Procedure 
The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure multicast for draft-rosen VPNs: 


1. Configure PIM on the P router. 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set dense-groups 224.0.1.39/32 
[edit protocols pim] 

user@host# set dense-groups 224.0.1.40/32 
[edit protocols pim] 

user@host# set rp local address 10.255.71.47 
[edit protocols pim] 

user@host# set interface all mode sparse 
[edit protocols pim] 

user@host# set interface all version 2 

[edit protocols pim] 

user@host# set interface fxp0.0 disable 


2. Configure PIM on the PE1 and PE2 routers. Specify a static RP—the P router (10.255.71.47). 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set rp static address 10.255.71.47 


[edit protocols pim] 
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user@host# set interface interface all mode sparse 
[edit protocols pim] 

user@host# set interface interface all version 2 
[edit protocols pim] 

user@host# set interface fxp0.0 disable 

[edit protocols pim] 

user@host# exit 


3. Configure PIM on CE1. Specify the RP address for the VPN RP—Router CE2 (10.255.245.91). 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set rp static address 10.255.245.91 
[edit protocols pim] 

user@host# set interface all mode sparse 
[edit protocols pim] 

user@host# set interface all version 2 
[edit protocols pim] 

user@host# set interface fxp0.0 disable 
[edit protocols pim] 

user@host# exit 


4. Configure PIM on CE2, which acts as the VPN RP. Specify CE2's address (10.255.245.91). 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set rp local address 10.255.245.91 
[edit protocols pim] 

user@host# set interface all mode sparse 
[edit protocols pim] 

user@host# set interface all version 2 
[edit protocols pim] 

user@host# set interface fxp0.0 disable 
[edit protocols pim] 

user@host# exit 


5. On PE1, configure the routing instance (VPN-A) for the Layer 3 VPN. 


[edit] 
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user@host# edit routing-instances VPN-A 
[edit routing-instances VPN-A] 
user@host# set instance-type vrf 

[edit routing-instances VPN-A] 
user@host# set interface t1-1/0/0:0.0 
[edit routing-instances VPN-A] 
user@host# set interface lo0.1 

[edit routing-instances VPN-A] 
user@host# set route-distinguisher 10.255.71.46:100 
[edit routing-instances VPN-A] 
user@host# set vrf-import VPNA-import 
[edit routing-instances VPN-A] 
user@host# set vrf-export VPNA-export 


6. On PE1, configure the IGP policy to advertise the interfaces in the VPN address space. 


[edit routing-instances VPN-A] 

user@host# set protocols ospf export bgp-to-ospf 

[edit routing-instances VPN-A] 

user@host# set protocols ospf area 0.0.0.0 interface t1-1/0/0:0.0 
[edit routing-instances VPN-A] 

user@host# set protocols ospf area 0.0.0.0 interface lo0.1 


7. On PE1, set the RP configuration for the VRF instance. The RP configuration within the VRF instance 
provides explicit knowledge of the RP address, so that the (*,G) state can be forwarded. 


[edit routing-instances VPN-A] 

user@host# set protocols pim mvpn 

[edit routing-instances VPN-A] 

user@host# set protocols provider-tunnel pim-asm group-address 239.1.1.1 
[edit routing-instances VPN-A] 

user@host# set protocols pim rp static address 10.255.245.91 
[edit routing-instances VPN-A] 

user@host# set protocols pim interface t1-1/0/0:0.0 mode sparse 
[edit routing-instances VPN-A] 

user@host# set protocols pim interface t1-1/0/0:0.0 version 2 
[edit routing-instances VPN-A] 

user@host# set protocols pim interface lo0.1 mode sparse 

[edit routing-instances VPN-A] 

user@host# set protocols pim interface lo0.1 version 2 

[edit routing-instances VPN-A] 

user@host# exit 
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8. On PE1, configure the loopback interfaces. 


[edit] 

user@host# edit interface loO 

[edit interface loO] 

user@host# set unit O family inet address 192.168.27.13/32 primary 
[edit interface loO] 

user@host# set unit O family inet address 127.0.0.1/32 

[edit interface loO] 

user@host# set unit 1 family inet address 10.10.47.101/32 

[edit interface loO] 

user@host# exit 


9. As you did for the PE1 router, configure the PE2 router. 


[edit] 

user@host# edit routing-instances VPN-A 

[edit routing-instances VPN-A] 

user@host# set instance-type vrf 

[edit routing-instances VPN-A] 

user@host# set interface t1-2/0/0:0.0 

[edit routing-instances VPN-A] 

user@host# set interface lo0.1 

[edit routing-instances VPN-A] 

user@host# set route-distinguisher 10.255.71.51:100 

[edit routing-instances VPN-A] 

user@host# set vrf-import VPNA-import 

[edit routing-instances VPN-A] 

user@host# set vrf-export VPNA-export 

[edit routing-instances VPN-A] 

user@host# set protocols ospf export bgp-to-ospf 

[edit routing-instances VPN-A] 

user@host# set protocols ospf area 0.0.0.0 interface t1-2/0/0:0.0 
[edit routing-instances VPN-A] 

user@host# set protocols ospf area 0.0.0.0 interface lo0.1 
[edit routing-instances VPN-A] 

user@host# set protocols pim rp static address 10.255.245.91 
[edit routing-instances VPN-A] 

user@host# set protocols pim mvpn 

[edit routing-instances VPN-A] 

user@host# set protocols pim interface t1-2/0/0:0.0 mode sparse 
[edit routing-instances VPN-A] 

user@host# set protocols pim interface lo0.1 mode sparse 
[edit routing-instances VPN-A] 
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user@host# set protocols pim interface lo0.1 version 2 

[edit routing-instances VPN-A] 

user@host# set provider-tunnel pim-asm group-address 239.1.1.1 
user@host# exit 

[edit] 

user@host# edit interface loO 

[edit interface loO] 

user@host# set unit O family inet address 192.168.27.14/32 primary 
[edit interface loO] 

user@host# set unit 0 family inet address 127.0.0.1/32 

[edit interface loO] 

user@host# set unit 1 family inet address 10.10.47.102/32 


10.When one of the PE routers is running Cisco Systems IOS software, you must configure the Juniper 
Networks PE router to support this multicast interoperability requirement. The Juniper Networks PE 
router must have the 100.0 interface in the master routing instance and the loO.1 interface assigned to 
the VPN routing instance. You must configure the lo0.1 interface with the same IP address that the 
100.0 interface uses for BGP peering in the provider core in the master routing instance. 


Configure the same IP address on the 1o0.0 and 100.1 loopback interfaces of the Juniper Networks PE 
router at the [edit interfaces loO] hierarchy level, and assign the address used for BGP peering in the 
provider core in the master routing instance. In this alternate example, unit O and unit 1 are configured 
for Cisco IOS interoperability. 


[edit interface loO] 

user@host# set unit O family inet address 192.168.27.14/32 primary 
[edit interface loO] 

user@host# set unit 0 family inet address 127.0.0.1/32 

[edit interface loO] 

user@host# set unit 1 family inet address 192.168.27.14/32 

[edit interface lo] 

user@host# exit 


11. Configure the multicast routing table group. This group accesses inet.2 when doing RPF checks. 
However, if you are using inet.0 for multicast RPF checks, this step will prevent your multicast 
configuration from working. 


[edit] 

user@host# edit routing-options 

[edit routing-options] 

user@host# set interface-routes rib-group inet VPNA-mcast-rib 
[edit routing-options] 
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user@host# set rib-groups VPNA-mcast-rib export-rib VPN-A.inet.2 
[edit routing-options] 

user@host# set rib-groups VPNA-mcast-rib import-rib VPN-A.inet.2 
[edit routing-options] 

user@host# exit 


12. Activate the multicast routing table group in the VPN's VRF instance. 


[edit] 

user@host# edit routing-instances VPN-A 

[edit routing-instances VPN-A] 

user@host# set protocols pim rib-group inet VPNA-mcast-rib 


13. If you are done configuring the device, commit the configuration. 


[edit routing-instances VPN-A] 
user@host# commit 


Results 


Confirm your configuration by entering the show interfaces, show protocols, show routing-instances, and 
show routing-options commands from configuration mode. If the output does not display the intended 
configuration, repeat the instructions in this example to correct the configuration. This output shows the 
configuration on PE1. 


user@host# show interfaces 
lo0 { 
unit O { 
family inet { 
address 192.168.27.13/32 { 
primary; 
} 
address 127.0.0.1/32; 


} 
unit 1 { 
family inet { 
address 10.10.47.101/32; 


user@host# show protocols 
pim { 
rp { 
static { 
address 10.255.71.47; 


} 

interface fxp0.0 { 
disable; 

} 

interface all { 
mode sparse; 
version 2; 


user@host# show routing-instances 
VPN-A { 
instance-type vrf; 
interface t1-1/0/0:0.0; 
interface 100.1; 
route-distinguisher 10.255.71.46:100; 
vrf-import VPNA-import; 
vrf-export VPNA-export; 
provider-tunnel { 
pim-asm { 
group-address 239.1.1.1; 


} 
protocols { 
ospf { 
export bgp-to-ospf; 
area 0.0.0.0 { 
interface t1-1/0/0:0.0; 
interface 100.1; 


} 
pim { 
mvpn; 
rib-group inet VPNA-mcast-rib; 
rp { 
static { 
address 10.255.245.91; 
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} 

interface t1-1/0/0:0.0 { 
mode sparse; 
version 2; 

} 

interface |o0.1 { 
mode sparse; 
version 2; 


user@host# show routing-options 
interface-routes { 
rib-group inet VPNA-mcast-rib; 
} 
rib-groups { 
VPNA-mcast-rib { 
export-rib VPN-A.inet.2; 
import-rib VPN-A.inet.2; 


Verification 


To verify the configuration, run the following commands: 


1. Display multicast tunnel information and the number of neighbors by using the show pim interfaces 


instance instance-name command from the PE1 or PE2 router. When issued from the PE1 router, the 


output display is: 


user@host> show pim interfaces instance VPN-A 


Instance: PIM.VPN-A 


Name Stat Mode 
LO). tL Up Sparse 
mel /1L/O0 > 32769 Up Sparse 
MEL / 1/0. LOSI SAG Up Sparse 
pe-1/1/0.32769 Up Sparse 
t1-—2/1/0:0.0 Up Sparse 


m (2 G mw Mm 


State Count DR address 


DR QO 10 10,47, 101 
DR dl 

2 DR 0 

P2P 0 

P2P i 


You can also display all PE tunnel interfaces by using the show pim join command from the provider 


router acting as the RP. 
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2. Display multicast tunnel interface information, DR information, and the PIM neighbor status between 
VRF instances on the PE1 and PE2 routers by using the show pim neighbors instance instance-name 
command from either PE router. When issued from the PE1 router, the output is as follows: 


user@host> show pim neighbors instance VPN-A 


Instance: PIM.VPN-A 


Interface IP V Mode Option Uptime Neighbor addr 

me=1/ 1/0), 32769 4 2 HPL 01:40:46 10.10.47.102 

icl=1/0/030.0 42 HPL Oisaibsai Wee 5 oe. LIS. 17s 
SEE ALSO 
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Load Balancing Multicast Tunnel Interfaces Among Available PICs 


When you configure multicast on draft-rosen Layer 3 VPNs, multicast tunnel interfaces are automatically 
generated to encapsulate and de-encapsulate control and data traffic. 


To generate multicast tunnel interfaces, a routing device must have one or more of the following 
tunnel-capable PICs: 


e Adaptive Services PIC 
e Multiservices PIC or Multiservices DPC 
e Tunnel Services PIC 


e On Mx Series routers, a PIC created with the tunnel-services statement at the [edit chassis fpc slot-number 
pic number] hierarchy level 


NOTE: A routing device is a router or an EX Series switch that is functioning as a router. 


If a routing device has multiple such PICs, it might be important in your implementation to load balance 
the tunnel interfaces across the available tunnel-capable PICs. 


The multicast tunnel interface that is used for encapsulation, mt-[xxxxx], is in the range from 32,768 
through 49,151. The interface mt-[yyyyy], used for de-encapsulation, is in the range from 1,081,344 
through 1,107,827. PIM runs only on the encapsulation interface. The de-encapsulation interface populates 
downstream interface information. For the default MDT, an instance’s de-encapsulation and encapsulation 
interfaces are always created on the same PIC. 


For each VPN, the PE routers build a multicast distribution tree within the service provider core network. 
After the tree is created, each PE router encapsulates all multicast traffic (data and control messages) from 
the attached VPN and sends the encapsulated traffic to the VPN group address. Because all the PE routers 
are members of the outgoing interface list in the multicast distribution tree for the VPN group address, 
they all receive the encapsulated traffic. When the PE routers receive the encapsulated traffic, they 
de-encapsulate the messages and send the data and control messages to the CE routers. 


If a routing device has multiple tunnel-capable PICs (for example, two Tunnel Services PICs), the routing 
device load balances the creation of tunnel interfaces among the available PICs. However, in some cases 
(for example, after a reboot), a single PIC might be selected for all of the tunnel interfaces. This causes one 
PIC to have a heavy load, while other available PICs are underutilized. To prevent this, you can manually 
configure load balancing. Thus, you can configure and distribute the load uniformly across the available 
PICs. 


The definition of a balanced state is determined by you and by the requirements of your Layer 3 VPN 
implementation. You might want all of the instances to be evenly distributed across the available PICs or 
across a configured list of PICs. You might want all of the encapsulation interfaces from all of the instances 
to be evenly distributed across the available PICs or across a configured list of PICs. If the bandwidth of 
each tunnel encapsulation interface is considered, you might choose a different distribution. You can design 
your load-balancing configuration based on each instance or on each routing device. 


NOTE: In a Layer 3 VPN, each of the following routing devices must have at least one 
tunnel-capable PIC: 


e Each provider edge (PE) router. 
e Any provider (P) router acting as the RP. 


e Any customer edge (CE) router that is acting as a source's DR or as an RP. A receiver's 
designated router does not need a tunnel-capable PIC. 


To configure load balancing: 


1. Onan M Series or T Series router or on an EX Series switch, install more than one tunnel-capable PIC. 
(In some implementations, only one PIC is required. Load balancing is based on the assumption that a 
routing device has more than one tunnel-capable PIC.) 


2. Onan MX Series router, configure more than one tunnel-capable PIC. 


[edit chassis fpc O] 
user@host# set pic O tunnel-services bandwidth 10g 
user@host# set pic 1 tunnel-services bandwidth 10g 
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3. Configure Layer 3 VPNs as described in “Example: Configuring Any-Source Multicast for Draft-Rosen 
VPNs” on page 556. 


[edit routing-instances vpn1] 

user@host# set provider-tunnel pim-asm group-address 234.1.1.1 
user@host# set protocols pim rp static address 10.255.72.48 
user@host# set protocols pim interface fe-1/0/0.0 

user@host# set protocols pim interface lo0.1 

user@host# set protocols pim mvpn 


4. For each VPN, specify a PIC list. 


[edit routing-instances vpn1 protocols pim] 
user@host# set tunnel-devices [ mt-1/1/0 mt-1/2/0 mt-2/0/0 ] 


The physical position of the PIC in the routing device determines the multicast tunnel interface name. 
For example, if you have an Adaptive Services PIC installed in FPC slot O and PIC slot O, the 
corresponding multicast tunnel interface name is mt-0/0/0. The same is true for Tunnel Services PICs, 
Multiservices PICs, and Multiservices DPCs. 


In the tunnel-devices statement, the order of the PIC list that you specify does not impact how the 
interfaces are allocated. An instance uses all of the listed PICs to create default encapsulation and 
de-encapsulation interfaces, and data MDT encapsulation interfaces. The instance uses a round-robin 
approach to distributing the tunnel interfaces (default and data MDT) across the PIC list (or across the 
available PICs, in the absence of a PIC list). 


For the first tunnel, the round-robin algorithm starts with the lowest-numbered PIC. The second tunnel 
is created on the next-lowest-numbered PIC, and so on, round and round. The selection algorithm 
works routing device-wide. The round robin does not restart at the lowest-numbered PIC for each new 
instance. This applies to both the default and data MDT tunnel interfaces. 


If one PIC in the list fails, new tunnel interfaces are created on the remaining PICs in the list using the 
round-robin algorithm. If all the PICs in the list go down, all tunnel interfaces are deleted and no new 
tunnel interfaces are created. If a PIC in the list comes up from the down state and the restored PIC is 
the only PIC that is up, the interfaces are reassigned to the restored PIC. If a PIC in the list comes up 
from the down state and other PICs are already up, an interface reassignment is not done. However, 
when a new tunnel interface needs to be created, the restored PIC is available for the selection process. 
If you include in the PIC list a PIC that is not installed on the routing device, the PIC is treated as if it 
is present but in the down state. 


To balance the interfaces among the instances, you can assign one PIC to each instance. For example, 
if you have vpn1-10 and you have three PICs—for example, mt-1/1/0, mt-1/2/0, mt-2/0/0—you can 
configure vpn1-4 to only use mt-1/1/0, vpn5-7 to use mt-1/2/0, and vpn8-10 to use mt-2/0/0. 


5. Commit the configuration. 
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user@host# commit 


When you commit a new PIC list configuration, all the multicast tunnel interfaces for the routing instance 
are deleted and re-created using the new PIC list. 


. If you reboot the routing device, some PICs come up faster than others. The difference can be minutes. 
Therefore, when the tunnel interfaces are created, the known PIC list might not be the same as when 
the routing device is fully rebooted. This causes the tunnel interfaces to be created on some but not 
all available and configured PICs. To remedy this situation, you can manually rebalance the PIC load. 


Check to determine if a load rebalance is necessary. 


user@host#> show interfaces terse | match mt- 








mel / 1 /C up up 

me=L/l/O) 3276s} wis) up inet 
me=—L/l/O,1LOGLS4aA qwys up inet 
Titel) 24/10 up up 

me—L/Z/O. 32769 ws up inet 
mt-1/2/0.32770 up up inet 
MALO S271 we up inet 


The output shows that mt-1/1/0 has only one tunnel encapsulation interface, while mt-1/2/0 has 
three tunnel encapsulation interfaces. In a case like this, you might decide to rebalance the interfaces. 
As stated previously, encapsulation interfaces are in the range from 32,768 through 49,151. In 
determining whether a rebalance is necessary, look at the encapsulation interfaces only, because the 
default MDT de-encapsulation interface always resides on the same PIC with the default MDT 
encapsulation interface. 


. (Optional) Rebalance the PIC load. 


user@host#> request pim multicast-tunnel rebalance instance vpn1 


This command re-creates and rebalances all tunnel interfaces for a specific instance. 


user@host#> request pim multicast-tunnel rebalance 


This command re-creates and rebalances all tunnel interfaces for all routing instances. 


. Verify that the PIC load is balanced. 


user@host#> show interfaces terse | match mt- 
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Tite l/l 0 up up 
mE—L/L/O.s27710 we up inet 
me—1/1L/O 32768 we up inet 
mMe—L/L/O LOBISs4Aa wy up inet 
MmE— 1/2 /C up up 

mef(A) .3276°) wis) up inet 
me=L/Z2/O 382770 wis up inet 








The output shows that mt-1/1/0 has two encapsulation interfaces, and mt-1/2/0 also has two 
encapsulation interfaces. 
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Example: Configuring Any-Source Multicast for Draft-Rosen VPNs | 556 


request pim multicast-tunnel rebalance | 1789 command in the CLI Explorer 


RELATED DOCUMENTATION 


| Example: Configuring Source-Specific Draft-Rosen 7 Multicast VPNs | 606 


Example: Configuring a Specific Tunnel for IPv4 Multicast VPN Traffic 
(Using Draft-Rosen MVPNs) 


IN THIS SECTION 


Requirements | 573 
Overview | 573 

PE Router Configuration | 574 
CE Device Configuration | 583 


Verification | 586 


This example shows how to configure different provider tunnels to carry IPv4 customer traffic in a multicast 
VPN network. 
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Requirements 


This example uses the following hardware and software components: 


e Four Juniper Networks devices: Two PE routers and two CE devices. 
e Junos OS Release 11.4 or later running on the PE routers. 


e The PE routers can be M Series Multiservice Edge Routers, MX Series Ethernet Services Routers, or T 
Series Core Routers. 


e The CE devices can be switches (such as EX Series Ethernet Switches), or they can be routers (such as 
M Series, MX Series, or T Series platforms). 


Overview 


A multicast tunnel is a mechanism to deliver control and data traffic across the provider core in a multicast 
VPN. Control and data packets are transmitted over the multicast distribution tree in the provider core. 
When a service provider carries both IPv4 and IPv6 traffic from a single customer, it is sometimes useful 
to separate the IPv4 and |Pvé6 traffic onto different multicast tunnels within the customer VRF routing 
instance. Putting customer IPv4 and IPv6 traffic on two different tunnels provides flexibility and control. 
For example, it helps the service provider to charge appropriately, to manage and measure traffic patterns, 
and to have an improved capability to make decisions when deploying new services. 


A draft-rosen 7 multicast VPN control plane is configured in this example. The control plane is configured 
to use source-specific multicast (SSM) mode. The provider tunnel is used for the draft-rosen 7 control 
traffic and IPv4 customer traffic. 


This example uses the following statements to configure the draft-rosen 7 control plane and specify IPv4 
traffic to be carried in the provider tunnel: 


e provider-tunnel pim-ssm family inet group-address 232.1.1.1 
e pim mvpn family inet autodiscovery inet-mdt 

e pim mvpn family inet6 disable 

e mvpn family inet autodiscovery-only intra-as inclusive 

e family inet-mdt signaling 

Note the following limitations: 


e Junos OS does not currently support IPv6 with draft-rosen 6 or draft-rosen 7. 


e Junos OS does not support more than two provider tunnels in a routing instance. For example, you 
cannot configure an RSVP-TE provider tunnel plus two MVPN provider tunnels. 


e Ina routing instance, you cannot configure both an any-source multicast (ASM) tunnel and an SSM 
tunnel. 
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Topology Diagram 
Figure 83 on page 574 shows the topology used in this example. 


Figure 83: Different Provider Tunnels for IPv4 Multicast VPN Traffic 


Source Receiver 
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PE Router Configuration 


IN THIS SECTION 


@ ~=Router PE1 | 576 
@ Results | 579 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Router PE1 


set interfaces so-0/0/3 unit O family inet address 10.111.10.1/30 

set interfaces so-0/0/3 unit O family mpls 

set interfaces fe-1/1/2 unit O family inet address 10.10.10.1/30 

set interfaces loO unit O family inet address 10.255.182.133/32 primary 

set interfaces loO unit 1 family inet address 10.10.47.100/32 

set routing-options router-id 10.255.182.133 

set routing-options route-distinguisher-id 10.255.182.133 

set routing-options autonomous-system 100 

set routing-instances VPN-A instance-type vrf 

set routing-instances VPN-A interface fe-1/1/2.0 

set routing-instances VPN-A interface lo0.1 

set routing-instances VPN-A provider-tunnel pim-ssm family inet group-address 232.1.1.1 

set routing-instances VPN-A provider-tunnel mdt threshold group 224.1.1.0/24 source 10.240.0.242/32 
rate 10 


575 


set routing-instances VPN-A provider-tunnel mdt tunnel-limit 20 

set routing-instances VPN-A provider-tunnel mdt group-range 232.1.1.3/32 

set routing-instances VPN-A vrf-target target:100:10 

set routing-instances VPN-A vrf-table-label 

set routing-instances VPN-A protocols ospf area 0.0.0.0 interface all 

set routing-instances VPN-A protocols ospf export bgp-to-ospf 

set routing-instances VPN-A protocols pim mvpn family inet autodiscovery inet-mdt 
set routing-instances VPN-A protocols pim mvpn family inet6 disable 

set routing-instances VPN-A protocols pim rp static address 10.255.182.144 

set routing-instances VPN-A protocols pim interface lo0.1 mode sparse-dense 

set routing-instances VPN-A protocols pim interface fe-1/1/2.0 mode sparse-dense 
set routing-instances VPN-A protocols mvpn family inet autodiscovery-only intra-as inclusive 
set protocols mpls interface all 

set protocols mpls interface fxp0.0 disable 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 10.255.182.133 

set protocols bgp group ibgp family inet-vpn unicast 

set protocols bgp group ibgp family inet-mdt signaling 

set protocols bgp group ibgp neighbor 10.255.182.142 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols Idp interface all 

set protocols pim rp local address 10.255.182.133 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set protocols pim interface fxp0.0 disable 

set policy-options policy-statement bgp-to-ospf from protocol bgp 

set policy-options policy-statement bgp-to-ospf then accept 


Router PE2 


set interfaces so-0/0/1 unit O family inet address 10.10.20.1/30 

set interfaces so-0/0/3 unit 0 family inet address 10.111.10.2/30 

set interfaces so-0/0/3 unit 0 family iso 

set interfaces so-0/0/3 unit 0 family mpls 

set interfaces loO unit O family inet address 10.255.182.142/32 primary 
set interfaces loO unit 1 family inet address 10.10.47.101/32 

set routing-options router-id 10.255.182.142 

set routing-options route-distinguisher-id 10.255.182.142 


576 


set routing-options autonomous-system 100 

set routing-instances VPN-A instance-type vrf 

set routing-instances VPN-A interface so-0/0/1.0 

set routing-instances VPN-A interface lo0.1 

set routing-instances VPN-A provider-tunnel pim-ssm family inet group-address 232.1.1.1 

set routing-instances VPN-A provider-tunnel mdt threshold group 224.1.1.0/24 source 10.240.0.242/32 
rate 10 

set routing-instances VPN-A provider-tunnel mdt tunnel-limit 20 

set routing-instances VPN-A provider-tunnel mdt group-range 232.1.1.3/32 

set routing-instances VPN-A vrf-target target:100:10 

set routing-instances VPN-A vrf-table-label 

set routing-instances VPN-A routing-options graceful-restart 

set routing-instances VPN-A protocols ospf area 0.0.0.0 interface all 

set routing-instances VPN-A protocols ospf export bgp-to-ospf 

set routing-instances VPN-A protocols pim mvpn family inet autodiscovery inet-mdt 

set routing-instances VPN-A protocols pim mvpn family inet6 disable 

set routing-instances VPN-A protocols pim rp static address 10.255.182.144 

set routing-instances VPN-A protocols pim interface lo0.1 mode sparse-dense 

set routing-instances VPN-A protocols pim interface so-0/0/1.0 mode sparse-dense 

set routing-instances VPN-A protocols mvpn family inet autodiscovery-only intra-as inclusive 

set protocols mpls interface all 

set protocols mpls interface fxp0.0 disable 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 10.255.182.142 

set protocols bgp group ibgp family inet-vpn unicast 

set protocols bgp group ibgp family inet-mdt signaling 

set protocols bgp group ibgp neighbor 10.255.182.133 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols Idp interface all 

set protocols pim rp static address 10.255.182.133 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set protocols pim interface fxp0.0 disable 

set policy-options policy-statement bgp-to-ospf from protocol bgp 

set policy-options policy-statement bgp-to-ospf then accept 


Router PE1 


Step-by-Step Procedure 
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The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see the CLI User Guide. 


To configure Router PE1: 
1. Configure the router interfaces, enabling IPv4 traffic. 
Also enable MPLS on the interface facing Router PE2. 


The lo0.1 interface is for the VPN-A routing instance. 


[edit interfaces] 

user@PE1# set so-0/0/3 unit 0 family inet address 10.111.10.1/30 
user@PE1# set so-0/0/3 unit 0 family mpls 

user@PE1# set fe-1/1/2 unit 0 family inet address 10.10.10.1/30 
user@PE1# set loO unit O family inet address 10.255.182.133/32 primary 
user@PE1# set loO unit 1 family inet address 10.10.47.100/32 


2. Configure a routing policy to export BGP routes from the routing table into OSPF. 


[edit policy-options policy-statement bgp-to-ospf] 
user@PE1# set from protocol bgp 
user@PE1# set then accept 


3. Configure the router ID, route distinguisher, and autonomous system number. 


[edit routing-options] 

user@PE1# set router-id 100.255.182.133 

user@PE1# set route-distinguisher-id 10.255.182.133 
user@PE1# set autonomous-system 100 


4. Configure the protocols that need to run in the main routing instance to enable MPLS, BGP, the IGP, 
VPNs, and PIM sparse mode. 


[edit protocols ] 

user@PE1# set mpls interface all 

user@PE1# set mpls interface fxp0.0 disable 

user@PE1# set bgp group ibgp type internal 

user@PE1# set bgp group ibgp local-address 10.255.182.133 
user@PE1# set bgp group ibgp family inet-vpn unicast 
user@PE1# set bgp group ibgp neighbor 10.255.182.142 
user@PE1# set ospf traffic-engineering 
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user@PE1# set ospf area 0.0.0.0 interface all 
user@PE1# set ospf area 0.0.0.0 interface fxp0.0 disable 
user@PE1# set Idp interface all 

user@PE1# set pim rp local address 10.255.182.133 
user@PE1# set pim interface all mode sparse 
user@PE1# set pim interface all version 2 

user@PE1# set pim interface fxp0.0 disable 


5. Create the customer VRF routing instance. 


[edit routing-instances VPN-A] 

user@PE1# set instance-type vrf 

user@PE1# set interface fe-1/1/2.0 

user@PE1# set interface lo0.1 

user@PE1# set vrf-target target:100:10 

user@PE1# set vrf-table-label 

user@PE1# set protocols ospf area 0.0.0.0 interface all 
user@PE1# set protocols ospf export bgp-to-ospf 

user@PE1# set protocols pim rp static address 10.255.182.144 
user@PE1# set protocols pim interface lo0.1 mode sparse-dense 
user@PE1# set protocols pim interface fe-1/1/2.0 mode sparse-dense 


6. Configure the draft-rosen 7 control plane, and specify IPv4 traffic to be carried in the provider tunnel. 


[edit routing-instances VPN-A] 

user@PE1# set provider-tunnel pim-ssm family inet group-address 232.1.1.1 
user@PE1# set protocols pim mvpn family inet autodiscovery inet-mdt 
user@PE1# set protocols pim mvpn family inet6 disable 

user@PE1# set protocols mvpn family inet autodiscovery-only intra-as inclusive 
[edit protocols bgp group ibgp] 

user@PE1# set family inet-mdt signaling 


7. (Optional) Configure a data MDT tunnel. 


[edit routing-instances VPN-A] 

user@PE1# set provider-tunnel mdt threshold group 224.1.1.0/24 source 10.240.0.242/32 rate 10 
user@PE1# set provider-tunnel mdt tunnel-limit 20 

user@PE1# set provider-tunnel mdt group-range 232.1.1.3/32 
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Results 


From configuration mode, confirm your configuration by entering the show interfaces, show policy-options, 
show protocols, show routing-instances, and show routing-options commands. If the output does not 
display the intended configuration, repeat the instructions in this example to correct the configuration. 


user@PE1# show interfaces 
loO { 
unit O { 
family inet { 
address 10.255.182.133/32 { 
primary; 


} 
unit 1 { 
family inet { 
address 10.10.47.100/32; 


} 
so-0/0/3 { 
unit O { 
family inet { 
address 10.111.10.1/30; 
} 


family mpls; 


} 
fe-1/1/2 { 
unit O { 
family inet { 
address 10.10.10.1/30; 


user@PE1# show policy-options 
policy-statement bgp-to-ospf { 
from protocol bgp; 
then accept; 
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user@PE1# show protocols 
mpls { 
ipv6-tunneling; 
interface all; 
interface fxp0.0 { 
disable; 


} 
bgp { 
group ibgp { 
type internal; 
local-address 10.255.182.133; 
family inet-vpn { 
unicast; 
} 
family inet-mdt { 
signaling; 
} 
neighbor 10.255.182.142; 


} 
ospf { 
traffic-engineering; 
area 0.0.0.0 { 
interface all; 
interface fxp0.0 { 
disable; 


} 
Idp { 

interface all; 
} 
pim { 

rp { 

local { 
address 10.255.182.133; 


} 

interface all { 
mode sparse; 
version 2; 

} 

interface fxp0.0 { 


disable; 


user@PE1# show routing-instances 
VPN-A { 
instance-type vrf; 
interface fe-1/1/2.0,; 
interface 100.1; 
provider-tunnel { 
pim-ssm { 
family { 
inet { 
group-address 232.1.1.1; 


} 
madt { 
threshold { 
group 224.1.1.0/24 { 
source 10.240.0.242/32 { 
rate 10; 


} 


tunnel-limit 20; 
group-range 232.1.1.3/32; 


} 
vrf-target target: 100:10; 
vrf-table-label; 
protocols { 
ospf { 
export bgp-to-ospf; 
area 0.0.0.0 { 
interface all; 


} 
pim { 
mvpn { 
family { 
inet { 
autodiscovery { 
inet-mdt; 
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} 
ineté { 
disable; 


} 
rp { 
static { 
address 10.255.182.144; 


} 
interface 100.1 { 
mode sparse-dense; 
} 
interface fe-1/1/2.0 { 
mode sparse-dense; 


} 
mvpn { 
family { 
inet { 
autodiscovery-only { 
intra-as { 


inclusive; 


user@PE1# show routing-options 
route-distinguisher-id 10.255.182.133; 
autonomous-system 100; 

router-id 10.255.182.133; 


If you are done configuring the router, enter commit from configuration mode. 


Repeat the procedure for Router PE2, using the appropriate interface names and IP addresses. 
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CE Device Configuration 


IN THIS SECTION 


@ Device CE1 | 584 
@ Results | 584 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Device CE1 


set interfaces fe-0/1/0 unit O family inet address 10.10.10.2/30 

set interfaces loO unit O family inet address 10.255.182.144/32 primary 
set routing-options router-id 10.255.182.144 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols pim rp local address 10.255.182.144 

set protocols pim interface all mode sparse-dense 

set protocols pim interface fxp0.0 disable 


Device CE2 


set interfaces so-0/0/1 unit 0 family inet address 10.10.20.2/30 

set interfaces loO unit O family inet address 127.0.0.1/32 

set interfaces loO unit O family inet address 10.255.182.140/32 primary 
set routing-options router-id 10.255.182.140 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols pim rp static address 10.255.182.144 

set protocols pim interface all mode sparse-dense 

set protocols pim interface fxp0.0 disable 
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Device CE1 


Step-by-Step Procedure 


To configure Device CE1: 


1. Configure the router interfaces, enabling IPv4 and IPvé6 traffic. 


[edit interfaces] 
user@CE1# set fe-0/1/0 unit 0 family inet address 10.10.10.2/30 
user@CE1# set loO unit O family inet address 10.255.182.144/32 primary 


2. Configure the router ID. 


[edit routing-options] 
user@CE1# set router-id 10.255.182.144 


3. Configure the protocols that need to run on the CE device to enable OSPF (for IPv4) and PIM 
sparse-dense mode. 


[edit protocols] 

user@CE1# set ospf area 0.0.0.0 interface all 
user@CE1# set ospf area 0.0.0.0 interface fxp0.0 disable 
user@CE1# set pim rp local address 10.255.182.144 
user@CE1# set pim interface all mode sparse-dense 
user@CE1# set pim interface fxp0.0 disable 


Results 


From configuration mode, confirm your configuration by entering the show interfaces, show protocols, 
and show routing-options commands. If the output does not display the intended configuration, repeat 
the configuration instructions in this example to correct it. 


user@CE1# show interfaces 
fe-0/1/0 { 
unit O { 
family inet { 
address 10.10.10.2/30; 


loO { 


unit O { 
family inet { 
address 10.255.182.144/32 { 
primary; 


user@CE1# show protocols 
ospf { 
area 0.0.0.0 { 
interface all; 
interface fxp0.0 { 
disable; 


} 
pim { 
rp { 
local { 
address 10.255.182.144; 


} 
interface all { 
mode sparse-dense; 
} 
interface fxp0.0 { 
disable; 


user@CE1# show routing-options 
router-id 10.255.182.144; 


If you are done configuring the router, enter commit from configuration mode. 


Repeat the procedure for Device CE2, using the appropriate interface names and IP addresses. 
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Verification 


IN THIS SECTION 


Confirm that the configuration is working properly. 


Verifying Tunnel Encapsulation 


Purpose 


Verify that PIM multicast tunnel (mt) encapsulation and deencapsulation interfaces come up. 


Action 





user@PE1> 


instance : 


Name 


address 


show pim interfaces instance VPN-A 


PRMEVENSA 


tefl /2 © 


10,10, 10 5 


Aol0), W 


ALO) 5 AO). AY 


1si.2304 


mt-0/3/0. 
miei 2/0 
miei / 2/0) 
pe-0/3/0. 


Meaning 


The multicast tunnel interface that is used for encapsulation, mt-[xxxxx], is in the range from 32,768 
through 49,151. The interface mt-[yyyyy], used for de-encapsulation, is in the range from 1,081,344 


100 


32 IOS) 
1081344 
32768 
S70 





Checking Routes | 587 


Verifying PIM Neighbors | 587 


Verifying MDT Tunnels | 588 


Stat Mode 

Up Sparse 
Up Sparse 
Up Sparse 
Up Sparse 
Up Sparse 
Up Sparse 
Up Sparse 


Verifying Tunnel Encapsulation | 586 


Dense 


Dense 


Dense 


Dense 


Dense 





Dense 


4 


PP PB PB DB 


Ow NY NY NY 


Verifying the Provider Tunnel and Control Plane | 587 


State NbrCnt JoinCnt (sg) 


NotDR 


DR 


BAe) 
BAe 
22) 
22 





22) 





je ee) ee ee We oe 





So > SS 24S 2 


JoinCnt (*g) 


Ja oa Cc oS 
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through 1,107,827. PIM runs only on the encapsulation interface. The de-encapsulation interface populates 
downstream interface information. 


Verifying PIM Neighbors 


Purpose 


Verify that PIM neighborship is established over the multicast tunnel interface. 


Action 


user@PE1> show pim neighbors instance VPN-A 





Instance: PIM.VPN-A 


B = Bidirectional Capable, G 


H 


IP 
Interface 


teHIL/il/ 2 
Titel 027/ Olea /O8 


Meaning 


Hello Option Holdtime, L = 
Hello Option DR Priority, 


IP V Mode 
A 2 
Ae 


= Generation Identifier, 
Hello Option LAN Prune Delay, 


T = Wieeveleiine, sa01€ 


Option Uptime Neighbor addr 
HPLGT OOS29S35 10,10,10.,2 
HPLGT OOg¢28ss2 10,1047, 101 








When the neighbor address is listed and the uptime is incrementing, it means that PIM neighborship is 
established over the multicast tunnel interface. 


Verifying the Provider Tunnel and Control Plane 


Purpose 


Confirm that the provider tunnel and control-plane protocols are correct. 


Action 


user@PE1> show pim mvpn 





Instance 


PIM.VPN-A 


Meaning 


Family 


IN 





ET 


VPN-Group Mode Tunnel 
QS) 5 Al AL g Al PIM-MVPN PIM—=SSM 


For draft-rosen, the MVPN mode appears in the output as PIM-MVPN. 


Checking Routes 


Purpose 


Verify that traffic flows as expected. 


Action 


user@R1> show multicast route extensive instance VPN-A 





Family: INET 


EGeouiog 224 iL, dl. ib 


SOUBRCe mon AA OmOmaAziiSe 
Upstream interface: fe-1/1/2.0 





Downstream interface list: 
MEL) 2/0. SAV 
Session description: NOB Cross media facilities 
SEAELSCLESs 22 ikisjos, LOOl jos, 698320 jpackecs 
Next-hop ID: 1048581 
Upstream protocol: PIM 
Route state: Active 
Forwarding state: Forwarding 


Cache lifetime/timeout: 360 seconds 





Wrong incoming interface notifications: 0 


Meaning 


For draft-rosen, the upstream protocol appears in the output as PIM. 


Verifying MDT Tunnels 


Purpose 
Verify that both default and data MDT tunnels are correct. 


Action 


user@PE1> show pim mdt instance VPN-A 





Instance: PIM.VPN-A 





[Tunnel direction: Outgoing 


Tunnel mode: PIM-SSM 


Default group address: 232.1.1.1 
Default source address: 10.255.182.133 


Default tunnel interfac 


me /A2/O.S2769) 








Default tunnel source: 0.0.0.0 


C-group address 
224. 





C-source address 
10.240.0.242 


P-group address 


oid B34 6 lo dod 


Data tunnel interface 
me—0)/ 3/0. 327 1 
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Instance: PIM.VPN-A 


Tunnel direction: Incoming 





Tunnel mode: PIM-SSM 

Default group address: 232.1.1.1 

Default source address: 10.255.182.142 
Default tunnel interface: mt-1/2/0.1081345 








Default tunnel source: 0.0.0.0 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


| Example: Configuring Any-Source Draft-Rosen 6 Multicast VPNs 


IN THIS SECTION 


@ Understanding Any-Source Multicast | 589 
@ Example: Configuring Any-Source Multicast for Draft-Rosen VPNs | 590 


@ Load Balancing Multicast Tunnel Interfaces Among Available PICs | 602 


Understanding Any-Source Multicast 


Any-source multicast (ASM) is the form of multicast in which you can have multiple senders on the same 
group, as opposed to source-specific multicast where a single particular source is specified. The original 
multicast specification, RFC 1112, supports both the ASM many-to-many model and the SSM one-to-many 
model. For ASM, the (S,G) source, group pair is instead specified as (*,G), meaning that the multicast group 
traffic can be provided by multiple sources. 


An ASM network must be able to determine the locations of all sources for a particular multicast group 
whenever there are interested listeners, no matter where the sources might be located in the network. In 
ASM, the key function of source discovery is a required function of the network itself. 
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In an environment where many sources come and go, such as for a video conferencing service, ASM is 
appropriate. Multicast source discovery appears to be an easy process, but in sparse mode it is not. In 
dense mode, it is simple enough to flood traffic to every router in the network so that every router learns 
the source address of the content for that multicast group. 


However, in PIM sparse mode, the flooding presents scalability and network resource use issues and is 
not a viable option. 


SEE ALSO 


Example: Configuring Source-Specific Multicast Groups with Any-Source Override | 399 
Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 
Example: Configuring Any-Source Multicast for Draft-Rosen VPNs | 556 


Example: Configuring Any-Source Multicast for Draft-Rosen VPNs 


IN THIS SECTION 


Requirements | 590 
Overview | 591 
Configuration | 593 


Verification | 601 


This example shows how to configure an any-source multicast VPN (MVPN) using dual PIM configuration 
with a customer RP and provider RP and mapping the multicast routes from customer to provider (known 
as draft-rosen). The Junos OS complies with RFC 4364 and Internet draft draft-rosen-vpn-mcast-07.txt, 
Multicast in MPLS/BGP VPNs. 


Requirements 

Before you begin: 

e Configure the router interfaces. See the Junos OS Network Interfaces Library for Routing Devices. 

e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure the VPN. See the Junos OS VPNs Library for Routing Devices. 
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Configure the VPN import and VPN export policies. See Configuring Policies for the VRF Table on PE 
Routers in VPNs in the Junos OS VPNs Library for Routing Devices. 


Make sure that the routing devices support multicast tunnel (mt) interfaces for encapsulating and 
de-encapsulating data packets into tunnels. See “Tunnel Services PICs and Multicast” on page 288 and 
“Load Balancing Multicast Tunnel Interfaces Among Available PICs” on page 568. 


For multicast to work on draft-rosen Layer 3 VPNs, each of the following routers must have tunnel 
interfaces: 


e Each provider edge (PE) router. 
e Any provider (P) router acting as the RP. 


e Any customer edge (CE) router that is acting as a source's DR or as an RP. A receiver's designated 
router does not need a Tunnel Services PIC. 


Overview 


Draft-rosen multicast virtual private networks (MVPNs) can be configured to support service provider 


tunnels operating in any-source multicast (ASM) mode or source-specific multicast (SSM) mode. 


In this example, the term multicast Layer 3 VPNs is used to refer to draft-rosen MVPNs. 


This example includes the following settings. 


interface lo0.1—Configures an additional unit on the loopback interface of the PE router. For the lo0.1 
interface, assign an address from the VPN address space. Add the 1o0.1 interface to the following places 
in the configuration: 


e VRF routing instance 
e PIM in the VRF routing instance 


e IGP and BGP policies to advertise the interface in the VPN address space 


In multicast Layer 3 VPNs, the multicast PE routers must use the primary loopback address (or router 
ID) for sessions with their internal BGP peers. If the PE routers use a route reflector and the next hop 
is configured as self, Layer 3 multicast over VPN will not work, because PIM cannot transmit upstream 
interface information for multicast sources behind remote PEs into the network core. Multicast Layer 3 
VPNs require that the BGP next-hop address of the VPN route match the BGP next-hop address of the 
loopback VRF instance address. 


protocols pim interface—Configures the interfaces between each provider router and the PE routers. 
On all CE routers, include this statement on the interfaces facing toward the provider router acting as 
the RP. 


protocols pim mode sparse—Enables PIM sparse mode on the Io0 interface of all PE routers. You can 
either configure that specific interface or configure all interfaces with the interface all statement. On 
CE routers, you can configure sparse mode or sparse-dense mode. 
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e protocols pim rp local—On all routers acting as the RP, configure the address of the local loO interface. 
The P router acts as the RP router in this example. 


e protocols pim rp static—On all PE and CE routers, configure the address of the router acting as the RP. 


It is possible for a PE router to be configured as the VPN customer RP (C-RP) router. A PE router can 
also act as the DR. This type of PE configuration can simplify configuration of customer DRs and VPN 
C-RPs for multicast VPNs. This example does not discuss the use of the PE as the VPN C-RP. 


Figure 80 on page 558 shows multicast connectivity on the customer edge. In the figure, CE2 is the RP 
router. However, the RP router can be anywhere in the customer network. 


Figure 84: Multicast Connectivity on the CE Routers 
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e protocols pim version 2—Enables PIM version 2 on the loO interface of all PE routers and CE routers. 
You can either configure that specific interface or configure all interfaces with the interface all statement. 


e group-address—In a routing instance, configure multicast connectivity for the VPN on the PE routers. 
Configure a VPN group address on the interfaces facing toward the router acting as the RP. 


The PIM configuration in the VPN routing and forwarding (VRF) instance on the PE routers needs to 
match the master PIM instance on the CE router. Therefore, the PE router contains both a master PIM 
instance (to communicate with the provider core) and the VRF instance (to communicate with the CE 
routers). 


VRF instances that are part of the same VPN share the same VPN group address. For example, all PE 
routers containing multicast-enabled routing instance VPN-A share the same VPN group address 
configuration. In Figure 81 on page 558, the shared VPN group address configuration is 239.1.1.1. 


Figure 85: Multicast Connectivity for the VPN 
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e routing-instances instance-name protocols pim rib-group—Adds the routing group to the VPN's VRF 
instance. 


e routing-options rib-groups—Configures the multicast routing group. 


This example describes how to configure multicast in PIM sparse mode for a range of multicast addresses 
for VPN-A as shown in Figure 82 on page 559. 


Figure 86: Customer Edge and Service Provider Networks 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


PE1 


set interfaces loO unit 0 family inet address 192.168.27.13/32 primary 

set interfaces loO unit O family inet address 127.0.0.1/32 

set interfaces loO unit 1 family inet address 10.10.47.101/32 

set protocols pim rp static address 10.255.71.47 

set protocols pim interface fxp0.0 disable 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set routing-instances VPN-A instance-type vrf 

set routing-instances VPN-A interface t1-1/0/0:0.0 

set routing-instances VPN-A interface lo0.1 

set routing-instances VPN-A route-distinguisher 10.255.71.46:100 

set routing-instances VPN-A vrf-import VPNA-import 

set routing-instances VPN-A vrf-export VPNA-export 

set routing-instances VPN-A protocols ospf export bgp-to-ospf 

set routing-instances VPN-A protocols ospf area 0.0.0.0 interface t1-1/0/0:0.0 
set routing-instances VPN-A protocols ospf area 0.0.0.0 interface lo0.1 

set routing-instances VPN-A protocols pim rib-group inet VPNA-mcast-rib 
set routing-instances VPN-A protocols pim rp static address 10.255.245.91 
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set routing-instances VPN-A protocols pim interface t1-1/0/0:0.0 mode sparse 
set routing-instances VPN-A protocols pim interface t1-1/0/0:0.0 version 2 
set routing-instances VPN-A protocols pim interface lo0.1 mode sparse 

set routing-instances VPN-A protocols pim interface lo0.1 version 2 

set routing-instances VPN-A provider-tunnel pim-asm group-address 239.1.1.1 
set routing-instances VPN-A protocols pim mvpn 

set routing-options interface-routes rib-group inet VPNA-mcast-rib 

set routing-options rib-groups VPNA-mcast-rib export-rib VPN-A.inet.2 

set routing-options rib-groups VPNA-mcast-rib import-rib VPN-A.inet.2 


Step-by-Step Procedure 
The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure multicast for draft-rosen VPNs: 


1. Configure PIM on the P router. 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set dense-groups 224.0.1.39/32 
[edit protocols pim] 

user@host# set dense-groups 224.0.1.40/32 
[edit protocols pim] 

user@host# set rp local address 10.255.71.47 
[edit protocols pim] 

user@host# set interface all mode sparse 
[edit protocols pim] 

user@host# set interface all version 2 

[edit protocols pim] 

user@host# set interface fxp0.0 disable 


2. Configure PIM on the PE1 and PE2 routers. Specify a static RP—the P router (10.255.71.47). 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set rp static address 10.255.71.47 


[edit protocols pim] 
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user@host# set interface interface all mode sparse 
[edit protocols pim] 

user@host# set interface interface all version 2 
[edit protocols pim] 

user@host# set interface fxp0.0 disable 

[edit protocols pim] 

user@host# exit 


3. Configure PIM on CE1. Specify the RP address for the VPN RP—Router CE2 (10.255.245.91). 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set rp static address 10.255.245.91 
[edit protocols pim] 

user@host# set interface all mode sparse 
[edit protocols pim] 

user@host# set interface all version 2 
[edit protocols pim] 

user@host# set interface fxp0.0 disable 
[edit protocols pim] 

user@host# exit 


4. Configure PIM on CE2, which acts as the VPN RP. Specify CE2's address (10.255.245.91). 


[edit] 

user@host# edit protocols pim 

[edit protocols pim] 

user@host# set rp local address 10.255.245.91 
[edit protocols pim] 

user@host# set interface all mode sparse 
[edit protocols pim] 

user@host# set interface all version 2 
[edit protocols pim] 

user@host# set interface fxp0.0 disable 
[edit protocols pim] 

user@host# exit 


5. On PE1, configure the routing instance (VPN-A) for the Layer 3 VPN. 


[edit] 
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user@host# edit routing-instances VPN-A 
[edit routing-instances VPN-A] 
user@host# set instance-type vrf 

[edit routing-instances VPN-A] 
user@host# set interface t1-1/0/0:0.0 
[edit routing-instances VPN-A] 
user@host# set interface lo0.1 

[edit routing-instances VPN-A] 
user@host# set route-distinguisher 10.255.71.46:100 
[edit routing-instances VPN-A] 
user@host# set vrf-import VPNA-import 
[edit routing-instances VPN-A] 
user@host# set vrf-export VPNA-export 


6. On PE1, configure the IGP policy to advertise the interfaces in the VPN address space. 


[edit routing-instances VPN-A] 

user@host# set protocols ospf export bgp-to-ospf 

[edit routing-instances VPN-A] 

user@host# set protocols ospf area 0.0.0.0 interface t1-1/0/0:0.0 
[edit routing-instances VPN-A] 

user@host# set protocols ospf area 0.0.0.0 interface lo0.1 


7. On PE1, set the RP configuration for the VRF instance. The RP configuration within the VRF instance 
provides explicit knowledge of the RP address, so that the (*,G) state can be forwarded. 


[edit routing-instances VPN-A] 

user@host# set protocols pim mvpn 

[edit routing-instances VPN-A] 

user@host# set protocols provider-tunnel pim-asm group-address 239.1.1.1 
[edit routing-instances VPN-A] 

user@host# set protocols pim rp static address 10.255.245.91 
[edit routing-instances VPN-A] 

user@host# set protocols pim interface t1-1/0/0:0.0 mode sparse 
[edit routing-instances VPN-A] 

user@host# set protocols pim interface t1-1/0/0:0.0 version 2 
[edit routing-instances VPN-A] 

user@host# set protocols pim interface lo0.1 mode sparse 

[edit routing-instances VPN-A] 

user@host# set protocols pim interface lo0.1 version 2 

[edit routing-instances VPN-A] 

user@host# exit 
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8. On PE1, configure the loopback interfaces. 


[edit] 

user@host# edit interface loO 

[edit interface loO] 

user@host# set unit O family inet address 192.168.27.13/32 primary 
[edit interface loO] 

user@host# set unit O family inet address 127.0.0.1/32 

[edit interface loO] 

user@host# set unit 1 family inet address 10.10.47.101/32 

[edit interface loO] 

user@host# exit 


9. As you did for the PE1 router, configure the PE2 router. 


[edit] 

user@host# edit routing-instances VPN-A 

[edit routing-instances VPN-A] 

user@host# set instance-type vrf 

[edit routing-instances VPN-A] 

user@host# set interface t1-2/0/0:0.0 

[edit routing-instances VPN-A] 

user@host# set interface lo0.1 

[edit routing-instances VPN-A] 

user@host# set route-distinguisher 10.255.71.51:100 

[edit routing-instances VPN-A] 

user@host# set vrf-import VPNA-import 

[edit routing-instances VPN-A] 

user@host# set vrf-export VPNA-export 

[edit routing-instances VPN-A] 

user@host# set protocols ospf export bgp-to-ospf 

[edit routing-instances VPN-A] 

user@host# set protocols ospf area 0.0.0.0 interface t1-2/0/0:0.0 
[edit routing-instances VPN-A] 

user@host# set protocols ospf area 0.0.0.0 interface lo0.1 
[edit routing-instances VPN-A] 

user@host# set protocols pim rp static address 10.255.245.91 
[edit routing-instances VPN-A] 

user@host# set protocols pim mvpn 

[edit routing-instances VPN-A] 

user@host# set protocols pim interface t1-2/0/0:0.0 mode sparse 
[edit routing-instances VPN-A] 

user@host# set protocols pim interface lo0.1 mode sparse 
[edit routing-instances VPN-A] 
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user@host# set protocols pim interface lo0.1 version 2 

[edit routing-instances VPN-A] 

user@host# set provider-tunnel pim-asm group-address 239.1.1.1 
user@host# exit 

[edit] 

user@host# edit interface loO 

[edit interface loO] 

user@host# set unit O family inet address 192.168.27.14/32 primary 
[edit interface loO] 

user@host# set unit 0 family inet address 127.0.0.1/32 

[edit interface loO] 

user@host# set unit 1 family inet address 10.10.47.102/32 


10.When one of the PE routers is running Cisco Systems IOS software, you must configure the Juniper 
Networks PE router to support this multicast interoperability requirement. The Juniper Networks PE 
router must have the 100.0 interface in the master routing instance and the loO.1 interface assigned to 
the VPN routing instance. You must configure the lo0.1 interface with the same IP address that the 
100.0 interface uses for BGP peering in the provider core in the master routing instance. 


Configure the same IP address on the 1o0.0 and 100.1 loopback interfaces of the Juniper Networks PE 
router at the [edit interfaces loO] hierarchy level, and assign the address used for BGP peering in the 
provider core in the master routing instance. In this alternate example, unit O and unit 1 are configured 
for Cisco IOS interoperability. 


[edit interface loO] 

user@host# set unit O family inet address 192.168.27.14/32 primary 
[edit interface loO] 

user@host# set unit 0 family inet address 127.0.0.1/32 

[edit interface loO] 

user@host# set unit 1 family inet address 192.168.27.14/32 

[edit interface lo] 

user@host# exit 


11. Configure the multicast routing table group. This group accesses inet.2 when doing RPF checks. 
However, if you are using inet.0 for multicast RPF checks, this step will prevent your multicast 
configuration from working. 


[edit] 

user@host# edit routing-options 

[edit routing-options] 

user@host# set interface-routes rib-group inet VPNA-mcast-rib 
[edit routing-options] 
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user@host# set rib-groups VPNA-mcast-rib export-rib VPN-A.inet.2 
[edit routing-options] 

user@host# set rib-groups VPNA-mcast-rib import-rib VPN-A.inet.2 
[edit routing-options] 

user@host# exit 


12. Activate the multicast routing table group in the VPN's VRF instance. 


[edit] 

user@host# edit routing-instances VPN-A 

[edit routing-instances VPN-A] 

user@host# set protocols pim rib-group inet VPNA-mcast-rib 


13. If you are done configuring the device, commit the configuration. 


[edit routing-instances VPN-A] 
user@host# commit 


Results 


Confirm your configuration by entering the show interfaces, show protocols, show routing-instances, and 
show routing-options commands from configuration mode. If the output does not display the intended 
configuration, repeat the instructions in this example to correct the configuration. This output shows the 
configuration on PE1. 


user@host# show interfaces 
lo0 { 
unit O { 
family inet { 
address 192.168.27.13/32 { 
primary; 
} 
address 127.0.0.1/32; 


} 
unit 1 { 
family inet { 
address 10.10.47.101/32; 


user@host# show protocols 
pim { 
rp { 
static { 
address 10.255.71.47; 


} 

interface fxp0.0 { 
disable; 

} 

interface all { 
mode sparse; 
version 2; 


user@host# show routing-instances 
VPN-A { 
instance-type vrf; 
interface t1-1/0/0:0.0; 
interface 100.1; 
route-distinguisher 10.255.71.46:100; 
vrf-import VPNA-import; 
vrf-export VPNA-export; 
provider-tunnel { 
pim-asm { 
group-address 239.1.1.1; 


} 
protocols { 
ospf { 
export bgp-to-ospf; 
area 0.0.0.0 { 
interface t1-1/0/0:0.0; 
interface 100.1; 


} 
pim { 
mvpn; 
rib-group inet VPNA-mcast-rib; 
rp { 
static { 
address 10.255.245.91; 
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} 

interface t1-1/0/0:0.0 { 
mode sparse; 
version 2; 

} 

interface |o0.1 { 
mode sparse; 
version 2; 


user@host# show routing-options 
interface-routes { 
rib-group inet VPNA-mcast-rib; 
} 
rib-groups { 
VPNA-mcast-rib { 
export-rib VPN-A.inet.2; 
import-rib VPN-A.inet.2; 


Verification 


To verify the configuration, run the following commands: 


1. Display multicast tunnel information and the number of neighbors by using the show pim interfaces 


instance instance-name command from the PE1 or PE2 router. When issued from the PE1 router, the 


output display is: 


user@host> show pim interfaces instance VPN-A 


Instance: PIM.VPN-A 


Name Stat Mode 
LO). tL Up Sparse 
mel /1L/O0 > 32769 Up Sparse 
MEL / 1/0. LOSI SAG Up Sparse 
pe-1/1/0.32769 Up Sparse 
t1-—2/1/0:0.0 Up Sparse 


m (2 G mw Mm 


State Count DR address 


DR QO 10 10,47, 101 
DR dl 

2 DR 0 

P2P 0 

P2P i 


You can also display all PE tunnel interfaces by using the show pim join command from the provider 


router acting as the RP. 
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2. Display multicast tunnel interface information, DR information, and the PIM neighbor status between 
VRF instances on the PE1 and PE2 routers by using the show pim neighbors instance instance-name 
command from either PE router. When issued from the PE1 router, the output is as follows: 


user@host> show pim neighbors instance VPN-A 


Instance: PIM.VPN-A 


Interface IP V Mode Option Uptime Neighbor addr 

me=1/ 1/0), 32769 4 2 HPL 01:40:46 10.10.47.102 

icl=1/0/030.0 42 HPL Oisaibsai Wee 5 oe. LIS. 17s 
SEE ALSO 
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Load Balancing Multicast Tunnel Interfaces Among Available PICs 


When you configure multicast on draft-rosen Layer 3 VPNs, multicast tunnel interfaces are automatically 
generated to encapsulate and de-encapsulate control and data traffic. 


To generate multicast tunnel interfaces, a routing device must have one or more of the following 
tunnel-capable PICs: 


e Adaptive Services PIC 
e Multiservices PIC or Multiservices DPC 
e Tunnel Services PIC 


e On Mx Series routers, a PIC created with the tunnel-services statement at the [edit chassis fpc slot-number 
pic number] hierarchy level 


NOTE: A routing device is a router or an EX Series switch that is functioning as a router. 


If a routing device has multiple such PICs, it might be important in your implementation to load balance 
the tunnel interfaces across the available tunnel-capable PICs. 


The multicast tunnel interface that is used for encapsulation, mt-[xxxxx], is in the range from 32,768 
through 49,151. The interface mt-[yyyyy], used for de-encapsulation, is in the range from 1,081,344 
through 1,107,827. PIM runs only on the encapsulation interface. The de-encapsulation interface populates 
downstream interface information. For the default MDT, an instance’s de-encapsulation and encapsulation 
interfaces are always created on the same PIC. 


For each VPN, the PE routers build a multicast distribution tree within the service provider core network. 
After the tree is created, each PE router encapsulates all multicast traffic (data and control messages) from 
the attached VPN and sends the encapsulated traffic to the VPN group address. Because all the PE routers 
are members of the outgoing interface list in the multicast distribution tree for the VPN group address, 
they all receive the encapsulated traffic. When the PE routers receive the encapsulated traffic, they 
de-encapsulate the messages and send the data and control messages to the CE routers. 


If a routing device has multiple tunnel-capable PICs (for example, two Tunnel Services PICs), the routing 
device load balances the creation of tunnel interfaces among the available PICs. However, in some cases 
(for example, after a reboot), a single PIC might be selected for all of the tunnel interfaces. This causes one 
PIC to have a heavy load, while other available PICs are underutilized. To prevent this, you can manually 
configure load balancing. Thus, you can configure and distribute the load uniformly across the available 
PICs. 


The definition of a balanced state is determined by you and by the requirements of your Layer 3 VPN 
implementation. You might want all of the instances to be evenly distributed across the available PICs or 
across a configured list of PICs. You might want all of the encapsulation interfaces from all of the instances 
to be evenly distributed across the available PICs or across a configured list of PICs. If the bandwidth of 
each tunnel encapsulation interface is considered, you might choose a different distribution. You can design 
your load-balancing configuration based on each instance or on each routing device. 


NOTE: In a Layer 3 VPN, each of the following routing devices must have at least one 
tunnel-capable PIC: 


e Each provider edge (PE) router. 
e Any provider (P) router acting as the RP. 


e Any customer edge (CE) router that is acting as a source's DR or as an RP. A receiver's 
designated router does not need a tunnel-capable PIC. 


To configure load balancing: 


1. Onan M Series or T Series router or on an EX Series switch, install more than one tunnel-capable PIC. 
(In some implementations, only one PIC is required. Load balancing is based on the assumption that a 
routing device has more than one tunnel-capable PIC.) 


2. Onan MX Series router, configure more than one tunnel-capable PIC. 


[edit chassis fpc O] 
user@host# set pic O tunnel-services bandwidth 10g 
user@host# set pic 1 tunnel-services bandwidth 10g 
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3. Configure Layer 3 VPNs as described in “Example: Configuring Any-Source Multicast for Draft-Rosen 
VPNs” on page 556. 


[edit routing-instances vpn1] 

user@host# set provider-tunnel pim-asm group-address 234.1.1.1 
user@host# set protocols pim rp static address 10.255.72.48 
user@host# set protocols pim interface fe-1/0/0.0 

user@host# set protocols pim interface lo0.1 

user@host# set protocols pim mvpn 


4. For each VPN, specify a PIC list. 


[edit routing-instances vpn1 protocols pim] 
user@host# set tunnel-devices [ mt-1/1/0 mt-1/2/0 mt-2/0/0 ] 


The physical position of the PIC in the routing device determines the multicast tunnel interface name. 
For example, if you have an Adaptive Services PIC installed in FPC slot O and PIC slot O, the 
corresponding multicast tunnel interface name is mt-0/0/0. The same is true for Tunnel Services PICs, 
Multiservices PICs, and Multiservices DPCs. 


In the tunnel-devices statement, the order of the PIC list that you specify does not impact how the 
interfaces are allocated. An instance uses all of the listed PICs to create default encapsulation and 
de-encapsulation interfaces, and data MDT encapsulation interfaces. The instance uses a round-robin 
approach to distributing the tunnel interfaces (default and data MDT) across the PIC list (or across the 
available PICs, in the absence of a PIC list). 


For the first tunnel, the round-robin algorithm starts with the lowest-numbered PIC. The second tunnel 
is created on the next-lowest-numbered PIC, and so on, round and round. The selection algorithm 
works routing device-wide. The round robin does not restart at the lowest-numbered PIC for each new 
instance. This applies to both the default and data MDT tunnel interfaces. 


If one PIC in the list fails, new tunnel interfaces are created on the remaining PICs in the list using the 
round-robin algorithm. If all the PICs in the list go down, all tunnel interfaces are deleted and no new 
tunnel interfaces are created. If a PIC in the list comes up from the down state and the restored PIC is 
the only PIC that is up, the interfaces are reassigned to the restored PIC. If a PIC in the list comes up 
from the down state and other PICs are already up, an interface reassignment is not done. However, 
when a new tunnel interface needs to be created, the restored PIC is available for the selection process. 
If you include in the PIC list a PIC that is not installed on the routing device, the PIC is treated as if it 
is present but in the down state. 


To balance the interfaces among the instances, you can assign one PIC to each instance. For example, 
if you have vpn1-10 and you have three PICs—for example, mt-1/1/0, mt-1/2/0, mt-2/0/0—you can 
configure vpn1-4 to only use mt-1/1/0, vpn5-7 to use mt-1/2/0, and vpn8-10 to use mt-2/0/0. 


5. Commit the configuration. 
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user@host# commit 


When you commit a new PIC list configuration, all the multicast tunnel interfaces for the routing instance 
are deleted and re-created using the new PIC list. 


. If you reboot the routing device, some PICs come up faster than others. The difference can be minutes. 
Therefore, when the tunnel interfaces are created, the known PIC list might not be the same as when 
the routing device is fully rebooted. This causes the tunnel interfaces to be created on some but not 
all available and configured PICs. To remedy this situation, you can manually rebalance the PIC load. 


Check to determine if a load rebalance is necessary. 


user@host#> show interfaces terse | match mt- 








mel / 1 /C up up 

me=L/l/O) 3276s} wis) up inet 
me=—L/l/O,1LOGLS4aA qwys up inet 
Titel) 24/10 up up 

me—L/Z/O. 32769 ws up inet 
mt-1/2/0.32770 up up inet 
MALO S271 we up inet 


The output shows that mt-1/1/0 has only one tunnel encapsulation interface, while mt-1/2/0 has 
three tunnel encapsulation interfaces. In a case like this, you might decide to rebalance the interfaces. 
As stated previously, encapsulation interfaces are in the range from 32,768 through 49,151. In 
determining whether a rebalance is necessary, look at the encapsulation interfaces only, because the 
default MDT de-encapsulation interface always resides on the same PIC with the default MDT 
encapsulation interface. 


. (Optional) Rebalance the PIC load. 


user@host#> request pim multicast-tunnel rebalance instance vpn1 


This command re-creates and rebalances all tunnel interfaces for a specific instance. 


user@host#> request pim multicast-tunnel rebalance 


This command re-creates and rebalances all tunnel interfaces for all routing instances. 


. Verify that the PIC load is balanced. 


user@host#> show interfaces terse | match mt- 
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Tite l/l 0 up up 
mE—L/L/O.s27710 we up inet 
me—1/1L/O 32768 we up inet 
mMe—L/L/O LOBISs4Aa wy up inet 
MmE— 1/2 /C up up 

mef(A) .3276°) wis) up inet 
me=L/Z2/O 382770 wis up inet 








The output shows that mt-1/1/0 has two encapsulation interfaces, and mt-1/2/0 also has two 
encapsulation interfaces. 
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Understanding Source-Specific Multicast VPNs 


A draft-rosen MVPN with service provider tunnels operating in SSM mode uses BGP signaling for 
autodiscovery of the PE routers. These MVPNs are also referred to as Draft Rosen 7. 


Each PE sends an MDT subsequent address family identifier (MDT-SAFI) BGP network layer reachability 
information (NLRI) advertisement. The advertisement contains the following information: 


e Route distinguisher 
e Unicast address of the PE router to which the source site is attached (usually the loopback) 
e Multicast group address 


e Route target extended community attribute 


Each remote PE router imports the MDT-SAFI advertisements from each of the other PE routers if the 
route target matches. Each PE router then joins the (S,G) tree rooted at each of the other PE routers. 


After a PE router discovers the other PE routers, the source and group are bound to the VPN routing and 
forwarding (VRF) through the multicast tunnel de-encapsulation interface. 


A draft-rosen MVPN with service provider tunnels operating in any-source multicast sparse-mode uses a 
shared tree and rendezvous point (RP) for autodiscovery of the PE routers. The PE that is the source of 
the multicast group encapsulates multicast data packets into a PIM register message and sends them by 
means of unicast to the RP router. The RP then builds a shortest-path tree (SPT) toward the source PE. 
The remote PE that acts as a receiver for the MDT multicast group sends (*,G) join messages toward the 
RP and joins the distribution tree for that group. 


Draft-Rosen 7 Multicast VPN Control Plane 


The control plane of a draft-rosen MVPN with service provider tunnels operating in SSM mode must be 
configured to support autodiscovery. 


After the PE routers are discovered, PIM is notified of the multicast source and group addresses. PIM binds 
the (S,G) state to the multicast tunnel (mt) interface and sends a join message for that group. 


Autodiscovery for a draft-rosen MVPN with service provider tunnels operating in SSM mode uses some 
of the facilities of the BGP-based MVPN control plane software module. Therefore, the BGP-based MVPN 
control plane must be enabled. The BGP-based MVPN control plane can be enabled for autodiscovery 
only. 
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Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs 


IN THIS SECTION 


Requirements | 608 
Overview | 608 
Configuration | 610 


Verification | 617 


This example shows how to configure a draft-rosen Layer 3 VPN operating in source-specific multicast 
(SSM) mode. This example is based on the Junos OS implementation of the IETF Internet draft 
draft-rosen-vpn-mcast-07.txt, Multicast in MPLS/BGP VPNs. 


Requirements 


This example uses the following hardware and software components: 


e Junos OS Release 9.4 or later 


Make sure that the routing devices support multicast tunnel (mt) interfaces. 


A tunnel-capable PIC supports a maximum of 512 multicast tunnel interfaces. Both default and data 
MDTs contribute to this total. The default MDT uses two multicast tunnel interfaces (one for encapsulation 
and one for de-encapsulation). To enable an M Series or T Series router to support more than 512 
multicast tunnel interfaces, another tunnel-capable PIC is required. See “Tunnel Services PICs and 
Multicast” on page 288 and “Load Balancing Multicast Tunnel Interfaces Among Available PICs” on page 568. 


NOTE: In Junos OS Release 17.3R1, the pim-ssm hierarchy was moved from provider-tunnel 
to the provider-tunnel family inet and provider-tunnel family inet6 hierarchies as part of an 
upgrade to add IPvé6 support for default MDT in Rosen 7, and data MDT for Rosen 6 and Rosen 
He 


Overview 


The IETF Internet draft draft-rosen-vpn-mcast-07.txt introduced the ability to configure the provider 
network to operate in SSM mode. When a draft-rosen multicast VPN is used over an SSM provider core, 
there are no PIM RPs to provide rendezvous and autodiscovery between PE routers. Therefore, 
draft-rosen-vpn-mcast-07 specifies the use of a BGP network layer reachability information (NLRI), called 
MDT subaddress family identifier information (MDT-SAFI) to facilitate autodiscovery of PEs by other PEs. 
MDT-SAFI updates are BGP messages distributed between intra-AS internal BGP peer PEs. Thus, receipt 
of an MDT-SAFI update enables a PE to autodiscover the identity of other PEs with sites for a given VPN 


and the default MDT (S,G) routes to join for each. Autodiscovery provides the next-hop address of each 
PE, and the VPN group address for the tunnel rooted at that PE for the given route distinguisher (RD) and 
route-target extended community attribute. 


This example includes the following configuration options to enable draft-rosen SSM: 


protocols bgp group group-name family inet-mdt signaling—Enables MDT-SAFI signaling in BGP. 


routing-instance instance-name protocols mvpn family inet autodiscovery-only intra-as inclusive—Enables 
the multicast VPN to use the MDT-SAFI autodiscovery NLRI. 


routing-instance instance-name protocols pim mvpn—Specifies the SSM control plane. When pim mvpn 
is configured for a VRF, the VPN group address must be specified with the provider-tunnel pim-ssm 
group-address statement. 


routing-instance instance-name protocols pim mvpn family inet autodiscovery inet-mdt—Enables PIM 
to learn about neighbors from the MDT-SAFI autodiscovery NLRI. 


routing-instance instance-name provider-tunnel family inet pim-ssm group-address 
multicast-address—Configures the provider tunnel that serves as the control plane and enables the 
provider tunnel to have a static group address. Unlike draft-rosen multicast VPNs with ASM provider 
cores, the SSM configuration does not require that each PE for a VPN use the same group address. This 
is because the rendezvous point assignment and autodiscovery are not accomplished over the default 
MDT tunnels for the group. Thus, you can configure some or all PEs ina VPN to use a different group, 
but the same group cannot be used in different VPNs on the same PE router. 


routing-instances ce1 vrf-target target:100:1—Configures the VRF export policy. When you configure 
draft-rosen multicast VPNs with provider tunnels operating in source-specific mode and using the 
vrf-target statement, the VRF export policy is automatically generated and automatically accepts routes 
from the vrf-name.mdt.0 routing table. 


NOTE: When you configure draft-rosen multicast VPNs with provider tunnels operating in 
source-specific mode and using the vrf-export statement to specify the export policy, the 
policy must have a term that accepts routes from the vrf-name.mdt.0 routing table. This term 
ensures proper PE autodiscovery using the inet-mdt address family. 


Figure 87 on page 610 shows the topology for this example. 


609 


Figure 87: SSM for Draft-Rosen Multicast VPNs Topology 


Host Host 


10.255.14.223 10.255.14.224 






fe-2/2/0 fe-0/1/1 
1.1.3.2 1.0.3.2 
to P1 
fe-0/1/1 
1.0.3.1 
10.255.14.216 10.255.14.217 


so-0/0/1 





s0-0/0/0 so-0/0/1 
1.0.1.1 10.255.14.218 1.0.2.2 






so-0/0/0 


fe-1/1/3 
1.1.3.1 


| 
fe-2/2/0 
1.4 -e 


go40606 


from CE1 


Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


set interfaces so-0/0/0 description "TO P1_P1" 

set interfaces so-0/0/0 unit 0 description "to P1 (provider router) so-0/0/0.0" 
set interfaces so-0/0/0 unit 0 family inet address 1.0.1.1/30 

set interfaces so-0/0/0 unit 0 family iso 

set interfaces so-0/0/0 unit O family mpls 

set interfaces so-0/0/1 description "TO PE2" 

set interfaces so-0/0/1 unit 0 description "to PE2 (PE router) so-0/0/1.0" 
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set interfaces so-0/0/1 unit 0 family inet address 1.0.2.1/30 

set interfaces so-0/0/1 unit 0 family iso 

set interfaces so-0/0/1 unit 0 family mpls 

set interfaces fe-0/1/1 description "TO CE1" 

set interfaces fe-0/1/1 unit O description "to CE router fe-0/1/1.0" 
set interfaces fe-0/1/1 unit O family inet address 1.0.3.1/30 

set interfaces loO unit 0 description "PE1 (this PE router) Loopback" 
set interfaces loO unit 1 family inet address 1.1.1.0/32 

set routing-options autonomous-system 200 

set protocols igmp query-interval 2 

set protocols igmp query-response-interval 1 

set protocols igmp query-last-member-interval 1 

set protocols igmp interface all immediate-leave 

set protocols igmp interface fxp0.0 disable 

set protocols rsvp interface all 

set protocols rsvp interface so-0/0/0.0 

set protocols rsvp interface so-0/0/1.0 

set protocols mpls label-switched-path PE1-to-PE2 to 10.255.14.217 
set protocols mpls label-switched-path PE1-to-PE2 primary PE1_PE2_prime 
set protocols mpls label-switched-path PE1-to-P1 to 10.255.14.218 
set protocols mpls label-switched-path PE1-to-P1 primary PE1_P1_prime 
set protocols mpls path PE1_P1_prime 1.0.1.2 

set protocols mpls path PE1_PE2_prime 1.0.2.2 

set protocols mpls interface all 

set protocols mpls interface fxp0.0 disable 

set protocols bgp group int type internal 

set protocols bgp group int local-address 10.255.14.216 

set protocols bgp group int family inet unicast 

set protocols bgp group int family inet-vpn unicast 

set protocols bgp group int family inet-vpn multicast 

set protocols bgp group int family inet-mdt signaling 

set protocols bgp group int neighbor 10.255.14.218 

set protocols bgp group int neighbor 10.255.14.217 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface so-0/0/0.0 metric 10 

set protocols ospf area 0.0.0.0 interface so-0/0/1.0 metric 10 

set protocols pim assert-timeout 5 

set protocols pim join-prune-timeout 210 

set protocols pim rp bootstrap-priority 10 

set protocols pim rp local address 10.255.14.216 

set protocols pim interface lo0.0 

set protocols pim interface all hello-interval 1 

set protocols pim interface fxp0.0 disable 
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set policy-options policy-statement bgp_ospf term 1 from protocol bgp 

set policy-options policy-statement bgp_ospf term 1 then accept 

set routing-instances cei instance-type vrf 

set routing-instances ce1 interface fe-0/1/1.0 

set routing-instances cei interface lo0.1 

set routing-instances cel route-distinguisher 1:0 

set routing-instances ce1 provider-tunnel pim-ssm group-address 232.1.1.1 

set routing-instances ce1 vrf-target target:100:1 

set routing-instances ce1 protocols ospf export bgp_ospf 

set routing-instances cel protocols ospf sham-link local 1.1.1.0 

set routing-instances cel protocols ospf area 0.0.0.0 sham-link-remote 1.1.1.1 

set routing-instances cel protocols ospf area 0.0.0.0 sham-link-remote 1.1.1.2 

set routing-instances ce1 protocols ospf area 0.0.0.0 interface lo0.1 

set routing-instances ce1 protocols ospf area 0.0.0.0 interface fe-0/1/1.0 metric 10 
set routing-instances ce1 protocols pim mvpn family inet autodiscovery inet-mdt 
set routing-instances cel protocols pim interface lo0.1 

set routing-instances ceil protocols pim interface fe-0/1/1.0 priority 100 

set routing-instances cel protocols pim interface fe-0/1/1.0 hello-interval 1 

set routing-instances ce1 protocols mvpn family inet autodiscovery-only intra-as inclusive 


Interface Configuration 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure the interfaces on one PE router: 


1. Configure PE1’s interface to the provider router. 


[edit interfaces so-0/0/0] 

user@host# set description "TO P1" 

user@host# set unit 0 description "to P1 (provider router, 10.255.14.218 ) so-0/0/0.0" 
user@host# set unit O family inet address 1.0.1.1/30 

user@host# set unit O family iso 

user@host# set unit 0 family mpls 


2. Configure PE1’s interface to PE2. 


[edit interfaces so-0/0/1] 

user@host# set description "TO PE2" 

user@host# set unit 0 description "to PE2 (10.255.14.217) so-0/0/1.0" 
user@host# set unit 0 family inet address 1.0.2.1/30 


user@host# set unit O family iso 
user@host# set unit O family mpls 


3. Configure PE1’s interface to CE1. 


[edit interfaces fe-0/1/1] 

user@host# set description "TO CE1" 

user@host# set unit O description "to CE1 (10.255.14.223) fe-0/1/1.0" 
user@host# set unit O family inet address 1.0.3.1/30 

user@host# set unit O family iso 

user@host# set unit O family mpls 


4. Configure PE1’s loopback interface. 


[edit interfaces loO] 
user@host# set unit O description "PE1 (this PE router, 10.255.14.216) Loopback" 
user@host# set unit 1 family inet address 1.1.1.0/32 


Multicast Group Management 


Step-by-Step Procedure 


To configure multicast group management: 
1. Configure the IGMP interfaces. 
[edit protocols igmp] 


user@host# set interface all immediate-leave 
user@host# set interface fxp0.0 disable 


2. Configure the IGMP settings. 


[edit protocols igmp] 

user@host# set query-interval 2 

user@host# set query-response-interval 1 
user@host# set query-last-member-interval 1 


MPLS Signaling Protocol and MPLS LSPs 


Step-by-Step Procedure 
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To configure the MPLS signaling protocol and MPLS LSPs: 


1. Configure RSVP signaling among this PE router (PE1), the other PE router (PE2). and the provider router 
(P1). 


[edit protocols rsvp] 
user@host# set interface so-0/0/0.0 
user@host# set interface so-0/0/1.0 


2. Configure MPLS LSPs. 


[edit protocols mpls] 

user@host# set label-switched-path pe1-to-pe2 to 10.255.14.217 
user@host# set label-switched-path pe1-to-pe2 primary pe1_pe2_prime 
user@host# set label-switched-path pe1-to-p1 to 10.255.14.218 
user@host# set label-switched-path pe1-to-p1 primary pe1_p1_prime 
user@host# set path pe1_p1_prime 1.0.1.2 

user@host# set path pe1_pe2_prime 1.0.2.2 

user@host# set interface all 

user@host# set interface fxp0.0 disable 


BGP 


Step-by-Step Procedure 
To configure BGP: 


1. Configure the AS number. In this example, both of the PE routers and the provider router are in AS 
200. 


[edit] 
user@host# set routing-options autonomous-system 200 


2. Configure the internal BGP full mesh with the PE2 and P11 routers. 


[edit protocols bgp group int] 

user@host# set type internal 

user@host# set local-address 10.255.14.216 
user@host# set family inet unicast 
user@host# set neighbor 10.255.14.218 
user@host# set neighbor 10.255.14.217 


3. Enable MDT-SAFI NLRI control plane messages. 


[edit protocols bgp group int] 
user@host# set family inet-mdt signaling 


4. Enable BGP to carry Layer 3 VPN NLRI for the IPv4 address family. 


[edit protocols bgp group int] 
user@host# set family inet-vpn unicast 
user@host# set family inet-vpn multicast 


5. Configure BGP export policy. 


[edit policy-options] 
user@host# set policy-statement bgp_ospf term 1 from protocol bgp 
user@host# set policy-statement bgp_ospf term 1 then accept 


Interior Gateway Protocol 


Step-by-Step Procedure 


To configure the interior gateway protocol: 


1. Configure the OSPF interfaces. 


[edit protocols ospf] 

user@host# set area 0.0.0.0 interface |o0.0 passive 
user@host# set area 0.0.0.0 interface so-0/0/0.0 metric 10 
user@host# set area 0.0.0.0 interface so-0/0/1.0 metric 10 


2. Enable traffic engineering. 


[edit protocols ospf] 
user@host# set traffic-engineering 


PIM 


Step-by-Step Procedure 
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To configure PIM: 


1. Configure timeout periods and the RP. Local RP configuration makes PE1 a statically defined RP. 


[edit protocols pim] 

user@host# set assert-timeout 5 

user@host# set join-prune-timeout 210 
user@host# set rp bootstrap-priority 10 
user@host# set rp local address 10.255.14.216 


2. Configure the PIM interfaces. 


[edit protocols pim] 

user@host# set interface lo0.0 

user@host# set interface all hello-interval 1 
user@host# set interface fxp0.0 disable 


Routing Instance 


Step-by-Step Procedure 


To configure the routing instance between PE1 and CE1: 


1. Configure the basic routing instance. 


[edit routing-instances ce1] 
user@host# set instance-type vrf 
user@host# set interface fe-0/1/1.0 
user@host# set interface lo0.1 
user@host# set route-distinguisher 1:0 
user@host# set vrf-target target:100:1 


2. Configure the SSM provider tunnel. 


[edit routing-instances ce1] 


user@host# set provider-tunnel family inet pim-ssm group-address (Routing Instances) 232.1.1.1 


3. Configure OSPF in the routing instance. 


[edit routing-instances ce1 protocols ospf] 
user@host# set export bgp_ospf 
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user@host# set sham-link local 1.1.1.0 

user@host# set area 0.0.0.0 sham-link-remote 1.1.1.1 
user@host# set area 0.0.0.0 sham-link-remote 1.1.1.2 
user@host# set area 0.0.0.0 interface lo0.1 

user@host# set area 0.0.0.0 interface fe-0/1/1.0 metric 10 


4. Configure PIM in the routing instance. 


[edit routing-instances ce1 protocols pim] 
user@host# set interface lo0.1 

user@host# set interface fe-0/1/1.0 priority 100 
user@host# set interface fe-0/1/1.0 hello-interval 1 


5. Configure draft-rosen VPN autodiscovery for provider tunnels operating in SSM mode. 


[edit routing-instances ce1 protocols pim ] 
user@host# set mvpn family inet autodiscovery inet-mdt 


6. Configure the BGP-based MVPN control plane to provide signaling only for autodiscovery and not for 
PIM operations. 


[edit routing-instances ce1 protocols mvpn family inet] 
user@host# set autodiscovery-only intra-as inclusive 


Verification 


You can monitor the operation of the routing instance by running the show route table ce1.mdt.0 command. 


You can manage the group-instance mapping for local SSM tunnel roots by running the show pim mvpn 
command. 


The show pim mdt command shows the tunnel type and source PE address for each outgoing and incoming 
MDT. In addition, because each PE might have its own default MDT group address, one incoming entry is 
shown for each remote PE. Outgoing data MDTs are shown after the outgoing default MDT. Incoming 
data MDTs are shown after all incoming default MDTS. 


For troubleshooting, you can configure tracing operations for all of the protocols. 
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Understanding Data MDTs 


Ina draft-rosen Layer 3 multicast virtual private network (MVPN) configured with service provider tunnels, 
the VPN is multicast-enabled and configured to use the Protocol Independent Multicast (PIM) protocol 
within the VPN and within the service provider (SP) network. A multicast-enabled VPN routing and 
forwarding (VRF) instance corresponds to a multicast domain (MD), and a PE router attached to a particular 
VRF instance is said to belong to the corresponding MD. For each MD there is a default multicast distribution 
tree (MDT) through the SP backbone, which connects all of the PE routers belonging to that MD. Any PE 
router configured with a default MDT group address can be the multicast source of one default MDT. 


To provide optimal multicast routing, you can configure the PE routers so that when the multicast source 
within a site exceeds a traffic rate threshold, the PE router to which the source site is attached creates a 
new data MDT and advertises the new MDT group address. An advertisement of anew MDT group address 
is sent in a User Datagram Protocol (UDP) type-length-value (TLV) packet called an MDT join TLV. The 
MDT join TLV identifies the source and group pair (S,G) in the VRF instance as well as the new data MDT 
group address used in the provider space. The PE router to which the source site is attached sends the 
MDT join TLV over the default MDT for that VRF instance every 60 seconds as long as the source is active. 


All PE routers in the VRF instance receive the MDT join TLV because it is sent over the default MDT, but 
not all the PE routers join the new data MDT group: 


e PErouters connected to receivers in the VRF instance for the current multicast group cache the contents 
of the MDT join TLV, adding a 180-second timeout value to the cache entry, and also join the new data 
MDT group. 


e PE routers not connected to receivers listed in the VRF instance for the current multicast group also 
cache the contents of the MDT join TLV, adding a 180-second timeout value to the cache entry, but 
do not join the new data MDT group at this time. 


After the source PE stops sending the multicast traffic stream over the default MDT and uses the new 
MDT instead, only the PE routers that join the new group receive the multicast traffic for that group. 


When a remote PE router joins the new data MDT group, it sends a PIM join message for the new group 
directly to the source PE router from the remote PE routers by means of a PIM (S,G) join. 


If a PE router that has not yet joined the new data MDT group receives a PIM join message for a new 
receiver for which (S,G) traffic is already flowing over the data MDT in the provider core, then that PE 
router can obtain the new group address from its cache and can join the data MDT immediately without 
waiting up to 59 seconds for the next data MDT advertisement. 


When the PE router to which the source site is attached sends a subsequent MDT join TLV for the VRF 
instance over the default MDT, any existing cache entries for that VRF instance are simply refreshed with 
a timeout value of 180 seconds. 


To display the information cached from MDT join TLV packets received by all PE routers in a PIM-enabled 
VRF instance, use the show pim mdt data-mdt-joins operational mode command. 


The source PE router starts encapsulating the multicast traffic for the VRF instance using the new data 
MDT group after 3 seconds, allowing time for the remote PE routers to join the new group. The source 
PE router then halts the flow of multicast packets over the default MDT, and the packet flow for the VRF 
instance source shifts to the newly created data MDT. 


The PE router monitors the traffic rate during its periodic statistics-collection cycles. If the traffic rate 
drops below the threshold or the source stops sending multicast traffic, the PE router to which the source 
site is attached stops announcing the MDT join TLVs and switches back to sending on the default MDT 
for that VRF instance. 


RELATED DOCUMENTATION 


| show pim mdt data-mdt-joins | 2143 in the CLI Explorer 


Example: Configuring Data MDTs and Provider Tunnels Operating in 
Any-Source Multicast Mode 


IN THIS SECTION 


Requirements | 620 
Overview | 620 
Configuration | 622 


Verification | 624 


619 


620 


This example shows how to configure data multicast distribution trees (MDTs) in a draft-rosen Layer 3 
VPN operating in any-source multicast (ASM) mode. This example is based on the Junos OS implementation 
of RFC 4364, BGP/MPLS IP Virtual Private Networks (VPNs) and on section 2 of the IETF Internet draft 
draft-rosen-vpn-mcast-06.txt, Multicast in MPLS/BGP VPNs (expired April 2004). 


Requirements 


Before you begin: 


e Configure the draft-rosen multicast over Layer 3 VPN scenario. 
e Make sure that the routing devices support multicast tunnel (mt) interfaces. 


A tunnel-capable PIC supports a maximum of 512 multicast tunnel interfaces. Both default and data 
MDTs contribute to this total. The default MDT uses two multicast tunnel interfaces (one for encapsulation 
and one for de-encapsulation). To enable an M Series or T Series router to support more than 512 
multicast tunnel interfaces, another tunnel-capable PIC is required. See “Tunnel Services PICs and 
Multicast” on page 288 and “Load Balancing Multicast Tunnel Interfaces Among Available PICs” on page 568. 


Overview 


By using data multicast distribution trees (MDTs) in a Layer 3 VPN, you can prevent multicast packets 
from being flooded unnecessarily to specified provider edge (PE) routers within a VPN group. This option 
is primarily useful for PE routers in your Layer 3 VPN multicast network that have no receivers for the 
multicast traffic from a particular source. 


When a PE router that is directly connected to the multicast source (also called the source PE) receives 
Layer 3 VPN multicast traffic that exceeds a configured threshold, a new data MDT tunnel is established 
between the PE router connected to the source site and its remote PE router neighbors. 


The source PE advertises the new data MDT group as long as the source is active. The periodic 
announcement is sent over the default MDT for the VRF. Because the data MDT announcement is sent 
over the default tunnel, all the PE routers receive the announcement. 


Neighbors that do not have receivers for the multicast traffic cache the advertisement of the new data 
MDT group but ignore the new tunnel. Neighbors that do have receivers for the multicast traffic cache 
the advertisement of the new data MDT group and also send a PIM join message for the new group. 


The source PE encapsulates the VRF multicast traffic using the new data MDT group and stops the packet 
flow over the default multicast tree. If the multicast traffic level drops back below the threshold, the data 
MDT is torn down automatically and traffic flows back across the default multicast tree. 


If a PE router that has not yet joined the new data MDT group receives a PIM join message for a new 
receiver for which (S,G) traffic is already flowing over the data MDT in the provider core, then that PE 
router can obtain the new group address from its cache and can join the data-MDT immediately without 
waiting up to 59 seconds for the next data MDT advertisement. 


By default, automatic creation of data MDTs is disabled. 


For a rosen 6 MVPN—a draft-rosen multicast VPN with provider tunnels operating in ASM mode—you 


configure data MDT creation for a tunnel multicast group by including statements under the PIM protocol 


configuration for the VRF instance associated with the multicast group. Because data MDTs apply to VPNs 


and VRF routing instances, you cannot configure MDT statements in the master routing instance. 


This example includes the following configuration options: 


group—Specifies the multicast group address to which the threshold applies. This could be a well-known 
address for a certain type of multicast traffic. 


The group address can be explicit (all 32 bits of the address specified) or a prefix (network address and 
prefix length specified). Explicit and prefix address forms can be combined if they do not overlap. 
Overlapping configurations, in which prefix and more explicit address forms are used for the same source 
or group address, are not supported. 


group-range—Specifies the multicast group IP address range used when a new data MDT needs to be 
initiated on the PE router. For each new data MDT, one address is automatically selected from the 
configured group range. 


The PE router implementing data MDTs for a local multicast source must be configured with a range of 
multicast group addresses. Group addresses that fall within the configured range are used in the join 
messages for the data MDTs created in this VRF instance. Any multicast address range can be used as 
the multicast prefix. However, the group address range cannot overlap the default MDT group address 
configured for any VPN on the router. If you configure overlapping group addresses, the configuration 
commit operation fails. 


pim—Supports data MDTs for service provider tunnels operating in any-source multicast mode. 


rate—Specifies the data rate that initiates the creation of data MDTs. When the source traffic in the 
VRF exceeds the configured data rate, a new tunnel is created. The range is from 10 kilobits per second 
(Kbps), the default, to 1 gigabit per second (Gbps, equivalent to 1,000,000 Kbps). 


source—Specifies the unicast address of the source of the multicast traffic. It can be a source locally 
attached to or reached through the PE router. A group can have more than one source. 


The source address can be explicit (all 32 bits of the address specified) or a prefix (network address and 
prefix length specified). Explicit and prefix address forms can be combined if they do not overlap. 
Overlapping configurations, in which prefix and more explicit address forms are used for the same source 
or group address, are not supported. 


threshold—Associates a rate with a group and a source. The PE router implementing data MDTs for a 
local multicast source must establish a data MDT-creation threshold for a multicast group and source. 


When the traffic stops or the rate falls below the threshold value, the source PE router switches back 
to the default MDT. 


tunnel-limit—Specifies the maximum number of data MDTs that can be created for a single routing 
instance. The PE router implementing a data MDT for a local multicast source must establish a limit for 
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the number of data MDTs created in this VRF instance. If the limit is O (the default), then no data MDTs 
are created for this VRF instance. 


If the number of data MDT tunnels exceeds the maximum configured tunnel limit for the VRF, then no 
new tunnels are created. Traffic that exceeds the configured threshold is sent on the default MDT. 


The valid range is from O through 1024 for a VRF instance. There is a limit of 8000 tunnels for all data 
MDTs in all VRF instances on a PE router. 


Figure 88 on page 622 shows a default MDT. 


Figure 88: Default MDT 
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Figure 89 on page 622 shows a data MDT. 


Figure 89: Data MDT 
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Configuration 


CLI Quick Configuration 
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To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


[edit] 

set routing-instances vpn-A protocols pim mdt group-range 227.0.0.0/8 

set routing-instances vpn-A protocols pim mdt threshold group 224.4.4.4/32 source 10.10.20.43/32 rate 10 
set routing-instances vpn-A protocols pim mdt tunnel-limit 10 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure a PE router attached to the VRF instance vpn-A in a PIM-ASM multicast VPN to initiate new 
data MDTs and provider tunnels for that VRF: 


1. Configure the group range. 


[edit] 

user@host# edit routing-instances vpn-A protocols pim mdt 
[edit routing-instances vpn-A protocols pim mdft] 
user@host# set group-range 227.0.0.0/8 


2. Configure a data MDT-creation threshold for a multicast group and source. 


[edit routing-instances vpn-A protocols pim mdt] 
user@host# set threshold group 224.4.4.4 source 10.10.20.43 rate 10 


3. Configure a tunnel limit. 


[edit routing-instances vpn-A protocols pim mdt] 
user@host# set tunnel-limit 10 


4. If you are done configuring the device, commit the configuration. 


[edit routing-instances vpn-A protocols pim mdt] 
user@host# commit 
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Verification 


To display information about the default MDT and any data MDTs for the VRF instance vpn-A, use the 
show pim mdt instance ce1 detail operational mode command. This command displays either the outgoing 
tunnels (the tunnels initiated by the local PE router), the incoming tunnels (tunnels initiated by the remote 
PE routers), or both. 


To display the data MDT group addresses cached by PE routers that participate in the VRF instance vpn-A, 
use the show pim mdt data-mdt-joins instance vpn-A operational mode command. The command displays 
the information cached from MDT join TLV packets received by all PE routers participating in the specified 
VRF instance. 


You can trace the operation of data MDTs by including the mdt detail flag in the [edit protocols pim 
traceoptions] configuration. When this flag is set, all the mt interface-related activity is logged in trace 
files. 


RELATED DOCUMENTATION 


| “Introduction to Configuring Layer 3 VPNs” in the Junos OS VPNs Library for Routing Devices 


Example: Configuring Data MDTs and Provider Tunnels Operating in 
Source-Specific Multicast Mode 


IN THIS SECTION 


Requirements | 625 
Overview | 625 
Configuration | 633 


Verification | 637 


This example shows how to configure data multicast distribution trees (MDTs) for a provider edge (PE) 
router attached to a VPN routing and forwarding (VRF) instance in a draft-rosen Layer 3 multicast VPN 
operating in source-specific multicast (SSM) mode. The example is based on the Junos OS implementation 
of RFC 4364, BGP/MPLS IP Virtual Private Networks (VPNs) and on section 7 of the IETF Internet draft 
draft-rosen-vpn-mcast-07.txt, Multicast in MPLS/BGP IP VPNs. 
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Requirements 


Before you begin: 


Make sure that the routing devices support multicast tunnel (mt) interfaces. 


A tunnel-capable PIC supports a maximum of 512 multicast tunnel interfaces. Both default and data 
MDTs contribute to this total. The default MDT uses two multicast tunnel interfaces (one for encapsulation 
and one for de-encapsulation). To enable an M Series or T Series router to support more than 512 
multicast tunnel interfaces, another tunnel-capable PIC is required. See ““Tunnel Services PICs and 
Load Balancing Multicast Tunnel Interfaces Among Available PICs” on 


ats 


Multicast” on page 288” and 
page 568” in the Multicast Protocols User Guide . 


Make sure that the PE router has been configured for a draft-rosen Layer 3 multicast VPN operating in 
SSM mode in the provider core. 


In this type of multicast VPN, PE routers discover one another by sending MDT subsequent address 
family identifier (MDT-SAFI) BGP network layer reachability information (NLRI) advertisements. Key 
configuration statements for the master instance are highlighted in Table 19 on page 626. Key configuration 
statements for the VRF instance to which your PE router is attached are highlighted in 

Table 20 on page 628. For complete configuration details, see ““Example: Configuring Source-Specific 
Multicast for Draft-Rosen Multicast VPNs” on page 608” in the Multicast Protocols User Guide . 


Overview 


By using data MDTs in a Layer 3 VPN, you can prevent multicast packets from being flooded unnecessarily 
to specified provider edge (PE) routers within a VPN group. This option is primarily useful for PE routers 
in your Layer 3 VPN multicast network that have no receivers for the multicast traffic from a particular 


source. 


e When a PE router that is directly connected to the multicast source (also called the source PE) receives 


Layer 3 VPN multicast traffic that exceeds a configured threshold, a new data MDT tunnel is established 
between the PE router connected to the source site and its remote PE router neighbors. 


e The source PE advertises the new data MDT group as long as the source is active. The periodic 


announcement is sent over the default MDT for the VRF. Because the data MDT announcement is sent 
over the default tunnel, all the PE routers receive the announcement. 


e Neighbors that do not have receivers for the multicast traffic cache the advertisement of the new data 


MDT group but ignore the new tunnel. Neighbors that do have receivers for the multicast traffic cache 
the advertisement of the new data MDT group and also send a PIM join message for the new group. 
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e The source PE encapsulates the VRF multicast traffic using the new data MDT group and stops the 
packet flow over the default multicast tree. If the multicast traffic level drops back below the threshold, 
the data MDT is torn down automatically and traffic flows back across the default multicast tree. 


e If a PE router that has not yet joined the new data MDT group receives a PIM join message for a new 
receiver for which (S,G) traffic is already flowing over the data MDT in the provider core, then that PE 
router can obtain the new group address from its cache and can join the data-MDT immediately without 
waiting up to 59 seconds for the next data MDT advertisement. 


By default, automatic creation of data MDTs is disabled. 


The following sections summarize the data MDT configuration statements used in this example and in the 
prerequisite configuration for this example: 


e Inthe master instance, the PE router's prerequisite draft-rosen PIM-SSM multicast configuration includes 
statements that directly support the data MDT configuration you will enable in this example. 
Table 19 on page 626 highlights some of these statements’. 


Table 19: Data MDTS—Key Prerequisites in the Master Instance 


Statement Description 
[edit protocols] Enables the PIM protocol on PE router 
pim { interfaces. 


interface (Protocols PIM) interface-name 


<options>; 
} 
[edit protocols] In the internal BGP full mesh between PE 
bgp { routers in the VRF instance, enables the BGP 
group name { protocol to carry MDT-SAFI NLRI signaling 
type internal; messages for IPv4 traffic in Layer 3 VPNs. 
peer-as autonomous-system; 
neighbor address; 
family inet-mdt { 
signaling; 
} 
} 


} 


[edit routing-options] 
autonomous-system 
autonomous-system; 
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Table 19: Data MDTS—Key Prerequisites in the Master Instance (continued) 


Statement Description 
[edit routing-options] (Optional) Configures one or more SSM groups 
multicast { to use inside the provider network in addition 
ssm-groups [ ip-addresses ]; to the default SSM group address range of 
} 232.0.0.0/8. 


NOTE: For this example, it is assumed that you 
previously specified an additional SSM group 
address range of 239.0.0.0/8. 


' This table contains only a partial list of the PE router configuration statements for a 
draft-rosen multicast VPN operating in SSM mode in the provider core. For complete 
configuration information about this prerequisite, see ““Example: Configuring Source-Specific 
Multicast for Draft-Rosen Multicast VPNs” on page 608” in the Multicast Protocols User Guide 


level—the PE router’s prerequisite draft-rosen PIM-SSM multicast configuration includes statements 
that directly support the data MDT configuration you will enable in this example. Table 20 on page 628 
highlights some of these statements’. 


Table 20: Data MDTs—Key Prerequisites in the VRF Instance 


Statement 


[edit routing-instances name] 
instance-type vrf; 
vrf-target community; 


[edit routing-instances name] 
protocols { 
pim { 
mvpn { 
family { 
inet | ineté { 
autodiscovery { 


inet-mdt; 


In the VRF instance to which the PE router is attached—at the [edit routing-instances name] hierarchy 


628 


Description 


Creates a VRF tab 
contains the route 
destined for the L 


Creates a VRF ext 
accepts routes fro 
routing table. enst 
using the inet-mdi 


You must also con 
route-distinguishe 
routing instance. 


Configures the PE 
MDT-SAFI NLRI f 
routers: 
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Table 20: Data MDTs—Key Prerequisites in the VRF Instance (continued) 


Statement Description 
[edit routing-instances name] Configures the PIN 
provider-tunnelfamily inet | ineté{ MDT group addre 
pim-ssm { 


NOTE: For this e» 
previously configu 
tunnel default MD 
with the group adi 


group-address (Routing Instances) address; 


To verify the confi 
tunnel for the VRF 
router is attached, 


operational mode 


* This table contains only a partial list of the PE router configuration statements for a draft-rosen multicast VPN operating in SSM m 
complete configuration information about this prerequisite, see ““Example: Configuring Source-Specific Multicast for Draft-Rosen N 


in the Multicast Protocols User Guide . 
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e For arosen 7 MVPN—a draft-rosen multicast VPN with provider tunnels operating in SSM mode—you 
configure data MDT creation for a tunnel multicast group by including statements under the PIM-SSM 
provider tunnel configuration for the VRF instance associated with the multicast group. Because data 
MDTs are specific to VPNs and VRF routing instances, you cannot configure MDT statements in the 
master routing instance. Table 21 on page 630 summarizes the data MDT configuration statements for 


PIM-SSM provider tunnels. 


Table 21: Data MDTs for PIM-SSM Provider Tunnels in a Draft-Rosen MVPN 


Statement 


[edit routing-instances name] 
provider-tunnel family inet | inetéf{{ 
mat { 


group-range multicast-prefix; 


Description 


Configures the IP group range used when a new 
data MDT needs to be created in the VRF 
instance on the PE router. This address range 
cannot overlap the default MDT addresses of 
any other VPNs on the router. If you configure 
overlapping group ranges, the configuration 
commit fails. 


This statement has no default value. If you 
do not set the multicast-prefix to a valid, 
nonreserved multicast address range, then no 
data MDTs are created for this VRF instance. 


NOTE: For this example, it is assumed that you 
previously configured the PE router to 
automatically select an address from the 
239.10.10.0/24 range when a new data MDT 
needs to be initiated. 
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Table 21: Data MDTs for PIM-SSM Provider Tunnels in a Draft-Rosen MVPN (continued) 


Statement 


[edit routing-instances name] 
provider-tunnel family inet | inet6f{{ 
mat { 


tunnel-limit limit; 


Description 


Configures the maximum number of data MDTs 
that can be created for the VRF instance. 


The default value is 0. If you do not configure 
the limit to a non-zero value, then no data MDTs 
are created for this VRF instance. 


The valid range is from O through 1024 for a 
VRF instance. There is a limit of 8000 tunnels 
for all data MDTs in all VRF instances on a PE 
router. 


If the configured maximum number of data MDT 
tunnels is reached, then no new tunnels are 
created for the VRF instance, and traffic that 
exceeds the configured threshold is sent on the 
default MDT. 


NOTE: For this example, you limit the number 
of data MDTs for the VRF instance to 10. 


Table 21: Data MDTs for PIM-SSM Provider Tunnels in a Draft-Rosen MVPN (continued) 


Statement 


[edit routing-instances name] 
provider-tunnel family inet | inetéf{{ 
mat { 
threshold { 
group group-address { 
source source-address { 


rate threshold-rate; 


Topology 


Description 


Configures a data rate for the multicast source 
of a default MDT. When the source traffic in 
the VRF instance exceeds the configured data 
rate, a new tunnel is created. 


e group group-address— Multicast group address 
of the default MDT that corresponds to a VRF 
instance to which the PE router is attached. 
The group-address explicit (all 32 bits of the 
address specified) or a prefix (network address 
and prefix length specified). This is typically 
a well-known address for a certain type of 
multicast traffic. 


e source source-address—Unicast IP prefix of 
one or more multicast sources in the specified 
default MDT group. 


e rate threshold-rate—Data rate for the 
multicast source to trigger the automatic 
creation of a data MDT. The data rate is 
specified in kilobits per second (Kbps). 

The default threshold-rate is 10 kilobits per 
second (Kbps). 


NOTE: 


For this example, you configure the following 
data MDT threshold: 


e Multicast group address or address range to 
which the threshold limits 
apply—224.0.9.0/32 

e Multicast source address or address range to 
which the threshold limits apply—10.1.1.2/32 

e Data rate—10 Kbps 
When the traffic stops or the rate falls below 
the threshold value, the source PE router 
switches back to the default MDT. 


Figure 90 on page 633 shows a default MDT. 
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Figure 90: Default MDT 
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Figure 91 on page 633 shows a data MDT. 


Figure 91: Data MDT 
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Configuration 


IN THIS SECTION 


@ Enabling Data MDTs and PIM-SSM Provider Tunnels on the Local PE Router Attached to a VRF | 634 


@ = (Optional) Enabling Logging of Detailed Trace Information for Multicast Tunnel Interfaces on the Local PE 
Router | 636 


@ Results | 637 
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The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see the CLI User Guide. 


CLI Quick Configuration 
To quickly configure this example, copy the following commands, paste them into a text file, remove any 


line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level and then enter commit from configuration mode. 


set routing-instances ce1 provider-tunnel family inet mdt group-range 239.10.10.0/24 

set routing-instances ce1 provider-tunnel family inet mdt tunnel-limit 10 

set routing-instances ce1 provider-tunnel family inet mdt threshold group 224.0.9.0/32 source 10.1.1.2/32 rate 
10 

set protocols pim traceoptions file trace-pim-mdt 

set protocols pim traceoptions file files 5 

set protocols pim traceoptions file size 1m 

set protocols pim traceoptions file world-readable 

set protocols pim traceoptions flag mdt detail 


Enabling Data MDTs and PIM-SSM Provider Tunnels on the Local PE Router Attached to a VRF 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure the local PE router attached to the VRF instance ce1 in a PIM-SSM multicast VPN to initiate 
new data MDTs and provider tunnels for that VRF: 


1. Enable configuration of provider tunnels operating in SSM mode. 


[edit] 
user@host# edit routing-instances ce1 provider-tunnel 


2. Configure the range of multicast IP addresses for new data MDTs. 


[edit routing-instances ce1 provider-tunnel] 
user@host# set mdt group-range 239.10.10.0/24 


3. Configure the maximum number of data MDTs for this VRF instance. 


[edit routing-instances ce1 provider-tunnel] 
user@host# set mdt tunnel-limit 10 
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4. Configure the data MDT-creation threshold for a multicast group and source. 


[edit routing-instances ce1 provider-tunnel] 
user@host# set mdt threshold group 224.0.9.0/32 source 10.1.1.2/32 rate 10 


5. If you are done configuring the device, commit the configuration. 


[edit] 
user@host# commit 


Results 


Confirm the configuration of data MDTs for PIM-SSM provider tunnels by entering the show 
routing-instances command from configuration mode. If the output does not display the intended 
configuration, repeat the instructions in this procedure to correct the configuration. 


[edit] 
user@host# show routing-instances 
cel { 

instance-type vrf; 

vrf-target target: 100:1; 


provider-tunnel { 

pim-ssm { 

group-address 239.1.1.1; 
} 
madt { 

threshold { 

group 224.0.9.0/32 { 
source 10.1.1.2/32 { 
rate 10; 


} 


tunnel-limit 10; 
group-range 239.10.10.0/24, 


} 


protocols { 


pim { 
mvpn { 


family { 
inet { 
autodiscovery { 
inet-mdt; 


NOTE: The show routing-instances command output above does not show the complete 
configuration of a VRF instance in a draft-rosen MVPN operating in SSM mode in the provider 
core. 


(Optional) Enabling Logging of Detailed Trace Information for Multicast Tunnel Interfaces on the Local PE 
Router 


Step-by-Step Procedure 


To enable logging of detailed trace information for all multicast tunnel interfaces on the local PE router: 


1. Enable configuration of PIM tracing options. 


[edit] 
user@host# set protocols pim traceoptions 


2. Configure the trace file name, maximum number of trace files, maximum size of each trace file, and file 
access type. 


[edit protocols pim traceoptions] 
set file trace-pim-mdt 

set file files 5 

set file size 1m 

set file world-readable 
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3. Specify that messages related to multicast data tunnel operations are logged. 


[edit protocols pim traceoptions] 
set flag mdt detail 


4. If you are done configuring the device, commit the configuration. 


[edit] 
user@host# commit 


Results 


Confirm the configuration of multicast tunnel logging by entering the show protocols command from 
configuration mode. If the output does not display the intended configuration, repeat the instructions in 


this procedure to correct the configuration. 


[edit] 
user@host# show protocols 
pim { 
traceoptions { 
file trace-pim-mdt size 1m files 5 world-readable; 
flag mdt detail; 
} 


interface 100.0; 


Verification 


IN THIS SECTION 


@ Monitor Data MDTs Initiated for the Multicast Group | 638 
@® Monitor Data MDT Group Addresses Cached by All PE Routers in the Multicast Group | 638 


@ = (Optional) View the Trace Log for Multicast Tunnel Interfaces | 638 


To verify that the local PE router is managing data MDTs and PIM-SSM provider tunnels properly, perform 
the following tasks: 


Monitor Data MDTs Initiated for the Multicast Group 


Purpose 


For the VRF instance ce1, check the incoming and outgoing tunnels established by the local PE router for 
the default MDT and monitor the data MDTs initiated by the local PE router. 


Action 


Use the show pim mdt instance ce1 detail operational mode command. 


For the default MDT, the command displays details about the incoming and outgoing tunnels established 
by the local PE router for specific multicast source addresses in the multicast group using the default MDT 
and identifies the tunnel mode as PIM-SSM. 


For the data MDTs initiated by the local PE router, the command identifies the multicast source using the 
data MDT, the multicast tunnel logical interface set up for the data MDT tunnel, the configured threshold 
rate, and current statistics. 


Monitor Data MDT Group Addresses Cached by All PE Routers in the Multicast Group 


Purpose 


For the VRF instance ce1, check the data MDT group addresses cached by all PE routers that participate 
in the VRF. 


Action 


Use the show pim mdt data-mdt-joins instance ce1 operational mode command. The command output 
displays the information cached from MDT join TLV packets received by all PE routers participating in the 
specified VRF instance, including the current timeout value of each entry. 


(Optional) View the Trace Log for Multicast Tunnel Interfaces 


Purpose 


If you configured logging of trace Information for multicast tunnel interfaces, you can trace the creation 
and tear-down of data MDTs on the local router through the mt interface-related activity in the log. 


Action 


To view the trace file, use the file show /var/log/trace-pim-mdt operational mode command. 


RELATED DOCUMENTATION 


“Tunnel Services PICs and Multicast | 288” in the Multicast Protocols User Guide 


“Load Balancing Multicast Tunnel Interfaces Among Available PICs | 568” in the Multicast Protocols User 
Guide 

“Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608” in the Multicast 
Protocols User Guide 
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| Examples: Configuring Data MDTs 


IN THIS SECTION 


Understanding Data MDTs | 639 

Data MDT Characteristics | 640 

Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast Mode | 641 
Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 656 


Example: Enabling Dynamic Reuse of Data MDT Group Addresses | 661 


Understanding Data MDTs 


Ina draft-rosen Layer 3 multicast virtual private network (MVPN) configured with service provider tunnels, 
the VPN is multicast-enabled and configured to use the Protocol Independent Multicast (PIM) protocol 
within the VPN and within the service provider (SP) network. A multicast-enabled VPN routing and 
forwarding (VRF) instance corresponds to a multicast domain (MD), and a PE router attached to a particular 
VRF instance is said to belong to the corresponding MD. For each MD there is a default multicast distribution 
tree (MDT) through the SP backbone, which connects all of the PE routers belonging to that MD. Any PE 
router configured with a default MDT group address can be the multicast source of one default MDT. 


To provide optimal multicast routing, you can configure the PE routers so that when the multicast source 
within a site exceeds a traffic rate threshold, the PE router to which the source site is attached creates a 
new data MDT and advertises the new MDT group address. An advertisement of anew MDT group address 
is sent in a User Datagram Protocol (UDP) type-length-value (TLV) packet called an MDT join TLV. The 
MDT join TLV identifies the source and group pair (S,G) in the VRF instance as well as the new data MDT 
group address used in the provider space. The PE router to which the source site is attached sends the 
MDT join TLV over the default MDT for that VRF instance every 60 seconds as long as the source is active. 


All PE routers in the VRF instance receive the MDT join TLV because it is sent over the default MDT, but 
not all the PE routers join the new data MDT group: 


e PErouters connected to receivers in the VRF instance for the current multicast group cache the contents 
of the MDT join TLV, adding a 180-second timeout value to the cache entry, and also join the new data 
MDT group. 


e PE routers not connected to receivers listed in the VRF instance for the current multicast group also 
cache the contents of the MDT join TLV, adding a 180-second timeout value to the cache entry, but 
do not join the new data MDT group at this time. 
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After the source PE stops sending the multicast traffic stream over the default MDT and uses the new 
MDT instead, only the PE routers that join the new group receive the multicast traffic for that group. 


When a remote PE router joins the new data MDT group, it sends a PIM join message for the new group 
directly to the source PE router from the remote PE routers by means of a PIM (S,G) join. 


If a PE router that has not yet joined the new data MDT group receives a PIM join message for a new 
receiver for which (S,G) traffic is already flowing over the data MDT in the provider core, then that PE 
router can obtain the new group address from its cache and can join the data MDT immediately without 
waiting up to 59 seconds for the next data MDT advertisement. 


When the PE router to which the source site is attached sends a subsequent MDT join TLV for the VRF 
instance over the default MDT, any existing cache entries for that VRF instance are simply refreshed with 
a timeout value of 180 seconds. 


To display the information cached from MDT join TLV packets received by all PE routers in a PIM-enabled 
VRF instance, use the show pim mdt data-mdt-joins operational mode command. 


The source PE router starts encapsulating the multicast traffic for the VRF instance using the new data 
MDT group after 3 seconds, allowing time for the remote PE routers to join the new group. The source 
PE router then halts the flow of multicast packets over the default MDT, and the packet flow for the VRF 
instance source shifts to the newly created data MDT. 


The PE router monitors the traffic rate during its periodic statistics-collection cycles. If the traffic rate 
drops below the threshold or the source stops sending multicast traffic, the PE router to which the source 
site is attached stops announcing the MDT join TLVs and switches back to sending on the default MDT 
for that VRF instance. 


SEE ALSO 


show pim mdt data-mdt-joins | 2143 in the CLI Explorer 


Data MDT Characteristics 


A data multicast distribution tree (MDT) solves the problem of routers flooding unnecessary multicast 
information to PE routers that have no interested receivers for a particular VPN multicast group. 


The default MDT uses multicast tunnel (mt-) logical interfaces. Data MDTs also use multicast tunnel logical 
interfaces. If you administratively disable the physical interface that the multicast tunnel logical interfaces 
are configured on, the multicast tunnel logical interfaces are moved to a different physical interface that 
is up. In this case the traffic is sent over the default MDT until new data MDTs are created. 


The maximum number of data MDTs for all VPNs on a PE router is 1024, and the maximum number of 
data MDTs for a VRF instance is 1024. The configuration of a VRF instance can limit the number of MDTs 
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possible. No new MDTs can be created after the 1024 MDT limit is reached in the VRF instance, and all 
traffic for other sources that exceed the configured limit is sent on the default MDT. 


Tear-down of data MDTs depends on the monitoring of the multicast source data rate. This rate is checked 
once per minute, so if the source data rate falls below the configured value, data MDT deletion can be 
delayed for up to 1 minute until the next statistics-monitoring collection cycle. 


Changes to the configured data MDT limit value do not affect existing tunnels that exceed the new limit. 
Data MDTs that are already active remain in place until the threshold conditions are no longer met. 


In a draft-rosen MVPN in which PE routers are already configured to create data MDTs in response to 
exceeded multicast source traffic rate thresholds, you can change the group range used for creating data 
MDTs ina VRF instance. To remove any active data MDTs created using the previous group range, you 
must restart the PIM routing process. This restart clears all remnants of the former group addresses but 
disrupts routing and therefore requires a maintenance window for the change. 
y | 
CAUTION: Never restart any of the software processes unless instructed to do so by 
A a customer support engineer. 


Multicast tunnel (mt) interfaces created because of exceeded thresholds are not re-created if the routing 
process crashes. Therefore, graceful restart does not automatically reinstate the data MDT state. However, 
as soonas the periodic statistics collection reveals that the threshold condition is still exceeded, the tunnels 
are quickly re-created. 


Data MDTs are supported for customer traffic with PIM sparse mode, dense mode, and sparse-dense 


mode. Note that the provider core does not support PIM dense mode. 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode 


IN THIS SECTION 


Requirements | 642 
Overview | 642 
Configuration | 650 


Verification | 654 


This example shows how to configure data multicast distribution trees (MDTs) for a provider edge (PE) 
router attached to a VPN routing and forwarding (VRF) instance in a draft-rosen Layer 3 multicast VPN 
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operating in source-specific multicast (SSM) mode. The example is based on the Junos OS implementation 
of RFC 4364, BGP/MPLS IP Virtual Private Networks (VPNs) and on section 7 of the IETF Internet draft 
draft-rosen-vpn-mcast-07.txt, Multicast in MPLS/BGP IP VPNs. 


Requirements 


Before you begin: 


e Make sure that the routing devices support multicast tunnel (mt) interfaces. 


A tunnel-capable PIC supports a maximum of 512 multicast tunnel interfaces. Both default and data 
MDTs contribute to this total. The default MDT uses two multicast tunnel interfaces (one for encapsulation 
and one for de-encapsulation). To enable an M Series or T Series router to support more than 512 
multicast tunnel interfaces, another tunnel-capable PIC is required. See ““Tunnel Services PICs and 
Multicast” on page 288” and ““Load Balancing Multicast Tunnel Interfaces Among Available PICs” on 
page 568” in the Multicast Protocols User Guide . 


Make sure that the PE router has been configured for a draft-rosen Layer 3 multicast VPN operating in 


SSM mode in the provider core. 


In this type of multicast VPN, PE routers discover one another by sending MDT subsequent address 
family identifier (MDT-SAFI) BGP network layer reachability information (NLRI) advertisements. Key 
configuration statements for the master instance are highlighted in Table 19 on page 626. Key configuration 
statements for the VRF instance to which your PE router is attached are highlighted in 

Table 20 on page 628. For complete configuration details, see ““Example: Configuring Source-Specific 
Multicast for Draft-Rosen Multicast VPNs” on page 608” in the Multicast Protocols User Guide . 


Overview 


By using data MDTs in a Layer 3 VPN, you can prevent multicast packets from being flooded unnecessarily 
to specified provider edge (PE) routers within a VPN group. This option is primarily useful for PE routers 
in your Layer 3 VPN multicast network that have no receivers for the multicast traffic from a particular 
source. 


e When a PE router that is directly connected to the multicast source (also called the source PE) receives 
Layer 3 VPN multicast traffic that exceeds a configured threshold, a new data MDT tunnel is established 
between the PE router connected to the source site and its remote PE router neighbors. 


e The source PE advertises the new data MDT group as long as the source is active. The periodic 
announcement is sent over the default MDT for the VRF. Because the data MDT announcement is sent 
over the default tunnel, all the PE routers receive the announcement. 


e Neighbors that do not have receivers for the multicast traffic cache the advertisement of the new data 
MDT group but ignore the new tunnel. Neighbors that do have receivers for the multicast traffic cache 
the advertisement of the new data MDT group and also send a PIM join message for the new group. 
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e The source PE encapsulates the VRF multicast traffic using the new data MDT group and stops the 
packet flow over the default multicast tree. If the multicast traffic level drops back below the threshold, 
the data MDT is torn down automatically and traffic flows back across the default multicast tree. 


e If a PE router that has not yet joined the new data MDT group receives a PIM join message for a new 
receiver for which (S,G) traffic is already flowing over the data MDT in the provider core, then that PE 
router can obtain the new group address from its cache and can join the data-MDT immediately without 
waiting up to 59 seconds for the next data MDT advertisement. 


By default, automatic creation of data MDTs is disabled. 


The following sections summarize the data MDT configuration statements used in this example and in the 
prerequisite configuration for this example: 


e Inthe master instance, the PE router's prerequisite draft-rosen PIM-SSM multicast configuration includes 
statements that directly support the data MDT configuration you will enable in this example. 
Table 19 on page 626 highlights some of these statements’. 


Table 22: Data MDTS—Key Prerequisites in the Master Instance 


Statement Description 
[edit protocols] Enables the PIM protocol on PE router 
pim { interfaces. 


interface (Protocols PIM) interface-name 


<options>; 
} 
[edit protocols] In the internal BGP full mesh between PE 
bgp { routers in the VRF instance, enables the BGP 
group name { protocol to carry MDT-SAFI NLRI signaling 
type internal; messages for IPv4 traffic in Layer 3 VPNs. 
peer-as autonomous-system; 
neighbor address; 
family inet-mdt { 
signaling; 
} 
} 


} 


[edit routing-options] 
autonomous-system 
autonomous-system; 
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Table 22: Data MDTS—Key Prerequisites in the Master Instance (continued) 


Statement Description 
[edit routing-options] (Optional) Configures one or more SSM groups 
multicast { to use inside the provider network in addition 
ssm-groups [ ip-addresses ]; to the default SSM group address range of 
} 232.0.0.0/8. 


NOTE: For this example, it is assumed that you 
previously specified an additional SSM group 
address range of 239.0.0.0/8. 


' This table contains only a partial list of the PE router configuration statements for a 
draft-rosen multicast VPN operating in SSM mode in the provider core. For complete 
configuration information about this prerequisite, see ““Example: Configuring Source-Specific 
Multicast for Draft-Rosen Multicast VPNs” on page 608” in the Multicast Protocols User Guide 


level—the PE router’s prerequisite draft-rosen PIM-SSM multicast configuration includes statements 
that directly support the data MDT configuration you will enable in this example. Table 20 on page 628 
highlights some of these statements’. 


Table 23: Data MDTs—Key Prerequisites in the VRF Instance 


Statement 


[edit routing-instances name] 
instance-type vrf; 
vrf-target community; 


[edit routing-instances name] 
protocols { 
pim { 
mvpn { 
family { 
inet | ineté { 
autodiscovery { 


inet-mdt; 


In the VRF instance to which the PE router is attached—at the [edit routing-instances name] hierarchy 
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Description 


Creates a VRF tab 
contains the route 
destined for the L 


Creates a VRF ext 
accepts routes fro 
routing table. enst 
using the inet-mdi 


You must also con 
route-distinguishe 
routing instance. 


Configures the PE 
MDT-SAFI NLRI f 
routers: 


646 


Table 23: Data MDTs—Key Prerequisites in the VRF Instance (continued) 


Statement Description 
[edit routing-instances name] Configures the PIN 
provider-tunnelfamily inet | ineté{ MDT group addre 
pim-ssm { 


NOTE: For this e» 
previously configu 
tunnel default MD 
with the group adi 


group-address (Routing Instances) address; 


To verify the confi 
tunnel for the VRF 
router is attached, 


operational mode 


* This table contains only a partial list of the PE router configuration statements for a draft-rosen multicast VPN operating in SSM m 
complete configuration information about this prerequisite, see ““Example: Configuring Source-Specific Multicast for Draft-Rosen N 


in the Multicast Protocols User Guide . 
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e For arosen 7 MVPN—a draft-rosen multicast VPN with provider tunnels operating in SSM mode—you 
configure data MDT creation for a tunnel multicast group by including statements under the PIM-SSM 
provider tunnel configuration for the VRF instance associated with the multicast group. Because data 
MDTs are specific to VPNs and VRF routing instances, you cannot configure MDT statements in the 
master routing instance. Table 21 on page 630 summarizes the data MDT configuration statements for 


PIM-SSM provider tunnels. 


Table 24: Data MDTs for PIM-SSM Provider Tunnels in a Draft-Rosen MVPN 


Statement 


[edit routing-instances name] 
provider-tunnel family inet | inetéf{{ 
mat { 


group-range multicast-prefix; 


Description 


Configures the IP group range used when a new 
data MDT needs to be created in the VRF 
instance on the PE router. This address range 
cannot overlap the default MDT addresses of 
any other VPNs on the router. If you configure 
overlapping group ranges, the configuration 
commit fails. 


This statement has no default value. If you 
do not set the multicast-prefix to a valid, 
nonreserved multicast address range, then no 
data MDTs are created for this VRF instance. 


NOTE: For this example, it is assumed that you 
previously configured the PE router to 
automatically select an address from the 
239.10.10.0/24 range when a new data MDT 
needs to be initiated. 
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Table 24: Data MDTs for PIM-SSM Provider Tunnels in a Draft-Rosen MVPN (continued) 


Statement 


[edit routing-instances name] 
provider-tunnel family inet | inet6f{{ 
mat { 


tunnel-limit limit; 


Description 


Configures the maximum number of data MDTs 
that can be created for the VRF instance. 


The default value is 0. If you do not configure 
the limit to a non-zero value, then no data MDTs 
are created for this VRF instance. 


The valid range is from O through 1024 for a 
VRF instance. There is a limit of 8000 tunnels 
for all data MDTs in all VRF instances on a PE 
router. 


If the configured maximum number of data MDT 
tunnels is reached, then no new tunnels are 
created for the VRF instance, and traffic that 
exceeds the configured threshold is sent on the 
default MDT. 


NOTE: For this example, you limit the number 
of data MDTs for the VRF instance to 10. 


Table 24: Data MDTs for PIM-SSM Provider Tunnels in a Draft-Rosen MVPN (continued) 


Statement 


[edit routing-instances name] 
provider-tunnel family inet | inetéf{{ 
mat { 
threshold { 
group group-address { 
source source-address { 


rate threshold-rate; 


Topology 


Description 


Configures a data rate for the multicast source 
of a default MDT. When the source traffic in 
the VRF instance exceeds the configured data 
rate, a new tunnel is created. 


e group group-address— Multicast group address 
of the default MDT that corresponds to a VRF 
instance to which the PE router is attached. 
The group-address explicit (all 32 bits of the 
address specified) or a prefix (network address 
and prefix length specified). This is typically 
a well-known address for a certain type of 
multicast traffic. 


e source source-address—Unicast IP prefix of 
one or more multicast sources in the specified 
default MDT group. 


e rate threshold-rate—Data rate for the 
multicast source to trigger the automatic 
creation of a data MDT. The data rate is 
specified in kilobits per second (Kbps). 

The default threshold-rate is 10 kilobits per 
second (Kbps). 


NOTE: 


For this example, you configure the following 
data MDT threshold: 


e Multicast group address or address range to 
which the threshold limits 
apply—224.0.9.0/32 

e Multicast source address or address range to 
which the threshold limits apply—10.1.1.2/32 

e Data rate—10 Kbps 
When the traffic stops or the rate falls below 
the threshold value, the source PE router 
switches back to the default MDT. 


Figure 90 on page 633 shows a default MDT. 
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Figure 92: Default MDT 
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Figure 93: Data MDT 


Service provider 





Figure 91 on page 633 shows a data MDT. 
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Configuration 


IN THIS SECTION 


@ Enabling Data MDTs and PIM-SSM Provider Tunnels on the Local PE Router Attached toa VRF | 651 


@® (Optional) Enabling Logging of Detailed Trace Information for Multicast Tunnel Interfaces on the Local PE 
Router | 653 


@ Results | 654 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see the CLI User Guide. 
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CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level and then enter commit from configuration mode. 


set routing-instances ce1 provider-tunnel family inet mdt group-range 239.10.10.0/24 

set routing-instances ce1 provider-tunnel family inet mdt tunnel-limit 10 

set routing-instances ce1 provider-tunnel family inet mdt threshold group 224.0.9.0/32 source 10.1.1.2/32 rate 
10 

set protocols pim traceoptions file trace-pim-mdt 

set protocols pim traceoptions file files 5 

set protocols pim traceoptions file size 1m 

set protocols pim traceoptions file world-readable 

set protocols pim traceoptions flag mdt detail 


Enabling Data MDTs and PIM-SSM Provider Tunnels on the Local PE Router Attached to a VRF 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure the local PE router attached to the VRF instance ce1 in a PIM-SSM multicast VPN to initiate 
new data MDTs and provider tunnels for that VRF: 


1. Enable configuration of provider tunnels operating in SSM mode. 


[edit] 
user@host# edit routing-instances ce1 provider-tunnel 


2. Configure the range of multicast IP addresses for new data MDTs. 


[edit routing-instances ce1 provider-tunnel] 
user@host# set mdt group-range 239.10.10.0/24 


3. Configure the maximum number of data MDTs for this VRF instance. 


[edit routing-instances ce1 provider-tunnel] 
user@host# set mdt tunnel-limit 10 
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4. Configure the data MDT-creation threshold for a multicast group and source. 


[edit routing-instances ce1 provider-tunnel] 
user@host# set mdt threshold group 224.0.9.0/32 source 10.1.1.2/32 rate 10 


5. If you are done configuring the device, commit the configuration. 


[edit] 
user@host# commit 


Results 


Confirm the configuration of data MDTs for PIM-SSM provider tunnels by entering the show 
routing-instances command from configuration mode. If the output does not display the intended 
configuration, repeat the instructions in this procedure to correct the configuration. 


[edit] 
user@host# show routing-instances 
cel { 

instance-type vrf; 

vrf-target target: 100:1; 


provider-tunnel { 

pim-ssm { 

group-address 239.1.1.1; 
} 
madt { 

threshold { 

group 224.0.9.0/32 { 
source 10.1.1.2/32 { 
rate 10; 


} 


tunnel-limit 10; 
group-range 239.10.10.0/24, 


} 


protocols { 


pim { 
mvpn { 


family { 
inet { 
autodiscovery { 
inet-mdt; 


NOTE: The show routing-instances command output above does not show the complete 
configuration of a VRF instance in a draft-rosen MVPN operating in SSM mode in the provider 
core. 


(Optional) Enabling Logging of Detailed Trace Information for Multicast Tunnel Interfaces on the Local PE 
Router 


Step-by-Step Procedure 


To enable logging of detailed trace information for all multicast tunnel interfaces on the local PE router: 


1. Enable configuration of PIM tracing options. 


[edit] 
user@host# set protocols pim traceoptions 


2. Configure the trace file name, maximum number of trace files, maximum size of each trace file, and file 
access type. 


[edit protocols pim traceoptions] 
set file trace-pim-mdt 

set file files 5 

set file size 1m 

set file world-readable 
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3. Specify that messages related to multicast data tunnel operations are logged. 


[edit protocols pim traceoptions] 
set flag mdt detail 


4. If you are done configuring the device, commit the configuration. 


[edit] 
user@host# commit 


Results 


Confirm the configuration of multicast tunnel logging by entering the show protocols command from 
configuration mode. If the output does not display the intended configuration, repeat the instructions in 
this procedure to correct the configuration. 


[edit] 
user@host# show protocols 
pim { 
traceoptions { 
file trace-pim-mdt size 1m files 5 world-readable; 
flag mdt detail; 
} 


interface 100.0; 


Verification 


IN THIS SECTION 


@ Monitor Data MDTs Initiated for the Multicast Group | 655 
@ Monitor Data MDT Group Addresses Cached by All PE Routers in the Multicast Group | 655 


@ = (Optional) View the Trace Log for Multicast Tunnel Interfaces | 655 


To verify that the local PE router is managing data MDTs and PIM-SSM provider tunnels properly, perform 
the following tasks: 


Monitor Data MDTs Initiated for the Multicast Group 


Purpose 


For the VRF instance ce1, check the incoming and outgoing tunnels established by the local PE router for 
the default MDT and monitor the data MDTs initiated by the local PE router. 


Action 


Use the show pim mdt instance ce1 detail operational mode command. 


For the default MDT, the command displays details about the incoming and outgoing tunnels established 
by the local PE router for specific multicast source addresses in the multicast group using the default MDT 
and identifies the tunnel mode as PIM-SSM. 


For the data MDTs initiated by the local PE router, the command identifies the multicast source using the 
data MDT, the multicast tunnel logical interface set up for the data MDT tunnel, the configured threshold 
rate, and current statistics. 


Monitor Data MDT Group Addresses Cached by All PE Routers in the Multicast Group 


Purpose 


For the VRF instance ce1, check the data MDT group addresses cached by all PE routers that participate 
in the VRF. 


Action 


Use the show pim mdt data-mdt-joins instance ce1 operational mode command. The command output 
displays the information cached from MDT join TLV packets received by all PE routers participating in the 
specified VRF instance, including the current timeout value of each entry. 


(Optional) View the Trace Log for Multicast Tunnel Interfaces 


Purpose 


If you configured logging of trace Information for multicast tunnel interfaces, you can trace the creation 
and tear-down of data MDTs on the local router through the mt interface-related activity in the log. 


Action 


To view the trace file, use the file show /var/log/trace-pim-mdt operational mode command. 


SEE ALSO 


“Tunnel Services PICs and Multicast | 288” in the Multicast Protocols User Guide 


“Load Balancing Multicast Tunnel Interfaces Among Available PICs | 568” in the Multicast Protocols User 
Guide 

“Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608” in the Multicast 
Protocols User Guide 
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Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast 
Mode 


IN THIS SECTION 


Requirements | 656 
Overview | 656 
Configuration | 659 


Verification | 660 


This example shows how to configure data multicast distribution trees (MDTs) in a draft-rosen Layer 3 
VPN operating in any-source multicast (ASM) mode. This example is based on the Junos OS implementation 
of RFC 4364, BGP/MPLS IP Virtual Private Networks (VPNs) and on section 2 of the IETF Internet draft 
draft-rosen-vpn-mcast-06.txt, Multicast in MPLS/BGP VPNs (expired April 2004). 


Requirements 


Before you begin: 


e Configure the draft-rosen multicast over Layer 3 VPN scenario. 
e Make sure that the routing devices support multicast tunnel (mt) interfaces. 


A tunnel-capable PIC supports a maximum of 512 multicast tunnel interfaces. Both default and data 
MDTs contribute to this total. The default MDT uses two multicast tunnel interfaces (one for encapsulation 
and one for de-encapsulation). To enable an M Series or T Series router to support more than 512 
multicast tunnel interfaces, another tunnel-capable PIC is required. See “Tunnel Services PICs and 
Multicast” on page 288 and “Load Balancing Multicast Tunnel Interfaces Among Available PICs” on page 568. 


Overview 


By using data multicast distribution trees (MDTs) in a Layer 3 VPN, you can prevent multicast packets 
from being flooded unnecessarily to specified provider edge (PE) routers within a VPN group. This option 
is primarily useful for PE routers in your Layer 3 VPN multicast network that have no receivers for the 
multicast traffic from a particular source. 


When a PE router that is directly connected to the multicast source (also called the source PE) receives 
Layer 3 VPN multicast traffic that exceeds a configured threshold, a new data MDT tunnel is established 
between the PE router connected to the source site and its remote PE router neighbors. 


The source PE advertises the new data MDT group as long as the source is active. The periodic 
announcement is sent over the default MDT for the VRF. Because the data MDT announcement is sent 
over the default tunnel, all the PE routers receive the announcement. 


Neighbors that do not have receivers for the multicast traffic cache the advertisement of the new data 
MDT group but ignore the new tunnel. Neighbors that do have receivers for the multicast traffic cache 
the advertisement of the new data MDT group and also send a PIM join message for the new group. 


The source PE encapsulates the VRF multicast traffic using the new data MDT group and stops the packet 
flow over the default multicast tree. If the multicast traffic level drops back below the threshold, the data 
MDT is torn down automatically and traffic flows back across the default multicast tree. 


If a PE router that has not yet joined the new data MDT group receives a PIM join message for a new 
receiver for which (S,G) traffic is already flowing over the data MDT in the provider core, then that PE 
router can obtain the new group address from its cache and can join the data-MDT immediately without 
waiting up to 59 seconds for the next data MDT advertisement. 


By default, automatic creation of data MDTs is disabled. 


For a rosen 6 MVPN—a draft-rosen multicast VPN with provider tunnels operating in ASM mode—you 
configure data MDT creation for a tunnel multicast group by including statements under the PIM protocol 
configuration for the VRF instance associated with the multicast group. Because data MDTs apply to VPNs 
and VRF routing instances, you cannot configure MDT statements in the master routing instance. 


This example includes the following configuration options: 


e group—Specifies the multicast group address to which the threshold applies. This could be a well-known 
address for a certain type of multicast traffic. 


The group address can be explicit (all 32 bits of the address specified) or a prefix (network address and 
prefix length specified). Explicit and prefix address forms can be combined if they do not overlap. 
Overlapping configurations, in which prefix and more explicit address forms are used for the same source 
or group address, are not supported. 


e group-range—Specifies the multicast group IP address range used when a new data MDT needs to be 
initiated on the PE router. For each new data MDT, one address is automatically selected from the 
configured group range. 


The PE router implementing data MDTs for a local multicast source must be configured with a range of 
multicast group addresses. Group addresses that fall within the configured range are used in the join 
messages for the data MDTs created in this VRF instance. Any multicast address range can be used as 
the multicast prefix. However, the group address range cannot overlap the default MDT group address 
configured for any VPN on the router. If you configure overlapping group addresses, the configuration 
commit operation fails. 


pim—Supports data MDTs for service provider tunnels operating in any-source multicast mode. 


rate—Specifies the data rate that initiates the creation of data MDTs. When the source traffic in the 


VRF exceeds the configured data rate, a new tunnel is created. The range is from 10 kilobits per second 
(Kbps), the default, to 1 gigabit per second (Gbps, equivalent to 1,000,000 Kbps). 


source—Specifies the unicast address of the source of the multicast traffic. It can be a source locally 
attached to or reached through the PE router. A group can have more than one source. 
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The source address can be explicit (all 32 bits of the address specified) or a prefix (network address and 
prefix length specified). Explicit and prefix address forms can be combined if they do not overlap. 
Overlapping configurations, in which prefix and more explicit address forms are used for the same source 
or group address, are not supported. 


threshold—Associates a rate with a group and a source. The PE router implementing data MDTs for a 
local multicast source must establish a data MDT-creation threshold for a multicast group and source. 


When the traffic stops or the rate falls below the threshold value, the source PE router switches back 
to the default MDT. 


tunnel-limit—Specifies the maximum number of data MDTs that can be created for a single routing 
instance. The PE router implementing a data MDT for a local multicast source must establish a limit for 
the number of data MDTs created in this VRF instance. If the limit is O (the default), then no data MDTs 
are created for this VRF instance. 


If the number of data MDT tunnels exceeds the maximum configured tunnel limit for the VRF, then no 
new tunnels are created. Traffic that exceeds the configured threshold is sent on the default MDT. 


The valid range is from O through 1024 for a VRF instance. There is a limit of 8000 tunnels for all data 
MDTs in all VRF instances on a PE router. 


Figure 88 on page 622 shows a default MDT. 


Figure 94: Default MDT 
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Figure 89 on page 622 shows a data MDT. 
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Figure 95: Data MDT 
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Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


[edit] 

set routing-instances vpn-A protocols pim mdt group-range 227.0.0.0/8 

set routing-instances vpn-A protocols pim mdt threshold group 224.4.4.4/32 source 10.10.20.43/32 rate 10 
set routing-instances vpn-A protocols pim mdt tunnel-limit 10 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure a PE router attached to the VRF instance vpn-A in a PIM-ASM multicast VPN to initiate new 
data MDTs and provider tunnels for that VRF: 


1. Configure the group range. 


[edit] 

user@host# edit routing-instances vpn-A protocols pim mdt 
[edit routing-instances vpn-A protocols pim mdt] 
user@host# set group-range 227.0.0.0/8 
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2. Configure a data MDT-creation threshold for a multicast group and source. 


[edit routing-instances vpn-A protocols pim mdt] 
user@host# set threshold group 224.4.4.4 source 10.10.20.43 rate 10 


3. Configure a tunnel limit. 


[edit routing-instances vpn-A protocols pim mdt] 
user@host# set tunnel-limit 10 


4. If you are done configuring the device, commit the configuration. 


[edit routing-instances vpn-A protocols pim mdft] 
user@host# commit 


Verification 


To display information about the default MDT and any data MDTs for the VRF instance vpn-A, use the 
show pim mdt instance ce1 detail operational mode command. This command displays either the outgoing 
tunnels (the tunnels initiated by the local PE router), the incoming tunnels (tunnels initiated by the remote 
PE routers), or both. 


To display the data MDT group addresses cached by PE routers that participate in the VRF instance vpn-A, 
use the show pim mdt data-mdt-joins instance vpn-A operational mode command. The command displays 
the information cached from MDT join TLV packets received by all PE routers participating in the specified 
VREF instance. 


You can trace the operation of data MDTs by including the mdt detail flag in the [edit protocols pim 
traceoptions] configuration. When this flag is set, all the mt interface-related activity is logged in trace 
files. 


SEE ALSO 


“Introduction to Configuring Layer 3 VPNs” in the Junos OS VPNs Library for Routing Devices 
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Example: Enabling Dynamic Reuse of Data MDT Group Addresses 


IN THIS SECTION 


Requirements | 661 
Overview | 661 
Configuration | 662 
Verification | 669 


This example describes how to enable dynamic reuse of data multicast distribution tree (MDT) group 


addresses. 


Requirements 


Before you begin: 


e Configure the router interfaces. See the Junos OS Network Interfaces Library for Routing Devices. 


e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure PIM Sparse Mode on the interfaces. See “Enabling PIM Sparse Mode” on page 289. 


Overview 


A limited number of multicast group addresses are available for use in data MDT tunnels. By default, when 


the available multicast group addresses are all used, no new data MDTs can be created. 


You can enable dynamic reuse of data MDT group addresses. Dynamic reuse of data MDT group addresses 


allows multiple multicast streams to share a single MDT and multicast provider group address. For example, 


three streams can use the same provider group address and MDT tunnel. 


The streams are assigned to a particular MDT in a round-robin fashion. Since a provider tunnel might be 


used by multiple customer streams, this can result in egress routers receiving customer traffic that is not 


destined for their attached customer sites. This example shows the plain PIM scenario, without the MVPN 


provider tunnel. 


Figure 96 on page 662 shows the topology used in this example. 
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Figure 96: Dynamic Reuse of Data MDT Group Addresses 
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CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


set policy-options policy-statement bgp-to-ospf term 1 from protocol bgp 
set policy-options policy-statement bgp-to-ospf term 1 then accept 
set protocols mpls interface all 

set protocols bgp local-as 65520 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 10.255.38.17 

set protocols bgp group ibgp family inet-vpn unicast 

set protocols bgp group ibgp neighbor 10.255.38.21 

set protocols bgp group ibgp neighbor 10.255.38.15 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols Idp interface all 

set protocols pim rp static address 10.255.38.21 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set protocols pim interface fxp0.0 disable 

set routing-instances VPN-A instance-type vrf 

set routing-instances VPN-A interface ge-1/1/2.0 
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set routing-instances VPN-A interface lo0.1 

set routing-instances VPN-A route-distinguisher 10.0.0.10:04 

set routing-instances VPN-A vrf-target target:100:10 

set routing-instances VPN-A protocols ospf export bgp-to-ospf 

set routing-instances VPN-A protocols ospf area 0.0.0.0 interface all 

set routing-instances VPN-A protocols pim traceoptions file pim-VPN-A.log 

set routing-instances VPN-A protocols pim traceoptions file size 5m 

set routing-instances VPN-A protocols pim traceoptions flag mdt detail 

set routing-instances VPN-A protocols pim dense-groups 224.0.1.39/32 

set routing-instances VPN-A protocols pim dense-groups 224.0.1.40/32 

set routing-instances VPN-A protocols pim dense-groups 229.0.0.0/8 

set routing-instances VPN-A protocols pim vpn-group-address 239.1.0.0 

set routing-instances VPN-A protocols pim rp static address 10.255.38.15 

set routing-instances VPN-A protocols pim interface lo0.1 mode sparse-dense 

set routing-instances VPN-A protocols pim interface ge-1/1/2.0 mode sparse-dense 

set routing-instances VPN-A protocols pim mdt threshold group 224.1.1.1/32 source 192.168.255.245/32 rate 
20 

set routing-instances VPN-A protocols pim mdt threshold group 224.1.1.2/32 source 192.168.255.245/32 rate 
20 

set routing-instances VPN-A protocols pim mdt threshold group 224.1.1.3/32 source 192.168.255.245/32 rate 
20 

set routing-instances VPN-A protocols pim mdt data-mdt-reuse 

set routing-instances VPN-A protocols pim mdt tunnel-limit 2 

set routing-instances VPN-A protocols pim mdt group-range 239.1.1.0/30 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure dynamic reuse of data MDT group addresses: 


1. Configure the bgp-to-ospf export policy. 


[edit policy-options policy-statement bgp-to-ospf] 
user@host# set term 1 from protocol bgp 
user@host# set term 1 then accept 


2. Configure MPLS, LDP, BGP, OSPF, and PIM. 


[edit] 
user@host# edit protocols 
[edit protocols] 
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user@host# set mpls interface all 

[edit protocols] 

user@host# set Idp interface all 

[edit protocols] 

user@host# set bgp local-as 65520 

[edit protocols] 

user@host# set bgp group ibgp type internal 

[edit protocols] 

user@host# set bgp group ibgp local-address 10.255.38.17 
[edit protocols] 

user@host# set bgp group ibgp family inet-vpn unicast 
[edit protocols] 

user@host# set bgp group ibgp neighbor 10.255.38.21 
[edit protocols] 

user@host# set bgp group ibgp neighbor 10.255.38.15 
[edit protocols] 

user@host# set ospf traffic-engineering 

[edit protocols] 

user@host# set ospf area 0.0.0.0 interface all 

[edit protocols] 

user@host# set ospf area 0.0.0.0 interface fxp0.0 disable 
[edit protocols] 

user@host# set pim rp static address 10.255.38.21 
[edit protocols] 

user@host# set pim interface all mode sparse 

[edit protocols] 

user@host# set pim interface all version 2 

[edit protocols] 

user@host# set pim interface fxp0.0 disable 

[edit protocols] 

user@host# exit 


3. Configure the routing instance, and apply the bgp-to-ospf export policy. 


[edit] 

user@host# edit routing-instances VPN-A 
[edit routing-instances VPN-A] 
user@host# set instance-type vrf 

[edit routing-instances VPN-A] 
user@host# set interface ge-1/1/2.0 

[edit routing-instances VPN-A] 
user@host# set interface lo0.1 

[edit routing-instances VPN-A] 
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user@host# set route-distinguisher 10.0.0.10:04 

[edit routing-instances VPN-A] 

user@host# set vrf-target target:100:10 

[edit routing-instances VPN-A] 

user@host# set protocols ospf export bgp-to-ospf 
[edit routing-instances VPN-A] 

user@host# set protocols ospf area 0.0.0.0 interface all 


4. Configure PIM trace operations for troubleshooting. 


[edit routing-instances VPN-A] 

user@host# set protocols pim traceoptions file pim-VPN-A.log 
[edit routing-instances VPN-A] 

user@host# set protocols pim traceoptions file size 5m 

[edit routing-instances VPN-A] 

user@host# set protocols pim traceoptions flag mdt detail 


5. Configure the groups that operate in dense mode and the group address on which to encapsulate 
multicast traffic from the routing instance. 


[edit routing-instances VPN-A] 

user@host# set protocols pim dense-groups 224.0.1.39/32 
[edit routing-instances VPN-A] 

user@host# set protocols pim dense-groups 224.0.1.40/32 
[edit routing-instances VPN-A] 

user@host# set protocols pim dense-groups 229.0.0.0/8 
[edit routing-instances VPN-A] 

user@host# set protocols pim group-address 239.1.0.0 
[edit routing-instances VPN-A] 


6. Configure the address of the RP and the interfaces operating in sparse-dense mode. 


[edit routing-instances VPN-A] 

user@host# set protocols pim rp static address 10.255.38.15 

[edit routing-instances VPN-A] 

user@host# set protocols pim interface lo0.1 mode sparse-dense 

[edit routing-instances VPN-A] 

user@host# set protocols pim interface ge-1/1/2.0 mode sparse-dense 
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7. Configure the data MDT, including the data-mdt-reuse statement. 


[edit routing-instances VPN-A] 

user@host# set protocols pim mdt threshold group 224.1.1.1/32 source 192.168.255.245/32 rate 20 
[edit routing-instances VPN-A] 

user@host# set protocols pim mdt threshold group 224.1.1.2/32 source 192.168.255.245/32 rate 20 
[edit routing-instances VPN-A] 

user@host# set protocols pim mdt threshold group 224.1.1.3/32 source 192.168.255.245/32 rate 20 
[edit routing-instances VPN-A] 

user@host# set protocols pim mdt data-mdt-reuse 

[edit routing-instances VPN-A] 

user@host# set protocols pim mdt tunnel-limit 2 

[edit routing-instances VPN-A] 

user@host# set protocols pim mdt group-range 239.1.1.0/30 


8. If you are done configuring the device, commit the configuration. 


[edit routing-instances VPN-A] 
user@host# commit 


Results 


From configuration mode, confirm your configuration by entering the show policy-options, show protocols, 
and show routing-instances commands. If the output does not display the intended configuration, repeat 
the instructions in this example to correct the configuration. 


user@host# show policy-options 
policy-statement bgp-to-ospf { 
term 1 { 
from protocol bgp; 
then accept; 


user@host# show protocols 
mpls { 
interface all; 
} 
bgp { 
local-as 65520; 
group ibgp { 


type internal; 
local-address 10.255.38.17; 
family inet-vpn { 

unicast; 
} 
neighbor 10.255.38.21; 
neighbor 10.255.38.15; 


} 
ospf { 
traffic-engineering; 
area 0.0.0.0 { 
interface all; 
interface fxp0.0 { 
disable; 


} 
Idp { 

interface all; 
} 
pim { 

rp { 

static { 
address 10.255.38.21; 


} 

interface all { 
mode sparse; 
version 2; 

} 

interface fxp0.0 { 
disable; 


user@host# show routing-instances 
VPN-A { 
instance-type vrf; 
interface ge-1/1/2.0; 
interface 100.1; 
route-distinguisher 10.0.0.10:04;, 
vrf-target target: 100:10; 
protocols { 
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ospf { 
export bgp-to-ospf; 
area 0.0.0.0 { 
interface all; 


} 
pim { 
traceoptions { 
file pim-VPN-A.log size 5m; 
flag mdt detail; 
} 
dense-groups { 
224.0.1.39/32; 
224.0.1.40/32; 
229.0.0.0/8; 
} 
vpn-group-address 239.1.0.0; 
rp { 
static { 
address 10.255.38.15; 


} 
interface lo0.1 { 
mode sparse-dense; 
} 
interface ge-1/1/2.0 { 
mode sparse-dense; 
} 
mat { 
threshold { 
group 224.1.1.1/32 { 
source 192.168.255.245/32 { 
rate 20; 


} 
group 224.1.1.2/32 { 
source 192.168.255.245/32 { 
rate 20; 


} 
group 224.1.1.3/32 { 
source 192.168.255.245/32 { 
rate 20; 
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} 

data-mdt-reuse; 
tunnel-limit 2; 
group-range 239.1.1.0/30; 


Verification 


To verify the configuration, run the following commands: 


e show pim join instance VPN-A extensive 
e show multicast route instance VPN-A extensive 
e show pim mdt instance VPN-A 


e show pim mdt data-mdt-joins instance VPN-A 


SEE ALSO 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 


RELATED DOCUMENTATION 


Example: Configuring Any-Source Draft-Rosen 6 Multicast VPNs | 555 
Example: Configuring Source-Specific Draft-Rosen 7 Multicast VPNs | 606 


670 


CHAPTER 21 


Configuring Next-Generation Multicast VPNs 


IN THIS CHAPTER 
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Configuring Multiprotocol BGP Multicast VPNs | 698 

BGP-MVPN Inter-AS Option B Overview | 792 

Example: Configuring MBGP MVPN Extranets | 794 
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Example: Configuring Redundant Virtual Tunnel Interfaces in MBGP MVPNs | 845 
Understanding Sender-Based RPF ina BGP MVPN with RSVP-TE Point-to-Multipoint Provider Tunnels | 859 


Example: Configuring Sender-Based RPF ina BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 863 


Configuring MBGP MVPN Wildcards | 897 

Distributing C-Multicast Routes Overview | 904 

Exchanging C-Multicast Routes | 909 

Generating Source AS and Route Target Import Communities Overview | 917 
Originating Type 1 Intra-AS Autodiscovery Routes Overview | 918 

Signaling Provider Tunnels and Data Plane Setup | 922 

Anti-spoofing support for MPLS labels in BGP/MPLS IP VPNs (Inter-AS Option B) | 940 


| Understanding Next-Generation MVPN Network Topology 


Layer 3 BGP-MPLS virtual private networks (VPNs) are widely deployed in today’s networks worldwide. 


Multicast applications, such as IPTV, are rapidly gaining popularity as is the number of networks with 


multiple, media-rich services merging over a shared Multiprotocol Label Switching (MPLS) infrastructure. 
The demand for delivering multicast service across a BGP-MPLS infrastructure in a scalable and reliable 
way is also increasing. 


RFC 4364 describes protocols and procedures for building unicast BGP-MPLS VPNs. However, there is 
no framework specified in the RFC for provisioning multicast VPN (MVPN) services. In the past, 
Multiprotocol Label Switching Virtual Private Network (MVPN) traffic was overlaid on top of aBGP-MPLS 
network using a virtual LAN model based on Draft Rosen. Using the Draft Rosen approach, service providers 
were faced with control and data plane scaling issues of an overlay model and the maintenance of two 
routing/forwarding mechanisms: one for VPN unicast service and one for VPN multicast service. For more 
information about the limitations of Draft Rosen, see draft-rekhter-mboned-mvpn-deploy. 


As a result, the IETF Layer 3 VPN working group published an Internet draft 
draft-ietf-I3vpn-2547bis-mcast-10.txt, Multicast in MPLS/BGP IP VPNs, that outlines a different architecture 
for next-generation MVPNs, as well as an accompanying RFC 2547 that proposes a BGP control plane for 
MVPNs. In turn, Juniper Networks delivered the industry’s first implementation of BGP next-generation 
MVPNs in 2007. 


All examples in this document refer to the network topology shown in Figure 97 on page 672: 


e The service provider in this example offers VPN unicast and multicast services to Customer A (vpna). 
e The VPN multicast source is connected to Site 1 and transmits data to groups 232.1.1.1 and 224.1.1.1. 
e VPN multicast receivers are connected to Site 2 and Site 3. 


e The provider edge router 1 (Router PE1) VRF table acts as the C-RP (using address 10.12.53.1) for 
C-PIM-SM ASM groups. 


e The service provider uses RSVP-TE point-to-multipoint LSPs for transmitting VPN multicast data across 
the network. 
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Figure 97: Next-Generation MVPN Topology 
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| Understanding Next-Generation MVPN Concepts and Terminology 


This section includes background material about how next-generation MVPNs work. 


Route Distinguisher and VRF Route Target Extended Community 


Route distinguisher and VPN routing and forwarding (VRF) route target extended communities are an 
integral part of unicast BGP-MPLS virtual private networks (VPNs). Route distinguisher and route target 
are often confused in terms of their purpose in BGP-MPLS networks. As they play an important role in 
BGP next-generation MVPNs, it is important to understand what they are and how they are used as 
described in RFC 4364. 


RFC 4364 describes the purpose of route distinguisher as the following: 


“A VPN-IPv4 address is a 12-byte quantity, beginning with an 8-byte Route Distinguisher (RD) and ending with 
a 4-byte IPv4 address. If several VPNs use the same IPv4 address prefix, the PEs translate these into unique 
VPN-IPv4 address prefixes. This ensures that if the same address is used in several different VPNs, it is possible 
for BGP to carry several completely different routes to that address, one for each VPN.” 


Typically, each VRF table on a provider edge (PE) router is configured with a unique route distinguisher. 
Depending on the routing design, the route distinguisher can be unique or the same for a given VRF on 
other PE routers. A route distinguisher is an 8-byte number with two fields. The first field can be either 
an AS number (2 or 4 bytes) or an IP address (4 bytes). The second field is assigned by the user. 


RFC 4364 describes the purpose of a VRF route target extended community as the following: 
“Every VRF is associated with one or more Route Target (RT) attributes. 


When a VPN-IPv4 route is created (from an IPv4 route that the PE router has learned from a CE) by a PE router, 
it is associated with one or more route target attributes. These are carried in BGP as attributes of the route. 


Any route associated with Route Target T must be distributed to every PE router that has a VRF associated with 
Route Target T. When such a route is received by a PE router, it is eligible to be installed in those of the PE’s VRFs 
that are associated with Route Target T.” 


The route target also contains two fields and is structured similar to a route distinguisher. The first field 
of the route target is either an AS number (2 or 4 bytes) or an IP address (4 bytes), and the second field is 
assigned by the user. Each PE router advertises its VPN-IPv4 routes with the route target (as one of the 
BGP path attributes) configured for the VRF table. The route target attached to the advertised route is 
referred to as the export route target. On the receiving PE router, the route target attached to the route 
is compared to the route target configured for the local VRF tables. The locally configured route target 
that is used in deciding whether a VPN-IPv4 route should be installed in a VRF table is referred to as the 
import route target. 


C-Multicast Routing 


Customer multicast (C-multicast) routing information exchange refers to the distribution of customer PIM 
(C-PIM) join/prune messages received from local customer edge (CE) routers to other PE routers (toward 
the VPN multicast source). 


BGP MVPNs 


BGP MVPNs use BGP as the control plane protocol between PE routers for MVPNs, including the exchange 
of C-multicast routing information. The support of BGP as a PE-PE protocol for exchanging C-multicast 
routes is mandated by Internet draft draft-ietf-I3vpn-mvpn-considerations-06.txt, Mandatory Features in 
a Layer 3 Multicast BGP/MPLS VPN Solution. The use of BGP for distributing C-multicast routing information 
is closely modeled after its highly successful counterpart of VPN unicast route distribution. Using BGP as 
the control plane protocol allows service providers to take advantage of this widely deployed, feature-rich 
protocol. It also enables service providers to leverage their knowledge and investment in managing 
BGP-MPLS VPN unicast service to offer VPN multicast services. 


Sender and Receiver Site Sets 


Internet draft draft-ietf-I3vpn-2547bis-mcast-10.txt describes an MVPN as a set of administrative policies 
that determine the PE routers that are in sender and receiver site sets. 


A PE router can be a sender, a receiver, or both a sender and a receiver, depending on the configuration: 


e Asender site set includes PE routers with local VPN multicast sources (VPN customer multicast sources 
either directly connected or connected via a CE router). A PE router that is in the sender site set is the 
sender PE router. 


e Areceiver site set includes PE routers that have local VPN multicast receivers. A PE router that is in the 
receiver site set is the receiver PE router. 


Provider Tunnels 


Internet draft draft-ietf-I3vpn-2547bis-mcast-10.txt defines provider tunnels as the transport mechanisms 
used for forwarding VPN multicast traffic across service provider networks. Different tunneling technologies, 
such as generic routing encapsulation (GRE) and MPLS, can be used to create provider tunnels. Provider 
tunnels can be signaled by a variety of signaling protocols. This topic describes only PIM-SM (ASM) signaled 
IP GRE provider tunnels and RSVP-Traffic Engineering (RSVP-TE) signaled MPLS provider tunnels. 


In BGP MVPNs, the sender PE router distributes information about the provider tunnel in a BGP attribute 
called provider multicast service interface (PMSI). By default, all receiver PE routers join and become the 
leaves of the provider tunnel rooted at the sender PE router. 
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Provider tunnels can be inclusive or selective: 


e An inclusive provider tunnel (I-PMSI provider tunnel) enables a PE router that is in the sender site set 
of an MVPN to transmit multicast data to all PE routers that are members of that MVPN. 


e Aselective provider tunnel (S-PMSI provider tunnel) enables a PE router that is in the sender site set of 
an MVPN to transmit multicast data to a subset of the PE routers. 


RELATED DOCUMENTATION 


Understanding Next-Generation MVPN Network Topology | 670 

Generating Next-Generation MVPN VRF Import and Export Policies Overview | 687 
Exchanging C-Multicast Routes | 909 

Example: Configuring MBGP Multicast VPNs | 721 





Understanding Next-Generation MVPN Control Plane 


The BGP next-generation multicast virtual private network (MVPN) control plane, as specified in Internet 
draft draft-ietf-I3vpn-2547bis-mcast-10.txt and Internet draft draft-ietf-I3vpn-2547bis-mcast-bgp-08.txt, 
distributes all the necessary information to enable end-to-end C-multicast routing exchange via BGP. The 
main tasks of the control plane (Table 25 on page 675) include MVPN autodiscovery, distribution of provider 
tunnel information, and PE-PE C-multicast route exchange. 


Table 25: Next-Generation MVPN Control Plane Tasks 


Control Plane Task Description 


MVPN autodiscovery A provider edge (PE) router discovers the identity of the other PE routers 
that participate in the same MVPN. 


Distribution of provider tunnel Asender PE router advertises the type and identifier of the provider tunnel 
information that it will use to transmit VPN multicast packets. 
PE-PE C-Multicast route exchange Areceiver PE router propagates C-multicast join messages (C-joins) received 


over its VPN interface toward the VPN multicast sources. 


BGP MCAST-VPN Address Family and Route Types 


Internet draft draft-ietf-I3vpn-2547bis-mcast-bgp-08.txt introduced a BGP address family called 
MCAST-VPN for supporting next-generation MVPN control plane operations. The new address family is 


assigned the subsequent address family identifier (SAFI) of 5 by the Internet Assigned Numbers Authority 


(IANA). 


A PE router that participates in a BGP-based next-generation MVPN network is required to send a BGP 
update message that contains MCAST-VPN network layer reachability information (NLRI). An MCAST-VPN 
NLRI contains route type, length, and variable fields. The value of each variable field depends on the route 


type. 


Seven types of next-generation MVPN BGP routes (also referred to as routes in this topic) are specified 


(Table 26 on page 676). The first five route types are called autodiscovery MVPN routes. This topic also 


refers to Type 1-5 routes as non-C-multicast MVPN routes. Type 6 and Type 7 routes are called C-multicast 


MVPN routes. 
Table 26: Next-generation MVPN BGP Route Types 
Usage Type 


Membership autodiscovery 1 
routes for inclusive 
provider tunnels 


Name 
Intra autonomous system 


(intra-AS) I-PMSI 
autodiscovery route 


Inter-AS I-PMSI AD route 


Description 


Originated by all 
next-generation MVPN PE 
routers. 


Used for advertising and 
learning intra autonomous 
system (intra-AS) MVPN 
membership information. 


Originated by 
next-generation MVPN 
ASBR routers. 


Used for advertising and 
learning inter-AS MVPN 
membership information. 
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Table 26: Next-generation MVPN BGP Route Types (continued) 


Usage Type Name 


Autodiscovery routes for 3 S-PMSI AD route 


selective provider tunnels 


4 Leaf AD route 


VPN multicast source 5 Source active AD route 


discovery routes 


C-Multicast routes 6 Shared tree join route 


7 Source tree join route 
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Description 


Originated by a sender 
router. 


Used for initiating a 
selective provider tunnel 
for a particular (C-S, C-G). 


Originated by receiver PE 
routers in response to 
receiving a Type 3 route. 


Used by asender PE router 
to discover the leaves of a 


selective provider tunnel. 


Also used for inter-AS 
operations that are not 
covered in this topic. 


Originated by the PE 
router that discovers an 
active VPN multicast 


source. 


Used by PE routers to 
learn the identity of active 
VPN multicast sources. 


Originated by receiver PE 
routers. 


Originated when a PE 
router receives a shared 
tree C-join (C-*, C-G) 
through its PE-CE 
interface. 


Originated by receiver PE 
routers. 


Originated when a PE 
router receives a source 
tree C-join (C-S, C-G) or 
originated by the PE router 
that already has a Type 6 
route and receives a Type 
5 route. 
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Intra-AS MVPN Membership Discovery (Type 1 Routes) 


All next-generation MVPN PE routers create and advertise a Type 1 intra-AS autodiscovery route 
(Figure 98 on page 678) for each MVPN to which they are connected. Table 27 on page 678 describes the 
format of each MVPN Type 1 intra-AS autodiscovery route. 


Figure 98: Intra-AS I-PMSI AD Route Type MCAST-VPN NLRI Format 


Route Distinguisher 


Originating Router’s IP Address 





a 
3 
Table 27: Type 1 Intra-AS Autodiscovery Route MVPN Format Descriptions 
Field Description 
Route Distinguisher Set to the route distinguisher configured for the VPN. 
Originating Router’s IP Address Set to the IP address of the router originating this route. The address is 


typically the primary loopback address of the PE router. 


Inter-AS MVPN Membership Discovery (Type 2 Routes) 


Type 2 routes are used for membership discovery between PE routers that belong to different autonomous 
systems (ASs). Their use is not covered in this topic. 


Selective Provider Tunnels (Type 3 and Type 4 Routes) 


A sender PE router that initiates a selective provider tunnel is required to originate a Type 3 intra-AS 
S-PMSI autodiscovery route with the appropriate PMSI attribute. 


A receiver PE router responds to a Type 3 route by originating a Type 4 leaf autodiscovery route if it has 
local receivers interested in the traffic transmitted on the selective provider tunnel. Type 4 routes inform 
the sender PE router of the leaf PE routers. 


Source Active Autodiscovery Routes (Type 5 Routes) 


Type 5 routes carry information about active VPN sources and the groups to which they are transmitting 
data. These routes can be generated by any PE router that becomes aware of an active source. Type 5 
routes apply only for PIM-SM (ASM) when intersite source-tree-only mode is being used. 
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C-Multicast Route Exchange (Type 6 and Type 7 Routes) 


The C-multicast route exchange between PE routers refers to the propagation of C-joins from receiver 
PE routers to the sender PE routers. 


In a next-generation MVPN, C-joins are translated into (or encoded as) BGP C-multicast MVPN routes 
and advertised via the BGP MCAST-VPN address family toward the sender PE routers. 


Two types of C-multicast MVPN routes are specified: 


e Type 6 C-multicast routes are used in representing information contained in a shared tree (C-*, C-G) 
join. 
e Type 7 C-multicast routes are used in representing information contained in a source tree (C-S, C-G) 


join. 


PMSI Attribute 


The provider multicast service interface (PMSI) attribute (Figure 99 on page 679) carries information about 
the provider tunnel. Ina next-generation MVPN network, the sender PE router sets up the provider tunnel, 
and therefore is responsible for originating the PMSI attribute. The PMSI attribute can be attached to Type 
1, Type 2, or Type 3 routes. Table 28 on page 679 describes each PMSI attribute format. 


Figure 99: PMSI Tunnel Attribute Format 


pe ie 





Tunnel Identifier g 
Table 28: PMSI Tunnel Attribute Format Descriptions 
Field Description 
Flags Currently has only one flag specified: Leaf Information Required. This flag is used for 
S-PMSI provider tunnel setup. 
Tunnel Type Identifies the tunnel technology used by the sender. Currently there are seven types of 


tunnels supported. 
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Table 28: PMSI Tunnel Attribute Format Descriptions (continued) 


Field Description 


MPLS Label Used when the sender PE router allocates the MPLS labels (also called upstream label 
allocation). This technique is described in RFC 5331 and is outside the scope of this topic. 


Tunnel Identifier Uniquely identifies the tunnel. Its value depends on the value set in the tunnel type field. 


For example, Router PE1 originates the following PMSI attribute: 


PMSI: Flags 0:RSVP-TE:label[0:0:0]:Session_13[10.1.1.1:0:6574:10.1.1.1] 


VRF Route Import and Source AS Extended Communities 


Two extended communities are specified to support next-generation MVPNs: source AS (src-as) and VRF 
route import extended communities. 


The source AS extended community is an AS-specific extended community that identifies the AS from 
which a route originates. This community is mostly used for inter-AS operations, which is not covered in 
this topic. 


The VPN routing and forwarding (VRF) route import extended community is an IP-address-specific extended 
community that is used for importing C-multicast routes in the VRF table of the active sender PE router 
to which the source is attached. 


Each PE router creates a unique route target import and src-as community for each VPN and attaches 
them to the VPN-IPv4 routes. 
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| Next-Generation MVPN Data Plane Overview 


A next-generation multicast virtual private network (MVPN) data plane is composed of provider tunnels 
originated by and rooted at the sender provider edge (PE) routers and the receiver PE routers as the leaves 
of the provider tunnel. 


A provider tunnel can carry data for one or more VPNs. Those provider tunnels that carry data for more 
than one VPN are called aggregate provider tunnels and are outside the scope of this topic. Here, we 
assume that a provider tunnel carries data for only one VPN. 


This topic covers two types of tunnel technologies: IP generic routing encapsulation (GRE) provider tunnels 
signaled by Protocol Independent Multicast-Sparse Mode (PIM-SM) any-source multicast (ASM) and MPLS 
provider tunnels signaled by RSVP-Traffic Engineering (RSVP-TE). 


When a provider tunnel is signaled by PIM, the sender PE router runs another instance of the PIM protocol 
on the provider's network (P-PIM) that signals a provider tunnel for that VPN. When a provider tunnel is 
signaled by RSVP-TE, the sender PE router initiates a point-to-multipoint label-switched path (LSP) toward 
receiver PE routers by using point-to-multipoint RSVP-TE protocol messages. In either case, the sender 
PE router advertises the tunnel signaling protocol and the tunnel ID to other PE routers via BGP by attaching 
the provider multicast service interface (PMSI) attribute to either the Type 1 intra-AS autodiscovery routes 
(inclusive provider tunnels) or Type 3 S-PMSI autodiscovery routes (selective provider tunnels). 


NOTE: The sender PE router goes through two steps when setting up the data plane. First, using 
the PMS] attribute, it advertises the provider tunnel it is using via BGP. Second, it actually signals 
the tunnel using whatever tunnel signaling protocol is configured for that VPN. This allows 
receiver PE routers to bind the tunnel that is being signaled to the VPN that imported the Type 
1 intra-AS autodiscovery route. Binding a provider tunnel to a VRF table enables a receiver PE 
router to map the incoming traffic from the core network on the provider tunnel to the local 
target VRF table. 


The PMSI attribute contains the provider tunnel type and an identifier. The value of the provider tunnel 
identifier depends on the tunnel type. Table 29 on page 681 identifies the tunnel types specified in Internet 
draft draft-ietf-I3vpn-2547bis-mcast-bgp-08.txt. 


Table 29: Tunnel Types Supported by PMSI Tunnel Attribute 


Tunnel Type Description 
0 No tunnel information present 
1 RSVP-TE point-to-multipoint LSP 


2 Multicast LDP point-to-multipoint LSP 


Table 29: Tunnel Types Supported by PMSI Tunnel Attribute (continued) 


Tunnel Type Description 

3 PIM-SSM tree 

4 PIM-SM tree 

5 PIM-Bidir tree 

6 Ingress replication 

7 Multicast LDP multipoint-to-multipoint LSP 


Inclusive Provider Tunnels 


This section describes various types of provider tunnels and attributes of provider tunnels. 


PMSI Attribute of Inclusive Provider Tunnels Signaled by PIM-SM 


When the Tunnel Type field of the PMSI attribute is set to 4 (PIM-SM Tree), the tunnel identifier field 
contains <Sender Address, P-Multicast Group Address>. The Sender Address field is set to the router ID 
of the sender PE router. The P-multicast group address is set to a multicast group address from the service 
provider's P-multicast address space and uniquely identifies the VPN. A receiver PE router that receives 
an intra-AS autodiscovery route with a PMSI attribute whose tunnel type is PIM-SM is required to join 
the provider tunnel. 


For example, if the service provider deploys PIM-SM provider tunnels (instead of RSVP-TE provider tunnels), 
Router PE1 advertises the following PMSI attribute: 


PMSI: 0:PIM-SM:label[0:0:0]:Sender10.1.1.1 Group 239.1.1.1 


PMSI Attribute of Inclusive Provider Tunnels Signaled by RSVP-TE 


When the tunnel type field of the PMSI attribute is set to 1 (RSVP-TE point-to-multipoint LSP), the tunnel 
identifier field contains an RSVP-TE point-to-multipoint session object as described in RFC 4875. The 
session object contains the <Extended Tunnel ID, Reserved, Tunnel ID, P2MP ID> associated with the 
point-to-multipoint LSPs. 


The PE router that originates the PMSI attribute is required to signal an RSVP-TE point-to-multipoint LSP 
and the sub-LSPs. A PE router that receives this PMSI attribute must establish the appropriate state to 
properly handle the traffic received over the sub-LSP. 


For example, Router PE1 advertises the following PMSI attribute: 


PMSI: Flags 0:RSVP-TE:label[0:0:0]:Session_13[10.1.1.1:0:6574:10.1.1.1] 
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Selective Provider Tunnels (S-PMSI Autodiscovery/Type 3 and Leaf Autodiscovery/Type 4 
Routes) 


A selective provider tunnel is used for mapping a specific C-multicast flow (a (C-S, C-G) pair) onto a specific 
provider tunnel. There are a variety of situations in which selective provider tunnels can be useful. For 
example, they can be used for putting high-bandwidth VPN multicast data traffic onto a separate provider 
tunnel rather than the default inclusive provider tunnel, thus restricting the distribution of traffic to only 
those PE routers with active receivers. 


In BGP next-generation multicast virtual private networks (MVPNs), selective provider tunnels are signaled 
using Type 3 Selective-PMSI (S-PMSI) autodiscovery routes. See Figure 100 on page 683 and 

Table 30 on page 683 for details. The sender PE router sends a Type 3 route to signal that it is sending 
traffic for a particular (C-S, C-G) flow using an S-PMSI provider tunnel. 


Figure 100: S-PMSI Autodiscovery Route Type Multicast (MCAST)-VPN Network Layer Reachability 
Information (NLRI) Format 


Route Distinguisher 
Multicast Source Length 


Multicast Source 
Multicast Group Length 
Multicast Group 
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Table 30: S-PMSI Autodiscovery Route Type Format Descriptions 
Field Description 
Route Distinguisher Set to the route distinguisher configured on the router originating this 
route. 
Multicast Source Length Set to 32 for IPv4 and to 128 for IPv6é C-S IP addresses. 
Multicast Source Set to the C-S IP address. 
Multicast Group Length Set to 32 for IPv4 and to 128 for IPv6 C-G addresses. 


Multicast Group Set to the C-G address. 
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The S-PMSI autodiscovery (Type 3) route carries a PMSI attribute similar to the PMSI attribute carried 
with intra-AS autodiscovery (Type 1) routes. The Flags field of the PMSI attribute carried by the S-PMSI 
autodiscovery route is set to the leaf information required. This flag signals receiver PE routers to originate 
a Type 4 leaf autodiscovery route (Figure 101 on page 684) to join the selective provider tunnel if they have 
active receivers. See Table 31 on page 684 for details of leaf autodiscovery route type MCAST-VPN NLRI 
format descriptions. 


Figure 101: Leaf Autodiscovery Route Type MCAST-VPN NLRI Format 


Route Key (Variable) 


Originating Router’s IP Address 
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Table 31: Leaf Autodiscovery Route Type MCAST-VPN NLRI Format Descriptions 
Field Description 
Route Key Contains the original Type 3 route received. 
Originating Router’s IP Address Set to the IP address of the PE router originating the leaf autodiscovery route 


This is typically the primary loopback address. 
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| Enabling Next-Generation MVPN Services 


Juniper Networks introduced the industry's first implementation of BGP next-generation multicast virtual 
private networks (MVPNs). See Figure 102 on page 685 for a summary of a Junos OS next-generation 
MVPN routing flow. 


Figure 102: Junos OS Next-Generation MVPN Routing Flow 
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Step 6: PE Router 2 and PE Router 3 join the provider tunnel. 
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Step 7: Receivers come online. Customer join messages are propagated to 
PE Router 2 and PE Router 3. 


Step 8: PE Router 2 and PE Router 3 do a route look up for customer source 
and customer rendezvous point respectively, and extract the RD, 
rt-import, src-as associated with each route. 
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Step 9: PE Router 2 originates Type 7 route carrying RT (value matching 
rt-import); PE Router 3 creates Type 6 route, but does not 
advertise it. 
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am Step 10: Source comes online. Register messages are sent to PE Router 1. 
PE Router 
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PE Router 1 originates a Type 5 route. 
Step 11: PE Router 3 originates Type 7 route based on Type 5 and Type 6. 
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Step 12: PE Router 1 compares local rt-import to RT received with 
Type 7 routes. 


Step 13: PE Router 1 imports Type 7 routes. 


Step 14: PE Router 1 passes customer join messages to customer PIM. 
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Next-generation MVPN services are configured on top of BGP-MPLS unicast VPN services. 


You can configure a Juniper Networks PE router that is already providing unicast BGP-MPLS VPN 
connectivity to support multicast VPN connectivity in three steps: 


1. Configure the provider edge (PE) routers to support the BGP multicast VPN address family by including 
the signaling statement at the [edit protocols bgp group group-name family inet-mvpn] hierarchy level. 


This address family enables PE routers to exchange MVPN routes. 
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2. Configure the PE routers to support the MVPN control plane tasks by including the mvpn statement 


at the [edit routing-instances routing-instance-name protocols] hierarchy level. This statement signals 


PE routers to initialize the MVPN module that is responsible for the majority of next-generation MVPN 


control plane tasks. 


3. Configure the sender PE router to signal a provider tunnel by including the provider-tunnel statement 


at the [edit routing-instances routing-instance-name] hierarchy level. You must also enable the tunnel 


signaling protocol (RSVP-TE or P-PIM) if it is not part of the unicast VPN service configuration. To 


enable the tunnel signaling protocol, include the rsvp-te or pim-asm statements at the [edit 


routing-instances routing-instance-name provider-tunnel] hierarchy level. 


After these three statements are configured and each PE router has established internal BGP (IBGP) 
sessions using both INET-VPN and MCAST-VPN address families, four routing tables are automatically 


created. These tables are bgp.I3vpn.0, bgp.mvpn.0, <routing-instance-name>.inet.0, and 
<routing-instance-name>.mvpn.0. See Table 32 on page 686 


Table 32: Automatically Generated Routing Tables 


Automatically Generated Routing Table 


bgp.I3vpn.0 


bgp.mvpn.0O 


<routing-instance-name>.inet.O 


Description 


Populated with VPN-IPv4 routes received from remote PE 
routers via the INET-VPN address family. The routes in the 
bgp.I3vpn.0 table are in the form of RD:IPv4-address and carry 
one or more routing table communities. In a next-generation 
MVPN network, these routes also carry rt-import and src-as 
communities. 


Populated by MVPN routes (Type 1 - Type 7). Received from 
remote PE routers via the MCAST-VPN address family. Routes 
in this table carry one or more routing table communities. 


Populated by local and remote VPN unicast routes. The local 
VPN routes are typically learned from local CE routers via 
protocols such as BGP, OSPF, and RIP, or via a static 
configuration. The remote VPN routes are imported from the 
bgp.I3vpn.0 table if their routing table matches one of the 
import routing tables configured for the VPN. When remote 
VPN routes are imported from the bgp.I3vpn.0 table, their 
route distinguisher is removed, leaving them as regular unicast 
IPv4 addresses. 
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Table 32: Automatically Generated Routing Tables (continued) 


Automatically Generated Routing Table Description 


<routing-instance-name>.mvpn.O Populated by local and remote MVPN routes. The local MVPN 
routes are typically the locally originated routes, such as Type 
1 intra-AS autodiscovery routes, or Type 7 C-multicast routes. 
The remote MVPN routes are imported from the bgp.mvpn.0O 
table based on their route target. The import route target used 
for accepting MVPN routes into the 
<routing-instance-name>.mvpn.0 table is different for 
C-multicast MVPN routes (Type 6 and Type 7) versus 
non-C-multicast MVPN routes (Type 1 - Type 5). 
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Generating Next-Generation MVPN VRF Import and Export Policies 
Overview 


In Junos OS, the policy module is responsible for VPN routing and forwarding (VRF) route import and 
export decisions. You can configure these policies explicitly, or Junos OS can generate them internally for 
you to reduce user-configured statements and simplify configuration. Junos OS generates all necessary 
policies for supporting next-generation multicast virtual private network (MVPN) import and export 
decisions. Some of these policies affect normal VPN unicast routes. 


The system gives a name to each internal policy it creates. The name of an internal policy starts and ends 
with a “__” notation. Also the keyword internal is added at the end of each internal policy name. You can 
display these internal policies using the show policy command. 


Policies That Support Unicast BGP-MPLS VPN Services 


A Juniper Networks provider edge (PE) router requires a vrf-import and a vrf-export policy to control 
unicast VPN route import and export decisions for a VRF. You can configure these policies explicitly at 
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the [edit routing-instances routing-instance-name vrf-import import_policy_name] and [edit routing-instances 
routing-instance-name vrf-export export_policy_name] hierarchy level. Alternately, you can configure only 
the route target for the VRF at the [edit routing-instances routing-instance-name vrf-target] hierarchy 
level, and Junos OS then generates these policies automatically for you. Routers referenced in this topic 
are shown in “Understanding Next-Generation MVPN Network Topology” on page 670. 


The following list identifies the automatically generated policy names and where they are applied: 
Policy: vrf-import 

Naming convention: __vrf-import-<routing-instance-name>-internal__ 

Applied to: VPN-IPv4 routes in the bgp.I3vpn.0 table 

Policy: vrf-export 

Naming convention: __vrf-export-<routing-instance-name>-internal__ 

Applied to: Local VPN routes in the <routing-instance-name>.inet.O table 


Use the show policy __vrf-import-vpna-internal__ command to verify that Router PE1 has created the 
following vrf-import and vrf-export policies based on a vrf-target of target:10:1. In this example, we see 
that the vrf-import policy is constructed to accept a route if the route target of the route matches 
target:10:1. Similarly, a route is exported with a route target of target:10:1. 





user@PE1> show policy __vrf-import-vpna-internal__ 





Policy __vrf-import-vpna-internal__: 


Term unnamed: 





from community __vrf-community-vpna-common-internal__ [target:10:1] 
then accept 
Term unnamed: 


then reject 


user@PE1> show policy __vrf-export-vpna-internal__ 








Policy __vrf-export-vpna-internal__: 


Term unnamed: 





then community + __vrf-community-vpna-common-internal__ [target:10:1] accept 


The values in this example are as follows: 


e Internal import policy name: __vrf-import-vpna-internal__ 


e Internal export policy name: __vrf-export-vpna-internal__ 
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e RT community used in both import and export policies: __ vrf-community-vpna-common-internal__ 


e RT value: target:10:1 


Policies That Support Next-Generation MVPN Services 


When you configure the mvpn statement at the [edit routing-instances routing-instance-name protocols] 
hierarchy level, Junos OS automatically creates three new internal policies: one for export, one for import, 
and one for handling Type 4 routes. Routers referenced in this topic are shown in “Understanding 
Next-Generation MVPN Network Topology” on page 670. 


The following list identifies the automatically generated policy names and where they are applied: 
Policy 1: This policy is used to attach rt-import and src-as extended communities to VPN-IPv4 routes. 
Policy name: __vrf-mvpn-export-inet-<routing-instance-name>-internal__ 

Applied to: All routes in the <routing-instance-name>inet.0O table 


Use the show policy __vrf-mvpn-export-inet-vpna-internal__ command to verify that the following export 
policy is created on Router PE1. Router PE1 adds rt-import:10.1.1.1:64 and src-as:65000:0 communities 
to unicast VPN routes through this policy. 





user@PE1> show policy __vrf-mvpn-export-inet-vpna-internal__ 








Policy __vrf-mvpn-export-—inet-—vpna-internal__: 
Term unnamed: 


then community + __vrf-mvpn-community-rt_import-vpna-internal__ 





[weE—amsores iO 1,1,1s64 | eeniinnmaity + _ wiet—inyjom—-COmmmliy—-Sre_AssvoMma—imeermell 


[src-as:65000:0 ] accept 


The values in this example are as follows: 


e Policy name: __vrf-mvpn-export-inet-vpna-internal__ 

e rt-import community name: __vrf-mvpn-community-rt_import-vpna-internal__ 
e rt-import community value: rt-import:10.1.1.1:64 

e src-as community name: __vrf-mvpn-community-src_as-vpna-internal__ 


e src-as community value: src-as:65000:0 


Policy 2: This policy is used to import C-Mmulticast routes from the bgp.mvpn.0 table to the 
<routing-instance-name>.mvpn.0 table. 


Policy name: __vrf-mvpn-import-cmcast-<routing-instance-name>-internal__ 
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Applied to: C-multicast (MVPN) routes in the bgp.mvpn.0 table 


Use the show policy __vrf-mvpn-import-cmcast-vpna-internal__ command to verify that the following 
import policy is created on Router PE1. The policy accepts those C-multicast MVPN routes carrying a 
route target of target:10.1.1.1:64 and installs them in the vpna.mvpn.0 table. 





user@PE1> show policy __vrf-mvpn-import-cmcast-vpna-internal__ 





Policy __vrf-mvpn-import-—cmcast-vpna-internal__: 


Term unnamed: 





from community __vrf-mvpn-community-rt_import-target-—vpna-internal__ 
eeuacerc gO) ko Lai e@el | 
then accept 
Term unnamed: 


then reject 


The values in this example are as follows: 


e Policy name: __vrf-mvpn-import-cmcast-vpna-internal__ 
e C-multicast import RT community: __vrf-mvpn-community-rt_import-target-vpna-internal__ 


e Community value: target:10.1.1.1:64 


Policy 3: This policy is used for importing Type 4 routes and is created by default even if a selective provider 
tunnel is not configured. The policy affects only Type 4 routes received from receiver PE routers. 


Policy name: __vrf-mvpn-import-cmcast-leafAD-global-internal__ 
Applied to: Type 4 routes in the bgp.mvpn.0 table 


Use the show policy __vrf-mvpn-import-cmcast-leafAD-global-internal__ command to verify that the 
following import policy is created on Router PE1. 





user@PE1> show policy __vrf-mvpn-import-cmcast-leafAD-global-internal__ 





Policy __vrf-mvpn-import-cmcast-—leafAD-global-internal_: 


Term unnamed: 





from community __vrf-mvpn-community-rt_import-target-—global-internal__ 
lieeracerc sO. to tels@ || 
then accept 
Term unnamed: 


then reject 
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Comparison of Draft Rosen Multicast VPNs and Next-Generation Multiprotocol BGP Multicast 
VPNs 


There are several multicast applications driving the deployment of next-generation Layer 3 multicast VPNs 
(MVPNs). Some of the key emerging applications include the following: 


e Layer 3 VPN multicast service offered by service providers to enterprise customers 


e Video transport applications for wholesale IPTV and multiple content providers attached to the same 
network 


e Distribution of media-rich financial services or enterprise multicast services 


e Multicast backhaul over a metro network 


There are two ways to implement Layer 3 MVPNs. They are often referred to as dual PIM MVPNs (also 

known as “draft-rosen”) and multiprotocol BGP (MBGP)-based MVPNs (the “next generation” method of 
MVPN configuration). Both methods are supported and equally effective. The main difference is that the 
MBGP-based MVPN method does not require multicast configuration on the service provider backbone. 
Multiprotocol BGP multicast VPNs employ the intra-autonomous system (AS) next-generation BGP control 
plane and PIM sparse mode as the data plane. The PIM state information is maintained between the PE 

routers using the same architecture that is used for unicast VPNs. The main advantage of deploying MVPNs 
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with MBGP is simplicity of configuration and operation because multicast is not needed on the service 
provider VPN backbone connecting the PE routers. 


Using the draft-rosen approach, service providers might experience control and data plane scaling issues 
associated with the maintenance of two routing and forwarding mechanisms: one for VPN unicast and 
one for VPN multicast. For more information on the limitations of Draft Rosen, see 
draft-rekhter-mboned-mvpn-deploy. 
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MBGP Multicast VPN Sites 


The main characteristics of MBGP MVPNs are: 


e They extend Layer 3 VPN service (RFC 4364) to support IP multicast for Layer 3 VPN service providers. 


e They follow the same architecture as specified by RFC 4364 for unicast VPNs. Specifically, BGP is used 
as the provider edge (PE) router-to-PE router control plane for multicast VPN. 


e They eliminate the requirement for the virtual router (VR) model (as specified in Internet draft 
draft-rosen-vpn-mcast, Multicast in MPLS/BGP VPNs) for multicast VPNs and the RFC 4364 model for 
unicast VPNs. 


e They rely on RFC 4364-based unicast with extensions for intra-AS and inter-AS communication. 


An MBGP MVPN defines two types of site sets, a sender site set and a receiver site set. These sites have 
the following properties: 


e Hosts within the sender site set can originate multicast traffic for receivers in the receiver site set. 
e Receivers outside the receiver site set should not be able to receive this traffic. 


e Hosts within the receiver site set can receive multicast traffic originated by any host in the sender site 
set. 


e Hosts within the receiver site set should not be able to receive multicast traffic originated by any host 
that is not in the sender site set. 


A site can be in both the sender site set and the receiver site set, so hosts within such a site can both 
originate and receive multicast traffic. For example, the sender site set could be the same as the receiver 
site set, in which case all sites could both originate and receive multicast traffic from one another. 


Sites within a given MBGP MVPN might be within the same organization or in different organizations, 
which means that an MBGP MVPN can be either an intranet or an extranet. A given site can be in more 
than one MBGP MVPN, so MBGP MVPNs might overlap. Not all sites of a given MBGP MVPN have to 
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be connected to the same service provider, meaning that am MBGP MVPN can span multiple service 
providers. 


Feature parity for the MVPN extranet functionality or overlapping MVPNs on the Junos Trio chipset is 
supported in Junos OS Releases 11.1R2, 11.2R2, and 11.4. 


Another way to look atan MBGP MVPN is to say that an MBGP MVPN is defined by a set of administrative 
policies. These policies determine both the sender site set and the receiver site set. These policies are 
established by MBGP MVPN customers, but implemented by service providers using the existing BGP and 
MPLS VPN infrastructure. 


SEE ALSO 


Example: Allowing MBGP MVPN Remote Sources | 755 
Example: Configuring a PIM-SSM Provider Tunnel for an MBGP MVPN | 744 


Multicast VPN Standards 


MBGP MVPNs are defined in the following IETF Internet drafts: 


e Internet draft draft-ietf-I3vpn-2547bis-mcast-bgp-03.txt, BGP Encodings for Multicast in MPLS/BGP IP 
VPNs 


e Internet draft draft-ietf-ISvpn-2547bis-mcast-O2.txt, Multicast in MPLS/BGP IP VPNs 


PIM Sparse Mode, PIM Dense Mode, Auto-RP, and BSR for MBGP MVPNs 


You can configure PIM sparse mode, PIM dense mode, auto-RP, and bootstrap router (BSR) for MBGP 
MVPN networks: 


PIM sparse mode—Allows a router to use any unicast routing protocol and performs reverse-path 


forwarding (RPF) checks using the unicast routing table. PIM sparse mode includes an explicit join 
message, so routers determine where the interested receivers are and send join messages upstream to 
their neighbors, building trees from the receivers to the rendezvous point (RP). 


PIM dense mode—Allows a router to use any unicast routing protocol and performs reverse-path 
forwarding (RPF) checks using the unicast routing table. Packets are forwarded to all interfaces except 
the incoming interface. Unlike PIM sparse mode, where explicit joins are required for packets to be 
transmitted downstream, packets are flooded to all routers in the routing instance in PIM dense mode. 
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e Auto-RP—Uses PIM dense mode to propagate control messages and establish RP mapping. You can 
configure an auto-RP node in one of three different modes: discovery mode, announce mode, and 
mapping mode. 


e BSR—Establishes RPs. A selected router in a network acts as a BSR, which selects a unique RP for different 
group ranges. BSR messages are flooded using a data tunnel between PE routers. 


SEE ALSO 


Example: Allowing MBGP MVPN Remote Sources | 755 
Example: Configuring a PIM-SSM Provider Tunnel for an MBGP MVPN | 744 


MBGP-Based Multicast VPN Trees 


MBGP-based MVPNs (next-generation MVPNs) are based on Internet drafts and extend unicast VPNs 
based on RFC 2547 to include support for IP multicast traffic. These MVPNs follow the same architectural 
model as the unicast VPNs and use BGP as the provider edge (PE)-to-PE control plane to exchange 
information. The next generation MVPN approach is based on Internet drafts 
draft-ietf-I3vpn-2547bis-mcast.txt, draft-ietf-I3vpn-2547bis-mcast-bgp.txt, and 
draft-morin-I3vpn-mvpn-considerations.txt. 


MBGP-based MVPNs introduce two new types of tree: 


Inclusive tree—A single multicast distribution tree in the backbone carrying all the multicast traffic from 
a specified set of one or more MVPNs. An inclusive tree carrying the traffic of more than one MVPN 
is an aggregate inclusive tree. All the PEs that attach to MVPN receiver sites using the tree belong to 
that inclusive tree. 


Selective tree—A single multicast distribution tree in the backbone carrying traffic for a specified set of 
one or more multicast groups. When multicast groups belonging to more than one MVPN are on the 
tree, it is called an aggregate selective tree. 


By default, traffic from most multicast groups can be carried by an inclusive tree, while traffic from some 
groups (for example, high bandwidth groups) can be carried by one of the selective trees. Selective trees, 
if they contain only those PEs that need to receive multicast data from one or more groups assigned to 
the tree, can provide more optimal routing than inclusive trees alone, although this requires more state 
information in the P routers. 


An MPLS-based VPN running BGP with autodiscovery is used as the basis for a next-generation MVPN. 
The autodiscovered route information is carried in MBGP network layer reachability information (NLRI) 
updates for multicast VPNs (MCAST-VPNs). These MCAST-VPN NLRIs are handled in the same way as 
IPv4 routes: route distinguishers are used to distinguish between different VPNs in the network. These 
NLRIs are imported and exported based on the route target extended communities, just as IPv4 unicast 


695 


routes. In other words, existing BGP mechanisms are used to distribute multicast information on the 
provider backbone without requiring multicast directly. 


For example, consider a customer running Protocol-Independent Multicast (PIM) sparse mode in 
source-specific multicast (SSM) mode. Only source tree join customer multicast (c-multicast) routes are 
required. (PIM sparse mode in anysource multicast (ASM) mode can be supported with a few enhancements 
to SSM mode.) 


The customer multicast route carrying a particular multicast source S needs to be imported only into the 
VPN routing and forwarding (VRF) table on the PE router connected to the site that contains the source 
S and not into any other VRF, even for the same MVPN. To do this, each VRF on a particular PE has a 
distinct VRF route import extended community associated with it. This community consists of the PE 
router's IP address and local PE number. Different MVPNs on a particular PE have different route imports, 
and for a particular MVPN, the VRF instances on different PE routers have different route imports. This 
VRF route import is auto-configured and not controlled by the user. 


Also, all the VRFs within a particular MVPN will have information about VRF route imports for each VRF. 
This is accomplished by “piggybacking” the VRF route import extended community onto the unicast VPN 
IPv4 routes. To make sure a customer multicast route carrying multicast source S is imported only into the 
VRF on the PE router connected to the site contained the source S, it is necessary to find the unicast VPN 
IPv4 route to S and set the route target of the customer multicast route to the VRF import route carried 
by the VPN IPv4 route just found. 


The process of originating customer multicast routes in an MBGP-based MVPN is shown in 
Figure 103 on page 696. 


In the figure, an MVPN has three receiver sites (R1, R2, and R3) and one source site (S). The site routers 
are connected to four PE routers, and PIM is running between the PE routers and the site routers. However, 
only BGP runs between the PE routers on the provider's network. 


When router PE-1 receives a PIM join message for (S,G) from site router R1, this means that site R1 has 
one or more receivers for a given source and multicast group (S,G) combination. In that case, router PE-1 
constructs and originates a customer multicast route after doing three things: 


1. Finding the unicast VPN IPv4 router to source S 


2. Extracting the route distinguisher and VRF route import form this route 


3. Putting the (S,G) information from the PIM join, the router distinguisher from the VPN IPv4 route, and 
the route target from the VRF route import of the VPN IPv4 route into a MBGP update 


The update is distributed around the VPN through normal BGP mechanisms such as router reflectors. 
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Figure 103: Source and Receiver Sites in an MVPN 
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What happens when the source site S receives the MBGP information is shown in Figure 104 on page 697. 


In the figure, the customer multicast route information is distributed by the BGP route reflector as an 
MBGP update. 


The provider router PE-4 will then: 


1. Receive the customer multicast route originated by the PE routers and aggregated by the route reflector. 


2. Accept the customer multicast route into the VRF for the correct MVPN (because the VRF route import 
matches the route target carried in the customer multicast route information). 


3. Create the proper (S,G) state in the VRF and propagate the information to the customer routers of 
source site S using PIM. 
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Figure 104: Adding a Receiver to an MVPN Source Site Using MBGP 
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SEE ALSO 
Example: Configuring Any-Source Multicast for Draft-Rosen VPNs | 556 
Release History Table 


Release Description 


11.1R2 Feature parity for the MVPN extranet functionality or overlapping MVPNs on the Junos 
Trio chipset is supported in Junos OS Releases 11.1R2, 11.2R2, and 11.4. 
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Configuring Nonstop Active Routing for BGP Multicast VPN | 788 


Understanding Multiprotocol BGP-Based Multicast VPNs: Next-Generation 


Multiprotocol BGP-based multicast VPNs (also referred to as next-generation Layer 3 VPN multicast) 
constitute the next evolution after dual multicast VPNs (draft-rosen) and provide a simpler solution for 
administrators who want to configure multicast over Layer 3 VPNs. 


The main characteristics of multiprotocol BGP-based multicast VPNs are: 


e They extend Layer 3 VPN service (RFC 2547) to support IP multicast for Layer 3 VPN service providers. 


e They follow the same architecture as specified by RFC 2547 for unicast VPNs. Specifically, BGP is used 
as the control plane. 


e They eliminate the requirement for the virtual router (VR) model, which is specified in Internet draft 
draft-rosen-vpn-mcast, Multicast in MPLS/BGP VPNs, for multicast VPNs. 


e They rely on RFC-based unicast with extensions for intra-AS and inter-AS communication. 


Multiprotocol BGP-based VPNs are defined by two sets of sites: a sender set and a receiver set. Hosts 
within a receiver site set can receive multicast traffic and hosts within a sender site set can send multicast 
traffic. A site set can be both receiver and sender, which means that hosts within such a site can both send 
and receive multicast traffic. Multiprotocol BGP-based VPNS can span organizations (so the sites can be 
intranets or extranets), can span service providers, and can overlap. 


Site administrators configure multiprotocol BGP-based VPNs based on customer requirements and the 
existing BGP and MPLS VPN infrastructure. 
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Route Reflector Behavior in MVPNs 


BGP-based multicast VPN (MVPN) customer multicast routes are aggregated by route reflectors. A route 
reflector (RR) might receive a customer multicast route with the same NLRI from more than one provider 
edge (PE) router, but the RR readvertises only one such NLRI. If the set of PE routers that advertise this 
NLRI changes, the RR does not update the route. This minimizes route churn. To achieve this, the RR sets 
the next hop to self. In addition, the RR sets the originator ID to itself. The RR avoids unnecessary best-path 
computation if it receives a subsequent customer multicast route for an NLRI that the RR is already 
advertising. This allows aggregation of source active and customer multicast routes with the same MVPN 
NLRI. 


SEE ALSO 


Example: Configuring Point-to-Multipoint LDP LSPs as the Data Plane for Intra-AS MBGP MVPNs | 699 


Example: Configuring Point-to-Multipoint LDP LSPs as the Data Plane for Intra-AS MBGP 
MVPNs 


IN THIS SECTION 


@ Requirements | 699 
@ = Overview | 701 
@® = Configuration | 702 
e 


Verification | 704 


This example shows how to configure point-to-multipoint (P2MP) LDP label-switched paths (LSPs) as the 
data plane for intra-autonomous system (AS) multiprotocol BGP (MBGP) multicast VPNs (MVPNSs). This 
feature is well suited for service providers who are already running LDP in the MPLS backbone and need 
MBGP MVPN functionality. 


Requirements 

Before you begin: 

e Configure the router interfaces. See the Junos OS Network Interfaces Library for Routing Devices. 

e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure a BGP-MVPN control plane. See “MBGP-Based Multicast VPN Trees” on page 694 in the 
Multicast Protocols User Guide . 
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Configure LDP as the signaling protocol on all P2MP provider and provider-edge routers. See LDP 
Operation in the MPLS Applications User Guide. 


Configure P2MP LDP LSPs as the provider tunnel technology on each PE router in the MVPN that 
belongs to the sender site set. See the MPLS Applications User Guide. 


Configure either a virtual loopback tunnel interface (requires a Tunnel PIC) or the vrf-table-label statement 
in the MVPN routing instance. If you configure the vrf-table-label statement, you can configure an 
optional virtual loopback tunnel interface as well. 


In an extranet scenario when the egress PE router belongs to multiple MVPN instances, all of which 
need to receive a specific multicast stream, a virtual loopback tunnel interface (and a Tunnel PIC) is 
required on the egress PE router. See Configuring Virtual Loopback Tunnels for VRF Table Lookup in the 
in the Junos OS Services Interfaces Library for Routing Devices. 


If the egress PE router is also a transit router for the point-to-multipoint LSP, a virtual loopback tunnel 
interface (and a Tunnel PIC) is required on the egress PE router. See Configuring Virtual Loopback Tunnels 
for VRF Table Lookup in the Multicast Protocols User Guide . 


Some extranet configurations of MBGP MVPNs with point-to-multicast LDP LSPs as the data plane 
require a virtual loopback tunnel interface (and a Tunnel PIC) on egress PE routers. When an egress PE 
router belongs to multiple MVPN instances, all of which need to receive a specific multicast stream, the 
vrf-table-table statement cannot be used. In Figure 105 on page 701, the CE1 and CE2 routers belong 
to different MVPNs. However, they want to receive a multicast stream being sent by Source. If the 
vrf-table-label statement is configured on Router PE2, the packet cannot be forwarded to both CE1 and 
CE2. This causes packet loss. The packet is forwarded to both Routers CE1 and CE2 if a virtual loopback 
tunnel interface is used in both MVPN routing instances on Router PE2. Thus, you need to set up a 
virtual loopback tunnel interface if you are using an extranet scenario wherein the egress PE router 
belongs to multiple MVPN instances that receive a specific multicast stream, or if you are using the 
egress PE router as a transit router for the point-to-multipoint LSP. 


NOTE: Starting in Junos OS Release 15.1X49-D50 and Junos OS Release 17.3R1, the 
vrf-table-label statement allows mapping of the inner label to a specific Virtual Routing and 
Forwarding (VRF). This mapping allows examination of the encapsulated IP header at an egress 
VPN router. For SRX Series devices, the vrf-table-label statement is currently supported only 
on physical interfaces. As a workaround, deactivate vrf-table-label or use physical interfaces. 
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Figure 105: Extranet Configuration of MBGP MVPN with P2MP LDP LSPs as Data Plane 
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See Configuring Virtual Loopback Tunnels for VRF Table Lookup for more information. 


Overview 


This topic describes how P2MP LDP LSPs can be configured as the data plane for intra-AS selective provider 
tunnels. Selective P2MP LSPs are triggered only based on the bandwidth threshold of a particular customer's 
multicast stream. A separate P2MP LDP LSP is set up for a given customer source and customer group 
pair (C-S, C-G) by a PE router. The C-S is behind the PE router that belongs in the sender site set. 
Aggregation of intra-AS selective provider tunnels across MVPNs is not supported. 


When you configure selective provider tunnels, leaves discover the P2MP LSP root as follows. A PE router 
with a receiver for a customer multicast stream behind it needs to discover the identity of the PE router 
(and the provider tunnel information) with the source of the customer multicast stream behind it. This 
information is auto-discovered dynamically using the S-PMSI AD routes originated by the PE router with 
the C-S behind it. 


The Junos OS also supports P2MP LDP LSPs as the data plane for intra-AS inclusive provider tunnels. 
These tunnels are triggered based on the MVPN configuration. A separate P2MP LSP LSP is set up for a 
given MVPN by a PE router that belongs in the sender site set. This PE router is the root of the P2MP LSP. 
Aggregation of intra-AS inclusive provider tunnels across MVPNs is not supported. 


When you configure inclusive provider tunnels, leaves discover the P2MP LSP root as follows. A PE router 
with a receiver site for a given MVPN needs to discover the identities of PE routers (and the provider 
tunnel information) with sender sites for that MVPN. This information is auto-discovered dynamically 
using the intra-AS auto-discovery routes originated by the PE routers with sender sites. 


Figure 106 on page 702 shows the topology used in this example. 
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Figure 106: P2MP LDP LSPs as the Data Plane for Intra-AS MBGP MVPNs 
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In Figure 106 on page 702, the routers perform the following functions: 


R1 and R2 are provider (P) routers. 

RO, R3, R4, and R5 are provider edge (PE) routers. 

MBGP MVPN is configured on all PE routers. 

Two VPNs are defined: green and red. 

Router RO serves both green and red CE routers in separate routing instances. 

Router R3 is connected to a green CE router. 

Router R5 is connected to overlapping green and red CE routers in a single routing instance. 
Router R4 is connected to overlapping green and red CE routers in a single routing instance. 
OSPF and multipoint LDP (mLDP) are running in the core. 

Router R11 is a route reflector (RR), and router R2 is a redundant RR. 


Routers RO, R3, R4, and R5 are client internal BGP (IBGP) peers. 


Configuration 


CLI Quick Configuration 
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To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


set protocols Idp interface fe-0/2/1.0 

set protocols Idp interface fe-0/2/3.0 

set protocols Idp p2mp 

set routing-instance red instance-type mvpn 

set routing-instance red interface vt-0/1/0.1 

set routing-instance red interface lo0.1 

set routing-instance red route-distinguisher 10.254.1.1:1 

set routing-instance red provider-tunnel Idp-p2mp 

set routing-instance red provider-tunnel selective group 224.1.1.1/32 source 192.168.1.1/32 ldp-p2mp 


Step-by-Step Procedure 
The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure P2MP LDP LSPs as the data plane for intra-AS MBGP MVPNs: 


1. Configure LDP on all routers. 


[edit protocols Idp] 

user@host# set interface fe-0/2/1.0 
user@host# set interface fe-0/2/3.0 
user@host# set p2mp 


2. Configure the provider tunnel. 


[edit routing-instance red ] 

user@host# set instance-type mvpn 

user@host# set interface vt-0/1/0.1 
user@host# set interface lo0.1 

user@host# set route-distinguisher 10.254.1.1:1 
user@host# set provider-tunnel Idp-p2mp 


3. Configure the selective provider tunnel. 


user@host# set provider-tunnel selective group 224.1.1.1/32 source 192.168.1.1/32 Idp-p2mp 
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4. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


From configuration mode, confirm your configuration by entering the show protocols and show 
routing-intances commands. If the output does not display the intended configuration, repeat the 
configuration instructions in this example to correct it. 


user@host# show protocols 
Idp { 
interface fe-0/2/1.0; 
interface fe-0/2/3.0; 
p2mp; 


user@host# show routing-instances 
red { 
instance-type vrf; 
interface vt-0/1/0.1; 
interface 100.1; 
route-distinguisher 10.254.1.1:1; 
provider-tunnel { 
Idp-p2mp; 
} 
selective { 
group 224.1.1.1/32 { 
source 192.168.1.1/32 { 
Idp-p2mp; 


Verification 


To verify the configuration, run the following commands: 


e ping mpls Idp p2mp to ping the end points of a P2MP LSP. 
e show lIdp database to display LDP P2MP label bindings and to ensure that the LDP P2MP LSP is signaled. 
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show ldp session detail to display the LDP capabilities exchanged with the peer. The Capabilities 


advertised and Capabilities received fields should include p2mp. 


show Idp traffic-statistics p2mp to display the data traffic statistics for the P2MP LSP. 


show mvpn instance, show mvpn neighbor, and show mvpn c-multicast to display multicast VPN routing 
instance information and to ensure that the LDP P2MP LSP is associated with the MVPN as the S-PMSI. 


show multicast route instance detail on PE routers to ensure that traffic is received by all the hosts and 


to display statistics on the receivers. 


show route label label detail to display the P2MP forwarding equivalence class (FEC) if the label is an 
input label for an LDP P2MP LSP. 


SEE ALSO 


Configuring Point-to-Multipoint LSPs for an MBGP MVPN 
Point-to-Multipoint LSPs Overview 


Example: Configuring Ingress Replication for IP Multicast Using MBGP MVPNs 


IN THIS SECTION 


@ = Requirements | 705 

@ = Overview | 705 

@ = Configuration | 707 

@ Verification | 713 
Requirements 


The routers used in this example are Juniper Networks M Series Multiservice Edge Routers, T Series Core 
Routers, or MX Series 5G Universal Routing Platforms. When using ingress replication for IP multicast, 
each participating router must be configured with BGP for control plane procedures and with ingress 
replication for the data provider tunnel, which forms a full mesh of MPLS point-to-point LSPs. The ingress 
replication tunnel can be selective or inclusive, depending on the configuration of the provider tunnel in 
the routing instance. 


Overview 


The ingress-replication provider tunnel type uses unicast tunnels between routers to create a multicast 
distribution tree. 
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The mpls-internet-multicast routing instance type uses ingress replication provider tunnels to carry IP 
multicast data between routers through an MPLS cloud, using MBGP (or Next Gen) MVPN. Ingress 
replication can also be configured when using MVPN to carry multicast data between PE routers. 


The mpls-internet-multicast routing instance is a non-forwarding instance used only for control plane 
procedures. It does not support any interface configurations. Only one mpls-internet-multicast routing 
instance can be defined for a logical system. All multicast and unicast routes used for IP multicast are 
associated only with the default routing instance (inet.0), not with a configured routing instance. The 
mpls-internet-multicast routing instance type is configured for the default master instance on each router, 
and is also included at the [edit protocols pim] hierarchy level in the default instance. 


For each mpls-internet-multicast routing instance, the ingress-replication statement is required under the 
provider-tunnel statement and also under the [edit routing-instances routing-instance-name provider-tunnel 
selective group source] hierarchy level. 


When a new destination needs to be added to the ingress replication provider tunnel, the resulting behavior 
differs depending on how the ingress replication provider tunnel is configured: 


e create-new-ucast-tunnel—When this statement is configured, a new unicast tunnel to the destination 
is created, and is deleted when the destination is no longer needed. Use this mode for RSVP LSPs using 
ingress replication. 


e label-switched-path-template (Multicast)—When this statement is configured, an LSP template is used 
for the for the point-to-multipoint LSP for ingress replication. 


The IP topology consists of routers on the edge of the IP multicast domain. Each router has a set of IP 
interfaces configured toward the MPLS cloud and a set of interfaces configured toward the IP routers. 
See Figure 107 on page 707. Internet multicast traffic is carried between the IP routers, through the MPLS 
cloud, using ingress replication tunnels for the data plane and a full-mesh IBGP session for the control 
plane. 


Figure 107: Internet Multicast Topology 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Border Router C 


set protocols mpls ipv6-tunneling 

set protocols mpls interface all 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 10.255.10.61 
set protocols bgp group ibgp family inet unicast 
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set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet6 unicast 

set protocols bgp group ibgp family inet6-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 
set protocols bgp group ibgp family inet6-mvpn signaling 
set protocols bgp group ibgp export to-bgp 

set protocols bgp group ibgp neighbor 10.255.10.97 
set protocols bgp group ibgp neighbor 10.255.10.55 
set protocols bgp group ibgp neighbor 10.255.10.57 
set protocols bgp group ibgp neighbor 10.255.10.59 
set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 
set protocols ospf area 0.0.0.0 interface lo0.0 

set protocols ospf area 0.0.0.0 interface so-1/3/1.0 
set protocols ospf area 0.0.0.0 interface so-0/3/0.0 
set protocols ospf3 area 0.0.0.0 interface lo0.0 

set protocols ospf3 area 0.0.0.0 interface so-1/3/1.0 
set protocols ospf3 area 0.0.0.0 interface so-0/3/0.0 
set protocols Idp interface all 

set protocols pim rp static address 192.0.2.2 

set protocols pim rp static address 2::192.0.2.2 

set protocols pim interface fe-0/1/0.0 

set protocols pim mpls-internet-multicast 


set routing-instances test instance-type mpls-internet-multicast 
set routing-instances test provider-tunnel ingress-replication label-switched-path 


set routing-instances test protocols mvpn 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


The following example shows how to configure ingress replication on an IP multicast instance with the 
routing instance type mpls-internet-multicast. Additionally, this example shows how to configure a selective 
provider tunnel that selects a new unicast tunnel each time a new destination needs to be added to the 
multicast distribution tree. 


This example shows the configuration of the link between Border Router C and edge IP Router C, from 
which Border Router C receives PIM join messages. 


1. Enable MPLS. 


[edit protocols mpls] 
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user@Border_Router_C# set ipv6-tunneling 
user@Border_Router_C# set interface all 


2. Configure a signaling protocol, such as RSVP or LDP. 


[edit protocols Idp] 
user@Border_Router_C# set interface all 


3. Configure a full-mesh of IBGP peering sessions. 


[edit protocols bgp group ibgp] 

user@Border_Router_C# set type internal 
user@Border_Router_C# set local-address 10.255.10.61 
user@Border_Router_C# set neighbor 10.255.10.97 
user@Border_Router_C# set neighbor 10.255.10.55 
user@Border_Router_C# set neighbor 10.255.10.57 
user@Border_Router_C# set neighbor 10.255.10.59 
user@Border_Router_C# set export to-bgp 


4. Configure the multiprotocol BGP-related settings so that the BGP sessions carry the necessary NLRI. 


[edit protocols bgp group ibgp] 

user@Border_Router_C# set family inet unicast 
user@Border_Router_C# set family inet-vpn any 
user@Border_Router_C# set family inet6 unicast 
user@Border_Router_C# set family inet6-vpn any 
user@Border_Router_C# set family inet-mvpn signaling 
user@Border_Router_C# set family inet6-mvpn signaling 


5. Configure an interior gateway protocol (IGP). 


This example shows a dual stacking configuration with OSPF and OSPF version 3 configured on the 


interfaces. 


[edit protocols ospf3] 

user@Border_Router_C# set area 0.0.0.0 interface lo0.0 
user@Border_Router_C# set area 0.0.0.0 interface so-1/3/1.0 
user@Border_Router_C# set area 0.0.0.0 interface so-0/3/0.0 
[edit protocols ospf] 

user@Border_Router_C# set traffic-engineering 
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user@Border_Router_C# set area 0.0.0.0 interface fxp0.0 disable 
user@Border_Router_C# set area 0.0.0.0 interface lo0.0 
user@Border_Router_C# set area 0.0.0.0 interface so-1/3/1.0 
user@Border_Router_C# set area 0.0.0.0 interface so-0/3/0.0 


6. Configure a global PIM instance on the interface facing the edge device. 


PIM is not configured in the core. 


[edit protocols pim] 

user@Border_Router_C# set rp static address 192.0.2.2 
user@Border_Router_C# set rp static address 2::192.0.2.2 
user@Border_Router_C# set interface fe-0/1/0.0 
user@Border_Router_C# set mpls-internet-multicast 


7. Configure the ingress replication provider tunnel to create a new unicast tunnel each time a destination 
needs to be added to the multicast distribution tree. 


[edit routing-instances test] 

user@Border_Router_C# set instance-type mpls-internet-multicast 
user@Border_Router_C# set provider-tunnel ingress-replication label-switched-path 
user@Border_Router_C# set protocols mvpn 


NOTE: Alternatively, use the label-switched-path-template statement to configure a 
point-to-point LSP for the ingress tunnel. 


Configure the point-to-point LSP to use the default template settings (this is needed only 
when using RSVP tunnels). For example: 


[edit routing-instances test provider-tunnel] 
user@Border_Router_C# set ingress-replication label-switched-path label-switched-path-template 


default-template 
user@Border_Router_C# set selective group 203.0.113.0/24 source 192.168.195.145/32 
ingress-replication label-switched-path 


8. Commit the configuration. 


user@Border_Router_C# commit 


Results 


From configuration mode, confirm your configuration by issuing the show protocols and show 
routing-instances command. If the output does not display the intended configuration, repeat the 
instructions in this example to correct the configuration. 


user@Border_Router_C# show protocols 
mpls { 
ipv6-tunneling; 
interface all; 
} 
bgp { 
group ibgp { 
type internal; 
local-address 10.255.10.61; 
family inet { 
unicast; 
} 
family inet-vpn { 
any; 
} 
family ineté { 
unicast; 
} 
family inet6-vpn { 
any; 
} 
family inet-mvpn { 
signaling; 
} 
family inet6-mvpn { 
signaling; 
} 
export to-bgp; ## 'to-bgp' is not defined 
neighbor 10.255.10.97; 
neighbor 10.255.10.55; 
neighbor 10.255.10.57; 
neighbor 10.255.10.59; 


} 
ospf { 
traffic-engineering; 
area 0.0.0.0 { 
interface fxp0.0 { 
disable; 
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} 

interface 100.0; 
interface so-1/3/1.0; 
interface so-0/3/0.0; 


} 
ospf3 { 
area 0.0.0.0 { 
interface 100.0; 
interface so-1/3/1.0; 
interface so-0/3/0.0; 


} 
Idp { 
interface all; 
} 
pim { 
rp { 
static { 
address 192.0.2.2; 
address 2::192.0.2.2; 


} 
interface fe-0/1/0.0; 
mpls-internet-multicast; 


user@Border_Router_C# show routing-instances 
test { 
instance-type mpls-internet-multicast; 
provider-tunnel { 
ingress-replication { 
label-switched-path; 


} 
protocols { 


mvpn; 
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Verification 


IN THIS SECTION 


@ = Checking the Ingress Replication Status on Border Router C | 713 

@ ~~ Checking the Routing Table for the MVPN Routing Instance on Border Router C | 714 
@ = Checking the MVPN Neighbors on Border Router C | 715 

@ ~~ Checking the PIM Join Status on Border Router C | 716 

@ = Checking the Multicast Route Status on Border Router C | 716 

@ ~~ Checking the Ingress Replication Status on Border Router B | 717 

@ = Checking the Routing Table for the MVPN Routing Instance on Border Router B | 718 
@ = Checking the MVPN Neighbors on Border Router B | 719 

@ ~~ Checking the PIM Join Status on Border Router B | 719 

@ ~~ Checking the Multicast Route Status on Border Router B | 720 


Confirm that the configuration is working properly. The following operational output is for LDP ingress 
replication SPT-only mode. The multicast source behind IP Router B. The multicast receiver is behind IP 
Router C. 


Checking the Ingress Replication Status on Border Router C 


Purpose 


Use the show ingress-replication mvpn command to check the ingress replication status. 


Action 


user@Border_Router_C> show ingress-replication mvpn 


Ingress Tunnel: mvpn:1 
Application: MVPN 


Unicast tunnels 





Leaf Address Tunnel-type ode State 
10 42556 10), 61 Pee) ILS) Existing Up 
Meaning 


The ingress replication is using a point-to-point LSP, and is in the Up state. 
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Checking the Routing Table for the MVPN Routing Instance on Border Router C 


Purpose 


Use the show route table command to check the route status. 
Action 


user@Border_Router_C> show route table test.mvpn 


test.mvpn.0: 5 destinations, 7 routes (5 active, 1 holddown, 0 hidden) 








+ = Active Route, Last Active, * = Both 


1g0sOslO 255, 10, 61/240 
“EP /LIO]] OOs45255, loealpret 100, trem 10,255.10, 61 





AS path: I, validation-state: unverified 
> via so-2/0/1.0 
13060310255, 10. 97/280 
*[MVPN/70] 00:47:19, metric2 1 
Indirect 
HsO0sOss2el92 168.195, LOGsS23198. 51,100 .1/ 240 
“(PIUM/LOS] OOsOS23S 
Multicast (IPv4) Composite 
[REL/LIO] OOsO0Gs35, iecaijorsic 100, iieom 10,255, 10.61 








AS path: I, validation-state: unverified 
a velouso=2//0)/Alla0 
SsOsOclOOOs 325192 .0.2 29328198.,51.,100, 1/240 
= PIu/ LOS] COsO7 30s 
Multicast (IPv4) Composite 
WAV SOS LOOOsSS 28192. 163 195, LOGS s2e i198, si 100, 1/240) 
*[MVPN/70] 00:06:35, metric2 1 
Multicast (IPv4) Composite 
[PIMOS] OUrO53 35 
Multicast (IPv4) Composite 


test.mvpn-inet6.0: 2 destinations, 2 routes (2 active, 0 holddown, 0 hidden) 








+ = Active Route, Last Active, * = Both 


12eO30310 255,10 .61/432 
“(REP /LIO]] OWstSs5s, localppreit 100, trem 10.255. 10,61 





AS path: I, validation-state: unverified 
Eos O=27/ 0/0 
13060310 .255., 10, 97/432 
*[MVPN/70] 00:47:19, metric2 1 


715 


Indirect 


Meaning 


The expected routes are populating the test.mvpn routing table. 


Checking the MVPN Neighbors on Border Router C 


Purpose 


Use the show mvpn neighbor command to check the neighbor status. 


Action 


user@Border_Router_C> show mvpn neighbor 


MVPN instance: 


Legend for provider tunnel 





S Selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS =— @leiciwacl irom (*, C=g) RM -- remote VPN route 
Family : INET 





Hise ane Cle auc Sis 

MVPN Mode : SPT-ONLY 

Neighbor Inclusive Provider Tunnel 

110) 5 ABD 5 ILO). Gil INGRESS-REPLICATION:MPLS Label 
16210255. 10,61 














MVPN instance: 


Legend for provider tunnel 





S Selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS == cleieiweel iisem (%, Ce) RM -- remote VPN route 
Family : INET6 





imsizaniee sa ECSt 

MVPN Mode : SPT-ONLY 

Neighbor Inclusive Provider Tunnel 

10 5255. LO gol INGRESS-REPLICATION:MPLS Label 
ISO, 255.10 .61 














Checking the PIM Join Status on Border Router C 


Purpose 


Use the show pim join extensive command to check the PIM join status. 


Action 


user@Border_Router_C> show pim join extensive 


Instance: PIM.master Family: INET 





R = Rendezvous Point Tree, S = Spars 





, W = Wildcard 


eoujos i351, 10), A 

Soumees = 
Pe 19206402 
Flags: sparse, rptree, wildcard 
Upstream interface: Local 
Upstream neighbor: Local 
Upstream state: Local RP 
Uptime: 00:07:49 





Downstream neighbors: 

Interface: ge-3/0/6.0 
I9)2,,0,2,4 SiceeSs wedi iilecisig SIN IWalNSewe s Minit slMsieyy 
Uptime: 00:07:49 Time since last Join: 00:07:49 


Number of downstream interfaces: 1 


Exeujog ILS. oil, OO), Al 
Sources W)2.163 195.106 





Flags: sparse 

Upstream protocol: BGP 

Upstream interface: Through BGP 

Upstream neighbor: Through MVPN 

Upstream state: Local RP, Join to Source, No Prune to RP 
Keepalive timeout: 69 


Uptime: 00:06:21 








Number of downstream interfaces: 0 


Instance: PIM.master Family: INET6 








R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


Checking the Multicast Route Status on Border Router C 


Purpose 


Use the show multicast route extensive command to check the multicast route status. 
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Action 


user@Border_Router_C> show multicast route extensive 





Instance: master Family: INET 


EGeoujog ILS. Sil, OV), AL 
Sources 192,168,195. 106/32 
Upstream interface: 1lsi.0 
Downstream interface list: 
ge-3/0/6.0 
Number of outgoing interfaces: 1 
Session description: NOB Cross media facilities 
Siecieeesietelst memes Sime OOM POS mec ot ON mmoles 
Next-hop ID: 1048577 
Upstream protocol: MVPN 
Route state: Active 
Forwarding state: Forwarding 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


Uptime: 00:07:25 


Instance: master Family: INET6 





Checking the Ingress Replication Status on Border Router B 


Purpose 


Use the show ingress-replication mvpn command to check the ingress replication status. 


Action 


user@Border_Router_B> show ingress-replication mvpn 


Ingress Tunnel: mvpn:1 
Application: MVPN 


Unicast tunnels 





Leaf Address Tunnel-type ode State 
10.255. 10. 97 RZN2 IS IPR SKE LING] Up 
Meaning 


The ingress replication is using a point-to-point LSP, and is in the Up state. 
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Checking the Routing 


Purpose 
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Table for the MVPN Routing Instance on Border Router B 


Use the show route table command to check the route status. 


Action 


user@Border_Router_B> show route table test.mvpn 














test.mvpn.0: 5 destinations, 7 routes (5 active, 0 holddown, 0 hidden) 
+ = Active Route, Last Active, * = Both 
Ig0sOslO 255, 10.61/20 
* [MVPN/70] 00:49:26, metric2 1 
Indirect 
1e@30310 255,10. 97/240 
“PREL/LIO OOsA@e22, hoe@ailore 100, ieem 10,255.10, 97) 
ASm Dale ae ly mevculenclateron Sitscaits unverified 
pious O—1y/ 3)/AN10 
HsO0sOss2el92 168.195, LOGE S23 198. 51.100. 1/240 
=(PIUM/LOS]| OOsO9s02 
Multicast (IPv4) Composite 
[REL/LIO] OWsO9sO2, iecaijoreic 100, iieom 10,255, 10.97 
AS path: I, validation-stat unverified 
= wile soO-1/3/1.0 
TSOROSlOOOs 325192. 163.195, 106s S32 2198.51, 100 ,1/240 
a [PI LOS]| OOsOIs 02 
Multicast (IPv4) Composite 
[P3EL/LIVO) OWsODsO2, iho@aileuceie 100, ieem 10,255,10,97) 
AS@pdGh ar lmavculelcatelon—Sitsaits unverified 





> wie so-1/3/i.0 








test.mvpn-inet6.0: 2 destinations, 2 routes (2 active, 0 holddown, 0 hidden) 
+ = Active Route, Last Active, * = Both 
13090310255, 10 61/432 
*[MVPN/70] 00:49:26, metric2 1 
Indirect 
IsOs0slO.255, 10,97 /4As2 
IBGE / iO MOORA St 227 loca lpme fe 0O;er tome ORS Spe lOm oi, 
INS JSENEINS Ik, Waedlackiesom—siraie unverified 





> wie so-l/3/il.,© 


Meaning 


The expected routes are populating the test.mvpn routing table. 


Checking the MVPN Neighbors on Border Router B 


Purpose 


Use the show mvpn neighbor command to check the neighbor status. 


Action 


user@Border_Router_B> show mvpn neighbor 


MVPN instance: 


Legend for provider tunnel 





S Selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS == @leieiwacl trom (%, c=g) RM -- remote VPN route 
Family : INET 





Imisieane CoeeC Sie 

MVPN Mode : SPT-ONLY 

Neighbor Inclusive Provider Tunnel 

10), 255 o 0). $7 INGRESS-REPLICATION:MPLS Label 
16s 10,255.10, 97) 














MVPN instance: 


Legend for provider tunnel 





S Selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS == clereiwecl itsom (%, C=G) RM -- remote VPN route 
Family : INET6 





imsizanice ys ESSE 

MVPN Mode : SPT-ONLY 

Neighbor Inclusive Provider Tunnel 

110), 299) _ MO, 7 INGRESS-REPLICATION:MPLS Label 
ISSO, 255,10.97 














Checking the PIM Join Status on Border Router B 


Purpose 


Use the show pim join extensive command to check the PIM join status. 
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Action 


user@Border_Router_B> show pim join extensive 


Instance: PIM.master Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Greeuwjog ILS). oil, WOK0), Al 
SoweeSs 192,168,195. 106 
Flags: sparse,spt 
Upstream interface: fe-0/1/0.0 





Upstream neighbor: Direct 
Upstream state: Local Source 
Keepalive timeout: 0 


Ys simess WOgOss 39) 





Downstream neighbors: 


Interface: Pseudo-MVPN 





Uptime: 00:09:39 Time since last Join: 00:09:39 


Number of downstream interfaces: 1 


Instance: PIM.master Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Checking the Multicast Route Status on Border Router B 


Purpose 


Use the show multicast route extensive command to check the multicast route status. 


Action 


user@Border_ Router _B> show multicast route extensive 


Instance: master Family: INET 





Groupe LIS ole LOOm 
Source: 192.168.195.106/32 
Upstream interface: fe-0/1/0.0 





Downstream interface list: 

SOH=1L/S/L 
Number of outgoing interfaces: 1 
Session description: NOB Cross media facilities 
Sieciets kes mem OS) ae 0 Om OOS melo o Slam ocdekecias 
Next-hop ID: 1048580 
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Upstream protocol: MVPN 
Route state: Active 
Forwarding state: Forwarding 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


Uptime: 00:09:43 


SEE ALSO 


Configuring Routing Instances for an MBGP MVPN 
mpls-internet-multicast | 1437 
ingress-replication | 1348 
create-new-ucast-tunnel | 1231 


label-switched-path-template (Multicast) | 1382 





show ingress-replication mvpn | 1880 


Example: Configuring MBGP Multicast VPNs 


IN THIS SECTION 


@ Requirements | 721 
@ = Overview and Topology | 722 
@ ~§=Configuration | 723 


This example provides a step-by-step procedure to configure multicast services across a multiprotocol 
BGP (MBGP) Layer 3 virtual private network. (also referred to as next-generation Layer 3 multicast VPNs) 


Requirements 
This example uses the following hardware and software components: 
e Junos OS Release 9.2 or later 


e Five M Series, T Series, TX Series, or MX Series Juniper routers 


e One host system capable of sending multicast traffic and supporting the Internet Group Management 


Protocol (IGMP) 


e One host system capable of receiving multicast traffic and supporting IGMP 
Depending on the devices you are using, you might be required to configure static routes to: 


e The multicast sender 
e The Fast Ethernet interface to which the sender is connected on the multicast receiver 
e The multicast receiver 


e The Fast Ethernet interface to which the receiver is connected on the multicast sender 


Overview and Topology 

This example shows how to configure the following technologies: 
e IPv4 

e BGP 

e OSPF 

e RSVP 

e MPLS 


PIM sparse mode 


e Static RP 


The topology of the network is shown in Figure 108 on page 722. 


Figure 108: Multicast Over Layer 3 VPN Example Topology 
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Configuration 


IN THIS SECTION 


Configuring Interfaces | 723 

Configuring OSPF | 725 

Configuring BGP | 726 

Configuring RSVP | 728 

Configuring MPLS | 728 

Configuring the VRF Routing Instance | 729 
Configuring PIM | 731 

Configuring the Provider Tunnel | 731 
Configuring the Rendezvous Point | 732 


Results | 733 


NOTE: In any configuration session, it is a good practice to periodically verify that the 
configuration can be committed using the commit check command. 


In this example, the router being configured is identified using the following command prompts: 


e CE1 identifies the customer edge 1 (CE1) router 
e PE1 identifies the provider edge 1 (PE1) router 
e P identifies the provider core (P) router 

e CE2 identifies the customer edge 2 (CE2) router 


e PE2 identifies the provider edge 2 (PE2) router 


To configure MBGP multicast VPNs for the network shown in Figure 108 on page 722, perform the following 
steps: 


Configuring Interfaces 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


1. On each router, configure an IP address on the loopback logical interface O (100.0). 
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[edit interfaces] 
user@CE1# set loO unit 0 family inet address 192.168.6.1/32 primary 


user@PE1# set loO unit O family inet address 192.168.7.1/32 primary 
user@P# set loO unit O family inet address 192.168.8.1/32 primary 
user@PE2# set loO unit O family inet address 192.168.9.1/32 primary 


user@CE2# set loO unit 0 family inet address 192.168.0.1/32 primary 


Use the show interfaces terse command to verify that the IP address is correct on the loopback logical 
interface. 


2. Onthe PE and CE routers, configure the IP address and protocol family on the Fast Ethernet interfaces. 
Specify the inet protocol family type. 


[edit interfaces] 
user@CE1# set fe-1/3/0 unit 0 family inet address 10.10.12.1/24 
user@CE1# set fe-0/1/0 unit 0 family inet address 10.0.67.13/30 


[edit interfaces] 
user@PE1# set fe-0/1/0 unit O family inet address 10.0.67.14/30 


[edit interfaces] 
user@PE2# set fe-0/1/0 unit O family inet address 10.0.90.13/30 


[edit interfaces] 
user@CE2# set fe-0/1/0 unit 0 family inet address 10.0.90.14/30 
user@CE2# set fe-1/3/0 unit 0 family inet address 10.10.11.1/24 


Use the show interfaces terse command to verify that the IP address is correct on the Fast Ethernet 
interfaces. 


3. On the PE and P routers, configure the ATM interfaces’ VPI and maximum virtual circuits. If the default 
PIC type is different on directly connected ATM interfaces, configure the PIC type to be the same. 
Configure the logical interface VCI, protocol family, local IP address, and destination IP address. 


[edit interfaces] 

user@PE1# set at-0/2/0 atm-options pic-type atm1 
user@PE1# set at-0/2/0 atm-options vpi O maximum-vcs 256 
user@PE1# set at-0/2/0 unit 0 vci 0.128 
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user@PE1# set at-0/2/0 unit 0 family inet address 10.0.78.5/32 destination 10.0.78.6 


[edit interfaces] 

user@P# set at-0/2/0 atm-options pic-type atm1 

user@P# set at-0/2/0 atm-options vpi 0 maximum-vcs 256 

user@P# set at-0/2/0 unit 0 vci 0.128 

user@P# set at-0/2/0 unit 0 family inet address 10.0.78.6/32 destination 10.0.78.5 
user@P# set at-0/2/1 atm-options pic-type atm1 

user@P# set at-0/2/1 atm-options vpi O maximum-vcs 256 

user@P# set at-0/2/1 unit 0 vci 0.128 

user@P# set at-0/2/1 unit 0 family inet address 10.0.89.5/32 destination 10.0.89.6 


[edit interfaces] 

user@PE2# set at-0/2/1 atm-options pic-type atm1 

user@PE2# set at-0/2/1 atm-options vpi O maximum-vcs 256 

user@PE2# set at-0/2/1 unit 0 vci 0.128 

user@PE2# set at-0/2/1 unit 0 family inet address 10.0.89.6/32 destination 10.0.89.5 


Use the show configuration interfaces command to verify that the ATM interfaces' VPI and maximum 
VCs are correct and that the logical interface VCI, protocol family, local IP address, and destination IP 
address are correct. 


Configuring OSPF 


Step-by-Step Procedure 


1. On the P and PE routers, configure the provider instance of OSPF. Specify the lo0.0 and ATM core-facing 
logical interfaces. The provider instance of OSPF on the PE router forms adjacencies with the OSPF 
neighbors on the other PE router and Router P. 


user@PE1# set protocols ospf area 0.0.0.0 interface at-0/2/0.0 
user@PE1# set protocols ospf area 0.0.0.0 interface lo0.0 


user@P# set protocols ospf area 0.0.0.0 interface lo0.0 
user@P# set protocols ospf area 0.0.0.0 interface all 
user@P# set protocols ospf area 0.0.0.0 interface fxpO disable 


user@PE2# set protocols ospf area 0.0.0.0 interface lo0.0 
user@PE2# set protocols ospf area 0.0.0.0 interface at-0/2/1.0 


Use the show ospf interfaces command to verify that the lo0.0 and ATM core-facing logical interfaces 
are configured for OSPF. 
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2. On the CE routers, configure the customer instance of OSPF. Specify the loopback and Fast Ethernet 
logical interfaces. The customer instance of OSPF on the CE routers form adjacencies with the neighbors 
within the VPN routing instance of OSPF on the PE routers. 


user@CE1# set protocols ospf area 0.0.0.0 interface fe-0/1/0.0 
user@CE1# set protocols ospf area 0.0.0.0 interface fe-1/3/0.0 
user@CE1# set protocols ospf area 0.0.0.0 interface lo0.0 


user@CE2# set protocols ospf area 0.0.0.0 interface fe-0/1/0.0 
user@CE2# set protocols ospf area 0.0.0.0 interface fe-1/3/0.0 
user@CE2# set protocols ospf area 0.0.0.0 interface lo0.0 


Use the show ospf interfaces command to verify that the correct loopback and Fast Ethernet logical 
interfaces have been added to the OSPF protocol. 


3. Onthe P and PE routers, configure OSPF traffic engineering support for the provider instance of OSPF. 


The shortcuts statement enables the master instance of OSPF to use a label-switched path as the next 


hop. 
user@PE1# set protocols ospf traffic-engineering shortcuts 
user@P# set protocols ospf traffic-engineering shortcuts 
user@PE2# set protocols ospf traffic-engineering shortcuts 


Use the show ospf overview or show configuration protocols ospf command to verify that traffic 
engineering support is enabled. 


Configuring BGP 


Step-by-Step Procedure 


1. On Router P, configure BGP for the VPN. The local address is the local lo0.0 address. The neighbor 
addresses are the PE routers’ lo0.0 addresses. 


The unicast statement enables the router to use BGP to advertise network layer reachability information 
(NLRI). The signaling statement enables the router to use BGP as the signaling protocol for the VPN. 


user@P# set protocols bgp group group-mvpn type internal 

user@P# set protocols bgp group group-mvpn local-address 192.168.8.1 
user@P# set protocols bgp group group-mvpn family inet unicast 
user@P# set protocols bgp group group-mvpn family inet-mvpn signaling 
user@P# set protocols bgp group group-mvpn neighbor 192.168.9.1 
user@P# set protocols bgp group group-mvpn neighbor 192.168.7.1 
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Use the show configuration protocols bgp command to verify that the router has been configured to 
use BGP to advertise NLRI. 


2. On the PE and P routers, configure the BGP local autonomous system number. 


user@PE1# set routing-options autonomous-system 0.65010 


user@P# set routing-options autonomous-system 0.65010 


user@PE2# set routing-options autonomous-system 0.65010 


Use the show configuration routing-options command to verify that the BGP local autonomous system 
number is correct. 


3. On the PE routers, configure BGP for the VPN. Configure the local address as the local lo0.0 address. 
The neighbor addresses are the lo0.0 addresses of Router P and the other PE router, PE2. 


user@PE1# set protocols bgp group group-mvpn type internal 

user@PE1# set protocols bgp group group-mvpn local-address 192.168.7.1 
user@PE1# set protocols bgp group group-mvpn family inet-vpn unicast 
user@PE1# set protocols bgp group group-mvpn family inet-mvpn signaling 
user@PE1# set protocols bgp group group-mvpn neighbor 192.168.9.1 
user@PE1# set protocols bgp group group-mvpn neighbor 192.168.8.1 


user@PE2# set protocols bgp group group-mvpn type internal 

user@PE2# set protocols bgp group group-mvpn local-address 192.168.9.1 
user@PE2# set protocols bgp group group-mvpn family inet-vpn unicast 
user@PE2# set protocols bgp group group-mvpn family inet-mvpn signaling 
user@PE2# set protocols bgp group group-mvpn neighbor 192.168.7.1 
user@PE2# set protocols bgp group group-mvpn neighbor 192.168.8.1 


Use the show bgp group command to verify that the BGP configuration is correct. 


4. On the PE routers, configure a policy to export the BGP routes into OSPF. 


user@PE1# set policy-options policy-statement bgp-to-ospf from protocol bgp 
user@PE1# set policy-options policy-statement bgp-to-ospf then accept 


user@PE2# set policy-options policy-statement bgp-to-ospf from protocol bgp 
user@PE2# set policy-options policy-statement bgp-to-ospf then accept 


Use the show policy bgp-to-ospf command to verify that the policy is correct. 
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Configuring RSVP 


Step-by-Step Procedure 


1. Onthe PE routers, enable RSVP on the interfaces that participate in the LSP. Configure the Fast Ethernet 
and ATM logical interfaces. 


user@PE1# set protocols rsvp interface fe-0/1/0.0 
user@PE1# set protocols rsvp interface at-0/2/0.0 


user@PE2# set protocols rsvp interface fe-0/1/0.0 
user@PE2# set protocols rsvp interface at-0/2/1.0 


2. On Router P, enable RSVP on the interfaces that participate in the LSP. Configure the ATM logical 
interfaces. 


user@P# set protocols rsvp interface at-0/2/0.0 
user@P# set protocols rsvp interface at-0/2/1.0 


Use the show configuration protocols rsvp command to verify that the RSVP configuration is correct. 


Configuring MPLS 


Step-by-Step Procedure 


1. On the PE routers, configure an MPLS LSP to the PE router that is the LSP egress point. Specify the IP 
address of the lo0.0 interface on the router at the other end of the LSP. Configure MPLS on the ATM, 
Fast Ethernet, and 100.0 interfaces. 


To help identify each LSP when troubleshooting, configure a different LSP name on each PE router. In 
this example, we use the name to-pe2 as the name for the LSP configured on PE1 and to-pel as the 
name for the LSP configured on PE2. 


user@PE1# set protocols mpls label-switched-path to-pe2 to 192.168.9.1 
user@PE1# set protocols mpls interface fe-0/1/0.0 

user@PE1# set protocols mpls interface at-0/2/0.0 

user@PE1# set protocols mpls interface lo0.0 


user@PE2# set protocols mpls label-switched-path to-pe1 to 192.168.7.1 
user@PE2# set protocols mpls interface fe-0/1/0.0 

user@PE2# set protocols mpls interface at-0/2/1.0 

user@PE2# set protocols mpls interface lo0.0 


Use the show configuration protocols mpls and show route label-switched-path to-pe1 commands 
to verify that the MPLS and LSP configuration is correct. 
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After the configuration is committed, use the show mpls Isp name to-pe1 and show mpls Isp name 
to-pe2 commands to verify that the LSP is operational. 


2. On Router P, enable MPLS. Specify the ATM interfaces connected to the PE routers. 


user@P# set protocols mpls interface at-0/2/0.0 
user@P# set protocols mpls interface at-0/2/1.0 


Use the show mpls interface command to verify that MPLS is enabled on the ATM interfaces. 


3. On the PE and P routers, configure the protocol family on the ATM interfaces associated with the LSP. 
Specify the mpls protocol family type. 


user@PE1# set interfaces at-0/2/0 unit O family mpls 


user@P# set interfaces at-0/2/0 unit O family mpls 
user@P# set interfaces at-0/2/1 unit O family mpls 


user@PE2# set interfaces at-0/2/1 unit 0 family mpls 


Use the show mpls interface command to verify that the MPLS protocol family is enabled on the ATM 
interfaces associated with the LSP. 


Configuring the VRF Routing Instance 


Step-by-Step Procedure 


1. On the PE routers, configure a routing instance for the VPN and specify the vrf instance type. Add the 
Fast Ethernet and lo0.1 customer-facing interfaces. Configure the VPN instance of OSPF and include 
the BGP-to-OSPF export policy. 


user@PE1# set routing-instances vpn-a instance-type vrf 

user@PE1# set routing-instances vpn-a interface lo0.1 

user@PE1# set routing-instances vpn-a interface fe-0/1/0.0 

user@PE1# set routing-instances vpn-a protocols ospf export bgp-to-ospf 
user@PE1# set routing-instances vpn-a protocols ospf area 0.0.0.0 interface all 


user@PE2# set routing-instances vpn-a instance-type vrf 

user@PE2# set routing-instances vpn-a interface lo0.1 

user@PE2# set routing-instances vpn-a interface fe-0/1/0.0 

user@PE2# set routing-instances vpn-a protocols ospf export bgp-to-ospf 
user@PE2# set routing-instances vpn-a protocols ospf area 0.0.0.0 interface all 
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Use the show configuration routing-instances vpn-a command to verify that the routing instance 
configuration is correct. 


. On the PE routers, configure a route distinguisher for the routing instance. A route distinguisher allows 

the router to distinguish between two identical IP prefixes used as VPN routes. Configure a different 

route distinguisher on each PE router. This example uses 65010:1 on PE1 and 65010:2 on PE2. 
user@PE1# set routing-instances vpn-a route-distinguisher 65010:1 


user@PE2# set routing-instances vpn-a route-distinguisher 65010:2 


Use the show configuration routing-instances vpn-a command to verify that the route distinguisher 
is correct. 


. Onthe PE routers, configure default VRF import and export policies. Based on this configuration, BGP 


automatically generates local routes corresponding to the route target referenced in the VRF import 
policies. This example uses 2:1 as the route target. 


NOTE: You must configure the same route target on each PE router for a given VPN routing 
instance. 


user@PE1# set routing-instances vpn-a vrf-target target:2:1 
user@PE2# set routing-instances vpn-a vrf-target target:2:1 
Use the show configuration routing-instances vpn-a command to verify that the route target is correct. 
. On the PE routers, configure the VPN routing instance for multicast support. 
user@PE1# set routing-instances vpn-a protocols mvpn 
user@PE2# set routing-instances vpn-a protocols mvpn 


Use the show configuration routing-instance vpn-a command to verify that the VPN routing instance 
has been configured for multicast support. 


. Onthe PE routers, configure an IP address on loopback logical interface 1 (lo0.1) used in the customer 
routing instance VPN. 
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user@PE1# set interfaces loO unit 1 family inet address 10.10.47.101/32 


user@PE2# set interfaces loO unit 1 family inet address 10.10.47.100/32 


Use the show interfaces terse command to verify that the IP address on the loopback interface is 
correct. 


Configuring PIM 


Step-by-Step Procedure 


1. On the PE routers, enable PIM. Configure the lo0.1 and the customer-facing Fast Ethernet interface. 
Specify the mode as sparse and the version as 2. 


user@PE1# set routing-instances vpn-a protocols pim interface lo0.1 mode sparse 
user@PE1# set routing-instances vpn-a protocols pim interface lo0.1 version 2 
user@PE1# set routing-instances vpn-a protocols pim interface fe-0/1/0.0 mode sparse 
user@PE1# set routing-instances vpn-a protocols pim interface fe-0/1/0.0 version 2 
user@PE2# set routing-instances vpn-a protocols pim interface lo0.1 mode sparse 
user@PE2# set routing-instances vpn-a protocols pim interface lo0.1 version 2 
user@PE2# set routing-instances vpn-a protocols pim interface fe-0/1/0.0 mode sparse 
user@PE2# set routing-instances vpn-a protocols pim interface fe-0/1/0.0 version 2 


Use the show pim interfaces instance vpn-a command to verify that PIM sparse-mode is enabled on 
the lo0.1 interface and the customer-facing Fast Ethernet interface. 


2. On the CE routers, enable PIM. In this example, we configure all interfaces. Specify the mode as sparse 
and the version as 2. 


user@CE1# set protocols pim interface all 
user@CE2# set protocols pim interface all mode sparse 
user@CE2# set protocols pim interface all version 2 


Use the show pim interfaces command to verify that PIM sparse mode is enabled on all interfaces. 


Configuring the Provider Tunnel 


Step-by-Step Procedure 


1. On Router PE1, configure the provider tunnel. Specify the multicast address to be used. 


The provider-tunnel statement instructs the router to send multicast traffic across a tunnel. 


user@PE1# set routing-instances vpn-a provider-tunnel rsvp-te label-switched-path-template default-template 
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Use the show configuration routing-instance vpn-a command to verify that the provider tunnel is 
configured to use the default LSP template. 


2. On Router PE2, configure the provider tunnel. Specify the multicast address to be used. 


user@PE2# set routing-instances vpn-a provider-tunnel rsvp-te label-switched-path-template default-template 


Use the show configuration routing-instance vpn-a command to verify that the provider tunnel is 
configured to use the default LSP template. 


Configuring the Rendezvous Point 


Step-by-Step Procedure 


1. Configure Router PE1 to be the rendezvous point. Specify the lo0.1 address of Router PE1. Specify 
the multicast address to be used. 


user@PE1# set routing-instances vpn-a protocols pim rp local address 10.10.47.101 
user@PE1# set routing-instances vpn-a protocols pim rp local group-ranges 224.1.1.1/32 


Use the show pim rps instance vpn-a command to verify that the correct local IP address is configured 
for the RP. 


2. On Router PE2, configure the static rendezvous point. Specify the lo0.1 address of Router PE1. 


user@PE2# set routing-instances vpn-a protocols pim rp static address 10.10.47.101 


Use the show pim rps instance vpn-a command to verify that the correct static IP address is configured 
for the RP. 


3. On the CE routers, configure the static rendezvous point. Specify the lo0.1 address of Router PE1. 


user@CE1# set protocols pim rp static address 10.10.47.101 version 2 
user@CE2# set protocols pim rp static address 10.10.47.101 version 2 


Use the show pim rps command to verify that the correct static IP address is configured for the RP. 


4. Use the commit check command to verify that the configuration can be successfully committed. If the 
configuration passes the check, commit the configuration. 


5. Start the multicast sender device connected to CE1. 


6. Start the multicast receiver device connected to CE2. 
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7. Verify that the receiver is receiving the multicast stream. 


8. Use show commands to verify the routing, VPN, and multicast operation. 


Results 


The configuration and verification parts of this example have been completed. The following section is for 
your reference. 


The relevant sample configuration for Router CE1 follows. 


Router CE1 


interfaces { 
lo0 { 
unit O { 
family inet { 
address 192.168.6.1/32 { 
primary; 


} 
fe-0/1/0 { 
unit O { 
family inet { 
address 10.0.67.13/30; 


} 
fe-1/3/0 { 
unit O { 
family inet { 
address 10.10.12.1/24; 


} 
protocols { 
ospf { 
area 0.0.0.0 { 
interface fe-0/1/0.0; 
interface 100.0; 


interface fe-1/3/0.0; 


} 
pim { 
rp { 
static { 
address 10.10.47.101 { 
version 2; 


} 


interface all; 


The relevant sample configuration for Router PE1 follows. 


Router PE1 


interfaces { 
loO { 
unit O { 
family inet { 
address 192.168.7.1/32 { 
primary; 


} 
fe-0/1/0 { 
unit O { 
family inet { 
address 10.0.67.14/30; 


} 
at-0/2/0 { 
atm-options { 
pic-type atm1; 
vpi O { 
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maximum-vcs 256; 


} 
unit O { 
vci 0.128; 
family inet { 
address 10.0.78.5/32 { 
destination 10.0.78.6; 


} 


family mpls; 


} 
lo0 { 
unit 1 { 
family inet { 
address 10.10.47.101/32; 


} 
routing-options { 
autonomous-system 0.65010; 
} 
protocols { 
rsvp { 
interface fe-0/1/0.0; 
interface at-0/2/0.0; 
} 
mpls { 
label-switched-path to-pe2 { 
to 192.168.9.1; 
} 
interface fe-0/1/0.0; 
interface at-0/2/0.0; 
interface 100.0; 
} 
bgp { 
group group-mvpn { 
type internal; 
local-address 192.168.7.1; 
family inet-vpn { 
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unicast; 
} 
family inet-mvpn { 
signaling; 
} 
neighbor 192.168.9.1; 
neighbor 192.168.8.1; 


} 
ospf { 
traffic-engineering { 
shortcuts; 
} 
area 0.0.0.0 { 
interface at-0/2/0.0; 
interface 100.0; 


} 
policy-options { 
policy-statement bgp-to-ospf { 
from protocol bgp; 
then accept; 


} 
routing-instances { 
vpn-a { 
instance-type vrf; 
interface 100.1; 
interface fe-0/1/0.0; 
route-distinguisher 65010:1; 
provider-tunnel { 
rsvp-te { 
label-switched-path-template { 
default-template; 


} 
vrf-target target:2:1; 
protocols { 
ospf { 
export bgp-to-ospf; 


area 0.0.0.0 { 
interface all; 


} 
pim { 
rp { 
local { 
address 10.10.47.101; 
group-ranges { 
224.1.1.1/32; 


} 

interface |o0.1 { 
mode sparse; 
version 2; 

} 

interface fe-0/1/0.0 { 
mode sparse; 
version 2; 


mvpn; 


The relevant sample configuration for Router P follows. 


Router P 


interfaces { 
lo0 { 
unit O { 
family inet { 
address 192.168.8.1/32 { 
primary; 
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} 
at-0/2/0 { 
atm-options { 
pic-type atm1; 
vpi O { 
maximum-vcs 256; 


} 
unit O { 
vci 0.128; 
family inet { 
address 10.0.78.6/32 { 
destination 10.0.78.5; 


} 


family mpls; 


} 
at-0/2/1 { 
atm-options { 
pic-type atm1; 
vpi O { 
maximum-vcs 256; 


} 
unit O { 
vei 0.128; 
family inet { 
address 10.0.89.5/32 { 
destination 10.0.89.6; 


} 


family mpls; 


} 
routing-options { 
autonomous-system 0.65010; 
} 
protocols { 
rsvp { 
interface at-0/2/0.0; 


interface at-0/2/1.0; 
} 
mpls { 
interface at-0/2/0.0; 
interface at-0/2/1.0; 
} 
bgp { 
group group-mvpn { 
type internal; 
local-address 192.168.8.1; 
family inet { 
unicast; 
} 
family inet-mvpn { 
signaling; 
} 
neighbor 192.168.9.1; 
neighbor 192.168.7.1; 


} 
ospf { 
traffic-engineering { 
shortcuts; 
} 
area 0.0.0.0 { 
interface 100.0; 
interface all; 
interface fxp0.0 { 
disable; 


The relevant sample configuration for Router PE2 follows. 


Router PE2 


interfaces { 
lo0 { 
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unit O { 
family inet { 
address 192.168.9.1/32 { 
primary; 


} 
fe-0/1/0 { 
unit O { 
family inet { 
address 10.0.90.13/30; 


} 
at-0/2/1 { 
atm-options { 
pic-type atm1; 
vpi O { 
maximum-vcs 256; 


} 
unit O { 
vci 0.128; 
family inet { 
address 10.0.89.6/32 { 
destination 10.0.89.5; 


} 


family mpls; 


} 
lo0 { 
unit 1 { 
family inet { 
address 10.10.47.100/32; 


} 
routing-options { 
autonomous-system 0.65010; 
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} 
protocols { 
rsvp { 
interface fe-0/1/0.0; 
interface at-0/2/1.0; 
} 
mpls { 
label-switched-path to-pe1 { 
to 192.168.7.1; 
} 
interface 100.0; 
interface fe-0/1/0.0; 
interface at-0/2/1.0; 
} 
bgp { 
group group-mvpn { 
type internal; 
local-address 192.168.9.1; 
family inet-vpn { 
unicast; 
} 
family inet-mvpn { 
signaling; 
} 
neighbor 192.168.7.1; 
neighbor 192.168.8.1; 


} 
ospf { 
traffic-engineering { 
shortcuts; 
} 
area 0.0.0.0 { 
interface 100.0; 
interface at-0/2/1.0; 


} 
policy-options { 
policy-statement bgp-to-ospf { 
from protocol bgp; 
then accept; 
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} 
routing-instances { 
vpn-a { 
instance-type vrf; 
interface fe-0/1/0.0; 
interface 100.1; 
route-distinguisher 65010:2; 
provider-tunnel { 
rsvp-te { 
label-switched-path-template { 
default-template; 


} 
vrf-target target:2:1; 
protocols { 
ospf { 
export bgp-to-ospf; 
area 0.0.0.0 { 
interface all; 


} 
pim { 
rp{ 
static { 
address 10.10.47.101; 


} 

interface fe-0/1/0.0 { 
mode sparse; 
version 2; 

} 

interface lo0.1 { 
mode sparse; 
version 2; 


mvpn; 
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The relevant sample configuration for Router CE2 follows. 


Router CE2 


interfaces { 
lo0 { 
unit O { 
family inet { 
address 192.168.0.1/32 { 
primary; 


} 
fe-0/1/0 { 
unit O { 
family inet { 
address 10.0.90.14/30; 


} 
fe-1/3/0 { 
unit O { 
family inet { 
address 10.10.11.1/24; 
} 
family ineté { 
address fe80::205:85ff:fe88:ccdb/64; 


} 
protocols { 
ospf { 
area 0.0.0.0 { 
interface fe-0/1/0.0; 
interface 100.0; 
interface fe-1/3/0.0; 


} 
pim { 
rp { 
static { 
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address 10.10.47.101 { 
version 2; 


interface all { 
mode sparse; 
version 2; 


SEE ALSO 


Example: Configuring a PIM-SSM Provider Tunnel for an MBGP MVPN 


IN THIS SECTION 


Requirements | 744 
Overview | 745 
Configuration | 746 


Verification | 755 


This example shows how to configure a PIM-SSM provider tunnel for an MBGP MVPN. The configuration 
enables service providers to carry customer data in the core. This example shows how to configure PIM-SSM 
tunnels as inclusive PMSI and uses the unicast routing preference as the metric for determining the single 
forwarder (instead of the default metric, which is the IP address from the global administrator field in the 
route-import community). 


Requirements 
Before you begin: 
e Configure the router interfaces. See the Junos OS Network Interfaces Library for Routing Devices. 


e Configure the BGP-to-OSPF routing policy. See the Routing Policies, Firewall Filters, and Traffic Policers 
User Guide. 


Overview 


When a PE receives a customer join or prune message from a CE, the message identifies a particular 
multicast flow as belonging either to a source-specific tree (S,G) or to a shared tree (*,G). If the route to 
the multicast source or RP is across the VPN backbone, then the PE needs to identify the upstream multicast 
hop (UMH) for the (S,G) or (*,G) flow. Normally the UMH is determined by the unicast route to the multicast 
source or RP. 


However, in some cases, the CEs might be distributing to the PEs a special set of routes that are to be 
used exclusively for the purpose of upstream multicast hop selection using the route-import community. 
More than one route might be eligible, and the PE needs to elect a single forwarder from the eligible UMHs. 


The default metric for the single forwarder election is the IP address from the global administrator field 
in the route-import community. You can configure a router to use the unicast route preference to determine 
the single forwarder election. 


This example includes the following settings. 


provider-tunnel family inet pim-ssm group-address—Specifies a valid SSM VPN group address. The SSM 


VPN group address and the source address are advertised by the type-1 autodiscovery route. On receiving 
an autodiscovery route with the SSM VPN group address and the source address, a PE router sends an 
(S,G) join in the provider space to the PE advertising the autodiscovery route. All PE routers exchange 

their PIM-SSM VPN group address to complete the inclusive provider multicast service interface (I-PMSI). 
Unlike a PIM-ASM provider tunnel, the PE routers can choose a different VPN group address because 

the (S,G) joins are sent directly toward the source PE. 


NOTE: Similar to a PIM-ASM provider tunnel, PIM must be configured in the default master 
instance. 


unicast-umh-election—Specifies that the PE router uses the unicast route preference to determine the 


single-forwarder election. 


Figure 109 on page 745 shows the topology used in this example. 


Figure 109: PIM-SSM Provider Tunnel for an MBGP MVPN Topology 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


set interfaces fe-0/2/0 unit O family inet address 192.168.195.109/30 

set interfaces fe-0/2/1 unit O family inet address 192.168.195.5/27 

set interfaces fe-0/2/2 unit O family inet address 20.10.1.1/30 

set interfaces fe-0/2/2 unit O family iso 

set interfaces fe-0/2/2 unit O family mpls 

set interfaces loO unit 1 family inet address 10.10.47.100/32 

set interfaces loO unit 1 family inet address 1.1.1.1/32 primary 

set interfaces loO unit 2 family inet address 10.10.48.100/32 

set protocols mpls interface all set protocols bgp group ibgp type internal 
set protocols bgp group ibgp local-preference 120 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 10.255.112.155 

set protocols isis level 1 disable set protocols isis interface all 

set protocols isis interface fxp0.0 disable 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols Idp interface all 

set protocols pim rp static address 10.255.112.155 

set protocols pim interface all mode sparse-dense 

set protocols pim interface all version 2 

set protocols pim interface fxp0.0 disable 

set routing-instances VPN-A instance-type vrf 

set routing-instances VPN-A interface fe-0/2/1.0 

set routing-instances VPN-A interface lo0.1 

set routing-instances VPN-A route-distinguisher 10.255.112.199:100 

set routing-instances VPN-A provider-tunnel family inet pim-ssm group-address 232.1.1.1 
set routing-instances VPN-A vrf-target target:100:100 

set routing-instances VPN-A vrf-table-label 

set routing-instances VPN-A routing-options auto-export 

set routing-instances VPN-A protocols ospf export bgp-to-ospf 

set routing-instances VPN-A protocols ospf area 0.0.0.0 interface lo0.1 

set routing-instances VPN-A protocols ospf area 0.0.0.0 interface fe-0/2/1.0 
set routing-instances VPN-A protocols pim rp static address 10.10.47.101 
set routing-instances VPN-A protocols pim interface lo0.1 mode sparse-dense 
set routing-instances VPN-A protocols pim interface lo0.1 version 2 

set routing-instances VPN-A protocols pim interface fe-0/2/1.0 mode sparse-dense 
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set routing-instances VPN-A protocols pim interface fe-0/2/1.0 version 2 

set routing-instances VPN-A protocols mvpn unicast-umh-election 

set routing-instances VPN-B instance-type vrf 

set routing-instances VPN-B interface fe-0/2/0.0 

set routing-instances VPN-B interface lo0.2 

set routing-instances VPN-B route-distinguisher 10.255.112.199:200 

set routing-instances VPN-B provider-tunnel family inet pim-ssm group-address 232.2.2.2 
set routing-instances VPN-B vrf-target target:200:200 

set routing-instances VPN-B vrf-table-label 

set routing-instances VPN-B routing-options auto-export 

set routing-instances VPN-B protocols ospf export bgp-to-ospf 

set routing-instances VPN-B protocols ospf area 0.0.0.0 interface lo0.2 

set routing-instances VPN-B protocols ospf area 0.0.0.0 interface fe-0/2/0.0 

set routing-instances VPN-B protocols pim rp static address 10.10.48.101 

set routing-instances VPN-B protocols pim interface lo0.2 mode sparse-dense 

set routing-instances VPN-B protocols pim interface lo0.2 version 2 

set routing-instances VPN-B protocols pim interface fe-0/2/0.0 mode sparse-dense 
set routing-instances VPN-B protocols pim interface fe-0/2/0.0 version 2 

set routing-instances VPN-B protocols mvpn unicast-umh-election 

set routing-options autonomous-system 100 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 


about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure a PIM-SSM provider tunnel for an MBGP MVPN: 


1. Configure the interfaces in the master routing instance on the PE routers. This example shows the 


interfaces for one PE router. 


[edit interfaces] 

user@host# set fe-0/2/0 unit O family inet address 192.168.195.109/30 
user@host# set fe-0/2/1 unit 0 family inet address 192.168.195.5/27 
user@host# set fe-0/2/2 unit O family inet address 20.10.1.1/30 
user@host# set fe-0/2/2 unit O family iso 

user@host# set fe-0/2/2 unit 0 family mpls 

user@host# set loO unit 1 family inet address 10.10.47.100/32 
user@host# set loO unit 2 family inet address 10.10.48.100/32 
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2. Configure the autonomous system number in the global routing options. This is required in MBGP 
MVPNs. 


[edit routing-options] 
user@host# set autonomous-system 100 


3. Configure the routing protocols in the master routing instance on the PE routers. 


user@host# set protocols mpls interface all 

[edit protocols bgp group ibgp] 

user@host# set type internal 

user@host# set family inet-vpn any 

user@host# set family inet-mvpn signaling 
user@host# set neighbor 10.255.112.155 

[edit protocols isis] 

user@host# set level 1 disable 

user@host# set interface all 

user@host# set interface fxp0.0 disable 

[edit protocols ospf] 

user@host# set traffic-engineering 

user@host# set area 0.0.0.0 interface all 
user@host# set area 0.0.0.0 interface fxp0.0 disable 
user@host# set protocols Idp interface all 

[edit protocols pim] 

user@host# set rp static address 10.255.112.155 
user@host# set interface all mode sparse-dense 
user@host# set interface all version 2 
user@host# set interface fxp0.0 disable 


4. Configure routing instance VPN-A. 


[edit routing-instances VPN-A] 

user@host# set instance-type vrf 

user@host# set interface fe-0/2/1.0 

user@host# set interface lo0.1 

user@host# set route-distinguisher 10.255.112.199:100 
user@host# set provider-tunnel family inet pim-ssm group-address 232.1.1.1 
user@host# set vrf-target target:100:100 

user@host# set vrf-table-label 

user@host# set routing-options auto-export 

user@host# set protocols ospf export bgp-to-ospf 
user@host# set protocols ospf area 0.0.0.0 interface lo0.1 
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user@host# set protocols ospf area 0.0.0.0 interface fe-0/2/1.0 
user@host# set protocols pim rp static address 10.10.47.101 
user@host# set protocols pim interface lo0.1 mode sparse-dense 
user@host# set protocols pim interface lo0.1 version 2 

user@host# set protocols pim interface fe-0/2/1.0 mode sparse-dense 
user@host# set protocols pim interface fe-0/2/1.0 version 2 
user@host# set protocols mvpn family inet 


5. Configure routing instance VPN-B. 


[edit routing-instances VPN-B] 

user@host# set instance-type vrf 

user@host# set interface fe-0/2/0.0 

user@host# set interface lo0.2 

user@host# set route-distinguisher 10.255.112.199:200 

user@host# set provider-tunnel family inet pim-ssm group-address 232.2.2.2 
user@host# set vrf-target target:200:200 

user@host# set vrf-table-label 

user@host# set routing-options auto-export 

user@host# set protocols ospf export bgp-to-ospf 

user@host# set protocols ospf area 0.0.0.0 interface lo0.2 

user@host# set protocols ospf area 0.0.0.0 interface fe-0/2/0.0 
user@host# set protocols pim rp static address 10.10.48.101 
user@host# set protocols pim interface lo0.2 mode sparse-dense 
user@host# set protocols pim interface lo0.2 version 2 

user@host# set protocols pim interface fe-0/2/0.0 mode sparse-dense 
user@host# set protocols pim interface fe-0/2/0.0 version 2 
user@host# set protocols mvpn family inet 


6. Configure the topology such that the BGP route to the source advertised by PE1 has a higher preference 
than the BGP route to the source advertised by PE2. 


[edit protocols bgp] 
user@host# set group ibgp local-preference 120 


7. Configure a higher primary loopback address on PE2 than on PE1. This ensures that PE2 is the MBGP 
MVPN single-forwarder election winner. 


[edit] 
user@host# set interface loO unit 1 family inet address 1.1.1.1/32 primary 
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8. Configure the unicast-umh-knob statement on PE3. 


[edit] 
user@host# set routing-instances VPN-A protocols mvpn unicast-umh-election 
user@host# set routing-instances VPN-B protocols mvpn unicast-umh-election 


9. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show interfaces, show protocols, show routing-instances, and 
show routing-options commands from configuration mode. If the output does not display the intended 
configuration, repeat the instructions in this example to correct the configuration. 


user@host# show interfaces 
fe-0/2/0 { 
unit O { 
family inet { 
address 192.168.195.109/30; 


} 
fe-0/2/1 { 
unit O { 
family inet { 
address 192.168.195.5/27; 


} 
fe-0/2/2 { 
unit O { 
family inet { 
address 20.10.1.1/30; 
} 
family iso; 
family mpls; 


} 
loO { 
unit 1 { 


family inet { 
address 10.10.47.100/32; 
address 1.1.1.1/32 { 
primary; 


} 
unit 2 { 
family inet { 
address 10.10.48.100/32; 


user@host# show protocols 
mpls { 
interface all; 
} 
bgp { 
group ibgp { 
type internal; 
local-preference 120; 
family inet-vpn { 
any; 
} 
family inet-mvpn { 
signaling; 
} 
neighbor 10.255.112.155; 


} 
isis { 
level 1 disable; 
interface all; 
interface fxp0.0 { 
disable; 


} 
ospf { 
traffic-engineering; 
area 0.0.0.0 { 
interface all; 
interface fxp0.0 { 
disable; 
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} 
Idp { 

interface all; 
} 
pim { 

rp { 

static { 
address 10.255.112.155; 


} 

interface all { 
mode sparse-dense; 
version 2; 

} 

interface fxp0.0 { 
disable; 


user@host# show routing-instances 
VPN-A { 
instance-type vrf; 
interface fe-0/2/1.0; 
interface 100.1; 
route-distinguisher 10.255.112.199:100; 
provider-tunnel { 
family inet 
pim-ssm { 
group-address 232.1.1.1; 


} 
vrf-target target: 100:100; 
vrf-table-label; 
routing-options { 
auto-export; 
} 
protocols { 
ospf { 
export bgp-to-ospf; 
area 0.0.0.0 { 
interface 100.1; 
interface fe-0/2/1.0; 
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} 
pim { 
rp { 
static { 
address 10.10.47.101; 


} 

interface 100.1 { 
mode sparse-dense; 
version 2; 

} 

interface fe-0/2/1.0 { 
mode sparse-dense; 
version 2; 


} 
mvpn { 
unicast-umh-election; 


} 
VPN-B { 
instance-type vrf; 
interface fe-0/2/0.0; 
interface 100.2; 
route-distinguisher 10.255.112.199:200; 
provider-tunnel { 
family inet { 
pim-ssm { 
group-address 232.2.2.2; 


} 
vrf-target target:200:200; 
vrf-table-label; 
routing-options { 
auto-export; 
} 
protocols { 
ospf { 
export bgp-to-ospf; 
area 0.0.0.0 { 
interface 100.2; 
interface fe-0/2/0.0; 
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} 
pim { 
rp { 
static { 
address 10.10.48.101; 


} 

interface 100.2 { 
mode sparse-dense; 
version 2; 

} 

interface fe-0/2/0.0 { 
mode sparse-dense; 
version 2; 


} 
mvpn { 
unicast-umh-election; 


fe-0/2/0 { 
unit O { 
family inet { 
address 192.168.195.109/30; 


} 
fe-0/2/1 { 
unit O { 
family inet { 
address 192.168.195.5/27; 


user@host# show routing-options 
autonomous-system 100; 
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Verification 


To verify the configuration, start the receivers and the source. PE3 should create type-7 customer multicast 
routes from the local joins. Verify the source-tree customer multicast entries on all PE routers. PE3 should 
choose PE1 as the upstream PE toward the source. PE1 receives the customer multicast route from the 
egress PEs and forwards data on the PSMI to PE3. 


To confirm the configuration, run the following commands: 


e show route table VPN-A.mvpn.0 extensive 


e show multicast route extensive instance VPN-A 


SEE ALSO 


Example: Configuring Selective Provider Tunnels Using Wildcards | 903 
Configuring PIM Provider Tunnels for an MBGP MVPN 


Example: Allowing MBGP MVPN Remote Sources 


IN THIS SECTION 


Requirements | 755 
Overview | 756 
Configuration | 756 


Verification | 760 


This example shows how to configure an MBGP MVPN that allows remote sources, even when there is 
no PIM neighborship toward the upstream router. 


Requirements 

Before you begin: 

e Configure the router interfaces. See the Junos OS Network Interfaces Library for Routing Devices. 

e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure the point-to-multipoint static LSP. See Configuring Point-to-Multipoint LSPs foran MBGP MVPN. 
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Overview 


In this example, a remote CE router is the multicast source. In an MBGP MVPN, a PE router has the PIM 
interface hello interval set to zero, thereby creating no PIM neighborship. The PIM upstream state is None. 
In this scenario, directly connected receivers receive traffic in the MBGP MVPN only if you configure the 
ingress PE’s upstream logical interface to accept remote sources. If you do not configure the ingress PE’s 
logical interface to accept remote sources, the multicast route is deleted and the local receivers are no 
longer attached to the flood next hop. 


This example shows the configuration on the ingress PE router. A static LSP is used to receive traffic from 
the remote source. 


Figure 110 on page 756 shows the topology used in this example. 


Figure 110: MBGP MVPN Remote Source 
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CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 
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set routing-instances vpn-A instance-type vrf 

set routing-instances vpn-A interface ge-1/0/0.213 

set routing-instances vpn-A interface ge-1/0/0.484 

set routing-instances vpn-A interface ge-1/0/1.200 

set routing-instances vpn-A interface ge-1/0/2.0 

set routing-instances vpn-A interface ge-1/0/7.0 

set routing-instances vpn-A interface vt-1/1/0.0 

set routing-instances vpn-A route-distinguisher 10.0.0.10:04 

set routing-instances vpn-A provider-tunnel rsvp-te label-switched-path-template mvpn-dynamic 

set routing-instances vpn-A provider-tunnel selective group 224.0.9.0/32 source 10.1.1.2/32 rsvp-te static-Isp 
mvpn-static 

set routing-instances vpn-A vrf-target target:65000:04 

set routing-instances vpn-A protocols bgp group 1a type external 

set routing-instances vpn-A protocols bgp group 1a peer-as 65213 

set routing-instances vpn-A protocols bgp group 1a neighbor 10.2.213.9 

set routing-instances vpn-A protocols pim interface all hello-interval 0 

set routing-instances vpn-A protocols pim interface ge-1/0/2.0 accept-remote-source 

set routing-instances vpn-A protocols mvpn 

set routing-options autonomous-system 100 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To allow remote sources: 


1. On the ingress PE router, configure the interfaces in the routing instance. 


[edit routing-instances vpn-A] 
user@host# set instance-type vrf 
user@host# set interface ge-1/0/0.213 
user@host# set interface ge-1/0/0.484 
user@host# set interface ge-1/0/1.200 
user@host# set interface ge-1/0/2.0 
user@host# set interface ge-1/0/7.0 
user@host# set interface vt-1/1/0.0 


2. Configure the autonomous system number in the global routing options. This is required in MBGP 
MVPNs. 


user@host# set routing-options autonomous-system 100 
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3. Configure the route distinguisher and the VRF target. 


[edit routing-instances vpn-A] 
user@host# set route-distinguisher 10.0.0.10:04 
user@host# set vrf-target target:65000:04 


4. Configure the provider tunnel. 


[edit routing-instances vpn-A] 
user@host# set provider-tunnel rsvp-te label-switched-path-template mvpn-dynamic 
user@host# set provider-tunnel selective group 224.0.9.0/32 source 10.1.1.2/32 rsvp-te static-Isp mvpn-static 


5. Configure BGP in the routing instance. 


[edit routing-instances vpn-A] 

user@host# set protocols bgp group 1a type external 
user@host# set protocols bgp group 1a peer-as 65213 
user@host# set protocols bgp group 1a neighbor 10.2.213.9 


6. Configure PIM in the routing instance, including the accept-remote-source statement on the incoming 


logical interface. 


[edit routing-instances vpn-A] 
user@host# set protocols pim interface all hello-interval 0 
user@host# set protocols pim interface ge-1/0/2.0 accept-remote-source 


7. Enable the MVPN Protocol in the routing instance. 


[edit routing-instances vpn-A] 
user@host# set protocols mvpn 


8. If you are done configuring the devices, commit the configuration. 


user@host# commit 
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Results 


From configuration mode, confirm your configuration by entering the show routing-instances and show 
routing-options commands. If the output does not display the intended configuration, repeat the instructions 
in this example to correct the configuration. 


user@host# show routing-instances 
routing-instances { 
vpn-A { 
instance-type vrf; 
interface ge-1/0/0.213; 
interface ge-1/0/0.484; 
interface ge-1/0/1.200; 
interface vt-1/1/0.0; 
interface ge-1/0/2.0; 
interface ge-1/0/7.0; 
route-distinguisher 10.0.0.10:04,; 
provider-tunnel { 
rsvp-te { 
label-switched-path-template { 
mvpn-dynamic; 


} 
selective { 
group 224.0.9.0/32 { 
source 10.1.1.2/32 { 
rsvp-te { 
static-lsp mvpn-static; 


vrf-target target:65000:04; 
protocols { 
bgp { 
group 1a { 
type external; 
peer-as 65213; 
neighbor 10.2.213.9; 


} 
pim { 
interface all { 
hello-interval 0; 
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} 
interface ge-1/0/2.0 { 
accept-remote-source; 


mvpn; 


user@host# show routing-options 
autonomous-system 100; 


Verification 


To verify the configuration, run the following commands: 


show mpls Isp p2mp 


show multicast route instance vpn-A extensive 


show mvpn c-multicast 


show pim join instance vpn-A extensive 


show route forwarding-table destination destination 


show route table vpn-A.mvpn.O 


SEE ALSO 


Example: Configuring a PIM-SSM Provider Tunnel for an MBGP MVPN | 744 


accept-remote-source | 1178 


Example: Configuring BGP Route Flap Damping Based on the MBGP MVPN Address Family 


IN THIS SECTION 


Requirements | 761 
Overview | 761 
Configuration | 761 


Verification | 772 
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This example shows how to configure an multiprotocol BGP multicast VPN (also called Next-Generation 
MVPN) with BGP route flap damping. 


Requirements 


This example uses Junos OS Release 12.2. BGP route flap damping support for MBGP MVPN, specifically, 
and on an address family basis, in general, is introduced in Junos OS Release 12.2. 


Overview 


BGP route flap damping helps to diminish route instability caused by routes being repeatedly withdrawn 
and readvertised when a link is intermittently failing. 


This example uses the default damping parameters and demonstrates an MBGP MVPN scenario with three 
provider edge (PE) routing devices, three customer edge (CE) routing devices, and one provider (P) routing 
device. 


Figure 111 on page 761 shows the topology used in this example. 


Figure 111: MBGP MVPN with BGP Route Flap Damping 
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On PE Device R4, BGP route flap damping is configured for address family inet-mvpn. A routing policy 
called dampPolicy uses the nlri-route-type match condition to damp only MVPN route types 3, 4, and 5. 
All other MVPN route types are not damped. 


This example shows the full configuration on all devices in the “CL! Quick Configuration” on page 761 
section. The “Configuring Device R4” on page 766 section shows the step-by-step configuration for PE 
Device R4. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Device R1 
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set interfaces ge-1/2/0 unit 1 family inet address 10.1.1.1/30 
set interfaces ge-1/2/0 unit 1 family mpls 

set interfaces loO unit 1 family inet address 172.16.1.1/32 
set protocols ospf area 0.0.0.0 interface lo0.1 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.1 

set protocols pim rp static address 172.16.100.1 

set protocols pim interface all 

set routing-options router-id 172.16.1.1 


Device R2 


set interfaces ge-1/2/0 unit 2 family inet address 10.1.1.2/30 

set interfaces ge-1/2/0 unit 2 family mpls 

set interfaces ge-1/2/1 unit 5 family inet address 10.1.1.5/30 

set interfaces ge-1/2/1 unit 5 family mpls 

set interfaces vt-1/2/0 unit 2 family inet 

set interfaces loO unit 2 family inet address 172.16.1.2/32 

set interfaces loO unit 102 family inet address 172.16.100.1/32 

set protocols mpls interface ge-1/2/1.5 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 172.16.1.2 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 172.16.1.4 

set protocols bgp group ibgp neighbor 172.16.1.5 

set protocols ospf area 0.0.0.0 interface lo0.2 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/1.5 

set protocols Idp interface ge-1/2/1.5 

set protocols Idp p2mp 

set policy-options policy-statement parent_vpn_routes from protocol bgp 
set policy-options policy-statement parent_vpn_routes then accept 
set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface ge-1/2/0.2 

set routing-instances vpn-1 interface vt-1/2/0.2 

set routing-instances vpn-1 interface lo0.102 

set routing-instances vpn-1 route-distinguisher 100:100 

set routing-instances vpn-1 provider-tunnel Idp-p2mp 

set routing-instances vpn-1 vrf-target target:1:1 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 
set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.102 passive 
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set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/0.2 

set routing-instances vpn-1 protocols pim rp static address 172.16.1.2 with 172.16.4.1100.1 
set routing-instances vpn-1 protocols pim interface ge-1/2/0.2 mode sparse 

set routing-instances vpn-1 protocols mvpn 

set routing-options router-id 172.16.1.2 

set routing-options autonomous-system 1001 


Device R3 


set interfaces ge-1/2/0 unit 6 family inet address 10.1.1.6/30 
set interfaces ge-1/2/0 unit 6 family mpls 

set interfaces ge-1/2/1 unit 9 family inet address 10.1.1.9/30 
set interfaces ge-1/2/1 unit 9 family mpls 

set interfaces ge-1/2/2 unit 13 family inet address 10.1.1.13/30 
set interfaces ge-1/2/2 unit 13 family mpls 

set interfaces loO unit 3 family inet address 172.16.1.3/32 
set protocols mpls interface ge-1/2/0.6 

set protocols mpls interface ge-1/2/1.9 

set protocols mpls interface ge-1/2/2.13 

set protocols ospf area 0.0.0.0 interface lo0.3 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.6 

set protocols ospf area 0.0.0.0 interface ge-1/2/1.9 

set protocols ospf area 0.0.0.0 interface ge-1/2/2.13 

set protocols Idp interface ge-1/2/0.6 

set protocols Idp interface ge-1/2/1.9 

set protocols Idp interface ge-1/2/2.13 

set protocols Idp p2mp 

set routing-options router-id 172.16.1.3 


Device R4 


set interfaces ge-1/2/0 unit 10 family inet address 10.1.1.10/30 
set interfaces ge-1/2/0 unit 10 family mpls 

set interfaces ge-1/2/1 unit 17 family inet address 10.1.1.17/30 
set interfaces ge-1/2/1 unit 17 family mpls 

set interfaces vt-1/2/0 unit 4 family inet 

set interfaces loO unit 4 family inet address 172.16.1.4/32 
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set interfaces loO unit 104 family inet address 172.16.100.1/32 

set protocols rsvp interface all aggregate 

set protocols mpls interface all 

set protocols mpls interface ge-1/2/0.10 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 172.16.1.4 

set protocols bgp group ibgp family inet-vpn unicast 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling damping 

set protocols bgp group ibgp neighbor 172.16.1.2 import dampPolicy 

set protocols bgp group ibgp neighbor 172.16.1.5 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.4 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.10 

set protocols Idp interface ge-1/2/0.10 

set protocols Idp p2mp 

set policy-options policy-statement dampPolicy term term1 from family inet-mvpn 
set policy-options policy-statement dampPolicy term term1 from nlri-route-type 3 
set policy-options policy-statement dampPolicy term term1 from nlri-route-type 4 
set policy-options policy-statement dampPolicy term term1 from nlri-route-type 5 
set policy-options policy-statement dampPolicy term term1 then accept 

set policy-options policy-statement dampPolicy then damping no-damp 

set policy-options policy-statement dampPolicy then accept 

set policy-options policy-statement parent_vpn_routes from protocol bgp 

set policy-options policy-statement parent_vpn_routes then accept 

set policy-options damping no-damp disable 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface vt-1/2/0.4 

set routing-instances vpn-1 interface ge-1/2/1.17 

set routing-instances vpn-1 interface lo0.104 

set routing-instances vpn-1 route-distinguisher 100:100 

set routing-instances vpn-1 vrf-target target:1:1 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.104 passive 
set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/1.17 
set routing-instances vpn-1 protocols pim rp static address 172.16.100.1 

set routing-instances vpn-1 protocols pim interface ge-1/2/1.17 mode sparse 
set routing-instances vpn-1 protocols mvpn 

set routing-options router-id 172.16.1.4 

set routing-options autonomous-system 64501 


Device R5 
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set interfaces ge-1/2/0 unit 14 family inet address 10.1.1.14/30 

set interfaces ge-1/2/0 unit 14 family mpls 

set interfaces ge-1/2/1 unit 21 family inet address 10.1.1.21/30 

set interfaces ge-1/2/1 unit 21 family mpls 

set interfaces vt-1/2/0 unit 5 family inet 

set interfaces loO unit 5 family inet address 172.16.1.5/32 

set interfaces loO unit 105 family inet address 172.16.100.5/32 

set protocols mpls interface ge-1/2/0.14 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 172.16.1.5 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 172.16.1.2 

set protocols bgp group ibgp neighbor 172.16.1.4 

set protocols ospf area 0.0.0.0 interface lo0.5 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.14 

set protocols Idp interface ge-1/2/0.14 

set protocols Idp p2mp 

set policy-options policy-statement parent_vpn_routes from protocol bgp 
set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface vt-1/2/0.5 

set routing-instances vpn-1 interface ge-1/2/1.21 

set routing-instances vpn-1 interface lo0.105 

set routing-instances vpn-1 route-distinguisher 100:100 

set routing-instances vpn-1 vrf-target target:1:1 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.105 passive 
set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/1.21 
set routing-instances vpn-1 protocols pim rp static address 172.16.100.2 
set routing-instances vpn-1 protocols pim interface ge-1/2/1.21 mode sparse 
set routing-instances vpn-1 protocols mvpn 

set routing-options router-id 172.16.1.5 

set routing-options autonomous-system 1001 


Device R6 


set interfaces ge-1/2/0 unit 18 family inet address 10.1.1.18/30 
set interfaces ge-1/2/0 unit 18 family mpls 
set interfaces loO unit 6 family inet address 172.16.1.6/32 


set protocols sap listen 233.1.1.1 

set protocols ospf area 0.0.0.0 interface lo0.6 passive 
set protocols ospf area 0.0.0.0 interface ge-1/2/0.18 
set protocols pim rp static address 172.16.100.2 

set protocols pim interface all 

set routing-options router-id 172.16.1.6 


Device R7 


set interfaces ge-1/2/0 unit 22 family inet address 10.1.1.22/30 
set interfaces ge-1/2/0 unit 22 family mpls 

set interfaces loO unit 7 family inet address 172.16.1.7/32 

set protocols ospf area 0.0.0.0 interface lo0.7 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.22 

set protocols pim rp static address 172.16.100.2 

set protocols pim interface all 

set routing-options router-id 172.16.1.7 


Configuring Device R4 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure Device R4: 


1. Configure the interfaces. 


[edit interfaces] 

user@R4# set ge-1/2/0 unit 10 family inet address 10.1.1.10/30 
user@R4# set ge-1/2/0 unit 10 family mpls 

user@R4# set ge-1/2/1 unit 17 family inet address 10.1.1.17/30 
user@R4# set ge-1/2/1 unit 17 family mpls 

user@R4# set vt-1/2/0 unit 4 family inet 

user@R4# set loO unit 4 family inet address 172.16.1.4/32 
user@R4# set loO unit 104 family inet address 172.16.100.4/32 
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2. Configure MPLS and the signaling protocols on the interfaces. 


[edit protocols] 

user@R4# set mpls interface all 
user@R4# set mpls interface ge-1/2/0.10 
user@R4# set rsvp interface all aggregate 
user@R4# set Idp interface ge-1/2/0.10 
user@R4# set Idp p2mp 


3. Configure BGP. 


The BGP configuration enables BGP route flap damping for the inet-mvpn address family. The BGP 
configuration also imports into the routing table the routing policy called dampPolicy. This policy is 
applied to neighbor PE Device R2. 


[edit protocols bgp group ibgp] 

user@R4# set type internal 

user@R4# set local-address 172.16.1.4 

user@R4# set family inet-vpn unicast 

user@R4# set family inet-vpn any 

user@R4# set family inet-mvpn signaling damping 
user@R4# set neighbor 172.16.1.2 import dampPolicy 
user@R4# set neighbor 172.16.1.5 


4. Configure an interior gateway protocol. 


[edit protocols ospf] 

user@R4# set traffic-engineering 
[edit protocols ospf area 0.0.0.0] 
user@R4# set interface all 
user@R4# set interface lo0.4 passive 
user@R4# set interface ge-1/2/0.10 


5. Configure a damping policy that uses the nlri-route-type match condition to damp only MVPN route 
types 3, 4, and 5. 


[edit policy-options policy-statement dampPolicy term term1] 
user@R4# set from family inet-mvpn 
user@R4# set from nlri-route-type 3 
user@R4# set from nlri-route-type 4 
user@R4# set from nlri-route-type 5 
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user@R4# set then accept 


6. Configure the damping policy to disable BGP route flap damping. 


The no-damp policy (damping no-damp disable) causes any damping state that is present in the routing 
table to be deleted. The then damping no-damp statement applies the no-damp policy as an action 
and has no from match conditions. Therefore, all routes that are not matched by term1 are matched 
by this term, with the result that all other MVPN route types are not damped. 


[edit policy-options policy-statement dampPolicy] 
user@R4# set then damping no-damp 

user@R4# set then accept 

[edit policy-options] 

user@R4# set damping no-damp disable 


7. Configure the parent_vpn_routes to accept all other BGP routes that are not from the inet-mvpn 
address family. 


This policy is applied as an OSPF export policy in the routing instance. 


[edit policy-options policy-statement parent_vpn_routes] 
user@R4# set from protocol bgp 
user@R4# set then accept 


8. Configure the VPN routing and forwarding (VRF) instance. 


[edit routing-instances vpn-1] 

user@R4# set instance-type vrf 

user@R4# set interface vt-1/2/0.4 

user@R4# set interface ge-1/2/1.17 

user@R4# set interface lo0.104 

user@R4# set route-distinguisher 100:100 

user@R4# set vrf-target target:1:1 

user@R4# set protocols ospf export parent_vpn_routes 
user@R4# set protocols ospf area 0.0.0.0 interface 100.104 passive 
user@R4# set protocols ospf area 0.0.0.0 interface ge-1/2/1.17 
user@R4# set protocols pim rp static address 172.16.100.2 
user@R4# set protocols pim interface ge-1/2/1.17 mode sparse 
user@R4# set protocols mvpn 
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9. Configure the router ID and the autonomous system (AS) number. 


[edit routing-options] 
user@R4# set router-id 172.16.1.4 
user@R4# set autonomous-system 1001 


10. If you are done configuring the device, commit the configuration. 


user@R4# commit 


Results 


From configuration mode, confirm your configuration by entering the show interfaces, show protocols, 
show policy-options, show routing-instances, and show routing-options commands. If the output does 
not display the intended configuration, repeat the instructions in this example to correct the configuration. 


user@R4# show interfaces 
ge-1/2/0 { 
unit 10 { 
family inet { 
address 10.1.1.10/30; 
} 


family mpls; 


} 
ge-1/2/1 { 
unit 17 { 
family inet { 
address 10.1.1.17/30; 
} 


family mpls; 


} 
vt-1/2/0 { 
unit 4 { 
family inet; 


} 
lo0 { 
unit 4 { 
family inet { 
address 172.16.1.4/32; 


} 
unit 104 { 
family inet { 
address 172.16.100.4/32; 


user@R4# show protocols 
rsvp { 
interface all { 
aggregate; 


} 
mpls { 
interface all; 
interface ge-1/2/0.10; 
} 
bgp { 
group ibgp { 
type internal; 
local-address 172.16.1.4; 
family inet-vpn { 
unicast; 
any; 
} 
family inet-mvpn { 
signaling { 
damping; 


} 

neighbor 172.16.1.2 { 
import dampPolicy; 

} 

neighbor 172.16.1.5; 


} 
ospf { 
traffic-engineering; 
area 0.0.0.0 { 
interface all; 
interface 100.4 { 
passive; 
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} 
interface ge-1/2/0.10; 


} 

Idp { 
interface ge-1/2/0.10; 
p2mp; 


user@R4# show policy-options 
policy-statement dampPolicy { 
term term1 { 
from { 
family inet-mvpn; 
nlri-route-type [3 4 5 ]; 
} 
then accept; 
} 
then { 
damping no-damp; 
accept; 


} 

policy-statement parent_vpn_routes { 
from protocol bgp; 
then accept; 

} 

damping no-damp { 
disable; 


user@R4# show routing-instances 
vpn-1 { 
instance-type vrf; 
interface vt-1/2/0.4; 
interface ge-1/2/1.17; 
interface 100.104; 
route-distinguisher 100:100; 
vrf-target target:1:1; 
protocols { 
ospf { 
export parent_vpn_routes; 
area 0.0.0.0 { 
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interface lo0.104 { 
passive; 

} 

interface ge-1/2/1.17; 


} 
pim { 
rp { 
static { 
address 172.16.100.2; 


} 
interface ge-1/2/1.17 { 
mode sparse; 


mvpn; 


user@R4# show routing-optons 
router-id 172.16.1.4; 
autonomous-system 1001; 


Verification 


IN THIS SECTION 


@ = Verifying That Route Flap Damping Is Disabled | 772 
@ Verifying Route Flap Damping | 773 


Confirm that the configuration is working properly. 


Verifying That Route Flap Damping Is Disabled 


Purpose 


Verify the presence of the no-damp policy, which disables damping for MVPN route types other than 3, 


4, and 5. 


Action 
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From operational mode, enter the show policy damping command. 


user@R4> show policy damping 


Default damping information: 
Halflife: 15 minutes 

Reuse merit: 750 Suppress/cutoff merit: 

Maximum suppress time: 60 minutes 

Computed values: 

L2G 


Gils) 


Merit ceiling: 
Maximum decay: 
Damping information for "no-damp": 


Damping disabled 


Meaning 


3000 


The output shows that the default damping parameters are in effect and that the no-damp policy is also 


in effect for the specified route types. 
Verifying Route Flap Damping 


Purpose 


Check whether BGP routes have been damped. 


Action 


From operational mode, enter the show bgp summary command. 


user@R4> show bgp summary 


Groups: 1 Peers: 2 Down peers: 0 
Table Tot Paths Act Paths Suppressed History Damp State Pending 
bgp.13vpn.0 

6 6 0 0 0 0 
logprelSiomnne 

0 0 0 0 0 0 
bgp.mvpn.0 

2 2 0 0 0 0 
Peer AS InPkt OutPkt OutQ Flaps Last Up/Dwn 


State|#Active/Received/Accepted/Damped... 





WIE gg 52 1001 Sig) 
Establ 

ele jommech aes cWeOMECY ACT ACT AQ) 

lO CoRbSimomer OH A0n A010 

bgp.mvpn.0: 1/1/1/0 





Sal5 


23:43:47 
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Wool dmec.0¢ 3/3 /3/0 

vpn-1.mvpn.0: 1/1/1/0 
LIZ 6 Loe 5S 1001 S157 3154 0 0 23:43:40 
Establ 

lgefo, Laweom.,03 3/3/3/0 

bgp.13vpn.2: 0/0/0/0 

bgp.mvpn.0: 1/1/1/0 

Yomi. amstt..0¢ 3/3/3/0 

Wom mom. OF 1/i1/i1/O 





Meaning 


The Damp State field shows that zero routes in the bgp.mvpn.0 routing table have been damped. Further 
down, the last number in the State field shows that zero routes have been damped for BGP peer 172.16.1.2. 


SEE ALSO 


Understanding Damping Parameters 
Using Routing Policies to Damp BGP Route Flapping 
Example: Configuring BGP Route Flap Damping Parameters 


Example: Configuring MBGP Multicast VPN Topology Variations 


IN THIS SECTION 


Requirements | 775 

Overview and Topology | 775 

Configuring Full Mesh MBGP MVPNs | 777 

Configuring Sender-Only and Receiver-Only Sites Using PIM ASM Provider Tunnels | 778 
Configuring Sender-Only, Receiver-Only, and Sender-Receiver MVPN Sites | 782 


Configuring Hub-and-Spoke MVPNs | 785 


This section describes how to configure multicast virtual private networks (MVPNs) using multiprotocol 
BGP (MBGP) (next-generation MVPNs). 


775 


Requirements 


To implement multiprotocol BGP-based multicast VPNs, auto-RP, bootstrap router (BSR) RP, and PIM 
dense mode you need JUNOS Release 9.2 or later. 


To implement multiprotocol BGP-based multicast VPNs, sender-only sites, and receiver-only sites you 
need JUNOS Release 8.4 or later. 


Overview and Topology 


You can configure PIM auto-RP, bootstrap router (BSR) RP, PIM dense mode, and mtrace for next generation 
multicast VPN networks. Auto-RP uses PIM dense mode to propagate control messages and establish RP 
mapping. You can configure an auto-RP node in one of three different modes: discovery mode, announce 
mode, and mapping mode. BSR is the IETF standard for RP establishment. A selected router in a network 
acts as a BSR, which selects a unique RP for different group ranges. BSR messages are flooded using the 
data tunnel between PE routers. When you enable PIM dense mode, data packets are forwarded to all 
interfaces except the incoming interface. Unlike PIM sparse mode, where explicit joins are required for 
data packets to be transmitted downstream, data packets are flooded to all routers in the routing instance 
in PIM dense mode. 


This section shows you how to configure a MVPN using MBGP. If you have multicast VPNs based on 
draft-rosen, they will continue to work as before and are not affected by the configuration of MVPNs 
using MBGP. 


The network configuration used for most of the examples in this section is shown in Figure 112 on page 776. 
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Figure 112: MBGP MVPN Topology Variations Diagram 
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In the figure, two VPNs, VPN A and VPN B, are serviced by the same provider at several sites, two of 
which have CE routers for both VPN A and VPN B (site 2 is not shown). The PE routers are shown with 
VRF tables for the VPN CEs for which they have routing information. It is important to note that no 
multicast protocols are required between the PE routers on the network. The multicast routing information 
is carried by MBGP between the PE routers. There may be one or more BGP route reflectors in the network. 
Both VPNs operate independently and are configured separately. 


Both the PE and CE routers run PIM sparse mode and maintain forwarding state information about customer 
source (C-S) and customer group (C-G) multicast components. CE routers still send a customer's PIM join 
messages (PIM C-Join) from CE to PE, and from PE to CE, as shown in the figure. But on the provider's 
backbone network, all multicast information is carried by MBGP. The only addition over and above the 
unicast VPN configuration normally used is the use of a special provider tunnel (provider-tunnel) for 
carrying PIM sparse mode message content between provider nodes on the network. 


There are several scenarios for MVPN configuration using MBGP, depending on whether a customer site 
has senders (sources) of multicast traffic, has receivers of multicast traffic, or a mixture of senders and 
receivers. MVPNs can be: 


e A full mesh (each MVPN site has both senders and receivers) 
e A mixture of sender-only and receiver-only sites 
e A mixture of sender-only, receiver-only, and sender-receiver sites 


e A hub and spoke (two interfaces between hub PE and hub CE, and all spokes are sender-receiver sites) 


777 


Each type of MVPN differs more in the configuration VPN statements than the provider tunnel configuration. 
For information about configuring VPNs, see the Junos OS VPNs Library for Routing Devices. 


Configuring Full Mesh MBGP MVPNs 
This example describes how to configure a full mesh MBGP MVPN: 


Configuration Steps 


Step-by-Step Procedure 

In this example, PE-1 connects to VPN A and VPN B at site 1, PE-4 connects to VPN A at site 4, and PE-2 
connects to VPN B at site 3. To configure a full mesh MVPN for VPN A and VPN B, perform the following 
steps: 


1. Configure PE-1 (both VPN A and VPN B at site 1): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-6/0/0.0; 
interface so-6/0/1.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.1; 
} 
} 
protocols { 
mvpn; 
} 
route-distinguisher 65535:0; 
vrf-target target:1:1; 
} 
VPN-B { 
instance-type vrf; 
interface ge-0/3/0.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.2; 


} 
protocols { 
mvpn; 
} 
route-distinguisher 65535:1; 
vrf-target target:1:2; 
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2. Configure PE-4 (VPN A at site 4): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-1/0/0.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.1; 


} 
protocols { 
mvpn; 
} 
route-distinguisher 65535:4; 
vrf-target target:1:1; 


3. Configure PE-2 (VPN B at site 3): 


[edit] 
routing-instances { 
VPN-B { 
instance-type vrf; 
interface ge-1/3/0.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.2; 


} 
protocols { 
mvpn; 
} 
route-distinguisher 65535:3; 
vrf-target target:1:2; 


Configuring Sender-Only and Receiver-Only Sites Using PIM ASM Provider Tunnels 


This example describes how to configure an MBGP MVPN with a mixture of sender-only and receiver-only 
sites using PIM-ASM provider tunnels. 
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Configuration Steps 


Step-by-Step Procedure 


In this example, PE-1 connects to VPN A (sender-only) and VPN B (receiver-only) at site 1, PE-4 connects 
to VPN A (receiver-only) at site 4, and PE-2 connects to VPN A (receiver-only) and VPN B (sender-only) 
at site 3. 


To configure an MVPN for a mixture of sender-only and receiver-only sites on VPN A and VPN B, perform 
the following steps: 


1. Configure PE-1 (VPN A sender-only and VPN B receiver-only at site 1): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-6/0/0.0; 
interface so-6/0/1.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.1; 


} 
protocols { 
mvpn { 
sender-site; 
route-target { 
export-target unicast; 
import-target target target:1:4;, 


} 

route-distinguisher 65535:0; 

vrf-target target:1:1; 

routing-options { 
auto-export; 


} 
VPN-B { 
instance-type vrf; 
interface ge-0/3/0.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.2; 
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} 
protocols { 
mvpn { 
receiver-site; 
route-target { 
export-target target target:1:5; 
import-target unicast; 


} 

route-distinguisher 65535:1; 

vrf-target target:1:2; 

routing-options { 
auto-export; 


2. Configure PE-4 (VPN A receiver-only at site 4): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-1/0/0.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.1; 


} 
protocols { 
mvpn { 
receiver-site; 
route-target { 
export-target target target:1:4; 
import-target unicast; 


} 

route-distinguisher 65535:2; 

vrf-target target:1:1; 

routing-options { 
auto-export; 
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3. Configure PE-2 (VPN A receiver-only and VPN B sender-only at site 3): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-2/0/1.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.1; 


} 
protocols { 
mvpn { 
receiver-site; 
route-target { 
export-target target target:1:4; 
import-target unicast; 


} 

route-distinguisher 65535:3; 

vrf-target target:1:1; 

routing-options { 
auto-export; 


} 
VPN-B { 
instance-type vrf; 
interface ge-1/3/0.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.2; 


} 
protocols { 
mvpn { 
sender-site; 
route-target { 
export-target unicast 
import-target target target:1:5; 
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} 

route-distinguisher 65535:4; 

vrf-target target:1:2; 

routing-options { 
auto-export; 


Configuring Sender-Only, Receiver-Only, and Sender-Receiver MVPN Sites 


This example describes how to configure an MBGP MVPN with a mixture of sender-only, receiver-only, 
and sender-receiver sites. 


Configuration Steps 


Step-by-Step Procedure 


In this example, PE-1 connects to VPN A (sender-receiver) and VPN B (receiver-only) at site 1, PE-4 
connects to VPN A (receiver-only) at site 4, and PE-2 connects to VPN A (sender-only) and VPN B 
(sender-only) at site 3. To configure an MVPN for a mixture of sender-only, receiver-only, and 
sender-receiver sites for VPN A and VPN B, perform the following steps: 


1. Configure PE-1 (VPN A sender-receiver and VPN B receiver-only at site 1): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-6/0/0.0; 
interface so-6/0/1.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.1; 


} 
protocols { 
mvpn { 
route-target { 
export-target unicast target target:1:4; 


import-target unicast target target:1:4 receiver; 


} 
route-distinguisher 65535:0; 
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vrf-target target:1:1; 
routing-options { 
auto-export; 


} 
VPN-B { 
instance-type vrf; 
interface ge-0/3/0.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.2; 


} 
protocols { 
mvpn { 
receiver-site; 
route-target { 
export-target target target:1:5; 
import-target unicast; 


} 

route-distinguisher 65535:1; 

vrf-target target:1:2; 

routing-options { 
auto-export; 


2. Configure PE-4 (VPN A receiver-only at site 4): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-1/0/0.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.1; 


} 
protocols { 
mvpn { 
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receiver-site; 
route-target { 
export-target target target:1:4; 
import-target unicast; 


} 

route-distinguisher 65535:2; 

vrf-target target:1:1; 

routing-options { 
auto-export; 


3. Configure PE-2 (VPN-A sender-only and VPN-B sender-only at site 3): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-2/0/1.0; 
provider-tunnel { 
pim-asm { 
group-address 224.1.1.1; 


} 
protocols { 
mvpn { 
receiver-site; 
route-target { 
export-target target target:1:4; 
import-target unicast; 


} 

route-distinguisher 65535:3; 

vrf-target target:1:1; 

routing-options { 
auto-export; 


} 
VPN-B { 
instance-type vrf; 


interface ge-1/3/0.0; 
provider-tunnel { 
pim-asm { 


group-address 224.1.1.2; 


} 
protocols { 
mvpn { 
sender-site; 


route-target { 


export-target unicast; 
import-target target target:1:5; 


} 


route-distinguisher 65535:4; 


vrf-target target:1:2; 
routing-options { 
auto-export; 


Configuring Hub-and-Spoke MVPNs 


This example describes how to configure an MBGP MVPN in a hub and spoke topology. 


Configuration Steps 


Step-by-Step Procedure 


In this example, which only configures VPN A, PE-1 connects to VPN A (spoke site) at site 1, PE-4 connects 
to VPN A (hub site) at site 4, and PE-2 connects to VPN A (spoke site) at site 3. Current support is limited 
to the case where there are two interfaces between the hub site CE and PE. To configure a hub-and-spoke 
MVPN for VPN A, perform the following steps: 


1. Configure PE-1 for VPN A (spoke site): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-6/0/0.0; 
interface so-6/0/1.0; 
provider-tunnel { 
rsvp-te { 


label-switched-path-template { 
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default-template; 


} 
protocols { 
mvpn { 
route-target { 
export-target unicast; 
import-target unicast target target:1:4, 


} 
route-distinguisher 65535:0; 
vrf-target { 
import target:1:1; 
export target:1:3; 
} 
routing-options { 
auto-export; 


2. Configure PE-4 for VPN A (hub site): 


[edit] 
routing-instances { 
VPN-A-spoke-to-hub { 
instance-type vrf; 
interface so-1/0/0.0; #receives data and joins from the CE 
protocols { 
mvpn { 
receiver-site; 
route-target { 
export-target target target:1:4; 
import-target unicast; 


} 
ospf { 
export redistribute-vpn; #redistributes VPN routes to CE 
area 0.0.0.0 { 
interface so-1/0/0; 
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} 
route-distinguisher 65535:2; 
vrf-target { 
import target:1:3; 
} 
routing-options { 
auto-export; 


} 
VPN-A-hub-to-spoke { 

instance-type vrf; 

interface so-2/0/0.0; #receives data and joins from the CE 

provider-tunnel { 

rsvp-te { 
label-switched-path-template { 
default-template; 


} 
protocols { 
mvpn { 
sender-site; 
route-target { 
import-target target target:1:3; 
export-target unicast; 


} 
ospf { 
export redistribute-vpn; #redistributes VPN routes to CE 
area 0.0.0.0 { 
interface so-2/0/0; 


} 
route-distinguisher 65535:2; 
vrf-target { 
import target:1:1; 
} 
routing-options { 
auto-export; 


3. Configure PE-2 for VPN A (spoke site): 


[edit] 
routing-instances { 
VPN-A { 
instance-type vrf; 
interface so-2/0/1.0; 
provider-tunnel { 
rsvp-te { 
label-switched-path-template { 
default-template; 


} 
protocols { 
mvpn { 
route-target { 
import-target target target:1:4; 
export-target unicast; 


} 
route-distinguisher 65535:3; 
vrf-target { 
import target:1:1; 
export target:1:3; 
} 
routing-options { 
auto-export; 


Configuring Nonstop Active Routing for BGP Multicast VPN 


BGP multicast virtual private network (MVPN) is a Layer 3 VPN application that is built on top of various 
unicast and multicast routing protocols such as Protocol Independent Multicast (PIM), BGP, RSVP, and 
LDP. Enabling nonstop active routing (NSR) for BGP MVPN requires that NSR support is enabled for all 
these protocols. 


The state maintained by MVPN includes MVPN routes, cmcast, provider-tunnel, and forwarding information. 
BGP MVPN NSR synchronizes this MVPN state between the master and backup Routing Engines. While 
some of the state on the backup Routing Engine is locally built based on the configuration, most of it is 
built based on triggers from other protocols that MVPN interacts with. The triggers from these protocols 
are in turn the result of state replication performed by these modules. This includes route change 
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notifications by unicast protocols, join and prune triggers from PIM, remote MVPN route notification by 
BGP, and provider-tunnel related notifications from RSVP and LDP. 


Configuring NSR and unified in-service software upgrade (ISSU) support to the BGP MVPN protocol 
provides features such as various provider tunnel types, different MVPN modes (source tree, shared-tree), 
and PIM features. As a result, at the ingress PE, replication is turned on for dynamic LSPs. Thus, when NSR 
is configured, the state for dynamic LSPs is also replicated to the backup Routing Engine. After the state 
is resolved on the backup Routing Engine, RSVP sends required notifications to MVPN. 


To enable BGP MVPN NSR support, the advertise-from-main-vpn-tables configuration statement needs 
to be configured at the [edit protocols bgp] hierarchy level. 


Nonstop active routing configurations include two Routing Engines that share information so that routing 
is not interrupted during Routing Engine failover. When NSR is configured on a dual Routing Engine 
platform, the PIM control state is replicated on both Routing Engines. 


This PIM state information includes: 
e Neighbor relationships 

e Join and prune information 

e RP-set information 


e Synchronization between routes and next hops and the forwarding state between the two Routing 
Engines 


Junos OS supports NSR in the following PIM scenarios: 


e Dense mode 


Sparse mode 


e SSM 
Static RP 


e Auto-RP (for IPv4 only) 


Bootstrap router 


Embedded RP on the non-RP router (for IPvé6 only) 


e BFD support 


e Draft Rosen multicast VPNs and BGP multicast VPNs 


Policy features such as neighbor policy, bootstrap router export and import policies, scope policy, flow 
maps, and reverse path forwarding (RPF) check policies 


Before you begin: 
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e Configure the router interfaces. See Interfaces Fundamentals for Routing Devices. 
e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Configure a multicast group membership protocol (IGMP or MLD). See “Understanding IGMP” on page 24 
and “Understanding MLD” on page 56. 


e For this feature to work with IPvé, the routing device must be running Junos OS Release 10.4 or later. 
To configure nonstop active routing: 


1. Because NSR requires you to configure graceful Routing Engine switchover (GRES), to enable GRES, 
include the graceful-switchover statement at the [edit chassis redundancy] hierarchy level. 


[edit] 
user@host# set chassis redundancy graceful-switchover 


2. Include the synchronize statement at the [edit system] hierarchy level so that configuration changes 
are synchronized on both Routing Engines. 


[edit system] 
user@host# set synchronize 
user@host# exit 


3. Configure PIM settings on the desingated routerwith sparse mode and version, and static address 
pointing to the rendezvous points. 


[edit protocols pim] 

user@host# set rp static address address 

user@host# set interface interface-name mode sparse 
user@host# set interface interface-name version 2 


For example, to set sparse mode, version 2 and static address: 


[edit protocols pim] 

user@host# set rp static address 10.210.255.202 
user@host# set interface fe-0/1/3.0 mode sparse 
user@host# set interface fe-0/1/3.0 version 2 


4. Configure per-packet load balancing on the designated router. 


[edit policy-options policy-statement policy-name] 
user@host# set then policy-name per-packet 


For example, to set load-balance policy: 
[edit policy-options policy-statement load-balance] 


user@host# set then load-balance per-packet 


5. Apply the load-balance policy on the designated router. 


[edit] 
user@host# set routing-options forwarding-table export load-balance 


6. Configure nonstop active routing on the designated router. 


[edit] 
user@host# set routing-options nonstop-routing 
user@host# set routing-options router-id address 


For example, to set nonstop active routing on the designated router with address 10.210.255.201: 


[edit] 
user@host# set routing-options router-id 10.210.255.201 


SEE ALSO 


Configuring Basic PIM Settings 
Understanding Nonstop Active Routing for PIM | 468 


Release History Table 


Release Description 


15.1X49-D50 Starting in Junos OS Release 15.1X49-D50 and Junos OS Release 17.3R1, the vrf-table-label 


statement allows mapping of the inner label to a specific Virtual Routing and Forwarding (VRF). 


This mapping allows examination of the encapsulated IP header at an egress VPN router. For 
SRX Series devices, the vrf-table-label statement is currently supported only on physical 
interfaces. As a workaround, deactivate vrf-table-label or use physical interfaces. 


RELATED DOCUMENTATION 
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Example: Configuring MBGP MVPN Extranets | 794 
Multiprotocol BGP MVPNs Overview | 691 


| BGP-MVPN Inter-AS Option B Overview 


This topic provides an overview of Junos support for Inter-Autonomous System (AS) Option B, which is 
achieved by extending Border Gateway Protocol Multicast Virtual Private Network (BGP-MVPN) to support 
Inter-AS scenarios using segmented provider tunnels (p-tunnels). Junos OS also support Option A and 
Option C unicast with non-segmented p-tunnels, support for which was introduced in Junos OS 12.1. See 
the links below for more information on these options. 


Inter-AS support for multicast traffic is required when an L3VPN results in two or more ASes that are using 
BGP-MVPN. The ASes may be administered by the same authority or by different authorities. When using 
BGP-MVPN Inter-AS Option B with segmented p-tunnels, the p-tunnel segmentation is performed at the 
Autonomous System Border Router (ASBRs). The ASBRs also perform BGP-MVPN signaling and form the 
data plane. 


Setting up Inter-AS Option B with segmented p-tunnels can be complex, but the configuration does provide 
the following advantages: 


Independence. Different administrative authorities can choose whether or not to allow topology discovery 
of their AS by the other ASes. That is, each AS can be separately controlled by a different independent 


authority. 


Heterogeneity. Different p-tunnel technologies can be used within a given AS (as might be the case 


when working with heterogeneous networks that now must be combined). 


Scale. Inter-AS Option B with segmented p-tunnels avoids the potential for ASBR bottleneck that can 
happen when Intra-AS p-tunnels are set up across ASes using non-segmented p-tunnels. (Unicast branch 


LSPs with inclusive p-tunnels can all have to transit through the ASBRs. In this case, for IR, the pinch 
point becomes data-plane scale. For RSVP-TE it becomes P2MP control-plane scale, due to the high 
number of RSVP refresh messages passing through the ASBRs). 


The supported Junos implementation of Option B uses RSVP-TE p-tunnels for all segments, and MVPN 
Inter-AS signaling procedures. Multicast traffic is forwarded across AS boundaries over a single-hop labeled 
LSP. Inter-AS p-tunnels have two segments: an ASBR-ASBR segment, called Inter-AS segment and the 
ASBR-PE segment called Intra-AS segment. (Static RSVP-TE, IR , PIM-ASM, and PIM-SSM p-tunnels are 
not supported.) 


MVPN Intra-AS AD routes are not propagated across the AS boundary. The Intra-AS inclusive p-tunnels 
advertised in Type-1 routes are terminated at the ASBRs within each AS. Route learning for both unicast 
and multicast traffic occurs only through Option B. 
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The ASBR originates an Inter-AS AD (Type-2) route into eBGP, which may include tunnel attributes for 
an Inter-AS p-tunnel (called an Inter-AS, or ASBR-ASBR p-tunnel segment). The Type-2 route contains the 
ASBR's route distinguisher (RD), which is unique per VPN and per ASBR, and its AS number. The tunnel 
is set up between two directly connected ASBRs in neighboring ASes, and it is always a single-hop 
point-topoint (P2P) LSP. 


An ASBR in the originating AS forwards all multicast traffic received over the inclusive p-tunnel into the 
Inter-AS p-tunnel. An ASBR in the adjacent AS propagates the received Inter-AS route into its own AS 
over iBGP, but only after rewriting the Provider Multicast Service Interface (PMSI) tunnel attributes and 
modifying the next-hop of the Multiprotocol Reachable (MP_REACH_NRLI) attribute with a reachable 
address of the ASBR (next-hop self rewrite). When an ASBR propagates the Type-2 route over iBGP, it 
can choose any p-tunnel type supported within its AS, although the supported Junos implementation of 
Option B uses RSVP-TE p-tunnels only for all segments. 


At the ASBRs, traffic received over the upstream p-tunnel segment is forwarded over the downstream 
p-tunnel segment. This process is repeated at each AS boundary. The resulting Inter-AS p-tunnel is comprised 
of alternating Inter-AS and Intra-AS p-tunnel segments (thus the name, “segmented p-tunnel”). 


Option B with segmented p-tunnels is not without drawbacks.: 


e The ASBRs distribute both VPN routes and routes in the master instance. They may thus become a 
bottleneck. 


e With a large number of VPNs, the ASBR can run out of labels because each unicast VPN route requires 
one. 


e Per VPN packet flow accounting cannot be performed at the ASBR. 


e Unless route-targets are rewritten at the AS boundaries, the different service providers must agree on 
VPN route-targets (this is that same as for option-C) 


e The ASBRs must be capable of MVPN signaling and support Inter-AS MVPN procedures. 


RELATED DOCUMENTATION 


inter-as | 1373 
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| Example: Configuring MBGP MVPN Extranets 


IN THIS SECTION 


@ Understanding MBGP Multicast VPN Extranets | 794 
@ = MBGP Multicast VPN Extranets Configuration Guidelines | 795 
@ Example: Configuring MBGP Multicast VPN Extranets | 796 


Understanding MBGP Multicast VPN Extranets 


A multicast VPN (MVPN) extranet enables service providers to forward IP multicast traffic originating in 
one VPN routing and forwarding (VRF) instance to receivers in a different VRF instance. This capability is 
also know as overlapping MVPNs. 


The MVPN extranet feature supports the following traffic flows: 


e Areceiver in one VRF can receive multicast traffic from a source connected to a different router ina 
different VRF. 


e A receiver in one VRF can receive multicast traffic from a source connected to the same router in a 
different VRF. 


e A receiver in one VRF can receive multicast traffic from a source connected to a different router in the 
same VRF. 


e Areceiver in one VRF can be prevented from receiving multicast traffic from a specific source in a 
different VRF. 


MBGP Multicast VPN Extranets Application 


An MVPN extranet is useful in the following applications. 
Mergers and Data Sharing 


An MVPN extranet is useful when there are business partnerships between different enterprise VPN 
customers that require them to be able to communicate with one another. For example, a wholesale 
company might want to broadcast inventory to its contractors and resellers. An MVPN extranet is also 
useful when companies merge and one set of VPN sites needs to receive content from another VPN. The 
enterprises involved in the merger are different VPN customers from the service provider point of view. 
The MVPN extranet makes the connectivity possible. 


Video Distribution 
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Another use for MVPN extranets is video multicast distribution from a video headend to receiving sites. 
Sites within a given multicast VPN might be in different organizations. The receivers can subscribe to 
content from a specific content provider. 


The PE routers on the MVPN provider network learn about the sources and receivers using MVPN 
mechanisms. These PE routers can use selective trees as the multicast distribution mechanism in the 
backbone. The network carries traffic belonging only to a specified set of one or more multicast groups, 
from one or more multicast VPNs. As a result, this model facilitates the distribution of content from multiple 
providers on a selective basis if desired. 


Financial Services 


A third use for MVPN extranets is enterprise and financial services infrastructures. The delivery of financial 
data, such as financial market updates, stock ticker values, and financial TV channels, is an example of an 
application that must deliver the same data stream to hundreds and potentially thousands of end users. 
The content distribution mechanisms largely rely on multicast within the financial provider network. In 
this case, there could also be an extensive multicast topology within brokerage firms and banks networks 
to enable further distribution of content and for trading applications. Financial service providers require 
traffic separation between customers accessing the content, and MVPN extranets provide this separation. 


SEE ALSO 


MBGP Multicast VPN Extranets Configuration Guidelines 


When configuring MVPN extranets, keep the following in mind: 


If there is more than one VRF routing instance ona provider edge (PE) router that has receivers interested 
in receiving multicast traffic from the same source, virtual tunnel (VT) interfaces must be configured on 
all instances. 


For auto-RP operation, the mapping agent must be configured on at least two PEs in the extranet network. 


For asymmetrically configured extranets using auto-RP, when one VRF instance is the only instance that 
imports routes from all other extranet instances, the mapping agent must be configured in the VRF that 
can receive all RP discovery messages from all VRF instances, and mapping-agent election should be 
disabled. 


For bootstrap router (BSR) operation, the candidate and elected BSRs can be on PE, CE, or C routers. 
The PE router that connects the BSR to the MVPN extranets must have configured provider tunnels or 


other physical interfaces configured in the routing instance. The only case not supported is when the 
BSR is on a CE or C router connected to a PE routing instance that is part of an extranet but does not 
have configured provider tunnels and does not have any other interfaces besides the one connecting 
to the CE router. 


e RSVP-TE point-to-multipoint LSPs must be used for the provider tunnels. 


e PIM dense mode is not supported in the MVPN extranets VRF instances. 


SEE ALSO 


Example: Configuring MBGP Multicast VPN Extranets 


IN THIS SECTION 


@ Requirements | 796 
@ Overview and Topology | 796 
@ = Configuration | 797 


This example provides a step-by-step procedure to configure multicast VPN extranets using static 
rendezvous points. It is organized in the following sections: 


Requirements 

This example uses the following hardware and software components: 

e Junos OS Release 9.5 or later 

e Six T Series, or MX Series Juniper routers 

e One adaptive services PIC or MultiServices PIC in each of the T Series routers acting as PE routers 


e One host system capable of sending multicast traffic and supporting the Internet Group Management 
Protocol (IGMP) 


e Three host systems capable of receiving multicast traffic and supporting IGMP 


Overview and Topology 
In the network topology shown in Figure 113 on page 797: 
e Host H1 is the source for group 244.1.1.1 in the green VPN. 


e The multicast traffic originating at source H1 can be received by host H4 connected to router CE2 in 
the green VPN. 


e The multicast traffic originating at source H1 can be received by host H3 connected to router CE3 in 
the blue VPN. 
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e The multicast traffic originating at source H1 can be received by host H2 directly connected to router 
PE1 in the red VPN. 


e Any host can be a sender site or receiver site. 


Figure 113: MVPN Extranets Topology Diagram 
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Configuring Interfaces | 798 

Configuring an IGP in the Core | 800 
Configuring BGP in the Core | 801 
Configuring LDP | 803 

Configuring RSVP | 804 

Configuring MPLS | 805 

Configuring the VRF Routing Instances | 806 


Configuring MVPN Extranet Policy | 809 
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Configuring CE-PE BGP | 813 
Configuring PIM on the PE Routers | 815 
Configuring PIM on the CE Routers | 816 
Configuring the Rendezvous Points | 817 
Testing MVPN Extranets | 820 


Results | 822 


NOTE: In any configuration session, it is good practice to verify periodically that the configuration 
can be committed using the commit check command. 


In this example, the router being configured is identified using the following command prompts: 


e CE1 identifies the customer edge 1 (CE1) router 

e PE1 identifies the provider edge 1 (PE1) router 

e CE2 identifies the customer edge 2 (CE2) router 

e PE2 identifies the provider edge 2 (PE2) router 

e CE identifies the customer edge 3 (CE3) router 

e PE identifies the provider edge 3 (PE3) router 

Configuring multicast VPN extranets, involves the following tasks: 
Configuring Interfaces 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


1. On each router, configure an IP address on the loopback logical interface O (lo0.0). 


user@CE1# set interfaces loO unit O family inet address 192.168.6.1/32 primary 
user@PE1# set interfaces loO unit 0 family inet address 192.168.1.1/32 primary 
user@PE2# set interfaces loO unit 0 family inet address 192.168.2.1/32 primary 
user@CE2# set interfaces loO unit 0 family inet address 192.168.4.1/32 primary 
user@PE3# set interfaces loO unit 0 family inet address 192.168.7.1/32 primary 
user@CE3# set interfaces loO unit O family inet address 192.168.9.1/32 primary 
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Use the show interfaces terse command to verify that the correct IP address is configured on the 
loopback interface. 


2. Onthe PE and CE routers, configure the IP address and protocol family on the Fast Ethernet and Gigabit 
Ethernet interfaces. Specify the inet address family type. 


user@CE1# set interfaces fe-1/3/0 unit 0 family inet address 10.10.12.1/24 
user@PE1# set interfaces fe-0/1/0 unit 0 description "to H2" 

user@PE1# set interfaces fe-0/1/0 unit 0 family inet address 10.2.11.2/30 
user@PE1# set interfaces fe-0/1/1 unit 0 description "to PE3 fe-0/1/1.0" 
user@PE1# set interfaces fe-0/1/1 unit O family inet address 10.0.17.13/30 
user@PE1# set interfaces ge-0/3/0 unit O family inet address 10.0.12.9/30 
user@PE2# set interfaces fe-0/1/3 unit 0 description "to PE3 fe-0/1/3.0" 
user@PE2# set interfaces fe-0/1/3 unit 0 family inet address 10.0.27.13/30 
user@PE2# set interfaces ge-1/3/0 unit 0 description "to PE1 ge-0/3/0.0" 
user@PE2# set interfaces ge-1/3/0 unit 0 family inet address 10.0.12.10/30 
user@CE2# set interfaces fe-0/1/1 unit 0 description "to H4" 

user@CE2# set interfaces fe-0/1/1 unit 0 family inet address 10.10.11.2/24 
user@PE3# set interfaces fe-0/1/1 unit 0 description "to PE1 fe-0/1/1.0" 
user@PE3# set interfaces fe-0/1/1 unit 0 family inet address 10.0.17.14/30 
user@PE3# set interfaces fe-0/1/3 unit 0 description "to PE2 fe-0/1/3.0" 
user@PE3# set interfaces fe-0/1/3 unit 0 family inet address 10.0.27.14/30 
user@CE3# set interfaces fe-0/1/0 unit 0 description "to H3" 

user@CE3# set interfaces fe-0/1/0 unit 0 family inet address 10.3.11.3/24 


Use the show interfaces terse command to verify that the correct IP address and address family type 
are configured on the interfaces. 


3. On the PE and CE routers, configure the SONET interfaces. Specify the inet address family type, and 
local IP address. 


user@CE1# set interfaces so-0/0/3 unit 0 description "to PE1 so-0/0/3.0;" 
user@CE1# set interfaces so-0/0/3 unit O family inet address 10.0.16.1/30 
user@PE1# set interfaces so-0/0/3 unit O description "to CE1 so-0/0/3.0" 
user@PE1# set interfaces so-0/0/3 unit 0 family inet address 10.0.16.2/30 
user@PE2# set interfaces so-0/0/1 unit 0 description "to CE2 so-0/0/1:0.0" 
user@PE2# set interfaces so-0/0/1 unit 0 family inet address 10.0.24.1/30 
user@CE2# set interfaces so-0/0/1 unit O description "to PE2 so-0/0/1" 
user@CE2# set interfaces so-0/0/1 unit O family inet address 10.0.24.2/30 
user@PE3# set interfaces so-0/0/1 unit 0 description "to CE3 so-0/0/1.0" 
user@PE3# set interfaces so-0/0/1 unit 0 family inet address 10.0.79.1/30 
user@CE3# set interfaces so-0/0/1 unit 0 description "to PE3 so-0/0/1" 
user@CE3# set interfaces so-0/0/1 unit O family inet address 10.0.79.2/30 
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Use the show configuration interfaces command to verify that the correct IP address and address 
family type are configured on the interfaces. 


4. On each router, commit the configuration: 
user@host> commit check 
configuration check succeeds 
user@host> commit 
commit complete 


5. Use the ping command to verify unicast connectivity between each: 
e CE router and the attached host 
e CE router and the directly attached interface on the PE router 


e PE router and the directly attached interfaces on the other PE routers 


Configuring an IGP in the Core 


Step-by-Step Procedure 
On the PE routers, configure an interior gateway protocol such as OSPF or IS-IS. This example shows how 
to configure OSPF. 


1. Specify the lo0.0 and SONET core-facing logical interfaces. 


user@PE1# set protocols ospf area 0.0.0.0 interface ge-0/3/0.0 metric 100 
user@PE1# set protocols ospf area 0.0.0.0 interface fe-0/1/1.0 metric 100 
user@PE1# set protocols ospf area 0.0.0.0 interface lo0.0 passive 
user@PE1# set protocols ospf area 0.0.0.0 interface fxp0.0 disable 
user@PE2# set protocols ospf area 0.0.0.0 interface fe-0/1/3.0 metric 100 
user@PE2# set protocols ospf area 0.0.0.0 interface ge-1/3/0.0 metric 100 
user@PE2# set protocols ospf area 0.0.0.0 interface lo0.0 passive 
user@PE2# set protocols ospf area 0.0.0.0 interface fxp0.0 disable 
user@PE3# set protocols ospf area 0.0.0.0 interface lo0.0 passive 
user@PE3# set protocols ospf area 0.0.0.0 interface fe-0/1/3.0 metric 100 
user@PE3# set protocols ospf area 0.0.0.0 interface fe-0/1/1.0 metric 100 
user@PE3# set protocols ospf area 0.0.0.0 interface fxp0.0 disable 


2. On the PE routers, configure a router ID. 


user@PE1# set routing-options router-id 192.168.1.1 
user@PE2# set routing-options router-id 192.168.2.1 
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user@PE3# set routing-options router-id 192.168.7.1 


Use the show ospf overview and show configuration protocols ospf commands to verify that the 
correct interfaces have been configured for the OSPF protocol. 


3. On the PE routers, configure OSPF traffic engineering support. Enabling traffic engineering extensions 
supports the Constrained Shortest Path First algorithm, which is needed to support Resource Reservation 
Protocol - Traffic Engineering (RSVP-TE) point-to-multipoint label-switched paths (LSPs). If you are 
configuring IS-IS, traffic engineering is supported without any additional configuration. 


user@PE1# set protocols ospf traffic-engineering 
user@PE2# set protocols ospf traffic-engineering 
user@PE3# set protocols ospf traffic-engineering 


Use the show ospf overview and show configuration protocols ospf commands to verify that traffic 
engineering support is enabled for the OSPF protocol. 


4. On the PE routers, commit the configuration: 
user@host> commit check 
configuration check succeeds 
user@host> commit 
commit complete 


5. Onthe PE routers, verify that the OSPF neighbors form adjacencies. 





user@PE1> show ospf neighbors 


Address Interface State IUD) Pri Dead 
LO .0.17,14 fe-0/1/1.0 Full 192 51686 Fo dk 128 62 
LO .0- 12.10 ge-0/3/0.0 Full 192,168,251 123 3S 


Verify that the neighbor state with the other two PE routers is Full. 


Configuring BGP in the Core 


Step-by-Step Procedure 


1. On the PE routers, configure BGP. Configure the BGP local autonomous system number. 
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user@PE1# set routing-options autonomous-system 65000 
user@PE2# set routing-options autonomous-system 65000 
user@PE3# set routing-options autonomous-system 65000 


2. Configure the BGP peer groups. Configure the local address as the lo0.0 address on the router. The 
neighbor addresses are the lo0.0 addresses of the other PE routers. 


The unicast statement enables the router to use BGP to advertise network layer reachability information 
(NLRI). The signaling statement enables the router to use BGP as the signaling protocol for the VPN. 


user@PE1# set protocols bgp group group-mvpn type internal 

user@PE1# set protocols bgp group group-mvpn local-address 192.168.1.1 
user@PE1# set protocols bgp group group-mvpn family inet-vpn unicast 
user@PE1# set protocols bgp group group-mvpn family inet-mvpn signaling 
user@PE1# set protocols bgp group group-mvpn neighbor 192.168.2.1 
user@PE1# set protocols bgp group group-mvpn neighbor 192.168.7.1 
user@PE2# set protocols bgp group group-mvpn type internal 

user@PE2# set protocols bgp group group-mvpn local-address 192.168.2.1 
user@PE2# set protocols bgp group group-mvpn family inet-vpn unicast 
user@PE2# set protocols bgp group group-mvpn family inet-mvpn signaling 
user@PE2# set protocols bgp group group-mvpn neighbor 192.168.1.1 
user@PE2# set protocols bgp group group-mvpn neighbor 192.168.7.1 
user@PE3# set protocols bgp group group-mvpn type internal 

user@PE3# set protocols bgp group group-mvpn local-address 192.168.7.1 
user@PE3# set protocols bgp group group-mvpn family inet-vpn unicast 
user@PE3# set protocols bgp group group-mvpn family inet-mvpn signaling 
user@PE3# set protocols bgp group group-mvpn neighbor 192.168.1.1 
user@PE3# set protocols bgp group group-mvpn neighbor 192.168.2.1 


3. On the PE routers, commit the configuration: 
user@host> commit check 
configuration check succeeds 
user@host> commit 
commit complete 
4. On the PE routers, verify that the BGP neighbors form a peer session. 


user@PE1> show bgp group 
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Group Type: Internal AS: 65000 Local AS: 6500 

Name: group-mvpn Index: 0 Flags: Export Eval 

Holdtime: 0 

Total peers: 2 Established: 2 

192.168.2.1+54883 

192.168.7.1+58933 

bgp.13vpn.0: 0/0/0/0 

bgp.mvpn.0: 0/0/0/0 
Groups: 1 Peers: 2 External: 0 Internal: 2 Down peers: 0 Flaps: 0 
Table Tot Paths Act Paths Suppressed History Damp State Pending 
bgp.1l3vpn.0 0 0 0 0 0 0 
bgp.mvpn.0 0 0 0 0 0 0 





Verify that the peer state for the other two PE routers is Established and that the lo0.0 addresses of 


the other PE routers are shown as peers. 


Configuring LDP 


Step-by-Step Procedure 


1. On the PE routers, configure LDP to support unicast traffic. Specify the core-facing Fast Ethernet and 


Gigabit Ethernet interfaces between the PE routers. Also configure LDP specifying the 100.0 interface. 


As a best practice, disable LDP on the fxpO interface. 


user@PE1# set protocols Idp deaggregate 
user@PE1# set protocols Idp interface fe-0/1/1.0 
user@PE1# set protocols Idp interface ge-0/3/0.0 
user@PE1# set protocols Idp interface fxp0.0 disable 
user@PE1# set protocols Idp interface lo0.0 
user@PE2# set protocols Idp deaggregate 
user@PE2# set protocols Idp interface fe-0/1/3.0 
user@PE2# set protocols Idp interface ge-1/3/0.0 
user@PE2# set protocols Idp interface fxp0.0 disable 
user@PE2# set protocols Idp interface lo0.0 
user@PE3# set protocols Idp deaggregate 
user@PE3# set protocols Idp interface fe-0/1/1.0 
user@PE3# set protocols Idp interface fe-0/1/3.0 
user@PE3# set protocols Idp interface fxp0.0 disable 
user@PE3# set protocols Idp interface lo0.0 


2. On the PE routers, commit the configuration: 


user@host> commit check 


configuration check succeeds 


user@host> commit 


commit complete 


3. On the PE routers, use the show Idp route command to verify the LDP route. 





user@PE1> show Idp route 


Destination Next-hop intf/lsp 

10.,0,12.8/30 ge-0/3/0.0 

©,0,12,9/32 

10.0 ,L7. 12/30 fe-0/1/1.0 

10 00,17 13/32 

ORO Re w/innle/23\0) fe-0/1/1.0 
ge-0/3/0.0 

192 .168.,1,1/32 100.0 

192 L682 jl / 32 ge-0/3/0.0 

192 168.7 51/32 fe-0/1/1.0 











224 Os S/ 32 
224 0.0 22 32 


Verify that a next-hop interface and next-hop address have been established for each remote destination 
in the core network. Notice that local destinations do not have next-hop interfaces, and remote 
destinations outside the core do not have next-hop addresses. 


Configuring RSVP 


Step-by-Step Procedure 


1. Onthe PE routers, configure RSVP. Specify the core-facing Fast Ethernet and Gigabit Ethernet interfaces 
that participate in the LSP. Also specify the lo0.0 interface. As a best practice, disable RSVP on the 


fxp0 interface. 


user@PE1# set protocols rsvp interface ge-0/3/0.0 
user@PE1# set protocols rsvp interface fe-0/1/1.0 
user@PE1# set protocols rsvp interface lo0.0 
user@PE1# set protocols rsvp interface fxp0.0 disable 
user@PE2# set protocols rsvp interface fe-0/1/3.0 
user@PE2# set protocols rsvp interface ge-1/3/0.0 
user@PE2# set protocols rsvp interface lo0.0 
user@PE2# set protocols rsvp interface fxp0.0 disable 
user@PE3# set protocols rsvp interface fe-0/1/3.0 
user@PE3# set protocols rsvp interface fe-0/1/1.0 
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user@PE3# set protocols rsvp interface lo0.0 
user@PE3# set protocols rsvp interface fxp0.0 disable 


2. On the PE routers, commit the configuration: 
user@host> commit check 
configuration check succeeds 
user@host> commit 
commit complete 


Verify these steps using the show configuration protocols rsvp command. You can verify the operation 
of RSVP only after the LSP is established. 


Configuring MPLS 


Step-by-Step Procedure 


1. On the PE routers, configure MPLS. Specify the core-facing Fast Ethernet and Gigabit Ethernet interfaces 
that participate in the LSP. As a best practice, disable MPLS on the fxpO interface. 


user@PE1# set protocols mpls interface ge-0/3/0.0 
user@PE1# set protocols mpls interface fe-0/1/1.0 
user@PE1# set protocols mpls interface fxp0.0 disable 
user@PE2# set protocols mpls interface fe-0/1/3.0 
user@PE2# set protocols mpls interface ge-1/3/0.0 
user@PE2# set protocols mpls interface fxp0.0 disable 
user@PE3# set protocols mpls interface fe-0/1/3.0 
user@PE3# set protocols mpls interface fe-0/1/1.0 
user@PE3# set protocols mpls interface fxp0.0 disable 


Use the show configuration protocols mpls command to verify that the core-facing Fast Ethernet and 
Gigabit Ethernet interfaces are configured for MPLS. 


2. On the PE routers, configure the core-facing interfaces associated with the LSP. Specify the mpls 
address family type. 


user@PE1# set interfaces fe-0/1/1 unit 0 family mpls 
user@PE1# set interfaces ge-0/3/0 unit O family mpls 
user@PE2# set interfaces fe-0/1/3 unit 0 family mpls 
user@PE2# set interfaces ge-1/3/0 unit O family mpls 
user@PE3# set interfaces fe-0/1/3 unit 0 family mpls 
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user@PE3# set interfaces fe-0/1/1 unit 0 family mpls 


Use the show mpls interface command to verify that the core-facing interfaces have the MPLS address 
family configured. 


3. On the PE routers, commit the configuration: 
user@host> commit check 
configuration check succeeds 
user@host> commit 
commit complete 


You can verify the operation of MPLS after the LSP is established. 


Configuring the VRF Routing Instances 


Step-by-Step Procedure 


1. On Router PE1 , configure the routing instance for the green and red VPNs. Specify the vrf instance 
type and specify the customer-facing SONET interfaces. 


Configure a virtual tunnel (VT) interface on all MVPN routing instances on each PE where hosts in 
different instances need to receive multicast traffic from the same source. 


user@PE1# set routing-instances green instance-type vrf 

user@PE1# set routing-instances green interface so-0/0/3.0 
user@PE1# set routing-instances green interface vt-1/2/0.1 multicast 
user@PE1# set routing-instances green interface lo0.1 

user@PE1# set routing-instances red instance-type vrf 

user@PE1# set routing-instances red interface fe-0/1/0.0 

user@PE1# set routing-instances red interface vt-1/2/0.2 

user@PE1# set routing-instances red interface lo0.2 


Use the show configuration routing-instances green and show configuration routing-instances red 
commands to verify that the virtual tunnel interfaces have been correctly configured. 


2. On Router PE2 , configure the routing instance for the green VPN. Specify the vrf instance type and 
specify the customer-facing SONET interfaces. 


user@PE2# set routing-instances green instance-type vrf 
user@PE2# set routing-instances green interface so-0/0/1.0 
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user@PE2# set routing-instances green interface vt-1/2/0.1 
user@PE2# set routing-instances green interface lo0.1 


Use the show configuration routing-instances green command. 


3. On Router PE3, configure the routing instance for the blue VPN. Specify the vrf instance type and 
specify the customer-facing SONET interfaces. 


user@PE3# set routing-instances blue instance-type vrf 
user@PE3# set routing-instances blue interface so-0/0/1.0 
user@PE3# set routing-instances blue interface vt-1/2/0.3 
user@PE3# set routing-instances blue interface lo0.1 


Use the show configuration routing-instances blue command to verify that the instance type has been 
configured correctly and that the correct interfaces have been configured in the routing instance. 


4. On Router PE1, configure a route distinguisher for the green and red routing instances. A route 
distinguisher allows the router to distinguish between two identical IP prefixes used as VPN routes. 


TIP: To help in troubleshooting, this example shows how to configure the route distinguisher 
to match the router ID. This allows you to associate a route with the router that advertised 
it. 


user@PE1# set routing-instances green route-distinguisher 192.168.1.1:1 
user@PE1# set routing-instances red route-distinguisher 192.168.1.1:2 


5. On Router PE2, configure a route distinguisher for the green routing instance. 


user@PE2# set routing-instances green route-distinguisher 192.168.2.1:1 


6. On Router PE3, configure a route distinguisher for the blue routing instance. 


user@PE3# set routing-instances blue route-distinguisher 192.168.7.1:3 


7. On the PE routers, configure the VPN routing instance for multicast support. 


user@PE1# set routing-instances green protocols mvpn 
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user@PE1# set routing-instances red protocols mvpn 
user@PE2# set routing-instances green protocols mvpn 
user@PE3# set routing-instances blue protocols mvpn 


Use the show configuration routing-instance command to verify that the route distinguisher is configured 
correctly and that the MVPN Protocol is enabled in the routing instance. 


8. On the PE routers, configure an IP address on additional loopback logical interfaces. These logical 
interfaces are used as the loopback addresses for the VPNs. 


user@PE1# set interfaces loO unit 1 description "green VRF loopback" 
user@PE1# set interfaces loO unit 1 family inet address 10.10.1.1/32 
user@PE1# set interfaces loO unit 2 description "red VRF loopback" 
user@PE1# set interfaces loO unit 2 family inet address 10.2.1.1/32 
user@PE2# set interfaces loO unit 1 description "green VRF loopback" 
user@PE2# set interfaces loO unit 1 family inet address 10.10.22.2/32 
user@PE3# set interfaces loO unit 1 description "blue VRF loopback" 
user@PE3# set interfaces loO unit 1 family inet address 10.3.33.3/32 


Use the show interfaces terse command to verify that the loopback logical interfaces are correctly 
configured. 


9. Onthe PE routers, configure virtual tunnel interfaces. These interfaces are used in VRF instances where 
multicast traffic arriving on a provider tunnel needs to be forwarded to multiple VPNs. 


user@PE1# set interfaces vt-1/2/0 unit 1 description "green VRF multicast vt" 
user@PE1# set interfaces vt-1/2/0 unit 1 family inet 

user@PE1# set interfaces vt-1/2/0 unit 2 description "red VRF unicast and multicast vt" 
user@PE1# set interfaces vt-1/2/0 unit 2 family inet 

user@PE1# set interfaces vt-1/2/0 unit 3 description "blue VRF multicast vt" 

user@PE1# set interfaces vt-1/2/0 unit 3 family inet 

user@PE2# set interfaces vt-1/2/0 unit 1 description "green VRF unicast and multicast vt" 
user@PE2# set interfaces vt-1/2/0 unit 1 family inet 

user@PE2# set interfaces vt-1/2/0 unit 3 description "blue VRF unicast and multicast vt" 
user@PE2# set interfaces vt-1/2/0 unit 3 family inet 

user@PE3# set interfaces vt-1/2/0 unit 3 description "blue VRF unicast and multicast vt" 
user@PE3# set interfaces vt-1/2/0 unit 3 family inet 


Use the show interfaces terse command to verify that the virtual tunnel interfaces have the correct 
address family type configured. 


10. On the PE routers, configure the provider tunnel. 


user@PE1# set routing-instances green provider-tunnel rsvp-te label-switched-path-template default-template 
user@PE1# set routing-instances red provider-tunnel rsvp-te label-switched-path-template default-template 
user@PE2# set routing-instances green provider-tunnel rsvp-te label-switched-path-template default-template 
user@PE3# set routing-instances blue provider-tunnel rsvp-te label-switched-path-template default-template 


Use the show configuration routing-instance command to verify that the provider tunnel is configured 
to use the default LSP template. 


NOTE: You cannot commit the configuration for the VRF instance until you configure the 
VRF target in the next section. 


Configuring MVPN Extranet Policy 


Step-by-Step Procedure 


1. Onthe PE routers, define the VPN community name for the route targets for each VPN. The community 
names are used in the VPN import and export policies. 


user@PE1# set policy-options community green-com members target:65000:1 
user@PE1# set policy-options community red-com members target:65000:2 
user@PE11# set policy-options community blue-com members target:65000:3 
user@PE2# set policy-options community green-com members target:65000:1 
user@PE2# set policy-options community red-com members target:65000:2 
user@PE2# set policy-options community blue-com members target:65000:3 
user@PE3# set policy-options community green-com members target:65000:1 
user@PE3# set policy-options community red-com members target:65000:2 
user@PE3# set policy-options community blue-com members target:65000:3 


Use the show policy-options command to verify that the correct VPN community name and route 
target are configured. 


2. On the PE routers, configure the VPN import policy. Include the community name of the route targets 
that you want to accept. Do not include the community name of the route targets that you do not want 
to accept. For example, omit the community name for routes from the VPN of a multicast sender from 
which you do not want to receive multicast traffic. 


user@PE1# set policy-options policy-statement green-red-blue-import term t1 from community green-com 
user@PE1# set policy-options policy-statement green-red-blue-import term t1 from community red-com 
user@PE1# set policy-options policy-statement green-red-blue-import term t1 from community blue-com 
user@PE1# set policy-options policy-statement green-red-blue-import term t1 then accept 

user@PE1# set policy-options policy-statement green-red-blue-import term t2 then reject 
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user@PE2# set policy-options policy-statement green-red-blue-import term t1 from community green-com 
user@PE2# set policy-options policy-statement green-red-blue-import term t1 from community red-com 
user@PE2# set policy-options policy-statement green-red-blue-import term t1 from community blue-com 
user@PE2# set policy-options policy-statement green-red-blue-import term t1 then accept 

user@PE2# set policy-options policy-statement green-red-blue-import term t2 then reject 

user@PE3# set policy-options policy-statement green-red-blue-import term t1 from community green-com 
user@PE3# set policy-options policy-statement green-red-blue-import term t1 from community red-com 
user@PE3# set policy-options policy-statement green-red-blue-import term t1 from community blue-com 
user@PE3# set policy-options policy-statement green-red-blue-import term t1 then accept 

user@PE3# set policy-options policy-statement green-red-blue-import term t2 then reject 


Use the show policy green-red-blue-import command to verify that the VPN import policy is correctly 
configured. 


. On the PE routers, apply the VRF import policy. In this example, the policy is defined in a 
policy-statement policy, and target communities are defined under the [edit policy-options] hierarchy 
level. 


user@PE1# set routing-instances green vrf-import green-red-blue-import 
user@PE1# set routing-instances red vrf-import green-red-blue-import 
user@PE2# set routing-instances green vrf-import green-red-blue-import 
user@PE3# set routing-instances blue vrf-import green-red-blue-import 


Use the show configuration routing-instances command to verify that the correct VRF import policy 
has been applied. 


. On the PE routers, configure VRF export targets. The vrf-target statement and export option cause 
the routes being advertised to be labeled with the target community. 


For Router PES, the vrf-target statement is included without specifying the export option. If you do 
not specify the import or export options, default VRF import and export policies are generated that 
accept imported routes and tag exported routes with the specified target community. 


NOTE: You must configure the same route target on each PE router for a given VPN routing 
instance. 


user@PE1# set routing-instances green vrf-target export target:65000:1 
user@PE1# set routing-instances red vrf-target export target:65000:2 
user@PE2# set routing-instances green vrf-target export target:65000:1 
user@PE3# set routing-instances blue vrf-target target:65000:3 
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Use the show configuration routing-instances command to verify that the correct VRF export targets 
have been configured. 


. Onthe PE routers, configure automatic exporting of routes between VRF instances. When you include 
the auto-export statement, the vrf-import and vrf-export policies are compared across all VRF instances. 
If there is acommon route target community between the instances, the routes are shared. In this 
example, the auto-export statement must be included under all instances that need to send traffic to 
and receive traffic from another instance located on the same router. 


user@PE1# set routing-instances green routing-options auto-export 
user@PE1# set routing-instances red routing-options auto-export 
user@PE2# set routing-instances green routing-options auto-export 
user@PE3# set routing-instances blue routing-options auto-export 


. On the PE routers, configure the load balance policy statement. While load balancing leads to better 
utilization of the available links, it is not required for MVPN extranets. It is included here as a best 
practice. 


user@PE11# set policy-options policy-statement load-balance then load-balance per-packet 
user@PE2# set policy-options policy-statement load-balance then load-balance per-packet 
user@PE3# set policy-options policy-statement load-balance then load-balance per-packet 


Use the show policy-options command to verify that the load balance policy statement has been 
correctly configured. 


. On the PE routers, apply the load balance policy. 


user@PE1# set routing-options forwarding-table export load-balance 
user@PE2# set routing-options forwarding-table export load-balance 
user@PE3# set routing-options forwarding-table export load-balance 


. On the PE routers, commit the configuration: 


user@host> commit check 


configuration check succeeds 


user@host> commit 


commit complete 


established. 





user@PE1> show rsvp neighbor 


RSVP neighbor: 2 learned 


Address Idle Up/Dn LastChange HelloInt HelloTx/Rx 
LO O17 14 5 1/0 43:52 9 AVI 293 
10.0.12. 10 © i/o S03 15) 9 SSG / SSC 


Verify that the other PE routers are listed as RSVP neighbors. 


10. On the PE routers, display the MPLS LSPs. 





user@PE1> show mpls Isp p2mp 


Ingress LSP: 2 sessions 


P2MP name: 192.168.1.1:l:mvpn:green, P2MP branch count: 2 
To From State Rt P ActivePath 
12 o MSS) 4 5 A 192,168.12 Up Oh 

VE AUS oA 5 he A 6 MGS) 5 iL, ALG AL Sinyqoval 8 ejictevexiol 

192 6 L685 7A 192 6168. isi Up @ * 

192 5 W686 Vols iO. 168, il. Ig il gitvqoia 8 epeersin 

22M2 igennes IS). IK. I. ie simmons ieercl, IPAMI2 Ioieeincla Celis 2 
To From SicsieSs Ric 2 ActivePath 
192, 168.21 192,168.11 Up Q # 

U2 6 AMSG 62, LEIA 5 LG, lg de 2 simwjoiarg ierexel 

192 5168.7 oA 192,168.11 Up @ * 

12 5 L685 Vo gil. L686 il. ig 2 suelo iecl 

Total 4 displayed, Up 4, Down 0 


Egress LSP: 2 sessions 





P2MP branch 
Rt Style 
i Sir 


P2MP name: 192.168.2.1:1:mvpn:green, count.) 1 
ake FROM State 
19251684161 1925 G8 62 oll Up 0 


UA 6 GS s is ge. 63.2. 1g il emingomscaeersin 


na 





299888 
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On the PE routers, use the show rsvp neighbor command to verify that the RSVP neighbors are 


MsgRcvd 
247 
140 


LSPname 


LSPname 


Labelin Labelout LSPname 


3 


P2MP name: 192 hose / 2S smwpn blue, P2MP branch coun: i 

To From State Rt Style Labelin Labelout LSPname 
192.168. i1.2 192,068.67 od Up O i Se 299872 3 

1925 G8. Lois i268. 7s 13S gnomes lollue 

Total 2 displayed, Up 2, Down 0 

Transit LSP: 0 sessions 

Total 0 displayed, Up 0, Down 0 
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In this display from Router PE1, notice that there are two ingress LSPs for the green VPN and two for 
the red VPN configured on this router. Verify that the state of each ingress LSP is up. Also notice that 
there is one egress LSP for each of the green and blue VPNs. Verify that the state of each egress LSP 
is up. 


TIP: The LSP name displayed in the show mpls Isp p2mp command output can be used in 
the ping mpls rsvp <Isp-name> multipath command. 


Configuring CE-PE BGP 


Step-by-Step Procedure 


1. Onthe PE routers, configure the BGP export policy. The BGP export policy is used to allow static routes 
and routes that originated from directly attached interfaces to be exported to BGP. 


user@PE1# set policy-options policy-statement BGP-export term t1 from protocol direct 
user@PE1# set policy-options policy-statement BGP-export term t1 then accept 
user@PE1# set policy-options policy-statement BGP-export term t2 from protocol static 
user@PE11# set policy-options policy-statement BGP-export term t2 then accept 
user@PE2# set policy-options policy-statement BGP-export term t1 from protocol direct 
user@PE2# set policy-options policy-statement BGP-export term t1 then accept 
user@PE2# set policy-options policy-statement BGP-export term t2 from protocol static 
user@PE2# set policy-options policy-statement BGP-export term t2 then accept 
user@PE3# set policy-options policy-statement BGP-export term t1 from protocol direct 
user@PE3# set policy-options policy-statement BGP-export term t1 then accept 
user@PE3# set policy-options policy-statement BGP-export term t2 from protocol static 
user@PE3# set policy-options policy-statement BGP-export term t2 then accept 


Use the show policy BGP-export command to verify that the BGP export policy is correctly configured. 


2. On the PE routers, configure the CE to PE BGP session. Use the IP address of the SONET interface as 
the neighbor address. Specify the autonomous system number for the VPN network of the attached 
CE router. 


user@PE1# set routing-instances green protocols bgp group PE-CE export BGP-export 

user@PE1# set routing-instances green protocols bgp group PE-CE neighbor 10.0.16.1 peer-as 65001 
user@PE2# set routing-instances green protocols bgp group PE-CE export BGP-export 

user@PE2# set routing-instances green protocols bgp group PE-CE neighbor 10.0.24.2 peer-as 65009 
user@PE3# set routing-instances blue protocols bgp group PE-CE export BGP-export 

user@PE3# set routing-instances blue protocols bgp group PE-CE neighbor 10.0.79.2 peer-as 65003 


3. On the CE routers, configure the BGP local autonomous system number. 
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user@CE1# set routing-options autonomous-system 65001 
user@CE2# set routing-options autonomous-system 65009 
user@CE3# set routing-options autonomous-system 65003 


4. Onthe CE routers, configure the BGP export policy. The BGP export policy is used to allow static routes 
and routes that originated from directly attached interfaces to be exported to BGP. 


user@CE1# set policy-options policy-statement BGP-export term t1 from protocol direct 
user@CE1# set policy-options policy-statement BGP-export term t1 then accept 
user@CE1# set policy-options policy-statement BGP-export term t2 from protocol static 
user@CE1# set policy-options policy-statement BGP-export term t2 then accept 
user@CE2# set policy-options policy-statement BGP-export term t1 from protocol direct 
user@CE2# set policy-options policy-statement BGP-export term t1 then accept 
user@CE2# set policy-options policy-statement BGP-export term t2 from protocol static 
user@CE2# set policy-options policy-statement BGP-export term t2 then accept 
user@CE3# set policy-options policy-statement BGP-export term t1 from protocol direct 
user@CE3# set policy-options policy-statement BGP-export term t1 then accept 
user@CE3# set policy-options policy-statement BGP-export term t2 from protocol static 
user@CE3# set policy-options policy-statement BGP-export term t2 then accept 


Use the show policy BGP-export command to verify that the BGP export policy is correctly configured. 


5. Onthe CE routers, configure the CE-to-PE BGP session. Use the IP address of the SONET interface 
as the neighbor address. Specify the autonomous system number of the core network. Apply the BGP 
export policy. 


user@CE1# set protocols bgp group PE-CE export BGP-export 
user@CE1# set protocols bgp group PE-CE neighbor 10.0.16.2 peer-as 65000 
user@CE2# set protocols bgp group PE-CE export BGP-export 
user@CE2# set protocols bgp group PE-CE neighbor 10.0.24.1 peer-as 65000 
user@CE3# set protocols bgp group PE-CE export BGP-export 
user@CE3# set protocols bgp group PE-CE neighbor 10.0.79.1 peer-as 65000 


6. On the PE routers, commit the configuration: 


user@host> commit check 


configuration check succeeds 


user@host> commit 
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commit complete 


7. On the PE routers, use the show bgp group pe-ce command to verify that the BGP neighbors form a 
peer session. 


user@PE1> show bgp group pe-ce 

















Group Type: External Local AS: 65000 
Name: PE-CE Index: 1 Flags: <> 
ExpoOnre: | BGP exponte |) 

Holdtime: 0 





Roieciagoccms me: Established: 1 


10.0.16.1+60500 
green.inet.0: 2/3/3/0 


Verify that the peer state for the CE routers is Established and that the IP address configured on the 
peer SONET interface is shown as the peer. 


Configuring PIM on the PE Routers 


Step-by-Step Procedure 


1. On the PE routers, enable an instance of PIM in each VPN. Configure the 100.1, lo0.2, and 
customer-facing SONET and Fast Ethernet interfaces. Specify the mode as sparse. 


user@PE1# set routing-instances green protocols pim interface lo0.1 mode sparse 
user@PE1# set routing-instances green protocols pim interface so-0/0/3.0 mode sparse 
user@PE1# set routing-instances red protocols pim interface lo0.2 mode sparse 
user@PE1# set routing-instances red protocols pim interface fe-0/1/0.0 mode sparse 
user@PE2# set routing-instances green protocols pim interface lo0.1 mode sparse 
user@PE2# set routing-instances green protocols pim interface so-0/0/1.0 mode sparse 
user@PE3# set routing-instances blue protocols pim interface lo0.1 mode sparse 
user@PE3# set routing-instances blue protocols pim interface so-0/0/1.0 mode sparse 


2. On the PE routers, commit the configuration: 
user@host> commit check 
configuration check succeeds 


user@host> commit 


commit complete 
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3. On the PE routers, use the show pim interfaces instance green command and substitute the appropriate 


VRF instance name to verify that the PIM interfaces are up. 





user@PE1> show pim interfaces instance green 


Imstance; FIM green 


Name Stat Mode ie 
100.1 Up Sparse 4 
HES ie) Up SparseDense 4 
pS—1/2/0 32769 Up Sparse 4 
so-0/0/3.0 Up Sparse 4 
WE / 27 O si Up SparseDense 4 
1lsi.0 Up SparseDense 6 


wm ww © © © = 


State NbrCnt JoinCnt DR address 


DR 

1222 
22) 
P22 


22) 





BAe 


0 
0 
0 





0 
0 
0 





LO5 LO. ied 


Also notice that the normal mode for the virtual tunnel interface and label-switched interface is 


SparseDense. 


Configuring PIM on the CE Routers 


Step-by-Step Procedure 


1. Onthe CE routers, configure the customer-facing and core-facing interfaces for PIM. Specify the mode 


as Sparse. 


user@CE1# set protocols pim interface fe-1/3/0.0 mode sparse 
user@CE1# set protocols pim interface so-0/0/3.0 mode sparse 
user@CE2# set protocols pim interface fe-0/1/1.0 mode sparse 
user@CE2# set protocols pim interface so-0/0/1.0 mode sparse 
user@CE3# set protocols pim interface fe-0/1/0.0 mode sparse 
user@CE3# set protocols pim interface so-0/0/1.0 mode sparse 


Use the show pim interfaces command to verify that the PIM interfaces have been configured to use 


sparse mode. 


user@host> commit check 


On the CE routers, commit the configuration: 


configuration check succeeds 


user@host> commit 


commit complete 
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3. Onthe CE routers, use the show pim interfaces command to verify that the PIM interface status is up. 





user@CE1> show pim interfaces 


Instance: PIM.master 


Name Stat Mode IP V State NbrCnt JoinCnt DR address 
fe-1/3/0.0 Up Sparse A 2 IDE 0 © 10,10, 02,1 
pe-1/2/0.32769 Up Sparse 4 2 P2P 0 0 
so-0/0/3.0 Up Sparse 4 2 P2P il il 


Configuring the Rendezvous Points 


Step-by-Step Procedure 


1. 


Configure Router PE1 to be the rendezvous point for the red VPN instance of PIM. Specify the local 
lo0.2 address. 


user@PE1# set routing-instances red protocols pim rp local address 10.2.1.1 


. Configure Router PE2 to be the rendezvous point for the green VPN instance of PIM. Specify the lo0.1 


address of Router PE2. 


user@PE2# set routing-instances green protocols pim rp local address 10.10.22.2 


. Configure Router PE3 to be the rendezvous point for the blue VPN instance of PIM. Specify the local 


100.1. 


user@PE3# set routing-instances blue protocols pim rp local address 10.3.33.3 


. On the PE1, CE1, and CE2 routers, configure the static rendezvous point for the green VPN instance 


of PIM. Specify the lo0.1 address of Router PE2. 


user@PE1# set routing-instances green protocols pim rp static address 10.10.22.2 
user@CE1# set protocols pim rp static address 10.10.22.2 
user@CE2# set protocols pim rp static address 10.10.22.2 


. On Router CE3, configure the static rendezvous point for the blue VPN instance of PIM. Specify the 


100.1 address of Router PE3. 


user@CE3# set protocols pim rp static address 10.3.33.3 


6. On the CE routers, commit the configuration: 
user@host> commit check 
configuration check succeeds 
user@host> commit 
commit complete 


7. On the PE routers, use the show pim rps instance <instance-name> command and substitute the 
appropriate VRF instance name to verify that the RPs have been correctly configured. 


user@PE1> show pim rps instance <instance-name> 





Imsctance; Fil jgreen 
Address family INET 


RP address Type Holdtime Timeout Groups Group prefixes 


10.10.22.2 Sieaiteene 0 None 22470205 0)/ 4 





Address family INET6 





Verify that the correct IP address is shown as the RP. 


8. On the CE routers, use the show pim rps command to verify that the RP has been correctly configured. 


user@CE1> show pim rps 





imnstence: PIM. master 
Address family INET 


RP address Type Holdtime Timeout Groups Group prefixes 


10.10.22.2 static 0 None 2247005 0)/ 4 





Address family INET6 





Verify that the correct IP address is shown as the RP. 


9. On Router PE1, use the show route table green.mvpn.0 | find 1 command to verify that the type-1 
routes have been received from the PE2 and PE3 routers. 


user@PE1> show route table green.mvpn.0 | find 1 
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green.mvpn.0: 7 destinations, 9 routes (7 active, 1 holddown, 0 hidden) 





+ = Active Route, = Last Active, * = Both 


15192 168 1 Usilele? uss 11/20 
*[MVPN/70] 03:38:09, metric2 1 
Indirect 
1el92 168.1 .19239192., 168.1 .1/240 
SMM / TO] OSS SISOS, wsiciesEe2 AL 
Indirect 
1:192.168.2.1:1:192.168.2.1/240 
=[PEL/L7O] OSSi2sis, Ieesziljoieeie UOO, semen 192. 1a) .2, i 
INS) joeNE!AB I 
> tc© 10,0,12.10 wila ge-0/3/0.0 
1:192.168.7.1:3:192.168.7.1/240 
SPRES/LIO] OFsl2cilS, ihoe@zlljoreit 100, trom 192, 168.7 .i 
ASM pac hirer 
> ico© 10,0,17,14 wie <e-0/1/1.0 








10. On Router PE1, use the show route table green.mvpn.0 | find 5 command to verify that the type-5 
routes have been received from Router PE2. 


A designated router (DR) sends periodic join messages and prune messages toward a group-specific 
rendezvous point (RP) for each group for which it has active members. When a PIM router learns about 
a source, it originates a Multicast Source Discovery Protocol (MSDP) source-address message if it is 
the DR on the upstream interface. If am MBGP MVPN is also configured, the PE device originates a 
type-5 MVPN route. 





user@PE1> show route table green.mvpn.0 | find 5 


Cele viikes ils es2ei1O. lO, 12 523329224 1,1 .1/240 
*[BGP/170] 03:12:18, localpref 100, from 192.168.2.1 
INS) jowNE!Ae I 
Ee Om lO Ona hORvelcuege = Oy isi Om) 


11. On Router PE1, use the show route table green.mvpn.0 | find 7 command to verify that the type-7 
routes have been received from Router PE2. 





user@PE1> show route table green.mvpn.0 | find 7 


Tatras eGSOOOk 329101012 .. 529522924 1.1 1 /2Ao 
Za MVENI On O Sts 22k pects tase anes 
Multicast (IPv4) 
[PLM/ 10S] OSes4ei8 
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Multicast (IPv4) 


[BGP/170] 
AS path: 


03:12:18, localpref 100, from 192.168.2.1 
I 


> to 10.0.12.10 via ge-0/3/0.0 


12.On Router PE1, use the show route advertising-protocol bgp 192.168.2.1 table green.mvpn.0 detail 
command to verify that the routes advertised by Router PE2 use the PMSI attribute set to RSVP-TE. 


user@PE1> show route advertising-protocol bgp 192.168.2.1 table green.mvpn.0 detail 





green 


-mvpn.0: 7 destinations, 


9 routes (7 active, 1 holddown, 0O hidden) 


© el 168 1, elei@e ogi 1l/24o (il eineiay, i aiaimowiacecl)) 


BGP group group-mvpn type Internal 


Route Distinguisher: 


Nexthop: Self 


Flags: Nexthop Change 


sirfexor- Wl oyal— sere a0) 0) 


KS josiclae [SSOOO) 2 


Communities: 


LDA o AOS do IL BAL 


target:65000:1 


PMSI: Flags 0:RSVP-TE:label[0:0:0]:Session_13[192.168.1.1:0:56822:192.168.1.1] 


Testing MVPN Extranets 


Step-by-Step Procedure 


1. Start the multicast receiver device connected to Router CE2. 


2. Start the multicast sender device connected to Router CE1. 


3. Verify that the receiver receives the multicast stream. 


4. On Router PE1, display the provider tunnel to multicast group mapping by using the show mvpn 
c-multicast command. 





user@P!] 


MVPN 


Legen 


E1> show mvpn c-multicast 
instance: 
d for provider tunnel 





I-P-tnl -- inclusive provider tunnel S-P-tnl selective provider tunnel 


Legend for c-multicast routes properties (Pr) 


DS = 


derived from (*, c-g) 


RM --— remote VPN route 
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Imetance: Green 


C-mcast IPv4 (S:G) Peal ow 
10.10.12.52/32:224.1.1.1/32 RSVP-TE P2MP:192.168.1.1, 56822,192.168.1.1 
RM 


OROMOmMO Oz somZ 55455 m45 0/782 
MVPN instance: 


Legend for provider tunnel 





T=P—CiiL —= alinellpisanwe jorowaucleie jietinineil S—e—eimlL selective provider tunnel 


Legend for c-multicast routes properties (Pr) 

DS == Ceirilwee¢l srem (*, e=G) RM --— remote VPN route 

Instance: red 
C-mcast IPv4 (S:G) Ptnl or 
LO.10 12, 92/3239224 1,1 .1/32 DS 
OO. 0.0/09224 1,1, 1/32 


5. On Router PE2, use the show route table green.mvpn.0 | find 6 command to verify that the type-6 
routes have been created as a result of receiving PIM join messages. 





user@PE2> show route table green.mvpn.0 | find 6 


6:192.168.2.1:1:65000:32:10.10.22.2:32:224.1.1.1/240 
NE IMY/ LOS] OAR 0is23 
Multicast (IPv4) 
SelG2,,LG8s.2,1gl365000s325 10 ,10.22.23328239 255.255. 250/240 
S(PUM/ LOSI 22939346 
Multicast (IPv4) 


NOTE: The multicast address 239.255.255.250 shown in the preceding step is not related 
to this example. This address is sent by some host machines. 


6. Start the multicast receiver device connected to Router CE3. 


7. Verify that the receiver is receiving the multicast stream. 


8. On Router PE2, use the show route table green.mvpn.0 | find 6 command to verify that the type-6 
routes have been created as a result of receiving PIM join messages from the multicast receiver device 
connected to Router CE3. 
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user@PE2> show route table green.mvpn.0 | find 6 





6:192.168.2.1:1:65000:32:10.10.22.2:32:239.255.255.250/240 
*[PIM/105] 06:43:39 
Multicast (IPv4) 


9. Start the multicast receiver device directly connected to Router PE1. 


10. Verify that the receiver is receiving the multicast stream. 


11. On Router PE1, use the show route table green.mvpn.0 | find 6 command to verify that the type-6 
routes have been created as a result of receiving PIM join messages from the directly connected 


multicast receiver device. 


user@PE1> show route table green.mvpn.0 | find 6 





Spl92, 169.1 1s2e65O0O00s 32810 2,1 ig seg224 1 dol /2ao 
x(PuM/ LOSI OsO23 32 
Multicast (IPv4) 
SelV2 168 .L1g2s 65000832510 .2. 1. 1es2e239.255.255.250/240 
eM LOS) OeWseas) 
Multicast (IPv4) 


NOTE: The multicast address 255.255.255.250 shown in the step above is not related to 
this example. 


Results 


The configuration and verification parts of this example have been completed. The following section is for 


your reference. 
The relevant sample configuration for Router CE1 follows. 


Router CE1 


interfaces { 
so-0/0/3 { 
unit O { 
description "to PE1 so-0/0/3.0"; 
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family inet { 
address 10.0.16.1/30; 


} 
fe-1/3/0 { 
unit O { 
family inet { 
address 10.10.12.1/24; 


} 
lo0 { 
unit O { 
description "CE1 Loopback"; 
family inet { 
address 192.168.6.1/32 { 
primary; 
} 
address 127.0.0.1/32; 


} 
routing-options { 
autonomous-system 65001; 
router-id 192.168.6.1; 
forwarding-table { 
export load-balance; 


} 
protocols { 
bgp { 
group PE-CE { 
export BGP-export; 
neighbor 10.0.16.2 { 
peer-as 65000; 


pim { 
rp { 


static { 
address 10.10.22.2; 


} 

interface fe-1/3/0.0 { 
mode sparse; 

} 

interface so-0/0/3.0 { 
mode sparse; 


} 
policy-options { 
policy-statement BGP-export { 
term t1 { 
from protocol direct; 
then accept; 
} 
term t2 { 
from protocol static; 
then accept; 


} 


policy-statement load-balance { 
then { 


load-balance per-packet; 


The relevant sample configuration for Router PE1 follows. 


Router PE1 


interfaces { 
so-0/0/3 { 
unit O { 
description "to CE1 so-0/0/3.0"; 
family inet { 
address 10.0.16.2/30; 


824 


} 
fe-0/1/0 { 
unit O { 
description "to H2"; 
family inet { 
address 10.2.11.2/30; 


fe-0/1/1 { 
unit O { 
description "to PE3 fe-0/1/1.0"; 
family inet { 
address 10.0.17.13/30; 
} 


family mpls; 


} 
ge-0/3/0 { 
unit O { 
description "to PE2 ge-1/3/0.0"; 
family inet { 
address 10.0.12.9/30; 
} 


family mpls; 


} 
vt-1/2/0 { 
unit 1 { 
description "green VRF multicast vt"; 
family inet; 
} 
unit 2 { 
description "red VRF unicast and multicast vt"; 
family inet; 
} 
unit 3 { 
description "blue VRF multicast vt"; 
family inet; 
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} 
lo0 { 
unit O { 
description "PE1 Loopback"; 
family inet { 
address 192.168.1.1/32 { 
primary; 
} 
address 127.0.0.1/32; 
} 
} 
unit 1 { 
description "green VRF loopback"; 
family inet { 
address 10.10.1.1/32; 
} 
} 
unit 2 { 
description "red VRF loopback"; 
family inet { 
address 10.2.1.1/32; 
} 
} 
} 


} 
routing-options { 
autonomous-system 65000; 
router-id 192.168.1.1; 
forwarding-table { 
export load-balance; 


} 
protocols { 
rsvp { 
interface ge-0/3/0.0; 
interface fe-0/1/1.0; 
interface 100.0; 
interface fxpO0.0 { 
disable; 


} 
mpls { 


interface ge-0/3/0.0; 

interface fe-0/1/1.0; 

interface fxp0.0 { 
disable; 


} 
bgp { 
group group-mvpn { 
type internal; 
local-address 192.168.1.1; 
family inet-vpn { 
unicast; 
} 
family inet-mvpn { 
signaling; 
} 
neighbor 192.168.2.1; 
neighbor 192.168.7.1; 


} 
ospf { 
traffic-engineering; 
area 0.0.0.0 { 
interface ge-0/3/0.0 { 
metric 100; 
} 
interface fe-0/1/1.0 { 
metric 100; 
} 
interface 100.0 { 
passive; 
} 
interface fxp0.0 { 
disable; 


} 

Idp { 
deaggregate; 
interface ge-0/3/0.0; 
interface fe-0/1/1.0; 
interface fxp0.0 { 
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disable; 
} 


interface 100.0; 


} 
policy-options { 
policy-statement BGP-export { 
term t1 { 
from protocol direct; 
then accept; 
} 
term t2 { 
from protocol static; 
then accept; 


} 
policy-statement green-red-blue-import { 
term t1 { 
from community [ green-com red-com blue-com ]; 
then accept; 
} 
term t2 { 
then reject; 


} 
policy-statement load-balance { 
then { 
load-balance per-packet; 


} 
community green-com members target:65000:1; 
community red-com members target:65000:2; 
community blue-com members target:65000:3; 
} 
routing-instances { 
green { 
instance-type vrf; 
interface so-0/0/3.0; 
interface vt-1/2/0.1 { 
multicast; 
} 


interface 100.1; 
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route-distinguisher 192.168.1.1:1; 
provider-tunnel { 
rsvp-te { 
label-switched-path-template { 
default-template; 


} 
vrf-import green-red-blue-import; 
vrf-target export target:65000:1; 
vrf-table-label; 
routing-options { 
auto-export; 
} 
protocols { 
bgp { 
group PE-CE { 
export BGP-export; 
neighbor 10.0.16.1 { 
peer-as 65001; 


} 
pim { 
rp{ 
static { 
address 10.10.22.2; 


} 

interface so-0/0/3.0 { 
mode sparse; 

} 

interface lo0.1 {a 

mode sparse; 


} 
mvpn; 

} 

red { 
instance-type vrf; 
interface fe-0/1/0.0; 
interface vt-1/2/0.2; 
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interface 100.2; 
route-distinguisher 192.168.1.1:2; 
provider-tunnel { 
rsvp-te { 
label-switched-path-template { 
default-template; 


} 
vrf-import green-red-blue-import; 
vrf-target export target:65000:2; 
routing-options { 

auto-export; 
} 
protocols { 

pim { 

rp { 
local { 
address 10.2.1.1; 


} 
interface fe-0/1/0.0 { 
mode sparse; 


} 
interface lo0.2 { 
mode sparse; 


mvpn; 


The relevant sample configuration for Router PE2 follows. 


Router PE2 


interfaces { 
so-0/0/1 { 
unit O { 
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description "to CE2 so-0/0/1:0.0"; 
family inet { 
address 10.0.24.1/30; 


} 
fe-0/1/3 { 
unit O { 
description "to PE3 fe-0/1/3.0"; 
family inet { 
address 10.0.27.13/30; 
} 
family mpls; 
} 
vt-1/2/0 { 
unit 1 { 
description "green VRF unicast and multicast vt"; 
family inet; 
} 
unit 3 { 
description "blue VRF unicast and multicast vt"; 
family inet; 


} 
ge-1/3/0 { 
unit O { 
description "to PE1 ge-0/3/0.0"; 
family inet { 
address 10.0.12.10/30; 
} 


family mpls; 


} 
lo0 { 
unit O { 
description "PE2 Loopback"; 
family inet { 
address 192.168.2.1/32 { 
primary; 
} 
address 127.0.0.1/32; 
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} 
unit 1 { 
description "green VRF loopback"; 
family inet { 
address 10.10.22.2/32; 


} 
routing-options { 
router-id 192.168.2.1; 
autonomous-system 65000; 
forwarding-table { 
export load-balance; 


} 
protocols { 
rsvp { 
interface fe-0/1/3.0; 
interface ge-1/3/0.0; 
interface 100.0; 
interface fxp0.0 { 
disable; 


} 
mpls { 
interface fe-0/1/3.0; 
interface ge-1/3/0.0; 
interface fxp0.0 { 
disable; 


} 
bgp { 
group group-mvpn { 
type internal; 
local-address 192.168.2.1; 
family inet-vpn { 
unicast; 
} 
family inet-mvpn { 
signaling; 


neighbor 192.168.1.1; 
neighbor 192.168.7.1; 


} 
ospf { 
traffic-engineering; 
area 0.0.0.0 { 
interface fe-0/1/3.0 { 
metric 100; 
} 
interface ge-1/3/0.0 { 
metric 100; 
} 
interface 100.0 { 
passive; 
} 
interface fxp0.0 { 
disable; 


} 

Idp { 
deaggregate; 
interface fe-0/1/3.0; 
interface ge-1/3/0.0; 
interface fxp0.0 { 

disable; 

} 


interface 100.0; 


} 
policy-options { 
policy-statement BGP-export { 
term t1 { 
from protocol direct; 
then accept; 
} 
term t2 { 
from protocol static; 
then accept; 
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policy-statement green-red-blue-import { 
term t1 { 
from community [ green-com red-com blue-com J; 
then accept; 
} 
term t2 { 
then reject; 


} 
policy-statement load-balance { 
then { 
load-balance per-packet; 


} 
community green-com members target:65000:1; 
community red-com members target:65000:2; 
community blue-com members target:65000:3; 
} 
routing-instances { 
green { 
instance-type vrf; 
interface so-0/0/1.0; 
interface vt-1/2/0.1; 
interface 100.1; 
route-distinguisher 192.168.2.1:1; 
provider-tunnel { 
rsvp-te { 
label-switched-path-template { 
default-template; 


} 
vrf-import green-red-blue-import; 
vrf-target export target:65000:1; 
routing-options { 
auto-export; 
} 
protocols { 
bgp { 
group PE-CE { 
export BGP-export; 
neighbor 10.0.24.2 { 
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peer-as 65009; 


} 
pim { 
rp { 
local { 
address 10.10.22.2; 


} 
interface so-0/0/1.0 { 
mode sparse; 


} 
interface |o0.1 { 


mode sparse; 


The relevant sample configuration for Router CE2 follows. 


Router CE2 


interfaces { 
fe-0/1/1 { 
unit O { 
description "to H4"; 
family inet { 
address 10.10.11.2/24; 


} 
so-0/0/1 { 
unit O { 
description "to PE2 so-0/0/1"; 
family inet { 
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address 10.0.24.2/30; 


} 
lo0 { 
unit O { 
description "CE2 Loopback"; 
family inet { 
address 192.168.4.1/32 { 
primary; 
} 
address 127.0.0.1/32; 


} 

routing-options { 
router-id 192.168.4.1; 
autonomous-system 65009; 
forwarding-table { 


export load-balance; 


} 
protocols { 
bgp { 
group PE-CE { 
export BGP-export; 
neighbor 10.0.24.1 { 
peer-as 65000; 


} 
pim { 
rp { 
static { 
address 10.10.22.2; 


} 
interface so-0/0/1.0 { 
mode sparse; 


} 
interface fe-0/1/1.0 { 


mode sparse; 


} 
policy-options { 
policy-statement BGP-export { 
term t1 { 
from protocol direct; 
then accept; 
} 
term t2 { 
from protocol static; 
then accept; 


} 


policy-statement load-balance { 
then { 
load-balance per-packet; 


The relevant sample configuration for Router PE3 follows. 


Router PE3 


interfaces { 
so-0/0/1 { 
unit O { 
description "to CE3 so-0/0/1.0"; 
family inet { 
address 10.0.79.1/30; 


} 
fe-0/1/1 { 
unit O { 
description "to PE1 fe-0/1/1.0"; 
family inet { 
address 10.0.17.14/30; 
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} 


family mpls; 


} 
fe-0/1/3 { 
unit O { 
description "to PE2 fe-0/1/3.0"; 
family inet { 
address 10.0.27.14/30; 
} 


family mpls; 


} 
vt-1/2/0 { 
unit 3 { 
description "blue VRF unicast and multicast vt"; 
family inet; 


} 
lo0 { 
unit O { 
description "PE3 Loopback"; 
family inet { 
address 192.168.7.1/32 { 
primary; 
} 
address 127.0.0.1/32; 


} 
unit 1 { 
description "blue VRF loopback"; 
family inet { 
address 10.3.33.3/32; 


} 
routing-options { 
router-id 192.168.7.1; 
autonomous-system 65000; 
forwarding-table { 
export load-balance; 
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} 
protocols { 
rsvp { 
interface fe-0/1/3.0; 
interface fe-0/1/1.0; 
interface 100.0; 
interface fxpO0.0 { 
disable; 


} 
mpls { 
interface fe-0/1/3.0; 
interface fe-0/1/1.0; 
interface fxp0.0 { 
disable; 


} 
bgp { 
group group-mvpn { 
type internal; 
local-address 192.168.7.1; 
family inet-vpn { 
unicast; 
} 
family inet-mvpn { 
signaling; 
} 
neighbor 192.168.1.1; 
neighbor 192.168.2.1; 


} 
ospf { 
traffic-engineering; 
area 0.0.0.0 { 
interface fe-0/1/3.0 { 
metric 100; 
} 
interface fe-0/1/1.0 { 
metric 100; 
} 


interface 100.0 { 


passive; 

} 

interface fxp0.0 { 
disable; 


} 

Idp { 
deaggregate; 
interface fe-0/1/3.0; 
interface fe-0/1/1.0; 
interface fxp0.0 { 

disable; 

} 


interface 100.0; 


} 
policy-options { 
policy-statement BGP-export { 
term t1 { 
from protocol direct; 
then accept; 
} 
term t2 { 
from protocol static; 
then accept; 


} 
policy-statement green-red-blue-import { 
term t1 { 
from community [ green-com red-com blue-com ]; 
then accept; 
} 
term t2 { 
then reject; 


} 


policy-statement load-balance { 
then { 
load-balance per-packet; 
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community green-com members target:65000:1; 
community red-com members target:65000:2; 
community blue-com members target:65000:3; 
} 
routing-instances { 
blue { 
instance-type vrf; 
interface vt-1/2/0.3; 
interface so-0/0/1.0; 
interface 100.1; 
route-distinguisher 192.168.7.1:3; 
provider-tunnel { 
rsvp-te { 
label-switched-path-template { 
default-template; 


} 
vrf-import green-red-blue-import; 
vrf-target target:65000:3; 
routing-options { 
auto-export; 
} 
protocols { 
bgp { 
group PE-CE { 
export BGP-export; 
neighbor 10.0.79.2 { 
peer-as 65003; 


} 
pim { 
rp { 
local { 
address 10.3.33.3; 


} 
interface so-0/0/1.0 { 
mode sparse; 


} 


interface |o0.1 { 
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mode sparse; 


mvpn ; 


The relevant sample configuration for Router CE3 follows. 


Router CE3 


interfaces { 
so-0/0/1 { 
unit O { 
description "to PE3"; 
family inet { 
address 10.0.79.2/30; 


} 
fe-0/1/0 { 
unit O { 
description "to H3"; 
family inet { 
address 10.3.11.3/24; 


} 
lo0 { 
unit O { 
description "CE3 loopback"; 
family inet { 
address 192.168.9.1/32 { 
primary; 
} 
address 127.0.0.1/32; 
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} 

routing-options { 
router-id 192.168.9.1; 
autonomous-system 65003; 
forwarding-table { 


export load-balance; 


} 
protocols { 
bgp { 
group PE-CE { 
export BGP-export; 
neighbor 10.0.79.1 { 
peer-as 65000; 


} 
pim { 
rp { 
static { 
address 10.3.33.3; 


} 

interface so-0/0/1.0 { 
mode sparse; 

} 

interface fe-0/1/0.0 { 
mode sparse; 


} 
policy-options { 
policy-statement BGP-export { 
term t1 { 
from protocol direct; 
then accept; 
} 
term t2 { 
from protocol static; 
then accept; 
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policy-statement load-balance { 
then { 
load-balance per-packet; 


SEE ALSO 
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Understanding Redundant Virtual Tunnel Interfaces in MBGP MVPNs 


In multiprotocol BGP (MBGP) multicast VPNs (MVPNs), VT interfaces are needed for multicast traffic on 
routing devices that function as combined provider edge (PE) and provider core (P) routers to optimize 
bandwidth usage on core links. VT interfaces prevent traffic replication when a P router also acts as a PE 
router (an exit point for multicast traffic). 


Starting in Junos OS Release 12.3, you can configure up to eight VT interfaces in a routing instance, thus 
providing Tunnel PIC redundancy inside the same multicast VPN routing instance. When the active VT 
interface fails, the secondary one takes over, and you can continue managing multicast traffic with no 
duplication. 


Redundant VT interfaces are supported with RSVP point-to-multipoint provider tunnels as well as multicast 
LDP provider tunnels. This feature also works for extranets. 


You can configure one of the VT interfaces to be the primary interface. If a VT interface is configured as 
the primary, it becomes the next hop that is used for traffic coming in from the core on the label-switched 
path (LSP) into the routing instance. When a VT interface is configured to be primary and the VT interface 
is used for both unicast and multicast traffic, only the multicast traffic is affected. 


If no VT interface is configured to be the primary or if the primary VT interface is unusable, one of the 
usable configured VT interfaces is chosen to be the next hop that is used for traffic coming in from the 
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core on the LSP into the routing instance. If the VT interface in use goes down for any reason, another 
usable configured VT interface in the routing instance is chosen. When the VT interface in use changes, 
all multicast routes in the instance also switch their reverse-path forwarding (RPF) interface to the new 


VT interface to allow the traffic to be received. 


To realize the full benefit of redundancy, we recommend that when you configure multiple VT interfaces, 
at least one of the VT interfaces be on a different Tunnel PIC from the other VT interfaces. However, 


Junos OS does not enforce this. 
Release History Table 


Release Description 


123 Starting in Junos OS Release 12.3, you can configure up to eight VT interfaces in a routing 
instance, thus providing Tunnel PIC redundancy inside the same multicast VPN routing 


instance. 


| Example: Configuring Redundant Virtual Tunnel Interfaces in MBGP MVPNs 


IN THIS SECTION 


Requirements | 845 
Overview | 846 
Configuration | 846 


Verification | 856 


This example shows how to configure redundant virtual tunnel (VT) interfaces in multiprotocol BGP (MBGP) 
multicast VPNs (MVPNs). To configure, include multiple VT interfaces in the routing instance and, optionally, 
apply the primary statement to one of the VT interfaces. 


Requirements 


The routing device that has redundant VT interfaces configured must be running Junos OS Release 12.3 


or later. 
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Overview 


In this example, Device PE2 has redundant VT interfaces configured in a multicast LDP routing instance, 
and one of the VT interfaces is assigned to be the primary interface. 


Figure 114 on page 846 shows the topology used in this example. 


Figure 114: Multiple VT Interfaces in MBGP MVPN Topology 
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The following example shows the configuration for the customer edge (CE), provider (P), and provider 
edge (PE) devices in Figure 114 on page 846. The section “Step-by-Step Procedure” on page 851 describes 
the steps on Device PE2. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Device CE1 


set interfaces ge-1/2/0 unit 0 family inet address 10.1.1.1/30 
set interfaces ge-1/2/0 unit 0 family mpls 

set interfaces loO unit O family inet address 192.0.2.1/24 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.0 

set protocols pim rp static address 198.51.100.0 

set protocols pim interface all 

set routing-options router-id 192.0.2.1 


847 


Device CE2 


set interfaces ge-1/2/0 unit 0 family inet address 10.1.1.18/30 
set interfaces ge-1/2/0 unit 0 family mpls 

set interfaces loO unit O family inet address 192.0.2.6/24 

set protocols sap listen 192.168.0.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.0 

set protocols pim rp static address 198.51.100.0 

set protocols pim interface all 

set routing-options router-id 192.0.2.6 


Device CE3 


set interfaces ge-1/2/0 unit 0 family inet address 10.1.1.22/30 
set interfaces ge-1/2/0 unit 0 family mpls 

set interfaces loO unit O family inet address 192.0.2.7/24 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.0 

set protocols pim rp static address 198.51.100.0 

set protocols pim interface all 

set routing-options router-id 192.0.2.7 


Device P 


set interfaces ge-1/2/0 unit 0 family inet address 10.1.1.6/30 
set interfaces ge-1/2/0 unit 0 family mpls 

set interfaces ge-1/2/1 unit 0 family inet address 10.1.1.9/30 
set interfaces ge-1/2/1 unit 0 family mpls 

set interfaces loO unit O family inet address 192.0.2.3/24 

set protocols mpls interface ge-1/2/0.0 

set protocols mpls interface ge-1/2/1.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.0 

set protocols ospf area 0.0.0.0 interface ge-1/2/1.0 

set protocols Idp interface ge-1/2/0.0 

set protocols Idp interface ge-1/2/1.0 
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set protocols Idp p2mp 
set routing-options router-id 192.0.2.3 


Device PE1 


set interfaces ge-1/2/0 unit 0 family inet address 10.1.1.2/30 

set interfaces ge-1/2/0 unit 0 family mpls 

set interfaces ge-1/2/1 unit 0 family inet address 10.1.1.5/30 

set interfaces ge-1/2/1 unit 0 family mpls 

set interfaces vt-1/2/0 unit 2 family inet 

set interfaces loO unit O family inet address 192.0.2.2/24 

set interfaces loO unit 1 family inet address 198.51.100.0/24 

set protocols mpls interface ge-1/2/1.0 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 192.0.2.2 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 192.0.2.4 

set protocols bgp group ibgp neighbor 192.0.2.5 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/1.0 

set protocols Idp interface ge-1/2/1.0 

set protocols Idp p2mp 

set policy-options policy-statement parent_vpn_routes from protocol bgp 
set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface ge-1/2/0.0 

set routing-instances vpn-1 interface vt-1/2/0.2 multicast 

set routing-instances vpn-1 interface lo0.1 

set routing-instances vpn-1 route-distinguisher 100:100 

set routing-instances vpn-1 provider-tunnel Idp-p2mp 

set routing-instances vpn-1 vrf-target target:1:1 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.1 passive 
set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/0.0 
set routing-instances vpn-1 protocols pim rp static address 198.51.100.0 
set routing-instances vpn-1 protocols pim interface ge-1/2/0.0 mode sparse 
set routing-instances vpn-1 protocols mvpn 

set routing-options router-id 192.0.2.2 

set routing-options autonomous-system 1001 
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Device PE2 


set interfaces ge-1/2/0 unit 0 family inet address 10.1.1.10/30 

set interfaces ge-1/2/0 unit 0 family mpls 

set interfaces ge-1/2/2 unit 0 family inet address 10.1.1.13/30 

set interfaces ge-1/2/2 unit 0 family mpls 

set interfaces ge-1/2/1 unit 0 family inet address 10.1.1.17/30 

set interfaces ge-1/2/1 unit 0 family mpls 

set interfaces vt-1/1/0 unit O family inet 

set interfaces vt-1/2/1 unit 0 family inet 

set interfaces loO unit O family inet address 192.0.2.4/24 

set interfaces loO unit 1 family inet address 203.0.113.4/24 

set protocols mpls interface ge-1/2/0.0 

set protocols mpls interface ge-1/2/2.0 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 192.0.2.4 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 192.0.2.2 

set protocols bgp group ibgp neighbor 192.0.2.5 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.0 

set protocols ospf area 0.0.0.0 interface ge-1/2/2.0 

set protocols Idp interface ge-1/2/0.0 

set protocols Idp interface ge-1/2/2.0 

set protocols Idp p2mp 

set policy-options policy-statement parent_vpn_routes from protocol bgp 
set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface vt-1/1/0.0 multicast 

set routing-instances vpn-1 interface vt-1/1/0.0 primary 

set routing-instances vpn-1 interface vt-1/2/1.0 multicast 

set routing-instances vpn-1 interface ge-1/2/1.0 

set routing-instances vpn-1 interface lo0.1 

set routing-instances vpn-1 route-distinguisher 100:100 

set routing-instances vpn-1 vrf-target target:1:1 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.1 passive 
set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/1.0 
set routing-instances vpn-1 protocols pim rp static address 198.51.100.0 
set routing-instances vpn-1 protocols pim interface ge-1/2/1.0 mode sparse 
set routing-instances vpn-1 protocols mvpn 

set routing-options router-id 192.0.2.4 
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set routing-options autonomous-system 1001 


Device PE3 


set interfaces ge-1/2/0 unit 0 family inet address 10.1.1.14/30 

set interfaces ge-1/2/0 unit 0 family mpls 

set interfaces ge-1/2/1 unit 0 family inet address 10.1.1.21/30 

set interfaces ge-1/2/1 unit 0 family mpls 

set interfaces vt-1/2/0 unit 5 family inet 

set interfaces loO unit O family inet address 192.0.2.5/24 

set interfaces loO unit 1 family inet address 203.0.113.5/24 

set protocols mpls interface ge-1/2/0.0 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 192.0.2.5 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 192.0.2.2 

set protocols bgp group ibgp neighbor 192.0.2.4 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.0 

set protocols Idp interface ge-1/2/0.0 

set protocols Idp p2mp 

set policy-options policy-statement parent_vpn_routes from protocol bgp 
set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface vt-1/2/0.5 multicast 

set routing-instances vpn-1 interface ge-1/2/1.0 

set routing-instances vpn-1 interface lo0.1 

set routing-instances vpn-1 route-distinguisher 100:100 

set routing-instances vpn-1 vrf-target target:1:1 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.1 passive 
set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/1.0 
set routing-instances vpn-1 protocols pim rp static address 198.51.100.0 
set routing-instances vpn-1 protocols pim interface ge-1/2/1.0 mode sparse 
set routing-instances vpn-1 protocols mvpn 

set routing-options router-id 192.0.2.5 

set routing-options autonomous-system 1001 
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Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure redundant VT interfaces in an MBGP MVPN: 


1. Configure the physical interfaces and loopback interfaces. 


[edit interfaces] 

user@PE2# set ge-1/2/0 unit O family inet address 10.1.1.10/30 
user@PE2# set ge-1/2/0 unit O family mpls 

user@PE2# set ge-1/2/2 unit 0 family inet address 10.1.1.13/30 
user@PE2# set ge-1/2/2 unit 0 family mpls 

user@PE2# set ge-1/2/1 unit 0 family inet address 10.1.1.17/30 
user@PE2# set ge-1/2/1 unit O family mpls 

user@PE2# set loO unit O family inet address 192.0.2.4/24 
user@PE2# set loO unit 1 family inet address 203.0.113.4/24 


2. Configure the VT interfaces. 


Each VT interface is configurable under one routing instance. 


[edit interfaces] 
user@PE2# set vt-1/1/0 unit 0 family inet 
user@PE2# set vt-1/2/1 unit 0 family inet 


3. Configure MPLS on the physical interfaces. 


[edit protocols mpls] 
user@PE2# set interface ge-1/2/0.0 
user@PE2# set interface ge-1/2/2.0 


4. Configure BGP. 


[edit protocols bgp group ibgp] 
user@PE2# set type internal 

user@PE2# set local-address 192.0.2.4 
user@PE2# set family inet-vpn any 
user@PE2# set family inet-mvpn signaling 
user@PE2# set neighbor 192.0.2.2 
user@PE2# set neighbor 192.0.2.5 


852 


5. Configure an interior gateway protocol. 


[edit protocols ospf area 0.0.0.0] 
user@PE2# set interface lo0.0 passive 
user@PE2# set interface ge-1/2/0.0 
user@PE2# set interface ge-1/2/2.0 


6. Configure LDP. 


[edit protocols Idp] 

user@PE2# set interface ge-1/2/0.0 
user@PE2# set interface ge-1/2/2.0 
user@PE2# set p2mp 


7. Configure the routing policy. 


[edit policy-options policy-statement parent_vpn_routes] 
user@PE2# set from protocol bgp 
user@PE2# set then accept 


8. Configure the routing instance. 


[edit routing-instances vpn-1] 

user@PE2# set instance-type vrf 

user@PE2# set interface ge-1/2/1.0 

user@PE2# set interface lo0.1 

user@PE2# set route-distinguisher 100:100 

user@PE2# set vrf-target target:1:1 

user@PE2# set protocols ospf export parent_vpn_routes 
user@PE2# set protocols ospf area 0.0.0.0 interface lo0.1 passive 
user@PE2# set protocols ospf area 0.0.0.0 interface ge-1/2/1.0 
user@PE2# set protocols pim rp static address 198.51.100.0 
user@PE2# set protocols pim interface ge-1/2/1.0 mode sparse 
user@PE2# set protocols mvpn 


9. Configure redundant VT interfaces in the routing instance. 


Make vt-1/1/0.0 the primary interface. 


[edit routing-instances vpn-1] 
user@PE2# set interface vt-1/1/0.0 multicast primary 
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user@PE2# set interface vt-1/2/1.0 multicast 


10. Configure the router ID and autonomous system (AS) number. 


[edit routing-options] 
user@PE2# set router-id 192.0.2.4 
user@PE2# set autonomous-system 1001 


Results 


From configuration mode, confirm your configuration by entering the show interfaces, show protocols, 
show policy-options, show routing-instances, and show routing-options commands. If the output does 
not display the intended configuration, repeat the configuration instructions in this example to correct it. 


user@PE2# show interfaces 
ge-1/2/0 { 
unit O { 
family inet { 
address 10.1.1.10/30; 
} 


family mpls; 


} 
ge-1/2/2 { 
unit O { 
family inet { 
address 10.1.1.13/30; 
} 


family mpls; 


} 
ge-1/2/1 { 
unit O { 
family inet { 
address 10.1.1.17/30; 
} 


family mpls; 


} 
vt-1/1/0 { 
unit O { 
family inet; 


} 
vt-1/2/1 { 
unit O { 
family inet; 


} 
loO { 
unit O { 
family inet { 
address 192.0.2.4/24, 


} 
unit 1 { 
family inet { 
address 203.0.113.4/24; 


user@PE2# show protocols 
mpls { 
interface ge-1/2/0.0; 
interface ge-1/2/2.0; 
} 
bgp { 
group ibgp { 
type internal; 
local-address 192.0.2.4; 
family inet-vpn { 
any; 
} 
family inet-mvpn { 
signaling; 
} 
neighbor 192.0.2.2; 
neighbor 192.0.2.5; 


} 
ospf { 
area 0.0.0.0 { 
interface 100.0 { 
passive; 
} 
interface ge-1/2/0.0; 
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interface ge-1/2/2.0; 


} 

Idp { 
interface ge-1/2/0.0; 
interface ge-1/2/2.0; 
p2mp; 


user@PE2# show policy-options 
policy-statement parent_vpn_routes { 
from protocol bgp; 
then accept; 


user@PE2# show routing-instances 
vpn-1 { 
instance-type vrf; 
interface vt-1/1/0.0 { 
multicast; 
primary; 
} 
interface vt-1/2/1.0 { 
multicast; 
} 
interface ge-1/2/1.0; 
interface 100.1; 
route-distinguisher 100:100; 
vrf-target target:1:1; 
protocols { 
ospf { 
export parent_vpn_routes; 
area 0.0.0.0 { 
interface |o0.1 { 
passive; 
} 
interface ge-1/2/1.0; 


} 
pim { 
rp { 
static { 
address 198.51.100.0; 
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} 
interface ge-1/2/1.0 { 
mode sparse; 


mvpn; 


user@PE2# show routing-options 
router-id 192.0.2.4; 
autonomous-system 1001; 


If you are done configuring the device, enter commit from configuration mode. 


Verification 


Confirm that the configuration is working properly. 


NOTE: The show multicast route extensive instance instance-name command also displays the 
VT interface in the multicast forwarding table when multicast traffic is transmitted across the 
VPN. 


Checking the LSP Route 


Purpose 
Verify that the expected LT interface is assigned to the LDP-learned route. 


Action 
1. From operational mode, enter the show route table mpls command. 


user@PE2> show route table mpls 











mpls.0: 13 destinations, 13 routes (13 active, 0 holddown, 0 hidden) 
+ = Active Route, = Last Active, * = Both 
0 <|MPIGS/O)]| OZ8O0936, wreak Il 
Receive 
il *([MPLS/0] 02:09:36, metric 1 


Receive 
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2 *([MPLS/0] 02:09:36, metric 1 
Receive 
13 DMPA S/O O21 O9i SiG ameter ke 
Receive 
ABIDTIG *[LDP/9] 02:09:14, metric 1 
> via ge-1/2/0.0, Pop 
299776 (S=0) Sms 9]) O28089s14a, meierse il 
> Wia Ge-1/2/0.0, Psis 
BODY + LDE/ 91022 09097) metro a! 
> Vj aC mW 127-2 OECD 
299792 (S=0) =D / Si) OZ2089308), meiere il 
> Wia Ce-l/2/2.0, Pee 
299808 =e / Si) OZ209O04, meicrse il 
> via ge-1/2/0.0, Swap 299808 
299824 SWE THC! O42 ORs SiS 
> Vilagen/27/l Opa Eop 
299840 *[VPN/170] 02:08:56 
> Wiel Ce-l/2/il.0, eyo 
299856 SSM NY NiO OZ 101857516 
receive table vpn-l.inet.0, Pop 
299872 *[LDP/9] 02:08:54, metric 1 





> via vt-1/1/0.0, Pop 
via ge-1/2/2.0, Swap 299872 


2. From configuration mode, change the primary VT interface by removing the primary statement from 
the vt-1/1/0.0 interface and adding it to the vt-1/2/1.0 interface. 


[edit routing-instances vpn-1] 

user@PE2# delete interface vt-1/1/0.0 primary 
user@PE2# set interface vt-1/2/1.0 primary 
user@PE2# commit 


3. From operational mode, enter the show route table mpls command. 





user@PE2> show route table mpls 





mpls.0: 13 destinations, 13 routes (13 active, 0 holddown, 0 hidden) 
+ = Active Route, = Last Active, * = Both 
0 APMP S/O O21 OShe iG aeimeiers keel 
Receive 
il AMEE Sy Ol O2 109) .3'G-aemeiaranncun 
Receive 
2 SIMPUS/ O02 09316 metre! 
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ADT TUS) 
299776 (S=0) 
AIG 

Zoo O2s(S—0)) 
299808 
299824 
299840 
299856 


BOYS TA 


Meaning 





< 





O 


Receive 


Dins//0)l| WAROSSee,, imYsiereale: AL 


Receive 
P/9) 02:09:14, metric 1 
via ge-1/2/0.0, Pop 
P/O] OQsOVeil#, Were i 
via ge-1/2/0.0, Pop 
P/9] 02:09:09, metric 1 
VilaiGen 127/20 Eop 





DEY 9) 022709304, metrac 1 


P/9] 02:09:09, metric 1 
Wie Ce-l/2/2,.0, eyo 











via ge-1/2/0.0, Swap 299808 
F#AIO|) O22083 56 

Vila ea W127 OED 

/ la, ON NO2Z 0185516 

Wia qe-l/2/1.0, Bes 

JULIO] C2083 56 





ceive table vpn-l.inet.0, Pop 





P/Q] OM2ZSO8e54, insicicae il 
via vt-1/2/1.0, Pop 
Wie Ge-L/2/2.0, Selo 299872 


With the original configuration, the output shows the vt-1/1/0.0 interface. If you change the primary 
interface to vt-1/2/1.0, the output shows the vt-1/2/1.0 interface. 
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Understanding Sender-Based RPF in a BGP MVPN with RSVP-TE 
Point-to-Multipoint Provider Tunnels 


In a BGP multicast VPN (MVPN) (also called a multiprotocol BGP next-generation multicast VPN), 
sender-based reverse-path forwarding (RPF) helps to prevent multiple provider edge (PE) routers from 
sending traffic into the core, thus preventing duplicate traffic being sent to a customer. In the following 
diagram, sender-based RPF configured on egress Device PE3 and Device PE4 prevents duplicate traffic 
from being sent to the customers. 


Figure 115: Sender-Based RPF 
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Sender-based RPF is supported on MX Series platforms with MPC line cards. As a prerequisite, the router 
must be set to network-services enhanced-ip mode. 


Sender-based RPF (and hot-root standby) are supported only for MPLS BGP MVPNs with RSVP 
point-to-multipoint provider tunnels. Both SPT-only and SPT-RPT MVPN modes are supported. 


Sender-based RPF does not work when point-to-multipoint provider tunnels are used with label-switched 
interfaces (LSI). Junos OS only allocates a single LSI label for each VRF, and uses this label for all 
point-to-multipoint tunnels. Therefore, the label that the egress receives does not indicate the sending PE 
router. LSI labels currently cannot scale to create a unique label for each point-to-multipoint tunnel. As 
such, virtual tunnel interfaces (vt) must be used for sender-based RPF functionality with point-to-multipoint 
provider tunnels. 


Optionally, LSI interfaces can continue to be used for unicast purposes, and virtual tunnel interfaces can 
be configured to be used for multicast only. 


In general, it is important to avoid (or recover from) having multiple PE routers send duplicate traffic into 
the core because this can result in duplicate traffic being sent to the customer. The sender-based RPF has 
a use case that is limited to BGP MVPNs. The use-case scope is limited for the following reasons: 


e Atraditional RPF check for native PIM is based on the incoming interface. This RPF check prevents loops 
but does not prevent multiple forwarders on a LAN. The traditional RPF has been used because current 
multicast protocols either avoid duplicates on a LAN or have data-driven events to resolve the duplicates 
once they are detected. 


e In PIM sparse mode, duplicates can occur on a LAN in normal protocol operation. The protocol has a 
data-driven mechanism (PIM assert messages) to detect duplication when it happens and resolve it. 


e In PIM bidirectional mode, a designated forwarder (DF) election is performed on all LANs to avoid 
duplication. 


e Draft Rosen MVPNs use the PIM assert mechanism because with Draft Rosen MVPNs the core network 
is analogous to a LAN. 


Sender-based RPF is a solution to be used in conjunction with BGP MVPNs because BGP MVPNs use an 
alternative to data-driven-event solutions and bidirectional mode DF election. This is so, because, for one 
thing, the core network is not exactly a LAN. In an MVPN scenario, it is possible to determine which PE 
router has sent the traffic. Junos OS uses this information to only forward the traffic if it is sent from the 
correct PE router. With sender-based RPF, the RPF check is enhanced to check whether data arrived on 
the correct incoming virtual tunnel (vt-) interface and that the data was sent from the correct upstream 
PE router. 


More specifically, the data must arrive with the correct MPLS label in the outer header used to encapsulate 
data through the core. The label identifies the tunnel and, if the tunnel is point-to-multipoint, the upstream 
PE router. 


Sender-based RPF is not a replacement for single-forwarder election, but is a complementary feature. 
Configuring a higher primary loopback address (or router ID) on one PE device (PE1) than on another (PE2) 
ensures that PE1 is the single-forwarder election winner. The unicast-umh-election statement causes the 
unicast route preference to determine the single-forwarder election. If single-forwarder election is not 
used or if it is not sufficient to prevent duplicates in the core, sender-based RPF is recommended. 


For RSVP point-to-multipoint provider tunnels, the transport label identifies the sending PE router because 
it is arequirement that penultimate hop popping (PHP) is disabled when using point-to-multipoint provider 
tunnels with MVPNs. PHP is disabled by default when you configure the MVPN protocol in a routing 
instance. The label identifies the tunnel, and (because the RSVP-TE tunnel is point-to-multipoint) the 
sending PE router. 


The sender-based RPF mechanism is described in RFC 6513, Multicast in MPLS/BGP IP VPNs in section 
9.1.1. 
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NOTE: The hot-root standby technique described in Internet draft 
draft-morin-|3vpn-mvpn-fast-failover-O5 Multicast VPN fast upstream failover is an egress PE 
router functionality in which the egress PE router sends source-tree c-multicast join message to 
both a primary and a backup upstream PE router. This allows multiple copies of the traffic to 
flow through the provider core to the egress PE router. Sender-based RPF and hot-root standby 
can be used together to support live-live BGP MVPN traffic. This is a multicast-over-MPLS scheme 
for carrying mission-critical professional broadcast TV and IPTV traffic. A key requirement for 
many of these deployments is to have full redundancy of network equipment, including the 
ingress and egress PE routers. In some cases, a live-live approach is required, meaning that two 
duplicate traffic flows are sent across the network following diverse paths. When this technique 
is combined with sender-based forwarding, the two live flows of traffic are received at the egress 
PE router, and the egress PE router forwards a single stream to the customer network. Any 
failure in the network can be repaired locally at the egress PE router. For more information about 
hot-root standby, see hot-root-standby. 


Sender-based RPF prevents duplicates from being sent to the customer even if there is duplication in the 
provider network. Duplication could exist in the provider because of a hot-root standby configuration or 
if the single-forwarder election is not sufficient to prevent duplicates. Single-forwarder election is used 
to prevent duplicates to the core network, while sender-based RPF prevents duplicates to the customer 
even if there are duplicates in the core. There are cases in which single-forwarder election cannot prevent 
duplicate traffic from arriving at the egress PE router. One example of this (outlined in section 9.3.1 of 
RFC 6513) is when PIM sparse mode is configured in the customer network and the MVPN is in RPT-SPT 
mode with an I-PMSI. 


Determining the Upstream PE Router 


After Junos OS chooses the ingress PE router, the sender-based RPF decision determines whether the 
correct ingress PE router is selected. As described in RFC 6513, section 9.1.1, an egress PE router, PE1, 
chooses a specific upstream PE router, for given (C-S,C-G). When PE11 receives a (C-S,C-G) packet from a 
PMSI, it might be able to identify the PE router that transmitted the packet onto the PMSI. If that transmitter 
is other than the PE router selected by PE1 as the upstream PE router, PE1 can drop the packet. This 
means that the PE router detects a duplicate, but the duplicate is not forwarded. 


When an egress PE router generates a type 7 C-multicast route, it uses the VRF route import extended 
community carried in the VPN-IP route toward the source to construct the route target carried by the 
C-multicast route. This route target results in the C-multicast route being sent to the upstream PE router, 
and being imported into the correct VRF on the upstream PE router. The egress PE router programs the 
forwarding entry to only accept traffic from this PE router, and only on a particular tunnel rooted at that 
PE router. 
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When an egress PE router generates a type 6 C-multicast route, it uses the VRF route import extended 
community carried in the VPN-IP route toward the rendezvous point (RP) to construct the route target 
carried by the C-multicast route. 


This route target results in the C-multicast route being sent to the upstream PE router and being imported 
into the correct VRF on the upstream PE router. The egress PE router programs the forwarding entry to 
accept traffic from this PE router only, and only on a particular tunnel rooted at that PE router. However, 
if some other PE routers have switched to SPT mode for (C-S, C-G) and have sent source active (SA) 
autodiscovery (A-D) routes (type 5 routes), and if the egress PE router only has (C-*, C-G) state, the upstream 
PE router for (C-S, C-G) is not the PE router toward the RP to which it sent a type 6 route, but the PE 
router that originates a SA A-D route for (C-S, C-G). The traffic for (C-S, C-G) might be carried over a 
|-PMSI or S-PMSI, depending on how it was advertised by the upstream PE router. 


Additionally, when an egress PE router has only the (C-*, C-G) state and does not have the (C-S, C-G) state, 
the egress PE router might be receiving (C-S, C-G) type 5 SA routes from multiple PE routers, and chooses 
the best one, as follows: For every received (C-S, C-G) SA route, the egress PE router finds in its upstream 
multicast hop (UMH) route-candidate set for C-S a route with the same route distinguisher (RD). Among 
all such found routes the PE router selects the UMH route (based on the UMH selection). The best (C-S, 
C-G) SA route is the one whose RD is the same as of the selected UMH route. 


When an egress PE router has only the (C-*, C-G) state and does not have the (C-S, C-G) state, and if later 
the egress PE router creates the (C-S, C-G) state (for example, as a result of receiving a PIM join (C-S, C-G) 
message from one of its customer edge [CE] neighbors), the upstream PE router for that (C-S, C-G) is not 
necessarily going to be the same PE router that originated the already-selected best SA A-D route for (C-S, 
C-G). It is possible to have a situation in which the PE router that originated the best SA A-D route for 
(C-S, C-G) carries the (C-S, C-G) over an I-PMSI, while some other PE router, that is also connected to the 
site that contains C-S, carries (C-S,C-G) over an S-PMSI. In this case, the downstream PE router would not 
join the S-PMSI, but continue to receive (C-S, C-G) over the I-PMSI, because the UMH route for C-S is the 
one that has been advertised by the PE router that carries (C-S, C-G) over the I-PMSI. This is expected 
behavior. 


The egress PE router determines the sender of a (C-S, C-G) type 5 SA A-D route by finding in its UMH 
route-candidate set for C-S a route whose RD is the same as in the SA A-D route. The VRF route import 
extended community of the found route contains the IP address of the sender of the SA A-D route. 


RELATED DOCUMENTATION 


Example: Configuring Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 863 


unicast-umh-election | 1697 
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Example: Configuring Sender-Based RPF in a BGP MVPN with RSVP-TE 
Point-to-Multipoint Provider Tunnels 


IN THIS SECTION 


Requirements | 863 

Overview | 863 

Set Commands for All Devices in the Topology | 865 
Configuring Device PE2 | 870 


Verification | 878 


This example shows how to configure sender-based reverse-path forwarding (RPF) in a BGP multicast 
VPN (MVPN). Sender-based RPF helps to prevent multiple provider edge (PE) routers from sending traffic 
into the core, thus preventing duplicate traffic being sent to a customer. 


Requirements 


No special configuration beyond device initialization is required before configuring this example. 


Sender-based RPF is supported on MX Series platforms with MPC line cards. As a prerequisite, the router 
must be set to network-services enhanced-ip mode. 


Sender-based RPF is supported only for MPLS BGP MVPNs with RSVP-TE point-to-multipoint provider 
tunnels. Both SPT-only and SPT-RPT MVPN modes are supported. 


Sender-based RPF does not work when point-to-multipoint provider tunnels are used with label-switched 
interfaces (LSI). Junos OS only allocates a single LSI label for each VRF, and uses this label for all 
point-to-multipoint tunnels. Therefore, the label that the egress receives does not indicate the sending PE 
router. LSI labels currently cannot scale to create a unique label for each point-to-multipoint tunnel. As 
such, virtual tunnel interfaces (vt) must be used for sender-based RPF functionality with point-to-multipoint 
provider tunnels. 


This example requires Junos OS Release 14.2 or later on the PE router that has sender-based RPF enabled. 


Overview 


This example shows a single autonomous system (intra-AS scenario) in which one source sends multicast 
traffic (group 224.1.1.1) into the VPN (VRF instance vpn-1). Two receivers subscribe to the group. They 
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are connected to Device CE2 and Device CE3, respectively. RSVP point-to-multipoint LSPs with inclusive 
provider tunnels are set up among the PE routers. PIM (C-PIM) is configured on the PE-CE links. 


For MPLS, the signaling control protocol used here is LDP. Optionally, you can use RSVP to signal both 
point-to-point and point-to-multipoint tunnels. 


OSPF is used for interior gateway protocol (IGP) connectivity, though IS-IS is also a supported option. If 
you use OSPF, you must enable OSPF traffic engineering. 


For testing purposes, routers are used to simulate the source and the receivers. Device PE2 and Device 
PE3 are configured to statically join the 224.1.1.1 group by using the set protocols igmp interface 
interface-name static group 224.1.1.1 command. In the case when a real multicast receiver host is not 
available, as in this example, this static IGMP configuration is useful. On the CE devices attached to the 
receivers, to make them listen to the multicast group address, the example uses set protocols sap listen 
224.1.1.1. A ping command is used to send multicast traffic into the BGP MBPN. 


Sender-based RPF is enabled on Device PE2, as follows: 


[routing-instances vpn-1 protocols mvpn] 
user@PE2# set sender-based-rpf 


You can optionally configure hot-root-standby with sender-based-rpf. 


Topology 
Figure 116 on page 864 shows the sample network. 


Figure 116: Sender-Based RPF ina BGP MVPN 
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“Set Commands for All Devices in the Topology” on page 865 shows the configuration for all of the devices 
in Figure 116 on page 864. 


The section “Configuring Device PE2” on page 870 describes the steps on Device PE2. 


Set Commands for All Devices in the Topology 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Device CE1 


set interfaces ge-1/2/10 unit 0 family inet address 10.1.1.1/30 
set interfaces ge-1/2/10 unit 0 family mpls 

set interfaces loO unit O family inet address 1.1.1.1/32 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/10.0 

set protocols pim rp static address 100.1.1.2 

set protocols pim interface all 

set routing-options router-id 1.1.1.1 


Device CE2 


set interfaces ge-1/2/14 unit 0 family inet address 10.1.1.18/30 
set interfaces ge-1/2/14 unit 0 family mpls 

set interfaces loO unit O family inet address 1.1.1.6/32 

set protocols sap listen 224.1.1.1 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/14.0 

set protocols pim rp static address 100.1.1.2 

set protocols pim interface all 

set routing-options router-id 1.1.1.6 


Device CE3 
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set interfaces ge-1/2/15 unit 0 family inet address 10.1.1.22/30 
set interfaces ge-1/2/15 unit 0 family mpls 

set interfaces loO unit O family inet address 1.1.1.7/32 

set protocols sap listen 224.1.1.1 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/15.0 

set protocols pim rp static address 100.1.1.2 

set protocols pim interface all 

set routing-options router-id 1.1.1.7 


Device P 


set interfaces ge-1/2/11 unit 0 family inet address 10.1.1.6/30 
set interfaces ge-1/2/11 unit 0 family mpls 

set interfaces ge-1/2/12 unit 0 family inet address 10.1.1.9/30 
set interfaces ge-1/2/12 unit 0 family mpls 

set interfaces ge-1/2/13 unit 0 family inet address 10.1.1.13/30 
set interfaces ge-1/2/13 unit 0 family mpls 

set interfaces loO unit O family inet address 1.1.1.3/32 

set protocols rsvp interface all 

set protocols mpls traffic-engineering bgp-igp-both-ribs 

set protocols mpls interface ge-1/2/11.0 

set protocols mpls interface ge-1/2/12.0 

set protocols mpls interface ge-1/2/13.0 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/11.0 

set protocols ospf area 0.0.0.0 interface ge-1/2/12.0 

set protocols ospf area 0.0.0.0 interface ge-1/2/13.0 

set protocols Idp interface ge-1/2/11.0 

set protocols Idp interface ge-1/2/12.0 

set protocols Idp interface ge-1/2/13.0 

set protocols Idp p2mp 

set routing-options router-id 1.1.1.3 


Device PE1 


set interfaces ge-1/2/10 unit 0 family inet address 10.1.1.2/30 

set interfaces ge-1/2/10 unit 0 family mpls 

set interfaces ge-1/2/11 unit 0 family inet address 10.1.1.5/30 

set interfaces ge-1/2/11 unit 0 family mpls 

set interfaces vt-1/2/10 unit 2 family inet 

set interfaces loO unit O family inet address 1.1.1.2/32 

set interfaces loO unit 102 family inet address 100.1.1.2/32 

set protocols rsvp interface ge-1/2/11.0 

set protocols mpls traffic-engineering bgp-igp-both-ribs 

set protocols mpls label-switched-path p2mp-template template 

set protocols mpls label-switched-path p2mp-template p2mp 

set protocols mpls interface ge-1/2/11.0 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 1.1.1.2 

set protocols bgp group ibgp family inet unicast 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 1.1.1.4 

set protocols bgp group ibgp neighbor 1.1.1.5 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/11.0 

set protocols Idp interface ge-1/2/11.0 

set protocols Idp p2mp 

set policy-options policy-statement parent_vpn_routes from protocol bgp 

set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface ge-1/2/10.0 

set routing-instances vpn-1 interface vt-1/2/10.2 

set routing-instances vpn-1 interface lo0.102 

set routing-instances vpn-1 provider-tunnel rsvp-te label-switched-path-template p2mp-template 

set routing-instances vpn-1 provider-tunnel selective group 225.0.1.0/24 source 0.0.0.0/0 rsvp-te 
label-switched-path-template p2mp-template 

set routing-instances vpn-1 provider-tunnel selective group 225.0.1.0/24 source 0.0.0.0/0 
threshold-rate O 

set routing-instances vpn-1 vrf-target target:100:10 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.102 passive 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/10.0 

set routing-instances vpn-1 protocols pim rp local address 100.1.1.2 

set routing-instances vpn-1 protocols pim interface ge-1/2/10.0 mode sparse 

set routing-instances vpn-1 protocols mvpn mvpn-mode rpt-spt 


867 


868 


set routing-options router-id 1.1.1.2 
set routing-options route-distinguisher-id 1.1.1.2 
set routing-options autonomous-system 1001 


Device PE2 


set interfaces ge-1/2/12 unit 0 family inet address 10.1.1.10/30 

set interfaces ge-1/2/12 unit 0 family mpls 

set interfaces ge-1/2/14 unit 0 family inet address 10.1.1.17/30 

set interfaces ge-1/2/14 unit 0 family mpls 

set interfaces vt-1/2/10 unit 4 family inet 

set interfaces loO unit O family inet address 1.1.1.4/32 

set interfaces loO unit 104 family inet address 100.1.1.4/32 

set protocols igmp interface ge-1/2/14.0 static group 224.1.1.1 

set protocols rsvp interface ge-1/2/12.0 

set protocols mpls traffic-engineering bgp-igp-both-ribs 

set protocols mpls label-switched-path p2mp-template template 

set protocols mpls label-switched-path p2mp-template p2mp 

set protocols mpls interface ge-1/2/12.0 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 1.1.1.4 

set protocols bgp group ibgp family inet unicast 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 1.1.1.2 

set protocols bgp group ibgp neighbor 1.1.1.5 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/12.0 

set protocols Idp interface ge-1/2/12.0 

set protocols Idp p2mp 

set policy-options policy-statement parent_vpn_routes from protocol bgp 

set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface vt-1/2/10.4 

set routing-instances vpn-1 interface ge-1/2/14.0 

set routing-instances vpn-1 interface lo0.104 

set routing-instances vpn-1 provider-tunnel rsvp-te label-switched-path-template p2mp-template 

set routing-instances vpn-1 provider-tunnel selective group 225.0.1.0/24 source 0.0.0.0/0 rsvp-te 
label-switched-path-template p2mp-template 


869 


set routing-instances vpn-1 provider-tunnel selective group 225.0.1.0/24 source 0.0.0.0/0 
threshold-rate 0 

set routing-instances vpn-1 vrf-target target:100:10 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.104 passive 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/14.0 

set routing-instances vpn-1 protocols pim rp static address 100.1.1.2 

set routing-instances vpn-1 protocols pim interface ge-1/2/14.0 mode sparse 

set routing-instances vpn-1 protocols mvpn mvpn-mode rpt-spt 

set routing-instances vpn-1 protocols mvpn sender-based-rpf 

set routing-instances vpn-1 protocols mvpn hot-root-standby source-tree 

set routing-options router-id 1.1.1.4 

set routing-options route-distinguisher-id 1.1.1.4 

set routing-options autonomous-system 1001 


Device PE3 


set interfaces ge-1/2/13 unit 0 family inet address 10.1.1.14/30 
set interfaces ge-1/2/13 unit 0 family mpls 

set interfaces ge-1/2/15 unit 0 family inet address 10.1.1.21/30 
set interfaces ge-1/2/15 unit 0 family mpls 

set interfaces vt-1/2/10 unit 5 family inet 

set interfaces loO unit O family inet address 1.1.1.5/32 

set interfaces loO unit 105 family inet address 100.1.1.5/32 

set protocols igmp interface ge-1/2/15.0 static group 224.1.1.1 
set protocols rsvp interface ge-1/2/13.0 

set protocols mpls traffic-engineering bgp-igp-both-ribs 

set protocols mpls label-switched-path p2mp-template template 
set protocols mpls label-switched-path p2mp-template p2mp 
set protocols mpls interface ge-1/2/13.0 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 1.1.1.5 

set protocols bgp group ibgp family inet unicast 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 1.1.1.2 

set protocols bgp group ibgp neighbor 1.1.1.4 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/13.0 
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set protocols Idp interface ge-1/2/13.0 

set protocols Idp p2mp 

set policy-options policy-statement parent_vpn_routes from protocol bgp 

set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface vt-1/2/10.5 

set routing-instances vpn-1 interface ge-1/2/15.0 

set routing-instances vpn-1 interface lo0.105 

set routing-instances vpn-1 provider-tunnel rsvp-te label-switched-path-template p2mp-template 

set routing-instances vpn-1 provider-tunnel selective group 225.0.1.0/24 source 0.0.0.0/0 rsvp-te 
label-switched-path-template p2mp-template 

set routing-instances vpn-1 provider-tunnel selective group 225.0.1.0/24 source 0.0.0.0/0 
threshold-rate 0 

set routing-instances vpn-1 vrf-target target:100:10 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.105 passive 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/15.0 

set routing-instances vpn-1 protocols pim rp static address 100.1.1.2 

set routing-instances vpn-1 protocols pim interface ge-1/2/15.0 mode sparse 

set routing-instances vpn-1 protocols mvpn mvpn-mode rpt-spt 

set routing-options router-id 1.1.1.5 

set routing-options route-distinguisher-id 1.1.1.5 

set routing-options autonomous-system 1001 


Configuring Device PE2 


Step-by-Step Procedure 


The following example requires that you navigate various levels in the configuration hierarchy. For 


information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure Device PE2: 


1. Enable enhanced IP mode. 


[edit chassis] 
user@PE2# set network-services enhanced-ip 


2. Configure the device interfaces. 


[edit interfaces] 
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user@PE2# set ge-1/2/12 unit 0 family inet address 10.1.1.10/30 
user@PE2# set ge-1/2/12 unit 0 family mpls 

user@PE2# set ge-1/2/14 unit 0 family inet address 10.1.1.17/30 
user@PE2# set ge-1/2/14 unit 0 family mpls 

user@PE2# set vt-1/2/10 unit 4 family inet 

user@PE2# set loO unit O family inet address 1.1.1.4/32 
user@PE2# set loO unit 104 family inet address 100.1.1.4/32 


3. Configure IGMP on the interface facing the customer edge. 


[edit protocols igmp] 
user@PE2# set interface ge-1/2/14.0 


4. (Optional) Force the PE device to join the multicast group with a static configuration. 


Normally, this would happen dynamically in a setup with real sources and receivers. 


[edit protocols igmp] 
user@PE2# set interface ge-1/2/14.0 static group 224.1.1.1 


5. Configure RSVP on the interfaces facing the provider core. 


[edit protocols rsvp] 
user@PE2# set interface ge-1/2/0.10 


6. Configure MPLS. 


[edit protocols mpls] 

user@PE2# set traffic-engineering bgp-igp-both-ribs 
user@PE2# set label-switched-path p2mp-template template 
user@PE2# set label-switched-path p2mp-template p2mp 
user@PE2# set interface ge-1/2/12.0 


7. Configure internal BGP (IBGP) among the PE routers. 


[edit protocols bgp group ibgp] 
user@PE2# set type internal 
user@PE2# set local-address 1.1.1.4 
user@PE2# set family inet unicast 


user@PE2# set family inet-vpn any 
user@PE2# set family inet-mvpn signaling 
user@PE2# set neighbor 1.1.1.2 
user@PE2# set neighbor 1.1.1.5 


8. Configure an OSPF or IS-IS. 


[edit protocols ospf] 

user@PE2# set traffic-engineering 

user@PE2# set area 0.0.0.0 interface 100.0 passive 
user@PE2# set area 0.0.0.0 interface ge-1/2/12.0 


9. (Optional) Configure LDP. 


RSVP can be used instead for MPLS signaling. 


[edit protocols bgp group ibgp] 
user@PE2# set interface ge-1/2/12.0 
user@PE2# set p2mp 


10. Configure a routing policy to be used in the VPN. 


The policy is used for exporting the BGP into the PE-CE IGP session. 


[edit policy-options policy-statement parent_vpn_routes] 
user@PE2# set from protocol bgp 
user@PE2# set then accept 


11. Configure the routing instance. 


[edit routing-instances vpn-1] 
user@PE2# set instance-type vrf 
user@PE2# set interface vt-1/2/10.4 
user@PE2# set interface ge-1/2/14.0 
user@PE2# set interface lo0.104 


12. Configure the provider tunnel. 


[edit routing-instances vpn-1 provider-tunnel] 
user@PE2# set rsvp-te label-switched-path-template p2mp-template 
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user@PE2# set selective group 225.0.1.0/24 source 0.0.0.0/0 rsvp-te label-switched-path-template 
p2mp-template 
user@PE2# set selective group 225.0.1.0/24 source 0.0.0.0/0 threshold-rate O 


13. Configure the VRF target. 


In the context of unicast IPv4 routes, choosing vrf-target has two implications. First, every locally 
learned (in this case, direct and static) route at the VRF is exported to BGP with the specified route 
target (RT). Also, every received inet-vpn BGP route with that RT value is imported into the VRF vpn-1. 
This has the advantage of a simpler configuration, and the drawback of less flexibility in selecting and 
modifying the exported and imported routes. It also implies that the VPN is full mesh and all the PE 
routers get routes from each other, so complex configurations like hub-and-spoke or extranet are not 
feasible. If any of these features are required, it is necessary to use vrf-import and vrf-export instead. 


[edit ] 
user@PE2# set routing-instances vpn-1 vrf-target target:100:10 


14. Configure the PE-CE OSPF session. 


[edit routing-instances vpn-1 protocols ospf] 
user@PE2# set export parent_vpn_routes 
user@PE2# set area 0.0.0.0 interface 100.104 passive 
user@PE2# set area 0.0.0.0 interface ge-1/2/14.0 


15. Configure the PE-CE PIM session. 


[edit routing-instances vpn-1 protocols pim] 
user@PE2# set rp static address 100.1.1.2 
user@PE2# set interface ge-1/2/14.0 mode sparse 


16. Enable the MVPN mode. 


Both rpt-spt and spt-only are supported with sender-based RPF. 


[edit routing-instances vpn-1 protocols mvpn] 
user@PE2# set mvpn-mode rpt-spt 


17. Enable sender-based RPF. 
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[edit routing-instances vpn-1 protocols mvpn] 
user@PE2# set sender-based-rpf 


18. Configure the router ID, the router distinguisher, and the AS number. 


[edit routing-options] 

user@PE2# set router-id 1.1.1.4 

user@PE2# set route-distinguisher-id 1.1.1.4 
user@PE2# set autonomous-system 1001 


Results 


From configuration mode, confirm your configuration by entering the show chassis, show interfaces, show 
protocols, show policy-options, show routing-instances, and show routing-options commands. If the 
output does not display the intended configuration, repeat the instructions in this example to correct the 
configuration. 


user@PE2# show chassis 
network-services enhanced-ip; 


user@PE2# show interfaces 
ge-1/2/12 { 
unit O { 
family inet { 
address 10.1.1.10/30; 
} 


family mpls; 


} 
ge-1/2/14 { 
unit O { 
family inet { 
address 10.1.1.17/30; 
} 


family mpls; 


} 
vt-1/2/10 { 
unit 5 { 
family inet; 


loO { 
unit O { 
family inet { 
address 1.1.1.5/32; 


} 
unit 105 { 
family inet { 
address 100.1.1.5/32; 


user@PE2# show protocols 
igmp { 
interface ge-1/2/15.0 { 
static { 
group 224.1.1.1; 


} 
rsvp { 
interface all; 
} 
mpls { 
traffic-engineering bgp-igp-both-ribs; 
label-switched-path p2mp-template { 
template; 
p2mp; 
} 
interface ge-1/2/13.0; 
} 
bgp { 
group ibgp { 
type internal; 
local-address 1.1.1.5; 
family inet { 
unicast; 
} 
family inet-vpn { 
any; 
} 
family inet-mvpn { 
signaling; 
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} 
neighbor 1.1.1.2; 
neighbor 1.1.1.4; 


} 
} 
ospf { 
traffic-engineering; 
area 0.0.0.0 { 
interface 100.0 { 
passive; 
} 
interface ge-1/2/13.0; 
} 
} 
Idp { 
interface ge-1/2/13.0; 
p2mp; 
} 


user@PE2# show policy-options 
policy-statement parent_vpn_routes { 
from protocol bgp; 
then accept; 


user@PE2# show routing-instances 
vpn-1 { 

instance-type vrf; 

interface vt-1/2/10.5; 

interface ge-1/2/15.0; 

interface 100.105; 

provider-tunnel { 

rsvp-te { 
label-switched-path-template { 
p2mp-template; 


} 
selective { 
group 225.0.1.0/24 { 
source 0.0.0.0/0 { 
rsvp-te { 
label-switched-path-template { 
p2mp-template; 
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} 
threshold-rate 0; 


} 
vrf-target target: 100:10; 
protocols { 
ospf { 
export parent_vpn_routes; 
area 0.0.0.0 { 
interface lo0.105 { 
passive; 
} 
interface ge-1/2/15.0; 


} 
pim { 
rp { 
static { 
address 100.1.1.2; 


} 
interface ge-1/2/15.0 { 
mode sparse; 


} 
mvpn { 
mvpn-mode { 
rpt-spt; 
} 


sender-based-rpf; 


user@PE2# show routing-options 
router-id 1.1.1.5; 
route-distinguisher-id 1.1.1.5; 
autonomous-system 1001; 


If you are done configuring the device, enter commit from configuration mode. 
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Verification 


IN THIS SECTION 


Verifying Sender-Based RPF | 878 

Checking the BGP Routes | 879 

Checking the PIM Joins on the Downstream CE Receiver Devices | 886 
Checking the PIM Joins on the PE Devices | 888 

Checking the Multicast Routes | 890 

Checking the MVPN C-Multicast Routes | 892 


Checking the Source PE | 893 


Confirm that the configuration is working properly. 


Verifying Sender-Based RPF 


Purpose 
Make sure that sender-based RPF is enabled on Device PE2. 


Action 





user@PE2> show mvpn instance vpn-1 


MVPN instance: 
Legend for provider tunnel 


S= Selective provider tunnel 


Legend for c-multicast routes properties (Pr) 


DS == clereiwecl itsom (%, ©@=¢) RM -- remote VPN route 





Family : INET 


TMAGiESIMES 8 Wein—IL 
MVPN Mode : RPT-SPT 
Sender-Based RPF: Enabled. 
Hot Root Standby: Disabled. Reason: Not enabled by configuration. 
DeCGwaelaie icwoMNeILs USP cial sxsw PAMIPsi i, il,a, B2647, i114 








Neighbor Inclusive Provider Tunnel 
peviliealeee2 ROWE, PAM i, l,@, 19282, 1.1.1.2 
Ale eiadaats) RSVP PAMP st tel. dS, S89S,1.1.1.5 
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C-mcast IPw4 (S:G) Provider Tunnel St 
0.0,0,0/09224 1,1,1/ 32 RSVP- POMPESL Lo dA. IS2E2 iso 62 
00,0, 0/03224.2,127 254/32 RSVP- DOME el A, I5282, loi, i,2 





E 











E 


MVPN instance: 


Legend for provider tunnel 





S Selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS == clereiwecl itsem (%, ©=G) RM -- remote VPN route 


Family : INET6 





Instance : vpn-1 
MVPN Mode : RPT-SPT 
Sender-Based RPF: Enabled. 





Hot Root Standby: Disabled. Reason: Not enabled by configuration. 





Deo wauelaie ice ILS WP ciall XSW PAMIP si l,l .a, B2647, i114 





Checking the BGP Routes 


Purpose 


Make sure the expected BGP routes are being added to the routing tables on the PE devices. 


Action 





user@PE1> show route protocol bgp 


inet.0: 10 destinations, 14 routes (10 active, 0 holddown, O hidden) 
inet.3: 3 destinations, 3 routes (3 active, 0 holddown, O hidden) 


vpn-l.inet.0: 14 destinations, 15 routes (14 active, 0 holddown, 0 hidden) 








+ = Active Route, Last Active, * = Both 


1 tol. 6/52 “(AS2/L7O cl O4e25e24, wisi) 1, ioceiljowene LOO, secom 1,1,1,4 
AS path: I, validation-state: unverified 
S wile qeal/2/lil,0, Bwisl LONG, wUisin AVC) 7S) (ices) 
de, tf 3e XES/L7O] ikel OAseso2s, Wino) i, iheyeilorese 100, icmom i. i.,i1.5 
AS path: I, validation-state: unverified 
Sevila Gea) 2/10 Push 2997716 a Push 299i 76\(top) 
UO) 6 tty Lo LG/ SO “XE2/ iL 70) iel O4c23e24, Iecadjorsic LOO, iccom tii 4 
AS path: I, validation-state: unverified 
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S wile qeal/2/lil,O, Bwvisl 2O9VIG, Wisin Z2S)7/S2 (eyo) 
10.5 1.20/30 = XE2/L7O] icl O4e23923, le@alorer LOO, teem Lol oil. 5 
AS path: I, validation-state: unverified 
> wie qe-l/2/lil.0, Busia 2IOV/G, Pusin 299776 (Gece) 
100, 1,1 ,4/7 32 “LXES/L7O] cl O4225324, loe@alorcaie 100, icon 1. i, .4 
AS path: I, validation-state: unverified 
Swale geHl/2/lil,O, wish 2ISVIG, Puisin 2S) 7/92 (eye) 
1005 1,1, 5/7 32 “TES /LVO] icl O@4623323, le@adjoreic LOO, irom 1. i.i.5 
AS path: I, validation-state: unverified 
> wie GeH-l/2/ilil.U, Buisin 2OST/6, Pusin 299776 (eco) 











vpn-l.inet.1: 6 destinations, 6 routes (6 active, 0 holddown, 0 hidden) 


mpls.0: 11 destinations, 11 routes (11 active, 0 holddown, 0 hidden) 


bgp.13vpn.0: 6 destinations, 6 routes (6 active, 0 holddown, 0 hidden) 








+ = Active Route, Last Active, * = Both 


11,1 4932767 31.1.1 .6/ 52 
“RES/LVO)) ikel O4e23e24, Wino i, ileesliljoreis 100, ieeem 1,1, 4 
AS path: I, validation-state: unverified 
> wie Ge-l/2/ilil.U, Btisls 2IS7T/G, Pusin 2IV792 Ceca) 
11.1 4332767 310.1 1.16/30 
= XES/ LO] cl OLs25s24, io@alloretsie 100), iereoin Ii. ia 
AS path: I, validation-state: unverified 
> wie Ge-1/2/ilil.0, Biisin QGOSII6, Pusin 29712 (ec) 
Iolo 43327673100 ,1.1,4/32 
“TRES/L7O]) icl O4s23924, leo@alorec LOO, tmom 1.1 1.4 











AS path: I, validation-state: unverified 
S wile gqeal/2/lil,O, Bwisl 29S, wiUisin Z2EV)7/S)2 (ees) 
1.1.1 5332767 slolel, 7/32 
“RES/LVO]) icl O4s23923, Wino i, ileeziiljormese 100, iexom i, 1,i1.5 
AS path: I, validation-state: unverified 
> wie GeH-l/2/ilil.U, Biisis 2OS7IT6, Pusin 2IV776 (eco) 
11.1. 5332767 310.1 .1.20/30 
“LXE / L170] icl 042235323, Moe@alljorceie 100, icon i. i. i.5) 
AS path: I, validation-state: unverified 
> wie qe-l/2/ilil.0, Pisin 2OO7I/G, Pusin 299776 (ec) 
Loo S38 327673100 ,1.1, 5/32 
= XE2/L7O] cl O4s23923, le@alorer LOO, teem 1.1.5 














AS path: I, validation-state: unverified 
S wile eel /2/ilil,0, wis LOS, wwii AV)7/ 7/6 (ies) 





bgp.mvpn.0: 5 destinations, 8 routes 








+ = Active Route, Last Active, * = 
1st etl, Loea2vedeid il 4/240 
* [BGP/170] 
AS path: 
2 Willa ge-l/2/1i. 
Isl sl ol. 5332767 e1.1.1 5/240 
* [BGP/170] 
AS path: 


ld 04 
I, 
0, 


ld 04 
I, 


> via ge-1/2/11.0, 


(5 active, 


PASS 


validation-stat 


2 Bas 


validation-stat 


0 holddown, 
Both 


24, localpref 100, 


unverified 





Pisin 272 


23, localpref 100, 


unverified 





Pbisle, 2 Tis) 


Sel plo Lo 2gs2757 slOOLsS23100,1.1.23328224, 11,1 /2480 





*[BGP/170] 1d 04 
AS@pa chimes, 
Epc ie aly 21/15 len Oly 
[BGP/170] 
MS jOeiclag IL, 
ase | Seal a fal PO 


cmlliv/es 


validation-stat 


ilel @4) eal Fs 


validation-stat 


25, MED 0, 





localpref 100, 


unverified 





Pwisin L997 IS 
24, MED 0, 





localpref 100, 


unverified 





Pies, DEVS) 2 


Sel plo lo 2esZIS7slOOlsS231O0, 112s see 224. 2.127 254 /Z2ao 


* [BGP/170] 
AS@ pach: ek, 

> wila gqe-1/2/11.0, 
[BGP/170] 1d 04:17: 
MS jOeielag IC, 


Sec Sant. 27/albileen Ol 


iol 4 e117 ¢ 


validation-stat 


validation-stat 


25, MED 0, 





localpref 100, 


unverified 





Rvs 2997 I 
23, MED 0, 





localpref 100, 


unverified 





Pibisile, ZENS) 7S) 2 


Wel dsl ZIs2ISOIslOOlss2glO Lod tssee22a 1 Lol /Zao 


* [BGP/170] 
AS path: 


20:34:47, 
I, 
S Wile ge—i/ 2/1111 . 
[BGP/170] 20:34 
MS jOeitlag Ic, 
=> waa ge-1/2/11.0, 


0, 
247, 





vpn-1l.mvpn.0: 7 destinations, 


+ = Activ 








Route, Last Active, * = 

Leis, AAS Se 7o7 si. 1 Af ead 
* [BGP/170] 
AS) path=, 

S wile ge-1/A4/11 0, 

gi sll, Ses27orgi.i 15/240 

*[BGP/170] 1d 04:23: 
AS joeitlag I, 
=> waa ge-1/2/11.0, 


validation-state: 


validation-stat 


13 routes 


ill O4be 2338 


validation-stat 


validation-stat 


localpref 100, 

unverified 

Pusin Z2O9TIG 
localpref 100, 


unverified 





Push 299792 


(7 active, 2 holddown, 


Both 


24, localpref 100, 


unverified 





Pusin 299792 


23, localpref 100, 


unverified 





Push 299776 


0 hidden) 


sciconn ii, il.4 


rom Lolo lsS 


from 


from 


from 


from 


iwom Iii, 


rcaeron IL dl go 


0 hidden) 


‘ron i. l,i o& 


scion I, i, il.S 
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Gel. 1l,2832 7573 lOOLsS22100,1.1.23328224.1,1,1/240 


[BGP/170] 
AS@ path=, 
S wile ge-l/A4/1i 0, 
[BGP/170] 1d 04 
AS joweiclag I, 
> wie ge-1/2/11.,0, 


Igl O4si7e25, Wits) 0, 


validation-stat 


ails zal. IMERID) (0), 


validation-stat 





loceillomsit 100, teem Lol, .5 





unverified 


Push 299776 





iho@eikereeie i100), seroml isi, i. 


unverified 





iPibisile, 2S) 72 


G3lol, Ll 2esZIS7slOOils S2slOO 1,1 2es23224.2, 127 ,254/240 


[BGP/170] 
ASP pach, 
> via ge-1/2/11.0, 
[BGP/170] 1d 04 
AS joeiclag IL, 
= wile ge-1/A4/1i.0, 





I¢l O4si7s25, Mie) 0, 


validation-stat 


> UN ee ae 


validation-stat 





Localiomsit LOO, teem Ll, .5 


unverified 





Prise, 2S Ts) 


MED 0, localpref 100, from 1.1.1.4 


unverified 





Push 299792 


Well AL Besa ISOISIOOISS23910 lt lss2e224 sl l/2Zao 


[BGP/170] 
NMS jOeiclag IC, 
> via ge-1/2/11.0, 


[BGP/170] 20:34:47, 


ASP path=) Lt, 
= wile ee-1/ 4/10, 





user@PE2> show route protocol bgp 


inet.0: 10 destinations, 14 routes 


MSG. Se S ClaiSicaimaicioms, 5) iowlees 


vpn-l.inet.0: 14 destinations, 


+ = Activ 








Route, 
Iolo, l/ 32 * [BGP/170] 

AS joweiclag I, 
> Wia ge-1/2/12.,0, 
* (BGP /170] 

Sioa chase, 
= wala ge-1/2/12.0, 
* [BGP/170] 

INS jOeuclag IL, 
> via ge-1/2/12.0, 
* (BGP /170] 


1,1. . 7/32 


IO .1.1.0/30 


10.1.1 .20/30 


20R34 54a, 


validation-stat 


validation-stat 


(GO Macieaanicy 


(3 active, 


15 routes 


Last Active, * = 


iel O492S5 624, iia) iL, 


VicllaiidaAteton= Sitecits 


i¢l O43238 20), Iilaiey iL, 


validation-stat 


lid 04; 23%)247 


validation-stat 


OAR A SerA0r 


lo@eilioneeue i100), iiwom oii ,& 


unverified 





Pibisley DEVS) 2 
hoe@eiiljorceic IG, iieom Loi,1,s 


unverified 





Push 299776 


0 holddown, O hidden) 


0 holddown, O hidden) 


(14 active, 0 holddown, O hidden) 


Both 





ihoesiijoweie 00, seem 2oisl.2 
unverified 
Push 299808 (top) 


Lo@aljerceic iO), iewom Loil,l.5 





Push 299776, 





unverified 
Push 299776 (top) 
legals 100, wieom Lolo. 





Push 209776, 


unverified 
Push 299808 (top) 
localorar 100, teem Ll. 





Push 299776, 
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AS path: I, validation-state: unverified 
SyVila Geal/ 2/1220) Push 299776, Push 299/716 (top) 
1005 1,1. 2/32 “PXE2/ iLO) icl O4e2Z3s24, Iee@aljoreic LOO, ico tiie 
AS path: I, validation-state: unverified 
PVilangen il) 2/ U2 OF Pishe 29976 a Pus 29.9)8i0'8) (ep) 
100 .1.1.5/32 = ([REP/LIO]) ikcl O4323820, locales 100, teem 1,1,1.5 
AS path: I, validation-state: unverified 
> villa ges /2/1250) Push 299776, Push 2997 7/6 (top) 








vpn-l.inet.1: 6 destinations, 6 routes (6 active, 0 holddown, 0 hidden) 


mpls.0: 11 destinations, 11 routes (11 active, 0 holddown, 0 hidden) 


bgp.1l3vpn.0: 6 destinations, 6 routes (6 active, 0 holddown, 0 hidden) 








+ = Active Route, Last Active, * = Both 


dell 2g s2767 sil lst. l/s2 
[EP /ILVO |) ikel OAge25e24, Win) i, ileyeibormeie WO), icmem i,i.il.,2 
AS path: I, validation-state: unverified 
> Vila geal / 2/1230) bush 299776, Push 2998 08i( top) 
Lolo. 23 32767 310,11 .0/ 50 
“RES/LVO icl O4o23s24, Ioe@aloreic LOO, irom Iii .2 








AS path: I, validation-state: unverified 
Swale qeHl/2/l2.0, tisk QING, IiUisin ZVSsslos) (ies) 
Lol, 2332767 s1OO.1,1.2/32 
= XE2/L7O]) icl O4e23924, leather LOO, itmeom Lolli. 2 
AS path: I, validation-state: unverified 
Pevilagenl/ 2/020), Push 2997 76,5 Push 2998 08)(top) 
1,11 S39 32767 sloleloV/32 
= [ES /iLVO] ikel OA925s20,, Win) il, ileesijomsic 100, icmom i... 5 
AS path: I, validation-state: unverified 
> wie Ge-l/2/il2.0, Buisis 2ISITO, Pusin 299776 (lec) 
LoL 5332767310, 1.1, 20/30 
“PXE2/L7O]) icl O4623320, iecadjomeic LOO, iio 1, il. i. 5 














AS path: I, validation-state: unverified 
= wile qeHl/2/1l2,0, tisk 2ST, Pisin 2S) 71S (ieee) 
11,1. 53327673 100.1,1.5/32 
“XE2/L7O]) ikcl 04923920, lo@alorer lOO, teem 1.1. l.5 
AS path: I, validation-state: unverified 
S Wile Cel/2/il2,0, til QISIIG, Puisin LONG (ec) 








bgp.mvpn.0: 3 destinations, 3 routes (3 active, 0 holddown, 0 hidden) 








+ = Active Route, Last Active, * = Both 


Lei ol ol ee aaIOy 


ol se roo ese Aeon 


Helo lo ds Ass2I67/ 
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gi, 11 2/240 
“XE2/iLVO]) icl O4oe23c24, Iecaljorsic LOO, ico Iolo .2 
AS path: I, validation-stat unverified 
> via ge-1/2/12.0, Push 299808 
gid 1 5/240 
“XES/ LO] el OLs29220, Ioe@allortaice 100), ievioui il. i. 
ASmpaleicme a mavcrlsecloaerloime Sitscits unverified 





> wila Ge-l/2/il2.0, Buen 29776 
gS2910, 1,1, be Ssaga ea! ill a l/2a@ 
*[BGP/170] 20:34:47, localpref 100, 
INS) jOeuclag IL, 
> via ge-1/2/12.0, 


icon Ty il, 2 


unverified 





validation-stat 
Push 299808 











vpn-l.mvpn.0: 7 destinations, 9 routes (7 active, 1 holddown, 0 hidden) 
+ = Active Route, Last Active, * = Both 
ei, ,1 2332767 31,11 ,2/240 
“[ES/L7@] icl 042235324, Ioe@alljorsie 100, icon 1. i. .2 
INS) JSENEINS I, Wadlacleresom—Sitaie unverified 
> wile Gel/2/il2 0, Pwsin 20s 
Isl silo. S332767 e151. 5/240 
S[ES/LVO)) ikel O45235320, ihoe@alliorrsic 100, iron 1.i, 1.5 
AS path: I, validation-stat unverified 


Heo lol Asse Ior 





> wile qeHl/2/l2,0, Riise 29776 
E260); 1 gil, be SAA i, oh /fZAa@ 
ALEGRE / Ay Ole2Ors44 7 localpre tas! O0r, 
ASwpach mel, 
> wie ge-1/2/12 0, 


icom Milo, 


unverified 





validation-stat 
Push 299808 


user@PE3> show route protocol bgp 





inet.0: 


inet.3: 


vpn-l.inet.0: 


10 destinations, 


3 destinations, 


14 destinations, 


14 routes (10 active, 0 holddown, O hidden) 


3 routes (3 active, 0 holddown, 0 hidden) 


15 routes (14 active, 0 holddown, 0 hidden) 


oS Both 








+ = Active Rout 


11.11/32 


A Last Active, 


MI men) iil, il, 





* (BGP /170] 
AS path: 


HOAs ZS 7s), 
I, 


ED Localorer OOF 


unverified 





validation-stat 
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> via ge-1/2/13.0, Push 299776, Push 299808 (top) 
Lol. 6/32 (IEP / LTO] Icl O4s25e20), Miso) 1, leeeiljomest 100, iieom 1.1.1.4 








AS path: I, validation-state: unverified 
> wie Ge-1/2/13.0, Busia 2IOIIG, Pusin 2ID/IOQ2Z (ec) 
10,1 .1.0/ 30 “TXES/LI7O] icl 042235323, loealjorcsie 100, icon 1. i. .2 





AS path: I, validation-state: unverified 
Se Vilagenl/ 2/30 Push 2997 6, Pus 29.9)8i0'8) (eo) 
UO) 6 its Lh  LG/ SO) “PNES/LVO] icl O4623320, Iee@adjorecs LOO, imom Iii .4 





AS path: I, validation-state: unverified 
> wie GeH-l/2/13.0, Buisln 2ISIT6, Pusin 2IV/O2 (ice) 
100.1 ,1,2/ 32 FEL /LVO)) ikel O4925323, illoe@alliorsic 100, iron Ls i.2 





AS path: I, validation-state: unverified 
S wile @eal/2/ils 0, wisi 2ONVIG, wisi ASVCsios) (ies) 
100, 1,1 .,4/ 32 “RES /LIO]) icl 04623920, leoe@aloresic LOO, teem 1.1.1.4 





AS path: I, validation-state: unverified 
> wie Ge-l/2/l3.0, Puisin QISV/G, Pusin 2I)/92 (eco) 


vpn-l.inet.1: 6 destinations, 6 routes (6 active, 0 holddown, 0 hidden) 


mpls.0: 11 destinations, 11 routes (11 active, 0 holddown, 0 hidden) 


bgp.13vpn.0: 6 destinations, 6 routes (6 active, 0 holddown, 0 hidden) 








+ = Active Route, Last Active, * = Both 


ods, 2332767 31.1, 1,1/ 32 
“XE2/L7O] ic O4e23925,, Mino i, ikoesiljormes® 10O, irom i 1,12 








AS path: I, validation-state: unverified 
S wile gqe-l/2/13.0, Pisin 2997/6, Busia 2IQEOE (ECD) 
1.1 ,1.2332767310.1.1,.0/30 
SES /iL VO) ikl O4925s23, ikoe@alloresic 100, icon 1.1.2 





AS path: I, validation-state: unverified 
> via ge-1/2/13.0, Push 299776, Push 299808 (top) 
Lol l 2332767 3100.1, 1,2/32 
“PRES/L7O) icl O4e23s23, Ieocaljoreic LOO, ion Iii ,2 





AS path: I, validation-state: unverified 
> via ge-1/2/13.0, Push 299776, Push 299808 (top) 
Lol, 43 32767 3151,1,6/ 352 
“RES /L7O]) ike O4e23920, Win) i, ikeeslijorese LOO, irom i 1,14 








AS path: I, validation-state: unverified 
S wile Ge-l/2/1l3.0, Pisin 2IOVIG, wusia 298792 (ECs) 
11,1. 4332767310. 1.1, 16/30 
= [E2/iLVO)| ikel O4925320, ioe@allorcsic 100, secon Ii, iw! 





AS path: I, validation-state: unverified 
> wie Ge-l/2/1l3.0, Biisls 2ISTI6, Pusin 2IV/O2Z (ec) 
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11,1. 4332767 3100.1.,1.4/32 


bgp.mvpn.0: 


(EGE / i Ol LaNO42 25207 
AS@ pach: Lt, 
> wile Ge-1/2/13.0, 


lecaliorar 100, seam toile l 4! 





unverified 


Pusan AVN IY2 (ees) 


validation-stat 
Push 299776, 








+ = Activ 


Lei odo S84 IF 


LSA GA jl Gabe ses ey 


Reise loess Hod 





3 destinations, 3 routes (3 active, 0 holddown, 0 hidden) 
Route, Last Active, * = Both 
21,11 2/240 
“NES / iLO) icl O4o23s23,, Ioc@aljoreic LOO, ime Ii il.2 
ASe alsa mevichlalbclatekom —siscits unverified 
Dna WKe | Sally a9 al OG OD Ab E=1 OMA cI HOTS) 
gi, 1,1 AyZa@ 
“XE2S/L7O]) icl 04623920, leocalorecr lOO, teem 1 id 
ASmoaientms ly mavcllsicloeelonme Sitscits unverified 





> wie gqe-1l/2/13.0, Pugin 299792 
gS2e 0) 1 d,les2eeee dl /2ao 


*[BGP/170] 20:34:47, localpref 100, 
NS jOeuclag IL, 
PS wila geal 2/ 330) 


icronn Hy il, il 2 


unverified 





validation-stat 
Push 299808 














vpn-l.mvpn.0: 7 destinations, 8 routes (7 active, 0 holddown, 0 hidden) 
+ = Active Route, Last Active, * = Both 
tei sl, 2esZ27o7sil.1 12/240 
“RES /LVO] icl O4e23923, lecalorer LOO, teem Lolo il.2 
ASmoaleheas Ey vcllstcatslon—Sitsaits unverified 
> via ge-1/2/13.0, Push 299808 
ISA. pl ese 7679141), 4/240 
SES /iL VO) ikl O49235320, ikoe@allorsice 100, ieretoin 1. i, iv 
ASM ae: mla,mnclleclateshonmersiacits unverified 
> wila ge-l/2/13.0, Pusin 299792 
Hel dsl 2es2I7GIsSA2elOs 1. lode ssere2a i ol /2Zao 
“PRE2S/LVO]) Z2Ossacay, ihoe@zilljorcet 100, ceom 1,1 ,i1,.2 
AS path: I, validation-stat unverified 





> Wila ge-l/2/13,0, Pusin 2OSsOKs 


Checking the PIM Joins on the Downstream CE Receiver Devices 


Purpose 


Make sure that the expected join messages are being sent. 
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Action 


user@CE2> show pim join 








Instance: PIM.master Family: INET 


R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Groupe 22451 lel 
Sommees = 
Rs LOO), i. 2 
Flags: sparse, rptree,wildcard 


Upstream interface: ge-1/2/14.0 





Groups 2247271275254 
SOUESC Cram 
3 ALO), ds iL, 2 
Flags: sparse, rptree,wildcard 


Upstream interface: ge-1/2/14.0 








Instance: PIM.master Family: INET6 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





user@CE3> show pim join 








Instance: PIM.master Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


EGreeuiog 224 ib qd sib 
Sources ~ 
mes IOMO,1,1.2 


Flags: sparse, rptree,wildcard 





Upstream interface: ge-1/2/15.0 


Group: 224.2.127.254 
Sowmeee 
BPs 100 ,1,1.2 
Flags: sparse, rptree, wildcard 


Upstream interface: ge-1/2/15.0 





Instance: PIM.master Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 
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Meaning 
Both Device CE2 and Device CE3 send C-Join packets upstream to their neighboring PE routers, their 
unicast next-hop to reach the C-Source. 


Checking the PIM Joins on the PE Devices 


Purpose 


Make sure that the expected join messages are being sent. 


Action 





user@PE1> show pim join instance vpn-1 





Instance: PIM.vpn-1 Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


Groupes 20 leaped 
SOURCC amy 
PS AO) 1. i, 2 
Flags: sparse, rptree,wildcard 


Upstream interface: Local 


Group 22451 
Soueesas 10,0, 
Flags: sparse,spt 
Upstream interface: ge-1/2/10.0 





Group: 224.2.127.254 
SO URECC saa 
2s LOO 1, iL. 2 
Flags: sparse, rptree, wildcard 


Upstream interface: Local 





user@PE2> show pim join instance vpn-1 





Instance: PIM.vpn-1 Family: INET 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Gwrouog 224.1, 1.1 
SOULESs 
RPS LOO) 1. i, 2 
Flags: sparse, rptree, wildcard 
Upstream protocol: BGP 
Upstream interface: Through BGP 
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Group tne 24 leedleee: 
Sources W0.t. ti 
Flags: sparse,spt 
Upstream protocol: BGP 
Upstream interface: Through BGP 


Groupe 2 24 er wi2 o4 
Sommees = 
PS ALON). 1, iL, 2 
Flags: sparse, rptree, wildcard 
Upstream protocol: BGP 
Upstream interface: Through BGP 


user@PE3> show pim join instance vpn-1 








Instance: PIM.vpn-1 Family: INET 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Crouos 224 1,1. i 
SOUESC Cram 
Res 100 ,1,1.2 
Flags: sparse, rptree, wildcard 
Upstream protocol: BGP 
Upstream interface: Through BGP 


Group 2246 ee 
Soumoeee 10.1, 0.1 
Flags: sparse,spt 
Upstream protocol: BGP 
Upstream interface: Through BGP 


Groupe 224 er lv oF 
SOUESS 
RPS LOO, 1.2 
Flags: sparse, rptree, wildcard 
Upstream protocol: BGP 
Upstream interface: Through BGP 


Meaning 
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Both Device CE2 and Device CE3 send C-Join packets upstream to their neighboring PE routers, their 
unicast next-hop to reach the C-Source. 


The C-Join state points to BGP as the upstream interface. Actually, there is no PIM neighbor relationship 
between the PEs. The downstream PE converts the C-PIM (C-S, C-G) state into a Type 7 source-tree join 
BGP route, and sends it to the upstream PE router toward the C-Source. 


Checking the Multicast Routes 


Purpose 
Make sure that the C-Multicast flow is integrated in MVPN vpn-1 and sent by Device PE1 into the provider 


tunnel. 
Action 


user@PE1> show multicast route instance vpn-1 








Instance: vpn-1l Family: INET 


Gmonjos 224,11 gl faz 
Soumese = 
Upstream interface: local 
Downstream interface list: 
ge-1/2/11.0 


eros Za i. doi 
Soummee: 10,1 1, if 32 
Upstream interface: ge-1/2/10.0 





Downstream interface list: 
Gel /2/ Lil .o 


Erous: 224.2 ,127 254/32 
Soummees = 
Upstream interface: local 
Downstream interface list: 
ge-1/2/11.0 


user@PE2> show multicast route instance vpn-1 








Instance: vpn-1l Family: INET 


Giang 2241 i l/s 
Soumees * 


Upstream rpf interface list: 


vt-1/2/10.4 (P) 
Sender Id: Label 299840 
Downstream interface list: 
ge-1/2/14.0 


Group: 22451 el 
Soucees 1,11 ,1/32 
Upstream rpf interface list: 
vt-1/2/10.4 (P) 
Sender Id: Label 299840 


Grou: 224.2 127 254/32 
SOUNsC Cie 
Upstream rpf interface list: 
vt-1/2/10.4 (P) 
Sender Id: Label 299840 
Downstream interface list: 
ge-1/2/14.0 





user@PE3> show multicast route instance vpn-1 





Instance: vpn-1 Family: INET 


Geese 224.1 i l/se 
Soumee: * 


Upstream interface: vt-1/2/10.5 





Downstream interface list: 
Gea) 27a 0 


Groups 22471 7rd 
Soumee? 10,1 1, il/3Z 
Upstream interface: vt-1/2/10.5 





Geows: 224.2 127, 254/32 


Soumeecmes 





Upstream interface: vt-1/2/10.5 
Downstream interface list: 
ge-1/2/15.0 


Meaning 
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The output shows that, unlike the other PE devices, Device PE2 is using sender-based RPF. The output 


on Device PE2 includes the upstream RPF sender. The Sender Id field is only shown when sender-based 
RPF is enabled. 


Checking the MVPN C-Multicast Routes 


Purpose 


Check the MVPN C-multicast route information, 


Action 





user@PE1> show mvpn c-multicast instance-name vpn-1 


MVPN instance: 
Legend for provider tunnel 


‘Si Selective provider tunnel 


Legend for c-multicast routes properties (Pr) 


DS =—— clereilwecl itisom (, ©@=G)) RM -- remote VPN route 
Family : INET 





IiMNSiEcuMNCS: 3 Wreia—IL 


MVPN Mode : RPTI-SPT 











C-mcast IPv4 (S:G) Provider Tunnel Se 

0.0.0, 0/039224 1,1,i1/32 RoW PAweegil oll 4, SgSla, lode .2 RM 
IM, Lol ,1l/Ss23224. 1,1 ,1/32 RSW2—s, DAMP eI isl A, AIST, lsi.i.,.2 RM 
0.0,0.,0/03224 2.127 . 254/32 RSOW2—tis, P2M2silol,l.2, J3314,1,1.1.2 RM 











user@PE2> show mvpn c-multicast instance-name vpn-1 


MVPN instance: 
Legend for provider tunnel 


g= Selective provider tunnel 


Legend for c-multicast routes properties (Pr) 


DS == eleieiwacl trom (%, C=¢) RM -- remote VPN route 
Family : INET 





Instance : vpn-1 


MVPN Mode ; RPI-SPT 
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C-mcast IPv4 (S8:G) Provider Tunnel ot 
0.0.0, 0/039224 1,1, 1/32 RSVP PAWEL i,t ~e, SgSla, stoi .2 
IM, lel ,1l/S23224. 11,1732 RSW2=s, RAMP ei del oa, SISL4, 1,2 
0.0.0, 0/08224 2,127, 254/ 32 RSVP PAwPgilL lle, Sgsla, dole .2 





user@PE3> show mvpn c-multicast instance-name vpn-1 


MVPN instance: 
Legend for provider tunnel 


S= Selective provider tunnel 


Legend for c-multicast routes properties (Pr) 


DSi eel eee Carter Omun (eae Cp) RM -- remote VPN route 
Family : INET 





Instance : vpn-l 


MVPN Mode : RPT-SPT 











C-mcast IPv4 (S:G) Provider Tunnel or 
0.0,0,.0/0¢224 1,1 ,1/32 RSVPs, RAMP el del oA, SISLA, lst .i.2 
IO LL ./322224 1,1, 1/32 ROWE, PAMIPsil,L.2, S3314,1,1.1.2 
0,0,0,.0/09224 2.127 .254/32 RSV2—le, P2AMPgiLo i l.2@, S33l4, 1.1.1.2 








Meaning 


The output shows the provider tunnel and label information. 


Checking the Source PE 


Purpose 
Check the details of the source PE, 


Action 





user@PE1> show mvpn c-multicast source-pe 


Instance : vpn-1 


MVPN Mode : RPT-SPT 


Family : INET 





CoMilitacasic course achlizess 20, 0.0,.0/03224.1 11/32 


MVPN Source-PE1: 





extended-community: 


Route Distinguisher: 


Autonomous system number: 1001 





no-advertise target:1.1.1.2:72 
Leis 2ss2 767 


Interface: 1lo0.102 Index: -1610691384 


PIM Source-PE1: 





extended-community: 


Route Distinguisher: 


eleceieg todo 2372 
Lele -2eS2HeT 


Au 
Ain 


tonomous system number: 





terface: 


100.102 Index: 


1001 
-1610691384 





C-Multicast route address 


MVPN Source-PE1: 





PLO, Ly 323224. 11, ly 32 


extended-community: 


Route Distinguisher: 





no-advertise target:1.1.1.2:72 
Lol. e2e SZ VS 7 


Autonomous system number: 1001 
Interface: ge-1/2/10.0 Index: -1610691384 


PIM Source-PEl1: 





extended-community: 


Route Distinguisher: 


eeuaoeie glee lees 72 
Lobo -2gSs2767 


Au 
alia 


tonomous system number: 





1001 


terface: ge-1/2/10.0 Index: -1610691384 


C-Multicast route address 


80.0.0 0/09 224 2.127 254/32 


MVPN Source-PE1: 





extended-community: 


Route Distinguisher: 


Autonomous system number: 1001 





no-advertise target:1.1.1.2:72 
Lele l,.Ass2 eT 


Interface: 100.102 Index: -1610691384 


PIM Source-PEl1: 





extended-community: 


Route Distinguisher: 


Autonomous system number: 1001 





cavegecesl. ll. 2372 
Lclsl 2es27e7 





Interface: 100.102 Index: -1610691384 





user@PE2> show mvpn c-multicast source-pe 


Instance : vpn-1 


MVPN Mode : RPT-SPT 





Family : INET 


CoMillicieasic copies ackleess 20 .0.0,0/0¢224.1.,1.,1/32 


MVPN Source-PE1: 





extended-community: 


cawgecsl. 1d l.243 72 


894 


Route Distinguisher: 


Au 
In 


tonomous system number: 


Lele Aesaroy 


1001 


terface: 


PIM Source-P! 


ail g 








(Null) 

















extended-community: target:1.1.1.2:72 
ROMIES Dalsitsinemasinsies Iai, 2ss2QH57 
Autonomous system number: 1001 
Interface: (Null) 
CoMnliniecas: womice acklress slO, 1,1, 1/s2eg224 1 1,1/ 32 

MVPN Source-PE1: 
extended-community: target:1.1.1.2:72 
ROUES Dalsicamemisinges Ii, .2es2767 
Autonomous system number: 1001 
Interface: (Null) 

PIM Source-PE1: 
extended-community: target:1.1.1.2:72 
Route Distinguisher: 1.1.1.2:32767 
Autonomous system number: 1001 
Interface: (Null) 

C-Multicast route address :0.0.0.0/0:224.2.127.254/32 

MVPN Source-PE1: 
extended-community: target:1.1.1.2:72 
ROMES Dalsitainemasingies I. i. 2ss2o7 
Autonomous system number: 1001 
Interface: (Null) 

PIM Source-PE1: 
extended-community: target:1.1.1.2:72 
INQMIES: DWalSicsinemicsingses iio. 2es2 767 
Autonomous system number: 1001 
Interface: (Null) 








user@PE3> show mvpn c-multicast source-pe 


Instance : vpn-1 


MVPN) Mode: RPI-SPi 





Family : INET 
CMiltieasic couse ackleess 6€0.,0.0,0/03224.1 1.1/7 32 
MVPN Source-PE1: 





extended-community: target:1.1.1.2:72 
ROMES Dalsicsinemasinsies Ii, 2ss2H57 


Autonomous system number: 1001 
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Interface: (Null) 


PIM Source-PE1: 





extended-community: target:1.1.1.2:72 
INOMIES DWalSicsingmisingses iio. 2es2767 


Autonomous system number: 1001 





Interface: (Null) 
CMibliciceasic wopee achlaess eLO1,1,1/s2s224.1 11/32 
MVPN Source-PE1: 





extended-community: target:1.1.1.2:72 
ROMES DWalSicdingmisinews i i l,28es2067 
Autonomous system number: 1001 
Interface: (Null) 

PIM Source-PE1: 





extended-community: target:1.1.1.2:72 
INOMIES WalSicdingmisingsws oil. 2es2067 


Autonomous system number: 1001 





Interface: (Null) 
CoMilicicase copies acklesss 20.0.0 .0/0g224.,2.127 254/32 
MVPN Source-PE1: 





extended-community: target:1.1.1.2:72 
ROMES DalSicsingmisingses i, iol .2es2767 
Autonomous system number: 1001 
Interface: (Null) 

PIM Source-PE1: 
extended-community: target:1.1.1.2:72 
ROMES Dasicsnguisingies I. itl, 2es267 


Autonomous system number: 1001 





Interface: (Null) 


Meaning 


The output shows the provider tunnel and label information. 


RELATED DOCUMENTATION 


Understanding Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
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@ Understanding Wildcards to Configure Selective Point-to-Multipoint LSPs for an MBGP MVPN | 897 
@ Configuring a Selective Provider Tunnel Using Wildcards | 902 
@ ~~ Example: Configuring Selective Provider Tunnels Using Wildcards | 903 


Understanding Wildcards to Configure Selective Point-to-Multipoint LSPs for an MBGP MVPN 


IN THIS SECTION 


About S-PMSI | 897 

Scenarios for Using Wildcard S-PMSI | 898 

Types of Wildcard S-PMSI | 899 

Differences Between Wildcard S-PMSI and (S,G) S-PMSI | 899 
Wildcard (*,*) S-PMSI and PIM Dense Mode | 900 

Wildcard (*,*) S-PMSI and PIM-BSR | 900 


Wildcard Source and the 0.0.0.0/0 Source Prefix | 901 


Selective LSPs are also referred to as selective provider tunnels. Selective provider tunnels carry traffic 
from some multicast groups in a VPN and extend only to the PE routers that have receivers for these 
groups. You can configure a selective provider tunnel for group prefixes and source prefixes, or you can 
use wildcards for the group and source, as described in the Internet draft 
draft-rekhter-mvpn-wildcard-spmsi-01.txt, Use of Wildcard in S-PMSI Auto-Discovery Routes. 


The following sections describe the scenarios and special considerations when you use wildcards for 
selective provider tunnels. 


About S-PMSI 


The provider multicast service interface (PMSI) is a BGP tunnel attribute that contains the tunnel ID used 
by the PE router for transmitting traffic through the core of the provider network. A selective PMSI (S-PMSI) 
autodiscovery route advertises binding of a given MVPN customer multicast flow to a particular provider 
tunnel. The S-PMSI autodiscovery route advertised by the ingress PE router contains /32 IPv4 or /128 
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IPv6é addresses for the customer source and the customer group derived from the source-tree customer 
multicast route. 


Figure 117 on page 898 shows a simple MVPN topology. The ingress router, PE1, originates the S-PMSI 
autodiscovery route. The egress routers, PE2 and PE3, have join state as a result of receiving join messages 
from CE devices that are not shown in the topology. In response to the S-PMSI autodiscovery route 
advertisement sent by PE1, PE2, and PE3, elect whether or not to join the tunnel based on the join state. 
The selective provider tunnel configuration is configured in a VRF instance on PE1. 


NOTE: The MVPN mode configuration (RPT-SPT or SPT-only) is configured on all three PE 
routers for all VRFs that make up the VPN. If you omit the MVPN mode configuration, the default 
mode is SPT-only. 


Figure 117: Simple MVPN Topology 
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Scenarios for Using Wildcard S-PMSI 


A wildcard S-PMSI has the source or the group (or both the source and the group) field set to the wildcard 
value of 0.0.0.0/0 and advertises binding of multiple customer multicast flows to a single provider tunnel 
in a single S-PMSI autodiscovery route. 


The scenarios under which you might configure a wildcard S-PMSI are as follows: 


e When the customer multicast flows are PIM-SM in ASM-mode flows. In this case, a PE router connected 
to an MVPN customer's site that contains the customer's RP (C-RP) could bind all the customer multicast 
flows traveling along a customer's RPT tree to a single provider tunnel. 


When a PE router is connected to an MVPN customer’s site that contains multiple sources, all sending 


to the same group. 


When the customer multicast flows are PIM-bidirectional flows. In this case, a PE router could bind to 
a single provider tunnel all the customer multicast flows for the same group that have been originated 
within the sites of a given MVPN connected to that PE, and advertise such binding in a single S-PMSI 
autodiscovery route. 


When the customer multicast flows are PIM-SM in SSM-mode flows. In this case, a PE router could bind 
to a single provider tunnel all the customer multicast flows coming from a given source located in a site 


connected to that PE router. 


When you want to carry in the provider tunnel all the customer multicast flows originated within the 


sites of a given MVPN connected to a given PE router. 


Types of Wildcard S-PMSI 
The following types of wildcard S-PMSI are supported: 


e A(*,G) S-PMSI matches all customer multicast routes that have the group address. The customer source 
address in the customer multicast route can be any address, including 0.0.0.0/0 for shared-tree customer 
multicast routes. A (*, C-G) S-PMSI autodiscovery route is advertised with the source field set to O and 
the source address length set to 0. The multicast group address for the S-PMSI autodiscovery route is 
derived from the customer multicast joins. 


e A (*,*) S-PMSI matches all customer multicast routes. Any customer source address and any customer 
group address in a customer multicast route can be bound to the (*,*) S-PMSI. The S-PMSI autodiscovery 
route is advertised with the source address and length set to O and the group address and length set O. 
The remaining fields in the S-PMSI autodiscovery route follow the same rule as (C-S, C-G) S-PMSI, as 
described in section 12.1 of the BGP-MVPN draft (draft-ietf-I3vpn-2547bis-mcast-bgp-00.txt). 


Differences Between Wildcard S-PMSI and (S,G) S-PMSI 


For dynamic provider tunnels, each customer multicast stream is bound to a separate provider tunnel, and 
each tunnel is advertised by a separate S-PMSI autodiscovery route. For static LSPs, multiple customer 
multicast flows are bound to a single provider tunnel by having multiple S-PMSI autodiscovery routes 
advertise the same provider tunnel. 


When you configure a wildcard (*,G) or (*,*) S-PMSI, one or more matching customer multicast routes 
share a single S-PMSI. All customer multicast routes that have a matching source and group address are 
bound to the same (*,G) or (*,*) S-PMSI and share the same tunnel. The (*,G) or (*,*) S-PMSI is established 
when the first matching remote customer multicast join message is received in the ingress PE router, and 
deleted when the last remote customer multicast join is withdrawn from the ingress PE router. Sharing a 
single S-PMSI autodiscovery route improves control plane scalability. 
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Wildcard (*,*) S-PMSI and PIM Dense Mode 


For (S,G) and (*,G) S-PMSI autodiscovery routes in PIM dense mode (PIM-DM), all downstream PE routers 
receive PIM-DM traffic. If a downstream PE router does not have receivers that are interested in the group 
address, the PE router instantiates prune state and stops receiving traffic from the tunnel. 


Now consider what happens for (*,*) S-PMSI autodiscovery routes. If the PIM-DM traffic is not bound by 
a longer matching (S,G) or (*,G) S-PMSI, it is bound to the (*,*) S-PMSI. As is always true for dense mode, 
PIM-DM traffic is flooded to downstream PE routers over the provider tunnel regardless of the customer 
multicast join state. Because there is no group information in the (*,*) S-PMSI autodiscovery route, egress 
PE routers join a (*,*) S-PMSI tunnel if there is any configuration on the egress PE router indicating interest 
in PIM-DM traffic. 


Interest in PIM-DM traffic is indicated if the egress PE router has one of the following configurations in 
the VRF instance that corresponds to the instance that imports the S-PMSI autodiscovery route: 


e At least one interface is configured in dense mode at the [edit routing-instances instance-name protocols 
pim interface] hierarchy level. 


e At least one group is configured as a dense-mode group at the [edit routing-instances instance-name 
protocols pim dense-groups group-address] hierarchy level. 


Wildcard (*,*) S-PMSI and PIM-BSR 


For (S,G) and (*,G) S-PMSI autodiscovery routes in PIM bootstrap router (PIM-BSR) mode, an ingress PE 
router floods the PIM bootstrap message (BSM) packets over the provider tunnel to all egress PE routers. 
An egress PE router does not join the tunnel unless the message has the ALL-PIM-ROUTERS group. If the 
message has this group, the egress PE router joins the tunnel, regardless of the join state. The group field 
in the message determines the presence or absence of the ALL-PIM-ROUTERS address. 


Now consider what would happen for (*,*) S-PMSI autodiscovery routes used with PIM-BSR mode. If the 
PIM BSM packets are not bound by a longer matching (S,G) or (*,G) S-PMSI, they are bound to the (*,*) 
S-PMSI. As is always true for PIM-BSR, BSM packets are flooded to downstream PE routers over the 
provider tunnel to the ALL-PIM-ROUTERS destination group. Because there is no group information in 
the (*,*) S-PMSI autodiscovery route, egress PE routers always join a (*,*) S-PMSI tunnel. Unlike PIM-DM, 
the egress PE routers might have no configuration suggesting use of PIM-BSR as the RP discovery 
mechanism in the VRF instance. To prevent all egress PE routers from always joining the (*,*) S-PMSI 
tunnel, the (*,*) wildcard group configuration must be ignored. 


This means that if you configure PIM-BSR, a wildcard-group S-PMSI can be configured for all other group 
addresses. The (*,*) S-PMSI is not used for PIM-BSR traffic. Either a matching (*,G) or (S,G) S-PMSI (where 
the group address is the ALL-PIM-ROUTERS group) or an inclusive provider tunnel is needed to transmit 
data over the provider core. For PIM-BSR, the longest-match lookup is (S,G), (*,G), and the inclusive provider 
tunnel, in that order. If you do not configure an inclusive tunnel for the routing instance, you must configure 
a (*,G) or (S,G) selective tunnel. Otherwise, the data is dropped. This is because PIM-BSR functions like 

PIM-DM, in that traffic is flooded to downstream PE routers over the provider tunnel regardless of the 
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customer multicast join state. However, unlike PIM-DM, the egress PE routers might have no configuration 
to indicate interest or noninterest in PIM-BSR traffic. 


Wildcard Source and the 0.0.0.0/0 Source Prefix 


You can configure a 0.0.0.0/0 source prefix and a wildcard source under the same group prefix in a selective 
provider tunnel. For example, the configuration might look as follows: 


routing-instances { 
vpna { 
provider-tunnel { 
selective { 
group 203.0.113.0/24 { 
source 0.0.0.0/0 { 
rsvp-te { 
label-switched-path-template { 
sptnl3; 


} 
wildcard-source { 
rsvp-te { 
label-switched-path-template { 
sptnl2; 
} 
static-Isp point-to-multipoint-Isp-name; 
} 
threshold-rate kbps; 


The functions of the source 0.0.0.0/0 and wildcard-source configuration statements are different. The 
0.0.0.0/0 source prefix only matches (C-S, C-G) customer multicast join messages and triggers (C-S, C-G) 
S-PMSI autodiscovery routes derived from the customer multicast address. Because all (C-S, C-G) join 
messages are matched by the 0.0.0.0/0 source prefix in the matching group, the wildcard source S-PMSI 
is used only for (*,C-G) customer multicast join messages. In the absence of a configured 0.0.0.0/0 source 
prefix, the wildcard source matches (C-S, C-G) and (*,C-G) customer multicast join messages. In the example, 
ajoin message for (10.0.1.0/24, 203.0.113.0/24) is bound to sptnl3. A join message for (*, 203.0.113.0/24) 
is bound to sptnl2. 
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Configuring a Selective Provider Tunnel Using Wildcards 


When you configure a selective provider tunnel for MBGP MVPNs (also referred to as next-generation 
Layer 3 multicast VPNs), you can use wildcards for the multicast group and source address prefixes. Using 
wildcards enables a PE router to use a single route to advertise the binding of multiple multicast streams 
of a given MVPN customer to a single provider's tunnel, as described in 
http://tools.ietf.org/html/draft-rekhter-mvpn-wildcard-spmsi-O0O . 


Sharing a single route improves control plane scalability because it reduces the number of S-PMSI 
autodiscovery routes. 


To configure a selective provider tunnel using wildcards: 


1. Configure a wildcard group matching any group IPv4 address and a wildcard source for (*,*) join messages. 


[edit routing-instances vpna provider-tunnel selective] 
user@router# set wildcard-group-inet wildcard-source 


2. Configure a wildcard group matching any group IPvé6 address and a wildcard source for (*,*) join messages. 


[edit routing-instances vpna provider-tunnel selective] 
user@router# set wildcard-group-inet6 wildcard-source 


3. Configure an IP prefix of a multicast group and a wildcard source for (*,G) join messages. 


[edit routing-instances vpna provider-tunnel selective] 
user@router# set group 203.0.113/24 wildcard-source 


4. Map the IPv4 join messages to a selective provider tunnel. 


[edit routing-instances vpna provider-tunnel selective wildcard-group-inet wildcard-source] 
user@router# set rsvp-te (Routing Instances Provider Tunnel Selective) label-switched-path-template 
provider-tunnel1 


5. Map the IPv6 join messages to a selective provider tunnel. 


[edit routing-instances vpna provider-tunnel selective wildcard-group-inet6 wildcard-source] 
user@router# set rsvp-te (Routing Instances Provider Tunnel Selective) label-switched-path-template 
provider-tunnel2 
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6. Map the (*,203.0.113/24) join messages to a selective provider tunnel. 


[edit routing-instances vpna provider-tunnel selective group 203.0.113/24 wildcard-source] 
user@router# set rsvp-te (Routing Instances Provider Tunnel Selective) label-switched-path-template 
provider-tunnel3 


Example: Configuring Selective Provider Tunnels Using Wildcards 


With the (*,G) and (*,*) S-PMSI, a customer multicast join message can match more than one S-PMSI. In 
this case, a customer multicast join message is bound to the longest matching S-PMSI. The longest match 
is a (S,G) S-PMSI, followed by a (*,G) S-PMSI and a (*,*) S-PMSI, in that order. 


Consider the following configuration: 


routing-instances { 
vpna { 
provider-tunnel { 
selective { 
wildcard-group-inet { 
wildcard-source { 
rsvp-te { 
label-switched-path-template { 
sptnl1; 


} 
group 203.0.113.0/24 { 
wildcard-source { 
rsvp-te { 
label-switched-path-template { 
sptnl2; 


} 
source 10.1.1/24 { 
rsvp-te { 
label-switched-path-template { 
sptnl3; 
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For this configuration, the longest-match rule works as follows: 


e Acustomer multicast (10.1.1.1, 203.0.113.1) join message is bound to the sptnil3 S-PMSI autodiscovery 
route. 


e Acustomer multicast (10.2.1.1, 203.0.113.1) join message is bound to the sptnl2 S-PMSI autodiscovery 
route. 


e Acustomer multicast (10.1.1.1, 203.1.113.1) join message is bound to the sptnil1 S-PMSI autodiscovery 
route. 


When more than one customer multicast route is bound to the same wildcard S-PMSI, only one S-PMSI 
autodiscovery route is created. An egress PE router always uses the same matching rules as the ingress 
PE router that advertises the S-PMSI autodiscovery route. This ensures consistent customer multicast 
mapping on the ingress and the egress PE routers. 


RELATED DOCUMENTATION 


Example: Configuring MBGP MVPN Extranets | 794 
Configuring Multiprotocol BGP Multicast VPNs | 698 
Multiprotocol BGP MVPNs Overview | 691 


Distributing C-Multicast Routes Overview 


While non-C-multicast multicast virtual private network (MVPN) routes (Type 1 - Type 5) are generally 
used by all provider edge (PE) routers in the network, C-multicast MVPN routes (Type 6 and Type 7) are 
only useful to the PE router connected to the active C-S or candidate rendezvous point (RP). Therefore, 
C-multicast routes need to be installed only in the VPN routing and forwarding (VRF) table on the active 
sender PE router for a given C-G. To accomplish this, Internet draft draft-ietf-I3vpn-2547bis-mcast-10.txt 
specifies to attach a special and dynamic route target to C-multicast MVPN routes (Figure 118 on page 905). 
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Figure 118: Attaching a Special and Dynamic Route Target to C-Multicast MVPN Routes 


PE Router PE Router 2 / 
1 PE Router 3 


Step 1: Sender and receiver PE Routers exchange rt-import community 
for each VPN-IPv4 route 


GD 


PERouter 4 | PE Router 2 / 
1 PE Router 3 


Step 2: Receiver PE Router advertises customer multicast mvpn routes with 
the RT = rt-import attached to customer source or customer 
rendezvous point 


GD 


PE Router | PE Router 2 / 
1 PE Router 3 


Step 3: Sender PE Router imports customer multicast mvpn routes if 
RT = sender PE Router rt-import 


GD 
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The route target attached to C-multicast routes is also referred to as the C-multicast import route target 
and should not to be confused with route target import (Table 33 on page 905). Note that C-multicast 
MVPN routes differ from other MVPN routes in one essential way: they carry a dynamic route target 
whose value depends on the identity of the active sender PE router at a given time and can change if the 
active PE router changes. 


Table 33: Distinction Between Route Target Improt Attached to VPN-IPv4 Routes and Route Target Attached 
to C-Multicast MVPN Routes 


Route Target Import Attached to VPN-IPV4 
Routes Route Target Attached to C-Multicast MVPN Routes 


Value generated by the originating PE router. Must | Value depends on the identity of the active PE router. 
be unique per VRF table. 


Static. Created upon configuration to help identify | Dynamic because if the active sender PE router changes, then 

to which PE router and to which VPN the VPN the route target attached to the C-multicast routes must change 

unicast routes belong. to target the new sender PE router. For example, a new VPN 
source attached to a different PE router becomes active and 
preferred. 


A PE router that receives a local C-join determines the identity of the active sender PE router by performing 
a unicast route lookup for the C-S or candidate rendezvous point (router) [candidate RP] in the unicast 
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VRF table. If there is more than one route, the receiver PE router chooses a single forwarder PE router. 
The procedures used for choosing a single forwarder are outlined in Internet draft 
draft-ietf-I3vpn-2547bis-mcast-bgp-08.txt and are not covered in this topic. 


After the active sender (upstream) PE router is selected, the receiver PE router constructs the C-multicast 
MVPN route corresponding to the local C-join. 


After the C-multicast route is constructed, the receiver PE router needs to attach the correct route target 
to this route targeting the active sender PE router. As mentioned, each PE router creates a unique VRF 
route target import community and attaches it to the VPN-IPv4 routes. When the receiver PE router does 
a route lookup for C-S or candidate RP, it can extract the value of the route target import associated with 
this route and set the value of the C-import route target to the value of the route target import. 


On the active sender PE router, C-multicast routes are imported only if they carry the route target whose 
value is the same as the route target import that the sender PE router generated. 


Constructing C-Multicast Routes 
A PE router originates a C-multicast MVPN route in response to receiving a C-join through its PE-CE 


interface. See Figure 119 on page 906 for the formats in the C-multicast route encoded in MCAST-VPN 
NLRI. Table 34 on page 906 describes each field. 


Figure 119: C-Multicast Route Type MCAST-VPN NLRI Format 


Route Distinguisher 
Multicast Source Length 


Multicast Source 
Multicast Group Length 
IW [U] hu (or=\=3 Ci cele] 0) 
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Table 34: C-Multicast Route Type MCAST-VPN NLRI Format Descriptions 


Field Description 


Route Distinguisher Set to the route distinguisher of the C-S or candidate RP (the route 
distinguisher associated with the upstream PE router). 


Table 34: C-Multicast Route Type MCAST-VPN NLRI Format Descriptions (continued) 


Field Description 

Source AS Set to the value found in the src-as community of the C-S or candidate RP. 
Multicast Source Length Set to 32 for IPv4 and to 128 for IPv6 C-S or candidate RP IP addresses. 
Multicast Source Set to the IP address of the C-S or candidate RP. 

Multicast Group Length Set to 32 for IPv4 and to 128 for IPv6é C-G addresses. 

Multicast Group Set to the C-G of the received C-join. 


This same structure is used for encoding both Type 6 and Type 7 routes with two differences: 


e The first difference is the value used for the multicast source field. For Type 6 routes, this field is set to 
the IP address of the candidate RP configured. For Type 7 routes, this field is set to the IP address of 
the C-S contained in the (C-S, C-G) message. 


e The second difference is the value used for the route distinguisher. For Type 6 routes, this field is set 
to the route distinguisher that is attached to the IP address of the candidate RP. For Type 7 routes, this 
field is set to the route distinguisher that is attached to the IP address of the C-S. 


Eliminating PE-PE Distribution of (C-*, C-G) State Using Source Active Autodiscovery Routes 


PE routers must maintain additional state when the C-multicast routing protocol is Protocol Independent 
Multicast-Sparse Mode (PIM-SM) in any-source multicast (ASM). This is a requirement because with ASM, 
the receivers first join the shared tree rooted at the candidate RP (called a candidate RP tree or candidate 
RPT). However, as the VPN multicast sources become active, receivers learn the identity of the sources 
and join the tree rooted at the source (called a customer shortest-path tree or C-SPT). The receivers then 
senda prune message to the candidate RP to stop the traffic coming through the shared tree for the group 
that they joined to the C-SPT. The switch from candidate RPT to C-SPT is a complicated process requiring 
additional state. 


Internet draft draft-ietf-I3vpn-2547bis-mcast-bgp-08.txt specifies optional procedures that completely 
eliminate the need for joining the candidate RPT. These procedures require PE routers to keep track of all 
active VPN sources using one of two options. The first option is to colocate the candidate RP on one of 
the PE routers. The second option is to use the Multicast Source Discovery Protocol (MSDP) between one 
of the PE routers and the customer candidate RP. 


In this approach, a PE router that receives a local (C-*, C-G) join creates a Type 6 route, but does not 

advertise the route to the remote PE routers until it receives information about an active source. The PE 
router acting as the candidate RP (or that learns about active sources via MSDP) is responsible for originating 
a Type 5 route. A Type 5 route carries information about the active source and the group addresses. The 
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information contained in a Type 5 route is enough for receiver PE routers to join the C-SPT by originating 
a Type 7 route toward the sender PE router, completely skipping the advertisement of the Type 6 route 
that is created when a C-join is received. Figure 120 on page 908 shows the format of a source active (SA) 
autodiscovery route. Table 35 on page 908 describes each format. 


Figure 120: Source Active Autodiscovery Route Type MCAST-VPN NLRI Format 


Route Distinguisher 
Multicast Source Length 
Multicast Source 


Multicast Group Length 
Multicast Group 


Table 35: Source Active Autodiscovery Route Type MCAST-VPN NLRI Format Descriptions 
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Field Description 


Route Distinguisher Set to the route distinguisher configured on the router originating the SA 
autodiscovery route. 


Multicast Source Length Set to 32 for IPv4 and to 128 for IPvé C-S IP addresses. 

Multicast Source Set to the IP address of the C-S that is actively transmitting data to C-G. 
Multicast Group Length Set to 32 for IPv4 and to 128 for IPv6é C-G addresses. 

Multicast Group Set to the IP address of the C-G to which C-S is transmitting data. 


Receiving C-Multicast Routes 


The sender PE router imports C-multicast routes into the VRF table based on the route target of the route. 
If the route target attached to the C-multicast MVPN route matches the route target import community 
originated by this router, the C-multicast MVPN route is imported into the VRF table. If not, it is discarded. 


Once the C-multicast MVPN routes are imported, they are translated back to C-joins and passed on to 
the VRF C-PIM protocol for further processing per normal PIM procedures. 
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RELATED DOCUMENTATION 


Enabling Next-Generation MVPN Services | 684 


Exchanging C-Multicast Routes | 909 
Understanding Next-Generation MVPN Network Topology | 670 


| Exchanging C-Multicast Routes 


This section describes PE-PE distribution of Type 7 routes discussed in “Signaling Provider Tunnels and 
Data Plane Setup” on page 922. 


In source-tree-only mode, a receiver provider edge (PE) router generates and installs a Type 6 route in its 
<routing-instance-name>.mvpn.0 table in response to receiving a (C-*, C-G) message from a local receiver, 
but does not advertise this route to other PE routers via BGP. The receiver PE router waits for a Type 5 
route corresponding to the C-join. 


Type 5 routes carry information about active sources and can be advertised by any PE router. In Junos 
OS, a PE router originates a Type 5 route if one of the following conditions occurs: 


e PE router starts receiving multicast data directly from a VPN multicast source. 


e PE router is the candidate rendezvous point (router) (candidate RP) and starts receiving C-PIM register 
messages. 


e PE router has a Multicast Source Discovery Protocol (MSDP) session with the candidate RP and starts 
receiving MSDP Source Active routes. 


Once both Type 6 and Type 5 routes are installed in the <routing-instance-name>.mvpn.0 table, the 
receiver PE router is ready to originate a Type 7 route 


Advertising C-Multicast Routes Using BGP 


If the C-join received over a VPN interface is a source tree join (C-S, C-G), then the receiver PE router 
simply originates a Type 7 route (Step 7 in the following procedure). If the C-join is a shared tree join (C-*, 
C-G), then the receiver PE router needs to go through a few steps (Steps 1-7) before originating a Type 7 
route. 


Note that Router PE1 is the candidate RP that is conveniently located in the same router as the sender 
PE router. If the sender PE router and the PE router acting as (or MSDP peering with) the candidate RP 
are different, then the VPN multicast register messages first need to be delivered to the PE router acting 
as the candidate RP that is responsible for originating the Type 5 route. Routers referenced in this topic 
are shown in “Understanding Next-Generation MVPN Network Topology” on page 670. 


1. APE router that receives a (C-*, C-G) join message processes the message using normal C-PIM 
procedures and updates its C-PIM database accordingly. 


Enter the show pim join extensive instance vpna 224.1.1.1 command on Router PE3 to verify that 
Router PE3 creates the C-PIM database after receiving the (*, 224.1.1.1) C-join message from Router 


CE3: 





user@P! 


E3> show pim join extensive instance vpna 224.1.1.1 





Instance: PIM.vpna Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


Group: 


Ale elias 


Sowecisg 74 


INI g 


LO U2 55So1 


Flags: sparse, rptree, wildcard 


Upstream protocol: BGP 


Upstream interface: Through BGP 


Upstream neighbor: Through MVPN 


Upstream state: Join to RP 


Downstream neighbors: 


Interface: so-0/2/0.0 


LO 12, 87.1 SEAESS Wom wilagss SIN WaMSouie Ss IWimieLiaicy 


2. The (C-*, C-G) entry in the C-PIM database triggers the generation of a Type 6 route that is then installed 
in the <routing-instance-name>.mvpn.0 table by C-PIM. The Type 6 route uses the candidate RP IP 
address as the source. 


Enter the show route table vpna.mvpn.0 detail | find 6:10.1.1.1 command on Router PES to verify that 
Router PE3 installs the following Type 6 route in the vpna.mvpn.0 table: 





user@PE3> show route table vpna.mvpn.0 detail | find 6:10.1.1.1 


GeO, 1 L,lsileesOOWOs 3290.12.53 ies29eo4 dail, 1/240 (il eiotery, i aiaayeiuiaretercl) 


*PIM Preference: 105 
Next hop type: Multicast (IPv4), Next hop index: 262144 





Next—-hop reference count: 11 

State: <Active Int> 

Agee Lol de srs Se 

Task: PIM.vpna 

Announcement bits (2): O-PIM.vpna 1-mvpn global task 
ANS) joeuclag I 





Communities: no-advertise target:10.1.1.1:64 


3. The route distinguisher and route target attached to the Type 6 route are learned from a route lookup 
in the <routing-instance-name>.inet.0 table for the IP address of the candidate RP. 
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Enter the show route table vpna.inet.0 10.12.53.1 detail command on Router PE3 to verify that Router 
PE3 has the following entry for C-RP 10.12.53.1 in the vpna.inet.O table: 


user@PE3> show route table vpna.inet.0 10.12.53.1 detail 





vpna.inet.0: 9 destinations, 9 routes (9 active, 0 holddown, 0 hidden) 
LO M2. 531/82 (i einitiay, 1 aiamowiacecl)) 
*BGP Preference: 170/-101 





Route Distinguisher: 10.1.1.1:1 
Next hop type: Indirect 





Next—-hop reference count: 6 

sources 10 ,1,1.1 

Next hop type: Router, Next hop index: 588 
Next hop: via so-0/0/3.0, selected 

Label operation: Push 16, Push 299808 (top) 
ZaMeOcol inexdc Ines 10), i, 1,1 








Push 16 


Indirect next hop: 8da91f8 262143 





State: <Secondary Active Int Ext> 
MocalleAs Oo U0 0MRComeAS oo 000) 
Age: 4:49:25 Metric2: 1 
Lasise BWEP_65000.10 .2,1.iri17% 
Announcement bits (1): O-KRT 
AS pathy 2 
Communes Eres eeta tec Oe es seSass Ool0 00 Osta Emp © tater One anels toa 
Import Accepted 
VPN Label: 16 
Localpreft: 100 
inemeer ItDe 1d 1.1.1 

Primary Routing Table bgp.13vpn.0 


4. After the VPN source starts transmitting data, the first PE router that becomes aware of the active 
source (either by receiving register messages or the MSDP source-active routes) installs a Type 5 route 
in its VRF mvpn table. 


Enter the show route table vpna.mvpn.0 detail | find 5:10.1.1.1 command on Router PE1 to verify that 
Router PE1 has installed the following entry in the vpna.mvpn.0 table and starts receiving C-PIM register 
messages from Router CE1: 


user@PE1> show route table vpna.mvpn.0 detail | find 5:10.1.1.1 





SSO Lolo dgilss2eilO? 1681 29s2e224 11 l/240 (1 eaemy, 1 ainnowneescl)) 
xPIM Preference: 105 
Next hop type: Multicast (IPv4) 





Next—-hop reference count: 30 
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State: <Active Int> 

INGA el Is 36855! 

HASIZ3 I IMI. Wome) 

Announcement bits (3): O-PIM.vpna 1-mvpn global task 2-BGP RT 
Background 

AS path: 1 


5. Type 5 routes that are installed in the <routing-instance-name>.mvpn.0 table are picked up by BGP 
and advertised to remote PE routers. 


Enter the show route advertising-protocol bgp 10.1.1.3 detail table vpna.mvpn.0 | find 5: command 
on Router PE1 to verify that Router PE1 advertises the following Type 5 route to remote PE routers: 


user@PE1> show route advertising-protocol bgp 10.1.1.3 detail table vpna.mvpn.0 | find 5: 





= Sol, L dl, leles2elon log lL _2es2e224 1.1.1 /240 (i einicey, 1 aiminouinesyel) 
BGP group int type Internal 
ROUES IDE Sitamemaisine~s: 10). i, i. ial 
Nexthop: Self 
Flags: Nexthop Change 
Iecaljorcieg 00) 
INS: joeticlas [SOOO i] I 


Communities: target:10:1 


6. The receiver PE router that has both a Type 5 and Type 6 route for (C-*, C-G) is now ready to originate 
a Type 7 route. 


Enter the show route table vpna.mvpn.0 detail command on Router PES to verify that Router PE3 has 
the following Type 5, 6, and 7 routes in the vpna.mvpn.0 table. 


The Type 6 route is installed by C-PIM in Step 2. The Type 5 route is learned via BGP in Step 5. The 
Type 7 route is originated by the MVPN module in response to having both Type 5 and Type 6 routes 
for the same (C-*, C-G). The route target of the Type 7 route is the same as the route target of the 
Type 6 route because both routes (IP address of the candidate RP [10.12.53.1] and the address of the 
VPN multicast source [192.168.1.2]) are reachable via the same router [PE1]). Therefore, 10.12.53.1 
and 192.168.1.2 carry the same route target import (10.1.1.1:64) community 


user@PE3> show route table vpna.mvpn.0 detail 





FeLO.d,L,deilsg2oil@2. 1GS,1 29se2e224 1.1, 1/24 (iL Ginteiay, IL siovoverbuovererel)) 
*BGP Preference: 170/-101 





Next hop type: Indirect 





Next-hop reference count: 4 
Sources Ist. ted 
PHOCOCOl mesic ines LO .todet 
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Indirect next hop: 2 no-forward 
State: <Secondary Active Int Ext> 
oeel ISS SSOOWOW) Pesce ASE SSWUOW 
Age: 1d 1:43:13 Metric2: 1 

Hasies IE _OSOOO.i0. isi. Ierao 34! 





Announcement bits (2): O-PIM.vpna 1-mvpn global task 
ASmipoie nial 

Communities: target:10:1 

Import Accepted 

Localpref: 100 

RowEeer Wg LO,t,i1 

Primary Routing Table bgp.mvpn.0 


SslG dod deilsoesOOWs 3231012 S38 1328224 1.1.1/240 (il emery, 1 amimouincscl) 


ee 


Preference: 105 


Next hop type: Multicast (IPv4), Next hop index: 262144 





Next—-hop reference count: 11 

State: <Active Int> 

Age: 1d 1:44:09 

HESS 3 I IMI, wee) 

Announcement bits (2): O-PIM.vpna 1-mvpn global task 
NS jOsielag I 





Communities: no-advertise target:10.1.1.1:64 


Tel. doled sls Gs5O00s S292 LSE lL 2eseo2e4 1 .1f240 (i einieriy, i ainiqvouineeycl)) 


*MVPN 


Background 


Preference: 70 


Next hop type: Multicast (IPv4), Next hop index: 262144 





Next-hop reference count: 11 
State: <Active Int Ext> 


Age: 1d 1:44:09 Metric2: 1 





Task: mvpn global task 
Announcement bits (3): O-PIM.vpna 1l-mvpn global task 2-BGP RT 


ASM ae hecweee 
Communities: target:10.1.1.1:64 


7. The Type 7 route installed in the VRF MVPN table is picked up by BGP and advertised to remote PE 


routers. 


Enter the show route advertising-protocol bgp 10.1.1.1 detail table vpna.mvpn.0 | find 7:10.1.1.1 
command on Router PE3 to verify that Router PE3 advertises the following Type 7 route: 





user@PE3> show route advertising-protocol bgp 10.1.1.1 detail table vpna.mvpn.0 | find 7:10.1.1.1 


914 


= 7910.11 Lelsos000s 329192 168.1 29325224 1. 1,1/240 (lL Cintciny, 1 eiouoverbuovesrcl)) 
BGP group int type Internal 
ROMES IDLSitamemisineies IO. 1. 3eil 
Nexthop: Self 
Flags: Nexthop Change 
Localpreft: 100 
AS path: [65000] I 
ConmMMmIMeLSSs ieeuecSic gO i, 1, ised! 


8. If the C-join is a source tree join, then the Type 7 route is originated immediately (without waiting for 
a Type 5 route). 


Enter the show route table vpna.mvpn.0 detail | find 7:10.1.1.1 command on Router PE2 to verify that 
Router PE2 originates the following Type 7 route in response to receiving a (192.168.1.2, 232.1.1.1) 


C-join: 


user@PE2> show route table vpna.mvpn.0 detail | find 7:10.1.1.1 





TeLO dole lgleGsoOOOs 325192 168.1 2e329232 1.1.1 /2a0 (i Siaicmy, i miniqvowlinersvcl)) 
*PIM Preference: 105 
Next hop type: Multicast (IPv4), Next hop index: 262146 





Next—-hop reference count: 4 

State: <Active Int> 

Age: 2d 18:59:56 

Task: PIM.vpna 

Announcement bits (3): O-PIM.vpna 1-mvpn global task 2-BGP RT 
Background 

INS) jo@iclayg It 

Communities: target:10.1.1.1:64 


Receiving C-Multicast Routes 


A sender PE router imports a Type 7 route if the route is carrying a route target that matches the locally 
originated route target import community. All Type 7 routes must pass the 
__vrf-mvpn-import-cmcast-<routing-instance-name>-internal__ policy in order to be installed in the 
<routing-instance-name>.mvpn.0 table. 


When a sender PE router receives a Type 7 route via BGP, this route is installed in the 
<routing-instance-name>.mvpn.0 table. The BGP route is then translated back into a normal C-join inside 
the VRF table, and the C-join is installed in the local C-PIM database of the receiver PE router. A new 
C-join added to the C-PIM database triggers C-PIM to originate a Type 6 or Type 7 route. The C-PIM on 
the sender PE router creates its own version of the same Type 7 route received via BGP. 
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Use the show route table vpna.mvpn.0 detail | find 7:10.1.1.1 command to verify that Router PE1 contains 
the following entries for a Type 7 route in the vpna.mvpn.0 table corresponding to a (192.168.1.2, 224.1.1.1) 
join message. There are two entries; one entry is installed by PIM and the other entry is installed by BGP. 
This example also shows the Type 7 route corresponding to the (192.168.1.2, 232.1.1.1) join. 


user@PE1> show route table vpna.mvpn.0 detail | find 7:10.1.1.1 





WED Lei, LeleoSOoOoer S229 2. 168, 1,28388224 1 le l/Zao (2 Sintcries, 2 aininowimesel)) 











xPIM Preference: 105 

Next hop type: Multicast (IPv4) 

Next—-hop reference count: 30 

State: <Active Int> 

Age: 1d 2:19:04 

Task: PIM.vpna 

Announcement bits (2): O-PIM.vpna 1-mvpn global task 

INS) jOwiclas I 

Communities: no-advertise target:10.1.1.1:64 
BGP Preference: 170/-101 

Next hop type: Indirect 

Next-hop reference count: 4 

Semmes; L015. 3 

PrOErOCOle next MOP: msOrp els 

Indirect next hop: 2 no-forward 

State: <Secondary Int Ext> 





Inactive reason: 


Local AS: 
Age: 53:27 
Task: 


Announcement bits 
AS) joaiclaz I 

Communities: 
Import Accepted 
Localpref: 100 


Router ID: 


COCO MEIS Cremations 
Metric2: 1 

BE? _ 65000. 10,1515 337179 

(2k: 


LO eos 





Route Preference 


65000 


O-PIM.vpna 1-mvpn global task 


ineuceere 8 IL), iL. ils goes 


Primary Routing Table bgp.mvpn.0 


W3LlOLcl LelresooOs 325192 168 1233292321. 1,1/240 


105 
Next hop type: 


*PIM Preference: 


Multicast 





Next-hop referenc 
Sarees 
Ages 2el Ie 2i ei 7 
Task: PIM.vpna 

Announcement bits 


AAS) jowiclag IC 


<Active Int> 


(ZR: 


(2 entries, 2 announced) 


(IPv4) 


Coumte 30 


O-PIM.vpna 1-mvpn global task 





Communities: no-advertise target:10.1.1.1:64 


BGP Preference: 170/-101 





Next hop type: Indirect 





Next-hop reference count: 4 
Soueees 0,151.2 
PHOCOCOL méxic noes IM.1.,1.2 


Indirect next hop: 2 no-forward 








State: <Secondary Int Ext> 
Inactive reason: Route Preference 
local AS: 65000) Been AS: 65000 
Age: 53327 Meierate Ziel 

Weiss WEP _ S000, 10, 1,1 2A gilos 
Announcement bits (2): O-PIM.vpna 1-mvpn global task 
INS) jOwiclas IC 

Communities: target:10.1.1.1:64 
Import Accepted 

Localpreft: 100 

Rowe We IO.L.L.2 

Primary Routing Table bgp.mvpn.0 


Remote C-joins (Type 7 routes learned via BGP translated back to normal C-joins) are installed in the VRF 
C-PIM database on the sender PE router and are processed based on regular C-PIM procedures. This 
process completes the end-to-end C-multicast routing exchange. 


Use the show pim join extensive instance vpna command to verify that Router PE1 has installed the 
following entries in the C-PIM database: 


user@PE1> show pim join extensive instance vpna 








Instance: PIM.vpna Family: INET 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Groupie 4a sels 
Soummees 192, WSs4 io 2 
Flags: sparse,spt 
Upstream interface: fe-0/2/0.0 
Upstream neighbor: 10.12.97.2 





Upstream state: Local RP, Join to Source 
Keepalive timeout: 201 

Downstream neighbors: 

Interface: Pseudo-MVPN 





Exeujog Z32ciqd.i 
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Soumees 92.1681 .2 
Flags: sparse,spt 
Upstream interface: fe-0/2/0.0 





Upstream neighbor: 10.12.97.2 

Upstream state: Local RP, Join to Source 
Keepalive timeout: 

Downstream neighbors: 


Interface: Pseudo-MVPN 








Instance: PIM.vpna Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 
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| Generating Source AS and Route Target Import Communities Overview 


Both route target import (rt-import) and source autonomous system (src-as) communities contain two 
fields (following their respective keywords). In Junos OS, a provider edge (PE) router constructs the route 
target import community using its router ID in the first field and a per-VRF unique number in the second 
field. The router ID is normally set to the primary loopback IP address of the PE router. The unique number 
used in the second field is an internal number derived from the routing-instance table index. The combination 
of the two numbers creates a route target import community that is unique to the originating PE router 
and unique to the VPN routing and forwarding (VRF) instance from which it is created. 


For example, Router PE1 creates the following route target import community: rt-import:10.1.1.1:64. 


Since the route target import community is constructed using the primary loopback address and the 
routing-instance table index of the PE router, any event that causes either number to change triggers a 
change in the value of the route target import community. This in turn requires VPN-IPv4 routes to be 
re-advertised with the new route target import community. Under normal circumstances, the primary 
loopback address and the routing-instance table index numbers do not change. If they do change, Junos 
OS updates all related internal policies and re-advertises VPN-IPv4 routes with the new rt-import and 
src-as values per those policies. 
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To ensure that the route target import community generated by a PE router is unique across VRF tables, 
the Junos OS Policy module restricts the use of primary loopback addresses to next-generation multicast 
virtual private network (MVPN) internal policies only. You are not permitted to configure a route target 
for any VRF table (MVPN or otherwise) using the primary loopback address. The commit fails with an error 
if the system finds a user-configured route target that contains the IP address used in constructing the 
route target import community. 


The global administrator field of the src-as community is set to the local AS number of the PE router 
originating the community, and the local administrator field is set to O. This community is used for inter-AS 
operations but needs to be carried along with all VPN-IPv4 routes. 


For example, Router PE1 creates an src-as community with a value of src-as:65000:0. 


RELATED DOCUMENTATION 


Originating Type 1 Intra-AS Autodiscovery Routes Overview | 918 
Generating Next-Generation MVPN VRF Import and Export Policies Overview | 687 
Enabling Next-Generation MVPN Services | 684 


Originating Type 1 Intra-AS Autodiscovery Routes Overview 


Every provider edge (PE) router that is participating in the next-generation multicast virtual private network 
(MVPN) is required to originate a Type 1 intra-AS autodiscovery route. In Junos OS, the MVPN module is 
responsible for installing the intra-AS autodiscovery route in the local <routing-instance-name>.mvpn.0O 
table. All PE routers advertise their local Type 1 routes to each other. Routers referenced in this topic are 
shown in “Understanding Next-Generation MVPN Network Topology” on page 670. 


Use the show route table vpna.mvpn.0 command to verify that Router PE1 has installed intra-AS AD 
routes in the vpna.mvpn.0 table. The route is installed by the MVPN protocol (meaning it is the MVPN 
module that originated the route), and the mask for the entire route is /240. 


user@PE1> show route table vpna.mvpn.O 


vpna.mvpn.0: 6 destinations, 9 routes (6 active, 1 holddown, 0 hidden) 


+ = Active Route, Last Active, * = Both 








1210 a Le isilelO.1,1 1/240 
*[MVPN/70] 04:09:44, metric2 1 


Indirect 
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Attaching Route Target Community to Type 1 Routes 


Intra-AS AD routes are picked up by the BGP protocol from the <routing-instance-name>.mvpn.0 table 
and advertised to the remote PE routers via the MCAST-VPN address family. By default, intra-AS 
autodiscovery routes carry the same route target community that is attached to the unicast VPN-IPv4 
routes. If the unicast and multicast network topologies are not congruent, then you can configure a different 
set of import route target and export route target communities for non-C-multicast MVPN routes 
(C-multicast MVPN routes always carry a dynamic import route target). 


Multicast route targets are configured by including the import-target and export-target statements at the 
[edit routing-instances routing-instance-name protocols mvpn route-target] hierarchy level. 


Junos OS creates two additional internal policies in response to configuring multicast route targets. These 
policies are applied to non-C-multicast MVPN routes during import and export decisions. Multicast VPN 
routing and forwarding (VRF) internal import and export polices follow a naming convention similar to 
unicast VRF import and export policies. The contents of these polices are also similar to policies applied 
to unicast VPN routes. 


The following list identifies the default policy names and where they are applied: 
Multicast VRF import policy: __vrf-mvpn-import-target-<routing-instance-name>-internal__ 
Multicast VRF export policy: __vrf-mvpn-export-target-<routing-instance-name>-internal__ 


Use the show policy __vrf-mvpn-import-target-vpna-internal__ command on Router PE1 to verify that 
Router PE1 has created the following internal MVPN policies if import-target and export-target are 
configured to be target:10:2: 





user@PE1> show policy __vrf-mvpn-import-target-vpna-internal__ 





Policy __vrf-mvpn-import-target-vpna-internal__: 


Term unnamed: 





from community __vrf-mvpn-community-import-vpna-internal__ [target:10:2 ] 
then accept 
Term unnamed: 


then reject 


user@PE1> show policy __vrf-mvpn-export-target-vpna-internal__ 











Policy __vrf-mvpn-export-target-vpna-internal__: 


Term unnamed: 





then community + __vrf-mvpn-community-—export-—vpna-internal__ [target:10:2 ] accept 
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The values in this example are as follows: 


e Multicast import RT community: __vrf-mvpn-community-import-vpna-internal__ 


e Multicast export RT community: __vrf-mvpn-community-export-vpna-internal__ Value: target:10:2 


Attaching the PMSI Attribute to Type 1 Routes 


The provider multicast service interface (PMSI) attribute is originated and attached to Type 11 intra-AS 
autodiscovery routes by the sender PE routers when the provider-tunnel statement is included at the [edit 
routing-instances routing-instance-name] hierarchy level. Since provider tunnels are signaled by the sender 
PE routers, this statement is not necessary on the PE routers that are known to have VPN multicast 
receivers only. 


If the provider tunnel configured is Protocol Independent Multicast-Sparse Mode (PIM-SM) any-source 
multicast (ASM), then the PMSI attribute carries the IP address of the sender-PE and provider tunnel group 
address. The provider tunnel group address is assigned by the service provider (through configuration) 
from the provider's multicast address space and is not to be confused with the multicast addresses used 
by the VPN customer. 


If the provider tunnel configured is the RSVP-Traffic Engineering (RSVP-TE) type, then the PMSI attribute 
carries the RSVP-TE point-to-multipoint session object. This point-to-multipoint session object is used as 
the identifier for the parent point-to-multipoint label-switched path (LSP) and contains the fields shown 
in Figure 121 on page 920. 


Figure 121: RSVP-TE Point-to-Multipoint Session Object Format 


O 1 2 3 


01234567890123456789012345678901 


=o} falta vers \Vielud/efe)i aia |B) 


VU hs9 Ml ol-W4-1¢0) Tunnel ID 


Extended Tunnel ID 





g041547 


In Junos OS, the P2MP ID and Extended Tunnel ID fields are set to the router ID of the sender PE router. 
The Tunnel ID is set to the port number used for the point-to-multipoint RSVP session that is unique for 
the length of the RSVP session. 


Use the show rsvp session p2mp detail command to verify that Router PE1 signals the following RSVP 
sessions to Router PE2 and Router PE3 (using port number 6574). In this example, Router PE1 is signaling 
a point-to-multipoint LSP named 10.1.1.1:65535:mvpn:vpna with two sub-LSPs. Both sub-LSPs 


10.1.1.3:10.1.1.1:65535:mvpn:vpna and 10.1.1.2:10.1.1.1:65535:mvpn:vpna use the same RSVP port 
number (6574) as the parent point-to-multipoint LSP. 





user@PE1> showrsvp session p2mp detail 


Ingress RSVP: 2 sessions 


P2MP name: 10h 1 si s65535:mvpnevpna, P2MP branch count: 2 
AG eS 
From: 10.1.1.1, LSPstate: Up, ActiveRoute: 0 
iS Pane Orin lS slOp eh 6559 o:imvpna viola, Usb patan:  Pisimary 


P2MP LSPname: 10.1.1.1:65535:mvpn:vpna 





Suggested label received: -, Suggested label sent: 





Recovery label received: , Recovery label sent: 299968 





Resv style: 1 SE, Label in: -, Label out: 299968 











Path MTU: 








LO ished 


Time leities =, Saline 


WedeMa yeu SON 3622 a Z0109 


Tspec: rate Obps size Obps peak Infbps m 20 M 1500 


Port number: sender 1 receiver 6574 protocol 0 





PATH rcvfrom: localclient 


Adspec: sent MTU 1500 


received 1500 


PAE Sent Orme Onn hin OO homme —O.41/.om0)) meu moikates) 
RiGwy wewarwoms IO,12,100,6 Gre-0/2/3.0) 27 pics 
Epolee aoucSes IO. LZ 10.6 LO0.L2.100.22 
RSCOrnCiEOUbe a s <SClEn> OESEAT OOM Cu NOR MEAR sO ORe2 2. 


From: 10.1.1.1, LSPstate: Up, ActiveRoute: 0 


LSPname: 


10,1 ,1,2610 1, lL deeSasasnimoms mone, inSRijoeliting ieamieey 


P2MP LSPname: 10.1.1.1:65535:mvpn:vpna 





Suggested label received: -, Suggested label sent: 





Recovery label received: -, Recovery label sent: 299968 





Resv style: 1 SE, Label in: -, Label out: 299968 


Time left 











5 Saline WedeiMay 2 SOT S622 520109 


Tspec: rate Obps size Obps peak Infbps m 20 M 1500 





Port number: sender 1 receiver 6574 protocol 0 
PATH rcevfrom: localclient 

Adspec: sent MTU 1500 

Path MTU: received 1500 

PATH ESentOrue Omy biel 00h ous ae Oi/41/.crn0)) mew mo kates) 
RiGy wewsiewoms IM 12 100,656 Gre-O/2/3.0) 27 jokes 
Mpgolet wemces 10,12.100.6 10.12. 100.9 
RECoOnGmrOube RE <Siclh a> OEE O ORG ORE EATS OR 9) 








Total 2 displayed, Up 2, Down 0 
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Egress RSVP: 0 sessions 


Total 0 displayed, Up 0, Down 0 


Transit RSVP: 0 sessions 





Total 0 displayed, Up 0, Down 0 


Sender-Only and Receiver-Only Sites 


In Junos OS, you can configure a PE router to be a sender-site only or a receiver-site only. These options 
are enabled by including the sender-site and receiver-site statements at the [edit routing-instances 
routing-instance-name protocols mvpn] hierarchy level. 


e Asender-site only PE router does not join the provider tunnels advertised by remote PE routers 


e A receiver-site only PE router does not send a PMSI attribute 


The commit fails if you include the receiver-site and provider-tunnel statements in the same VPN. 


RELATED DOCUMENTATION 


Generating Source AS and Route Target Import Communities Overview | 917 
Understanding MBGP Multicast VPN Extranets | 794 
Signaling Provider Tunnels and Data Plane Setup | 922 





Generating Next-Generation MVPN VRF Import and Export Policies Overview | 687 


Signaling Provider Tunnels and Data Plane Setup 


Ina next-generation multicast virtual private network (MVPN), provider tunnel information is communicated 
to the receiver PE routers in an out-of-band manner. This information is advertised via BGP and is 
independent of the actual tunnel signaling process. Once the tunnel is signaled, the sender PE router binds 
the VPN routing and forwarding (VRF) table to the locally configured tunnel. The receiver PE routers bind 
the tunnel signaled to the VRF table where the Type 1 autodiscovery route with the matching provider 
multicast service interface (PMSI) attribute is installed. The same binding process is used for both Protocol 
Independent Multicast (PIM) and RSVP-Traffic Engineering (RSVP-TE) signaled provider tunnels. 
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Provider Tunnels Signaled by PIM (Inclusive) 


A sender provider edge (PE) router configured to use an inclusive PIM-sparse mode (PIM-SM) any-source 
multicast (ASM ) provider tunnel for a VPN creates a multicast tree (using the P-group address configured) 
in the service provider network. This tree is rooted at the sender PE router and has the receiver PE routers 
as the leaves. VPN multicast packets received from the local VPN source are encapsulated by the sender 
PE router with a multicast generic routing encapsulation (GRE) header containing the P-group address 
configured for the VPN. These packets are then forwarded on the service provider network as normal IP 
multicast packets per normal P-PIM procedures. At the leaf nodes, the GRE header is stripped and the 
packets are passed on to the local VRF C-PIM protocol for further processing. 


In Junos OS, a logical interface called multicast tunnel (MT) is used for GRE encapsulation and 
de-encapsulation of VPN multicast packets. The multicast tunnel interface is created automatically if a 
Tunnel PIC is present. 


e Encapsulation subinterfaces are created from an mt-x/y/z.[32768-49151] range. 


e De-encapsulation subinterfaces are created from an mt-x/y/z.[49152-65535] range. 


The multicast tunnel subinterfaces act as pseudo upstream or downstream interfaces between C-PIM and 
P-PIM. 


In the following two examples, assume that the network uses PIM-SM (ASM) signaled GRE tunnels as the 
tunneling technology. Routers referenced in this topic are shown in “Understanding Next-Generation 
MVPN Network Topology” on page 670. 


Use the show interfaces mt-0/1/0 terse command to verify that Router PE1 has created the following 
multicast tunnel subinterface. The logical interface number is 32768, indicating that this sub-unit is used 
for GRE encapsulation. 





user@PE1> show interfaces mt-0/1/0 terse 


Interface Admin Link Proto Local Remote 
mites Oye nO up up 
me—O/1/0, 32768 up up inet 
inet6 


Use the show interfaces mt-0/1/0 terse command to verify that Router PE2 has created the following 
multicast tunnel subinterface. The logical interface number is 49152, indicating that this sub-unit is used 
for GRE de-encapsulation. 


user@PE2> show interfaces mt-0/1/0 terse 





Interface Admin Link PEGE Local Remote 
mt—0/1/0 up up 
mt-0/1/0.49152 up up inet 

inet6 


P-PIM and C-PIM on the Sender PE Router 


The sender PE router installs a local join entry in its P-PIM database for each VRF table configured to use 
PIM as the provider tunnel. The outgoing interface list (OIL) of this entry points to the core-facing interface. 
Since the P-PIM entry is installed as Local, the sender PE router sets the source address to its primary 
loopback IP address. 


Use the show pim join extensive command to verify that Router PE‘ has installed the following state in 
its P-PIM database. 





user@PE1> show pim join extensive 





Instance: PIM.master Family: INET 


R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





GROUT EZ oo andere: 

Soureees W0.t.1i 
Flags: sparse,spt 
Upstream interface: Local 
Upstream neighbor: Local 
Upstream state: Local Source 
Keepalive timeout: 339 
Downstream neighbors: 

Interface: fe-0/2/3.0 

10,12 ,100.6 Stteees wolin wlags: © Wismeouics i195 





Instance: PIM.master Family: INET6 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





On the VRF side of the sender PE router, C-PIM installs a Local Source entry in its C-PIM database for the 
active local VPN source. The OIL of this entry points to Pseudo-MVPN, indicating that the downstream 

interface points to the receivers in the next-generation MVPN network. Routers referenced in this topic 
are shown in “Understanding Next-Generation MVPN Network Topology” on page 670. 


Use the show pim join extensive instance vpna 224.1.1.1 command to verify that Router PE1 has installed 
the following entry in its C-PIM database. 


user@PE1> show pim join extensive instance vpna 224.1.1.1 
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Instance: PIM.vpna Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


Groupe 2243 ie 
SOUIRC Clo Ore Sr lee 
Flags: sparse,spt 
Upstream interface: fe-0/2/0.0 





Upstream neighbor: 10.12.97.2 

Upstream state: Local RP, Join to Source 
Keepalive timeout: 0 

Downstream neighbors: 


Interface: Pseudo-MVPN 





The forwarding entry corresponding to the C-PIM Local Source (or Local RP) on the sender PE router 
points to the multicast tunnel encapsulation subinterface as the downstream interface. This indicates that 
the local multicast data packets are encapsulated as they are passed on to the P-PIM protocol. 


Use the show multicast route extensive instance vpna group 224.1.1.1 command to verify that Router 
PE1 has the following multicast forwarding entry for group 224.1.1.1. The upstream interface is the PE-CE 
interface and the downstream interface is the multicast tunnel encapsulation subinterface: 


user@PE1> show multicast route extensive instance vpna group 224.1.1.1 





Family: INET 





Group: 224.1.1.1 
Sommees 192 168), 1, 2/32 
Upstream interface: fe-0/2/0.0 





Downstream interface list: 
mt-0/1/0.32768 
Session description: ST Multicast Groups 
StacLstiess 7 kes, 79 joes, WIV jackets 
Next-hop ID: 262144 
Upstream protocol: MVPN 
Route state: Active 
Forwarding state: Forwarding 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


P-PIM and C-PIM on the Receiver PE Router 


On the receiver PE router, multicast data packets received from the network are de-encapsulated as they 
are passed through the multicast tunnel de-encapsulation interface. 
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The P-PIM database on the receiver PE router contains two P-joins. One is for P-RP, and the other is for 
the sender PE router. For both entries, the OIL contains the multicast tunnel de-encapsulation interface 
from which the GRE header is stripped. The upstream interface for P-joins is the core-facing interface that 
faces towards the sender PE router. 


Use the show pim join extensive command to verify that Router PE3 has the following state in its P-PIM 
database. The downstream neighbor interface points to the GRE de-encapsulation subinterface: 





user@PE3> show pim join extensive 





Instance: PIM.master Family: INET 


R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Exeujog 239... 

Sourees * 
N28 LO... ho 
Flags: sparse, rptree,wildcard 
Upstream interface: so-0/0/3.0 
Upstream neighbor: 10.12.100.21 


Upstream state: Join to RP 








Downstream neighbors: 
ImESeEACSs me—1/2/0 49152 
IQ L255. 138 Siesta; wodin wilegss SR WaSsowes Mini alinslicy 


Grew: ZI. ied. 
Souceee WO... 
Flags: sparse,spt 
Upstream interface: so-0/0/3.0 
Upstream neighbor: 10.12.100.21 





Upstream state: Join to Source 
Keepalive timeout: 351 
Downstream neighbors: 
Interface: mt-1/2/0.49152 
IO ,12 55,13 States wolm wleagss S WiMmecwuirs Iai nimi 





Instance: PIM.master Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


On the VRF side of the receiver PE router, C-PIM installs a join entry in its C-PIM database. The OIL of 
this entry points to the local VPN interface, indicating active local receivers. The upstream protocol, 
interface, and neighbor of this entry point to the next-generation-MVPN network. Routers referenced in 
this topic are shown in “Understanding Next-Generation MVPN Network Topology” on page 670. 
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Use the show pim join extensive instance vpna 224.1.1.1 command to verify that Router PES has the 
following state in its C-PIM database: 





user@PE3> show pim join extensive instance vpna 224.1.1.1 


Instance: PIM.vpna Family: INET 





R = Rendezvous Point Tree, S = Spars 





, W = Wildcard 


Cxouwos 2241, 

Soumees * 
MP3 IO.12,53 1 
Flags: sparse, rptree, wildcard 
Upstream protocol: BGP 
Upstream interface: Through BGP 
Upstream neighbor: Through MVPN 
Upstream state: Join to RP 





Downstream neighbors: 
Interface: so-0/2/0.0 


10.12.87.1 State: Join Flags: SRW Timeout: Infinity 


Cxouos 224 1,1 i 

Somme: U2 51S, 2 

Flags: sparse 
Upstream protocol: BGP 
Upstream interface: Through BGP 
Upstream neighbor: Through MVPN 
Upstream state: Join to Source 


Keepalive timeout: 





Downstream neighbors: 
Interface: so-0/2/0.0 
10,12 .87,1 States Joim milage: § wimeemes 195 


Instance: PIM.vpna Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





The forwarding entry corresponding to the C-PIM entry on the receiver PE router uses the multicast tunnel 
de-encapsulation subinterface as the upstream interface. 


Use the show multicast route extensive instance vpna group 224.1.1.1 command to verify that Router 
PE3 has installed the following multicast forwarding entry for the local receiver: 





user@PE3> show multicast route extensive instance vpna group 224.1.1.1 
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Family: INET 





Groupe 24 eee 
Sommcee 192 168. 1.2 / 32 
Upstream interface: mt-1/2/0.49152 





Downstream interface list: 

sO-0/ 2/0 0 
Session description: ST Multicast Groups 
Sieciets Eke sel E Sm OMm OOS me Om ode keles) 
Next-hop ID: 262144 
Upstream protocol: MVPN 
Route state: Active 


Forwarding state: Forwarding 





Cache lifetime/timeout: forever 


Wrong incoming interface notifications: 0 


Provider Tunnels Signaled by RSVP-TE (Inclusive and Selective) 


Junos OS supports signaling both inclusive and selective provider tunnels by RSVP-TE point-to-multipoint 
label-switched paths (LSPs). You can configure a combination of inclusive and selective provider tunnels 
per VPN. 


e If you configure a VPN to use an inclusive provider tunnel, the sender PE router signals one 
point-to-multipoint LSP for the VPN. 


e If youconfigure a VPN to use selective provider tunnels, the sender PE router signals a point-to-multipoint 
LSP for each selective tunnel configured. 


Sender (ingress) PE routers and receiver (egress) PE routers play different roles in the point-to-multipoint 
LSP setup. Sender PE routers are mainly responsible for initiating the parent point-to-multipoint LSP and 
the sub-LSPs associated with it. Receiver PE routers are responsible for setting up state such that they 
can forward packets received over a sub-LSP to the correct VRF table (binding a provider tunnel to the 
VRF). 


Inclusive Tunnels: Ingress PE Router Point-to-Multipoint LSP Setup 


The point-to-multipoint LSP and associated sub-LSPs are signaled by the ingress PE router. The information 
about the point-to-multipoint LSP is advertised to egress PE routers in the PMSI attribute via BGP. 


The ingress PE router signals point-to-multipoint sub-LSPs by originating point-to-multipoint RSVP path 
messages toward egress PE routers. The ingress PE router learns the identity of the egress PE routers 
from Type 1 routes installed in its <routing-instance-name>.mvpn.0 table. Each RSVP path message carries 
an $2L_Sub_LSP object along with the point-to-multipoint session object. The S2L_Sub_LSP object carries 
a 4-byte sub-LSP destination (egress) IP address. 
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In Junos OS, sub-LSPs associated with a point-to-multipoint LSP can be signaled automatically by the 
system or via a static sub-LSP configuration. When they are automatically signaled, the system chooses a 
name for the point-to-multipoint LSP and each sub-LSP associated with it using the following naming 
convention. 


Point-to-multipoint LSPs naming convention: 

<ingress PE rid>:<a per VRF unique number>:mvpn:<routing-instance-name> 

Sub-LSPs naming convention: 

<egress PE rid>:<ingress PE rid>:<a per VRF unique number>:mvpn:<routing-instance-name> 


Use the show mpls Isp p2mp command to verify that the following LSPs have been created by Router 
PE1: 


Parent P2MP LSP: 10.1.1.1:65535:mvpn:vpna 
Sub-LSPs: 10.1.1.2:10.1.1.1:65535:mvpn:vpna (Router PE1 to Router PE2) and 


10.1.1.3:10.1.1.1:65535:mvpn:vpna (Router PE1 to Router PE3) 





user@PE1> show mpls Isp p2mp 


Ingress LSP: 1 sessions 





P2MPe name a lOmi lt wliGoo So mmuonmvo mae Me io isc lime Outen 

To From State Rt P ActivePath LSPname 
l@.it,l 4 lh Fes eee Up One 

UO dol SelO.U Lo IsGosdSS sumyjomes vioma 

10,163 10), ike Up Q # 

LO to leSslO 1 Ll. 1sG65d55 yumyjoms vioma 

Total 2 displayed, Up 2, Down 0 








Egress LSP: 0 sessions 


Total 0 displayed, Up 0, Down 0 


Transit LSP: 0 sessions 





Total 0 displayed, Up 0, Down 0 


The values in this example are as follows: 


e I-PMSI P2MP LSP name: 10.1.1.1:65535:mvpn:vpna 
e |-PMSI P2MP sub-LSP name (to PE2): 10.1.1.2:10.1.1.1:65535:mvpn:vpna 
e |-PMSI P2MP sub-LSP name (to PE3): 10.1.1.3:10.1.1.1:65535:mvpn:vpna 


Inclusive Tunnels: Egress PE Router Point-to-Multipoint LSP Setup 


An egress PE router responds to an RSVP path message by originating an RSVP reservation (RESV) message 
per normal RSVP procedures. The RESV message contains the MPLS label allocated by the egress PE router 
for this sub-LSP and is forwarded hop by hop toward the ingress PE router, thus setting up state on the 
network. Routers referenced in this topic are shown in “Understanding Next-Generation MVPN Network 
Topology” on page 670. 


Use the show rsvp session command to verify that Router PE2 has assigned label 299840 for the sub-LSP 
10.1.1.2:10.1.1.1:65535:mvpn:vpna: 





user@PE2> show rsvp session 


Total 0 displayed, Up 0, Down 0 





Egress RSVP: 1 sessions 

To From State Rt Style Labelin Labelout LSPname 
IO Lo e2 I@oisi,t Wo Ot Se 29340 = 

MO stoi 2rlO,l 1. bsoss5s 52mm syome, 

Total 1 displayed, Up 1, Down 0 





Transit RSVP: 0 sessions 





Total 0 displayed, Up 0, Down 0 


Use the show mpls Isp p2mp command to verify that Router PE3 has assigned label 16 for the sub-LSP 
10.1.1.3:10.1.1.1:65535:mvpn:vpna: 





user@PE3> show mpls Isp p2mp 


Ingress LSP: 0 sessions 


Total 0 displayed, Up 0, Down 0 


Egress LSP: 1 sessions 





P2MP name: 10.1.1.1:65535:mvpn:vpna, P2MP branch count: 1 

To From State Rt Style Labelin Labelout LSPname 
I Loil.3 10,151,121 Us © 1 Se 16 = 

MO Lede SRlO, 1.1, 136s 55 53mm yom 

Total 1 displayed, Up 1, Down 0 





Transit LSP: 0 sessions 





Total 0 displayed, Up 0, Down 0 
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Inclusive Tunnels: Egress PE Router Data Plane Setup 


The egress PE router installs a forwarding entry in its mpls table for the label it allocated for the sub-LSP. 
The MPLS label is installed with a pop operation (a pop operation removes the top MPLS label), and the 
packet is passed on to the VRF table for a second route lookup. The second lookup on the egress PE router 
is necessary for the VPN multicast data packets to be processed inside the VRF table using normal C-PIM 
procedures. 


Use the show route table mpls label 16 command to verify that Router PES has installed the following 
label entry in its MPLS forwarding table: 





user@PE3> show route table mpls label 16 








+ = Active Route, Last Active, * = Both 


16 PIVEN ON OSOS sai, 
to table vpna.inet.0, Pop 


In Junos OS, VPN multicast routing entries are stored in the <routing-instance-name>.inet.1 table, which 
is where the second route lookup occurs. In the example above, even though vpna.inet.0 is listed as the 

routing table where the second lookup happens after the pop operation, internally the lookup is pointed 
to the vpna.inet.1 table. Routers referenced in this topic are shown in “Understanding Next-Generation 

MVPN Network Topology” on page 670. 


Use the show route table vpna.inet.1 command to verify that Router PE3 contains the following entry in 
its VPN multicast routing table: 


user@PE3> show route table vpna.inet.1 





vpna.inet.1: 1 destinations, 1 routes (1 active, 0 holddown, 0 hidden) 








+ = Active Route, Last Active, * = Both 


224 odo il, 925168 .1.2/ 32" IMM / 710] OOsO04s 10) 
Multicast (IPv4) 


Use the show multicast route extensive instance vpna command to verify that Router PE3 contains the 
following VPN multicast forwarding entry corresponding to the multicast routing entry for the Llocal join. 
The upstream interface points to Isi.0 and the downstream interface (OIL) points to the so-0/2/0.0 interface 
(toward local receivers). The Upstream protocol value is MVPN because the VPN multicast source is 
reachable via the next-generation MVPN network. The Isi.0 interface is similar to the multicast tunnel 


interface used when PIM-based provider tunnels are used. The Isi.0 interface is used for removing the top 
MPLS header. 


user@PE3> show multicast route extensive instance vpna 





Family: INET 





Groupe 22471 yieal 
Soummces 192,168, 1,2/ 32 
Upstream interface: 1lsi.0 
Downstream interface list: 
so-0/2/0.0 
Session description: ST Multicast Groups 
Stacisciess il kes, 10 jes, S472 packets 
Next-hop ID: 262144 
Upstream protocol: MVPN 
Route state: Active 


Forwarding state: Forwarding 





Cache lifetime/timeout: forever 


Wrong incoming interface notifications: 0 


Family: INET6 





The requirement for a double route lookup on the VPN packet header requires two additional configuration 
statements on the egress PE routers when provider tunnels are signaled by RSVP-TE. 


First, since the top MPLS label used for the point-to-multipoint sub-LSP is actually tied to the VRF table 
on the egress PE routers, the penultimate-hop popping (PHP) operation is not used for next-generation 
MVPNs. Only ultimate-hop popping is used. PHP allows the penultimate router (router before the egress 
PE router) to remove the top MPLS label. PHP works well for VPN unicast data packets because they 
typically carry two MPLS labels: one for the VPN and one for the transport LSP. 


After the LSP label is removed, unicast VPN packets still have a VPN label that can be used for determining 
the VPN to which the packets belong. VPN multicast data packets, on the other hand, carry only one MPLS 
label that is directly tied to the VPN. Therefore, the MPLS label carried by VPN multicast packets must be 
preserved until the packets reach the egress PE router. Normally, PHP must be disabled through manual 
configuration. 


To simplify the configuration, PHP is disabled by default on Juniper Networks PE routers when you include 
the mvpn statement at the [edit routing-instances routing-interface-name interface] hierarchy level. PHP 
is also disabled by default when you include the vrf-table-label statement at the [edit routing-instances 
routing-instance-name] hierarchy level. 


Second, in Junos OS, VPN labels associated with a VRF table can be allocated in two ways. 
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e Allocate a unique label for each VPN next hop (PE-CE interface). This is the default behavior. 


e Allocate one label for the entire VRF table, which requires additional configuration. Only allocating a 
label for the entire VRF table allows a second lookup on the VPN packet’s header. Therefore, PE routers 
supporting next-generation-MVPN services must be configured to allocate labels for the VRF table. 
There are two ways to do this as shown in Figure 122 on page 933. 


e One is by including a virtuall tunnel interface named vt at the [edit routing-instances 
routing-instance-name interfaces] hierarchy level, which requires a Tunnel PIC. 


e Thesecondis by including the vrf-table-label statement at the [routing-instances routing-instance-name] 
hierarchy level, which does not require a Tunnel PIC. 


Both of these options enable an egress PE router to perform two route lookups. However, there are some 
differences in the way in which the second lookup is done 


If the vt interface is used, the allocated label is installed in the mpls table with a pop operation and a 
forwarding next hop pointing to the vt interface. 


Figure 122: Enabling Double Route Lookup on VPN Packet Headers 





Configure label allocation 


per VPN table ? St 


g041548 


Use the show route table mpls label 299840 command to verify that Router PE2 has installed the following 
entry and uses a vt interface in the mpls table. The label associated with the point-to-multipoint sub-LSP 
(299840) is installed with a pop and a forward operation with the vt-0/1/0.0 interface being the next hop. 
VPN multicast packets received from the core exit the vt-0/1/0.0 interface without their MPLS header, 
and the egress Router PE2 does a second lookup on the packet header in the vpna.inet.1 table. 


user@PE2> show route table mpls label 299840 
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mpls.0: 9 destinations, 9 routes (9 active, 0 holddown, O hidden) 








+ = Active Route, Last Active, * = Both 


299840 *[VPN/0] 00:00:22 
S wie we-O/il/O.0, Leis 


If the vrf-table-label is configured, the allocated label is installed in the mpls table with a pop operation, 
and the forwarding entry points to the <routing-instance-name>.inet.0 table (which internally triggers the 
second lookup to be done in the <routing-instance-name>.inet.1 table). 


Use the show route table mpls label 16 command to verify that Router PE3 has installed the following 
entry in its mpls table and uses the vrf-table-label statement: 





user@PE3> show route table mpls label 16 


mpls.0: 8 destinations, 8 routes (8 active, 0 holddown, O hidden) 


+ = Active Route, Last Active, * = Both 








16 SIMEN ACO SE OSeelay, 
to table vpna.inet.0, Pop 


Configuring label allocation for each VRF table affects both unicast VPN and MVPN routes. However, you 
can enable per-VRF label allocation for MVPN routes only if per-VRF allocation is configured via vt. This 
feature is configured via multicast and unicast keywords at the [edit routing-instances routing-instance-name 
interface vt-x/y/z.0] hierarchy level. 


Note that including the vrf-table-label statement enables per-VRF label allocation for both unicast and 
MVPN routes and cannot be turned off for either type of routes (it is either on or off for both). 


If a PE router is a bud router, meaning it has local receivers and also forwards MPLS packets received over 
a point-to-multipoint LSP downstream to other P and PE routers, then there is a difference in how the 
vrf-table-label and vt statements work. When, the vrf-table-label statement is included, the bud PE router 
receives two copies of the packet from the penultimate router: one to be forwarded to local receivers and 
the other to be forwarded to downstream P and PE routers. When the vt statement is included, the PE 
router receives a single copy of the packet. 


Inclusive Tunnels: Ingress and Branch PE Router Data Plane Setup 
On the ingress PE router, local VPN data packets are encapsulated with the MPLS label received from the 


network for sub-LSPs. 


Use the show rsvp session command to verify that on the ingress Router PE1, VPN multicast data packets 
are encapsulated with MPLS label 300016 (advertised by Router P1 per normal RSVP RESV procedures) 


and forwarded toward Router P1 down the sub-LSPs 10.1.1.3:10.1.1.1:65535:mvpn:vpna and 


10.1.1.2:10.1.1.1:65535:mvpn:vpna. 


user@PE1> showrsvp session 





Ingress RSVP: 2 sessions 














RFC 4875 describes a branch node as “an LSR that replicates the incoming data on to one or more outgoing 
interfaces.” Ona branch Rrouter, the incoming data carrying an MPLS label is replicated onto one or more 
outgoing interfaces that can use different MPLS labels. Branch nodes keep track of incoming and outgoing 
labels associated with point-to-multipoint LSPs. Routers referenced in this topic are shown in “Understanding 


To From State Rt Style Labelin Labelout 
l@cto.tes 10 ,16is.1 Us © 1 Se = 300016 

UO dol. SelO U1. 1seG6sd55 gumyjome voma 

1) .L,1.4 Isl, a Up 0 1 SE = 300016 

LUO do leSelO UL. lsGsd5S gumyjoms voma 

Total 2 displayed, Up 2, Down 0 

Egress RSVP: O sessions 

Total 0 displayed, Up 0, Down 0 

Transit RSVP: 0 sessions 

Total 0 displayed, Up 0, Down 0 


Next-Generation MVPN Network Topology” on page 670. 


Use the show rsvp session command to verify that branch node P11 has the incoming label 300016 and 
outgoing labels 16 for sub-LSP 10.1.1.3:10.1.1.1:65535:mvpn:vpna (to Router PE3) and 299840 for sub-LSP 


10.1.1.2:10.1.1.1:65535:mvpn:vpna (to Router PE2). 


user@P1> show rsvp session 


Ingress RSVP: 0 sessions 


Total 0 displayed, Up 0, Down 





Egress RSVP: O sessions 


Total 0 displayed, Up 0, Down 


Transit RSVP: 2 sessions 
To From State 
Oot pled LO 1,1, We Oi & 








LOotoleA LO, ieioil Wis Omi s! 


0 
IO Loi. SRLO, 1.1, 1s6s5535 2mm kyiome, 
0 


0 


0 


Rt Style Labelin Labelout 
E 300016 16 
E 300016 299840 


LSPname 


LSPname 
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LO Loi ArlO,1 11365535 2mm es yiomea, 
Total 2 displayed, Up 2, Down 0 


Use the show route table mpls label 300016 command to verify that the corresponding forwarding entry 
on Router P1 shows that the packets coming in with one MPLS label (300016) are swapped with labels 
16 and 299840 and forwarded out through their respective interfaces (so-0/0/3.0 and so-0/0/1.0 
respectively toward Router PE2 and Router PE3). 


user@P1> show route table mpls label 300016 


mpls.0: 10 destinations, 10 routes (10 active, 0 holddown, 0 hidden) 
+ = Active Route, Last Active, * = Both 








300016 STRSWE/ 7] OleSteilS, mereiewe: 1 
> via so-0/0/3.0, Swap 16 
via so-0/0/1.0, Swap 299840 


Selective Tunnels: Type 3 S-PMSI Autodiscovery and Type 4 Leaf Autodiscovery Routes 


Selective provider tunnels are configured by including the selective statement at the [edit routing-instances 
routing-instance-name provider-tunnel] hierarchy level. You can configure a threshold to trigger the signaling 
of a selective provider tunnel. Including the selective statement triggers the following events. 


First, the ingress PE router originates a Type 3 S-PMSI autodiscovery route. The S-PMSI autodiscovery 
route contains the route distinguisher of the VPN where the tunnel is configured and the (C-S, C-G) pair 
that uses the selective provider tunnel. 


In this section assume that Router PE1 is signaling a selective tunnel for (192.168.1.2, 224.1.1.1) and 
Router PE3 has an active receiver. 


Use the show route table vpna.mvpn.0 | find 3: command to verify that Router PE1 has installed the 
following Type 3 route after the selective provider tunnel is configured: 





user@PE1> show route table vpna.mvpn.0 | find 3: 


S8IO Tel Lleilss2oi192. 16s. 2¢32e224 i, 1 dslO, i, l/Zao 
*(MVPN/70]) 00:05:07, metric2 1 


incase Cit 


Second, the ingress PE router attaches a PMS] attribute to a Type 3 route. This PMSI attribute is similar 
to the PMSI attribute advertised for inclusive provider tunnels with one difference: the PMS] attribute 
carried with Type 3 routes has its Flags bit set to Leaf Information Required. This means that the sender 
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PE router is requesting receiver PE routers to send a Type 4 route if they have active receivers for the 
(C-S, C-G) carried in the Type 3 route. Also, remember that for each selective provider tunnel, a new 
point-to-multipoint and associated sub-LSPs are signaled. The PMSI attribute of a Type 3 route carries 
information about the new point-to-multipoint LSP. 


Use the show route advertising-protocol bgp 10.1.1.3 detail table vpna.mvpn | find 3: command to verify 
that Router PE1 advertises the following Type 3 route and the PMSI attribute. The point-to-multipoint 
session object included in the PMSI attribute has a different port number (29499) than the one used for 
the inclusive tunnel (6574) indicating that this is a new point-to-multipoint tunnel. 


user@PE1> show route advertising-protocol bgp 10.1.1.3 detail table vpna.mvpn | find 3: 





& SolO 1 Lo dglss2sile2. 16S. .2eseea224.1.l.dsil@.i,1. 1/240 Cl entey, 1 announces) 
BGP group int type Internal 

IROMES DWalsicsainemisineies 10), 115i, ib3al 

Nexthop: Self 

Flags: Nexthop Change 

Localpref: 100 

AS pach: [6a000)) £ 

Communities: target:10:1 

PwSirs wilags isesw—1a3 lalsel [Os0s0] sSession_ ISO Ll. dsOs2949osl@d.d.i,i] 





Egress PE routers with active receivers should respond to a Type 3 route by originating a Type 4 leaf 
autodiscovery route. A leaf autodiscovery route contains a route key and the originating router's IP address 
fields. The Route Key field of the leaf autodiscovery route contains the original Type 3 route that is received. 
The originating router's IP address field is set to the router ID of the PE router originating the leaf 
autodiscovery route. 


The ingress PE router adds each egress PE router that originated the leaf autodiscovery route as a leaf 
(destination of the sub-LSP for the selective point-to-multipoint LSP). Similarly, the egress PE router that 
originated the leaf autodiscovery route sets up forwarding state to start receiving data through the selective 
provider tunnel. 


Egress PE routers advertise Type 4 routes with a route target that is specific to the PE router signaling the 
selective provider tunnel. This route target is in the form of target:<rid of the sender PE>:0. The sender 
PE router (the PE router signaling the selective provider tunnel) applies a special internal import policy to 
Type 4 routes that looks for a route target with its own router ID. Routers referenced in this topic are 
shown in “Understanding Next-Generation MVPN Network Topology” on page 670. 


Use the show route table vpna.mvpn | find 4:3: command to verify that Router PE3 originates the following 
Type 4 route. The local Type 4 route is installed by the MVPN module. 





user@PE3> show route table vpna.mvpn | find 4:3: 
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Agss10. lpi, leilesesi1o7 1681 2sseee22e I l.lel@,d, lo isilols 37240 
*[MVPN/70] 00:15:29, metric2 1 


Iola. SSE 


Use the show route advertising-protocol bgp 10.1.1.1 table vpna.mvpn detail | find 4:3: command to 
verify that Router PE3 has advertised the local Type 4 route with the following route target community. 
This route target carries the IP address of the sender PE router (10.1.1.1) followed by a 0. 





user@PE3> show route advertising-protocol bgp 10.1.1.1 table vpna.mvpn detail | find 4:3: 


Ss Agseil@ il weilesecie? 168.1 2232224 11 tel .1 1, siO. 1. 3/240 (il enigiay, 1 
announced) 
BGP group int type Internal 

Nexthop: Self 

Flags: Nexthop Change 

Localpref: 100 

AS path: [65000] I 

Communities: target:10.1.1.1:0 


Use the show policy __vrf-mvpn-import-cmcast-leafAD-global-internal__ command to verify that Router 
PE1 (the PE router signaling the selective provider tunnel) has applied the following import policy to Type 
4 routes. The routes are accepted if their route target matches target:10.1.1.1:0. 


user@PE1> show policy __vrf-mvpn-import-cmcast-leafAD-global-internal__ 








Policy __vrf-mvpn-import-cmcast-leafAD-global-internal__: 


Term unnamed: 





from community __vrf-mvpn-community-rt_import-target-global-internal__ 
Caos gilO eis is@ | 


then accept 





Term unnamed: 





then reject 


For each selective provider tunnel configured, a Type 3 route is advertised and a new point-to-multipoint 
LSP is signaled. Point-to-multipoint LSPs created by Junos OS for selective provider tunnels are named 


using the following naming conventions: 
e Selective point-to-multipoint LSPs naming convention: 
<ingress PE rid>:<a per VRF unique number>:mv<a unique number>:<routing-instance-name> 


e Selective point-to-multipoint sub-LSP naming convention: 
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<egress PE rid>:<ingress PE rid>:<a per VRF unique>:mv<a unique number>:<routing-instance-name> 


Use the show mpls Isp p2mp command to verify that Router PE1 signals point-to-multipoint LSP 
10.1.1.1:65535:mv5:vpna with one sub-LSP 10.1.1.3:10.1.1.1:65535:mv5:vpna. The first point-to-multipoint 
LSP 10.1.1.1:65535:mvpn:vpna is the LSP created for the inclusive tunnel. 





user@PE1> show mpls Isp p2mp 


Ingress LSP: 2 sessions 


P2MiPe name sa Or ile elmaleetG o> Sommuome ola ele Me sore cic lies Ouunitersae 


To From State RYE, 32 ActivePath LSPname 
IOci.l<3 IO,1,1.1 Us © = 1O,d Lo SelO 11 lgesssis gimvyoi 
:vpna 

1O.L,1.2 LO,d.1.1 Us © * 10,1,1.2910,1,1.413 65535 smyjom 
:vpna 


P2Me paimes IO, 1 lal sosasasiwagwome, 12 2Mi2) loweiocla Cowiaes Ab 





To From State RYE, 12 ActivePath LSPname 
IO 1.1.3 LO,1,1.1 Wis © = LO dodo SelO cd sto Leessss suns 
:vpna 

Total 3 displayed, Up 3, Down 0 








Egress LSP: 0 sessions 


Total 0 displayed, Up 0, Down 0 


Transit LSP: 0 sessions 





Total 0 displayed, Up 0, Down 0 


The values in this example are as follows. 


e I-PMSI P2MP LSP name: 10.1.1.1:65535:mvpn:vpna 
e |-PMSI P2MP sub-LSP name (to PE2): 10.1.1.2:10.1.1.1:65535:mvpn:vpna 
e |-PMSI P2MP sub-LSP name (to PE3): 10.1.1.3:10.1.1.1:65535:mvpn:vpna 
e S-PMSI P2MP LSP name: 10.1.1.1:65535:mv5:vpna 
e S-PMSI P2MP sub-LSP name (to PE3): 10.1.1.3:10.1.1.1:65535:mv5:vpna 
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Anti-spoofing support for MPLS labels in BGP/MPLS IP VPNs (Inter-AS 
Option B) 


Service providers have traditionally adopted Option A VPN deployment scenarios instead of Option B 
because Option B is unable to ensure that the provider network is protected in the event of incorrect 
route distinguisher (RD) advertisements or spoofed MPLS labels. 


Inter-AS Option B, however, can provide VPN services that are built using BGP based L3VPN. It is more 
scalable than the Option A alternative because Inter-autonomous system (AS) VPN routes are stored only 
in the BGP RIBs, as opposed to Option A which results in AS boundary routers (ASBRs) creating multiple 
VRF tables, each of which includes all IP routes. 


Inter-AS Option B is also known as RFC 4364, BGP/MPLS IP Virtual Private Networks. 


Junos OS Release 16.1 and later address the security shortcomings attributed to Option B. New features 
provide policy-based RD filtering (protection against MPLS label spoofing) to ensure that only RDs generated 
within the service provider domain are accepted. At the same time, the filtering can be used to filter 
loopback VPN-IPv4 addresses generated by PIM Rosen implementations from Cisco PEs, which can cause 
routing issues and traffic loss if imported into customer Virtual Routing and Forwarding (VRF) tables. These 
features are supported on M, MX, and T Series routers when using MPC1, MPC2, and MPC3D MPCs. 


Inter-AS Option B uses BGP to signal VPN labels between ASBRs. The base MPLS tunnels are local to 
each AS, and stacked tunnels run from end-to-end between PE routers on the different AS VPN routes. 
The Junos OS anti-spoofing support for Option B implementations works by creating distinct MPLS 
forwarding table contexts. A separate mpls.0O table is created for each set of VPN ASBR peers. As such, 
each MPLS forwarding table contains only the relevant labels advertised to the group of inter AS-Option 
B peers. Packets received with a different MPLS label are dropped. Option B peers are reachable through 
local interfaces that have been configured as part of the MFI (a new type of routing instance created for 
inter-AS BGP neighbors that require MPLS spoof-protection), so MPLS packets arriving from the Option 
B peers are resolved in the instance-specific MPLS forwarding table. 


To enable anti-spoofing support for MPLS labels, configure separate instances of the new routing instance 
type, mpls-forwarding, on all MPLS-enabled Inter-AS links (which must be running a supported MPC). 
Then configure each Option B peer to use this routing instance as its forwarding-context under BGP. This 
forms the transport session with the peers and performs forwarding functions for traffic from peers. Spoof 
checking occurs between any peers with different mpls-forwarding MFls. For peers with the same 
forwarding-context, spoof-checking is not necessary because peers share the same MFI.mpls.0 table. 


Note that anti-spoofing support for MPLS labels is also supported on mixed networks, that is, those that 
include Juniper network devices that are not running a supported MPC, as long as the MPLS-enabled 
Inter-AS link is on a supported MPC. Any existing label-switched interface (LSI) features in the network, 
such as vrf-table-label, will continue to work as usual. 


Inter-AS Option B supports graceful RE switchover (GRES), nonstop active routing (NSR), and in service 
software upgrades (unified ISSU). 
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CHAPTER 22 


Configuring PIM Join Load Balancing 
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| Use Case for PIM Join Load Balancing 


Large-scale service providers often have to meet the dynamic requirements of rapidly growing, worldwide 
virtual private network (VPN) markets. Service providers use the VPN infrastructure to deliver sophisticated 
services, such as video and voice conferencing, over highly secure, resilient networks. These services are 
usually loss-sensitive or delay-sensitive, and their data packets need to be delivered over a large-scale IP 
network in real time. The use of IP Multicast bandwidth-conserving technology has enabled service 
providers to exceed the most stringent service-level agreements (SLAs) and resiliency requirements. 


IP multicast enables service providers to optimize network utilization while offering new revenue-generating 
value-added services, such as voice, video, and collaboration-based applications. IP multicast applications 
are becoming increasingly popular among enterprises, and as new applications start using multicast to 
deploy high-bandwidth and mission-critical services, it raises a new set of challenges for deploying IP 
multicast in the network. 


IP multicast applications act as an essential communication protocol to effectively manage bandwidth and 
to reduce application server load by replicating the traffic on the network when the need arises. IP Protocol 
Independent Multicast (PIM) is the most important IP multicast routing protocol that is used to communicate 
between the multicast routers, and is the industry standard for building multicast distribution trees of 
receiving hosts. The multipath PIM join load-balancing feature in a multicast VPN provides bandwidth 
efficiency by utilizing unequal paths toward a destination, improves scalability for large service providers, 
and minimizes service disruption. 


The large-scale demands of service providers for IP access require Layer 3 VPN composite next hops along 
with external and internal BGP (EIBGP) VPN load balancing. The multipath PIM join load-balancing feature 
meets the large-scale requirements of enterprises by enabling I3vpn-composite-nh to be turned on along 
with EIBGP load balancing. 


When the service provider network does not have the multipath PIM join load-balancing feature enabled 
on the provider edge (PE) routers, a hash-based algorithm is used to determine the best route to transmit 
multicast datagrams throughout the network. With hash-based join load balancing, adding new PE routers 
to the candidate upstream toward the destination results in PIM join messages being redistributed to new 
upstream paths. If the number of join messages is large, network performance is impacted because join 
messages are being sent to the new reverse path forwarding (RPF) neighbor and prune messages are being 
sent to the old RPF neighbor. In next-generation multicast virtual private network (MVPN), this results in 
multicast data messages being withdrawn from old upstream paths and advertised on new upstream paths, 
impacting network performance. 
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Configuring PIM Join Load Balancing 


By default, PIM join messages are sent toward a source based on the RPF routing table check. If there is 
more than one equal-cost path toward the source, then one upstream interface is chosen to send the join 
message. This interface is also used for all downstream traffic, so even though there are alternative 
interfaces available, the multicast load is concentrated on one upstream interface and routing device. 


For PIM sparse mode, you can configure PIM join load balancing to spread join messages and traffic across 
equal-cost upstream paths (interfaces and routing devices) provided by unicast routing toward a source. 
PIM join load balancing is only supported for PIM sparse mode configurations. 


PIM join load balancing is supported on draft-rosen multicast VPNs (also referred to as dual PIM multicast 
VPNs) and multiprotocol BGP-based multicast VPNs (also referred to as next-generation Layer 3 VPN 
multicast). When PIM join load balancing is enabled in a draft-rosen Layer 3 VPN scenario, the load balancing 
is achieved based on the join counts for the far-end PE routing devices, not for any intermediate P routing 
devices. 


If an internal BGP (IBGP) multipath forwarding VPN route is available, the Junos OS uses the multipath 
forwarding VPN route to send join messages to the remote PE routers to achieve load balancing over the 
VPN. 


943 


944 


By default, when multiple PIM joins are received for different groups, all joins are sent to the same upstream 
gateway chosen by the unicast routing protocol. Even if there are multiple equal-cost paths available, these 
alternative paths are not utilized to distribute multicast traffic from the source to the various groups. 


When PIM join load balancing is configured, the PIM joins are distributed equally among all equal-cost 
upstream interfaces and neighbors. Every new join triggers the selection of the least-loaded upstream 
interface and neighbor. If there are multiple neighbors on the same interface (for example, on a LAN), join 
load balancing maintains a value for each of the neighbors and distributes multicast joins (and downstream 


traffic) among these as well. 


Join counts for interfaces and neighbors are maintained globally, not on a per-source basis. Therefore, 
there is no guarantee that joins for a particular source are load-balanced. However, the joins for all sources 
and all groups known to the routing device are load-balanced. There is also no way to administratively 
give preference to one neighbor over another: all equal-cost paths are treated the same way. 


You can configure message filtering globally or for a routing instance. This example shows the global 


configuration. 
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You configure PIM join load balancing on the non-RP routers in the PIM domain. 


1. Determine if there are multiple paths available for a source (for example, an RP) with the output of the 
show pim join extensive or show pim source commands. 


user@host> show pim join extensive 


Instance: PIM.master Family: INET 


Crouss 224 1.1ei 

Souieees * 

82s 10,255,245 .6 

Flags: sparse, rptree, wildcard 


UPpsieecampamibertace tll O627/73h10) 





Upstream neighbor: 192.168.38.57 
Upstream state: Join to RP 





Downstream neighbors: 
Interface: t1-0/2/1.0 
192.168.38.16 State: JOIN Flags; SRW Timeout: 164 
Group: 224.2.127.254 
SOuUmCC as 
X23 10,255,245. 6 
Flags: sparse, rptree, wildcard 


Upstream interface: so-0/3/0.0 





Upstream neighbor: 192.168.38.47 
Upstream state: Join to RP 





Downstream neighbors: 
iimeeicteces til—O/2/3.0 
192.168.38.16 State: JOIN Flags; SRW Timeout: 164 


Note that for this router, the RP at IP address 10.255.245.6 is the source for two multicast groups: 
224.1.1.1 and 224.2.127.254. This router has two equal-cost paths through two different upstream 
interfaces (t1-0/2/3.0 and so-0/3/0.0) with two different neighbors (192.168.38.57 and 192.168.38.47). 
This router is a good candidate for PIM join load balancing. 


2. On the non-RP router, configure PIM sparse mode and join load balancing. 
[edit protocols pim ] 


user@host# set interface all mode sparse version 2 
user@host# set join-load-balance 


3. Then configure the static address of the RP. 


[edit pro 


tocols pim rp] 
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user@host# set static address 10.10.10.1 


4. Monitor the 


operation. 


If load balancing is enabled for this router, the number of PIM joins sent on each interface is shown in 


the output for the show pim interfaces command. 


user@host> show pim interfaces 


instance: 


Name 
100.0 
pe-1/2/0 


so-0/3/0. 
el-O/2/ 1. 
El=O/ 2/3 


100.0 





PIM.master 
Stat Mode IP V State NbrCnt JoinCnt DR address 
Up Sparse 4 2 DR 0 0 IO 5259 ._ LG. Ss 
dL IGE) Up Sparse Ay \2\7as2) 0 0 
0 Up Sparse A\ 2 I2PN2 1 i 
0 Up Sparse 4 2 P2P dl 0 
0 Up Sparse A 2 PZ il il 
Up Sparse 6 2 DR 0 0 fe80::2a0:a5ff:4b7 


Note that the two equal-cost paths shown by the show pim interfaces command now have nonzero 


join counts. If the counts differ by more than one and were zero (0) when load balancing commenced, 


an error occurs (joins before load balancing are not redistributed). The join count also appears in the 


show pim neighbors detail output: 


user@host> show pim neighbors detail 


Interfac 


Addr 


Addr 


Interfac 


els o= O/37/0R0 


esss 192.168. 
Hello Option 
Hello Option 
Hello Option 
Hello Option 


assim LOZ. Tose 


BFD: Disabled 


Hello Option 
Hello Option 
Hello Option 
Hello Option 


@8 icl-0/2/3 0 


38.46, IPv4, PIM v2, Mode: Sparse, Join Count: 0 
Holdtime: 65535 seconds 

IDR Rieinersieys 

Generation ID: 1689116164 

LAN Prune Delay: delay 500 ms override 2000 ms 


S847, Uw, PIM we, wei Comins i 


Holdtime: 105 seconds 102 remaining 

IDR Wieiwo@raieys AL 

Generation ID: 792890329 

LAN Prune Delay: delay 500 ms override 2000 ms 


Address: 192.168. 
Hello Option 
Hello Option 
Hello Option 
Hello Option 


Address: 192.168. 


BFD: Disabled 


Hello Option 
Hello Option 
Hello Option 
Hello Option 
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38.56, IPv4, PIM v2, Mode: Sparse, Join Count: 0 
Holdtime: 65535 seconds 

IDI Ririorriitye I 

Generation ID: 678582286 

LAN Prune Delay: delay 500 ms override 2000 ms 


S83,57, IPw4, PIM we, weal Comics i 


Holdtime: 105 seconds 97 remaining 

IDR RirLorriiye I 

Generation ID: 1854475503 

LAN Prune Delay: delay 500 ms override 2000 ms 


Note that the join count is nonzero on the two load-balanced interfaces toward the upstream neighbors. 


PIM join load balancing only takes effect when the feature is configured. Prior joins are not redistributed 


to achieve perfect load balancing. In addition, if an interface or neighbor fails, the new joins are 


redistributed among remaining active interfaces and neighbors. However, when the interface or neighbor 


is restored, prior joins are not redistributed. The clear pim join-distribution command redistributes the 


existing flows to new or restored upstream neighbors. Redistributing the existing flows causes traffic 


to be disrupted, so we recommend that you perform PIM join redistribution during a maintenance 


window. 
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clear pim join-distribution | 


Load Balancing in Layer 3 VPNs 
show pim interfaces | 2054 
show pim neighbors | 2078 
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| PIM Join Load Balancing on Multipath MVPN Routes Overview 


A multicast virtual private network (MVPN) is a technology to deploy the multicast service in an existing 


MPLS/BGP VPN. 


The two main MVPN services are: 


e Dual PIM MVPNs (also referred to as Draft-Rosen) 
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e Multiprotocol BGP-based MVPNs (also referred to as next-generation) 


Next-generation MVPNs constitute the next evolution after the Draft-Rosen MVPN and provide a simpler 
solution for administrators who want to configure multicast over Layer 3 VPNs. A Draft-Rosen MVPN 
uses Protocol Independent Multicast (PIM) for customer multicast (C-multicast) signaling, and a 
next-generation MVPN uses BGP for C-multicast signaling. 


Multipath routing in an MVPN is applied to make data forwarding more robust against network failures 
and to minimize shared backup capacities when resilience against network failures is required. 


By default, PIM join messages are sent toward a source based on the reverse path forwarding (RPF) routing 
table check. If there is more than one equal-cost path toward the source [S, G] or rendezvous point (RP) 
[*, G], then one upstream interface is used to send the join messages. The upstream path can be: 


e Asingle active external BGP (EBGP) path when both EBGP and internal BGP (IBGP) paths are present. 


e Asingle active IBGP path when there is no EBGP path present. 


With the introduction of the multipath PIM join load-balancing feature, customer PIM (C-PIM) join messages 
are load-balanced in the following ways: 


e In the case of a Draft-Rosen MVPN, unequal EBGP and IBGP paths are utilized. 
e Inthe case of next-generation MVPN: 
e Available IBGP paths are utilized when no EBGP path is present. 


e Available EBGP paths are utilized when both EBGP and IBGP paths are present. 


This feature is applicable to IPv4 C-PIM join messages over the Layer 3 MVPN service. 


By default, a customer source (C-S) or a customer RP (C-RP) is considered remote if the active rt_entry is 
a secondary route and the primary route is present in a different routing instance. Such determination is 
being done without taking into consideration the (C-*,G) or (C-S,G) state for which the check is being 
performed. The multipath PIM join load-balancing feature determines if a source (or RP) is remote by taking 
into account the associated (C-*,G) or (C-S,G) state. 


When the provider network does not have provider edge (PE) routers with the multipath PIM join 
load-balancing feature enabled, hash-based join load balancing is used. Although the decision to configure 
this feature does not impact PIM or overall system performance, network performance can be affected 
temporarily, if the feature is not enabled. 


With hash-based join load balancing, adding new PE routers to the candidate upstream toward the C-S or 
C-RP results in C-PIM join messages being redistributed to new upstream paths. If the number of join 
messages is large, network performance is impacted because of join messages being sent to the new RPF 
neighbor and prune messages being sent to the old RPF neighbor. In next-generation MVPN, this results 
in BGP C-multicast data messages being withdrawn from old upstream paths and advertised on new 
upstream paths, impacting network performance. 


In Figure 123 on page 949, PE1 and PE2 are the upstream PE routers. Router PE1 learns route Source from 


EBGP and IBGP peers—the customer edge CE1 router and the PE2 router, respectively. 


Figure 123: PIM Join Load Balancing 
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If the PE routers run the Draft-Rosen MVPN, the PE1 router distributes C-PIM join messages between 
the EBGP path to the CE1 router and the IBGP path to the PE2 router. The join messages on the IBGP 
path are sent over a multicast tunnel interface through which the PE routers establish C-PIM adjacency 
with each other. 


If a PE router loses one or all EBGP paths toward the source (or RP), the C-PIM join messages that were 
previously using the EBGP path are moved to a multicast tunnel interface, and the RPF neighbor on the 
multicast tunnel interface is selected based on a hash mechanism. 


On discovering the first EBGP path toward the source (or RP), only new join messages get load-balanced 
across EBGP and IBGP paths, whereas the existing join messages on the multicast tunnel interface remain 
unaffected. 


If the PE routers run the next-generation MVPN, the PE1 router sends C-PIM join messages directly to 
the CE1 router over the EBGP path. There is no C-PIM adjacency between the PE1 and PE2 routers. 
Router PE3 distributes the C-PIM join messages between the two IBGP paths to PE1 and PE2. The 
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Bytewise-XOR hash algorithm is used to send the C-multicast data according to Internet draft 
draft-ietf-I3vpn-2547bis-mcast-bgp, BGP Encodings and Procedures for Multicast in MPLS/BGP IP VPNs. 


Because the multipath PIM join load-balancing feature in a Draft-Rosen MVPN utilizes unequal EBGP and 
IBGP paths to the destination, loops can be created when forwarding unicast packets to the destination. 
To avoid or break such loops: 


e Traffic arriving from a core or master instance should not be forwarded back to the core facing interfaces. 


e Asingle multicast tunnel interface should either be selected as the upstream interface or the downstream 
interface. 


e Anupstream or downstream multicast tunnel interface should point to a non-multicast tunnel interface. 


Asa result of the loop avoidance mechanism, join messages arriving from an EBGP path get load-balanced 
across EIBGP paths as expected, whereas join messages from an IBGP path are constrained to choose the 
EBGP path only. 


In Figure 123 on page 949, if the CE2 host sends unicast data traffic to the CE1 host, the PE1 router could 
send the multicast flow to the PE2 router over the MPLS core due to traffic load balancing. A data forwarding 
loop is prevented by ensuring that PE2 does not forward traffic back on the MPLS core because of the 
load-balancing algorithm. 


In the case of C-PIM join messages, assuming that both the CE2 host and the CE3 host are interested in 

receiving traffic from the source (S, G), and if both PE1 and PE2 choose each other as the RPF neighbor 

toward the source, then a multicast tree cannot be formed completely. This feature implements mechanisms 
to prevent such join loops in the multicast control plane in a Draft-Rosen MVPN scenario. 


NOTE: 


Disruption of multicast traffic or creation of join loops can occur, resulting in a multicast 
distribution tree (MDT) not being formed properly due to one of the following reasons: 


e During a graceful Routing Engine switchover (GRES), the EIBGP path selection for C-PIM join 
messages can vary, because the upstream interface selection is performed again for the new 
Routing Engine based on the join messages it receives from the CE and PE neighbors. This can 
lead to disruption of multicast traffic depending on the number of join messages received and 
the load on the network at the time of the graceful restart. However, nonstop active routing 
(NSR) is not supported and has no impact on the multicast traffic in a Draft-Rosen MVPN 
scenario. 


e Any PE router in the provider network is running another vendor's implementation that does 
not apply the same hashing algorithm implemented in this feature. 


e The multipath PIM join load-balancing feature has not been configured properly. 
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RELATED DOCUMENTATION 


| Example: Configuring PIM Join Load Balancing on Next-Generation Multicast VPN | 961 


Example: Configuring PIM Join Load Balancing on Draft-Rosen Multicast 
VPN 


IN THIS SECTION 


Requirements | 951 
Overview and Topology | 952 
Configuration | 955 


Verification | 959 


This example shows how to configure multipath routing for external and internal virtual private network 
(VPN) routes with unequal interior gateway protocol (IGP) metrics, and Protocol Independent Multicast 
(PIM) join load balancing on provider edge (PE) routers running Draft-Rosen multicast VPN (MVPN). This 
feature allows customer PIM (C-PIM) join messages to be load-balanced across external and internal BGP 
(EIBGP) upstream paths when the PE router has both external BGP (EBGP) and internal BGP (IBGP) paths 
toward the source or rendezvous point (RP). 


Requirements 


This example requires the following hardware and software components: 


e Three routers that can be a combination of M Series Multiservice Edge Routers, MX Series 5G Universal 
Routing Platforms, or T Series Core Routers. 


e Junos OS Release 12.1 or later running on all the devices. 
Before you begin: 


1. Configure the device interfaces. 

2. Configure the following routing protocols on all PE routers: 
e OSPF 
e MPLS 
e LDP 


e PIM 
e BGP 


3. Configure a multicast VPN. 


Overview and Topology 


Junos OS Release 12.1 and later support multipath configuration along with PIM join load balancing. This 
allows C-PIM join messages to be load-balanced across unequal EIBGP routes, if a PE router has EBGP 
and IBGP paths toward the source (or RP). In previous releases, only the active EBGP path was used to 
send the join messages. This feature is applicable to IPv4 C-PIM join messages. 


During load balancing, if a PE router loses one or more EBGP paths toward the source (or RP), the C-PIM 
join messages that were previously using the EBGP path are moved to a multicast tunnel interface, and 
the reverse path forwarding (RPF) neighbor on the multicast tunnel interface is selected based on a hash 
mechanism. 


On discovering the first EBGP path toward the source (or RP), only the new join messages get load-balanced 
across EIBGP paths, whereas the existing join messages on the multicast tunnel interface remain unaffected. 


Though the primary goal for multipath PIM join load balancing is to utilize unequal EIBGP paths for multicast 
traffic, potential join loops can be avoided if a PE router chooses only the EBGP path when there are one 
or more join messages for different groups from a remote PE router. If the remote PE router’s join message 
arrives after the PE router has already chosen IBGP as the upstream path, then the potential loops can be 
broken by changing the selected upstream path to EBGP. 


NOTE: During a graceful Routing Engine switchover (GRES), the EIBGP path selection for C-PIM 
join messages can vary, because the upstream interface selection is performed again for the new 
Routing Engine based on the join messages it receives from the CE and PE neighbors. This can 
lead to disruption of multicast traffic depending on the number of join messages received and 
the load on the network at the time of the graceful restart. However, the nonstop active routing 
feature is not supported and has no impact on the multicast traffic in a Draft-Rosen MVPN 
scenario. 


In this example, PE1 and PE2 are the upstream PE routers for which the multipath PIM join load-balancing 
feature is configured. Routers PE1 and PE2 have one EBGP path and one IBGP path each toward the 
source. The Source and Receiver attached to customer edge (CE) routers are Free BSD hosts. 


952 


953 


On PE routers that have EIBGP paths toward the source (or RP), such as PE1 and PE2, PIM join load 
balancing is performed as follows: 


1. The existing join-count-based load balancing is performed such that the algorithm first selects the least 
loaded C-PIM interface. If there is equal or no load on all the C-PIM interfaces, the join messages get 
distributed equally across the available upstream interfaces. 


In Figure 124 on page 955, if the PE1 router receives PIM join messages from the CE2 router, and if 
there is equal or no load on both the EBGP and IBGP paths toward the source, the join messages get 
load-balanced on the EIBGP paths. 


2. If the selected least loaded interface is a multicast tunnel interface, then there can be a potential join 
loop if the downstream list of the customer join (C-join) message already contains the multicast tunnel 
interface. In such a case, the least loaded interface among EBGP paths is selected as the upstream 
interface for the C-join message. 


Assuming that the IBGP path is the least loaded, the PE1 router sends the join messages to PE2 using 
the IBGP path. If PIM join messages from the PE3 router arrive on PE1, then the downstream list of 
the C-join messages for PE3 already contains a multicast tunnel interface, which can lead to a potential 
join loop, because both the upstream and downstream interfaces are multicast tunnel interfaces. In 
this case, PE1 uses only the EBGP path to send the join messages. 


3. If the selected least loaded interface is a multicast tunnel interface and the multicast tunnel interface 
is not present in the downstream list of the C-join messages, the loop prevention mechanism is not 
necessary. If any PE router has already advertised data multicast distribution tree (MDT) type, length, 
and values (TLVs), that PE router is selected as the upstream neighbor. 


When the PE1 router sends the join messages to PE2 using the least loaded IBGP path, and if PE3 
sends its join messages to PE2, no join loop is created. 


4. Ifnodata MDT TLV corresponds to the C-join message, the least loaded neighbor on a multicast tunnel 
interface is selected as the upstream interface. 


On PE routers that have only IBGP paths toward the source (or RP), such as PE3, PIM join load balancing 
is performed as follows: 


1. The PE router only finds a multicast tunnel interface as the RPF interface, and load balancing is done 
across the C-PIM neighbors on a multicast tunnel interface. 


Router PE3 load-balances PIM join messages received from the CE4 router across the IBGP paths to 
the PE1 and PE2 routers. 


2. If any PE router has already advertised data MDT TLVs corresponding to the C-join messages, that PE 
router is selected as the RPF neighbor. 


For a particular C-multicast flow, at least one of the PE routers having EIBGP paths toward the source (or 
RP) must use only the EBGP path to avoid or break join loops. As a result of the loop avoidance mechanism, 
a PE router is constrained to choose among EIBGP paths when a multicast tunnel interface is already 
present in the downstream list. 


In Figure 124 on page 955, assuming that the CE2 host is interested in receiving traffic from the Source 
and CE2 initiates multiple PIM join messages for different groups (Group 1 with group address 203.0.113.1, 
and Group 2 with group address 203.0.113.2), the join messages for both groups arrive on the PE1 router. 


Router PE1 then equally distributes the join messages between the EIBGP paths toward the Source. 
Assuming that Group 1 join messages are sent to the CE1 router directly using the EBGP path, and Group 
2 join messages are sent to the PE2 router using the IBGP path, PE1 and PE2 become the RPF neighbors 
for Group 1 and Group 2 join messages, respectively. 


When the CE3 router initiates Group 1 and Group 2 PIM join messages, the join messages for both groups 
arrive on the PE2 router. Router PE2 then equally distributes the join messages between the EIBGP paths 
toward the Source. Since PE2 is the RPF neighbor for Group 2 join messages, it sends the Group 2 join 
messages directly to the CE1 router using the EBGP path. Group 1 join messages are sent to the PE1 
router using the IBGP path. 


However, if the CE4 router initiates multiple Group 1 and Group 2 PIM join messages, there is no control 
over how these join messages received on the PES router get distributed to reach the Source. The selection 
of the RPF neighbor by PES can affect PIM join load balancing on EIBGP paths. 


e If PE3 sends Group 1 join messages to PE1 and Group 2 join messages to PE2, there is no change in RPF 
neighbor. As a result, no join loops are created. 


e If PE3 sends Group 1 join messages to PE2 and Group 2 join messages to PE1, there is a change in the 
RPF neighbor for the different groups resulting in the creation of join loops. To avoid potential join loops, 
PE1 and PE2 do not consider IBGP paths to send the join messages received from the PE3 router. Instead, 
the join messages are sent directly to the CE1 router using only the EBGP path. 


The loop avoidance mechanism in a Draft-Rosen MVPN has the following limitations: 


e Because the timing of arrival of join messages on remote PE routers determines the distribution of join 
messages, the distribution could be sub-optimal in terms of join count. 


e Because join loops cannot be avoided and can occur due to the timing of join messages, the subsequent 
RPF interface change leads to loss of multicast traffic. This can be avoided by implementing the PIM 
make-before-break feature. 


The PIM make-before-break feature is an approach to detect and break C-PIM join loops in a Draft-Rosen 
MVPN. The C-PIM join messages are sent to the new RPF neighbor after establishing the PIM neighbor 
relationship, but before updating the related multicast forwarding entry. Though the upstream RPF 
neighbor would have updated its multicast forwarding entry and started sending the multicast traffic 
downstream, the downstream router does not forward the multicast traffic (because of RPF check failure) 
until the multicast forwarding entry is updated with the new RPF neighbor. This helps to ensure that 
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the multicast traffic is available on the new path before switching the RPF interface of the multicast 
forwarding entry. 


Figure 124: PIM Join Load Balancing on Draft-Rosen MVPN 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


PE1 


set routing-instances vpn1 instance-type vrf 
set routing-instances vpn11 interface ge-5/0/4.0 
set routing-instances vpn1 interface ge-5/2/0.0 
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PE2 


set routing-instances vpn1 interface lo0.1 

set routing-instances vpn1 route-distinguisher 1:1 

set routing-instances vpn1 vrf-target target:1:1 

set routing-instances vpn1 routing-options multipath vpn-unequal-cost equal-external-internal 
set routing-instances vpn1 protocols bgp export direct 

set routing-instances vpn1 protocols bgp group bgp type external 

set routing-instances vpn1 protocols bgp group bgp local-address 192.0.2.4 

set routing-instances vpn1 protocols bgp group bgp family inet unicast 

set routing-instances vpn1 protocols bgp group bgp neighbor 192.0.2.5 peer-as 3 
set routing-instances vpn1 protocols bgp group bgp1 type external 

set routing-instances vpn1 protocols bgp group bgp1 local-address 192.0.2.1 

set routing-instances vpn1 protocols bgp group bgp1 family inet unicast 

set routing-instances vpn1 protocols bgp group bgp1 neighbor 192.0.2.2 peer-as 4 
set routing-instances vpn1 protocols pim group-address 198.51.100.1 

set routing-instances vpn1 protocols pim rp static address 10.255.8.168 

set routing-instances vpn1 protocols pim interface all 

set routing-instances vpn1 protocols pim join-load-balance 


set routing-instances vpn1 instance-type vrf 

set routing-instances vpn1 interface ge-2/0/3.0 

set routing-instances vpn11 interface ge-4/0/5.0 

set routing-instances vpn1 interface lo0.1 

set routing-instances vpn1 route-distinguisher 2:2 

set routing-instances vpn1 vrf-target target:1:1 

set routing-instances vpn1 routing-options multipath vpn-unequal-cost equal-external-internal 
set routing-instances vpn1 protocols bgp export direct 

set routing-instances vpn1 protocols bgp group bgp1 type external 

set routing-instances vpn1 protocols bgp group bgp1 local-address 10.90.10.1 

set routing-instances vpn1 protocols bgp group bgp1 family inet unicast 

set routing-instances vpn1 protocols bgp group bgp1 neighbor 10.90.10.2 peer-as 45 
set routing-instances vpn1 protocols bgp group bgp type external 

set routing-instances vpn1 protocols bgp group bgp local-address 10.50.10.2 

set routing-instances vpn1 protocols bgp group bgp family inet unicast 

set routing-instances vpn1 protocols bgp group bgp neighbor 10.50.10.1 peer-as 4 
set routing-instances vpn1 protocols pim group-address 198.51.100.1 

set routing-instances vpn1 protocols pim rp static address 10.255.8.168 

set routing-instances vpn1 protocols pim interface all 

set routing-instances vpn1 protocols pim join-load-balance 
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Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode. To configure the PE1 router: 


NOTE: Repeat this procedure for every Juniper Networks router in the MVPN domain, after 
modifying the appropriate interface names, addresses, and any other parameters for each router. 


1. Configure a VPN routing and forwarding (VRF) instance. 


[edit routing-instances vpn1] 
user@PE1# set instance-type vrf 
user@PE1# set interface ge-5/0/4.0 
user@PE1# set interface ge-5/2/0.0 
user@PE1# set interface lo0.1 
user@PE1# set route-distinguisher 1:1 
user@PE1# set vrf-target target:1:1 


2. Enable protocol-independent load balancing for the VRF instance. 


[edit routing-instances vpn1] 
user@PE1# set routing-options multipath vpn-unequal-cost equal-external-internal 


3. Configure BGP groups and neighbors to enable PE to CE routing. 


[edit routing-instances vpn1 protocols] 

user@PE1# set bgp export direct 

user@PE1# set bgp group bgp type external 

user@PE1# set bgp group bgp local-address 192.0.2.4 
user@PE1# set bgp group bgp family inet unicast 
user@PE1# set bgp group bgp neighbor 192.0.2.5 peer-as 3 
user@PE1# set bgp group bgp1 type external 

user@PE1# set bgp group bgp1 local-address 192.0.2.1 
user@PE1# set bgp group bgp1 family inet unicast 
user@PE1# set bgp group bgp1 neighbor 192.0.2.2 peer-as 4 


4. Configure PIM to enable PE to CE multicast routing. 


[edit routing-instances vpn1 protocols] 
user@PE1# set pim group-address 198.51.100.1 
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user@PE1# set pim rp static address 10.255.8.168 


5. Enable PIM on all network interfaces. 


[edit routing-instances vpn1 protocols] 
user@PE1# set pim interface all 


6. Enable PIM join load balancing for the VRF instance. 


[edit routing-instances vpn1 protocols] 
user@PE1# set pim join-load-balance 


Results 


From configuration mode, confirm your configuration by entering the show routing-instances command. 
If the output does not display the intended configuration, repeat the instructions in this example to correct 
the configuration. 


routing-instances { 
vpn1 { 
instance-type vrf; 
interface ge-5/0/4.0; 
interface ge-5/2/0.0; 
interface 100.1; 
route-distinguisher 1:1; 
vrf-target target:1:1; 
routing-options { 
multipath { 
vpn-unequal-cost equal-external-internal; 


} 
protocols { 
bgp { 
export direct; 
group bgp { 
type external; 
local-address 192.0.2.4; 
family inet { 
unicast; 
} 
neighbor 192.0.2.5 { 


peer-as 3; 


} 
group bgp! { 
type external; 
local-address 192.0.2.1; 
family inet { 
unicast; 


} 
neighbor 192.0.2.2 { 
peer-as 4; 


} 
pim { 
group-address 198.51.100.1; 


rp { 
static { 
address 10.255.8.168; 


interface all; 
join-load-balance; 


If you are done configuring the device, enter commit from configuration mode. 


Verification 


IN THIS SECTION 


@ Verifying PIM Join Load Balancing for Different Groups of Join Messages | 959 


Confirm that the configuration is working properly. 


Verifying PIM Join Load Balancing for Different Groups of Join Messages 


Purpose 
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Verify PIM join load balancing for the different groups of join messages received on the PE1 router. 


Action 


From operational mode, run the show pim join instance extensive command. 


user@PE1>show pim join instance extensive 





Instance: PIM.vpnl Family: INET 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 
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Flags: sparse, rptree, wildcard 





Upstream interface: ge-5/2/0.1 
Upstream neighbor: 10.10.10.2 
Upstream state: Join to RP 
Downstream neighbors: 
Interface: ge-5/0/4.0 
10.40.10.2 State: Join Flags: SRW Timeout: 207 


Group OS Or meor 
Sourmess * 
RP? LO 255 .8.168 
Flags: sparse, rptree,wildcard 
Upstream interface: mt-—5/0/10.32768 





Upstream neighbor: 19.19.19.19 
Upstream state: Join to RP 
Downstream neighbors: 
Interface: ge-5/0/4.0 
10.40.10.2 State: Join Flags: SRW Timeout: 207 
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Flags: sparse, rptree,wildcard 





Upstream interface: ge-5/2/0.1 
Upstream neighbor: 10.10.10.2 
Upstream state: Join to RP 
Downstream neighbors: 
Interface: ge-5/0/4.0 
10.40.10.2 State: Join Flags: SRW Timeout: 207 
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Flags: sparse, rptree,wildcard 





Upstream interface: mt-—5/0/10.32768 


Upstream neighbor: 19.19.19.19 
Upstream state: Join to RP 
Downstream neighbors: 


Interface: ge-5/0/4.0 
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Meaning 
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SRW Timeout: 207 


The output shows how the PE1 router has load-balanced the C-PIM join messages for four different groups. 


e For Group 1 (group address: 203.0.113.1) and Group 3 (group address: 203.0.113.3) join messages, the 
PE1 router has selected the EBGP path toward the CE1 router to send the join messages. 


e For Group 2 (group address: 203.0.113.2) and Group 4 (group address: 203.0.113.4) join messages, the 
PE1 router has selected the IBGP path toward the PE2 router to send the join messages. 
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Example: Configuring PIM Join Load Balancing on Next-Generation Multicast VPN 


Example: Configuring PIM Join Load Balancing on Next-Generation Multicast 
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Verification | 970 


This example shows how to configure multipath routing for external and internal virtual private network 
(VPN) routes with unequal interior gateway protocol (IGP) metrics and Protocol Independent Multicast 
(PIM) join load balancing on provider edge (PE) routers running next-generation multicast VPN (MVPN). 
This feature allows customer PIM (C-PIM) join messages to be load-balanced across available internal BGP 
(IBGP) upstream paths when there is no external BGP (EBGP) path present, and across available EBGP 
upstream paths when external and internal BGP (EIBGP) paths are present toward the source or rendezvous 
point (RP). 


Requirements 


This example uses the following hardware and software components: 


e Three routers that can be a combination of M Series, MX Series, or T Series routers. 


e Junos OS Release 12.1 running on all the devices. 
Before you begin: 


1. Configure the device interfaces. 
2. Configure the following routing protocols on all PE routers: 
e OSPF 
e MPLS 
e LDP 
e PIM 
e BGP 


3. Configure a multicast VPN. 


Overview and Topology 


Junos OS Release 12.1 and later support multipath configuration along with PIM join load balancing. This 
allows C-PIM join messages to be load-balanced across all available IBGP paths when there are only IBGP 
paths present, and across all available upstream EBGP paths when EIBGP paths are present toward the 
source (or RP). Unlike Draft-Rosen MVPN, next-generation MVPN does not utilize unequal EIBGP paths 
to send C-PIM join messages. This feature is applicable to IPv4 C-PIM join messages. 


By default, only one active IBGP path is used to send the C-PIM join messages for a PE router having only 
IBGP paths toward the source (or RP). When there are EIBGP upstream paths present, only one active 
EBGP path is used to send the join messages. 
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In a next-generation MVPN, C-PIM join messages are translated into (or encoded as) BGP customer 
multicast (C-multicast) MVPN routes and advertised with the BGP MCAST-VPN address family toward 
the sender PE routers. A PE router originates a C-multicast MVPN route in response to receiving a C-PIM 
join message through its PE router to customer edge (CE) router interface. The two types of C-multicast 
MVPN routes are: 


e Shared tree join route (C-*, C-G) 
e Originated by receiver PE routers. 
e Originated when a PE router receives a shared tree C-PIM join message through its PE-CE router 
interface. 
e Source tree join route (C-S, C-G) 
e Originated by receiver PE routers. 


e Originated when a PE router receives a source tree C-PIM join message (C-S, C-G), or originated by 
the PE router that already has a shared tree join route and receives a source active autodiscovery 
route. 


The upstream path in a next-generation MVPN is selected using the Bytewise-XOR hash algorithm as 
specified in Internet draft draft-ietf-ISvpn-2547bis-mcast, Multicast in MPLS/BGP IP VPNs. The hash 
algorithm is performed as follows: 


1. The PE routers in the candidate set are numbered from lower to higher IP address, starting from O. 


2. A bytewise exclusive-or of all the bytes is performed on the C-root (source) and the C-G (group) 
address. 


3. The result is taken modulo n, where n is the number of PE routers in the candidate set. The result is 
N. 


4. N represents the IP address of the upstream PE router as numbered in Step 1. 


During load balancing, if a PE router with one or more upstream IBGP paths toward the source (or RP) 
discovers a new IBGP path toward the same source (or RP), the C-PIM join messages distributed among 
previously existing IBGP paths get redistributed due to the change in the candidate PE router set. 


In this example, PE1, PE2, and PE3 are the PE routers that have the multipath PIM join load-balancing 
feature configured. Router PE1 has two EBGP paths and one IBGP upstream path, PE2 has one EBGP path 
and one IBGP upstream path, and PE3 has two IBGP upstream paths toward the Source. Router CE4 is 
the customer edge (CE) router attached to PE3. Source and Receiver are the Free BSD hosts. 
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On PE routers that have EIBGP paths toward the source (or RP), such as PE1 and PE2, PIM join load 
balancing is performed as follows: 


1. The C-PIM join messages are sent using EBGP paths only. IBGP paths are not used to propagate the 
join messages. 


In Figure 125 on page 965, the PE1 router distributes the join messages between the two EBGP paths 
to the CE1 router, and PE2 uses the EBGP path to CE1 to send the join messages. 


2. If a PE router loses one or more EBGP paths toward the source (or RP), the RPF neighbor on the 
multicast tunnel interface is selected based on a hash mechanism. 


On discovering the first EBGP path, only new join messages get load-balanced across available EBGP 
paths, whereas the existing join messages on the multicast tunnel interface are not redistributed. 


If the EBGP path from the PE2 router to the CE1 router goes down, PE2 sends the join messages to 
PE1 using the IBGP path. When the EBGP path to CE1 is restored, only new join messages that arrive 
on PE2 use the restored EBGP path, whereas join messages already sent on the IBGP path are not 
redistributed. 


On PE routers that have only IBGP paths toward the source (or RP), such as the PE3 router, PIM join load 
balancing is performed as follows: 


1. The C-PIM join messages from CE routers get load-balanced only as BGP C-multicast data messages 
among IBGP paths. 


In Figure 125 on page 965, assuming that the CE4 host is interested in receiving traffic from the Source, 
and CE4 initiates source join messages for different groups (Group 1 [C-S,C-G1] and Group 2 [C-S,C-G2]), 
the source join messages arrive on the PE3 router. 


Router PE3 then uses the Bytewise-XOR hash algorithm to select the upstream PE router to send the 
C-multicast data for each group. The algorithm first numbers the upstream PE routers from lower to 
higher IP address starting from O. 


Assuming that Router PE1 router is numbered O and Router PE2 is 1, and the hash result for Group 1 
and Group 2 join messages is O and 1, respectively, the PE3 router selects PE1 as the upstream PE 
router to send Group 1 join messages, and PE2 as the upstream PE router to send the Group 2 join 
messages to the Source. 


2. The shared join messages for different groups [C-*,C-G] are also treated in a similar way to reach the 
destination. 
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Figure 125: PIM Join Load Balancing on Next-Generation MVPN 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


PE1 


set routing-instances vpn1 instance-type vrf 

set routing-instances vpn1 interface ge-3/0/1.0 

set routing-instances vpn1 interface ge-3/3/2.0 

set routing-instances vpn1 interface lo0.1 

set routing-instances vpn1 route-distinguisher 1:1 

set routing-instances vpn1 provider-tunnel rsvp-te label-switched-path-template default-template 
set routing-instances vpn1 vrf-target target:1:1 


PE2 


PE3 
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set routing-instances vpn1 vrf-table-label 

set routing-instances vpn1 routing-options multipath vpn-unequal-cost equal-external-internal 
set routing-instances vpn1 protocols bgp export direct 

set routing-instances vpn1 protocols bgp group bgp type external 

set routing-instances vpn1 protocols bgp group bgp local-address 10.40.10.1 

set routing-instances vpn1 protocols bgp group bgp family inet unicast 

set routing-instances vpn1 protocols bgp group bgp neighbor 10.40.10.2 peer-as 3 

set routing-instances vpn1 protocols bgp group bgp1 type external 

set routing-instances vpn1 protocols bgp group bgp1 local-address 10.10.10.1 

set routing-instances vpn1 protocols bgp group bgp1 family inet unicast 

set routing-instances vpn1 protocols bgp group bgp1 neighbor 10.10.10.2 peer-as 3 
set routing-instances vpn1 protocols pim rp static address 10.255.10.119 

set routing-instances vpn1 protocols pim interface all 

set routing-instances vpn1 protocols pim join-load-balance 

set routing-instances vpn1 protocols mvpn mvpn-mode rpt-spt 

set routing-instances vpn1 protocols mvpn mvpn-join-load-balance bytewise-xor-hash 


set routing-instances vpn1 instance-type vrf 

set routing-instances vpn1 interface ge-1/0/9.0 

set routing-instances vpn1 interface lo0.1 

set routing-instances vpn1 route-distinguisher 2:2 

set routing-instances vpn1 provider-tunnel rsvp-te label-switched-path-template default-template 
set routing-instances vpn1 vrf-target target:1:1 

set routing-instances vpn1 vrf-table-label 

set routing-instances vpn1 routing-options multipath vpn-unequal-cost equal-external-internal 
set routing-instances vpn1 protocols bgp export direct 

set routing-instances vpn1 protocols bgp group bgp local-address 10.50.10.2 

set routing-instances vpn1 protocols bgp group bgp family inet unicast 

set routing-instances vpn1 protocols bgp group bgp neighbor 10.50.10.1 peer-as 3 

set routing-instances vpn1 protocols pim rp static address 10.255.10.119 

set routing-instances vpn1 protocols pim interface all 

set routing-instances vpn1 protocols mvpn mvpn-mode rpt-spt 

set routing-instances vpn1 protocols mvpn mvpn-join-load-balance bytewise-xor-hash 
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set routing-instances vpn1 instance-type vrf 

set routing-instances vpn11 interface ge-0/0/8.0 

set routing-instances vpn1 interface lo0.1 

set routing-instances vpn1 route-distinguisher 3:3 

set routing-instances vpn1 provider-tunnel rsvp-te label-switched-path-template default-template 
set routing-instances vpn1 vrf-target target:1:1 

set routing-instances vpn1 vrf-table-label 

set routing-instances vpn1 routing-options multipath vpn-unequal-cost equal-external-internal 
set routing-instances vpn1 routing-options autonomous-system 1 

set routing-instances vpn1 protocols bgp export direct 

set routing-instances vpn1 protocols bgp group bgp type external 

set routing-instances vpn1 protocols bgp group bgp local-address 10.80.10.1 

set routing-instances vpn1 protocols bgp group bgp family inet unicast 

set routing-instances vpn1 protocols bgp group bgp neighbor 10.80.10.2 peer-as 2 

set routing-instances vpn1 protocols pim rp static address 10.255.10.119 

set routing-instances vpn1 protocols pim interface all 

set routing-instances vpn1 protocols mvpn mvpn-mode rpt-spt 

set routing-instances vpn1 protocols mvpn mvpn-join-load-balance bytewise-xor-hash 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode. To configure the PE1 router: 


NOTE: Repeat this procedure for every Juniper Networks router in the MVPN domain, after 
modifying the appropriate interface names, addresses, and any other parameters for each router. 


1. Configure a VPN routing forwarding (VRF) routing instance. 


[edit routing-instances vpn1] 

user@PE1# set instance-type vrf 

user@PE1# set interface ge-3/0/1.0 

user@PE1# set interface ge-3/3/2.0 

user@PE1# set interface lo0.1 

user@PE1# set route-distinguisher 1:1 

user@PE1# set provider-tunnel rsvp-te label-switched-path-template default-template 
user@PE1# set vrf-target target:1:1 

user@PE1# set vrf-table-label 
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2. Enable protocol-independent load balancing for the VRF instance. 


[edit routing-instances vpn1] 
user@PE1# set routing-options multipath vpn-unequal-cost equal-external-internal 


3. Configure BGP groups and neighbors to enable PE to CE routing. 


[edit routing-instances vpn1 protocols] 

user@PE1# set bgp export direct 

user@PE1# set bgp group bgp type external 

user@PE1# set bgp group bgp local-address 10.40.10.1 
user@PE1# set bgp group bgp family inet unicast 

user@PE1# set bgp group bgp neighbor 10.40.10.2 peer-as 3 
user@PE1# set bgp group bgp1 type external 

user@PE1# set bgp group bgp1 local-address 10.10.10.1 
user@PE1# set bgp group bgp1 family inet unicast 
user@PE1# set bgp group bgp1 neighbor 10.10.10.2 peer-as 3 


4. Configure PIM to enable PE to CE multicast routing. 


[edit routing-instances vpn1 protocols] 
user@PE1# set pim rp static address 10.255.10.119 


5. Enable PIM on all network interfaces. 


[edit routing-instances vpn1 protocols] 
user@PE1# set pim interface all 


6. Enable PIM join load balancing for the VRF instance. 


[edit routing-instances vpn1 protocols] 
user@PE1# set pim join-load-balance 


7. Configure the mode for C-PIM join messages to use rendezvous-point trees, and switch to the 
shortest-path tree after the source is known. 


[edit routing-instances vpn1 protocols] 
user@PE1# set mvpn mvpn-mode rpt-spt 
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8. Configure the VRF instance to use the Bytewise-XOR hash algorithm. 


[edit routing-instances vpn1 protocols] 
user@PE1# set mvpn mvpn-join-load-balance bytewise-xor-hash 


Results 


From configuration mode, confirm your configuration by entering the show routing-instances command. 
If the output does not display the intended configuration, repeat the instructions in this example to correct 
the configuration. 


user@PE1# show routing-instances 
routing-instances { 
vpn1 { 
instance-type vrf; 
interface ge-3/0/1.0; 
interface ge-3/3/2.0; 
interface 100.1; 
route-distinguisher 1:1; 
provider-tunnel { 
rsvp-te { 
label-switched-path-template { 
default-template; 


} 
vrf-target target:1:1; 
vrf-table-label; 
routing-options { 
multipath { 
vpn-unequal-cost equal-external-internal; 


} 
protocols { 
bgp { 
export direct; 
group bgp { 
type external; 
local-address 10.40.10.1; 
family inet { 
unicast; 
} 
neighbor 10.40.10.2 { 


peer-as 3; 


} 
group bgp! { 
type external; 
local-address 10.10.10.1; 
family inet { 
unicast; 
} 
neighbor 10.10.10.2 { 
peer-as 3; 


} 
pim { 
rp { 
static { 
address 10.255.10.119; 


} 
interface all; 
join-load-balance; 
} 
mvpn { 
mvpn-mode { 
rpt-spt; 
} 
mvpn-join-load-balance { 
bytewise-xor-hash; 


If you are done configuring the device, enter commit from configuration mode. 


Verification 


IN THIS SECTION 


@ ~~ Verifying MVPN C-Multicast Route Information for Different Groups of Join Messages | 971 
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Confirm that the configuration is working properly. 
Verifying MVPN C-Multicast Route Information for Different Groups of Join Messages 


Purpose 


Verify MVPN C-multicast route information for different groups of join messages received on the PE3 
router. 


Action 


From operational mode, run the show mvpn c-multicast command. 


user@PE3> 


MVPN instance: 


Legend for provider tunnel 





t=2=iciil == aimellisibws jorewilclar icummell S—2—ieimll selective provider tunnel 


Legend for c-multicast routes properties (Pr) 





DSi —— derived from (+, c—q)) RM -- remote VPN route 


Family : INET 





Instance : vpnl 
MVPN Mode : RPT-SPT 




















C-mcast IPv4 (S:G) Ptnl ob 

ORO OP OF OAO Sr Ore lelse rele -24. ROWP—Ws PAMPEsIO 255 10.2, Sisa,10,.255.10.2 

192.0 .25.2/246203 0,113 ,1/24 ROVP—w, BAM SIO 255, 10.2, S8S4,10,.255,10.2 

050.0,0/0¢203 0.113 ,.2/24 RSW RAMP? 10 255 L014, 2757S, 1O,255.10.14 

192 60.2 .2/243203 ,.0.113.2/24 IRSWP— Is, PAMEs10 255 10,14, APS7S, 10.255. 10.14 
Meaning 


The output shows how the PE3 router has load-balanced the C-multicast data for the different groups. 


e For source join messages (S,G): 


e 192.0.2.2/24:203.0.113.1/24 (S,G1) toward the PE1 router (10.255.10.2 is the loopback address of 
Router PE1). 


e 192.0.2.2/24:203.0.113.2/24 (S,G2) toward the PE2 router (10.255.10.14 is the loopback address of 
Router PE2). 


e For shared join messages (*,G): 


e 0.0.0.0/0:203.0.113.1/24 (*,G1) toward the PE1 router (10.255.10.2 is the loopback address of Router 
PE1). 
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e 0.0.0.0/0:203.0.113.2/24 (*,G2) toward the PE2 router (10.255.10.14 is the loopback address of 
Router PE2). 


RELATED DOCUMENTATION 


| PIM Join Load Balancing on Multipath MVPN Routes Overview | 947 


| Example: Configuring PIM Make-Before-Break Join Load Balancing 


IN THIS SECTION 


@ Understanding the PIM Automatic Make-Before-Break Join Load-Balancing Feature | 972 


@ ~~ Example: Configuring PIM Make-Before-Break Join Load Balancing | 973 


Understanding the PIM Automatic Make-Before-Break Join Load-Balancing Feature 


The PIM automatic make-before-break (MBB) join load-balancing feature introduces redistribution of PIM 
joins on equal-cost multipath (ECMP) links, with minimal disruption of traffic, when an interface is added 
to an ECMP path. 


The existing PIM join load-balancing feature enables distribution of joins across ECMP links. In case of a 

link failure, the joins are redistributed among the remaining ECMP links, and traffic is lost. The addition of 
an interface causes no change to this distribution of joins unless the clear pim join-distribution command 
is used to load-balance the existing joins to the new interface. If the PIM automatic MBB join load-balancing 
feature is configured, this process takes place automatically. 


The feature can be enabled by using the automatic statement at the [edit protocols pim join-load-balance] 
hierarchy level. When a new neighbor is available, the time taken to create a path to the neighbor (standby 
path) can be configured by using the standby-path-creation-delay seconds statement at the [edit protocols 
pim] hierarchy level. In the absence of this statement, the standby path is created immediately, and the 
joins are redistributed as soon as the new neighbor is added to the network. For a join to be moved to the 
standby path in the absence of traffic, the idle-standby-path-switchover-delay seconds statement is 
configured at the [edit protocols pim] hierarchy level. In the absence of this statement, the join is not 
moved until traffic is received on the standby path. 
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protocols { 
pim { 
join-load-balance { 
automatic; 


} 


standby-path-creation-delay seconds; 
idle-standby-path-switchover-delay seconds; 


Example: Configuring PIM Make-Before-Break Join Load Balancing 


IN THIS SECTION 


Requirements | 973 
Overview | 974 
Configuration | 974 


Verification | 980 


This example shows how to configure the PIM make-before-break (MBB) join load-balancing feature. 
Requirements 


This example uses the following hardware and software components: 


e Three routers that can be a combination of M Series Multiservice Edge Routers (M120 and M320 only), 
MX Series 5G Universal Routing Platforms, or T Series Core Routers (TX Matrix and TX Matrix Plus only). 


e Junos OS Release 12.2 or later. 
Before you configure the MBB feature, be sure you have: 


e Configured the device interfaces. 


e Configured an interior gateway protocol (IGP) for both IPv4 and IPvé6 routes on the devices (for example, 
OSPF and OSPF v3). 


e Configured multiple ECMP interfaces (logical tunnels) using VLANs on any two routers (for example, 
Routers R1 and R2). 
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Overview 


Junos OS provides a PIM automatic MBB join load-balancing feature to ensure that PIM joins are evenly 
redistributed to all upstream PIM neighbors on an equal-cost multipath (ECMP) path. When an interface 
is added to an ECMP path, MBB provides a switchover to an alternate path with minimal traffic disruption. 


Topology 


In this example, three routers are connected in a linear manner between source and receiver. An IGP 
protocol and PIM sparse mode are configured on all three routers. The source is connected to Router RO, 
and five interfaces are configured between Routers R1 and R2. The receiver is connected to Router R2, 
and PIM automatic MBB join load balancing is configured on Router R2. 


Figure 126 on page 974 shows the topology used in this example. 


Figure 126: Configuring PIM Automatic MBB Join Load Balancing 
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Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Router RO (Source) 


set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set protocols pim rp static address 10.255.12.34 

set protocols pim rp static address abcd::10:255:12:34 


Router R1 (RP) 
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set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set protocols pim rp local family inet address 10.255.12.34 

set protocols pim rp local family inet6 address abcd::10:255:12:34 


Router R2 (Receiver) 


set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set protocols pim rp static address 10.255.12.34 

set protocols pim rp static address abcd::10:255:12:34 

set protocols mld interface ge-0/0/3 version 1 

set protocols mld interface ge-0/0/3 static group ff05::e100:1 group-count 100 
set protocols pim join load-balance automatic 

set protocols pim standby-path-creation-delay 5 

set protocols pim idle-standby-path-switchover-delay 10 


Configuring PIM MBB Join Load Balancing 


Step-by-Step Procedure 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure PIM MBB join load balancing across the setup: 


1. Configure PIM sparse mode on all three routers. 


[edit protocols pim interface all] 
user@host# set mode sparse 
user@host# set version 2 


2. Configure Router R1 as the RP. 


[edit protocols pim rp local] 
user@R1# set family inet address 10.255.12.34 
user@R1# set family inet6 address abcd::10:255:12:34 


3. Configure the RP static address on non-RP routers (RO and R2). 
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[edit protocols pim rp ] 
user@host# set static address 10.255.12.34 
user@host# set static address abcd::10:255:12:34 


4. Configure the Multicast Listener Discovery (MLD) group for ECMP interfaces on Router R2. 


[edit protocols mld interface ge-0/0/3] 
user@R2# set version 1 
user@R2# set static group ff05::e100:1 group-count 100 


5. Configure the PIM MBB join load-balancing feature on the receiver router (Router R2). 


[edit protocols pim] 

user@R2# set join load-balance automatic 

user@R2# set standby-path-creation-delay 5 
user@R2# set idle-standby-path-switchover-delay 10 


Results 


From configuration mode, confirm your configuration by entering the show protocols command. If the 
output does not display the intended configuration, repeat the instructions in this example to correct the 
configuration. 


user@RO# show protocols 
ospf { 
area 0.0.0.0 { 
interface 100.0; 
interface ge-0/0/3.1; 
interface ge-0/0/3.2; 
interface ge-0/0/3.3; 
interface ge-0/0/3.4; 
interface ge-0/0/3.5; 


ospf3 { 
area 0.0.0.0 { 
interface 100.0; 
interface ge-0/0/3.1; 
interface ge-0/0/3.2; 
interface ge-0/0/3.3; 
interface ge-0/0/3.4; 
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interface ge-0/0/3.5; 


} 
pim { 
rp { 
static { 
address 10.255.12.34; 
address abcd::10:255:12:34; 


} 
interface all { 
mode sparse; 
version 2; 
} 
interface fxp0.0 { 
disable; 
} 
interface ge-0/0/3.1; 
interface ge-0/0/3.2; 
interface ge-0/0/3.3; 
interface ge-0/0/3.4; 
interface ge-0/0/3.5; 


user@R1# show protocols 
ospf { 
area 0.0.0.0 { 

interface 100.0; 
interface ge-0/0/3.1; 
interface ge-0/0/3.2; 
interface ge-0/0/3.3; 
interface ge-0/0/3.4; 
interface ge-0/0/3.5; 


ospf3 { 
area 0.0.0.0 { 
interface 100.0; 
interface ge-0/0/3.1; 
interface ge-0/0/3.2; 
interface ge-0/0/3.3; 
interface ge-0/0/3.4; 
interface ge-0/0/3.5; 


} 
pim { 
rp { 
local { 
family inet { 
address 10.255.12.34; 
} 
family ineté { 
address abcd::10:255:12:34; 


} 
interface all { 
mode sparse; 
version 2; 
} 
interface fxp0.0 { 
disable; 
} 
interface ge-0/0/3.1; 
interface ge-0/0/3.2; 
interface ge-0/0/3.3; 
interface ge-0/0/3.4; 
interface ge-0/0/3.5; 


user@R2# show protocols 
mid { 
interface ge-0/0/3.1 { 
version 1; 
static { 
group ff05::e100:1 { 
group-count 100; 


} 
ospf { 
area 0.0.0.0 { 

interface 100.0; 
interface ge-1/0/7.1; 
interface ge-1/0/7.2; 
interface ge-1/0/7.3; 
interface ge-1/0/7.4; 
interface ge-1/0/7.5; 
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} 


interface ge-0/0/3.1; 


ospf3 { 


} 


area 0.0.0.0 { 

interface 100.0; 

interface ge-1/0/7.1; 
interface ge-1/0/7.2; 
interface ge-1/0/7.3; 
interface ge-1/0/7.4; 
interface ge-1/0/7.5; 
interface ge-0/0/3.1; 


pim { 


rp { 
static { 
address 10.255.12.34; 
address abcd::10:255:12:34; 


} 
interface all { 
mode sparse; 
version 2; 
} 
interface fxp0.0 { 
disable; 
} 
interface ge-1/0/7.1; 
interface ge-1/0/7.2; 
interface ge-1/0/7.3; 
interface ge-1/0/7.4; 
interface ge-1/0/7.5; 
interface ge-0/0/3.1; 
join-load-balance { 
automatic; 
} 
standby-path-creation-delay 5; 
idle-standby-path-switchover-delay 10; 
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Verification 


IN THIS SECTION 


@ Verifying Interface Configuration | 980 
@ Verifying PIM | 981 
@ Verifying the PIM Automatic MBB Join Load-Balancing Feature | 982 


Verifying Interface Configuration 


Purpose 


Verify that the configured interfaces are functional. 
Action 


Send 100 (S,G) joins from the receiver to Router R2 . From the operational mode of Router R2, run the 
show pim interfaces command. 


user@R2> show pim interfaces 


Stat = Status, V = Version, NbrCnt = Neighbor Count, 





S = Sparse, D = Dense, B = Bidirectional, 





DR = Designated Router, P2P = Point-to-point link, 


























Active = Bidirectional is active, NotCap = Not Bidirectional Capable 
Name Stat Mode IP V State NbrCnt JoinCnt(sg/*g) DR address 
ge-0/0/3.1 Up S 4 2 DR,NotCap 0 0/0 7O.O.0.,i 
ge-1/0/7.1 Up Sea DR Noteeaoel 20/0 14,.0.0.,2 
ge-1/0/7.2 Up S 4 2 DR,NotCap 1 20/0 14.0.0.6 
ge-1/0/7.3 Up S 4 2 DR,NotCap 1 20/0 14) .0.0.10 
ge-1/0/7.4 Up Sa DR Note apm: 20/0 HAP OR Oe 164 
ge-1/0/7.5 Up See NotEC arom: 20/0 HAPAOP Ores) 


The output lists all the interfaces configured for use with the PIM protocol. The Stat field indicates the 
current status of the interface. The DR address field lists the configured IP addresses. All the interfaces 
are operational. If the output does not indicate that the interfaces are operational, reconfigure the interfaces 
before proceeding. 


Meaning 


All the configured interfaces are functional in the network. 


Verifying PIM 


Purpose 


Verify that PIM is operational in the configured network. 


Action 


From operational mode, enter the show pim statistics command. 


user@R2> show pim statistics 


PIM Message type 


V2 
V2 
V2 
v2 
v2 
v2 
We 
V2 
V2 
v2 
v2 
yall 
wale 
Wal 
v1 
v1 
vl 
v1 
v1 


Hello 
Register 
Register Stop 
Join Prune 
Bootstrap 
ASsSere 

Graft 

Graft Ack 
Candidate RP 
State Refresh 





DF Election 
Query 

Register 
Register Stop 
Join Prune 

RP Reachability 
ASSCre 

Graft 

Graft Ack 


AULORP Announce 


AutoRP Mapping 


AutoRP Unknown type 


Anycast Register 


Anycast Register Stop 


Global Statistics 


Received 
4253 


0 


oo eo Ss 2S ec oc eo oc Sa S&S of oc ec eo Ss 2a Se oS eS SS S& 


Hello dropped on neighbor policy 


Unknown type 


Nall 


Unknown type 


Unknown Version 


Neighbor unknown 


Sent 
SAG8) 


1750 


Sar gq 2 2S oS 2S & 2 2] 2] © @& oe 


@) 


Rx errors 


SS = = a) 


Sr er oe SoS Sea eS S&S ee SS eg Cc Sce SS Ss eS eo eS 
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Bad Length 

Bad Checksum 

Bad Receive If 

Rx Bad Data 

Rx Intf disabled 

Rx Vl Require V2 

Rx V2 Require V1 

Rx Register not RP 

Rx Register no route 

Rx Register no decap if 

Null Register Timeout 

RP Filtered Source 

Rx Unknown Reg Stop 

Rx Join/Prune no state 

Rx Join/Prune on upstream if 
Rx Join/Prune for invalid group 
Rx Join/Prune messages dropped 
RX sparse join for dense group 
Rx Graft/Graft Ack no state 

Rx Graft on upstream if 

Rx CRP not BSR 

Rx BSR when BSR 


exe oe S| © oS 2 c€& @& |] S&S 2 & 2 2] | 2 2 @ & @ So 





Anycast Register Stop 0 0 0 


The V2 Hello field lists the number of PIM hello messages sent and received. The V2 Join Prune field lists 
the number of join messages sent before the join-prune-timeout value is reached. If both values are 
nonzero, PIM is functional. 


Meaning 


PIM is operational in the network. 


Verifying the PIM Automatic MBB Join Load-Balancing Feature 


Purpose 


Verify that the PIM automatic MBB join load-balancing feature works as configured. 


Action 
To see the effect of the MBB feature on Router R2: 


1. Run the show pim interfaces operational mode command before disabling an interface. 


user@R2> show pim interfaces 
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Stat = Status, V = Version, NbrCnt = Neighbor Count, 





S = Sparse, D = Dense, B = Bidirectional, 





DR = Designated Router, P2P = Point-to-point link, 





Active = Bidirectional is active, NotCap = Not Bidirectional Capable 




















Name Stat Mode IP V State NbrCnt JoinCnt(sg/*g) DR address 
ge-0/0/3.1 Up S 4 2 DR,NotCap 0 0/0 70.0.0 51 
ge-1/0/7.1 Up See DRE NowCapell 20/0 14.0 .0,2 
ge-1/0/7.2 Up S 4 2 DR,NotCap 1 20/0 AR OR ORG 
ge-1/0/7.3 Up S 4 2 DR,NotCap 1 20/0 Ae) laa ibls 0 
ge-1/0/7.4 Up S 4 2 DR,NotCap 1 20/0 14.0.0, 14 
ge-1/0/7.5 Up S 4 2 DR,NotCap 1 20/0 140.018) 

















The JoinCnt(sg/*g) field shows that the 100 joins are equally distributed among the five interfaces. 
2. Disable the ge-1/0/7.5 interface. 


[edit] 
user@R2# set interfaces ge-1/0/7.5 disable 
user@R2# commit 


3. Run the show pim interfaces command to check if load balancing of joins is taking place. 


user@R2> show pim interfaces 


Stat = Status, V = Version, NbrCnt = Neighbor Count, 





S = Sparse, D = Dense, B = Bidirectional, 





DR = Designated Router, P2P = Point-to-point link, 





Active = Bidirectional is active, NotCap = Not Bidirectional Capable 


Name Stat Mode IP V State NbrCnt JoinCnt(sg/*g) DR address 
ge-0/0/3.1 Up S 4 2 DR,NotCap 0 0/0 WO <0 04a 
ge-1/0/7.1 Up S 4 2 DR,NotCap 1 257/10) 14.0.0.2 
ge-1/0/7.2 Up Sie DR Noieapmel 25/0 14.0.0.6 
ge-1/0/7.3 Up S 4 2 DR,NotCap 1 25/0 14.0.0 .10 
ge-1/0/7.4 Up S 4 2 DR,NotCap 1 2551/0) 14.0.0.,14 








The JoinCnt(sg/*g) field shows that the 100 joins are equally redistributed among the four active 
interfaces. 


4. Add the removed interface on Router R2. 
[edit] 


user@R2# delete interfaces ge-1/0/7.5 disable 
user@R2# commit 
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5. Run the show pim interfaces command to check if load balancing of joins is taking place after enabling 


the inactive interface. 


user@R2> show pim interfaces 


Stat = Status, V = Version, NbrCnt = Neighbor Count, 








S = Sparse, D = Dense, B = Bidirectional, 


DR = Designated Router, P2P = Point-to-point link, 





Active = Bidirectional is active, NotCap = Not Bidirectional 


Name Stat Mode IP V State NbrCnt JoinCnt (sg/*g) 
ge-0/0/3.1 Up See Re NoeGaromO 0/0 
ge-1/0/7.1 Up S 4 2 DR,NotCap 1 20/0 
ge-1/0/7.2 Up Se 2s DR NewCapet 20/0 
ge-1/0/7.3 Up Sea DR, Neweapul 20/0 
ge-1/0/7.4 Up See DR Neweapal 20/0 
Ge-—L/O/7.5 We See DReNeweapal 20/0 
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The JoinCnt(sg/*g) field shows that the 100 joins are equally distributed among the five interfaces. 


NOTE: This output should resemble the output in Step 1. 


Meaning 


The PIM automatic MBB join load-balancing feature works as configured. 


SEE ALSO 


Configuring MLD | 55 
join-load-balance | 1376 


Example: Configuring PIM State Limits 


IN THIS SECTION 


@ = Controlling PIM Resources for Multicast VPNs Overview | 985 
@ Example: Configuring PIM State Limits | 988 
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Controlling PIM Resources for Multicast VPNs Overview 


A service provider network must protect itself from potential attacks from misconfigured or misbehaving 
customer edge (CE) devices and their associated VPN routing and forwarding (VRF) routing instances. 
Misbehaving CE devices can potentially advertise a large number of multicast routes toward a provider 
edge (PE) device, thereby consuming memory on the PE device and using other system resources in the 
network that are reserved for routes belonging to other VPNs. 


To protect against potential misbehaving CE devices and VRF routing instances for specific multicast VPNs 
(MVPNs), you can control the following Protocol Independent Multicast (PIM) resources: 


e Limit the number of accepted PIM join messages for any-source groups (*,G) and source-specific groups 
(S,G). 


Note how the device counts the PIM join messages: 


e Each (*,G) counts as one group toward the limit. 


e Each (S,G) counts as one group toward the limit. 


e Limit the number of PIM register messages received for a specific VRF routing instance. Use this 
configuration if the device is configured as a rendezvous point (RP) or has the potential to become an 
RP. When a source in a multicast network becomes active, the source’s designated router (DR) 
encapsulates multicast data packets into a PIM register message and sends them by means of unicast 
to the RP router. 


Note how the device counts PIM register messages: 


e Each unique (S,G) join received by the RP counts as one group toward the configured register messages 
limit. 
e Periodic register messages sent by the DR for existing or already known (S,G) entries do not count 


toward the configured register messages limit. 


e Register messages are accepted until either the PIM register limit or the PIM join limit (if configured) 
is exceeded. Once either limit isreached, any new requests are dropped. 


Limit the number of group-to-RP mappings allowed in a specific VRF routing instance. Use this 


configuration if the device is configured as an RP or has the potential to become an RP. This configuration 
can apply to devices configured for automatic RP announce and discovery (Auto-RP) or as a PIM bootstrap 
router. Every multicast device within a PIM domain must be able to map a particular multicast group 
address to the same RP. Both Auto-RP and the bootstrap router functionality are the mechanisms used 
to learn the set of group-to-RP mappings. Auto-RP is typically used in a PIM dense-mode deployment, 
and the bootstrap router is typically used in a PIM sparse-mode deployment. 
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NOTE: The group-to-RP mappings limit does not apply to static RP or embedded RP 
configurations. 


Some important things to note about how the device counts group-to-RP mappings: 


e One group prefix mapped to five RPs counts as five group-to-RP mappings. 


e Five distinct group prefixes mapped to one RP count as five group-to-RP mappings. 


Once the configured limits are reached, no new PIM join messages, PIM register messages, or group-to-RP 
mappings are accepted unless one of the following occurs: 


e You clear the current PIM join states by using the clear pim join command. If you use this command on 
an RP configured for PIM register message limits, the register limit count is also restarted because the 
PIM join messages are unknown by the RP. 


NOTE: On the RP, you can also use the clear pim register command to clear all of the PIM 
registers. This command is useful if the current PIM register count is greater than the newly 
configured PIM register limit. After you clear the PIM registers, new PIM register messages 
are received up to the configured limit. 


e The traffic responsible for the excess PIM join messages and PIM register messages stops and is no 
longer present. 


CAUTION: Never restart any of the software processes unless instructed to do so 
A by a customer support engineer. 


You restart the PIM routing process on the device. This restart clears all of the configured limits but 
disrupts routing and therefore requires a maintenance window for the change. 


System Log Messages for PIM Resources 


You can optionally configure a system log warning threshold for each of the PIM resources. With this 
configuration, you can generate and review system log messages to detect if an excessive number of PIM 
join messages, PIM register messages, or group-to-RP mappings have been received on the device. The 
system log warning thresholds are configured per PIM resource and are a percentage of the configured 
maximum limits of the PIM join messages, PIM register messages, and group-to-RP mappings. You can 
further specify a log interval for each configured PIM resource, which is the amount of time (in seconds) 
between the log messages. 


987 


The log messages convey when the configured limits have been exceeded, when the configured warning 


thresholds have been exceeded, and when the configured limits drop below the configured warning 


threshold. Table 36 on page 987 describes the different types of PIM system messages that you might see 


depending on your system log warning and log interval configurations. 


Table 36: PIM System Log Messages 


System Log Message 


RPD_PIM_SG_THRESHOLD_EXCEED 


RPD_PIM_REG_THRESH_EXCEED 


RPD_PIM_GRP_RP_MAP_THRES_EXCEED 


RPD_PIM_SG_LIMIT_EXCEED 


RPD_PIM_REGISTER_LIMIT_EXCEED 


RPD_PIM_GRP_RP_MAP_LIMIT_EXCEED 


RPD_PIM_SG_LIMIT_BELOW 


RPD_PIM_REGISTER_LIMIT_BELOW 


RPD_PIM_GRP_RP_MAP_LIMIT_BELOW 


Definition 


Records when the (S,G)/(*,G) routes exceed the configured warning 
threshold. 


Records when the PIM registers exceed the configured warning 
threshold. 


Records when the group-to-RP mappings exceed the configured warning 
threshold. 


Records when the (S,G)/(*,G) routes exceed the configured limit, or 
when the configured log interval has been met and the routes exceed 
the configured limit. 


Records when the PIM registers exceed the configured limit, or when 
the configured log interval has been met and the registers exceed the 
configured limit. 


Records when the group-to-RP mappings exceed the configured limit, 
or when the configured log interval has been met and the mapping 
exceeds the configured limit. 


Records when the (S,G)/(*,G) routes drop below the configured limit 
and the configured log interval. 


Records when the PIM registers drop below the configured limit and 
the configured log interval. 


Records when the group-to-RP mappings drop below the configured 
limit and the configured log interval. 


Example: Configuring PIM State Limits 


IN THIS SECTION 


Requirements | 988 
Overview | 988 
Configuration | 989 


Verification | 999 


This example shows how to set limits on the Protocol Independent Multicast (PIM) state information so 
that a service provider network can protect itself from potential attacks from misconfigured or misbehaving 
customer edge (CE) devices and their associated VPN routing and forwarding (VRF) routing instances. 
Requirements 

No special configuration beyond device initialization is required before configuring this example. 
Overview 

In this example, a multiprotocol BGP-based multicast VPN (next-generation MBGP MVPN) is configured 


with limits on the PIM state resources. 


The sglimit maximum statement sets a limit for the number of accepted (*,G) and (S,G) PIM join states 
received for the vpn-1 routing instance. 


The rp register-limit maximum statement configures a limit for the number of PIM register messages 
received for the vpn-1 routing instance. You configure this statement on the rendezvuos point (RP) or on 
all the devices that might become the RP. 


The group-rp-mapping maximum statement configures a limit for the number of group-to-RP mappings 
allowed in the vpn-1 routing instance. 


For each configured PIM resource, the threshold statement sets a percentage of the maximum limit at 
which to start generating warning messages in the PIM log file. 


For each configured PIM resource, the log-interval statement is an amount of time (in seconds) between 
system log message generation. 


Figure 127 on page 989 shows the topology used in this example. 
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Figure 127: PIM State Limits Topology 
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“CLI Quick Configuration” on page 989 shows the configuration for all of the devices in 
Figure 127 on page 989. The section “Step-by-Step Procedure” on page 994 describes the steps on Device 
PE1. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Device CE1 


set interfaces ge-1/2/0 unit 1 family inet address 10.1.1.1/30 
set interfaces ge-1/2/0 unit 1 family mpls 

set interfaces loO unit 1 family inet address 192.0.2.1/24 

set protocols ospf area 0.0.0.0 interface lo0.1 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.1 

set protocols pim rp static address 203.0.113.1 

set protocols pim interface all 

set routing-options router-id 192.0.2.1 


Device PE1 


set interfaces ge-1/2/0 unit 2 family inet address 10.1.1.2/30 
set interfaces ge-1/2/0 unit 2 family mpls 

set interfaces ge-1/2/1 unit 5 family inet address 10.1.1.5/30 
set interfaces ge-1/2/1 unit 5 family mpls 

set interfaces vt-1/2/0 unit 2 family inet 
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set interfaces loO unit 2 family inet address 192.0.2.2/24 

set interfaces loO unit 102 family inet address 203.0.113.1/24 

set protocols mpls interface ge-1/2/1.5 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 192.0.2.2 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 192.0.2.4 

set protocols bgp group ibgp neighbor 192.0.2.5 

set protocols ospf area 0.0.0.0 interface lo0.2 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/1.5 

set protocols Idp interface ge-1/2/1.5 

set protocols Idp p2mp 

set policy-options policy-statement parent_vpn_routes from protocol bgp 

set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface ge-1/2/0.2 

set routing-instances vpn-1 interface vt-1/2/0.2 

set routing-instances vpn-1 interface lo0.102 

set routing-instances vpn-1 route-distinguisher 100:100 

set routing-instances vpn-1 provider-tunnel Idp-p2mp 

set routing-instances vpn-1 vrf-target target:1:1 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.102 passive 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/0.2 

set routing-instances vpn-1 protocols pim sglimit family inet maximum 100 

set routing-instances vpn-1 protocols pim sglimit family inet threshold 70 

set routing-instances vpn-1 protocols pim sglimit family inet log-interval 10 

set routing-instances vpn-1 protocols pim rp register-limit family inet maximum 100 
set routing-instances vpn-1 protocols pim rp register-limit family inet threshold 80 
set routing-instances vpn-1 protocols pim rp register-limit family inet log-interval 10 
set routing-instances vpn-1 protocols pim rp group-rp-mapping family inet maximum 100 
set routing-instances vpn-1 protocols pim rp group-rp-mapping family inet threshold 80 
set routing-instances vpn-1 protocols pim rp group-rp-mapping family inet log-interval 10 
set routing-instances vpn-1 protocols pim rp static address 203.0.113.1 

set routing-instances vpn-1 protocols pim interface ge-1/2/0.2 mode sparse 

set routing-instances vpn-1 protocols mvpn 

set routing-options router-id 192.0.2.2 

set routing-options autonomous-system 1001 


Device P 
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set interfaces ge-1/2/0 unit 6 family inet address 10.1.1.6/30 
set interfaces ge-1/2/0 unit 6 family mpls 

set interfaces ge-1/2/1 unit 9 family inet address 10.1.1.9/30 
set interfaces ge-1/2/1 unit 9 family mpls 

set interfaces ge-1/2/2 unit 13 family inet address 10.1.1.13/30 
set interfaces ge-1/2/2 unit 13 family mpls 

set interfaces loO unit 3 family inet address 192.0.2.3/24 

set protocols mpls interface ge-1/2/0.6 

set protocols mpls interface ge-1/2/1.9 

set protocols mpls interface ge-1/2/2.13 

set protocols ospf area 0.0.0.0 interface lo0.3 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.6 

set protocols ospf area 0.0.0.0 interface ge-1/2/1.9 

set protocols ospf area 0.0.0.0 interface ge-1/2/2.13 

set protocols Idp interface ge-1/2/0.6 

set protocols Idp interface ge-1/2/1.9 

set protocols Idp interface ge-1/2/2.13 

set protocols Idp p2mp 

set routing-options router-id 192.0.2.3 


Device PE2 


set interfaces ge-1/2/0 unit 10 family inet address 10.1.1.10/30 
set interfaces ge-1/2/0 unit 10 family mpls 

set interfaces ge-1/2/1 unit 17 family inet address 10.1.1.17/30 
set interfaces ge-1/2/1 unit 17 family mpls 

set interfaces vt-1/2/0 unit 4 family inet 

set interfaces loO unit 4 family inet address 192.0.2.4/24 

set interfaces loO unit 104 family inet address 203.0.113.4/24 
set protocols mpls interface ge-1/2/0.10 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 192.0.2.4 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 192.0.2.2 

set protocols bgp group ibgp neighbor 192.0.2.5 

set protocols ospf area 0.0.0.0 interface lo0.4 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.10 

set protocols Idp interface ge-1/2/0.10 

set protocols Idp p2mp 
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set policy-options policy-statement parent_vpn_routes from protocol bgp 

set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface vt-1/2/0.4 

set routing-instances vpn-1 interface ge-1/2/1.17 

set routing-instances vpn-1 interface lo0.104 

set routing-instances vpn-1 route-distinguisher 100:100 

set routing-instances vpn-1 vrf-target target:1:1 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.104 passive 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/1.17 

set routing-instances vpn-1 protocols pim rp group-rp-mapping family inet maximum 100 
set routing-instances vpn-1 protocols pim rp group-rp-mapping family inet threshold 80 
set routing-instances vpn-1 protocols pim rp group-rp-mapping family inet log-interval 10 
set routing-instances vpn-1 protocols pim rp static address 203.0.113.1 

set routing-instances vpn-1 protocols pim interface ge-1/2/1.17 mode sparse 

set routing-instances vpn-1 protocols mvpn 

set routing-options router-id 192.0.2.4 

set routing-options autonomous-system 1001 


Device PE3 


set interfaces ge-1/2/0 unit 14 family inet address 10.1.1.14/30 
set interfaces ge-1/2/0 unit 14 family mpls 

set interfaces ge-1/2/1 unit 21 family inet address 10.1.1.21/30 
set interfaces ge-1/2/1 unit 21 family mpls 

set interfaces vt-1/2/0 unit 5 family inet 

set interfaces loO unit 5 family inet address 192.0.2.5/24 

set interfaces loO unit 105 family inet address 203.0.113.5/24 
set protocols mpls interface ge-1/2/0.14 

set protocols bgp group ibgp type internal 

set protocols bgp group ibgp local-address 192.0.2.5 

set protocols bgp group ibgp family inet-vpn any 

set protocols bgp group ibgp family inet-mvpn signaling 

set protocols bgp group ibgp neighbor 192.0.2.2 

set protocols bgp group ibgp neighbor 192.0.2.4 

set protocols ospf area 0.0.0.0 interface lo0.5 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.14 

set protocols Idp interface ge-1/2/0.14 

set protocols Idp p2mp 
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set policy-options policy-statement parent_vpn_routes from protocol bgp 

set policy-options policy-statement parent_vpn_routes then accept 

set routing-instances vpn-1 instance-type vrf 

set routing-instances vpn-1 interface vt-1/2/0.5 

set routing-instances vpn-1 interface ge-1/2/1.21 

set routing-instances vpn-1 interface lo0.105 

set routing-instances vpn-1 route-distinguisher 100:100 

set routing-instances vpn-1 vrf-target target:1:1 

set routing-instances vpn-1 protocols ospf export parent_vpn_routes 

set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface lo0.105 passive 
set routing-instances vpn-1 protocols ospf area 0.0.0.0 interface ge-1/2/1.21 
set routing-instances vpn-1 protocols pim rp static address 203.0.113.1 

set routing-instances vpn-1 protocols pim interface ge-1/2/1.21 mode sparse 
set routing-instances vpn-1 protocols mvpn 

set routing-options router-id 192.0.2.5 

set routing-options autonomous-system 1001 


Device CE2 


set interfaces ge-1/2/0 unit 18 family inet address 10.1.1.18/30 
set interfaces ge-1/2/0 unit 18 family mpls 

set interfaces loO unit 6 family inet address 192.0.2.6/24 

set protocols sap listen 192.168.0.0 

set protocols ospf area 0.0.0.0 interface lo0.6 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.18 

set protocols pim rp static address 203.0.113.1 

set protocols pim interface all 

set routing-options router-id 192.0.2.6 


Device CE3 


set interfaces ge-1/2/0 unit 22 family inet address 10.1.1.22/30 
set interfaces ge-1/2/0 unit 22 family mpls 

set interfaces loO unit 7 family inet address 192.0.2.7/24 

set protocols ospf area 0.0.0.0 interface lo0.7 passive 

set protocols ospf area 0.0.0.0 interface ge-1/2/0.22 

set protocols pim rp static address 203.0.113.1 


set protocols pim interface all 
set routing-options router-id 192.0.2.7 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure PIM state limits: 


1. Configure the network interfaces. 


[edit interfaces] 

user@PE1# set ge-1/2/0 unit 2 family inet address 10.1.1.2/30 
user@PE1# set ge-1/2/0 unit 2 family mpls 

user@PE1# set ge-1/2/1 unit 5 family inet address 10.1.1.5/30 
user@PE1# set ge-1/2/1 unit 5 family mpls 

user@PE1# set vt-1/2/0 unit 2 family inet 

user@PE1# set loO unit 2 family inet address 192.0.2.2/24 
user@PE1# set loO unit 102 family inet address 203.0.113.1/24 


2. Configure MPLS on the core-facing interface. 


[edit protocols mpls] 
user@PE1# set interface ge-1/2/1.5 


3. Configure internal BGP (IBGP) on the main router. 
The IBGP neighbors are the other PE devices. 


[edit protocols bgp group ibgp] 
user@PE1# set type internal 

user@PE1# set local-address 192.0.2.2 
user@PE1# set family inet-vpn any 
user@PE1# set family inet-mvpn signaling 
user@PE1# set neighbor 192.0.2.4 
user@PE1# set neighbor 192.0.2.5 


4. Configure OSPF on the main router. 
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[edit protocols ospf area 0.0.0.0] 
user@PE1# set interface lo0.2 passive 
user@PE1# set interface ge-1/2/1.5 


. Configure a signaling protocol (RSVP or LDP) on the main router. 


[edit protocols Idp] 
user@PE1# set interface ge-1/2/1.5 
user@PE1# set p2mp 


. Configure the BGP export policy. 


[edit policy-options policy-statement parent_vpn_routes] 
user@PE1# set from protocol bgp 
user@PE1# set then accept 


. Configure the routing instance. 


The customer-facing interfaces and the BGP export policy are referenced in the routing instance. 


[edit routing-instances vpn-1] 

user@PE1# set instance-type vrf 

user@PE1# set interface ge-1/2/0.2 

user@PE1# set interface vt-1/2/0.2 

user@PE1# set interface lo0.102 

user@PE1# set route-distinguisher 100:100 

user@PE1# set provider-tunnel Idp-p2mp 

user@PE1# set vrf-target target:1:1 

user@PE1# set protocols ospf export parent_vpn_routes 
user@PE1# set protocols ospf area 0.0.0.0 interface lo0.102 passive 
user@PE1# set protocols ospf area 0.0.0.0 interface ge-1/2/0.2 
user@PE1# set protocols pim rp static address 203.0.113.1 
user@PE1# set protocols pim interface ge-1/2/0.2 mode sparse 
user@PE1# set protocols mvpn 


. Configure the PIM state limits. 


[edit routing-instances vpn-1 protocols pim] 
user@PE1# set sglimit family inet maximum 100 
user@PE1# set sglimit family inet threshold 70 
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user@PE1# set sglimit family inet log-interval 10 

user@PE1# set rp register-limit family inet maximum 100 
user@PE1# set rp register-limit family inet threshold 80 
user@PE1# set rp register-limit family inet log-interval 10 
user@PE1# set rp group-rp-mapping family inet maximum 100 
user@PE1# set rp group-rp-mapping family inet threshold 80 
user@PE1# set rp group-rp-mapping family inet log-interval 10 


9. Configure the router ID and AS number. 


[edit routing-options] 
user@PE1# set router-id 192.0.2.2 
user@PE1# set autonomous-system 1001 


Results 


From configuration mode, confirm your configuration by entering the show interfaces, show protocols, 
show policy-options, show routing-instances, and show routing-options commands. If the output does 


not display the intended configuration, repeat the configuration instructions in this example to correct it. 


user@PE1# show interfaces 
ge-1/2/0 { 
unit 2 { 
family inet { 
address 10.1.1.2/30; 
} 


family mpls; 


} 
ge-1/2/1 { 
unit 5 { 
family inet { 
address 10.1.1.5/30; 
} 


family mpls; 


} 
vt-1/2/0 { 
unit 2 { 
family inet; 


loO { 
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unit 2 { 
family inet { 
address 192.0.2.2/24, 


} 
unit 102 { 
family inet { 
address 203.0.113.1/24; 


user@PE1# show protocols 
mpls { 
interface ge-1/2/1.5; 
} 
bgp { 
group ibgp { 
type internal; 
local-address 192.0.2.2; 
family inet-vpn { 
any; 
} 
family inet-mvpn { 
signaling; 
} 
neighbor 192.0.2.4; 
neighbor 192.0.2.5; 


} 
ospf { 
area 0.0.0.0 { 
interface lo0.2 { 
passive; 
} 
interface ge-1/2/1.5; 


} 

Idp { 
interface ge-1/2/1.5; 
p2mp; 
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user@PE1# show policy-options 
policy-statement parent_vpn_routes { 
from protocol bgp; 
then accept; 


user@PE1# show routing-instances 
vpn-1 { 
instance-type vrf; 
interface ge-1/2/0.2; 
interface vt-1/2/0.2; 
interface 100.102; 
route-distinguisher 100:100; 
provider-tunnel { 
Idp-p2mp; 
} 
vrf-target target: 1:1; 
protocols { 
ospf { 
export parent_vpn_routes; 
area 0.0.0.0 { 
interface lo0.102 { 
passive; 
} 
interface ge-1/2/0.2; 


} 
pim { 
sglimit { 
family inet { 
maximum 100; 
threshold 70; 
log-interval 10; 


} 
rp { 
register-limit { 
family inet { 
maximum 100; 
threshold 80; 
log-interval 10; 


} 
group-rp-ma pping { 
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family inet { 
maximum 100; 
threshold 80; 


log-interval 10; 


} 
static { 
address 203.0.113.1; 


} 
interface ge-1/2/0.2 { 
mode sparse; 


mvpn; 


user@PE1# show routing-options 
router-id 192.0.2.2; 
autonomous-system 1001; 


If you are done configuring the device, enter commit from configuration mode. 


Verification 


IN THIS SECTION 


@ Monitoring the PIM State Information | 999 


Confirm that the configuration is working properly. 


Monitoring the PIM State Information 


Purpose 


Verify that the counters are set as expected and are not exceeding the configured limits. 


Action 


From operational mode, enter the show pim statistics command. 





user@PE1> show pim statistics instance vpn-1 
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PIM Message type Received Sime ike Giewores 
V2 Hello 393 390 0 
v4 (S,G) Maximum 100 
v4 (S,G) Accepted 0 
v4 (S,G) Threshold 70 
v4 (S,G) Log Interval 10 
V4 (grp-prefix, RP) Maximum 100 
V4 (grp-prefix, RP) Accepted 0 
v4 (grp-prefix, RP) Threshold 80 
V4 (grp-prefix, RP) Log Interval 10 
V4 Register Maximum 100 
V4 Register Accepted 0 
V4 Register Threshold 80 
V4 Register Log Interval 10 
Meaning 


The V4 (S,G) Maximum field shows the maximum number of (S,G) IPv4 multicast routes accepted for the 
VPN routing instance. If this number is met, additional (S,G) entries are not accepted. 


The V4 (S,G) Accepted field shows the number of accepted (S,G) IPv4 multicast routes. 


The V4 (S,G) Threshold field shows the threshold at which a warning message is logged (percentage of the 
maximum number of (S,G) IPv4 multicast routes accepted by the device). 


The V4 (S,G) Log Interval field shows the time (in seconds) between consecutive log messages. 


The V4 (grp-prefix, RP) Maximum field shows the maximum number of group-to-rendezvous point (RP) 
IPv4 multicast mappings accepted for the VRF routing instance. If this number is met, additional mappings 
are not accepted. 


The V4 (grp-prefix, RP) Accepted field shows the number of accepted group-to-RP IPv4 multicast mappings. 


The V4 (grp-prefix, RP) Threshold field shows the threshold at which a warning message is logged 
(percentage of the maximum number of group-to-RP IPv4 multicast mappings accepted by the device). 


The V4 (grp-prefix, RP) Log Interval field shows the time (in seconds) between consecutive log messages. 


The V4 Register Maximum field shows the maximum number of IPv4 PIM registers accepted for the VRF 
routing instance. If this number is met, additional PIM registers are not accepted. You configure the register 
limits on the RP. 


The V4 Register Accepted field shows the number of accepted IPv4 PIM registers. 


The V4 Register Threshold field shows the threshold at which a warning message is logged (percentage 
of the maximum number of IPv4 PIM registers accepted by the device). 
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The V4 Register Log Interval field shows the time (in seconds) between consecutive log messages. 
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CHAPTER 23 


Prevent Routing Loops with Reverse Path Forwarding 


IN THIS CHAPTER 


@ Examples: Configuring Reverse Path Forwarding | 1003 


| Examples: Configuring Reverse Path Forwarding 


IN THIS SECTION 


Understanding Multicast Reverse Path Forwarding | 1003 
Multicast RPF Configuration Guidelines | 1005 

Example: Configuring a Dedicated PIM RPF Routing Table | 1006 
Example: Configuring a PIM RPF Routing Table | 1010 


Example: Configuring RPF Policies | 1015 


Example: Configuring PIM RPF Selection | 1018 


Understanding Multicast Reverse Path Forwarding 


Unicast forwarding decisions are typically based on the destination address of the packet arriving at a 
router. The unicast routing table is organized by destination subnet and mainly set up to forward the packet 
toward the destination. 


In multicast, the router forwards the packet away from the source to make progress along the distribution 
tree and prevent routing loops. The router's multicast forwarding state runs more logically by organizing 
tables based on the reverse path, from the receiver back to the root of the distribution tree. This process 


is known as reverse-path forwarding (RPF). 


The router adds a branch to a distribution tree depending on whether the request for traffic from a multicast 
group passes the reverse-path-forwarding check (RPF check). Every multicast packet received must pass 
an RPF check before it is eligible to be replicated or forwarded on any interface. 
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The RPF check is essential for every router's multicast implementation. When a multicast packet is received 
on an interface, the router interprets the source address in the multicast IP packet as the destination 
address for a unicast IP packet. The source multicast address is found in the unicast routing table, and the 
outgoing interface is determined. If the outgoing interface found in the unicast routing table is the same 
as the interface that the multicast packet was received on, the packet passes the RPF check. Multicast 
packets that fail the RPF check are dropped because the incoming interface is not on the shortest path 
back to the source. 


Figure 128 on page 1004 shows how multicast routers can use the unicast routing table to perform an RPF 
check and how the results obtained at each router determine where join messages are sent. 


Figure 128: Multicast Routers and the RPF Check 
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Routers can build and maintain separate tables for RPF purposes. The router must have some way to 
determine its RPF interface for the group, which is the interface topologically closest to the root. For 
greatest efficiency, the distribution tree follows the shortest-path tree topology. The RPF check helps to 
construct this tree. 


RPF Table 


The RPF table plays the key role in the multicast router. The RPF table is consulted for every RPF check, 
which is performed at intervals on multicast packets entering the multicast router. Distribution trees of 
all types rely on the RPF table to form properly, and the multicast forwarding state also depends on the 
RPF table. 


RPF checks are performed only on unicast addresses to find the upstream interface for the multicast source 
or RP. 


The routing table used for RPF checks can be the same routing table used to forward unicast IP packets, 
or it can be a separate routing table used only for multicast RPF checks. In either case, the RPF table 

contains only unicast routes, because the RPF check is performed on the source address of the multicast 
packet, not the multicast group destination address, and a multicast address is forbidden from appearing 
in the source address field of an IP packet header. The unicast address can be used for RPF checks because 
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there is only one source host for a particular stream of IP multicast content for a multicast group address, 
although the same content could be available from multiple sources. 


If the same routing table used to forward unicast packets is also used for the RPF checks, the routing table 
is populated and maintained by the traditional unicast routing protocols such as BGP, IS-IS, OSPF, and the 
Routing Information Protocol (RIP). If a dedicated multicast RPF table is used, this table must be populated 
by some other method. Some multicast routing protocols (such as the Distance Vector Multicast Routing 
Protocol [DVMRP)) essentially duplicate the operation of a unicast routing protocol and populate a dedicated 
RPF table. Others, such as PIM, do not duplicate routing protocol functions and must rely on some other 
routing protocol to set up this table, which is why PIM is protocol independent. . 


Some traditional routing protocols such as BGP and IS-IS now have extensions to differentiate between 
different sets of routing information sent between routers for unicast and multicast. For example, there 
is multiprotocol BGP (MBGP) and multitopology routing in IS-IS (M-IS-IS). IS-IS routes can be added to the 
RPF table even when special features such as traffic engineering and “shortcuts” are turned on. Multicast 
Open Shortest Path First (MOSPF) also extends OSPF for multicast use, but goes further than MBGP or 
M-IS-IS and makes MOSPF into a complete multicast routing protocol on its own. When these routing 
protocols are used, routes can be tagged as multicast RPF routers and used by the receiving router differently 
than the unicast routing information. 


Using the main unicast routing table for RPF checks provides simplicity. A dedicated routing table for RPF 
checks allows a network administrator to set up separate paths and routing policies for unicast and multicast 
traffic, allowing the multicast network to function more independently of the unicast network. 


Multicast RPF Configuration Guidelines 


You use multicast RPF checks to prevent multicast routing loops. Routing loops are particularly debilitating 
in multicast applications because packets are replicated with each pass around the routing loop. 


In general, a router is to forward a multicast packet only if it arrives on the interface closest (as defined 
by a unicast routing protocol) to the origin of the packet, whether source host or rendezvous point (RP). 
In other words, if a unicast packet would be sent to the “destination” (the reverse path) on the interface 
that the multicast packet arrived on, the packet passes the RPF check and is processed. Multicast (or 
unicast) packets that fail the RPF check are not forwarded (this is the default behavior). For an overview 
of how a Juniper Networks router implements RPF checks with tables, see “Understanding Multicast 
Reverse Path Forwarding” on page 1003. 


However, there are network router configurations where multicast packets that fail the RPF check need 
to be forwarded. For example, when point-to-multipoint label-switched paths (LSPs) are used for distributing 
multicast traffic to PIM “islands” downstream from the egress router, the interface on which the multicast 
traffic arrives is not always the RPF interface. This is because LSPs do not follow the normal next-hop 
rules of independent packet routing. 


In cases such as these, you can configure policies on the PE router to decide which multicast groups and 
sources are exempt from the default RPF check. 
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SEE ALSO 


MPLS Applications User Guide 


Routing Policies, Firewall Filters, and Traffic Policers User Guide 


Example: Configuring a Dedicated PIM RPF Routing Table 


IN THIS SECTION 


@ Requirements | 1006 
@ = Overview | 1006 
@ = Configuration | 1007 


This example explains how to configure a dedicated Protocol Independent Multicast (PIM) reverse path 
forwarding (RPF) routing table. 


Requirements 
Before you begin: 
e Configure the router interfaces. See the Interfaces User Guide for Security Devices. 


e Enable PIM. See “PIM Overview” on page 252. 
This example uses the following software components: 


e Junos OS Release 7.4 or later 


Overview 


By default, PIM uses the inet.0 routing table as its RPF routing table. PIM uses an RPF routing table to 
resolve its RPF neighbor for a particular multicast source address and to resolve the RPF neighbor for the 
rendezvous point (RP) address. PIM can optionally use inet.2 as its RPF routing table. The inet.2 routing 
table is dedicated to this purpose. 


PIM uses a single routing table for its RPF check, this ensures that the route with the longest matching 
prefix is chosen as the RPF route. 


If multicast routes are exchanged by Multiprotocol Border Gateway Protocol MP-BGP or multitopology 
IS-IS, they are placed in inet.2 by default. 
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Using inet.2 as the RPF routing table enables you to have a control plane for multicast, which is independent 
of the normal unicast routing table. You might want to use inet.2 as the RPF routing table for any of the 
following reasons: 


e If you use traffic engineering or have an interior gateway protocol (IGP) configured for shortcuts, the 
router has label-switched paths (LSPs) installed as the next hops in inet.2. By applying policy, you can 
have the router install the routes with non-MPLS next-hops in the inet.2 routing table. 


e If you have an MPLS network that does not support multicast traffic over LSP tunnels, you need to 
configure the router to use a routing table other than inet.0. You can have the inet.2 routing table 
populated with native IGP, BGP, and interface routes that can be used for RPF. 


To populate the PIM RPF table, you use rib groups. A rib group is defined with the rib-groups statement 
at the [edit routing-options] hierarchy level. The rib group is applied to the PIM protocol by including the 
rib-group statement at the [edit pim] hierarchy level. A rib group is most frequently used to place routes 
in multiple routing tables. 


When you configure rib groups for PIM, keep the following in mind: 


e The import-rib statement copies routes from the protocol to the routing table. 
e The export-rib statement has no effect on PIM. 


e Only the first rib routing table specified in the import-rib statement is used by PIM for RPF checks. 


You can also configure IS-IS or OSPF to populate inet.2 with routes that have regular IP next hops. This 
allows RPF to work properly even when MPLS is configured for traffic engineering, or when IS-IS or OSPF 
are configured to use “shortcuts” for local traffic. 


You can also configure the PIM protocol to use a rib group for RPF checks under a virtual private network 
(VPN) routing instance. In this case the rib group is still defined at the [edit routing-options] hierarchy 
level. 


Configuration 


Configuring a PIM RPF Routing Table Group Using Interface Routes 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set routing-options rib-groups mcast-rpf-rib import-rib inet.2 
set protocols pim rib-group mcast-rpf-rib 

set routing-options interface-routes rib-group inet if-rib 

set routing-options rib-groups if-rib import-rib [ inet.O inet.2 ] 


Step-by-Step Procedure 
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In this example, the network administrator has decided to use the inet.2 routing table for RPF checks. In 


this process, local routes are copied into this table by using an interface rib group. 


To define an interface routing table group and use it to populate inet.2 for RPF checks: 


1. 


Use the show multicast rpf command to verify that the multicast RPF table is not populated with routes. 


user@host> show multicast rpf 


instance is not running 


. Create a multicast routing table group named mcast-rpf-rib. 


Each routing table group must contain one or more routing tables that Junos OS uses when importing 
routes (specified in the import-rib statement). 


Include the import-rib statement and specify the inet.2 routing table at the [edit routing-options 
rib-groups] hierarchy level. 


[edit routing-options rib-groups] 
user@host# set mcast-rpf-rib import-rib inet.2 


. Configure PIM to use the mcast-rpf-rib rib group. 


The rib group for PIM can be applied globally or in a routing instance. In this example, the global 
configuration is shown. 


Include the rib-group statement and specify the mcast-rpf-rib rib group at the [edit protocols pim] 
hierarchy level. 


[edit protocols pim] 
user@host# set rib-group mcast-rpf-rib 


. Create an interface rib group named if-rib. 


Include the rib-group statement and specify the inet address family at the [edit routing-options 
interface-routes] hierarchy level. 


[edit routing-options interface-routes] 
user@host# set rib-group inet if-rib 


. Configure the if-rib rib group to import routes from the inet.O and inet.2 routing tables. 


Include the import-rib statement and specify the inet.0 and inet.2 routing tables at the [edit 
routing-options rib-groups] hierarchy level. 


[edit routing-options rib-groups] 
user@host¢# set if-rib import-rib [ inet.0O inet.2 ] 


6. Commit the configuration. 


user@host# commit 


Verifying Multicast RPF Table 


Purpose 


Verify that the multicast RPF table is now populated with routes. 


Action 


Use the show multicast rpf command. 


user@host> show multicast rpf 


Multicast RPF table: inet.2 , 10 entries 


10.0) .24 12/7 30 
DRGQEOSCEILS IwWialieeyeie 
linweortace: ne 0/20) 


10.0,24, 13/7 32 


Protocol: Local 


10,027 12/30 
IDIAOQIEOSISILS wWhakieeyete 
lino rraccrm nc = OV ellysce0) 


10.0,27 ,13/ 32 


Protocol: Local 


OP Ol 406/230) 
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Interface: ge-1/3/3.0 


MONON 2 2A 9/32 


PROC Colm noec all 


127 50 .Os1/32 


Inactive 
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192), 168. 2.1/32 
IDIAOCOSCCILS Wialieewcie 


Interface: 100.0 


192,168}. 1137 0/25 
ProEocol Direct 


Interface: fxp0.0 


192, 168.187 12/32 


Protocol: Local 


Meaning 
The first line of the sample output shows that the inet.2 table is being used and that there are 10 routes 
in the table. The remainder of the sample output lists the routes that populate the inet.2 routing table. 


SEE ALSO 


Understanding Multicast Reverse Path Forwarding | 1003 
Example: Enabling OSPF Traffic Engineering Support 


traffic-engineering 
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Example: Configuring a PIM RPF Routing Table 


IN THIS SECTION 


Requirements | 1011 
Overview | 1011 
Configuration | 1011 


Verification | 1013 


This example shows how to configure and apply a PIM RPF routing table. 


Requirements 


Before you begin: 


1. Determine whether the router is directly attached to any multicast sources. Receivers must be able to 
locate these sources. 


2. Determine whether the router is directly attached to any multicast group receivers. If receivers are 
present, IGMP is needed. 


3. Determine whether to configure multicast to use sparse, dense, or sparse-dense mode. Each mode has 
different configuration considerations. 


4. Determine the address of the RP if sparse or sparse-dense mode is used. 
5. Determine whether to locate the RP with the static configuration, BSR, or auto-RP method. 


6. Determine whether to configure multicast to use its RPF routing table when configuring PIM in sparse, 
dense, or sparse-dense mode. 


7. Configure the SAP and SDP protocols to listen for multicast session announcements. See “Configuring 
the Session Announcement Protocol” on page 521. 


8. Configure IGMP. See “Configuring IGMP” on page 22. 
9. Configure the PIM static RP. See “Configuring Static RP” on page 313. 


10. Filter PIM register messages from unauthorized groups and sources. See “Example: Rejecting Incoming 
PIM Register Messages on RP Routers” on page 356 and “Example: Stopping Outgoing PIM Register 
Messages on a Designated Router” on page 351. 


Overview 


In this example, you name the new RPF routing table group multicast-rfp-rib and use inet.2 for its export 
as well as its import routing table. Then you create a routing table group for the interface routes and name 
the RPF if-rib. Finally, you use inet.2 and inet.0O for its import routing tables, and add the new interface 
routing table group to the interface routes. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


set routing-options rib-groups multicast-rpf-rib export-rib inet.2 
set routing-options rib-groups multicast-rpf-rib import-rib inet.2 
set protocols pim rib-group multicast-rpf-rib 

set routing-options rib-groups if-rib import-rib inet.2 

set routing-options rib-groups if-rib import-rib inet.O 

set routing-options interface-routes rib-group inet if-rib 
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Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For instructions 
on how to do that, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure the PIM RPF routing table: 


1. Configure a routing option and a group. 


[edit] 
user@host# edit routing-options rib-groups 


2. Configure a name. 


[edit routing-options rib-groups] 
user@host# set multicast-rpf-rib export-rib inet.2 


3. Create a new group for the RPF routing table. 


[edit routing-options rib-groups] 
user@host# set multicast-rpf-rib import-rib inet.2 


4. Apply the new RPF routing table. 


[edit protocols pim] 
user@host# set rib-group multicast-rpf-rib 


5. Create a routing table group for the interface routes. 


[edit] 
user@host# edit routing-options rib-groups 


6. Configure a name for import routing table. 
[edit routing-options rib-groups] 


user@host# set if-rib import-rib inet.2 
user@host# set if-rib import-rib inet.0 


7. Set group to interface routes. 


[edit routing-options interface-routes] 
user@host# set rib-group inet if-rib 


Results 


From configuration mode, confirm your configuration by entering the show protocols and show 
routing-options commands. If the output does not display the intended configuration, repeat the 


configuration instructions in this example to correct it. 


[edit] 


} 


user@host# show protocols 
pim { 
rib-group inet multicast-rpf-rib; 


[edit] 


If you 


user@host# show routing-options 
interface-routes { 

rib-group inet if-rib; 

} 

static { 

route 0.0.0.0/0 next-hop 10.100.37.1; 
} 

rib-groups { 

multicast-rpf-rib { 

export-rib inet.2; 

import-rib inet.2; 


} 

if-rib { 

import-rib [ inet.2 inet.O ]; 

} 

are done configuring the device, enter commit from configuration mode. 


Verification 


IN THIS SECTION 


Verifying SAP and SDP Addresses and Ports | 1014 
Verifying the IGMP Version | 1014 

Verifying the PIM Mode and Interface Configuration | 1014 
Verifying the PIM RP Configuration | 1014 

Verifying the RPF Routing Table Configuration | 1015 
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To confirm that the configuration is working properly, perform these tasks: 
Verifying SAP and SDP Addresses and Ports 


Purpose 


Verify that SAP and SDP are configured to listen on the correct group addresses and ports. 
Action 

From operational mode, enter the show sap listen command. 

Verifying the IGMP Version 


Purpose 


Verify that IGMP version 2 is configured on all applicable interfaces. 


Action 


From operational mode, enter the show igmp interface command. 


user@host> show igmp interface 


Interface: ge-0/0/0.0 
Querier: 192.168.4.36 
State: Up Timeout: 197 Version: 2 Groups: 0 


Configured Parameters: 
IGMP Query Interval: 125.0 
IGMP Query Response Interval: 10.0 





IGMP Last Member Query Interval: 1.0 





IGMP Robustness Count: 2 


Derived Parameters: 
IGMP Membership Timeout: 260.0 
IGMP Other Querier Present Timeout: 255.0 





Verifying the PIM Mode and Interface Configuration 


Purpose 


Verify that PIM sparse mode is configured on all applicable interfaces. 


Action 
From operational mode, enter the show pim interfaces command. 
Verifying the PIM RP Configuration 


Purpose 
Verify that the PIM RP is statically configured with the correct IP address. 


Action 


From operational mode, enter the show pim rps command. 


Verifying the RPF Routing Table Configuration 


Purpose 


Verify that the PIM RPF routing table is configured correctly. 


Action 


From operational mode, enter the show multicast rpf command. 


SEE ALSO 


Configuring PIM Filtering | 345 
Example: Configuring a Dedicated PIM RPF Routing Table | 1006 
Multicast Configuration Overview | 15 


Verifying a Multicast Configuration 





Example: Configuring RPF Policies 


IN THIS SECTION 


Requirements | 1015 
Overview | 1016 
Configuration | 1016 


Verification | 1018 


A multicast RPF policy disables RPF checks for a particular multicast (S,G) pair. You usually disable RPF 
checks on egress routing devices of a point-to-multipoint label-switched path (LSP), because the interface 
receiving the multicast traffic on a point-to-multipoint LSP egress router might not always be the RPF 
interface. 


This example shows how to configure an RPF check policy named disable-RPF-on-PE. The 
disable-RPF-on-PE policy disables RPF checks on packets arriving for group 228.0.0.0/8 or from source 
address 196.168.25.6. 

Requirements 


Before you begin: 
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e Configure the router interfaces. 


e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


Overview 


An RPF policy behaves like an import policy. If no policy term matches the input packet, the default action 
is to accept (that is, to perform the RPF check). The route-filter statement filters group addresses, and the 
source-address-filter statement filters source addresses. 


This example shows how to configure each condition as a separate policy and references both policies in 
the rpf-check-policy statement. This allows you to associate groups in one policy and sources in the other. 


NOTE: Be careful when disabling RPF checks on multicast traffic. If you disable RPF checks in 
some configurations, multicast loops can result. 


Changes to an RPF check policy take effect immediately: 


e If no policy was previously configured, the policy takes effect immediately. 


e If the policy name is changed, the new policy takes effect immediately and any packets no longer filtered 
are subjected to the RPF check. 


e If the policy is deleted, all packets formerly filtered are subjected to the RPF check. 


e If the underlying policy is changed, but retains the same name, the new conditions take effect immediately 
and any packets no longer filtered are subjected to the RPF check. 


Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set policy-options policy-statement disable-RPF-from-group term first from route-filter 228.0.0.0/8 orlonger 

set policy-options policy-statement disable-RPF-from-group term first then reject 

set policy-options policy-statement disable-RPF-from-source term first from source-address-filter 
192.168.25.6/32 exact 

set policy-options policy-statement disable-RPF-from-source term first then reject 

set routing-options multicast rpf-check-policy [ disable-RPF-from-group disable-RPF-from-source ] 


Step-by-Step Procedure 
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The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure an RPF policy: 
1. Configure a policy for group addresses. 
[edit policy-options] 


user@host# set policy-statement disable-RPF-for-group term first from route-filter 228.0.0.0/8 orlonger 
user@host# set policy-statement disable-RPF-for-group term first then reject 


2. Configure a policy for a source address. 


[edit policy-options] 

user@host# set policy-statement disable-RPF-for-source term first from source-address-filter 192.168.25.6/32 
exact 

user@host# set policy-statement disable-RPF-for-source term first then reject 


3. Apply the policies. 


[edit routing-options] 
user@host# set multicast rpf-check-policy [ disable-RPF-for-group disable-RPF-for-source ] 


4. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show policy-options and show routing-options commands. 


user@host# show policy-options 
policy-statement disable-RPF-from-group { 
term first { 
from { 
route-filter 228.0.0.0/8 orlonger; 
} 


then reject; 
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policy-statement disable-RPF-from-source { 
term first { 
from { 
source-address-filter 192.168.25.6/32 exact; 


} 


then reject; 


user@host# show routing-options 
multicast { 
rpf-check-policy [ disable-RPF-from-group disable-RPF-from-source ]; 


Verification 


To verify the configuration, run the show multicast rpf command. 


SEE ALSO 


Example: Configuring Ingress PE Redundancy | 1158 
Understanding Multicast Reverse Path Forwarding | 1003 


Example: Configuring PIM RPF Selection 


IN THIS SECTION 


Requirements | 1018 
Overview | 1019 
Configuration | 1020 


Verification | 1022 


This example shows how to configure and verify the multicast PIM RPF next-hop neighbor selection for 
a group or (S,G) pair. 


Requirements 


Before you begin: 
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e Configure the router interfaces. 
e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


e Make sure that the RPF next-hop neighbor you want to specify is operating. 


Overview 


Multicast PIM RPF neighbor selection allows you to specify the RPF neighbor (next hop) and source address 
for a single group or multiple groups using a prefix list. RPF neighbor selection can only be configured for 
VPN routing and forwarding (VRF) instances. 


If you have multiple service VRFs through which a receiver VRF can learn the same source or rendevous 
point (RP) address, PIM RPF checks typically choose the best path determined by the unicast protocol for 
all multicast flows. However, if RPF neighbor selection is configured, RPF checks are based on your 
configuration instead of the unicast routing protocols. 


You can use this static RPF selection as a building block for particular applications. For example, an extranet. 
Suppose you want to split the multicast flows among parallel PIM links or assign one multicast flow to a 
specific PIM link. With static RPF selection configured, the router sends join and prune messages based 
on the configuration. 


You can use wildcards to designate the source address. Whether or not you use wildcards affects how 
the PIM joins work: 


If you configure only a source prefix for a group, all (*,G) joins are sent to the next-hop neighbor selected 


by the unicast protocol, while (S,G) joins are sent to the next-hop neighbor specified for the source. 


If you configure only a wildcard source for a group, all (*,G) and (S,G) joins are sent to the upstream 
interface pointing to the wildcard source next-hop neighbor. 


If you configure both a source prefix and a wildcard source for a group, all (S,G) joins are sent to the 
next-hop neighbor defined for the source prefix, while (*,G) joins are sent to the next-hop neighbor 
specified for the wildcard source. 


Figure 129 on page 1020 shows the topology used in this example. 
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Figure 129: PIM RPF Selection 
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In this example, the RPF selection is configured on the receiver provider edge router (PE2). 
Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set routing-instance vpn-a protocols pim rpf-selection group 225.5.0.0/16 wildcard-source next-hop 10.12.5.2 
set routing-instance vpn-a protocols pim rpf-selection prefix-list group12 wildcard-source next-hop 10.12.31.2 
set routing-instance vpn-a protocols pim rpf-selection prefix-list group34 source 22.1.12.0/24 next-hop 
10.12.32.2 

set policy-options prefix-list group12 225.1.1.0/24 

set policy-options prefix-list group12 225.2.0.0/16 

set policy-options prefix-list group34 225.3.3.3/32 

set policy-options prefix-list group34 225.4.4.0/24 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure PIM RPF selection: 


1. On PE2, configure RFP selection in a routing instance. 
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[edit routing-instance vpn-a protocols pim] 

user@host# set rpf-selection group 225.5.0.0/16 wildcard-source next-hop 10.12.5.2 
user@host# set rpf-selection prefix-list group12 wildcard-source next-hop 10.12.31.2 
user@host# set rpf-selection prefix-list group34 source 22.1.12.0/24 next-hop 10.12.32.2 
user@host# exit 


2. On PE2, configure the policy. 


[edit policy-options] 

set prefix-list group12 225.1.1.0/24 
set prefix-list group12 225.2.0.0/16 
set prefix-list group34 225.3.3.3/32 
set prefix-list group34 225.4.4.0/24 


3. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 

From configuration mode, confirm your configuration by entering the show policy-options and show 
routing-instances commands. If the output does not display the intended configuration, repeat the 
instructions in this example to correct the configuration. 


user@host# show policy-options 
prefix-list group12 { 
225.1.1.0/24; 
225.2.0.0/16; 
} 
prefix-list group34 { 
225.3.3.3/32; 
225.4.4.0/24; 


user@host# show routing-instances 
vpn-af 
protocols { 
pim { 
rpf-selection { 
group 225.5.0.0/16 { 
wildcard-source { 
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next-hop 10.12.5.2; 
} 
} 
prefix-list group12 { 
wildcard-source { 
next-hop 10.12.31.2; 


} 
prefix-list group34 { 
source 22.1.12.0/24 { 
next-hop 10.12.32.2; 


Verification 


To verify the configuration, run the following commands, checking the upstream interface and the upstream 
neighbor: 


e show pim join extensive 


e show multicast route 


SEE ALSO 


Example: Configuring RPF Policies | 1015 
RPF Table | 1004 


RELATED DOCUMENTATION 


Example: Configuring Ingress PE Redundancy | 1157 
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CHAPTER 24 


Use Multicast-Only Fast Reroute (MoFRR) to Minimize 
Packet Loss During Link Failures 
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Multicast-only fast reroute (MoFRR) minimizes packet loss for traffic in a multicast distribution tree when 
link failures occur, enhancing multicast routing protocols like Protocol Independent Multicast (PIM) and 
multipoint Label Distribution Protocol (multipoint LDP) on devices that support these features. 


NOTE: On switches, MoFRR with MPLS label-switched paths and multipoint LDP is not supported. 


For MX Series routers, MoFRR is supported only on MX Series routers with MPC line cards. As 
a prerequisite, you must configure the router into network-services enhanced-ip mode, and all 
the line cards in the router must be MPCs. 


With MoFRR enabled, devices send join messages on primary and backup upstream paths toward a multicast 
source. Devices receive data packets from both the primary and backup paths, and discard the redundant 
packets based on priority (weights that are assigned to the primary and backup paths). When a device 

detects a failure on the primary path, it immediately starts accepting packets from the secondary interface 
(the backup path). The fast switchover greatly improves convergence times upon primary path link failures. 


One application for MoFRR is streaming IPTV. IPTV streams are multicast as UDP streams, so any lost 
packets are not retransmitted, leading to a less-than-satisfactory user experience. MoFRR can improve 
the situation. 


MoFRR Overview 


With fast reroute on unicast streams, an upstream routing device preestablishes MPLS label-switched 
paths (LSPs) or precomputes an IP loop-free alternate (LFA) fast reroute backup path to handle failure of 
a segment in the downstream path. 


In multicast routing, the receiving side usually originates the traffic distribution graphs. This is unlike unicast 
routing, which generally establishes the path from the source to the receiver. PIM (for IP), multipoint LDP 
(for MPLS), and RSVP-TE (for MPLS) are protocols that are capable of establishing multicast distribution 
graphs. Of these, PIM and multipoint LDP receivers initiate the distribution graph setup, so MoFRR can 
work with these two multicast protocols where they are supported. 


In a multicast tree, if the device detects a network component failure, it takes some time to perform a 
reactive repair, leading to significant traffic loss while setting up an alternate path. MoFRR reduces traffic 
loss in a multicast distribution tree when a network component fails. With MoFRR, one of the downstream 
routing devices sets up an alternative path toward the source to receive a backup live stream of the same 
multicast traffic. When a failure happens along the primary stream, the MoFRR routing device can quickly 
switch to the backup stream. 


With MoFRR enabled, for each (S,G) entry, the device uses two of the available upstream interfaces to 
send a join message and to receive multicast traffic. The protocol attempts to select two disjoint paths if 
two such paths are available. If disjoint paths are not available, the protocol selects two non-disjoint paths. 


1024 


1025 


If two non-disjoint paths are not available, only a primary path is selected with no backup. MoFRR prioritizes 
the disjoint backup in favor of load balancing the available paths. 


MoFRR is supported for both IPv4 and IPv6 protocol families. 


Figure 130 on page 1025 shows two paths from the multicast receiver routing device (also referred to as the 
egress provider edge (PE) device) to the multicast source routing device (also referred to as the ingress PE 
device). 


Figure 130: MoFRR Sample Topology 
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With MoFRR enabled, the egress (receiver side) routing device sets up two multicast trees, a primary path 
and a backup path, toward the multicast source for each (S,G). In other words, the egress routing device 
propagates the same (S,G) join messages toward two different upstream neighbors, thus creating two 
multicast trees. 


One of the multicast trees goes through plane 1 and the other through plane 2, as shown in 
Figure 130 on page 1025. For each (S,G), the egress routing device forwards traffic received on the primary 
path and drops traffic received on the backup path. 


MoFRR is supported on both equal-cost multipath (ECMP) paths and non-ECMP paths. The device needs 
to enable unicast loop-free alternate (LFA) routes to support MoFRR on non-ECMP paths. You enable LFA 
routes using the link-protection statement in the interior gateway protocol (IGP) configuration. When you 
enable link protection on an OSPF or IS-IS interface, the device creates a backup LFA path to the primary 
next hop for all destination routes that traverse the protected interface. 


Junos OS implements MoFRR in the IP network for IP MoFRR and at the MPLS label-edge routing device 
(LER) for multipoint LDP MoFRR. 


Multipoint LDP MoFRR is used at the egress device of an MPLS network, where the packets are forwarded 
to an IP network. With multipoint LDP MoFRR, the device establishes two paths toward the upstream PE 
routing device for receiving two streams of MPLS packets at the LER. The device accepts one of the 
streams (the primary), and the other one (the backup) is dropped at the LER. IF the primary path fails, the 
device accepts the backup stream instead. Inband signaling support is a prerequisite for MoFRR with 
multipoint LDP (see Understanding Multipoint LDP Inband Signaling for Point-to-Multipoint LSPs). 


PIM Functionality 


Junos OS supports MoFRR for shortest-path tree (SPT) joins in PIM source-specific multicast (SSM) and 
any-source multicast (ASM). MoFRR is supported for both SSM and ASM ranges. To enable MoFRR for 
(*,G) joins, include the mofrr-asm-starg configuration statement at the [edit routing-options multicast 
stream-protection] hierarchy. For each group G, MoFRR will operate for either (S,G) or (*,G), but not both. 
(S,G) always takes precedence over (*,G). 


With MoFRR enabled, a PIM routing device propagates join messages on two upstream reverse-path 
forwarding (RPF) interfaces to receive multicast traffic on both links for the same join request. MoFRR 
gives preference to two paths that do not converge to the same immediate upstream routing device. PIM 
installs appropriate multicast routes with upstream RPF next hops with two interfaces (for the primary 
and backup paths). 


When the primary path fails, the backup path is upgraded to primary status, and the device forwards traffic 
accordingly. If there are alternate paths available, MoFRR calculates a new backup path and updates or 
installs the appropriate multicast route. 


You can enable MoFRR with PIM join load balancing (see the join-load-balance automatic statement). 
However, in that case the distribution of join messages among the links might not be even. When a new 
ECMP link is added, join messages on the primary path are redistributed and load-balanced. The join 
messages on the backup path might still follow the same path and might not be evenly redistributed. 


You enable MoFRR using the stream-protection configuration statement at the [edit routing-options 
multicast] hierarchy. MoFRR is managed by a set of filter policies. 
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When an egress PIM routing device receives a join message or an IGMP report, it checks for an MoFRR 
configuration and proceeds as follows: 


e If the MoFRR configuration is not present, PIM sends a join message upstream toward one upstream 
neighbor (for example, plane 2 in Figure 130 on page 1025). 


e If the MoFRR configuration is present, the device checks for a policy configuration. 


e If a policy is not present, the device checks for primary and backup paths (upstream interfaces), and 
proceeds as follows: 


e If primary and backup paths are not available—PIM sends a join message upstream toward one upstream 
neighbor (for example, plane 2 in Figure 130 on page 1025). 


e If primary and backup paths are available—PIM sends the join message upstream toward two of the 
available upstream neighbors. Junos OS sets up primary and secondary multicast paths to receive 
multicast traffic (for example, plane 1 in Figure 130 on page 1025). 


If a policy is present, the device checks whether the policy allows MoFRR for this (S,G), and proceeds 


as follows: 


e If this policy check fails—PIM sends a join message upstream toward one upstream neighbor (for 
example, plane 2 in Figure 130 on page 1025). 


e If this policy check passes—The device checks for primary and backup paths (upstream interfaces). 


e If the primary and backup paths are not available, PIM sends a join message upstream toward one 
upstream neighbor (for example, plane 2 in Figure 130 on page 1025). 


e If the primary and backup paths are available, PIM sends the join message upstream toward two of 
the available upstream neighbors. The device sets up primary and secondary multicast paths to 
receive multicast traffic (for example, plane 1 in Figure 130 on page 1025). 


Multipoint LDP Functionality 


To avoid MPLS traffic duplication, multipoint LDP usually selects only one upstream path. (See section 
2.4.1.1. Determining One's 'upstream LSR' in RFC 6388, Label Distribution Protocol Extensions for 
Point-to-Multipoint and Multipoint-to-Multipoint Label Switched Paths.) 


For multipoint LDP with MoFRR, the multipoint LDP device selects two separate upstream peers and 
sends two separate labels, one to each upstream peer. The device uses the same algorithm described in 
RFC 6388 to select the primary upstream path. The device uses the same algorithm to select the backup 
upstream path but excludes the primary upstream LSR as a candidate. The two different upstream peers 
send two streams of MPLS traffic to the egress routing device. The device selects only one of the upstream 
neighbor paths as the primary path from which to accept the MPLS traffic. The other path becomes the 
backup path, and the device drops that traffic. When the primary upstream path fails, the device starts 
accepting traffic from the backup path. The multipoint LDP device selects the two upstream paths based 
on the interior gateway protocol (IGP) root device next hop. 
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A forwarding equivalency class (FEC) is a group of IP packets that are forwarded in the same manner, over 
the same path, and with the same forwarding treatment. Normally, the label that is put on a particular 
packet represents the FEC to which that packet is assigned. In MoFRR, two routes are placed into the 
mpls.O table for each FEC—one route for the primary label and the other route for the backup label. 


If there are parallel links toward the same immediate upstream device, the device considers both parallel 
links to be the primary. At any point in time, the upstream device sends traffic on only one of the multiple 
parallel links. 


A bud node is an LSR that is an egress LSR, but also has one or more directly connected downstream LSRs. 
For a bud node, the traffic from the primary upstream path is forwarded to a downstream LSR. If the 
primary upstream path fails, the MPLS traffic from the backup upstream path is forwarded to the 
downstream LSR. This means that the downstream LSR next hop is added to both MPLS routes along with 
the egress next hop. 


As with PIM, you enable MoFRR with multipoint LDP using the stream-protection configuration statement 
at the [edit routing-options multicast] hierarchy, and it’s managed by a set of filter policies. 


If you have enabled the multipoint LDP point-to-multipoint FEC for MoFRR, the device factors the following 
considerations into selecting the upstream path: 


e The targeted LDP sessions are skipped if there is a nontargeted LDP session. If there is a single targeted 
LDP session, the targeted LDP session is selected, but the corresponding point-to-multipoint FEC loses 
the MoFRR capability because there is no interface associated with the targeted LDP session. 


e All interfaces that belong to the same upstream LSR are considered to be the primary path. 


e For any root-node route updates, the upstream path is changed based on the latest next hops from the 
IGP. If a better path is available, multipoint LDP attempts to switch to the better path. 


Packet Forwarding 


For either PIM or multipoint LDP, the device performs multicast source stream selection at the ingress 
interface. This preserves fabric bandwidth and maximizes forwarding performance because it: 


e Avoids sending out duplicate streams across the fabric 


e Prevents multiple route lookups (that result in packet drops). 


For PIM, each IP multicast stream contains the same destination address. Regardless of the interface on 
which the packets arrive, the packets have the same route. The device checks the interface upon which 
each packet arrives and forwards only those that are from the primary interface. If the interface matches 
a backup stream interface, the device drops the packets. If the interface doesn’t match either the primary 
or backup stream interface, the device handles the packets as exceptions in the control plane. 


Figure 131 on page 1029 shows this process with sample primary and backup interfaces for routers with 
PIM. Figure 132 on page 1029 shows this similarly for switches with PIM. 
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Figure 131: MoFRR IP Route Lookup in the Packet Forwarding Engine on Routers 
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Figure 132: MoFRR IP Route Handling in the Packet Forwarding Engine on Switches 
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For MoFRR with multipoint LDP on routers, the device uses multiple MPLS labels to control MoFRR stream 

selection. Each label represents a separate route, but each references the same interface list check. The 

device only forwards the primary label, and drops all others. Multiple interfaces can receive packets using 
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the same label. 


Figure 133 on page 1029 shows this process for routers with multipoint LDP. 


Figure 133: MoFRR MPLS Route Lookup in the Packet Forwarding Engine 
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Limitations and Caveats 
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MoFRR Limitations and Caveats on Switching and Routing Devices 


MoFRR has the following limitations and caveats on routing and switching devices: 


MoFRR failure detection is supported for immediate link protection of the routing device on which 
MoFRR is enabled and not on all the links (end-to-end) in the multicast traffic path. 


MoFRR supports fast reroute on two selected disjoint paths toward the source. Two of the selected 
upstream neighbors cannot be on the same interface—in other words, two upstream neighbors on a LAN 
segment. The same is true if the upstream interface happens to be a multicast tunnel interface. 


Detection of the maximum end-to-end disjoint upstream paths is not supported. The receiver side (egress) 
routing device only makes sure that there is a disjoint upstream device (the immediate previous hop). 
PIM and multipoint LDP do not support the equivalent of explicit route objects (EROs). Hence, disjoint 
upstream path detection is limited to control over the immediately previous hop device. Because of this 
limitation, the path to the upstream device of the previous hop selected as primary and backup might 
be shared. 


You might see some traffic loss in the following scenarios: 
e A better upstream path becomes available on an egress device. 


e MoFRR is enabled or disabled on the egress device while there is an active traffic stream flowing. 


PIM join load balancing for join messages for backup paths are not supported. 


For a multicast group G, MoFRR is not allowed for both (S,G) and (*,G) join messages. (S,G) join messages 
have precedence over (*,G). 


MoEFRR is not supported for multicast traffic streams that use two different multicast groups. Each (S,G) 
combination is treated as a unique multicast traffic stream. 


The bidirectional PIM range is not supported with MoFRR. 


PIM dense-mode is not supported with MoFRR. 


e Multicast statistics for the backup traffic stream are not maintained by PIM and therefore are not available 
in the operational output of show commands. 


e Rate monitoring is not supported. 


MoFRR Limitations on Switching Devices with PIM 


MoFRR with PIM has the following limitations on switching devices: 


MoFRR is not supported when the upstream interface is an integrated routing and bridging (IRB) interface, 
which impacts other multicast features such as Internet Group Management Protocol version 3 (IGMPv3) 
snooping. 


Packet replication and multicast lookups while forwarding multicast traffic can cause packets to recirculate 
through PFEs multiple times. As a result, displayed values for multicast packet counts from the show 
pfe statistics traffic command might show higher numbers than expected in output fields such as Input 
packets and Output packets. You might notice this behavior more frequently in MoFRR scenarios because 
duplicate primary and backup streams increase the traffic flow in general. 


MoFRR Limitations and Caveats on Routing Devices with Multipoint LDP 


MoFRR has the following limitations and caveats on routers when used with multipoint LDP: 


e MoFRR does not apply to multipoint LDP traffic received on an RSVP tunnel because the RSVP tunnel 
is not associated with any interface. 


Mixed upstream MoFRR is not supported. This refers to PIM multipoint LDP in-band signaling, wherein 


one upstream path is through multipoint LDP and the second upstream path is through PIM. 


Multipoint LDP labels as inner labels are not supported. 


e If the source is reachable through multiple ingress (source-side) provider edge (PE) routing devices, 
multipoint LDP MoFRR is not supported. 


e Targeted LDP upstream sessions are not selected as the upstream device for MoFRR. 


Multipoint LDP link protection on the backup path is not supported because there is no support for 
MoFRR inner labels. 
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| Configuring Multicast-Only Fast Reroute 


You can configure multicast-only fast reroute (MoFRR) to minimize packet loss in a network when there 
is a link failure. 


When fast reroute is applied to unicast streams, an upstream router preestablishes MPLS label-switched 
paths (LSPs) or precomputes an IP loop-free alternate (LFA) fast reroute backup path to handle failure of 
a segment in the downstream path. 


In multicast routing, the traffic distribution graphs are usually originated by the receiver. This is unlike 
unicast routing, which usually establishes the path from the source to the receiver. Protocols that are 
capable of establishing multicast distribution graphs are PIM (for IP), multipoint LDP (for MPLS) and 
RSVP-TE (for MPLS). Of these, PIM and multipoint LDP receivers initiate the distribution graph setup, and 
therefore: 


e On the QFX series, MoFRR is supported in PIM domains. 
e On the MX Series and SRX Series, MoFRR is supported in PIM and multipoint LDP domains. 


The configuration steps are the same for enabling MoFRR for PIM on all devices that support this feature, 
unless otherwise indicated. Configuration steps that are not applicable to multipoint LDP MoFRR are also 
indicated. 


(For MX Series routers only) MoFRR is supported on MX Series routers with MPC line cards. As a 
prerequisite,all the line cards in the router must be MPCs. 


To configure MoFRR on routers or switches: 


1. (For MX Series and SRX Series routers only) Set the router to enhanced IP mode. 


[edit chassis] 
user@host# set network-services enhanced-ip 


2. Enable MoFRR. 


[edit routing-options multicast] 
user@host# set stream-protection 


3. (Optional) Configure a routing policy that filters for a restricted set of multicast streams to be affected 
by your MoFRR configuration. 


You can apply filters that are based on source or group addresses. 
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For example: 


[edit policy-options] 
policy-statement mofrr-select { 
termA { 
from { 
source-address-filter 225.1.1.1/32 exact; 
} 
then { 
accept; 


} 
term B { 
from { 
source-address-filter 226.0.0.0/8 orlonger; 
} 
then { 
accept; 


} 
term C { 
from { 
source-address-filter 227.1.1.0/24 orlonger; 
source-address-filter 227.4.1.0/24 orlonger; 
source-address-filter 227.16.1.0/24 orlonger; 
} 
then { 
accept; 


} 
term D { 
from { 
source-address-filter 227.1.1.1/32 exact 


} 
then { 
reject; #MoFRR disabled 


4. (Optional) If you configured a routing policy to filter the set of multicast groups to be affected by your 
MoFRR configuration, apply the policy for MoFRR stream protection. 
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[edit routing-options multicast stream-protection] 
user@host# set policy policy-name 


For example: 


routing-options { 
multicast { 
stream-protection { 
policy mofrr-select 


5. (Optional) In a PIM domain with MoFRR, allow MoFRR to be applied to any-source multicast (ASM) 
(*,G) joins. 


This is not supported for multipoint LDP MoFRR. 


[edit routing-options multicast stream-protection] 
user@host# set mofrr-asm-starg 


6. (Optional) In a PIM domain with MoFRR, allow only a disjoint RPF (an RPF on a separate plane) to be 
selected as the backup RPF path. 


This is not supported for multipoint LDP MoFRR. In a multipoint LDP MoFRR domain, the same label 
is shared between parallel links to the same upstream neighbor. This is not the case in a PIM domain, 
where each link forms a neighbor. The mofrr-disjoint-upstream-only statement does not allow a backup 
RPF path to be selected if the path goes to the same upstream neighbor as that of the primary RPF 

path. This ensures that MoFRR is triggered only on a topology that has multiple RPF upstream neighbors. 


[edit routing-options multicast stream-protection] 
user@host# set mofrr-disjoint-upstream-only 


7. (Optional) In a PIM domain with MoFRR, prevent sending join messages on the backup path, but retain 
all other MoFRR functionality. 


This is not supported for multipoint LDP MoFRR. 


[edit routing-options multicast stream-protection] 
user@host# set mofrr-no-backup-join 
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8. (Optional) In a PIM domain with MoFRR, allow new primary path selection to be based on the unicast 
gateway selection for the unicast route to the source and to change when there is a change in the 
unicast selection, rather than having the backup path be promoted as primary. This ensures that the 
primary RPF hop is always on the best path. 


When you include the mofrr-primary-selection-by-routing statement, the backup path is not guaranteed 
to get promoted to be the new primary path when the primary path goes down. 


This is not supported for multipoint LDP MoFRR. 


[edit routing-options multicast stream-protection] 
user@host# set mofrr-primary-path-selection-by-routing 
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This example shows how to configure multicast-only fast reroute (MoFRR) to minimize packet loss in a 
network when there is a link failure. It works by enhancing the multicast routing protocol, Protocol 
Independent Multicast (PIM). 


MoFRR transmits a multicast join message from a receiver toward a source on a primary path, while also 
transmitting a secondary multicast join message from the receiver toward the source on a backup path. 
Data packets are received from both the primary path and the backup paths. The redundant packets are 
discarded at topology merge points , based on priority (weights assigned to primary and backup paths). 
When a failure is detected on the primary path, the repair is made by changing the interface on which 
packets are accepted to the secondary interface. Because the repair is local, it is fast—greatly improving 


convergence times in the event of a link failure on the primary path. 
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Requirements 


No special configuration beyond device initialization is required before configuring this example. 


In this example, only the egress provider edge (PE) router has MoFRR enabled,MoFRR in a PIM domain 
can be enabled on any of the routers. 


MoFRR is supported on MX Series platforms with MPC line cards. As a prerequisite, the router must be 
set to network-services enhanced-ip mode, and all the line-cards in the platform must be MPCs. 


This example requires Junos OS Release 14.1 or later on the egress PE router. 


Overview 


In this example, Device R3 is the egress edge router. MoFRR is enabled on this device only. 


OSPF or IS-IS is used for connectivity, though any interior gateway protocol (IGP) or static routes can be 
used. 


PIM sparse mode version 2 is enabled on all devices in the PIM domain. Device R1 serves as the rendezvous 
point (RP). 


Device R3, in addition to MoFRR, also has PIM join load balancing enabled. 


For testing purposes, routers are used to simulate the source and the receiver. Device R3 is configured to 
statically join the desired group by using the set protocols igmp interface fe-1/2/15.0 static group 225.1.1.1 
command. It is just joining, not listening. The fe-1/2/15.0 interface is the Device R3 interface facing the 
receiver. In the case when a real multicast receiver host is not available, as in this example, this static IGMP 
configuration is useful. On the receiver, to make it listen to the multicast group address, this example uses 
set protocols sap listen 225.1.1.1. To make the source send multicast traffic, a multicast ping is issued 
from the source router. The ping command is ping 225.1.1.1 bypass-routing interface fe-1/2/10.0 ttl 10 
count 1000000000. The fe-1/2/10.0 interface is the source interface facing Device R1. 


MoFRR configuration includes multiple options that are not shown in this example, but are explained 
separately. The options are as follows: 


stream-protection { 
mofrr-asm-starg; 
mofrr-disjoint-upstream-only; 
mofrr-no-backup-join; 
mofrr-primary-path-selection-by-routing; 
policy policy-name; 


Topology 
Figure 134 on page 1037 shows the sample network. 
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Figure 134: MoFRR in a PIM Domain 
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“CLI Quick Configuration” on page 1037 shows the configuration for all of the devices in 
Figure 134 on page 1037. 


The section “Step-by-Step Configuration” on page 1039 describes the steps on Device R3. 


CLI Quick Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Device R1 


set interfaces fe-1/2/10 unit O family inet address 10.0.0.2/30 
set interfaces fe-1/2/11 unit 0 family inet address 10.0.0.5/30 
set interfaces fe-1/2/12 unit 0 family inet address 10.0.0.17/30 
set interfaces loO unit 0 family inet address 192.168.0.1/32 
set protocols ospf area 0.0.0.0 interface fe-1/2/10.0 

set protocols ospf area 0.0.0.0 interface fe-1/2/11.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface fe-1/2/12.0 

set protocols pim rp local family inet address 192.168.0.1 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 


Device R2 


1038 


set interfaces fe-1/2/11 unit 0 family inet address 10.0.0.6/30 
set interfaces fe-1/2/13 unit 0 family inet address 10.0.0.9/30 
set interfaces loO unit O family inet address 192.168.0.2/32 
set protocols ospf area 0.0.0.0 interface fe-1/2/11.0 

set protocols ospf area 0.0.0.0 interface fe-1/2/13.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols pim rp static address 192.168.0.1 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 


Device R3 


set chassis network-services enhanced-ip 

set interfaces fe-1/2/13 unit 0 family inet address 10.0.0.10/30 
set interfaces fe-1/2/15 unit O family inet address 10.0.0.13/30 
set interfaces fe-1/2/14 unit 0 family inet address 10.0.0.22/30 
set interfaces loO unit 0 family inet address 192.168.0.3/32 

set protocols igmp interface fe-1/2/15.0 static group 225.1.1.1 
set protocols ospf area 0.0.0.0 interface fe-1/2/13.0 

set protocols ospf area 0.0.0.0 interface fe-1/2/15.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface fe-1/2/14.0 

set protocols pim rp static address 192.168.0.1 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 

set protocols pim join-load-balance automatic 

set policy-options policy-statement load-balancing-policy then load-balance per-packet 
set routing-options forwarding-table export load-balancing-policy 
set routing-options multicast stream-protection 


Device R6 


set interfaces fe-1/2/12 unit O family inet address 10.0.0.18/30 
set interfaces fe-1/2/14 unit 0 family inet address 10.0.0.21/30 
set interfaces loO unit O family inet address 192.168.0.6/32 

set protocols ospf area 0.0.0.0 interface fe-1/2/12.0 

set protocols ospf area 0.0.0.0 interface fe-1/2/14.0 


set protocols ospf area 0.0.0.0 interface lo0.0 passive 
set protocols pim rp static address 192.168.0.1 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 


Device Source 


set interfaces fe-1/2/10 unit 0 family inet address 10.0.0.1/30 
set interfaces loO unit 0 family inet address 192.168.0.4/32 
set protocols ospf area 0.0.0.0 interface fe-1/2/10.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 


Device Receiver 


set interfaces fe-1/2/15 unit 0 family inet address 10.0.0.14/30 
set interfaces loO unit O family inet address 192.168.0.5/32 

set protocols sap listen 225.1.1.1 

set protocols ospf area 0.0.0.0 interface fe-1/2/15.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 


Step-by-Step Configuration 


Step-by-Step Procedure 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure Device R3: 


1. Enable enhanced IP mode. 


[edit chassis] 


user@R3# set network-services enhanced-ip 


2. Configure the device interfaces. 
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[edit interfaces] 

user@R3# set fe-1/2/13 unit O family inet address 10.0.0.10/30 
user@R3# set fe-1/2/15 unit 0 family inet address 10.0.0.13/30 
user@R3# set fe-1/2/14 unit O family inet address 10.0.0.22/30 
user@R3# set loO unit O family inet address 192.168.0.3/32 


3. For testing purposes only, on the interface facing Device Receiver, simulate IGMP joins. 


If your test environment has receiver hosts, this step is not necessary. 


[edit protocols igmp interface fe-1/2/15.0] 
user@R3# set static group 225.1.1.1 


4. Configure an IGP or static routes. 


[edit protocols ospf area 0.0.0.0] 
user@R3# set interface fe-1/2/13.0 
user@R3# set interface fe-1/2/15.0 
user@R3# set interface lo0.0 passive 
user@R3# set interface fe-1/2/14.0 


5. Configure PIM. 


[edit protocols pim] 

user@R3# set rp static address 192.168.0.1 
user@R3# set interface all mode sparse 
user@R3# set interface all version 2 


6. (Optional) Configure PIM join load balancing. 


[edit protocols pim] 
user@R3# set join-load-balance automatic 


7. (Optional) Configure per-packet load balancing. 


[edit policy-options policy-statement load-balancing-policy] 
user@R3# set then load-balance per-packet 

[edit routing-options forwarding-table] 

user@R3# set export load-balancing-policy 


8. Enable MoFRR. 


Results 


From configuration mode, confirm your configuration by entering the show chassis, show interfaces, show 
protocols, show policy-options, and show routing-options commands. If the output does not display the 
intended configuration, repeat the instructions in this example to correct the configuration. 


[edit routing-options multicast] 
user@R3# set stream-protection 


user@R3# show chassis 


network-services enhanced-ip; 


user@R3# show interfaces 
fe-1/2/13 { 
unit O { 


} 


family inet { 
address 10.0.0.10/30; 


fe-1/2/14 { 
unit O { 


} 


family inet { 
address 10.0.0.22/30; 


fe-1/2/15 { 
unit O { 


} 
oO 


family inet { 
address 10.0.0.13/30; 


{ 


unit O { 


family inet { 
address 192.168.0.3/32; 
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user@R3# show protocols 
igmp { 
interface fe-1/2/15.0 { 
static { 
group 225.1.1.1; 


} 
ospf { 
area 0.0.0.0 { 
interface fe-1/2/13.0; 
interface fe-1/2/15.0; 
interface 100.0 { 
passive; 
} 
interface fe-1/2/14.0; 


} 
pim { 
rp { 
static { 
address 192.168.0.1; 


} 

interface all { 
mode sparse; 
version 2; 

} 

join-load-balance { 
automatic; 


user@R3# show policy-options 
policy-statement load-balancing-policy { 
then { 
load-balance per-packet; 


user@R3# show routing-options 
forwarding-table { 
export load-balancing-policy; 
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} 


multicast { 


stream-protection; 


If you are done configuring the device, enter commit from configuration mode. 


Verification 


IN THIS SECTION 


@ = Sending Multicast Traffic Into the PIM Domain | 1043 


@ Verifying the Upstream Interfaces | 1043 


@ ~~ Checking the Multicast Routes | 1044 


Confirm that the configuration is working properly. 


Sending Multicast Traffic Into the PIM Domain 


Purpose 


Use a multicast ping command to simulate multicast traffic. 


Action 


user@Source> ping 225.1.1.1 bypass-routing interface fe-1/2/10.0 ttl 10 count 1000000000 


PING 225 
64 bytes 
64 bytes 
64 bytes 
64 bytes 


Meaning 


The interface on Device Source, facing Device R1, is fe-1/2/10.0. Keep in mind that multicast pings have 
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icmp_seq=1 tt1l=61 time=0 
icmp_seq=2 tt1l=61 time=0 
icmp_seq=3 tt1l=61 time=0 
icmp_seq=4 tt1l=61 time=0 


a TTL of 1 by default, so you must use the ttl option. 


Verifying the Upstream Interfaces 


Purpose 
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Make sure that the egress device has two upstream interfaces for the multicast group join. 
Action 


user@R3> show pim join 225.1.1.1 extensive sg 





Instance: PIM.master Family: INET 


R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





eros 225i. dh, il 
SOuUBCC ae OPO nO re 
Flags: sparse,spt 
Active upstream interface: fe-1/2/13.0 
Active upstream neighbor: 10.0.0.9 
MoFRR Backup upstream interface: fe-1/2/14.0 
MoFRR Backup upstream neighbor: 10.0.0.21 
Upstream state: Join to Source, No Prune to RP 
Keepalive timeout: 354 
Uptime: 00:00:06 
Downstream neighbors: 
Wintec; wS—1/2/ 115.0 
10-0,0,13 Staees vein wlagss & Timeout: Infinity 
Uptime: 00:00:06 Time since last Join: 00:00:06 


Number of downstream interfaces: 1 


Meaning 
The output shows an active upstream interface and neighbor, and also an MoFRR backup upstream interface 
and neighbor. 


Checking the Multicast Routes 


Purpose 
Examine the IP multicast forwarding table to make sure that there is an upstream RPF interface list, with 
a primary and a backup interface. 


Action 


user@R3> show multicast route extensive 





Instance: master Family: INET 


Grows ZAZ5—1, i. i 
Source: 0 0M0. 2/32 
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Upstream rpf interface list: 
fe-1/2/13.0 (P) fe-1/2/14.0 (B) 

Downstream interface list: 
te / 2/5). 0 

Session description: Unknown 

Forwarding statistics are not available 

RPF Next-hop ID: 836 

Next-hop ID: 1048585 

Upstream protocol: PIM 

Route state: Active 

Forwarding state: Forwarding 


Cache lifetime/timeout: 171 seconds 





Wrong incoming interface notifications: 0 


Uptime: 00:03:09 


Meaning 


The output shows an upstream RPF interface list, with a primary and a backup interface. 
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This example shows how to configure multicast-only fast reroute (MoFRR) to minimize packet loss in a 
network when there is a link failure. It works by enhancing the multicast routing protocol, Protocol 
Independent Multicast (PIM). 


MoFRR transmits a multicast join message from a receiver toward a source on a primary path, while also 
transmitting a secondary multicast join message from the receiver toward the source on a backup path. 
Data packets are received from both the primary path and the backup paths. The redundant packets are 
discarded at topology merge points, based on priority (weights assigned to primary and backup paths). 
When a failure is detected on the primary path, the repair is made by changing the interface on which 
packets are accepted to the secondary interface. Because the repair is local, it is fast—greatly improving 
convergence times in the event of a link failure on the primary path. 


Requirements 


No special configuration beyond device initialization is required before configuring this example. 


This example uses QFX Series switches, and only the egress provider edge (PE) device has MoFRR enabled. 
This topology might alternatively include MX Series routers for the other devices where MoFRR is not 
enabled; in that case, substitute the corresponding interfaces for MX Series device ports used for the 
primary or backup multicast traffic streams. 


This example requires Junos OS Release 17.4R1 or later on the device running MoFRR. 


Overview 


In this example, Device R3 is the egress edge device. MoFRR is enabled on this device only. 


OSPF or IS-IS is used for connectivity, though any interior gateway protocol (IGP) or static routes can be 
used. 


PIM sparse mode version 2 is enabled on all devices in the PIM domain. Device R1 serves as the rendezvous 
point (RP). 


Device R3, in addition to MoFRR, also has PIM join load balancing enabled. 


For testing purposes, routing or switching devices are used to simulate the multicast source and the 
receiver. Device R3 is configured to statically join the desired group by using the set protocols igmp 
interface xe-0/0/15.0 static group 225.1.1.1 command. It is just joining, not listening. The xe-0/0/15.0 
interface is the Device R3 interface facing the receiver. In the case when a real multicast receiver host is 
not available, as in this example, this static IGMP configuration is useful. On the receiver, to listen to the 
multicast group address, this example uses set protocols sap listen 225.1.1.1. For the source to send 
multicast traffic, a multicast ping is issued from the source device. The ping command is ping 225.1.1.1 
bypass-routing interface xe-0/0/10.0 ttl 10 count 1000000000. The xe-0/0/10.0 interface is the source 
interface facing Device R1. 


MoFRR configuration includes multiple options that are not shown in this example, but are explained 
separately. The options are as follows: 


stream-protection { 
mofrr-asm-starg; 
mofrr-disjoint-upstream-only; 
mofrr-no-backup-join; 
mofrr-primary-path-selection-by-routing; 
policy policy-name; 


Topology 
Figure 135 on page 1047 shows the sample network. 


Figure 135: MoFRR in a PIM Domain 
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“CLI Quick Configuration” on page 1037 shows the configuration for all of the devices in 
Figure 135 on page 1047. 


The section “Step-by-Step Configuration” on page 1039 describes the steps on Device R3. 


CLI Quick Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Device R1 
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set interfaces xe-0/0/10 unit 0 family inet address 10.0.0.2/30 
set interfaces xe-0/0/11 unit 0 family inet address 10.0.0.5/30 
set interfaces xe-0/0/12 unit 0 family inet address 10.0.0.17/30 
set interfaces loO unit O family inet address 192.168.0.1/32 
set protocols ospf area 0.0.0.0 interface xe-0/0/10.0 

set protocols ospf area 0.0.0.0 interface xe-0/0/11.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface xe-0/0/12.0 

set protocols pim rp local family inet address 192.168.0.1 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 


Device R2 


set interfaces xe-0/0/11 unit 0 family inet address 10.0.0.6/30 
set interfaces xe-0/0/13 unit 0 family inet address 10.0.0.9/30 
set interfaces loO unit O family inet address 192.168.0.2/32 
set protocols ospf area 0.0.0.0 interface xe-0/0/11.0 

set protocols ospf area 0.0.0.0 interface xe-0/0/13.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols pim rp static address 192.168.0.1 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 


Device R3 


set interfaces xe-0/0/13 unit 0 family inet address 10.0.0.10/30 
set interfaces xe-0/0/15 unit 0 family inet address 10.0.0.13/30 
set interfaces xe-0/0/14 unit 0 family inet address 10.0.0.22/30 
set interfaces loO unit O family inet address 192.168.0.3/32 

set protocols igmp interface xe-0/0/15.0 static group 225.1.1.1 
set protocols ospf area 0.0.0.0 interface xe-0/0/13.0 

set protocols ospf area 0.0.0.0 interface xe-0/0/15.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols ospf area 0.0.0.0 interface xe-0/0/14.0 

set protocols pim rp static address 192.168.0.1 

set protocols pim interface all mode sparse 
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set protocols pim interface all version 2 

set protocols pim join-load-balance automatic 

set policy-options policy-statement load-balancing-policy then load-balance per-packet 
set routing-options forwarding-table export load-balancing-policy 

set routing-options multicast stream-protection 


Device R6 


set interfaces xe-0/0/12 unit 0 family inet address 10.0.0.18/30 
set interfaces xe-0/0/14 unit 0 family inet address 10.0.0.21/30 
set interfaces loO unit O family inet address 192.168.0.6/32 

set protocols ospf area 0.0.0.0 interface xe-0/0/12.0 

set protocols ospf area 0.0.0.0 interface xe-0/0/14.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols pim rp static address 192.168.0.1 

set protocols pim interface all mode sparse 

set protocols pim interface all version 2 


Device Source 


set interfaces xe-0/0/10 unit 0 family inet address 10.0.0.1/30 
set interfaces loO unit O family inet address 192.168.0.4/32 
set protocols ospf area 0.0.0.0 interface xe-0/0/10.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 


Device Receiver 


set interfaces xe-0/0/15 unit 0 family inet address 10.0.0.14/30 
set interfaces loO unit O family inet address 192.168.0.5/32 

set protocols sap listen 225.1.1.1 

set protocols ospf area 0.0.0.0 interface xe-0/0/15.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 
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Step-by-Step Configuration 


Step-by-Step Procedure 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure Device R3: 


1. Configure the device interfaces. 


[edit interfaces] 

user@R3# set xe-0/0/13 unit O family inet address 10.0.0.10/30 
user@R3# set xe-0/0/15 unit O family inet address 10.0.0.13/30 
user@R3# set xe-0/0/14 unit O family inet address 10.0.0.22/30 
user@R3# set loO unit O family inet address 192.168.0.3/32 


2. For testing purposes only, on the interface facing the device labeled Receiver, simulate IGMP joins. 


If your test environment has receiver hosts, this step is not necessary. 


[edit protocols igmp interface xe-0/0/15.0] 
user@R3# set static group 225.1.1.1 


3. Configure IGP or static routes. 


[edit protocols ospf area 0.0.0.0] 

user@R3# set interface xe-0/0/13.0 
user@R3# set interface xe-0/0/15.0 
user@R3# set interface lo0.0 passive 
user@R3# set interface xe-0/0/14.0 


4. Configure PIM. 


[edit protocols pim] 

user@R3# set rp static address 192.168.0.1 
user@R3# set interface all mode sparse 
user@R3# set interface all version 2 


5. (Optional) Configure PIM join load balancing. 


[edit protocols pim] 
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user@R3# set join-load-balance automatic 


6. (Optional) Configure per-packet load balancing. 


[edit policy-options policy-statement load-balancing-policy] 
user@R3# set then load-balance per-packet 

[edit routing-options forwarding-table] 

user@R3# set export load-balancing-policy 


7. Enable MoFRR. 


[edit routing-options multicast] 
user@R3# set stream-protection 


Results 


From configuration mode, confirm your configuration by entering the show interfaces, show protocols, 
show policy-options, and show routing-options commands. If the output does not display the intended 
configuration, repeat the instructions in this example to correct the configuration. 


user@R3# show interfaces 
xe-0/0/13 { 
unit O { 
family inet { 
address 10.0.0.10/30; 


} 
xe-0/0/14 { 
unit O { 
family inet { 
address 10.0.0.22/30; 


} 
xe-0/0/15 { 
unit O { 
family inet { 
address 10.0.0.13/30; 


} 
loO { 
unit O { 
family inet { 
address 192.168.0.3/32; 


user@R3# show protocols 
igmp { 
interface xe-0/0/15.0 { 
static { 
group 225.1.1.1; 


} 
ospf { 
area 0.0.0.0 { 
interface xe-0/0/13.0; 
interface xe-0/0/15.0; 
interface 100.0 { 
passive; 
} 
interface xe-0/0/14.0; 


} 
pim { 
rp { 
static { 
address 192.168.0.1; 


} 

interface all { 
mode sparse; 
version 2; 

} 

join-load-balance { 
automatic; 


user@R3# show policy-options 
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policy-statement load-balancing-policy { 
then { 
load-balance per-packet; 


user@R3# show routing-options 
forwarding-table { 
export load-balancing-policy; 


} 
multicast { 
stream-protection; 


If you are done configuring the device, enter commit from configuration mode. 


Verification 


IN THIS SECTION 


@ = Sending Multicast Traffic Into the PIM Domain | 1053 
@ Verifying the Upstream Interfaces | 1054 
@ ~~ Checking the Multicast Routes | 1054 


Confirm that the configuration is working properly. 


Sending Multicast Traffic Into the PIM Domain 


Purpose 


Use a multicast ping command to simulate multicast traffic. 
Action 


user@Source> ping 225.1.1.1 bypass-routing interface xe-0/0/10.0 ttl 10 count 1000000000 


PINE 225i lei (225 ,i.1.,i)¢ 56 claica loyvices 
64 bytes from 10.0.0.14: icmp_seq=1 tt1l=61 time=0.845 ms 
64 bytes from 10.0.0.14: icmp_seq=2 tt1l=61 time=0.661 ms 








64 bytes from 10.0.0.14: icmp_seq=3 tt1l=61 time=0.615 ms 
64 bytes from 10.0.0.14: icmp_seq=4 tt1l=61 time=0.640 ms 








Meaning 
The interface on Device Source, facing Device R1, is xe-0/0/10.0. Keep in mind that multicast pings have 
a TTL of 1 by default, so you must use the ttl option. 


Verifying the Upstream Interfaces 


Purpose 


Make sure that the egress device has two upstream interfaces for the multicast group join. 
Action 


user@R3> show pim join 225.1.1.1 extensive sg 





Instance: PIM.master Family: INET 


R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Exeuiog Zc qd. i 
SO UIs Che OP ORO pe 
Flags: sparse,spt 
Active upstream interface: xe-0/0/13.0 
Active upstream neighbor: 10.0.0.9 
MoFRR Backup upstream interface: xe-0/0/14.0 
MoFRR Backup upstream neighbor: 10.0.0.21 
Upstream state: Join to Source, No Prune to RP 
Keepalive timeout: 354 
Uptime: 00:00:06 
Downstream neighbors: 
Incerkaces xe>0/ 0/15 40 
OOP OPES a Siecle ce mu Onl mEMleclc | Sims Timeout: Infinity 
Uptime: 00:00:06 Time since last Join: 00:00:06 


Number of downstream interfaces: 1 


Meaning 
The output shows an active upstream interface and neighbor, and also an MoFRR backup upstream interface 
and neighbor. 


Checking the Multicast Routes 


Purpose 
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Examine the IP multicast forwarding table to make sure that there is an upstream RPF interface list, with 
a primary and a backup interface. 


Action 


user@R3> show multicast route extensive 


Instance: master Family: INET 


Gonos 22 eid. i 

Soumces 10.0,0,1/32 

Upstream rpf interface list: 
xe-0/0/13.0 (P) xe-0/0/14.0 (B) 

Downstream interface list: 
xe-0/0/15.0 

Session description: Unknown 

Forwarding statistics are not available 

RPF Next—-hop ID: 836 

Next-hop ID: 1048585 

Upstream protocol: PIM 

Route state: Active 

Forwarding state: Forwarding 


Cache lifetime/timeout: 171 seconds 





Wrong incoming interface notifications: 0 


Uptime: 00:03:09 


Meaning 


The output shows an upstream RPF interface list, with a primary and a backup interface. 


RELATED DOCUMENTATION 


Understanding Multicast-Only Fast Reroute | 1023 
Configuring Multicast-Only Fast Reroute | 1032 
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Example: Configuring Multicast-Only Fast Reroute in a Multipoint LDP 
Domain 


IN THIS SECTION 


Requirements | 1056 
Overview | 1056 

CLI Quick Configuration | 1057 
Configuration | 1066 


Verification | 1072 


This example shows how to configure multicast-only fast reroute (MoFRR) to minimize packet loss in a 
network when there is a link failure. 


Multipoint LDP MoFRR is used at the egress node of an MPLS network, where the packets are forwarded 
to an IP network. In the case of multipoint LDP MoFRR, the two paths toward the upstream provider edge 
(PE) router are established for receiving two streams of MPLS packets at the label-edge router (LER). One 
of the streams (the primary) is accepted, and the other one (the backup) is dropped at the LER. The backup 
stream is accepted if the primary path fails. 


Requirements 


No special configuration beyond device initialization is required before configuring this example. 


Ina multipoint LDP domain, for MoFRR to work, only the egress PE router needs to have MoFRR enabled. 
The other routers do not need to support MoFRR. 


MoFRR is supported on MX Series platforms with MPC line cards. As a prerequisite, the router must be 
set to network-services enhanced-ip mode, and all the line-cards in the platform must be MPCs. 


This example requires Junos OS Release 14.1 or later on the egress PE router. 


Overview 


In this example, Device R3 is the egress edge router. MoFRR is enabled on this device only. 
OSPF is used for connectivity, though any interior gateway protocol (IGP) or static routes can be used. 


For testing purposes, routers are used to simulate the source and the receiver. Device R4 and Device R8 
are configured to statically join the desired group by using the set protocols igmp interface interface-name 
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static group group command. In the case when a real multicast receiver host is not available, as in this 
example, this static IGMP configuration is useful. On the receivers, to make them listen to the multicast 
group address, this example uses set protocols sap listen group. 


MoFRR configuration includes a policy option that is not shown in this example, but is explained separately. 
The option is configured as follows: 


stream-protection { 
policy policy-name; 


Topology 
Figure 136 on page 1057 shows the sample network. 


Figure 136: MoFRR in a Multipoint LDP Domain 
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src2 R5 R6 FRe7, | 


loO: srcl ge-1/2/10 >  ge-1/2/10 RI R3 ge-1/2/19 > ge-1/2/19 R6 
src] 1.1.1.17 R4 11.1.4 srcl ge-1/2/11 > ge-1/2/1l RI R3 ge-1/2/20 > ge-1/2/20 R6 
sre2_ 1.1.1.18 R5 11.1.5 Rl ge-1/2/12. > ge-1/2/12 R2 R3 ge-1/2/21 >  ge-1/2/21 R7 
RI 11.1.1 R6 1.1.1.6 Rl ge-1/2/13. > ge-1/2/13 R6 R3 ge-1/2/22 > ge-1/2/22 R8 
R2 1.1.1.2 R7 1.1.1.7 R2 ge-1/2/14 >  ge-1/2/14 R3 R4 ge-1/2/23 > ge-1/2/23 R7 
R3 1.1.1.3 R8 1.1.1.8 R2 ge-1/2/15 > ge-1/2/15 R3 src2 ge-1/2/24 > ge-1/2/24 R5 
R2 ge-1/2/16 >  ge-1/2/16 R5 R5 ge-1/2/25 >  ge-1/2/25 R6 
R2 ge-1/2/17. > ge-1/2/17 R7 R6 ge-1/2/26 > ge-1/2/26 R7 
R3 ge-1/2/18 >  ge-1/2/18 R4 R7 ge-1/2/27 > ge-1/2/27 R8 
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“CLI Quick Configuration” on page 1057 shows the configuration for all of the devices in 
Figure 136 on page 1057. 


The section “Configuration” on page 1066 describes the steps on Device R3. 


CLI Quick Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Device src1 


set interfaces ge-1/2/10 unit 0 description src1-to-R1 

set interfaces ge-1/2/10 unit 0 family inet address 1.1.0.1/30 

set interfaces ge-1/2/11 unit 0 description src1-to-R1 

set interfaces ge-1/2/11 unit 0 family inet address 192.168.219.11/24 
set interfaces loO unit O family inet address 1.1.1.17/32 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 


Device src2 


set interfaces ge-1/2/24 unit 0 description src2-to-R5 

set interfaces ge-1/2/24 unit 0 family inet address 1.5.0.2/30 
set interfaces loO unit O family inet address 1.1.1.18/32 

set protocols rsvp interface all 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 


Device R1 


set interfaces ge-1/2/12 unit 0 description R1-to-R2 

set interfaces ge-1/2/12 unit 0 family inet address 1.1.2.1/30 
set interfaces ge-1/2/12 unit 0 family mpls 

set interfaces ge-1/2/13 unit 0 description R1-to-R6 

set interfaces ge-1/2/13 unit 0 family inet address 1.1.6.1/30 
set interfaces ge-1/2/13 unit 0 family mpls 

set interfaces ge-1/2/10 unit 0 description R1-to-src1 

set interfaces ge-1/2/10 unit 0 family inet address 1.1.0.2/30 
set interfaces ge-1/2/11 unit 0 description R1-to-src1 

set interfaces ge-1/2/11 unit 0 family inet address 192.168.219.9/30 
set interfaces loO unit O family inet address 1.1.1.1/32 

set protocols rsvp interface all 
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set protocols mpls interface all 

set protocols bgp group ibgp local-address 1.1.1.1 

set protocols bgp group ibgp export static-route-tobgp 

set protocols bgp group ibgp peer-as 10 

set protocols bgp group ibgp neighbor 1.1.1.3 

set protocols bgp group ibgp neighbor 1.1.1.7 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols Idp interface ge-1/2/12.0 

set protocols Idp interface ge-1/2/13.0 

set protocols Idp interface lo0.0 

set protocols Idp p2mp 

set protocols pim mldp-inband-signalling policy mldppim-ex 

set protocols pim rp static address 1.1.1.5 

set protocols pim interface lo0.0 

set protocols pim interface ge-1/2/10.0 

set protocols pim interface ge-1/2/11.0 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.0.0/24 
orlonger 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.219.11/32 
orlonger 

set policy-options policy-statement mldppim-ex term B then p2mp-lsp-root address 1.1.1.2 

set policy-options policy-statement mldppim-ex term B then accept 

set policy-options policy-statement mldppim-ex term A from source-address-filter 1.1.1.7/32 orlonger 

set policy-options policy-statement mldppim-ex term A from source-address-filter 1.1.0.0/30 orlonger 

set policy-options policy-statement mldppim-ex term A then accept 

set policy-options policy-statement static-route-tobgp term static from protocol static 

set policy-options policy-statement static-route-tobgp term static from protocol direct 

set policy-options policy-statement static-route-tobgp term static then accept 

set routing-options autonomous-system 10 


Device R2 


set interfaces ge-1/2/12 unit 0 description R2-to-R1 

set interfaces ge-1/2/12 unit 0 family inet address 1.1.2.2/30 
set interfaces ge-1/2/12 unit 0 family mpls 

set interfaces ge-1/2/14 unit 0 description R2-to-R3 

set interfaces ge-1/2/14 unit 0 family inet address 1.2.3.1/30 
set interfaces ge-1/2/14 unit 0 family mpls 
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set interfaces ge-1/2/16 unit 0 description R2-to-R5 

set interfaces ge-1/2/16 unit 0 family inet address 1.2.5.1/30 

set interfaces ge-1/2/16 unit 0 family mpls 

set interfaces ge-1/2/17 unit 0 description R2-to-R7 

set interfaces ge-1/2/17 unit 0 family inet address 1.2.7.1/30 

set interfaces ge-1/2/17 unit 0 family mpls 

set interfaces ge-1/2/15 unit 0 description R2-to-R3 

set interfaces ge-1/2/15 unit 0 family inet address 1.2.94.1/30 

set interfaces ge-1/2/15 unit 0 family mpls 

set interfaces loO unit O family inet address 1.1.1.2/32 

set interfaces loO unit O family mpls 

set protocols rsvp interface all 

set protocols mpls interface all 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols Idp interface all 

set protocols Idp p2mp 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.0.0/24 
orlonger 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.219.11/32 
orlonger 

set policy-options policy-statement mldppim-ex term B then p2mp-Isp-root address 1.1.1.2 

set policy-options policy-statement mldppim-ex term B then accept 

set routing-options autonomous-system 10 


Device R3 


set chassis network-services enhanced-ip 

set interfaces ge-1/2/14 unit 0 description R3-to-R2 

set interfaces ge-1/2/14 unit 0 family inet address 1.2.3.2/30 
set interfaces ge-1/2/14 unit 0 family mpls 

set interfaces ge-1/2/18 unit 0 description R3-to-R4 

set interfaces ge-1/2/18 unit 0 family inet address 1.3.4.1/30 
set interfaces ge-1/2/18 unit 0 family mpls 

set interfaces ge-1/2/19 unit 0 description R3-to-R6 

set interfaces ge-1/2/19 unit 0 family inet address 1.3.6.2/30 
set interfaces ge-1/2/19 unit 0 family mpls 

set interfaces ge-1/2/21 unit 0 description R3-to-R7 

set interfaces ge-1/2/21 unit 0 family inet address 1.3.7.1/30 
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set interfaces ge-1/2/21 unit 0 family mpls 

set interfaces ge-1/2/22 unit 0 description R3-to-R8 

set interfaces ge-1/2/22 unit 0 family inet address 1.3.8.1/30 

set interfaces ge-1/2/22 unit 0 family mpls 

set interfaces ge-1/2/15 unit 0 description R3-to-R2 

set interfaces ge-1/2/15 unit 0 family inet address 1.2.94.2/30 

set interfaces ge-1/2/15 unit 0 family mpls 

set interfaces ge-1/2/20 unit 0 description R3-to-R6 

set interfaces ge-1/2/20 unit 0 family inet address 1.2.96.2/30 

set interfaces ge-1/2/20 unit 0 family mpls 

set interfaces loO unit O family inet address 1.1.1.3/32 primary 

set routing-options autonomous-system 10 

set routing-options multicast stream-protection 

set protocols rsvp interface all 

set protocols mpls interface all 

set protocols bgp group ibgp local-address 1.1.1.3 

set protocols bgp group ibgp peer-as 10 

set protocols bgp group ibgp neighbor 1.1.1.1 

set protocols bgp group ibgp neighbor 1.1.1.5 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface fxp0.0 disable 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols Idp interface all 

set protocols Idp p2mp 

set protocols pim mldp-inband-signalling policy mldppim-ex 

set protocols pim interface lo0.0 

set protocols pim interface ge-1/2/18.0 

set protocols pim interface ge-1/2/22.0 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.0.0/24 
orlonger 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.219.11/32 
orlonger 

set policy-options policy-statement mldppim-ex term B then accept 

set policy-options policy-statement mldppim-ex term A from source-address-filter 1.1.0.1/30 orlonger 

set policy-options policy-statement mldppim-ex term A then accept 

set policy-options policy-statement static-route-tobgp term static from protocol static 

set policy-options policy-statement static-route-tobgp term static from protocol direct 

set policy-options policy-statement static-route-tobgp term static then accept 


Device R4 
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set interfaces ge-1/2/18 unit 0 description R4-to-R3 

set interfaces ge-1/2/18 unit 0 family inet address 1.3.4.2/30 

set interfaces ge-1/2/18 unit 0 family mpls 

set interfaces ge-1/2/23 unit 0 description R4-to-R7 

set interfaces ge-1/2/23 unit 0 family inet address 1.4.7.1/30 

set interfaces loO unit O family inet address 1.1.1.4/32 

set protocols igmp interface ge-1/2/18.0 version 3 

set protocols igmp interface ge-1/2/18.0 static group 232.1.1.1 group-count 2 

set protocols igmp interface ge-1/2/18.0 static group 232.1.1.1 source 192.168.219.11 

set protocols igmp interface ge-1/2/18.0 static group 232.2.2.2 source 1.2.7.7 

set protocols sap listen 232.1.1.1 

set protocols sap listen 232.2.2.2 

set protocols rsvp interface all 

set protocols mpls interface all 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols pim mldp-inband-signalling policy mldppim-ex 

set protocols pim interface ge-1/2/23.0 

set protocols pim interface ge-1/2/18.0 

set protocols pim interface lo0.0 

set policy-options policy-statement static-route-tobgp term static from protocol static 

set policy-options policy-statement static-route-tobgp term static from protocol direct 

set policy-options policy-statement static-route-tobgp term static then accept 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.0.0/24 
orlonger 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.219.11/32 
orlonger 

set policy-options policy-statement mldppim-ex term B then p2mp-Isp-root address 1.1.1.2 

set policy-options policy-statement mldppim-ex term B then accept 

set routing-options autonomous-system 10 


Device R5 


set interfaces ge-1/2/24 unit 0 description R5-to-src2 

set interfaces ge-1/2/24 unit 0 family inet address 1.5.0.1/30 
set interfaces ge-1/2/16 unit 0 description R5-to-R2 

set interfaces ge-1/2/16 unit 0 family inet address 1.2.5.2/30 
set interfaces ge-1/2/16 unit 0 family mpls 

set interfaces ge-1/2/25 unit 0 description R5-to-R6 
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set interfaces ge-1/2/25 unit 0 family inet address 1.5.6.1/30 

set interfaces ge-1/2/25 unit 0 family mpls 

set interfaces loO unit O family inet address 1.1.1.5/32 

set protocols rsvp interface all 

set protocols mpls interface all 

set protocols bgp group ibgp local-address 1.1.1.5 

set protocols bgp group ibgp export static-route-tobgp 

set protocols bgp group ibgp peer-as 10 

set protocols bgp group ibgp neighbor 1.1.1.7 

set protocols bgp group ibgp neighbor 1.1.1.3 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols Idp interface ge-1/2/16.0 

set protocols Idp interface ge-1/2/25.0 

set protocols Idp p2mp 

set protocols pim interface lo0.0 

set protocols pim interface ge-1/2/24.0 

set policy-options policy-statement static-route-tobgp term static from protocol static 
set policy-options policy-statement static-route-tobgp term static from protocol direct 
set policy-options policy-statement static-route-tobgp term static then accept 
set routing-options autonomous-system 10 


Device R6 


set interfaces ge-1/2/13 unit 0 description R6-to-R1 

set interfaces ge-1/2/13 unit 0 family inet address 1.1.6.2/30 
set interfaces ge-1/2/13 unit 0 family mpls 

set interfaces ge-1/2/19 unit 0 description R6-to-R3 

set interfaces ge-1/2/19 unit 0 family inet address 1.3.6.1/30 
set interfaces ge-1/2/19 unit 0 family mpls 

set interfaces ge-1/2/25 unit 0 description R6-to-R5 

set interfaces ge-1/2/25 unit 0 family inet address 1.5.6.2/30 
set interfaces ge-1/2/25 unit 0 family mpls 

set interfaces ge-1/2/26 unit 0 description R6-to-R7 

set interfaces ge-1/2/26 unit 0 family inet address 1.6.7.1/30 
set interfaces ge-1/2/26 unit 0 family mpls 

set interfaces ge-1/2/20 unit 0 description R6-to-R3 

set interfaces ge-1/2/20 unit 0 family inet address 1.2.96.1/30 
set interfaces ge-1/2/20 unit 0 family mpls 


set interfaces loO unit O family inet address 1.1.1.6/30 
set protocols rsvp interface all 

set protocols mpls interface all 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 
set protocols Idp interface all 

set protocols Idp p2mp 


Device R7 


set interfaces ge-1/2/17 unit 0 description R7-to-R2 


set interfaces ge-1/2/17 unit 0 family inet address 1.2.7.2/30 


set interfaces ge-1/2/17 unit 0 family mpls 
set interfaces ge-1/2/21 unit 0 description R7-to-R3 


set interfaces ge-1/2/21 unit 0 family inet address 1.3.7.2/30 


set interfaces ge-1/2/21 unit 0 family mpls 
set interfaces ge-1/2/23 unit 0 description R7-to-R4 


set interfaces ge-1/2/23 unit 0 family inet address 1.4.7.2/30 


set interfaces ge-1/2/23 unit 0 family mpls 
set interfaces ge-1/2/26 unit 0 description R7-to-R6 


set interfaces ge-1/2/26 unit 0 family inet address 1.6.7.2/30 


set interfaces ge-1/2/26 unit 0 family mpls 
set interfaces ge-1/2/27 unit 0 description R7-to-R8 


set interfaces ge-1/2/27 unit 0 family inet address 1.7.8.1/30 


set interfaces ge-1/2/27 unit 0 family mpls 

set interfaces loO unit O family inet address 1.1.1.7/32 
set protocols rsvp interface all 

set protocols mpls interface all 

set protocols bgp group ibgp local-address 1.1.1.7 

set protocols bgp group ibgp export static-route-tobgp 
set protocols bgp group ibgp peer-as 10 

set protocols bgp group ibgp neighbor 1.1.1.5 

set protocols bgp group ibgp neighbor 1.1.1.1 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 
set protocols Idp interface ge-1/2/17.0 

set protocols Idp interface ge-1/2/21.0 

set protocols Idp interface ge-1/2/26.0 
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set protocols Idp p2mp 

set protocols pim mldp-inband-signalling policy mldppim-ex 

set protocols pim interface lo0.0 

set protocols pim interface ge-1/2/27.0 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.0.0/24 
orlonger 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.219.11/32 
orlonger 

set policy-options policy-statement mldppim-ex term B then accept 

set policy-options policy-statement mldppim-ex term A from source-address-filter 1.1.0.1/30 orlonger 

set policy-options policy-statement mldppim-ex term A then accept 

set policy-options policy-statement static-route-tobgp term static from protocol static 

set policy-options policy-statement static-route-tobgp term static from protocol direct 

set policy-options policy-statement static-route-tobgp term static then accept 

set routing-options autonomous-system 10 

set routing-options multicast stream-protection policy mldppim-ex 


Device R8 


set interfaces ge-1/2/22 unit 0 description R8-to-R3 

set interfaces ge-1/2/22 unit 0 family inet address 1.3.8.2/30 

set interfaces ge-1/2/22 unit 0 family mpls 

set interfaces ge-1/2/27 unit 0 description R8-to-R7 

set interfaces ge-1/2/27 unit 0 family inet address 1.7.8.2/30 

set interfaces ge-1/2/27 unit 0 family mpls 

set interfaces loO unit O family inet address 1.1.1.8/32 

set protocols igmp interface ge-1/2/22.0 version 3 

set protocols igmp interface ge-1/2/22.0 static group 232.1.1.1 group-count 2 
set protocols igmp interface ge-1/2/22.0 static group 232.1.1.1 source 192.168.219.11 
set protocols igmp interface ge-1/2/22.0 static group 232.2.2.2 source 1.2.7.7 
set protocols sap listen 232.1.1.1 

set protocols sap listen 232.2.2.2 

set protocols rsvp interface all 

set protocols ospf traffic-engineering 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols pim mldp-inband-signalling policy mldppim-ex 

set protocols pim interface ge-1/2/27.0 

set protocols pim interface ge-1/2/22.0 

set protocols pim interface lo0.0 
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set policy-options policy-statement static-route-tobgp term static from protocol static 

set policy-options policy-statement static-route-tobgp term static from protocol direct 

set policy-options policy-statement static-route-tobgp term static then accept 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.0.0/24 
orlonger 

set policy-options policy-statement mldppim-ex term B from source-address-filter 192.168.219.11/32 
orlonger 

set policy-options policy-statement mldppim-ex term B then p2mp-Isp-root address 1.1.1.2 

set policy-options policy-statement mldppim-ex term B then accept 

set routing-options autonomous-system 10 


Configuration 


Step-by-Step Procedure 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure Device R3: 


1. Enable enhanced IP mode. 


[edit chassis] 
user@R3# set network-services enhanced-ip 


2. Configure the device interfaces. 


[edit interfaces] 

user@R3# set ge-1/2/14 unit 0 description R3-to-R2 
user@R3# set ge-1/2/14 unit 0 family inet address 1.2.3.2/30 
user@R3# set ge-1/2/14 unit 0 family mpls 

user@R3# set ge-1/2/18 unit 0 description R3-to-R4 
user@R3# set ge-1/2/18 unit O family inet address 1.3.4.1/30 
user@R3# set ge-1/2/18 unit 0 family mpls 

user@R3# set ge-1/2/19 unit 0 description R3-to-R6 
user@R3# set ge-1/2/19 unit 0 family inet address 1.3.6.2/30 
user@R3# set ge-1/2/19 unit 0 family mpls 

user@R3# set ge-1/2/21 unit 0 description R3-to-R7 
user@R3# set ge-1/2/21 unit 0 family inet address 1.3.7.1/30 
user@R3# set ge-1/2/21 unit 0 family mpls 

user@R3# set ge-1/2/22 unit 0 description R3-to-R8 
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user@R3# set ge-1/2/22 unit 0 family inet address 1.3.8.1/30 
user@R3# set ge-1/2/22 unit 0 family mpls 

user@R3# set ge-1/2/15 unit 0 description R3-to-R2 
user@R3# set ge-1/2/15 unit O family inet address 1.2.94.2/30 
user@R3# set ge-1/2/15 unit 0 family mpls 

user@R3# set ge-1/2/20 unit 0 description R3-to-R6 
user@R3# set ge-1/2/20 unit O family inet address 1.2.96.2/30 
user@R3# set ge-1/2/20 unit 0 family mpls 

user@R3# set loO unit O family inet address 1.1.1.3/32 primary 


3. Configure the autonomous system (AS) number. 


user@R3# set routing-options autonomous-system 10 


4. Configure the routing policies. 


[edit policy-options policy-statement mldppim-ex] 

user@R3# set term B from source-address-filter 192.168.0.0/24 orlonger 
user@R3# set term B from source-address-filter 192.168.219.11/32 orlonger 
user@R3# set term B then accept 

user@R3# set term A from source-address-filter 1.1.0.1/30 orlonger 
user@R3# set term A then accept 

[edit policy-options policy-statement static-route-tobgp] 

user@R3# set term static from protocol static 

user@R3# set term static from protocol direct 

user@R3# set term static then accept 


5. Configure PIM. 


[edit protocols pim] 

user@R3# set mldp-inband-signalling policy mldppim-ex 
user@R3# set interface lo0.0 

user@R3# set interface ge-1/2/18.0 

user@R3# set interface ge-1/2/22.0 


6. Configure LDP. 


[edit protocols Idp] 
user@R3# set interface all 
user@R3# set p2mp 
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7. Configure an IGP or static routes. 


[edit protocols ospf] 

user@R3# set traffic-engineering 

user@R3# set area 0.0.0.0 interface all 

user@R3# set area 0.0.0.0 interface fxp0.0 disable 
user@R3# set area 0.0.0.0 interface lo0.0 passive 


8. Configure internal BGP. 


[edit protocols bgp group ibgp] 
user@R3# set local-address 1.1.1.3 
user@R3# set peer-as 10 
user@R3# set neighbor 1.1.1.1 
user@R3# set neighbor 1.1.1.5 


9. Configure MPLS and, optionally, RSVP. 


[edit protocols mpls] 
user@R3# set interface all 
[edit protocols rsvp] 
user@R3# set interface all 


10. Enable MoFRR. 


[edit routing-options multicast] 
user@R3# set stream-protection 


Results 

From configuration mode, confirm your configuration by entering the show chassis, show interfaces, show 
protocols, show policy-options, and show routing-options commands. If the output does not display the 
intended configuration, repeat the instructions in this example to correct the configuration. 


user@R3# show chassis 
network-services enhanced-ip; 


user@R3# show interfaces 
ge-1/2/14 { 
unit O { 


description R3-to-R2; 
family inet { 

address 1.2.3.2/30; 
} 


family mpls; 


} 
ge-1/2/18 { 
unit O { 
description R3-to-R4; 
family inet { 
address 1.3.4.1/30; 
} 


family mpls; 


} 
ge-1/2/19 { 
unit O { 
description R3-to-R6; 
family inet { 
address 1.3.6.2/30; 
} 


family mpls; 


} 
ge-1/2/21 { 
unit O { 
description R3-to-R7; 
family inet { 
address 1.3.7.1/30; 
} 


family mpls; 


} 
ge-1/2/22 { 
unit O { 
description R3-to-R8; 
family inet { 
address 1.3.8.1/30; 
} 


family mpls; 


} 
ge-1/2/15 { 
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unit O { 
description R3-to-R2; 
family inet { 
address 1.2.94.2/30; 
} 


family mpls; 


} 
ge-1/2/20 { 
unit O { 
description R3-to-R6; 
family inet { 
address 1.2.96.2/30; 
} 


family mpls; 


} 
lo0 { 
unit O { 
family inet { 
address 192.168.15.1/32; 
address 1.1.1.3/32 { 
primary; 


user@R3# show protocols 
rsvp { 
interface all; 
} 
mpls { 
interface all; 
} 
bgp { 
group ibgp { 
local-address 1.1.1.3; 
peer-as 10; 
neighbor 1.1.1.1; 
neighbor 1.1.1.5; 


} 
ospf { 
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traffic-engineering; 
area 0.0.0.0 { 
interface all; 
interface fxp0.0 { 
disable; 
} 
interface 100.0 { 
passive; 


} 

Idp { 
interface all; 
p2mp; 

} 

pim { 
mldp-inband-signalling { 

policy mldppim-ex; 

} 
interface 100.0; 
interface ge-1/2/18.0; 
interface ge-1/2/22.0; 


user@R3# show policy-options 
policy-statement mldppim-ex { 
term B { 
from { 
source-address-filter 192.168.0.0/24 orlonger; 
source-address-filter 192.168.219.11/32 orlonger; 
} 
then accept; 
} 
term A { 
from { 
source-address-filter 1.1.0.1/30 orlonger; 
} 


then accept; 


} 
policy-statement static-route-tobgp { 
term static { 
from protocol [ static direct ]; 
then accept; 
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user@R3# show routing-options 
autonomous-system 10; 
multicast { 

stream-protection; 


If you are done configuring the device, enter commit from configuration mode. 


Verification 


IN THIS SECTION 


Checking the LDP Point-to-Multipoint Forwarding Equivalency Classes | 1072 


@ 

@ ~~ Examining the Label Information | 1073 
@ ~~ Checking the Multicast Routes | 1075 
ce) 


Checking the LDP Point-to-Multipoint Traffic Statistics | 1076 


Confirm that the configuration is working properly. 


Checking the LDP Point-to-Multipoint Forwarding Equivalency Classes 


Purpose 


Make sure the MoFRR is enabled, and determine what labels are being used. 


Action 


user@R3> show Idp p2mp fec 


DP P2MPe BE esi 
RAMP roOt—acicle oil ,lo,i, gms 2S251elol, sree LY2.168 219,11 
MoFRR enabled 








Fec type: Egress (Active) 

Label: 301568 

PAM? nmooc-aciche I,il,il1, ome 2Z32.1o1.2, sees LY2,. 168,219.11 
MoFRR enabled 
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Fec type: Egress (Active) 
Label: 301600 


Meaning 
The output shows that MoFRR is enabled, and it shows that the labels 301568 and 301600 are being used 
for the two multipoint LDP point-to-multipoint LSPs. 


Examining the Label Information 


Purpose 


Make sure that the egress device has two upstream interfaces for the multicast group join. 


Action 


user@R3> show route label 301568 detail 


mpls.0: 18 destinations, 18 routes (18 active, 0 holddown, 0 hidden) 
301568 (1 entry, 1 announced) 
SILIDI2) Preference: 9 
Next hop type: Flood 
Address: 0x2735208 





Next-hop reference count: 3 
Next hop type: Router, Next hop index: 1397 
Address: 0x2735d2c 





Next—-hop reference count: 3 


Next hop: 1.3.8.2 via ge-1/2/22.0 





Label operation: Pop 

Load balance label: None; 

Next hop type: Router, Next hop index: 1395 
Address: 0x2736290 





Next-hop reference count: 3 

Neste Ingjos I,3.4,.2 wia ge-1/2/18.0 

Label operation: Pop 

Load balance label: None; 

State: <Active Int AckRequest MulticastRPF> 
Local AS: 10 

Age: 54:05 Metric: 1 





Validation State: unverified 
Task: LDP 
Announcement bits (1): O-KRT 
INS) joveelag IE 





IMACS lyoulincl c@ wowliesas PAM woor—eclche iii, 1, oizoe 232 lobo, simes 


WY o ALOE), ALS 5 aL 
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Primary Upstream : 1.1.1.3:0--1.1.1.2:0 


RPF Nexthops : 
ge-1/2/15.0, 
ge-1/2/14.0, 


1.2.94.1, Label: 301568, weight: Ox1 
1.2.3.1, Label: 301568, weight: Ox1 


Backup Upstream : 1.1.1.3:0--1.1.1.6:0 


RPF Nexthops : 
ge-1/2/20.0, 
ge-1/2/19.0, 


user@R3> show route label 301600 detail 


1.2.96.1, Label: 301584, weight: Oxfffe 
1.3.6.1, Label: 301584, weight: Oxfffe 


mpls.0: 18 destinations, 18 routes (18 active, 0 holddown, 0 hidden) 


301600 (1 entry, 1 announced) 


* LDP Preference: 9 


Address: 0x27356b4 





Address: 0x27350f4 








Load balance label: 


Address: 0x273645c 





Label operation: Pop 


Load balance label: 





Local AS: 10 


Next hop type: Flood 


Next-hop reference count: 3 


Next hop type: Router, Next hop index: 1520 


Next-hop reference count: 3 
Next hop: 1.3.8.2 via ge-1/2/22.0 


Label operation: Pop 


None; 


Next hop type: Router, Next hop index: 1481 


Next-hop reference count: 3 
Neste Ingjos 1.3.4.2 wia ge—i1/2/18.0 


None; 


State: <Active Int AckRequest MulticastRPF> 


Age: 54:25 Metric: 1 


Validation State: unverified 


Task: LDP 


Announcement bits (1): 


NS jOeNEIAG I 





FECS bound to route: 
192 168. 219 . a 


Primary Upstream : 1. 


RPF Nexthops : 


O-KRT 


PaMie ieeoie—aclole oil isi, @ziog 232 1,82, sees 


1.1.3:0--1.1.1.6:0 
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ge-1/2/20.0, 1.2.96.1, Label: 301600, weight: 0x1 
ge-1/2/19.0, 1.3.6.1, Label: 301600, weight: 0x1 
Backup Upstream : 1.1.1.3:0--1.1.1.2:0 
RPF Nexthops : 
ge-1/2/15.0, 1.2.94.1, Label: 301616, weight: Oxfffe 
ge-1/2/14.0, 1.2.3.1, Label: 301616, weight: Oxfffe 


Meaning 


The output shows the primary upstream paths and the backup upstream paths. It also shows the RPF next 
hops. 


Checking the Multicast Routes 


Purpose 


Examine the IP multicast forwarding table to make sure that there is an upstream RPF interface list, with 
a primary and a backup interface. 


Action 


user@R3> show Ildp p2mp path 





P2MP path type: Transit/Egress 

Omirout Seassacm (laisse) s 1.1,1,230 (SO01568) (eiemmeacy) 
Egress Nexthops: Interface ge-1/2/18.0 

Interface ge-1/2/22.0 





Das Obl, SOUS, Il 

2.96.1, 301584, 65534 

soda, SOLS, IL 

Spool, SOLSS4, O5534 

GOs A2IZolelel, sweg 192 168.2419). 


RPF Nexthops: Interface ge-1/2/15. 
Interface ge-1/2/20. 














PoP PR 


0, 
0, 
Interface ge-1/2/14.0, 
Interiace ge—1/2/ 19,0, 

1, 


Ateached ECs) P2MP eooe-addir iiss i 
(Active) 








P2MP path type: Transit/Egress 
Output Session (label): 1.1.1.6:0 (301584) (Backup) 
Egress Nexthops: Interface ge-1/2/18.0 


Interface ge-1/2/22.0 





Ao Goo, 301968, 1 

AcoVSsl, S0LS84, S5sS4 

seosinl, SOIS6GS, 1 

3,051, S0iss4, Gsas4 

Gos Z23IZolsleil, Sees 19Z.168,219.11 


RPF Nexthops: Interface ge-1/2/15. 
Interface ge-1/2/20. 














FPP PP 


0, 
0, 
Interface ge-1/2/14.0, 
Mimeernraies ce—il/2/i159.0, 

1, 


Atrachods hE Sir Mrs ro Oe clCleliasslmlaenlee 
(Active) 








P2MP path type: Transit/Egress 
Qinrjoute Sessistem ((Cléissil)s 1,1 ,630 (SOLGOO) (eremmearcy) 
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Egress Nexthops: Interface ge-1/2/18.0 
Interface ge-1/2/22.0 





RPF Nexthops: ImMtcrraccmgc = lly lor 2 Cfo, SWLGILG, Gs 
2 GW6cl, S0L600, i 
AA Sol, SOMGIG, 5534 
SoGol, B0L600, 1 


7 G98 A2SZcol.1le4, sees U2 168,219.11 


Interface ge-1/2/20. 














PP RPP 


0 
0 
Interface ge-1/2/14.0, 
Interface ge-1/2/19.0 

1 


MECACMecl HHCS2  P2MI2 rooc—zclehe iL. i, il. 
(Active) 








P2MP path type: Transit/Egress 
Output Session (label): 1.1.1.2:0 (301616) (Backup) 
Egress Nexthops: Interface ge-1/2/18.0 


Interface ge-1/2/22.0 





RPF Nexthops: Interface ge-1/2/15.0, 2 94.1, 30616, S534 
296i, SO0L600, i 
shodSol, SOLGIG, 65554 
SoGol, SOLGOO, 1 


7 GOs AZ2S2Zcl.1e42, Sees 192. 1685219. 11 


Interface ge-1/2/20. 














PPP Pe 


0 
Interface ge-1/2/14.0, 
Interface ge-1/2/19.0 

alt 


MecaACcaecl WHCS2 PR2MI2 rooe—acleke iL, i, i. 
(Active) 





Meaning 


The output shows primary and backup sessions, and RPF next hops. 


Checking the LDP Point-to-Multipoint Traffic Statistics 


Purpose 


Make sure that both primary and backup statistics are listed. 
Action 


user@R3> show ldp traffic-statistics p2mp 


P2MP FEC Statistics: 








FEC (root_addr:lsp_id/grp, src) Nexthop Packets Bytes 
Shared 
doled e232. .1. 1, 192.168, 219,11, kalosls 301568 

Le datier2 0 0 
No 

Wace 0 0 
No 


Ito l,lsas2cisil,lplo2, 16s, 2i19 1, ikeloeils SOilS84, Becks wouire 
Ie Oar An 0 0 
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No 

Led o8o2 0 0 
No 
Iolo ds le2s2 1.1.2, 192.168.2119, 11, walosls sO1600 

Lo So852 0 0 
No 

Ica ine 0 0 
No 
ito lsle 232 olsl.2,l92s168,219 1, ibeloeils SOMG1LG, Beelxule woulies 

LaSotiee 0 0 
No 

Ls So8s2 0 0 
No 

Meaning 


The output shows both primary and backup routes with the labels. 
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CHAPTER 25 


Enable Multicast Between Layer 2 and Layer 3 Devices 
Using Snooping 


IN THIS CHAPTER 


Multicast Snooping on MX Series Routers | 1078 

Example: Configuring Multicast Snooping | 1079 

Example: Configuring Multicast Snooping for a Bridge Domain | 1090 

Configuring Multicast Snooping to Ignore Spanning Tree Topology Change Messages | 1092 
Configuring Graceful Restart for Multicast Snooping | 1094 


PIM Snooping for VPLS | 1096 


| Multicast Snooping on MX Series Routers 


Because MX Series routers can support both Layer 3 and Layer 2 functions at the same time, you can 
configure the Layer 3 multicast protocols Protocol Independent Multicast (PIM) and the Internet Group 
Membership Protocol (IGMP) as well as Layer 2 VLANs on an MX Series router. 


Normal encapsulation rules restrict Layer 2 processing to accessing information in the frame header and 
Layer 3 processing to accessing information in the packet header. However, in some cases, an interface 
running a Layer 2 protocol needs information available only at Layer 3. In multicast applications, the VLANs 
need the group membership information and multicast tree information available to the Layer 3 IGMP and 
PIM protocols. In these cases, the Layer 3 configurations can use PIM or IGMP snooping to provide the 
needed information at the VLAN level. 


For information about configuring multicast snooping for the operational details of a Layer 3 protocol on 
behalf of a Layer 2 spanning-tree protocol process, see “Understanding Multicast Snooping and VPLS Root 
Protection” on page 1080. 


Snooping configuration statements and examples are not included in the Junos OS Layer 2 Switching and 
Bridging Library . For more information about configuring PIM and IGMP snooping, see the Multicast 
Protocols User Guide . 
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RELATED DOCUMENTATION 


Understanding Multicast Snooping and VPLS Root Protection | 1080 
Configuring Multicast Snooping to Ignore Spanning Tree Topology Change Messages | 1092 
Example: Configuring Multicast Snooping for a Bridge Domain | 1090 


| Example: Configuring Multicast Snooping 


IN THIS SECTION 


Understanding Multicast Snooping | 1079 

Understanding Multicast Snooping and VPLS Root Protection | 1080 
Configuring Multicast Snooping | 1081 

Example: Configuring Multicast Snooping | 1082 

Enabling Bulk Updates for Multicast Snooping | 1088 


Enabling Multicast Snooping for Multichassis Link Aggregation Group Interfaces | 1089 


Understanding Multicast Snooping 


Network devices such as routers operate mainly at the packet level, or Layer 3. Other network devices 
such as bridges or LAN switches operate mainly at the frame level, or Layer 2. Multicasting functions 
mainly at the packet level, Layer 3, but there is a way to map Layer 3 IP multicast group addresses to 
Layer 2 MAC multicast group addresses at the frame level. 


Routers can handle both Layer 2 and Layer 3 addressing information because the frame and its addresses 
must be processed to access the encapsulated packet inside. Routers can run Layer 3 multicast protocols 
such as PIM or IGMP and determine where to forward multicast content or when a host on an interface 
joins or leaves a group. However, bridges and LAN switches, as Layer 2 devices, are not supposed to have 
access to the multicast information inside the packets that their frames carry. 


How then are bridges and other Layer 2 devices to determine when a device on an interface joins or leaves 
a multicast tree, or whether a host on an attached LAN wants to receive the content of a particular multicast 


group? 


The answer is for the Layer 2 device to implement multicast snooping. Multicast snooping is a general 
term and applies to the process of a Layer 2 device “snooping” at the Layer 3 packet content to determine 
which actions are taken to process or forward a frame. There are more specific forms of snooping, such 


1080 


as IGMP snooping or PIM snooping. In all cases, snooping involves a device configured to function at 
Layer 2 having access to normally “forbidden” Layer 3 (packet) information. Snooping makes multicasting 
more efficient in these devices. 


SEE ALSO 


Layer 2 Frames and IPv4 Multicast Addresses | 8 


Understanding Multicast Snooping and VPLS Root Protection 


Snooping occurs when a Layer 2 protocol such as a spanning-tree protocol is aware of the operational 
details of a Layer 3 protocol such as the Internet Group Management Protocol (IGMP) or other multicast 
protocol. Snooping is necessary when Layer 2 devices such as VLAN switches must be aware of Layer 3 
information such as the media access control (MAC) addresses of members of a multicast group. 


VPLS root protection is a spanning-tree protocol process in which only one interface in a multihomed 
environment is actively forwarding spanning-tree protocol frames. This protects the root of the spanning 
tree against bridging loops, but also prevents both devices in the multihomed topology from snooped 
information, such as IGMP membership reports. 


For example, consider a collection of multicast-capable hosts connected to two customer edge (CE) routers 
(CE1 and CE2) which are connected to each other (a CE1-CE2 link is configured) and multihomed to two 
provider edge (PE) routers (PE1 and PE2, respectively). The active PE only receives forwarded spanning-tree 
protocol information on the active PE-CE link, due to root protection operation. As long as the CE1-CE2 
link is operational, this is not a problem. However, if the link between CE1 and CE2 fails, and the other PE 
becomes the active spanning-tree protocol link, no multicast snooping information is available on the new 
active PE. The new active PE will not forward multicast traffic to the CE and the hosts serviced by this CE 
router. 


The service outage is corrected once the hosts send new group membership IGMP reports to the CE 
routers. However, the service outage can be avoided if multicast snooping information is available to both 
PEs in spite of normal spanning-tree protocol root protection operation. 


You can configure multicast snooping to ignore messages about spanning tree topology changes on bridge 
domains on virtual switches and bridge domains default routing switches. You can use the 
ignore-stp-topology-change command to ignore messages about spanning tree topology changes 


SEE ALSO 


Understanding VPLS Multihoming in the Junos OS Layer 2 Switching and Bridging Library 
Multicast Snooping on MX Series Routers | 1078 in the Junos OS Layer 2 Switching and Bridging Library 


1081 


Configuring Multicast Snooping to Ignore Spanning Tree Topology Change Messages | 1092 in the Junos 
OS Layer 2 Switching and Bridging Library 


Example: Configuring Multicast Snooping for a Bridge Domain | 1090 in the Junos OS Layer 2 Switching 
and Bridging Library 


Multicast Protocols User Guide 


ignore-stp-topology-change | 1337 





Configuring Multicast Snooping 


To configure the general multicast snooping parameters for MX Series routers, include the 
multicast-snooping-options statement: 


multicast-snooping-options { 
flood-groups [ ip-addresses ]; 
forwarding-cache { 
threshold suppress value <reuse value>; 
} 
graceful-restart <restart-duration seconds>; 
ignore-stp-topology-change; 
multichassis-lag-replicate-state; 
nexthop-hold-time milliseconds; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


You can include this statement at the following hierarchy levels: 
e [edit routing-instances routing-instance-name] 
e [edit logical-systems logical-system-name routing-instances routing-instance-name] 


By default, multicast snooping is disabled. You can enable multicast snooping in VPLS or virtual switch 
instance types in the instance hierarchy. 


If there are multiple bridge domains configured under a VPLS or virtual switch instance, the multicast 
snooping options configured at the instance level apply to all the bridge domains. 


NOTE: The ignore-stp-topology-change statement is supported for the virtual-switch routing 
instance type only and is not supported under the [edit logical-systems] hierarchy. 
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NOTE: The nexthop-hold-time statement is supported only at the [edit routing-instances 
routing-instance-name] hierarchy, and only for an instance type of virtual-switch or vpls. 


SEE ALSO 


Configuring IGMP Snooping | 140 
Configuring VLAN-Specific IGMP Snooping Parameters | 141 
Configuring IGMP Snooping Trace Operations | 149 





Example: Configuring IGMP Snooping | 142 


Example: Configuring Multicast Snooping 


IN THIS SECTION 


Requirements | 1082 
Overview and Topology | 1083 
Configuration | 1085 


Verification | 1087 


This example shows how to configure multicast snooping in a bridge or VPLS routing-instance scenario. 


Requirements 


This example uses the following hardware components: 


e One MX Series router 

e One Layer 3 device functioning as a multicast router 
Before you begin: 

e Configure the interfaces. 


e Configure an interior gateway protocol. See the Junos OS Routing Protocols Library. 


e Configure a multicast protocol. This feature works with the following multicast protocols: 


e DVMRP 
e PIM-DM 
e PIM-SM 
e PIM-SSM 


Overview and Topology 


IGMP snooping prevents Layer 2 devices from indiscriminately flooding multicast traffic out all interfaces. 
The settings that you configure for multicast snooping help manage the behavior of IGMP snooping. 


You can configure multicast snooping options on the default master instance and on individual bridge or 
VPLS instances. The default master instance configuration is global and applies to all individual bridge or 
VPLS instances in the logical router. The configuration for the individual instances overrides the global 
configuration. 


This example includes the following statements: 


e flood-groups—Enables you to list multicast group addresses for which traffic must be flooded. This 
setting if useful for making sure that IGMP snooping does not prevent necessary multicast flooding. The 
block of multicast addresses from 224.0.0.1 through 224.0.0.255 is reserved for local wire use. Groups 
in this range are assigned for various uses, including routing protocols and local discovery mechanisms. 
For example, OSPF uses 224.0.0.5 for all OSPF routers. 


e forwarding-cache—Specifies how forwarding entries are aged out and how the number of entries is 
controlled. 


You can configure threshold values on the forwarding cache to suppress (suspend) snooping when the 
cache entries reach a certain maximum and reuse the cache when the number falls to another threshold 
value. By default, no threshold values are enabled on the router. 


The suppress threshold suppresses new multicast forwarding cache entries. An optional reuse threshold 
specifies the point at which the router begins to create new multicast forwarding cache entries. The 
range for both thresholds is from 1 through 200,000. If configured, the reuse value must be less than 
the suppression value. The suppression value is mandatory. If you do not specify the optional reuse 
value, then the number of multicast forwarding cache entries is limited to the suppression value. A new 
entry is created as soon as the number of multicast forwarding cache entries falls below the suppression 
value. 


graceful-restart—Configures the time after which routes learned before a restart are replaced with 
routes relearned. If graceful restart for multicast snooping is disabled, snooping information is lost after 
a Routing Engine restart. 
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By default, the graceful restart duration is 180 seconds (3 minutes). You can set this value between O 
and 300 seconds. If you set the duration to O, graceful restart is effectively disabled. Set this value slightly 
larger than the IGMP query response interval. 


ignore-stp-topology-change—Configures the MX Series router to ignore messages about the spanning-tree 


topology state change. 


By default the IGMP snooping process on an Mx Series router detects interface state changes made by 
any of the spanning tree protocols (STPs). 


Ina VPLS multihoming environment where two PE routers are connected to two interconnected CE 
routers and STP root protection is enabled on the PE routers, one of the PE router interfaces is in 
forwarding state and the other is in blocking state. 


If the link interconnecting the two CE routers fails, the PE router interface in blocking state transitions 


to the forwarding state. 


The PE router interface does not wait to receive membership reports in response to the next general or 
group-specific query. Instead, the IGMP snooping process sends a general query message toward the 
CE router. The hosts connected to the CE router reply with reports for all groups they are interested in. 


When the link interconnecting the two CE routers is restored, the original spanning-tree state on both 
PE routers is restored. The forwarding PE receives a spanning-tree topology change message and sends 
a general query message toward the CE router to immediately reconstruct the group membership state. 


NOTE: The ignore-stp-topology-change statement is supported for the virtual-switch routing 
instance type only. 


Figure 137 on page 1085 shows a VPLS multihoming topology in which a customer network has two CE 
devices with a link between them. Each CE is connected to one PE. 
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Figure 137: VPLS Multihoming Topology 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set bridge-domains domain1 multicast-snooping-options forwarding-cache threshold suppress 100 

set bridge-domains domain1 multicast-snooping-options forwarding-cache threshold reuse 50 

set bridge-domains domain1 multicast-snooping-options graceful-restart restart-duration 120 

set routing-instances cei instance-type virtual-switch 

set routing-instances ce1 bridge-domains domain1 domain-type bridge 

set routing-instances ce1 bridge-domains domain1 vlan-id 100 

set routing-instances ce1 bridge-domains domain1 interface ge-0/3/9.0 

set routing-instances ce1 bridge-domains domain1 interface ge-0/0/6.0 

set routing-instances ce1 bridge-domains domain1 multicast-snooping-options flood-groups 224.0.0.5 

set routing-instances ce1 bridge-domains domain1 multicast-snooping-options ignore-stp-topology-change 


Step-by-Step Procedure 
The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see the CLI User Guide. 


To configure IGMP snooping: 


1. Configure multicast snooping settings in the master routing instance. 


[edit bridge-domains domain1] 
user@host# set multicast-snooping-options forwarding-cache threshold suppress 100 reuse 50 
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user@host# set multicast-snooping-options graceful-restart 120 


2. Configure the routing instance. 


[edit routing-instances ce1] 
user@host# set instance-type virtual-switch 


3. Configure the bridge domain in the routing instance. 


[edit routing-instances ce1 bridge-domains domain1] 
user@host# set domain-type bridge 

user@host# set interface ge-0/0/6.0 

user@host# set interface ge-0/3/9.0 

user@host# set vlan-id 100 


4. Configure flood groups. 


[edit routing-instances ce1 bridge-domains domain1] 
user@host# set multicast-snooping-options flood-groups 224.0.0.5 


5. Configure the router to ignore messages about spanning-tree topology state changes. 


[edit routing-instances ce1 bridge-domains domain1] 
user@host# set multicast-snooping-options ignore-stp-topology-change 


6. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show bridge-domains and show routing-instances commands. 


user@host# show bridge-domains 
domain1 { 
multicast-snooping-options { 
forwarding-cache { 
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threshold { 
suppress 100; 
reuse 50; 


user@host# show routing-instances 
cel { 
instance-type virtual-switch; 
bridge-domains { 
domain1 { 
domain-type bridge; 
vian-id 100; 
interface ge-0/3/9.0; ## 'ge-0/3/9.0' is not defined 
interface ge-0/0/6.0; ## 'ge-0/0/6.0' is not defined 
multicast-snooping-options { 
flood-groups 224.0.0.5; 
ignore-stp-topology-change; 


Verification 

To verify the configuration, run the following commands: 
e show igmp snooping interface 

e show igmp snooping membership 

e show igmp snooping statistics 

e show multicast snooping route 


e show route table 


SEE ALSO 


Example: Configuring IGMP Snooping | 142 
Understanding Root Protection for Spanning-Tree Instance Interfaces in a Layer 2 Switched Network 


Understanding Multicast Snooping and VPLS Root Protection | 1080 
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query-response-interval | 1540 


Enabling Bulk Updates for Multicast Snooping 


Whenever an individual interface joins or leaves a multicast group, a new next hop entry is installed in the 
routing table and the forwarding table. You can use the nexthop-hold-time statement to specify a time, 
from 1 through 1000 milliseconds (ms), during which outgoing interface changes are accumulated and 
then updated in bulk to the routing table and forwarding table. Bulk updating reduces the processing time 
and memory overhead required to process join and leave messages. This is useful for applications such as 
Internet Potocol television (IPTV), in which users changing channels can create thousands of interfaces 
joining or leaving a group in a short period. In IPTV scenarios, typically there is a relatively small and 
controlled number of streams and a high number of outgoing interfaces. Using bulk updates can reduce 
the join delay. 


In this example, you configure a hold-time of 20 milliseconds for instance-type virtual-switch, using the 
nexthop-hold-time statement: 


1. Enable the nexthop-hold-time statement by configuring it under multicast-snooping-options, using 
20 milliseconds for the time value. 


[edit routing-instances vs] 
multicast-snooping-options { 
nexthop-hold-time 20; 


2. Use the show multicast snooping route command to verify that the bulk updates feature is turned on. 


user@host> show multicast snooping route instance vs 


Nexthop Bulking: ON 





Family: INET 
Group: 2247-0). 00 


You can include the nexthop-hold-time statement only for routing-instance types of virtual-switch or vpls 
at the following hierarchy level. 


e [edit routing-instances routing-instance-name multicast-snooping-options] 


If the nexthop-hold-time statement is deleted from the router configuration, bulk updates are disabled. 


SEE ALSO 
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multicast-snooping-options | 1450 
nexthop-hold-time | 1467 


Enabling Multicast Snooping for Multichassis Link Aggregation Group Interfaces 


Include the multichassis-lag-replicate-state statement at the [edit multicast-snooping-options] hierarchy 
level to enable IGMP snooping and state replication for multichassis link aggregation group (MC-LAG) 


interfaces. 


[edit] 
multicast-snooping-options { 
multichassis-lag-replicate-state; 


Replicating join and leave messages between links of a dual-link MC-LAG interface enables faster recovery 
of membership information for MC-LAG interfaces that experience service interruption. 


Without state replication, if a dual-link MC-LAG interface experiences a service interruption (for example, 
if an active link switches to standby), the membership information for the interface is recovered by 
generating an IGMP query to the network. This method can take from 1 through 10 seconds to complete, 


which might be too long for some applications. 


When state replication is provided for MC-LAG interfaces, IGMP join or leave messages received on an 
MC-LAG device are replicated from the active MC-LAG link to the standby link through an Interchassis 
Communication Protocol (ICCP) connection. The standby link processes the messages as if they were 
received from the corresponding active MC-LAG link, except it does not add itself as a next hop and it 
does not flood the message to the network. After a failover, the multicast membership status of the link 
can be recovered within a few seconds or less by retrieving the replicated messages. 


This example enables state replication for MC-LAG interfaces: 
1. Enable state replication for MC-LAG interfaces on the routing device. 
user@host# set multicast-snooping-options multicast-lag-replicate-state 
After you commit the configuration, multicast snooping automatically identifies the active link during 
initialization or after failover, and replicates data between the active and standby links without 
administrator intervention. 


2. Use the show igmp snooping interface command to display the state for MC-LAG interfaces. 


user@host> show igmp snooping interface 


Learning-Domain: default 
Interface: ae0.1 
State: Up Groups: 1 
mc-lag state: standby 
Immediate leave: Off 
Router interface: no 
Interface: ge-0/1/3.100 
State: Up Groups: 1 
Immediate leave: Off 
Router interface: no 
Interface: ae1.2 
State: Up Groups: 1 
mc-lag state: standby 
Immediate leave: Off 
Router interface: no 


NOTE: You can use the show igmp snooping membership command to display group 
membership information for the links of MC-LAG interfaces. 


If you delete the multicast-lag-replicate-state statement or the configuration of IGMP snooping, 
replication between MC-LAG links stops within the hierarchy level from which the configuration was 
deleted. Then, multicast membership is recovered as needed by generating standard IGMP queries 


over the network. 


SEE ALSO 


multichassis-lag-replicate-state | 1453 


Configuring Multicast Snooping | 1081 


| Example: Configuring Multicast Snooping for a Bridge Domain 


This example configures the multicast snooping option for a bridge domain named Ignore-STP in a virtual 
switch routing instance named vs_routing_instance_multihomed_CEs: 


[edit] 
routing-instances { 
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vs_routing_instance_multihomed_CEs { 
instance-type virtual-switch; 
bridge-domains { 
bd_ignore_STP { 
multicast-snooping-options { 
ignore-stp-topology-change; 


NOTE: This is not a complete router configuration. 


RELATED DOCUMENTATION 


Multicast Snooping on MX Series Routers | 1078 
Understanding Multicast Snooping and VPLS Root Protection | 1080 


Configuring Multicast Snooping to Ignore Spanning Tree Topology Change Messages | 1092 
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Configuring Multicast Snooping to Ignore Spanning Tree Topology Change 
Messages 


You can configure the multicast snooping process for a virtual switch to ignore VPLS root protection 
topology change messages. 


Before you begin, complete the following tasks: 
1. Configure the spanning-tree protocol. For configuration details, see one of the following topics: 


e Configuring Rapid Spanning Tree Protocol 
e Configuring Multiple Spanning Tree Protocol 
e Configuring VLAN Spanning Tree Protocol 


2. Configure VPLS root protection. For configuration details, see one of the following topics: 


e Configuring VPLS Root Protection Topology Change Actions to Control Individual VLAN Spanning-Tree 
Behavior 


To configure multicast snooping to ignore spanning tree topology change messages: 
1. Configure a virtual-switch routing instance to isolate a LAN segment with its VSTP instance. 
a. Enable configuration of a virtual switch routing instance: 
[edit] 


user@host# edit routing-instances routing-instance-name 
user@host# set instance-type virtual-switch 


You can configure multicast snooping to ignore messages about spanning tree topology changes 
for the virtual-switch routing-instance type only. 


b. Enable configuration of a bridge domain: 


[edit routing-instances routing-instance-name] 
user@host# edit bridge-domains bridge-domain-name 
user@host# set domain-type bridge 


c. Configure the logical interfaces for the bridge domain in the virtual switch: 


[edit routing-instances routing-instance-name bridge-domains bridge-domain-name] 
user@host# set interface interface-name 
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d. Configure the VLAN identifiers for the bridge domain in the virtual switch. For detailed information, 
see Configuring a Virtual Switch Routing Instance on MX Series Routers. 


2. Configure the multicast snooping process to ignore any spanning tree topology change messages sent 
to the virtual switch routing instance: 


[edit routing-instances routing-instance-name bridge-domains bridge-domain-name] 
user@host# set multicast-snooping-options ignore-stp-topology-change 


3. Verify the configuration of multicast snooping for the virtual-switch routing instance to ignore spanning 
tree topology change messages: 


[edit routing-instances routing-instance-name bridge-domains bridge-domain-name] 
user@host# top 
user@host# show routing-instances 


routing-instance-name { 
instance-type virtual-switch; 
bridge-domains { 
bridge-domain-name { 
domain-type bridge { 
interface interface-name; 
...VLAN-identifiers-configuration... 
multicast-snooping-options { 
ignore-stp-topology-change; 


RELATED DOCUMENTATION 


Multicast Snooping on MX Series Routers | 1078 
Understanding Multicast Snooping and VPLS Root Protection | 1080 
Example: Configuring Multicast Snooping for a Bridge Domain | 1090 
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| Configuring Graceful Restart for Multicast Snooping 


When graceful restart is enabled for multicast snooping, no data traffic is lost during a process restart or 
a graceful Routing Engine switchover (GRES). Graceful restart can be configured for multicast snooping 
either at the global level or at the level of individual routing instances. 


At the global level, graceful restart is enabled by default for multicast snooping. To change this default 
setting, you can configure the disable statement at the [edit multicast-snooping-options graceful-restart] 
hierarchy level: 


multicast-snooping-options { 
graceful-restart disable; 


To configure graceful restart for multicast snooping on a global level: 


1. Configure the duration for graceful restart. 


[edit multicast-snooping-options graceful-restart] 
user@host# set restart-duration 200 


The range for restart-duration is from O through 300 seconds. The default value is 180 seconds. After 
this period, the Routing Engine resumes normal multicast operation. 


You can also set the graceful-restart statement for an individual routing instance level at the [edit 
logical-systems logical-system-name routing-instances routing-instance-name multicast-snooping-options] 
hierarchy level. 


2. Verify your configuration by using the show multicast-snooping-options command. 


[edit] 
user@host# show multicast-snooping-options 


graceful-restart { 


restart—duration 200; 


3. Commit the configuration. 


[edit] 
user@host# commit 
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To configure graceful restart for multicast snooping for an individual routing instance level: 


1. Configure the duration for graceful restart. 


[edit routing-instances ri1 multicast-snooping-options graceful-restart] 
user@host# set restart-duration 200 


The range for restart-duration is from O through 300 seconds. The default value is 180 seconds. After 
this period, the Routing Engine resumes normal multicast operation. 


NOTE: You can also set the graceful-restart statement for an individual routing instance 
level at the [edit logical-systems logical-system-name routing-instances routing-instance-name 
multicast-snooping-options] hierarchy level. 


2. Verify your configuration by using the show routing-instances routing-instance-name 
multicast-snooping-options command. 


[edit] 
user@host# show routing-instances ri1 multicast-snooping-options 


graceful-restart { 


restart—duration 200; 


3. Commit the configuration. 


[edit] 
user@host# commit 


RELATED DOCUMENTATION 


Example: Configuring Multicast Snooping | 1082 
graceful-restart (Multicast Snooping) | 1282 
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| PIM Snooping for VPLS 


IN THIS SECTION 


@ Understanding PIM Snooping for VPLS | 1096 
@ Example: Configuring PIM Snooping for VPLS | 1097 


Understanding PIM Snooping for VPLS 


There are two ways to direct PIM control packets: 


e By the use of PIM snooping 


e By the use of PIM proxying 


PIM snooping configures a device to examine and operate only on PIM hello and join/prune packets. A 
PIM snooping device snoops PIM hello and join/prune packets on each interface to find interested multicast 
receivers and populates the multicast forwarding tree with this information. PIM snooping differs from 
PIM proxying in that both PIM hello and join/prune packets are transparently flooded in the VPLS as 
opposed to the flooding of only hello packets in the case of PIM proxying. PIM snooping is configured on 
PE routers connected through pseudowires. PIM snooping ensures that no new PIM packets are generated 
in the VPLS, with the exception of PIM messages sent through LDP on pseudowires. 


NOTE: In the VPLS documentation, the word router in terms such as PE router is used to refer 
to any device that provides routing functions. 


A device that supports PIM snooping snoops hello packets received on attachment circuits. It does not 
introduce latency in the VPLS core when it forwards PIM join/prune packets. 


To configure PIM snooping on a PE router, use the pim-snooping statement at the [edit routing-instances 
instance-name protocols] hierarchy level: 


routing-instances { 
customer { 
instance-type vpls; 


protocols { 
pim-snooping{ 
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traceoptions { 
file pim.log size 10m; 
flag all; 
flag timer disable; 


“Example: Configuring PIM Snooping for VPLS” on page 1097 explains the PIM snooping method. The use 
of the PIM proxying method is not discussed here and is outside the scope of this document. For more 
information about PIM proxying, see PIM Snooping over VPLS. 


SEE ALSO 


Example: Configuring PIM Snooping for VPLS | 1097 


Example: Configuring PIM Snooping for VPLS 


IN THIS SECTION 


Requirements | 1097 
Overview | 1098 
Configuration | 1098 


Verification | 1107 


This example shows how to configure PIM snooping in a virtual private LAN service (VPLS) to restrict 
multicast traffic to interested devices. 


Requirements 


This example uses the following hardware and software components: 


e M Series Multiservice Edge Routers (M7i and M10i with Enhanced CFEB, M120, and M320 with E3 
FPCs) or MX Series 5G Universal Routing Platforms (MX80, MX240, MX480, and MX960) 


e Junos OS Release 13.2 or later 
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Overview 


The following example shows how to configure PIM snooping to restrict multicast traffic to interested 
devices in a VPLS. 


NOTE: This example demonstrates PIM snooping by the use of a PIM snooping device to restrict 
multicast traffic. The use of the PIM proxying method to achieve PIM snooping is out of the 
scope of this document and is yet to be implemented in Junos OS. 


Topology 


In this example, two PE routers are connected to each other through a pseudowire connection. Router 
PE1 is connected to Routers CE1 and CE2. A multicast receiver is attached to Router CE2. Router PE2 is 
connected to Routers CE3 and CE4. A multicast source is connected to Router CE3, and a second multicast 
receiver is attached to Router CE4. 


PIM snooping is configured on Routers PE1 and PE2. Hence, data sent from the multicast source is received 
only by members of the multicast group. 


Figure 138 on page 1098 shows the topology used in this example. 


Figure 138: PIM Snooping for VPLS 
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Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


Router PE1 


set multicast-snooping-options traceoptions file snoop.log size 10m 
set interfaces ge-2/0/0 encapsulation ethernet-vpls 

set interfaces ge-2/0/0 unit 0 description toCE1 

set interfaces ge-2/0/1 encapsulation ethernet-vpls 

set interfaces ge-2/0/1 unit 0 description toCE2 

set interfaces ge-2/0/2 unit 0 description toPE2 

set interfaces ge-2/0/2 unit 0 family inet address 10.0.0.1/30 
set interfaces ge-2/0/2 unit 0 family mpls 

set interfaces loO unit O family inet address 10.255.1.1/32 
set routing-options router-id 10.255.1.1 

set protocols mpls interface ge-2/0/1.0 

set protocols bgp group toPE2 type internal 

set protocols bgp group toPE2 local-address 10.255.1.1 

set protocols bgp group toPE2 family I2vpn signaling 

set protocols bgp group toPE2 neighbor 10.255.7.7 

set protocols ospf area 0.0.0.0 interface ge-2/0/2.0 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols Idp interface ge-2/0/2.0 

set protocols Idp interface lo0.0 

set routing-instances titanium instance-type vpls 

set routing-instances titanium vlan-id none 

set routing-instances titanium interface ge-2/0/0.0 

set routing-instances titanium interface ge-2/0/1.0 

set routing-instances titanium route-distinguisher 101:101 
set routing-instances titanium vrf-target target:201:201 

set routing-instances titanium protocols vpls vpls-id 15 

set routing-instances titanium protocols vpls site pe1 site-identifier 1 
set routing-instances titanium protocols pim-snooping 


Router CE1 


set interfaces ge-2/0/0 unit 0 description toPE1 
set interfaces ge-2/0/0 unit 0 family inet address 10.0.0.10/30 
set interfaces loO unit O family inet address 10.255.2.2./32 
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set routing-options router-id 10.255.2.2 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 
set protocols pim rp static address 10.255.3.3 

set protocols pim interface all 


Router CE2 


set interfaces ge-2/0/0 unit 0 description toPE1 

set interfaces ge-2/0/0 unit 0 family inet address 10.0.0.6/30 
set interfaces ge-2/0/1 unit 0 description toReceiver1 

set interfaces ge-2/0/1 unit 0 family inet address 10.0.0.13/30 
set interfaces loO unit O family inet address 10.255.2.2 

set routing-options router-id 10.255.2.2 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols pim rp static address 10.255.3.3 

set protocols pim interface all 


Router PE2 


set multicast-snooping-options traceoptions file snoop.log size 10m 
set interfaces ge-2/0/0 encapsulation ethernet-vpls 

set interfaces ge-2/0/0 unit 0 description toCE3 

set interfaces ge-2/0/1 encapsulation ethernet-vpls 

set interfaces ge-2/0/1 unit 0 description toCE4 

set interfaces ge-2/0/2 unit 0 description toPE1 

set interfaces ge-2/0/2 unit 0 family inet address 10.0.0.2/30 
set interfaces ge-2/0/2 unit 0 family mpls 

set interfaces loO unit O family inet address 10.255.7.7/32 
set routing-options router-id 10.255.7.7 

set protocols mpls interface ge-2/0/2.0 

set protocols bgp group toPE1 type internal 

set protocols bgp group toPE1 local-address 10.255.7.7 

set protocols bgp group toPE1 family I2vpn signaling 

set protocols bgp group toPE1 neighbor 10.255.1.1 

set protocols ospf area 0.0.0.0 interface ge-2/0/2.0 
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set protocols ospf area 0.0.0.0 interface lo0.0 

set protocols Idp interface ge-2/0/2.0 

set protocols Idp interface lo0.0 

set routing-instances titanium instance-type vpls 

set routing-instances titanium vian-id none 

set routing-instances titanium interface ge-2/0/0.0 

set routing-instances titanium interface ge-2/0/1.0 

set routing-instances titanium route-distinguisher 101:101 
set routing-instances titanium vrf-target target:201:201 
set routing-instances titanium protocols vpls vpls-id 15 
set routing-instances titanium protocols vpls site pe2 site-identifier 2 
set routing-instances titanium protocols pim-snooping 


Router CE3 (RP) 


set interfaces ge-2/0/0 unit 0 description toPE2 

set interfaces ge-2/0/0 unit 0 family inet address 10.0.0.18/30 
set interfaces ge-2/0/1 unit 0 description toSource 

set interfaces ge-2/0/1 unit 0 family inet address 10.0.0.29/30 
set interfaces loO unit 0 family inet address 10.255.3.3/32 

set routing-options router-id 10.255.3.3 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols pim rp local address 10.255.3.3 

set protocols pim interface all 


Router CE4 


set interfaces ge-2/0/0 unit 0 description toPE2 

set interfaces ge-2/0/0 unit 0 family inet address 10.0.0.22/30 
set interfaces ge-2/0/1 unit 0 description toReceiver2 

set interfaces ge-2/0/1 unit 0 family inet address 10.0.0.25/30 
set interfaces loO unit 0 family inet address 10.255.4.4/32 

set routing-options router-id 10.255.4.4 

set protocols ospf area 0.0.0.0 interface all 

set protocols ospf area 0.0.0.0 interface lo0.0 passive 

set protocols pim rp static address 10.255.3.3 


1102 


set protocols pim interface all 


Configuring PIM Snooping for VPLS 


Step-by-Step Procedure 


The following example requires that you navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


NOTE: This section includes a step-by-step configuration procedure for one or more routers in 
the topology. For comprehensive configurations for all routers, see “CL! Quick Configuration” 
on page 1098. 


To configure PIM snooping for VPLS: 


1. Configure the router interfaces forming the links between the routers. 


Router PE2 

[edit interfaces] 

user@PE2# set ge-2/0/0 encapsulation ethernet-vpls 
user@PE2# set ge-2/0/0 unit 0 description toCE3 

user@PE2# set ge-2/0/1 encapsulation ethernet-vpls 
user@PE2# set ge-2/0/1 unit 0 description toCE4 

user@PE2# set ge-2/0/2 unit 0 description toPE1 

user@PE2# set ge-2/0/2 unit 0 family mpls 

user@PE2# set ge-2/0/2 unit O family inet address 10.0.0.2/30 
user@PE2# set loO unit O family inet address 10.255.7.7/32 


NOTE: ge-2/0/0.0 and ge-2/0/1.0 are configured as VPLS interfaces and connect to Routers 
CE3 and CE4. See Virtual Private LAN Service User Guide for more details. 


Router CE3 

[edit interfaces] 

user@CE3# set ge-2/0/0 unit O description toPE2 

user@CE3# set ge-2/0/0 unit 0 family inet address 10.0.0.18/30 
user@CE3# set ge-2/0/1 unit O description toSource 
user@CE3# set ge-2/0/1 unit 0 family inet address 10.0.0.29/30 
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user@CE3# set loO unit 0 family inet address 10.255.3.3/32 


NOTE: The ge-2/0/1.0 interface on Router CE3 connects to the multicast source. 


Router CE4 

[edit interfaces] 

user@CE4# set ge-2/0/0 unit O description toPE2 

user@CE4# set ge-2/0/0 unit 0 family inet address 10.0.0.22/30 
user@CE4# set ge-2/0/1 unit O description toReceiver2 
user@CE4# set ge-2/0/1 unit 0 family inet address 10.0.0.25/30 
user@CE4# set loO unit O family inet address 10.255.4.4/32 


NOTE: The ge-2/0/1.0 interface on Router CE4 connects to a multicast receiver. 


Similarly, configure Routers PE1, CE1, and CE2. 


2. Configure the router IDs of all routers. 
Router PE2 
[edit routing-options] 
user@PE2# set router-id 10.255.7.7 


Similarly, configure other routers. 


3. Configure an IGP on interfaces of all routers. 


Router PE2 

[edit protocols ospf area 0.0.0.0] 
user@PE2# set interface ge-2/0/2.0 
user@PE2# set interface lo0.0 


Similarly, configure other routers. 


4. Configure the LDP, MPLS, and BGP protocols on the PE routers. 


Router PE2 
[edit protocols] 


user@PE2# set Idp interface lo0.0 

user@PE2# set mpls interface ge-2/0/2.0 

user@PE2# set bgp group toPE1 type internal 
user@PE2# set bgp group toPE1 local-address 10.255.7.7 
user@PE2# set bgp group toPE1 family I2vpn signaling 
user@PE2# set bgp group toPE1 neighbor 10.255.1.1 
user@PE2# set Idp interface ge-2/0/2.0 


The BGP group is required for interfacing with the other PE router. Similarly, configure Router PE1. 


5. Configure PIM on all CE routers. 


Ensure that Router CE3 is configured as the rendezvous point (RP) and that the RP address is configured 
on other CE routers. 


Router CE3 

[edit protocols pim] 

user@CE3# set rp local address 10.255.3.3 
user@CE3# set interface all 


Router CE4 

[edit protocols pim] 

user@CE4# set rp static address 10.255.3.3 
user@CE4# set interface all 


Similarly, configure Routers CE1 and CE2. 


6. Configure multicast snooping options on the PE routers. 


Router PE2 
[edit multicast-snooping-options traceoptions] 
user@PE2# set file snoop.log size 10m 


Similarly, configure Router PE1. 


7. Create a routing instance (titanium), and configure the VPLS on the PE routers. 


Router PE2 

[edit routing-instances titanium] 
user@PE2# set instance-type vpls 
user@PE2# set vian-id none 
user@PE2# set interface ge-2/0/0.0 
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user@PE2# set interface ge-2/0/1.0 

user@PE2# set route-distinguisher 101:101 
user@PE2# set vrf-target target:201:201 

user@PE2# set protocols vpls vpls-id 15 

user@PE2# set protocols vpls site pe2 site-identifier 2 


Similarly, configure Router PE1. 


8. Configure PIM snooping on the PE routers. 


Router PE2 
[edit routing-instances titanium] 
user@PE2# set protocols pim-snooping 


Similarly, configure Router PE1. 


Results 


From configuration mode, confirm your configuration by entering the show interfaces, show routing-options, 
show protocols, show multicast-snooping-options, and show routing-instances commands. 


If the output does not display the intended configuration, repeat the instructions in this example to correct 
the configuration. 


user@PE2# show interfaces 





ge-2/0/2 { 
winwic O 4 





description toPE1l 
family inet { 

aGlalae sisal Om Om OR asiOr 
} 
family mpls; 


} 
ge-2/0/0 { 
encapsulation ethernet-vpls; 


unit O { 





description toCE3; 
} 
} 
ge-2/0/1 { 
encapsulation ethernet-vpls; 


winswie O ff 
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description toCE4; 
} 
} 
EC Ome 
winavic O 4 
family inet { 
addre'sismlOm2 Soraya 





user@PE2# show routing-options 


woucec—iel 10,255.74 78 





user@PE2# show protocols 


mpls { 
interface ge-2/0/2.0; 
} 
Osioue 4 
area 0.0.0.0 { 
interface ge-2/0/2.0; 


interface 100.0; 


} 

ldp { 
interface ge-2/0/2.0; 
interface 100.0; 

} 

bgp { 
group toPEHl { 





type internal; 
local acd ciseicisme kOe ora 
family l2vpn { 

signaling; 
} 
Meike laoorw IL). 255), il. ip 





user@PE2# show multicast-snooping-options 
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traceoptions { 


file snoop.log size 10m; 


user@PE2# show routing-instances 





titanium { 
instance-type vpls; 
vlan-id none; 
imberface ge-2/ 0/080; 
interface ge-2/0/1.0; 
route-distinguisher 101:101; 
vrf-target target:201:201; 
protocols { 
Wools { 
site pe2 { 
site-identifier 2; 
} 
wols=iel ise 
} 


pim-snooping; 


Similarly, confirm the configuration on all other routers. If you are done configuring the routers, enter 


commit from configuration mode. 


NOTE: Use the show protocols command on the CE routers to verify the configuration for the 
PIM RP. 


Verification 


IN THIS SECTION 


@ Verifying PIM Snooping for VPLS | 1108 


Confirm that the configuration is working properly. 
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Verifying PIM Snooping for VPLS 


Purpose 


Verify that PIM Snooping is operational in the network. 


Action 

To verify that PIM snooping is working as desired, use the following commands: 
e show pim snooping interfaces 

e show pim snooping neighbors detail 

e show pim snooping statistics 

e show pim snooping join 


e show pim snooping join extensive 


show multicast snooping route extensive instance <instance-name> group <group-name> 


1. From operational mode on Router PE2, run the show pim snooping interfaces command. 





user@PE2> show pim snooping interfaces 


Instance: titanium 


Learning-Domain: default 


Name State IP NbrCnt 
ge-2/0/0.0 Up 4 1 
ge-2/0/1.0 Up 4 il 


DR address: 10.0.0.22 
DR flooding is ON 


The output verifies that PIM snooping is configured on the two interfaces connecting Router PE2 to 
Routers CE3 and CE4. 


Similarly, check the PIM snooping interfaces on Router PE1. 


2. From operational mode on Router PE2, run the show pim snooping neighbors detail command. 





user@PE2> show pim snooping neighbors detail 


Instance: titanium 


Learning-Domain: default 


Interface: ge-2/0/0.0 
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Address: 10.0.0.18 
Uptime: 00:17:06 
Hello Option Holdtime: 105 seconds 99 remaining 
Hello Option DR Priority: 1 
Hello Option Generation ID: 552495559 
Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 


Interface: ge-2/0/1.0 


Address: 10.0.0.22 
Uptime: 00:15:16 
Hello Option Holdtime: 105 seconds 103 remaining 
Hello Option DR Priority: 1 
Hello Option Generation ID: 1131703485 
Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 


The output verifies that Router PE2 can detect the IP addresses of its PIM snooping neighbors (10.0.0.18 
on CE3 and 10.0.0.22 on CE4). 


Similarly, check the PIM snooping neighbors on Router PE1. 


From operational mode on Router PE2, run the show pim snooping statistics command. 





user@PE2> show pim snooping statistics 


Instance: titanium 


Learning-Domain: default 








Tx J/P messages 0 
RX J/P messages 246 
Rx J/P messages seen 0 
Rx J/P messages received 246 
Rx Hello messages 1036 


Rx Version Unknown 

Rx Neighbor Unknown 

Rx Upstream Neighbor Unknown 
Rx J/P Busy Drop 

Rx J/P Group Aggregate 

Rx Malformed Packet 








SS) Ce S&S |] © 
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Rx No PIM Interface 

Rx Bad Length 

Rx Unknown Hello Option 

Rx Unknown Packet Type 

Rx Bad TTL 

Rx Bad Destination Address 


Rx Bad Checksum 





Sa eS a eS 


Rx Unknown Version 


The output shows the number of hello and join/prune messages received by Router PE2. This verifies 
that PIM sparse mode is operational in the network. 


. Send multicast traffic from the source terminal attached to Router CE3, for the multicast group 
203.0.113.1. 


From operational mode on Router PE2, run the show pim snooping join, show pim snooping join 
extensive, and show multicast snooping route extensive instance <instance-name> group <group-name> 
commands to verify PIM snooping. 





user@PE2> show pim snooping join 


Instance: titanium 


Learning-Domain: default 


Group: 203.0.113.1 
Source: * 
Flags: sparse,rptree,wildcard 


Upstream neighbor: 10.0.0.18, Port: ge-2/0/0.0 


Group: 203.0.113.1 
Source: 10.0.0.30 
Flags: sparse 


Upstream neighbor: 10.0.0.18, Port: ge-2/0/0.0 





user@PE2> show pim snooping join extensive 


Instance: titanium 


Learning-Domain: default 


Group: 203.0.113.1 


SOumeC hms 
Flags: sparse,rptree,wildcard 
Upstream neighbor: 10.0.0.18, Port: ge-2/0/0.0 
Downstream port: ge-2/0/1.0 
Downstream neighbors: 
10.0.0.22 State: Join Flags: 
Group: 203.0.113.1 
10.0.0.30 


sparse 


Source: 

Flags: 

Upstream neighbor: 10.0.0.18, Port: ge-2/0/0.0 
Downstream port: ge-2/0/1.0 
Downstream neighbors: 

10.0.0.22 State: 


Join Flags: S Timeout: 


SRW Timeout: 


1111 


180 


180 


The outputs show that multicast traffic sent for the group 203.0.113.1 is sent to Receiver 2 through 
Router CE4 and also display the upstream and downstream neighbor details. 





user@PE2> show multicast snooping route extensive instance titanium group 203.0.113.1 


Nexthop Bulking: OFF 





Family: INET 


Group: 203.0.113.1/24 
Bridge-domain: titanium 
Mesh-group: __all_ces__ 
Downstream interface list: 
ge-2/0/1.0 - (1072) 
QO kBps, 
1048577 


Active 


0 pps, O packets 


Siac 1Sicles g 
Next—-hop ID: 
ROI Cmpcibelle he 
Forwarding state: Forwarding 
Group: 203.0.113.1/24 

10.0.0.8 


Bridge-domain: 


SOumeer 
titanium 
Mesh-group: __all_ces__ 
Downstream interface list: 
ge-2/0/1.0 - (1072) 
QO kBps, 
1048577 


0 packets 


SIEAIELSIE LOS 2 0 pps, 


Next-hop ID: 


Route state: Active 


Forwarding state: Forwarding 


Meaning 


PIM snooping is operational in the network. 


SEE ALSO 


Understanding PIM Snooping for VPLS | 1096 
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CHAPTER 26 


Configure Multicast Routing Options 


IN THIS CHAPTER 


Examples: Configuring Administrative Scoping | 1113 
Examples: Configuring Bandwidth Management | 1123 
Examples: Configuring the Multicast Forwarding Cache | 1149 


Example: Configuring Ingress PE Redundancy | 1157 


| Examples: Configuring Administrative Scoping 


IN THIS SECTION 


Understanding Multicast Administrative Scoping | 1113 
Example: Creating a Named Scope for Multicast Scoping | 1115 
Example: Using a Scope Policy for Multicast Scoping | 1119 


Example: Configuring Externally Facing PIM Border Routers | 1122 


Understanding Multicast Administrative Scoping 


You use multicast scoping to limit multicast traffic by configuring it to an administratively defined topological 
region. Multicast scoping controls the propagation of multicast messages—both multicast group join 
messages that are sent upstream toward a source and data forwarding downstream. Scoping can relieve 
stress on scarce resources, such as bandwidth, and improve privacy or scaling properties. 


IP multicast implementations can achieve some level of scoping by using the time-to-live (TTL) field in the 
IP header. However, TTL scoping has proven difficult to implement reliably, and the resulting schemes 
often are complex and difficult to understand. 


Administratively scoped IP multicast provides clearer and simpler semantics for multicast scoping. Packets 
addressed to administratively scoped multicast addresses do not cross configured administrative boundaries. 
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Administratively scoped multicast addresses are locally assigned, and hence are not required to be unique 
across administrative boundaries. 


The administratively scoped IP version 4 (IPv4) multicast address space is the range from 239.0.0.0 through 
239.255.255.255. 


The structure of the IPv4 administratively scoped multicast space is based loosely on the IP version 6 
(IPv6) addressing architecture described in RFC 1884, IP Version 6 Addressing Architecture. 


There are two well-known scopes: 


e IPv4 local scope—This scope comprises addresses in the range 239.255.0.0/16. The local scope is the 
minimal enclosing scope and is not further divisible. Although the exact extent of a local scope is 
site-dependent, locally scoped regions must not span any other scope boundary and must be contained 
completely within or be equal to any larger scope. If scope regions overlap in an area, the area of overlap 
must be within the local scope. 


e IPv4 organization local scope—This scope comprises 239.192.0.0/14. It is the space from which an 
organization allocates subranges when defining scopes for private use. 


The ranges 239.0.0.0/10, 239.64.0.0/10, and 239.128.0.0/10 are unassigned and available for expansion 
of this space. 


Two other scope classes already exist in IPv4 multicast space: the statically assigned link-local scope, which 
is 224.0.0.0/24, and the static global scope allocations, which contain various addresses. 


All scoping is inherently bidirectional in the sense that join messages and data forwarding are controlled 
in both directions on the scoped interface. 


You can configure multicast scoping either by creating a named scope associated with a set of routing 
device interfaces and an address range, or by referencing a scope policy that specifies the interfaces and 
configures the address range as a series of filters. You cannot combine the two methods (the commit 
operation fails for a configuration that includes both). The methods differ somewhat in their requirements 
and result in different output from the show multicast scope command. For details and configuration 
instructions, see and . 


Routing loops must be avoided in IP multicast networks. Because multicast routers must replicate packets 
for each downstream branch, not only do looping packets not arrive at a destination, but each pass around 
the loop multiplies the number of looping packets, eventually overwhelming the network. 


Scoping limits the routers and interfaces that can be used to forward a multicast packet. Scoping can use 
the TTL field in the IP packet header, but TTL scoping depends on the administrator having a thorough 
knowledge of the network topology. This topology can change as links fail and are restored, making TTL 
scoping a poor solution for multicast. 


Multicast scoping is administrative in the sense that a range of multicast addresses is reserved for scoping 
purposes, as described in RFC 2365. Routers at the boundary must be able to filter multicast packets and 
make sure that the packets do not stray beyond the established limit. 
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Administrative scoping is much better than TTL scoping, but in many cases the dropping of administratively 
scoped packets is still determined by the network administrator. For example, the multicast address range 
239/8 is defined in RFC 2365 as administratively scoped, and packets using this range are not to be 
forwarded beyond a network “boundary,” usually a routing domain. But only the network administrator 
knows where the border routers are and can implement the scoping correctly. 


Multicast groups used by unicast routing protocols, such as 224.0.0.5 for all OSPF routers, are 
administratively scoped for that LAN only. This scoping allows the same multicast address to be used 
without conflict on every LAN running OSPF. 


SEE ALSO 


Example: Creating a Named Scope for Multicast Scoping | 1115 
Example: Using a Scope Policy for Multicast Scoping | 1119 
Supported IP Multicast Protocol Standards | 19 in Standards Reference 


Example: Creating a Named Scope for Multicast Scoping 


IN THIS SECTION 


Requirements | 1115 
Overview | 1115 
Configuration | 1116 


Verification | 1118 


This example shows how to configure multicast scoping with four scopes: local, organization, engineering, 
and marketing. 


Requirements 
Before you begin: 
e Configure a tunnel interface. See the Junos OS Network Interfaces Library for Routing Devices. 


e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


Overview 


The local scope is configured on a GRE tunnel interface. The organization scope is configured on a GRE 
tunnel interface and a SONET/SDH interface. The engineering scope is configured on an IP-IP tunnel 
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interface and two SONET/SDH interfaces. The marketing scope is configured on a GRE tunnel interface 
and two SONET/SDH interfaces. The Junos OS can scope any user-configurable IPvé6 or IPv4 group. 


To configure multicast scoping by defining a named scope, you must specify a name for the scope, the set 
of routing device interfaces on which you are configuring scoping, and the scope's address range. 


NOTE: The prefix specified with the prefix statement must be unique for each scope statement. 
If multiple scopes contain the same prefix, only the last scope applies to the interfaces. If you 
need to scope the same prefix on multiple interfaces, list all of them in the interface statement 
for a single scope statement. 


When you configure multicast scoping with a named scope, all scope boundaries must include the local 
scope. If this scope is not configured, it is added automatically at all scoped interfaces. The local scope 
limits the use of the multicast group 239.255.0.0/16 to an attached LAN. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


set routing-options multicast scope local prefix fe00::239.255.0.0/128 
set routing-options multicast scope local interface gr-2/1/0.0 

set routing-options multicast scope organization prefix 239.192.0.0/14 
set routing-options multicast scope organization interface gr-2/1/0.0 
set routing-options multicast scope organization interface so-0/0/0.0 
set routing-options multicast scope engineering prefix 239.255.255.0/24 
set routing-options multicast scope engineering interface ip-2/1/0.0 
set routing-options multicast scope engineering interface so-0/0/1.0 
set routing-options multicast scope engineering interface so-0/0/2.0 
set routing-options multicast scope marketing prefix 239.255.254.0/24 
set routing-options multicast scope marketing interface gr-2/1/0.0 

set routing-options multicast scope marketing interface so-0/0/2.0 

set routing-options multicast scope marketing interface so-1/0/0.0 


Step-by-Step Procedure 
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1. The following example requires you to navigate various levels in the configuration hierarchy. For 
information about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


Configure the local scope. 
[edit routing-options multicast] 


user@host# set scope local interface gr-2/1/0 
user@host# set scope localprefix fe00::239.255.0.0/128 


2. Configure the organization scope. 


[edit routing-options multicast] 
user@host# set scope organization interface [ gr-2/1/0 so-0/0/0 ] 
user@host# set scope organization prefix 239.192.0.0/14 


3. Configure the engineering scope. 


[edit routing-options multicast] 
user@host# set scope engineering interface [ ip-2/1/0 so-0/0/1 so-0/0/2 ] 
user@host# set scope engineering prefix 239.255.255.0/24 


4. Configure the marketing scope. 


[edit routing-options multicast] 
user@host# set scope marketing interface [ gr-2/1/0 so-0/0/2 so-1/0/0 |] 
user@host# set scope marketing prefix 239.255.254.0/24 


5. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show routing-options command. 


user@host# show routing-options 
multicast { 
scope local { 
interface gr-2/1/0; 


prefix fe00::239.255.0.0/128; 
} 
scope organization { 
interface [ gr-2/1/0 so-0/0/0 ]; 
prefix 239.192.0.0/14; 
} 
scope engineering { 
interface [ ip-2/1/0 so-0/0/1 so-0/0/2 J; 
prefix 239.255.255.0/24; 
} 
scope marketing { 
interface [ gr-2/1/0 so-0/0/2 so-1/0/0 J; 
prefix 239.255.254.0/24, 


Verification 


To verify that group scoping is in effect, issue the show multicast scope command: 


user@host> show multicast scope 


Resolve 

Scope name Group prefix Interface Rejects 

local S008 3239..255.0,0/128 cre=2/1L/00 

organization 239), 192 ,0,0/14 Gres 2/11/10 so-0/0/00 
engineering 239) 255,255 0/24 Eg 1/6 18/40) so-0/0/1 so-0/0/20 
marketing B39). 255), 254 0/24 ge 2/ 1/0 so-0/0/2 so-1/0/00 


When you configure scoping with a named scope, the show multicast scope operational mode command 
displays the names of the defined scopes, prefixes, and interfaces. 


SEE ALSO 


Example: Using a Scope Policy for Multicast Scoping | 1119 
Understanding Multicast Administrative Scoping | 1113 
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Example: Using a Scope Policy for Multicast Scoping 


IN THIS SECTION 


Requirements | 1119 
Overview | 1119 
Configuration | 1120 


Verification | 1122 


This example shows how to configure a multicast scope policy named allow-auto-rp-on-backbone, allowing 
packets for auto-RP groups 224.0.1.39/32 and 224.0.1.40/32 on backbone-facing interfaces, and rejecting 
all other addresses in the 224.0.1.0/24 and 239.0.0.0/8 address ranges. 


Requirements 


Before you begin: 


e Configure an interior gateway protocol or static routing. See the Junos OS Routing Protocols Library. 


Overview 


Each referenced policy must be correctly configured at the [edit policy-options] hierarchy level, specifying 
the set of routing device interfaces on which to configure scoping, and defining the scope's address range 
as a series of route filters. Only the interface, route-filter, and prefix-list match conditions are supported 
for multicast scope policies. All other configured match conditions are ignored. The only actions supported 
are accept, reject, and the policy flow actions next-term and next-policy. The reject action means that 
joins and multicast forwarding are suppressed in both directions on the configured interfaces. The accept 
action allows joins and multicast forwarding in both directions on the interface. By default, scope policies 
apply to all interfaces. The default action is accept. 
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NOTE: Multicast scoping configured with a scope policy differs in some ways from scoping 
configured with a named scope (which uses the scope statement): 


e You cannot apply a scope policy to a specific routing instance, because all scope policies apply 
to all routing instances. In contrast, anamed scope does apply individually to a specific routing 
instance. 


e In contrast to scoping with a named scope, scoping with a scope policy does not automatically 
add the local scope at scope boundaries. You must explicitly configure the local scope 
boundaries. The local scope limits the use of the multicast group 239.255.0.0/16 to an attached 
LAN. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, and then copy and paste 
the commands into the CLI at the [edit] hierarchy level. 


set policy-options policy-statement allow-auto-rp-on-backbone term allow-auto-rp from interface so-0/0/0.0 

set policy-options policy-statement allow-auto-rp-on-backbone term allow-auto-rp from interface so-0/0/1.0 

set policy-options policy-statement allow-auto-rp-on-backbone term allow-auto-rp from route-filter 
224.0.1.39/32 exact 

set policy-options policy-statement allow-auto-rp-on-backbone term allow-auto-rp from route-filter 
224.0.1.40/32 exact 

set policy-options policy-statement allow-auto-rp-on-backbone term allow-auto-rp then accept 

set policy-options policy-statement allow-auto-rp-on-backbone term reject-these from route-filter 224.0.1.0/24 
orlonger 

set policy-options policy-statement allow-auto-rp-on-backbone term reject-these from route-filter 239.0.0.0/8 
orlonger 

set policy-options policy-statement allow-auto-rp-on-backbone term reject-these then reject 

set routing-options multicast scope-policy allow-auto-rp-on-backbone 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


1. Define which packets are allowed. 
[edit policy-options policy-statement allow-auto-rp-on-backbone] 


user@host# set term allow-auto-rp from interface so-0/0/0.0 
user@host# set term allow-auto-rp from interface so-0/0/1.0 
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user@host# set term allow-auto-rp from route-filter 224.0.1.39/32 exact 
user@host# set term allow-auto-rp from route-filter 224.0.1.40/32 exact 
user@host# set term allow-auto-rp then accept 


2. Define which packets are not allowed. 


[edit policy-options policy-statement allow-auto-rp-on-backbone] 
user@host# set term reject-these from route-filter 224.0.1.0/24 orlonger 
user@host# set term reject-these from route-filter 239.0.0.0/8 orlonger 
user@host# set term reject-these then reject 


3. Apply the policy. 


[edit routing-options multicast] 
user@host# set scope-policy allow-auto-rp-on-backbone 


4. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show policy-options and show routing-options commands. 


user@host# show policy-options 
policy-statement allow-auto-rp-on-backbone { 
term allow-auto-rp { 
from { 
/* backbone-facing interfaces */ 
interface [ so-0/0/0.0 so-0/0/1.0 J; 
route-filter 224.0.1.39/32 exact; 
route-filter 224.0.1.40/32 exact; 
} 
then { 
accept; 


} 
term reject-these { 
from { 


route-filter 224.0.1.0/24 orlonger; 
route-filter 239.0.0.0/8 orlonger; 
} 


then reject; 


user@host# show routing-options 
multicast { 
scope-policy allow-auto-rp-on-backbone; 


Verification 


To verify that the scope policy is in effect, issue the show multicast scope configuration mode command: 


user@host> show multicast scope 


Scope policy: [ allow-auto-rp-on-backbone ] 


When you configure multicast scoping with a scope policy, the show multicast scope operational mode 
command displays only the name of the scope policy. 


SEE ALSO 


Example: Creating a Named Scope for Multicast Scoping | 1115 
Understanding Multicast Administrative Scoping | 1113 


Example: Configuring Externally Facing PIM Border Routers 


In this example, you add the scope statement at the [edit routing-options multicast] hierarchy level to 
prevent auto-RP traffic from “leaking” into or out of your PIM domain. Two scopes defined below, 
auto-rp-39 and auto-rp-40, are for specific addresses. The scoped-range statement defines a group range, 
thus preventing group traffic from leaking. 


routing-options { 
multicast { 
scope auto-rp-39 { 
prefix 224.0.1.39/32; 
interface t1-0/0/0.0; 
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} 

scope auto-rp-40 { 
prefix 224.0.1.40/32; 
interface t1-0/0/0.0; 


} 

scope scoped-range { 
prefix 239.0.0.0/8; 
interface t1-0/0/0.0; 


RELATED DOCUMENTATION 


Examples: Configuring Bandwidth Management | 1123 
Examples: Configuring the Multicast Forwarding Cache | 1149 
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Understanding Bandwidth Management for Multicast 


Bandwidth management enables you to control the multicast flows that leave a multicast interface. This 
control enables you to better manage your multicast traffic and reduce or eliminate the chances of interface 
oversubscription or congestion. 


Bandwidth management ensures that multicast traffic oversubscription does not occur on an interface. 
When managing multicast bandwidth, you define the maximum amount of multicast bandwidth that an 
individual interface can use as well as the bandwidth individual multicast flows use. 


For example, the routing software cannot add a flow to an interface if doing so exceeds the allowed 
bandwidth for that interface. Under these circumstances, the interface is rejected. This rejection, however, 
does not prevent a multicast protocol (for example, PIM) from sending a join message upstream. Traffic 
continues to arrive on the router, even though the router is not sending the flow from the expected 
outgoing interfaces. 


You can configure the flow bandwidth statically by specifying a bandwidth value for the flow in bits per 
second, or you can enable the flow bandwidth to be measured and adaptively changed. When using the 
adaptive bandwidth option, the routing software queries the statistics for the flows to be measured at 
5-second intervals and calculates the bandwidth based on the queries. The routing software uses the 
maximum value measured within the last minute (that is, the last 12 measuring points) as the flow bandwidth. 


For more information, see the following sections: 
e Bandwidth Management and PIM Graceful Restart on page 1124 


e Bandwidth Management and Source Redundancy on page 1125 


e Logical Systems and Bandwidth Oversubscription on page 1125 


Bandwidth Management and PIM Graceful Restart 


When using PIM graceful restart, after the routing process restarts on the Routing Engine, previously 
admitted interfaces are always readmitted and the available bandwidth is adjusted on the interfaces. When 
using the adaptive bandwidth option, the bandwidth measurement is initially based on the configured or 
default starting bandwidth, which might be inaccurate during the first minute. This means that new flows 
might be incorrectly rejected or admitted temporarily. You can correct this problem by issuing the clear 
multicast bandwidth-admission operational command. 


If PIM graceful restart is not configured, after the routing process restarts, previously admitted or rejected 
interfaces might be rejected or admitted in an unpredictable manner. 


SEE ALSO 


clear multicast bandwidth-admission in the CL! Explorer 
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Bandwidth Management and Source Redundancy 


When using source redundancy, multiple sources (for example, s1 and s2) might exist for the same 
destination group (g). However, only one of the sources can actively transmit at any time. In this case, 
multiple forwarding entries—(s1,g) and (s2,g)—are created after each goes through the admission process. 


With redundant sources, unlike unrelated entries, an OIF that is already admitted for one entry—for 
example, (s1,g)—is automatically admitted for other redundancy entries—for example, (s2,g). The remaining 
bandwidth on the interface is deducted each time an outbound interface is added, even though only one 
sender actively transmits. By measuring bandwidth, the bandwidth deducted for the inactive entries is 
credited back when the router detects no traffic is being transmitted. 


For more information about defining redundant sources, see “Example: Configuring a Multicast Flow Map” 
on page 1153. 


Logical Systems and Bandwidth Oversubscription 


You can manage bandwidth at both the physical and logical interface level. However, if more than one 
logical system shares the same physical interface, the interface might become oversubscribed. 
Oversubscription occurs if the total bandwidth of all separately configured maximum bandwidth values 
for the interfaces on each logical system exceeds the bandwidth of the physical interface. 


When displaying interface bandwidth information, a negative available bandwidth value indicates 
oversubscription on the interface. 


Interface bandwidth can become oversubscribed when the configured maximum bandwidth decreases or 
when some flow bandwidths increase because of a configuration change or an actual increase in the traffic 
rate. 


Interface bandwidth can become available again if one of the following occurs: 


e The configured maximum bandwidth increases. 


e Some flows are no longer transmitted from interfaces, and bandwidth reserves for them are now available 
to other flows. 


e Some flow bandwidths decrease because of a configuration change or an actual decrease in the traffic 
rate. 


Interfaces that are rejected for a flow because of insufficient bandwidth are not automatically readmitted, 
even when bandwidth becomes available again. Rejected interfaces have an opportunity to be readmitted 
when one of the following occurs: 


e The multicast routing protocol updates the forwarding entry for the flow after receiving a join, leave, or 
prune message or after a topology change occurs. 


e The multicast routing protocol updates the forwarding entry for the flow due to configuration changes. 
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e You manually reapply bandwidth management to a specific flow or to all flows using the clear multicast 
bandwidth-admission operational command. 


In addition, even if previously available bandwidth is no longer available, already admitted interfaces are 
not removed until one of the following occurs: 


e The multicast routing protocol explicitly removes the interfaces after receiving a leave or prune message 
or after a topology change occurs. 


e You manually reapply bandwidth management to a specific flow or to all flows using the clear multicast 
bandwidth-admission operational command. 


SEE ALSO 


clear multicast bandwidth-admission in the CL! Explorer 


Example: Defining Interface Bandwidth Maximums 


IN THIS SECTION 


Requirements | 1126 
Overview | 1127 
Configuration | 1127 


Verification | 1129 


This example shows you how to configure the maximum bandwidth for a physical or logical interface. 
Requirements 
Before you begin: 
e Configure the router interfaces. 
e Configure an interior gateway protocol. See the Junos OS Routing Protocols Library. 
e Configure a multicast protocol. This feature works with the following multicast protocols: 
e DVMRP 
e PIM-DM 
e PIM-SM 
e PIM-SSM 


Overview 


The maximum bandwidth setting applies admission control either against the configured interface bandwidth 
or against the native speed of the underlying interface (when there is no configured bandwidth for the 
interface). 


If you configure several logical interfaces (for example, to support VLANs or PVCs) on the same underlying 
physical interface, and no bandwidth is configured for the logical interfaces, it is assumed that the logical 
interfaces all have the same bandwidth as the underlying interface. This can cause oversubscription. To 
prevent oversubscription, configure bandwidth for the logical interfaces, or configure admission control 
at the physical interface level. 


You only need to define the maximum bandwidth for an interface on which you want to apply bandwidth 
management. An interface that does not have a defined maximum bandwidth transmits all multicast flows 
as determined by the multicast protocol that is running on the interface (for example, PIM). 


If you specify maximum-bandwidth without including a bits-per-second value, admission control is enabled 
based on the bandwidth configured for the interface. In the following example, admission control is enabled 
for logical interface unit 200, and the maximum bandwidth is 20 Mbps. If the bandwidth is not configured 
on the interface, the maximum bandwidth is the link speed. 


routing-options { 
multicast { 
interface fe-0/2/0.200 { 
maximum-bandwidth; 
} 
interfaces { 
fe-0/2/0 { 
unit 200 { 
bandwidth 20m; 


Configuration 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set interfaces fe-0/2/0 unit 200 bandwidth 20m 

set routing-options multicast interface fe-0/2/0.200 maximum-bandwidth 

set routing-options multicast interface fe-0/2/1 maximum-bandwidth 60m 

set routing-options multicast interface fe-0/2/1.200 maximum-bandwidth 10m 


1127 


1128 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure a bandwidth maximum: 


1. Configure the a logical interface bandwidth. 


[edit interfaces] 
user@host# set fe-0/2/0 unit 200 bandwidth 20m 


2. Enable admission control on the logical interface. 


[edit routing-options] 
user@host# set multicast interface fe-0/2/0.200 maximum-bandwidth 


3. Ona physical interface, enable admission control and set the maximum bandwidth to 60 Mbps. 


[edit routing-options] 
user@host# set multicast interface fe-0/2/1 maximum-bandwidth 60m 


4. Fora logical interface on the same physical interface shown in Step 3, set a smaller maximum bandwidth. 


[edit routing-options] 
user@host# set multicast interface fe-0/2/1.200 maximum-bandwidth 10m 


Results 


Confirm your configuration by entering the show interfaces and show routing-options commands. 


user@host# show interfaces 
fe-0/2/0 { 
unit 200 { 
bandwidth 20m; 


user@host# show routing-options 
multicast { 


interface fe-0/2/0.200 { 
maximum-bandwidth; 


} 
interface fe-0/2/1 { 
maximum-bandwidth 60m; 


} 
interface fe-0/2/1.200 { 
maximum-bandwidth 10m; 


Verification 


To verify the configuration, run the show multicast interface command. 


SEE ALSO 


Example: Configuring a Multicast Flow Map | 1153 
Understanding Bandwidth Management for Multicast | 1124 


Example: Configuring Multicast with Subscriber VLANs 


IN THIS SECTION 


Requirements | 1129 
Overview and Topology | 1130 
Configuration | 1133 


Verification | 1144 


This example shows how to configure an MX Series router to function as a broadband service router (BSR). 


Requirements 


This example uses the following hardware components: 


e One MX Series router or EX Series switch with a PIC that supports traffic control profile queuing 


e One DSLAM 
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Before you begin: 


e Configure an interior gateway protocol. See the Junos OS Routing Protocols Library. 


e Configure PIM and IGMP or MLD on the interfaces. 


Overview and Topology 


When multiple BSR interfaces receive IGMP and MLD join and leave requests for the same multicast 
stream, the BSR sends a copy of the multicast stream on each interface. Both the multicast control packets 
(IGMP and MLD) and the multicast data packets flow on the same BSR interface, along with the unicast 
data. Because all per-customer traffic has its own interface on the BSR, per-customer accounting, call 
admission control (CAC), and quality-of-service (QoS) adjustment are supported. The QoS bandwidth used 
by multicast reduces the unicast bandwidth. 


Multiple interfaces on the BSR might connect to a shared device (for example, a DSLAM). The BSR sends 
the same multicast stream multiple times to the shared device, thus wasting bandwidth. It is more efficient 
to send the multicast stream one time to the DSLAM and replicate the multicast streams in the DSLAM. 
There are two approaches that you can use. 


The first approach is to continue to send unicast data on the per-customer interfaces, but have the DSLAM 
route all the per-customer IGMP and MLD join and leave requests to the BSR ona single dedicated interface 
(a multicast VLAN). The DSLAM receives the multicast streams from the BSR on the dedicated interface 
with no unnecessary replication and performs the necessary replication to the customers. Because all 
multicast control and data packets use only one interface, only one copy of a stream is sent even if there 
are multiple requests. This approach is called reverse outgoing interface (OIF) mapping. Reverse OIF 
mapping enables the BSR to propagate the multicast state of the shared interface to the customer interfaces, 
which enables per-customer accounting and QoS adjustment to work. When a customer changes the TV 
channel, the router gateway (RG) sends an IGMP or MLD join and leave messages to the DSLAM. The 
DSLAM transparently passes the request to the BSR through the multicast VLAN. The BSR maps the IGMP 
or MLD request to one of the subscriber VLANs based on the IP source address or the source MAC address. 
When the subscriber VLAN is found, QoS adjustment and accounting are perfomed on that VLAN or 
interface. 


The second approach is for the DSLAM to continue to send unicast data and all the per-customer IGMP 
and MLD join and leave requests to the BSR on the individual customer interfaces, but to have the multicast 
streams arrive on a single dedicated interface. If multiple customers request the same multicast stream, 
the BSR sends one copy of the data on the dedicated interface. The DSLAM receives the multicast streams 
from the BSR on the dedicated interface and performs the necessary replication to the customers. Because 
the multicast control packets use many customer interfaces, configuration on the BSR must specify how 
to map each customer’s multicast data packets to the single dedicated output interface. QoS adjustment 
is supported on the customer interfaces. CAC is supported on the shared interface. This second approach 
is called multicast OIF mapping. 


OIF mapping and reverse OIF mapping are not supported on the same customer interface or shared 
interface. This example shows how to configure the two different approaches. Both approaches support 
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QoS adjustment, and both approaches support MLD/IPv6. The reverse OIF mapping example focuses on 
IGMP/IPv4 and enables QoS adjustment. The OIF mapping example focuses on MLD/IPvé6 and disables 
QoS adjustment. 


The first approach (reverse OIF mapping) includes the following statements: 


e flow-map—Defines a flow map that controls the bandwidth for each flow. 


maximum-bandwidth—Enables CAC. 


reverse-oif-mapping—Enables the routing device to identify a subscriber VLAN or interface based on 


an IGMP or MLD join or leave request that it receives over the multicast VLAN. 


After the subscriber VLAN is identified, the routing device immediately adjusts the QoS (in this case, the 
bandwidth) on that VLAN based on the addition or removal of a subscriber. 


The routing device uses IGMP and MLD join or leave reports to obtain the subscriber VLAN information. 
This means that the connecting equipment (for example, the DSLAM) must forward all IGMP and MLD 
reports to the routing device for this feature to function properly. Using report suppression or an IGMP 
proxy can result in reverse OIF mapping not working properly. 


subscriber-leave-timer—Introduces a delay to the QoS update. After receiving an IGMP or MLD leave 


request, this statement defines a time delay (between 1 and 30 seconds) that the routing device waits 
before updating the QoS for the remaining subscriber interfaces. You might use this delay to decrease 
how often the routing device adjusts the overall QoS bandwidth on the VLAN when a subscriber sends 
rapid leave and join messages (for example, when changing channels in an IPTV network). 


traffic-control-profile—Configures a shaping rate on the logical interface. The configured shaping rate 
must be configured as an absolute value, not as a percentage. 


The second approach (OIF mapping) includes the following statements: 


e map-to-interface—In a policy statement, enables you to build the OIF map. 


The OIF map is a routing policy statement that can contain multiple terms. When creating OIF maps, 
keep the following in mind: 


e If you specify a physical interface (for example, ge-0/0/0), a'".0" is appended to the interface to create 
a logical interface (for example, ge-0/0/0.0). 


e Configure a routing policy for each logical system. You cannot configure routing policies dynamically. 
e The interface must also have IGMP, MLD, or PIM configured. 


e You cannot map to a mapped interface. 
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e We recommend that you configure policy statements for IGMP and MLD separately. 


e Specify either a logical interface or the keyword self. The self keyword specifies that multicast data 
packets be sent on the same interface as the control packets and that no mapping occur. If no term 
matches, then no multicast data packets are sent. 


no-qos-adjust—Disables QoS adjustment. 


QoS adjustment decreases the available bandwidth on the client interface by the amount of bandwidth 
consumed by the multicast streams that are mapped from the client interface to the shared interface. 
This action always occurs unless it is explicitly disabled. 


If you disable QoS adjustment, available bandwidth is not reduced on the customer interface when 
multicast streams are added to the shared interface. 


NOTE: You can dynamically disable QoS adjustment for IGMP and MLD interfaces using 
dynamic profiles. 


oif-map—Associate a map with an IGMP or MLD interface. The OIF map is then applied to all IGMP or 
MLD requests received on the configured interface. In this example, subscriber VLANs 1 and 2 have 
MLD configured, and each VLAN points to an OIF map that directs some traffic to ge-2/3/9.4000, some 
traffic to ge-2/3/9.4001, and some traffic to self. 


NOTE: You can dynamically associate OIF maps with IGMP interfaces using dynamic profiles. 


passive—Defines either IGMP or MLD to use passive mode. 


The OIF map interface should not typically pass IGMP or MLD control traffic and should be configured 
as passive. However, the OIF map implementation does support running IGMP or MLD on an interface 
(control and data) in addition to mapping data streams to the same interface. In this case, you should 
configure IGMP or MLD normally (that is, not in passive mode) on the mapped interface. In this example, 
the OIF map interfaces (ge-2/3/9.4000 and ge-2/3/9.4001) are configured as MLD passive. 


By default, specifying the passive statement means that no general queries, group-specific queries, or 
group-source-specific queries are sent over the interface and that all received control traffic is ignored 
by the interface. However, you can selectively activate up to two out of the three available options for 
the passive statement while keeping the other functions passive (inactive). 


These options include the following: 


e send-general-query—When specified, the interface sends general queries. 


e send-group-query—When specified, the interface sends group-specific and group-source-specific 
queries. 
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e allow-receive—When specified, the interface receives control traffic. 


Figure 139 on page 1133 shows the scenario. 


In both approaches, if multiple customers request the same multicast stream, the BSR sends one copy of 
the stream on the shared multicast VLAN interface. The DSLAM receives the multicast stream from the 
BSR on the shared interface and performs the necessary replication to the customers. 


In the first approach (reverse OIF mapping), the DSLAM uses the per-customer subscriber VLANs for 
unicast data only. IGMP and MLD join and leave requests are sent on the multicast VLAN. 


In the second approach (OIF mapping), the DSLAM uses the per-customer subscriber VLANs for unicast 
data and for IGMP and MLD join and leave requests. The multicast VLAN is used only for multicast streams, 
not for join and leave requests. 


Figure 139: Multicast with Subscriber VLANs 
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RG: Router Gateway 
BSR: Broadband Service Router 


Configuration 


Configuring a Reverse OIF Map 


CLI Quick Configuration 

To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. . 


set class-of-service traffic-control-profiles tcp-ifl shaping-rate 20m 

set class-of-service interfaces ge-2/2/0 shaping-rate 240m 

set class-of-service interfaces ge-2/2/0 unit 50 output-traffic-control-profile tcp-ifl 
set class-of-service interfaces ge-2/2/0 unit 51 output-traffic-control-profile tcp-ifl 
set interfaces ge-2/0/0 unit 0 family inet address 30.0.0.2/24 
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set interfaces ge-2/2/0 hierarchical-scheduler 

set interfaces ge-2/2/0 vlan-tagging 

set interfaces ge-2/2/0 unit 10 vlan-id 10 

set interfaces ge-2/2/0 unit 10 family inet address 40.0.0.2/24 

set interfaces ge-2/2/0 unit 50 vian-id 50 

set interfaces ge-2/2/0 unit 50 family inet address 50.0.0.2/24 

set interfaces ge-2/2/0 unit 51 vian-id 51 

set interfaces ge-2/2/0 unit 51 family inet address 50.0.1.2/24 

set policy-options policy-statement all-mcast-groups from source-address-filter 30.0.0.0/8 orlonger 
set policy-options policy-statement all-mcast-groups then accept 

set protocols igmp interface all 

set protocols igmp interface fxp0.0 disable 

set protocols pim rp local address 20.0.0.2 

set protocols pim interface all 

set protocols pim interface fxp0.0 disable 

set protocols pim interface ge-2/2/0.10 disable 

set routing-options multicast flow-map map1 policy all-mcast-groups 

set routing-options multicast flow-map map1 bandwidth 10m 

set routing-options multicast flow-map map1 bandwidth adaptive 

set routing-options multicast interface ge-2/2/0.10 maximum-bandwidth 500m 
set routing-options multicast interface ge-2/2/0.10 reverse-oif-mapping 

set routing-options multicast interface ge-2/2/0.10 subscriber-leave-timer 20 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure reverse OIF mapping: 


1. Configure a logical interface for unicast data traffic. 


[edit interfaces ge-2/0/0] 
user@host# set unit 0 family inet address 30.0.0.2/24 


2. Configure a logical interface for subscriber control traffic. 


[edit interfaces ge-2/2/0] 

user@host# set hierarchical-scheduler 

user@host# set vlan-tagging 

user@host# set unit 10 vian-id 10 

user@host# set unit 10 family inet address 40.0.0.2/24 


3. Configure two logical interfaces on which QoS adjustments are made. 
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[edit interfaces ge-2/2/0] 

user@host# set unit 50 vian-id 50 

user@host# set unit 50 family inet address 50.0.0.2/24 
user@host# set unit 51 vian-id 51 

user@host# set unit 51 family inet address 50.0.1.2/24 


4. Configure a policy. 


[edit policy-options policy-statement all-mcast-groups] 
user@host# set from source-address-filter 30.0.0.0/8 orlonger 
user@host# set then accept 


5. Enable a flow map that references the policy. 


[edit routing-options multicast] 
user@host# set flow-map map1 policy all-mcast-groups 
user@host# set flow-map map1 bandwidth 10m adaptive 


6. Enable OIF mapping on the logical interface that receives subscriber control traffic. 


[edit routing-options multicast] 

user@host# set interface ge-2/2/0.10 maximum-bandwidth 500m 
user@host# set interface ge-2/2/0.10 reverse-oif-mapping 
user@host# set interface ge-2/2/0.10 subscriber-leave-timer 20 


7. Configure PIM and IGMP. 


[edit protocols] 

user@host# set igmp interface all 

user@host# set igmp interface fxp0.0 disable 
user@host# set pim rp local address 20.0.0.2 
user@host# set pim interface all 

user@host# set pim interface fxp0.0 disable 
user@host# set pim interface ge-2/2/0.10 disable 


8. Configure the hierarchical scheduler by configuring a shaping rate for the physical interface and a slower 
shaping rate for the logical interfaces on which QoS adjustments are made. 


[edit class-of-service interfaces ge-2/2/0] 


user@host# set shaping-rate 240m 

user@host# set unit 50 output-traffic-control-profile tcp-ifl 
user@host# set unit 51 output-traffic-control-profile tcp-ifl 
[edit class-of-service traffic-control-profiles tcp-30m-no-smap] 
user@host# set shaping-rate 20m 


Results 


From configuration mode, confirm your configuration by entering the show class-of-service, show interfaces, 
show policy-options, show protocols, and show routing-options commands. If the output does not display 
the intended configuration, repeat the instructions in this example to correct the configuration. 


user@host# show class-of-service 
traffic-control-profiles { 
tcp-ifl { 
shaping-rate 20m; 


} 
interfaces { 
ge-2/2/0 { 
shaping-rate 240m; 
unit 50 { 
output-traffic-control-profile tcp-ifl; 
} 
unit 51 { 
output-traffic-control-profile tcp-ifl; 


user@host# show interfaces 
ge-2/0/0 { 
unit O { 
family inet { 
address 30.0.0.2/24; 


} 
ge-2/2/0 { 
hierarchical-scheduler; 
vian-tagging; 
unit 10 { 
vlan-id 10; 
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family inet { 
address 40.0.0.2/24, 


} 
unit 50 { 
vilan-id 50; 
family inet { 
address 50.0.0.2/24, 


} 
unit 51 { 
vilan-id 51; 
family inet { 
address 50.0.1.2/24; 


user@host# show policy-options 
policy-statement all-mcast-groups { 
from { 
source-address-filter 30.0.0.0/8 orlonger; 
} 


then accept; 


user@host# show protocols 
igmp { 
interface all; 
interface fxp0.0 { 
disable; 


} 
pim { 
rp { 
local { 
address 20.0.0.2; 


} 

interface all; 

interface fxp0.0 { 
disable; 
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interface ge-2/2/0.10 { 
disable; 


user@host# show routing-options 
multicast { 
flow-map map1 { 
policy all-mcast-groups; 
bandwidth 10m adaptive; 
} 
interface ge-2/2/0.10 { 
maximum-bandwidth 500m; 
reverse-oif-mapping; 
subscriber-leave-timer 20; 


If you are done configuring the device, enter commit from configuration mode. 
Configuring an OIF Map 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set interfaces ge-2/3/8 unit 0 family inet6 address C300:0101::/24 

set interfaces ge-2/3/9 vlan-tagging 

set interfaces ge-2/3/9 unit 1 vian-id 1 

set interfaces ge-2/3/9 unit 1 family inet6 address C400:0101::/24 

set interfaces ge-2/3/9 unit 2 vian-id 2 

set interfaces ge-2/3/9 unit 2 family inet6 address C400:0201::/24 

set interfaces ge-2/3/9 unit 4000 vian-id 4000 

set interfaces ge-2/3/9 unit 4000 family inet6 address C40F:A001::/24 

set interfaces ge-2/3/9 unit 4001 vian-id 4001 

set interfaces ge-2/3/9 unit 4001 family inet6 address C40F:A101::/24 

set policy-options policy-statement g539-v6 term g539-4000 from route-filter FFO5:0101:0000::/39 orlonger 
set policy-options policy-statement g539-v6 term g539-4000 then map-to-interface ge-2/3/9.4000 

set policy-options policy-statement g539-v6 term g539-4000 then accept 

set policy-options policy-statement g539-v6 term g539-4001 from route-filter FFO5:0101:0200::/39 orlonger 
set policy-options policy-statement g539-v6 term g539-4001 then map-to-interface ge-2/3/9.4001 

set policy-options policy-statement g539-v6 term g539-4001 then accept 
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set policy-options policy-statement g539-vé6 term self from route-filter FFO5:0101:0700::/40 orlonger 
set policy-options policy-statement g539-vé6 term self then map-to-interface self 

set policy-options policy-statement g539-vé6 term self then accept 

set policy-options policy-statement g539-vé6-all term g539 from route-filter 0::/0 orlonger 

set policy-options policy-statement g539-v6-all term g539 then map-to-interface ge-2/3/9.4000 
set policy-options policy-statement g539-v6-all term g539 then accept 

set protocols mld interface fxp0.0 disable 

set protocols mld interface ge-2/3/9.4000 passive 

set protocols mld interface ge-2/3/9.4001 passive 

set protocols mld interface ge-2/3/9.1 version 1 

set protocols mld interface ge-2/3/9.1 oif-map g539-v6 

set protocols mld interface ge-2/3/9.2 version 2 

set protocols mld interface ge-2/3/9.2 oif-map g539-v6 

set protocols pim rp local address 20.0.0.4 

set protocols pim rp local family inet6 address COO0::1 

set protocols pim interface ge-2/3/8.0 mode sparse 

set protocols pim interface ge-2/3/8.0 version 2 

set routing-options multicast interface ge-2/3/9.1 no-qos-adjust 

set routing-options multicast interface ge-2/3/9.2 no-qos-adjust 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see the CLI User Guide. 


To configure reverse OIF mapping: 


1. Configure a logical interface for unicast data traffic. 


[edit interfaces ge-2/3/8 |] 
user@host# set unit O family inet6 address C300:0101::/24 


2. Configure logical interfaces for subscriber VLANs. 


[edit interfaces ge-2/3/9] 

user@host# set vlan-tagging 

user@host# set unit 1 vlan-id 1 

user@host# set unit 1 family inet6 address C400:0101::/24 

user@host# set unit 2 vilan-id 2 

user@host# set unit 2 family inet6 address C400:0201::/24 loO unit 0 family inet6 address CO00::1/128 
user@host# set unit 2 family inet6 address C400:0201::/24 


3. Configure two map-to logical interfaces. 
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[edit interfaces ge-2/2/0] 

user@host# set unit 4000 vian-id 4000 

user@host# set unit 4000 family inet6 address C40F:A001::/24 
user@host# set unit 4001 vian-id 4001 

user@host# set unit 4001 family inet6 address C40F:A101::/24 


4. Configure the OIF map. 


[edit policy-options policy-statement g539-v6] 

user@host# set term g539-4000 from route-filter FFO5:0101:0000::/39 orlonger 
user@host# set then map-to-interface ge-2/3/9.4000 

user@host# set then accept 

user@host# set term g539-4001 from route-filter FFO5:0101:0200::/39 orlonger 
user@host# set then map-to-interface ge-2/3/9.4001 

user@host# set then accept 

user@host# set term self from route-filter FFO5:0101:0700::/40 orlonger 
user@host# set then map-to-interface self 

user@host# set then accept 

[edit policy-options policy-statement g539-vé6-all] 

user@host# set term g539 from route-filter 0::/0 orlonger 

user@host# set then map-to-interface ge-2/3/9.4000 

user@host# set then accept 


5. Disable QoS adjustment on the subscriber VLANs. 


[edit routing-options multicast] 
user@host# set interface ge-2/3/9.1 no-qos-adjust 
user@host# set interface ge-2/3/9.2 no-qos-adjust 


6. Configure PIM and MLD. Point the MLD subscriber VLANs to the OIF map. 


[edit protocols] 

user@host# set pim rp local address 20.0.0.4 

user@host# set pim rp local family inet6 address COO0::1 #COO00::1 is the address of loO 
user@host# set pim interface ge-2/3/8.0 mode sparse 

user@host# set pim interface ge-2/3/8.0 version 2 

user@host# set mld interface fxp0.0 disable 

user@host# set interface ge-2/3/9.4000 passive 

user@host# set interface ge-2/3/9.4001 passive 

user@host# set interface ge-2/3/9.1 version 1 

user@host# set interface ge-2/3/9.1 oif-map g539-v6 


user@host# set interface ge-2/3/9.2 version 2 
user@host# set interface ge-2/3/9.2 oif-map g539-v6 


Results 


From configuration mode, confirm your configuration by entering the show interfaces, show policy-options, 
show protocols, and show routing-options commands. If the output does not display the intended 
configuration, repeat the instructions in this example to correct the configuration. 


user@host# show interfaces 
ge-2/3/8 { 


} 


unit O { 
family ineté { 
address C300:0101::/24; 


ge-2/3/9 { 


vian-tagging; 
unit 1 { 
vlan-id 1; 
family ineté { 
address C400:0101::/24; 


} 
unit 2 { 
vlan-id 2; 
family ineté { 
address C400:0201::/24; 


} 
unit 4000 { 
vlan-id 4000; 
family ineté { 
address C40F:A001::/24; 


} 
unit 4001 { 
vlan-id 4001; 
family ineté { 
address C40F:A101::/24; 


1141 


user@host# show policy-options 
policy-statement g539-v6 { 
term g539-4000 { 
from { 
route-filter FFO5:0101:0000::/39 orlonger; 
} 
then { 
map-to-interface ge-2/3/9.4000; 
accept; 


} 
term g539-4001 { 
from { 
route-filter FFO5:0101:0200::/39 orlonger; 
} 
then { 
map-to-interface ge-2/3/9.4001; 
accept; 


} 
term self { 
from { 
route-filter FFO5:0101:0700::/40 orlonger; 
} 
then { 
map-to-interface self; 
accept; 


} 
policy-statement g539-vé-all { 
term g539 { 
from { 
route-filter 0::/0 orlonger; 
} 
then { 
map-to-interface ge-2/3/9.4000; 
accept; 


user@host# show protocols 
mid { 
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interface fxp0.0 { 
disable; 

} 

interface ge-2/3/9.4000 { 
passive; 

} 

interface ge-2/3/9.4001 { 
passive; 

} 

interface ge-2/3/9.1 { 
version 1; 
oif-map g539-v6; 

} 

interface ge-2/3/9.2 { 
version 2; 
oif-map g539-v6; 


} 
pim { 
rp { 
local { 
address 20.0.0.4; 
family ineté { 
address COOO::1; 


} 

interface ge-2/3/8.0 { 
mode sparse; 
version 2; 


user@host# show routing-options 
multicast { 
interface ge-2/3/9.1 no-qos-adjust; 
interface ge-2/3/9.2 no-qos-adjust; 


If you are done configuring the device, enter commit from configuration mode. 
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Verification 


To verify the configuration, run the following commands: 


show igmp statistics 
e show class-of-service interface 


show interfaces statistics 


e show mld statistics 


show multicast interface 


show policy 


SEE ALSO 


Example: Configuring a Multicast Flow Map | 1153 
Configuring Multicast Routing over IP Demux Interfaces | 1145 
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Configuring Multicast Routing over IP Demux Interfaces 


In a subscriber management network, fields in packets sent from IP demux interfaces are intended to 
correspond to a specific client that resides on the other side of an aggregation device (for example, a 
Multiservice Access Node [MSAN]). However, packets sent from a Broadband Services Router (BSR) to 
an MSAN do not identify the demux interface. Once it obtains a packet, it is up to the MSAN device to 
determine which client receives the packet. 


Depending on the intelligence of the MSAN device, determining which client receives the packet can occur 
in an inefficient manner. For example, when it receives IGMP control traffic, am MSAN might forward the 
control traffic to all clients instead of the one intended client. In addition, once a data stream destination 
is established, though an MSAN can use IGMP snooping to determine which hosts reside in a particular 
group and limit data streams to only that group, the MSAN still must send multiple copies of the data 
stream to each group member, even if that data stream is intended for only one client in the group. 


Various multicast features, when combined, enable you to avoid the inefficiencies mentioned above. These 
features include the following: 


e The ability to configure the IP demux interface family statement to use inet for either the numbered or 
unnumbered primary interface. 


The ability to configure IGMP on the primary interface to send general queries for all clients. The demux 


configuration prevents the primary IGMP interface from receiving any client IGMP control packets. 
Instead, all IGMP control packets go to the demux interfaces. However, to guarantee that no joins occur 
on the primary interface: 


e For static IGMP interfaces—Include the passive send-general-query statement in the IGMP configuration 
at the [edit protocols igmp interface interface-name] hierarchy level. 


e For dynamic IGMP demux interfaces—Include the passive send-general-query statement at the [edit 
dynamic-profiles profile-name protocols igmp interface interface-name] hierarchy level. 


The ability to map all multicast groups to the primary interface as follows: 


e For static IGMP interfaces—Include the oif-map statement at the [edit protocols igmp interface 
interface-name] hierarchy level. 


e For dynamic IGMP demux interfaces—Include the oif-map statement at the [edit dynamic-profiles 
profile-name protocols igmp interface interface-name] hierarchy level. 


Using the oif-map statement, you can map the same IGMP group to the same output interface and send 
only one copy of the multicast stream from the interface. 


The ability to configure IGMP on each demux interface. To prevent duplicate general queries: 


e For static IGMP interfaces—Include the passive allow-receive send-group-query statement at the 
[edit protocols igmp interface interface-name] hierarchy level. 


e For dynamic demux interfaces—Include the passive allow-receive send-group-query statement at the 
[edit dynamic-profiles profile-name protocols igmp interface interface-name] hierarchy level. 


NOTE: To send only one copy of each group, regardless of how many customers join, use the 
oif-map statement as previously mentioned. 


SEE ALSO 


Example: Configuring Multicast with Subscriber VLANs | 1129 


Junos OS Broadband Subscriber Management and Services Library 


Classifying Packets by Egress Interface 


For Juniper Networks M320 Multiservice Edge Routers and T Series Core Routers with the Intelligent 
Queuing (IQ), 1Q2, Enhanced IQ (IQE), Multiservices link services intelligent queuing (LSQ) interfaces, or 
ATM2 PICs, you can classify unicast and multicast packets based on the egress interface. For unicast traffic, 
you can also use a multifield filter, but only egress interface classification applies to multicast traffic as 
well as unicast traffic. If you configure egress classification of an interface, you cannot perform Differentiated 
Services code point (DSCP) rewrites on the interface. By default, the system does not perform any 
classification based on the egress interface. 


On an Mx Series router that contains MPCs and MS-DPCs, multicast packets are dropped on the router 
and not processed properly if the router contains MLPPP LSQ logical interfaces that function as multicast 
receivers and if the network services mode is configured as enhanced IP mode on the router. This behavior 
is expected with LSQ interfaces in conjunction with enhanced IP mode. In such a scenario, if enhanced IP 
mode is not configured, multicasting works correctly. However, if the router contains redundant LSQ 
interfaces and enhanced IP network services mode configured with FIB localization, multicast works 
properly. 


To enable packet classification by the egress interface, you first configure a forwarding class map and one 
or more queue numbers for the egress interface at the [edit class-of-service forwarding-class-map 
forwarding-class-map-name] hierarchy level: 


[edit class-of-service] 
forwarding-classes-interface-specific forwarding-class-map-name { 
class class-name queue-num queue-number [ restricted-queue queue-number ]; 
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For T Series routers that are restricted to only four queues, you can control the queue assignment with 
the restricted-queue option, or you can allow the system to automatically determine the queue in a modular 
fashion. For example, a map assigning packets to queue 6 would map to queue 2 on a four-queue system. 


NOTE: If you configure an output forwarding class map associating a forwarding class with a 
queue number, this map is not supported on multiservices link services intelligent queuing (Isq-) 
interfaces. 


Once the forwarding class map has been configured, you apply the map to the logical interface by using 
the output-forwarding-class-map statement at the [edit class-of-service interfaces interface-name unit 
logical-unit-number ] hierarchy level: 


[edit class-of-service interfaces interface-name unit logical-unit-number] 
output-forwarding-class-map forwarding-class-map-name; 


All parameters relating to the queues and forwarding class must be configured as well. For more information 
about configuring forwarding classes and queues, see Configuring a Custom Forwarding Class for Each Queue. 


This example shows how to configure an interface-specific forwarding-class map named FCMAP1 that 
restricts queues 5 and 6 to different queues on four-queue systems and then applies FCMAP1 to unit 0 
of interface ge-6/0/0: 


[edit class-of-service] 

forwarding-class-map FCMAP1 { 
class FC1 queue-num 6 restricted-queue 3; 
class FC2 queue-num 5 restricted-queue 2; 
class FC3 queue-num 3; 
class FC4 queue-num O; 
class FC3 queue-num O; 
class FC4 queue-num 1; 


[edit class-of-service] 
interfaces { 
ge-6/0/0 unit 0 { 
output-forwarding-class-map FCMAP1; 


Note that without the restricted-queue option in FCMAP1, the example would assign FC1 and FC2 to 


queues 2 and 1, respectively, on a system restricted to four queues. 


Use the show class-of-service forwarding-class forwarding-class-map-name command to display the 


forwarding-class map queue configuration: 


user@host> show class-of-service forwarding-class FCMAP2 


Forwarding class 
iCal 
FC2 
Ines 
FC4 
HES 
FC6 
FC7 
FC8 


Use the show class-of-service interface interface-name command to display the forwarding-class maps 


H 
iw) 
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(and other information) assigned to a logical interface: 


Queu Restricted queu 
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user@host> show class-of-service interface ge-6/0/0 


Physical interface: ge-6/0/0, 


Queues supported: 8, 


Scheduler map: <default>, 


Input scheduler map: 


Chassis scheduler map: 


Index: 128 


Queues in use: 8 
Index: 2 
<default>, Index: 3 


<default-chassis>, 


Logical interface: ge-6/0/0.0, Index: 67 


Object 
Scheduler-map 
Scheduler-map 
Classifier 


forwarding-class-map 


Name 
sch-mapl 
sch-map1l 
dotilip 
FCMAP1 


Logical interface: ge-6/0/0.1, Index 68 


Object 
Scheduler-map 


Scheduler-map 


Name 
<default> 
<default> 


Index: 4 


Type 
Output 
LApuL 
ieee8021p 
Output 


Iype 
Output 
Input 


3 


oy Sop TS fe te (1S) 


Index 
6998 
6998 
4906 
A221 


Index 
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Logical interface: ge-6/0/0.32767, Index 69 


Object Name Type Index 
Scheduler-map <default> Output 2 
Scheduler-map <default> Input 3 
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Understanding the Multicast Forwarding Cache 


IP multicast protocols can create numerous entries in the multicast forwarding cache. If the forwarding 
cache fills up with entries that prevent the addition of higher-priority entries, applications and protocols 
might not function properly. You can manage the multicast forwarding cache properties by limiting the 
size of the cache and by controlling the length of time that entries remain in the cache. By managing 
timeout values, you can give preference to more important forwarding cache entries while removing other 


less important entries. 


Example: Configuring the Multicast Forwarding Cache 


IN THIS SECTION 


@ Requirements | 1150 
@ Overview | 1150 
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@ = Configuration | 1151 
@ Verification | 1152 


When a routing device receives multicast traffic, it places the (S,G) route information in the multicast 
forwarding cache, inet.1. This example shows how to configure multicast forwarding cache limits to prevent 
the cache from filling up with entries. 

Requirements 


Before you begin: 


Configure the router interfaces. 


Configure an interior gateway protocol. See the Junos OS Routing Protocols Library. 


Configure a multicast protocol. This feature works with the following multicast protocols: 
e DVMRP 

e PIM-DM 

e PIM-SM 

e PIM-SSM 


Overview 


This example includes the following statements: 


e forwarding-cache—Specifies how forwarding entries are aged out and how the number of entries is 
controlled. 


e timeout—Specifies an idle period after which entries are aged out and removed from inet.1. You can 
specify a timeout in the range from 1 through 720 minutes. 


e threshold—Enables you to specify threshold values on the forwarding cache to suppress (suspend) entries 
from being added when the cache entries reach a certain maximum and begin adding entries to the cache 
when the number falls to another threshold value. By default, no threshold values are enabled on the 
routing device. 


The suppress threshold suspends the addition of new multicast forwarding cache entries. If you do not 
specify a suppress value, multicast forwarding cache entries are created as necessary. If you specify a 

suppress threshold, you can optionally specify a reuse threshold, which sets the point at which the device 
resumes adding new multicast forwarding cache entries. During suspension, forwarding cache entries 

time out. After a certain number of entries time out, the reuse threshold is reached, and new entries are 
added. The range for both thresholds is from 1 through 200,000. If configured, the reuse value must be 
less than the suppression value. If you do not specify a reuse value, the number of multicast forwarding 
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cache entries is limited to the suppression value. A new entry is created as soon as the number of 
multicast forwarding cache entries falls below the suppression value. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set routing-options multicast forwarding-cache threshold suppress 150000 
set routing-options multicast forwarding-cache threshold reuse 34 
set routing-options multicast forwarding-cache timeout 60 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure the multicast forwarding cache: 


1. Configure the maximum size of the forwarding cache. 


[edit routing-options multicast forwarding-cache] 
user@host# set threshold suppress 150000 


2. Configure the amount of time (in minutes) entries can remain idle before being removed. 


[edit routing-options multicast forwarding-cache] 
user@host# set timeout 60 


3. Configure the size of the forwarding cache when suppression stops and new entries can be added. 


[edit routing-options multicast forwarding-cache] 
user@host# set threshold reuse 70000 


Results 


Confirm your configuration by entering the show routing-options command. 


user@host# show routing-options 


multicast { 
forwarding-cache { 
threshold { 
suppress 150000; 
reuse 70000; 
} 


timeout 60; 


Verification 


To verify the configuration, run the show multicast route extensive command. 


user@host> show multicast route extensive 


Family: INET 
EGeouisg 232.0 .0.1 
Sources Til, lil, 1i,iil/ 32 
Upstream interface: fe-0/2/0.200 





Downstream interface list: 
BES O27 1a 280) 

Downstream interface list rejected by CAC: 
fe-0/2/1.220 

Session description: Source specific multicast 

Siecdie ts lest OK E OS, OmOO SMO mpoe kes 

Nese OO mel Di mesow 

Upstream protocol: PIM 

Route state: Active 

Forwarding state: Forwarding 


Cache lifetime/timeout: 60 minutes 





Wrong incoming interface notifications: 0 


SEE ALSO 


Example: Configuring a Multicast Flow Map | 1153 
Bandwidth Management and Source Redundancy | 1125 
Understanding Bandwidth Management for Multicast | 1124 
Understanding the Multicast Forwarding Cache | 1149 
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Example: Configuring a Multicast Flow Map 


IN THIS SECTION 


Requirements | 1153 
Overview | 1153 
Configuration | 1154 


Verification | 1157 


This example shows how to configure a flow map to prevent certain forwarding cache entries from aging 
out, thus allowing for faster failover from one source to another. Flow maps enable you to configure 
bandwidth variables and multicast forwarding cache timeout values for entries defined by the flow map 


policy. 
Requirements 
Before you begin: 
e Configure the router interfaces. 
e Configure an interior gateway protocol. See the Junos OS Routing Protocols Library. 
e Configure a multicast protocol. This feature works with the following multicast protocols: 
e DVMRP 
e PIM-DM 
e PIM-SM 
e PIM-SSM 


Overview 


Flow maps are typically used for fast multicast source failover when there are multiple sources for the 
same group. For example, when one video source is actively sending the traffic, the forwarding states for 
other video sources are timed out after a few minutes. Later, when a new source starts sending the traffic 
again, it takes time to install a new forwarding state for the new source if the forwarding state is not already 
there. This switchover delay is worsened when there are many video streams. Using flow maps with longer 
timeout values or permanent cache entries helps reduce this switchover delay. 


NOTE: The permanent forwarding state must exist on all routing devices in the path for fast 
source switchover to function properly. 
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This example includes the following statements: 


e bandwidth—Specifies the bandwidth for each flow that is defined by a flow map to ensure that an 
interface is not oversubscribed for multicast traffic. If adding one more flow would cause overall bandwidth 
to exceed the allowed bandwidth for the interface, the request is rejected. A rejected request means 
that traffic might not be delivered out of some or all of the expected outgoing interfaces. You can define 
the bandwidth associated with multicast flows that match a flow map by specifying a bandwidth in bits 
per second or by specifying that the bandwidth is measured and adaptively modified. 


When you use the adaptive option, the bandwidth adjusts based on measurements made at 5-second 
intervals. The flow uses the maximum bandwidth value from the last 12 measured values (1 minute). 


When you configure a bandwidth value with the adaptive option, the bandwidth value acts as the starting 
bandwidth for the flow. The bandwidth then changes based on subsequent measured bandwidth values. 
If you do not specify a bandwidth value with the adaptive option, the starting bandwidth defaults to 2 
megabits per second (Mbps). 


For example, the bandwidth 2m adaptive statement is equivalent to the bandwidth adaptive statement 
because they both use the same starting bandwidth (2 Mbps, the default). If the actual flow bandwidth 
is 4 Mbps, the measured flow bandwidth changes to 4 Mbps after reaching the first measuring point (5 
seconds). However, if the actual flow bandwidth rate is 1 Mbps, the measured flow bandwidth remains 
at 2 Mbps for the first 12 measurement cycles (1 minute) and then changes to the measured 1 Mbps 
value. 


e flow-map—Defines a flow map that controls the forwarding cache timeout of specified source and group 
addresses, controls the bandwidth for each flow, and specifies redundant sources. If a flow can match 
multiple flow maps, the first flow map applies. 


e forwarding-cache—Enables you to configure the forwarding cache properties of entries defined by a 
flow map. You can specify a timeout of never to make the forwarding entries permanent, or you can 
specify a timeout in the range from 1 through 720 minutes. If you set the value to never, you can specify 
the non-discard-entry-only option to make an exception for entries that are in the pruned state. In other 
words, the never non-discard-entry-only statement allows entries in the pruned state to time out, while 
entries in the forwarding state never time out. 


e policy—Specifies source and group addresses to which the flow map applies. 


e redundant-sources—Specify redundant (backup) sources for flows identified by a flow map. Outbound 
interfaces that are admitted for one of the forwarding entries are automatically admitted for any other 
entries identified by the redundant source configuration. in the example that follows, the two forwarding 
entries, (10.11.11.11) and (10.11.11.12,) match the flow map defined for flowMap1. If an outbound 
interface is admitted for entry (10.11.11.11), it is also automatically admitted for entry (10.11.11.12) so 
one source or the other can send traffic at any time. 


Configuration 


CLI Quick Configuration 
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To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set policy-options prefix-list permanentEntries1 232.1.1.0/24 

set policy-options policy-statement policyForFlow1 from source-address-filter 11.11.11.11/32 exact 

set policy-options policy-statement policyForFlow1 from prefix-list-filter permanentEntries1 orlonger 

set policy-options policy-statement policyForFlow1 then accept 

set routing-options multicast flow-map flowMap1 policy policyForFlow1 

set routing-options multicast flow-map flowMap1 bandwidth 2m 

set routing-options multicast flow-map flowMap1 bandwidth adaptive 

set routing-options multicast flow-map flowMap1 redundant-sources 10.11.11.11 

set routing-options multicast flow-map flowMap1 redundant-sources 10.11.11.12 

set routing-options multicast flow-map flowMap1 forwarding-cache timeout never non-discard-entry-only 


Step-by-Step Procedure 

Multicast flow maps enable you to manage a subset of multicast forwarding table entries. For example, 
you can specify that certain forwarding cache entries be permanent or have a different timeout value from 
other multicast flows that are not associated with the flow map policy. 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure a flow map: 


1. Configure the flow map policy. This step creates a flow map policy called policyForFlow1. The policy 
statement matches the source address using the source-address-filter statement, and matches the 
group address using the prefix-list-filter. The addresses must match the configured policy for flow 
mapping to occur. 


[edit policy-options] 

user@host# set prefix-list permanentEntries1 232.1.1.0/24 

user@host# set policy policyForFlow1 from source-address-filter 11.11.11.11/32 exact 
user@host# set policy policyForFlow1 from prefix-list-filter permanentEntries1 orlonger 
user@host# set policy policyForFlow1 then accept 


2. Define a flow map, flowMap1, that references the flow map policy, policyForFlow1, we just created. 


[edit routing-options] 
user@host# set multicast flow-map flowMap1 policy policyForFlow1 
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3. Configure permanent forwarding entries (that is, entries that never time out), and enable entries in the 
pruned state to time out. 


[edit routing-options] 
user@host# set multicast flow-map flowMap1 forwarding-cache timeout never non-discard-entry-only 


4. Configure the flow map bandwidth to be adaptive with a default starting bandwidth of 2 Mbps. 


[edit routing-options] 
user@host# set multicast flow-map flowMap1 bandwidth 2m adaptive 


5. Specify backup sources. 


[edit routing-options] 
user@host# set multicast flow-map flowMap1 redundant-sources [ 10.11.11.11 10.11.11.12 ] 


6. Commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show policy-options and show routing-options commands. 


user@host# show policy-options 
prefix-list permanentEntries1 { 
232.1.1.0/24, 
} 
policy-statement policyForFlow1 { 
from { 
source-address-filter 11.11.11.11/32 exact; 
prefix-list-filter permanentEntries1 orlonger; 
} 


then accept; 


user@host# show routing-options 
multicast { 
flow-map flowMap1 { 
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policy policyForFlow1; 
bandwidth 2m adaptive; 
redundant-sources [ 10.11.11.11 10.11.11.12 ]; 
forwarding-cache { 
timeout never non-discard-entry-only; 


} 


Verification 
To verify the configuration, run the following commands: 
e show multicast flow-map 


e show multicast route extensive 


SEE ALSO 
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Understanding Ingress PE Redundancy 


In many network topologies, point-to-multipoint label-switched paths (LSPs) are used to distribute multicast 
traffic over a virtual private network (VPN). When traffic engineering is added to the provider edge (PE) 
routers, a popular deployment option has been to use traffic-engineered point-to-multipoint LSPs at the 
origin PE. In these network deployments, the PE is a single point of failure. Network operators have 
previously provided redundancy by broadcasting duplicate streams of multicast traffic from multiple PEs, 
a practice which at least doubles the bandwidth required for each stream. 


Ingress PE redundancy eliminates the bandwidth duplication requirement by configuring one or more 
ingress PEs as a group. Within a group, one PE is designated as the primary PE and one or more others 
become backup PEs for the configured traffic stream. The solution depends on a full mesh of point-to-point 
(P2P) LSPs among the primary and backup PEs. Also, you must configure a full set of point-to-multipoint 
LSPs at the backup PEs, even though these point-to-multipoint LSPs at the backup PEs are not sending 
any traffic or using any bandwidth. The P2P LSPs are configured with bidirectional forwarding detection 
(BFD). When BFD detects a failure on the primary PE, a new designated forwarder is elected for the stream. 


SEE ALSO 


MPLS Applications User Guide 


Example: Configuring Ingress PE Redundancy 
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This example shows how to configure one PE as part of a backup PE group to enable ingress PE redundancy 
for multicast traffic streams. 


Requirements 


Before you begin: 


e Configure the router interfaces. 


e Configure a full mesh of P2P LSPs between the PEs in the backup group. 
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Overview 


Ingress PE redundancy provides a backup resource when point-to-multipoint LSPs are configured for 
multicast distribution. When point-to-multipoint LSPs are used for multicast traffic, the PE device can 
become a single point of failure. One way to provide redundancy is by broadcasting duplicate streams 
from multiple PEs, thus doubling the bandwidth requirements for each stream. This feature implements 
redundancy between two or more PEs by designating a primary and one or more backup PEs for each 
configured stream. The solution depends on the configuration of a full mesh of P2P LSPs between the 
primary and backup PEs. These LSPs are configured with Bidirectional Forwarding Detection (BFD) running 
on top of them. BFD is used on the backup PEs to detect failure on the primary PE routing device and to 
elect a new designated forwarder for the stream. 


A full mesh is required so that each member of the group can make an independent decision about the 
health of the other PEs and determine the designated forwarder for the group. The key concept in a backup 
PE group is that of a designated PE. A designated PE is a PE that forwards data on the static route. All 
other PEs in the backup PE group do not forward any data on the static route. This allows you to have one 
designated forwarder. If the designated forwarder fails, another PE takes over as the designated forwarder, 
thus allowing the traffic flow to continue uninterrupted. 


Each PE in the backup PE group makes its own local decision regarding the designated forwarder. Thus, 
there is no inter-PE communication regarding designated forwarder. A PE computes the designated 
forwarder based on the IP address of all PEs and the connectivity status of other PEs. Connectivity status 
is determined based on the state of the BFD session on the P2P LSP to a PE. 


A PE chosen is as the designated forwarder if it satisfies the following conditions: 


e The PE is in the UP state. Either it is the local PE, or the BFD session on the P2P LSP to that PE is in the 
UP state. 


e The PE has the lowest IP address among all PEs that are in the UP state. 


Because all PEs have P2P LSPs to each other, each PE can determine the UP state of each other PE, and 
all PEs converge to the same designated forwarder. 


If the designated forwarder PE fails, then all other PEs lose connectivity with the designated forwarder, 
and their BFD session ends. Consequently, other PEs then choose another designated forwarder. The new 
forwarder starts forwarding traffic. Thus, the traffic loss is limited to the failure detection time, which is 
the BFD session detection time. 


When a PE that was the designated forwarder fails and then resumes operating, all other PEs recognize 
this fact, rerun the designated forwarder algorithm, and choose the PE as the designated forwarder. 
Consequently, the backup designated forwarder stops forwarding traffic. Thus, traffic switches back to 
the most eligible designated forwarder. 


This example includes the following statements: 
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e associate-backup-pe-groups—Monitors the health of the routing device at the other end of the LSP. 
You can configure multiple backup PE groups that contain the same routing device’s address. Failure of 
this LSP indicates to all of these groups that the destination PE routing device is down. So, the 
associate-backup-pe-groups statement is not tied to any specific group but applies to all groups that 
are monitoring the health of the LSP to the remote address. 


If there are multiple LSPs with the associate-backup-pe-groups statement to the same destination PE, 
then the local routing device picks the first LSP to that PE for detection purposes. 


We do not recommend configuring multiple LSPs to the same destination. If you do, make sure that the 
LSP parameters (for example, liveliness detection) are similar to avoid false failure notification even when 
the remote PE is up. 


backup-pe-group—Configures ingress PE redundancy for multicast traffic streams. 


bfd-liveness-detection—Enables BFD for each LSP. 


label-switched-path—Configures an LSP. You must configure a full mesh of P2P LSPs between the 
primary and backup PEs. 


NOTE: We recommend that you configure the P2P LSPs with fast reroute and node link 
protection so that link failures do not result in the LSP failure. For the purpose of PE redundancy, 
a failure in the P2P LSP is treated as a PE failure. Redundancy in the inter-PE path is also 
encouraged. 


e p2mp-lsp-next-hop—Enables you to associate a backup PE group with a static route. 


e static—Applies the backup group to a static route on the PE. This ensures that the static route is active 
(installed in the forwarding table) when the local PE is the designated forwarder for the configured 
backup PE group. 


Configuration 


CLI Quick Configuration 


To quickly configure this example, copy the following commands, paste them into a text file, remove any 
line breaks, change any details necessary to match your network configuration, copy and paste the 
commands into the CLI at the [edit] hierarchy level, and then enter commit from configuration mode. 


set policy-options policy-statement no-rpf from route-filter 225.1.1.1/32 exact 

set policy-options policy-statement no-rpf then reject 

set protocols mpls label-switched-path backup_PE1 to 10.255.16.61 

set protocols mpls label-switched-path backup_PE1 oam bfd-liveness-detection minimum-interval 500 
set protocols mpls label-switched-path backup_PE1 oam bfd-liveness-detection multiplier 3 

set protocols mpls label-switched-path backup_PE1 associate-backup-pe-groups 

set protocols mpls label-switched-path dest1 to 10.255.16.57 
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set protocols mpls label-switched-path dest1 p2mp p2mp-lsp 

set protocols mpls label-switched-path dest2 to 10.255.16.55 

set protocols mpls label-switched-path dest2 p2mp p2mp-lsp 

set protocols mpls interface all 

set protocols mpls interface fxp0.0 disable 

set routing-options static route 1.1.1.1/32 p2mp-lIsp-next-hop p2mp-Isp 
set routing-options static route 1.1.1.1/32 backup-pe-group g1 

set routing-options static route 225.1.1.1/32 p2mp-lIsp-next-hop p2mp-lIsp 
set routing-options static route 225.1.1.1/32 backup-pe-group g1 

set routing-options multicast rpf-check-policy no-rpf 

set routing-options multicast interface fe-1/3/3.0 enable 

set routing-options multicast backup-pe-group g1 backups 10.255.16.61 
set routing-options multicast backup-pe-group g1 local-address 10.255.16.59 


Step-by-Step Procedure 


The following example requires you to navigate various levels in the configuration hierarchy. For information 
about navigating the CLI, see Using the CLI Editor in Configuration Mode in the CLI User Guide. 


To configure ingress PE redundancy: 
1. Configure the multicast settings. 
[edit routing-options multicast] 


user@host# set rpf-check-policy no-rpf 
user@host# set interface fe-1/3/3.0 enable 


2. Configure the RPF policy. 


[edit policy-options policy-statement no-rpf] 
user@host# set from route-filter 225.1.1.1/32 exact 
user@host# set then reject 


3. Configure the backup PE group. 


[edit routing-options multicast] 
user@host# set backup-pe-group g1 backups 10.255.16.61 
user@host# set backup-pe-group g1 local-address 10.255.16.59 
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4. Configure the static routes for the point-to-multipoint LSPs backup PE group. 


[edit routing-options static] 

user@host# set route 1.1.1.1/32 p2mp-Isp-next-hop p2mp-Isp 
user@host# set route 1.1.1.1/32 backup-pe-group g1 
user@host# set route 225.1.1.1/32 p2mp-Isp-next-hop p2mp-Isp 
user@host# set route 225.1.1.1/32 backup-pe-group g1 


5. Configure the MPLS interfaces. 


[edit protocols mpls] 
user@host# set interface all 
user@host# set interface fxp0.0 disable 


6. Configure the LSP to the redundant router. 


[edit protocols mpls] 

user@host# set label-switched-path backup_PE1 to 10.255.16.61 

user@host# set label-switched-path backup_PE1 oam bfd-liveness-detection minimum-interval 500 
user@host# set label-switched-path backup_PE1 oam bfd-liveness-detection multiplier 3 
user@host# set label-switched-path backup_PE1 associate-backup-pe-groups 


7. Configure LSPs to two traffic destinations. 


[edit protocols mpls] 

user@host# set label-switched-path dest1 to 10.255.16.57 
user@host# set label-switched-path dest1 p2mp p2mp-lsp 
user@host# set label-switched-path dest2 to 10.255.16.55 
user@host# set label-switched-path dest2 p2mp p2mp-lsp 


8. If you are done configuring the device, commit the configuration. 


user@host# commit 


Results 


Confirm your configuration by entering the show policy, show protocols, and show routing-options 


commands. 


user@host# show policy 
policy-statement no-rpf { 
from { 
route-filter 225.1.1.1/32 exact; 
} 


then reject; 


user@host# show protocols 
mpls { 
label-switched-path backup_PE1 { 
to 10.255.16.61; 
oam { 
bfd-liveness-detection { 
minimum-interval 500; 
multiplier 3; 


} 
associate-backup-pe-groups; 
} 
label-switched-path dest1 { 
to 10.255.16.57; 
p2mp p2mp-lsp; 
} 
label-switched-path dest2 { 
to 10.255.16.55; 
p2mp p2mp-lsp; 
} 
interface all; 
interface fxp0.0 { 
disable; 


user@host# show routing-options 
static { 
route 1.1.1.1/32 { 
p2mp-lsp-next-hop p2mp-lsp; 
backup-pe-group g1; 
} 
route 225.1.1.1/32 { 
p2mp-lsp-next-hop p2mp-lsp; 
backup-pe-group g1; 
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} 
multicast { 
rpf-check-policy no-rpf; 
interface fe-1/3/3.0 enable; 
backup-pe-group g1 { 
backups 10.255.16.61; 
local-address 10.255.16.59; 


Verification 


To verify the configuration, run the following commands: 


e show mpls Isp 
e show multicast backup-pe-groups 


e show multicast rpf 


SEE ALSO 


Example: Configuring RPF Policies | 1015 
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source (Protocols MLD) | 1603 

source (Protocols MSDP) | 1604 

source (Routing Instances) | 1605 

source (Routing Instances Provider Tunnel Selective) | 1606 
source (Source-Specific Multicast) | 1607 
source-address | 1608 

source-count (Protocols IGMP) | 1609 
source-count (Protocols MLD) | 1610 
source-increment (Protocols IGMP) | 1611 
source-increment (Protocols MLD) | 1612 
source-tree (MBGP MVPN) | 1613 
spt-only | 1614 

spt-threshold | 1615 

ssm-groups | 1616 

ssm-map (Protocols IGMP) | 1617 

ssm-map (Protocols IGMP AMT) | 1618 
ssm-map (Protocols MLD) | 1619 
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ssm-map (Routing Options Multicast) | 1620 
ssm-map-policy (MLD) | 1621 

ssm-map-policy (IGMP) | 1622 
standby-path-creation-delay | 1623 

static (Bridge Domains) | 1624 

static (Distributed IGMP) | 1625 

static (IGMP Snooping) | 1626 

static (Protocols IGMP) | 1627 

static (Protocols MLD) | 1629 

static (Protocols PIM) | 1631 

static-Isp | 1633 

static-umh (MBGP MVPN) | 1635 

stickydr | 1637 

stream-protection (Multicast-Only Fast Reroute) | 1639 
subscriber-leave-timer | 1640 

target (Routing Instances MVPN) | 1641 
threshold (Bridge Domains) | 1642 

threshold (MSDP Active Source Messages) | 1643 
threshold (Multicast Forwarding Cache) | 1644 
threshold (PIM BFD Detection Time) | 1646 
threshold (PIM BFD Transmit Interval) | 1648 
threshold (PIM Entries) | 1649 

threshold (Routing Instances) | 1651 
threshold-rate | 1652 

timeout (Flow Maps) | 1653 

timeout (Multicast) | 1654 

traceoptions (IGMP Snooping) | 1656 
traceoptions (Multicast Snooping Options) | 1660 
traceoptions (PIM Snooping) | 1662 
traceoptions (Protocols AMT) | 1664 
traceoptions (Protocols DVMRP) | 1667 
traceoptions (Protocols IGMP) | 1670 
traceoptions (Protocols IGMP Snooping) | 1673 
traceoptions (Protocols MSDP) | 1676 
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traceoptions (Protocols MVPN) | 1679 
traceoptions (Protocols PIM) | 1682 
transmit-interval (PIM BFD Liveness Detection) | 1685 
tunnel-devices (Protocols AMT) | 1687 
tunnel-devices (Tunnel-Capable PICs) | 1689 
tunnel-limit (Protocols AMT) | 1690 

tunnel-limit (Routing Instances) | 1691 

tunnel-limit (Routing Instances Provider Tunnel Selective) | 1692 
tunnel-source | 1693 

unicast (Route Target Community) | 1694 

unicast (Virtual Tunnel in Routing Instances) | 1695 
unicast-stream-limit (Protocols AMT) | 1696 
unicast-umh-election | 1697 

upstream-interface | 1698 

use-p2mp-lsp | 1700 

version (Protocols BFD) | 1701 

version (Protocols PIM) | 1702 

version (Protocols IGMP) | 1703 

version (Protocols IGMP AMT) | 1704 

version (Protocols MLD) | 1705 
vrf-advertise-selective | 1706 

vlan (Bridge Domains) | 1707 

vian (IGMP Snooping) | 1709 

vlan (MLD Snooping) | 1714 

vlan (PIM Snooping) | 1716 

vpn-group-address | 1717 

wildcard-group-inet | 1718 

wildcard-group-inet6 | 1720 

wildcard-source (PIM RPF Selection) | 1721 


wildcard-source (Selective Provider Tunnels) | 1722 
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| accept-remote-source 


Syntax 


accept-remote-source; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface 
interface-name], 

[edit protocols pim interface interface-name], 

[edit routing-instances routing-instance-name protocols pim interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 9.6 for EX Series switches. 

Statement introduced in Junos OS Release 13.2R2 for PTX Series routers but is not supported for services 
requiring tunnel-services. 


Description 

You can configure an incoming interface to accept multicast traffic from a remote source. Aremote source 
is a source that is not on the same subnet as the incoming interface. Figure 76 on page 507 shows just such 
a topology - R2 connects to the R1 source on one subnet, and to the incoming interface on R3 on another 
subnet (ge-1/3/0.0 in the figure). 


Figure 140: Accepting Multicast Traffic from a Remote Source 


Subnet A Subnet B 
PIM No PIM PIM 
ae) eB ge-0/3/0.0 ae 
RI R2 £ RB 


Incoming Interface a 


Source 


In this topology R2 is a pass-through device not running PIM, so R3 is the first hop router for multicast 


g043379 


packets sent from R1. Because R11 and R3 are in different subnets, the default behavior of R3 is to disregard 
R1 as aremote source. You can have R3 accept multicast traffic from R1, however, by enabling 
accept-remote-source on the target interface. 
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[edit protocols pim interface ge-1/3/0.0] 
user@host# set accept-remote-source 


NOTE: If the interface you identified is not the only path from the remote source, be sure it is 
the best path. For example you can configure a static route on the receiver side PE router to the 
source, or you can prepend the AS path on the other possible routes. That said, do not use 
accept-remote-source to receive multicast traffic over multiple upstream interfaces, as this use 
case for the command is not supported. 


[edit policy-options policy-statement as-path-prepend term prepend] 
user@host# set from route-filter 192.168.0.0/16 orlonger 
user@host# set from route-filter 172.16.0.0/16 orlonger 
user@host# set then as-path-prepend "1 11 1" 


Commit the configuration changes, and then to confirm that the interface you configured is 
accepting traffic from the remote source, run the following command: 


user@host# show pim statistics 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Allowing MBGP MVPN Remote Sources | 755 
Example: Allowing MBGP MVPN Remote Sources | 755 
Understanding Prepending AS Numbers to BGP AS Paths 
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| accounting (Protocols MLD) 


Syntax 


accounting; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld], 
[edit protocols mld] 


Release Information 
Statement introduced in Junos OS Release 9.1. 


Description 


Enable the collection of MLD join and leave event statistics on the system. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Recording MLD Join and Leave Events | 79 
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| accounting (Protocols MLD Interface) 


Syntax 


(accounting | no-accounting); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 9.1. 


Description 


Enable or disable the collection of MLD join and leave event statistics for an interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Recording MLD Join and Leave Events | 79 
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| accounting (Protocols IGMP Interface) 


Syntax 


(accounting | no-accounting); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 8.5. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 


Description 


Enable or disable the collection of IGMP join and leave event statistics for an interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Recording IGMP Join and Leave Events | 47 
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| accounting (Protocols IGMP AMT Interface) 


Syntax 


(accounting | no-accounting); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp amt relay defaults], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols igmp amt relay defaults], 
[edit protocols igmp amt relay defaults], 

[edit routing-instances routing-instance-name protocols igmp amt relay defaults] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 


Enable or disable the collection of IGMP join and leave event statistics for an Automatic Multicast Tunneling 
(AMT) interface. 


Default 
Disabled 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Default IGMP Parameters for AMT Interfaces | 531 
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| accounting (Protocols IGMP) 


Syntax 


accounting; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp], 
[edit protocols igmp] 


Release Information 

Statement introduced in Junos OS Release 8.5. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 


Description 


Enable the collection of IGMP join and leave event statistics on the system. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Recording IGMP Join and Leave Events | 47 
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| accounting (Protocols AMT Interface) 


Syntax 


accounting; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt relay], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt relay], 
[edit protocols amt relay], 

[edit routing-instances routing-instance-name protocols amt relay] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 


Enable the collection of statistics for an Automatic Multicast Tunneling (AMT) interface. 


Default 
Disabled 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 


| active-source-limit 
Syntax 


active-source-limit { 
log-interval seconds; 
log-warning value; 
maximum number; 
threshold number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name protocols msdp source ip-address/prefix-length], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name 
peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp source 
ip-address/prefix-length], 

[edit protocols msdp], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit protocols msdp source ip-address/prefix-length], 

[edit routing-instances routing-instance-name protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp group group-name peer address], 

[edit routing-instances routing-instance-name protocols msdp peer address], 

[edit routing-instances routing-instance-name protocols msdp source ip-address/prefix-length] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Limit the number of active source messages the routing device accepts. 


Default 


If you do not include this statement, the router accepts any number of MSDP active source messages. 


Options 
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The options are explained separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
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| address (Local RPs) 


Syntax 


address address; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp local family (inet | ineté)], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp local family (inet 
| inet6)], 

[edit protocols pim rp local family (inet | ineté)], 

[edit routing-instances routing-instance-name protocols pim rp local family (inet | inet6)] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the local rendezvous point (RP) address. 


Options 


address—Local RP address. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Local PIM RPs | 314 
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| address (Anycast RPs) 


Syntax 


address address <forward-msdp-sa>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp local (inet | inet6) anycast-pim rp-set], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp local (inet | inet6) 
anycast-pim rp-set], 

[edit protocols pim rp local (inet | inet6) anycast-pim rp-set], 

[edit routing-instances routing-instance-name protocols pim rp local (inet | inet6) anycast-pim rp-set] 


Release Information 

Statement introduced in Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 

Configure the anycast rendezvous point (RP) addresses in the RP set. Multiple addresses can be configured 
in an RP set. If the RP has peer Multicast Source Discovery Protocol (MSDP) connections, then the RP 
must forward MSDP source active (SA) messages. 


Options 


address—RP address in an RP set. 


forward-msdp-sa—(Optional) Forward MSDP SAs to this address. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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address (Bidirectional Rendezvous Points) 


Syntax 


address address { 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 
hold-time seconds; 
priority number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp bidirectional], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp bidirectional], 
[edit protocols pim rp bidirectional], 

[edit routing-instances routing-instance-name protocols pim rp bidirectional] 


Release Information 
Statement introduced in Junos OS Release 12.1. 


Description 

Configure bidirectional rendezvous point (RP) addresses. The address can be a loopback interface address, 
an address of a link interface, or an address that is not assigned to an interface but belongs to a subnet 
that is reachable by the bidirectional PIM routers in the network. 


Options 
address—Bidirectional RP address. 
Default: 232.0.0.0/8 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Bidirectional PIM | 427 
Example: Configuring Bidirectional PIM | 433 
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| address (Static RPs) 


Syntax 


address address { 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 
override; 
version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp static], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp static], 
[edit protocols pim static], 

[edit routing-instances routing-instance-name protocols pim rp static] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure static rendezvous point (RP) addresses. You can configure a static RP in a logical system only if 
the logical system is not directly connected to a source. 


For each static RP address, you can optionally specify the PIM version and the groups for which this address 
can be the RP. The default PIM version is version 1. 


Options 
address—Static RP address. 
Default: 224.0.0.0/4 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Configuring the Static PIM RP Address on the Non-RP Routing Device | 320 
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| advertise-from-main-vpn-tables 


Syntax 


advertise-from-main-vpn-tables; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols bgp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols bgp], 
[edit protocols bgp], 

[edit routing-instances routing-instance-name protocols bgp], 


Release Information 
Statement introduced in Junos OS Release 12.3. 


Description 

Advertise VPN routes from the main VPN tables in the master routing instance (for example, bgp.I3vpn.0, 
bgp.mvpn.0) instead of advertising VPN routes from the tables in the VPN routing instances (for example, 
instance-name.inet.0, instance-name.mvpn.0). Enable nonstop active routing (NSR) support for BGP multicast 
VPN (MVPN). 


When this statement is enabled, before advertising a route for a VPN prefix, the path selection algorithm 
is run on all routes (local and received) that have the same route distinguisher (RD). 


NOTE: Adding or removing this statement causes all BGP sessions that have VPN address families 
to be removed and then added again. On the other hand, having this statement in the configuration 
prevents BGP sessions from going down when route reflector (RR) or autonomous system border 
router (ASBR) functionality is enabled or disabled on a routing device that has VPN address 
families configured. 


Default 


If you do not include this statement, VPN routes are advertised from the tables in the VPN routing instances. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Understanding Junos OS Routing Tables 
Types of VPNs 
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| algorithm 
Syntax 


algorithm algorithm-name; 


Hierarchy Level 


[edit protocols pim interface interface-name bfd-liveness-detection authentication], 
[edit routing-instances routing-instance-name protocols pim interface interface-name bfd-liveness-detection 
authentication] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Specify the algorithm to use for BFD authentication. 


Options 


algorithm-name—Name of algorithm to use for BFD authentication: 


e simple-password—Plain-text password. One to 16 bytes of plain text. One or more passwords can be 
configured. 


keyed-md5—Keyed Message Digest 5 hash algorithm for sessions with transmit and receive rates greater 
than 100 ms. 


meticulous-keyed-md5—Meticulous keyed Message Digest 5 hash algorithm. 


keyed-sha-1—Keyed Secure Hash Algorithm | for sessions with transmit and receive rates greater than 
100 ms. 


meticulous-keyed-sha-1—Meticulous keyed Secure Hash Algorithm I. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Bidirectional Forwarding Detection Authentication for PIM | 451 
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Configuring BFD Authentication for PIM | 266 
authentication | 1205 
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| allow-maximum (Multicast) 


Syntax 


allow-maximum; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
forwarding-cache], 

[edit logical-systems logical-system-name routing-options multicast forwarding-cache], 

[edit routing-instances routing-instance-name routing-options multicast forwarding-cache], 

[edit routing-options multicast forwarding-cache] 


Release Information 
Statement introduced in Junos OS Release 13.2. 


Description 


Allow the larger of global and family-level threshold values to take effect. 


This statement is optional when you configure a forwarding cache or PIM state limits. When this statement 
is included in the configuration and both a family-specific and a global configuration are present, the higher 
limits take precedence. 


For example: 


[edit routing-options multicast forwarding-cache] 
allow-maximum; 
family inet { 
threshold { 
suppress 100; 
reuse /5; 


} 
family ineté { 
threshold { 
suppress 600; 
reuse 500; 


} 

threshold { 
suppress 400; 
reuse 450; 


user@host# show multicast forwarding-cache statistics 





Instance: master Family: INET 


Suppress Threshold 400 
Reuse Value 400 
Currently Used Entries 0 





Instance: master Family: INET6 


Suppress Threshold 600 
Reuse Value 500 
Currently Used Entries 0 





This statement can be useful in single-stack devices on which |Pv4 traffic is expected or IPvé6 traffic is 
expected, but not both. 


Default 
By default, this statement is disabled. 


When this statement is omitted from the configuration, a family-specific forwarding cache configuration 
and a global forwarding cache configuration cannot be configured together. Either the global-specific 
configuration or the family-specific configuration is allowed, but not both. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring the Multicast Forwarding Cache | 1149 
Example: Configuring PIM State Limits | 984 
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| amt (IGMP) 


Syntax 


amt { 
relay { 
defaults { 
(accounting | no-accounting); 
group-policy [ policy-names }; 
query-interval seconds; 
query-response-interval seconds; 
robust-count number; 
ssm-map ssm-map-name; 
version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols igmp], 
[edit protocols igmp], 

[edit routing-instances routing-instance-name protocols igmp] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 


Configure Automatic Multicast Tunneling (AMT) relay attributes. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Default IGMP Parameters for AMT Interfaces | 531 
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| amt (Protocols) 


Syntax 


amt { 
relay { 
accounting; 
family { 
inet { 
anycast-prefix ip-prefix</prefix-length>; 
local-address ip-address; 


} 
secret-key-timeout minutes; 


tunnel-limit number; 


} 

traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols], 
[edit protocols], 

[edit routing-instances routing-instance-name protocols] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 
Enable Automatic Multicast Tunneling (AMT) on the router or switch. You must also configure the local 
address and anycast prefix for AMT to function. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


| Configuring the AMT Protocol | 528 


| anycast-pim 
Syntax 


anycast-pim { 
rp-set { 
address address <forward-msdp-sa>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp local family (inet | inet6)], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp local family (inet 
| inet6)], 

[edit protocols pim rp local family (inet | ineté)], 

[edit routing-instances routing-instance-name protocols pim rp local family (inet | inet6)] 


Release Information 

Statement introduced in Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure properties for anycast RP using PIM. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM Anycast With or Without MSDP | 327 
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| anycast-prefix 
Syntax 


anycast-prefix ip-prefix/<prefix-length>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt relay family inet], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt relay family inet], 
[edit protocols amt relay family inet], 

[edit routing-instances routing-instance-name protocols amt relay family inet] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 

Specify an IP address prefix to use for the Automatic Multicast Tunneling (AMT) relay anycast address. 
The prefix is advertised by unicast routing protocols to route AMT discovery messages to the router from 
nearby AMT gateways. The IP address that the prefix is derived from can be configured on any interface 
in the system. Typically, the router’s lo0.0 loopback address prefix is used for configuring the AMT anycast 
prefix in the default routing instance, and the router’s lo0.n loopback address prefix is used for configuring 
the AMT anycast prefix in VPN routing instances. However, the anycast address can be either the primary 
or secondary 100.0 loopback address. 


Default 


None. The anycast prefix must be configured. 


Options 
ip-prefix/<prefix-length>—IP address prefix. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| asm-override-ssm 


Syntax 


asm-override-ssm; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 

Statement introduced in Junos OS Release 9.4. 

Statement introduced in Junos OS Release 9.5 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Enable the routing device to accept any-source multicast join messages (*,G) for group addresses that are 
within the default or configured range of source-specific multicast groups. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast Groups with Any-Source Override | 399 
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| assert-timeout 


Syntax 


assert-timeout seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 

Multicast routing devices running PIM sparse mode often forward the same stream of multicast packets 
onto the same LAN through the rendezvous-point tree (RPT) and shortest-path tree (SPT). PIM assert 
messages help routing devices determine which routing device forwards the traffic and prunes the RPT 
for this group. By default, routing devices enter an assert cycle every 180 seconds. You can configure this 
assert timeout to be between 5 and 210 seconds. 


Options 

seconds—Time for routing device to wait before another assert message cycle. 
Range: 5 through 210 seconds 
Default: 180 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring the PIM Assert Timeout | 372 
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authentication (Protocols PIM) 


Syntax 


authentication { 
algorithm algorithm-name; 
key-chain key-chain-name; 
loose-check; 


Hierarchy Level 


[edit protocols pim interface interface-name family (inet | inet6) bfd-liveness-detection], 
[edit routing-instances routing-instance-name protocols pim interface family (inet | inet6) interface-name 
bfd-liveness-detection] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure the algorithm, security keychain, and level of authentication for BFD sessions running on PIM 
interfaces. 


The remaining statements are explained separately. See CLI Explorer. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD Authentication for PIM | 266 

Configuring BFD for PIM | 264 

Understanding Bidirectional Forwarding Detection Authentication for PIM | 451 
bfd-liveness-detection | 1217 

key-chain (Protocols PIM) | 1380 
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loose-check | 1402 
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authentication-key 


Syntax 


authentication-key peer-key; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name 
peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp peer address], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances routing-instance-name protocols msdp group group-name peer address], 

[edit routing-instances routing-instance-name protocols msdp peer address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Associate a Message Digest 5 (MD5) signature option authentication key with an MSDP peering session. 


Default 


If you do not include this statement, the routing device accepts any valid MSDP messages from the peer 
address. 


Options 

peer-key—MD5 authentication key. The peer key can be a text string up to 16 letters and digits long. Strings 
can include any ASCII characters with the exception of (, ), & and [. If you include spaces in an MSDP 
authentication key, enclose all characters in quotation marks (“”). 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP in a Routing Instance | 499 
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| auto-rp 
Syntax 


auto-rp { 
(announce | discovery | mapping); 
(mapping-agent-election | no-mapping-agent-election); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced in Junos OS Release 7.5. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 

The auto-rp options announce and mapping are not supported on QFX5220-32CD devices running Junos 
OS Evolved Release 19.3R1, 19.4R1, or 20.1R1. 


Description 


Configure automatic RP announcement and discovery. 


Options 
announce—Configure the routing device to listen only for mapping packets and also to advertise itself if 
it is an RP. 


discovery—Configure the routing device to listen only for mapping packets. 


mapping—Configures the routing device to announce, listen for and generate mapping packets, and 
announce that the routing device is eligible to be an RP. 


The remaining statement is explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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| Configuring PIM Auto-RP 


| autodiscovery 


Syntax 


autodiscovery { 
inet-mdt; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim mvpn family inet], 
[edit routing-instances routing-instance-name protocols pim mvpn family inet] 


Release Information 

Statement introduced in Junos OS Release 9.4. 

Statement moved to [..protocols pim mvpn family inet] from [.. protocols pim mvpn] in Junos OS Release 
13.3. 


Description 


For draft-rosen 7, enable the PE routers in the VPN to discover one another automatically. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 
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| autodiscovery-only 


Syntax 


autodiscovery-only { 
intra-as { 
inclusive; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn family inet | ineté 


1, 


[edit routing-instances routing-instance-name protocols mvpn family inet | ineté ] 


Release Information 

Statement introduced in Junos OS Release 9.4. 

Statement moved to [..protocols pim mvpn family inet] from [.. protocols mvpn] in Junos OS Release 13.3. 
Support for IPv6é added in Junos OS Release 17.3R1. 


Description 
Enable the Rosen multicast VPN to use the MDT-SAFI autodiscovery NLRI. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 
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| backoff-period 


Syntax 


backoff-period milliseconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name bidirectional 
df-election], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name bidirectional df-election], 

[edit protocols pim interface (Protocols PIM) interface-name bidirectional df-election], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name bidirectional 
df-election] 


Release Information 
Statement introduced in Junos OS Release 12.1. 


Description 
Configure the designated forwarder (DF) election backoff period for bidirectional PIM. The backoff-period 


statement configures the period that the acting DF waits between receiving a better DF Offer and sending 
the Pass message to transfer DF responsibility. 


NOTE: Junos OS checks rendezvous point (RP) unicast reachability before accepting incoming 
DF messages. DF messages for unreachable rendezvous points are ignored. This is needed to 
prevent the following example scenario. Routers A and B are downstream routers on the same 
LAN, and both are supposed to send DF election messages with an infinite metric on their 
upstream interfaces (reverse-path forwarding [RPF] interfaces). Router A has a higher IP address 
than Router B. When both routers lose the path to the RP, both send an Offer message with the 
infinite metric onto the LAN. Router A wins the election because it has a higher IP address, and 
Router B backs off as a result. After three Offer messages, according to RFC 5015, Router A 
looks up the RP and finds no path to the RP. As a result, Router A transitions to the Lose state 
and sends nothing. On the other hand, after backing off for an interval of 3 x the Offer period, 
Router B does not receive any messages, and resumes the DF election by sending a new Offer 
message. Hence, the pattern repeats indefinitely. 


Options 
milliseconds—Period that the acting DF waits between receiving a better DF Offer and sending the Pass 
message to transfer DF responsibility. 
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Range: 100 through 65,535 milliseconds 
Default: 1000 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Bidirectional PIM | 427 
Example: Configuring Bidirectional PIM | 433 
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| backup-pe-group 
Syntax 


backup-pe-group group-name { 
backups [ addresses ]; 
local-address address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 

Statement introduced in Junos OS Release 9.0. 

Statement introduced in Junos OS Release 9.5 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 
Configure a backup provider edge (PE) group for ingress PE redundancy when point-to-multipoint 
label-switched paths (LSPs) are used for multicast distribution. 


Options 


group-name—Name of the group for PE backups. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Ingress PE Redundancy | 1158 
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| backup (MBGP MVPN) 


Syntax 


backup address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn static-umh], 
[edit routing-instances routing-instance-name protocols mvpn static-umh] 


Release Information 
Statement introduced in Junos OS Release 15.1. 


Description 


Define a backup upstream multicast hop (UMH) for type 7 (S,G) routes. 


If the primary UMH is unavailable, the backup is used. If neither UMH is available, no UMH is selected. 


Options 
address—Address of the backup UMH. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 


Tunnels | 859 
Example: Configuring Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 863 


sender-based-rpf | 1591 
static-umh (MBGP MVPN) | 1635 





unicast-umh-election | 1697 
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| backups 


Syntax 


backups [ addresses ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
backup-pe-group group-name], 

[edit logical-systems logical-system-name routing-options multicast backup-pe-group group-name], 

[edit routing-instances routing-instance-name routing-options multicast backup-pe-group group-name], 

[edit routing-options multicast backup-pe-group group-name] 


Release Information 

Statement introduced in Junos OS Release 9.0. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure the address of backup PEs for ingress PE redundancy when point-to-multipoint label-switched 
paths (LSPs) are used for multicast distribution. 


Options 
addresses—Addresses of other PEs in the backup group. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Ingress PE Redundancy | 1158 
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| bandwidth 


Syntax 


bandwidth ( bps | adaptive ); 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast flow-map], 
[edit logical-systems logical-system-name routing-options multicast flow-map], 

[edit routing-instances routing-instance-name routing-options multicast flow-map], 

[edit routing-options multicast flow-map] 


Release Information 

Statement introduced in Junos OS Release 8.3. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure the bandwidth property for multicast flow maps. 


Options 
adaptive—Specify that the bandwidth is measured for the flows that are matched by the flow map. 


bps—Bandwidth, in bits per second, for the flow map. 
Range: O through any amount of bandwidth 
Default: 2 Mbps 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring a Multicast Flow Map | 1153 
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| bfd-liveness-detection (Protocols PIM) 


Syntax 


bfd-liveness-detection { 

authentication { 
algorithm algorithm-name; 
key-chain key-chain-name; 
loose-check; 

} 

detection-time { 
threshold milliseconds; 

} 

minimum-interval milliseconds; 

minimum-receive-interval milliseconds; 

multiplier number; 

no-adaptation; 

transmit-interval { 
minimum-interval milliseconds; 
threshold milliseconds; 

} 


version (0 | 1 | automatic); 


Hierarchy Level 


[edit protocols pim interface (Protocols PIM) interface-name family (inet | inet6)], 
[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name family (inet | 
inet6)] 


Release Information 

Statement introduced in Junos OS Release 8.1. 

authentication option introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure bidirectional forwarding detection (BFD) timers and authentication for PIM. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 


1218 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 
Configuring BFD Authentication for PIM | 266 
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| bidirectional (Interface) 


Syntax 


bidirectional { 
df-election { 
backoff-period milliseconds; 
offer-period milliseconds; 
robustness-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name}], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name] 


Release Information 
Statement introduced in Junos OS Release 12.1. 


Description 


Configure parameters for bidirectional PIM. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Bidirectional PIM | 427 
Example: Configuring Bidirectional PIM | 433 


1220 


| bidirectional (RP) 
Syntax 


bidirectional { 
address address { 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 


hold-time seconds; 


priority number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 
Statement introduced in Junos OS Release 12.1. 


Description 


Configure the routing device’s rendezvous-point (RP) properties for bidirectional PIM. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Bidirectional PIM | 427 
Example: Configuring Bidirectional PIM | 433 
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| bootstrap 


Syntax 


bootstrap { 
family (inet | inet6) { 
export [ policy-names ]; 
import [ policy-names ]; 
priority number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced in Junos OS Release 7.6. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure parameters to control bootstrap routers and messages. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Bootstrap Properties for IPv4 | 334 
Configuring PIM Bootstrap Properties for IPv4 or IPv6é | 336 
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| bootstrap-export 


Syntax 


bootstrap-export [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Apply one or more export policies to control outgoing PIM bootstrap messages. 


Options 


policy-names—Name of one or more import policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Bootstrap Properties for IPv4 | 334 
Configuring PIM Bootstrap Properties for IPv4 or IPv6é | 336 
bootstrap-import | 1223 
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| bootstrap-import 


Syntax 


bootstrap-import [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Apply one or more import policies to control incoming PIM bootstrap messages. 


Options 


policy-names—Name of one or more import policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Bootstrap Properties for IPv4 | 334 
Configuring PIM Bootstrap Properties for IPv4 or IPv6é | 336 
bootstrap-export | 1222 
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| bootstrap-priority 
Syntax 


bootstrap-priority number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 
Configure whether this routing device is eligible to be a bootstrap router. In the case of a tie, the routing 
device with the highest IP address is elected to be the bootstrap router. 


Options 
number—Priority for becoming the bootstrap router. A value of O means that the routing device is not 
eligible to be the bootstrap router. 

Range: O through 255 

Default: O 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Bootstrap Properties for IPv4 | 334 
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| cmcast-joins-limit-inet (MVPN Selective Tunnels) 


Syntax 


cmcast-joins-limit-inet number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances instance-name provider-tunnel selective], 
[edit routing-instances instance-name provider-tunnel selective] 


Release Information 
Statement introduced in Junos OS Release 13.3. 


Description 


Configure the maximum number of IPv4 customer multicast entries 


The purpose of the cmcast-joins-limit-inet statement is to supplement the multicast forwarding-cache 
limit when the MVPN rpt-spt mode is configured and when traffic is flowing through selective service 
provider multicast service inteface (S-PMSI) tunnels and is forwarded by way of the (*,G) entry, even though 
the forwarding cache limit has already blocked the forwarding entries from being created. 


The cmcast-joins-limit-inet statement limits the number of Type-6 and Type-7 routes. These routes contain 
customer-route control information. 


You can configure the cmcast-joins-limit-inet statement only when the MVPN mode is rpt-spt. 


This statement is independent of the leaf-tunnel-limit-inet statement and of the forwarding-cache threshold 
statement. 


The cmcast-joins-limit-inet statement is applicable on the egress PE router. It limits the customer multiccast 
entries created in response to PIM (*,G) and (S,G) join messages. This statement is applicable to both type-6 
and type-7 routes because the intention is to limit the egress forwarding entries, and in rpt-spt mode, an 
MVPN creates forwarding entries for both of these route types (in other words, for both (*,G) and (S,G) 
entries). However, this statement does not block BGP-created customer multicast entries because the 
purpose of this statement is to prevent the creation of forwarding entries on the egress PE router only 
and only for non-remote receivers. If remote-side customer multicast entries or forwarding entries need 
to be limited, you can use forwarding-cache threshold on the ingress routers, in which case this statement 
is not required. 


By placing a limit on the customer multicast entries, you can ensure that when the limit is reached or the 
maximum forwarding state is created, all further local join messages will be blocked by the egress PE router. 
This ensures that traffic is flowing for only those multicast entries that are permitted. 
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If another PE router is interested in the traffic, it might pull the traffic from the ingress PE router by sending 
type-6 and type-7 routes. To prevent forwarding in this case, you can configure the leaf tunnel limit 
(leaf-tunnel-limit-inet). By preventing type-4 routes from being sent in response to type-3 routes, the 
formation of selective tunnels is blocked when the tunnel limit is reached. This ensures that traffic flows 
only for the routes within the tunnel limit . For all other routes, traffic flows only to the PE routers that 
have not reached the configured limit. 


Setting the cmcast-joins-limit-inet statement or reducing the value of the limit does not alter or delete 
the already existing and installed routes. If needed, you can run the clear pim join command to force the 
limit to take effect. Those routes that cannot be processed because of the limit are added to a queue, and 
this queue is processed when the limit is removed or increased and when existing routes are deleted. 


Default 
Unlimited 


Options 


number—Maximum number of customer multicast entries for IPv4. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Examples: Configuring the Multicast Forwarding Cache | 1149 
Example: Configuring MBGP Multicast VPN Topology Variations | 774 
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| cmcast-joins-limit-inet6 (MVPN Selective Tunnels) 


Syntax 


cmcast-joins-limit-inet6 number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances instance-name provider-tunnel selective], 
[edit routing-instances instance-name provider-tunnel selective] 


Release Information 
Statement introduced in Junos OS Release 13.3. 


Description 


Configure the maximum number of IPv4 customer multicast entries 


The purpose of the cmcast-joins-limit-inet6 statement is to supplement the multicast forwarding-cache 
limit when the MVPN rpt-spt mode is configured and when traffic is flowing through selective service 
provider multicast service inteface (S-PMSI) tunnels and is forwarded by way of the (*,G) entry, even though 
the forwarding cache limit has already blocked the forwarding entries from being created. 


The cmcast-joins-limit-inet6 statement limits the number of Type-6 and Type-7 routes. These routes 
contain customer-route control information. 


You can configure the cmcast-joins-limit-inet6 statement only when the MVPN mode is rpt-spt. 


This statement is independent of the leaf-tunnel-limit-inet6 statement and of the forwarding-cache 
threshold statement. 


The cmcast-joins-limit-inet6 statement is applicable on the egress PE router. It limits the customer multiccast 
entries created in response to PIM (*,G) and (S,G) join messages. This statement is applicable to both type-6 
and type-7 routes because the intention is to limit the egress forwarding entries, and in rpt-spt mode, an 
MVPN creates forwarding entries for both of these route types (in other words, for both (*,G) and (S,G) 
entries). However, this statement does not block BGP-created customer multicast entries because the 
purpose of this statement is to prevent the creation of forwarding entries on the egress PE router only 
and only for non-remote receivers. If remote-side customer multicast entries or forwarding entries need 
to be limited, you can use forwarding-cache threshold on the ingress routers, in which case this statement 
is not required. 


By placing a limit on the customer multicast entries, you can ensure that when the limit is reached or the 
maximum forwarding state is created, all further local join messages will be blocked by the egress PE router. 
This ensures that traffic is flowing for only those multicast entries that are permitted. 
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If another PE router is interested in the traffic, it might pull the traffic from the ingress PE router by sending 
type-6 and type-7 routes. To prevent forwarding in this case, you can configure the leaf tunnel limit 
(leaf-tunnel-limit-inet6). By preventing type-4 routes from being sent in response to type-3 routes, the 
formation of selective tunnels is blocked when the tunnel limit is reached. This ensures that traffic flows 
only for the routes within the tunnel limit . For all other routes, traffic flows only to the PE routers that 
have not reached the configured limit. 


Setting the cmcast-joins-limit-inet6 statement or reducing the value of the limit does not alter or delete 
the already existing and installed routes. If needed, you can run the clear pim join command to force the 
limit to take effect. Those routes that cannot be processed because of the limit are added to a queue, and 
this queue is processed when the limit is removed or increased and when existing routes are deleted. 


Default 
Unlimited 


Options 


number—Maximum number of customer multicast entries for IPv4. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Examples: Configuring the Multicast Forwarding Cache | 1149 
Example: Configuring MBGP Multicast VPN Topology Variations | 774 
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| cont-stats-collection-interval 


Syntax 


cont-stats-collection-interval interval; 


Hierarchy Level 


[edit logical-systems name routing-instances name routing-options multicast], 

[edit logical-systems name routing-options multicast], 

[edit logical-systems name tenants name routing-instances name routing-options multicast], 
[edit routing-instances name routing-options multicast], 

[edit routing-options multicast], 

[edit tenants name routing-instances name routing-options multicast] 


Release Information 
Statement introduced in Junos OS Release 19.4R1 for MX Series routers 


Description 
Change the default interval (in seconds) at which continuous, persistent IGMP and MLD statistics are 
stored on devices that support continuous statistics collection. 


Junos OS multicast devices collect statistics of received and transmitted IGMP and MLD control packets 
for active subscribers. Devices that support continuous IGMP and MLD statistics collection also maintain 
persistent, continuous statistics of IGMP and MLD messages for past and currently active subscribers. The 
device preserves these continuous statistics across routing daemon restarts, graceful Routing Engine 
switchovers, ISSU, or line card reboot operations. Junos OS stores continuous statistics ina shared database 
and copies it to the backup Routing Engine at this configured interval to avoid too much processing 
overhead on the Routing Engine. 


The show igmp statistics and show mld statistics CLI commands display currently active subscriber IGMP 
or MLD statistics by default, or you can include the continuous option with either of those commands to 
display the continuous statistics instead. 


Default 


300 seconds (5 minutes) 


Options 
interval—Interval in seconds at which you want the device to store collected continuous IGMP and MLD 
Statistics. 


Range: 60 seconds to 3600 seconds (5 minutes to 1 hour). 


Required Privilege Level 
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routing 


RELATED DOCUMENTATION 


show igmp statistics | 1874 
show mld statistics | 1898 
clear igmp statistics | 1739 
clear mld statistics | 1747 





| count 


Syntax 


count number; 


Hierarchy Level 


[edit protocols piminterfaceinterface-name multiple-triggered-joins] 


Release Information 
Statement introduced in Junos OS Release 19.1R1 for SRX Series devices. 


Description 

Specify the count for the number of triggered joins to be sent between PIM neighbors through the PIM 
interface. Optionally, you can configure the count number using the count statement at the [edit protocols 
pim interface interface-name multiple-triggered-joins] hierarchy level. 


Range: 5 through 15 
Default: 5 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


interface | 1365 
multiple-triggered-joins | 1455 
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| create-new-ucast-tunnel 


Syntax 


create-new-ucast-tunnel; 


Hierarchy Level 


[edit routing-instances routing-instance-name provider-tunnel ingress-replication], 
[edit routing-instances routing-instance-name provider-tunnel selective group address source source-address 
ingress-replication] 


Release Information 
Statement introduced in Junos OS Release 10.4. 


Description 

One of two modes for building unicast tunnels when ingress replication is configured for the provider 
tunnel. When this statement is configured, each time a new destination is added to the multicast distribution 
tree, a new unicast tunnel to the destination is created in the ingress replication tunnel. The new tunnel 
is deleted if the destination is no longer needed. Use this mode for RSVP LSPs using ingress replication. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Ingress Replication for IP Multicast Using MBGP MVPNs | 705 
mpls-internet-multicast | 1437 
ingress-replication | 1348 
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| dampen 
Syntax 


dampen minutes 


Hierarchy Level 


[edit logical-systems logical-system--name protocols mvpn mvpn-mode spt-only source-active-advertisement], 

[edit logical-systems logical-system--name routing-instances instance-name protocols mvpn mvpn-mode spt-only 
source-active-advertisement], 

[edit routing-instances protocols mvpn mvpn-mode spt-only source-active-advertisement], 

[edit routing-instances instance-name protocols mvpn mvpn-mode spt-only source-active-advertisement] 


Release Information 
Statement introduced in Junos OS Release 17.1. 


Description 


Time to wait before re-advertising the source-active route (1 to 30 minutes). After traffic on the ingress 
PE falls below the threshold set for min-rate, this is length of time that resuming traffic must continue to 
exceed the min-rate before the ingress PE can start re-advertising Source-Active A-D routes. 


The default is 1 minute. 


To verify that the value is set as expected, you can check whether the Type 5 (Source-Active route) has 
been advertised using the show route table vrf.mvpn.0 command. It may take several minutes before you 
can see the changes in the Source-Active A-D route advertisement after making changes to the min-rate. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring SPT-Only Mode for Multiprotocol BGP-Based Multicast VPNs 
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| data-encapsulation 


Syntax 


data-encapsulation (disable | enable); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 
[edit protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure a rendezvous point (RP) using MSDP to encapsulate multicast data received in MSDP register 
messages inside forwarded MSDP source-active messages. 


Default 


If you do not include this statement, the RP encapsulates multicast data. 


Options 
disable—(Optional) Do not use MSDP data encapsulation. 


enable—Use MSDP data encapsulation. 


Default: enable 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
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| data-forwarding 


Syntax 


data-forwarding { 
receiver { 
install; 
mode (proxy | transparent); 
(source-list | source-vlans) vian-list; 
translate; 


} 
source { 
groups group-prefix; 


Hierarchy Level 


[edit protocols igmp-snooping vlan (vian-name)] 
[edit logical-systems name protocols igmp-snooping vlan vian-name], 


Release Information 
Statement introduced in Junos OS Release 9.6 for EX Series switches. 
Statement introduced in Junos OS Release 12.3 for the QFX Series. 


Description 
Configure a data-forwarding VLAN as a multicast source VLAN (MVLAN) or a receiver VLAN using the 
multicast VLAN registration (MVR) feature. 


You can configure a data-forwarding VLAN as either a multicast source VLAN (an MVLAN) or a multicast 
receiver VLAN (an MVR receiver VLAN), but not both. 


e When you configure an MVR receiver VLAN, you must also configure the MVLANs you list as source 
VLANs for that MVR receiver VLAN. 


e When you configure a source MVLAN, you aren't required to set up MVR receiver VLANs at the same 
time; you can configure those later. 


MVR is only supported with IGMP version 2 (IGMPv2). 
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NOTE: The mode, source-list, and translate statements are only applicable to MVR configuration 
on EX Series switches that support the Enhanced Layer 2 Software (ELS) configuration style. 
The source-vlans statement is applicable only to EX Series switches that do not support ELS, 
and is equivalent to the ELS source-list statement. 


The receiver, source, and mode statements and options are explained separately. See CLI Explorer. 


Default 
Disabled 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Multicast VLAN Registration | 221 


Example: Configuring Multicast VLAN Registration on EX Series Switches Without ELS | 245 
Configuring Multicast VLAN Registration on EX Series Switches | 232 
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| data-mdt-reuse 


Syntax 


data-mdt-reuse; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel pim mdt], 
[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family inet | ineté 
mdt], 


[edit routing-instances routing-instance-name provider-tunnel family inet | inet6é mdt] 


Release Information 

Statement introduced in Junos OS Release 10.0. In Junos OS Release 17.3R1, the mdt hierarchy was 
moved from provider-tunnel to the provider-tunnel family inet and provider-tunnel family inet6 hierarchies 
as part of an upgrade to add IPv6 support for default MDT in Rosen 7, and data MDT for Rosen 6 and 
Rosen 7. The provider-tunnel mdt hierarchy is now hidden for backward compatibility with existing scripts. 


Description 


Enable dynamic reuse of data MDT group addresses. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Enabling Dynamic Reuse of Data MDT Group Addresses | 661 
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| default-peer 


Syntax 


default-peer; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name 
peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances routing-instance-name protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp group group-name], 

[edit routing-instances routing-instance-name protocols msdp group group-name peer address], 

[edit routing-instances routing-instance-name protocols msdp peer address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Establish this peer as the default MSDP peer and accept source-active messages from the peer without 
the usual peer-reverse-path-forwarding (peer-RPF) check. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
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| default-vpn-source 


Syntax 


default-vpn-source { 
interface-name interface-name; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 
[edit protocols pim] 


Release Information 
Statement introduced in Junos OS Release 10.1. 


Description 

Enable the router to use the primary loopback address configured in the default routing instance as the 
source address when PIM hello messages, join messages, and prune messages are sent over multicast 
tunnel interfaces for interoperability with other vendors’ routers. 


The remaining statements are explained separately. See CLI Explorer. 


Default 


By default, the router uses the loopback address configured in the VRF routing instance as the source 
address when sending PIM hello messages, join messages, and prune messages over multicast tunnel 
interfaces. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


interface-name | 1371 
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| defaults 


Syntax 


defaults { 
(accounting | no-accounting); 
group-policy [ policy-names }; 
query-interval seconds; 
query-response-interval seconds; 
robust-count number; 
ssm-map ssm-map-name; 
version version; 


Hierarchy Level 


[edit logical-systems logical-system-name statement-name protocols igmp amt relay], 

[edit logical-systems logical-system-name routing-instances routing-instance-name statement-name protocols igmp 
amt relay], 

[edit protocols igmp amt relay], 

[edit routing-instances routing-instance-name statement-name protocols igmp amt relay] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 
Configure default IGMP attributes for all Automatic Multicast Tunneling (AMT) interfaces. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| dense-groups 


Syntax 


dense-groups { 
addresses; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure which groups are operating in dense mode. 


Options 


addresses—Address of groups operating in dense mode. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Sparse-Dense Mode Properties | 279 
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| detection-time (BFD for PIM) 


Syntax 


detection-time { 
threshold milliseconds; 


Hierarchy Level 


[edit protocols pim interface interface-name bfd-liveness-detection], 
[edit routing-instances routing-instance-name protocols pim interface interface-name bfd-liveness-detection] 


Release Information 

Statement introduced in Junos OS Release 8.2. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Support for BFD authentication introduced in Junos OS Release 9.6. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Enable BFD failure detection. The BFD failure detection timers are adaptive and can be adjusted to be 
faster or slower. The lower the BFD failure detection timer value, the faster the failure detection and vice 
versa. For example, the timers can adapt to a higher value if the adjacency fails (that is, the timer detects 
failures more slowly). Or a neighbor can negotiate a higher value for a timer than the configured value. 
The timers adapt to a higher value when a BFD session flap occurs more than three times in a span of 15 
seconds. A back-off algorithm increases the receive (Rx) interval by two if the local BFD instance is the 
reason for the session flap. The transmission (Tx) interval is increased by two if the remote BFD instance 
is the reason for the session flap. You can use the clear bfd adaptation command to return BFD interval 
timers to their configured values. The clear bfd adaptation command is hitless, meaning that the command 
does not affect traffic flow on the routing device. 


The remaining statement is explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 
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bfd-liveness-detection | 1217 
threshold | 1646 


| df-election 


Syntax 


df-election { 
backoff-period milliseconds; 
offer-period milliseconds; 
robustness-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name bidirectional], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name bidirectional], 

[edit protocols pim interface (Protocols PIM) interface-name bidirectional], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name bidirectional] 


Release Information 
Statement introduced in Junos OS Release 12.1. 


Description 


Optionally, configure the designated forwarder (DF) election parameters for bidirectional PIM. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Bidirectional PIM | 427 
Example: Configuring Bidirectional PIM | 433 
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| disable 


Syntax 


disable; 


Hierarchy: disable (Protocols IGMP) 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Hierarchy: disable (Protocols SAP) 


[edit logical-systems logical-system-name protocols sap], 
[edit protocols sap] 


Hierarchy: disable (Protocols MSDP) 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name 
peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances routing-instance-name protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp group group-name], 

[edit routing-instances routing-instance-name protocols msdp group group-name peer address], 

[edit routing-instances routing-instance-name protocols msdp peer address] 


Hierarchy: disable (Protocols MLD) 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


disable (PIM Graceful Restart) 


1244 


[edit logical-systems logical-system-name protocols pim graceful-restart], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim graceful-restart], 
[edit protocols pim graceful-restart], 

[edit routing-instances routing-instance-name protocols pim graceful-restart] 


Hierarchy: disable (Protocols DVMRP) 


[edit logical-systems logical-system-name protocols dvmrp], 

[edit logical-systems logical-system-name protocols dvmrp interface interface-name], 
[edit protocols dvmrp], 

[edit protocols dvmrp interface interface-name] 


Hierarchy: disable (PIM) 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name protocols pim family (inet | inet6)], 

[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name protocols pim rp local family (inet | ineté)], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp local family (inet 
| inet6)], 

[edit protocols pim], 

[edit protocols pim family (inet | inet6)], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit protocols pim rp local family (inet | ineté)], 

[edit routing-instances routing-instance-name protocols pim], 

[edit routing-instances routing-instance-name protocols pim family (inet | inet6)], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim mvpn family (inet | inet6)], 

[edit routing-instances routing-instance-name protocols pim rp local family (inet | inet6)] 


disable (Multicast Snooping) 


[edit multicast-snooping-options graceful-restart] 


Hierarchy: disable (Protocols MLD Snooping) 


[edit protocols mld-snooping vian (all | vian-name)] 


disable (IGMP Snooping) 


[edit protocols igmp-snooping vlan (all | vian-name)] 


disable (MLD Snooping) 


[edit protocols mld-snooping vlan (all | vian-name)] 


Hierarchy: disable (IGMP Snooping) 


[edit protocols igmp-snooping vlan vian-name] 


Release Information 

address (Local RPs) and disable (Protocols IGMP) and disable (Protocols SAP) and disable (PIM) and disable 
(Protocols MLD) and disable (Protocols MSDP) introduced before Junos OS Release 7.4. 

address (Local RPs) and disable (Protocols IGMP)introduced in Junos OS Release 9.0 for EX Series switches. 
disable (IGMP Snooping)introduced in Junos OS Release 9.2 for EX Series switches. 

disable statement extended to the [family] hierarchy level of disable (PIM) in Junos OS Release 9.6. 
disable (IGMP Snooping) introduced in Junos OS Release 11.1 for the QFX Series. 

disable (MLD Snooping) introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 

address (Local RPs) introduced in Junos OS Release 11.3 for the QFX Series. 

disable (Protocols IGMP) and disable (Protocols MLD Snooping) and disable (Protocols MSDP)introduced 
in Junos OS Release 12.1 for the QFX Series. 

disable (Protocols MLD Snooping)introduced in Junos OS Release 12.1 for EX Series switches. 

disable (Multicast Snooping) introduced in Junos OS Release 12.3. 

address (Local RPs) and disable (Protocols MSDP) introduced in Junos OS Release 14.1X53-D20 for the 
OCX Series. 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 
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Description 
disable (Protocols IGMP)disables IGMP on the system. 


disable (Protocols SAP)explicitly disables SAP. 

disable (Protocols MSDP) explicitly disables MSDP. 

disable (Protocols MLD)disables MLD on the system. 

disable (PIM Graceful Restart)explicitly disables PIM sparse mode graceful restart. 
disable (Protocols DVMRP)explicitly disables DVMRP on the system or on an interface. 
disable (PIM)explicitly disable PIM at the protocol, interface or family hierarchy levels. 
disable (Multicast Snooping)explicitly disables graceful restart for multicast snooping. 


disable (Protocols MLD Snooping)disables MLD snooping on the VLAN. Multicast traffic will be flooded 
to all interfaces in the VLAN except the source interface. 


disable (IGMP Snooping)disables IGMP snooping on the VLAN. Multicast traffic will be flooded to all 
interfaces on the VLAN except the source interface. 


disable (IGMP Snooping)disables IGMP snooping on all interfaces in a VLAN. 


Default 


If you do not include this statement, MLD snooping is enabled on all interfaces in the VLAN. 


If you do not include this statement in the configuration for a VLAN, IGMP snooping is enabled on the 
VLAN. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


mlid-snooping | 1422 

Disabling IGMP | 53 

Disabling MLD | 84 

Disabling PIM | 379 

family (Protocols PIM) | 1276 

Configuring the Session Announcement Protocol | 522 

Configuring PIM Sparse Mode Graceful Restart | 483 

Example: Configuring Multicast Snooping | 1082 

Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 


show mld-snooping vlans | 1917 
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| disable (IGMP Snooping) 


Syntax 


disable; 


Hierarchy Level 


[edit protocols igmp-snooping vlan vian-name] 


Release Information 
Statement introduced in Junos OS Release 9.2 for EX Series switches. 
Statement introduced in Junos OS Release 11.1 for the QFX Series. 


Description 
Disable IGMP snooping on the VLAN. Without IGMP snooping, multicast traffic will be flooded to all 
interfaces on the VLAN except the source interface. 


This option is available only on legacy switches that do not support the Enhanced Layer 2 Software (ELS) 
configuration style. On these switches, IGMP snooping is enabled by default on all VLANs, and this 
statement includes the disable option if you want to disable IGMP snooping selectively on some VLANs 
or disable it on all VLANs. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping on Switches | 127 
Configuring IGMP Snooping on Switches | 118 
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| disable (Protocols MLD Snooping) 


Syntax 


disable; 


Hierarchy Level 


[edit protocols mld-snooping vian (all | vian-name)] 


Release Information 
Statement introduced in Junos OS Release 12.1 for EX Series switches. 


Description 


Disable MLD snooping on the VLAN. Multicast traffic will be flooded to all interfaces in the VLAN except 
the source interface. 


Default 


If you do not include this statement, MLD snooping is enabled on all interfaces in the VLAN. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 


show mld-snooping vlans | 1917 
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| disable (Multicast Snooping) 


Syntax 


disable; 


Hierarchy Level 


[edit multicast-snooping-options graceful-restart] 


Release Information 
Statement introduced in Junos OS Release 12.3. 


Description 


Explicitly disable graceful restart for multicast snooping. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast Snooping | 1082 
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| disable (PIM) 


Syntax 


disable; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name protocols pim family (inet | inet6)], 

[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name protocols pim rp local family (inet | ineté)], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp local family (inet 
| inet6)], 

[edit protocols pim], 

[edit protocols pim family (inet | inet6)], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit protocols pim rp local family (inet | ineté)], 

[edit routing-instances routing-instance-name protocols pim], 

[edit routing-instances routing-instance-name protocols pim family (inet | inet6)], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim mvpn family (inet | inet6)], 

[edit routing-instances routing-instance-name protocols pim rp local family (inet | inet6)] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

disable statement extended to the [family] hierarchy level in Junos OS Release 9.6. 
Statement introduced in Junos OS Release 9.0 for EX Series switches. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Explicitly disable PIM at the protocol, interface or family hierarchy levels. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Disabling PIM | 379 
family (Protocols PIM) | 1276 


| disable (Protocols MLD) 


Syntax 


disable; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 
Disable MLD on the system. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Disabling MLD | 84 
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| disable (Protocols MSDP) 


Syntax 


disable; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name 
peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances routing-instance-name protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp group group-name], 

[edit routing-instances routing-instance-name protocols msdp group group-name peer address], 

[edit routing-instances routing-instance-name protocols msdp peer address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Explicitly disable MSDP. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Disabling MSDP | 517 
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| disable (Protocols SAP) 


Syntax 


disable; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols sap], 
[edit protocols sap] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 
Explicitly disable SAP. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the Session Announcement Protocol | 522 
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| distributed-dr 


Syntax 


distributed-dr; 


Hierarchy Level 


[edit dynamic-profiles name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems name routing-instances name protocols pim interface (Protocols PIM) interface-name], 
[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances name protocols pim interface (Protocols PIM) interface-name] 


Release Information 
Statement introduced in Junos OS Release 17.2R1. 


Description 

Enable PIM distributed designated-router (DR) functionality on IRB interfaces associated with EVPN virtual 
LANs (VLANs) that have been configured with IGMP snooping. By effectively disabling certain PIM features 
that are not required in this scenario, this statement supports using PIM to perform intersubnet, that is, 
inter-VLAN, multicast routing more efficiently. 


When you configure this statement, PIM ignores the DR status of the interface when processing IGMP 
reports received on the interface. When the interface receives the IGMP report, the provider edge (PE) 
device sends PIM upstream join messages to pull the multicast stream and forward it to the 
interface—regardless of the DR status of the interface. The statement also disables the PIM assert 
mechanism on the interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Preserving Bandwidth with IGMP Snooping in an EVPN-VXLAN Environment 
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| distributed (IGMP) 


Syntax 


distributed; 


Hierarchy Level 


[edit protocols igmp interface interface-name], 
[edit dynamic-profiles protocols igmp interface $junos-interface-name] 


Release Information 

Statement introduced in Junos OS Release 14.1X50. 

Support added in Junos OS Release 18.2R1 for using distributed IGMP in conjunction with Multipoint 
LDP (mLDP) in-band signalling. 


Description 


Enable distributed IGMP by moving IGMP processing from the Routing Engine to the Packet Forwarding 
Engine. Distributed IGMP reduces the join and leave latency of IGMP memberships. 


Distributed IGMP is only available when chassis network-services enhanced-ip is configured. 


NOTE: When you enable distributed IGMP, the following interface options are not supported 
on the Packet Forwarding Engine: oif-map, group-limit, ssm-map, and static. However, the 
ssm-map-policy option is supported on distributed IGMP interfaces. The traceoptions and 
accounting statements can only be enabled for IGMP operations still performed on the Routing 
Engine; they are not supported on the Packet Forwarding Engine. The clear igmp membership 
command is not supported when distributed IGMP is enabled. 


When the distributed command is enabled in conjunction with mldp-inband-signalling, (so PIM act as a 
multipoint LDP inband edge router), it supports interconnecting separate PIM domains via a MPLS-based 
core. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling Distributed IGMP | 87 
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Configuring Dynamic DHCP Client Access to a Multicast Network 


For general information about configuring IGMP, see the Multicast Protocols User Guide 


| dr-election-on-p2p 
Syntax 


dr-election-on-p2p; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced in Junos OS Release 9.1. 

Statement introduced in Junos OS Release 9.1 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Enable PIM designated router (DR) election on point-to-point (P2P) links. 


Default 


No PIM DR election is performed on point-to-point links. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Designated Router Election on Point-to-Point Links | 385 
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| dr-register-policy 
Syntax 


dr-register-policy [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced in Junos OS Release 7.6. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Apply one or more policies to control outgoing PIM register messages. 


Options 


policy-names—Name of one or more import policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Register Message Filters on a PIM RP and DR | 360 
rp-register-policy | 1574 
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| dvmrp 


Syntax 


dvmrp { 
disable; 
export [ policy-names ]; 
import [ policy-names ]; 
interface interface-name { 
disable; 
hold-time seconds; 
metric metric; 
mode (forwarding | unicast-routing); 
} 
rib-group group-name; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols], 
[edit protocols] 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Statement introduced before Junos OS Release 7.4. 
Statement introduced in Junos OS Release 12.3R2 for EX Series switches. 


Description 
Enable DVMRP on the router or switch. 


Default 
DVMRP is disabled on the router or switch. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring DVMRP | 541 
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| embedded-rp 


Syntax 


embedded-rp { 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 


maximum-rps limit; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure properties for embedded IP version 6 (IPv6) RPs. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Embedded RP for IPvé | 343 
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| exclude (Protocols IGMP) 


Syntax 


exclude; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name static group multicast-group-address], 
[edit protocols igmp interface interface-name static group multicast-group-address] 


Release Information 
Statement introduced in Junos OS Release 9.3. 


Description 

Configure the static group to operate in exclude mode. In exclude mode all sources except the address 
configured are accepted for the group. If this statement is not included, the group operates in include 
mode. 


Required Privilege Level 
view-level—To view this statement in the configuration. 
control-level—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling IGMP Static Group Membership | 39 
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| exclude (Protocols MLD) 


Syntax 


exclude; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mid interface interface-name static group multicast-group-address], 
[edit protocols mld interface interface-name static group multicast-group-address] 


Release Information 
Statement introduced in Junos OS Release 9.3. 


Description 
Configure the static group to operate in exclude mode. In exclude mode all sources except the address 
configured are accepted for the group. By default, the group operates in include mode. 


Required Privilege Level 
view-level—To view this statement in the configuration. 
control-level—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling MLD Static Group Membership | 70 
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| export (Protocols PIM) 


Syntax 


export [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Apply one or more export policies to control outgoing PIM join and prune messages. PIM join and prune 
filters can be applied to PIM-SM and PIM-SSM messages. PIM join and prune filters cannot be applied to 
PIM-DM messages. 


Required Privilege Level 
view-level—To view this statement in the configuration. 
control-level—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Filtering Outgoing PIM Join Messages | 349 
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| export (Protocols DVMRP) 


Syntax 


export [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols dvmrp], 
[edit protocols dvmrp] 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Statement introduced before Junos OS Release 7.4. 


Description 

Apply one or more policies to routes being exported from the routing table into DVMRP. If you specify 
more than one policy, they are evaluated in the order specified, from first to last, and the first matching 
policy is applied to the route. If no match is found, the routing table exports into DVMRP only the routes 
that it learned from DVMRP and direct routes. 


Options 


policy-names—Name of one or more policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


import | 1341 
Example: Configuring DVMRP to Announce Unicast Routes | 545 
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| export (Protocols MSDP) 


Syntax 


export [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name 
peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances routing-instance-name protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp group group-name], 

[edit routing-instances routing-instance-name protocols msdp group group-name peer address], 

[edit routing-instances routing-instance-name protocols msdp peer address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Apply one or more policies to routes being exported from the routing table into MSDP. 


Options 


policy-names—Name of one or more policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Example: Configuring MSDP in a Routing Instance | 499 
import | 1342 


| export (Bootstrap) 


Syntax 


export [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp bootstrap family (inet | inet6)], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp bootstrap family 
(inet | inet6)], 

[edit protocols pim rp bootstrap family (inet | inet6)], 


[edit routing-instances routing-instance-name protocols pim rp bootstrap family (inet | inet6)] 


Release Information 

Statement introduced in Junos OS Release 7.6. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Apply one or more export policies to control outgoing PIM bootstrap messages. 


Options 


policy-names—Name of one or more import policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Bootstrap Properties for IPv4 | 334 
Configuring PIM Bootstrap Properties for IPv4 or IPv6é | 336 
import (Protocols PIM Bootstrap) | 1344 
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| export-target 
Syntax 


export-target { 
target target-community; 
unicast; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn route-target], 
[edit routing-instances routing-instance-name protocols mvpn route-target] 


Release Information 
Statement introduced in Junos OS Release 8.4. 


Description 


Enable you to override the Layer 3 VPN import and export route targets used for importing and exporting 
routes for the MBGP MVPN network layer reachability information (NLRI). 


Options 


target target-community—Specify the export target community. 


unicast—Use the same target community as specified for unicast. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


| family (Local RP) 


Syntax 


family (inet | inet6) { 
disable; 
address address; 
anycast-pim { 
local-address address; 
rp-set { 
address address <forward-msdp-sa>; 


} 

group-ranges { 
destination-ip-prefix</prefix-length>; 

} 

hold-time seconds; 

override; 

priority number, 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp local], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp local], 
[edit protocols pim rp local], 

[edit routing-instances routing-instance-name protocols pim rp local] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure which IP protocol type local RP properties to apply. 


Options 
inet—Apply IP version 4 (IPv4) local RP properties. 


inet6—Apply IPvé local RP properties. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 


1269 
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routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Local PIM RPs | 314 
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| family (Bootstrap) 


Syntax 


family (inet | inet6) { 
export [ policy-names ]; 
import [ policy-names ]; 
priority number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp bootstrap], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp bootstrap], 
[edit protocols pim rp bootstrap], 

[edit routing-instances routing-instance-name protocols pim rp bootstrap] 


Release Information 

Statement introduced in Junos OS Release 7.6. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure which IP protocol type bootstrap properties to apply. 


Options 
inet—Apply IP version 4 (IPv4) local RP properties. 


inet6—Apply IPvé6 local RP properties. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Bootstrap Properties for IPv4 | 334 
Configuring PIM Bootstrap Properties for IPv4 or IPv6é | 336 
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| family (Protocols AMT Relay) 


Syntax 


family { 
inet { 
anycast-prefix ip-prefix/<prefix-length>; 
local-address ip-address; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt relay], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt relay], 
[edit protocols amt relay], 

[edit routing-instances routing-instance-name protocols amt relay] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 
Configure the protocol address family for Automatic Multicast Tunneling (AMT) relay functions. Only the 
inet family for IPv4 protocol addresses is supported. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| family (Protocols PIM Interface) 


Syntax 


family (inet | inet6) { 
bfd-liveness-detection { 
authentication { 
algorithm algorithm-name; 
key-chain key-chain-name; 
loose-check; 
} 
detection-time { 
threshold milliseconds; 
} 
minimum-interval milliseconds; 
minimum-receive-interval milliseconds; 
multiplier number; 
no-adaptation; 
transmit-interval { 
minimum-interval milliseconds; 
threshold milliseconds; 
} 
version (0 | 1 | automatic); 
} 
disable; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Support for the Bidirectional Forwarding Detection (BFD) Protocol statements was introduced in Junos 
OS Release 12.2. 


Description 


Configure one of the following PIM protocol settings for the specified family on the specified interface: 


e BFD protocol settings 
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e Disable PIM 

Options 

inet—Enable the PIM protocol for the IP version 4 (IPv4) address family. 
inet6—Enable the PIM protocol for the IP version 6 (IPv6) address family. 


The remaining statements are explained separately. See CLI Explorer. 


RELATED DOCUMENTATION 


Configuring PIM and the Bidirectional Forwarding Detection (BFD) Protocol | 451 
Disabling PIM | 379 
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| family (VRF Advertisement) 


Syntax 


family { 
inet-mvpn; 
inet6-mvpn; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name vrf-advertise-selective], 
[edit routing-instances routing-instance-name vrf-advertise-selective], 


Release Information 
Statement introduced in Junos OS Release 10.1. 


Description 
Explicitly enable IPv4 or IPv6 MVPN routes to be advertised from the VRF instance while preventing all 


other route types from being advertised. 


The options are explained separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM-SSM GRE Selective Provider Tunnels 
inet-mvpn | 1352 
inet6-mvpn | 1354 
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| family (Protocols PIM) 


Syntax 


family (inet | inet6) { 
disable; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit protocols pim], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name] 


Release Information 
Statement introduced in Junos OS Release 9.6. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Disable the PIM protocol for the specified family. 


Options 
inet—Disable the PIM protocol for the IP version 4 (IPv4) address family. 


inet6—Disable the PIM protocol for the IP version 6 (IPv6) address family. 


RELATED DOCUMENTATION 


Disabling PIM | 379 
disable (PIM Graceful Restart) 
disable (PIM) | 1251 
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| flood-groups 


Syntax 


flood-groups [ ip-addresses ]; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name multicast-snooping-options], 

[edit logical-systems logical-system-name routing-instances routing-instance-name bridge-domains bridge-domain-name 
multicast-snooping-options], 

[edit logical-systems logical-system-name routing-instances routing-instance-name multicast-snooping-options], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name multicast-snooping-options], 

[edit routing-instances routing-instance-name multicast-snooping-options] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Establish a list of flood group addresses for multicast snooping. 


Options 


ip-addresses—List of IP addresses subject to flooding. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast Snooping | 1082 
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| flow-map 
Syntax 


flow-map flow-map-name { 
bandwidth (bps | adaptive); 
forwarding-cache { 
timeout (never non-discard-entry-only | minutes); 


} 
policy [ policy-names ]; 
redundant-sources [ addresses ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 

Statement introduced in Junos OS Release 8.2. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure multicast flow maps. 


Options 


flow-map-name—Name of the flow-map. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring a Multicast Flow Map | 1153 
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| forwarding-cache (Flow Maps) 


Syntax 


forwarding-cache { 
timeout (minutes | never non-discard-entry-only ); 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast flow-map 
flow-map-name], 

[edit logical-systems logical-system-name routing-options multicast flow-map flow-map-name], 

[edit routing-instances routing-instance-name routing-options multicast flow-map flow-map-name], 

[edit routing-options multicast flow-map flow-map-name] 


Release Information 
Statement introduced in Junos OS Release 8.2. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure multicast forwarding cache properties for the flow map. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring a Multicast Flow Map | 1153 
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| forwarding-cache (Bridge Domains) 


Syntax 


forwarding-cache { 
threshold suppress value <reuse value>; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name multicast-snooping-options], 

[edit logical-systems logical-system-name routing-instances routing-instance-name bridge-domains bridge-domain-name 
multicast-snooping-options], 

[edit logical-systems logical-system-name routing-instances routing-instance-name multicast-snooping-options], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name multicast-snooping-options], 

[edit routing-instances routing-instance-name multicast-snooping-options] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Establish multicast snooping forwarding cache parameter values. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast Snooping | 1082 


1281 


| graceful-restart (Protocols PIM) 


Syntax 


graceful-restart { 
disable; 
no-bidirectional-mode; 
restart-duration seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure PIM sparse mode graceful restart. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Sparse Mode Graceful Restart | 483 


1282 


| graceful-restart (Multicast Snooping) 


Syntax 


graceful-restart { 
disable; 


restart-duration seconds; 


Hierarchy Level 


[edit multicast-snooping-options] 


Release Information 
Statement introduced in Junos OS Release 9.2. 


Description 

Establish the graceful restart duration for multicast snooping. You can set this value between O and 300 
seconds. If you set the duration to O, graceful restart is effectively disabled. Set this value slightly larger 
than the IGMP query response interval. 


Default 
180 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast Snooping | 1082 


query-response-interval (Bridge Domains) | 1540 


1283 


| group (Bridge Domains) 


Syntax 


group ip-address { 
source ip-address; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name static], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vlan-id interface interface-name static], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name static], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols vian vilan-id igmp-snooping 
interface interface-name static] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Configure the IGMP multicast group address that receives data on an interface and (optionally) a source 
address for certain packets. 


Options 


ip-address—Group address. 


The remaining statement is explained separately. See CL! Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 


1284 


| group (Distributed IGMP) 


Syntax 


group multicast-group-address { 
<distributed>; 
source source-address <distributed>; 


Hierarchy Level 


[edit protocols pim static] 


Release Information 
Statement introduced in Junos OS Release 14.1X50. 


Description 


Specify the multicast group address for the multicast group that is statically configured on an interface. 


Options 


distributed—(Optional) Preprovision a specific multicast group address (G). 
multicast-group-address—Specific multicast group address being statically configured on an interface. 


The remaining statements are explained separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling Distributed IGMP | 87 
For general information about configuring IGMP, see the Multicast Protocols User Guide 


For information about enabling IGMP, see “Enabling IGMP” in the Multicast Protocols User Guide 


1285 


| group (IGMP Snooping) 


Syntax 


group ip-address; 


Hierarchy Level 


[edit protocols igmp-snooping vlan (all | vian-name) interface (all | interface-name) static] 


Release Information 
Statement introduced in Junos OS Release 9.1 for EX Series switches. 
Statement introduced in Junos OS Release 11.1 for the QFX Series. 


Description 


Configure a static multicast group on an interface. 


Options 


ip-address—|P address of the multicast group receiving data on an interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


show igmp-snooping vlans | 1870 


1286 


| group (Protocols PIM) 


Syntax 


group group-address { 
source source-address { 
rate threshold-rate; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim mdt threshold], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family intet | 
inet6mdt threshold], 

[edit routing-instances routing-instance-name protocols pim mdt threshold], 

[edit routing-instances routing-instance-name provider-tunnel family inet | ineté6mdtthreshold] 


Release Information 

Statement introduced before Junos OS Release 7.4. In Junos OS Release 17.3R1, the mdt hierarchy was 
moved from provider-tunnel to the provider-tunnel family inet and provider-tunnel family inet6 hierarchies 
as part of an upgrade to add IPv6é support for default MDT in Rosen 7, and data MDT for Rosen 6 and 
Rosen 7. The provider-tunnel mdt hierarchy is now hidden for backward compatibility with existing scripts. 


Description 


Specify the explicit or prefix multicast group address to which the threshold limits apply. This is typically 
a well-known address for a certain type of multicast traffic. 


Options 


group-address—Explicit group address to limit. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 


1287 


| group (Protocols MSDP) 


Syntax 


group group-name { 
disable; 
export [ policy-names ]; 
import [ policy-names ]; 
local-address address; 
mode (mesh-group | standard); 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 
} 
peer address; { 
disable; 
active-source-limit { 
maximum number; 
threshold number; 
} 
authentication-key peer-key; 
default-peer; 
export [ policy-names ]; 
import [ policy-names ]; 
local-address address; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 
[edit protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


1288 


Description 

Define an MSDP peer group. MSDP peers within groups share common tracing options, if present and 
not overridden for an individual peer with the peer statement. To configure multiple MSDP groups, include 
multiple group statements. 


By default, the group's options are identical to the global MSDP options. To override the global options, 
include group-specific options within the group statement. 


The group must contain at least one peer. 


Options 
group-name—Name of the MSDP group. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP in a Routing Instance | 499 


1289 


| group (Protocols MLD) 


Syntax 


group multicast-group-address { 
exclude; 
group-count number; 
group-increment increment; 
source ip-address { 
source-count number; 
source-increment increment; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name static], 
[edit protocols mld interface interface-name static] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 
The MLD multicast group address and (optionally) the source address for the multicast group being statically 
configured on an interface. 


Options 


multicast-group-address—Address of the group. 


NOTE: You must specify a unique address for each group. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling MLD Static Group Membership | 70 


1290 


| group (Protocols IGMP) 


Syntax 


group multicast-group-address { 
exclude; 
group-count number; 
group-increment increment; 
source ip-address { 
source-count number; 
source-increment increment; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name static], 
[edit protocols igmp interface interface-name static] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 


Description 
Specify the IGMP multicast group address and (optionally) the source address for the multicast group being 
statically configured on an interface. 


NOTE: You must specify a unique address for each group. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling IGMP Static Group Membership | 39 


1291 


| group (Protocols MLD Snooping) 


Syntax 


group multicast-group-address { 
source ip-address; 


} 


Hierarchy Level 


[edit protocols mld-snooping vlan (all | vian-name) interface (all | interface-name) static] 


[edit routing-instances instance-name protocols mld-snooping vlan vian-name interface interface-namestatic] 


Release Information 

Statement introduced in Junos OS Release 12.1 for EX Series switches. 

Support at the [edit routing-instances instance-name protocols mld-snooping vlan vian-name interface 
interface-name static] hierarhcy level introduced in Junos OS Release 13.3 for EX Series switches. 
Support for the source statement introduced in Junos OS Release 13.3 for EX Series switches. 


Description 
Configure a static multicast group on an interface and (optionally) the source address for the multicast 
group. 


Options 


multicast-group-address—Valid IP multicast address for the multicast group. 


source ip-address—Valid IP multicast address for the source of the multicast group. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 


1292 


| group (Routing Instances) 


Syntax 


group address { 
source source-address { 
inter-region-segmented { 
fan-out fan-out value; 
threshold rate-value; 
} 
Idp-p2mp; 
pim-ssm { 
group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 
} 
static-Isp Isp-name; 
} 
threshold-rate number; 
} 
wildcard-source { 
inter-region-segmented { 
fan-out fan-out value; 
} 
Idp-p2mp; 
pim-ssm { 
group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name), 
} 


static-Isp Isp-name; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective], 
[edit routing-instances routing-instance-name provider-tunnel selective] 


Release Information 


1293 


Statement introduced in Junos OS Release 8.5. 
The inter-region-segmented statement added in Junos OS Release 15.1. 


Description 


Specify the IP address for the multicast group configured for point-to-multipoint label-switched paths 
(LSPs) and PIM-SSM GRE selective provider tunnels. 


Options 
address—Specify the IP address for the multicast group. This address must be a valid multicast group 
address. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Point-to-Multipoint LSPs for an MBGP MVPN 
Configuring PIM-SSM GRE Selective Provider Tunnels 


1294 


| group (RPF Selection) 


Syntax 


group group-address{ 
sourcesource-address{ 
next-hop next-hop-address; 


} 
wildcard-source { 
next-hop next-hop-address; 


Hierarchy Level 


[edit routing-instances routing-instance-name edit protocols pim rpf-selection] 


Release Information 

Statement introduced in JUNOS Release 10.4. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the PIM group address for which you configure RPF selectiongroup (RPF Selection). 


Default 
By default, PIM RPF selection is not configured. 


Options 


group-address—PIM group address for which you configure RPF selection. 


Required Privilege Level 
view-level—To view this statement in the configuration. 
control-level—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM RPF Selection | 1018 


1295 


| group-address (Routing Instances Tunnel Group) 


Syntax 


group-address address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family inet | ineté 
pim-ssm], 
[edit routing-instances routing-instance-name provider-tunnel family inet | inet6 pim-ssm] 


Release Information 

Statement introduced in Junos OS Release 9.4. 

In Junos OS Release 17.3R1, the pim-ssm hierarchy was moved from provider-tunnel to the provider-tunnel 
family inet and provider-tunnel family inet6 hierarchies as part of an upgrade to add IPv6 support for 
default multicast distribution tree (MDT) in Rosen 7, and data MDT for Rosen 6 and Rosen 7. 


Description 


Configure the PIM-ASM (Rosen 6) or PIM-SSM (Rosen 7) provider tunnel group address. Each MDT is 
linked to a group address in the provider space. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 


1296 


| group-address (Routing Instances VPN) 


Syntax 


group-address address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel pim-asm], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel pim-asm family 
inet], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel pim-asm family 
ineté6], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel pim-ssm], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel pim-ssm family 
inet], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel pim-ssm family 
inet6], 

[edit routing-instances routing-instance-name provider-tunnel pim-asm], 

[edit routing-instances routing-instance-name provider-tunnel pim-asm family inet], 

[edit routing-instances routing-instance-name provider-tunnel pim-asm family inet6], 

[edit routing-instances routing-instance-name provider-tunnel pim-ssm], 

[edit routing-instances routing-instance-name provider-tunnel pim-ssm family inet], 

[edit routing-instances routing-instance-name provider-tunnel pim-ssm family inet6] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Starting with Junos OS Release 11.4, to provide consistency with draft-rosen 7 and next-generation 
BGP-based multicast VPNs, configure the provider tunnels for draft-rosen 6 anysource multicast VPNs at 
the [edit routing-instances routing-instance-name provider-tunnel] hierarchy level. The mdt, 
vpn-tunnel-source, and vpn-group-address statements are deprecated at the [edit routing-instances 
routing-instance-name protocols pim] hierarchy level. Use group-address in place of vpn-group-address. 


Description 


Specify a group address on which to encapsulate multicast traffic from a virtual private network (VPN) 
instance. 


NOTE: IPvé6 provider tunnels are not currently supported for draft-rosen MVPNs. They are 
supported for MBGP MVPNs. 


Options 


address—For |IPv4, IP address whose high-order bits are 1110, giving an address range from 224.0.0.0 
through 239.255.255.255, or simply 224.0.0.0/4. For IPvé, IP address whose high-order bits are FFOO 
(FFOO::/8). 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Any-Source Multicast for Draft-Rosen VPNs | 556 
Configuring Multicast Layer 3 VPNs 


Multicast Protocols User Guide 


1297 


1298 


| group-count (Protocols IGMP) 


Syntax 


group-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name static group multicast-group-address], 
[edit protocols igmp interface interface-name static group multicast-group-address] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Specify the number of static groups to be created. 


Options 
number—Number of static groups. 
Range: 1 through 512 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling IGMP Static Group Membership | 39 


1299 


| group-count (Protocols MLD) 


Syntax 


group-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mid interface interface-name static group multicast-group-address], 
[edit protocols mld interface interface-name static group multicast-group-address] 


Release Information 
Statement introduced in Junos OS Release 9.6. 


Description 


Configure the number of static groups to be created. 


Options 

number—Number of static groups. 
Default: 1 
Range: 1 through 512 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling MLD Static Group Membership | 70 


1300 


| group-increment (Protocols IGMP) 


Syntax 


group-increment increment; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name static group multicast-group-address], 
[edit protocols igmp interface interface-name static group multicast-group-address] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the number of times the address should be incremented for each static group created. The 
increment is specified in dotted decimal notation similar to an IPv4 address. 


Options 

increment—Number of times the address should be incremented. 
Default: 0.0.0.1 
Range: 0.0.0.1 through 255.255.255.255 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling IGMP Static Group Membership | 39 


1301 


| group-increment (Protocols MLD) 


Syntax 


group-increment number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mid interface interface-name static group multicast-group-address], 
[edit protocols mld interface interface-name static group multicast-group-address] 


Release Information 
Statement introduced in Junos OS Release 9.6. 


Description 


Configure the number of times the address should be incremented for each static group created. The 
increment is specified in a format similar to an IPv6é address. 


Options 

increment—Number of times the address should be incremented. 
Default: ::1 
Range: ::1 through ffff:ffff:fffFf:ffFF: FFF: FFF: FFF: FFF 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling MLD Static Group Membership | 70 


1302 


| group-limit (IGMP) 
Syntax 


group-limit limit; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 10.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure a limit for the number of multicast groups (or [S,G] channels in IGMPv3) allowed on an interface. 


After this limit is reached, new reports are ignored and all related flows are not flooded on the interface. 


To confirm the configured group limit on the interface, use the show igmp interface command. 


Default 


By default, there is no limit to the number of multicast groups that can join the interface. 


Options 
limit—group limit value for the interface. 
Range: 1 through 32767 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Limiting the Number of IGMP Multicast Group Joins on Logical Interfaces | 49 
group-threshold | 1314 
log-interval | 1397 


1303 


| group-limit (IGMP and MLD Snooping) 


Syntax 


group-limit limit; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vian-id interface interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols vian vian-id igmp-snooping 
interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 
Configure a limit for the number of multicast groups (or [S,G] channels in IGMPv3) allowed on an interface. 
After this limit is reached, new reports are ignored and all related flows are not flooded on the interface. 


Default 


By default, there is no limit to the number of multicast groups joining an interface. 


Options 


limit—a 32-bit number for the limit on the interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 


1304 


| group-limit (Protocols MLD) 


Syntax 


group-limit limit; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 10.4. 


Description 

Configure a limit for the number of multicast groups (or [S,G] channels in MLDv2) allowed on a logical 
interface. After this limit is reached, new reports are ignored and all related flows are not flooded on the 
interface. 


Default 


By default, there is no limit to the number of multicast groups that can join the interface. 


Options 
limit—group value limit for the interface. 
Range: 1 through 32767 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring MLD | 55 


1305 


| group-policy (Protocols IGMP) 


Syntax 


group-policy [ policy-names }; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 9.1. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


When this statement is enabled on a router running IGMP version 2 (IGMP v2) or version 3 (IGMP v3), after 
the router receives an IGMP report, the router compares the group against the specified group policy and 
performs the action configured in that policy (for example, rejects the report). 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Filtering Unwanted IGMP Reports at the IGMP Interface Level | 32 


1306 


| group-policy (Protocols IGMP AMT Interface) 


Syntax 


group-policy [ policy-names }; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp amt relay defaults], 
[edit logical-systems logical-system-name routing-instances routing-instance-name protocols igmp amt relay defaults], 
[edit protocols igmp amt relay defaults], 


[edit routing-instances routing-instance-name protocols igmp amt relay defaults] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 

When this statement is enabled on the Automatic Multicast Tunneling (AMT) interfaces running IGMP 
version 2 (IGMPv2) or version 3 (IGMPv3), after the router receives an IGMP report, the router compares 
the group against the specified group policy and performs the action configured in that policy (for example, 
rejects the report). 


Options 


policy-names—Name of the policy. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Default IGMP Parameters for AMT Interfaces | 531 


1307 


| group-policy (Protocols MLD) 


Syntax 


group-policy [ policy-names }; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 9.1. 


Description 


When a routing device running MLD version 1 or version 2 (MLDv1 or MLDv2), receives an MLD report, 
the routing device compares the group against the specified group policy and performs the action configured 
in that policy (for example, rejects the report). 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Filtering Unwanted MLD Reports at the MLD Interface Level | 67 


1308 


| group-range (Data MDTs) 


Syntax 


group-range multicast-prefix; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family inet | 
inet6mdt], 
[edit routing-instances routing-instance-name provider-tunnel family inet | ineté6mdt] 


Release Information 

Statement introduced before Junos OS Release 7.4. In Junos OS Release 17.3R1, the mdt hierarchy was 
moved from provider-tunnel to the provider-tunnel family inet and provider-tunnel family inet6 hierarchies 
as part of an upgrade to add IPv6 support for default MDT in Rosen 7, and data MDT for Rosen 6 and 
Rosen 7. The provider-tunnel mdt hierarchy is now hidden for backward compatibility with existing scripts. 


Description 


Establish the group range to use for data MDTs created in this VRF instance. Only IPv4 address are valid 
for group range. This address range cannot overlap the default MDT addresses of any other VPNs on the 
router, nor can the group range specified under the inet and inet6 hierarchies overlap. If you configure 
overlapping group ranges, the configuration commit fails. Up to 8000 MDT group ranges are supported 
for IPv4 and IPvé. 


Options 

multicast-prefix—Multicast address range to identify data MDTs. 
Range: Any valid, nonreserved multicast address range 
Default: None (No data MDTs are created for this VRF instance.) 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 
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| group-range (MBGP MVPN Tunnel) 


Syntax 


group-range multicast-prefix; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
group-address source source-address pim-ssm], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
group-address wildcard-source pim-ssm], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet wildcard-source pim-ssm], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet6 wildcard-source pim-ssm], 

[edit routing-instances routing-instance-name provider-tunnel selective group group-address source source-address 
pim-ssm], 

[edit routing-instances routing-instance-name provider-tunnel selective group group-address wildcard-source pim-ssm], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet wildcard-source pim-ssm], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet6 wildcard-source 


pim-ssm] 


Release Information 
Statement introduced in Junos OS Release 10.1. 


Description 
Establish the multicast group address range to use for creating MBGP MVPN source-specific multicast 
selective PMSI tunnels. 


Options 
multicast-prefix—Multicast group address range to be used to create MBGP MVPN source-specific multicast 
selective PMSI tunnels. 

Range: Any valid, nonreserved IPv4 multicast address range 


Default: None 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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| group-ranges 
Syntax 


group-ranges { 
destination-ip-prefix</prefix-length>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp bidirectional address address], 

[edit logical-systems logical-system-name protocols pim rp embedded-rp], 

[edit logical-systems logical-system-name routing-instances instance-name protocols pim rp bidirectional address 
address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp embedded-rp], 

[edit protocols pim rp bidirectional address address], 

[edit protocols pim rp embedded-rp], 

[edit protocols pim rp local family (inet | ineté)], 

[edit protocols pim rp static address address], 

[edit routing-instances instance-name protocols pim rp bidirectional address address], 

[edit routing-instances routing-instance-name protocols pim rp embedded-rp], 

[edit routing-instances routing-instance-name protocols pim rp local family (inet | inet6)], 

[edit routing-instances routing-instance-name protocols pim rp static address address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
Support for bidirectional RP addresses introduced in Junos OS Release 12.1. 
Statement introduced in Junos OS Release 13.3 for the PTX5000 router. 


Description 
Configure the address ranges of the multicast groups for which this routing device can be a rendezvous 
point (RP). 


Default 
The routing device is eligible to be the RP for all IPv4 or IPv6 groups (224.0.0.0/4 or FF70::/12 to FFFO::/12). 


Options 
destination-ip-prefix</prefix-length>—Addresses or address ranges for which this routing device can be 
an RP. 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Local PIM RPs | 314 
Configuring PIM Embedded RP for IPvé | 343 
Example: Configuring Bidirectional PIM | 433 
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| group-rp-mapping 


Syntax 


group-rp-mapping { 

family (inet | inet6) { 
log-interval seconds; 
maximum limit; 
threshold value; 

} 

log-interval seconds; 

maximum limit; 

threshold value; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 
[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 


[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 


Configure a limit for the number of incoming group-to-RP mappings. 


NOTE: The maximum limit settings that you configure with the maximum and the family (inet 
| inet6) maximum statements are mutually exclusive. For example, if you configure a global 
maximum group-to-RP mapping limit, you cannot configure a limit at the family level for IPv4 or 
IPvé6. If you attempt to configure a limit at both the global level and the family level, the device 
will not accept the configuration. 


Options 


family (inet | inet6)—(Optional) Specify either IPv4 or IPv6é messages to be counted towards the configured 
group-to-RP mapping limit. 


Default: Both IPv4 and IPv6 messages are counted towards the configured group-to-RP limit. 


The remaining statements are described separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM State Limits | 984 
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| group-threshold (Protocols IGMP Interface) 


Syntax 


group-threshold value; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 

Specify the threshold at which a warning message is logged for the multicast groups received on a logical 
interface. The threshold is a percentage of the maximum number of multicast groups allowed on a logical 
interface. 


For example, if you configure a maximum number of 1,000 incoming multicast groups, and you configure 
a threshold value of 90 percent, warning messages are logged in the system log when the interface receives 
900 groups. 


To confirm the configured group threshold on the interface, use the show igmp interface command. 


Default 


By default, there is no configured threshold value. 


Options 

value—Percentage of the maximum number of multicast groups allowed on the interface that starts 
triggering the warning. You configure a percentage of the group-limit value that starts triggering the 
warnings. You must explicitly configure the group-limit to configure a threshold value. 


Range: 1 through 100 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Limiting the Number of IGMP Multicast Group Joins on Logical Interfaces | 49 
group-limit | 1302 
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log-interval | 1397 
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| group-threshold (Protocols MLD Interface) 


Syntax 


group-threshold value; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 

Specify the threshold at which a warning message is logged for the multicast groups received on a logical 
interface. The threshold is a percentage of the maximum number of multicast groups allowed on a logical 
interface. 


For example, if you configure a maximum number of 1,000 incoming multicast groups, and you configure 
a threshold value of 90 percent, warning messages are logged in the system log when the interface receives 
900 groups. 


To confirm the configured group threshold on the interface, use the show mld interface command. 


Default 


By default, there is no configured threshold value. 


Options 

value—Percentage of the maximum number of multicast groups allowed on the interface that starts 
triggering the warning. You configure a percentage of the group-limit value that starts triggering the 
warnings. You must explicitly configure the group-limit to configure a threshold value. 


Range: 1 through 100 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the Number of MLD Multicast Group Joins on Logical Interfaces | 82 
group-limit | 1304 
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| log-interval | 1398 


| hello-interval 


Syntax 


hello-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Specify how often the routing device sends PIM hello packets out of an interface. 


Options 

seconds—Length of time between PIM hello packets. 
Range: O through 255 
Default: 30 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


hold-time (Protocols PIM) | 1321 
Modifying the PIM Hello Interval | 259 
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hold-time (Protocols DVMRP) 


Syntax 


hold-time seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols dvmrp interface interface-name], 
[edit protocols dvmrp interface interface-name] 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Statement introduced before Junos OS Release 7.4. 


Description 
Specify the time period for which a neighbor is to consider the sending router (this router) to be operative 
(up). 


Options 

seconds—Hold time. 
Range: 1 through 255 
Default: 35 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring DVMRP | 541 
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hold-time (Protocols MSDP) 


Syntax 


hold-time seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp group group-name peer 
address], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances instance-name protocols msdp], 

[edit routing-instances instance-name protocols msdp group group-name peer address] 

[edit routing-instances instance-name protocols msdp peer address], 


Release Information 
Statement introduced in Junos OS Release 12.3. 


Description 

Specify the hold-time period to use when maintaining a connection with the MSDP peer. If a keepalive 
message is not received for the hold-time period, the MSDP peer connection is terminated. According to 
the RFC 3618, Multicast Source Discovery Protocol (MSDP), the recommended value for the hold-time period 
is 75 seconds. 


The hold-time period must be longer than the keepalive interval. 


You might want to change the hold-time period and keepalive timer for consistency in a multi-vendor 
environment. 


Default 


In Junos OS, the default hold-time period is 75 seconds, and the default keepalive interval is 60 seconds. 


Options 

seconds—Hold time. 
Range: 15 through 150 seconds 
Default: 75 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Examples: Configuring MSDP | 495 
keep-alive (Protocols MSDP) | 1378 
sa-hold-time (Protocols MSDP) | 1583 
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| hold-time (Protocols PIM) 


Syntax 


hold-time seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp bidirectional address address], 

[edit logical-systems logical-system-name routing-instances instance-name protocols pim rp bidirectional address 
address], 

[edit protocols pim rp bidirectional address address], 

[edit protocols pim rp local family (inet | ineté)], 

[edit routing-instances instance-name protocols pim rp bidirectional address address], 


[edit routing-instances routing-instance-name protocols pim rp local family (inet | inet6)] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 

Support for bidirectional RP addresses introduced in Junos OS Release 12.1. 


Description 
Specify the time period for which a neighbor is to consider the sending routing device (this routing device) 
to be operative (up). 


Options 

seconds—Hold time. 
Range: 1 through 65535 
Default: 150 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Local PIM RPs | 314 
Example: Configuring Bidirectional PIM | 433 
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| host-only-interface 


Syntax 


host-only-interface; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vian-id interface interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols vian vian-id igmp-snooping 
interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Configure an interface as a host-facing interface. IGMP queries received on these interfaces are dropped. 


Default 


The interface can either be a host-side or multicast-router interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 
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| host-outbound-traffic (Multicast Snooping) 


Syntax 


host-outbound-traffic { 
forwarding-class class-name; 
dotip number; 


Hierarchy Level 


[edit multicast-snooping-options], 

[edit bridge-domains bridge-domain-name multicast-snooping-options], 

[edit routing-instances routing-instance-name multicast-snooping-options], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name] 


Release Information 
Statement introduced in Junos OS Release 12.3. 


Description 
On an MxX Series router in a network enabled for CET service and IGMP snooping, configure multicast 
forwarding class and IEEE 802.1p value to rewrite of IGMP self generated packets. 


Options 
e class-name—Name of the forwarding class. 


e number—802.1p priority number. 


Range: O through 7 
Default: O 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Multicast Snooping | 1081 
Configuring IGMP Snooping | 140 


1324 


| hot-root-standby (MBGP MVPN) 


Syntax 


hot-root-standby { 
min-rate <rate>; 
source-tree; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn], 
[edit routing-instances routing-instance-name protocols mvpn] 


Release Information 
Statement introduced in Junos OS Release 16.1. 


Description 
Ina BGP multicast VPN (MVPN) with RSVP-TE point-to-multipoint provider tunnels, configure hot-root 
standby, as defined in Multicast VPN fast upstream failover, draft-morin-|3vpn-mvpn-fast-failover-05. 


Hot-root standby enables an egress PE router to select two upstream PE routers for an (S,G) and send 
C-multicast joins to both the PE routers. Multiple ingress PE routers then receive traffic from the source 
and forward into the core. The egress PE router uses sender-based RPF to forward the one stream received 
by the primary upstream PE router. 


When hot-root-standby is configured, based on local policy, as soon as the PE router receives this standby 
BGP customer multicast route, the PE can install the VRF PIM state corresponding to this BGP source-tree 
join route. The result is that join messages are sent to the CE device toward the customer source (C-SO, 
and the PE router receives (C-S,C-G) traffic. Also, based on local policy, as soon as the PE router receives 
this standby BGP customer multicast route, the PE router can forward (C-S, C-G) traffic to other PE routers 
through a P-tunnel independently of the reachability of the C-S through some other PE router. 


The receivers must join the source tree (SPT) to establish a hot-root standby. Customer multicast join 
messages continue to be sent to a single upstream provider edge (PE) router for shared-tree state, and 
duplicate data does not flow through the core in this case. 


Section 4 of Draft Morin specifies that hot-root standby is limited to the case where the site that contains 
the C-S is connected to exactly two PE routers. In the case that there are more than two PE routers 

multihomed to the source, the backup PE router is the PE router chosen with the highest IP address (not 
including the primary upstream PE router). This is a local decision that is not specified in the specification. 


There is no limitation in Junos OS on which upstream multicast hop (UMH) selection method is used. For 
example, you can use static-umh (MBGP MVPN) or unicast-umh-election. 
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PIM dense mode as the customer multicast protocol is not supported. 


Hot-root standby is supported for RSVP point-to-multipoint provider tunnels. Other provider tunnels are 
not supported. A commit error results if hot-root-standby is configured and the provider-tunnel is not 
RSVP point-to-multipoint. 


Fast failover (sub 50ms) is supported for C-multicast streams within NG-MVPNs in a hot-standby mode. 
The threshold to trigger fast failover must be set. See min-rate for information on fast failover. 


Cold-root standby and warm-root standby, as specified in draft Morin, are not supported. 


The backup attribute is not sent in the customer multicast routes, as this is only needed for warm and 
cold-root standby. 


Internet multicast is not supported with hot-root standby. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
Understanding Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 859 


Example: Configuring Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 863 


sender-based-rpf | 1591 





unicast-umh-election | 1697 
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idle-standby-path-switchover-delay 


Syntax 


idle-standby-path-switchover-delay <seconds>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 
[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 


[edit routing-instances routing-instance-name protocols pim] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 
Configure the time interval after which an ECMP join is moved to the standby path in the absence of traffic 
on the path. 


In the absence of this statement, ECMP joins are not moved to the standby path until traffic is detected 
on the path. 


Options 
<seconds>—Time interval after which an ECMP join is moved to the standby RPF path in the absence of 
traffic on the path. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM Make-Before-Break Join Load Balancing | 973 
Configuring PIM Join Load Balancing | 291 

clear pim join-distribution | 1766 

join-load-balance | 1376 

standby-path-creation-delay | 1623 
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| igmp 


Syntax 


igmp { 
accounting; 
interface interface-name { 

(accounting | no-accounting); 

disable; 

distributed; 

group-limit limit; 

group-policy [ policy-names ]; 

group-threshold 

immediate-leave; 

log-interval 

oif-map map-name; 

passive; 

promiscuous-mode; 

ssm-map ssm-map-name; 

ssm-map-policy ssm-map-policy-name; 

static { 

group multicast-group-address { 
exclude; 
group-count number; 
group-increment increment; 
source ip-address { 
source-count number; 
source-increment increment; 


} 
version version; 
} 
query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 
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[edit logical-systems logical-system-name protocols], 
[edit protocols] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
Statement introduced in Junos OS Release 12.3R2 for EX Series switches. 


Description 
Enable IGMP on the router or switch. IGMP must be enabled for the router or switch to receive multicast 
packets. 


The remaining statements are explained separately. See CLI Explorer. 


Default 


IGMP is disabled on the router or switch. IGMP is automatically enabled on all broadcast interfaces when 
you configure Protocol Independent Multicast (PIM) or Distance Vector Multicast Routing Protocol 
(DVMRP). 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling IGMP | 28 
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| igmp-querier (QFabric Systems only) 


Syntax 


igmp-querier { 
source-addresssource address; 


Hierarchy Level 


[edit protocols igmp-snooping vlan vilan-name] 


Release Information 
Statement introduced in Junos OS Release 14.1X53-D15 for QFabric Systems. 


Description 

Configure a QFabric Node device to be an IGMP querier. If there are any multicast routers on the same 
local network, make sure the source address for the IGMP querier is lower (a smaller number) than the IP 
addresses for those routers on the network. This ensures that Node is always the IGMP querier on the 
network. 


Options 
source-address source address—The address that the switch uses as the source address in the IGMP queries 
that it sends. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping on Switches | 127 
Configuring IGMP Snooping on Switches | 118 
show igmp-snooping vlans | 1870 
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| igmp-snooping 


List of Syntax 

Syntax (EX Series and NFX Series) on page 1330 
Syntax (MX Series) on page 1332 

Syntax (QFX Series) on page 1333 

Syntax (SRX Series) on page 1334 


Syntax (EX Series and NFX Series) 


igmp-snooping { 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable> <match regex>; 
flag flag (detail | disable | receive | send); 
} 
vian (vlan-name | all) { 
data-forwarding { 
receiver { 
install; 
mode (proxy | transparent); 
(source-list | source-vlans) vian-list; 
translate; 
} 
source { 
groups group-prefix; 


} 

disable; 

immediate-leave; 

interface interface-name { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 

group multicast-ip-address; 


} 

(I2-querier | igmp-querier (QFabric Systems only)) { 
source-address ip-address; 

} 

proxy { 
source-address ip-address; 


query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 

version number; 
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Syntax (MX Series) 


igmp-snooping { 

immediate-leave; 

interface interface-name { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 

group ip-address { 
source ip-address; 


} 
proxy { 
source-address ip-address; 
} 
query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 
vian vlan-id { 
immediate-leave; 
interface interface-name { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 
group ip-address { 
source ip-address; 


} 
proxy { 

source-address ip-address; 
} 
query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 
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Syntax (QFX Series) 


igmp-snooping { 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable> <match regex>; 
flag flag (detail | disable | receive | send); 
} 
vian (vlan-name | all) { 
immediate-leave; 
interface interface-name { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 
group multicast-ip-address; 


} 
(I2-querier | igmp-querier (QFabric Systems only)) { 
source-address ip-address; 
} 
proxy { 
source-address ip-address; 
} 
query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 
version number; 


Syntax (SRX Series) 


igmp-snooping { 
vian (all | vian-name) { 
immediate-leave; 
interface interface-name { 
group-limit range; 
host-only-interface; 
multicast-router-interface; 
immediate-leave; 
static { 
group multicast-ip-address { 
source ip-address; 


} 


} 
|2-querier { 
source-address ip-address; 
} 
proxy { 
source-address ip-address; 
} 
qualified-vlan vlan-id; 
query-interval number; 
query-last-member-interval number; 
query-response-interval number; 
robust-count number; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier>; 
} 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols], 


[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols] 


[edit routing-instances routing-instance-name protocols] 
[edit protocols] 
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Release Information 

Statement introduced in Junos OS Release 8.5. 

Statement introduced in Junos OS Release 18.1R1 for SRX1500 devices. 
Statement introduced in Junos OS Release 9.1 for EX Series switches. 
Statement introduced in Junos OS Release 13.2 for the QFX Series. 


Description 

Configure IGMP snooping to constrain multicast traffic to only the ports that have receivers attached. 
IGMP snooping enables the device to selectively send out multicast packets on only the ports that need 
them. Without IGMP snooping, the device floods the packets on every port. The device listens for the 
exchange of IGMP messages by the device and the end hosts. In this way, the device builds an IGMP 
snooping table that has a list of all the ports that have requested a particular multicast group. The factory 
default configuration enables IGMP snooping on all VLANs. 


You can also configure IGMP proxy, IGMP querier, and multicast VLAN registration (MVR) functions on 
VLANs at this hierarchy level. 


NOTE: IGMP snooping must be disabled on the device before running an ISSU operation. 


NOTE: Starting with Junos OS Release 18.1R1, QFX5110 switches support IGMP snooping in 
an EVPN-VXLAN multihoming environment, but in this environment you must enable IGMP 
snooping on all VLANs associated with any configured VXLANSs. You cannot selectively enable 
IGMP snooping only on those VLANs that might have interested listeners, because all the VXLANs 
share VXLAN tunnel endpoints (VTEPs) between the same multihoming peers and must have 
the same settings. 


Default 


For most devices, IGMP snooping is disabled on the device by default, and you must configure IGMP 
snooping parameters in this statement hierarchy to enable it on one or more VLANs. 


On legacy switches that do not support the Enhanced Layer 2 Software (ELS) configuration style, IGMP 
snooping is enabled by default on all VLANs, and the vlan statement includes a disable option if you want 
to disable IGMP snooping selectively on some VLANs or disable it on all VLANs. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


IGMP Snooping in MC-LAG Active-Active Mode 

Example: Configuring IGMP Snooping on SRX Series Devices | 152 

IGMP Snooping Overview | 91 

Example: Preserving Bandwidth with IGMP Snooping in an EVPN-VXLAN Environment 


| igmp-snooping-options 
Syntax 


igmp-snooping-options { 
snoop-pseudowires 
use-p2mp-lsp 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name] 
[edit routing-instances routing-instance-name | 


Release Information 
Statement introduced in Junos OS Release 14.2. 


Description 
Supports the use-p2mp-lsp or snoop-pseudowires options for independent routing instances and those 
in a logical system. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


instance-type 


Example: Configuring IGMP Snooping | 142 
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| ignore-stp-topology-change 
Syntax 


ignore-stp-topology-change; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name multicast-snooping-options], 
[edit routing-instances routing-instance-name bridge-domains bridge-domain-name multicast-snooping-options] 


Release Information 
Statement introduced in Junos OS Release 9.5. 


Description 
Ignore messages about spanning tree topology changes. This statement is supported for the virtual-switch 
routing instance type only. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast Snooping | 1082 
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| immediate-leave 


Syntax 


immediate-leave; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 

[edit protocols igmp interface interface-name] 

[edit bridge-domains bridge-domain-name protocols igmp-snooping], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vian-id interface interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols vian vilan-id igmp-snooping 
interface interface-name] 

[edit protocols igmp-snooping vlan (vian-name) | all], 

[edit protocols igmp-snooping vlan (vian-name) | all] interface interface-name 

[edit logical-systems logical-system-name protocols mld interface interface-name], 

[edit protocols mld interface interface-name] 

[edit protocols mld-snooping vlan (all | vian-name)] 

[edit protocols mld-snooping vlan vian-name interface interface-name] 

[edit routing-instances instance-name protocols mld-snooping vlan vlan-name interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 8.3. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.1 for QFX Series switches. 
Statement introduced in Junos OS Release 18.1R1 for SRX1500 devices. 


Description 

Enable host tracking to allow the device to track the hosts that send membership reports, determine when 
the last host sends a leave message for the multicast group, and immediately stop forwarding traffic for 
the multicast group after the last host leaves the group. This setting helps to minimize IGMP or MLD 
membership leave latency—it reduces the amount of time it takes for the switch to stop sending multicast 
traffic to an interface when the last host leaves the group. 


NOTE: EVPN-VXLAN multicast uses special IGMP group leave processing to handle multihomed 
sources and receivers, so we don’t support the immediate-leave option in EVPN-VXLAN networks. 
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If you disable immediate leave (IGMPv2, IGMPv3. MLDv1, and MLDv2 all have this as the default setting), 
the device no longer tracks host memberships. When the device receives a leave report from a host, it 
sends out a group-specific query to all hosts. If no receiver responds with a membership report within a 
set interval, the device removes all hosts on the interface from the multicast group and stops forwarding 
multicast traffic to the interface. 


With immediate leave enabled, the device removes an interface from the forwarding-table entry immediately 
without first sending IGMP group-specific queries out of the interface and waiting for a response. The 
device prunes the interface from the multicast tree for the multicast group specified in the IGMP leave 
message. The immediate leave setting ensures optimal bandwidth management for hosts on a switched 
network, even when multiple multicast groups are active simultaneously. 


Immediate leave is supported for IGMPv2, IGMPv3, MLDv1 and MLDv2 on devices that support those 
protocols. 


NOTE: We recommend that you configure immediate leave with IGMPv2 and MLDv1 only when 
there is only one host on an interface. With IGMPv2 and MLDv1, only one host on a interface 
sends a membership report in response to a general query—any other interested hosts suppress 
their reports. Report suppression avoids a flood of reports for the same group, but it also interferes 
with host tracking because the device knows only about one interested host on the interface at 
any given time. 


Default 


Immediate leave is disabled. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Specifying Immediate-Leave Host Removal for IGMP | 31 

Configuring IGMP Snooping on Switches | 118 

Example: Configuring IGMP Snooping on Switches | 127 

show igmp-snooping vlans | 1870 

Example: Configuring IGMP Snooping on SRX Series Devices | 152 

IGMP Snooping Overview | 91 

Specifying Immediate-Leave Host Removal for MLD | 65 

Understanding MLD Snooping | 162 

Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 
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| import (Protocols DVMRP) 


Syntax 


import [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols dvmrp], 
[edit protocols dvmrp] 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Statement introduced before Junos OS Release 7.4. 


Description 

Apply one or more policies to routes being imported into the routing table from DVMRP. If you specify 
more than one policy, they are evaluated in the order specified, from first to last, and the first matching 
policy is applied to the route. If no match is found, DVMRP shares with the routing table only those routes 
that were learned from DVMRP routers. 


Options 


policy-names—Name of one or more policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


export | 1265 
Example: Configuring DVMRP to Announce Unicast Routes | 545 
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| import (Protocols MSDP) 


Syntax 


import [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name 
peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances routing-instance-name protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp group group-name], 

[edit routing-instances routing-instance-name protocols msdp group group-name peer address], 

[edit routing-instances routing-instance-name protocols msdp peer address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Apply one or more policies to routes being imported into the routing table from MSDP. 


Options 


policy-names—Name of one or more policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Example: Configuring MSDP in a Routing Instance | 499 
export | 1266 


| import (Protocols PIM) 


Syntax 


import [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Apply one or more policies to routes being imported into the routing table from PIM. Use the import 
statement to filter PIM join messages and prevent them from entering the network. 


Options 


policy-names—Name of one or more policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Filtering Incoming PIM Join Messages | 354 
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| import (Protocols PIM Bootstrap) 


Syntax 


import [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp bootstrap (inet | inet6)], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp bootstrap (inet 
| inet6)], 

[edit protocols pim rp bootstrap (inet | inet6)], 

[edit routing-instances routing-instance-name protocols pim rp bootstrap (inet | inet6)] 


Release Information 

Statement introduced in Junos OS Release 7.6. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Apply one or more import policies to control incoming PIM bootstrap messages. 


Options 


policy-names—Name of one or more import policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Bootstrap Properties for IPv4 | 334 
Configuring PIM Bootstrap Properties for IPv4 or IPvé | 336 
export (Bootstrap) | 1267 
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| import-target 
Syntax 


import-target { 
target { 
target-value; 
receiver target-value; 
sender target-value; 


} 
unicast { 
receiver; 


sender; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn route-target], 
[edit routing-instances routing-instance-name protocols mvpn route-target] 


Release Information 
Statement introduced in Junos OS Release 8.4. 


Description 


Enable you to override the Layer 3 VPN import and export route targets used for importing and exporting 
routes for the MBGP MVPN NLRI. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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| inclusive 


Syntax 


inclusive; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn family inet | ineté 
autodiscovery-onlyintra-as], 
[edit routing-instances routing-instance-name protocols mvpn family inet | inet6 autodiscovery-only intra-as], 


Release Information 

Statement introduced in Junos OS Release 9.4. 

Statement moved to [..protocols mvpn family inet] from [.. protocols mvpn] in Junos OS Release 13.3. 
Support for IPv6é added in Junos OS Release 17.3R1. 


Description 


For Rosen 7, enable the MVPN control plane for autodiscovery only, using intra-AS autodiscovery routes 
over an inclusive provider multicast service interface (PMSI). 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 
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| infinity 
Syntax 


infinity [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim spt-threshold], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim spt-threshold], 
[edit protocols pim spt-threshold], 

[edit routing-instances routing-instance-name protocols pim spt-threshold] 


Release Information 

Statement introduced in Junos OS Release 8.0. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 

Apply one or more policies to set the SPT threshold to infinity for a source-group address pair. Use the 
infinity statement to prevent the last-hop routing device from transitioning from the RPT rooted at the 
RP to an SPT rooted at the source for that source-group address pair. 


Options 


policy-names—Name of one or more policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring the PIM SPT Threshold Policy | 374 
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| ingress-replication 
Syntax 


ingress-replication { 
create-new-ucast-tunnel; 
label-switched-path { 
label-switched-path-template { 
(template-name | default-template); 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel], 

[edit protocols mvpn inter-region-template template template-name all-regions], 

[edit protocols mvpn inter-region-template template template-name region region-name], 

[edit routing-instances routing-instance-name provider-tunnel], 

[edit routing-instances routing-instance-name provider-tunnel selective group address source source-address] 


Release Information 
Statement introduced in Junos OS Release 10.4. 


Description 

A provider tunnel type used for passing multicast traffic between routers through the MPLS cloud, or 
between PE routers when using MVPN. The ingress replication provider tunnel uses MPLS point-to-point 
LSPs to create the multicast distribution tree. 


Optionally, you can specify a label-switched path template. If you configure ingress-replication 
label-switched-path and do not include label-switched-path-template, ingress replication works with 
existing LDP or RSVP tunnels. If you include label-switched-path-template, the tunnels must be RSVP. 


Options 
existing-unicast-tunnel—An existing tunnel to the destination is used for ingress replication. If an existing 
tunnel is not available, the destination is not added. Default mode if no option is specified. 


create-new-ucast-tunnel—When specified, a new unicast tunnel to the destination is created and used 
for ingress replication. The unicast tunnel is deleted later if the destination is no longer included in the 
multicast distribution tree. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Example: Configuring Ingress Replication for IP Multicast Using MBGP MVPNs | 705 
create-new-ucast-tunnel | 1231 


mpls-internet-multicast | 1437 


| inet (AMT Protocol) 


Syntax 


inet { 
anycast-prefix ip-prefix/<prefix-length>; 
local-address ip-address; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt relay family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt relay family], 
[edit protocols amt relay family], 

[edit routing-instances routing-instance-name protocols amt relay family] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 


Specify the IPv4 local address and anycast prefix for Automatic Multicast Tunneling (AMT) relay functions. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| inet-mdt 


Syntax 


inet-mdt; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim mvpn family inet | 
inet6 autodiscovery], 
[edit routing-instances routing-instance-name protocols pim mvpn family inet | inet6 autodiscovery] 


Release Information 

Statement introduced in Junos OS Release 9.4. 

Statement moved to [..protocols pim mvpn family inet] from [.. protocols mvpn] in Junos OS Release 13.3. 
Support for IPv6é added in Junos OS Release 17.3R1. 


Description 


For Rosen 7, configure the PE router in a VPN to use an SSM multicast distribution tree (MDT) subsequent 
address family identifier (SAFI) NLRI . 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 
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| inet-mvpn (BGP) 
Syntax 


inet-mvpn { 
signaling { 
accepted-prefix-limit { 
maximum number; 
teardown percentage { 
idle-timeout (forever | minutes); 


} 
damping; 
loops number; 
prefix-limit { 
maximum number; 
teardown percentage { 
idle-timeout (forever | minutes); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols bgp family], 

[edit protocols bgp family], 

[edit logical-systems logical-system-name protocols bgp group group-name family], 
[edit protocols bgp group group-name family] 


Release Information 
Statement introduced in Junos OS Release 8.4. 


Description 


Enable the inet-mvpn address family in BGP. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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| inet-mvpn (VRF Advertisement) 


Syntax 


inet-mvpn; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name vrf-advertise-selective family], 
[edit routing-instances routing-instance-name vrf-advertise-selective family] 


Release Information 
Statement introduced in Junos OS Release 10.1. 


Description 
Enable IPv4 MVPN routes to be advertised from the VRF instance. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Limiting Routes to Be Advertised by an MVPN VRF Instance 
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| inet6-mvpn (BGP) 
Syntax 


inet6-mvpn { 
signaling { 
accepted-prefix-limit { 
maximum number; 
teardown percentage { 
idle-timeout (forever | minutes); 


} 
loops number 
prefix-limit { 
maximum number; 
teardown percentage { 
idle-timeout (forever | minutes); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols bgp family], 

[edit protocols bgp family], 

[edit logical-systems logical-system-name protocols bgp group group-name family], 
[edit protocols bgp group group-name family] 


Release Information 
Statement introduced in Junos OS Release 10.0. 


Description 


Enable the inet6-mvpn address family in BGP. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


BGP Configuration Overview 
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| inet6-mvpn (VRF Advertisement) 


Syntax 


inet6-mvpn; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name vrf-advertise-selective family], 
[edit routing-instances routing-instance-name vrf-advertise-selective family], 


Release Information 
Statement introduced in Junos OS Release 10.1. 


Description 
Enable IPv6 MVPN routes to be advertised from the VRF instance. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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| interface (Bridge Domains) 


Syntax 


interface interface-name { 
group-limit limit; 
host-only-interface; 
static { 
group ip-address { 
source ip-address; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vian-id], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols vlan vlan-id 
igmp-snooping] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Enable IGMP snooping on an interface and configure interface-specific properties. 


Options 
interface-name—Name of the interface. Specify the full interface name, including the physical and logical 
address components. To configure all interfaces, you can specify all. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 
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| interface (IGMP Snooping) 


Syntax 


interface interface-name { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 

group multicast-group-address { 
source ip-address; 


} 


Hierarchy Level 


[edit protocols igmp-snooping vlan (all | vian-name)] 


Release Information 

Statement introduced in Junos OS Release 9.1 for EX Series switches. 
Statement introduced in Junos OS Release 11.1 for the QFX Series. 
Statement introduced in Junos OS Release 18.1R1 for SRX1500 devices. 


Description 


For IGMP snooping, configure an interface as either a multicast-router interface or as a static member of 
a multicast group with optional interface-specific properties. 


Options 
all—All interfaces in the VLAN. 


interface-name—Name of the interface. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping on SRX Series Devices | 152 
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IGMP Snooping Overview | 91 
igmp-snooping | 1330 
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| interface (MLD Snooping) 


Syntax 


interface (all | interface-name) { 

group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 

group ip-address { 

source ip-address; 


Hierarchy Level 


[edit protocols mld-snooping vlan (all | vian-name)] 
[edit routing-instances instance-name protocols mld-snooping vian ( vian-name)] 


Release Information 

Statement introduced in Junos OS Release 12.1 for EX Series switches. 

Statement introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 

Support at the [edit routing-instances instance-name protocols mld-snooping vlan vian-name] hierarchy 
introduced in Junos OS Release 13.3 for EX Series switches. 

Support for the group-limit, host-only-interface, and the immediate-leave statements introduced in Junos 
OS Release 13.3 for EX Series switches. 


Description 
For MLD snooping, configure an interface as a static multicast-router interface, a host-side interface, or 
a static member of a multicast group. 


Options 
all—(All EX Series switches except EX9200) All interfaces in the VLAN. 


interface-name—Name of the interface. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Example: Configuring MLD Snooping on SRX Series Devices | 192 
mld-snooping | 1422 

Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 
Understanding MLD Snooping | 162 
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| interface (Protocols DVMRP) 


Syntax 


interface interface-name { 
disable; 
hold-time seconds; 
metric metric; 
mode (forwarding | unicast-routing); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols dvmrp], 
[edit protocols dvmrp] 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Statement introduced before Junos OS Release 7.4. 


Description 


Enable DVMRP on an interface and configure interface-specific properties. 


Options 
interface-name—Name of the interface. Specify the full interface name, including the physical and logical 
address components. To configure all interfaces, you can specify all. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring DVMRP | 541 


| interface (Protocols IGMP) 


Syntax 


interface interface-name { 
(accounting | no-accounting); 
disable; 
distributed; 
group-limit limit; 
group-policy [ policy-names }; 
immediate-leave; 
oif-map map-name; 
passive; 
promiscuous-mode; 
ssm-map ssm-map-name; 
ssm-map-policy ssm-map-policy-name; 
static { 
group multicast-group-address { 
exclude; 
group-count number; 
group-increment increment; 
source ip-address { 
source-count number; 
source-increment increment; 


} 


version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp], 
[edit protocols igmp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 


Description 


Enable IGMP on an interface and configure interface-specific properties. 


Options 
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interface-name—Name of the interface. Specify the full interface name, including the physical and logical 
address components. To configure all interfaces, you can specify all. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling IGMP | 28 


| interface (Protocols MLD) 


Syntax 


interface interface-name { 
(accounting | no-accounting); 
disable; 
distributed; 
group-limit limit; 
group-policy [ policy-names }; 
group-threshold value; 
immediate-leave; 
log-interval seconds; 
oif-map [ map-names ]; 
passive; 
ssm-map ssm-map-name; 
ssm-map-policy ssm-map-policy-name; 
static { 
group multicast-group-address { 
exclude; 
group-count number 
group-increment increment 
source ip-address { 
source-count number, 
source-increment increment; 


} 


version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld], 
[edit protocols mld] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 


Enable MLD on an interface and configure interface-specific properties. 


Options 
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interface-name—Name of the interface. Specify the full interface name, including the physical and logical 
address components. To configure all interfaces, you can specify all. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling MLD | 60 
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| interface 


Syntax 


interface (all | interface-name) { 
accept-remote-source; 
disable; 
multiple-triggered-joins{ 
count number; 
interval milliseconds; 
} 
bfd-liveness-detection { 
authentication { 
algorithmalgorithm-name; 
key-chainkey-chain-name; 
loose-check; 
} 
detection-time { 
threshold milliseconds; 
} 
minimum-interval milliseconds; 
minimum-receive-interval milliseconds; 
multiplier number; 
no-adaptation; 
transmit-interval { 
minimum-interval milliseconds; 
threshold milliseconds; 
} 
version (0 | 1 | automatic); 
} 
bidirectional { 
df-election { 
backoff-period milliseconds; 
offer-period milliseconds; 
robustness-count number; 


} 
family (inet | inet6) { 
disable; 
} 
hello-interval seconds; 
mode (bidirectional-sparse | bidirectional-sparse-dense | dense | sparse | sparse-dense); 
neighbor-policy [ policy-names ]; 
override-interval milliseconds; 
priority number; 
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propagation-delay milliseconds; 
reset-tracking-bit; 
version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 

[edit protocols pim interfaceinterface-name multiple-triggered-joins 


Release Information 
Statement introduced before Junos OS Release 7.4. 
Statement introduced in Junos OS Release 9.0 for EX Series switches. 


Description 


Enable PIM on an interface and configure interface-specific properties. 


Options 
interface-name—Name of the interface. Specify the full interface name, including the physical and logical 
address components. To configure all interfaces, you can specify all. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


PIM on Aggregated Interfaces | 255 
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| interface (Routing Options) 


Syntax 


interface interface-names { 
maximum-bandwidth bps; 
no-qos-adjust; 
reverse-oif-mapping { 
no-qos-adjust; 
} 


subscriber-leave-timer seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 

Statement introduced in Junos OS Release 8.3. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Enable multicast traffic on an interface. 


TIP: You cannot enable multicast traffic on an interface by using the routing-options multicast 
interface statement and configure PIM on the interface. 


Options 


interface-name—Names of the physical or logical interface. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Example: Defining Interface Bandwidth Maximums | 1126 
Example: Configuring Multicast with Subscriber VLANs | 1129 


interface (Scoping) 


Syntax 


interface [ interface-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast scope 
scope-name], 

[edit logical-systems logical-system-name routing-options multicast scope scope-name], 

[edit routing-instances routing-instance-name routing-options multicast scope scope-name], 

[edit routing-options multicast scope scope-name] 


Release Information 
Statement introduced before Junos OS Release 7.4. 
Statement introduced in Junos OS Release 9.0 for EX Series switches. 


Description 


Configure the set of interfaces for multicast scoping. 


Options 
interface-names—Names of the interfaces to scope. Specify the full interface name, including the physical 
and logical address components. To configure all interfaces, you can specify all. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast Snooping | 1082 
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| interface (Virtual Tunnel in Routing Instances) 


Syntax 


interface vt-fpc/pic/port.unit-number { 
multicast; 


primary; 
unicast; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name], 
[edit routing-instances routing-instance-name] 


Release Information 
Statement introduced in Junos OS Release 9.4. 


Description 
In a multiprotocol BGP (MBGP) multicast VPN (MVPN), configure a virtual tunnel (VT) interface. 


VT interfaces are needed for multicast traffic on routing devices that function as combined provider edge 
(PE) and provider core (P) routers to optimize bandwidth usage on core links. VT interfaces prevent traffic 
replication when a P router also acts as a PE router (an exit point for multicast traffic). 


In an MBGP MVPN extranet, if there is more than one VRF routing instance on a PE router that has 
receivers interested in receiving multicast traffic from the same source, VT interfaces must be configured 
on all instances. 


Starting in Junos OS Release 12.3, you can configure multiple VT interfaces in each routing instance. This 
provides redundancy. A VT interface can be used in only one routing instance. 


Options 


vt-fpc/pic/port.unit-number—Name of the VT interface. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Example: Configuring Redundant Virtual Tunnel Interfaces in MBGP MVPNs 
Example: Configuring MBGP MVPN Extranets | 794 
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| interface-name 


Syntax 


interface-name interface-name; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim default-vpn-source], 
[edit protocols pim default-vpn-source] 


Release Information 
Statement introduced in Junos OS Release 10.1. 


Description 


Specify the primary loopback address configured in the default routing instance to use as the source 
address when PIM hello messages, join messages, and prune messages are sent over multicast tunnel 
interfaces for interoperability with other vendors’ routers. 


Options 
interface-name—Primary loopback address configured in the default routing instance to use as the source 
address when PIM control messages are sent. Typically, the lo0.0 interface is specified for this purpose. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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| interval 


Syntax 


interval milliseconds; 


Hierarchy Level 


[edit protocols piminterfaceinterface-name multiple-triggered-joins] 


Release Information 
Statement introduced in Junos OS Release 19.1R1 for SRX Series devices. 


Description 
Specify the duration between the triggered joins of the PIM neighbors through the PIM interface. 


Options 

milliseconds—Value for the interval between the triggered joins. 
Range: 100 through 1000 
Default: 100 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


interface | 1365 
multiple-triggered-joins | 1455 
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| inter-as (Routing Instances) 


Syntax 


inter-as{ 
ingress-replication { 
create-new-ucast-tunnel; 
label-switched-path-template { 
(default-template Isp-template-name); 


} 
inter-region-segmented { 
fan-out <leaf-AD routes>); 
threshold <kilobits>); 
} 
Idp-p2mp; 
rsvp-te { 
label-switched-path-template { 
(default-template Isp-template-name), 


Hierarchy Level 


[edit routing-instances routing-instance-name provider-tunnel] 


Release Information 
Statement introduced in Junos OS Release 19.1R1. 


Description 

These statements add Junos support for segmented RSVP-TE provider tunnels with next-generation Layer 
3 multicast VPNs (MVPN), that is, Inter-AS Option B. Inter-AS (autonomous-systems) support is required 
when an L3VPN spans multiple ASes, which can be under the same or different administrative authority 
(such as in an inter-provider scenario). Provider-tunnels (p-tunnels) segmentation occurs at the Autonomous 
System Border Routers (ASBR). The ASBRs are actively involved in BGP-MVPN signaling as well as 
data-plane setup. 


In addition to creating the Intra-AS p-tunnel segment, these Inter-AS configurations are also used for 
ASBRs to originate the Inter-AS Auto Discovery (AD) route into Exterior Border Gateway Protocol (eBGP). 


Options 


ingress-replication —Select the ingress replication tunnel for further configuration. 
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e Choose create-new-ucast-tunnel to create a new unicast tunnel for ingress replication. 


e Choose label-switched-path to create a point-to-point LSP unicast tunnel, and then choose 
label-switched-path-template to use the default template and parameters for dynamic point-to-point 
LSP. 


inter-region-segmented —Select whether Inter-Region Segmented LSPs are triggered by threshold rate, 
or fan-out, or both. Supported tunnels are PIM-SSM and PIM-ASM; Inter-region-segmented cannot 
be set for PIM tunnels. 


e Choose fan-out and then specify the number (from 1 to 10,000) of remote Leaf-AD routes to use 
as a trigger point for segmentation. 


e Choose threshold and then specify a data threshold rate (from O to 1,000,000 kilobytes per second) 
to use to use as a trigger point for segmentation. 


Idp-p2mp-— Select to use LDP point-to-multipoint LSP for flooding; LDP P2MP must be configured in the 
master routing instance. 


rsvp-te— Select to use RSVP-TE point-to-multipoint LSP for flooding. 
e Choose label-switched-path-template to use the default template and parameters for dynamic 


point-to-point LSP. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


BGP-MVPN Inter-AS Option B Overview | 792 
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| intra-as 


Syntax 


intra-as { 
inclusive; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn family inet | ineté 
autodiscovery-only], 
[edit routing-instances routing-instance-name protocols mvpn family inet | inet6 autodiscovery-only,] 


Release Information 

Statement introduced in Junos OS Release 9.4. 

Statement moved to [..protocols mvpn family inet] from [.. protocols mvpn] in Junos OS Release 13.3. 
Support for IPv6é added in Junos OS Release 17.3R1. 


Description 


For Rosen 7, enable the MVPN control plane for autodiscovery only, using intra-AS autodiscovery routes. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 
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| join-load-balance 


Syntax 


join-load-balance { 
automatic; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced in Junos OS Release 9.0. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Enable load balancing of PIM join messages across interfaces and routing devices. 


Options 
automatic—Enables automatic load balancing of PIM join messages. When a new interface or neighbor is 
introduced into the network, ECMP joins are redistributed with minimal disruption to traffic. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM Make-Before-Break Join Load Balancing | 973 
Configuring PIM Join Load Balancing | 291 
clear pim join-distribution | 1766 
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| join-prune-timeout 
Syntax 


join-prune-timeout seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced in Junos OS Release 8.4. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure the timeout for the join state. If the periodic join refresh message is not received before the 
timeout expires, the join state is removed. 


Options 

seconds—Number of seconds to wait for the periodic join message to arrive. 
Range: 210 through 240 seconds 
Default: 210 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Modifying the Join State Timeout | 295 


1378 


keep-alive (Protocols MSDP) 


Syntax 


keep-alive seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp group group-name peer 
address], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances instance-name protocols msdp], 

[edit routing-instances instance-name protocols msdp group group-name peer address] 

[edit routing-instances instance-name protocols msdp peer address], 


Release Information 
Statement introduced in Junos OS Release 12.3. 


Description 

Specify the keepalive interval to use when maintaining a connection with the MSDP peer. If a keepalive 
message is not received for the hold-time period, the MSDP peer connection is terminated. According to 
the RFC 3618, Multicast Source Discovery Protocol (MSDP), the recommended value for the keepalive timer 
is 60 seconds. 


The hold-time period must be longer than the keepalive interval. 


You might want to change the keepalive interval and hold-time period for consistency in a multi-vendor 
environment. 


Default 


In Junos OS, the default hold-time period is 75 seconds, and the default keepalive interval is 60 seconds. 


Options 

seconds—Keepalive interval. 
Range: 10 through 60 seconds 
Default: 60 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Examples: Configuring MSDP | 495 
hold-time (Protocols MSDP) | 1319 
sa-hold-time (Protocols MSDP) | 1583 
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| key-chain (Protocols PIM) 


Syntax 


key-chain key-chain-name; 


Hierarchy Level 


[edit protocols pim interface interface-name family {inet | inet6} bfd-liveness-detection authentication], 
[edit routing-instances routing-instance-name protocols pim interface interface-name family {inet | inet6} 
bfd-liveness-detection authentication] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 

Statement modified in Junos OS Release 12.2 to include family in the hierarchy level. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Specify the security keychain to use for BFD authentication. 


Options 

key-chain-name—Name of the security keychain to use for BFD authentication. The name is a unique 
integer between O and 63. This must match one of the keychains in the authentication-key-chains statement 
at the [edit security] hierarchy level. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD Authentication for PIM | 266 
Understanding Bidirectional Forwarding Detection Authentication for PIM | 451 
authentication | 1205 
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| |2-querier 
Syntax 


|2-querier { 
source-address ip-address; 


} 


Hierarchy Level 


[edit protocols igmp-snooping vlan], 


Release Information 
Statement introduced in Junos OS Release 13.2 for the QFX Series. 
Statement introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 

Configure the device to be an IGMP querier. IGMP querier allows the device to proxy for a multicast router 
and send out periodic IGMP queries in the network. This action causes the device to consider itself an 
multicast router port. The remaining devices in the network simply define their respective multicast router 
ports as the interface on which they received this IGMP query. Use the source-address statement to 
configure the source address to use for IGMP snooping queries. 


Options 

seconds—Time interval. 
Range: 1 through 1024 
Default: 125 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping on SRX Series Devices | 152 
IGMP Snooping Overview | 91 
igmp-snooping | 1330 
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| label-switched-path-template (Multicast) 


Syntax 


label-switched-path-template { 
(default-template | Isp-template-name); 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel rsvp-te], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel ingress-replication 
label-switched-path], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
address source source-address rsvp-te], 

[edit logical-systems logical-system-name routing-options dynamic-tunnels tunnel-name rsvp-te entry-name], 

[edit protocols mvpn inter-region-segmented template template-name region region-name ingress-replication 
label-switched-path], 

[edit protocols mvpn inter-region-segmented template template-name region region-name rsvpe-te], 

[edit protocols mvpn inter-region-template template template-name all-regions ingress-replication 
label-switched-path], 

[edit protocols mvpn inter-region-template template template-name all-regions rsvp-te], 

[edit routing-instances routing-instance-name provider-tunnel ingress-replication label-switched-path], 

[edit routing-instances routing-instance-name provider-tunnel rsvp-te], 

[edit routing-instances routing-instance-name provider-tunnel selective group address source source-address rsvp-te], 

[edit routing-options dynamic-tunnels tunnel-name rsvp-te entry-name] 

[edit routing-instances instance-name provider-tunnel] 


Release Information 

Statement introduced in Junos OS Release 8.5. 

Statement introduced in Junos OS Release 18.2. under the heirarchy level [edit routing-instances 
instance-name provider-tunnell] 


Description 

Specify the LSP template. An LSP template is used as the basis for other dynamically generated LSPs. This 
feature can be used for a number of applications, including point-to-multipoint LSPs, flooding VPLS traffic, 
configuring ingress replication for IP multicast using MBGP MVPNs, and to enable RSVP automatic mesh. 
There is no default setting for the label-switched-path-template statement, so you must configure either 
the default-template using the default-template option, or you must specify the name of your preconfigured 
LSP template. 


Options 
default-template—Specify that the default LSP template be used for the dynamically generated LSPs. 


Isp-template-name—Specify the name of an LSP to be used as a template for the dynamically generated 
LSPs. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Ingress Replication for IP Multicast Using MBGP MVPNs | 705 
Configuring Point-to-Multipoint LSPs for an MBGP MVPN 

Configuring Dynamic Point-to-Multipoint Flooding LSPs 

Configuring RSVP Automatic Mesh 
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Idp-p2mp 


Syntax 


Idp-p2mp; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances instance-name provider-tunnel], 

[edit logical-systems logical-system-name routing-instances instance-name provider-tunnel selective 
wildcard-group-inet wildcard-source], 

[edit logical-systems logical-system-name routing-instances instance-name provider-tunnel selective 
wildcard-group-inet6 wildcard-source], 

[edit logical-systems logical-system-name routing-instances instance-name provider-tunnel selective group group-prefix 
wildcard-source], 

[edit logical-systems logical-system-name routing-instances instance-name provider-tunnel selective group group-prefix 
source source-prefix], 

[edit protocols mvpn inter-region-template template template-name all-regions], 

[edit protocols mvpn inter-region-template template template-name region region-name], 

[edit routing-instances instance-name provider-tunnel] 

[edit routing-instances instance-name provider-tunnel inter-as], 

[edit routing-instances instance-name provider-tunnel selective wildcard-group-inet wildcard-source], 

[edit routing-instances instance-name provider-tunnel selective wildcard-group-inet6 wildcard-source], 

[edit routing-instances instance-name provider-tunnel selective group group-prefix wildcard-source], 

[edit routing-instances instance-name provider-tunnel selective group group-prefix source source-prefix] 


Release Information 

Statement introduced in Junos OS Release 11.2. 

Statement introduced in Junos OS Release 18.2. under the heirarchy level [edit routing-instances 
instance-name provider-tunnell] 


Description 


Specify a point-to-multipoint provider tunnel with LDP signalling for an MBGP MVPN. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Point-to-Multipoint LDP LSPs as the Data Plane for Intra-AS MBGP MVPNs | 699 
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| leaf-tunnel-limit-inet (MVPN Selective Tunnels) 


Syntax 


leaf-tunnel-limit-inet number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances instance-name provider-tunnel selective], 
[edit routing-instances instance-name provider-tunnel selective] 


Release Information 
Statement introduced in Junos OS Release 13.3. 


Description 


Configure the maximum number of selective leaf tunnels for IPv4 control-plane routes. 


The purpose of the leaf-tunnel-limit-inet statement is to supplement the multicast forwarding-cache limit 
when the MVPN rpt-spt mode is configured and when traffic is flowing through selective service provider 
multicast service inteface (S-PMSI) tunnels and is forwarded by way of the (*,G) entry, even though the 
forwarding cache limit has already blocked the forwarding entries from being created. 


The leaf-tunnel-limit-inet statement limits the number of Type-4 leaf autodiscovery (AD) route messages 
that can be originated by receiver provider edge (PE) routers in response to receiving from the sender PE 
router S-PMSI AD routes with the leaf-information-required flag set. Thus, this statement limits the number 
of leaf nodes that are created when a selective tunnel is formed. 


You can configure the statement only when the MVPN mode is rpt-spt. 


This statement is independent of the cmcast-joins-limit-inet statement and of the forwarding-cache 
threshold statement. 


Setting the leaf-tunnel-limit-inet statement or reducing the value of the limit does not alter or delete the 
already existing and installed routes. If needed, you can run the clear pim join command to force the limit 
to take effect. Those routes that cannot be processed because of the limit are added to a queue, and this 
queue is processed when the limit is removed or increased and when existing routes are deleted. 


Default 
Unlimited 


Options 


number—Maximum number of selective leaf tunnels for IPv4. 


Required Privilege Level 
routing—To view this statement in the configuration. 
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routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


€xamples: Configuring the Multicast Forwarding Cache | 1149 
€xample: Configuring MBGP Multicast VPN Topology Variations | 774 
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| leaf-tunnel-limit-inet6 (MVPN Selective Tunnels) 


Syntax 


leaf-tunnel-limit-inet6 number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances instance-name provider-tunnel selective], 
[edit routing-instances instance-name provider-tunnel selective] 


Release Information 
Statement introduced in Junos OS Release 13.3. 


Description 


Configure the maximum number of selective leaf tunnels for IPv6 control-plane routes. 


The purpose of the leaf-tunnel-limit-inet6 statement is to supplement the multicast forwarding-cache 
limit when the MVPN rpt-spt mode is configured and when traffic is flowing through selective service 
provider multicast service inteface (S-PMSI) tunnels and is forwarded by way of the (*,G) entry, even though 
the forwarding cache limit has already blocked the forwarding entries from being created. 


The leaf-tunnel-limit-inet6 statement limits the number of Type-4 leaf autodiscovery (AD) route messages 
that can be originated by receiver provider edge (PE) routers in response to receiving from the sender PE 
router S-PMSI AD routes with the leaf-information-required flag set. Thus, this statement limits the number 
of leaf nodes that are created when a selective tunnel is formed. 


You can configure the statement only when the MVPN mode is rpt-spt. 


This statement is independent of the cmcast-joins-limit-inet6 statement and of the forwarding-cache 
threshold statement. 


Setting the leaf-tunnel-limit-inet6 statement or reducing the value of the limit does not alter or delete the 
already existing and installed routes. If needed, you can run the clear pim join command to force the limit 
to take effect. Those routes that cannot be processed because of the limit are added to a queue, and this 
queue is processed when the limit is removed or increased and when existing routes are deleted. 


Default 
Unlimited 


Options 


number—Maximum number of selective leaf tunnels for IPv6. 


Required Privilege Level 
routing—To view this statement in the configuration. 
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routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Examples: Configuring the Multicast Forwarding Cache | 1149 
Example: Configuring MBGP Multicast VPN Topology Variations | 774 
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| listen 


Syntax 


listen address <port port>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols sap], 
[edit protocols sap] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 

Specify an address and optionally a port on which SAP and SDP listen, in addition to the default SAP 
address and port on which they always listen, 224.2.127.254:9875. To specify multiple additional addresses 
or pairs of address and port, include multiple listen statements. 


Options 
address—(Optional) Address on which SAP listens for session advertisements. 
Default: 224.2.127.254 


port port—(Optional) Port on which SAP listens for session advertisements. 
Default: 9875 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the Session Announcement Protocol | 522 
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| local 


Syntax 


local { 

address address; 

disable; 

family (inet | inet6) anycast-pim; 

} 
group-ranges { 

destination-ip-prefix</prefix-length>; 

} 

hold-time seconds; 

override; 

priority number; 

process-non-null-as-null-register ; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the routing device’s RP properties. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Configuring Local PIM RPs | 314 
Example: Configuring PIM Anycast With or Without MSDP | 327 


| local-address (Protocols AMT) 


Syntax 


local-address ip-address; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt relay family inet], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt relay family inet], 
[edit protocols amt relay family inet], 

[edit routing-instances routing-instance-name protocols amt relay family inet] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 

Specify the local unique IP address to send in Automatic Multicast Tunneling (AMT) relay advertisement 
messages, for use as the IP source of AMT control messages, and as the source of the data tunnel 
encapsulation. The address can be configured on any interface in the system. Typically, the router’s lo0.0 
loopback address is used for configuring the AMT local address in the default routing instance, and the 
router's loO.n loopback address is used for configuring the AMT local address in VPN routing instances. 


Default 


None. The local address must be configured. 


Options 


ip-address—Unique unicast IP address. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| local-address (Protocols MSDP) 


Syntax 


local-address address; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name 
peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances routing-instance-name protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp group group-name], 

[edit routing-instances routing-instance-name protocols msdp group group-name peer address], 

[edit routing-instances routing-instance-name protocols msdp peer address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Configure the local end of an MSDP session. You must configure at least one peer for MSDP to function. 
When configuring a peer, you must include this statement. This address is used to accept incoming 
connections to the peer and to establish connections to the remote peer. 


Options 


address—|P address of the local end of the connection. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


| Example: Configuring MSDP in a Routing Instance | 499 


local-address (Protocols PIM) 


Syntax 


local-address address; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp local family (inet | inet6) anycast-pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp local family (inet 
| inet6) anycast-pim], 

[edit protocols pim rp local family (inet | inet6) anycast-pim], 


[edit routing-instances routing-instance-name protocols pim rp local family (inet | inet6) anycast-pim] 


Release Information 

Statement introduced in Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 
Configure the routing device local address for the anycast rendezvous point (RP). If this statement is 
omitted, the router ID is used as this address. 


Options 


address—Anycast RP |Pv4 or IPv6 address, depending on family configuration. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM Anycast With or Without MSDP | 327 
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| local-address (Routing Options) 


Syntax 


local-address address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
backup-pe-group group-name], 

[edit logical-systems logical-system-name routing-options multicast backup-pe-group group-name], 

[edit routing-instances routing-instance-name routing-options multicast backup-pe-group group-name], 

[edit routing-options multicast backup-pe-group group-name] 


Release Information 

Statement introduced in Junos OS Release 9.0. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement added to the multicast hierarchy in Junos OS Release 13.2. 


Description 
Configure the address of the local PE for ingress PE redundancy when point-to-multipoint LSPs are used 
for multicast distribution. 


Options 
address—Address of local PEs in the backup group. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Ingress PE Redundancy | 1158 
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| log-interval (PIM Entries) 


Syntax 


log-interval value; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim sglimit], 

[edit logical-systems logical-system-name protocols pim sglimit family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim sglimit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim sglimit family], 

[edit protocols pim sglimit], 

[edit protocols pim sglimit family], 

[edit routing-instances routing-instance-name protocols pim sglimit], 

[edit routing-instances routing-instance-name protocols pim sglimit family], 

[edit logical-systems logical-system-name protocols pim rp group-rp-mapping], 

[edit logical-systems logical-system-name protocols pim rp group-rp-mapping family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp group-rp-mapping], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp group-rp-mapping 
family], 

[edit protocols pim rp group-rp-mapping], 

[edit protocols pim rp group-rp-mapping family], 

[edit routing-instances routing-instance-name protocols pim rp group-rp-mapping], 

[edit routing-instances routing-instance-name protocols pim rp group-rp-mapping family], 

[edit logical-systems logical-system-name protocols pim rp register-limit], 

[edit logical-systems logical-system-name protocols pim rp register-limit family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp register-limit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp register-limit 
family], 

[edit protocols pim rp register-limit], 

[edit protocols pim rp register-limit family], 

[edit routing-instances routing-instance-name protocols pim rp register-limit], 

[edit routing-instances routing-instance-name protocols pim rp register-limit family], 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 


Configure the amount of time between log messages. 


Options 


seconds—Minimum time interval (in seconds) between log messages. To configure the time interval, you 
must explicitly configure the maximum number of entries received with the maximum statement. You can 
apply the log interval to incoming PIM join messages, PIM register messages, and group-to-RP mappings. 


Range: 1 through 65,535 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


add new concept and example topic to related topic list. 


clear pim join | 1763 
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| log-interval (IGMP Interface) 


Syntax 


log-interval seconds; 


Hierarchy Level 


[edit dynamic-profiles profile-name protocols igmp interface interface-name] 
[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 

Specify the minimum time interval (in seconds) between sending consecutive log messages to the system 
log for multicast groups on static or dynamic IGMP interfaces. To configure the time interval, you must 
specify the maximum number of multicast groups allowed on the interface. You must configure the 
group-limit statement before you configure the log-interval statement. 


To confirm the configured log interval on the interface, use the show igmp interface command. 


Default 


By default, there is no configured time interval. 


Options 
seconds—Minimum time interval (in seconds) between log messages. You must explicitly configure the 
group-limit to configure a time interval to send log messages. 


Range: 6 through 32,767 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Limiting the Number of IGMP Multicast Group Joins on Logical Interfaces | 49 
group-limit | 1302 
group-threshold | 1314 
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| log-interval (MLD Interface) 


Syntax 


log-interval seconds; 


Hierarchy Level 


[edit dynamic-profiles profile-name protocols mld interface interface-name] 
[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 

Specify the minimum time interval (in seconds) between sending consecutive log messages to the system 
log for multicast groups on static or dynamic MLD interfaces. To configure the time interval, you must 
specify the maximum number of multicast groups allowed on the interface. 


To confirm the configured log interval on the interface, use the show mld interface command. 


Default 


By default, there is no configured time interval. 


Options 
seconds—Minimum time interval (in seconds) between log messages. You must explicitly configure the 
group-limit to configure a time interval to send log messages. 


Range: 6 through 32,767 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the Number of MLD Multicast Group Joins on Logical Interfaces | 82 
group-limit | 1304 
group-threshold | 1316 
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| log-interval (Protocols MSDP) 


Syntax 


log-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp active-source-limit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp active-source-limit], 
[edit protocols msdp active-source-limit], 

[edit routing-instances routing-instance-name protocols msdp active-source-limit] 


Release Information 
Statement introduced in Junos OS Release 12.2 


Description 

Specify the minimum time interval (in seconds) between sending consecutive log messages to the system 
log for MSDP active source messages. To configure the time interval, you must specify the maximum 
number of MSDP active source messages received by the device. 


To confirm the configured log interval, use the show msdp source-active command. 


Options 
seconds—Minimum time interval (in seconds) between log messages. You must explicitly configure the 
maximum value to configure a time interval to send log messages. 


Range: 6 through 32,767 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
log-warning 


maximum | 1404 
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| log-warning (Protocols MSDP) 


Syntax 


log-warning value; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp active-source-limit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp active-source-limit], 
[edit protocols msdp active-source-limit], 

[edit routing-instances routing-instance-name protocols msdp active-source-limit] 


Release Information 
Statement introduced in Junos OS Release 12.2 


Description 

Specify the threshold at which the device logs a warning message in the system log for received MSDP 
active source messages. This threshold is a percentage of the maximum number of MSDP active source 
messages received by the device. 


To confirm the configured warning threshold, use the show msdp source-active command. 


Options 
value—Percentage of the number of active source messages that starts triggering the warnings. You must 
explicitly configure the maximum value to configure a warning threshold value. 


Range: 1 through 100 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
log-interval 


maximum | 1404 


| log-warning (Multicast Forwarding Cache) 
Syntax 


log-warning value; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
forwarding-cache threshold], 

[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
forwarding-cache family (inet | inet6)threshold], 

[edit logical-systems logical-system-name routing-options multicast forwarding-cache threshold], 

[edit logical-systems logical-system-name routing-options multicast forwarding-cache family (inet | inet6) threshold], 

[edit routing-instances routing-instance-name routing-options multicast forwarding-cache threshold], 

[edit routing-instances routing-instance-name routing-options multicast forwarding-cache family (inet | inet6) 
threshold], 

[edit routing-options multicast forwarding-cache threshold], 

[edit routing-options multicast forwarding-cache family (inet | inet6) threshold] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 

Specify the threshold at which the device logs a warning message in the system log for multicast forwarding 
cache entries. This threshold is a percentage of the maximum number of multicast forwarding cache entries 
received by the device. Configuring the threshold statement globally for the multicast forwarding cache 

or including the family statement to configure the thresholds for the IPv4 and IPvé multicast forwarding 


caches are mutually exclusive. 


To confirm the configured warning threshold, use the show multicast forwarding-cache statistics command. 


Options 

value—Percentage of the number of multicast forwarding cache entries that can be added to the cache 
that starts triggering the warning. You must explicitly configure the suppress value to configure a warning 
threshold value. 


Range: 1 through 100 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


1401 


1402 


RELATED DOCUMENTATION 


| Example: Configuring the Multicast Forwarding Cache | 1149 


loose-check 


Syntax 


loose-check; 


Hierarchy Level 


[edit protocols pim interface interface-name bfd-liveness-detection authentication], 
[edit routing-instances routing-instance-name protocols pim interface interface-name bfd-liveness-detection 
authentication] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Specify loose authentication checking on the BFD session. Use loose authentication for transitional periods 
only when authentication might not be configured at both ends of the BFD session. 


By default, strict authentication is enabled and authentication is checked at both ends of each BFD session. 
Optionally, to smooth migration from nonauthenticated sessions to authenticated sessions, you can 
configure loose checking. When loose checking is configured, packets are accepted without authentication 
being checked at each end of the session. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD Authentication for PIM | 266 
Understanding Bidirectional Forwarding Detection Authentication for PIM | 451 
authentication | 1205 
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| mapping-agent-election 
Syntax 


(mapping-agent-election | no-mapping-agent-election); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp auto-rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp auto-rp], 
[edit protocols pim rp auto-rp], 

[edit routing-instances routing-instance-name protocols pim rp auto-rp] 


Release Information 

Statement introduced in Junos OS Release 7.5. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure the routing device mapping announcements as a mapping agent. 


Options 
mapping-agent-election—Mapping agents do not announce mappings when receiving mapping messages 
from a higher-addressed mapping agent. 


no-mapping-agent-election—Mapping agents always announce mappings and do not perform mapping 
agent election. 


Default: mapping-agent-election 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Auto-RP 
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| maximum (MSDP Active Source Messages) 


Syntax 


maximum number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp active-source-limit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp active-source-limit], 
[edit protocols msdp active-source-limit], 

[edit routing-instances routing-instance-name protocols msdp active-source-limit] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the maximum number of MSDP active source messages the router accepts. 


Options 

number—Maximum number of active source messages. 
Range: 1 through 1,000,000 
Default: 25,000 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
threshold (MSDP Active Source Messages) | 1643 


| maximum (PIM Entries) 


Syntax 


maximum limit; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim sglimit], 

[edit logical-systems logical-system-name protocols pim sglimit family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim sglimit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim sglimit family], 

[edit protocols pim sglimit], 

[edit protocols pim sglimit family], 

[edit routing-instances routing-instance-name protocols pim sglimit], 

[edit routing-instances routing-instance-name protocols pim sglimit family], 

[edit logical-systems logical-system-name protocols pim rp group-rp-mapping], 

[edit logical-systems logical-system-name protocols pim rp group-rp-mapping family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp group-rp-mapping], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp group-rp-mapping 
family], 

[edit protocols pim rp group-rp-mapping], 

[edit protocols pim rp group-rp-mapping family], 

[edit routing-instances routing-instance-name protocols pim rp group-rp-mapping], 

[edit routing-instances routing-instance-name protocols pim rp group-rp-mapping family], 

[edit logical-systems logical-system-name protocols pim rp register-limit], 

[edit logical-systems logical-system-name protocols pim rp register-limit family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp register-limit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp register-limit 
family], 

[edit protocols pim rp register-limit], 

[edit protocols pim rp register-limit family], 

[edit routing-instances routing-instance-name protocols pim rp register-limit], 

[edit routing-instances routing-instance-name protocols pim rp register-limit family], 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 
Configure the maximum number of specified PIM entries received by the device. If the device reaches the 
configured limit, no new entries are received. 


1405 


1406 


NOTE: The maximum limit settings that you configure with the maximum and the family (inet 
| inet6) maximum statements are mutually exclusive. For example, if you configure a global 
maximum PIM join state limit, you cannot configure a limit at the family level for IPv4 or IPvé 
joins. If you attempt to configure a limit at both the global level and the family level, the device 
will not accept the configuration. 


Options 
limit—Maximum number of PIM entries received by the device. If you configure both the log-interval and 
the maximum statements, a warning is triggered when the maximum limit is reached. 


Depending on your configuration, this limit specifies the maximum number of PIM joins, PIM register 
messages, or group-to-RP mappings received by the device. 


Range: 1 through 65,535 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


add new concept and example topic to related topic list. 


clear pim join | 1763 
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| maximum-bandwidth 


Syntax 


maximum-bandwidth bps; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
interface interface-namel, 

[edit logical-systems logical-system-name routing-options multicast interface interface-name], 

[edit routing-instances routing-instance-name routing-options multicast interface interface-name], 

[edit routing-options multicast interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 8.3. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure the multicast bandwidth for the interface. 


Options 
bps—Bandwidth rate, in bits per second, for the multicast interface. 


Range: O through any amount of bandwidth 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Defining Interface Bandwidth Maximums | 1126 
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| maximum-rps 
Syntax 


maximum-rps limit; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp embedded-rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp embedded-rp], 
[edit protocols pim rp embedded-rp], 

[edit routing-instances routing-instance-name protocols pim rp embedded-rp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Limit the number of RPs that the routing device acknowledges. 


Options 

limit—Number of RPs. 
Range: 1 through 500 
Default: 100 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Embedded RP for IPv6é | 343 
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| maximum-transmit-rate (Protocols IGMP) 


Syntax 


maximum-transmit-rate packets-per-second; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp], 
[edit protocols igmp] 


Release Information 

Statement introduced in Junos OS Release 9.3. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Limit the transmission rate of IGMP packets 


Options 

packets-per-second—Maximum number of IGMP packets transmitted in one second by the routing device. 
Range: 1 through 10000 
Default: 500 packets 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Limiting the Maximum IGMP Message Rate | 37 
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| maximum-transmit-rate (Protocols MLD) 


Syntax 


maximum-transmit-rate packets-per-second; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld], 
[edit protocols mld] 


Release Information 
Statement introduced in Junos OS Release 9.3. 


Description 


Limit the transmission rate of MLD packets. 


Options 

packets-per-second—Maximum number of MLD packets transmitted in one second by the routing device. 
Range: 1 through 10000 
Default: 500 packets 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Limiting the Maximum MLD Message Rate | 70 
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| mdt 


Syntax 


madt { 
data-mdt-reuse; 
group-range multicast-prefix; 
threshold { 
group group-address { 
source source-address { 
rate threshold-rate; 


} 


tunnel-limit limit; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family inet | inet6], 
[edit routing-instances routing-instance-name protocols pim], 

[edit routing-instances routing-instance-name provider-tunnel family inet | inet6] 


Release Information 

Statement introduced before Junos OS Release 7.4. In Junos OS Release 17.3R1, the mdt hierarchy was 
moved from provider-tunnel to the provider-tunnel family inet and provider-tunnel family inet6 hierarchies 
as part of an upgrade to add IPv6 support for default MDT in Rosen 7, and data MDT for Rosen 6 and 
Rosen 7. The provider-tunnel mdt hierarchy is now hidden for backward compatibility with existing scripts. 


Description 


Establish the group address range for data MDTs, the threshold for the creation of data MDTs, and tunnel 
limits for a multicast group and source. A multicast group can have more than one source of traffic. 


The remaining statements are explained separately. . 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


1412 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 


| metric (Protocols DVMRP) 


Syntax 


metric metric; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols dvmrp interface interface-name], 
[edit protocols dvmrp interface interface-name] 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Statement introduced before Junos OS Release 7.4. 


Description 
Define the DVMRP metric value. 


Options 

metric—Metric value. 
Range: 1 through 31 
Default: 1 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring DVMRP | 541 
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| minimum-interval (PIM BFD Liveness Detection) 


Syntax 


minimum-interval milliseconds; 


Hierarchy Level 


[edit protocols pim interface (Protocols PIM) interface-name bfd-liveness-detection], 
[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name 
bfd-liveness-detection] 


Release Information 

Statement introduced in Junos OS Release 8.1. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Configure the minimum interval after which the local routing device transmits hello packets and then 
expects to receive a reply from a neighbor with which it has established a BFD session. Optionally, instead 
of using this statement, you can specify the minimum transmit and receive intervals separately using the 
transmit-interval minimum-interval and minimum-receive-interval statements. 


Options 
milliseconds—Minimum transmit and receive interval. 
Range: 1 through 255,000 milliseconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 
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| minimum-interval (PIM BFD Transmit Interval) 


Syntax 


minimum-interval milliseconds; 


Hierarchy Level 


[edit protocols pim interface interface-name bfd-liveness-detection transmit-intervall], 
[edit routing-instances routing-instance-name protocols pim interface interface-name bfd-liveness-detection 
transmit-intervall] 


Release Information 

Statement introduced in Junos OS Release 8.2. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Support for BFD authentication introduced in Junos OS Release 9.6. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Configure the minimum interval after which the local routing device transmits hello packets to a neighbor 
with which it has established a BFD session. Optionally, instead of using this statement, you can configure 
the minimum transmit interval using the minimum-interval statement at the [edit protocols pim interface 
interface-name bfd-liveness-detection] hierarchy level. 


Options 
milliseconds—Minimum transmit interval value. 
Range: 1 through 255,000 


NOTE: The threshold value specified in the threshold statement must be greater than the value 
specified in the minimum-interval statement for the transmit-interval statement. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 
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bfd-liveness-detection | 1217 


minimum-interval | 1413 
threshold | 1648 
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| min-rate 
Syntax 


min-rate { 
rate bps; 
revert-delay seconds; 


Hierarchy Level 


[edit routing-instances routing-instance-name protocols mvpn hot-root-standby] 


Release Information 
Statement introduced in Junos OS Release 16.1. 


Description 

Fast failover (that is, sub-5Oms switch over for C-multicast streams as defined in Draft Morin L3VPN Fast 
Failover 05, ) is supported for MPC cards operating in enhanced-ip mode that are running next generation 
(NG) MVPNs with hot-root-standby enabled. 


Live-live NG MVPN traffic is available by enabling both sender-based reverse path forwarding (RPF) and 
hot-root standby. In this scenario, any upstream failure in the network can be repaired locally at the egress 
PE, and fast failover is triggered if the flow rate of monitored traffic falls below the threshold configured 
for min-rate. 


On the egress PE, redundant multicast streams are received from a source that has been multihomed to 
two or more senders (upstream PEs). Only one stream is forwarded to the customer network, however, 
because the sender-based RPF running on the egress PE prevents any duplication. 


Note that fast failover only supports VRF configured with a virtual tunnel (VT) interface, that is, anchored 
to a tunnel PIC to provide upstream tunnel termination. Label switched interfaces (LSI) are not supported. 


NOTE: min-rate is not strictly supported for MPC3 and MPC4 line cards (these cards have 
multiple lookup chips and an aggregate value is not calculated across chips). So, when setting 
the rate, choose a value that is high enough to ensure that lookup will be triggered at least once 
on each chip every 10 milliseconds or less. As a result, for line cards with multiple look up chips, 
a small percentage of duplicate multicast packets may be observed being leaked to the to the 
egress interface. This is normal behavior. The re-route is triggered when traffic rate on the 
primary tunnel hits zero. Likewise, if no packets are detected on any of the lookup chips during 
the configured interval, the tunnel will go down. 
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Options 

rate—Specify a rate to represent the typical flow rate of aggregate multicast traffic from the provider 
tunnel (P tunnel). Aggregate multicast traffic from the P tunnel is monitored, and if it falls below the 
threshold set here a failover to the hot-root standby is triggered. 


Range: 3 Mb through 100 Gb 


revert-delay seconds—Use the specified interval to allow time for the network to converge when and if 

the original link comes back online. You can specify a time, in seconds, for the router to wait before updating 
its multicast routes. For example, if the original link goes down and triggers the switchover to an alternative 
link, and then the original link comes back up, the update of multicast routes reflecting the new path can 
be delayed to accommodate the time it may take to for the network to converge back on the original link. 


Range: O through 20 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 


Tunnels | 859 
Example: Configuring Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 863 





hot-root-standby | 1324 
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| min-rate (source-active-advertisement) 


Syntax 


min-rate bps 


Hierarchy Level 


[edit logical-systems logical-system--name routing-instances instance-name protocols mvpn mvpn-mode spt-only 
source-active-advertisement], 

[edit routing-instances instance-name protocols mvpn mvpn-mode spt-only source-active-advertisement], 

[edit routing-instances instance-name protocols mvpn mvpn-mode spt-only source-active-advertisement] 


Release Information 
Statement introduced in Junos OS Release 17.1. 


Description 
Minimum traffic rate required to advertise Source-Active route (1 to 1000000 bits per second), set on the 
ingress PEs. 


Use the command, for example, to ensure that the egress PEs only receive Source-Active A-D route 
advertisements from ingress PEs that are receiving traffic at or above a minimum rate, regardless of how 
many ingress PEs there may be. Only one of the ingress PEs is chosen as the upstream multicast hop 
(UMH). Traffic flow continues because the egress PE removes its Type 7 advertisements to the old UMH 
and re-advertises a Type 7 to the new UMH. 


The min-rate command works by polling traffic stats to determine the traffic rate of each flow on the 
ingress PE. Rather than advertising the Source-Active A-D route immediately upon learning of the S,G, 
the ingress PE waits until the traffic rate reaches the threshold set for min-rate before sending the 
Source-Active A-D route. If the rate then drops below the threshold, the Source-Active A-D route is 
withdrawn. 


To verify that the value is set as expected, you can check whether the Type 5 (Source-Active route) has 
been advertised using the show route table vrf.mvpn.0 command. It may take several minutes before you 
can see the changes in the Source-Active A-D route advertisement after making changes to the min-rate. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Configuring SPT-Only Mode for Multiprotocol BGP-Based Multicast VPNs 
dampen | 1232 


| minimum-receive-interval 


Syntax 


minimum-receive-interval milliseconds; 


Hierarchy Level 


[edit protocols pim interface (Protocols PIM) interface-name bfd-liveness-detection], 
[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name 
bfd-liveness-detection] 


Release Information 

Statement introduced in Junos OS Release 8.1. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Configure the minimum interval after which the local routing device must receive a reply from a neighbor 
with which it has established a BFD session. Optionally, instead of using this statement, you can configure 
the minimum receive interval using the minimum-interval statement at the [edit protocols pim interface 
interface-name bfd-liveness-detection] hierarchy level. 


Options 
milliseconds—Minimum receive interval. 
Range: 1 through 255,000 milliseconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 
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| mld 


Syntax 


mid { 
accounting; 
interface interface-name { 
(accounting | no-accounting); 
disable; 
distributed; 
group-limit limit; 
group-policy [ policy-names ]; 
immediate-leave; 
oif-map [ map-names ]; 
passive; 
ssm-map ssm-map-name; 
ssm-map-policy ssm-map-policy-name; 
static { 
group multicast-group-address { 
exclude; 
group-count number; 
group-increment increment; 
source ip-address { 
source-count number; 
source-increment increment; 


} 


version version; 


} 


maximum-transmit-rate packets-per-second; 
query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols], 
[edit protocols] 


Release Information 
Statement introduced before Junos OS Release 7.4. 
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Description 


Enable MLD on the router. MLD must be enabled for the router to receive multicast packets. 


Default 


MLD is disabled on the router. MLD is automatically enabled on all broadcast interfaces when you configure 
Protocol Independent Multicast (PIM) or Distance Vector Multicast Routing Protocol (DVMRP). 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling MLD | 60 

show mld group | 1888 
show mid interface | 1893 
show mld statistics | 1898 
clear mld membership | 1743 
clear mld statistics | 1747 
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| mld-snooping 


List of Syntax 
Syntax (SRX Series, EX Series) on page 1422 
Syntax (MX Series, EX9200) on page 1422 


Syntax (SRX Series, EX Series) 


mid-snooping { 
vian (all | vian-name) { 
immediate-leave; 
interface interface-name { 
group-limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 
group ip-address { 
source ip-address; 


} 


} 
qualified-vlan vlan-id; 
query-interval; 
query-last-member-interval; 
query-response-interval; 
robust-count number; 
trace-options { 
file (files | no-word-readable | size | word-readable): 
flag (all | client-notification | general | group | host-notification | leave | noraml | packest | policy | query | report | 
route | report | state | task |timer): 


Syntax (MX Series, EX9200) 


mid-snooping { 
evpn-ssm-reports-only; 
immediate-leave; 
interface interface-name { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
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multicast-router-interface; 
static { 
group ip-address { 
source ip-address; 


} 
proxy { 
source-address ip-address; 
} 
query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 
} 
vlan vlan-id { 
immediate-leave; 
interface interface-name { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 
group ip-address { 
source ip-address; 


} 
proxy { 

source-address ip-address; 
} 
query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols], 
[edit protocols] 
[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols] 


[edit routing-instances routing-instance-name protocols] 
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Release Information 

Statement introduced in Junos OS Release 12.1 for EX Series switches. 
Statement introduced in Junos OS Release 14.2 for MX Series routers with MPC. 
Statement introduced in Junos OS Release 18.1R1 for SRX1500 devices. 


Description 

Enable and configure MLD snooping. MLD snooping constrains IPv6é multicast traffic at Layer 2 by 
configuring Layer 2 LAN ports dynamically to forward IPv6é multicast traffic only to those ports that want 
to receive it. 


Multicast Listener Discovery (MLD) is a protocol built on ICMPvé6 and used by IPvé6 routers and hosts to 
discover and indicate interest in a multicast group. There are two versions, MLDv1 (RFC 2710) which is 
equivalent to IGMPv2, and MLDv2 (RFC 3810), which is equivalent to IGMPv3. Both MLDv1 and MLDv2 
support Query, Report and Done messages, just as IGMP. MLDv2 further supports source-specific 
Queries/Reports and multi-record Reports. 


For MX Series devices, MLD snooping restricts the forwarding of IPv6 multicast traffic to only those 
interfaces in a bridge-domain/VPLS that have interested listeners. Rather than flooding all interfaces in 
the bridge-domain/VPLS, MLD snooping restricts the forwarding of IPv6 multicast traffic to only those 
interfaces in a bridge-domain/VPLS that have interested listeners. These interfaces are identified by 
snooping MLD control packets, identifying the set of outgoing interfaces for a multicast stream, and building 
forwarding state accordingly. Queries will be snooped and flooded to all ports; Report and Done messages 
are snooped and selectively forwarded to multicast router ports only. 


NOTE: For MX Series devices, MLD snooping is supported on MPC-1, MPC-2, MPC-3, and 
MPC-4 linecards (Trio based). It is not supported on DPC linecards. The operational commands 
for mld-snooping, including defaults, functionality, logging, and tracing are the same as for 
igmp-snooping. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MLD Snooping on EX Series Switches | 187 
Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 
Understanding MLD Snooping | 162 
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| mode (Multicast VLAN Registration) 


Syntax 


mode (proxy | transparent); 


Hierarchy Level 


[edit protocols igmp-snooping vlan name data-forwarding receiver] 


Release Information 
Statement introduced in Junos OS Release 18.3R1 for EX4300 switches. 
Support added in Junos OS Release 18.4R1 for EX2300 and EX3400 switches. 


Description 
Configure the operating mode for a Multicast VLAN Registration (MVR) receiver VLAN. 


A multicast VLAN (MVLAN) forwards multicast streams to interfaces on other VLANs that are configured 
as MVR receiver VLANs for that MVLAN, and can operate in either of two modes, transparent or proxy. 
The mode setting affects how IGMP reports are sent to the upstream multicast router. In transparent 
mode, the device sends IGMP reports out of the MVR receiver VLAN, and in proxy mode, the device sends 
IGMP reports out of the MVLAN. 


We recommend that you configure proxy mode on devices that are closest to the upstream multicast 
router, because in transparent mode, IGMP reports are only sent out on the MVR receiver VLAN. As a 
result, MVR receiver ports receiving an IGMP query from an upstream router on the MVLAN will only 
reply on MVR receiver VLAN multicast router ports, the upstream router will not receive the replies, and 
the upstream router will not continue to forward traffic. In proxy mode, IGMP reports are sent out on the 
MVLAN for its MVR receiver VLANs, so the upstream multicast router receives IGMP replies on the 
MVLAN and continues to forward the multicast traffic on the MVLAN. 


In either mode, the device forms multicast group memberships on the MVLAN, and IGMP queries and 
forwards multicast traffic received on the MVLAN to subscribers in MVR receiver VLANs tagged with the 
MVLAN tag by default. If you also configure the translate option at the [edit protocols igmp-snooping 
vians vian-name data-forwarding receiver] hierarchy level for hosts on trunk ports in MVR receiver VLANs, 
then upon egress, the device translates MVLAN tags into the MVR receiver VLAN tags instead. 
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NOTE: This statement is available to configure the MVR mode only on devices that support the 
Enhanced Layer 2 Software (ELS) configuration style. Devices with software that does not support 
ELS operate in transparent mode by default, or operate in proxy mode if you configure the proxy 
statement at the [edit protocols igmp-snooping vlan vian-name] hierarchy level for a VLAN 
configured as a data-forwarding VLAN. 


Default 


Transparent mode 


Options 

transparent—MVR operates in transparent mode if this option is configured (and is also the default if no 
mode is configured). In transparent mode, IGMP reports are sent out from the device in the context 
of the MVR receiver VLAN. IGMP join and leave messages received on MVR receiver VLAN interfaces 
are forwarded to the multicast router ports on the MVR receiver VLAN. IGMP queries received on 
the MVR receiver VLAN are forwarded to all MVR receiver ports. IGMP queries received on the 
MVLAN are forwarded to the MVR receiver ports that are in the receiver VLANs belonging to the 
MVLAN, even though those ports might not be on the MVLAN itself. 


When a host on an MVR receiver VLAN joins a multicast group, the device installs a bridging entry on 
the MVLAN and forwards MVLAN traffic for that group to the host, even though the host is not in 
the MVLAN. You can also configure the device to install the bridging entries on the MVR receiver 
VLAN (see the install option at the [edit protocols igmp-snooping vlans vlan-name data-forwarding 
receiver] hierarchy level). 


proxy—When you configure proxy mode for an MVR receiver VLAN, the device acts as a proxy to the 
IGMP multicast router for MVR group membership requests received on MVR receiver VLANs. The 
device forwards IGMP reports from hosts on MVR receiver VLANs in the context of the MVLAN and 
forwards them to the multicast router ports on the MVLAN only, so the multicast router receives 
IGMP reports only on the MVLAN for those MVR receiver hosts. IGMP queries are handled in the 
same way as in transparent mode; IGMP queries received on either the MVR receiver VLAN or the 
MVLAN are forwarded to all MVR receiver ports in receiver VLANs belonging to the MVLAN (even 
though those ports are not on the MVLAN itself). 


When a host on an MVR receiver VLAN joins a multicast group, the device installs a bridging entry on 
the MVLAN, and subsequently forwards MVLAN traffic for that group to the host although the host 
is not in the MVLAN. You cannot configure the install option to install the bridging entries on the MVR 
receiver VLAN for a data-forwarding MVR receiver VLAN that is configured in proxy mode. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Understanding Multicast VLAN Registration | 221 
Configuring Multicast VLAN Registration on EX Series Switches | 232 
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| mode (Protocols DVMRP) 


Syntax 


mode (forwarding | unicast-routing); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols dvmrp interface interface-name], 
[edit protocols dvmrp interface interface-name] 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Statement introduced before Junos OS Release 7.4. 


Description 


Configure DVMRP for multicast traffic forwarding or unicast routing. 


Options 


forwarding—DVMRP performs unicast routing as well as multicast data forwarding. 


unicast-routing—DVMRP performs unicast routing only. To forward multicast data, you must configure 
Protocol Independent Multicast (PIM) on the interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring DVMRP to Announce Unicast Routes | 545 
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| mode (Protocols MSDP) 


Syntax 


mode (mesh-group | standard); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp group group-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name], 
[edit protocols msdp group group-name], 

[edit routing-instances routing-instance-name protocols msdp group group-name] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure groups of peers in a full mesh topology to limit excessive flooding of source-active messages 
to neighboring peers. The default flooding mode is standard. 


Default 


If you do not include this statement, default flooding is applied. 


Options 


mesh-group—Group of peers that are mesh group members. 


standard—Use standard MSDP source-active flooding rules. 
Default: standard 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
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| mode (Protocols PIM) 


Syntax 


mode (bidirectional-sparse | bidirectional-sparse-dense | dense | sparse | sparse-dense); 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 

bidirectional-sparse and bidirectional-sparse-dense options introduced in Junos OS Release 12.1. 


Description 


Configure the PIM mode on the interface. 


Options 
The choice of PIM mode is closely tied to controlling how groups are mapped to PIM modes, as follows: 
e bidirectional-sparse—Use if all multicast groups are operating in bidirectional, sparse, or SSM mode. 


e bidirectional-sparse-dense—Use if multicast groups, except those that are specified in the dense-groups 
statement, are operating in bidirectional, sparse, or SSM mode. 


e dense—Use if all multicast groups are operating in dense mode. 
e sparse—Use if all multicast groups are operating in sparse mode or SSM mode. 


e sparse-dense—Use if multicast groups, except those that are specified in the dense-groups statement, 
are operating in sparse mode or SSM mode. 


Default: Sparse mode 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Configuring PIM Dense Mode Properties | 276 
Configuring PIM Sparse-Dense Mode Properties | 279 
Example: Configuring Bidirectional PIM | 433 
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| mofrr-asm-starg (Multicast-Only Fast Reroute in a PIM Domain) 


Syntax 


mofrr-asm-starg; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
stream-protection], 

[edit logical-systems logical-system-name routing-options multicast stream-protection], 

[edit routing-instances routing-instance-name routing-options multicast stream-protection], 

[edit routing-options multicast stream-protection] 


Release Information 
Statement introduced in Junos OS Release 14.1. 
Statement introduced in Junos OS Release 17.4R1 for QFX Series switches. 


Description 


Enable mofrr-asm-starg to include any-source multicast (ASM) for (*,G) joins in the Multicast-only fast 
reroute (MoFRR). 


NOTE: mofrr-asm-starg applies to IP-PIM only. When enabled for group G, *,G will undergo 
MoFRR as long as there is no S#,G for Group G. In other words, *,G MoFRR will cease and any 
old states will be torn down when S#,G is created. Note too, that mofrr-asm-starg is not supported 
for mLDP (since mLDP itself does not support *,G). 


In a PIM domain with MoFRR enabled, the default for stream-protection is S,G routes only. 


Context: Multicast-only fast reroute (MoFRR) can be used to reduce traffic loss in a multicast distribution 
tree in the event of link down. To employ MoFRR, a downstream router is configured with an alternative 
path back towards the source, over which it receives a backup live stream of the same multicast traffic. 
That router propagates the same (S,G) join toward both upstream neighbors in order to create duplicate 
multicast trees. If a failure is detected on the primary tree, the router switches to the backup tree to prevent 
packet loss. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Understanding Multicast-Only Fast Reroute | 1023 

Example: Configuring Multicast-Only Fast Reroute ina PIM Domain | 1035 

Example: Configuring Multicast-Only Fast Reroute in a PIM Domain on Switches | 1045 
Example: Configuring Multicast-Only Fast Reroute in a Multipoint LDP Domain | 1056 
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| mofrr-disjoint-upstream-only (Multicast-Only Fast Reroute in a PIM Domain) 


Syntax 


mofrr-disjoint-upstream-only; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
stream-protection], 

[edit logical-systems logical-system-name routing-options multicast stream-protection], 

[edit routing-instances routing-instance-name routing-options multicast stream-protection], 

[edit routing-options multicast stream-protection] 


Release Information 
Statement introduced in Junos OS Release 14.1. 
Statement introduced in Junos OS Release 17.4R1 for QFX Series switches. 


Description 
When you configure multicast-only fast reroute (MoFRR) in a PIM domain, allow only a disjoint RPF (an 
RPF on a separate plane) to be selected as the backup RPF path. 


In a multipoint LDP MoFRR domain, the same label is shared between parallel links to the same upstream 
neighbor. This is not the case in a PIM domain, where each link forms a neighbor. The 
mofrr-disjoint-upstream-only statement does not allow a backup RPF path to be selected if the path goes 
to the same upstream neighbor as that of the primary RPF path. This ensures that MoFRR is triggered only 
on a topology that has multiple RPF upstream neighbors. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Multicast-Only Fast Reroute | 1023 
Example: Configuring Multicast-Only Fast Reroute ina PIM Domain | 1035 
Example: Configuring Multicast-Only Fast Reroute in a PIM Domain on Switches | 1045 





Example: Configuring Multicast-Only Fast Reroute in a Multipoint LDP Domain | 1056 
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| mofrr-no-backup-join (Multicast-Only Fast Reroute in a PIM Domain) 


Syntax 


mofrr-no-backup-join; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
stream-protection], 

[edit logical-systems logical-system-name routing-options multicast stream-protection], 

[edit routing-instances routing-instance-name routing-options multicast stream-protection], 

[edit routing-options multicast stream-protection] 


Release Information 
Statement introduced in Junos OS Release 14.1. 
Statement introduced in Junos OS Release 17.4R1 for QFX Series switches. 


Description 
When you configure multicast-only fast reroute (MoFRR) in a PIM domain, prevent sending join messages 
on the backup path, but retain all other MoFRR functionality. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Multicast-Only Fast Reroute | 1023 
Example: Configuring Multicast-Only Fast Reroute ina PIM Domain | 1035 
Example: Configuring Multicast-Only Fast Reroute in a PIM Domain on Switches | 1045 





Example: Configuring Multicast-Only Fast Reroute in a Multipoint LDP Domain | 1056 
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| mofrr-primary-path-selection-by-routing (Multicast-Only Fast Reroute) 


Syntax 


mofrr-primary-path-selection-by-routing; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
stream-protection], 

[edit logical-systems logical-system-name routing-options multicast stream-protection], 

[edit routing-instances routing-instance-name routing-options multicast stream-protection], 

[edit routing-options multicast stream-protection] 


Release Information 
Statement introduced in Junos OS Release 14.1. 
Statement introduced in Junos OS Release 17.4R1 for QFX Series switches. 


Description 

MoFRR is supported on both equal-cost multipath (ECMP) paths and non-ECMP paths. Unicast loop-free 
alternate (LFA) routes need to be enabled to support MoFRR on non-ECMP paths. LFA routes are enabled 
with the link-protection statement in the interior gateway protocol (IGP) configuration. When you enable 
link protection on an OSPF or IS-IS interface, Junos OS creates a backup LFA path to the primary next 
hop for all destination routes that traverse the protected interface. 


In the context of load balancing, MoFRR prioritizes the disjoint backup in favor of load balancing the 
available paths. 


For Junos OS releases before 15.1R7, for both ECMP and Non-ECMP scenarios, the default MoFRR 
behavior was sticky , that is, if the Active link went down, the Active Path selection would give preference 
to Backup Path for the transition. The Active Path would not follow the unicast selected gateway 


Starting in Junos OS Release 15.1R7 however, the default behavior for non-EMCP scenarios is to be 
nonsticky, that is, the selection of Active Path strictly follows unicast selected gateway. MoFRR no longer 
chooses a unicast LFA path to become the MoFRR Active path; only a unicast LFA path can be selected 
to become MoFRR Backup. 


Default 


By default, the backup path gets promoted to be the primary path when MoFRR is configured in a PIM 
domain. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Understanding Multicast-Only Fast Reroute | 1023 

Example: Configuring Multicast-Only Fast Reroute ina PIM Domain | 1035 

Example: Configuring Multicast-Only Fast Reroute in a PIM Domain on Switches | 1045 
Example: Configuring Multicast-Only Fast Reroute in a Multipoint LDP Domain | 1056 


| mpls-internet-multicast 


Syntax 


mpls-internet-multicast; 


Hierarchy Level 


[edit routing-instances routing-instance-name instance-type] 
[edit protocols pim] 


Release Information 
Statement introduced in Junos OS Release 11.1. 


Description 

A nonforwarding routing instance type that supports Internet multicast over an MPLS network for the 
default master instance. No interfaces can be configured for it. Only one mpls-internet-multicast instance 
can be configured for each logical system. 


The mpls-internet-multicast configuration statement is also explicitly required under PIM in the master 
instance. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Ingress Replication for IP Multicast Using MBGP MVPNs | 705 
ingress-replication | 1348 
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| msdp 


Syntax 


msdp { 
disable; 
active-source-limit { 
log-interval seconds; 
log-warning value; 
maximum number; 
threshold number; 
} 
data-encapsulation (disable | enable); 
export [ policy-names ]; 
group group-name { 
... group-configuration ... 
} 
hold-time seconds; 
import [ policy-names ]; 
local-address address; 
keep-alive seconds; 
peer address { 
... peer-configuration ... 
} 
rib-group group-name; 
source ip-prefix</prefix-length> { 
active-source-limit { 
maximum number; 
threshold number; 


} 
sa-hold-time seconds; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 
} 
group group-name { 
disable; 
export [ policy-names ]; 
import [ policy-names ]; 
local-address address; 
mode (mesh-group | standard); 
peer address { 


... same statements as at the [edit protocols msdp peer address] hierarchy level shown just following ... 


traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


} 
peer address { 
disable; 
active-source-limit { 
maximum number; 
threshold number; 
} 
authentication-key peer-key; 
default-peer; 
export [ policy-names ]; 
import [ policy-names ]; 
local-address address; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols], 
[edit protocols], 

[edit routing-instances routing-instance-name protocols] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.4 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 


Description 


Enable MSDP on the router or switch. You must also configure at least one peer for MSDP to function. 


Default 
MSDP is disabled on the router or switch. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


1439 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP in a Routing Instance | 499 
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| multicast (Static and Dynamic Routing Options) 


Syntax 


multicast { 
asm-override-ssm; 
backup-pe-group group-name { 
backups [ addresses ]; 
local-address address; 
} 
cont-stats-collection-interval interval; 
flow-map flow-map-name { 
bandwidth (bps | adaptive); 
forwarding-cache { 
timeout (never non-discard-entry-only | minutes); 
} 
policy [ policy-names ]; 
redundant-sources [ addresses ]; 
} 
forwarding-cache { 
threshold suppress value <reuse value>; 
timeout minutes; 
} 
interface interface-name { 
enable; 
maximum-bandwidth bps; 
no-qos-adjust; 
reverse-oif-mapping { 
no-qos-adjust; 
} 
subscriber-leave-timer seconds; 
} 
local-address address 
omit-wildcard-address 
pim-to-igmp-proxy { 
upstream-interface [ interface-names ]; 
} 
pim-to-mld-proxy { 
upstream-interface [ interface-names ]; 
} 
rpf-check-policy [ policy-names ]; 
scope scope-name { 
interface [ interface-names ]; 
prefix destination-prefix; 
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scope-policy [ policy-names ]; 

ssm-groups [ addresses ]; 

ssm-map ssm-map-name { 
policy [ policy-names ]; 
source [ addresses ]; 


} 

traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <disable>; 


Hierarchy Level 


[edit dynamic-profiles profile-name routing-options], 

[edit dynamic-profiles profile-name routing-instances routing-instance-name routing-options], 

[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options], 
[edit logical-systems logical-system-name routing-options], 

[edit routing-instances routing-instance-name routing-options], 


[edit routing-options] 


NOTE: You cannot apply a scope policy to a specific routing instance. That is, all scoping policies 
are applied to all routing instances. However, the scope statement does apply individually to a 
specific routing instance. 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 

interface and maximum-bandwidth statements introduced in Junos OS Release 8.3. 

interface and maximum-bandwidth statements introduced in Junos OS Release 9.0 for EX Series switches. 
Statement added to [edit dynamic-profiles routing-options] and [edit dynamic-profiles profile-name 
routing-instances routing-instance-name routing-options] hierarchy levels in Junos OS Release 9.6. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 

Statement introduced in Junos OS Release 12.3 for ACX Series routers. 


Description 


Configure multicast routing options properties. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Examples: Configuring Administrative Scoping | 1113 

Example: Configuring the Multicast Forwarding Cache | 1149 

Example: Configuring a Multicast Flow Map | 1153 

Example: Configuring Source-Specific Multicast Groups with Any-Source Override | 399 


(indirect-next-hop | no-indirect-next-hop) 
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| multicast (Virtual Tunnel in Routing Instances) 


Syntax 


multicast; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name interface vt-fpc/pic/port.unit-number], 
[edit routing-instances routing-instance-name interface vt-fpc/pic/port.unit-number] 


Release Information 
Statement introduced in Junos OS Release 9.4. 


Description 


In a multiprotocol BGP (MBGP) multicast VPN (MVPN), configure the virtual tunnel (VT) interface to be 
used for multicast traffic only. 


Default 


If you omit this statement, the VT interface can be used for both multicast and unicast traffic. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Redundant Virtual Tunnel Interfaces in MBGP MVPNs 
Example: Configuring MBGP MVPN Extranets | 794 
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| multicast-replication 


Syntax 


multicast-replication { 
evpn { 
irb (local-only | local-remote); 
smet-nexthop-limit smet-nexthop-limit; 


ingress; 
local-latency-fairness; 


Hierarchy Level 


[edit forwarding-options] 


Release Information 
Statement introduced in Junos OS Release 15.1 for MX Series routers. 
evpn stanza introduced in Junos OS Release 17.3R3 for QFX Series switches. 


Description 


Configure the mode of multicast replication that helps to optimize multicast latency. 


NOTE: The multicast-replication statement is supported only on platforms with the enhanced-ip 
mode enabled. 


Default 
This statement is disabled by default. 


Options 


NOTE: The ingress and local-latency-fairness options do not apply to EVPN configurations. 


ingress—Complete ingress replication of the multicast data packets where all the egress Packet Forwarding 
Engines receive packets from the ingress Packet Forwarding Engines directly. 


local-latency-fairness— Complete parallel replication of the multicast data packets. 
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evpn irb local-only—Enables IPv4 inter-VLAN multicast forwarding in an EVPN-VXLAN network with a 
collapsed IP fabric, which is also known as a edge-routed bridging overlay. 


evpn irb local-remote—Enables IPv4 inter-VLAN multicast forwarding in an EVPN-VXLAN network with 
a two-layer IP fabric, which is also known as a centrally-routed bridging overlay. 


NOTE: Selective multicast forwarding is only supported with local-remote. 


Default: evpn irb local-remote 


smet-nexthop-limit smet-nexthop-limit—Configures a limit for the number of SMET next hops for selective 
multicast forwarding. SMET next hops is a list of outgoing interfaces used by a PE device in selectively 
replicating and forwarding multicast traffic. When this limit is reached, no new SMET next hop is 
created and the PE device will send the new multicast group traffic to all egress devices. 


Range: 10,000 through 40,000 
Default: 10,000 


Required Privilege Level 
interface—To view this statement in the configuration. 
interface-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


forwarding-options 


IPv4 Inter-VLAN Multicast Forwarding Modes for EVPN-VXLAN Overlay Networks 
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| multicast-router-interface (IGMP Snooping) 


Syntax 


multicast-router-interface; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vian-id interface interface-name], 

[edit protocols igmp-snooping vlan (all | vian-name) interface (all | interface-name)], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols vian vian-id igmp-snooping 
interface interface-name] 

[edit protocols igmp-snooping vlan vilan-name interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 8.5. 

Statement introduced in Junos OS Release 9.1 for EX Series switches. 
Statement introduced in Junos OS Release 11.1 for the QFX Series. 


Description 
Statically configure the interface as an IGMP snooping multicast-router interface—that is, an interface that 
faces toward a multicast router or other IGMP querier. 


NOTE: If the specified interface is a trunk port, the interface becomes a multicast-routing device 
interface for all VLANs configured on the trunk port. In addition, all unregistered multicast 
packets, whether they are IPv4 or IPv6 packets, are forwarded to the multicast routing device 
interface, even if the interface is configured as a multicast routing device interface only for IGMP 
snooping. 


Configure an interface as a bridge interface toward other multicast routing devices. 


Default 


Disabled. If this statement is disabled, the interface drops IGMP messages it receives. 


The interface can either be a host-side or multicast-routing device interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 
IGMP Snooping in MC-LAG Active-Active Mode 
host-only-interface | 1322 
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| multicast-router-interface (MLD Snooping) 


Syntax 


multicast-router-interface; 


Hierarchy Level 


[edit protocols mld-snooping vlan (all | vian-name) interface (all | interface-name)] 
[edit routing-instances instance-name protocols mld-snooping vlan vian-name interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 12.1 for EX Series switches. 

Support at the [edit routing-instances instance-name protocols mld-snooping vlan vian-name interface 
interface-name] hierarchy level introduced in Junos OS Release 13.3 for EX Series switches. 


Description 
Statically configure the interface as a multicast-router interface—that is, an interface that faces towards 
a multicast router or other MLD querier. 


NOTE: If the specified interface is a trunk port, the interface becomes a multicast-router interface 
for all VLANs configured on the trunk port. In addition, all unregistered multicast packets, whether 
they are IPv4 or IPv6 packets, are forwarded to the multicast router interface, even if the interface 
is configured as a multicast-router interface only for MLD snooping. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 
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| multicast-snooping-options 
Syntax 


multicast-snooping-options { 
flood-groups [ ip-addresses ]; 
forwarding-cache { 
threshold suppress value <reuse value>; 


} 
host-outbound-traffic (Multicast Snooping) { 
forwarding-class class-name; 
dot1p number; 
} 
graceful-restart <restart-duration seconds>; 
ignore-stp-topology-change; 
multichassis-lag-replicate-state; 
nexthop-hold-time milliseconds; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name], 
[edit routing-instances routing-instance-name], 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Establish multicast snooping option values. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Configuring Multicast Snooping | 1081 
Enabling Bulk Updates for Multicast Snooping | 1088 
Example: Configuring Multicast Snooping | 1082 
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| multicast-statistics (packet-forwarding-options) 


Syntax 


multicast-statistics; 


Hierarchy Level 


[edit system packet-forwarding-options] 


Release Information 
Statement introduced in Junos OS Release 19.2R1 for EX4300 switches. 


Description 
Counts packets and checks the bandwidth of IPv4 and IPvé multicast traffic received from a host and 
group in a routing instance by using firewall filters. 


With multicast-statistics enabled, route statistics are updated by a firewall counter for the next 512 
multicast routes. Statistics are attached and collected on a first-come, first-served basis. To count the 
packets and bandwidth, the switch uses ingress filters to match on the source IP, destination IP and VRF 
ID fields. These filters reside in an ingress filter processor (IFP) group that contains a list of routes and 
their corresponding filter IDs. 


When using this command, consider the following: 


e You cannot configure filters for reserved multicast addresses. 


e The multicast statistic group is the group with the least priority. If there’s a rule conflict in another group, 
the action for the group with the higher priority takes effect. 


e Each route takes up one entry in the IFP ternary content-addressable memory (TCAM). If no TCAM 
space is available, the filter installation fails. 


e If you delete this command, any installed firewall rules for multicast statistics are deleted. If you delete 
a route, the corresponding filter entry is also deleted. When you delete the last entry, the group is 
automatically removed. 


To check the rate and bandwidth per route, enter the show multicast route extensive command. To see 
how many filters are on the switch, enter the VTY command show filter hw groups. To clear the route 
counters, enter the clear multicast statistics command. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


| Firewall Filters for EX Series Switches Overview 


multichassis-lag-replicate-state 


Syntax 


multichassis-lag-replicate-state; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name bridge-domains bridge-domain-name 
multicast-snooping-options], 

[edit logical-systems logical-system-name routing-instances routing-instance-name multicast-snooping-options], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name multicast-snooping-options], 

[edit routing-instances routing-instance-name multicast-snooping-options] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 

Provide multicast snooping for multichassis link aggregation group interfaces. Replicate IGMP join and 
leave messages from the active link to the standby link of a dual-link multichassis link aggregation group 
interface, enabling faster recovery of membership information after failover. 


Default 


If not included, membership information is recovered using a standard IGMP network query. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Multicast Snooping | 1081 


multicast-snooping-options | 1450 
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| multiplier 
Syntax 


multiplier number; 


Hierarchy Level 


[edit protocols pim interface (Protocols PIM) interface-name bfd-liveness-detection], 
[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name 
bfd-liveness-detection] 


Release Information 

Statement introduced in Junos OS Release 8.1. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure the number of hello packets not received by a neighbor that causes the originating interface to 
be declared down. 


Options 

number—Number of hello packets. 
Range: 1 through 255 
Default: 3 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 


| multiple-triggered-joins 
Syntax 


multiple-triggered-joins { 
countnumber; 
intervalmilliseconds; 


} 


Hierarchy Level 


[edit protocols piminterfaceinterface-name | 


Release Information 
Statement introduced in Junos OS Release 19.1R1 for SRX Series devices. 


Description 
Enable PIM which emits multiple triggered joins between PIM neighbors at configured or default short 
intervals. 


The remaining statements are explained separately. See CLI Explorer. 


Options 
interface-name—Name of the interface. Specify the full interface name, including the physical and logical 
address components. To configure all interfaces, you can specify all. 


count — Number of triggered joins. — 
Range: 5 through 15 
Default: 5 


interval — Interval between multiple triggered joins in milliseconds. — 
Range: 100 through 1000 
Default: 100 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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PIM on Aggregated Interfaces | 255 
count | 1230 

interval | 1372 

interface (Protocols PIM) | 1365 
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| mvpn (Draft-Rosen MVPN) 


Syntax 


mvpn { 
family { 
inet { 
autodiscovery { 
inet-mdt; 
} 
disable 


} 
ineté { 
disable 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced in Junos OS Release 9.4. 

The autodiscovery statement was moved from [.. protocols pim mvpn] to [..protocols pim mvpn family 
inet] in Junos OS Release 13.3. 


Description 

Configure the control plane to be used for PE routers in the VPN to discover one another automatically. 
From here, you can also disable IPvé6 draft-rosen multicast VPN at this hierarchy by using the disable 
command at the protocols pim mvpn family inet6 hierarchy. 


Options 


The other statements are explained separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 
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| mvpn 
Syntax 


mvpn { 
inter-region-templatef 
template template-name { 
all-regions { 
incoming; 
ingress-replication { 
create-new-ucast-tunnel; 
label-switched-path { 
label-switched-path-template (Multicast) { 
(default-template | Isp-template-name); 


} 
Idp-p2mp; 
rsvp-te { 
label-switched-path-template (Multicast) { 
(default-template | Isp-template-name), 
} 
static-Isp static-Isp; 
region region-name{ 
incoming; 
ingress-replication { 
create-new-ucast-tunnel; 
label-switched-path { 
label-switched-path-template (Multicast){ 
(default-template | Isp-template-name); 


} 
Idp-p2mp; 
rsvp-te { 
label-switched-path-template (Multicast) { 
(default-template | Isp-template-name); 
} 


static-Isp static-Isp; 


} 
mvpn-mode (rpt-spt | spt-only); 
receiver-site; 


sender-site; 
route-target { 
export-target { 
target target-community; 
unicast; 
} 
import-target { 
target { 
target-value; 
receiver target-value; 
sender target-value; 


} 
unicast { 
receiver; 
sender; 
} 
} 
} 
} 
} 


Hierarchy Level 


[edit logical-systems logical-system-name protocols], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols], 
[edit protocols], 

[edit routing-instances routing-instance-name protocols] 


Release Information 

Statement introduced in Junos OS Release 8.4. 

Support for the traceoptions statement at the [edit protocols mvpn] hierarchy level introduced in Junos 
OS Release 13.3. 

Support for the inter-region-template statement at the [edit protocols mvpn] hierarchy level introduced 
in Junos OS Release 15.1. 


Description 


Enable next-generation multicast VPNs in a routing instance. 


Options 


receiver-site—Allow sites with multicast receivers. 
sender-site—Allow sites with multicast senders. 


The remaining statements are explained separately. See CLI Explorer. 


1460 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Routing Instances for an MBGP MVPN 
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| mvpn-iana-rt-import 
Syntax 


mvpn-iana-rt-import; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols bgp group group-name], 
[edit protocols bgp group group-name] 


Release Information 

Statement introduced in Junos OS release 10.4R2. 

Statement deprecated in Junos OS release 17.3, which means it no longer appears in the CLI but can be 
accessed by scripts or by typing the command name until it is finally removed. 


Description 
Enables the use of IANA assigned rt-import type values (0x010b) for mutlicast VPNs. You can configure 
this statement on ingress PE routers only. 


NOTE: If you configure the mvpn-iana-rt-import statement in Junos OS release 10.4R2 and 
later, the Juniper Networks router can inter-operate with other vendors routers for multicast 
VPNs. However, the Juniper Networks router cannot inter-operate with Juniper Networks 
routers running Junos OS release 10.4R1 and earlier. 


If you do not configure the mvpn-iana-rt-import statement in Junos OS release 10.4R2 and later, 
the Juniper Networks router cannot inter-operate with other vendors routers for multicast VPNs. 
However, the Juniper Networks router can inter-operate with Juniper Networks routers running 
Junos OS release 10.4R1 and earlier. 


Default 
The default rt-import type value is Ox010a. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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| mvpn (NG-MVPN) 
Syntax 


mvpn { 
autodiscovery-only { 
intra-as { 
inclusive; 


} 
receiver-site; 
route-target { 
export-target { 
target target-community; 
unicast; 
} 
import-target { 
target { 
target <target:number:number> <receiver | sender>; 
unicast <receiver | sender>; 
} 
unicast { 
receiver; 


sender; 


} 


sender-site; 

traceoptions { 
file filename <files number> <size maximum-file-size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 

} 


unicast-umh-election; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols], 
[edit routing-instances routing-instance-name protocols] 


Release Information 
Statement introduced in Junos OS Release 9.4. 


Description 
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Enable the MVPN control plane for autodiscovery only. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 
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| mvpn-mode 
Syntax 


mvpn-mode (rpt-spt | spt-only); 


Hierarchy Level 


[edit logical-systems profile-name routing-instances instance-name protocols mvpn], 
[edit routing-instances instance-name protocols mvpn] 


Release Information 
Statement introduced in Junos OS Release 10.0. 


Description 


Configure the mode for customer PIM (C-PIM) join messages. Mixing MVPN modes within the same VPN 
is not supported. For example, you cannot have spt-only mode on a source PE and rpt-spt mode on the 
receiver PE. 


Default 
spt-only 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Shared-Tree Data Distribution Across Provider Cores for Providers of MBGP MVPNs 
Configuring SPT-Only Mode for Multiprotocol BGP-Based Multicast VPNs 


1466 


neighbor-policy 
Syntax 


neighbor-policy [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name] 


Release Information 

Statement introduced in Junos OS Release 8.2. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Apply a PIM interface-level policy to filter neighbor IP addresses. 


Options 


policy-name—Name of the policy that filters neighbor IP addresses. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Interface-Level PIM Neighbor Policies | 348 
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nexthop-hold-time 


Syntax 


nexthop-hold-time milliseconds; 


Hierarchy Level 


[edit routing-instances routing-instance-name multicast-snooping-options] 


Release Information 
Statement introduced in Junos OS Release 10.1. 


Description 
Accumulate outgoing interface changes in order to perform bulk updates to the forwarding table and the 
routing table. Delete the statement to turn off bulk updates. 


Options 
milliseconds—Set the hold time duration from 1 through 1000 milliseconds. 


Range: 1 through 1000 milliseconds. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling Bulk Updates for Multicast Snooping | 1088 
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| next-hop (PIM RPF Selection) 


Syntax 


next-hop next-hop-address; 


Hierarchy Level 


[edit routing-instances routing-instance-name protocols pim rpf-selection group group-address source source-address], 

[edit routing-instances routing-instance-name protocols pim rpf-selection group group-address wildcard-source], 

[edit routing-instances routing-instance-name protocols pim rpf-selection prefix-list prefix-list-addresses source 
source-address], 

[edit routing-instances routing-instance-name protocols pim rpf-selection prefix-list prefix-list-addresses 
wildcard-source] 


Release Information 

Statement introduced in JUNOS Release 10.4. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the specific next-hop address for the PIM group source. 


Options 


next-hop-address—Specific next-hop address for the PIM group source. 


Required Privilege Level 
view-level—To view this statement in the configuration. 
control-level—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM RPF Selection | 1018 
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| no-adaptation (PIM BFD Liveness Detection) 


Syntax 


no-adaptation; 


Hierarchy Level 


[edit protocols pim interface interface-name bfd-liveness-detection], 
[edit routing-instances routing-instance-name protocols pim interface interface-name bfd-liveness-detection] 


Release Information 

Statement introduced in Junos OS Release 9.0 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Support for BFD authentication introduced in Junos OS Release 9.6. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure BFD sessions not to adapt to changing network conditions. We recommend that you do not 
disable BFD adaptation unless it is preferable to have BFD adaptation disabled in your network. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 
bfd-liveness-detection | 1217 
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| no-bidirectional-mode 


Syntax 


no-birectional-mode; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim graceful-restart], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim graceful-restart], 
[edit protocols pim graceful-restart], 

[edit routing-instances routing-instance-name protocols pim graceful-restart] 


Release Information 
Statement introduced in Junos OS Release 12.1. 


Description 
Disable forwarding for bidirectional PIM routes during graceful restart recovery, both in cases of a routing 
protocol process (rpd) restart and graceful Routing Engine switchover. 


Bidirectional PIM accepts packets for a bidirectional route on multiple interfaces. This means that some 
topologies might develop multicast routing loops if all PIM neighbors are not synchronized with regard to 
the identity of the designated forwarder (DF) on each link. If one router is forwarding without actively 
participating in DF elections, particularly after unicast routing changes, multicast routing loops might occur. 


If graceful restart for PIM is enabled and the forwarding of packets on bidirectional routes is disallowed 
(by including the no-bidirectional-mode statement in the configuration), PIM behaves conservatively to 
avoid multicast routing loops during the recovery period. When the routing protocol process (rpd) restarts, 
all bidirectional routes are deleted. After graceful restart has completed, the routes are re-added, based 
on the converged unicast and bidirectional PIM state. While graceful restart is active, bidirectional multicast 
flows drop packets. 


Default 


If graceful restart for PIM is enabled and the bidirectional PIM is enabled, the default graceful restart 
behavior is to continue forwarding packets on bidirectional routes. If the gracefully restarting router was 
serving as a DF for some interfaces to rendezvous points, the restarting router sends a DF Winner message 
with a metric of O on each of these RP interfaces. This ensures that a neighbor router does not become 
the DF due to unicast topology changes that might occur during the graceful restart period. Sending a DF 
Winner message with a metric of 0 prevents another PIM neighbor from assuming the DF role until after 
graceful restart completes. When graceful restart completes, the gracefully restarted router sends another 
DF Winner message with the actual converged unicast metric. 
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NOTE: Graceful Routing Engine switchover operates independently of the graceful restart 
behavior. If graceful Routing Engine switchover is configured without graceful restart, all PIM 
routes for all modes are deleted when the rpd process restarts. If graceful Routing Engine 
switchover is configured with graceful restart, the behavior is the same as described here, except 
that the recovery happens on the Routing Engine that assumes mastership. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Sparse Mode Graceful Restart | 483 
Understanding Bidirectional PIM | 427 
Example: Configuring Bidirectional PIM | 433 
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no-dr-flood (PIM Snooping) 


Syntax 


no-dr-flood; 


Hierarchy Level 


[edit routing-instances <instance-name> protocols pim-snooping traceoptions], 

[edit logical-systems <logical-system-name> routing-instances <instance-name> protocols pim-snooping traceoptions], 
[edit routing-instances <instance-name> protocols pim-snooping vlan <vlan-id>], 

[edit logical-systems <logical-system-name> routing-instances <instance-name> protocols pim-snooping vlan<vlan-id>] 


Release Information 
Statement introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Statement introduced in Junos OS Release 13.2 for M Series Multiservice Edge Routers. 


Description 


Disable default flooding of multicast data on the PIM designated router port. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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no-qos-adjust 
Syntax 


no-qos-adjust; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
interface interface-namel, 

[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
interface interface-name reverse-oif-mapping], 

[edit logical-systems logical-system-name routing-options multicast interface interface-name], 

[edit logical-systems logical-system-name routing-options multicast interface interface-name reverse-oif-mapping], 

[edit routing-instances routing-instance-name routing-options multicast interface interface-namel], 

[edit routing-instances routing-instance-name routing-options multicast interface interface-name reverse-oif-mapping], 

[edit routing-options multicast interface interface-name], 

[edit routing-options multicast interface interface-name reverse-oif-mapping] 


Release Information 

Statement introduced in Junos OS Release 9.5. 

Statement introduced in Junos OS Release 9.5 for EX Series switches. 

Statement added to [edit routing-instances routing-instance-name routing-options multicast interface 
interface-name], [edit logical-systems logical-system-name routing-instances routing-instance-name 
routing-options multicast interface interface-name], and [edit routing-options multicast interface 
interface-name] hierarchy levels in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 
Disable hierarchical bandwidth adjustment for all subscriber interfaces that are identified by their MLD or 
IGMP request from a specific multicast interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast with Subscriber VLANs | 1129 
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| offer-period 


Syntax 


offer-period milliseconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name bidirectional 
df-election], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name bidirectional df-election], 

[edit protocols pim interface (Protocols PIM) interface-name bidirectional df-election], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name bidirectional 


df-election] 


Release Information 
Statement introduced in Junos OS Release 12.1. 
Statement introduced in Junos OS Release 13.3 for the PTX5000 router. 


Description 

Configure the designated forwarder (DF) election offer period for bidirectional PIM. When a DF election 
Offer or Winner message fails to be received, the message is retransmitted. The offer-period statement 
modifies the interval between repeated DF election messages. The robustness-count statement determines 
the minimum number of DF election messages that must fail to be received for DF election to fail. To 
prevent routing loops, all routing devices on the link must have a consistent view of the DF. When the DF 
election fails because DF election messages are not received, forwarding on bidirectional PIM routes is 
suspended. 


If a router receives from a neighbor a better offer than its own, the router stops participating in the election 
for a period of robustness-count * offer-period. Eventually, all routers except the best candidate stop 
sending Offer messages. 


Options 

milliseconds—Interval to wait before retransmitting DF Offer and Winner messages. 
Range: 100 through 10,000 milliseconds 
Default: 100 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Understanding Bidirectional PIM | 427 
Example: Configuring Bidirectional PIM | 433 


robustness-count | 1567 


| oif-map (IGMP Interface) 


Syntax 


oif-map map-name; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Associates an outgoing interface (OIF) map to the IGMP interface. The OIF map is a routing policy statement 
that can contain multiple terms. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast with Subscriber VLANs | 1129 
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| oif-map (MLD Interface) 


Syntax 


oif-map map-name; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 9.6. 


Description 
Associate an outgoing interface (OIF) map to an MLD logical interface. The OIF map is a routing policy 
statement that can contain multiple terms. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast with Subscriber VLANs | 1129 
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| omit-wildcard-address 


Syntax 


omit-wildcard-address; 


Hierarchy Level 


[edit dynamic-profiles name routing-options multicast] 


Release Information 
Statement introduced in Junos OS Release 17.1R2 


Description 
Omit wildcard source/group fields in SPMSI AD NLRI 


Required Privilege Level 
[none specified] 


RELATED DOCUMENTATION 
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| override (PIM Static RP) 


Syntax 


override; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp local], 

[edit logical-systems logical-system-name protocols pim rp local family inet], 

[edit logical-systems logical-system-name protocols pim rp local family inet6], 

[edit logical-systems logical-system-name protocols pim rp static address address], 

[edit logical-systems logical-system-name routing-instances instance-name protocols pim rp local], 

[edit logical-systems logical-system-name routing-instances instance-name protocols pim rp local family inet], 
[edit logical-systems logical-system-name routing-instances instance-name protocols pim rp local family inet6], 
[edit logical-systems logical-system-name routing-instances instance-name protocols pim rp static address address], 
[edit protocols pim rp local], 

[edit protocols pim rp local family inet], 

[edit protocols pim rp local family inet6], 

[edit protocols pim rp static address address], 

[edit routing-instances instance-name protocols pim rp local], 

[edit routing-instances instance-name protocols pim rp local family inet], 

[edit routing-instances instance-name protocols pim rp local family inet6], 

[edit routing-instances instance-name protocols pim rp static address address] 


Release Information 
Statement introduced in Junos OS Release 11.4. 


Description 

When you configure both static RP mapping and dynamic RP mapping (such as auto-RP) in a single routing 
instance, allow the static mapping to take precedence for a given group range, and allow dynamic RP 
mapping for all other groups. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Static RP | 313 
Configuring PIM Auto-RP 
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| override-interval 


Syntax 


override-interval milliseconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit protocols pim], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim] 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name] 


Release Information 

Statement introduced in Junos OS Release 10.1. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Set the maximum time in milliseconds to delay sending override join messages for a multicast network 
that has join suppression enabled. When a router or switch sees a prune message for a join it is currently 
suppressing, it waits for the interval specified by the override timer before it sends an override join message. 


Options 

This is a random timer with a value in milliseconds. 
Range: O through maximum override value 
Default: 2000 milliseconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Enabling Join Suppression | 295 
propagation-delay | 1518 
reset-tracking-bit | 1554 
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| p2mp (Protocols LDP) 


Syntax 


p2mp { 
no-rsvp-tunneling; 
recursive; 


root-address root-address; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols Idp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols Idp], 
[edit protocols Idp], 

[edit routing-instances routing-instance-name protocols Idp] 


Release Information 
Statement introduced in Junos OS Release 11.2. 
no-rsvp-tunneling option added in Junos OS Release 16.1R5. 


Description 
Enable point-to-multipoint MPLS LSPs in an LDP-signaled LSP. 


Options 
no-rsvp-tunneling—(Optional) Disable LDP point-to-multipoint LSPs from using RSVP-TE LSPs for tunneling, 
and use LDP paths instead. 


NOTE: The no-rsvp-tunneling option is introduced in Junos OS Release 16.1R5, 17.3R1, 
17.2R2, 16.2R3, and later releases. 


Starting in Junos OS Release 12.3R1, Junos OS provides support for Multipoint LDP (M-LDP) for 
Targeted LDP (T-LDP) sessions with unicast replication, in addition to link sessions. As a result, the 
default behavior of M-LDP over RSVP tunneling is similar to unicast LDP. However, because T-LDP 
is chosen over LDP and link sessions to signal point-to-multipoint LSPs, the no-rsvp-tunelling option 
enables LDP natively throughout the network. 


recursive—(Optional) Configure point-to-multipoint recursive parameters, including route. 


root-address root-address—(Optional) Specify the root address of the point-to-multipoint LSP. 


Required Privilege Level 
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routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Point-to-Multipoint LDP LSPs as the Data Plane for Intra-AS MBGP MVPNs | 699 
Point-to-Multipoint LSPs Overview 
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| passive (IGMP) 
Syntax 


passive <allow-receive> <send-general-query> <send-group-query>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

allow-receive, send-general-query, and send-group-query options were added in Junos OS Release 10.0. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 

Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

When configured for passive IGMP mode, the interface listens for IGMP reports but it will not send or 
receive IGMP control traffic such as IGMP reports, queries and leaves. You can, however, configure 
exceptions to allow the interface to receive certain control traffic or queries. 


NOTE: When an interface is configured for IGMP passive mode, Junos no longer processes 
static IGMP group membership on the interface. 


Options 

You can selectively activate up to two out of the three available options for the passive statement while 
keeping the other functions passive (inactive). Activating all three options would be equivalent to not using 
the passive statement. 


allow-receive—Enables IGMP to receive control traffic on the interface. 
send-general-query—Enables IGMP to send general queries on the interface. 


send-group-query—Enables IGMP to send group-specific and group-source-specific queries on the interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Example: Configuring Multicast with Subscriber VLANs | 1129 
Enabling IGMP | 28 
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| passive (MLD) 
Syntax 


passive <allow-receive> <send-general-query> <send-group-query>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 9.6. 
allow-receive, send-general-query, and send-group-query options added in Junos OS Release 10.0. 


Description 


Specify that MLD run on the interface and either not send and receive control traffic or selectively send 
and receive control traffic such as MLD reports, queries, and leaves. 


NOTE: You can selectively activate up to two out of the three available options for the passive 
statement while keeping the other functions passive (inactive). Activating all three options is 
equivalent to not using the passive statement. 


Options 


allow-receive—Enables MLD to receive control traffic on the interface. 
send-general-query—Enables MLD to send general queries on the interface. 
send-group-query—Enables MLD to send group-specific and group-source-specific queries on the interface. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast with Subscriber VLANs | 1129 
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| peer (Protocols MSDP) 


Syntax 


peer address { 
disable; 
active-source-limit { 
maximum number; 
threshold number; 
} 
authentication-key peer-key; 
default-peer; 
export [ policy-names ]; 
import [ policy-names ]; 
local-address address; 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name], 
[edit protocols msdp], 

[edit protocols msdp group group-name], 

[edit routing-instances routing-instance-name protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp group group-name] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Define an MSDP peering relationship. An MSDP routing device must know which routing devices are its 
peers. You define the peer relationships explicitly by configuring the neighboring routing devices that are 
the MSDP peers of the local routing device. After peer relationships are established, the MSDP peers 
exchange messages to advertise active multicast sources. To configure multiple MSDP peers, include 
multiple peer statements. 


1486 


By default, the peer's options are identical to the global or group-level MSDP options. To override the 
global or group-level options, include peer-specific options within the peer (Protocols MSDP) statement. 


At least one peer must be configured for MSDP to function. You must configure address and local-address. 


Options 
address—Name of the MSDP peer. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP in a Routing Instance | 499 
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| pim 
Syntax 


pim { 
disable; 
assert-timeout seconds; 
dense-groups { 
addresses; 
} 
dr-election-on-p2p; 
export; 
family (inet | inet6) { 
disable; 
} 
graceful-restart { 
disable; 
no-bidirectional-mode; 
restart-duration seconds; 
} 
import [ policy-names ]; 
interface (Protocols PIM) interface-name { 
family (inet | ineté6) { 
disable; 
} 
bfd-liveness-detection { 
authentication { 
algorithm algorithm-name; 
key-chain key-chain-name; 
loose-check; 
detection-time { 
threshold milliseconds; 
} 
minimum-interval milliseconds; 
minimum-receive-interval milliseconds; 
multiplier number; 
no-adaptation; 
transmit-interval { 
minimum-interval milliseconds; 
threshold milliseconds; 
} 
version (0 | 1 | automatic); 
} 
accept-remote-source; 
disable; 
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bidirectional { 
df-election { 
backoff-period milliseconds; 
offer-period milliseconds; 
robustness-count number; 


} 
family (inet | ineté) { 
disable; 
} 
hello-interval seconds; 
mode (bidirectional-sparse | bidirectional-sparse-dense | dense | sparse | sparse-dense); 
neighbor-policy [ policy-names ]; 
override-interval milliseconds; 
priority number; 
propagation-delay milliseconds; 
reset-tracking-bit; 
version version; 
} 
join-load-balance; 
join-prune-timeout; 
mdt { 
data-mdt-reuse; 
group-range multicast-prefix; 
threshold { 
group group-address { 
source source-address { 
rate threshold-rate; 


} 


tunnel-limit limit; 


} 
mvpn { 
autodiscovery { 
inet-mdt; 


} 

nonstop-routing; 
override-interval milliseconds; 
propagation-delay milliseconds; 
reset-tracking-bit; 


rib-group group-name; 


rp { 
auto-rp { 
(announce | discovery | mapping); 
(mapping-agent-election | no-mapping-agent-election); 
} 
bidirectional { 
address address { 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 
hold-time seconds; 
priority number; 
} 
i 
bootstrap { 
family (inet | inet6) { 
export [ policy-names ]; 
import [ policy-names ]; 
priority number; 


} 
bootstrap-import [ policy-names ]; 
bootstrap-export [ policy-names ]; 
bootstrap-priority number; 
dr-register-policy [ policy-names ]; 
embedded-rp { 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 
maximum-rps limit; 
} 
group-rp-mapping { 
family (inet | inet6) { 
log-interval seconds; 
maximum limit; 
threshold value; 
} 
} 
log-interval seconds; 
maximum limit; 
threshold value; 


} 


local { 
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family (inet | ineté6) { 
address address; 
anycast-pim { 
rp-set { 
address address <forward-msdp-sa>; 
} 
disable; 
local-address address; 
} 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 
hold-time seconds; 
override; 
priority number; 


} 
register-limit { 
family (inet | inet6) { 
log-interval seconds; 
maximum limit; 
threshold value; 
} 
} 
log-interval seconds; 
maximum limit; 
threshold value; 
} 
} 
rp-register-policy [ policy-names ]; 
spt-threshold { 
infinity [ policy-names ]; 
} 
static { 
address address { 
override; 
version version; 
group-ranges { 
destination-ip-prefix</prefix-length>; 


1490 


1491 


rpf-selection { 
group group-address{ 
sourcesource-address{ 
next-hop next-hop-address; 
} 
wildcard-source { 
next-hop next-hop-address; 


} 
prefix-list prefix-list-addresses { 
source source-address { 
next-hop next-hop-address; 
} 
wildcard-source { 
next-hop next-hop-address; 


} 
sglimit { 
family (inet | inet6) { 
log-interval seconds; 
maximum limit; 
threshold value; 
} 
} 
log-interval seconds; 
maximum limit; 
threshold value; 
} 
} 
traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 
} 


tunnel-devices [ mt-fpc/pic/port }; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols], 
[edit protocols], 

[edit routing-instances routing-instance-name protocols] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

family statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 


Description 


Enable PIM on the routing device. 


The remaining statements are explained separately. See CLI Explorer. 


Default 


PIM is disabled on the routing device. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 
Configuring PIM Dense Mode Properties | 276 
Configuring PIM Sparse-Dense Mode Properties | 279 


1492 


1493 


| pim-asm 
Syntax 


pim-asm { 
group-address (Routing Instances) address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel], 
[edit routing-instances routing-instance-name provider-tunnel] 


Release Information 
Statement introduced in Junos OS Release 8.3. 


Description 
Specify a Protocol Independent Multicast (PIM) sparse mode provider tunnel for an MBGP MVPN or for 
a draft-rosen MVPN. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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| pim-snooping 
Syntax 


pim-snooping { 
no-dr-flood; 
traceoptions{ 
file [filename files | no-word-readable | size | word-readable]; 
flag [all | general | hello | join | normal | packets | policy | prune | route | state | task | timer]; 


} 
vlan<vlan-id>{ 
no-dr-flood; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances instance-name instance-type vpls protocols], 
[edit logical-systems logical-system-name routing-instances instance-name protocols], 
[edit routing-instances instance-name protocols] 


Release Information 
Statement introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Statement introduced in Junos OS Release 13.2 for M Series Multiservice Edge Routers. 


Description 

PIM snooping snoops PIM hello and join/prune packets on each interface to find interested multicast 
receivers and then populates the multicast forwarding tree with the information. PIM snooping is configured 
on PE routers connected using pseudowires and ensures that no new PIM packets are generated in the 
VPLS (with the exception of PIM messages sent through LDP on pseudowires). PIM snooping differs from 
PIM proxying in that PIM snooping floods both the PIM hello and join/prune packets in the VPLS, whereas 
PIM proxying only floods hello packets. 


Default 


PIM snooping is disabled on the device. 


Options 


no-dr-flood— Disable default flooding of multicast data on the PIM-designated router port. 
traceoptions—Configure tracing options for PIM snooping. 


vlan <vlan-id>—Configure PIM snooping parameters for a VLAN. 


Required Privilege Level 
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routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


PIM Snooping for VPLS | 1096 
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| pim-ssm (Provider Tunnel) 


Syntax 


pim-ssm { 
group-address (Routing Instances) address; 
tunnel-source address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family inet | inet6], 
[edit routing-instances routing-instance-name provider-tunnel family inet | inet] 


Release Information 

Statement introduced in Junos OS Release 9.4. 

In Junos OS Release 17.3R1, the pim-ssm hierarchy was moved from provider-tunnel to the provider-tunnel 
family inet and provider-tunnel family inet6 hierarchies as part of an upgrade to add IPv6 support for 
default multicast distribution tree (MDT) in Rosen 7, and data MDT for Rosen 6 and Rosen 7. 


Description 

Configure the PIM source-specific multicast (SSM) provider tunnel. Use family inet6 pim-ssm for Rosen 
7 running on IPvé6 . For Rosen 7 on |IPv4, use family inet pim-ssm. The customer data-MDT can be configured 
on IPv4 or IPv6, but not both (the provider space always runs on IPv4). Enable Rosen IPv4 before enabling 
Rosen IPvé. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 
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| pim-ssm (Selective Tunnel) 


Syntax 


pim-ssm { 
group-range multicast-prefix; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
group-address source source-address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
group-address wildcard-source], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet wildcard-source], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet6 wildcard-source], 

[edit routing-instances routing-instance-name provider-tunnel selective group group-address source source-address], 

[edit routing-instances routing-instance-name provider-tunnel selective group group-address wildcard-source], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet wildcard-source], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet6 wildcard-source] 


Release Information 
Statement introduced in Junos OS Release 10.1. 


Description 


Establish the multicast group address range to use for creating MBGP MVPN source-specific multicast 
selective PMSI tunnels. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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| pim-to-igmp-proxy 
Syntax 


pim-to-igmp-proxy { 
upstream-interface [ interface-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-options multicast], 
[edit routing-options multicast] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 9.6 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 
Use the pim-to-igmp-proxy statement to have Internet Group Management Protocol (IGMP) forward IPv4 
multicast traffic across Protocol Independent Multicast (PIM) sparse mode domains. 


Configure the rendezvous point (RP) routing device that resides between a customer edge-facing PIM 
domain and a core-facing PIM domain to translate PIM join or prune messages into corresponding IGMP 
report or leave messages. The routing device then transmits the report or leave messages by proxying 
them to one or two upstream interfaces that you configure on the RP routing device. 


On the IGMP upstream interface(s) used to send proxied PIM traffic, set the IP address so it is the lowest 
IP on the network to ensure that the proxying router is always the IGMP querier. 


Note too that you should not enable PIM on the IGMP upstream interface(s). 


The pim-to-igmp-proxy statement is not supported for routing instances configured with multicast VPNs. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM-to-IGMP Message Translation | 487 
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| pim-to-mld-proxy 
Syntax 


pim-to-mld-proxy { 
upstream-interface [ interface-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 9.6 for EX Series switches. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 


Description 

Configure the rendezvous point (RP) routing device that resides between a customer edge-facing Protocol 
Independent Multicast (PIM) domain and a core-facing PIM domain to translate PIM join or prune messages 
into corresponding Multicast Listener Discovery (MLD) report or leave messages. The routing device then 
transmits the report or leave messages by proxying them to one or two upstream interfaces that you 
configure on the RP routing device. Including the pim-to-mld-proxy statement enables you to use MLD 
to forward IPv6 multicast traffic across the PIM sparse mode domains. 


The remaining statement is explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM-to-MLD Message Translation | 488 
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| policy (Flow Maps) 
Syntax 


policy [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast flow-map 
flow-map-name], 

[edit logical-systems logical-system-name routing-options multicast flow-map flow-map-name], 

[edit routing-instances routing-instance-name routing-options multicast flow-map flow-map-name], 

[edit routing-options multicast flow-map flow-map-name] 


Release Information 
Statement introduced in Junos OS Release 8.2. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure a flow map policy. 


Options 


policy-names—Name of one or more policies for flow mapping. 


Required Privilege Level 
routing—To view this statement in the configuration. 
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policy (Multicast-Only Fast Reroute) 


Syntax 


policy policy-name; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
stream-protection], 

[edit logical-systems logical-system-name routing-options multicast stream-protection], 

[edit routing-instances routing-instance-name routing-options multicast stream-protection], 

[edit routing-options multicast stream-protection] 


Release Information 
Statement introduced in Junos OS Release 14.1. 
Statement introduced in Junos OS Release 17.4R1 for QFX Series switches. 


Description 

When you configure multicast-only fast reroute (MoFRR), apply a routing policy that filters for a restricted 
set of multicast streams to be affected by your MoFRR configuration. You can apply filters that are based 
on source or group addresses. 


For example: 


routing-options { 
multicast { 
stream-protection { 
policy mofrr-select; 


} 
policy-statement mofrr-select { 
termA { 
from { 
source-address-filter 225.1.1.1/32 exact; 
} 
then { 
accept; 


term B { 
from { 


source-address-filter 226.0.0.0/8 orlonger; 
} 
then { 

accept; 


} 
term C { 
from { 
source-address-filter 227.1.1.0/24 orlonger; 
source-address-filter 227.4.1.0/24 orlonger; 
source-address-filter 227.16.1.0/24 orlonger; 
} 
then { 
accept; 


} 
term D { 
from { 
source-address-filter 227.1.1.1/32 exact; 


} 
then { 
reject; #MoFRR disabled 


} 
term E { 
from { 
route-filter 227.1.1.0/24 orlonger; 
} 


then accept; 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Understanding Multicast-Only Fast Reroute | 1023 

Example: Configuring Multicast-Only Fast Reroute ina PIM Domain | 1035 

Example: Configuring Multicast-Only Fast Reroute in a PIM Domain on Switches | 1045 
Example: Configuring Multicast-Only Fast Reroute in a Multipoint LDP Domain | 1056 
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| policy (PIM rpf-vector) 
Syntax 


policy [policy-name]; 


Hierarchy Level 


[edit dynamic-profiles name protocols pim rp rpf-vector], 

[edit logical-systems name protocols pim rprpf-vector], 

[edit logical-systems name routing-instances name protocols pim rp rpf-vector], 
[edit protocols pim rp rpf-vector], 

[edit routing-instances name protocols pim rp rpf-vector] 


Release Information 
Statement introduced in Junos OS Release 17.3R1. 


Description 
Create a filter policy. The configured device checks the policy configuration to determine whether or not 
to apply rpf-vector to (S,G). 


RPF Vector Policy Example 


This example policy shows Source and Group, using Source, using Group. 





policy-statement pim-rpf-vector-example { 
term A { 


from { 





source-address-filter <filter A>; 
} 
then { 


accept; 


} 
term B { 


Icom ff 





source-address-filter <filter A>; 
route-filter <filter D>; 

} 

then { 


p2mp-lsp-root { 
address root address; 


} 


accept; 


} 
term C { 
Oman 
route-filter <filter D>; 


} 
then { 


accept; 


RPF Vector Policy Configuration statements 


This example policy using Source, Group. 


set protocols pim rpf-vector policy rpf-vector-policy 





set policy-options policy-statement rpf-vector-policy term 1 from route-filter 
ZeZ OM Oepl/S2mexact 





set policy-options policy-statement rpf-vector-policy term 1 from 
Source -address-tilter 225 122/32 exact 








set policy-options policy-statement rpf—-vector-policy term 1 then p2mp-lsp-root 
FoKe Ko bal -¥=0~ 9A 0) 0 an ral Pa 





set policy-options policy-statement rpf-vector-policy term 1 then accept 


RPF Vector Policy Configuration statements 


1505 


1506 


This example policy using Group, Source wildcard. 


set protocols pim rpf-vector policy rpf-vector-policy 





set policy-options policy-statement rpf-vector-policy term 1 from 





source-address-filter 22.1.1.2/32 exact 





set policy-options policy-statement rpf-vector-policy term 1 from route-filter 
0.0.0.0/0 longer 





set policy-options policy-statement rpf—-vector-policy term 1 then p2mp-lsp-root 
address 200.1.1.2 





set policy-options policy-statement rpf-vector-policy term 1 then accept 


Required Privilege Level 
routing 


RELATED DOCUMENTATION 


show pim join | 2058 
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policy (SSM Maps) 
Syntax 


policy [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast ssm-map 
ssm-map-name], 

[edit logical-systems logical-system-name routing-options multicast ssm-map ssm-map-name], 

[edit routing-instances routing-instance-name routing-options multicast ssm-map ssm-map-name], 

[edit routing-options multicast ssm-map ssm-map-name] 


Release Information 

Statement introduced in Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 


Description 


Apply one or more policies to an SSM map. 


Options 


policy-names—Name of one or more policies for SSM mapping. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To view this statement in the configuration. 


RELATED DOCUMENTATION 


Example: Configuring SSM Mapping | 407 
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| prefix 
Syntax 


prefix destination-prefix; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast scope 
scope-name], 

[edit logical-systems logical-system-name routing-options multicast scope scope-name], 

[edit routing-instances routing-instance-name routing-options multicast scope scope-namel], 

[edit routing-options multicast scope scope-name] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the prefix for multicast scopes. 


Options 


destination-prefix—Address range for the multicast scope. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Examples: Configuring Administrative Scoping | 1113 
Example: Creating a Named Scope for Multicast Scoping | 1115 
multicast | 1441 
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prefix-list (PIM RPF Selection) 


Syntax 


prefix-list prefix-list-addresses { 
source source-address { 
next-hop next-hop-address; 


} 
wildcard-source { 
next-hop next-hop-address; 


Hierarchy Level 


[edit routing-instances routing-instance-name protocols pim rpf-selection group group-address source source-address], 

[edit routing-instances routing-instance-name protocols pim rpf-selection group group-address wildcard-source], 

[edit routing-instances routing-instance-name protocols pim rpf-selection prefix-list prefix-list-addresses source 
source-address], 

[edit routing-instances routing-instance-name protocols pim rpf-selection prefix-list prefix-list-addresses 


wildcard-source] 


Release Information 

Statement introduced in Junos OS Release 10.4. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


(Optional) Configure a list of prefixes (addresses) for multiple PIM groups. 


Options 


prefix-list-addresses—List of prefixes (addresses) for multiple PIM groups. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
view-level—To view this statement in the configuration. 
control-level—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM RPF Selection | 1018 
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| primary (Virtual Tunnel in Routing Instances) 


Syntax 


primary; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name interface vt-fpc/pic/port.unit-number], 
[edit routing-instances routing-instance-name interface vt-fpc/pic/port.unit-number] 


Release Information 
Statement introduced in Junos OS Release 12.3. 


Description 


In a multiprotocol BGP (MBGP) multicast VPN (MVPN), configure the virtual tunnel (VT) interface to be 
used as the primary interface for multicast traffic. 


Junos OS supports up to eight VT interfaces configured for multicast in a routing instance to provide 
redundancy for MBGP (next-generation) MVPNs. This support is for RSVP point-to-multipoint provider 
tunnels as well as multicast Label Distribution Protocol (MLDP) provider tunnels. This feature works for 
extranets as well. 


This statement allows you to configure one of the VT interfaces to be the primary interface, which is always 
used if it is operational. If a VT interface is configured as the primary, it becomes the nexthop that is used 
for traffic coming in from the core on the label-switched path (LSP) into the routing instance. When a VT 
interface is configured to be primary and the VT interface is used for both unicast and multicast traffic, 
only the multicast traffic is affected. 


If no VT interface is configured to be the primary or if the primary VT interface is unusable, one of the 
usable configured VT interfaces is chosen to be the nexthop that is used for traffic coming in from the 
core on the LSP into the routing instance. If the VT interface in use goes down for any reason, another 
usable configured VT interface in the routing instance is chosen. When the VT interface in use changes, 
all multicast routes in the instance also switch their reverse-path forwarding (RPF) interface to the new 
VT interface to allow the traffic to be received. 


To realize the full benefit of redundancy, we recommend that when you configure multiple VT interfaces, 
at least one of the VT interfaces be on a different Tunnel PIC from the other VT interfaces. However, 
Junos OS does not enforce this. 


Default 


If you omit this statement, Junos OS chooses a VT interface to be the active interface for multicast traffic. 


Required Privilege Level 


routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Redundant Virtual Tunnel Interfaces in MBGP MVPNs 
Example: Configuring MBGP MVPN Extranets | 794 


1511 


1512 


| primary (MBGP MVPN) 


Syntax 


primary address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn static-umh], 
[edit routing-instances routing-instance-name protocols mvpn static-umh] 


Release Information 
Statement introduced in Junos OS Release 15.1. 


Description 


Statically set the primary upstream multicast hop (UMH) for type 7 (S,G) routes. 


If the primary UMH is unavailable, the backup UMH is used. 


Options 
address—Address of the primary UMH. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 


Tunnels | 859 
Example: Configuring Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 863 


sender-based-rpf | 1591 
static-umh (MBGP MVPN) | 1635 





unicast-umh-election | 1697 
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| priority (Bootstrap) 


Syntax 


priority number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp bootstrap (inet | inet6)], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp bootstrap (inet 
| inet6)], 

[edit protocols pim rp bootstrap (inet | inet6)], 

[edit routing-instances routing-instance-name protocols pim rp bootstrap (inet | inet6)] 


Release Information 

Statement introduced in Junos OS Release 7.6. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the routing device’s likelihood to be elected as the bootstrap router. 


Options 
number—Routing device's priority for becoming the bootstrap router. A higher value corresponds to a 
higher priority. 

Range: O through a 32-bit number 

Default: O (The routing device has the least likelihood of becoming the bootstrap router and sends packets 
with a priority of 0.) 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Bootstrap Properties for IPv4 | 334 
Configuring PIM Bootstrap Properties for IPv4 or IPvé | 336 
bootstrap-priority | 1224 
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| priority (PIM Interfaces) 


Syntax 


priority number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the routing device’s likelihood to be elected as the designated router. 


Options 
number—Routing device's priority for becoming the designated router. A higher value corresponds to a 
higher priority. 

Range: O through 4294967295 

Default: 1 (Each routing device has an equal probability of becoming the DR.) 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Interface Priority for PIM Designated Router Selection | 384 
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| priority (PIM RPs) 
Syntax 


priority number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp bidirectional address address], 

[edit logical-systems logical-system-name routing-instances instance-name protocols pim rp bidirectional address 
address], 

[edit protocols pim rp bidirectional address address], 

[edit protocols pim rp local family (inet | ineté)], 

[edit routing-instances instance-name protocols pim rp bidirectional address address], 

[edit routing-instances routing-instance-name protocols pim rp local family (inet | inet6)] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
Support for bidirectional RP addresses introduced in Junos OS Release 12.1. 
Statement introduced in Junos OS Release 13.3 for the PTX5000 router. 


Description 


For PIM-SM, configure this routing device’s priority for becoming an RP. 
For bidirectional PIM, configure this RP address’ priority for becoming an RP. 


The bootstrap router uses this field when selecting the list of candidate rendezvous points to send in the 
bootstrap message. A smaller number increases the likelihood that the routing device or RP address 
becomes the RP. A priority value of O means that bootstrap router can override the group range being 
advertised by the candidate RP. 


Options 

number—Priority for becoming an RP. A lower value corresponds to a higher priority. 
Range: O through 255 
Default: 1 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Configuring Local PIM RPs | 314 
Example: Configuring Bidirectional PIM | 433 
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| process-non-null-as-null-register 


Syntax 


process-non-null-as-null-register; 


Hierarchy Level 


[edit protocols pim rp local] 


Release Information 
Statement introduced in Junos OS Evolved Release 19.3R1. 


Description 

When process-non-null-as-null-register is enabled on a PTX10003 device serving as PIM Rendezvous 
Point (RP) for multicast traffic, it allows the device to treat non-null registers, such as may be sent from 
any first hop router (FHR), as null registers, and thus to form a register state with the device. This statement 
is required when RP is enabled on PTX10003 devices running Junos OS Evolved. 


More Information 


In typical operation, for PIM any-source multicast (ASM), all *,G PIM joins travel hop-by-hop towards the 
RP, where they ultimately end. When the FHR receives its first traffic, it forms a register state with the 
RP in the network for the corresponding S,G. It does this by sending a PIM non-null register to form a 
multicast route with the downstream encapsulation interface. The RP decapsulates the non-null register 
and forms a multicast route with the upstream decapsulation device. In this way, multicast data traffic 
flows across the encapsulation/decapsulation tunnel interface, from the FHR to the RP, to all the 
downstream receivers until the RP has formed the S,G multicast tree in the direction of the source. 


Without process-non-null-as-null-register enabled, for PIM ASM, PTX10003 devices can only act as a 
PIM transit router or last hop router. These devices can receive a PIM join from downstream interfaces 
and propagate the joins towards the RP, or they can receive an IGMP/MLD join and propagate it towards 
a PIM RP, but they cannot act as a PIM RP itself. Nor can they form a register state machine with the PIM 
FHR in the network. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Local PIM RPs | 314 
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| propagation-delay 
Syntax 


propagation-delay milliseconds; 


Hierarchy Level 


[edit protocols pim], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 


PIM) interface-name] 


Release Information 

Statement introduced in Junos OS Release 10.1. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Set a delay for implementing a PIM prune message on the upstream routing device on a multicast network 
for which join suppression has been enabled. The routing device waits for the prune pending period to 
detect whether a join message is currently being suppressed by another routing device. 


Options 
milliseconds—Interval for the prune pending timer, which is the sum of the propagation-delay value and 
the override-interval value. 

Range: 250 through 2000 milliseconds 

Default: 500 milliseconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Enabling Join Suppression | 295 


override-interval | 1479 
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| reset-tracking-bit | 1554 


| promiscuous-mode (Protocols IGMP) 


Syntax 


promiscuous-mode; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 8.3. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Specify that the interface accepts IGMP reports from hosts on any subnetwork. Note that when enabling 
promiscuous-mode, all routing devices on the ethernet segment must be configured with the promiscuous 
mode statement. Otherwise, only the interface configured with lowest IPv4 address acts as the querier 
for IGMP for this Ethernet segment. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Accepting IGMP Messages from Remote Subnetworks | 33 
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| provider-tunnel 


Syntax 


provider-tunnel { 

external-controller pccd; 

family { 

inet { 
ingress-replication { 

create-new-ucast-tunnel; 
label-switched-path-template { 
(default-template | Isp-template-name); 


} 
Idp-p2mp; 
mdt { 
data-mdt-reuse; 
group-range multicast-prefix; 
threshold { 
group group-address { 
source source-address { 
rate threshold-rate; 


} 
} 
tunnel-limit limit; 
} 
pim-asm { 
group-address (Routing Instances) address; 
} 
pim-ssm { 
group-address (Routing Instances) address; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 
} 


static-Isp Isp-name; 


} 
ineté { 
ingress-replication { 
create-new-ucast-tunnel; 
label-switched-path-template { 
(default-template | Isp-template-name); 


} 
Idp-p2mp; 
mdt { 
data-mdt-reuse; 
group-range multicast-prefix; 
threshold { 
group group-address { 
source source-address { 
rate threshold-rate; 


} 
} 


tunnel-limit limit; 


pim-asm { 
group-address (Routing Instances) address; 
} 
pim-ssm { 
group-address (Routing Instances) address; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name), 
} 
static-Isp Isp-name; 
} 
ingress-replication { 
create-new-ucast-tunnel; 
label-switched-path-template { 
(default-template | Isp-template-name), 
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inter-as{ 
ingress-replication { 
create-new-ucast-tunnel; 
label-switched-path-template { 
(default-template | Isp-template-name), 


} 
inter-region-segmented { 
fan-out| <leaf-AD routes>); 
threshold| <kilobits>); 
} 
Idp-p2mp; 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name), 


} 
Idp-p2mp; 
pim-asm { 
group-address (Routing Instances) address; 
} 
pim-ssm { 
group-address (Routing Instances) address; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 
} 


static-lsp Isp-name; 
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selective { 
group multicast--prefix/prefix-length { 
source ip--prefix/prefix-length { 
Idp-p2mp; 
create-new-ucast-tunnel; 
label-switched-path-template { 
(default-template | Isp-template-name); 


} 
pim-ssm { 
group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 
} 
static-lsp point-to-multipoint-Isp-name; 
} 
threshold-rate kbps; 
} 
wildcard-source { 
pim-ssm { 
group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name), 
} 
static-lsp point-to-multipoint-Isp-name; 
} 
threshold-rate kbps; 


} 
tunnel-limit number; 
wildcard-group-inet { 
wildcard-source { 
pim-ssm { 
group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 
} 


static-Isp Isp-name; 


1523 


} 


threshold-rate number; 


} 
wildcard-group-ineté { 
wildcard-source { 
pim-ssm { 
group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 


} 
static-Isp Isp-name; 
} 


threshold-rate number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name], 
[edit routing-instances routing-instance-name] 


Release Information 

Statement introduced in Junos OS Release 8.3. 

The selective statement and substatements added in Junos OS Release 8.5. 

The ingress-replication statement and substatements added in Junos OS Release 10.4. 

In Junos OS Release 17.3R1, the mdt hierarchy was moved from provider-tunnel to the provider-tunnel 
family inet and provider-tunnel family inet6 hierarchies as part of an upgrade to add IPv6 support for 
default MDT in Rosen 7, and data MDT for Rosen 6 and Rosen 7. The provider-tunnel mdt hierarchy is 
now hidden for backward compatibility with existing scripts. 

The inter-as statement and its substatements were added in Junos OS Release 19.1R1 to support next 
generation MVPN inter-AS option B. 

external-controller option introduced in Junos OS Release 19.4R1 on all platforms. 


Description 
Configure virtual private LAN service (VPLS) flooding of unknown unicast, broadcast, and multicast traffic 
using point-to-multipoint LSPs. Also configure point-to-multipoint LSPs for MBGP MVPNs. 
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Options 
external-controller pccd—(Optional) Specifies that point-to-multipoint LSP and (S,G) for MVPN can be 
provided by an external controller. 


This option enables an external controller to dynamically configure (S,G) and point-to-multipoint LSP 
for MVPN. This is for only selective types. When not configured for a particular MVPN routing-instance, 
the external controller is not allowed to configure (S,G) and map point-to-multipoint LSP to that (S,G). 


The remaining statements are explained separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Flooding Unknown Traffic Using Point-to-Multipoint LSPs in VPLS 
Configuring Point-to-Multipoint LSPs for an MBGP MVPN 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 
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| proxy 


Syntax 


proxy { 
source-address ip-address; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vian-id], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols vlan vlan-id 
igmp-snooping] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 

Configure proxy mode and options, including source address. All the queries generated by IGMP snooping 
are sent using 0.0.0.0 as the source address in order to avoid participating in IGMP querier election. Also, 
all reports generated by IGMP snooping are sent with 0.0.0.0 as the source address unless there is a 
configured source address to use. 


Default 
By default, IGMP snooping does not employ proxy mode. 


The remaining statement is explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 
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| proxy (Multicast VLAN Registration) 


Syntax 


proxy source-address ip-address; 


Hierarchy Level 


[edit protocols igmp-snooping vlan (all | vian-name)] 


Release Information 
Statement introduced in Junos OS Release 9.6 for EX Series switches. 


Description 


Specify that a VLAN operate in IGMP snooping proxy mode. 


On EX Series switches that do not use the Enhanced Layer 2 Software (ELS) configuration style, this 
statement is used only to set proxy mode for multicast VLAN registration (MVR) on a VLAN acting as a 
data-forwarding source (an MVLAN). 


On ELS EX Series switches, this statement is available to enable IGMP snooping proxy mode either with 
or without MVR configuration. When you configure this option for a VLAN without MVR, the switch acts 
as an IGMP proxy to the multicast router for ports in that VLAN. When you configure this option with 
MVR on an MVLAN, the switch acts as an IGMP proxy between the multicast router and hosts in any MVR 
receiver VLANs associated with the MVLAN. This mode is configured on the MVLAN only, not on MVR 
receiver VLANs. 


NOTE: ELS switches also support MVR proxy mode, which is configured on individual MVR 
receiver VLANs associated with an MVLAN rather than on an MVLAN (unlike IGMP snooping 
proxy mode). To enable MVR proxy mode on an MVR receiver VLAN on ELS switches, use the 
mode statement with the proxy option. 


See “Understanding Multicast VLAN Registration” on page 221 for details on MVR modes. 


Default 
Disabled 


Options 


source-address ip-address—IP address of the source VLAN to act as proxy. 


Required Privilege Level 
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routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast VLAN Registration on EX Series Switches Without ELS | 245 
Configuring Multicast VLAN Registration on EX Series Switches | 232 
mode | 1425 
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| qualified-vlan 
Syntax 


qualified-vlan vian-id; 


Hierarchy Level 


[edit protocols mld-snooping vlan vian-name] 
[edit routing-instances instance-name protocols mld-snooping vlan vian-name] 
[edit protocols igmp-snooping vlan vlan-name] 


Release Information 

Statement introduced in Junos OS Release 13.3 for EX Series switches. 

Statement introduced in Junos OS Release 15.1X53-D10 for QFX10000 switches. 
Statement introduced in Junos OS Release 18.1R1 for SRX1500 devices. 


Description 


Configure VLAN options for qualified learning. 


Options 
vian-id—VLAN ID of the learning domain. 
Range: O through 1023 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping on SRX Series Devices | 152 

Configuring MLD Snooping on a Switch VLAN with ELS Support (CLI Procedure) | 180 
Configuring IGMP Snooping on Switches | 118 

IGMP Snooping Overview | 91 

igmp-snooping | 1330 
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| query-interval (Bridge Domains) 


Syntax 


query-interval seconds; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols mld-snooping], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vian-id interface interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols mld-snooping ], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping vlan 
vlan-id interface interface-name], 

[edit routing-instances routing-instance-name protocols mld-snooping], 

[edit protocols igmp-snooping vlan] 


Release Information 

Statement introduced before Junos OS Release 8.5. 

Statement introduced in Junos OS Release 13.2 for the QFX series. 

Statement introduced in Junos OS Release 14.2 for MX series Routers with MPC. 
Statement introduced in Junos OS Release 18.1R1 for SRX1500 devices. 


Description 


Configure the interval for host-query message timeouts. 


Options 

seconds—Time interval. This value must be greater than the interval set for query-response-interval. 
Range: 1 through 1024 
Default: 125 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 


query-last-member-interval (Bridge Domains) | 1535 





query-response-interval (Bridge Domains) | 1540 
mld-snooping 

igmp-snooping | 1330 

robust-count | 1561 

IGMP Snooping Overview | 91 
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| query-interval (Protocols IGMP) 


Syntax 


query-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp], 
[edit protocols igmp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Specify how often the querier routing device sends general host-query messages. 


Options 

seconds—Time interval. 
Range: 1 through 1024 
Default: 125 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Modifying the IGMP Host-Query Message Interval | 29 
query-last-member-interval (Protocols IGMP) | 1537 
query-response-interval (Protocols IGMP) | 1542 
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| query-interval (Protocols IGMP AMT) 


Syntax 


query-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp amt relay defaults], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols igmp amt relay defaults], 
[edit protocols igmp amt relay defaults], 

[edit routing-instances routing-instance-name protocols igmp amt relay defaults] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 
Specify how often the querier router sends IGMP general host-query messages through an Automatic 
Multicast Tunneling (AMT) interface. 


Options 

seconds—Number of seconds between sending of general host query messages. 
Range: 1 through 1024 
Default: 125 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Default IGMP Parameters for AMT Interfaces | 531 
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| query-interval (Protocols MLD) 


Syntax 


query-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld], 
[edit protocols mld] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 


Specify how often the querier router sends general host-query messages. 


Options 

seconds—Time interval. 
Range: 1 through 1024 
Default: 125 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Modifying the MLD Host-Query Message Interval | 62 
query-last-member-interval (Protocols MLD) | 1538 
query-response-interval (Protocols MLD) | 1544 
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| query-last-member-interval (Bridge Domains) 


Syntax 


query-last-member-interval seconds; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols mld-snooping ] , 

[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vian-id interface interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols mld-snooping ] 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping vlan 
vlan-id 

[edit routing-instances routing-instance-name protocols mld-snooping interface interface-name] 


[edit protocols igmp-snooping vlan], 


Release Information 

Statement introduced in Junos OS Release 8.5. 

Statement introduced in Junos OS Release 13.2 for the QFX series. 

Statement introduced in Junos OS Release 14.2 for MX series Routers with MPC. 
Statement introduced in Junos OS Release 18.1R1 for SRX1500 devices. 


Description 


Configure the interval for group-specific query timeouts. 


Options 
seconds—Time interval, in fractions of a second or seconds. 
Range: 0.1 through 0.9, then in 1-second intervals 1 through 1024 


Default: 1 second 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 
query-interval | 1530 
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query-response-interval | 1540 

mld-snooping 

igmp-snooping | 1330 

Example: Configuring IGMP Snooping on SRX Series Devices | 152 
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| query-last-member-interval (Protocols IGMP) 


Syntax 


query-last-member-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp], 
[edit protocols igmp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Specify how often the querier routing device sends group-specific query messages. 


Options 
seconds—Time interval, in fractions of a second or seconds. 
Range: 0.1 through 0.9, then in 1-second intervals 1 through 999999 


Default: 1 second 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Modifying the IGMP Last-Member Query Interval | 34 
query-interval (Protocols IGMP) | 1532 
query-response-interval (Protocols IGMP) | 1542 
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| query-last-member-interval (Protocols MLD) 


Syntax 


query-last-member-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld], 

[edit protocols mld] 

[edit protocols mld-snooping vlan vian-id] 

[edit routing-instances instance-name protocols mld-snooping vlan vian-id] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Support at the [edit protocols mld-snooping vlan vian-id] and the [edit routing-instances 
instance-nameprotocols mld-snooping vlan vian-id] hierarchy levels introduced in Junos OS Release 13.3 
for EX Series switches. 

Support at the [edit protocols mld-snooping vlan vian-id] hierarchy level introduced in Junos OS Release 
18.1R1 for the SRX1500 devices. 


Description 


Specify how often the querier routing device sends group-specific query messages. 


Options 
seconds—Time interval, in fractions of a second or seconds. 
Range: 0.1 through 0.9, then in 1-second intervals from 1 through 1024 


Default: 1 second 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MLD Snooping on SRX Series Devices | 192 
mlid-snooping | 1422 

Modifying the MLD Last-Member Query Interval | 64 
query-interval (Protocols MLD) | 1534 

query-response-interval (Protocols MLD) | 1544 
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Understanding MLD Snooping | 162 
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| query-response-interval (Bridge Domains) 


Syntax 


query-response-interval seconds; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name], 

[edit bridge-domains bridge-domain-name protocols igmp-snoopingvlan vian-id interface interface-name], 

[edit bridge-domains bridge-domain-name protocols mld-snooping ] , 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snoopingvlan 
vlan-id 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols mld-snooping Jinterface 
interface-name] 

[edit routing-instances routing-instance-name protocols mld-snooping ] 

[edit protocols igmp-snooping vlan], 


Release Information 

Statement introduced in Junos OS Release 8.5. 

Statement introduced in Junos OS Release 13.2 for the QFX series. 

Statement introduced in Junos OS Release 14.2 for MX series Routers with MPC. 
Statement introduced in Junos OS Release 18.1R1 for SRX1500 devices. 


Description 


Specify how long to wait to receive a response to a specific query message from a host. 


Options 

seconds—Time interval. This interval should be less than the host-query interval. 
Range: 1 through 1024 
Default: 10 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping on SRX Series Devices | 152 





Example: Configuring IGMP Snooping | 142 
query-interval (Bridge Domains) | 1530 
query-last-member-interval (Bridge Domains) | 1535 
mld-snooping 


igmp-snooping | 1330 
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| query-response-interval (Protocols IGMP) 


Syntax 


query-response-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp], 
[edit protocols igmp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Specify how long the querier routing device waits to receive a response to a host-query message from a 
host. 


Options 

seconds—The query response interval must be less than the query interval. 
Range: 1 through 1024 
Default: 10 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Modifying the IGMP Query Response Interval | 30 
query-interval (Protocols IGMP) | 1532 
query-last-member-interval (Protocols IGMP) | 1537 
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| query-response-interval (Protocols IGMP AMT) 


Syntax 


query-response-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp amt relay defaults], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols igmp amt relay defaults], 
[edit protocols igmp amt relay defaults], 

[edit routing-instances routing-instance-name protocols igmp amt relay defaults] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 
Specify how long the IGMP querier router waits to receive a response to a host query message from a 
host through an Automatic Multicast Tunneling (AMT) interface. 


Options 
seconds—Time to wait to receive a response to a host query message. The query response interval must 
be less than the query interval. 

Range: 1 through 1024 

Default: 10 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Default IGMP Parameters for AMT Interfaces | 531 
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| query-response-interval (Protocols MLD) 


Syntax 


query-response-interval seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld], 

[edit protocols mld] 

[edit protocols mld-snooping vlan vian-id] 

[edit routing-instances instance-name protocols mld-snooping vlan vian-id] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 

Support at the [edit protocols mld-snooping vlan vian-id] and the [edit routing-instances instance-name 
protocols mld-snooping vlan vian-id] hierarchy levels introduced in Junos OS Release 13.3 for EX Series 
switches. 


Description 
Specify how long the querier routing device waits to receive a response to a host-query message from a 
host. 


Options 

seconds—Time interval. 
Range: 1 through 1024 
Default: 10 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Modifying the MLD Query Response Interval | 63 
query-interval (Protocols MLD) | 1534 
query-last-member-interval (Protocols MLD) | 1538 
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| rate (Routing Instances) 


Syntax 


rate threshold-rate; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim mdt threshold 
group group-address source source-address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family inet | 
inet6mdt threshold group group-address source source-address], 

[edit routing-instances routing-instance-name protocols pim mdt threshold group group-address source source-address], 

[edit routing-instances routing-instance-name provider-tunnel family inet | inet6mdt threshold group group-address 
source source-address] 


Release Information 

Statement introduced before Junos OS Release 7.4. mdt hierarchy was moved from provider-tunnel to 
the provider-tunnel family inet and provider-tunnel family inet6 hierarchies as part of an upgrade to add 
IPv6 support for default MDT in Rosen 7, and data MDT for Rosen 6 and Rosen 7. The provider-tunnel 
mdt hierarchy is now hidden for backward compatibility with existing scripts. 


Description 


Apply a rate threshold to a multicast source to automatically create a data MDT. 


Options 

threshold-rate—Rate in kilobits per second (Kbps) to apply to source. 
Range: 10 Kbps through 1 Gbps (1,000,000 Kbps) 
Default: 10 Kbps 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 
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| receiver 


Syntax 


receiver { 
install; 
mode (proxy | transparent); 
(source-list | source-vlans) vian-list; 
translate; 


Hierarchy Level 


[edit protocols igmp-snooping vlan (vlan-name) data-forwarding] 
[edit logical-systems name protocols igmp-snooping vlan vian-name data-forwarding], 


Release Information 

Statement introduced in Junos OS Release 9.6 for EX Series switches that do not support the Enhanced 
Layer 2 Software (ELS) configuration style (non-ELS switches). 

Statement introduced in Junos OS Release 12.3 for the QFX Series. 

Statement and mode, source-list, and translate options introduced in Junos OS Release 18.3R1 for EX4300 
switches (ELS switches). 

Statement and mode, source-list, and translate options added in Junos OS Release 18.4R1 for EX2300 
and EX3400 switches (ELS switches). 


Description 
Configure a VLAN as a multicast receiver VLAN of a multicast source VLAN (MVLAN) using the multicast 
VLAN registration (MVR) feature. 


You must associate an MVR receiver VLAN with at least one data-forwarding source MVLAN. You can 
configure an MVR receiver VLAN with multiple source MVLANs using the source-list or source-vlans 
statement. 


The remaining statements are explained separately. 


NOTE: The mode, source-list, and translate statements are only applicable to MVR configuration 
on EX Series switches that support the Enhanced Layer 2 Software (ELS) configuration style. 
The source-vlans statement is applicable only to EX Series switches that do not support ELS, 
and is equivalent to the ELS source-list statement. 


See CLI Explorer. 
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Default 
MVR not enabled 


Options 


install—Install forwarding table entries (also called bridging entries) on the MVR receiver VLAN when MVR 
is enabled. By default, MVR only installs bridging entries on the source MVLAN for a group address. 


You cannot configure the install option for a data-forwarding receiver VLAN that is configured in 
proxy mode (see the MVR mode option). In MVR transparent mode, by default, the device installs 
bridging entries only on the MVLAN for a multicast group, so upon receiving MVR receiver VLAN 
traffic for that group, the switch doesn’t forward the traffic to receiver ports on the MVR receiver 
VLAN that sent the join message for that group. The traffic is only forwarded on the MVLAN to MVR 
receiver interfaces. Configure this option when in transparent mode to enable MVR receiver VLAN 
ports to receive traffic forwarded on the MVR receiver VLAN. 


mode (proxy | transparent)—(ELS devices only) Set proxy or transparent mode for an MVR receiver VLAN. 
This statement is explained separately. The mode is transparent by default. 


source-list vian-list—(ELS devices only) Specify a list of multicast source VLANs (MVLANs) from which a 
multicast receiver VLAN receives multicast traffic when multicast VLAN registration (MVR) is configured. 


This option is available only on on-ELS devices. (Use the source-vlans option for the same function 
on non-ELS switches.) 


source-vlans vian-list—(Non-ELS switches only) Specify a list of MVLANs for MVR operation from which 
the MVR receiver VLAN receives multicast traffic when multicast VLAN registration (MVR) is configured. 
Either all of these MVLANs must be in proxy mode or none of them can be in proxy mode (see proxy). 


This option is available only on non-ELS switches. (Use the source-list option for the same function 
on ELS devices.) 


translate—(ELS devices only) Translate VLAN tags in multicast VLAN (MVLAN) packets from the MVLAN 
tag to the multicast receiver VLAN tag on an MVR receiver VLAN. Without this option, tagged traffic 
has the MVLAN ID by default. 


We recommend you set this option for MVR receiver VLANs with trunk ports, so hosts on the trunk 
interfaces receive multicast traffic tagged with the expected VLAN ID (the MVR receiver VLAN ID). 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Understanding Multicast VLAN Registration | 221 
Configuring Multicast VLAN Registration on EX Series Switches | 232 
Example: Configuring Multicast VLAN Registration on EX Series Switches Without ELS | 245 


| redundant-sources 


Syntax 


redundant-sources [ addresses ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast flow-map 
flow-map-name], 

[edit logical-systems logical-system-name routing-options multicast flow-map flow-map-name], 

[edit routing-instances routing-instance-name routing-options multicast flow-map flow-map-name], 

[edit routing-options multicast flow-map flow-map-name] 


Release Information 

Statement introduced in Junos OS Release 8.3. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure a list of redundant sources for multicast flows defined by a flow map. 


Options 
addresses— List of |Pv4 or IPv6 addresses for use as redundant (backup) sources for multicast flows defined 
by a flow map. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring a Multicast Flow Map | 1153 
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| register-limit 
Syntax 


register-limit { 
family (inet | inet6) { 
log-interval seconds; 
maximum limit; 
threshold value; 


log-interval seconds; 
maximum limit; 


threshold value; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 
[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 


[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 


Configure a limit for the number of incoming (S,G) PIM registers. 


NOTE: The maximum limit settings that you configure with the maximum and the family (inet 
| inet6) maximum statements are mutually exclusive. For example, if you configure a global 
maximum PIM register message limit, you cannot configure a limit at the family level for IPv4 or 
IPvé6. If you attempt to configure a limit at both the global level and the family level, the device 
will not accept the configuration. 


Options 


family (inet | inet6)—(Optional) Specify either IPv4 or IPv6é messages to be counted towards the configured 
register message limit. 


Default: Both IPv4 and IPv6 messages are counted towards the configured register message limit. 


The remaining statements are described separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM State Limits | 984 
clear pim join | 1763 
clear pim register | 1768 
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| register-probe-time 
Syntax 


register-probe-time register-probe-time; 


Hierarchy Level 


[edit protocols pim rp] 


Release Information 
Statement introduced in Junos OS Release 12.2 for EX Series switches. 
Statement introduced in Junos OS Release 14.1X53-D16 for QFX Series switches. 


Description 
Specify the amount of time before the register suppression time (RST) expires when a designated switch 
can send a NULL-Register to the rendezvous point (RP). 


Options 
register-probe-time—Amount of time before the RST expires. 
Default: 5 seconds 


Range: 5 to 60 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


PIM Overview | 252 
Understanding PIM Sparse Mode | 281 
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| relay (AMT Protocol) 


Syntax 


relay { 
accounting; 
family { 
inet { 
anycast-prefix ip-prefix/<prefix-length>; 
local-address ip-address; 


} 

secret-key-timeout minutes; 
tunnel-devicesvalue ; 
tunnel-limit number; 
unicast-stream-limitnumber; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt], 
[edit protocols amt], 

[edit routing-instances routing-instance-name protocols amt] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 
Configure the protocol address family, secret key timeout, and tunnel limit for Automatic Multicast Tunneling 
(AMT) relay functions. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| relay (IGMP) 


Syntax 


relay { 
defaults { 

(accounting | no-accounting); 
group-policy [ policy-names ]; 
query-interval seconds; 
query-response-interval seconds; 
robust-count number; 
ssm-map ssm-map-name; 
version version; 


Hierarchy Level 


[edit logical-systems logical-system-name statement-name protocols igmp amt], 

[edit logical-systems logical-system-name routing-instances routing-instance-name statement-name protocols igmp 
amt], 

[edit protocols igmp amt], 

[edit routing-instances routing-instance-name statement-name protocols igmp amt] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 


Configure default Automatic Multicast Tunneling (AMT) interface attributes. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Default IGMP Parameters for AMT Interfaces | 531 
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| reset-tracking-bit 
Syntax 


reset-tracking-bit; 


Hierarchy Level 


[edit protocols pim], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name] 


Release Information 

Statement introduced in Junos OS Release 10.1. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Change the value of a tracking bit (T-bit) field in the LAN prune delay hello option from the default of 1 
to 0, which enables join suppression for a multicast interface. When the network starts receiving multiple 
identical join messages, join suppression triggers a random timer with a value of 66 through 84 milliseconds 
(1.1 x periodic through 1.4 x periodic, where periodic is 60 seconds). This creates an interval during which 
no identical join messages are sent. Eventually, only one of the identical messages is sent. Join suppression 
is triggered each time identical messages are sent for the same join. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Enabling Join Suppression | 295 
override-interval | 1479 


propagation-delay | 1518 
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| restart-duration (Multicast Snooping) 


Syntax 


restart-duration seconds; 


Hierarchy Level 


[edit multicast-snooping-options graceful-restart] 


Release Information 
Statement introduced in Junos OS Release 9.2. 


Description 


Configure the duration of the graceful restart interval. 


Options 

seconds— Graceful restart duration for multicast snooping. 
Range: O through 300 
Default: 180 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast Snooping | 1082 
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| restart-duration 


Syntax 


restart-duration seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim graceful-restart], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim graceful-restart], 
[edit protocols pim graceful-restart], 

[edit routing-instances routing-instance-name protocols pim graceful-restart] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Configure the duration of the graceful restart interval. 


Options 

seconds—Time that the routing device waits (in seconds) to complete PIM sparse mode graceful restart. 
Range: 30 through 300 
Default: 60 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Sparse Mode Graceful Restart | 483 
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reverse-oif-mapping 
Syntax 


reverse-oif-mapping { 
no-qos-adjust; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
interface interface-namel, 

[edit logical-systems logical-system-name routing-options multicast interface interface-name], 

[edit routing-instances routing-instance-name routing-options multicast interface interface-name], 

[edit routing-options multicast interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 9.2. 

Statement introduced in Junos OS Release 9.2 for EX Series switches. 

The no-qos-adjust statement added in Junos OS Release 9.5. 

The no-qos-adjust statement introduced in Junos OS Release 9.5 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 
Enable the routing device to identify a subscriber VLAN or interface based on an IGMP or MLD request 
it receives over the multicast VLAN. 


The remaining statement is explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast with Subscriber VLANs | 1129 
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| rib-group (Protocols DVMRP) 


Syntax 


rib-group group-name; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols dvmrp], 
[edit protocols dvmrp] 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Statement introduced before Junos OS Release 7.4. 


Description 


Associate a routing table group with DVMRP. 


Options 
group-name—Name of the routing table group. The name must be one that you defined with the rib-groups 
statement at the [edit routing-options] hierarchy level. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring DVMRP | 541 
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| rib-group (Protocols MSDP) 


Syntax 


rib-group group-name; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 
[edit protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Associate a routing table group with MSDP. 


Options 
group-name—Name of the routing table group. The name must be one that you defined with the rib-groups 
statement at the [edit routing-options] hierarchy level. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP in a Routing Instance | 499 
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| rib-group (Protocols PIM) 


Syntax 


rib-group { 
inet group-name; 
inet6 group-name; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Associate a routing table group with PIM. 


Options 
table-name—Name of the routing table. The name must be one that you defined with the rib-groups 
statement at the [edit routing-options] hierarchy level. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring a Dedicated PIM RPF Routing Table | 1006 
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| robust-count (IGMP Snooping) 


Syntax 


robust-count number; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vilan-id interface interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping vlan 
vlan-id interface interface-name], 

[edit protocols igmp-snooping vlan vlan-name] 


Release Information 

Statement introduced in Junos OS Release 8.5. 

Statement introduced in Junos OS Release 9.1 for EX Series switches. 
Statement introduced in Junos OS Release 11.1 for the QFX Series. 
Statement introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 

Configure the number of queries a device sends before removing a multicast group from the multicast 
forwarding table. We recommend that the robust count be set to the same value on all multicast routers 
and switches in the VLAN. 


This option provides fine-tuning to allow for expected packet loss on a subnet. You can wait more intervals 
if subnet packet loss is high and IGMP report messages might be lost. 


Use the query-interval, query-last-member-interval, or query-response-interval statements in the same 
hierarchy to configure interval lengths. 


Options 

number—Number of intervals the switch waits before timing out a multicast group. 
Range: 2 through 10 
Default: 2 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 
Example: Configuring IGMP Snooping on SRX Series Devices | 152 


| robust-count (Protocols IGMP) 


Syntax 


robust-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp], 
[edit protocols igmp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Tune the expected packet loss on a subnet. This factor is used to calculate the group member interval, 
other querier present interval, and last-member query count. 


Options 
number—Robustness variable. 
Range: 2 through 10 
Default: 2 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Modifying the IGMP Robustness Variable | 35 
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| robust-count (Protocols IGMP AMT) 


Syntax 


robust-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp amt relay defaults], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols igmp amt relay defaults], 
[edit protocols igmp amt relay defaults], 

[edit routing-instances routing-instance-name protocols igmp amt relay defaults] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 
Configure the expected IGMP packet loss on an Automatic Multicast Tunneling (AMT) tunnel. If a tunnel 
is expected to have packet loss, increase the robust count. 


Options 

number—Number of packets that can be lost before the AMT protocol deletes the multicast state. 
Range: 2 through 10 
Default: 2 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Default IGMP Parameters for AMT Interfaces | 531 
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| robust-count (Protocols MLD) 


Syntax 


robust-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld], 
[edit protocols mld] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 


Tune for the expected packet loss on a subnet. 


Options 
number—Time interval. This interval must be less than the interval between general host-query messages. 
Range: 2 through 10 


Default: 2 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Modifying the MLD Robustness Variable | 68 
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| robust-count (MLD Snooping) 


Syntax 


robust-count number; 


Hierarchy Level 


[edit protocols mld-snooping vlan (all | vian-name)] 


[edit routing-instances instance-name protocols mld-snooping vlan vlan-name] 


Release Information 

Statement introduced in Junos OS Release 12.1 for EX Series switches. 

Statement introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 

Support at the [edit routing-instances instance-name protocols mld-snooping vlan vian-name] hierarchy 
level introduced in Junos OS Release 13.3 for EX Series switches. 


Description 

Configure the number of queries the switch sends before removing a multicast group from the multicast 
forwarding table. We recommend that the robust count be set to the same value on all multicast routers 
and switches in the VLAN. 


Default 


The default is the value of the robust-count statement configured for MLD. The default for the MLD 
robust-count statement is 2. 


Options 
number—Number of queries the switch sends before timing out a multicast group. 
Range: 2 through 10 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MLD Snooping on SRX Series Devices | 192 
mld-snooping | 1422 
Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 
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Understanding MLD Snooping | 162 
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| robustness-count 


Syntax 


robustness-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name bidirectional 
df-election], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name bidirectional df-election], 

[edit protocols pim interface (Protocols PIM) interface-name bidirectional df-election], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name bidirectional 


df-election] 


Release Information 
Statement introduced in Junos OS Release 12.1. 
Statement introduced in Junos OS Release 13.3 for the PTX5000 router. 


Description 

Configure the designated forwarder (DF) election robustness count for bidirectional PIM. When a DF 
election Offer or Winner message fails to be received, the message is retransmitted. The robustness-count 
statement sets the minimum number of DF election messages that must fail to be received for DF election 
to fail. To prevent routing loops, all routers on the link must have a consistent view of the DF. When the 
DF election fails because DF election messages are not received, forwarding on bidirectional PIM routes 


is suspended. 


If a router receives from a neighbor a better offer than its own, the router stops participating in the election 
for a period of robustness-count * offer-period. Eventually, all routers except the best candidate stop 
sending Offer messages. 


Options 

number—Number of transmission attempts for DF election messages. 
Range: 1 through 10 
Default: 3 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Understanding Bidirectional PIM | 427 
Example: Configuring Bidirectional PIM | 433 
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route-target (Protocols MVPN) 


Syntax 


route-target { 
export-target { 
target target-community; 
unicast; 
} 
import-target { 
target { 
target-value; 
receiver target-value; 


sender target-value; 


} 
unicast { 
receiver; 


sender; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn], 
[edit routing-instances routing-instance-name protocols mvpn] 


Release Information 
Statement introduced in Junos OS Release 8.4. 


Description 


Enable you to override the Layer 3 VPN import and export route targets used for importing and exporting 
routes for the MBGP MVPN NLRI. 


Default 


The multicast VPN routing instance uses the import and export route targets configured for the Layer 3 
VPN. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Configuring VRF Route Targets for Routing Instances for an MBGP MVPN 
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|p 
Syntax 


register-probe-time { 
auto-rp { 
(announce | discovery | mapping); 
(mapping-agent-election | no-mapping-agent-election); 
} 
bidirectional { 
address address { 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 
hold-time seconds; 
priority number; 
} 
} 
bootstrap { 
family (inet | inet6) { 
export [ policy-names ]; 
import [ policy-names ]; 
priority number, 


} 
bootstrap-export [ policy-names ]; 
bootstrap-import [ policy-names ]; 
bootstrap-priority number; 
dr-register-policy [ policy-names ]; 
embedded-rp { 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 
maximum-rps limit; 
} 
group-rp-mapping { 
family (inet | inet6) { 
log-interval seconds; 
maximum limit; 
threshold value; 
} 
} 
log-interval seconds; 
maximum limit; 
threshold value; 
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} 
local { 
family (inet | inet6) { 
disable; 
address address; 
anycast-pim { 
local-address address; 
address address <forward-msdp-sa>; 
rp-set { 


} 

group-ranges { 
destination-ip-prefix</prefix-length>; 

} 

hold-time seconds; 

override; 

priority number; 


} 
register-limit { 
family (inet | inet6) { 
log-interval seconds; 
maximum limit; 
threshold value; 
} 
} 
log-interval seconds; 
maximum limit; 
threshold value; 
} 
} 
register-probe-time register-probe-time; 
} 
rp-register-policy [ policy-names ]; 
static { 
address address { 
override; 
version version; 
group-ranges { 
destination-ip-prefix</prefix-length>; 
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Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the routing device as an actual or potential RP. A routing device can be an RP for more than 
one group. 


The remaining statements are explained separately. See CLI Explorer. 


Default 


If you do not include the rp statement, the routing device can never become the RP. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding PIM Sparse Mode | 281 
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| rp-register-policy 
Syntax 


rp-register-policy [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced in Junos OS Release 7.6. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Apply one or more policies to control incoming PIM register messages. 


Options 


policy-names—Name of one or more import policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Register Message Filters on a PIM RP and DR | 360 
dr-register-policy | 1258 
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| rp-set 
Syntax 


rp-set { 
address address <forward-msdp-sa>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim local family (inet | inet6) anycast-pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim local family (inet | 
inet6) anycast-pim], 

[edit protocols pim local family (inet | inet6) anycast-pim], 

[edit routing-instances routing-instance-name protocols pim local family (inet | inet6) anycast-pim] 


Release Information 

Statement introduced in Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure a set of rendezvous point (RP) addresses for anycast RP. You can configure up to 15 RPs. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM Anycast With or Without MSDP | 327 
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| rpf-check-policy (Routing Options RPF) 
Syntax 


rpf-check-policy [ policy-names }; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 

Statement introduced in Junos OS Release 8.1. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Apply policies for disabling RPF checks on arriving multicast packets. The policies must be correctly 
configured. 


Options 


policy-names—Name of one or more multicast RPF check policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring RPF Policies | 1015 
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| rpf-selection 
Syntax 


rpf-selection { 
group group-address { 
sourcesource-address { 
next-hop next-hop-address; 


} 
wildcard-source { 
next-hop next-hop-address; 


} 
prefix-list prefix-list-addresses { 
source source-address { 
next-hop next-hop-address; 


} 
wildcard-source { 
next-hop next-hop-address; 


Hierarchy Level 


[edit routing-instances routing-instance-name protocols pim] 
[edit protocols pim] 


Release Information 

Statement introduced in JUNOS Release 10.4. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the PIM RPF next-hop neighbor for a specific group and source for a VRF routing instance. 


NOTE: Starting in Junos OS 17.4R1, you can configure rpf-selection statement at the [edit 
protocols pim] hierarchy level. 


The remaining statements are explained separately. See CLI Explorer. 


Default 
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If you omit the rpf-selection statement, PIM RPF checks typically choose the best path determined by the 
unicast protocol for all multicast flows. 


Options 


source-address—Specific source address for the PIM group. 


Required Privilege Level 
view-level—To view this statement in the configuration. 
control-level—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM RPF Selection | 1018 
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| rpf-vector (PIM) 
Syntax 


rpf-vector { 
policy (rpf-vector)|[ policy-name]; 


Hierarchy Level 


[edit dynamic-profiles name protocols pim], 

[edit logical-systems name protocols pim], 

[edit logical-systems name routing-instances name protocols pim], 
[edit protocols pim], 

[edit routing-instances name protocols pim] 


Release Information 
Statement introduced in Junos OS Release 17.3R1. 


Description 

This feature provides a way for PIM source-specific multicast (SSM) to resolve Vector Type Length (TLV) 
for multicast in a seamless Multiprotocol Label Switching (MPLS) networks. In other words, it enables PIM 
to build multicast trees through an MPLS core. rpf-vector implements RFC 5496, Reverse Path Forwarding 
(RPF) Vector TLV . 


When rpf-vector is enabled on an edge router that sends PIM join messages into the core, the join message 
includes a vector specifying the IP address of the next edge router along the path to the root of the multicast 
distribution tree (MDT). The core routers can then process the join message by sending it towards the 
specified edge router (i.e., toward the Vector). The address of the edge router serves as the RPF vector in 
the PIM join message so routers in the core can resolve the next-hop towards the source without the need 
for BGP in the core. 


Only the IPv4 address family is supported. 


Options 


policy— Create a filter policy to determine whether or not to apply rpf-vector. 


Required Privilege Level 
routing 


RELATED DOCUMENTATION 
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show pim join | 2058 extensive 
show pim neighbors | 2078 detail 
policy (rpf-vector) | 1504 


| rpt-spt 


Syntax 


rpt-spt; 


Hierarchy Level 


[edit logical-systems profile-name routing-instances instance-name protocols mvpn mvpn-mode], 
[edit routing-instances instance-name protocols mvpn mvpn-mode] 


Release Information 
Statement introduced in Junos OS Release 10.0. 


Description 


Use rendezvous-point trees for customer PIM (C-PIM) join messages, and switch to the shortest-path tree 
after the source is known. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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rsvp-te (Routing Instances Provider Tunnel Selective) 


Syntax 


rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 


} 


static-Isp Isp-name; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
address source source-address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
address wildcard-source], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet wildcard-source], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet6 wildcard-source], 

[edit routing-instances routing-instance-name provider-tunnel], 

[edit routing-instances routing-instance-name provider-tunnel selective group address source source-address], 

[edit routing-instances routing-instance-name provider-tunnel selective group address wildcard-source], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet wildcard-source], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet6 wildcard-source] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 
Configure the properties of the RSVP traffic-engineered point-to-multipoint LSP for MBGP MVPNs. 


The remaining statements are explained separately. See CLI Explorer. 


NOTE: Junos OS Release 11.2 and earlier do not support point-to-multipoint LSPs with 
next-generation multicast VPNs on MX80 routers. 


Required Privilege Level 
routing—To view this statement in the configuration. 
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routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Point-to-Multipoint LSPs for an MBGP MVPN 
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| sa-hold-time (Protocols MSDP) 


Syntax 


sa-hold-time seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp group group-name peer 
address], 

[edit logical-systems logical-system-name routing-instances instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances instance-name protocols msdp], 

[edit routing-instances instance-name protocols msdp group group-name peer address] 

[edit routing-instances instance-name protocols msdp peer address], 


Release Information 
Statement introduced in Junos OS Release 12.3. 


Description 

Specify the source address (SA) message hold time to use when maintaining a connection with the MSDP 
peer. Each entry in an SA cache has an associated hold time. The hold timer is started when an SA message 
is received by an MSDP peer. The timer is reset when another SA message is received before the timer 
expires. If another SA message is not received during the SA message hold-time period, the SA message 
is removed from the cache. 


You might want to change the SA message hold time for consistency in a multi-vendor environment. 


Options 

seconds—Source address message hold time. 
Range: 75 through 300 seconds 
Default: 75 seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Examples: Configuring MSDP | 495 
hold-time (Protocols MSDP) | 1319 
keep-alive (Protocols MSDP) | 1378 


| sap 


Syntax 


sap { 
disable; 


listen address <port port>; 


} 


Hierarchy Level 


[edit logical-systems logical-system-name protocols], 
[edit protocols] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 


Enable the router to listen to session directory announcements for multimedia and other multicast sessions. 


SAP and SDP always listen on the default SAP address and port, 224.2.127.254:9875. To have SAP listen 
on additional addresses or pairs of address and port, include a listen statement for each address or pair. 


Options 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the Session Announcement Protocol | 522 


listen | 1389 
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| scope 
Syntax 


scope scope-name { 
interface [ interface-names ]; 
prefix destination-prefix; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure multicast scoping. 


Options 


scope-name—Name of the multicast scope. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Multicast Snooping | 1081 


| scope-policy 
Syntax 


scope-policy [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-options multicast], 
[edit routing-options multicast] 


NOTE: You can configure a scope policy at these two hierarchy levels only. You cannot apply a 
scope policy to a specific routing instance, because all scoping policies are applied to all routing 
instances. However, you can apply the scope statement to a specific routing instance at the [edit 
routing-instances routing-instance-name routing-options multicast] or [edit logical-systems 
logical-system-name routing-instances routing-instance-name routing-options multicast] hierarchy 
level. 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 


Description 
Apply policies for scoping. The policy must be correctly configured at the edit policy-options 
policy-statement hierarchy level. 


Options 


policy-names—Name of one or more multicast scope policies. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


| scope | 1585 
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| secret-key-timeout 


Syntax 


secret-key-timeout minutes; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt relay], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt relay], 
[edit protocols amt relay], 

[edit routing-instances routing-instance-name protocols amt relay] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 
Specify the period in minutes after which the local opaque secret key used in the Automatic Multicast 
Tunneling (AMT) Message Authentication Code (MAC) times out and is regenerated. 


Default 


60 minutes 


Options 


minutes—Number of minutes to wait before generating a new MAC opaque secret key. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| selective 


Syntax 


selective { 
group multicast-prefix/prefix-length { 
source ip-prefix/prefix-length { 
ingress-replication { 
create-new-ucast-tunnel; 
label-switched-path-template { 
(default-template | Isp-template-name); 


} 
Idp-p2mp; 
pim-ssm { 
group-range multicast- prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 
} 
static-Isp point-to-multipoint-Isp-name; 
} 
threshold-rate kbps; 
} 
wildcard-source { 
Idp-p2mp; 
pim-ssm { 
group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 


} 
static-lsp point-to-multipoint-Isp-name; 
} 
threshold-rate kbps; 


} 
tunnel-limit number; 
wildcard-group-inet { 
wildcard-source { 
Idp-p2mp; 
pim-ssm { 


group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 
} 
static-lsp Isp-name; 
} 


threshold-rate number; 


} 
wildcard-group-inet6é { 
wildcard-source { 
Idp-p2mp; 
pim-ssm { 
group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 
} 
static-lsp Isp-name; 
} 


threshold-rate number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel], 


[edit routing-instances routing-instance-name provider-tunnel] 


Release Information 
Statement introduced in Junos OS Release 8.5. 
The ingress-replication statement and substatements added in Junos OS Release 10.4. 


Description 

Configure selective point-to-multipoint LSPs for an MBGP MVPN. Selective point-to-multipoint LSPs send 
traffic only to the receivers configured for the MBGP MVPNs, helping to minimize flooding in the service 
provider's network. 


The remaining statements are explained separately. See CLI Explorer. 
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Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Point-to-Multipoint LSPs for an MBGP MVPN 
Configuring PIM-SSM GRE Selective Provider Tunnels 
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sender-based-rpf (MBGP MVPN) 


Syntax 


sender-based-rpf; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn], 
[edit routing-instances routing-instance-name protocols mvpn] 


Release Information 
Statement introduced in Junos OS Release 14.2. 


Description 
Ina BGP multicast VPN (MVPN) with RSVP-TE point-to-multipoint provider tunnels, configure a downstream 
provider edge (PE) router to forward multicast traffic only from a selected upstream sender PE router. 


BGP MVPNs use an alternative to data-driven-event solutions and bidirectional mode DF election because, 
for one thing, the core network is not exactly a LAN. Because, in an MVPN scenario, it is possible to 
determine which PE router has sent the traffic, Junos OS uses this information to only forward the traffic 
if itis sent from the correct PE router. With sender-based RPF, the RPF check is enhanced to check whether 
data arrived on the correct incoming virtual tunnel (vt-) interface and that the data was sent from the 
correct upstream PE router. 


More specifically, the data must arrive with the correct MPLS label in the outer header used to encapsulate 
data through the core. The label identifies the tunnel and, if the tunnel is point-to-multipoint, the upstream 
PE router. 


Sender-based RPF is not a replacement for single-forwarder election, but is a complementary feature. 
Configuring a higher primary loopback address (or router ID) on one PE device (PE1) than on another (PE2) 
ensures that PE1 is the single-forwarder election winner. The unicast-umh-election statement causes the 
unicast route preference to determine the single-forwarder election. If single-forwarder election is not 
used or if it is not sufficient to prevent duplicates in the core, sender-based RPF is recommended. 


For RSVP point-to-multipoint provider tunnels, the transport label identifies the sending PE router because 
it is arequirement that penultimate hop popping (PHP) is disabled when using point-to-multipoint provider 
tunnels with MVPNs. PHP is disabled by default when you configure the MVPN protocol in a routing 
instance. The label identifies the tunnel, and (because the RSVP-TE tunnel is point-to-multipoint) the 
sending PE router. 


The sender-based RPF mechanism is described in RFC 6513, Multicast in MPLS/BGP IP VPNs in section 
9.1.1. 
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Sender-based RPF prevents duplicates from being sent to the customer even if there is duplication in the 
provider network. Duplication could exist in the provider because of a hot-root standby configuration or 
if the single-forwarder election is not sufficient to prevent duplicates. Single-forwarder election is used 
to prevent duplicates to the core network, while sender-based RPF prevents duplicates to the customer 
even if there are duplicates in the core. There are cases in which single-forwarder election cannot prevent 
duplicate traffic from arriving at the egress PE router. One example of this (outlined in section 9.3.1 of 
RFC 6513) is when PIM sparse mode is configured in the customer network and the MVPN is in RPT-SPT 
mode with an I-PMSI. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
Understanding Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 859 


Example: Configuring Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 863 





unicast-umh-election | 1697 
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| sglimit 
Syntax 


sglimit { 
family (inet | inet6) { 
log-interval seconds; 
maximum limit; 
threshold value; 


} 

log-interval seconds; 
maximum limit; 
threshold value; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim ], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 


Configure a limit for the number of accepted (*,G) and (S,G) PIM join states. 


NOTE: The maximum limit settings that you configure with the maximum and the family (inet 
| inet6) maximum statements are mutually exclusive. For example, if you configure a global 
maximum PIM join state limit, you cannot configure a limit at the family level for IPv4 or IPvé 
joins. If you attempt to configure a limit at both the global level and the family level, the device 
will not accept the configuration. 


Options 
family (inet | inet6)—(Optional) Specify either IPv4 or IPv6 join states to be counted towards the configured 
join state limit. 


Default: Both IPv4 and IPv6 join states are counted towards the configured join state limit. 


The remaining statements are described separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM State Limits | 984 
clear pim join | 1763 
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| signaling 
Syntax 


signaling; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols bgp family inet-mdt], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols bgp family inet-mvpn], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols bgp group group-name 
family inet-mdt], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols bgp group group-name 
family inet-mvpn], 

[edit routing-instances routing-instance-name protocols bgp family inet-mdt], 

[edit routing-instances routing-instance-name protocols bgp family inet-mvpn], 

[edit routing-instances routing-instance-name protocols bgp group group-name family inet-mdt], 

[edit routing-instances routing-instance-name protocols bgp group group-name family inet-mvpn] 


Release Information 
Statement introduced in Junos OS Release 9.4. 
Statement introduced in Junos OS Release 11.1 for EX Series switches. 


Description 


Enable signaling in BGP. For multicast distribution tree (MDT) subaddress family identifier (SAFI) NLRI 
signaling, configure signaling under the inet-mdt family. For multiprotocol BGP (MBGP) intra-AS NLRI 
signaling, configure signaling under the inet-mvpn family. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Source-Specific Multicast for Draft-Rosen Multicast VPNs | 608 


1596 


| snoop-pseudowires 


Syntax 


snoop-pseudowires; 


Hierarchy Level 


[edit routing-instances routing-instance-name igmp-snooping-options] 
[edit logical-systems logical-system -name routing-instances routing-instance-nameigmp-snooping-options] 


Release Information 
Statement introduced in Junos OS Release 15.1. 


Description 

The default IGMP snooping implementation for a VPLS instance adds each pseudowire interface to its oif 
list. It includes traffic from the ingress PE that is sent to egress PE even if there is no interest. The 
snoop-pseudowires option prevents multicast traffic from traversing the pseudowire (to egress PEs) unless 
there are IGMP receivers for the traffic. In other words, multicast traffic is forwarded only to VPLS core 
interfaces that are router interfaces, or that are IGMP receivers. In addition to the benefit of sending traffic 
to only interested PEs, snoop-pseudowires also optimizes a common path between PE-P routers wherever 
possible (so if two PEs connect via the same P router, only one copy of packet is sent; the packet would 
be replicated only on P routers for which the path is divergent). 


NOTE: Note that this option can only be enabled when instance-type is vpls. The 
snoop-pseudowires option cannot be enabled if use-p2mp-lsp is enabled for 
igmp-snooping-options. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


instance-type 


Example: Configuring IGMP Snooping | 142 
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| source-active-advertisement 


Syntax 


source-active-advertisement { 
dampen minutes; 
min-rate seconds; 


Hierarchy Level 


[edit logical-systems logical-system--name protocols mvpn mvpn-mode spt-only], 

[edit logical-systems logical-system--name routing-instances instance-name protocols mvpn mvpn-mode spt-only], 
[edit routing-instances protocols mvpn mvpn-mode spt-only], 

[edit routing-instances instance-name protocols mvpn mvpn-mode spt-only] 


Release Information 
Statement introduced in Junos OS Release 17.1. 


Description 


Attributes associated with advertising Source-Active A-D routes. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring SPT-Only Mode for Multiprotocol BGP-Based Multicast VPNs 
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| source (Bridge Domains) 


Syntax 


source ip-address; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name static group], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name static group], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name static group], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols vian vian-id igmp-snooping 
interface interface-name static group] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Statically define multicast group source addresses on an interface. 


Options 


ip-address—|P address to use as the source for the group. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 
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| source (Distributed IGMP) 


Syntax 


source source-address <distributed>; 


Hierarchy Level 


[edit protocols pim static group multicast-group-address] 


Release Information 
Statement introduced in Junos OS Release 14.1X50. 


Description 


Specify an IP unicast source address for a multicast group being statically configured on an interface. 


Options 
distributed—(Optional) Enable a static join for multiple multicast address groups so that all Packet Forwarding 
Engines receive traffic, but preprovision only one multicast group. 


source-address—Specific IP unicast source address for a multicast group. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling Distributed IGMP | 87 
For general information about configuring IGMP, see the Multicast Protocols User Guide 


For information about enabling IGMP, see “Enabling IGMP” in the Multicast Protocols User Guide 


1600 


| source (Multicast VLAN Registration) 


Syntax 


source { 
groups group-prefix; 


} 


Hierarchy Level 


[edit protocols igmp-snooping vlan vian-name data-forwarding] 


Release Information 
Statement introduced in Junos OS Release 9.6 for EX Series switches. 


Description 
Configure a VLAN to be a multicast source VLAN (MVLAN), and specify the IP address range of the multicast 
source groups. 


To configure a data-forwarding VLAN as an MVLAN, you also configure one or more multicast receiver 
VLANs (MVR receiver VLANs) with hosts that might be interested in receiving traffic on the MVLAN for 
the specified multicast groups. You can configure a VLAN as either an MVLAN or MVR receiver VLAN, 
but not both at the same time. 


NOTE: On EX4300 and EX4300 multigigabit switches, you can configure up to 10 MVLANs, 
and up to a total of 4K MVR receiver VLANs and MVLANs together. On EX2300 and EX3400, 
you can configure up to 5 MVLANs and the remaining configurable VLANs can be MVR receiver 
VLANs. 


The remaining statement is explained separately. See CLI Explorer. 


Default 
Disabled 


Options 
groups group-prefix—|P address range of the source groups. Each MVLAN must have exactly one groups 
statement. If there are multiple MVLANs on the switch, their group ranges must be unique. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Example: Configuring Multicast VLAN Registration on EX Series Switches Without ELS | 245 
Configuring Multicast VLAN Registration on EX Series Switches | 232 


source (PIM RPF Selection) 


Syntax 


source source-address { 
next-hop next-hop-address; 


} 


Hierarchy Level 


[edit routing-instances routing-instance-name protocols pim rpf-selection group group-address], 
[edit routing-instances routing-instance-name protocols pim rpf-selection prefix-list prefix-list-addresses] 


Release Information 

Statement introduced in JUNOS Release 10.4. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the source address for the PIM group. 


Options 


source-address—Specific source address for the PIM group. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
view-level—To view this statement in the configuration. 
control-level—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM RPF Selection | 1018 
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| source (Protocols IGMP) 


Syntax 


source ip-address { 
source-count number; 
source-increment increment; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name static group multicast-group-address], 
[edit protocols igmp interface interface-name static group multicast-group-address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Specify the IP version 4 (IPv4) unicast source address for the multicast group being statically configured 
on an interface. 


Options 


ip-address—|Pv4 unicast address. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling IGMP Static Group Membership | 39 
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| source (Protocols MLD) 


Syntax 


source ip-address { 
source-count number; 
source-increment increment; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mid interface interface-name static group multicast-group-address], 
[edit protocols mld interface interface-name static group multicast-group-address] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 


IP version 6 (IPv6) unicast source address for the multicast group being statically configured on an interface. 


Options 


ip-address — One or more IPvé6 unicast addresses. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling MLD Static Group Membership | 70 
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| source (Protocols MSDP) 


Syntax 


source ip-address</prefix-length> { 
active-source-limit { 
maximum number; 
threshold number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 
[edit protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Limit the number of active source messages the routing device accepts from sources in this address range. 


Default 


If you do not include this statement, the routing device accepts any number of MSDP active source 
messages. 


Options 


The other statements are explained separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
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| source (Routing Instances) 


Syntax 


source source-address { 
rate threshold-rate; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim mdt threshold 
group group-address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family intet | 
inet6mdt threshold group group-address], 

[edit routing-instances routing-instance-name protocols pim mdt threshold group group-address], 

[edit routing-instances routing-instance-name provider-tunnel family intet | inet6mdt threshold group group-address] 


Release Information 

Statement introduced before Junos OS Release 7.4. In Junos OS Release 17.3R1, the mdt hierarchy was 
moved from provider-tunnel to the provider-tunnel family inet and provider-tunnel family inet6 hierarchies 
as part of an upgrade to add IPv6é support for default MDT in Rosen 7, and data MDT for Rosen 6 and 
Rosen 7. The provider-tunnel mdt hierarchy is now hidden for backward compatibility with existing scripts. 


Description 


Establish a threshold to trigger the automatic creation of a data MDT for the specified unicast address or 
prefix of the source of multicast information. 


Options 


source-address—Explicit unicast address of the multicast source. 


The remaining statement is explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 
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| source (Routing Instances Provider Tunnel Selective) 


Syntax 


source source-address { 

Idp-p2mp; 

pim-ssm { 
group-range multicast-prefix; 

} 

rsvp-te { 
label-switched-path-template { 

(default-template | Isp-template-name); 

} 
static-lsp Isp-name; 

} 


threshold-rate number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
address], 
[edit routing-instances routing-instance-name provider-tunnel selective group address] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Specify the IP address for the multicast source. This statement is a part of the point-to-multipoint LSP and 
PIM-SSM GRE selective provider tunnel configuration for MBGP MVPNs. 


Options 


source-address—IP address for the multicast source. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Configuring Point-to-Multipoint LSPs for an MBGP MVPN 
Configuring PIM-SSM GRE Selective Provider Tunnels 


| source (Source-Specific Multicast) 


Syntax 


source [ addresses ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast ssm-map 
ssm-map-name], 

[edit logical-systems logical-system-name routing-options multicast ssm-map ssm-map-name], 

[edit routing-instances routing-instance-name routing-options multicast ssm-map ssm-map-name], 

[edit routing-options multicast ssm-map ssm-map-name] 


Release Information 

Statement introduced in Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 


Description 


Specify IPv4 or IPv6 source addresses for an SSM map. 


Options 


addresses—|Pv4 or IPv6 source addresses. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To view this statement in the configuration. 


RELATED DOCUMENTATION 


Example: Configuring SSM Mapping | 407 
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| source-address 


Syntax 


source-address ip-address; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping proxy], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vlan-id proxy], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping proxy], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping vlan 
vlan-id proxy] 


Release Information 
Statement introduced in Junos OS Release 8.5. 
Statement introduced in Junos OS Release 13.2 for the QFX series. 


Description 

Specify the IP address to use as the source for IGMP snooping reports in proxy mode. Reports are sent 
with address 0.0.0.0 as the source address unless there is a source address configured. You can also use 
this statement to configure the source address to use for IGMP snooping queries. 


Options 


ip-address—|P address to use as the source for proxy-mode IGMP snooping reports. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 


1609 


| source-count (Protocols IGMP) 


Syntax 


source-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name static group multicast-group-address 
source], 
[edit protocols igmp interface interface-name static group multicast-group-address source] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the number of multicast source addresses that should be accepted for each static group created. 


Options 

number—Number of source addresses. 
Default: 1 
Range: 1 through 1024 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling IGMP Static Group Membership | 39 
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| source-count (Protocols MLD) 


Syntax 


source-count number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name static group multicast-group-address 
source], 
[edit protocols mld interface interface-name static group multicast-group-address source] 


Release Information 
Statement introduced in Junos OS Release 9.6. 


Description 


Configure the number of multicast source addresses that should be accepted for each static group created. 


Options 

number—Number of source addresses. 
Default: 1 
Range: 1 through 1024 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling MLD Static Group Membership | 70 
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| source-increment (Protocols IGMP) 


Syntax 


source-increment number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name static group multicast-group-address 
source], 
[edit protocols igmp interface interface-name static group multicast-group-address source] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure the number of times the multicast source address should be incremented for each static group 
created. The increment is specified in dotted decimal notation similar to an IPv4 address. 


Options 

increment—Number of times the source address should be incremented. 
Default: 0.0.0.1 
Range: 0.0.0.1 through 255.255.255.255 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling IGMP Static Group Membership | 39 
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| source-increment (Protocols MLD) 


Syntax 


source-increment number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name static group multicast-group-address 
source], 
[edit protocols mld interface interface-name static group multicast-group-address source] 


Release Information 
Statement introduced in Junos OS Release 9.6. 


Description 
Configure the number of times the address should be incremented for each static group created. The 
increment is specified in a format similar to an IPv6 address. 


Options 

increment—Number of times the source address should be incremented. 
Default: ::1 
Range: ::1 through ffff:ffff:fffFf:ffFF: FFF: FFF: FFF: FFF: 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling MLD Static Group Membership | 70 
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| source-tree (MBGP MVPN) 


Syntax 


source-tree; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn static-umh], 
[edit routing-instances routing-instance-name protocols mvpn static-umh] 


Release Information 
Statement introduced in Junos OS Release 15.1. 


Description 
Specify that a statically selected upstream multicast hop (UMH) only affects type 7 (S,G) routes. 
The source-tree option is mandatory. Type 6 routes are sent toward the rendezvous point (RP), and use 


the dynamic UMH selection that is configured with the unicast-umh-election statement, or the default 
method of highest IP address is used if unicast-umh-election is not configured. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
Understanding Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 859 


Example: Configuring Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 863 


sender-based-rpf | 1591 
static-umh (MBGP MVPN) | 1635 


unicast-umh-election | 1697 
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| spt-only 
Syntax 


spt-only; 


Hierarchy Level 


[edit logical-systems profile-name routing-instances instance-name protocols mvpn mvpn-mode], 
[edit routing-instances instance-name protocols mvpn mvpn-mode] 


Release Information 
Statement introduced in Junos OS Release 10.0. 


Description 


Set the MVPN mode to learn about active multicast sources using multicast VPN source-active routes. 
This is the default mode. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring SPT-Only Mode for Multiprotocol BGP-Based Multicast VPNs 
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| spt-threshold 


Syntax 


spt-threshold { 
infinity [ policy-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced in Junos OS Release 8.0. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Set the SPT threshold to infinity for a source-group address pair. Last-hop multicast routing devices running 
PIM sparse mode can forward the same stream of multicast packets onto the same LAN through an RPT 
rooted at the RP or an SPT rooted at the source. By default, last-hop routing devices transition to a direct 
SPT to the source. You can configure this routing device to set the SPT transition value to infinity to 
prevent this transition for any source-group address pair. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring the PIM SPT Threshold Policy | 374 
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| ssm-groups 
Syntax 


ssm-groups [ ip-addresses ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure source-specific multicast (SSM) groups. 


By default, the SSM group multicast address is limited to the IP address range from 232.0.0.0 through 
232.255.255.255. However, you can extend SSM operations into another Class D range by including the 
ssm-groups statement in the configuration. The default SSM address range from 232.0.0.0 through 
232.255.255.255 cannot be used in the ssm-groups statement. This statement is for adding other multicast 
addresses to the default SSM group addresses. This statement does not override the default SSM group 
address range. 


IGMPv3 supports SSM groups. By utilizing inclusion lists, only sources that are specified send to the SSM 
group. 


Options 


ip-addresses—List of one or more additional SSM group addresses separated by a space. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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| Example: Configuring Source-Specific Multicast Groups with Any-Source Override | 399 


| ssm-map (Protocols IGMP) 


Syntax 


ssm-map ssm-map-name, 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Apply an SSM map to an IGMP interface. 


Options 


ssm-map-name—Name of SSM map. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring SSM Mapping | 407 
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| ssm-map (Protocols IGMP AMT) 


Syntax 


ssm-map Ssm-map-name, 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp amt relay defaults], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols igmp amt relay defaults], 
[edit protocols igmp amt relay defaults], 

[edit routing-instances routing-instance-name protocols igmp amt relay defaults] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 


Apply a source-specific multicast (SSM) map to all Automatic Multicast Tunneling (AMT) interfaces. 


Options 


ssm-map-name—Name of the SSM map. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Default IGMP Parameters for AMT Interfaces | 531 
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| ssm-map (Protocols MLD) 


Syntax 


ssm-map Ssm-map-name, 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 7.4. 


Description 


Apply an SSM map to an MLD interface. 


Options 


ssm-map-name—Name of SSM map. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring SSM Mapping | 407 
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| ssm-map (Routing Options Multicast) 


Syntax 


ssm-map ssm-map-name { 
policy [ policy-names ]; 
source [ addresses ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 

Statement introduced in Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure SSM mapping. 


Options 


ssm-map-name—Name of the SSM map. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring SSM Mapping | 407 
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| ssm-map-policy (MLD) 
Syntax 


ssm-map-policy ssm-map-policy-name; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 11.4. 


Description 


Apply an SSM map policy to a statically configured MLD interface. 


For dynamically-configured MLD interfaces, use the ssm-map-policy (Dynamic MLD Interface) statement. 


Options 


ssm-map-policy-name—Name of SSM map policy. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring SSM Maps for Different Groups to Different Sources | 421 
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| ssm-map-policy (IGMP) 
Syntax 


ssm-map-policy ssm-map-policy-name; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 11.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Apply an SSM map policy to a statically configured IGMP interface. 
For dynamically-configured IGMP interfaces, use the ssm-map-policy (Dynamic IGMP Interface) statement. 


Options 


ssm-map-policy-name—Name of SSM map policy. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring SSM Maps for Different Groups to Different Sources | 421 
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| standby-path-creation-delay 


Syntax 


standby-path-creation-delay <seconds>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 
Configure the time interval after which a standby path is created, when a new ECMP interface or neighbor 
is added to the network. 


In the absence of this statement, ECMP joins are redistributed as soon as a new ECMP interface or neighbor 
is added to the network. 


Options 
<seconds>—Time interval after which a standby path is created, when a new ECMP interface or neighbor 
is added to the network. Range is from 1 through 300. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM Make-Before-Break Join Load Balancing | 973 
Configuring PIM Join Load Balancing | 291 

clear pim join-distribution | 1766 

join-load-balance | 1376 

idle-standby-path-switchover-delay | 1326 





1624 


| static (Bridge Domains) 


Syntax 


static { 
group multicast-group-address { 
source ip-address; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping interface interface-name], 

[edit bridge-domains bridge-domain-name protocols igmp-snooping vlan vilan-id interface interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping interface 
interface-name], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping vlan 
vlan-id interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Define static multicast groups on an interface. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring IGMP Snooping | 142 
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| static (Distributed IGMP) 


Syntax 


static { 
<distributed>; 
group multicast-group-address{ 
<distributed>; 
source source- address<distributed>; 


Hierarchy Level 


[edit protocols pim] 


Release Information 
Statement introduced in Junos OS Release 14.1X50. 


Description 

Configure static source and group (S, G) addresses when distributed IGMP is enabled. Reduces the first 
join delay time and brings multicast traffic to the last-hop router. Specified (S, G) addresses join statically 
without waiting for the first join. 


Options 
distributed—(Optional) Enable static joins for specified (S,G) addresses and preprovision all of them so that 
all distributed IGMP Packet Forwarding Engines receive traffic. 


The remaining statements are explained separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Enabling Distributed IGMP | 87 
For general information about configuring IGMP, see the Multicast Protocols User Guide 


For information about enabling IGMP, see “Enabling IGMP” in the Multicast Protocols User Guide 


1626 


| static (IGMP Snooping) 


Syntax 


static { 
group ip-address; 


} 


Hierarchy Level 


[edit protocols igmp-snooping vlan (all | vian-name) interface interface-name 


Release Information 
Statement introduced in Junos OS Release 9.1 for EX Series switches. 
Statement introduced in Junos OS Release 11.1 for the QFX Series. 


Description 


Statically define multicast groups on an interface. 


The remaining statement is explained separately. See CL! Explorer. 


Default 


No multicast groups are statically defined. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


show igmp snooping membership | 1841 
show igmp-snooping vlans | 1870 
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| static (Protocols IGMP) 


Syntax 


static { 
group multicast-group-address { 

exclude; 

group-count number; 

group-increment increment; 

source ip-address { 
source-count number; 
source-increment increment; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Test multicast forwarding on an interface without a receiver host. 


The static statement simulates IGMP joins on a routing device statically on an interface without any IGMP 
hosts. It is supported for both IGMPv2 and IGMPv3 joins. This statement is especially useful for testing 
multicast forwarding on an interface without a receiver host. 


NOTE: To prevent joining too many groups accidentally, the static statement is not supported 
with the interface all statement. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing and trace—To view this statement in the configuration. 
routing-control and trace-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Enabling IGMP Static Group Membership | 39 
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| static (Protocols MLD) 


Syntax 


static { 
group multicast-group-address { 

exclude; 

group-count number; 

group-increment increment; 

source ip-address { 
source-count number; 
source-increment increment; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 


Test multicast forwarding on an interface. 


The static statement simulates MLD joins on a routing device statically on an interface without any MLD 
hosts. It is supported for both MLDv1 and MLDv2 joins. This statement is especially useful for testing 
multicast forwarding on an interface without a receiver host. 


NOTE: To prevent joining too many groups accidentally, the static statement is not supported 
with the interface all statement. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing and trace—To view this statement in the configuration. 
routing-control and trace-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Enabling MLD Static Group Membership | 70 
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| static (Protocols PIM) 


Syntax 


static { 
address address { 
group-ranges { 
destination-ip-prefix</prefix-length>; 
} 
override; 


version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim rp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp], 
[edit protocols pim rp], 

[edit routing-instances routing-instance-name protocols pim rp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Configure static RP addresses. The default static RP address is 224.0.0.0/4. To configure other addresses, 
include one or more address statements. You can configure a static RP in a logical system only if the logical 
system is not directly connected to a source. 


For each static RP address, you can optionally specify the PIM version and the groups for which this address 
can be the RP. The default PIM version is version 1. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Configuring the Static PIM RP Address on the Non-RP Routing Device | 320 
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| static-Isp 
Syntax 


static-Isp Isp-name; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel rsvp-te], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
address source source-address rsvp-te], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
address wildcard-source rsvp-te], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet wildcard-source rsvp-te], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet6 wildcard-source rsvp-te], 

[edit routing-instances routing-instance-name provider-tunnel rsvp-te], 

[edit routing-instances routing-instance-name provider-tunnel selective group address source source-address rsvp-te], 

[edit routing-instances routing-instance-name provider-tunnel selective group address wildcard-source rsvp-te], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet wildcard-source rsvp-te], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet6 wildcard-source rsvp-te] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 

Specify the name of the static point-to-multipoint (P2MP) LSP used for a specific MBGP MVPN; static 
P2MP LSP cannot be shared by multiple VPNs. Use this statement to specify the static LSP for both 
inclusive and selective point-to-multipoint LSPs. 


Use a static P2MP LSP when you know all the egress PE router endpoints (receiver nodes) and you want 
to avoid the setup delay incurred by dynamically created P2MP LSPs (configured with the 
label-switched-path-template). These static LSPs are signaled before the MVPN requires or uses them, 
consequently avoiding any signaling latency and minimizing traffic loss due to latency. 


If you add new endpoints after the static P2MP LSP is established, you must update the configuration on 
the ingress PE router. In contrast, a dynamic P2MP LSP learns new endpoints without any configuration 
changes. 
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BEST PRACTICE: Multiple multicast flows can share the same static P2MP LSP; this is the 
preferred configuration when the set of egress PE router endpoints on the LSP are all interested 
in the same set of multicast flows. When the set of relevant flows is different between endpoints, 
we recommend that you create a new static P2MP LSP to associate endpoints with flows of 
interest. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Point-to-Multipoint LSPs Overview 
Configuring Static LSPs 
Configuring Point-to-Multipoint LSPs for an MBGP MVPN 





Example: Configuring an RSVP-Signaled Point-to-Multipoint LSP on Logical Systems 
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| static-umh (MBGP MVPN) 


Syntax 


static-umh { 
primary address; 
backup address; 
source-tree; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn], 
[edit routing-instances routing-instance-name protocols mvpn] 


Release Information 
Statement introduced in Junos OS Release 15.1. 


Description 

In a BGP multicast VPN (MVPN) with RSVP-TE point-to-multipoint provider tunnels, statically set the 
upstream multicast hop (UMH), instead of using one of the dynamic methods to choose the UMH routers, 
such as that described in unicast-umh-election. 


The static-umh statement causes all type 7 (S,G) routes to use the configured primary and backup upstream 
multicast hops. If these UMHs are not available, no UMH is selected. If the primary is not available, but 
the backup UMH is available, the backup is used as the UMH. 


The static-umh statement only affects type 7 (S,G) routes. Type 6 routes are sent toward the rendezvous 
point (RP), and use the dynamic UMH selection that is configured with the unicast-umh-election statement, 
or the default method of highest IP address is used if unicast-umh-election is not configured. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 859 
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Example: Configuring Sender-Based RPF in a BGP MVPN with RSVP-TE Point-to-Multipoint Provider 
Tunnels | 863 


sender-based-rpf | 1591 


unicast-umh-election | 1697 
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| stickydr 
Syntax 


stickydr 


Hierarchy Level 


[edit protocols pim interface interface-name] 
[edit routing-instances instance-name protocols pim interface interface-name] 


Release Information 
Statement introduced in Junos OS Release 18.3R1. 


Description 

The stickydr feature protects against traffic loss as can happen when the designated router (DR) changes 
once anew router joins the LAN and/or following an interface down event, or device upgrade. Set stickydr 
on all the last hop devices in the LAN, and it will assign one DR special priority (that is, Oxfffffffe, the 
second highest priority) irrespective of existing DR election logic (DM priority and IP address of PIM 
neighbors). The sticky DR priority remains with the device until it is explicitly transferred to another eligible 
device on the LAN. 


This feature is especially useful for countering DR elections cases wherein a new interface on the LAN 
appears, immediately wins the DR election, and even before it has received an IGMP join from host, starts 
pulling traffic from the upstream router. 


Consider the example of a new device with higher DM priority and/or IP address that joins the LAN. Instead 
of immediately ceding DR status to the new interface, an existing device with a lower IP address and/or 
lower priority can remain the DR and receive IGMP joins and send PIM joins upstream. When the new 
device (with higher priority or IP address) appears, it detects the sticky DR and joins as anon-DR. No traffic 
is lost because of a DR transition. 


Another example is when a DR interface goes down. If the devices in the LAN were configured for stickydr, 
a new DR election amongst the remaining PIM routers will take place as usual, and as per the RFC, but 
the election winner will inherit the “sticky” property of the down DR when wins. The sticky status will 
persist even if another device with higher priority joins the LAN. Later, when the previous DR comes back 
up, it’s DR status is not resumed. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Understanding Designated Routers | 287 
Configuring Basic PIM Settings 
Configuring a Designated Router for PIM | 384 
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| stream-protection (Multicast-Only Fast Reroute) 


Syntax 


stream-protection { 
mofrr-asm-starg; 
mofrr-disjoint-upstream-only; 
mofrr-no-backup-join; 
mofrr-primary-path-selection-by-routing; 
policy policy-name; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast], 
[edit logical-systems logical-system-name routing-options multicast], 

[edit routing-instances routing-instance-name routing-options multicast], 

[edit routing-options multicast] 


Release Information 
Statement introduced in Junos OS Release 14.1. 
Statement introduced in Junos OS Release 17.4R1 for QFX Series switches. 


Description 


Enable multicast-only fast reroute (MoFRR) on a routing or switching device. MoFRR minimizes packet 
loss in a network when there is a link failure. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Understanding Multicast-Only Fast Reroute | 1023 
Example: Configuring Multicast-Only Fast Reroute ina PIM Domain | 1035 
Example: Configuring Multicast-Only Fast Reroute in a PIM Domain on Switches | 1045 





Example: Configuring Multicast-Only Fast Reroute in a Multipoint LDP Domain | 1056 
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| subscriber-leave-timer 


Syntax 


subscriber-leave-timer seconds; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
interface interface-namel, 

[edit logical-systems logical-system-name routing-options multicast interface interface-name], 

[edit routing-instances routing-instance-name routing-options multicast interface interface-name], 

[edit routing-options multicast interface interface-name] 


Release Information 

Statement introduced in Junos OS Release 9.2. 

Statement introduced in Junos OS Release 9.2 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Length of time before the multicast VLAN updates QoS data (for example, available bandwidth) for 
subscriber interfaces after it receives an IGMP leave message. 


Options 
seconds—Length of time before the multicast VLAN updates QoS data (for example, available bandwidth) 
for subscriber interfaces after it receives an IGMP leave message. Specifying a value of O results in an 
immediate update. This is the same as if the statement were not configured. 

Range: O through 30 


Default: O seconds 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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| target (Routing Instances MVPN) 


Syntax 


target target-value { 
receiver target-value; 
sender target-value; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn route-target 
import-target], 
[edit routing-instances routing-instance-name protocols mvpn route-target import-target] 


Release Information 
Statement introduced in Junos OS Release 8.4. 


Description 


Specify the target value when importing sender and receiver site routes. 


Options 


target-value—Specify the target value when importing sender and receiver site routes. 
receiver—Specify the target community used when importing receiver site routes. 


sender—Specify the target community used when importing sender site routes. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring VRF Route Targets for Routing Instances for an MBGP MVPN 
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| threshold (Bridge Domains) 


Syntax 


threshold suppress value <reuse value>; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name multicast-snooping-options forwarding-cache], 

[edit logical-systems logical-system-name routing-instances routing-instance-name multicast-snooping-options 
forwarding-cache], 

[edit logical-systems logical-system-name routing-instances routing-instance-name bridge-domains bridge-domain-name 
multicast-snooping-options forwarding-cache], 

[edit routing-instances routing-instance-name multicast-snooping-options forwarding-cache], 

[edit routing-instances routing-instance-name bridge-domains bridge-domain-name multicast-snooping-options 
forwarding-cache] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Configure the suppression and reuse thresholds for multicast snooping forwarding cache limits. 


Options 
suppress value—Value to begin suppressing new multicast forwarding cache entries. This value is mandatory. 
This number must be greater than the reuse value. 

Range: 1 through 200,000 


reuse value—(Optional) Value to begin creating new multicast forwarding cache entries. If configured, this 
number must be less than the suppress value. 


Range: 1 through 200,000 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Multicast Snooping | 1082 
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| threshold (MSDP Active Source Messages) 


Syntax 


threshold number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp active-source-limit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp active-source-limit], 
[edit protocols msdp active-source-limit], 

[edit routing-instances routing-instance-name protocols msdp active-source-limit] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Configure the random early detection (RED) threshold for MSDP active source messages. This number 
must be less than the configured or default maximum. 


Options 

number—RED threshold for active source messages. 
Range: 1 through 1,000,000 
Default: 24,000 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring MSDP with Active Source Limits and Mesh Groups | 508 
maximum (MSDP Active Source Messages) | 1404 
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| threshold (Multicast Forwarding Cache) 


Syntax 


threshold { 
log-warning value; 
suppress value; 
reuse value; 
mvpn-rpt-suppress value; 
mvpn-rpt-reuse value; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
forwarding-cache], 

[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
forwarding-cache family (inet | inet6)], 

[edit logical-systems logical-system-name routing-options multicast forwarding-cache], 

[edit logical-systems logical-system-name routing-options multicast forwarding-cache family (inet | inet6)], 

[edit routing-instances routing-instance-name routing-options multicast forwarding-cache], 

[edit routing-instances routing-instance-name routing-options multicast forwarding-cache (inet | inet6)], 

[edit routing-options multicast forwarding-cache], 

[edit routing-options multicast forwarding-cache family (inet | inet6)] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.2 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Configure the suppression, reuse, and warning log message thresholds for multicast forwarding cache 
limits. You can configure the thresholds globally for the multicast forwarding cache or individually for the 
IPv4 and IPv6 multicast forwarding caches. Configuring the threshold statement globally for the multicast 
forwarding cache or including the family statement to configure the thresholds for the IPv4 and IPv6é 
multicast forwarding caches are mutually exclusive. 


When general forwarding-cache suppression is active, the multicast forwarding-cache prevents forwarding 
traffic on the shared RP tree (RPT). At the same time, MVPN (*,G) forwarding states are not created for 
new RPT c-mcast entires, and , (*,G) installed by BGP-MVPN protocol are deleted. When general 


1645 


forwarding-cache suppression ends, BGP-MVPN (*,G) entries are re-added in the RIB and restored to the 
FIB (up to the MVPN (*,G) limit). 


When MVPN RPT suppression is active, for all PE routers in excess of the threshold (including RP PEs), 
MVPN will not add new (*,G) forwarding entries to the forwarding-cache. Changes are visible once the 
entries in the current forwarding-cache have timed out or are deleted. 


To use mvpn-rpt-suppress and/or mvpn-rpt-reuse, you must first configure the general suppress threshold. 
If suppress is configured but mvpn-rpt-suppress is not, both mvpn-rpt-suppress and mvpn-rpt-reuse will 
inherit and use the value set for the general suppress. 


Options 
reuse or mvpn-rpt-reusevalue (Optional) Value at which to begin creating new multicast forwarding cache 
entries. If configured, this number should be less than the suppress value. 

Range: 1 through 200,000 


suppress or mvpn-rpt-suppressvalue —Value at which to begin suppressing new multicast forwarding 
cache entries. This value is mandatory. This number should be greater than the reuse value. 


Range: 1 through 200,000 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Examples: Configuring the Multicast Forwarding Cache | 1149 


show multicast forwarding-cache statistics | 1965 
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| threshold (PIM BFD Detection Time) 


Syntax 


threshold milliseconds; 


Hierarchy Level 


[edit protocols pim interface interface-name bfd-liveness-detection detection-time], 
[edit routing-instances routing-instance-name protocols pim interface interface-name bfd-liveness-detection 
detection-time] 


Release Information 

Statement introduced in Junos OS Release 8.2. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Support for BFD authentication introduced in Junos OS Release 9.6. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Specify the threshold for the adaptation of the BFD session detection time. When the detection time 
adapts to a value equal to or greater than the threshold, a single trap and a single system log message are 
sent. 


NOTE: The threshold value must be equal to or greater than the transmit interval. 


The threshold time must be equal to or greater than the value specified in the minimum-interval 
or the minimum-receive-interval statement. 


Options 
milliseconds—Value for the detection time adaptation threshold. 
Range: 1 through 255,000 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 





Configuring BFD for PIM | 264 
bfd-liveness-detection | 1217 
detection-time | 1241 
minimum-interval | 1413 


minimum-receive-interval | 1419 
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| threshold (PIM BFD Transmit Interval) 


Syntax 


threshold milliseconds; 


Hierarchy Level 


[edit protocols pim interface interface-name bfd-liveness-detection transmit-intervall], 
[edit routing-instances routing-instance-name protocols pim interface interface-name bfd-liveness-detection 
transmit-intervall] 


Release Information 

Statement introduced in Junos OS Release 8.2. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Specify the threshold for the adaptation of the BFD session transmit interval. When the transmit interval 
adapts to a value greater than the threshold, a single trap and a single system message are sent. 


Options 
milliseconds—Value for the transmit interval adaptation threshold. 
Range: 0 through 4,294,967,295 (2°* - 1) 


NOTE: The threshold value specified in the threshold statement must be greater than the value 
specified in the minimum-interval statement for the transmit-interval statement. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 
bfd-liveness-detection | 1217 


| threshold (PIM Entries) 


Syntax 


threshold value; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim sglimit], 

[edit logical-systems logical-system-name protocols pim sglimit family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim sglimit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim sglimit family], 

[edit protocols pim sglimit], 

[edit protocols pim sglimit family], 

[edit routing-instances routing-instance-name protocols pim sglimit], 

[edit routing-instances routing-instance-name protocols pim sglimit family], 

[edit logical-systems logical-system-name protocols pim rp group-rp-mapping], 

[edit logical-systems logical-system-name protocols pim rp group-rp-mapping family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp group-rp-mapping], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp group-rp-mapping 
family], 

[edit protocols pim rp group-rp-mapping], 

[edit protocols pim rp group-rp-mapping family], 

[edit routing-instances routing-instance-name protocols pim rp group-rp-mapping], 

[edit routing-instances routing-instance-name protocols pim rp group-rp-mapping family], 

[edit logical-systems logical-system-name protocols pim rp register-limit], 

[edit logical-systems logical-system-name protocols pim rp register-limit family], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp register-limit], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp register-limit 
family], 

[edit protocols pim rp register-limit], 

[edit protocols pim rp register-limit family], 

[edit routing-instances routing-instance-name protocols pim rp register-limit], 

[edit routing-instances routing-instance-name protocols pim rp register-limit family], 


Release Information 
Statement introduced in Junos OS Release 12.2. 


Description 
Configure a threshold at which a warning message is logged when a certain number of PIM entries have 
been received by the device. 


Options 
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value—Threshold at which a warning message is logged. This is a percentage of the maximum number of 
entries accepted by the device as defined with the maximum statement. You can apply this threshold to 
incoming PIM join messages, PIM register messages, and group-to-RP mappings. 


For example, if you configure a maximum number of 1,000 incoming group-to-RP mappings, and you 
configure a threshold value of 90 percent, warning messages are logged in the system log when the device 
receives 900 group-to-RP mappings. The same formula applies to incoming PIM join messages and PIM 
register messages if configured with both the maximum limit and the threshold value statements. 


Default: 1 through 100 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


add new concept and example topic to related topic list. 


clear pim join | 1763 
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| threshold (Routing Instances) 


Syntax 


threshold { 
group group-address { 
source source-address { 
rate threshold-rate; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim mdt], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family inet | 
inet6mdt], 

[edit routing-instances routing-instance-name protocols pim mdf], 

[edit routing-instances routing-instance-name provider-tunnel family inet | ineté6mdt] 


Release Information 

Statement introduced before Junos OS Release 7.4. In Junos OS Release 17.3R1, the mdt hierarchy was 
moved from provider-tunnel to the provider-tunnel family inet and provider-tunnel family inet6 hierarchies 
as part of an upgrade to add IPv6 support for default MDT in Rosen 7, and data MDT for Rosen 6 and 
Rosen 7. The provider-tunnel mdt hierarchy is now hidden for backward compatibility with existing scripts. 


Description 


Establish a threshold to trigger the automatic creation of a data MDT. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 
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threshold-rate 


Syntax 


threshold-rate kbps; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
address source source-address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
group-address wildcard-source], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet wildcard-source], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet6 wildcard-source], 

[edit routing-instances routing-instance-name provider-tunnel selective group address source source-address] 

[edit routing-instances routing-instance-name provider-tunnel selective group address wildcard-source] 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet wildcard-source], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet6 wildcard-source] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 

Specify the data threshold required before a new tunnel is created for a dynamic selective 
point-to-multipoint LSP. This statement is part of the configuration for point-to-multipoint LSPs for MBGP 
MVPNs and PIM-SSM GRE or RSVP-TE selective provider tunnels. 


Options 
number—Specify the data threshold required before a new tunnel is created. 


Range: O through 1,000,000 kilobits per second. Specifying O is equivalent to not including the statement. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Point-to-Multipoint LSPs for an MBGP MVPN 
Configuring PIM-SSM GRE Selective Provider Tunnels 
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| timeout (Flow Maps) 


Syntax 


timeout (never non-discard-entry-only | minutes); 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast flow-map 
flow-map-name], 

[edit logical-systems logical-system-name routing-options multicast flow-map flow-map-name], 

[edit routing-instances routing-instance-name routing-options multicast flow-map flow-map-name], 

[edit routing-options multicast flow-map flow-map-name] 


Release Information 

Statement introduced in Junos OS Release 8.2. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure the timeout value for multicast forwarding cache entries associated with the flow map. 


Options 
minutes—Length of time that the forwarding cache entry remains active. 
Range: 1 through 720 


never non-discard-entry-only—Specify that the forwarding cache entry always remain active. If you omit 
the non-discard-entry-only option, all multicast forwarding entries, including those in forwarding and 
pruned states, are kept forever. If you include the non-discard-entry-only option, entries with forwarding 
states are kept forever, and entries with pruned states time out. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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| timeout (Multicast) 


Syntax 


timeout minutes <family (inet | inet6)>; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
forwarding-cache], 

[edit logical-systems logical-system-name routing-options multicast forwarding-cache], 

[edit routing-instances routing-instance-name routing-options multicast forwarding-cache], 

[edit routing-options multicast forwarding-cache] 


Release Information 

Statement introduced in Junos OS Release 8.2. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Configure the timeout value for multicast forwarding cache entries. In general, you should regularly refresh 
the forwarding cache so it does not fill up with old entries and thus prevent newer, higher-priority, entries 
from being added. 


Options 
minutes—Length of time that the forwarding cache limit remains active. 
Range: 1 through 720 


family (inet | inet6)—(Optional) Apply the configured timeout to either IPv4 or IPv6 multicast forwarding 
cache entries. Configuring the timeout statement globally for the multicast forwarding cache or including 
the family statement to configure the timeout value for the IPv4 and IPv6 multicast forwarding caches 
are mutually exclusive. 

Default: Six minutes. By default, the configured timeout applies to both IPv4 and IPv6 multicast forwarding 
cache entries. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Example: Configuring the Multicast Forwarding Cache | 1149 


1656 


| traceoptions (IGMP Snooping) 


Syntax 


traceoptions { 
file filename <files number> <no-stamp> <replace> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier>; 


Hierarchy Level 


[edit protocols igmp-snooping] 


Release Information 
Statement introduced in Junos OS Release 9.1 for EX Series switches. 
Statement introduced in Junos OS Release 13.2 for the QFX series. 


Description 


Define tracing operations for IGMP snooping. 


Default 


The traceoptions feature is disabled by default. 


Options 
file filename—Name of the file to receive the output of the tracing operation. Enclose the name within 
quotation marks. All files are placed in the directory /var/log. 


files number—(Optional) Maximum number of trace files, including the active trace file. When a trace file 
reaches its maximum size, its contents are archived into a compressed file named filename.O and the trace 
file is emptied. When the trace file reaches its maximum size again, the filename.0 archive file is renamed 
filename.1 and a new filename.0 archive file is created from the contents of the trace file. This process 
continues until the maximum number of trace files is reached, at which point the system starts overwriting 
the oldest archive file each time the trace file is archived. If you specify a maximum number of files, you 
also must specify a maximum file size with the size option. 

Range: 2 through 1000 

Default: 10 files 


flag flag—Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. You can include the following flags: 


e all—All tracing operations. 
e general—Trace general IGMP snooping protocol events. 


e krt—Trace communication over routing socket. 
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leave—Trace leave group messages (IGMPv2 and IGMPv3 only). 


nexthop—Trace nexthop-related events. 


normal—Trace normal IGMP snooping protocol events. If you do not specify this flag, only unusual or 


abnormal operations are traced. 


packets—Trace all IGMP packets. 


policy—Trace policy processing. 


query—Trace IGMP membership query messages. 


report—Trace membership report messages. 


route—Trace routing information. 


state—Trace IGMP state transitions. 
e task—Trace routing protocol task processing. 
e timer—Trace routing protocol timer processing. 


e vilan—Trace VLAN-related events. 


flag-modifier—(Optional) Modifier for the tracing flag. You can specify one or more of these modifiers per 
flag: 


e detail—Provide detailed trace information 


e disable—Disable the tracing operation. You can use this option to disable a single operation when you 
have defined a broad group of tracing operations, such as all. 


e receive—Packets being received. 


e send—Packets being transmitted. 
no-stamp—(Optional) Omit the timestamp at the beginning of each line in the trace file. 
no-world-readable—(Optional) Restrict file access to the user who created the file. 


replace—(Optional) Replace an existing trace file if there is one. If you do not include this option, tracing 
output is appended to an existing trace file. 


size size —(Optional) Maximum size of each trace file, in bytes, kilobytes (KB), megabytes (MB), or gigabytes 
(GB). When a trace file named trace-file reaches its maximum size, it is zipped and renamed trace-file.O, 
then trace-file.1, and so on, until the maximum number of trace files is reached. Then the oldest trace file 
is overwritten. If you specify a maximum size, you also must specify a maximum number of files with the 
files option. 

Syntax: x to specify bytes, xk to specify KB, xm to specify MB, or xg to specify GB 

Range: 10240 through 4294967295 bytes 

Default: 128 KB 


world-readable—(Optional) Allow unrestricted file access. 
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Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


| traceoptions (Multicast Snooping Options) 


Syntax 


traceoptions { 
file filename<files number> <size size> <world-readable | no-world-readable>; 
flag flag <disable>; 


Hierarchy Level 


[edit multicast-snooping-options] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 


Set multicast snooping tracing options. 


Default 


Tracing operations are disabled. 


Options 
disable—(Optional) Disable the tracing operation. One use of this option is to disable a single operation 
when you have defined a broad group of tracing operations, such as all. 


file name—Name of the file to receive the output of the tracing operation. Enclose the name in quotation 
marks. We recommend that you place multicast snooping tracing output in the file 
/var/log/multicast-snooping-log. 


files number—(Optional) Maximum number of trace files. When a trace file named trace-file reaches its 
maximum size, it is renamed trace-file.0, then trace-file.1, and so on, until the maximum number of trace 
files is reached. Then, the oldest trace file is overwritten. 


If you specify a maximum number of files, you must also specify a maximum file size with the size option. 
Range: 2 through 1000 files 


Default: 1 trace file only 


flag—Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. 


The following are the tracing options: 


e all—All tracing operations 
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e config-internal—Trace configuration internals. 
e general—Trace general events. 


e normal—All normal events. 
Default: If you do not specify this option, only unusual or abnormal operations are traced. 


e parse—Trace configuration parsing. 

e policy—Trace policy operations and actions. 
e route—Trace routing table changes. 

e state—Trace state transitions. 

e task—Trace protocol task processing. 


e timer—Trace protocol task timer processing. 
no-world-readable—(Optional) Prevent any user from reading the log file. 


size size—(Optional) Maximum size of each trace file, in kilobytes (KB) or megabytes (MB). When a trace 
file named trace-file reaches this size, it is renamed trace-file.0. When the trace-file again reaches its 
maximum size, trace-file.O is renamed trace-file.1 and trace-file is renamed trace-file.O. This renaming 
scheme continues until the maximum number of trace files is reached. Then the oldest trace file is 
overwritten. 


If you specify a maximum file size, you must also specify a maximum number of trace files with the files 
option. 

Syntax: xk to specify KB, xm to specify MB, or xg to specify GB 

Range: 10 KB through the maximum file size supported on your system 

Default: 1 MB 


world-readable—(Optional) Allow any user to read the log file. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Multicast Snooping | 1081 

Example: Configuring Multicast Snooping | 1082 
Enabling Bulk Updates for Multicast Snooping | 1088 
Example: Configuring Multicast Snooping | 1082 
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| traceoptions (PIM Snooping) 


Syntax 


traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit routing-instances <instance-name> protocols pim-snooping], 
[edit logical-systems <logical-system-name> routing-instances <instance-name> protocols pim-snooping] 


Release Information 
Statement introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Statement introduced in Junos OS Release 13.2 for M Series Multiservice Edge devices. 


Description 


Define tracing operations for PIM snooping. 


Default 


The traceoptions feature is disabled by default. 


The default PIM trace options are those inherited from the routing protocol's traceoptions statement 
included at the [edit routing-options] hierarchy level. 


Options 
file filename—Name of the file to receive the output of the tracing operation. Enclose the name within 
quotation marks. All files are placed in the directory /var/log. 


flag flag—Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. 


PIM Snooping Tracing Flags: 


e all—All tracing operations. 
e general—Trace general PIM snooping events. 
e hello—Trace hello packets. 
e join—Trace join messages. 


e normal—Trace normal PIM snooping events. If you do not specify this flag, only unusual or abnormal 
operations are traced. 
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packets—Trace all PIM packets. 

e policy—Trace policy processing. 

e prune—Trace prune messages. 

e route—Trace routing information. 

e state—Trace PIM state transitions. 

e task—Trace PIM protocol task processing. 


e timer—Trace PIM protocol timer processing. 


flag-modifier—(Optional) Modifier for the tracing flag. You can specify one or more of these modifiers per 
flag: 


e detail—Provide detailed trace information. 


e disable—Disable the tracing operation. You can use this option to disable a single operation when you 
have defined a broad group of tracing operations, such as all. 


e receive—Packets being received. 


e send—Packets being transmitted. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


PIM Snooping for VPLS | 1096 
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| traceoptions (Protocols AMT) 


Syntax 


traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt], 
[edit protocols amt], 

[edit routing-instances routing-instance-name protocols amt] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 


Configure Automatic Multicast Tunneling (AMT) tracing options. 


To specify more than one tracing operation, include multiple flag statements. 


Options 
disable—(Optional) Disable the tracing operation. You can use this option to disable a single operation 
when you have defined a broad group of tracing operations, such as all. 


file filename—Name of the file to receive the output of the tracing operation. Enclose the name within 
quotation marks. All files are placed in the directory /var/log. We recommend that you place tracing output 
in the file igmp-log. 


files number—(Optional) Maximum number of trace files. When a trace file named trace-file reaches its 
maximum size, it is renamed trace-file.0, then trace-file.1, and so on, until the maximum number of trace 
files is reached. Then the oldest trace file is overwritten. 


If you specify a maximum number of files, you must also include the size statement to specify the maximum 
file size. 


Range: 2 through 1000 files 
Default: 2 files 


flag—Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. 


AMT Tracing Flags 
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e errors—All error conditions 
e packets—All AMT packets 


e tunnels—All AMT tunnel-related information 
Global Tracing Flags 


e all—All tracing operations 


e normal—All normal operations 
Default: If you do not specify this option, only unusual or abnormal operations are traced. 


e policy—Policy operations and actions 

e route—Routing table changes 

e state—State transitions 

e task—Interface transactions and processing 


e timer—Timer usage 
flag-modifier—(Optional) Modifier for the tracing flag. You can specify one or more of these modifiers: 


e detail—Detailed trace information 
e receive—Packets being received 


e send—Packets being transmitted 


no-stamp—(Optional) Do not place timestamp information at the beginning of each line in the trace file. 


Default: If you omit this option, timestamp information is placed at the beginning of each line of the tracing 
output. 


no-world-readable—(Optional) Do not allow users to read the log file. 


replace—(Optional) Replace an existing trace file if there is one. 


Default: If you do not include this option, tracing output is appended to an existing trace file. 


size size—(Optional) Maximum size of each trace file, in kilobytes (KB), megabytes (MB), or gigabytes (GB). 
When atrace file named trace-file reaches this size, it is renamed trace-file.0. When trace-file again reaches 
this size, trace-file.O is renamed trace-file.1 and trace-file is renamed trace-file.0. This renaming scheme 
continues until the maximum number of trace files is reached. Then the oldest trace file is overwritten. 


If you specify a maximum file size, you must also include the files statement to specify the maximum 
number of trace files. 


Syntax: xk to specify KB, xm to specify MB, or xg to specify GB 
Range: 10 KB through the maximum file size supported on your system 
Default: 1 MB 


world-readable—(Optional) Allow any user to read the log file. 


Required Privilege Level 
routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| traceoptions (Protocols DVMRP) 


Syntax 


traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols dvmrp], 
[edit protocols dvmrp] 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Statement introduced before Junos OS Release 7.4. 


Description 


Configure DVMRP tracing options. 


To specify more than one tracing operation, include multiple flag statements. 


Default 


The default DVMRP trace options are those inherited from the routing protocols traceoptions statement 
included at the [edit routing-options] hierarchy level. 


Options 
disable—(Optional) Disable the tracing operation. You can use this option to disable a single operation 
when you have defined a broad group of tracing operations, such as all. 


file filename—Name of the file to receive the output of the tracing operation. Enclose the name within 
quotation marks. All files are placed in the directory /var/log. We recommend that you place tracing output 
in the dvmrp-log file. 


files number—(Optional) Maximum number of trace files. When a trace file named trace-file reaches its 
maximum size, it is renamed trace-file.0, then trace-file.1, and so on, until the maximum number of trace 
files is reached. Then the oldest trace file is overwritten. 
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If you specify a maximum number of files, you must also include the size statement to specify the maximum 
file size. 


Range: 2 through 1000 files 
Default: 2 files 


flag—Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. 


DVMRP Tracing Flags 

e all—All tracing operations 

e general—A combination of the normal and route trace operations 
e graft—Graft messages 

e neighbor—Neighbor probe messages 

e normal—All normal operations 


Default: If you do not specify this option, only unusual or abnormal operations are traced. 


packets—All DVMRP packets 


e poison—Poison-route-reverse packets 
e probe—Probe packets 


e prune—Prune messages 


report—DVMRP route report packets 


policy—Policy operations and actions 


e route—Routing table changes 


state—State transitions 


task—Interface transactions and processing 


e timer—Timer usage 
flag-modifier—(Optional) Modifier for the tracing flag. You can specify one or more of these modifiers: 
e detail—Detailed trace information 


e receive—Packets being received 


e send—Packets being transmitted 


no-stamp—(Optional) Do not place timestamp information at the beginning of each line in the trace file. 


Default: If you omit this option, timestamp information is placed at the beginning of each line of the tracing 
output. 


no-world-readable—(Optional) Do not allow users to read the log file. 
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replace—(Optional) Replace an existing trace file if there is one. 


Default: If you do not include this option, tracing output is appended to an existing trace file. 


size size—(Optional) Maximum size of each trace file, in kilobytes (KB), megabytes (MB), or gigabytes (GB). 
When atrace file named trace-file reaches this size, it is renamed trace-file.0. When trace-file again reaches 
this size, trace-file.O is renamed trace-file.1 and trace-file is renamed trace-file.0. This renaming scheme 
continues until the maximum number of trace files is reached. Then the oldest trace file is overwritten. 


If you specify a maximum file size, you must also include the files statement to specify the maximum 
number of trace files. 


Syntax: xk to specify KB, xm to specify MB, or xg to specify GB 
Range: 10 KB through the maximum file size supported on your system 
Default: 1 MB 


world-readable—(Optional) Allow any user to read the log file. 


Required Privilege Level 
routing and trace—To view this statement in the configuration. 
routing-control and trace-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Tracing DVMRP Protocol Traffic | 550 
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| traceoptions (Protocols IGMP) 


Syntax 


traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp], 
[edit protocols igmp] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure IGMP tracing options. 
To specify more than one tracing operation, include multiple flag statements. 


To trace the paths of multicast packets, use the mtrace command. 


Default 


The default IGMP trace options are those inherited from the routing protocols traceoptions statement 
included at the [edit routing-options] hierarchy level. 


Options 
disable—(Optional) Disable the tracing operation. You can use this option to disable a single operation 
when you have defined a broad group of tracing operations, such as all. 


file filename—Name of the file to receive the output of the tracing operation. Enclose the name within 
quotation marks. All files are placed in the directory /var/log. We recommend that you place tracing output 
in the file igmp-log. 


files number—(Optional) Maximum number of trace files. When a trace file named trace-file reaches its 
maximum size, it is renamed trace-file.0, then trace-file.1, and so on, until the maximum number of trace 
files is reached. Then the oldest trace file is overwritten. 
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If you specify a maximum number of files, you must also include the size statement to specify the maximum 
file size. 


Range: 2 through 1000 files 
Default: 2 files 


flag—Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. 


IGMP Tracing Flags 


e leave—Leave group messages (for IGMP version 2 only). 

e mtrace—Mtrace packets. Use the mtrace command to troubleshoot the software. 

e packets—All IGMP packets. 

e query—IGMP membership query messages, including general and group-specific queries. 
e report—Membership report messages. 


Global Tracing Flags 


e all—All tracing operations 
e general—A combination of the normal and route trace operations 
e normal—All normal operations 


Default: If you do not specify this option, only unusual or abnormal operations are traced. 


e policy—Policy operations and actions 

e route—Routing table changes 

e state—State transitions 

e task—Interface transactions and processing 
e timer—Timer usage 


flag-modifier—(Optional) Modifier for the tracing flag. You can specify one or more of these modifiers: 


e detail—Detailed trace information 
e receive—Packets being received 


e send—Packets being transmitted 


no-stamp—(Optional) Do not place timestamp information at the beginning of each line in the trace file. 


Default: If you omit this option, timestamp information is placed at the beginning of each line of the tracing 
output. 


no-world-readable—(Optional) Do not allow users to read the log file. 
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replace—(Optional) Replace an existing trace file if there is one. 


Default: If you do not include this option, tracing output is appended to an existing trace file. 


size size—(Optional) Maximum size of each trace file, in kilobytes (KB), megabytes (MB), or gigabytes (GB). 
When atrace file named trace-file reaches this size, it is renamed trace-file.0. When trace-file again reaches 
this size, trace-file.O is renamed trace-file.1 and trace-file is renamed trace-file.0. This renaming scheme 
continues until the maximum number of trace files is reached. Then the oldest trace file is overwritten. 


If you specify a maximum file size, you must also include the files statement to specify the maximum 
number of trace files. 


Syntax: xk to specify KB, xm to specify MB, or xg to specify GB 
Range: 10 KB through the maximum file size supported on your system 
Default: 1. MB 


world-readable—(Optional) Allow any user to read the log file. 


Required Privilege Level 
routing and trace—To view this statement in the configuration. 
routing-control and trace-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Tracing IGMP Protocol Traffic | 51 
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| traceoptions (Protocols IGMP Snooping) 


Syntax 


traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable> ; 
flag flag (detail | disable | receive | send); 


Hierarchy Level 


[edit logical-systems logical-system-name bridge-domains domain-name protocols igmp-snooping], 

[edit logical-systems logical-system-name routing-instances instance-name bridge-domains domain-name protocols 
igmp-snooping], 

[edit logical-systems logical-system-name routing-instances instance-name protocols igmp-snooping], 

[edit bridge-domains domain-name protocols igmp-snooping], 

[edit routing-instances instance-name bridge-domains domain-name protocols igmp-snooping], 

[edit routing-instances instance-name protocols igmp-snooping] 

[edit protocols igmp-snooping vlan] 


Release Information 
Statement introduced in Junos OS Release 8.5. 
Statement introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 


Define tracing operations for IGMP snooping. 


Default 


The traceoptions feature is disabled by default. 


Options 
file filename—Name of the file to receive the output of the tracing operation. All files are placed in the 
directory /var/log. 


files number—(Optional) Maximum number of trace files. When a trace file named trace-file reaches its 
maximum size, it is renamed trace-file.0, then trace-file.1, and so on, until the maximum number of trace 
files is reached (xk to specify KB, xm to specify MB, or xg to specify gigabytes), at which point the oldest 
trace file is overwritten. If you specify a maximum number of files, you also must specify a maximum file 
size with the size option. 

Range: 2 through 1000 


Default: 3 files 


flag flag —Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. You can include the following flags: 


all—All tracing operations. 


client-notification—Trace notifications. 


general—Trace general IGMP snooping protocol events. 


group—Trace group operations. 


host-notification—Trace host notifications. 


leave—Trace leave group messages (IGMPv2 only). 


normal—Trace normal IGMP snooping protocol events. 


packets—Trace all IGMP packets. 


policy—Trace policy processing. 


query—Trace IGMP membership query messages. 


report—Trace membership report messages. 


route—Trace routing information. 


state—Trace IGMP state transitions. 


task—Trace routing protocol task processing. 


e timer—Trace routing protocol timer processing. 
no-world-readable—(Optional) Restrict file access to the user who created the file. 


size size—(Optional) Maximum size of each trace file, in kilobytes (KB), megabytes (MB), or gigabytes (GB). 
When a trace file named trace-file reaches its maximum size, it is renamed trace-file.O, then trace-file.1, 
and so on, until the maximum number of trace files is reached. Then the oldest trace file is overwritten. If 
you specify a maximum number of files, you also must specify a maximum file size with the files option. 

Syntax: xk to specify KB, xm to specify MB, or xg to specify gigabytes 

Range: 10 KB through 1 gigabytes 

Default: 128 KB 


world-readable—(Optional) Enable unrestricted file access. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Configuring IGMP Snooping Trace Operations | 149 

Configuring IGMP Snooping | 140 

Example: Configuring IGMP Snooping on SRX Series Devices | 152 
IGMP Snooping Overview | 91 

igmp-snooping | 1330 
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| traceoptions (Protocols MSDP) 


Syntax 


traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols msdp], 

[edit logical-systems logical-system-name protocols msdp group group-name], 

[edit logical-systems logical-system-name protocols msdp group group-name peer address], 

[edit logical-systems logical-system-name protocols msdp peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp group group-name 
peer address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols msdp peer address], 

[edit protocols msdp], 

[edit protocols msdp group group-name], 

[edit protocols msdp group group-name peer address], 

[edit protocols msdp peer address], 

[edit routing-instances routing-instance-name protocols msdp], 

[edit routing-instances routing-instance-name protocols msdp group group-name], 

[edit routing-instances routing-instance-name protocols msdp group group-name peer address], 

[edit routing-instances routing-instance-name protocols msdp peer address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure MSDP tracing options. 


To specify more than one tracing operation, include multiple flag statements. 


Default 


The default MSDP trace options are those inherited from the routing protocol's traceoptions statement 
included at the [edit routing-options] hierarchy level. 


Options 
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disable—(Optional) Disable the tracing operation. You can use this option to disable a single operation 
when you have defined a broad group of tracing operations, such as all. 


file filename—Name of the file to receive the output of the tracing operation. Enclose the name within 
quotation marks. All files are placed in the directory /var/log. We recommend that you place tracing output 
in the msdp-log file. 


files number—(Optional) Maximum number of trace files. When a trace file named trace-file reaches its 
maximum size, it is renamed trace-file.0, then trace-file.1, and so on, until the maximum number of trace 
files is reached. Then the oldest trace file is overwritten. 


If you specify a maximum number of files, you must also include the size statement to specify the maximum 
file size. 


Range: 2 through 1000 files 
Default: 2 files 


flag flag—Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. 


MSDP Tracing Flags 


e keepalive—Keepalive messages 

e packets—All MSDP packets 

e route—MSDP changes to the routing table 

e source-active—Source-active packets 

e source-active-request—Source-active request packets 

e source-active-response—Source-active response packets 


Global Tracing Flags 


e all—All tracing operations 
e general—A combination of the normal and route trace operations 
e normal—All normal operations 
Default: If you do not specify this option, only unusual or abnormal operations are traced. 
e policy—Policy operations and actions 
e route—Routing table changes 
e state—State transitions 
e task—Interface transactions and processing 
e timer—Timer usage 


flag-modifier—(Optional) Modifier for the tracing flag. You can specify one or more of these modifiers: 
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e detail—Detailed trace information 
e receive—Packets being received 


e send—Packets being transmitted 


no-stamp—(Optional) Do not place timestamp information at the beginning of each line in the trace file. 


Default: If you omit this option, timestamp information is placed at the beginning of each line of the tracing 
output. 


no-world-readable—(Optional) Do not allow any user to read the log file. 


replace—(Optional) Replace an existing trace file if there is one. 


Default: If you do not include this option, tracing output is appended to an existing trace file. 


size size—(Optional) Maximum size of each trace file, in kilobytes (KB), megabytes (MB), or gigabytes (GB). 
When atrace file named trace-file reaches this size, it is renamed trace-file.0. When trace-file again reaches 
this size, trace-file.O is renamed trace-file.1 and trace-file is renamed trace-file.0. This renaming scheme 
continues until the maximum number of trace files is reached. Then the oldest trace file is overwritten. 


If you specify a maximum file size, you must also include the files statement to specify the maximum 
number of trace files. 


Syntax: xk to specify KB, xm to specify MB, or xg to specify GB 
Range: 10 KB through the maximum file size supported on your system 
Default: 1 MB 


world-readable—(Optional) Allow any user to read the log file. 


Required Privilege Level 
routing and trace—To view this statement in the configuration. 
routing-control and trace-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Tracing MSDP Protocol Traffic | 515 
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| traceoptions (Protocols MVPN) 


Syntax 


traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mvpn], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn], 
[edit protocols mvpn], 

[edit routing-instances routing-instance-name protocols mvpn] 


Release Information 
Statement introduced in Junos OS Release 8.4. 
Support at the [edit protocols mvpn] hierarchy level introduced in Junos OS Release 13.3. 


Description 
Trace traffic flowing through a Multicast BGP (MBGP) MVPN. 


Options 
disable—(Optional) Disable the tracing operation. You can use this option to disable a single operation 
when you have defined a broad group of tracing operations, such as all. 


file filename—Name of the file to receive the output of the tracing operation. Enclose the name in quotation 
marks (""). 


files number—(Optional) Maximum number of trace files. When a trace file named trace-file reaches this 
size, it is renamed trace-file.0. When trace-file again reaches its maximum size, trace-file.O is renamed 
trace-file.1 and trace-file is renamed trace-file.0. This renaming scheme continues until the maximum 
number of trace files is reached. Then the oldest trace file is overwritten. 


If you specify a maximum number of files, you also must specify a maximum file size with the size option. 
Range: 2 through 1000 files 
Default: 2 files 


flag flag—Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. You can specify any of the following flags: 


e all—All multicast VPN tracing options 


e cmcast-join—Multicast VPN C-multicast join routes 


error—Error conditions 


general—General events 


inter-as-ad— Multicast VPN inter-AS automatic discovery routes 


intra-as-ad—Multicast VPN intra-AS automatic discovery routes 


leaf-ad—Multicast VPN leaf automatic discovery routes 


mdt-safi-ad—Multicast VPN MDT SAFI automatic discovery routes 


nlri—Multicast VPN advertisements received or sent by means of the BGP 


normal—Normal events 


policy—Policy processing 


route—Routing information 


source-active—Multicast VPN source active routes 


spmsi-ad—Multicast VPN SPMSI auto discovery active routes 


state—State transitions 


task—Routing protocol task processing 


timer—Routing protocol timer processing 


tunnel—Provider tunnel events 


e umh—Upstream multicast hop (UMH) events 
flag-modifier—(Optional) Modifier for the tracing flag. You can specify the following modifiers: 


e detail—Provide detailed trace information 
e disable—Disable the tracing flag 
e receive—Trace received packets 


e send—Trace sent packets 
no-world-readable—Do not allow any user to read the log file. 


size size—(Optional) Maximum size of each trace file, in kilobytes (KB), megabytes (MB), or gigabytes (GB). 
When atrace file named trace-file reaches this size, it is renamed trace-file.0. When trace-file again reaches 
its maximum size, trace-file.O is renamed trace-file.1 and trace-file is renamed trace-file.0. This renaming 
scheme continues until the maximum number of trace files is reached. Then the oldest trace file is 
overwritten. 


1680 


If you specify a maximum file size, you also must specify a maximum number of trace files with the files 
option. 

Syntax: xk to specify kilobytes, xm to specify megabytes, or xg to specify gigabytes 

Range: 10 KB through the maximum file size supported on your system 

Default: 1 MB 


world-readable—Allow any user to read the log file. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Tracing MBGP MVPN Traffic and Operations 
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| traceoptions (Protocols PIM) 


Syntax 


traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier> <disable>; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit protocols pim], 

[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Configure PIM tracing options. 


To specify more than one tracing operation, include multiple flag statements. 


Default 


The default PIM trace options are those inherited from the routing protocol's traceoptions statement 
included at the [edit routing-options] hierarchy level. 


Options 
disable—(Optional) Disable the tracing operation. You can use this option to disable a single operation 
when you have defined a broad group of tracing operations, such as all. 


file filename—Name of the file to receive the output of the tracing operation. Enclose the name within 
quotation marks. All files are placed in the directory /var/log. We recommend that you place tracing output 
in the pim-log file. 


files number—(Optional) Maximum number of trace files. When a trace file named trace-file reaches its 
maximum size, it is renamed trace-file.0, then trace-file.1, and so on, until the maximum number of trace 
files is reached. Then the oldest trace file is overwritten. 
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If you specify a maximum number of files, you must also include the size statement to specify the maximum 
file size. 


Range: 2 through 1000 files 
Default: 2 files 


flag flag—Tracing operation to perform. To specify more than one tracing operation, include multiple flag 
statements. 


PIM Tracing Flags 


e assert—Assert messages 

e bidirectional-df-election—Bidirectional PIM designated-forwarder (DF) election events 
e bootstrap—Bootstrap messages 

e cache—Packets in the PIM sparse mode routing cache 

e graft—Graft and graft acknowledgment messages 


hello—Hello packets 


e join—Join messages 
e mt—Multicast tunnel messages 


nsr-synchronization—Nonstop active routing (NSR) synchronization messages 


packets—All PIM packets 


e prune—Prune messages 


register—Register and register stop messages 
e rp—Candidate RP advertisements 


e all—All tracing operations 


general—A combination of the normal and route trace operations 
e normal—All normal operations 
Default: If you do not specify this option, only unusual or abnormal operations are traced. 
e policy—Policy operations and actions 
e route—Routing table changes 
e state—State transitions 
e task—Interface transactions and processing 
e timer—Timer usage 


flag-modifier—(Optional) Modifier for the tracing flag. You can specify one or more of these modifiers: 
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e detail—Detailed trace information 
e receive—Packets being received 


e send—Packets being transmitted 


no-stamp—(Optional) Do not place timestamp information at the beginning of each line in the trace file. 


Default: If you omit this option, timestamp information is placed at the beginning of each line of the tracing 
output. 


no-world-readable—(Optional) Do not allow users to read the log file. 


replace—(Optional) Replace an existing trace file if there is one. 


Default: If you do not include this option, tracing output is appended to an existing trace file. 


size size—(Optional) Maximum size of each trace file, in kilobytes (KB), megabytes (MB), or gigabytes (GB). 
When atrace file named trace-file reaches this size, it is renamed trace-file.0. When trace-file again reaches 
this size, trace-file.O is renamed trace-file.1 and trace-file is renamed trace-file.0. This renaming scheme 
continues until the maximum number of trace files is reached. Then the oldest trace file is overwritten. 


If you specify a maximum file size, you must also include the files statement to specify the maximum 
number of trace files. 

Syntax: xk to specify KB, xm to specify MB, or xg to specify GB 

Range: O KB through the maximum file size supported on your system 

Default: 1 MB 


world-readable—(Optional) Allow any user to read the log file. 


Required Privilege Level 
routing and trace—To view this statement in the configuration. 
routing-control and trace-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM Trace Options | 261 
Tracing DVMRP Protocol Traffic | 550 
Tracing MSDP Protocol Traffic | 515 
Configuring PIM Trace Options | 261 
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| transmit-interval (PIM BFD Liveness Detection) 


Syntax 


transmit-interval { 
minimum-interval milliseconds; 
threshold milliseconds; 


Hierarchy Level 


[edit protocols pim interface interface-name bfd-liveness-detection], 
[edit routing-instances routing-instance-name protocols pim interface interface-name bfd-liveness-detection] 


Release Information 

Statement introduced in Junos OS Release 8.2. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Support for BFD authentication introduced in Junos OS Release 9.6. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Specify the transmit interval for the bfd-liveness-detection statement. The negotiated transmit interval 
for a peer is the interval between the sending of BFD packets to peers. The receive interval for a peer is 
the minimum interval between receiving packets sent from its peer; the receive interval is not negotiated 
between peers. To determine the transmit interval, each peer compares its configured minimum transmit 
interval with its peer's minimum receive interval. The larger of the two numbers is accepted as the transmit 
interval for that peer. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 
bfd-liveness-detection | 1217 
threshold | 1648 


minimum-interval | 1414 
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minimum-receive-interval | 1419 
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tunnel-devices (Protocols AMT) 


Syntax 


tunnel-devices [ ud-fpc/pic/port ]; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt relay], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt relay], 
[edit protocols amt relay], 

[edit routing-instances routing-instance-name protocols amt relay] 


Release Information 
Statement introduced in Junos OS Release 13.2. 


Description 
List one or more tunnel-capable Automatic Multicast Tunneling (AMT) PICs to be used for creating multicast 
tunnel (ud) interfaces. Creating an AMT PIC list enables you to control the load-balancing implementation. 


Tunnel-capable PICs include DPC and MPC. 


The physical position of the PIC in the routing device determines the multicast tunnel interface name. 


Default 


Multicast tunnel interfaces are created on all available tunnel-capable AMT PICs, based on a round-robin 
algorithm. 


Options 
ud-fpc/pic/port—Interface that is automatically generated when a tunnel-capable PIC is installed in the 
routing device. 


NOTE: Each tunnel-devices statement keyword is optional. By default, all configured tunnel 
devices are used. The keyword selects the subset of configured tunnel devices. 


Tunnel devices must be configured on MX Series routers. They are not automatically available 
like M Series routers that have dedicated PICs. On MX Series routers, the tunnel device port is 
the next highest number after the physical ports - a PIC created with the tunnel-services 
statement at the [edit chassis fpc slot-number pic number] hierarchy level. 


Required Privilege Level 


routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
Example: Configuring the AMT Protocol | 534 
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| tunnel-devices (Tunnel-Capable PICs) 


Syntax 


tunnel-devices [ mt-fpc/pic/port ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances instance-name protocols pim], 
[edit routing-instances instance-name protocols pim] 


Release Information 
Statement introduced in Junos OS Release 10.2. 
Statement introduced in Junos OS Release 10.2 for EX Series switches. 


Description 
List one or more tunnel-capable PICs to be used for creating multicast tunnel (mt) interfaces. Creating a 
PIC list enables you to control the load-balancing implementation. 


Tunnel-capable PICs include: 


e Adaptive Services PIC 
e Multiservices PIC or Multiservices DPC 
e Tunnel Services PIC 


e On MxX Series routers, a PIC created with the tunnel-services statement at the [edit chassis fpc slot-number 
pic number] hierarchy level. 


The physical position of the PIC in the routing device determines the multicast tunnel interface name. For 
example, if you have an Adaptive Services PIC installed in FPC slot O and PIC slot O, the corresponding 
multicast tunnel interface name is mt-0/0/0. The same is true for Tunnel Services PICs, Multiservices PICs, 
and Multiservices DPCs. 


Default 


Multicast tunnel interfaces are created on all available tunnel-capable PICs, based on a round-robin 
algorithm. 


Options 
mt-fpc/pic/port—|nterface that is automatically generated when a tunnel-capable PIC is installed in the 
routing device. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


| Load Balancing Multicast Tunnel Interfaces Among Available PICs | 568 


| tunnel-limit (Protocols AMT) 


Syntax 


tunnel-limit number; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt relay], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt relay], 
[edit protocols amt relay], 

[edit routing-instances routing-instance-name protocols amt relay] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 
Limit the number of Automatic Multicast Tunneling (AMT) data tunnels created. The system might reach 
a dynamic upper limit of tunnels of all types before the static AMT limit is reached. 


Options 
number—Maximum number of data AMTs that can be created on the system. 
Range: O through 4294967295 


Default: 1 tunnel 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| tunnel-limit (Routing Instances) 


Syntax 


tunnel-limit limit; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim mdt], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family inet | 
inet6mdt], 

[edit routing-instances routing-instance-name protocols pim mdf], 

[edit routing-instances routing-instance-name provider-tunnel family inet | inet6 mdt] 


Release Information 

Statement introduced before Junos OS Release 7.4. In Junos OS Release 17.3R1, the mdt hierarchy was 
moved from provider-tunnel to the provider-tunnel family inet and provider-tunnel family inet6 hierarchies 
as part of an upgrade to add IPvé support for default MDT in Rosen 7, and data MDT for Rosen 6 and 
Rosen 7. The provider-tunnel mdt hierarchy is now hidden for backward compatibility with existing scripts. 


Description 
Limit the number of data MDTs created in this VRF instance. If the limit is O, then no data MDTs are created 
for this VRF instance. 


Options 

limit—Maximum number of data MDTs for this VRF instance. 
Range: 0 through 1024 
Default: O (No data MDTs are created for this VRF instance.) 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 
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| tunnel-limit (Routing Instances Provider Tunnel Selective) 


Syntax 


tunnel-limit number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective], 
[edit routing-instances routing-instance-name provider-tunnel selective] 


Release Information 
Statement introduced in Junos OS Release 8.5. 


Description 
Specify a limit on the number of selective tunnels that can be created for an LSP. This limit can be applied 
to the following types of selective tunnels: 


e Ingress replication tunnels 

e LDP-signaled LSP 

e LDP point-to-multipoint LSP 
e PIM-SSM provider tunnel 

e RSVP-signaled LSP 


e RSVP-signaled point-to-multipoint LSP 


Options 
number—Specify the tunnel limit. 
Range: O through 1024 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Point-to-Multipoint LSPs for an MBGP MVPN 
selective | 1588 
wildcard-source | 1722 
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| tunnel-source 


Syntax 


tunnel-source address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel family inet | 
inetépim-ssm], 
[edit routing-instances routing-instance-name provider-tunnel family inet | ineté6pim-ssm], 


Release Information 

Statement introduced in Junos OS Release 10.1. 

In Junos OS Release 17.3R1, the pim-ssm hierarchy was moved from provider-tunnel to the provider-tunnel 
family inet and provider-tunnel family inet6 hierarchies as part of an upgrade to add IPv6 support for 
default multicast distribution tree (MDT) in Rosen 7, and data MDT for Rosen 6 and Rosen 7. 


Description 


Configure the source address for the provider space multipoint generic router encapsulation (MGRE) tunnel. 
This statement enables a VPN tunnel source for Rosen 6 or Rosen 7 multicast VPNs. . 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


group-address (Routing Instances) | 1295 
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| unicast (Route Target Community) 


Syntax 


unicast { 
receiver; 


sender; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols mvpn route-target 
import-target], 
[edit routing-instances routing-instance-name protocols mvpn route-target import-target] 


Release Information 
Statement introduced in Junos OS Release 8.4. 


Description 


Specify the same target community configured for unicast. 


Options 


receiver—Specify the unicast target community used when importing receiver site routes. 


sender—Specify the unicast target community used when importing sender site routes. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring VRF Route Targets for Routing Instances for an MBGP MVPN 


1695 


| unicast (Virtual Tunnel in Routing Instances) 


Syntax 


unicast; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name interface vt-fpc/pic/port.unit-number], 
[edit routing-instances routing-instance-name interface vt-fpc/pic/port.unit-number] 


Release Information 
Statement introduced in Junos OS Release 9.4. 


Description 


In a multiprotocol BGP (MBGP) multicast VPN (MVPN), configure the virtual tunnel (VT) interface to be 
used for unicast traffic only. 


Default 


If you omit this statement, the VT interface can be used for both multicast and unicast traffic. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring Redundant Virtual Tunnel Interfaces in MBGP MVPNs 
Example: Configuring MBGP MVPN Extranets | 794 
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| unicast-stream-limit (Protocols AMT) 


Syntax 


unicast-stream-limit ; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols amt relay], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols amt relay], 
[edit protocols amt relay], 

[edit routing-instances routing-instance-name protocols amt relay] 


Release Information 
Statement introduced in Junos OS Release 17.1. 


Description 


Set the upper limit for unicast streams (s,g intf). 


Options 

number—Maximum number of data unicast streams that can be created on the system. 
Range: O through 4294967295 
Default: 1 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring the AMT Protocol | 528 
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| unicast-umh-election 


Syntax 


unicast-umh-election; 


Hierarchy Level 


[edit routing-instances routing-instance-name protocols mvpn] 


Release Information 
Statement introduced in Junos OS Release 9.6. 


Description 


Configure a router to use the unicast route preference to determine the single forwarder election. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring a PIM-SSM Provider Tunnel for an MBGP MVPN | 744 
mvpn (NG-MVPN) | 1463 
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| upstream-interface 


Syntax 


upstream-interface [ interface-names ]; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
pim-to-igmp-proxy], 

[edit logical-systems logical-system-name routing-instances routing-instance-name routing-options multicast 
pim-to-mld-proxy], 

[edit logical-systems logical-system-name routing-options multicast pim-to-igmp-proxy], 

[edit logical-systems logical-system-name routing-options multicast pim-to-mld-proxy], 

[edit routing-instances routing-instance-name routing-options multicast pim-to-igmp-proxy], 

[edit routing-instances routing-instance-name routing-options multicast pim-to-mld-proxy], 

[edit routing-options multicast pim-to-igmp-proxy], 

[edit routing-options multicast pim-to-mld-proxy] 


Release Information 

Statement introduced in Junos OS Release 9.6. 

Statement introduced in Junos OS Release 9.6 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Configure at least one, but not more than two, upstream interfaces on the rendezvous point (RP) routing 
device that resides between a customer edge-facing Protocol Independent Multicast (PIM) domain and a 
core-facing PIM domain. The RP routing device translates PIM join or prune messages into corresponding 
IGMP report or leave messages (if you include the pim-to-igmp-proxy statement), or into corresponding 
MLD report or leave messages (if you include the pim-to-mld-proxy statement). The routing device then 
proxies the IGMP or MLD report or leave messages to one or both upstream interfaces to forward IPv4 
multicast traffic (for IGMP) or IPv6 multicast traffic (for MLD) across the PIM domains. 


Options 

interface-names—Names of one or two upstream interfaces to which the RP routing device proxies IGMP 
or MLD report or leave messages for transmission of multicast traffic across PIM domains. You can specify 
a maximum of two upstream interfaces on the RP routing device. To configure a set of two upstream 
interfaces, specify the full interface names, including all physical and logical address components, within 
square brackets ( [ ] ). 


Required Privilege Level 


routing—To view this statement in the configuration. 


routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring PIM-to-IGMP Message Translation | 487 
Configuring PIM-to-MLD Message Translation | 488 
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| use-p2mp-lsp 
Syntax 


igmp-snooping-options { 
use-p2mp-lsp; 


Hierarchy Level 


[edit routing-instances instance name igmp-snooping-options] 


Release Information 
Statement introduced in Junos OS Release 13.3. 


Description 

Point-to-multipoint LSP for IGMP snooping enables multicast data traffic in the core to take the 
point-to-multipoint path. The effect is a reduction in the amount of traffic generated on the PE router 
when sending multicast packets for multiple VPLS sessions because it avoids the need to send multiple 
parallel streams when forwarding multicast traffic to PE routers participating in the VPLS. Note that the 
options configured for IGMP snooping are applied on a per-routing-instance so all IGMP snooping routes 
in the same instance will use the same mode, point to multipoint or pseudowire. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Point-to-Multipoint LSP with IGMP Snooping | 158 
show igmp snooping options | 1849 


multicast-snooping-options | 1450 
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| version (Protocols BFD) 


Syntax 


version (0 | 1 | automatic); 


Hierarchy Level 


[edit protocols piminterface (Protocols PIM) interface-name bfd-liveness-detection], 
[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name 
bfd-liveness-detection] 


Release Information 

Statement introduced in Junos OS Release 8.1. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Specify the bidirectional forwarding detection (BFD) protocol version that you want to detect. 


Options 
Configure the BFD version to detect: 1 (BFD version 1) or automatic (autodetect the BFD version) 


Default: automatic 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring BFD for PIM | 264 
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| version (Protocols PIM) 


Syntax 


version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols pim interface (Protocols PIM) interface-name}], 

[edit logical-systems logical-system-name protocols pim rp static address address], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim interface (Protocols 
PIM) interface-name], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim rp static address 
address], 

[edit protocols pim interface (Protocols PIM) interface-name], 

[edit protocols pim rp static address address], 

[edit routing-instances routing-instance-name protocols pim interface (Protocols PIM) interface-name], 

[edit routing-instances routing-instance-name protocols pim rp static address address] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
Statement deprecated (hidden) in Junos OS Release 16.1 for later removal. 


Description 
Starting in Junos OS Release 16.1, it is no longer necessary to specify a PIM version. PIMv1 is being 
obsoleted so the version choice is moot. 


Options 
version—PIM version number. 
Range: See the Description, above. 


Default: PIMv2 for both rendezvous point (RP) mode (at the [edit protocols pim rp static address address] 
hierarchy level). and interface mode (at the [edit protocols pim interface interface-name] hierarchy level). 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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Enabling PIM Sparse Mode | 289 
Configuring PIM Dense Mode Properties | 276 
Configuring PIM Sparse-Dense Mode Properties | 279 


| version (Protocols IGMP) 


Syntax 


version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp interface interface-name], 
[edit protocols igmp interface interface-name] 
[edit protocols igmp-snooping vlan (all | vian-name)] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Statement introduced in Junos OS Release 9.0 for EX Series switches. 
Statement introduced in Junos OS Release 12.1 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Specify the version of IGMP. 


Options 

version—IGMP version number. 
Range: 1, 2,or3 
Default: IGMP version 2 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Changing the IGMP Version | 37 
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| version (Protocols IGMP AMT) 


Syntax 


version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols igmp amt relay defaults], 

[edit logical-systems logical-system-name routing-instances routing-instance-name protocols igmp amt relay defaults], 
[edit protocols igmp amt relay defaults], 

[edit routing-instances routing-instance-name protocols igmp amt relay defaults] 


Release Information 
Statement introduced in Junos OS Release 10.2. 


Description 


Specify the version of IGMP used through an Automatic Multicast Tunneling (AMT) interface. 


Options 

version—IGMP version number. 
Range: 1, 2,or3 
Default: IGMP version 3 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Default IGMP Parameters for AMT Interfaces | 531 


1705 


| version (Protocols MLD) 


Syntax 


version version; 


Hierarchy Level 


[edit logical-systems logical-system-name protocols mld interface interface-name], 
[edit protocols mld interface interface-name] 


Release Information 
Statement introduced before Junos OS Release 7.4. 


Description 


Configure the MLD version explicitly. MLD version 2 (MLDv2) is used only to support source-specific 
multicast (SSM). 


Options 

version—MLD version to run on the interface. 
Range: 1 or 2 
Default: 1 (MLDv1) 


Required Privilege Level 
routing and trace—To view this statement in the configuration. 
routing-control and trace-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Modifying the MLD Version | 61 
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| vrf-advertise-selective 


Syntax 


vrf-advertise-selective { 
family { 
inet-mvpn; 
inet6-mvpn; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name], 
[edit routing-instances routing-instance-name] 


Release Information 
Statement introduced in Junos OS Release 10.1. 
Statement introduced in Junos OS Release 12.3 for ACX Series routers. 


Description 
Explicitly enable IPv4 or IPv6 MVPN routes to be advertised from the VRF instance while preventing all 
other route types from being advertised. 


If you configure the vrf-advertise-selective statement without any of its options, the router or switch has 
the same behavior as if you configured the no-vrf-advertise statement. All VPN routes are prevented from 
being advertised from a VRF routing instance to the remote PE routers. This behavior is useful for 
hub-and-spoke configurations, enabling you to configure a PE router to not advertise VPN routes from 
the primary (hub) instance. Instead, these routes are advertised from the secondary (downstream) instance. 


The options are explained separately. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Limiting Routes to Be Advertised by an MVPN VRF Instance 


no-vrf-advertise 
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| vian (Bridge Domains) 


Syntax 


vian vian-id { 

all 

immediate-leave; 

interface interface-name { 
group-limit limit; 
host-only-interface; 
multicast-router-interface; 
static { 

group multicast-group-address { 
source ip-address; 


} 
proxy { 
source-address ip-address; 


} 

query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 


Hierarchy Level 


[edit bridge-domains bridge-domain-name protocols igmp-snooping], 
[edit routing-instances routing-instance-name bridge-domains bridge-domain-name protocols igmp-snooping] 


Release Information 
Statement introduced in Junos OS Release 8.5. 
Statement introduced in Junos OS Release 13.2 for the QFX series. 


Description 


Configure IGMP snooping parameters for a particular VLAN. 


Default 
By default, IGMP snooping options apply to all VLANs. 


Options 
vlan-id—Apply the parameters to this VLAN. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring VLAN-Specific IGMP Snooping Parameters | 141 
igmp-snooping | 1330 
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| vian (IGMP Snooping) 


List of Syntax 
Syntax (EX Series and SRX-series:SRX 210) on page 1709 
Syntax (EX4600, NFX Series, QFabric Systems, and QFX Series) on page 1709 


Syntax (EX Series and SRX-series:SRX 210) 


vian (all | vian-name) { 
data-forwarding { 

receiver { 
install; 
mode (proxy | transparent); 
(source-list | source-vlans) vian-list; 
translate; 

} 

source { 
groups group-prefix; 


} 
disable; 
immediate-leave; 
interface (all | interface-name) { 
multicast-router-interface; 
static { 
group ip-address; 


proxy { 

source-address ip-address; 
robust-count number; 
version number; 


Syntax (EX4600, NFX Series, QFabric Systems, and QFX Series) 


vian vilan-name { 
immediate-leave; 
interface interface-name { 
group-limit limit; 
host-only-interface; 
multicast-router-interface; 
static { 


group multicast-group-address { 
source ip-address; 


} 
(I2-querier | igmp-querier (QFabric Systems only)) { 
source-address ip-address; 


} 
qualified-vlan; 
proxy { 
source-address ip-address; 


} 

query-interval seconds; 
query-last-member-interval seconds; 
query-response-interval seconds; 
robust-count number; 


Hierarchy Level 


[edit protocols igmp-snooping] 


Release Information 

Statement introduced in Junos OS Release 8.5. 

Statement introduced in Junos OS Release 9.1 for EX Series switches. 

Statement updated with enhanced ? (CLI completion feature) functionality in Junos OS Release 9.5 for EX 
Series switches. 

Statement introduced in Junos OS Release 11.1 for the QFX Series. 
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Description 


Configure IGMP snooping parameters for a VLAN (or all VLANs if you use the all option, where supported). 


On legacy EX Series switches, which do not support the Enhanced Layer 2 Software (ELS) configuration 
style, IGMP snooping is enabled by default on all VLANs, and this statement includes a disable option if 
you want to disable IGMP snooping selectively on some VLANs or disable it on all VLANs. Otherwise, 
IGMP snooping is enabled on the specified VLANs if you configure any statements and options in this 
hierarchy. 


NOTE: You cannot configure IGMP snooping on a secondary (private) VLAN (PVLAN). However, 
starting in Junos OS Release 18.3R1 on EX4300 switches and EX4300 Virtual Chassis, and Junos 
OS Release 19.2R1 on EX4300 multigigabit switches, enabling IGMP snooping on a primary 
VLAN implicitly enables IGMP snooping on its secondary VLANs. See “IGMP Snooping on Private 
VLANs (PVLANs)” on page 97 for details. 


TIP: To display a list of all configured VLANs on the system, including VLANs that are configured 
but not committed, type ? after vlan or vlans on the command line in configuration mode. Note 
that only one VLAN is displayed for a VLAN range, and for IGMP snooping, secondary private 
VLANs are not listed. 


Default 


On devices that support the all option, by default, IGMP snooping options apply to all VLANs. For all other 
devices, you must specify the vlan statement with a VLAN name to enable IGMP snooping. 
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Options 
e all—All VLANs on the switch. This option is available only on EX Series switches that do not support the 
ELS configuration style. 


e disable—Disable IGMP snooping on all or specified VLANs. This option is available only on EX Series 
switches that do not support the ELS configuration style. 


e vlan-name—Name of a VLAN. A VLAN name must be provided on switches that support ELS to enable 
IGMP snooping. 


TIP: On devices that support the all option, when you configure IGMP snooping parameters 
using the vlan all statement, any VLAN that is not individually configured for IGMP snooping 
inherits the vlan all configuration. Any VLAN that is individually configured for IGMP snooping, 
on the other hand, inherits none of its configuration from vlan all. Any parameters that are not 
explicitly defined for the individual VLAN assume their default values, not the values specified 
in the vlan all configuration. 


For example, in the following configuration: 


PROEOCOLS if 
igmp-snooping { 
wileun @ulil 4 
Trobust—count 6; 


} 
vian employee { 
interface ge-0/0/8.0 { 
Sicatcale { 
GLOWS 239.0,10.3 


all VLANs, except employee, have a robust count of 8. Because employee has been individually 
configured, its robust count value is not determined by the value set under vlan all. Instead, its 
robust count is the default value of 2. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 
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RELATED DOCUMENTATION 


Configuring IGMP Snooping | 140 

Configuring IGMP Snooping on Switches | 118 

Example: Configuring IGMP Snooping on Switches | 127 

Example: Configuring IGMP Snooping on EX Series Switches | 123 
Configuring VLAN-Specific IGMP Snooping Parameters | 141 





show igmp-snooping vlans | 1870 
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vlan (MLD Snooping) 


Syntax 


vian (all | vian-name) { 
disable; 
immediate-leave; 
interface (all | interface-name) { 
group-limit limit; 
host-only-interface; 
immediate-leave; 
multicast-router-interface; 
static { 
group ip-address { 
source ip-address; 


} 

qualified-vlan; 

query-intervalseconds; 

query-last-member-interval seconds; 

query-response-interval seconds; 

robust-count number; 

traceoptions { 
file filename <files number> <size size> <world-readable | no-world-readable>; 
flag flag <flag-modifier>; 

} 


version version; 


Hierarchy Level 


[edit protocols mld-snooping] 
[edit routing-instances instance-name protocols mld-snooping] 


Release Information 

Statement introduced in Junos OS Release 12.1 for EX Series switches. 

Support at the [edit routing-instances instance-name protocols mld-snooping] hierarchy introduced in 
Junos OS Release 13.3 for EX Series switches. 

Support for the qualified-vlan, query-interval, query-last-member-interval, query-response-interval, and 
traceoptions statements introduced in Junos OS Release 13.3 for EX Series switches. 


Description 


Configure MLD snooping parameters for a VLAN. 
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When the vlan configuration statement is used without the disable statement, MLD snooping is enabled 
on the specified VLAN or on all VLANs. 


Default 


If the vlan statement is not included in the configuration, MLD snooping is disabled. 


Options 


all—(All EX Series switches except EX9200) Configure MLD snooping parameters for all VLANs on the 
switch. 


vlan-name—Configure MLD snooping parameters for the specified VLAN. 


TIP: When you configure MLD snooping parameters using the vlan all statement, any VLAN 
that is not individually configured for MLD snooping inherits the vlan all configuration. Any VLAN 
that is individually configured for MLD snooping, on the other hand, inherits none of its 
configuration from vlan all. Any parameters that are not explicitly defined for the individual 
VLAN assume their default values, not the values specified in the vlan all configuration. 


For example, in the following configuration: 


SOEOCOLS 
mld-snooping { 
wWikein @iilil 4 
LOSS —Soume 8p 
} 
vlan employee { 
interface ge-0/0/8.0 { 
Sie cieleeud| 


Gueowjo wiles eile 


all VLANs, except employee, have a robust count of 8. Because employee has been individually 
configured, its robust count value is not determined by the value set under vlan all. Instead, its 
robust count is the default value of 2. 


The remaining statements are explained separately. See CLI Explorer. 
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Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


| Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 


| vlan (PIM Snooping) 


Syntax 


vian <vian-id>{ 
no-dr-flood; 


} 


Hierarchy Level 


[edit routing-instances <instance-name> protocols pim-snooping], 
[edit logical-systems <logical-system-name> routing-instances <instance-name> protocols pim-snooping] 


Release Information 
Statement introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Statement introduced in Junos OS Release 13.2 for M Series Multiservice Edge devices. 


Description 


Configure PIM snooping parameters for a VLAN. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


PIM Overview | 252 
Configuring Basic PIM Settings 
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| vpn-group-address 


Syntax 


Use group-address in place of vpn-group-address. 


vpn-group-address address; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name protocols pim], 
[edit routing-instances routing-instance-name protocols pim] 


Release Information 

Statement introduced before Junos OS Release 7.4. 

Starting with Junos OS Release 11.4, to provide consistency with draft-rosen 7 and next-generation 
BGP-based multicast VPNs, configure the provider tunnels for draft-rosen 6 anysource multicast VPNs at 
the [edit routing-instances routing-instance-name provider-tunnel] hierarchy level. The mdt, 
vpn-tunnel-source, and vpn-group-address statements are deprecated at the [edit routing-instances 
routing-instance-name protocols pim] hierarchy level. 


Description 


Configure the group address for the Layer 3 VPN in the service provider's network. 


Options 


address—Address for the Layer 3 VPN in the service provider's network. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Configuring Multicast Layer 3 VPNs 


Multicast Protocols User Guide 
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| wildcard-group-inet 


Syntax 


wildcard-group-inet { 
wildcard-source { 

inter-region-segmented{ 
fan-out fan-out value; 

} 

Idp-p2mp; 

pim-ssm { 
group-range multicast-prefix; 

} 

rsvp-te { 
label-switched-path-template { 

(default-template | Isp-template-name), 

} 
static-Isp Isp-name; 

} 


threshold-rate number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective], 
[edit routing-instances routing-instance-name provider-tunnel selective] 


Release Information 
Statement introduced in Junos OS Release 10.0. 
The inter-region-segmented statement added in Junos OS Release 15.1. 


Description 


Configure a wildcard group matching any group IPv4 address. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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wildcard-group-inet6 | 1720 

Example: Configuring Selective Provider Tunnels Using Wildcards | 903 

Understanding Wildcards to Configure Selective Point-to-Multipoint LSPs for an MBGP MVPN | 897 
Configuring a Selective Provider Tunnel Using Wildcards | 902 
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| wildcard-group-inet6 


Syntax 


wildcard-group-inet6 { 
wildcard-source { 

inter-region-segmented{ 
fan-out fan-out value; 

} 

Idp-p2mp; 

pim-ssm { 
group-range multicast-prefix; 

} 

rsvp-te { 
label-switched-path-template { 

(default-template | Isp-template-name), 

} 
static-Isp Isp-name; 

} 


threshold-rate number; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective], 
[edit routing-instances routing-instance-name provider-tunnel selective] 


Release Information 
Statement introduced in Junos OS Release 10.0. 
The inter-region-segmented statement added in Junos OS Release 15.1. 


Description 


Configure a wildcard group matching any group IPvé6 address. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 
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wildcard-group-inet | 1718 

Example: Configuring Selective Provider Tunnels Using Wildcards | 903 

Understanding Wildcards to Configure Selective Point-to-Multipoint LSPs for an MBGP MVPN | 897 
Configuring a Selective Provider Tunnel Using Wildcards | 902 


| wildcard-source (PIM RPF Selection) 


Syntax 


wildcard-source { 
next-hop next-hop-address; 


} 


Hierarchy Level 


[edit routing-instances routing-instance-name protocols pim rpf-selection group group-address], 
[edit routing-instances routing-instance-name protocols pim rpf-selection prefix-list prefix-list-addresses] 


Release Information 

Statement introduced in Junos OS Release 10.4. 

Statement introduced in Junos OS Release 11.3 for the QFX Series. 
Statement introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Use a wildcard for the multicast source instead of (or in addition to) a specific multicast source. 


The remaining statements are explained separately. See CLI Explorer. 


Required Privilege Level 
view-level—To view this statement in the configuration. 
control-level—To add this statement to the configuration. 


RELATED DOCUMENTATION 


Example: Configuring PIM RPF Selection | 1018 


| wildcard-source (Selective Provider Tunnels) 


Syntax 


wildcard-source { 
inter-region-segmented { 
fan-out fan-out value; 
} 
Idp-p2mp; 
pim-ssm { 
group-range multicast-prefix; 
} 
rsvp-te { 
label-switched-path-template { 
(default-template | Isp-template-name); 
} 


static-Isp Isp-name; 


Hierarchy Level 


[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective group 
group-prefix], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet6], 

[edit routing-instances routing-instance-name provider-tunnel selective group group-prefix], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet], 

[edit logical-systems logical-system-name routing-instances routing-instance-name provider-tunnel selective 
wildcard-group-inet6], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet], 

[edit routing-instances routing-instance-name provider-tunnel selective wildcard-group-inet6] 


Release Information 
Statement introduced in Junos OS Release 10.0. 
The inter-region-segmented statement added in Junos OS Release 15.1. 


Description 


Configure a selective provider tunnel for a shared tree using a wildcard source. 


The remaining statements are explained separately. See CLI Explorer. 
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Required Privilege Level 
routing—To view this statement in the configuration. 
routing-control—To add this statement to the configuration. 


RELATED DOCUMENTATION 


wildcard-group-inet | 1718 

wildcard-group-inet6 | 1720 

Example: Configuring Selective Provider Tunnels Using Wildcards | 903 

Understanding Wildcards to Configure Selective Point-to-Multipoint LSPs for an MBGP MVPN | 897 





Configuring a Selective Provider Tunnel Using Wildcards | 902 


CHAPTER 28 


Operational Commands 


IN THIS CHAPTER 


clear amt statistics | 1728 

clear amt tunnel | 1729 

clear igmp membership | 1731 

clear igmp snooping membership | 1735 
clear igmp snooping statistics | 1737 
clear igmp statistics | 1739 

clear mld membership | 1743 

clear mld snooping membership | 1745 
clear mld snooping statistics | 1746 
clear mld statistics | 1747 

clear msdp cache | 1749 

clear msdp statistics | 1751 

clear multicast bandwidth-admission | 1753 
clear multicast forwarding-cache | 1755 
clear multicast scope | 1757 

clear multicast sessions | 1759 

clear multicast statistics | 1761 

clear pim join | 1763 

clear pim join-distribution | 1766 

clear pim register | 1768 

clear pim snooping join | 1770 

clear pim snooping statistics | 1772 
clear pim statistics | 1775 

mtrace | 1778 

mtrace from-source | 1780 

mtrace monitor | 1784 

mtrace to-gateway | 1786 


request pim multicast-tunnel rebalance | 1789 
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show amt statistics | 1791 

show amt summary | 1794 

show amt tunnel | 1796 

show bgp group | 1801 

show dvmrp interfaces | 1811 

show dvmrp neighbors | 1813 

show dvmrp prefix | 1815 

show dvmrp prunes | 1818 

show igmp interface | 1820 

show igmp group | 1825 

show igmp snooping data-forwarding | 1830 
show igmp snooping interface | 1834 
show igmp snooping membership | 1841 
show igmp snooping options | 1849 
show igmp snooping statistics | 1851 
show igmp-snooping membership | 1858 
show igmp-snooping route | 1864 
show igmp-snooping statistics | 1868 
show igmp-snooping vlans | 1870 

show igmp statistics | 1874 

show ingress-replication mvpn | 1880 
show interfaces (Multicast Tunnel) | 1882 
show mld group | 1888 

show mld interface | 1893 

show mld statistics | 1898 

show mld snooping interface | 1903 
show mld snooping membership | 1907 
show mld-snooping route | 1911 

show mld snooping statistics | 1915 
show mld-snooping vians | 1917 

show mpls Isp | 1920 

show msdp | 1946 

show msdp source | 1949 


show msdp source-active | 1951 
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show msdp statistics | 1955 

show multicast backup-pe-groups | 1960 
show multicast flow-map | 1962 

show multicast forwarding-cache statistics | 1965 
show multicast interface | 1968 

show multicast mrinfo | 1971 

show multicast next-hops | 1973 

show multicast pim-to-igmp-proxy | 1978 
show multicast pim-to-mld-proxy | 1980 
show multicast route | 1982 

show multicast rpf | 1996 

show multicast scope | 2001 

show multicast sessions | 2004 

show multicast snooping next-hops | 2007 
show multicast snooping route | 2010 
show multicast statistics | 2015 

show multicast usage | 2020 

show mvpn c-multicast | 2024 

show mvpn instance | 2028 

show mvpn neighbor | 2033 

show mvpn suppressed | 2039 

show policy | 2041 

show pim bidirectional df-election | 2044 
show pim bidirectional df-election interface | 2048 
show pim bootstrap | 2051 

show pim interfaces | 2054 

show pim join | 2058 

show pim neighbors | 2078 

show pim snooping interfaces | 2084 
show pim snooping join | 2088 

show pim snooping neighbors | 2093 
show pim snooping statistics | 2100 
show pim rps | 2106 


show pim source | 2116 
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show pim statistics | 2120 

show pim mdt | 2137 

show pim mdt data-mdt-joins | 2143 
show pim mdt data-mdt-limit | 2145 
show pim mvpn | 2147 

show route forwarding-table | 2149 
show route label | 2161 

show route snooping | 2167 

show route table | 2170 

show sap listen | 2189 

test msdp | 2191 


1727 


1728 


| clear amt statistics 


Syntax 


clear amt statistics 
<instance instance-name> 
<logical-system (all | logical-system-name)> 


Release Information 
Command introduced in JUNOS Release 10.2. 


Description 
Clear Automatic Multicast Tunneling (AMT) statistics. 


Options 


none—Clear the multicast statistics for all AMT tunnel interfaces. 
instance instance-name—(Optional) Clear AMT multicast statistics for the specified instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show amt statistics | 1791 


List of Sample Output 
clear amt statistics on page 1728 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 


| Sample Output 


clear amt statistics 


user@host> clear amt statistics 
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| clear amt tunnel 


Syntax 


clear amt tunnel 

<gateway gateway-ip-addr> <port port-number> 
<instance instance-name> 

<logical-system (all | logical-system-name)> 
<statistics> 

<tunnel-interface interface-name> 


Release Information 
Command introduced in JUNOS Release 10.2. 


Description 


Clear the Automatic Multicast Tunneling (AMT) multicast state. Optionally, clear AMT protocol statistics. 


Options 


none—Clear multicast state for all AMT tunnel interfaces. 


gateway gateway-ip-addr port port-number—(Optional) Clear the AMT multicast state for the specified 
gateway address. If no port is specified, clear the AMT multicast state for all AMT gateways with the 
given IP address. 


instance instance-name—(Optional) Clear the AMT multicast state for the specified instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


statistics—(Optional) Clear multicast statistics for all AMT tunnels or for specified tunnels. 


tunnel-interface interface-name—(Optional) Clear the AMT multicast state for the specified AMT tunnel 
interface. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show amt tunnel | 1796 


List of Sample Output 
clear amt tunnel on page 1730 
clear amt tunnel statistics gateway-address on page 1730 
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Output Fields 


When you enter this command, you are provided feedback on the status of your request. 


Sample Output 
clear amt tunnel 


user@host> clear amt tunnel 


clear amt tunnel statistics gateway-address 


user@host> clear amt tunnel statistics gateway-address 100.31.1.21 port 4000 
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| clear igmp membership 


List of Syntax 
Syntax on page 1731 
Syntax (EX Series Switch and the QFX Series) on page 1731 


Syntax 


clear igmp membership 

<all> 

<group address-range> 

<interface interface-name> 
<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


clear igmp membership 
<group address-range> 
<interface interface-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Clear Internet Group Management Protocol (IGMP) group members. 


Options 


all—Clear IGMP members for groups and interfaces in the master instance. 


group address-range—(Optional) Clear all |GMP members that are in a particular address range. An example 
of a range is 233.252/16. If you omit the destination prefix length, the default is /32. 


interface interface-name—(Optional) Clear all |GMP group members on an interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show igmp group | 1825 


show igmp interface | 1820 


List of Sample Output 


clear igmp membership all on page 1732 


clear igmp membership interface on page 1733 


clear igmp membership group on page 1734 


Output Fields 


See show igmp group for an explanation of output fields. 


Sample Output 


clear igmp membership all 


The following sample output displays IGMP group information before and after the clear igmp membership 


command is entered: 


user@host> show igmp group 


Interface 
so-0/0/0 
so-0/0/0 
so-0/0/0 
so-0/0/0 


Local 








user@host> clear igmp membership all 


Group 


AMES 
Ne 
AMES 
LENS} 6 
INS 6 
ALN) 
AL Ne 
AMES. 
Ne 
ILENS 6 


Syl 5 
Sil 5 
Sul, 
Sul gl 
Sul, 
Sul 5 Wl 
Silks 
Syl g 
Sil 5 Al 
Sal, 





00. 
00. 
00. 
00. 
00. 
00. 
00. 
00. 
00. 
00. 


ADS 
254 
AOS 
240 


ee) 
22 


LS} 


Last 
ADS « 
D3) 6 
ZO 3) « 
Z0Ss 
(null 
(null 
(null 
(null 
(axeill J. 


(null 





Reported 
OF 
ORpialesr 
OF 

Oo LIS 6 





LIS} 


ILLS 6 


Clearing Group Membership Info for so-0/0/0 


Clearing Group Membership Info for so-1/0/0 


Clearing Group Membership Info for so-2/0/0 


user@host> show igmp group 


1 


1 
1 
iL 


Timeout 


186 
186 
LS 7 
188 
0 


Ke ) eS) Co) 
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Interface Group 

local 198, Si, 100.6 
local 198,51 ,10055 
ioecaull IG, 51,100. 254 
local 193,51, 100,255 
Hocasll 18, Si, 100.2 
Hoecanl 199,51, 100), 13 











clear igmp membership interface 


The following sample output displays IGMP group information before and after the clear igmp membership 


interface command is issued: 


user@host> show igmp group 


Interface Group 

so-0/0/0 198, 51,100. 253 
so-0/0/0 198, 51, 100. 200 
so-0/0/0 193,51, 100,255 
so-0/0/0 Is, Sl, 100.254 
local 18 Si, 1006 
local 198, 51,100.5 
local LIF, 51, 100.254 
local 193. 51,100,255 
local 198, 51,1002 
local 199.51, 100), 13 











user@host> clear igmp membership interface so-0/0/0 


Last Reported 


Last 


208% 
203% 
Z0Ss 
203% 


ighGlIL oe 





JONG LIL IE 
IgGl AL Ie 
igh B BIEL 


(null 





igh b IEA 


Reported 
Lis). 
pdlabeie 
ialshe 
sls). 


OF 





0 
Do 
0 


( 
( 
( 
( 
( 
( 


Clearing Group Membership Info for so-0/0/0 


user@host> show igmp group 


Interface Group 

Hocaull 198,51, 10056 
local L9G Si .100,5 
local 193 Si, LOO), 2a4 
Hocasll 198, 51,100,255 
Hocanll 193,51 100.2 
oe aull 198,51 ,.100.,13 











Last Reported 
(nul 
(nul 
(nul 
(nul 
(nul 


(nul 





ald 





alt 
ill 
ald 
alt 
i 


nu 
IgGl 
nu 


(S 


(Si 


(= 


iL 


il 
iL 
1 


i i 
t t t t t 
et ee te fe ees 








Timeout 


Timeout 
210 
210 
AAS) 
2G 
0 


0 
0 
0 
0 
0 


Timeout 


SQ] 2S S| & © 


eo 2 2c eo & ©& 
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clear igmp membership group 


The following sample output displays IGMP group information before and after the clear igmp membership 
group command is entered: 


user@host> show igmp group 


Interface 
so-0/0/0 
so-0/0/0 
so-0/0/0 
so-0/0/0 
local 
local 
local 
local 


ELS Clay 








Local 


user@host> clear igmp membership group 233.252/16 


Clearing Group Membership Range 198.51.100.0/16 on so-0/0/0 
Clearing Group Membership Range 198.51.100.0/16 on so-1/0/0 
Clearing Group Membership Range 198.51.100.0/16 on so-2/0/0 


user@host> show igmp group 


Interface 
so-0/0/0 
so-0/0/0 
so-0/0/0 
local 
local 
local 
local 


LOC ack 








ELS Clay 


Group 


AMES. 
Nes 
INES 
ALN} 6 
ILENSS 6 
ALN} 
NES 
AMES 
Nes 
ILM 


Sls 
Sil 5 Al 
Sig 
Sul g ll 
Sill 
Sul 5 
Silks 
Syl g 
Sills 
Sal, W 


Group 


AMES 
Ne 
INES 
ALN} 6 
ILENSS 6 
ALN) 
NSS 
AMES 
WME 


Syl s 
Sil 5 Al 
Syl g Al 
Sal oll 
Sila 
Sul 5 
Silks 
Syl g Wl 
Sil 5 








00. 
00. 
00. 
00. 
00. 
00. 
OOF 
OOF 
00. 
00. 


00. 
OOK 
00. 
00. 
00. 
00. 
00. 
OUR 
00. 


DD 3) 
ZS) 
DS) 
254 


254 


DS) 


3} 


DS) 
254 
D3) 


254 
ADS 


13 


hase 


ZO S) 6 
203% 
20S 6 
Z0ST 
(null 
(null 
(null 
(null 
(null 


(null 


Last Reported 





Reported 
pelelisr 
ells) 6 
LMS 
old 6 


0 





0 
OR 
0 


1 


1 
1 
1 


FADS 50) LIS oA 
FADS} 5 (0) 5 ILILS} 5 Al 
ZAMS 5 Oo LIS 5 1 


(null 
(null 
(null 
(null 
(null 


(null 








) 
) 
) 
) 
) 
) 


Timeout 
BALI 
Zale) 
BALS) 
216 
0 


0 
0 
0 
0 
0 


Timeout 
Zen 
2S 
236 

0 


0 
0 
0 
0 
0 
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| clear igmp snooping membership 
Syntax 


clear igmp snooping membership 

<vlan vian-name> 

<group | source address> 

<instance instance-name> 

<interface interface-name> 
<learning-domain learning-domain-name> 
<logical-system logical-system-name> 
<vian-id vian-identifier> 


Release Information 
Command introduced in Junos OS Release 8.5. 
Command introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 


Clear IGMP snooping dynamic membership information from the multicast forwarding table. 


Options 


none—Clear IGMP snooping membership for all supported address families on all interfaces. 
vlan vian-name —(Optional) Clear dynamic membership information for the specified VLAN. 


group | source address—(Optional) Clear IGMP snooping membership for the specified multicast group or 
source address. 


instance instance-name—(Optional) Clear IGMP snooping membership for the specified instance. 
interface interface-name—(Optional) Clear IGMP snooping membership on a specific interface. 


learning-domain learning-domain-name—(Optional) Perform this operation on all learning domains or on 
a particular learning domain. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
for all logical systems. 


vian-id vian-identifier—(Optional) Perform this operation on a particular VLAN. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 
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show igmp snooping membership | 1841 


List of Sample Output 
clear igmp snooping membership on page 1736 


Output Fields 
When you enter this command, you are provided feedback on the status of your request. 


| Sample Output 


clear igmp snooping membership 


user@host> clear igmp snooping membership 
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| clear igmp snooping statistics 
Syntax 


clear igmp snooping statistics 

<instance instance-name> 

<interface interface-name> 

<learning-domain (all | learning-domain-name)> 
<logical-system logical-system-name> 


Release Information 
Command introduced in Junos OS Release 8.5. 
Command introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 


Clear IP IGMP snooping statistics. 


Options 


none—Clear IGMP snooping statistics for all supported address families on all interfaces. 
instance instance-name—(Optional) Clear IGMP snooping statistics for the specified instance. 
interface interface-name—(Optional) Clear IGMP snooping statistics on a specific interface. 


learning-domain (all | learning-domain-name)—(Optional) Perform this operation on all learning domains 
or on a particular learning domain. 


logical-system logical-system-name—(Optional) Delete the IGMP snooping statistics for a given logical 
system or for all logical systems. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show igmp snooping statistics | 1851 


List of Sample Output 
clear igmp snooping statistics on page 1738 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 
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Sample Output 


clear igmp snooping statistics 


user@host> clear igmp snooping statistics 
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| clear igmp statistics 


List of Syntax 

Syntax on page 1739 

Syntax (EX Series) on page 1739 
Syntax (MX Series) on page 1739 


Syntax 


clear igmp statistics 
<interface interface-name> 
<logical-system (all | logical-system-name)> 


Syntax (EX Series) 


clear igmp statistics 
<interface interface-name> 


Syntax (MX Series) 


clear igmp statistics 
(<continuous> | <interface interface-name>) 
<logical-system (all | logical-system-name)> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
continuous option added in Junos OS Release 19.4R1 for MX Series routers. 


Description 
Clear Internet Group Management Protocol (IGMP) statistics. Clearing IGMP statistics zeros the statistics 
counters as if you rebooted the device. 


By default, Junos OS multicast devices collect statistics of received and transmitted IGMP control messages 
that reflect currently active multicast group subscribers. Some devices also automatically maintain continuous 
IGMP statistics globally on the device in addition to the default active subscriber statistics—these are 
persistent, continuous statistics of received and transmitted IGMP control packets that account for both 
past and current multicast group subscriptions processed on the device. The device maintains continuous 
statistics across events or operations such as routing daemon restarts, graceful Routing Engine switchovers 
(GRES), in-service software upgrades (ISSU), or line card reboots. The default active subscriber-only statistics 
are not preserved in these cases. 
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Run this command to clear the currently active subscriber statistics. On devices that support continuous 
statistics, run this command with the continuous option to clear the continuous statistics. You must run 
these commands separately to clear both types of statistics because the device maintains and clears the 
two types of statistics separately. 


Options 
none—Clear IGMP statistics on all interfaces. This form of the command clears statistics for currently active 
subscribers only. 


continuous—Clear only the continuous IGMP statistics that account for both past and current multicast 
group subscribers instead of the default statistics that only reflect currently active subscribers. This 
option is not available with the interface option for interface-specific statistics. 


interface interface-name—(Optional) Clear IGMP statistics for the specified interface only. This option is 
not available with the continuous option. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show igmp statistics | 1874 


List of Sample Output 
clear igmp statistics on page 1740 


Output Fields 


See show igmp statistics for an explanation of output fields. 


Sample Output 


clear igmp statistics 


The following sample output displays IGMP statistics information before and after the clear igmp statistics 
command is entered: 


user@host> show igmp statistics 


IGMP packet statistics for all interfaces 


IGMP Message type Received Sent 
Membership Query 8883 459 
V1 Membership Report 0 0 
DVMRP 19784 35476 
PIM v1 18310 0 
Cisco Trace 0 0 
V2 Membership Report 0 0 
Group Leave 0 0 
Mtrace Response 0 0 
Mtrace Request 0 0 
Domain Wide Report 0 0 
V3 Membership Report 0 0 


Other Unknown types 

IGMP v3 unsupported type 

IGMP v3 source required for SSM 
IGMP v3 mode not applicable for SSM 





IGMP Global Statistics 


Bad Length 0 
Bad Checksum 0 
Bad Receive If 0 
Rx non-local 1227) 


user@host> clear igmp statistics 


user@host> show igmp statistics 


IGMP packet statistics for all interfaces 
IGMP Message type Received Sent 
Membership Query 

Vl Membership Report 
DVMRP 

PIM V1 

Cisco Trace 

V2 Membership Report 
Group Leave 

Mtrace Response 
Merace Request 


Domain Wide Report 


sey S| & © ce cS 2&2 &S 2 ec S&S 
eS aS OS Se, St Ss Ss SS SS 


V3 Membership Report 
Other Unknown types 
IGMP v3 unsupported type 


Rx errors 


So gq a oo ec oO oc ec oo Sc & ec &S 


Rx errors 


So eo Ss 2 2 eo eS 2 oo oS 
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| clear mld membership 


Syntax 


clear mld membership 

<all> 

<group group-name> 

<interface interface-name> 
<logical-system (all | logical-system-name)> 


Release Information 
Command introduced before Junos OS Release 7.4. 


Description 


Clear Multicast Listener Discovery (MLD) group membership. 


Options 


all—Clear MLD memberships for groups and interfaces in the master instance. 
group group-name—(Optional) Clear MLD membership for the specified group. 
interface interface-name—(Optional) Clear MLD group membership for the specified interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


show mld group | 1888 


List of Sample Output 
clear mld membership all on page 1744 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 
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Sample Output 


clear mld membership all 


user@host> clear mld membership all 
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| clear mld snooping membership 


Syntax 


clear mld snooping membership 
<vlan vian-name> 


Release Information 
Command introduced in Junos OS Release 12.1 for EX Series switches. 
Command introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 


Clear MLD snooping dynamic membership information from the multicast forwarding table. 


Options 


none—Clear dynamic membership information for all VLANs. 


vlan vilan-name—(Optional) Clear dynamic membership information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Understanding MLD Snooping | 162 
Example: Configuring MLD Snooping on SRX Series Devices | 192 
mld-snooping | 1422 


show mld snooping membership | 1907 





clear mld snooping statistics | 1746 


List of Sample Output 
clear mld snooping membership vian employee-vlan on page 1745 


| Sample Output 


clear mld snooping membership vlan employee-vlan 


user@host> clear mld snooping membership vlan employee-vian 
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| clear mld snooping statistics 


Syntax 


clear mld snooping statistics 


Release Information 
Command introduced in Junos OS Release 12.1 for EX Series switches. 
Command introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 


Clear MLD snooping statistics. 


Required Privilege Level 


view 


RELATED DOCUMENTATION 


Understanding MLD Snooping | 162 

Example: Configuring MLD Snooping on SRX Series Devices | 192 
mlid-snooping | 1422 

show mld snooping statistics | 1915 





clear mld snooping membership | 1745 


List of Sample Output 
clear mld snooping statistics on page 1746 


Sample Output 


clear mld snooping statistics 


user@host> clear mld snooping statistics 
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| clear mld statistics 


List of Syntax 
Syntax on page 1747 
Syntax (MX Series) on page 1747 


Syntax 


clear mld statistics 
<interface interface-name> 
<logical-system (all | logical-system-name)> 


Syntax (MX Series) 


clear mld statistics 
(<continuous> | <interface interface-name>) 
<logical-system (all | logical-system-name)> 


Release Information 
Command introduced before Junos OS Release 7.4. 
continuous option added in Junos OS Release 19.4R1 for MX Series routers. 


Description 
Clear Multicast Listener Discovery (MLD) statistics. Clearing MLD statistics zeros the statistics counters 
as if you rebooted the device. 


By default, Junos OS multicast devices collect statistics of received and transmitted MLD control messages 
that reflect currently active multicast group subscribers. Some devices also automatically maintain continuous 
MLD statistics globally on the device in addition to the default active subscriber statistics—these are 
persistent, continuous statistics of received and transmitted MLD control packets that account for both 
past and current multicast group subscriptions processed on the device. The device maintains continuous 
statistics across events or operations such as routing daemon restarts, graceful Routing Engine switchovers 
(GRES), in-service software upgrades (ISSU), or line card reboots. The default active subscriber-only statistics 
are not preserved in these cases. 


Run this command to clear the currently active subscriber statistics. On devices that support continuous 
statistics, run this command with the continuous option to clear the continuous statistics. You must run 
these commands separately to clear both types of statistics because the device maintains and clears the 
two types of statistics separately. 


Options 
none—(Same as logical-system all) Clear MLD statistics for all interfaces. This form of the command clears 
statistics for currently active subscribers only. 
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continuous—Clear only the continuous MLD statistics that account for both past and current multicast 
group subscribers instead of the default statistics that only reflect currently active subscribers. This 
option is not available with the interface option for interface-specific statistics. 


interface interface-name—(Optional) Clear MLD statistics for the specified interface. This option is not 
available with the continuous option. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show mid statistics | 1898 


List of Sample Output 
clear mld statistics on page 1748 
clear mld statistics continuous on page 1748 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 


Sample Output 
clear mld statistics 


user@host> Clear mld statistics 


clear mld statistics continuous 


user@host> Clear mld statistics continuous 
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| clear msdp cache 


Syntax 


clear msdp cache 

<all> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 
<peer peer-address> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 12.1 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Clear the entries in the Multicast Source Discovery Protocol (MSDP) source-active cache. 


Options 


all— Clear all MSDP source-active cache entries in the master instance. 
instance instance-name—(Optional) Clear entries for a specific MSDP instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


peer peer-address—(Optional) Clear the MSDP source-active cache entries learned from a specific peer. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show msdp source-active | 1951 


List of Sample Output 
clear msdp cache all on page 1750 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 
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Sample Output 


clear msdp cache all 


user@host> clear msdp cache all 
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| clear msdp statistics 


Syntax 


clear msdp statistics 

<instance instance-name> 

<logical-system (all | logical-system-name)> 
<peer peer-address> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 12.1 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Clear Multicast Source Discovery Protocol (MSDP) peer statistics. 


Options 


none—Clear MSDP statistics for all peers. 
instance instance-name—(Optional) Clear statistics for the specified instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


peer peer-address—(Optional) Clear the statistics for the specified peer. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show msdp statistics | 1955 


List of Sample Output 
clear msdp statistics on page 1752 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 
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Sample Output 


clear msdp statistics 


user@host> clear msdp statistics 
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| clear multicast bandwidth-admission 


Syntax 


clear multicast bandwidth-admission 
<group group-address> 

<inet | inet6> 

<instance instance-name> 

<interface interface-name> 

<source source-address> 


Release Information 

Command introduced in Junos OS Release 8.3. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Reapply IP multicast bandwidth admissions. 


Options 
none—Reapply multicast bandwidth admissions for all IPv4 forwarding entries in the master routing 
instance. 


group group-address—(Optional) Reapply multicast bandwidth admissions for the specified group. 
inet—(Optional) Reapply multicast bandwidth admission settings for IPv4 flows. 
inet6—(Optional) Reapply multicast bandwidth admission settings for IPvé flows. 


instance instance-name—(Optional) Reapply multicast bandwidth admission settings for the specified 
instance. If you do not specify an instance, the command applies to the master routing instance. 


interface interface-name—(Optional) Examines the corresponding outbound interface in the relevant entries 
and acts as follows: 


e If the interface is congested, and it was admitted previously, it is removed. 


e If the interface was rejected previously, the clear multicast bandwidth-admission command enables 
the interface to be admitted as long as enough bandwidth exists on the interface. 


e If you do not specify an interface, issuing the clear multicast bandwidth-admission command readmits 
any previously rejected interface for the relevant entries as long as enough bandwidth exists on the 
interface. 


To manually reject previously admitted outbound interfaces, you must specify the interface. 
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source source-address—(Optional) Use with the group option to reapply multicast bandwidth admission 
settings for the specified (source, group) entry. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show multicast interface | 1968 


List of Sample Output 
clear multicast bandwidth-admission on page 1754 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 


Sample Output 


clear multicast bandwidth-admission 


user@host> clear multicast bandwidth-admission 
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| clear multicast forwarding-cache 


Syntax 


clear multicast forwarding-cache 

<all> 

<inet | inet6> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 


Release Information 
Command introduced in Junos OS Release 12.2. 


Description 


Clear IP multicast forwarding cache entries. 


This command is not supported for next-generation multiprotocol BGP multicast VPNs (MVPNs). 


Options 


all—Clear all multicast forwarding cache entries in the master instance. 

inet—(Optional) Clear multicast forwarding cache entries for IPv4 family addresses. 

inet6—(Optional) Clear multicast forwarding cache entries for IPv6é family addresses. 

instance instance-name—(Optional) Clear multicast forwarding cache entries on a specific routing instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show multicast forwarding-cache statistics | 1965 


List of Sample Output 
clear multicast forwarding-cache all on page 1756 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 
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Sample Output 


clear multicast forwarding-cache all 


user@host> clear multicast forwarding-cache all 
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| clear multicast scope 


List of Syntax 
Syntax on page 1757 
Syntax (EX Series Switch and the QFX Series) on page 1757 


Syntax 


clear multicast scope 

<inet | inet6> 

<interface interface-name> 
<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


clear multicast scope 
<inet | inet6> 


<interface interface-name> 


Release Information 

Command introduced in Junos OS Release 7.6. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 option introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Clear IP multicast scope statistics. 


Options 


none—(Same as logical-system all) Clear multicast scope statistics. 

inet—(Optional) Clear multicast scope statistics for IPv4 family addresses. 
inet6—(Optional) Clear multicast scope statistics for IPv6é family addresses. 

interface interface-name—(Optional) Clear multicast scope statistics on a specific interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
clear 
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RELATED DOCUMENTATION 


show multicast scope | 2001 


List of Sample Output 
clear multicast scope on page 1758 


Output Fields 
When you enter this command, you are provided feedback on the status of your request. 


Sample Output 


clear multicast scope 


user@host> clear multicast scope 


| clear multicast sessions 


List of Syntax 
Syntax on page 1759 
Syntax (EX Series Switch and the QFX Series) on page 1759 


Syntax 


clear multicast sessions 
<logical-system (all | logical-system-name)> 


<regular-expression> 


Syntax (EX Series Switch and the QFX Series) 


clear multicast sessions 
<regular-expression> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Clear IP multicast sessions. 


Options 


none—(Same as logical-system all) Clear multicast sessions. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


regular-expression—(Optional) Clear only multicast sessions that contain the specified regular expression. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show multicast sessions | 2004 


List of Sample Output 
clear multicast sessions on page 1760 
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Output Fields 


When you enter this command, you are provided feedback on the status of your request. 


| Sample Output 


clear multicast sessions 


user@host> clear multicast sessions 


| clear multicast statistics 


List of Syntax 

Syntax on page 1761 

Syntax (EX Series Switch and the QFX Series) on page 1761 
Syntax (EX4300 Switch) on page 1761 


Syntax 


clear multicast statistics 
<inet | inet6> 

<instance instance-name> 
<interface interface-name> 


<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


clear multicast statistics 
<inet | inet6> 

<instance instance-name> 
<interface interface-name> 


Syntax (EX4300 Switch) 
clear system-packet-forwarding-options multicast-statistics 


There are no available options for the EX4300. 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Syntax added in Junos OS Release 19.2R1 for clearing multicast route statistics (EX4300 switches). 


Description 


Clear IP multicast statistics. 


Options 


none—Clear multicast statistics for all supported address families on all interfaces. 
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inet—(Optional) Clear multicast statistics for IPv4 family addresses. 

inet6—(Optional) Clear multicast statistics for IPv6 family addresses. 

instance instance-name—(Optional) Clear multicast statistics for the specified instance. 
interface interface-name—(Optional) Clear multicast statistics on a specific interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show multicast statistics | 2015 


List of Sample Output 
clear multicast statistics on page 1762 


Output Fields 


When you enter this command, you get feedback on the status of your request. 


Sample Output 


clear multicast statistics 


user@host> clear multicast statistics 
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| clear pim join 


List of Syntax 
Syntax on page 1763 
Syntax (EX Series Switch and the QFX Series) on page 1763 


Syntax 


clear pim join 

<all> 

<group-address> 

<bidirectional | dense | sparse> 

<exact> 

<inet | inet6> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 

<rp ip-address/prefix | source ip-address/prefix> 
<sg | star-g> 


Syntax (EX Series Switch and the QFX Series) 


clear pim join 

<all> 

<group-address> 

<dense | sparse> 

<exact> 

<inet | inet6> 

<instance instance-name> 

<rp ip-address/prefix | source ip-address/prefix> 


<sg | star-g> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Multiple new filter options introduced in Junos OS Release 13.2. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Clear the Protocol Independent Multicast (PIM) join and prune states. 


Options 
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all—To clear PIM join and prune states for all groups and family addresses in the master instance, you must 
specify “all”. 


group-address—(Optional) Clear the PIM join and prune states for a group address. 


bidirectional | dense | sparse—(Optional) Clear PIM bidirectional mode, dense mode, or sparse and 
source-specific multicast (SSM) mode entries. 


exact—(Optional) Clear only the group that exactly matches the specified group address. 
inet | inet6—(Optional) Clear the PIM entries for IPv4 or IPv6 family addresses, respectively. 
instance instance-name—(Optional) Clear the entries for a specific PIM-enabled routing instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


rp ip-address/prefix | source ip-address/prefix—(Optional) Clear the PIM entries with a specified rendezvous 
point (RP) address and prefix or with a specified source address and prefix. You can omit the prefix. 


sg | star-g—(Optional) Clear PIM (S,G) or (*,G) entries. 


Additional Information 


The clear pim join command cannot be used to clear the PIM join and prune state on a backup Routing 
Engine when nonstop active routing is enabled. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 
show pim join | 2058 


List of Sample Output 

clear pim join all on page 1765 

clear pim join ineté all on page 1765 

clear pim join inet6 star-g all on page 1765 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 
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| Sample Output 


clear pim join all 


user@host> clear pim join all 


Cleared 8 Join/Prune states 


clear pim join ineté all 


user@host> clear pim join ineté all 


Cleared 4 Join/Prune states 


clear pim join inet6 star-g all 


user@host> clear pim join inet6 star-g all 


Cleared 1 Join/Prune states 
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| clear pim join-distribution 
Syntax 


clear pim join-distribution 
<all> 
<instance instance-name> 


<logical-system (all | logical-system-name)> 


Release Information 
Command introduced in Junos OS Release 10.0. 


Description 


Clear the PIM join-redistribute states. 


Use the show pim source command to find out if there are multiple paths available for a source (for example, 
an RP). 


When you include the join-load-balance statement in the configuration, the PIM join states are distributed 
evenly on available equal-cost multipath links. When an upstream neighbor link fails, Junos OS redistributes 
the PIM join states to the remaining links. However, when new links are added or the failed link is restored, 
the existing PIM joins are not redistributed to the new link. New flows will be distributed to the new links. 
However, in a network without new joins and prunes, the new link is not used for multicast traffic. The 
clear pim join-distribution command redistributes the existing flows to the new upstream neighbors. 
Redistributing the existing flows causes traffic to be disrupted, so we recommend that you run the clear 
pim join-distribution command during a maintenance window. 


Options 
all— (Optional) Clear the PIM join-redistribute states for all groups and family addresses in the master 
instance. 


none— Automatically clear all PIM join/prune states. 
instance instance-name—(Optional) Redistribute the join states for a specific PIM-enabled routing instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Additional Information 


The clear pim join-distribution command cannot be used to redistribute the PIM join states on a backup 
Routing Engine when nonstop active routing is enabled. 


Required Privilege Level 
clear 
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RELATED DOCUMENTATION 


show pim neighbors | 2078 
show pim join | 2058 
join-load-balance | 1376 


List of Sample Output 
clear pim join-distribution all on page 1767 


Output Fields 
When you enter this command, you are provided no feedback on the status of your request. You can enter 
the show pim join command before and after distributing the join state to verify the operation. 


Sample Output 


clear pim join-distribution all 


user@host> clear pim join-distribution all 
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| clear pim register 


List of Syntax 

Syntax on page 1768 

Syntax (EX Series Switch and the QFX Series) on page 1768 
Syntax (PTX Series) on page 1768 


Syntax 


clear pim register 

<all> 

<inet | inet6> 

<instance instance-name> 

<interface interface-name> 
<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


clear pim register 

<inet | inet6> 

<instance instance-name> 
<interface interface-name> 


Syntax (PTX Series) 


clear pim register 

<inet | inet6> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 


Release Information 

Command introduced in Junos OS Release 7.6. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Clear Protocol Independent Multicast (PIM) register message counters. 


Options 
all—Required to clear the PIM register message counters for all groups and family addresses in the master 
instance. 
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inet | inet6—(Optional) Clear PIM register message counters for IPv4 or IPvé family addresses, respectively. 


instance instance-name—(Optional) Clear register message counters for a specific PIM-enabled routing 
instance. 


interface interface-name—(Optional) Clear PIM register message counters for a specific interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Additional Information 


The clear pim register command cannot be used to clear the PIM register state on a backup Routing Engine 
when nonstop active routing is enabled. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show pim statistics | 2120 


List of Sample Output 
clear pim register all on page 1769 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 


Sample Output 


clear pim register all 


user@host> clear pim register all 
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| clear pim snooping join 
Syntax 


clear pim snooping join 

<instance instance-name> 
<logical-system logical-system-name> 
<vlan-id vilan-id> 


Release Information 
Command introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Command introduced in Junos OS Release 13.2 for M Series Multiservice Edge devices. 


Description 


Clear information about Protocol Independent Multicast (PIM) snooping joins. 


Options 


none—Display detailed information. 
instance instance-name—(Optional) Clear PIM snooping join information for the specified routing instance. 


logical-system logical-system-name—(Optional) Delete the IGMP snooping statistics for a given logical 
system or for all logical systems. 


vian-id vlan-identifier—(Optional) Clear PIM snooping join information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


PIM Snooping for VPLS | 1096 


List of Sample Output 
clear pim snooping join on page 1771 


Output Fields 


See show pim snooping join for an explanation of the output fields. 


| Sample Output 


clear pim snooping join 


The following sample output displays information about PIM snooping joins before and after the clear 
pim snooping join command is entered: 


user@host> show pim snooping join extensive 


Instance: vplsl 


Learning-Domain: vlan-id 10 





Learning-Domain: vlan-id 20 


GROUp HLS ole Om 2 

S OUESCC aa 

Flags: sparse, rptree, wildcard 

Upstream State: None 

Upstream neighbor: 192.0.2.5, port: ge-1/3/7.20 
Downstream port: ge-1/3/1.20 

Downstream neighbors: 

192 ,0,2,2 SitaeSs WOilia wiles SRM Wanneouies IS 


Exes 186.51. 100., 3 

SOpuEeCee * 

Flags: sparse, rptree,wildcard 

Wpstresm state: None 

Usscreein meiclalyors I92,0,.2,.4, joores ce—i/3/5-20 
Downstream port: ge-1/3/3.20 

Downstream neighbors: 


192,0,.2,3 Staces JOim wilagss SAW Timeoues 17/5 


user@host> clear pim snooping join 


Clearing the Join/Prune state for 203.0.113.0/24 
Clearing the Join/Prune state for 203.0.113.0/24 


user@host> show pim snooping join extensive 


Instance: vplsl 


Learning-Domain: vlan-id 10 





Learning-Domain: vlan-id 20 
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| clear pim snooping statistics 


Syntax 


clear pim snooping statistics 
<instance instance-name> 

<interface interface-name> 
<logical-system logical-system-name> 
<vlan-id vian-id> 


Release Information 
Command introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Command introduced in Junos OS Release 13.2 for M Series Multiservice Edge devices. 


Description 


Clear Protocol Independent Multicast (PIM) snooping statistics. 


Options 


none—Clear PIM snooping statistics for all family addresses, instances, and interfaces. 
instance instance-name—(Optional) Clear statistics for a specific PIM-snooping-enabled routing instance. 
interface interface-name—(Optional) Clear PIM snooping statistics for a specific interface. 


logical-system logical-system-name—(Optional) Delete the IGMP snooping statistics for a given logical 
system or for all logical systems. 


vian-id vlan-identifier—(Optional) Clear PIM snooping statistics information for the specified VLAN. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


PIM Snooping for VPLS | 1096 


List of Sample Output 
clear pim snooping statistics on page 1773 


Output Fields 


See show pim snooping statistics for an explanation of the output fields. 
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| Sample Output 


clear pim snooping statistics 


The following sample output displays PIM snooping statistics before and after the clear pim snooping 
statistics command is entered: 


user@host> show pim snooping statistics 


Instance: vplsl 


Learning-Domain: vlan-id 10 


Tx J/P messages 0 


RX J/P messages 660 





Rx J/P messages seen 0 





Rx J/P messages received 660 
Rx Hello messages 1396 

Rx Version Unknown 0 

Rx Neighbor Unknown 0 

Rx Upstream Neighbor Unknown 0 
Rx Bad Length 0 

Rx J/P Busy Drop 0 

Rx J/P Group Aggregate 0 

Rx Malformed Packet 0 





Learning-Domain: vlan-id 20 


user@host> clear pim snooping statistics 


user@host> show pim snooping statistics 


Instance: vplsl 


Learning-Domain: vlan-id 10 


Tx J/P messages 0 


RX J/P messages 0 





Rx J/P messages seen 0 





Rx J/P messages received 0 
Rx Hello messages 0 

Rx Version Unknown 0 

Rx Neighbor Unknown 0 

Rx Upstream Neighbor Unknown 0 
Rx Bad Length 0 

Re J/2 Busy Discm C 





Rx J/P Group Aggregate 0 
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| clear pim statistics 


List of Syntax 
Syntax on page 1775 
Syntax (EX Series Switch and the QFX Series) on page 1775 


Syntax 


clear pim statistics 

<inet | inet6> 

<instance instance-name> 

<interface interface-name> 
<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


clear pim statistics 

<inet | inet6> 

<instance instance-name> 
<interface interface-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Clear Protocol Independent Multicast (PIM) statistics. 


Options 


none—Clear PIM statistics for all family addresses, instances, and interfaces. 

inet | inet6—(Optional) Clear PIM statistics for IPv4 or IPv6 family addresses, respectively. 
instance instance-name—(Optional) Clear statistics for a specific PIM-enabled routing instance. 
interface interface-name—(Optional) Clear PIM statistics for a specific interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Additional Information 


The clear pim statistics command cannot be used to clear the PIM statistics on a backup Routing Engine 


when nonstop active routing is enabled. 


Required Privilege Level 
clear 


RELATED DOCUMENTATION 


show pim statistics | 2120 


List of Sample Output 
clear pim statistics on page 1776 


Output Fields 


See show pim statistics for an explanation of output fields. 


Sample Output 


clear pim statistics 


The following sample output displays PIM statistics before and after the clear pim statistics command is 


entered: 


user@host> show pim statistics 


PIM statistics on all interfaces: 





PIM Message type Received Sent 
Hello 0 0 
Register 0 0 
Register Stop 0 0 
Join Prune 0 0 
Bootstrap 0 0 
Assert 0 0 
Graft 0 0 
Graft Ack 0 0 
Candidate RP 0 0 
V1 Query 2101 4222 
Vl Register 0 0 
V1 Register Stop 0 0 
V1 Join Prune 14200 LSS 
Vl RP Reachability 0 0 
Vl Assert 0 0 


Rx errors 


ao Sa eco ec ec of ec 2S cc 2S 2 & 
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Gre atte te 0 

Vl Graft Ack 0 

PIM statistics summary for all interfaces: 
Unknown type 0 
V1 Unknown type 0 
Unknown Version 0 
Neighbor unknown 0 
Bad Length 0 
Bad Checksum 0 
Bad Receive If 0 
Rx Intf disabled 2007 
Rx Vl Require V2 0 
Rx Register not RP 0 
RP Filtered Source 0 
Unknown Reg Stop 0 
Rx Join/Prune no state 1040 
Rx Graft/Graft Ack no state 0 





user@host> Clear pim statistics 


user@host> show pim statistics 


PIM statistics on all interfaces: 


PIM Message type Received Sent 


Hello 
Register 
Register Stop 
Join Prune 
Bootstrap 
Assert 

Graft 

Graft Ack 
Candidate RP 
V1 Query 


Sj aS oe ec ec S&S 2S &] S& 


Vl Register 


sr ee Sa ee eS SS = 


Rx errors 


Sw eo oS OS 2 Ss © 
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| mtrace 


Syntax 


mtrace source 
<logical-system logical-system-name> 
<routing-instance routing-instance-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

Command introduced in Junos OS Release 9.5 for SRX1400, SRX3400, SRX3600, SRX5600, and SRX5800 
devices. 

Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 12.3 for the PTX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display trace information about an IP multicast path. 


Options 


source—Source hostname or address. 
logical-system (logical-system-name)—(Optional) Perform this operation on a logical system. 


routing-instance routing-instance-name—(Optional) Trace a particular routing instance. 


Additional Information 


The mtrace command for multicast traffic is similar to the traceroute command used for unicast traffic. 
Unlike traceroute, mtrace traces traffic backwards, from the receiver to the source. 


Required Privilege Level 
view 


List of Sample Output 
mtrace source on page 1779 


Output Fields 


Table 37 on page 1779 describes the output fields for the mtrace command. Output fields are listed in the 
approximate order in which they appear. 
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Table 37: mtrace Output Fields 


Field Name Field Description 

Mtrace from IP address of the receiver. 

to IP address of the source. 

via group IP address of the multicast group (if any). 
Querying full reverse Indicates the full reverse path query has begun. 
path 

number-of-hops Number of hops from the source to the named router or switch. 
router-name Name of the router or switch for this hop. 
address Address of the router or switch for this hop. 
protocol Protocol used (for example, PIM). 

Round trip time Average round-trip time, in milliseconds (ms). 
total ttl of Time-to-live (TTL) threshold. 


| Sample Output 


mtrace source 


user@host> mtrace 192.168.4.2 


MECACe ime 192,168 ,.4.2 to 192,168.12 waa qGrous 0.0.0.0 
Querying full reverse path... * * 
0 routerA.lab.mycompany.net (192.168.1.2) 
-1 routerB.lab.mycompany.net (192.168.2.2) PIM thresh* 1 
-2 routerC.lab.-mycompany.net (192.168.3.2) PIM thresh* 1 
-3 hostA.lab.mycompany.net (192.168.4.2) 
Round trip time 2 ms; total ttl of 2 required. 
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| mtrace from-source 


Syntax 


mtrace from-source source source 
<brief | detail> 

<extra-hops extra-hops> 

<group group> 

<interval interval> 

<loop> 

<max-hops max-hops> 

<max-queries max-queries> 
<multicast-response | unicast-response> 
<no-resolve> 

<no-router-alert> 

<response response> 

<routing-instance routing-instance-name> 
<ttl ttl> 

<wait-time wait-time> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Display trace information about an IP multicast path from a source to this router or switch. If you specify 
a group address with this command, Junos OS returns additional information, such as packet rates and 
losses. 


Options 
brief | detail—(Optional) Display the specified level of output. 


extra-hops extra-hops—(Optional) Number of hops to take after reaching a nonresponsive router. You can 
specify a number between O and 255. 


group group—(Optional) Group address for which to trace the path. The default group address is 0.0.0.0. 


interval interval—(Optional) Number of seconds to wait before gathering statistics again. The default value 
is 10 seconds. 


loop—(Optional) Loop indefinitely, displaying rate and loss statistics. 
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max-hops max-hops—(Optional) Maximum hops to trace toward the source. The range of values is O through 
255. The default value is 32 hops. 


max-queries max-queries—(Optional) Maximum number of query attempts for any hop. The range of values 
is 1 through 32. The default is 3. 


multicast-response—(Optional) Always request the response using multicast. 
no-resolve—(Optional) Do not attempt to display addresses symbolically. 
no-router-alert—(Optional) Do not use the router-alert IP option. 

response response—(Optional) Send trace response to a host or multicast address. 
routing-instance routing-instance-name—(Optional) Trace a particular routing instance. 
source source—Source hostname or address. 


ttl ttl—(Optional) IP time-to-live (TTL) value. You can specify a number between 0 and 255. Local queries 
to the multicast group use a value of 1. Otherwise, the default value is 127. 


unicast-response—(Optional) Always request the response using unicast. 


wait-time wait-time—(Optional) Number of seconds to wait for a response. The default value is 3. 


Required Privilege Level 


view 


List of Sample Output 
mtrace from-source on page 1782 


Output Fields 


Table 38 on page 1781 describes the output fields for the mtrace from-source command. Output fields are 
listed in the approximate order in which they appear. 


Table 38: mtrace from-source Output Fields 


Field Name Field Description 

Mtrace from IP address of the receiver. 

to IP address of the source. 

via group IP address of the multicast group (if any). 
Querying full reverse Indicates the full reverse path query has begun. 
path 


number-of-hops Number of hops from the source to the named router or switch. 


Table 38: mtrace from-source Output Fields (continued) 


Field Name 
router-name 
address 
protocol 

Round trip time 
total ttl of 
source 
Response Dest 
Overall 


Packet Statistics for 
Traffic From 


Receiver 


Query source 


| Sample Output 


mtrace from-source 


Field Description 


Name of the router or switch for this hop. 


Address of the router or switch for this hop. 


Protocol used (for example, PIM). 


Average round-trip time, in milliseconds (ms). 


Time-to-live (TTL) threshold. 


Source address. 


Response destination address. 


Average packet rate for all traffic at each hop. 


Number of packets lost, number of packets sent, percentage of 
packets lost, and average packet rate at each hop. 


IP address receiving the multicast. 


IP address sending the mtrace query. 


user@host> mtrace from-source source 192.168.4.2 group 233.252.0.1 


MEPACS trom 192, 168.4,.2 tO 192. 168.1.2 wia gqroujs 233,252.01 


Querying full reverse path... * * 


0 routerA.lab.mycompany.net (192.168.1.2) 


-1 routerB.lab.mycompany.net (192.168.2.2) PIM thresh* 1 


-2 routerC.lab.mycompany.net (192.168.3.2) PIM thresh’ 1 


SOO SieA habe myicompa mya c tem (hoe iG rre 2s) 


Round trip time 2 ms; total ttl of 2 required. 


Waiting to accumulate statistics...Results after 10 seconds: 
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Source Response Dest Overall Pale ie ar ois cliessieeke Sask Olan sachin kee mnEaOm 
192 MOS 4.2 1925168152 Packet 192, LO8.4.2 Wo 253.252.0641 
Vv —_f Bett 2 ms Rate Lost/Sent = Pct Rate 
192, 168.251, 
192.168.3.2 routerC.lab.mycompany.net 
Vv s feteall 2 0/0 ae 0 pps 
192, 168.451 
UG 5 WO 5 252 routerB.lab.mycompany.net 
Vv \—— ied 3 2/0 0 pps 
1925168. 152 192,168,152 








Receiver Query Source 
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| mtrace monitor 


Syntax 


mtrace monitor 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 


Description 


Listen passively for IP multicast responses. To exit the mtrace monitor command, type Ctrl+c. 


Options 


none—Trace the master instance. 


Required Privilege Level 
view 


List of Sample Output 
mtrace monitor on page 1785 


Output Fields 
Table 39 on page 1784 describes the output fields for the mtrace monitor command. Output fields are listed 
in the approximate order in which they appear. 


Table 39: mtrace monitor Output Fields 


Field Name Field Description 

Mtrace query at Date and time of the query. 

by Address of the host issuing the query. 

resp to Response destination. 

qid Query ID number. 

packet from...to IP address of the query source and default group destination. 
from...to IP address of the multicast source and the response address. 


via group IP address of the group to trace. 


Table 39: mtrace monitor Output Fields (continued) 


Field Name 


mxhop 


| Sample Output 


mtrace monitor 


Field Description 


Maximum hop setting. 


user@host> mtrace monitor 


Mtrace query at Oct 


packet from 192.168. 


ceo LOZ WO. Sae io 


Mtrace query at Oct 


packet from 192.168. 


ico LOZ LOS oSak ce 


Mtrace query at Oct 


packet from 192.168. 


icon LIA, LG. S58 © 


Mtrace query at Oct 


packet from 192.168. 


com 192 Oe .So2 co 


2a USSR lov 192 168.3.28, ESS EO ZISo252.05.34, cael able 


S54 tO 2535254 0,2 


192,168,338 wie Grows 233.252.0.1 


(mxhop=60) 


Bo USI368L7 ly 192 681 .3.2, ESSD EQ 2QIS.252.0.32, Gale Le oa 


364 TO 23354920052 
192 168 ,3.38 wie Grows 233.252.0.1 


(mxhop=60) 


22 MSeSr20) ly IIA Geil 3.45 wes tO Seumne, Cael ZieSclcl 


So4 tO Z2IS5292 0052 
192 168,338 Waa Growa 233.252.5001 


(mxhop=60) 


24 ASssGe30 toy 192 1683.3.2, BSS tO same, cacl Jegsacl 


354 tO 2ISe252 50,2 
192,168 ,3,38 wie Grows 233,252.01 


(mxhop=60) 
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mtrace to-gateway 


Syntax 


mtrace to-gateway gateway gateway 
<brief | detail> 

<extra-hops extra-hops> 

<group group> 

<interface interface-name> 

<interval interval> 

<loop> 

<max-hops max-hops> 

<max-queries max-queries> 
<multicast-response | unicast-response> 
<no-resolve> 

<no-router-alert> 

<response response> 

<routing-instance routing-instance-name> 
<ttl ttl> 

<unicast-response> 

<wait-time wait-time> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display trace information about a multicast path from this router or switch to a gateway router or switch. 


Options 


gateway gateway—Send the trace query to a gateway multicast address. 
brief | detail—(Optional) Display the specified level of output. 


extra-hops extra-hops—(Optional) Number of hops to take after reaching a nonresponsive router or switch. 
You can specify a number between O and 255. 


group group—(Optional) Group address for which to trace the path. The default group address is 0.0.0.0. 
interface interface-name—(Optional) Source address for sending the trace query. 


interval interval—(Optional) Number of seconds to wait before gathering statistics again. The default value 
is 10. 
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loop—(Optional) Loop indefinitely, displaying rate and loss statistics. 


max-hops max-hops—(Optional) Maximum hops to trace toward the source. You can specify a number 
between O and 255.. The default value is 32. 


max-queries max-queries—(Optional) Maximum number of query attempts for any hop. You can specify a 
number between 0 and 255. The default value is 3. 


multicast-response—(Optional) Always request the response using multicast. 
no-resolve—(Optional) Do not attempt to display addresses symbolically. 
no-router-alert—(Optional) Do not use the router-alert IP option. 

response response—(Optional) Send trace response to a host or multicast address. 
routing-instance routing-instance-name—(Optional) Trace a particular routing instance. 


ttl tt—(Optional) IP time-to-live value. You can specify a number between 0 and 225. Local queries to the 
multicast group use TTL 1. Otherwise, the default value is 127. 


unicast-response—(Optional) Always request the response using unicast. 


wait-time wait-time—(Optional) Number of seconds to wait for a response. The default value is 3. 


Required Privilege Level 
view 


List of Sample Output 
mtrace to-gateway on page 1788 


Output Fields 


Table 40 on page 1787 describes the output fields for the mtrace to-gateway command. Output fields are 
listed in the approximate order in which they appear. 


Table 40: mtrace to-gateway Output Fields 


Field Name Field Description 

Mtrace from IP address of the receiver. 

to IP address of the source. 

via group IP address of the multicast group (if any). 
Querying full reverse Indicates the full reverse path query has begun. 
path 


number-of-hops Number of hops from the source to the named router or switch. 


Table 40: mtrace to-gateway Output Fields (continued) 


Field Name 


router-name 


address 


protocol 


Round trip time 


total ttl of 


| Sample Output 


mtrace to-gateway 


Field Description 


Name of the router or switch for this hop. 


Address of the router or switch for this hop. 


Protocol used (for example, PIM). 


Average round-trip time, in milliseconds (ms). 


Time-to-live (TTL) threshold. 


user@host> mtrace to-gateway gateway 192.168.3.2 group 233.252.0.1 interface 192.168.1.73 brief 


MErace itmem 192 168,175 to 192,168.,1,.2 waa oeous 293.252,0.i1 


Querying full reverse path... * * 
QO routerA.lab.mycompany.net 
-1 routerA.lab.mycompany.net 
-2 routerB.lab.mycompany.net 


-3 routerC.lab.mycompany.net 


[92 , i 5d 2) 

IQ2,e1.2) WIM itelaeeeia’* A 
[92,1 2o2) WM elaeasia IL 
Qe oo So2)) RIM iwlaescin® aL 








(1 
(1 
(1 
(1 


Round trip time 2 ms; total ttl of 3 required. 
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| request pim multicast-tunnel rebalance 


List of Syntax 
Syntax on page 1789 
Syntax (EX Series Switches) on page 1789 


Syntax 


request pim multicast-tunnel rebalance 
<instance instance-name> 


<logical-system (all | logical-system-name> 


Syntax (EX Series Switches) 


request pim multicast-tunnel rebalance 
<instance instance-name> 


Release Information 
Command introduced in Junos OS Release 10.2. 
Command introduced in Junos OS Release 10.2 for EX Series switches. 


Description 

Rebalance the assignment of multicast tunnel encapsulation interfaces across available tunnel-capable 
PICs or across a configured list of tunnel-capable PICs. You can determine whether a rebalance is necessary 
by running the show pim interfaces instance instance-name command. 


Options 


none—Re-create and rebalance all tunnel interfaces for all routing instances. 
instance instance-name—Re-create and rebalance all tunnel interfaces for a specific instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
maintenance 


RELATED DOCUMENTATION 


show pim interfaces | 2054 
Load Balancing Multicast Tunnel Interfaces Among Available PICs | 568 
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Output Fields 


This command produces no output. To verify the operation of the command, run the show pim interface 
instance instance-name before and after running the request pim multicast-tunnel rebalance command. 
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| show amt statistics 


Syntax 


show amt statistics 
<instance instance-name> 
<logical-system (all | logical-system-name)> 


Release Information 
Command introduced in JUNOS Release 10.2. 


Description 


Display information about the Automatic Multicast Tunneling (AMT) protocol tunnel statistics. 


Options 


none—Display summary information about all AMT Protocol tunnels. 
instance instance-name—(Optional) Display information for the specified instance only. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear amt statistics | 1728 
show amt summary | 1794 


show amt tunnel | 1796 


List of Sample Output 
show amt statistics on page 1793 


Output Fields 


Table 41 on page 1792 describes the output fields for the show amt statistics command. Output fields are 
listed in the approximate order in which they appear. 
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Table 41: show amt statistics Output Fields 


Field Name 


AMT receive 
message count 


AMT send message 
count 


AMT error message 
count 


Field Description 


Summary of AMT statistics for messages received on all interfaces. 


e AMT relay discovery—Number of AMT relay discovery messages received. 
e AMT membership request—Number of AMT membership request messages received. 


e AMT membership update—Number of AMT membership update messages received. 
Summary of AMT statistics for messages sent on all interfaces. 


e AMT relay advertisement—Number of AMT relay advertisement messages sent. 


e AMT membership query—Number of AMT membership query messages sent. 
Summary of AMT statistics for error messages received on all interfaces. 


e AMT incomplete packet—Number of messages received with length errors so severe that 
further classification could not occur. 


e AMT invalid mac—Number of messages received with an invalid message authentication 
code (MAC). 


e AMT unexpected type—Number of messages received with an unknown message type 
specified. 
e AMT invalid relay discovery address—Number of AMT relay discovery messages received 


with an address other than the configured anycast address. 


e AMT invalid membership request address—Number of AMT membership request messages 
received with an address other than the configured AMT local address. 


e AMT invalid membership update address—Number of AMT membership update messages 
received with an address other than the configured AMT local address. 


e AMT incomplete relay discovery messages—Number of AMT relay discovery messages 
received that are not fully formed. 


e AMT incomplete membership request messages—Number of AMT membership request 
messages received that are not fully formed. 


e AMT incomplete membership update messages—Number of AMT membership update 
messages received that are not fully formed. 


e AMT no active gateway—Number of AMT membership update messages received for a 
tunnel that does not exist for the gateway that sent the message. 


e AMT invalid inner header checksum—Number of AMT membership update messages 
received with an invalid IP checksum. 


e AMT gateways timed out—Number of gateways that timed out because of inactivity. 
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| Sample Output 


show amt statistics 


user@host> show amt statistics 


receive message count 
relay advertisement 


membership request 


er a 


membership update 


a 


send message count 


aS 


relay advertisement 3 2 


a 


membership query 8 5) 


error message count 

incomplete packet 

invalid mac 

unexpected type 

invalid relay discovery address 
invalid membership request address 
invalid membership update address 


incomplete relay discovery messages 





incomplete membership request messages 
incomplete membership update messages 
no active gateway 


invalid inner header checksum 











Pe gc amie ei eee ane 
Cy a SE OS eS eS 


gateways timed out 
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| show amt summary 


Syntax 


show amt summary 
<instance instance-name> 
<logical-system (all | logical-system-name)> 


Release Information 
Command introduced in Junos OS Release 10.2. 


Description 


Display summary information about the Automatic Multicast Tunneling (AMT) protocol. 


Options 


none—Display summary information about all AMT protocol instances. 
instance instance-name—(Optional) Display information for the specified instance only. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear amt tunnel | 1729 
show amt statistics | 1791 
show amt tunnel | 1796 


List of Sample Output 
show amt summary on page 1795 


Output Fields 


Table 42 on page 1795 describes the output fields for the show amt summary command. Output fields are 
listed in the approximate order in which they appear. 


Table 42: show amt summary Output Fields 


Field Name 


AMT anycast 
prefix 


AMT anycast 
address 


AMT local 
address 


AMT tunnel limit 


active tunnels 


Field Description 


Prefix advertised by unicast routing protocols to route AMT discovery messages 


to the router from nearby AMT gateways. 

Anycast address configured from which the anycast prefix is derived. 

Local unique AMT relay IP address configured. Used to send AMT relay 
advertisement messages, it is the IP source address of AMT control messages and 
the source address of the data tunnel encapsulation. 


Maximum number of AMT tunnels that can be created. 


Number of active AMT tunnel interfaces. 


| Sample Output 


show amt summary 


user@host> show amt summary 





> 
FREE 





AMyCasit forcitis ¢ 20,0,.0,4/52 
anycast address : 20.0.0.4 
local address : 20.0.0.4 


feelauaSiL ilslmiic 8 AOOO), aiciesiwe cunimesile 9g 2 


Level of 


Output 


All levels 


All levels 


All levels 


All levels 


All levels 


1795 


1796 


| show amt tunnel 


Syntax 


show amt tunnel 

<brief | detail> 

<gateway-address gateway-ip-address> <port port-number> 
<instance instance-name> 

<logical-system (all | logical-system-name)> 
<tunnel-interface interface-name> 


Release Information 
Command introduced in Junos OS Release 10.2. 


Description 


Display information about the Automatic Multicast Tunneling (AMT) dynamic tunnels. 


Options 


none—Display summary information about all AMT protocol instances. 
brief | detail—(Optional) Display the specified level of detail. 


gateway-address gateway-ip-address port port-number—(Optional) Display information for the specified 
AMT gateway only. If no port is specified, display information for all AMT gateways with the given IP 
address. 


instance instance-name—(Optional) Display information for the specified instance only. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


tunnel-interface interface-name—(Optional) Display information for the specified AMT tunnel interface 
only. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear amt tunnel | 1729 
show amt statistics | 1791 


show amt summary | 1794 


List of Sample Output 


show amt tunnel on page 1798 

show amt tunnel detail on page 1798 

show amt tunnel tunnel-interface on page 1799 

show amt tunnel gateway-address on page 1799 

show amt tunnel gateway-address detail on page 1799 


Output Fields 
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Table 43 on page 1797 describes the output fields for the show amt tunnel command. Output fields are 
listed in the approximate order in which they appear. 


Table 43: show amt tunnel Output Fields 


Field Name 


AMT gateway 
address 


port 


AMT tunnel 
interface 


AMT tunnel state 


AMT tunnel 
inactivity timeout 


Number of 


groups 


Group 


Include Source 


Field Description 


Address of the AMT gateway that is being connected by the AMT tunnel. 


Client port used by the AMT tunnel. 


Dynamically created AMT logical interfaces used by the AMT tunnel in the format 
ud-FPC/PIC/Port.unit. 


State of the AMT tunnel. The state is normally Active. 


e Active—The tunnel is active. 

e Pending—The tunnel creation is pending. This is a transient state. 
e Down-—The tunnel is in the down state. 

e Graceful restart pending—Graceful restart is in progress. 


e Reviving—The routing protocol daemon or Routing Engine was restarted (not 
gracefully). The tunnel remains in the reviving state until the AMT gateway 
sends a control message. When the message is received the tunnel is moved 
to the Active state. If no message is received before the AMT tunnel inactivity 
timer expires, the tunnel is deleted. 


Number of seconds since the most recent control message was received from an 
AMT gateway. If no message is received before the AMT tunnel inactivity timer 
expires, the tunnel is deleted. 


Number of multicast groups using the tunnel. 


Multicast group address or addresses using the tunnel. 


Multicast source address for each IGMPv3 group using the tunnel. 


Level of 
Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


detail 


detail 
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Table 43: show amt tunnel Output Fields (continued) 
Level of 
Field Name Field Description Output 
AMT message Statistics for AMT messages: All levels 
count 


e AMT Request—Number of AMT relay tunnel request messages received. 


e AMT membership update—Number of AMT membership update messages 
received. 


| Sample Output 


show 


user 


amt tunnel 


@host> show amt tunnel 


AMT gateway address : 11.11.11.2, port : 2268 














AMG jewel alinjceriracs & we—S/iL (10. 120256 

AMT tunnel state : Active 

AMT tunnel inactivity timeout : 15 

Number of groups : 1 

aMT message Count: 

AMT Request AMT membership update 

2 2 
show amt tunnel detail 


user 


@host> show amt tunnel detail 


ANNAN <Gjeneemieny eclchesss § Misti wi, 2, jxme § 226i3 
AMT tunnel interface : ud—-5/3/10.1120512 


AMT tunnel state : Active 








AMT tunnel inactivity timeout : 62 


Number of groups : 1 
EGzewiog 226526552 


AMT 


AM! 





message count: 
[T Request AMT membership update 
Zs 


AM Gecewey achicess ¢ Li, li,ll.,S, pere ¢ ZAG8 











AMT tunnel interface : ud-5/2/10.1120513 
AMT tunnel state : Active 

AMT tunnel inactivity timeout : 214 
Number of groups : 1 


Exouwlag 226.253.6383 


AMT message count: 





AMT Request AMT membership update 
2 2 


show amt tunnel tunnel-interface 


user@host> show amt tunnel tunnel-interface ud-5/3/10.1120512 


NUEE Ceneeweny eiwleleoss 2 Ii, ili, 2, joere 8 ZAGS 
AMT tunnel interface : ud-5/3/10.1120512 


AMT tunnel state : Active 








AMT tunnel inactivity timeout : 145 


Number of groups : 1 


AMT Message Count: 





AMT Request AMT membership update 
2 2 


show amt tunnel gateway-address 


user@host> show amt tunnel gateway-address 11.11.11.3 port 2268 


AMT gateway address : 11.11.11.3, port : 2268 
AMT tunnel interface : ud-5/2/10.1120513 


AMT tunnel state : Active 











AMT tunnel inactivity timeout : 214 
Number of groups : 1 
CLOUDS 226. 26303 


AMT message Count: 





AMT Request AMT membership update 
2 2 


show amt tunnel gateway-address detail 


user@host> show amt tunnel gateway-address 11.11.11.2 detail 
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| show bgp group 


List of Syntax 
Syntax on page 1801 
Syntax (EX Series Switch and QFX Series) on page 1801 


Syntax 


show bgp group 

<brief | detail | summary> 

<group-name> 

<exact-instance instance-name> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 
<rtf> 


Syntax (EX Series Switch and QFX Series) 


show bgp group 

<brief | detail | summary> 
<group-name> 

<exact-instance instance-name> 
<instance instance-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 

exact-instance option introduced in Junos OS Release 11.4. 

From Junos OS release 18.4 onwards, show bgp group group-name does an exact match and displays 
groups with names matching exactly with that of the specified group-name. For all Junos OS releases 
preceding 18.4, the implemenation was performed using the prefix matches (example: if there are two 
groups gerp1, grp2 and the CLI command show bgp group grp was issued, then both grp1, grp2 were 
displayed). 


Description 


Display information about the configured BGP groups. 


Options 


none—Display group information about all BGP groups. 


brief | detail | summary—(Optional) Display the specified level of output. 


group-name—(Optional) Display group information for the specified group. 


exact-instance instance-name—(Optional) Display information for the specified instance only. 


instance instance-name—(Optional) Display information about BGP groups for all routing instances whose 


name begins with this string (for example, cust1, cust11, and cust111 are all displayed when you run 


the show bgp group instance cust1 command). The instance name can be master for the main instance, 


or any valid configured instance name or its prefix. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 


particular logical system. 


rtf—(Optional) Display BGP group route targeting information. 


Required Privilege Level 
view 


List of Sample Output 

show bgp group on page 1807 

show bgp group on page 1807 

show bgp group brief on page 1808 
show bgp group detail on page 1808 
show bgp group rtf detail on page 1810 
show bgp group summary on page 1810 


Output Fields 


Table 44 on page 1802 describes the output fields for the show bgp group command. Output fields are listed 


in the approximate order in which they appear. 


Table 44: show bgp group Output Fields 


Field Name Field Description 
Group Type or Group Type of BGP group: Internal or External. 
group-index Index number for the BGP peer group. The index number 


differentiates between groups when a single BGP group is split 
because of different configuration options at the group and 
peer levels. 


AS AS number of the peer. For internal BGP (IBGP), this number 
is the same as Local AS. 


Local AS AS number of the local routing device. 


Level of 
Output 


All levels 


rtf detail 


brief detail 
none 


brief detail 
none 
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Table 44: show bgp group Output Fields (continued) 


Field Name 


Name 


Options 


Index 


Flags 


BGP-Static Advertisement Policy 


Remove-private options 


Holdtime 


Export 


Optimal Route Reflection 


MED tracks IGP metric update delay 


Traffic Statistics Interval 


Total peers 


Field Description 


Name of a specific BGP group. 


The Network Layer Reachability Information (NLRI) format 


used for BGP VPN multicast. 


Unique index number of a BGP group. 


Flags associated with the BGP group. This field is used by 


Juniper Networks customer support. 


Policies configured for the BGP group with the 
advertise-bgp-static policy statement. 


Options associated with the remove-private statement. 


Maximum number of seconds allowed to elapse between 
successive keepalive or update messages that BGP receives 
from a peer in the BGP group, after which the connection to 
the peer is closed and routing devices through that peer become 
unavailable. 


Export policies configured for the BGP group with the export 
statement. 


Client nodes (primary and backup) configured in the BGP group. 
Time, in seconds, that updates to multiple exit discriminator 
(MED) are delayed. Also displays the time remaining before the 


interval is set to expire 


Time between sample periods for labeled-unicast traffic 
statistics, in seconds. 


Total number of peers in the group. 
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Level of 
Output 


brief detail 
none 


none none 


brief detail 


none 


brief detail 
none 


brief none 


brief detail 


none 


brief detail 
none 


brief detail 
none 


brief detail 
none 


All levels 


brief detail 
none 


brief detail 
none 


1804 


Table 44: show bgp group Output Fields (continued) 


Field Name 


Established 


Active/Received/Accepted/Damped 


ip-addresses 


Route Queue Timer 


Route Queue 


inet.number 


Level of 
Field Description Output 


Number of peers in the group that are in the established state. All levels 


Multipurpose field that displays information about BGP peer | summary 
sessions. The field’s contents depend upon whether a session 
is established and whether it was established in the main routing 


device or in a routing instance. 


e If a peer is not established, the field shows the state of the 
peer session: Active, Connect, or Idle. 


e If a BGP session is established in the main routing device, 
the field shows the number of active, received, accepted, 
and damped routes that are received from a neighbor and 
appear in the inet.0 (main) and inet.2 (multicast) routing 
tables. For example, 8/10/10/2 and 2/4/4/0 indicate the 
following: 


e 8 active routes, 10 received routes, 10 accepted routes, 
and 2 damped routes from a BGP peer appear in the inet.0 
routing table. 


e 2 active routes, 4 received routes, 4 accepted routes, and 
no damped routes from a BGP peer appear in the inet.2 
routing table. 


List of peers who are members of the group. The address is All levels 
followed by the peer’s port number. 


Number of seconds until queued routes are sent. If this time detail 
has already elapsed, this field displays the number of seconds 
by which the updates are delayed. 


Number of prefixes that are queued up for sending tothe peers detail 
in the group. 


Number of active, received, accepted, and damped routes in none 
the routing table. For example, inet.0: 7/10/9/0 indicates the 
following: 


e 7 active routes, 10 received routes, 9 accepted routes, and 
no damped routes from a BGP peer appear in the inet.0 


routing table. 


Table 44: show bgp group Output Fields (continued) 


Field Name 


Table inet.number 


Groups 


Peers 


External 


Internal 


Field Description 


Information about the routing table. 


e Received prefixes—Total number of prefixes from the peer, 
both active and inactive, that are in the routing table. 

e Active prefixes—Number of prefixes received from the peer 
that are active in the routing table. 

e Suppressed due to damping—Number of routes currently 
inactive because of damping or other reasons. These routes 
do not appear in the forwarding table and are not exported 
by routing protocols. 

e Advertised prefixes—Number of prefixes advertised to a 
peer. 

e Received external prefixes—Total number of prefixes from 
the external BGP (EBGP) peers, both active and inactive, that 
are in the routing table. 

e Active external prefixes—Number of prefixes received from 
the EBGP peers that are active in the routing table. 

e Externals suppressed—Number of routes received from EBGP 
peers currently inactive because of damping or other reasons. 

e Received internal prefixes—Total number of prefixes from 
the IBGP peers, both active and inactive, that are in the 
routing table. 

e Active internal prefixes—Number of prefixes received from 
the IBGP peers that are active in the routing table. 

e Internals suppressed—Number of routes received from IBGP 
peers currently inactive because of damping or other reasons. 

e RIB State—Status of the graceful restart process for this 
routing table: BGP restart is complete, BGP restart in 
progress, VPN restart in progress, or VPN restart is 
complete. 


Total number of groups. 


Total number of peers. 


Total number of external peers. 


Total number of internal peers. 


Level of 
Output 


detail 


All levels 


All levels 


All levels 


All levels 
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Table 44: show bgp group Output Fields (continued) 


Field Name 


Down peers 


Flaps 


Table 


Tot Paths 


Act Paths 


Suppressed 


History 


Damp State 


Pending 


Group 


Receive mask 


Entries 


Target 


Mask 


Field Description 

Total number of unavailable peers. 

Total number of flaps that occurred. 

Name of a routing table. 

Total number of routes. 

Number of active routes. 

Number of routes currently inactive because of damping or 
other reasons. These routes do not appear in the forwarding 


table and are not exported by routing protocols. 


Number of withdrawn routes stored locally to keep track of 
damping history. 


Number of active routes with a figure of merit greater than 


zero, but lower than the threshold at which suppression occurs. 


Routes being processed by the BGP import policy. 

Group the peer belongs to in the BGP configuration. 

Mask of the received target included in the advertised route. 
Number of route entries received. 

Route target that is to be passed by route-target filtering. If a 
route advertised from the provider edge (PE) routing device 
matches an entry in the route-target filter, the route is passed 


to the peer. 


Mask which specifies that the peer receive routes with the 
given route target. 


Level of 
Output 


All levels 


All levels 


brief, none 


brief, none 


brief, none 


brief, none 


brief, none 


brief, none 


brief, none 


detail 


detail 


detail 


detail 


detail 
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| Sample Output 


show bgp group 


user@host> show bgp group 


Group Type: Internal AS: 200 Local AS: 
Name: ibgp Index: 0 Flags: <> 
Options: 


show bgp group 


user@host> show bgp group 


Internal AS: 1001 


Index: 2 


Group Type: 
Name: ibgp 
Holdtime: 0 


Optimal Route Reflection: 





Total peers: 1 
Isl, .2rl79 


Trace options: all 





Weeee itsLikesg 
0/0/0/0 
0/0/0/0 


bopelsvipne2 
WioiMi— 4 aint. , 22 
Internal INSs UO OIL 
ibgp Index: 3 
RFC6514CompliantSafil29 
Holdtime: 0 


Group Type: 
Name: 


Options: 


Optimal Route Reflection: 





Total peers: 1 
1,1, 1. Ssr6loos 


Trace options: all 





Weeee itslikesg 





leo lsviom 23 2/2/ 2/0 
Wom—L gms .29 2/2/2/0 
Groups: 2 Peers: 2 External: 0 
Table Ome cies 
bgp.13vpn.2 
2 
Vio ma uneemciter 
0 


vpn-l.inet.2 


agiojoewimeiey i, i. il. i, 
Established: 


ago joey il, iil, i, 
Established: 


Internal: 2 


Act Paths Suppressed 


200 


Local AS: 


Preference LocalAddress Cluster AddressFamily Refresh 


1001 
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Flags: 


/var/log/bgp-log size 10485760 files 10 


HoOCally TAS 





EXport 


Eval 








1001 


igjeloacieue i, i ,2.,1 





Flags: 


/var/log/bgp-log size 10485760 files 10 





Export 


Eval 








Down peers: 


History Damp State 


ige-loackw i, ,2.i 


0 Flaps: 0 


Pending 
0 0 
0 0 





2 2 
vpn-1l.inet6.0 
0 0 
vpn-1.mdt.0 
0 0 
show bgp group brief 
user@host> show bgp group brief 
Groups: 2 Peers: 2 External: 0 
Table toe Reiclns Asie Peels 
inet .0 
0 
bgp.1l3vpn.0 
0 
bgp.rtarget.0 
2 


show bgp group detail 


user@host> show bgp group detail 


AS: 1 
Index: 0 


Group Type: Internal 


Name: ibgp 
Holdtime: 0 


Optimal Route Reflection: 














Ss 


Total peers: 3 Established: 

PAO Re, 

B50 60 58 

Za ORES) 

Groups: 1 Peers: 3 External: 0 

Table bgp.13vpn.0 
Received prefixes: 0 
Accepted prefixes: 0 
Active prefixes: 0 
Suppressed due to damping: 0 
Received external prefixes: 0 
Active external prefixes: 0 
Externals suppressed: 0 
Received internal prefixes: 0 
Active internal prefixes: 0 


Internal: 


Suppressed 


0 


ig~e-prciimacy i, i. ii, 


Internal: 


5 














Pending 


0 
0 
0 
Z Down peers: 1 Flaps: 
History Damp State 
0 
0 
0 
Local AS: 1 
Flags: <Export Eval> 
ig~p—oacizue i,i. 2, 
Down peers: 3 Flaps: 3 
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Internals suppressed: 0 

RIB State: BGP restart is complete 

RIB State: VPN restart is complete 
Table bgp.mdt.0 





Received prefixes: 

Accepted prefixes: 

Active prefixes: 

Suppressed due to damping: 
Received external prefixes: 
Active external prefixes: 


Externals suppressed: 





Received internal prefixes: 


eas oe Se Ss S&S S&S S&S 


Active internal prefixes: 

Internals suppressed: 0 

RIB State: BGP restart is complete 

RIB State: VPN restart is complete 
Table VPN-A.inet.0 





Received prefixes: 

Accepted prefixes: 

Active prefixes: 

Suppressed due to damping: 
Received external prefixes: 
Active external prefixes: 
Externals suppressed: 


Received internal prefixes: 


eS oq aS ec ec ec oS & 


Active internal prefixes: 

Internals suppressed: 0 

RIB State: BGP restart is complete 

RIB State: VPN restart is complete 
Table VPN-A.mdt.0 





Received prefixes: 
Accepted prefixes: 

Active prefixes: 

Suppressed due to damping: 
Received external prefixes: 
Active external prefixes: 


Externals suppressed: 





Received internal prefixes: 


Se eo a oa S|] ec Ee ec & 


Active internal prefixes: 
Internals suppressed: 0 

RIB State: BGP restart is complete 
RIB State: VPN restart is complete 


show bgp group rtf detail 


user@host> show bgp group rtf detail 


Group: internal (group-index: 0) 


Receive mask: 00000002 
Table: bgp.rtarget.0 
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Hilavtetasee Sere! 


iMoleeikes2 il 





Active/Received/Accepted/Damped 


Target Mask 
100:100/64 00000002 
ZOO Any G4 (Group) 
Group: internal (group-index: 1) 
Table: bgp.rtarget.0 
Target Mask 
200:201/64 (Group) 
show bgp group summary 
user@host> show bgp group summary 
Group Type Peers Established 
ibgp Internal 5 0 
Groups: 1 Peers: 3 External: 0 Internal: 3 Down peers: 
bgp.13vpn.0 : 0/0/0/0 External: 0/0/0/0 Internal: 0/0/0/0 
bgp.mdt .0 : 0/0/0/0 External: 0/0/0/0 Internal: 0/0/0/0 
VPN-A.inet.0 : 0/0/0/0 External: 0/0/0/0 Internal: 0/0/0/0 
VPN-A.mdt .0 : 0/0/0/0 External: 0/0/0/0 Internal: 0/0/0/0 





3 Flaps: 3 
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| show dvmrp interfaces 


Syntax 


show dvmrp interfaces 
<logical-system (all | logical-system-name)> 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Command introduced before Junos OS Release 7.4. 


Description 


Display information about Distance Vector Multicast Routing Protocol (DVMRP)-enabled interfaces. 


Options 


none—(Same as logical-system all) Display information about DVMRP-enabled interfaces. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show dvmrp interfaces on page 1812 


Output Fields 
Table 45 on page 1811 describes the output fields for the show dvmrp interfaces command. Output fields 
are listed in the approximate order in which they appear. 


Table 45: show dvmrp interfaces Output Fields 


Field Name Field Description 

Interface Name of the interface. 

State State of the interface: up or down. 

Leaf Whether the interface is a leaf (that is, whether it has no 


neighbors) or whether it has neighbors. 


Table 45: show dvmrp interfaces Output Fields (continued) 


Field Name 


Metric 


Announce 


Mode 


| Sample Output 


show dvmrp interfaces 


Field Description 


Interface metric: a value from 1 through 31. 


Number of routes the interface is announcing. 


DVMRP mode: 


e Forwarding—DVMRP does both the routing and the multicast 
data forwarding. 
e Unicast-routing—DVMRP does only the routing. Forwarding 


of the multicast data packets can be done by enabling PIM 
on the interface. 


user@host> show dvmrp interfaces 


Leaf Metric Announce Mode 





Inverkace Stat 

fxp0.0 Up N il 
ipo OW Up N al 
exo) Up N il 
100.0 Up Y al 


4 Forwarding 
4 Forwarding 
3 Forwarding 
0 


Unicast-routing 
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| show dvmrp neighbors 


Syntax 


show dvmrp neighbors 
<logical-system (all | logical-system-name)> 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Command introduced before Junos OS Release 7.4. 


Description 


Display information about Distance Vector Multicast Routing Protocol (DVMRP) neighbors. 


Options 


none—(Same as logical-system all) Display information about DVMRP neighbors. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show dvmrp neighbors on page 1814 


Output Fields 


Table 46 on page 1813 describes the output fields for the show dvmrp neighbors command. Output fields 
are listed in the approximate order in which they appear. 


Table 46: show dvmrp neighbors Output Fields 


Field Name Field Description 
Neighbor Address of the neighboring DVMRP router. 
Interface Interface through which the neighbor is reachable. 


Version Version of DVMRP that the neighbor is running, in the format majorminor. 
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Table 46: show dvmrp neighbors Output Fields (continued) 


Field Name Field Description 


Flags Information about the neighbor: 


e 1—One way. The local router has seen the neighbor, but the neighbor has not seen the local 
router. 


e G—Neighbor supports generation ID. 

e L—Neighbor is a leaf router. 

e M—Neighbor supports mtrace. 

e N—Neighbor supports netmask in prune messages and graft messages. 
e P—Neighbor supports pruning. 

e S—Neighbor supports SNMP. 


Routes Number of routes learned from the neighbor. 

Timeout How long until the DVMRP neighbor information times out, in seconds. 

Transitions Number of generation ID changes that have occurred since the local router learned about the 
neighbor. 


| Sample Output 
show dvmrp neighbors 


user@host> show dvmrp neighbors 


Neighbor Interface Version Flags Routes Timeout Transitions 
IS)2 5 UGE ot ipip.0O SoA5S Ie 3 28 il 


1815 


| show dvmrp prefix 


Syntax 


show dvmrp prefix 

<brief | detail> 

<logical-system (all | logical-system-name)> 
<prefix> 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Command introduced before Junos OS Release 7.4. 


Description 


Display information about Distance Vector Multicast Routing Protocol (DVMRP) prefixes. 


Options 


none—Display standard information about all DVMRP prefixes. 
brief | detail—(Optional) Display the specified level of output. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


prefix—(Optional) Display information about specific prefixes. 


Required Privilege Level 
view 


List of Sample Output 

show dvmrp prefix on page 1816 

show dvmrp prefix brief on page 1817 
show dvmrp prefix detail on page 1817 


Output Fields 


Table 47 on page 1816 describes the output fields for the show dvmrp prefix command. Output fields are 
listed in the approximate order in which they appear. 


Table 47: show dvmrp prefix Output Fields 


Field Name 


Prefix 


Next hop 


Age 


multicast-group 


Prunes sent 


Grafts sent 


Cache lifetime 


Prune lifetime 


Field Description 


DVMRP route. 


Next hop from which the route was learned. 


Last time that the route was refreshed. 


Multicast group address. 


Number of prune messages sent to the multicast group. 


Number of grafts sent to the multicast group. 


Lifetime of the group in the multicast cache, in seconds. 


Lifetime remaining and total lifetime of prune messages, in seconds. 


| Sample Output 


show dvmrp prefix 


user@host> show dvmrp prefix 














Prefix Next hop Age 
OR Sic enORs0) #30 LO.38.0.1 OOs06g 17 
0.38.0.4 #30 LO .38.065 OOs OSs 13 
ORS ORS (30 LO. 38.0.2 00:00:04 
10). 3850512 F330 105385066 00:00:04 
IO, ASs5 1A di4 $2 10,255,14,114 OOsO6s 17 
O25 U4 142 (32 10.38.0628 00:00:04 
O.A255 14 14ae 732 10.38.0628 00:00:04 
10.255. 70.15 #32 10.38 .0.6 00:00:04 
192, Mos} , 14.0 #28 LOZ L681 TIA OWOsOGs 17 
192 168,195.40 (80 192.168. 195.41 WOsOGgl7 
192 168 ,195,92 /30 10.38.02 00:00:04 


Level of 
Output 


All levels 


All levels 


All levels 


detail 


detail 


detail 


detail 


detail 
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show dvmrp prefix brief 


The output for the show dvmrp prefix brief command is identical to that for the show dvmrp prefix 
command. 


show dvmrp prefix detail 


user@host> show dvmrp prefix detail 














Prefix Next hop Age 

10). 3850.0 #30 LO. 3850. il 00:06:28 
ORS ser #30 10,38 .0.5 00:06:24 
ORS SeOee #30 10.38.0628 CORO RSS 
O.-38.0,12 #30 LOSS .0.6 00:00:15 
10,.255,14,114 32 10.255,14,114 00:06:28 
O.4AS5~I4,142 (32 10,38.0.2 ODEO Rss 
OAS ta 1a $37 10> 38.0.2 WOE ESS 
O.255. 70515 F32 10.3850 .% OORT O RSS 
192,168.14 .€ (24 92 M68 14 Ti Ose 28 
192 168,195,400 /30 192.168.195.411 O0sO06s28 
192.,168,195,92 (30 10.38.0.2 COR OOR aS 
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| show dvmrp prunes 


Syntax 


show dvmrp prunes 
<all | rx | tx> 
<logical-system (all | logical-system-name)> 


Release Information 


NOTE: Distance Vector Multicast Routing Protocol (DVMRP) was deprecated in Junos OS 
Release 16.1. Although DVMRP commands continue to be available and configurable in the CLI, 
they are no longer visible and are scheduled for removal in a subsequent release. 


Command introduced before Junos OS Release 7.4. 


Description 


Display information about active Distance Vector Multicast Routing Protocol (DVMRP) prune messages. 


Options 


none—Display received and transmitted DVMRP prune information. 

all—(Optional) Display information about all received and transmitted prune messages. 
rx—(Optional) Display information about received prune messages. 

tx—(Optional) Display information about transmitted prune messages. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show dvmrp prunes on page 1819 


Output Fields 
Table 48 on page 1819 describes the output fields for the show dvmrp prunes command. Output fields are 
listed in the approximate order in which they appear. 


Table 48: show dvmrp prunes Output Fields 


Field Name 


Group 


Source prefix 


Timeout 


Neighbor 


| Sample Output 


show dvmrp prunes 


Field Description 


Group address. 


Prefix for the prune. 


How long until the prune message expires, in seconds. 


Neighbor to which the prune was sent or from which the prune 


was received. 


user@host> show dvmrp prunes 


Group 


224. 
224. 
224. 
224. 
224. 
224. 
224. 


OF 
oil 6 Se 
123) 
sles 
EES Die 
sh Siby. 
ol S56 


0 


Ze 


ey 
2 
2 
ey 


sleet 


4 


86 
86 
86 


Sou 
128 
160 
1SIG 
IZ 
128 
129) 
130 





ree prefix Timeout 
o1il2. 0.0 /12 7077 
POP ORO) Ws 7087 
-0.0.0 HS 6955 
POs Or) /8 7046 
pLO2.128,0 f17 7071 
50.0.0 /8 7074 


O50. 0 a VOW 


Neighbor 


192,168 >i 61 
1925168. 1.1 
192, LOB di 


LQ2 16s 
WZ) 5 ONS) 





192) 163. 
192,168 


PPP PR 
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| show igmp interface 


List of Syntax 
Syntax on page 1820 
Syntax (EX Series Switches and the QFX Series) on page 1820 


Syntax 


show igmp interface 

<brief | detail> 

<interface-name> 

<logical-system (all | logical-system-name)> 


Syntax (EX Series Switches and the QFX Series) 


show igmp interface 
<brief | detail> 


<interface-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display information about Internet Group Management Protocol (IGMP)-enabled interfaces. 


Options 


none—Display standard information about all IGMP-enabled interfaces. 
brief | detail—(Optional) Display the specified level of output. 
interface-name—(Optional) Display information about the specified IGMP-enabled interface only. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear igmp membership | 1731 


List of Sample Output 

show igmp interface on page 1823 

show igmp interface brief on page 1824 

show igmp interface detail on page 1824 

show igmp interface <interface-name> on page 1824 


Output Fields 


Table 49 on page 1821 describes the output fields for the show igmp interface command. Output fields are 
listed in the approximate order in which they appear. 


Table 49: show igmp interface Output Fields 


Field Name 


Interface 


Querier 


State 


SSM Map Policy 


Timeout 


Version 


Groups 


Group limit 


Group threshold 


Group 
log-interval 


Field Description 


Name of the interface. 


Address of the routing device that has been elected to send membership queries. 


State of the interface: Up or Down. 


Name of the source-specific multicast (SSM) map policy that has been applied to 
the IGMP interface. 


How long until the IGMP querier is declared to be unreachable, in seconds. 


IGMP version being used on the interface: 1, 2, or 3. 


Number of groups on the interface. 


Maximum number of groups allowed on the interface. Any joins requested after 


the limit is reached are rejected. 


Configured threshold at which a warning message is generated. 


This threshold is based on a percentage of groups received on the interface. If the 
number of groups received reaches the configured threshold, the device generates 


a warning message. 


Time (in seconds) between consecutive log messages. 


Level of 
Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 
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Table 49: show igmp interface Output Fields (continued) 


Field Name 


Immediate Leave 


Promiscuous 
Mode 


Distributed 


Passive 


OIF map 


SSM map 


Level of 
Field Description Output 


State of the immediate leave option: All levels 


e On-—Indicates that the router removes a host from the multicast group as soon 
as the router receives a leave group message from a host associated with the 
interface. 


e Off—Indicates that after receiving a leave group message, instead of removing 
a host from the multicast group immediately, the router sends a group query 
to determine if another receiver responds. 


State of the promiscuous mode option: All levels 


e On-—Indicates that the router can accept IGMP reports from subnetworks that 
are not associated with its interfaces. 


e Off—Indicates that the router can accept IGMP reports only from subnetworks 
that are associated with its interfaces. 


State of IGMP, which, by default, takes place on the Routing Engine for MX Series All levels 
routers but can be distributed to the Packet Forwarding Engine to provide faster 
processing of join and leave events. 


e On—distributed IGMP is enabled. 
State of the passive mode option: All levels 


e On-—Indicates that the router can run IGMP on the interface but not send or 


receive control traffic such as IGMP reports, queries, and leaves. 


e Off—Indicates that the router can run IGMP on the interface and send or receive 
control traffic such as IGMP reports, queries, and leaves. 


The passive statement enables you to selectively activate up to two out of a 
possible three available query or control traffic options. When enabled, the 
following options appear after the on state declaration: 


e send-general-query—The interface sends general queries. 


e send-group-query—The interface sends group-specific and group-source-specific 
queries. 


e allow-receive—The interface receives control traffic. 


Name of the OIF map (if configured) associated with the interface. All levels 


Name of the source-specific multicast (SSM) map (if configured) used on the All levels 
interface. 
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Table 49: show igmp interface Output Fields (continued) 


Level of 
Field Name Field Description Output 
Configured Information configured by the user: All levels 
Parameters 
e IGMP Query Interval—Interval (in seconds) at which this router sends 
membership queries when it is the querier. 
e IGMP Query Response Interval—Time (in seconds) that the router waits for a 
report in response to a general query. 
e IGMP Last Member Query Interval—Time (in seconds) that the router waits for 
a report in response to a group-specific query. 
e IGMP Robustness Count—Number of times the router retries a query. 
Derived Derived information: All levels 
Parameters 


e IGMP Membership Timeout—Timeout period (in seconds) for group membership. 
If no report is received for these groups before the timeout expires, the group 
membership is removed. 


e IGMP Other Querier Present Timeout—Time (in seconds) that the router waits 
for the IGMP querier to send a query. 


| Sample Output 


show igmp interface 


user@host> show igmp interface 


Interface: at-0/3/1.0 
Querterk 7030.3 al lsnsT 
State: Up Timeout: None Version: 2 Groups: 4 
SSM Map Policy: ssm-policy-A 

Interface: so-1/0/0.0 
Queniensy 20 3n0— bls ei 
State: Up Timeout: None Version: 2 Groups: 2 
SSM Map Policy: ssm-policy-B 

Interface: so-1/0/1.0 
Querter ss 70S On tils 2 2 
State: Up Timeout: None Version: 2 Groups: 4 
SSM Mey POlieys ssm—eoliley—C 

Immediate Leave: On 

Promiscuous Mode: Off 


Passive: Off 
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Distributed: OnConfigured Parameters: 


IGMP Query Interval: 125.0 
IGMP Query Response Interval: 10.0 








IGMP Last Member Query Interval: 1.0 
IGMP Robustness Count: 2 


Derived Parameters: 
IGMP Membership Timeout: 260.0 
IGMP Other Querier Present Timeout: 255.0 





show igmp interface brief 


The output for the show igmp interface brief command is identical to that for the show igmp interface 
command. For sample output, see show igmp interface on page 1823. 


show igmp interface detail 


The output for the show igmp interface detail command is identical to that for the show igmp interface 
command. For sample output, see show igmp interface on page 1823. 


show igmp interface <interface-name> 


user@host# show igmp interface ge-3/2/0.0 


Interface: ge-3/2/0.0 
Queric~es 20350. 11S. iil 


State: Up Timeout: None 
Version: 3 
Groups: al 


Group limit: 8 

Group threshold: 60 
Group log-interval: 10 
Immediate leave: Off 
Promiscuous mode: Off 
Distributed: On 
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| show igmp group 


List of Syntax 
Syntax on page 1825 
Syntax (EX Series Switch and the QFX Series) on page 1825 


Syntax 


show igmp group 

<brief | detail> 

<group-name> 

<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show igmp group 
<brief | detail> 


<group-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display Internet Group Management Protocol (IGMP) group membership information. 


Options 


none—Display standard information about membership for all IGMP groups. 
brief | detail—(Optional) Display the specified level of output. 
group-name—(Optional) Display group membership for the specified IP address only. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear igmp membership | 1731 


List of Sample Output 

show igmp group (Include Mode) on page 1827 
show igmp group (Exclude Mode) on page 1827 
show igmp group brief on page 1828 


show igmp group detail on page 1828 


Output Fields 
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Table 50 on page 1826 describes the output fields for the show igmp group command. Output fields are 
listed in the approximate order in which they appear. 


Table 50: show igmp group Output Fields 


Field Name 


Interface 


Group 


Group Mode 


Source 


Source timeout 


Last reported by 


Timeout 


Group timeout 


Type 


Field Description 


Name of the interface that received the IGMP membership report. Aname 
of local indicates that the local routing device joined the group itself. 


Group address. 

Mode the SSM group is operating in: Include or Exclude. 

Source address. 

Time remaining until the group traffic is no longer forwarded. The timer 
is refreshed when a listener in include mode sends a report. A group in 
exclude mode or configured as a static group displays a zero timer. 
Address of the host that last reported membership in this group. 

Time remaining until the group membership is removed. 

Time remaining until a group in exclude mode moves to include mode. 
The timer is refreshed when a listener in exclude mode sends a report. A 


group in include mode or configured as a static group displays a zero timer. 


Type of group membership: 


e Dynamic—Host reported the membership. 


e Static—Membership is configured. 


Level of Output 


All levels 


All levels 


All levels 


All levels 


detail 


All levels 


brief none 


detail 


All levels 
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| Sample Output 


show igmp group (Include Mode) 


user@host> show igmp group 


Interface: t1-0/1/0.0 
Eos 98.51 5 100), i 
Group mode: Include 
Somaese 205,05 Nils. 
Last reported by: 203.0.113.52 
Timeout: 24 Type: Dynamic 
GROUPEE Or ones hOOr al 
Group mode: Include 
SOUECCHIEZ OOP URE BS r rs 
Last reported by: 203.0.113.52 
Timeout: 24 Type: Dynamic 
Eraoyujos ILS. S15 WOO), AL 
Group mode: Include 
Soumees 203.0115 .4 
Last reported by: 203.0.113.52 
Timeout: 24 Type: Dynamic 
Grows LV. , 10.2 
Group mode: Include 
Sommees 203,0,113.4 
Last reported by: 203.0.113.52 
Timeout: 24 Type: Dynamic 
Interface: t1-0/1/1.0 
Interface: ge-0/2/2.0 
Interface: ge-0/2/0.0 
Interface: local 
GROUT es O one HO ORE? 
Sommess O50 ,0.0 
Last reported by: Local 
Timeout: 0 Type: Dynamic 
Groyoygg ILS. Sil, 00), 22 
S OUsC Chan O nO Olen0) 
Last reported by: Local 


Timeout: 0 Type: Dynamic 


show igmp group (Exclude Mode) 


user@host> show igmp group 


Interface: t1-0/1/0. 
Interface: t1-0/1/1. 
Interface: ge-0/2/2. 
Interface: ge-0/2/0. 


io, Ko, er = 


Interface: local 
Exes 198.51. 100. 2 
SOUECCHM OOF ORO 
Last reported by: Local 
Timeout: 0 Type: Dynamic 
GROUSE EEO mone nO OR Ae 
SOuUmee OOF ORO 
Last reported by: Local 


Timeout: 0 Type: Dynamic 


show igmp group brief 


The output for the show igmp group brief command is identical to that for the show igmp group command. 


show igmp group detail 


user@host> show igmp group detail 


Interface: t1-0/1/0.0 

eroyojog ILS. Sil, 00). tL 

Group mode: Include 

Somes 20550. ils. 2 

Source timeout: 12 

Last reported by: 203.0.113.52 

Group timeout: 0 Type: Dynamic 
Eros ILS}. 81 5 100), tL 

Group mode: Include 

Somicese 205,05 Nils. 8 

Source timeout: 12 

lasiewBeCpOnEeCds by e208 OR ism 52 

Group timeout: 0 Type: Dynamic 
ergeyoyjgg LSS, Sil, 10}0) 5 aL 

Group mode: Include 

SOURCe eZ 0 Sr OnwEaS 4 

Source timeout: 12 

Last reported by: 203.0.113.52 

Group timeout: 0 Type: Dynamic 
GROUP EEE Crone LOOR 2 

Group mode: Include 

Somes: 20550. 1ils.4 
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Source timeout: 12 


Last reported by: 203.0.113.52 


Group timeout: 0 Type: Dynamic 
dies trae crural ON le/ lean) 
Interface: ge-0/2/2.0 


Interface: ge-0/2/0.0 


Interface: local 


GROUSE Oona LO OR Ee 





Group mode: 


Exclude 


Soucy OR Om ORO 


Source timeout: 0 


Last reported by: Local 


Group timeou 
Graoyojog ILS. Sil, i) 
Group mode: 


Soumce OM Om 


ess 0 Type: Dynamic 
OFZ 2 





Exclude 


50 


Source timeout: 0 


Last reported by: Local 


Group timeout: 0 Type: Dynamic 
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| show igmp snooping data-forwarding 
Syntax 


show igmp snooping data-forwarding 
<vlan vian-name> 


Release Information 

Command introduced in Junos OS Release 18.3R1 on EX4300 switches. 
Support added in Junos OS Release 18.4R1 on EX2300 and EX3400 switches. 
Support added in Junos OS Release 19.4R1 on EX4300 multigigabit switches. 


Description 
Display multicast source VLAN (MVLAN) and data-forwarding receiver VLAN associations and related 
information when you configure multicast VLAN registration (MVR) in a routing instance. 


Options 


vian vian-name—(Optional) Display configured MVR information about a particular VLAN only. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Configuring Multicast VLAN Registration on EX Series Switches | 232 
show igmp snooping interface | 1834 


show igmp snooping membership | 1841 


List of Sample Output 
show igmp snooping data-forwarding on page 1831 
show igmp snooping data-forwarding (vlan) on page 1832 


Output Fields 


Table 51 on page 1830 lists the output fields for the show igmp snooping data-forwarding command. Output 
fields are listed in the approximate order in which they appear. 


Table 51: show igmp snooping data-forwarding Output Fields 


Field Name Field Description 


Instance Routing instance in which MVR is configured. 
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Table 51: show igmp snooping data-forwarding Output Fields (continued) 


Field Name 
Vian 
Learning Domain 


Type 


Group subnet 


Receiver vians 


Mode 


Egress translate 


Install route 


Source vians 


| Sample Output 


Field Description 


VLAN names of the multicast source and receiver VLANs configured in the routing instance. 


Learning domain for snooping and MVR data forwarding. 


MVR VLAN type configured for the listed VLAN, either MVR Receiver Vian or MVR Source 
Vian. 


Group subnet address for the multicast source VLAN in the MVR configuration (the MVLAN). 


Multicast receiver VLANs associated with the MVLAN. When you configure a source MVLAN, 
you associate one or more MVR receiver VLANs with it. 


MVR operating mode configured for the listed receiver VLAN: 


e PROXY—MVR receiver VLAN is in proxy mode. 
e TRANSPARENT—MVR receiver VLAN is in transparent mode. 


See mode (Multicast VLAN Registration). 


VLAN tag translation setting for an MVR receiver VLAN: 


e TRUE—The translate option at the [edit protocols igmp-snooping vlans vian-name 
data-forwarding receiver] hierarchy level is configured for the MVR receiver VLAN. With this 
option enabled, the device translates MVLAN tags into the MVR receiver VLAN tag when 
forwarding multicast traffic on the MVLAN. 


e FALSE—The translate option for VLAN tag translation is not configured for the MVR receiver 
VLAN. MVLAN traffic is forwarded with the MVLAN tag for receivers on trunk ports or 
untagged for hosts on access ports. 


If TRUE, the device installs forwarding entries for the MVR receiver VLAN as well as for the 
MVLAN. If FALSE, only MVLAN forwarding entries are stored. 


One or more source MVLANSs associated with the listed MVR receiver VLAN. 


show igmp snooping data-forwarding 


user@host> show igmp snooping data-forwarding 
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Instance: default-switch 


Vian: v2 

Learning-Domain : default 

Type : MVR Source Vlan 
Group subnet wee 2 or OR Om OV 274 


Receiver vlans: 
walleuarg wll 


wileing ws 


Wilams wal 

Learning-Domain : default 

Type : MVR Receiver Vlan 
ode § IPIRODA 





Egress translate : FALSE 


Install route : FALSE 














Source vians: 


WiLeing wz, 


Wiles ww 

Learning-Domain : default 

Type : MVR Receiver Vlan 
ode : TRANSPARENT 











Egress translate : FALSE 











Install route : TRUE 
Source vlans: 


Willen eR 32) 


show igmp snooping data-forwarding (vlan) 


user@host> show igmp snooping data-forwarding vlan v1 


Instance: default-switch 


Wileing wl 

Learning-Domain : default 

Type : MVR Receiver Vlan 
ode : PROXY 








Egress translate : FALSE 
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| show igmp snooping interface 


Syntax 


show igmp snooping interface interface-name 
<brief | detail> 

<bridge-domain bridge-domain-name> 
<logical-system logical-system-name> 
<virtual-switch virtual-switch-name> 

<vian-id vian-identifier> 


Release Information 
Command introduced in Junos OS Release 8.5. 


Description 


Display IGMP snooping interface information. 


Options 


none —Display detailed information. 
brief | detail—(Optional) When applicable, this option lets you choose the how much detail to display. 
bridge-domain bridge-domain-name—(Optional) Display information about a particular bridge domain. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


virtual-switch virtual-switch-name—(Optional) Display information about a particular virtual switch. 


vlan-id vlan-identifier—(Optional) Display information about a particular VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


show igmp snooping membership | 1841 
show igmp snooping statistics | 1851 


List of Sample Output 

show igmp snooping interface on page 1836 

show igmp snooping interface (logical systems) on page 1837 

show igmp snooping interface (Group Limit Configured) on page 1840 

show igmp snooping interface (ELS EX Series switches with MVR configured) on page 1840 
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Output Fields 


Table 52 on page 1835 lists the output fields for the show igmp snooping interface command. Output fields 
are listed in the approximate order in which they appear. 


Table 52: show igmp snooping interface Output Fields 


Field Name Field Description Level of Output 
Routing-instance | Routing instance for IGMP snooping. All levels 
or Instance 

Bridge Domainor Bridge domain or VLAN for which IGMP snooping is enabled. All levels 
Vian 

Learning Domain | Learning domain for snooping. All levels 
interface Interfaces that are being snooped in this learning domain. All levels 
Groups Number of groups on the interface. All levels 
State State of the interface: Up or Down. All levels 
Up Groups Number of active multicast groups attached to the logical interface. All levels 
immediate-leave State of immediate leave: On or Off. All levels 
router-interface | Router interfaces that are part of this learning domain. All levels 
Group limit Maximum number of (source,group) pairs allowed per interface. Whena group | All levels 


limit is not configured, this field is not shown. 


Data-forwarding VLAN associated with the interface is configured as a data-forwarding multicast | All levels 
receiver: yes receiver VLAN using multicast VLAN registration (MVR) on EX Series switches 
with Enhanced Layer 2 Software (ELS). 


IGMP Query Frequency (in seconds) with which this router sends membership queries when | All levels 
Interval it is the querier. 

IGMP Query Time (in seconds) that the router waits for a response to a general query. All levels 
Response 

Interval 

IGMP Last Time (in seconds) that the router waits for a report in response to a All levels 


Member Query group-specific query. 
Interval 


Table 52: show igmp snooping interface Output Fields (continued) 


Field Name Field Description 

IGMP Number of times the router retries a query. 

Robustness 

Count 

IGMP Timeout for group membership. If no report is received for these groups before 
Membeship the timeout expires, the group membership is removed. 

Timeout 

IGMP Other Time that the router waits for the IGMP querier to send a query. 


Querier Present 
Timeout 


| Sample Output 


show igmp snooping interface 


user@host> show igmp snooping interface ge-0/1/4 


Instance: default-—switch 
Bridge-Domain: sample 


Learning-Domain: default 
Interface: ge-0/1/4.0 
State: Up Groups: 0 
Immediate leave: Off 


Router interface: no 


Configured Parameters: 
IGMP Query Interval: 125.0 
IGMP Query Response Interval: 10.0 





IGMP Last Member Query Interval: 1.0 





IGMP Robustness Count: 2 


Derived Parameters: 


IGMP Membership Timeout: 260.0 





IGMP Other Querier Present Timeout: 255.0 
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Level of Output 


All levels 


All levels 


All levels 
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show igmp snooping interface (logical systems) 


user@host> show igmp snooping interface logical-system all 


logical-system: default 

Instance: VPLS-6 

Learning-Domain: default 

Interface: ge-0/2/2.601 
Dieaiecrs Up Groups: 10 
Immediate leave: Off 


Router interface: no 


Configured Parameters: 
IGMP Query Interval: 125.0 
IGMP Query Response Interval: 10.0 





IGMP Last Member Query Interval: 1.0 





IGMP Robustness Count: 2 


Instance: VS-4 
Bridge-Domain: VS-—4-BD-1 
Learning-Domain: vlan-id 1041 
LMESITEACSS E6245 
State: Up Groups: 0 
Immediate leave: Off 
Router interface: no 
Interface: ge-0/2/2.1041 
SicsieSs Up Groups: 20 


Immediate leave: Off 





Router interface: no 


Configured Parameters: 
IGMP Query Interval: 125.0 
IGMP Query Response Interval: 10.0 





IGMP Last Member Query Interval: 1.0 





IGMP Robustness Count: 2 


Instance: default-switch 
Bridge-Domain: bd-200 
Learning-Domain: default 
Interface: ge-0/2/2.100 
Sieaiwers Up Groups: 20 
Immediate leave: Off 


Router interface: no 


Configured Parameters: 


IGMP Query Interval: 125.0 
IGMP Query Response Interval: 10.0 








IGMP Last Member Query Interval: 1.0 
IGMP Robustness Count: 2 


Bridge-Domain: bd0 

Learning-Domain: default 

imcewiaces aed.© 
State: Up Groups: 0 
Immediate leave: Off 


Router interface: yes 





Interface: ael.0 
State: Up Groups: 0 
Immediate leave: Off 
Router interface: no 
Interface: ge-0/2/2.0 
Sieciacs Up Groups: SEZ 


Immediate leave: Off 





Router interface: no 


Configured Parameters: 
IGMP Query Interval: 125.0 
IGMP Query Response Interval: 10.0 





IGMP Last Member Query Interval: 1.0 





IGMP Robustness Count: 2 


Instance: VPLS-1 

Learning-Domain: default 

Interface: ge-0/2/2.502 
Sjediec!: UP MGEOUupsE deal 
Immediate leave: Off 


Router interface: no 


Configured Parameters: 
IGMP Query Interval: 125.0 
IGMP Query Response Interval: 10.0 





IGMP Last Member Query Interval: 1.0 





IGMP Robustness Count: 2 


Himisizameel sy Vis— il 
Bridge-Domain: VS-BD-1 
Learning-Domain: default 
Interface: ae2.0 


State: Up Groups: 0 
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Immediate leave: Off 
Router interface: no 
Interface: ge-0/2/2.1010 
Diediecrs Up Groups: 20 
Immediate leave: Off 


Router interface: no 


Configured Parameters: 

IGMP Query Interval: 125.0 

IGMP Query Response Interval: 10.0 
IGMP Last Member Query Interval: 1.0 
IGMP Robustness Count: 2 








Bridge-Domain: VS-BD-2 
Learning-Domain: default 
Interface: ae2.0 
State: Up Groups: 0 
Immediate leave: Off 
Router interface: no 
Interface: ge-0/2/2.1011 
Siesies 8 Up Groups: 20 


Immediate leave: Off 





Router interface: no 


Configured Parameters: 

IGMP Query Interval: 125.0 

IGMP Query Response Interval: 10.0 
IGMP Last Member Query Interval: 1.0 
IGMP Robustness Count: 2 








Instance: VPLS-p2mp 

Learning-Domain: default 

Interface: ge-0/2/2.3001 
State: Up Groups: 0 
Immediate leave: Off 


Router interface: no 


Configured Parameters: 

IGMP Query Interval: 125.0 

IGMP Query Response Interval: 10.0 
IGMP Last Member Query Interval: 1.0 
IGMP Robustness Count: 2 
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show igmp snooping interface (Group Limit Configured) 


user@host> show igmp snooping interface instance vpls1 


Instance: vplsl 


Learning-Domain: default 


Interface: ge-1/3/9.0 


State: UpMGEOUP SI: 


Immediate leave: Off 





Router interface: yes 


Interface: ge-1/3/8.0 


State: Up Groups: 


Immediate leave: Off 








Router interface: yes 


Group limit: 1000 


Configured Parameters: 


IGMP Query Interval: 125.0 





IGMP Query Response Interval: 





LEOR 


IGMP Last Member Query Interval: 


IGMP Robustness Count: 2 


show igmp snooping interface (ELS EX Series switches with MVR configured) 


user@host> show igmp snooping interface instance inst1 


Instance: instl 


Wilaine w2Z 


Learning-Domain: default 
Interface: ge-0/0/0.0 


State: Up Groups: 


Immediate leave: Off 
Rouver winter race sno 


Group limit: Ss 


Data-forwarding receiver: 


yes 


0 
Loe 
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| show igmp snooping membership 
Syntax 


show igmp snooping membership 
<brief | detail> 

<instance routing-instance-name> 
<interface interface-name> 

<vlan (vlan-id | vilan-name)> 
<bridge-domain bridge-domain-name> 
<group group-name> 

<logical-system logical-system-name> 
<virtual-switch virtual-switch-name> 


<vian-id vian-identifier> 


Release Information 
Command introduced in Junos OS Release 8.5. 
Command introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 


Display the multicast group membership information maintained by IGMP snooping. 


Options 
none—Display the multicast group membership information about all VLANs on which IGMP snooping is 
enabled. 


brief | detail—(Optional) Display the specified level of output. The default is brief. 


NOTE: On QFX Series switches, the output is the same for eitherbrief or detail levels. 


instance routing-instance-name—(Optional) Display the multicast group membership information about 
the specified routing instance. 


interface interface-name—(Optional) Display the multicast group membership information about the 
specified interface. 


vian (vlan-id | vian-name)—(Optional) Display the multicast group membership for the specified VLAN. 
bridge-domain bridge-domain-name—(Optional) Display information about a particular bridge domain. 


group group-name —(Optional) Display information about this group address. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


virtual-switch virtual-switch-name—(Optional) Display information about a particular virtual switch. 


vian-id vlan-identifier—(Optional) Display information about a particular VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


show igmp snooping interface | 1834 
show igmp snooping statistics | 1851 


clear igmp snooping membership | 1735 


List of Sample Output 

show igmp snooping membership on page 1844 

show igmp snooping membership (SRX1500) on page 1845 

show igmp snooping membership detail (SRX1500) on page 1845 

show igmp snooping membership (Exclude Mode) on page 1845 

show igmp snooping membership interface ge-0/1/2.200 on page 1846 

show igmp snooping membership vlan-id 1 on page 1846 

show igmp snooping membership (ELS EX Series switches with MVR) on page 1847 

show igmp snooping membership <detail> (QFX5100 switches—same output with or without detail 
option) on page 1847 


Output Fields 


Table 53 on page 1842 lists the output fields for the show igmp snooping membership command. Output 
fields are listed in the approximate order in which they appear. 


Table 53: show igmp snooping membership Output Fields 


Field Name Field Description Level of Output 
VLAN Name of the VLAN. All 

Instance Routing instance for IGMP snooping. All levels 
Learning Domain | Learning domain for snooping. All levels 


Interface Interface on which this router is a proxy. detail 
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Table 53: show igmp snooping membership Output Fields (continued) 


Field Name 


Data-forwarding 
receiver: yes 


Up Groups or 
Groups 


Group 


Group Mode 


Source 


Last reported by 


Group Timeout 


Field Description Level of Output 


(EX Series switches with Enhanced Layer 2 Software (ELS) only) VLAN All levels 
associated with the interface is configured as a data-forwarding multicast 
receiver VLAN using multicast VLAN registration (MVR). 


NOTE: Interfaces configured on MVR receiver VLANs are listed under 
the associated MVR source VLAN (MVLAN) for which the interface 
forwards multicast streams. 


Number of active multicast groups attached to the logical interface. All levels 


(Not displayed on QFX Series switches) IP multicast address of the detail 
multicast group. 


The following information is provided for the multicast group: 


e Last reporter—Last host to report membership for the multicast group. 


e Receiver count—Number of hosts on the interface that are members 
of the multicast group (field appears only if immediate-leave is 
configured on the VLAN), or number of interfaces that have membership 


ina multicast group. 


e Uptime—Length of time (in hours, minutes, and seconds) a multicast 
group has been active on the interface. 


e timeout—Time (in seconds) left until the entry for the multicast group 
is removed from the multicast group if no membership reports are 
received on the interface. This counter is reset to its maximum value 


when a membership report is received. 

e Flags—The lowest IGMP version in use by a host that is a member of 
the group on the interface. 

e Include source—Source addresses from which multicast streams are 
allowed based on IGMPv3 reports. 


Mode the SSM group is operating in: Include or Exclude. All levels 
Source address used on queries. All levels 
Address of source last replying to the query. All levels 
Time remaining until a group in exclude mode moves to include mode. All levels 


The timer is refreshed when a listener in exclude mode sends a report. A 
group in include mode or configured as a static group displays a zero timer. 


Table 53: show igmp snooping membership Output Fields (continued) 


Field Name Field Description 
Timeout Length of time (in seconds) left until the entry is purged. 
Type Way that the group membership information was learned: 


e Dynamic—Group membership was learned by the IGMP protocol. 


e Static—Group membership was learned by configuration. 


Include receiver | Source address of receiver included in membership with timeout (in 
seconds). 


| Sample Output 


show igmp snooping membership 


user@host> show igmp snooping membership 


Instance: vpls2 


Learning-Domain: vlan-id 2 
Interface: ge-3/0/0.2 

Up Groups: 0 
Interface: ge-3/1/0.2 

Up Groups: 0 
Interface: ge-3/1/5.2 





Up Groups: 0 


Instance: vplsl 


Learning-Domain: vlan-id 1 
Interface: ge-3/0/0.1 

Up Groups: 0 
IMESIerACSs CiSs—Si/ 1/0 il 

Up Groups: 0 
Interface: ge-3/1/5.1 





Up Groups: i 
Crows 233.252 .0.99 





Group mode: Exclude 

SO UECCH OOF ORO 

asic epoca loys 253.259250687 

Group timeout: 173 Type: Dynamic 
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Level of Output 


detail 


All levels 


detail 
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show igmp snooping membership (SRX1500) 


user@host> show igmp snooping membership 


Instance: default-—switch 
Wilaing wil 
Learning-Domain: default 


Interface: ge-0/0/3.0, Groups: 1 
Crows 233. 252.0. 100 





Group mode: Exclude 

SOUBeS OR OR ORO 

Last reported by: Local 

Group timeout: 0O Type: Static 


show igmp snooping membership detail (SRX1500) 


user@host> show igmp snooping membership detail 


VLAN: vlan2 Tag: 2 (Index: 3) 
Router interfaces: 
ge-1/0/0.0 dynamic Uptime: 00:14:24 timeout: 253 
GROUDEEEZ Socorro 
GS-1 /O/l7 0 ZO ihkasic wejoowiceics 10.,.0,.0,.90 Recemwer coumes I 
Uptime: 00:00:19 timeout: 259 Flags: <V3-hosts> 
imelwcl souezees I0.2.i11,5, L0.2,11 12 


show igmp snooping membership (Exclude Mode) 


user@host> show igmp snooping membership 


Instance: vpls2 


Learning-Domain: vlan-id 2 
IMESRIEACSS Cja-3/ 0/0 2 

Up Groups: 0 
Interface: ge-3/1/0.2 

Up Groups: 0 
Interface: ge-3/1/5.2 





Up Groups: 0 


Instance: vplsl 


Learning-Domain: vlan-id 1 
IMESRIEACSS CjS—3/ 0/0. il 

Up Groups: 0 
Interface: ge-3/1/0.1 

Up Groups: 0 
Interface: ge-3/1/5.1 





Up Groups: i 
HOUDs 233.292.0599 





Group mode: Exclude 

SOUBCCH MORON ORO 

IASic ieee! loys 233529250587 

Group timeout: 173 Type: Dynamic 


show igmp snooping membership interface ge-0/1/2.200 


user@host> show igmp snooping membership interface ge-0/1/2.200 


Instance: bridge-domain bar 


Learning-Domain: default 
Interface: ge-0/1/2.200 
Geowias 2S3.252 0,11 
SOuUme Crm Or Or Or 0 
Timeout: SOIL Wyss Sitaieace! 
Eras 221, ilo ib 
Soumess ioe, i211 
Timeout: @ wyees Sireeie 


show igmp snooping membership vlan-id 1 


user@host> show igmp snooping membership vlan-id 1 


Instance: vpls2 
Instance: vplsl 


Learning-Domain: vlan-id 1 
Interface: ge-3/0/0.1 

Up Groups: 0 
UMESIIEACSS CS—3/ 11/0). i 

Up Groups: 0 
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Interface: ge-3/1/5.1 
UPMGEOUPps: 1 
GOW? ZI3— 252 405 IL 





Group mode: Exclude 

Somicese W.05050 

Last reported by: 233.252.0.82 

Group timeout: 209 Type: Dynamic 


show igmp snooping membership (ELS EX Series switches with MVR) 


user@host> show igmp snooping membership 


Instance: default-switch 
Wilaing We 
Learning-Domain: default 


Interface: ge-0/0/0.0, Groups: 0 


Data-forwarding receiver: yes 





Learning-Domain: default 
Interface: ge-0/0/12.0, Groups: 1 
Grou: 23325250 61 





Group mode: Exclude 

S Ouse Cam Or On Ors 0 

Last reported by: Local 

Group timeout: @ wWySEes SiEsE ne 


show igmp snooping membership <detail> (QFX5100 switches—same output with or without detail 
option) 


user@host> show igmp snooping membership detail 
Instance: default-switch 
Vilan: vl100 
Learning-Domain: default 


Limes sa-0/O/S5is0,.0, Ceoujose i 
Grew: Zs. 25250. 1l 





Group mode: Exclude 


Soumcec OM 0R 00 
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| show igmp snooping options 
Syntax 


show igmp snooping options 
<brief | detail> 
instance <instance-name> 


<logical-system logical-system-name> 


Release Information 
Command introduced in Junos OS Release 13.3 for MX Series routers. 


Description 


Show the operational status of point-to-multipoint LSP for IGMP snooping routes. 


Options 


brief | detail—Display the specified level of output per routing instance. The default is brief. 
instance-name—(Optional) Output for the specified routing instance only. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Configuring Point-to-Multipoint LSP with IGMP Snooping | 158 
use-p2mp-Isp | 1700 


multicast-snooping-options | 1450 


List of Sample Output 
show igmp snooping options on page 1849 


| Sample Output 


show igmp snooping options 


user@host> show igmp snooping options 
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| show igmp snooping statistics 
Syntax 


show igmp snooping statistics 

<brief | detail> 

<bridge-domain bridge-domain-name> 
<logical-system logical-system-name> 
<virtual-switch virtual-switch-name> 
<vian-id vian-identifier> 


Release Information 
Command introduced in Junos OS Release 8.5. 
Command introduced in Junos OS Release 18.1R1 for the SR1500 devices. 


Description 


Display IGMP snooping statistics. 


Options 


none—(Optional) Display detailed information. 
brief | detail—(Optional) Display the specified level of output. 
bridge-domain bridge-domain-name—(Optional) Display information about a particular bridge domain. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


virtual-switch virtual-switch-name—(Optional) Display information about a particular virtual switch. 


vlan-id vlan-identifier—(Optional) Display information about a particular VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


show igmp snooping interface | 1834 
show igmp snooping membership | 1841 
clear igmp snooping statistics | 1737 


List of Sample Output 
show igmp snooping statistics on page 1853 
show igmp snooping statistics (SRX1500) on page 1854 
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show igmp snooping statistics logical-systems all on page 1855 
show igmp snooping statistics interface (Bridge Domains Configured) on page 1856 


Output Fields 


Table 54 on page 1852 lists the output fields for the show igmp snooping statistics command. Output fields 


are listed in the approximate order in which they appear. 


Table 54: show igmp snooping statistics Output Fields 


Field Name 


Routing-instance 


IGMP packet 
statistics 


learning-domain 


IGMP Message 
type 


Received 


Sent 


Field Description Level of Output 
Routing instance for IGMP snooping. All levels 


Heading for IGMP snooping statistics for all interfaces or for the specified | All levels 


interface. 
Appears at end of “IGMP packets statistics” line. All levels 
Summary of IGMP statistics: All levels 


e Membership Query—Number of membership queries sent and received. 


e V1 Membership Report—Number of version 1 membership reports 
sent and received. 


e DVMRP—Number of DVMRP messages sent or received. 
e PIM V1—Number of PIM version 1 messages sent or received. 
e Cisco Trace—Number of Cisco trace messages sent or received. 


e V2 Membership Report—Number of version 2 membership reports 
sent or received. 


e Group Leave—Number of group leave messages sent or received. 
e Domain Wide Report—Number of domain-wide reports sent or received. 


e V3 Membership Report—Number of version 3 membership reports 
sent or received. 


e Other Unknown types—Number of unknown message types received. 


e IGMP v3 unsupported type—Number of messages received with 
unknown and unsupported IGMP version 3 message types. 
e IGMP v3 source required for SSM—Number of IGMP version 3 


messages received that contained no source. 


e IGMP v3 mode not applicable for SsM—Number of IGMP version 3 
messages received that did not contain a mode applicable for 
source-specific multicast (SSM). 


Number of messages received. All levels 


Number of messages sent. All levels 


Table 54: show igmp snooping statistics Output Fields (continued) 


Field Name Field Description Level of Output 
Rx errors Number of received packets that contained errors. All levels 

IGMP Global Summary of IGMP snooping statistics for all interfaces. All levels 
Statistics 


e Bad Length—Number of messages received with length errors so severe 
that further classification could not occur. 


e Bad Checksum—Number of messages received with a bad IP checksum. 
No further classification was performed. 


e Rxnon-local—Number of messages received from senders that are not 
local. 


| Sample Output 


show igmp snooping statistics 


user@host> show igmp snooping statistics 


Routing-instance foo 

















IGMP packet statistics for all interfaces in learning-domain vlan-100 
IGMP Message type Received ISXSoWe  IRS< (Shiaiateyats: 
Membership Query 89 By 0 
Vl Membership Report 0 0 0 
DVMRP 0 0 0 
PIM V1 0 0 0 
Cisco Trace 0 0 0 
V2 Membership Report 138) 0 0 
Group Leave 0 0 0 
Domain Wide Report 0 0 0 
V3 Membership Report ASG 0 0 
Other Unknown types 0 
IGMP v3 unsupported type 0 
IGMP v3 source required for SSM AS 
IGMP v3 mode not applicable for SSM 0 
IGMP Global Statistics 





Bad Length 0 





Bad Checksum 0 
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Rx non-local 0 


Routing-instance bar 














IGMP packet statistics for all interfaces in learning-domain vlan-100 
IGMP Message type Received Sige ikex SiciwOnes: 
Membership Query 89 Bl 0 
Vl Membership Report 0 0 0 
DVMRP 0 0 0 
PIM V1 0 0 0 
Cisco Trace 0 0 0 
V2 Membership Report 39) 0 0 
Group Leave 0 0 0 
Domain Wide Report 0 0 0 
V3 Membership Report 136 0 0 
Other Unknown types 0 
IGMP v3 unsupported type 0 
IGMP v3 source required for SSM AS: 
IGMP v3 mode not applicable for SSM 0 
IGMP Global Statistics 





Bad Length 0 
Bad Checksum 0 
Rx non-local 0 


show igmp snooping statistics (SRX1500) 


user@host> show igmp snooping statistics 


Vian: vl 

IGMP Message type Received Seine ike Sici@iels 
Membership Query 

Vl Membership Report 

DVMRP 

PIM V1 


Cisco Trace 

V2 Membership Report 
Group Leave 

Merace Response 
Merace Request 


Domain Wide Report 





eS 2 S&S S&S Ss ec ec & @& &S Ss 
er 2S. “er ~~. fer eS eo) eS Se ea =! 


V3 Membership Report 


a oO 2 2 2 2 2S Oo Ss 2 S&S © 


Other Unknown types 
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show igmp snooping statistics logical-systems all 


user@host> show igmp snooping statistics logical-systems all 


logical-system: default 
Bridge: VPLS-—6 

TEMP SMesisiagemryioc Received Seine ie Siciw@ies 
Membership Query 

Vl Membership Report 
DVMRP 

PIM V1 

Cisco Trace 

V2 Membership Report 
Group Leave 

Mtrace Response 
Merace Request 


Domain Wide Report 


ey S|) 2] ec ec eS oS =| @& c= € 
ey <P ce) er Wer jer 7 oe «er eon 7s 





V3 Membership Report 


SS 2 eo go So oo Ss 2 oS 


Other Unknown types 


Learning-Domain: vlan-id 1041 bridge-domain VS-4-BD-1 





IGMP Message type Received Seime iS SicieO@ies 
Membership Query 0 4 0 
V1 Membership Report 0 0 0 
DVMRP 0 0 0 
PIM V1 0 0 0 
Cisco Trace 0 0 0 
V2 Membership Report 0 0 0 
Group Leave 0 0 0 
Mtrace Response 0 0 0 
Mtrace Request 0 0 0 
Domain Wide Report 0 0 0 
V3 Membership Report 0 0 0 
Other Unknown types 0 
Bridge: VPLS-—p2mp 

IGMP Message type Received Seine ie Siciw@ies 
Membership Query 0 Z 0 
V1 Membership Report 0 0 0 
DVMRP 0 0 0 
ITM WAIL 0 0 0 
Cisco Trace 0 0 0 
V2 Membership Report 0 0 0 
Group Leave 0 0 0 
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Mtrace Response 0 0 0 
Mtrace Request 0 0 0 
Domain Wide Report 0 0 0 
V3 Membership Report 0 0 0 
Other Unknown types 0 
Bridge: VS-BD-1 

IGMP Message type Received Sei iS SiciweOies 
Membership Query 0 6 0 
V1 Membership Report 0 0 0 
DVMRP 0 0 0 
PIM V1 0 0 0 
Cisco Trace 0 0 0 
V2 Membership Report 0 0 0 
Group Leave 0 0 0 
Mtrace Response 0 0 0 
Mtrace Request 0 0 0 
Domain Wide Report 0 0 0 
V3 Membership Report 0 0 0 
Other Unknown types 0 


show igmp snooping statistics interface (Bridge Domains Configured) 


user@host> show igmp snooping statistics interface 


Bridge: bridge-domainl 
IGMP interface packet statistics for ge-2/0/8.0 

IGMP Message type Received Seine ike CicwoOwes 
Membership Query 

Vl Membership Report 
DVMRP 

PIM V1 

Cisco Trace 


V2 Membership Report 





Group Leave 
Murace Response 
Murace Request 


Domain Wide Report 


aS oS 2 2 Se ec oo ec & & & 
_e|S = S&S SF | 2S S&S @&= S&S 


V3 Membership Report 





ea ere cS ec Se ee we oe Ss 


Other Unknown types 


Bridge: bridge-domain2 
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| show igmp-snooping membership 
Syntax 


show igmp-snooping membership 
<brief | detail> 

<interface interface-name> 

<vlan vian-id | vian-name> 


Release Information 

Command introduced in Junos OS Release 9.1 for EX Series switches. 
Command introduced in Junos OS Release 11.1 for the QFX Series. 
IGMPv3 output introduced in Junos OS Release 12.1 for the QFX Series. 


Description 


Display the multicast group membership information maintained by IGMP snooping. 


NOTE: To display similar information on routing devices or switches that support the Enhanced 
Layer 2 Software (ELS) configuration style, use the equivalent command show igmp snooping 
membership. 


Options 


none—Display general parameters. 
brief | detail—(Optional) Display the specified level of output. 
interface interface-name—(Optional) Display IGMP snooping information for the specified interface. 


vlan vian-id | vian-name—(Optional) Display IGMP snooping information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Monitoring IGMP Snooping | 130 

Configuring IGMP Snooping on Switches | 118 
show igmp-snooping route | 1864 

show igmp-snooping statistics | 1868 





show igmp-snooping vlans | 1870 


List of Sample Output 

show igmp-snooping membership on page 1862 

show igmp-snooping membership detail (QFX Series) on page 1862 
show igmp-snooping membership detail (EX Series) on page 1863 
show igmp-snooping membership vlan detail (EX Series) on page 1863 


Output Fields 
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Table 55 on page 1859 lists the output fields for the show igmp-snooping membership command. Output 


fields are listed in the approximate order in which they appear. 


Table 55: show igmp-snooping membership Output Fields 


Field Name Field Description 
VLAN Name of the VLAN. 
Interfaces Interfaces that are members of 


the listed multicast group. 


Tag Numerical identifier of the 
VLAN. 


Level of Output 


All 


All 


detail 


Table 55: show igmp-snooping membership Output Fields (continued) 


Field Name 


Router interfaces 


Field Description 


List of information about 
multicast router interfaces: 


e Name of the multicast router 
interface. 


e static or dynamic—Whether 
the multicast router interface 
is statically or dynamically 
assigned. 


e Uptime—For static interfaces, 
amount of time since the 
interface was configured as a 
multicast-router interface or 
since the interface last 
flapped. For dynamic 
interfaces, amount of time 
since the first query was 
received on the interface or 
since the interface last 
flapped. 


e timeout—Query timeout in 


seconds. 
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Level of Output 


detail 
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Table 55: show igmp-snooping membership Output Fields (continued) 


Field Name 


Group 


Field Description Level of Output 


IP multicast address of the detail 
multicast group. 


The following information is 
provided for the multicast 


group: 


e Last reporter—Last host to 
report membership for the 
multicast group. 


e Receiver count—Number of 
hosts on the interface that are 
members of the multicast 
group (field appears only if 
immediate-leave is 
configured on the VLAN), or 
number of interfaces that 
have membership in a 
multicast group. 

e Uptime—Length of time (in 
hours, minutes, and seconds) 
a multicast group has been 
active on the interface. 


e timeout—Time (in seconds) 
left until the entry for the 
multicast group is removed 
from the multicast group if no 
membership reports are 
received on the interface. This 
counter is reset to its 
maximum value when a 
membership report is 
received. 


e Flags—The lowest IGMP 
version in use by a host that 
is a member of the group on 
the interface. 


e Include source—Source 
addresses from which 
multicast streams are allowed 
based on IGMPv3 reports. 
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| Sample Output 


show igmp-snooping membership 


user@switch> show igmp-snooping membership 





VLAN: vl 

DOE AM dl g Ab os 258 secs 
Interfaces: ge-0/0/0.0 

Aaa Ms da 3 ts 258 secs 
Interfaces: ge-0/0/0.0 

EXE AN AL 6 5) os 258 secs 
Interfaces: ge-0/0/0.0 

BAVA AM elle 7) he 258 secs 
Interfaces: ge-0/0/0.0 

yak Al 5 Al, 5) *s 258 secs 
Interfaces: ge-0/0/0.0 

Dees Ms Al gg AMAL os 258 secs 
Interfaces: ge-0/0/0.0 





show igmp-snooping membership detail (QFX Series) 


user@switch> show igmp-snooping membership detail 


VLAN: v43 Tag: 43 (Index: 4) 
Grows 225.0.0.,2 
Receiver count: 1, Flags: <V3-hosts> 
ge—0/ 0)/ 1520) Uptime: 00001 timeouas 248 last reporter: T0n2 = 0N iG 
tLnciude: source: Liz. 22.41 
VLAN: v44 Tag: 44 (Index: 5) 
Geepjas 2255040, 1 
Receiver count: 1, Flags: <V2-hosts> 
ge-0/0/21.0 Uptime: 00:00:02 timeout: 257 
VLAN: v110 Tag: 110 (Index: 4) 


Router interfaces: 


ge-0/0/3.0 static Uptime: 00:08:45 

ge-0/0/2.0 static Uptime: 00:08:45 

ge-0/0/4.0 dynamic Uptime: 00:16:41 timeout: 254 
Ewowjos 2250.04 3 


Receiver count: 1, Flags: <V3-hosts> 
ge-0/0/5.0 Uptime: 00:00:19 timeout: 259 

Grou: 225.1, 141 

Receiver count: 1, Flags: <V2-hosts> 


ge-0/0/5.0 Uptime: 00:22:43 timeout: 96 
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EGwewjas ZA9.2 5252 
Receiver count: 1, Flags: <V2-hosts Static> 
ge-0/0/5.0 Uptime: 00:23:13 


show igmp-snooping membership detail (EX Series) 


user@switch> show igmp-snooping membership detail 


VLAN: vlan2 Tag: 2 (Index: 3) 
Router interfaces: 
ge-1/0/0.0 dynamic Uptime: 00:14:24 timeout: 253 
Gxouwios 233.2592 .0.99) 
GS-L/O/l7.0 259 Ikasie wejxoiwiceirs 10.0,0.90 Receiver coumes id 
Uptime an OOOO OMietmsouiecse oo mnelaG Sim<Ve Sno sitase 
tinoiluce sources I0,2,i1.5, LO,2,i1, 12 


show igmp-snooping membership vlan detail (EX Series) 


user@switch> show igmp-snooping membership vian vlan700 detail 


VLAN: vlan700 Tag: 700 (Index: 52) 
Router interfaces: 
ae2.0 dynamic Uptime: 16:53:13 timeout: 245 
Grows 29352525061 
50 ge-0/0/1.0 Last reporter: 10.2.188.201 
Uptime: 17:00:52 timeout: 237 Flags: <V2-hosts> 
ge-0/0/0.0 Last reporter: 10.2.188.202 
Uptime: 17:00:50 timeout: 243 Flags: <V2-hosts> 
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| show igmp-snooping route 
Syntax 


show igmp-snooping route 

<brief | detail> 

<ethernet-switching <brief | detail | vlan (vlan-id | vian-name)>> 
<inet <brief | detail | vlan vian-name>> 

<vlan vian-name> 


Release Information 
Command introduced in Junos OS Release 9.1 for EX Series switches. 
Command introduced in Junos OS Release 11.1 for the QFX Series. 


Description 


Display IGMP snooping route information. 


NOTE: This command is only available on switches that do not support the Enhanced Layer 2 
Software (ELS) configuration style. 


Options 


none—Display general route information for all VLANs on which IGMP snooping is enabled. 

brief | detail—(Optional) Display the specified level of output. The default is brief. 
ethernet-switching—(Optional) Display information on Layer 2 multicast routes. This is the default. 
inet—(Optional) Display information for Layer 3 multicast routes. 


vlan vian-name—(Optional) Display route information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Monitoring IGMP Snooping | 130 
Configuring IGMP Snooping on Switches | 118 
show igmp-snooping statistics | 1868 





show igmp-snooping vlans | 1870 


List of Sample Output 
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show igmp-snooping route on page 1865 


show igmp-snooping route vlan v1 on page 1866 


show igmp-snooping route detail on page 1866 


show igmp-snooping route inet detail on page 1866 


Output Fields 


Table 56 on page 1865 lists the output fields for the show igmp-snooping route command. Output fields are 
listed in the approximate order in which they appear. Some output fields are not displayed by this command 


on some devices. 


Table 56: show igmp-snooping route Output Fields 


Field Name 


Table 


Routing Table 
VLAN 
Group 


Interface or Interfaces 


Next-hop 
Layer 2 next-hop 


Routing next-hop 


| Sample Output 


show igmp-snooping route 


Field Description 


Routing table ID for virtual routing instances, or O on devices where 
this is not used. 


Routing table ID for virtual routing instances. 


Name of the VLAN for which IGMP snooping is enabled. 


Multicast IPv4 group address. 


Name of the interface or interfaces in the VLAN associated with the 


multicast group. 


ID associated with the next-hop device. 


ID associated with the Layer 2 next-hop device. 


ID associated with the Layer 3 next-hop device. 


user@switch> show igmp-snooping route 


VLAN Group 

Vil 2A A ths dp 
Interfaces: 

VLAN Group 


Next—hop 
es BS)s) 


ge-0/0/13.0, ge-0/0/1.0 


Next—hop 


vl2 


22 AP ele Sie 


Interfaces: 


ge-—O/0/13.0), 


show igmp-snooping route vlan v1 


534 
ge-0/0/0.0 


user@switch> show igmp-snooping route vian v1 


Table: 0 


VLAN 


vl 


vl 


val 


wil 


vals 


vl 


In 


elieral 


In 


iin 


pista 


plisral 


Group 


224 
ESICEACESS & 
224 
ESIESICSS 
224 
ESIIESIOCSS 
224 
ESIIACESE 
224 


terfaces: 





224 





terfaces: 


pelle della: 7 
ge-0/0/0.0 
pil gilnsia: * 
ge-0/0/0.0 
pdigike wie oe 
ge-0/0/0.0 
sla dee 
ge-0/0/0.0 
piled yg * 
ge-0/0/0.0 
cdl ull Salas 
ge-0/0/0.0 





show igmp-snooping route detail 


Next—hop 


1266 


1266 


1266 


1266 


1266 





1266 


user@switch> show igmp-snooping route detail 


VLAN Group 

default DIS BDA sOo0 5 * 

vian100 BIS 5 AOA 5050, © 
Interfaces: ge-1/0/1.0 

VLAN Group 

vian100 BOS AOA 5 Os ig 
Interfaces: ge-1/0/1.0, 


show igmp-snooping route inet detail 


Next—hop 


1332 


Next—hop 


1334 
ge-5/0/30.0 


user@switch> show igmp-snooping route inet detail 


Routing table: 0 


Group: 


BIS 554 605 dbp 


12 4 LOS), 6). LOW 


Routing next—hop: 3448 
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| show igmp-snooping statistics 
Syntax 


show igmp-snooping statistics 


Release Information 
Command introduced in Junos OS Release 9.1 for EX Series switches 
Command introduced in Junos OS Release 11.1 for the QFX Series. 


Description 


Display IGMP snooping statistics information. 


NOTE: To display similar information on routing devices or switches that support the Enhanced 
Layer 2 Software (ELS) configuration style, use the equivalent command show igmp snooping 
statistics. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Monitoring IGMP Snooping | 130 
Configuring IGMP Snooping on Switches | 118 
show igmp-snooping route | 1864 





show igmp-snooping vlans | 1870 


List of Sample Output 
show igmp-snooping statistics on page 1869 


Output Fields 
Table 57 on page 1868 lists the output fields for the show igmp-snooping statistics command. Output fields 
are listed in the approximate order in which they appear. 


Table 57: show igmp-snooping statistics Output Fields 


Field Name Field Description 


Bad length IGMP packet has illegal or bad length. 
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Table 57: show igmp-snooping statistics Output Fields (continued) 


Field Name 


Bad checksum 


Invalid interface 


Not local 


Receive unknown 


Timed out 


IGMP Type 


Received 


Transmitted 


Recv Errors 


| Sample Output 


show igmp-snooping statistics 


Field Description 


IGMP or IP checksum is incorrect. 


Packet was received through an invalid interface. 


Number of packets received from senders that are not local, or O if not 


used (on some devices). 


Unknown IGMP type. 


Number of timeouts for all multicast groups, or O if not used (on some 


devices). 


Type of IGMP message (Queries, Reports, Leaves, or Other). 


Number of IGMP packets received. 


Number of IGMP packets transmitted. 


Number of general receive errors, for packets received that did not 
conform to IGMP version 1 (IGMPv1), IGMPv2, or IGMPv3 standards. 


user@switch> show igmp-snooping statistics 


Bad length: 


0 Bad checksum: 


OM invaltitd ant cratace 0) 


Not local: OQ Receive unknown: O Timed out: 58 


IGMP Type 


Queries: 
Reports: 
Leaves: 
Other: 





Received Transmitted Recv Errors 
74295 0 0 
18148423 0 GSE S526 
0 0 0 
0 0 0 
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| show igmp-snooping vlans 
Syntax 


show igmp-snooping vlans 
<brief | detail> 


<vlan vian-id | vian-name> 


Release Information 
Command introduced in Junos OS Release 9.1 for EX Series switches 
Command introduced in Junos OS Release 11.1 for the QFX Series. 


Description 


Display IGMP snooping VLAN information. 


NOTE: To display similar information on routing devices or switches that support the Enhanced 
Layer 2 Software (ELS) configuration style, use equivalent commands such as show igmp snooping 
interface. 


Options 


none—Display general IGMP snooping information for all VLANs on which IGMP snooping is enabled. 
brief | detail—(Optional) Display the specified level of output. The default is brief. 


vian vian-id | vlan vian-number—(Optional) Display VLAN information for the specified VLAN. 


Required Privilege Level 


view 


RELATED DOCUMENTATION 


Monitoring IGMP Snooping | 130 

Configuring IGMP Snooping on Switches | 118 
Verifying IGMP Snooping on EX Series Switches | 132 
show igmp-snooping route | 1864 

show igmp-snooping statistics | 1868 





List of Sample Output 
show igmp-snooping vlans on page 1872 


show igmp-snooping vlans vlan on page 1872 


show igmp-snooping vlans detail on page 1872 


show igmp-snooping vlans vlan detail on page 1873 


Output Fields 


Table 58 on page 1871 lists the output fields for the show igmp-snooping vlans command. Output fields are 
listed in the approximate order in which they appear. Some output fields are not displayed by this command 


on some devices. 


Table 58: show igmp-snooping vians Output Fields 


Field Name 


VLAN 


IGMP-L2-Querier 


Interfaces 


Groups 


MRouters 


Receivers 


RxVlans 


Tag 


tagged | untagged 


vlan-interface 


Membership timeout 


Querier timeout 


Interface 


Field Description 


Name of the VLAN. 


Source address for IGMP snooping queries (if switch is an IGMP 
querier) 


Number of interfaces in the VLAN. 


Number of groups in the VLAN to which the interface belongs. 


Number of multicast routers associated with the VLAN. 


Number of host receivers in the VLAN. Indicates how many VLAN 
interfaces would receive data because of IGMP membership. 


Number of multicast VLAN registration (MVR) receiver VLANs 
configured for that MVR source VLAN. 


Numerical identifier of the VLAN (VLAN tag). 
Interface accepts tagged (802.1Q) packets for trunk mode and 
tagged-access mode ports, or untagged (native VLAN) packets for 


access mode ports. 


Internal VLAN interface identifier or Layer 3 interface associated 
with the VLAN. 


Membership timeout value. 


Maximum length of time the switch waits to take over as IGMP 
querier if no query is received. 


Name of the interface. 


Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


detail 


detail 


detail 


detail 


detail 


detail 


Table 58: show igmp-snooping vlans Output Fields (continued) 


Field Name Field Description 


Reporters Number of hosts on the interface that are current members of 


multicast groups. This field appears only when immediate-leave is 
configured on the VLAN. 


Router Interface is a multicast router interface. 


| Sample Output 


show igmp-snooping vlans 


user@switch> show igmp-snooping vlans 


VLAN Interfaces Groups MRouters Receivers 
default 0 0 0 0 
v1 Lil 50 0 0 
v10 iL 0 0 0 
vil Al 0 0 0 
v180 5 0 il 0 
v181 3 0 0 0 
v182 3 0 0 0 





show igmp-snooping vlans vlan 


user@switch> show igmp-snooping vlans vlan v10 


user@switch> show igmp-snooping vlans vlan v10 


VLAN Interfaces Groups MRouters Receivers 
v10 1 0 0 0 


show igmp-snooping vlans detail 


user@switch> show igmp-snooping vlans detail 


Vi 


Vi 


LAN: default, Tag: 0 


Membership timeout: 54, Querier timeout: 52 





LAN: v2146-API, Tag: 2146, vlan-interface: vlan.2146 


Membership timeout: 54, Querier timeout: 52 


Interface: ae0Q.0, tagged, Groups: 0, Reporters: 0, 


Level of Output 


detail 
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Interface: 
Interface: 
Interface: 
Interface: 
Interface: 


Interface: 





Interface: 


ge-7/0/21. 
ge-1/0/24. 
ge-1/0/25. 
ge-1/0/26. 
ge-1/0/36. 
ge-1/0/37. 
ge-1/0/38. 


untagged, Groups: 


~ 
~ 


, untagged, Groups: 
, untagged, Groups: 
tagged, Groups: 
, untagged, Groups: 


, untagged, Groups: 





SE oS 2] 2 & @& © 
~ 


~ 


se eS ef oe eS & 
~ 
G 
2 


G 
5) 


tagged, Groups: 


show igmp-snooping vlans vlan detail 


user@switch> show igmp-snooping vians vlan v10 detail 


WEAN sO bag: 


Interface: 


10, wikein= 


IGMP-L2-Querier: Stopped, 


interface: vlan.10 


ge-0/0/10.0, tagged, Groups: 


0 


RePOrters: 
Reporters: 
Reporters: 
Reporters: 
Reporters: 


REPOFLEGrs: 





Reporters: 


SourceAddress: 10.10.1.2 


So 2 Ca a & & 
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| show igmp statistics 


List of Syntax 

Syntax on page 1874 

Syntax (MX Series) on page 1874 

Syntax (EX Series and QFX Series) on page 1874 


Syntax 


show igmp statistics 

<brief | detail> 

<interface interface-name> 
<logical-system (all | logical-system-name)> 


Syntax (MX Series) 


show igmp statistics 

<brief | detail> 

(<continuous> | <interface interface-name>) 
<logical-system (all | logical-system-name)> 


Syntax (EX Series and QFX Series) 


show igmp statistics 
<brief | detail> 


<interface interface-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for QFX Series switches. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
continuous option added in Junos OS Release 19.4R1 for MX Series routers. 


Description 


Display Internet Group Management Protocol (IGMP) statistics. 


By default, Junos OS multicast devices collect statistics of received and transmitted IGMP control messages 
that reflect currently active multicast group subscribers. 


Some devices also automatically maintain continuous IGMP statistics globally on the device in addition to 
the default active subscriber statistics—these are persistent, continuous statistics of received and transmitted 
IGMP control packets that account for both past and current multicast group subscriptions processed on 


1875 


the device. With continuous statistics, you can see the total count of IGMP control packets the device 
processed since the last device reboot or clear igmp statistics continuous command. The device collects 
and displays continuous statistics only for the fields shown in the IGMP packet statistics output section 
of this command, and does not display the IGMP Global statistics section. 


Devices that support continuous statistics maintain this information in a shared database and copy it to 
the backup Routing Engine at a configurable interval to avoid too much processing overhead on the Routing 
Engine. These actions preserve statistics counts across the following events or operations (which doesn’t 
happen for the default active subscriber statistics): 


e Routing daemon restart 
e Graceful Routing Engine switchover (GRES) 
e In-service software upgrade (ISSU) 


e Line card reboot 


You can change the default interval (300 seconds) using the cont-stats-collection-interval configuration 
statement at the [edit routing-options multicast] hierarchy level. 


You can display either the default currently active subscriber statistics or continuous subscriber statistics 
(if supported), but not both at the same time. Include the continuous option to display continuous statistics, 
otherwise the command displays the statistics only for active subscribers. 


Run the clear igmp statistics command to clear the currently active subscriber statistics. On devices that 
support continuous statistics, run the clear command with the continuous option to clear all continuous 
statistics. You must run these commands separately to clear both types of statistics because the device 
maintains and clears the two types of statistics separately. 


Options 


none—Display IGMP statistics for all interfaces. These statistics represent currently active subscribers. 
brief | detail—(Optional) Display the specified level of output. 


continuous—(Optional) Display continuous IGMP statistics that account for both past and current multicast 
group subscribers instead of the default statistics that only reflect currently active subscribers. This 
option is not available with the interface option for interface-specific statistics. 


interface interface-name—(Optional) Display IGMP statistics about the specified interface only. This option 
is not available with the continuous option. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 
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RELATED DOCUMENTATION 


clear igmp statistics | 1739 


List of Sample Output 

show igmp statistics on page 1878 

show igmp statistics interface on page 1879 
show igmp statistics continuous on page 1879 


Output Fields 
Table 59 on page 1876 describes the output fields for the show igmp statistics command. Output fields are 
listed in the approximate order in which they appear. 


Table 59: show igmp statistics Output Fields 


Field Name Field Description 
IGMP packet Heading for IGMP packet statistics for all interfaces or for the specified interface name. 
statistics 


NOTE: Shows currently active subscriber statistics in this section by default, or when the 
command includes the continuous option, shows continuous, persistent statistics that account 


for all IGMP control packets processed on the device. 
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Table 59: show igmp statistics Output Fields (continued) 


Field Name 


IGMP Message type 


Received 


Sent 


Rx errors 


Max Rx rate (pps) 


Field Description 


Summary of IGMP statistics: 


e Membership Query—Number of membership queries sent and received. 

e V1 Membership Report—Number of version 1 membership reports sent and received. 
e DVMRP—Number of DVMRP messages sent or received. 

e PIM V1—Number of PIM version 1 messages sent or received. 

e Cisco Trace—Number of Cisco trace messages sent or received. 

e V2 Membership Report—Number of version 2 membership reports sent or received. 
e Group Leave—Number of group leave messages sent or received. 

e Mtrace Response—Number of Mtrace response messages sent or received. 

e Mtrace Request—Number of Mtrace request messages sent or received. 

e Domain Wide Report—Number of domain-wide reports sent or received. 

e V3 Membership Report—Number of version 3 membership reports sent or received. 
e Other Unknown types—Number of unknown message types received. 


e IGMP v3 unsupported type—Number of messages received with unknown and unsupported 
IGMP version 3 message types. 


e IGMP v3 source required for SSsM—Number of IGMP version 3 messages received that 
contained no source. 


e IGMP v3 mode not applicable for SSsM—Number of IGMP version 3 messages received that 
did not contain a mode applicable for source-specific multicast (SSM). Beginning with certain 
releases, this type includes records received for groups in the SSM range of addresses and 
in which the mode is MODE_IS_EXCLUDE or CHANGE_TO_EXCLUDE_MODE. This includes 
records with a non-empty source list. 


Number of messages received. 


Number of messages sent. 


Number of received packets that contained errors. 


Maximum number of IGMP packets received during 1 second interval. 
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Table 59: show igmp statistics Output Fields (continued) 


Field Name Field Description 
IGMP Global Summary of IGMP statistics for all interfaces. 
Statistics 


NOTE: These statistics are not supported or displayed with the continuous option. 


e Bad Length—Number of messages received with length errors so severe that further 
classification could not occur. 


e Bad Checksum—Number of messages received with a bad IP checksum. No further 
classification was performed. 


e Bad Receive If—Number of messages received on an interface not enabled for IGMP. 
e Rx non-local—Number of messages received from senders that are not local. 


e Timed out—Number of groups that timed out as a result of not receiving an explicit leave 
message. 


e Rejected Report—Number of reports dropped because of the IGMP group policy. 


e Total Interfaces—Number of interfaces configured to support IGMP. 


| Sample Output 


show igmp statistics 


user@host> show igmp statistics 


IGMP packet statistics for all interfaces 


IGMP Message type Received Sen ROE SicwOies) 


ct 


Membership Query 8883 45 
Vl Membership Report 0 

DVMRP 

PIM V1 

Cisco Trace 

v2 Membership Report 
Group Leave 

Mtrace Responss 
Merace Request 


Domain Wide Report 





ey S| =S oe ec S&S & &S S&S 
Ce Cy tay Ra Cea a a ee RS 


V3 Membership Report 
Other Unknown types 

IGMP v3 unsupported type 
IGMP v3 source required for SSM 


ao oS oS 2 Cc Oo Gc ec eo a oS ec 2 2 


IGMP v3 mode not applicable for SSM 


IGMP Global Statistics 
Bad Length 

Bad Checksum 

Bad Receive If 

Reenon— ocak 


Timed out 


Rejected Report 





Total Interfaces 


Max Rx rate (pps) 


show igmp statistics interface 


user@host> show igmp statistics interface fe-1/0/1.0 


1536 


IGMP interface packet statistics for fe-1/0/1.0 


IGMP Message type 
Membership Query 
Vl Membership Report 


Received 
0 
0 


show igmp statistics continuous 


user@host> show igmp statistics continuous 


Sent 


2S 


IGMP packet statistics for all interfaces 


IGMP Message type 
Membership Query 

Vl Membership Report 
DVMRP 

PIM V1 

Cisco Trace 

V2 Membership Report 
Group Leave 

Merace Response 
Merace Request 
Domain Wide Report 
V3 Membership Report 
Other Unknown types 


Received 


ty Se SoS ec & oe S&S & & eS 


IGMP v3 unsupported type 


IGMP v3 source required for SSM 


IGMP v3 mode not applicable for SSM 


Sent 


0 
0 


¢ 





er w. ~~ ~~ Jeo je! jer wer Se) Sy ke) 


Rx errors 
0 
0 


RX errors 


ao Co aa a 2 2 2 2 =e 28 ec 2S eS SS 
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| show ingress-replication mvpn 


Syntax 


show ingress-replication mvpn 


Release Information 


Command introduced in Junos OS Release 10.4. 


Description 


Display the state and configuration of the ingress replication tunnels created for the MVPN application 


when using the mpls-internet-multicast routing instance type. 


Required Privilege Level 


View 


List of Sample Output 


show ingress-replication mvpn on page 1881 


Output Fields 


Table 60 on page 1880 lists the output fields for the show ingress-replication mvpn command. Output fields 


are listed in the approximate order in which they appear. 


Table 60: show ingress-replication mvpn Output Fields 


Field Name 


Ingress tunnel 


Application 


Unicast tunnels 


Leaf address 


Tunnel type 


Mode 


State 


Field Description 


Identifies the MVPN ingress replication tunnel. 


Identifies the application (MVPN). 


List of unicast tunnels in use. 


Address of the tunnel. 


Identifies the unicast tunnel type. 


Indicates whether the tunnel was created as a new tunnel for the 
ingress replication, or if an existing tunnel was used. 


Indicates whether the tunnel is Up or Down. 
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| Sample Output 


show ingress-replication mvpn 


user@host> show ingress-replication mvpn 


Ingress Tunnel: mvpn:1 
Application: MVPN 


Unicast tunnels 


Leaf Address Tunnel-type Mode 
10 -295.6245 62 P2P LSP New 
10 , A455) .245 4 P2P LSP New 





Ingress Tunnel: mvpn:2 
Application: MVPN 
Unicast tunnels 
Leaf Address Tunnel-type Mode 
WO. 293.243 62 PZ ISP Existing 





State 
Up 
Up 


State 
Up 
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| show interfaces (Multicast Tunnel) 


Syntax 


show interfaces interface-type 
<brief | detail | extensive | terse> 
<descriptions> 

<media> 

<snmp-index snmp-index> 
<statistics> 


Release Information 
Command introduced before Junos OS Release 7.4. 


Description 
Display status information about the specified multicast tunnel interface and its logical encapsulation and 
de-encapsulation interfaces. 


Options 
interface-type—On M Series and T Series routers, the interface type is mt-fpc/pic/port. 


brief | detail | extensive | terse—(Optional) Display the specified level of output. 
descriptions—(Optional) Display interface description strings. 

media—(Optional) Display media-specific information about network interfaces. 

snmp-index snmp-index—(Optional) Display information for the specified SNMP index of the interface. 


statistics—(Optional) Display static interface statistics. 


Additional Information 

The multicast tunnel interface has two logical interfaces: encapsulation and de-encapsulation. These 
interfaces are automatically created by the Junos OS for every multicast-enabled VPN routing and 
forwarding (VRF) instance. The encapsulation interface carries multicast traffic traveling from the edge 
interface to the core interface. The de-encapsulation interface carries traffic coming from the core interface 
to the edge interface. 


Required Privilege Level 
view 


List of Sample Output 

show interfaces (Multicast Tunnel) on page 1884 

show interfaces brief (Multicast Tunnel) on page 1884 
show interfaces detail (Multicast Tunnel) on page 1884 


show interfaces extensive (Multicast Tunnel) on page 1885 
show interfaces (Multicast Tunnel Encapsulation) on page 1887 
show interfaces (Multicast Tunnel De-Encapsulation) on page 1887 


Output Fields 
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Table 61 on page 1883 lists the output fields for the show interfaces (Multicast Tunnel) command. Output 
fields are listed in the approximate order in which they appear. 


Table 61: Multicast Tunnel show interfaces Output Fields 


Field Name 


Physical Interface 


Physical interface 


Enabled 


Interface index 


SNMP iflndex 


Generation 


Type 


Link-level type 


MTU 


Speed 


Hold-times 


Device flags 


Interface flags 


Input Rate 


Output Rate 


Field Description 


Name of the physical interface. 


State of the interface. Possible values are described in the “Enabled Field” 
section under Common Output Fields Description. 


Physical interface's index number, which reflects its initialization sequence. 


SNMP index number for the physical interface. 


Unique number for use by Juniper Networks technical support only. 


Type of interface. 


Encapsulation used on the physical interface. 


MTU size on the physical interface. 


Speed at which the interface is running. 


Current interface hold-time up and hold-time down, in milliseconds. 


Information about the physical device. Possible values are described in 
the “Device Flags” section under Common Output Fields Description. 


Information about the interface. Possible values are described in the 
“Interface Flags” section under Common Output Fields Description. 


Input rate in bits per second (bps) and packets per second (pps). 


Output rate in bps and pps. 


Level of Output 


All levels 


All levels 


detail extensive none 


detail extensive none 


detail extensive 


All levels 


All levels 


All levels 


All levels 


detail extensive 


All levels 


All levels 


None specified 


None specified 
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Table 61: Multicast Tunnel show interfaces Output Fields (continued) 


Field Name Field Description Level of Output 
Statistics last Time when the statistics for the interface were last set to zero. detail extensive 
cleared 


Traffic statistics | Number and rate of bytes and packets received and transmitted on the — All levels 
physical interface. 


e Input bytes—Number of bytes received on the interface. 


Output bytes—Number of bytes transmitted on the interface. 


e Input packets—Number of packets received on the interface. 


Output packets—Number of packets transmitted on the interface. 


| Sample Output 


show interfaces (Multicast Tunnel) 


user@host> show interfaces mt-1/2/0 





Physical interface: mt-1/2/0, Enabled, Physical link is Up 
Interface index: 145, SNMP if Index: 41 
Type: Multicast-GRE, Link-level type: GRE, MTU: Unlimited, Speed: 800mbps 





Device flags : Present Running 





Interface flags: SNMP-Traps 
Input rate OM OD SME COM OOS) 
Output rate 8 0) Jos (0) jojos)) 


show interfaces brief (Multicast Tunnel) 


user@host> show interfaces mt-1/2/0 brief 





Physical interface: mt-1/2/0, Enabled, Physical link is Up 
Type: Multicast-GRE, Link-level type: GRE, MTU: Unlimited, Speed: 800mbps 





Device flags : Present Running 





Interface flags: SNMP-Traps 


show interfaces detail (Multicast Tunnel) 


user@host> show interfaces mt-1/2/0 detail 


























Physical interface: mt-1/2/0, Enabled, Physical link is Up 
Interface index: 145, SNMP ifIndex: 41, Generation: 28 
Type: Multicast-GRE, Link-level type: GRE, MTU: Unlimited, Speed: 800mbps 
Hold-times Up 0 ms, Down 0 ms 
Device flags Present Running 
Interface flags: SNMP-Traps 
Statistics last cleared: Never 
eat tcmsisatasicenese 
Input bytes 170664562 560000 bps 
Output bytes 12345376 368176 bps 
Input packets: 2439107 1000 pps 
Output packets: 2439120 1000 pps 
show interfaces extensive (Multicast Tunnel) 
user@host> show interfaces mt-1/2/0 extensive 
Physical interface: mt-1/2/0, Enabled, Physical link is Up 
Interface index: 141, SNMP ifIndex: 529, Generation: 144 
Type: Multicast-GRE, Link-level type: GRE, MTU: Unlimited, Speed: 800mbps 
Hold-times : Up 0 ms, Down O ms 
Device flags Present Running 
Interface flags: SNMP-Traps 
Statistics last cleared: Never 
ea kt tcmsitzatissiceesr 
Input bytes 170664562 560000 bps 
Output bytes IPA SVAN) 3} 7) 63 SOcIwiow bps 
Input packets: 2439107 1000 pps 
Output packets: 2439120 1000 pps 
IPv6 transit statistics: 
Input bytes 0 
Output bytes 0 
Input packets: 0 
Output packets: 0 


Logical interface mt-1/2/0.32768 


(Index 83) 





Flags: Point-To-Point SNMP-Traps 0x4000 IP-Header 
192.0.2.1:10.0.0.6:47:df:64:0000000800000000 Encapsulation: 
TREuEELSe SiPeie Sic ies 2 
Input bytes 170418430 
Output bytes 112070294 
Input packets: 2434549 
Output packets: ZAS 5S, 





(SNMP ifIndex 556) 


(Generation 148) 


GRE-NULL 
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Logical interface mt-1/2/0.1081344 


149) 


WP ie Steels wes 3 
Input bytes 
Output bytes 
Input packets: 
Output packets: 
local sicaicisicies 3 
Input bytes 
Output bytes 
Input packets: 
Output packets: 
WesiaASse Sieee Sic 6s) s 
Input bytes 
Output bytes 
Input packets: 
Output packets: 
IPVios Eransaite Stat ustres: 
Input bytes 
Output bytes 





Input packets: 

Output packets: 
PeoroOColl aimee, WuruUe Ib 72, 

Flags: None 


Protocol inet6, MTU: 1572, 


Flags: None 


0 
0 
0 
0 
0 
80442 
0 
LOS 
170418430 560000 bps 
LLULMIS SZ Sis iiGm oes 
2434549 1000 pps 
2434562 1000 pps 
0 
0 
0 
0 
Generation: 182, Route table: 4 
Generation: 183, Route table: 4 
(Index 84) (SNMP ifIndex 560) 





Flags: Point-To-Point SNMP-Traps 0x6000 Encapsulation: 


WeButiEle Sireicisiciess 
Input bytes 
Output bytes 
Input packets: 
Output packets: 
IPv6 transit statistics: 
Input bytes 
Output bytes 





Input packets: 
Output packets: 
local SiesiciseLess 
Input bytes 
Output bytes 
Input packets: 
Output packets: 


UCAMSINC SEMCLSCUS 3 


246132 
355524 
4558 
4558 


es, oe ~ S&S 


246132 


4558 


GRI 





E-NULL 


(Generation 
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1887 





Input bytes : 0 0 bps 
Output bytes : 355524 0 bps 
Input packets: 0 0 pps 
Output packets: 4558 0 pps 
IPWS EXAMS StacLsties ¢g 

Input bytes 0 

Output bytes 0 

Input packets: 0 

Output packets: 0 


Protocol inet, MTU: Unlimited, Generation: 184, Route table: 4 
Flags: None 

Protocol inet6, MTU: Unlimited, Generation: 185, Route table: 4 
Flags: None 


show interfaces (Multicast Tunnel Encapsulation) 


user@host> show interfaces mt-3/1/0.32768 


Logical interface mt-3/1/0.32768 (Index 67) (SNMP ifIndex 0) 
Flags: Point-To-Point SNMP-Traps 0x4000 
IP-Header 198.51.100.1:10.255.70.15:47:d£:64:0000000800000000 
Encapsulation: GRE-NULL 





ig ay oC ou oy- Koll. <—1er- nO) 
Output packets: 2 





Protocol inet, MTU: Unlimited 


Flags: None 


show interfaces (Multicast Tunnel De-Encapsulation) 


user@host> show interfaces mt-3/1/0.49152 


Logical interface mt-3/1/0.49152 (Index 74) (SNMP ifIndex 0) 
Flags: Point-To-Point SNMP-Traps 0x6000 Encapsulation: GRE-NULL 








Input packets : 0 
Output packets: 2 
IMO OCeIL siasic,, MANUS iUfoilabiqalieeye! 
Flags: None 
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| show mld group 


Syntax 


show mld group 

<brief | detail> 

<group-name> 

<logical-system (all | logical-system-name)> 


Release Information 
Command introduced before Junos OS Release 7.4. 


Description 


Display information about Multicast Listener Discovery (MLD) group membership. 


Options 


none—Display standard information about all MLD groups. 
brief | detail—(Optional) Display the specified level of output. 
group-name—(Optional) Display MLD information about the specified group. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 


view 


RELATED DOCUMENTATION 


clear mld membership | 1743 


List of Sample Output 

show mld group (Include Mode) on page 1889 

show mld group (Exclude Mode) on page 1890 
show mld group brief on page 1891 

show mld group detail (Include Mode) on page 1891 
show mld group detail (Exclude Mode) on page 1892 


Output Fields 
Table 62 on page 1889 describes the output fields for the show mld group command. Output fields are listed 
in the approximate order in which they appear. 


Table 62: show mld group Output Fields 


Field Name 


Interface 


Group 


Source 


Group Mode 


Last reported by 


Source timeout 


Timeout 


Group timeout 


Type 


Field Description 


Name of the interface that received the MLD membership report; local 
means that the local router joined the group itself. 


Group address. 

Source address. 

Mode the SSM group is operating in: Include or Exclude. 

Address of the host that last reported membership in this group. 

Time remaining until the group traffic is no longer forwarded. The timer 
is refreshed when a listener in include mode sends a report. A group in 
exclude mode or configured as a static group displays a zero timer. 
Time remaining until the group membership is removed. 

Time remaining until a group in exclude mode moves to include mode. 
The timer is refreshed when a listener in exclude mode sends a report. A 


group in include mode or configured as a static group displays a zero timer. 


Type of group membership: 


e Dynamic—Host reported the membership. 


e Static—Membership is configured. 


| Sample Output 


show mld group 
(Include Mode) 


user@host> show mld group 


Interface: 


Group: 


fe-0/1/2.0 
1c O29 Gil orc ie) 9 heey 7) 


Group mode: Include 


Source: 
Last reported by: fe80::2e0:81ff:fe05:1a67 


Timeout: 245 Type: Dynamic 


Group: 


IIc OZS Gil siete oe 3 Se 
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Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


detail 


brief none 


detail 


All levels 


Group mode: Include 
SOURS 
Last reported by: fe80::2e0:81ff:fe05:1a67 
Timeout: 241 Type: Dynamic 

Group: ££02::2:43e:d/£6 
Group mode: Include 
Source: 
Last reported by: fe80::2e0:81ff:fe05:1a67 
Timeout: 244 Type: Dynamic 

Eos sic 0Ss ee 
Group mode: Include 
Source: 
Last reported by: fe80::2e0:81ff:fe05:1a67 
Timeout: 244 Type: Dynamic 

Interface: local 

Grogs 102992 
Soumce: 
Last reported by: Local 
Timeout: 0 Type: Dynamic 

EreOyelg seicO 29 8 LS 
SOUmCer 
Last reported by: Local 


Timeout: 0 Type: Dynamic 


show mld group (Exclude Mode) 


user@host> show mld group 


Interface: ge-0/2/2.0 
Interface: ge-0/2/0.0 
CROWDS 1OZS eS 
SOURCE: 
Last reported by: fe80::21f:12ff:feb6:4b3a 
Timeout: 245 Type: Dynamic 
Exes wil 23 ILS 
Source: 
Last reported by: fe80::21f:12ff:feb6:4b3a 
Timeout: 28 Type: Dynamic 
Interface: local 
Exoulos wiOZy 2 
SoumBcer 
Last reported by: Local 
Timeout: 0 Type: Dynamic 
Eraoyelos i810 29 gil6 
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Source: 


Last reported by: Local 


Timeout: O Type: 


show mld group brief 


The output for the show mld group brief command is identical to that for the show mld group command. 
For sample output, see show mld group (Include Mode) on page 1889 show mld group (Exclude Mode) on 


page 1890. 


show mld group detail (Include Mode) 


user@host> show mld group detail 


Interface: fe-0/1/2.0 
GROUO rs HO Oile rr tO kalon, 


Group mode: Include 
Source: 

Last reported by: fe80 
Timeout: 224 Type: 


(CHOW s1OZ8 § il siewAs sesHe@ 


Group mode: Include 


Source: 


Last reported by: fe80: 


Timeout: 220 Type: 


Group? £LO2Z:32743e:d/£6 


Group mode: Include 


Source: 


Last reported by: fe80: 


Timeout: 223 Type: 


Grou, i022 


Group mode: Include 


Source: 


Last reported by: fes80: 


Timeout: 223 Type: 


Himeereieaicisss Sto 1L/0// il, 0 
Grou: wirO23 bz 


Group mode: Include 


Source: 


Last reported by: fe80: 


Timeout: 258 Type: 


Interface: local 
Exes wiW2ye2 


Group mode: Include 


Dynamic 


See Oreo ilertatars 


Dynamic 


Dynamic 


Dynamic 


Dynamic 


Dynamic 


Ze Ope iletee 


6 VEN) 6 (shilsear 9 


9 AENO Gishilseir 9 


SABO GAB iirc 9 


fe05: 


fe05: 


fe05: 


fe05: 


fel5: 


1la67 


1la67 


1a67 


1la67 


£445 
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Source: 


Last reported by: Local 


Timeout: 
Groupe 02s kG 


Source: 


0 Type: Dynamic 


Last reported by: Local 


Timeout: 


0 Type: Dynamic 


show mld group detail (Exclude Mode) 


user@host> show mld group detail 


Interface: ge-0/2/2.0 


Interface: ge-0/2/0.0 


CROWS i1OZS ES 
Group mode: 


Source: 





Exclude 


Source timeout: 0 
Last reported by: fe80::21f:12ff:feb6:4b3a 


Group timeou 
Eroyoyos 11029 S16 
Group mode: 


Source: 


Es 226 Type: Dynamic 





Exclude 


Source timeout: 0 
Last reported by: fe80::21f:12ff:feb6:4b3a 


Group timeout: 246 Type: Dynamic 


Interface: local 
Ewoulas wi2{e e2 
Group mode: 


Source: 





Exclude 


Source timeout: 0 


Last reported by: Local 


Group timeou 
Geoujas s1ic0 29 GALS 
Group mode: 


Source: 


i: 0 Type: Dynamic 





Exclude 


Source timeout: 0 


Last reported by: Local 


Group timeout: 0 Type: Dynamic 
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| show mld interface 


Syntax 


show mld interface 

<brief | detail> 

<interface-name> 

<logical-system (all | logical-system-name)> 


Release Information 
Command introduced before Junos OS Release 7.4. 


Description 


Display information about multipoint Listener Discovery (MLD)-enabled interfaces. 


Options 


none—Display standard information about all MLD-enabled interfaces. 
brief | detail—(Optional) Display the specified level of output. 
interface-name—(Optional) Display information about the specified interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear mld membership | 1743 


List of Sample Output 

show mld interface on page 1896 

show mld interface brief on page 1896 

show mld interface detail on page 1896 

show mld interface <interface-name> on page 1897 


Output Fields 


Table 63 on page 1894 describes the output fields for the show mld interface command. Output fields are 
listed in the approximate order in which they appear. 


Table 63: show mld interface Output Fields 


Field Name 


Interface 


Querier 


State 


SSM Map Policy 


SSM Map Policy 


Timeout 


Version 


Groups 


Passive 


OIF map 


SSM map 


Group limit 


Field Description 


Name of the interface. 


Address of the router that has been elected to send membership queries. 


State of the interface: Up or Down. 


Name of the source-specific multicast (SSM) map policy that has been 
applied to the interface. 


Name of the source-specific multicast (SSM) map policy at the MLD 
interface. 


How long until the MLD querier is declared to be unreachable, in seconds. 


MLD version being used on the interface: 1 or 2. 


Number of groups on the interface. 


State of the passive mode option: 


e On—Indicates that the router can run IGMP or MLD on the interface 
but not send or receive control traffic such as IGMP or MLD reports, 
queries, and leaves. 

e Off—Indicates that the router can run IGMP or MLD on the interface 
and send or receive control traffic such as IGMP or MLD reports, 
queries, and leaves. 


The passive statement enables you to selectively activate up to two out 
of a possible three available query or control traffic options. When enabled, 
the following options appear after the on state declaration: 


e send-general-query—The interface sends general queries. 


e send-group-query—The interface sends group-specific and 
group-source-specific queries. 


e allow-receive—The interface receives control traffic 


Name of the OIF map associated to the interface. 


Name of the source-specific multicast (SSM) map used on the interface, 
if configured. 


Maximum number of groups allowed on the interface. Any memberships 
requested after the limit is reached are rejected. 
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Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


Table 63: show mld interface Output Fields (continued) 


Field Name 


Group threshold 


Group 
log-interval 


Immediate Leave 


Distributed 


Configured 
Parameters 


Derived 
Parameters 


Field Description 


Configured threshold at which a warning message is generated. 


This threshold is based on a percentage of groups received on the 
interface. If the number of groups received reaches the configured 
threshold, the device generates a warning message. 


Time (in seconds) between consecutive log messages. 


State of the immediate leave option: 


e On-—Indicates that the router removes a host from the multicast group 
as soon as the router receives a multicast listener done message from 
a host associated with the interface. 


e Off—Indicates that after receiving a multicast listener done message, 
instead of removing a host from the multicast group immediately, the 
router sends a group query to determine if another receiver responds. 


State of MLD, which, by default, takes place on the Routing Engine for 
MX Series routers but can be distributed to the Packet Forwarding Engine 
to provide faster processing of join and leave events. 


e On—distributed MLD is enabled. 
Information configured by the user. 


e MLD Query Interval (.1 secs)—Interval at which this router sends 
membership queries when it is the querier. 


e MLD Query Response Interval (.1 secs)—Time that the router waits for 


a report in response to a general query. 


e MLD Last Member Query Interval (.1 secs)—Time that the router waits 


for a report in response to a group-specific query. 


e MLD Robustness Count—Number of times the router retries a query. 
Derived information. 


e MLD Membership Timeout (.1 secs)—Timeout period for group 


membership. If no report is received for these groups before the timeout 


expires, the group membership will be removed. 


e MLD Other Querier Present Timeout (.1 secs)—Time that the router 
waits for the IGMP querier to send a query. 
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Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


| Sample Output 
show mld interface 


user@host> show mld interface 


Interface: fe-0/0/0 


Querier: None 


State: Up Timeout: 0 Version: 


SSM Map Policy: ssm-policy-A 
Minera alec) eecite OV sS/ alee) 
Querier: 8038::c0a8:c345 


State: Up Timeout: None Version: 


SSM Map Policy: ssm-policy-B 
Iimeeitaces 1S—11/'0/ i. 0 
Querier: eg 192, 168,195.73 


State: Up Timeout: None Version: 


SSMaMapmeoleacyvemssm—ooleicyi © 
SSM map: ipvémapl 


Immediate Leave: On 


Promiscuous Mode: Off 
Passive: Off 


Distributed: OnConfigured Parameters: 


Configured Parameters: 


LD Query Interval (.1 secs): 1250 





LD Query Response Interval (.1 secs): 100 





LD Last Member Query Interval (.1 secs): 10 





LD Robustness Count: 2 


Derived Parameters: 


LD Membership Timeout (.lsecs): 2600 











LD Other Querier Present Timeout (.1 secs): 


show mld interface brief 


The output for the show mld interface brief command is identical to that for the show mld interface 
command. For sample output, see show mld interface on page 1896. 


show mld interface detail 


The output for the show mld interface detail command is identical to that for the show mld interface 
command. For sample output, see show mld interface on page 1896. 


1 


1 


1 


Groups: 


GroUpsh: 


Groups: 
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show mld interface <interface-name> 


user@host# show mld interface ge-3/2/0.0 


Interface: ge-3/2/0.0 
OQuemiers 20S .0, 113i 
State: Up Timeout: None Version: 3 Groups: il 
Group limit: 8 
Group threshold: 60 
Group log-interval: 10 
Immediate leave: Off 


Promiscuous mode: Off Distributed: On 
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| show mld statistics 


List of Syntax 
Syntax on page 1898 
Syntax (MX Series) on page 1898 


Syntax 


show mid statistics 
<interface interface-name> 


<logical-system (all | logical-system-name)> 


Syntax (MX Series) 


show mid statistics 
(<continuous> | <interface interface-name>) 
<logical-system (all | logical-system-name)> 


Release Information 
Command introduced before Junos OS Release 7.4. 
continuous option added in Junos OS Release 19.4R1 for MX Series routers. 


Description 


Display information about Multicast Listener Discovery (MLD) statistics. 


By default, Junos OS multicast devices collect statistics of received and transmitted MLD control messages 
that reflect currently active multicast group subscribers. 


Some devices also automatically maintain continuous MLD statistics globally on the device in addition to 
the default active subscriber statistics—these are persistent, continuous statistics of received and transmitted 
MLD control packets that account for both past and current multicast group subscriptions processed on 
the device. With continuous statistics, you can see the total count of MLD control packets the device 
processed since the last device reboot or clear mld statistics continuous command. The device collects 
and displays continuous statistics only for the fields shown in the MLD packet statistics... output section 
of this command, and does not display the MLD Global statistics section. 


Devices that support continuous statistics maintain this information in a shared database and copy it to 
the backup Routing Engine at a configurable interval to avoid too much processing overhead on the Routing 
Engine. These actions preserve statistics counts across the following events or operations (which doesn’t 
happen for the default active subscriber statistics): 


e Routing daemon restart 


e Graceful Routing Engine switchover (GRES) 
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e In-service software upgrade (ISSU) 


e Line card reboot 


You can change the default interval (300 seconds) using the cont-stats-collection-interval configuration 
statement at the [edit routing-options multicast] hierarchy level. 


You can display either the default currently active subscriber statistics or continuous subscriber statistics 
(if supported), but not both at the same time. Include the continuous option to display continuous statistics, 
otherwise the command displays the statistics only for currently active subscribers. 


Run the clear mld statistics command to clear the currently active subscriber statistics. On devices that 
support continuous statistics, run the clear command with the continuous option to clear all continuous 
statistics. You must run these commands separately to clear both types of statistics because the device 
maintains and clears the two types of statistics separately. 


Options 


none—Display MLD statistics for all interfaces. These statistics represent currently active subscribers. 


continuous—(Optional) Display continuous MLD statistics that account for both past and current multicast 
group subscribers instead of the default statistics that only reflect currently active subscribers. This 
option is not available with the interface option for interface-specific statistics. 


interface interface-name—(Optional) Display statistics about the specified interface. This option is not 
available with the continuous option. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear mld statistics | 1747 


List of Sample Output 

show mld statistics on page 1901 

show mld statistics interface on page 1902 
show mld statistics continuous on page 1902 


Output Fields 


Table 64 on page 1900 describes the output fields for the show mld statistics command. Output fields are 
listed in the approximate order in which they appear. 
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Table 64: show mld statistics Output Fields 


Field Name 


MLD Packet 
Statistics... 


Received 


Sent 


Rx errors 


MLD Message type 


Field Description 


Heading for MLD packet statistics for all interfaces or for the specified 
interface name. 


NOTE: Shows currently active subscriber statistics in this section by 
default, or when the command includes the continuous option, shows 
continuous, persistent statistics that account for all MLD control 
packets processed on the device. 


Number of received packets. 


Number of transmitted packets. 


Number of received packets that contained errors. 


Summary of MLD statistics. 


e Listener Query (v1/v2)—Number of membership queries sent 
and received. 


e Listener Report (v1)—Number of version 1 membership reports sent 
and received. 


e Listener Done (v1/v2)—Number of Listener Done messages sent 
and received. 
e Listener Report (v2)—Number of version 2 membership reports sent 


and received. 


e Other Unknown types—Number of unknown message types 
received. 


e MLD v2 source required for SSM—Number of MLD version 2 
messages received that contained no source. 

e MLD v2 mode not applicable for SSM—Number of MLD version 2 
messages received that did not contain a mode applicable for 
source-specific multicast (SSM). 
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Table 64: show mld statistics Output Fields (continued) 


Field Name Field Description 
MLD Global Summary of MLD statistics for all interfaces. 
Statistics 


NOTE: These statistics are not supported or displayed with the 
continuous option. 


e Bad Length—Number of messages received with length errors so 
severe that further classification could not occur. 


e Bad Checksum—Number of messages received with an invalid IP 
checksum. No further classification was performed. 


e Bad Receive If—Number of messages received on an interface not 
enabled for MLD. 


e Rxnon-local—Number of messages received from nonlocal senders. 


e Timed out—Number of groups that timed out as a result of not 
receiving an explicit leave message. 


e Rejected Report—Number of reports dropped because of the MLD 
group policy. 


e Total Interfaces—Number of interfaces configured to support IGMP. 


| Sample Output 


show mld statistics 


user@host> show mld statistics 


MLD packet statistics for all interfaces 





MLD Message type Received SiMe lke< Siaievene’s 
Listener Query (vl1/v2) 0 2 0 


Listener Report (vl) 





0 0 
Listener Done (vl/v2) 0 0 
0 0 


Listener Report (v2) 


er ~~ SS 


Other Unknown types 


N 


MLD v2 source required for SSM 


MLD v2 mode not applicable for SSM 0 








MLD Global Statistics 
Bad Length 
Bad Checksum 


Bad Receive If 


ce Cy 2 & 


Rx non-local 





Timed out 
Rejected Report 


Total Interfaces 


show mld statistics interface 


user@host> show mld statistics interface fe-1/0/1.0 


M 


MI 





O 


MI 
MI 


MI 














Sent 
2 


0 
0 
0 


LD interface packet statistics for fe-1/0/1.0 

LD Message type Received 
Listener Query (vl1/v2) 0 
Listener Report (vl) 0 
Listener Done (vl/v2) 0 
Listener Report (v2) 0 

ther Unknown types 

LD v2 source required for SSM 2 

LD v2 mode not applicable for SSM 0 

LD Global Statistics 
Bad Length 0 
Bad Checksum 0 
Bad Receive If 0 
Ro mom—loceul 0 
[Timed out 0 
Rejected Report 0 
Total Interfaces 2 


show mld statistics continuous 


user@host> show mld statistics continuous 


MI 
MI 





O 





ther Unknown types 


MLD v2 unsupported type 
MI] 
M 


LD v2 source required for SSM 





LD v2 mode not applicable for SSM 


LD packet statistics for all interfaces 

LD Message type Received 
Listener Query (vl/v2) 0 
Listener Report (vl) 1 
Listener Done (v1/v2) iL 
Listener Report (v2) i 


Rx errors 


es Se Sc S& 


Rx errors 





er er 2 2 er er Se S 
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| show mld snooping interface 


Syntax 


show mld snooping interface 
<brief | detail> 

<instance routing-instance> 
<interface-name> 
<qualified-vlan vian-name> 
<vlan vian-name> 


Release Information 
Command introduced in Junos OS Release 13.3 for EX Series switches. 
Command introduced in Junos OS Release 14.2 for MX Series routers with MPC. 


Description 


Display MLD snooping information for an interface. 


Options 


none—Display MLD snooping information for all interfaces on which MLD snooping is enabled. 

brief | detail—(Optional) Display the specified level of output. The default is brief. 

instance routing-instance—(Optional) Display MLD snooping information for the specified routing instance. 
interface-name—(Optional) Display MLD snooping information for the specified interface. 

qualified-vlan vian-name—(Optional) Display MLD snooping information for the specified qualified VLAN. 


vlan vlan-name—(Optional) Display MLD snooping information for the specified VLAN. 


Required Privilege Level 


view 


RELATED DOCUMENTATION 


Verifying MLD Snooping on Switches | 216 
Configuring MLD Snooping on a Switch VLAN with ELS Support (CLI Procedure) | 180 


List of Sample Output 

show mld snooping interface on page 1905 

show mld snooping interface ge-0/0/2.0 on page 1905 
show mld snooping interface brief on page 1906 

show mld snooping interface detail on page 1906 


Output Fields 
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Table 65 on page 1904 lists the output fields for the show mld snooping interface command. Output fields 


are listed in the approximate order in which they appear. Details may differ for EX switches and MX routers. 


Table 65: show mld snooping interface Output Fields 


Field Name 


Instance 


Learning Domain 


Vian 


Interface 


State 


Groups 


Immediate leave 


Router interface 


Configured 
Parameters 


Field Description 


Routing instance for MLD snooping. 


Learning domain for MLD snooping. 


Name of the VLAN for which MLD snooping is enabled. 


Name of the interface. 


State of the interface: Up or Down. 


Number of multicast groups on the interface. 


State of the immediate leave option: 


e On—Indicates that the MLD querier removes a host from the multicast 
group as soon as it receives a leave report from a host associated with 
the interface. 

e Off—Indicates that after receiving a leave report, instead of removing 
a host from the multicast group immediately, the MLD querier sends 
a group query to determine if there are any other hosts on that 
interface still interested in the multicast group. 


Indicates whether the interface is a multicast router interface: Yes or 
No. 


Information configured by the user. 


e MLD Query Interval—Interval (in seconds) at which the MLD querier 
sends membership queries. 


e MLD Query Response Interval—Time (in seconds) that the MLD querier 
waits for a report in response to a general query. 

e MLD Last Member Query Interval—Time (in seconds) that the MLD 
querier waits for a report in response to a group-specific query. 

e MLD Robustness Count—Number of times the MLD querier retries a 
query. 


Level of Output 


All levels 


All levels 


All levels 


All levels 


detail, none 


detail, none 


detail, none 


detail 


All levels 
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| Sample Output 


show mld snooping interface 


user@switch> show mld snooping interface 


Instance: default-switch 
Vlan: v100 


Learning-Domain: default 
Interface: ge-0/0/1.0 
Siedieer Up Groups: il 
Immediate leave: Off 
Router interface: no 
Interface: ge-0/0/2.0 
State: Up Groups: 0 


Immediate leave: Off 





Router interface: no 


Configured Parameters: 


MLD Query Interval: 125.0 





LD Query Response Interval: 10.0 








M 
MLD Last Member Query Interval: 1.0 
M 


LD Robustness Count: 2 


show mld snooping interface ge-0/0/2.0 


user@switch> show mld snooping interface ge-0/0/2.0 


Instance: default-—switch 
Vlan: v100 


Learning-Domain: default 

Interface: ge-0/0/2.0 
State: Up Groups: 0 
Immediate leave: Off 


Router interface: no 


Configured Parameters: 


MLD Query Interval: 125.0 





MLD Query Response Interval: 10.0 








Ke 


LD Last Member Query Interval: 1.0 





K< 


LD Robustness Count: 2 


show mld snooping interface brief 


user@switch> show mld snooping interface brief 


Instance: default-—switch 
Wilaing wal 
Learning-Domain: default 
Interface: ge-0/0/1.0 


Interface: ge-0/0/2.0 


Configured Parameters: 


MLD Query Interval: 125.0 





LD Query Response Interval: 10.0 








M 
MLD Last Member Query Interval: 1.0 
M 


LD Robustness Count: 2 


show mld snooping interface detail 


The output for the show mld snooping interface detail command is identical to that for the show mld 
snooping interface command. For sample output, see show mld snooping interface on page 1905. 
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| show mld snooping membership 


Syntax 


show mld snooping membership 
<brief | detail> 

<interface logical-interface-name> 
<vlan (vlan-id | vian-name) > 


Release Information 
Command introduced in Junos OS Release 12.1 for EX Series switches. 
Command introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 


Display the multicast group membership information maintained by MLD snooping. 


Options 
none—Display the multicast group membership information for all VLANs on which MLD snooping is 
enabled. 


brief | detail—(Optional) Display the specified level of output. The default is brief. 


interface interface-name—(Optional) Display the multicast group membership information for the specified 
interface. 


vian (vlan-id | vian-name)—(Optional) Display the multicast group membership for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Understanding MLD Snooping | 162 

Example: Configuring MLD Snooping on SRX Series Devices | 192 
mld-snooping | 1422 

clear mld snooping membership | 1745 

show mld snooping statistics | 1915 

Verifying MLD Snooping on EX Series Switches (CLI Procedure) | 212 
Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 





List of Sample Output 
show mld snooping membership on page 1909 
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show mld snooping membership detail on page 1910 


Output Fields 
Table 66 on page 1908 lists the output fields for the show mld snooping membership command. Output 
fields are listed in the approximate order in which they appear. 


Table 66: show mld snooping membership Output Fields 


Field Name Field Description Level of Output 
VLAN Name of the VLAN. All 

Interfaces Interfaces that are members of the listed multicast group. brief 

Tag Numerical identifier of the VLAN. detail 

Router interfaces | List of information about multicast-router interfaces: detail 


e Name of the multicast-router interface. 


e static or dynamic—Whether the multicast-router interface has 
been statically configured or dynamically learned. 

e Uptime—For static interfaces, amount of time since the interface 
was configured as a multicast-router interface or since the interface 
last flapped. For dynamic interfaces, amount of time since the first 
query was received on the interface or since the interface last 
flapped. 

e timeout—Seconds remaining before a dynamic multicast-router 


interface times out. 
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Table 66: show mld snooping membership Output Fields (continued) 


Field Name 


Group 


Field Description Level of Output 


IP multicast address of the multicast group. detail 
The following information is provided for the multicast group: 


e Name of the interface belonging to the multicast group. 


e Timeout—Time (in seconds) left until a dynamically learned 
interface is removed from the multicast group if no MLD 
membership reports are received on the interface. This counter is 
reset to its maximum value when a membership report is received. 


e Flags—The lowest MLD version in use by a host that is a member 
of the group on the interface. 


If the flag static is included, the interface has been configured as 
static member of the multicast group. 


e Receiver count—Number of hosts on the interface that are 
members of the multicast group. This field appears only if 
immediate-leave is configured on the VLAN. 


e Last reporter—Last host to report membership for the multicast 
group. 

e Include source—Multicast source addresses from all MLDv2 
membership reports received for the group on the interface. 


| Sample Output 


show mld snooping membership 


user@host> show mld snooping membership 


VLAN: ml 


200 


2001 


2001: 


2001: 


2001: 


In 


In 


plisra 


elieral 





In 


B Glove! 2 aesc kes eZ iO IL AL 


db&8:ffle::2012 


Cdbsyet les: 2013 


db&8:ffle::2014 


ld_vlan 
i dbs bela: 20nd 


terfaces: ge-1/0/30.0 


terfaces: ge-1/0/30.0 


terfaces: ge-1/0/30.0 


terfaces: ge-1/0/30.0 














terfaces: ge-1/0/30.0 


show mld snooping membership detail 


user@host> show mld snooping membership detail 
VLAN: mld-vlan Tag: 100 (Index: 3) 
Router interfaces: 
ge-1/0/0.0 static Uptime: 00:57:13 
Group: 2001:db8:ffle::2010 
ge-1/0/30.0 Timeout: 180 Flags: <V2-hosts> 
LASe WeOOREses AOOulLscloisis ZO As is 1135) 
lmeluce Sources 200ilgclosigilsils eZ 
VLAN: mld-vlanl Tag: 200 (Index: 4) 
Router interfaces: 
ae200.0 dynamic Uptime: 00:14:24 timeout: 244 
Group: 2001:db8:ffle::2010 
ge-12/0/31.0 Timeout: 224 Flags: <Vl-hosts> 
Last reporter: 2001:db8:2020:1:1:4 


1910 


1911 


show mld-snooping route 


Syntax 


show mld-snooping route 
<brief | detail> 
<ethernet-switching | inet6> 
<vlan (vlan-id | vian-name)> 


Release Information 
Command introduced in Junos OS Release 12.1 for EX Series switches. 


Description 


Display multicast route information maintained by MLD snooping. 


Options 


none—Display route information for all VLANs on which MLD snooping is enabled. 

brief | detail—(Optional) Display the specified level of output. The default is brief. 
ethernet-switching—(Optional) Display information on Layer 2 IPv6 multicast routes. This is the default. 
inet6—(Optional) Display information on Layer 3 IPv6é multicast routes. 


vlan (vlan-id | vian-name) —(Optional) Display route information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


show mld snooping membership | 1907 

show mld snooping statistics | 1915 

show mld-snooping vlans | 1917 

Verifying MLD Snooping on EX Series Switches (CLI Procedure) | 212 
Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 





List of Sample Output 

show mld-snooping route on page 1912 

show mld-snooping route detail on page 1913 
show mld-snooping route inet6 detail on page 1913 


Output Fields 
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Table 67 on page 1912 lists the output fields for the show mld-snooping route command. Output fields are 


listed in the approximate order in which they appear. 


Table 67: show mld-snooping route Output Fields 


Field Name 
Table 

Routing Table 
VLAN 


Group 


Next-hop 
Routing next-hop 


Interface or Interfaces 


Layer 2 next-hop 


| Sample Output 


Field Description 


Routing table ID for virtual routing instances. 


Routing table ID for virtual routing instances. 


Name of the VLAN on which MLD snooping is enabled. 


Multicast IPv6 group address. Only the last 32 bits of the address are shown. 
The switch uses only these bits in determining multicast routes. 


ID associated with the next-hop device. 


ID associated with the Layer 3 next-hop device. 


Name of the interface or interfaces in the VLAN associated with the 


multicast group. 


ID associated with the Layer 2 next-hop device. 


show mld-snooping route 


user@switch> show mld-snooping route 


lr 
D> 
Z 


Lanl 


Lanl 


Lanl 


Lanl 





Def og ee a a 
a8 & 
5 





ie) 
3) 
On 7S Ty BS i= je a = 


Group Next-hop 


fa 


:0000:0001 1464 
EOLOks: 


>:0000:0002 LSS) 


a OOleee 


::0000:0002 W'S ALS) 


Dh) chy he eh 


EOS ¢ 
EOS ¢ 
EOOS 8 
EMO & 
EVIOKF: 





lanl6 
lanl7 
lanl8s 
lanl9 
lan2 
lan20 
lan20 
lan3 
lan4 
lan5 
lan6 


lan7 


dee oes Shen cos, Gu 4 


lan8 





viang 
default 


EOIONF: 
FOS 8 
EOOs¢ 
FOS 2 
FOO:: 
>:0000:0002 1602 
£OO:: 
EOS ¢ 
OOF 
OR 
EUIONF: 
EMOs 2 
EVO Rs 
EOOs e 
EOS ¢ 


any any) day) Lay Lend 





[ny trny tien Lp Ty day) day any Iran) 


show mld-snooping route detail 


user@swit 


VLAN 


mld-vlan 


VLAN 


mld-vlan 


VLAN 


mld-vlan 


VLAN 


mld-vlan 


VLAN 


mld-vlan 


VLAN 





mld-vlan 


ch> show mld-snooping route detail 


Group Next—hop 

2 OOOO s ZOE 1323 
Interfaces: ge-1/0/30.0 

Group Next—hop 

EiEOO?¢ US 
Interfaces: ge-1/0/0.0 

Group Next—hop 

::0000:0000 LS) 
Interfaces: ge-1/0/0.0 

Group Next—hop 
i 8 SOOO 3 AAG 1324 
Interfaces: ge-12/0/31.0 

Group Next—hop 
il Ex OOs & pSHES 
IESTEIEMOSISS EKSyA010) 5 (0) 

Group Next—hop 
al ::0000:0000 1318 


Interfaces: ae200.0 


show mld-snooping route ineté detail 


user@swit 


ch> show mld-snooping route ineté6 detail 
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1914 
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| show mld snooping statistics 


Syntax 


show mld snooping statistics 


Release Information 
Command introduced in Junos OS Release 12.1 for EX Series switches. 
Command introduced in Junos OS Release 18.1R1 for the SRX1500 devies. 


Description 


Display MLD snooping statistics. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Understanding MLD Snooping | 162 

Example: Configuring MLD Snooping on SRX Series Devices | 192 
mlid-snooping | 1422 

clear mld snooping statistics | 1746 


show mld snooping membership | 1907 
Verifying MLD Snooping on EX Series Switches (CLI Procedure) | 212 





List of Sample Output 
show mld snooping statistics on page 1916 


Output Fields 
Table 68 on page 1915 lists the output fields for the show mld snooping statistics command. Output fields 
are listed in the approximate order in which they appear. 


Table 68: show mld snooping statistics Output Fields 


Field Name Field Description 
Bad length MLD packet has illegal or bad length. 
Bad checksum MLD or IP checksum is incorrect. 


Invalid interface Packet was received through an invalid interface. 
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Table 68: show mld snooping statistics Output Fields (continued) 


Field Name Field Description 

Not Local Not used—always 0. 

Receive unknown Unknown MLD message type. 

Timed out Not used—always 0. 

MLD Type Type of MLD message (Query, Report, Leaves, or Other). 

Received Number of MLD packets received. 

Transmitted Number of MLD packets transmitted. 

Recv Errors Number of packets received that did not conform to the MLD version 1 (MLDv1) 
or MLDv2 standards. 


| Sample Output 
show mld snooping statistics 


user@host> show mld snooping statistics 


Bad length: 0 Bad checksum: 0 Invalid interface: 0 


Not local: O Receive unknown: O Timed out: 0 





MLD Type Received Transmitted Recv Errors 
Queries: 74295 0 0 
Reports: 18148423 0 IEGSS S525 
InSSIWaS e 0 0 0 
@ einer 0 0 0 
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| show mld-snooping vlans 


Syntax 


show mld-snooping vlans 
<brief | detail> 


<vilan vian-name> 


Release Information 
Command introduced in Junos OS Release 12.1 for EX Series switches. 
Command introduced in Junos OS Release 18.1R1 for the SRX1500 devices. 


Description 


Display MLD snooping information for a VLAN or for all VLANs. 


Options 
none—Display MLD snooping information for all VLANs on which MLD snooping is enabled. 


brief | detail—(Optional) Display the specified level of output. The default is brief. 


vian vian-name —(Optional) Display MLD snooping information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


mld-snooping | 1422 

show mld snooping membership | 1907 

show mld-snooping route | 1911 

show mld snooping statistics | 1915 

Verifying MLD Snooping on EX Series Switches (CLI Procedure) | 212 
Configuring MLD Snooping on an EX Series Switch VLAN (CLI Procedure) | 172 





List of Sample Output 

show mld-snooping vlans on page 1918 

show mld-snooping vlans vlan v10 on page 1919 

show mld-snooping vlans vlan vlan2 detail on page 1919 
show mld-snooping vlans detail on page 1919 


Output Fields 
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Table 65 on page 1904 lists the output fields for the show mld-snooping vlans command. Output fields are 
listed in the approximate order in which they appear. 


Table 69: show mld-snooping vlans Output Fields 


Field Name 


VLAN 


Interfaces 


Groups 


MRouters 


Receivers 


Tag 


vlan-interface 


Interface 


Field Description 


Name of the VLAN. 


Number of interfaces in the VLAN. 


Number of groups in the VLAN. 


Number of multicast-router interfaces in the VLAN. 


Number of interfaces in the VLAN with a receiver for any group. Indicates 
how many interfaces might receive data because of MLD group 
membership. 


VLAN tag. 


The Layer 3 interface, if any, associated with the VLAN. 


Name of the interface. 
The following information is provided for each interface: 


e tagged or untagged—Whether the interface accepts tagged packets 
(trunk mode and tagged-access mode ports) or untagged packets (access 
mode ports) 

e Groups—The number of multicast groups the interface belongs to 

e Reporters—The number of hosts on the interface that are current 
members of multicast groups. This field appears only when you configure 


immediate-leave on the VLAN. 


e Router—Indicates the interface is a multicast-router interface 


| Sample Output 


show mld-snooping vlans 


user@host> show mld-snooping vlans 


VLAN 
default 


Interfaces Groups MRouters Receivers 
0 0 0 0 


Level of Output 


All levels 


brief 


brief 


brief 


brief 


detail 


detail 


detail 


vil il 
v10 
will 
v180 
v181 
v182 
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show mld-snooping vlans vlan v10 


user@host> show mld-snooping vlans vlan v10 


VLAN Interfaces Groups MRouters Receivers 
wl) 3 i al 0 


show mld-snooping vlans vlan vlan2 detail 


user@host> show mld-snooping vlans vlan vlan2 detail 


VLAN: vlan2, Tag: 2, vlan-interface: vlan.2 
Interface: ge-0/0/2.0, untagged, Groups: 5 
Interface: ge-0/0/4.0, tagged, Groups: 3, Router 


show mld-snooping vlans detail 


user@host> show mld-snooping vlans detail 


VLAN: mld-vlan, Tag: 100 
Interface: ge-1/0/0.0, untagged, Groups: 0, Router 
Interface: ge-1/0/30.0, untagged, Groups: 1 
Interface: ge-1/0/33.0, untagged, Groups: 0 
Interface: ge-12/0/30.0, untagged, Groups: 0 

AVAIY-NN ep 100 Xo been val bo PI Ke AL O)0) 
Interface: ge-1/0/31.0, untagged, Groups: 0 
Interface: ge-12/0/31.0, untagged, Groups: 1 





Interface: ae200.0, untagged, Groups: 0, Router 
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| show mpls Isp 


List of Syntax 
Syntax on page 1920 
Syntax (EX Series Switches) on page 1920 


Syntax 


show mpls Isp 

<brief | detail | extensive | terse> 
<abstract-computation> 
<autobandwidth> 

<bidirectional | unidirectional> 
<bypass> 

<count-active-routes> 
<defaults> 

<descriptions> 

<down | up> 
<externally-controlled> 
<externally-provisioned> 
<instance routing-instance-name> 
<locally-provisioned> 
<logical-system (all | logical-system-name)> 
<Isp-type> 

<name name> 

<p2mp> 

<reverse-statistics> 

<segment> 

<statistics> 

<transit> 


Syntax (EX Series Switches) 


show mpls Isp 

<brief | detail | extensive | terse> 
<bidirectional | unidirectional> 
<bypass> 

<descriptions> 

<down | up> 
<externally-controlled> 
<externally-provisioned> 
<Isp-type> 

<name name> 


<p2mp> 
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<statistics> 
<transit> 


Release Information 

Command introduced before Junos OS Release 7.4. 

defaults option added in Junos OS Release 8.5. 

Command introduced in Junos OS Release 9.5 for EX Series switches. 
autobandwidth option added in Junos OS Release 11.4. 
externally-controlled option added in Junos OS Release 12.3. 
externally-provisioned option added in Junos OS Release 13.3. 
Command introduced in Junos OS Release 13.2X51-D15 for QFX Series. 
instance instance-name option added in Junos OS Release 15.1. 


Description 
Display information about configured and active dynamic Multiprotocol Label Switching (MPLS) 
label-switched paths (LSPs). 


Options 


none—Display standard information about all configured and active dynamic MPLS LSPs. 


brief | detail | extensive | terse—(Optional) Display the specified level of output. The extensive option 
displays the same information as the detail option, but covers the most recent 50 events. 


In the extensive command output, the duplicate back-to-back messages are recorded as aggregated 
messages. An additional timestamp is included for these aggregated messages, where if the aggregated 
messages are five or less, timestamp deltas are recorded for each message, and if the aggregated 
messages are greater than five, the first and last timestamp is recorded. 


For example: 


e All timestamps 


M204 gon 29) IseZ3cas405 S4. 239 43, 110s wsqollueie imowises loacl SicriLGei: mouIre iS 
Cass — LIs2LeOO, LSseecOil, Lse2se2l0] 





e Timestamp deltas 


Q204 gon 29) IseeZsc4s 405 SA 239 43, 110s wsqolieie ikewites loach Sieriei: moure iS 
tease = WSs ZL), srils@il, qe eaO] 





e First and last timestamp 
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abstract-computation—(Optional) Display abstract computation preprocessing for LSPs. 


See show mpls Isp abstract-computation for more details. 


autobandwidth—(Optional) Display automatic bandwidth information. This option is explained separately 
(see show mpls Isp autobandwidth). 


bidirectional | unidirectional—(Optional) Display bidirectional or unidirectional LSP information, respectively. 
bypass—(Optional) Display LSPs used for protecting other LSPs. 

count-active-routes—(Optional) Display active routes for LSPs. 

defaults—(Optional) Display the MPLS LSP default settings. 


descriptions—(Optional) Display the MPLS label-switched path (LSP) descriptions. To view this information, 
you must configure the description statement at the [edit protocol mpls Isp] hierarchy level. Only LSPs 
with a description are displayed. This command is only valid for the ingress routing device, because 
the description is not propagated in RSVP messages. 


down | up—(Optional) Display only LSPs that are inactive or active, respectively. 


externally-controlled—(Optional) Display the LSPs that are under the control of an external Path 
Computation Element (PCE). 


externally-provisioned—(Optional) Display the LSPs that are generated dynamically and provisioned by 
an external Path Computation Element (PCE). 


instance instance-name—(Optional) Display MPLS LSP information for the specified instance. If instance-name 
is omitted, MPLS LSP information is displayed for the master instance. 


locally-provisioned—(Optional) Display LSPs that have been provisioned locally by the Path Computation 
Client (PCC). 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Isp-type—(Optional) Display information about a particular LSP type: 


e bypass—Sessions for bypass LSPs. 
e egress—Sessions that terminate on this routing device. 


e ingress—Sessions that originate from this routing device. 
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e pop-and-forward—Sessions that originate from RSVP-TE pop-and-forward LSP tunnels. 


e transit—Sessions that pass through this routing device. 


name name—(Optional) Display information about the specified LSP or group of LSPs. 
p2mp—(Optional) Display information about point-to-multipoint LSPs. 
reverse-statistics—(Optional) Display packet statistics for reverse direction of LSPs. 
segment—(Optional) Display segment identifier (SID) labels. 


statistics—(Optional) (Ingress and transit routers only) Display accounting information about LSPs. Statistics 
are not available for LSPs on the egress routing device, because the penultimate routing device in the 
LSP sets the label to O. Also, as the packet arrives at the egress routing device, the hardware removes 
its MPLS header and the packet reverts to being an IPv4 packet. Therefore, it is counted as an IPv4 
packet, not an MPLS packet. 


NOTE: If a bypass LSP is configured for the primary static LSP, display cumulative statistics of 
packets traversing through the protected LSP and bypass LSP when traffic is re-optimized 
when the protected LSP link is restored. (Bypass LSPs are not supported on QFX Series switches.) 


When used with the bypass option (show mpls Isp bypass statistics), display statistics for the 
traffic that flows only through the bypass LSP. 


transit—(Optional) Display LSPs transiting this routing device. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear mpls Isp 


show mpls Isp autobandwidth 


List of Sample Output 

show mpls Isp defaults on page 1934 

show mpls Isp descriptions on page 1934 

show mpls Isp detail on page 1934 

show mpls Isp detail (When Egress Protection Is in Standby Mode) on page 1935 

show mpls Isp detail (When Egress Protection Is in Effect During a Local Repair) on page 1936 
show mpls Isp extensive on page 1937 


show mpls Isp ingress extensive on page 1939 
show mpls Isp extensive (automatic bandwidth adjustment enabled) on page 1940 
show mpls Isp bypass extensive on page 1941 


show mpls Isp p2mp on page 1942 
show mpls Isp p2mp detail on page 1942 


show mpls Isp detail count-active-routes on page 1943 


show mpls Isp statistics extensive on page 1944 


Output Fields 
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Table 70 on page 1924 describes the output fields for the show mpls Isp command. Output fields are listed 
in the approximate order in which they appear. 


Table 70: show mpls Isp Output Fields 


Field Name 


Ingress LSP 


Egress LSP 


Transit LSP 


P2MP name 


P2MP branch 
count 


address 


To 


From 


State 


Field Description 


Information about LSPs on the ingress routing device. Each session has 
one line of output. 


Information about the LSPs on the egress routing device. MPLS learns 
this information by querying RSVP, which holds all the transit and egress 
session information. Each session has one line of output. 

Number of LSPs on the transit routing devices and the state of these 
paths. MPLS learns this information by querying RSVP, which holds all 
the transit and egress session information. 

Name of the point-to-multipoint LSP. Dynamically generated P2MP LSPs 
used for VPLS flooding use dynamically generated P2MP LSP names. The 
name uses the format identifier:vpls:router-id:routing-instance-name. The 


identifier is automatically generated by Junos OS. 


Number of destination LSPs the point-to-multipoint LSP is transmitting 
to. 


An asterisk (*) under this heading indicates that the LSP is a primary path. 


(detail and extensive) Destination (egress routing device) of the LSP. 


Destination (egress routing device) of the session. 


Source (ingress routing device) of the session. 


State of the LSP handled by this RSVP session: Up, Dn (down), or Restart. 


Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


detail extensive 


brief 


brief detail 


brief detail 


Table 70: show mpls Isp Output Fields (continued) 


Field Name 


Active Route 


Rt 


ActivePath 


LSPname 


Statistics 


Aggregate 
statistics 


Packets 


Bytes 


DiffServelnfo 


LSPtype 


Field Description 


Number of active routes (prefixes) installed in the forwarding table. For 
ingress LSPs, the forwarding table is the primary IPv4 table (inet.0). For 
transit and egress RSVP sessions, the forwarding table is the primary 
MPLS table (mpls.0). 


Number of active routes (prefixes) installed in the routing table. For ingress 
RSVP sessions, the routing table is the primary IPv4 table (inet.0). For 
transit and egress RSVP sessions, the routing table is the primary MPLS 
table (mpls.0). 


Path. An asterisk (*) underneath this column indicates that the LSP is a 
primary path. 


(Ingress LSP) Name of the active path: Primary or Secondary. 


Name of the LSP. 


Displays the number of packets and the number of bytes transmitted over 
the LSP. These counters are reset to zero whenever the LSP path is 
optimized (for example, during an automatic bandwidth allocation). 


Displays the number of packets and the number of bytes transmitted over 
the LSP. These counters continue to iterate even if the LSP path is 
optimized. You can reset these counters to zero using the clear mpls Isp 
statistics command. 


Displays the number of packets transmitted over the LSP. 


Displays the number of bytes transmitted over the LSP. 


Type of LSP: multiclass LSP (multiclass diffServ-TE LSP) or 
Differentiated-Services-aware traffic engineering LSP (diffServ-TE LSP). 


Type of LSP: 


e Static configured—Static 
e Dynamic configured—Dynamic 
e Externally controlled—External path computing entity 


Also indicates if the LSP is a Penultimate hop popping LSP or an Ultimate 
hop popping LSP. 
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Level of Output 


detail extensive 


brief 


brief 


detail extensive 


brief detail 


extensive 


extensive 


brief extensive 


brief extensive 


detail 


detail extensive 


Table 70: show mpls Isp Output Fields (continued) 


Field Name 


Bypass 


LSPpath 


Bidir 


Bidirectional 


FastReroute 
desired 


Link protection 
desired 


Node/Link 
protection 
desired 


LSP Control 
Status 


Field Description 


(Bypass LSP) Destination address (egress routing device) for the bypass 
LSP. 


Indicates whether the RSVP session is for the primary or secondary LSP 
path. LSPpath can be either primary or secondary and can be displayed 
on the ingress, egress, and transit routing devices. 


(GMPLS) The LSP allows data to travel in both directions between GMPLS 
devices. 


(GMPLS) The LSP allows data to travel both ways between GMPLS devices. 


Fast reroute has been requested by the ingress routing device. 


Link protection has been requested by the ingress routing device. 


Link protection has been requested by the ingress routing device. 


(Ingress LSP) LSP control mode: 


e External—By default, all PCE-controlled LSPs are under external control. 
When an LSP is under external control, the PCC uses the PCE-provided 
parameters to set up the LSP. 


e Local—A PCE-controlled LSP can come under local control. When the 
LSP switches from external control to local control, path computation 
is done using the CLI-configured parameters and constraint-based 
routing. Such a switchover happens only when there is a trigger to 
re-signal the LSP. Until then, the PCC uses the PCE-provided parameters 
to signal the PCE-controlled LSP, although the LSP remains under local 
control. 


A PCE-controlled LSP switches to local control from its default external 
control mode in cases such as no connectivity to a PCE or when a PCE 
returns delegation of LSPs back to the PCC. 
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Level of Output 


All levels 


detail 


All levels 


All levels 


detail 


detail 


detail 


extensive 


Table 70: show mpls Isp Output Fields (continued) 


Field Name 


External Path 
CSPF status 


Externally 
Computed ERO 


EXTCTRL_LSP 


flap counter 


LoadBalance 


Signal type 


Encoding type 


Switching type 


GPID 


Protection 


Upstream label in 


Upstream label 


out 


Suggested label 
received 


Field Description 


(PCE-controlled LSPs) Status of the PCE-controlled LSP with per path 
attributes: 


e Local 


e External 


(PCE-controlled LSPs) Externally computed explicit route when the route 
object is not null or empty. A series of hops, each with an address followed 
by a hop indicator. The value of the hop indicator can be strict (S) or loose 


(L). 


(PCE-controlled LSPs) Display path history including the bandwidth, 
priority, and metric values received from the external controller. 


Counts the number of times a LSP flaps down or up. 


(Ingress LSP) CSPF load-balancing rule that was configured to select the 
LSP's path among equal-cost paths: Most-fill, Least-fill, or Random. 


Signal type for GMPLS LSPs. The signal type determines the peak data 
rate for the LSP: DSO, DS3, STS-1, STM-1, or STM-4. 


LSP encoding type: Packet, Ethernet, PDH, SDH/SONET, Lambda, or 
Fiber. 


Type of switching on the links needed for the LSP: Fiber, Lamda, Packet, 
TDM, or PSC-1. 


Generalized Payload Identifier (identifier of the payload carried by an 
LSP): HDLC, Ethernet, IPv4, PPP, or Unknown. 


Configured protection capability desired for the LSP: Extra, Enhanced, 
none, One plus one, One to one, or Shared. 


(Bidirectional LSPs) Incoming label for reverse direction traffic for this 
LSP. 


(Bidirectional LSPs) Outgoing label for reverse direction traffic for this 
LSP. 


(Bidirectional LSPs) Label the upstream interface suggests to use in the 
Resv message that is sent. 


Level of Output 


extensive 


extensive 


extensive 


extensive 


detail extensive 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 
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Table 70: show mpls Isp Output Fields (continued) 


Field Name 


Suggested label 
sent 


Autobandwidth 


Mbb counter 


MinBW 


MaxBW 


Dynamic MinBW 


Dynamic MinBW 


AdjustTimer 


Adjustment 
Threshold 


Time for Next 


Adjustment 


Time of Last 
Adjustment 


MaxAvgBW util 


Overflow limit 


Overflow sample 
count 


Field Description 


(Bidirectional LSPs) Label the downstream node suggests to use in the 
Resv message that is returned. 


(Ingress LSP) The LSP is performing autobandwidth allocation. 


Counts the number of times a LSP incurs MBB. 


(Ingress LSP) Configured minimum value of the LSP, in bps. 


(Ingress LSP) Configured maximum value of the LSP, in bps. 


(Ingress LSP) Displays the current dynamically specified minimum 
bandwidth allocation for the LSP, in bps. 


(Ingress LSP) Displays the current dynamically specified minimum 
bandwidth allocation for the LSP, in bps. 


(Ingress LSP) Configured value for the adjust-timer statement, indicating 
the total amount of time allowed before bandwidth adjustment will take 


place, in seconds. 


(Ingress LSP) Configured value for the adjust-threshold statement. 
Specifies how sensitive the automatic bandwidth adjustment for an LSP 
is to changes in bandwidth utilization. 


(Ingress LSP) Time in seconds until the next automatic bandwidth 
adjustment sample is taken. 


(Ingress LSP) Date and time since the last automatic bandwidth adjustment 


was completed. 


(Ingress LSP) Current value of the actual maximum average bandwidth 


utilization, in bps. 


(Ingress LSP) Configured value of the threshold overflow limit. 


(Ingress LSP) Current value for the overflow sample count. 


Level of Output 


All levels 


detail extensive 


extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 
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Table 70: show mpls Isp Output Fields (continued) 


Field Name 
Bandwidth 
Adjustment in 
nnn second(s) 


Underflow limit 


Underflow 
sample count 


Underflow Max 


AvgBW 


Active path 
indicator 


Primary 


Secondary 


Standby 


State 


cos 


Bandwidth per 
class 


Priorities 


OptimizeTimer 


Field Description 


(Ingress LSP) Current value of the bandwidth adjustment timer, indicating 
the amount of time remaining until the bandwidth adjustment will take 


place, in seconds. 


(Ingress LSP) Configured value of the threshold underflow limit. 


(Ingress LSP) Current value for the underflow sample count. 


(Ingress LSP) The highest sample bandwidth among the underflow samples 
recorded currently. This is the signaling bandwidth if an adjustment occurs 
because of an underflow. 


(Ingress LSP) A value of * indicates that the path is active. The absence 
of * indicates that the path is not active. In the following example, “long” 
is the active path. 


*Primary long 
Standby short 


(Ingress LSP) Name of the primary path. 


(Ingress LSP) Name of the secondary path. 


(Ingress LSP) Name of the path in standby mode. 


(Ingress LSP) State of the path: Up or Dn (down). 


(Ingress LSP) Class-of-service value. 


(Ingress LSP) Active bandwidth for the LSP path for each MPLS class type, 
in bps. 


(Ingress LSP) Configured value of the setup priority and the hold priority 
respecitively (the setup priority is displayed first), where O is the highest 
priority and 7 is the lowest priority. If you have not explicitly configured 
these values, the default values are displayed (7 for the setup priority and 
O for the hold priority). 


(Ingress LSP) Configured value of the optimize timer, indicating the total 
amount of time allowed before path reoptimization, in seconds. 


Level of Output 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


detail extensive 
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Table 70: show mpls Isp Output Fields (continued) 


Field Name 


SmartOptimizeTimer 


Reoptimization in 
Xxx seconds 


Computed ERO 
(S [L] denotes 
strict [loose] 
hops) 


CSPF metric 


Field Description 


(Ingress LSP) Configured value of the smart optimize timer, indicating the 
total amount of time allowed before path reoptimization, in seconds. 


(Ingress LSP) Current value of the optimize timer, indicating the amount 
of time remaining until the path will be reoptimized, in seconds. 


(Ingress LSP) Computed explicit route. A series of hops, each with an 


address followed by a hop indicator. The value of the hop indicator can 
be strict (S) or loose (L). 


(Ingress LSP) Constrained Shortest Path First metric for this path. 
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Level of Output 


detail extensive 


detail extensive 


detail extensive 


detail extensive 


Table 70: show mpls Isp Output Fields (continued) 


Field Name 


Received RRO 


Labels 


Index number 


Field Description 


(Ingress LSP) Received record route. A series of hops, each with an address 
followed by a flag. (In most cases, the received record route is the same 
as the computed explicit route. If Received RRO is different from 
Computed ERO, there is a topology change in the network, and the route 
is taking a detour.) The following flags identify the protection capability 
and status of the downstream node: 


e 0x01—Local protection available. The link downstream from this node 
is protected by a local repair mechanism. This flag can be set only if the 
Local protection flag was set in the SESSION_ATTRIBUTE object of 
the corresponding Path message. 


e 0x02—Local protection in use. A local repair mechanism is in use to 
maintain this tunnel (usually because of an outage of the link it was 
routed over previously). 

e 0x03—Combination of 0x01 and 0x02. 

e 0x04—Bandwidth protection. The downstream routing device has a 
backup path providing the same bandwidth guarantee as the protected 
LSP for the protected section. 

e 0x08—Node protection. The downstream routing device has a backup 
path providing protection against link and node failure on the 
corresponding path section. If the downstream routing device can set 
up only a link-protection backup path, the Local protection available 
bit is set but the Node protection bit is cleared. 

e 0x09—Detour is established. Combination of 0x01 and 0x08. 

e 0x10—Preemption pending. The preempting node sets this flag if a 
pending preemption is in progress for the traffic engine LSP. This flag 
indicates to the ingress legacy edge router (LER) of this LSP that it 
should be rerouted. 

e 0x20—Node ID. Indicates that the address specified in the RRO’s IPv4 
or IPv6 sub-object is a node ID address, which refers to the router 


address or router ID. Nodes must use the same address consistently. 


e Oxb—Detour is in use. Combination of 0x01, 0x02, and 0x08. 
Labels of pop-and-forward LSP tunnel: 


e P—Pop labels. 
e D—Delegation labels. 
(Ingress LSP) Log entry number of each LSP path event. The numbers are 


in chronological descending order, with a maximum of 50 index numbers 
displayed. 
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Level of Output 


detail extensive 


extensive 


extensive 


Table 70: show mpls Isp Output Fields (continued) 


Field Name 


Date 


Time 


Event 


Created 


Resv style 


Labelin 


Labelout 


LSPname 


Time left 


Since 


Tspec 


Port number 


PATH rcvfrom 


PATH sentto 


RESV rcvfrom 


Field Description 

(Ingress LSP) Date of the LSP event. 

(Ingress LSP) Time of the LSP event. 

(Ingress LSP) Description of the LSP event. 

(Ingress LSP) Date and time the LSP was created. 

(Bypass) RSVP reservation style. This field consists of two parts. The first 
is the number of active reservations. The second is the reservation style, 
which can be FF (fixed filter), SE (shared explicit), or WF (wildcard filter). 
Incoming label for this LSP. 

Outgoing label for this LSP. 

Name of the LSP. 

Number of seconds remaining in the lifetime of the reservation. 


Date and time when the RSVP session was initiated. 


Sender's traffic specification, which describes the sender's traffic 
parameters. 


Protocol ID and sender or receiver port used in this RSVP session. 


Address of the previous-hop (upstream) routing device or client, interface 
the neighbor used to reach this router, and number of packets received 


from the upstream neighbor. 


Address of the next-hop (downstream) routing device or client, interface 
used to reach this neighbor, and number of packets sent to the 
downstream routing device. 


Address of the previous-hop (upstream) routing device or client, interface 
the neighbor used to reach this routing device, and number of packets 
received from the upstream neighbor. The output in this field, which is 
consistent with that in the PATH rcvfrom field, indicates that the RSVP 
negotiation is complete. 
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Level of Output 


extensive 


extensive 


extensive 


extensive 


brief detail extensive 


brief detail 


brief detail 


brief detail 


detail 


detail 


detail 


detail 


detail 


detail 


detail 


Table 70: show mpls Isp Output Fields (continued) 


Field Name 


Record route 


Pop-and-forward 


ETLD In 


ETLD Out 


Delegation hop 


Soft preempt 


Soft preemption 
pending 


MPLS-TE LSP 
Defaults 


Field Description 


Recorded route for the session, taken from the record route object. 


Attributes of the pop-and-forward LSP tunnel. 


Number of transport labels that the LSP-Hop can potentially receive from 
its upstream hop. It is recorded as Effective Transport Label Depth (ETLD) 
at the transit and egress devices. 


Number of transport labels the LSP-Hop can potentially send to its 
downstream hop. It is recorded as ETLD at the transit and ingress devices. 


Specifies if the transit hop is selected as a delegation label: 


e Yes 


e No 


Number of soft preemptions that occurred on a path and when the last 
soft preemption occurred. Only successful soft preemptions are counted 
(those that actually resulted in a new path being used). 


Path is in the process of being soft preempted. This display is removed 
once the ingress router has calculated a new path. 


Default settings for MPLS traffic engineered LSPs: 


e LSP Holding Priority—Determines the degree to which an LSP holds 
on to its session reservation after the LSP has been set up successfully. 


e LSP Setup Priority—Determines whether a new LSP that preempts an 
existing LSP can be established. 


e Hop Limit—Specifies the maximum number of routers the LSP can 
traverse (including the ingress and egress). 


e Bandwidth—Specifies the bandwidth in bits per second for the LSP. 


e LSP Retry Timer—Length of time in seconds that the ingress router 
waits between attempts to establish the primary path. 
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Level of Output 


detail 


extensive 


extensive 


extensive 


extensive 


detail 


detail 


defaults 


The XML tag name of the bandwidth tag under the auto-bandwidth tag has been updated to 
maximum-average-bandwidth . You can see the new tag when you issue the show mpls Isp extensive 


command with the | display xml pipe option. If you have any scripts that use the bandwidth tag, ensure 
that they are updated to maximum-average-bandwidth. 


| Sample Output 


show mpls Isp defaults 


user@host> show mpls Isp defaults 


MPLS-TE LSP Defaults 





LSP Holding Priority 0 

LSP Setup Priority 7 

Hop Limit 255) 
Bandwidth 0 

LSP Retry Timer 30 seconds 





show mpls Isp descriptions 


user@host> show mpls Isp descriptions 


Ingress LSP: 3 sessions 








To LSP name Description 

10 -0.0.195 to-sanjose to-sanjose-desc 
LO s0.0.,195 to-sanjose-other-desc other-desc 
Total 2 displayed, Up 2, Down 0 


show mpls Isp detail 


user@host> show mpls Isp detail 


Ingress LSP: 1 sessions 


192,168,044 
From: 192.168.0.5, State: Up, ActiveRoute: 0, LSPname: E-D 





ActivePath: (primary) 
LSPtype: Static Configured, Penultimate hop popping 
LoadBalance: Random 


Encoding type: Packet, Switching type: Packet, GPID: IPv4 


+ 





Primary SieeicSe Wis) 

Priorities: 7 0 

SmartOptimizeTimer: 180 

Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 30) 
10,0.0,18 S 10,0,0.,22 § 








Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPr 
20=Node-ID): 
10,.0.0,18 10.0,.0.282 
Total 1 displayed, Up 1, Down 0 


1934 





Egress LSP: 1 sessions 


192 168,05 
From: 192.168.0.4, LSPstate: Up, ActiveRoute: 0 





LSPname: E-D, LSPpath: Primary 
Suggested label received: -, Suggested label sent: 








Recovery label received: , Recovery label sent: 
Resv style: 1 FF, Label in: 3, Label out: - 
Time eities IS7, Saimeee Wee gull it 17sSseil2 2012 





Tspec: rate Obps size Obps peak Infbps m 20 M 1500 
Port number: sender 1 receiver 46128 protocol 0 
SyNnsl secwareomns IO ,0.0,18 (he-1/2/0.17) 38 joltes 
Adspec: received MTU 1500 








PATH sentto: localclient 





Rag wewareoms ilkoeaille livemic 
Record route: 10.0.0.22 10.0.0.18 <self> 





otal 1 displayed, Up 1, Down 0 


Transit LSP: 0 sessions 





Total 0 displayed, Up 0, Down 0 


show mpls Isp detail (When Egress Protection Is in Standby Mode) 


user@host> show mpls Isp detail 


Ingress LSP: 1 sessions 


192 168.0 5% 
From: 192.168.0.5, State: Up, ActiveRoute: 0, LSPname: E-D 





ActivePath: (primary) 
LSPtype: Static Configured, Ultimate hop popping 
LoadBalance: Random 


Encoding type: Packet, Switching type: Packet, GPID: IPv4 


= 





Primary Side m UO 

| =a oa oni 0) 

SmartOptimizeTimer: 180 

Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 30) 

10.0.0,18 S 10,0.,0.,22 § 

Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPreempt 
20=Node-ID) : 
10.0.0.13 10.0.0.22 

11 Sep 20 15:54:35.032 Make-before-break: Switched to new instance 
10 Seo 20 Isgstes4 029 intacorme Rouces 10.0 ,0,18 10,.0,0.22 








1935 


1936 


Sep 20) 15354:34.-029 Up 
Sep 20 15:54:20.271 Originate make-before-break call 
Scomz 052542082 IN CSPE cCompulcabrtons Lesulinnaccepteedy | NOOO nes On OnOn 27, 
Sep 20 15:52:10.247 Selected as active path 
SepeZU wa o2 7 Ue 24 oe RecondeRourcr On OR On Sm hOR On On22 
Sejo 20 ISs52¢10,245 ws 
Se pee Oman oO) Sew ome OrelceincliacmG cule: 
Séfo 20 lsss2cOO, 745 Sirens Genismesiciem mesulhe acecocecl 10,0,0.i18 10,0.0.22 
i Seo 2O Uscbilss9.90S Cie tagdiecs me mowmes coma 192. i168 ,0,4 
Created: Thu Sep 20 15:51:08 2012 
Total 1 displayed, Up 1, Down 0 





hel (Gs) Ss (onl ony Stee) WN) 





Egress LSP: 1 sessions 


192,168.05 
From: 192.168.0.4, LSPstate: Up, ActiveRoute: 0 





LSPname: E-D, LSPpath: Primary 
Suggested label received: -, Suggested label sent: 








Recovery label received: , Recovery label sent: 
Resv style: 1 FF, Label in: 3, Label out: - 
Time left: 148, Since: Thu Sep 20 15:52:10 2012 





[spec: rate Obps size Obps peak Infbps m 20 M 1500 
Port number: sender 1 receiver 49601 protocol 0 
Sans sowareoms IO,0.0,13 (he=l/2/0,17) 27 jokes 
Adspec: received MTU 1500 








PATH sentto: localclient 





RESV revfrom: localclient 
Record route: 10.0.0.22 10.0.0.18 <self> 





otal 1 displayed, Up 1, Down 0 


Transit LSP: 0 sessions 





Total 0 displayed, Up 0, Down 0 


show mpls Isp detail (When Egress Protection Is in Effect During a Local Repair) 


user@host> show mpls Isp detail 


Ingress LSP: 1 sessions 


192,168.04 
From: 192.168.0.5, State: Up, ActiveRoute: 0, LSPname: 





lia) 
| 
le) 


ActivePath: (primary) 
LSPtype: Static Configured, Penultimate hop popping 





LoadBalance: Random 


Encoding type: Packet, Switching type: Packet, GPID: IPv4 


+ 





Primary State: Up 
PAGO tints ee Sts a0) 


SmartOptimizeTimer: 180 





Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 30) 
OR OM ORES Sarr r Ore ans 
Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPreempt 
20=Node-ID): 
10.0.0.18 10,.0,.0.42 
Total 1 displayed, Up 1, Down 0 





Egress LSP: 1 sessions 


192,168.05 
From: 192.168.0.4, LSPstate: Down, ActiveRoute: 0 





LSPname: E-D, LSPpath: Primary 





Suggested label received: -, Suggested label sent: 





Recovery label received: , Recovery label sent: 
Resv style: 1 FF, Label in: 3, Label out: - 
dime eities I57, Saimeee Weel gull it 17sSseil2 2012 





[spec: rate Obps size Obps peak Infbps m 20 M 1500 


Port number: sender 1 receiver 46128 protocol 0 





Egress protection PLR as protector: In Use 
DAW iewncicome 100,018 (ke=l/2/0,17) & polices 
Adspec: received MTU 1500 
PATH sentto: localclient 





RESV revfrom: localclient 
Record route: 10.0.0.22 10.0.0.18 <self> 
Total 1 displayed, Up 1, Down 0 


Transit LSP: 0 sessions 





Total 0 displayed, Up 0, Down 0 


show mpls Isp extensive 


user@host> show mpls Isp extensive 


Ingress LSP: 1 sessions 


192,168.04 
From: 192.168.0.5, State: Up, ActiveRoute: 0, LSPname: E-D 





ActivePath: (primary) 
LSPtype: Static Configured, Ultimate hop popping 








LSP Control Status: Externally controlled 


1937 


Metric: 


+ 








Primary 





LoadBalance: 


10 


Encoding type: 


Priorities: 


Random 


7 O 
External Path CSPF status: local 
Bandwidth: 


1938 


Packet, Switching type: Packet, GPID: IPv4 


State: Up 


98.76kbps 


SmartOptimizeTimer: 180 


Include All: 
Externally Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 0) 


green 


leSosue S Gesinsee & 





20=Node-ID): 
OOP Ore CmelOR Or Ora 2 
9 May 17 16:55:06.574 EXTCTRL LSP: Sent Path computation request and LSP status 





Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPreempt 








8 May 17 16:55:06.574 EXTCTRL_LSP: Computation request/lsp status contains: 





signalled bw 98760 req BW 0 admin group(exclude 0 include any 0 include all 16) 
priority SStuo S lacie 4 Inegoss a2ZsSa2 2oSeda2z 

7 May 17 16:55:06.574 Selected as active path 

6 May 17 16:55:06.558 EXTCTRL LSP: Sent Path computation request and LSP status 





8 May 17 16:55:06.574 EXTCTRL_LSP: Computation request/lsp status contains: 





signalled bw 98760 req BW 0 admin group(exclude 0 include any 0 include all 16) 
priority Setue S agile 4“ Ingjose 142,.35.2 2.355352 

7 May 17 16:55:06.574 Selected as active path 

6 May 17 16:55:06.558 EXTCTRL LSP: Sent Path computation request and LSP status 





5 May 17 16:55:06.558 EXTCTRL_LSP: Computation request/lsp status contains: 





signalled bw 98760 req BW 0 admin group(exclude 0 include any 0 include all 16) 


priority setup 5 hold 


4 May 
3 May 
2 May 
1 May 


Ly 
7 
ala 
iy 


L@8 5S) 
1G 5 SS) 
1685S) 
LOE SS) 


MAO eA PHA CSO AeA 





Created: 


Tue May 


salons 
£06. 
FOG. 
706: 


Ly 


A Wnejos § sks Sak Bodedad 

557 Recowel IROWITSS Le2cSo2 2.So8o2 
B71 Wis 

382 Originate Call 





382 EXTCTRL_LSP: Received setup parameters :: local_cspf, 


IGESS307 AOS 


Total 1 displayed, Up 1, Down 0 





LEY 5 LOS} 410) 5 


imeoms 192, i168 .0.4, 


LSPname: 


CfeSss ISI 


D 


ih 





=D). 


1 sessions 


LSPstate: Up, ActiveRoute: 0 
LSPpath: Primary 


1939 





Suggested label received: -, Suggested label sent: 





Recovery label received: , Recovery label sent: 
Resv style: 1 FF, Label in: 3, Label out: - 
Time left: 148, Since: Thu Sep 20 15:52:10 2012 





[spec: rate Obps size Obps peak Infbps m 20 M 1500 
Port number: sender 1 receiver 49601 protocol 0 
Snel sowareoms IO,0.0,13 (Ghe=l/2/0,17) 27 jokes 
Adspec: received MTU 1500 


PATH sentto: localclient 











RESV revfrom: localclient 
Record route: 10.0.0.22 10.0.0.18 <self> 





show mpls Isp ingress extensive 


user@host> show mpls Isp ingress extensive 


Ingress LSP: 1 sessions 


BOO 06H 
From: 10.0.0.1, State: Up, ActiveRoute: 0, LSPname: test 
ActivePath: (primary) 
LSPtype: Static Pop-and-forward Configured, Penultimate hop popping 
LoadBalance: Random 


Encoding type: Packet, Switching type: Packet, GPID: IPv4 


+ 





Primary SiesieSe Wis) 

Piealoreiictess 7 (0) 

OptimizeTimer: 300 

SmartOptimizeTimer: 180 

Reoptimization in 240 second(s). 

Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 3) 

Lotvilee & 454.451 & BeSesus 

Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPreempt 

20=Node-ID): 











(Labels: P=Pop D=Delegation) 
80.1.1.2(Label=18 P) 50.1.1.2(Label=17 P) 70.1.1.2(Label=16 P) 
92.1.1.1(Label=16 D) 93.1.1.2(Label=16 P) 99.1.1.1(Label=16 P) 
99.2.1.1(Label=16 P) 99.3.1.2 (Label=3) 








17 Aug 3 13:17:33.601 CSPF: computation result ignored, new path less avail 
bw[3 times] 
16 Aug 3 13:02:51.283 CSPF: computation result ignored, new path no benefit [2 
times] 
15 Aug 3 12:54:36.678 Selected as active path 
14 og 3 I2e54e S36. 676 iInecowe Rowees Lol.d.2 4.4s4o1 5.92552 


1940 


is Aue 3 IAs oHe 3G .676 Whe) 

12 Aug 3 12:54:33.924 Deselected as active 
II WAUG NS 2543359243 Originate Call 
LOMA GC esel2  54ts 92S elas Calli 


9 Aug 3 Ieeb4es3 923 Ceres ConlsMtabLom wesw aceeoceol Iail,ls2 &o.4.4.01 5s5.522 


CAC Ose odio SIA Ae ee NOR OEM TOWwa rma cs 
7 Aug 3 12:54:28.177 CSPF: computation result ignored, new path no benefit [4 


times] 
6 Aug 3 12:35:03.830 Selected as active path 
8 Aug 3 L29ssWS 928 Neeorwe INemEeSs B2o2,8.2 2035552 
AL ug OS) eS SSOS 827 Ue 
3 Aug 3° 12335:032814 Originate: Call 
2 moe 3 l2esocOsS.814 CSPre eoOmsuretnem mesule acecstec 2.2-2.2 So3e3e2 
IAG SUZ 34 S42 CSREES Ealed nem EOulEcn GOwascluo ORO Onc 


Created: Tue Aug 3 12:34:35 2010 


Total 1 displayed, Up 1, Down 0 


show mpls Isp extensive (automatic bandwidth adjustment enabled) 


user@host> show mpls Isp extensive 


Ingress LSP: 1 sessions 


1925 Loe} 0,4 


+ 


al 


From: 192.168.0.5, State: Up, ActiveRoute: 0, LSPname: E-D 





ActivePath: (primary) 
Node/Link protection desired 


LSPtype: Static Configured, Penultimate hop popping 





LoadBalance: Random 

Autobandwidth 

MinBW: 300bps, MaxBW: 1000bps, Dynamic MinBW: 1000bps 
Adjustment Timer: 300 secs AdjustThreshold: 25% 

ax AvgBW util: 963.739bps, Bandwidth Adjustment in 0 second(s). 
in BW Adjust Interval: 1000, MinBW Adjust Threshold (in %): 50 


Overflow limit: 0, Overflow sample count: 0 





Underflow limit: 0, Underflow sample count: 9, Underflow Max AvgBW: 614.421bps 
Encoding type: Packet, Switching type: Packet, GPID: IPv4 





Primary State: Up 

Priemilriess 7 

Bandwidth: 1000bps 

SmartOptimizeTimer: 180 

Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 30) 
O.0.0.18 S 10,0,0,.22 § 





IM O50. Ms (ikeloe l= 299) 7 


Created: 
Total 1 displayed, 








Cees ISS 


1941 


Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPreempt 
20=Node-ID): 
192.168.0.6(flag=0x20) 10.0.0.18(Label=299792) 192.168.0.4(flag=0x20) 
10.0.0.22 (Label=3) 

if Mow S10) LOg25ei7/ 
iil Wor 310) IOs25s16 
10.0.0.18 (Label=299792) 192.168.0.4(flag=0x20) 10.0.0.22 (Label=3) 
1@ Aor 30 LTOS25 eis 


) owe 30) 20s 252116 
300 bps to 1000 bps 


SADE sO 
7 Apr 30 
@ Wow SiO) 
& Wore Si) 


4 Apr 30 
3 ore Si) 
2 Apr 30 
1 Apr 30 


Transit LSP: 


LOs2 
LOg 2 
LOs a 
LL) 9 al 


LL) g al 
L@g 1 
LOs 1 
L@g a 





Sed 
aed 
6:4 





6:4 
6:4 





6:42. 
6:14. 
Tue Apr 30 


5) 
5) 
2 
6:42. 
7 
2 
7 


Up 





.024 Make-before-break: Switched to new instance 
.023 Record Route: 192.168.0.6(flag=0x20) 


.023 Up 


.023 Automatic Autobw adjustment succeeded: BW changes from 





-946 Originate make-before-break call 

-946 CSPF: computation result accepted 10.0.0.18 10.0.0.22 
.891 Selected as active path 

891 Record Route: 192.168.0.6(flag=0x20) 

6) 192.168.0.4(flag=0x20) 10.0.0.22 (Label=3) 

-890 Up 

MOA Cm Oa cpbniciacme culm. 

828 CSPF: computation result accepted 10.0.0.18 10.0.0.22 
064 CSPF: could not determine self[2 times] 

IMgiSsio 2013 

1, Down 0 


0 sessions 


Total 0 displayed, Up 0, Down 0 


0 sessions 


Total 0 displayed, Up 0, Down 0 


show mpls Isp bypass extensive 


user@host # show mpls lsp bypass extensive 


LinGieSSS ISI’ 


Dato ots 


From: 





LSPname: 


LSPtype: 


1 sessions 


Wedel othe, 


LSPstate: Up, ActiveRoute: 0 
BYyOeSS—H1 eA ok 
Static Configured 





Suggested label received: -, Suggested label sent: 





Resv style: 


Ise ISH 8 





1 § 





rs 


Recovery label received: -, Recovery label sent: 300032 
, Label in: , Label out: 300032 








, Siimeas Wes Dee 8 IFsilGMeAs) LOIS 
[spec: rate Obps size Obps peak Infbps m 20 M 1500 











Port number: sender 1 receiver 55750 protocol 0 
Type: Bypass LSP 
Number of data route tunnel through: 1 
Number of RSVP session tunnel through: 0 
PATH rcevfrom: localclient 
Adspec: sent MTU 1500 
Path MTU: received 1500 
Qin sSemecos L,1.S5.2 (he-l/2/0.15) 1221 jokes 








Eogolletc mourees Is1.8.2 1.26551 
Record route: <self> 1.1.5.2 1.2.5.1 





F A ise «= 3} WS SILAS) INeoourel INomESe Ii. G.2 Uoeooe 
ar 3 Dee o as ilS)s aus) lof) 

ar 2 Dec 3 15:19:49 CSPF: computation result accepted 
+ il Dee 2 ISsil@eay OrriealingirSe Calli 


Total 1 displayed, Up 1, Down 0 


Egress LSP: 0 sessions 
Total 0 displayed, Up 0, Down 0 


Transit LSP: 0 sessions 


show mpls Isp p2mp 


user@host> show mpls Isp p2mp 


Ingress LSP: 2 sessions 


P2MP name: p2mp-lspl, P2MP branch count: 1 














fe) From State Rt P ActivePath 
10 .255.245.51 10.255 6245 . 50 Up OR moat 
P2MP name: p2mp-lsp2, P2MP branch count: 1 

[To From State Rt P ActivePath 
10.255). 245, Sil 10.2555 245.. 50 Up 0 * pathl 


Total 2 displayed, Up 2, Down 0 


Egress LSP: 0 sessions 


Total 0 displayed, Up 0, Down 0 


Transit LSP: 0 sessions 


Total 0 displayed, Up 0, Down 0 


show mpls Isp p2mp detail 


user@host> show mpls Isp p2mp detail 


RIG wewirwoms ds, 5.2 (ilie-1/2/0.15) 1221 jokics;, minicwopy llalxails No 


LSPname 


p2mp-branch-1 


LSPname 


AMPe Sees orals 


1942 
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Ingress LSP: 2 sessions 


P2MP name: p2mp-lspl, P2MP branch count: 1 


10-255 o245 45 
From: 10.255.245.50, State: Up, ActiveRoute: 0, LSPname: p2mp-branch-1 





ActivePath: pathl (primary) 
P2MP name: p2mp-lspl 
LoadBalance: Random 


Encoding type: Packet, Switching type: Packet, GPID: IPv4 





*Primary pathl State: Up 





Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 25) 
192 168.208 .i17 & 
Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPreempt) : 





192.168.5208 .17) 
P2MP name: p2mp-lsp2, P2MP branch count: 1 


10.255 .245 51 
From: 10.255.245.50, State: Up, ActiveRoute: 0, LSPname: p2mp-st-brl 
ActivePath: pathl (primary) 

P2MP name: p2mp-lsp2 

LoadBalance: Random 


Encoding type: Packet, Switching type: Packet, GPID: IPv4 





*Primary pathl State: Up 





Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 25) 
192 (168,208.17 § 
Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPreempt) : 





192,168,208 17) 
Total 2 displayed, Up 2, Down 0 


show mpls Isp detail count-active-routes 


user@host> show mpls Isp detail count-active-routes 


Ingress LSP: 1 sessions 


2S) WLS), WO 2 
From: 156.154.162.128, State: Up, ActiveRoute: 1, LSPname: to-lahore 
ActivePath: (primary) 

LSPtype: Static Configured 





LoadBalance: Random 
Autobandwidth 
MinBW: 5Mbps MaxBW: 250Mbps 


1944 


AdjustTimer: 300 secs 
Max AvgBW util: Obps, Bandwidth Adjustment in 102 second(s). 
Overflow limit: 0, Overflow sample count: 0 


Encoding type: Packet, Switching type: Packet, GPID: IPv4 


= 





Primary Stace: Ws 
Prile@milriess 7 
Bandwidth: 5Mbps 


SmartOptimizeTimer: 180 





Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 4) 
10.25250,L77 § 
Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPreempt 
20=Node-ID): 
10.252 .0.177) 
Total 1 displayed, Up 1, Down 0 








Egress LSP: 0 sessions 


Total 0 displayed, Up 0, Down 0 


Transit LSP: 0 sessions 





Total 0 displayed, Up 0, Down 0 


show mpls Isp statistics extensive 


user@host> show mpls lsp statistics extensive 


Ingress LSP: 1 sessions 


192 , 168, 0,4 
From: 192.168.0.5, State: Up, ActiveRoute: 0, LSPname: 
Statistics: Packets 302, Bytes 28992 





lea 
| 
iw) 


Aggregate statistics: Packets 302, Bytes 28992 
ActivePath: (primary) 

LSPtype: Static Configured, Penultimate hop popping 
LoadBalance: Random 


Encoding type: Packet, Switching type: Packet, GPID: IPv4 





+ 


Primary Sitaces Wis) 
Prie@cilriess 7 


SmartOptimizeTimer: 180 





Computed ERO (S [L] denotes strict [loose] hops): (CSPF metric: 30) 
ROP OPORP Sm Sm On OM OneAymes 
Received RRO (ProtectionFlag 1=Available 2=InUse 4=B/W 8=Node 10=SoftPreempt 
20=Node-ID): 
IO .0.0,13 10.0.0.22 
6 Oct 3 11:18:28.281 Selected as active path 





5) 
4 
5 
2 


il 


Created: 


cir 
Ocir 
Ocir 
Oct 
Ocir 


deal 


WWW WwW Ww 


als 


ial ¢ 
amie 
alll 


gg 
g Altes 
Sg 
Ss 
alee 


Wed Oct 
Total 1 displayed, 


BS o 
28" 
Allo 
Al» 
59. 


Up 


SAL 
280 
O05 
995 
118 
ig 
1, 


Record Route: 


Up 


ROR ROR ORs Sams ORN OP Oker 212) 


Originate Call 
CSPF: Computation result accepted 10.0.0.18 10.0.0.22 


CSPF failed: 
LYSOL Z2Ql2 


Down 0 


no route toward 192.168.0.4[2 times] 
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| show msdp 


Syntax 


show msdp 

<brief | detail> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 
<peer peer-address> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 12.1 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display Multicast Source Discovery Protocol (MSDP) information. 


Options 


none—Display standard MSDP information for all routing instances. 
brief | detail—(Optional) Display the specified level of output. 
instance instance-name—(Optional) Display information for the specified instance only. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


peer peer-address—(Optional) Display information about the specified peer only, 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


show msdp source | 1949 
show msdp source-active | 1951 


show msdp statistics | 1955 


List of Sample Output 

show msdp on page 1947 

show msdp brief on page 1948 
show msdp detail on page 1948 


Output Fields 


Table 71 on page 1947 describes the output fields for the show msdp command. Output fields are listed in 


the approximate order in which they appear. 


Table 71: show msdp Output Fields 


Field Name 


Peer address 


Local address 


State 


Last up/down 


Peer-Group 


SA Count 


Peer Connect 
Retries 


State timer expires 


Peer Times out 


SA accepted 


SA received 


Field Description 

IP address of the peer. 

Local address of the peer. 

Status of the MSDP connection: Listen, Established, or Inactive. 

Time at which the most recent peer-state change occurred. 

Peer group name. 

Number of source-active cache entries advertised by each peer that were 
accepted, compared to the number that were received, in the format 


number-accepted/number-received. 


Number of peer connection retries. 


Number of seconds before another message is sent to a peer. 


Number of seconds to wait for a response from the peer before the peer 
is declared unavailable. 


Number of entries in the source-active cache accepted from the peer. 


Number of entries in the source-active cache received by the peer. 


| Sample Output 


show msdp 


user@host> show msdp 


Peer address 
193.32 .8.193) 
198 32.85 194 


Local address State Last up/down Peer-Group 
198.392.8195 Established 5d 19:25:44 North23 
198 632.8, 19S Established 3d 19:27:27 North23 





Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


detail 


detail 


detail 


detail 


detail 


SA Count 
sWA0y alles} ) 
300/345 


1948 





LYS 5 34 685 LIS WINS 5 I 5 Sho UNS) Established 5d 19:39:36 North23 10/13 
198) 6 S25 So LT 196) 6 32 oo LYS Established 5d 19:32:27 North23 5/6 
IDS 6 SB oSo LYE IDS 6 SB oo LYS Established 3d 19:33:04 North23 2305/3000 


show msdp brief 


The output for the show msdp brief command is identical to that for the show msdp command. For sample 
output, see show msdp on page 1947. 


show msdp detail 


user@host> show msdp detail 


Peer: 10.255.70.15 
Local address: 10.255.70.19 
State: Established 





Peer Connect Retries: 0 





State timer expires: 22 








Peer Times out: 49 
SA accepted: 0 


SA received: 0 


1949 


| show msdp source 


Syntax 


show msdp source 

<instance instance-name> 

<logical-system (all | logical-system-name)> 
<source-address> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 12.1 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display multicast sources learned from Multicast Source Discovery Protocol (MSDP). 


Options 
none—Display standard MSDP source information for all routing instances. 


instance instance-name—(Optional) Display information for the specified instance only. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


source-address—(Optional) IP address and optional prefix length. Display information for the specified 
source address only. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


show msdp | 1946 
show msdp source-active | 1951 


show msdp statistics | 1955 


List of Sample Output 
show msdp source on page 1950 


Output Fields 


Table 72 on page 1950 describes the output fields for the show msdp source command. Output fields are 
listed in the approximate order in which they appear. 
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Table 72: show msdp source Output Fields 


Field Name 


Source address 


Field Description 


IP address of the source. 


/Len Length of the prefix for this IP address. 
Type Discovery method for this multicast source: 
e Configured—Source-active limit explicitly configured for this 
source. 
e Dynamic—Source-active limit established when this source 
was discovered. 
Maximum Source-active limit applied to this source. 
Threshold Source-active threshold applied to this source. 
Exceeded Number of source-active messages received from this source 


exceeding the established maximum. 


| Sample Output 


show msdp source 


user@host> show msdp source 





Source address /Len Type Maximum Threshold Exceeded 
OROR Or 0) /0 Configured 5 none 0 
1M .1,0.,0 /16 Configured 500 none 0 
WO) 5 tg Il a tb I 32. Configured 10000 none 0 
IM, .1.2 3A Dynamic 6936 none 0 
IO... 5.5 SP Dynamic 500 none LAS 
1O.<2oiei I 32 Dynamic 2 none 0 
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| show msdp source-active 


Syntax 


show msdp source-active 

<brief | detail> 

<group group> 

<instance instance-name> 

<local> 

<logical-system (all | logical-system-name)> 
<originator originator> 

<peer peer-address> 

<source source-address> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 12.1 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display the Multicast Source Discovery Protocol (MSDP) source-active cache. 


Options 


none—Display standard MSDP source-active cache information for all routing instances. 
brief | detail—(Optional) Display the specified level of output. 

group group—(Optional) Display source-active cache information for the specified group. 
instance instance-name—(Optional) Display information for the specified instance. 
local—(Optional) Display all source-active caches originated by this router. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


originator originator—(Optional) Display information about the peer that originated the source-active cache 
entries. 


peer peer-address—(Optional) Display the source-active cache of the specified peer. 


source source-address—(Optional) Display the source-active cache of the specified source. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


show msdp | 1946 


show msdp source | 1949 


show msdp statistics | 1955 


List of Sample Output 

show msdp source-active on page 1953 

show msdp source-active brief on page 1953 
show msdp source-active detail on page 1953 
show msdp source-active source on page 1953 


Output Fields 


Table 73 on page 1952 describes the output fields for the show msdp source-active command. Output fields 


are listed in the approximate order in which they appear. 


Table 73: show msdp source-active Output Fields 


Field Name 


Global active 
source limit 
exceeded 


Global active 
source limit 
maximum 


Global active 
source limit 
threshold 
Global active 
source limit 
log-warning 
Global active 
source limit log 
interval 

Group address 


Source address 


Peer address 


Field Description 


Number of times all peers have exceeded configured active source limits. 


Configured number of active source messages accepted by the device. 


Configured threshold for applying random early discard (RED) to drop 
some but not all MSDP active source messages. 


Threshold at which a warning message is logged (percentage of the number 
of active source messages accepted by the device). 


Time (in seconds) between consecutive log messages. 


Multicast address of the group. 


IP address of the source. 


IP address of the peer. 
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Table 73: show msdp source-active Output Fields (continued) 


Field Name 


Originator 


Flags 


Field Description 


Router ID configured on the source of the rendezvous point (RP) that 


originated the message, or the loopback address when the router ID is 


not configured. 


Flags: Accept, Reject, or Filtered. 


| Sample Output 


show msdp source-active 


user@host> show msdp source-active 


Group address 
2S OROROr 


Zo OROr 


230 50). 
2305.0). 


0 
230 5050) 
0 
0 


0 


il 
2 
5 
4 


Sourc 
192,168,195. 
192,163,195, 
192,168 .195., 
1925168 .199. 
192,168,199, 





address Peer address 


show msdp source-active brief 


The output for the show msdp source-active brief command is identical to that for the show msdp 
source-active command. For sample output, see show msdp source-active on page 1953. 


show msdp source-active detail 


The output for the show msdp source-active detail command is identical to that for the show msdp 
source-active command. For sample output, see show msdp source-active on page 1953. 


show msdp source-active source 


46 local 
46 local 
46 local 
46 local 
46 local 


Originator 

10. 255514. 30 
10.255 514.30 
10. 255.,14, 30 
10, 25ao14, 30 
10,255.14, 30 


user@host> show msdp source-active source 192.168.215.246 


Global 
Global 
Global 
Global 
Global 


active 
active 
active 
active 


active 


source 


SOurce 


SOurce 


Source 


source 


limit 
limit 
Ibati@anie, 
IL augue 


limit 


Sxeeeclecls © 
maximum: 25000 
threshold: 24000 
log-warning: 100 


log interval: 0 


Flags 

Accept 
Accept 
Accept 
AcceprL 
Accept 
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Group 
ZACe 
ZAC 
ZACr 
226. 
226. 
226. 
ZAC 
ZACe 
226. 
226% 


Sik) TS) TS) TSS) TSS) TSS) Iss i) RS) 


address 


ho sy PS) Sy ser fey her fey sy ss) 


o AG 
5 ALL 
oS 
14 
sl 


Sourc 
192), Al 
192). A 
192, Ab 
192 , ib 
192, 1 
192, il 
192) 5 A 
192), il 
192). A 





Lg, AL 








14 
14 
14 
14 
14 
14 
14 
14 
14 


address Peer address 
OS FLO 246 10.255 5182 « 
O85, 2155246 10,255.12. 
O8 215,246 10.255. 182. 
C8  ZLS 246 10 2556.L32. 
68,215 .246 10.255. 182. 
OS. 215,246 10255-1382. 
O8 215.246 10.255, 182, 
O8 FLO, 246 10.255, 182. 
O85 2155246 10.255 .182. 
68,215,246 10.255.182. 











ce, je ie SF ee eS er eS tS 


14 


Originator 


LOR 
10. 
LOR 
kOe 
OR 
KOR 
10). 
ROR 
10). 
LO. 


Zoe 
ZOre 
BOS 6 
DOS) 
Zoos. 
DSS) 
ADS 
Zoe 
ADS 
Zoos 


WS « 
WZ 
WZ « 
WZ 
WZ 
WZ 
WZ 
WS « 
Wi 
LES Zi 


14 
14 
14 
14 
14 
14 
14 
14 
14 
14 





oe, is Se See eS Se Se SS) 


Flags 
Accep 


Accept 


Accep 


Accept 


Accep 
Accep 
Accep 
Accep 


Accept 


Accep 
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| show msdp statistics 


Syntax 


show msdp statistics 
<instance instance-name> 
<logical-system (all | logical-system-name)> 


<peer peer-address> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 12.1 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display statistics about Multicast Source Discovery Protocol (MSDP) peers. 


Options 


none—Display statistics about all MSDP peers for all routing instances. 
instance instance-name—(Optional) Display statistics about a specific MSDP instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


peer peer-address—(Optional) Display statistics about a particular MSDP peer. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear msdp statistics | 1751 


List of Sample Output 
show msdp statistics on page 1957 
show msdp statistics peer on page 1958 


Output Fields 
Table 74 on page 1956 describes the output fields for the show msdp statistics command. Output fields are 
listed in the approximate order in which they appear. 
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Table 74: show msdp statistics Output Fields 


Field Name 


Global active source limit 
exceeded 


Global active source limit 
maximum 


Global active source limit 
threshold 


Global active source limit 


log-warning 


Global active source limit 


log interval 


Peer 


Last State Change 


Last message received 
from the peer 


RPF Failures 


Remote Closes 


Peer Timeouts 


SA messages sent 


SA messages received 


SA request messages 
sent 


SA request messages 
received 


SA response messages 
sent 


Field Description 


Number of times all peers have exceeded configured active 
source limits. 


Configured number of active source messages accepted by 
the device. 


Configured threshold for applying random early discard (RED) 
to drop some but not all MSDP active source messages. 


Threshold at which a warning message is logged (percentage 
of the number of active source messages accepted by the 


device). 


Time (in seconds) between consecutive log messages. 


Address of peer. 


How long ago the peer state changed. 


How long ago the last message was received from the peer. 


Number of reverse path forwarding (RPF) failures. 


Number of times the remote peer closed. 


Number of peer timeouts. 


Number of source-active messages sent. 


Number of source-active messages received. 


Number of source-active request messages sent. 


Number of source-active request messages received. 


Number of source-active response messages sent. 
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Table 74: show msdp statistics Output Fields (continued) 


Field Name 


SA response messages 
received 


SA messages with zero 
Entry Count received 


Active source exceeded 
Active source Maximum 


Active source threshold 


Active source 
log-warning 


Active source 
log-interval 
Keepalive messages sent 


Keepalive messages 
received 


Unknown messages 
received 


Error messages received 


| Sample Output 


show msdp statistics 


Field Description 

Number of source-active response messages received. 

Entry Count is a field within SA message that defines how many 
source/group tuples are present in the SA message. The 
counter is incremented each time an SA with an Entry Count 


of zero is received. 


Number of times this peer has exceeded configured 
source-active limits. 


Configured number of active source messages accepted by 
this peer. 


Configured threshold on this peer for applying random early 
discard (RED) to drop some but not all MSDP active source 
messages. 

Configured threshold on this peer at which a warning message 
is logged (percentage of the number of active source messages 


accepted by the device). 


Time (in seconds) between consecutive log messages on this 
peer. 


Number of keepalive messages sent. 


Number of keepalive messages received. 


Number of unknown messages received. 


Number of error messages received. 


user@host> show msdp statistics 


Global active source 
Global active source 
Global active source 
Global active source 


Global active source 


Peer: 10.255.245.39 
Last State Change: 11 


Last message received 





RPF Failures: 0 


Remote Closes: 0 





Peer Timeouts: 0 
SA messages sent: 376 


SA messages received: 





SA messages with zero 


SA request messages s 


limit exceeded: 0 
limit maximum: 10 
limit threshold: 8 
limit log-warning: 60 


limit log interval: 60 


goatee, (Os Bue Ss) 
Eeom joxeeies Lis asss2 (WOs26e 16) 


459 
Entry Count received: 0 
mes @ 








SA request messages r 


ceived: 0 





SA response messages 


sent: 0 





SA response messages 


received: 0 





Active sourc xceed 





cle 0) 


Active source Maximum: 10 


Active source thresho 


Active source log-war 


els 
jolinaXe iam oLO) 





Active source log-int 


Keepalive messages s 





Keepalive messages r 


ienielll ILA{0) 
inte AL 
ceived: 19 





Unknown messages rec 


ived: 0 








Error messages receiv 


cle 





show msdp statistics peer 


user@host> show msdp statistics peer 10.255.182.140 


Peers L0R255. 1825 040 
Last State Change 


Z PELE ZS (OW sil 3 Oks) 





hast message rec 
RPF Failures: 0 


Remote Closes: 0 





Peer Timeouts: 0 


SA messages sent: 


ived from peer: 8:20:05 (00:00:26) 


Uy 





SA messages recei 


wees 15 





SA request messag 


s sent: 0 





SA request messages received: 0 





SA response messages sent: 0 
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SA response messages received: 0 





Active source exceeded: 20 
Active source Maximum: 10 
Active source threshold: 8 


Active source log-warning: 60 





Active source log-interval: 120 


Keepalive messages sent: 0 








Keepalive messages received: 0 


Unknown messages received: 0 





Error messages received: 0 


1960 


| show multicast backup-pe-groups 


Syntax 


show multicast backup-pe-groups 
<address pe-address> 

<group group-name> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 


Release Information 
Command introduced in Junos OS Release 9.0. 


Description 

Display backup PE router group information when ingress PE redundancy is configured. Ingress PE 
redundancy provides a backup resource when point-to-multipoint LSPs are configured for multicast 
distribution. 


Options 


none—Display standard information about all backup PE groups. 

address pe-address—(Optional) Display the groups that a PE address is associated with. 

group group—(Optional) Display the backup PE group information for a particular group. 

instance instance-name—(Optional) Display backup PE group information for a specific multicast instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show multicast backup-pe-groups on page 1961 


Output Fields 


Table 75 on page 1960 describes the output fields for the show multicast backup-pe-groups command. 
Output fields are listed in the approximate order in which they appear. 


Table 75: show multicast backup-pe-groups Output Fields 


Field Name Field Description 


Backup PE Group Group name. 
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Table 75: show multicast backup-pe-groups Output Fields (continued) 


Field Name 


Designated PE 
Transitions 


Last Transition 
Local Address 


Backup PE List 


| Sample Output 


Field Description 


Primary PE router. Address of the PE router that is currently forwarding traffic on the 
static route. 


Number of times that the designated PE router has transitioned from the most eligible 
PE router to a backup PE router and back again to the most eligible PE router. 


Time of the most recent transition. 


Address of the local PE router. 


List of PE routers that are configured to be backups for the group. 


show multicast backup-pe-groups 


user@host> show multicast backup-pe-groups 


instance: master 





Backup PE group: bl 
Designated PE: 


Transitions: 





Local Address: 





Backup PE List: 





Backup PE group: b2 





Designated PE: 


Transitions: 





Local Address: 


Backup PE List: 


Last Transition: 


tals ieee bieansHuteel@ ines 


LO 299) 5 LOS)5 7 


(sig 1's) 8 foal 
10 .255.,165.,'7/ 





LO > 4258)5 LOS. 


10), 255516557 


O23 Sr} 8 20) 
LO 4995 165., 7 


10) 5 2595 LOS. 
LO 52595165 58) 
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| show multicast flow-map 


List of Syntax 
Syntax on page 1962 
Syntax (EX Series Switch and the QFX Series) on page 1962 


Syntax 


show multicast flow-map 
<brief | detail> 
<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show multicast flow-map 
<brief | detail> 


Release Information 

Command introduced in Junos OS Release 8.2. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display configuration information about IP multicast flow maps. 


Options 


none—Display configuration information about IP multicast flow maps on all systems. 
brief | detail—(Optional) Display the specified level of output. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show multicast flow-map on page 1963 
show multicast flow-map detail on page 1963 


Output Fields 


Table 76 on page 1963 describes the output fields for the show multicast flow-map command. Output fields 
are listed in the approximate order in which they appear. 
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Table 76: show multicast flow-map Output Fields 


Field Name Field Description Levels of Output 
Name Name of the flow map. All levels 
Policy Name of the policy associated with the flow map. All levels 
Cache-timeout Cache timeout value assigned to the flow map. All levels 
Bandwidth Bandwidth setting associated with the flow map. All levels 
Adaptive Whether or not adaptive mode is enabled for the flow map. none 
Flow-map Name of the flow map. detail 
Adaptive Whether or not adaptive mode is enabled for the flow map. detail 
Bandwidth 

Redundant Redundant sources defined for the same destination group. detail 
Sources 


| Sample Output 


show multicast flow-map 


user@host> show multicast flow-map 


instance: Master 


Name Roney, Cache timeout Bandwidth Adaptive 
map2 policy2 never 2000000 no 
mapl pole yl 60 seconds 2000000 no 


| Sample Output 


show multicast flow-map detail 


user@host> show multicast flow-map detail 
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1965 


| show multicast forwarding-cache statistics 


Syntax 


show multicast forwarding-cache statistics 
<inet | inet6> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 


Release Information 

Command introduced in Junos OS Release 12.2. 

Starting in Junos OS Release 16.1, output includes general and rendezvous-point tree (RPT) suppression 
states. 


Description 


Display IP multicast forwarding cache statistics. 


Options 
none—Display multicast forwarding cache statistics for all supported address families for all routing 
instances. 


inet | inet6—(Optional) Display multicast forwarding cache statistics for IPv4 or IPv6é family addresses, 
respectively. 


instance instance-name—(Optional) Display multicast forwarding cache statistics for a specific routing 
instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear multicast forwarding-cache | 1755 
threshold | 1644 


List of Sample Output 
show multicast forwarding cache statistics instance on page 1966 
show multicast forwarding cache statistics instance (Forwarding-cache suppression is disabled) on page 1967 


Output Fields 


1966 


Table 77 on page 1966 describes the output fields for the show multicast forwarding-cache statistics 


command. Output fields are listed in the approximate order in which they appear. 


Table 77: show multicast forwarding-cache statistics Output Fields 


Field Name 


Instance 


Family 


General (or MVPN 


RPT) Suppression 


Active 


General (or MVPN 
RPT) Entries Used 


General (or MVPN 
RPT) Suppress 
Threshold 


General (or MVPN 
RPT) Reuse Value 


Field Description 


Name of the routing instance for which multicast forwarding cache statistics are displayed. 


Protocol family for which multicast forwarding cache statistics are displayed: ALL, INET, or 
INET6. 


Indicates whether suppression is configured. 


Number of currently used multicast forwarding cache entries. 


Maximum number of multicast forwarding cache entries that can be added to the cache. When 
the number of entries reaches the configured threshold, the device suspends adding new 
multicast forwarding cache entries. 


Number of multicast forwarding cache entries that must be reached before the device creates 
new multicast forwarding cache entries. When the total number of multicast forwarding cache 
entries is below the reuse value, the device resumes adding new multicast forwarding cache 
entries. 


| Sample Output 


show multicast forwarding cache statistics instance 


user@host> show multicast forwarding-cache statistic instance mvpn1 intet6 





Instance: mvpnl Family: INET6 














General Suppression Active Yes 
General Entries Used 0 
General Suppress Threshold 200 
General Reuse Valu 200 
MVPN RPT Suppression Active Yes 
MVPN RPT Entries Used 0 
MVPN RPT Suppress Threshold 200 
MVPN RPT Reuse Value 200 
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show multicast forwarding cache statistics instance (Forwarding-cache suppression is disabled) 


user@host> show multicast forwarding-cache statistic instance mvpn1 


Instance: mvpnl Family: ALL 


Forwarding-cache suppression disabled Not enabled by configuration 


1968 


| show multicast interface 


List of Syntax 
Syntax on page 1968 
Syntax (EX Series Switch and the QFX Series) on page 1968 


Syntax 


show multicast interface 
<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show multicast interface 


Release Information 

Command introduced in Junos OS Release 8.3. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display bandwidth information about IP multicast interfaces. 


Options 


none—Display all interfaces that have multicast configured. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show multicast interface on page 1970 


Output Fields 


Table 78 on page 1969 describes the output fields for the show multicast interface command. Output fields 
are listed in the approximate order in which they appear. 


Table 78: show multicast interface Output Fields 


Field Name 


Interface 


Maximum bandwidth 
(bps) 


Remaining bandwidth 
(bps) 


Mapped bandwidth 
deduction (bps) 


Local bandwidth 


deduction (bps) 


Reverse OIF mapping 


Reverse OIF mapping no 
QoS adjustment 


Leave timer 


Field Description 


Name of the multicast interface. 


Maximum bandwidth setting, in bits per second, for this 
interface. 


Amount of bandwidth, in bits per second, remaining on the 
interface. 


Amount of bandwidth, in bits per second, used by any flows 
that are mapped to the interface. 


NOTE: Adding the mapped bandwidth deduction value to the 
local bandwidth deduction value results in the total deduction 
value for the interface. 


This field does not appear in the output when the no QoS 
adjustment feature is disabled. 


Amount of bandwidth, in bits per second, used by any mapped 
flows that are traversing the interface. 


NOTE: Adding the mapped bandwidth deduction value to the 
local bandwidth deduction value results in the total deduction 
value for the interface. 


This field does not appear in the output when the no QoS 
adjustment feature is disabled. 


State of the reverse OIF mapping feature (on or off). 


NOTE: This field does not appear in the output when the no 
QoS adjustment feature is disabled. 


State of the no QoS adjustment feature (on or off) for interfaces 
that are using reverse OIF mapping. 


NOTE: This field does not appear in the output when the no 
QoS adjustment feature is disabled. 


Amount of time a mapped interface remains active after the 
last mapping ends. 


NOTE: This field does not appear in the output when the no 
QoS adjustment feature is disabled. 
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Table 78: show multicast interface Output Fields (continued) 


Field Name 


No QoS adjustment 


| Sample Output 


show multicast interface 


Field Description 


State (on) of the no QoS adjustment feature when this feature 
is enabled. 


NOTE: This field does not appear in the output when the no 
QoS adjustment feature is disabled. 


user@host> show multicast interface 


Interface 


fe-0/0/3 
fe-0/0/3 
fe-0/0/3 
fe-0/0/3 
fe-0/0/2 


6 GAL 
4220 
12.310 
.200 


Maximum bandwidth (bps) Remaining bandwidth (bps) 


10000000 
10000000 
100000000 
20000000 
100000000 


0 
-2000000 
100000000 
18000000 
100000000 
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| show multicast mrinfo 


Syntax 


show multicast mrinfo 
<host> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Display configuration information about IP multicast networks, including neighboring multicast router 
addresses. 


Options 


none—Display configuration information about all multicast networks. 


host—(Optional) Display configuration information about a particular host. Replace host with a hostname 
or IP address. 


Required Privilege Level 
view 


List of Sample Output 
show multicast mrinfo on page 1972 


Output Fields 
Table 79 on page 1971 describes the output fields for the show multicast mrinfo command. Output fields 
are listed in the approximate order in which they appear. 


Table 79: show multicast mrinfo Output Fields 


Field Name Field Description 


source-address Query address, hostname (DNS name or IP address of the source address), and multicast 


protocol version or the software version of another vendor. 
ip-address-1—>ip-address-2. Queried router interface address and directly attached neighbor interface address, respectively. 


(name or ip-address) | Name or IP address of neighbor. 
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Table 79: show multicast mrinfo Output Fields (continued) 


Field Name Field Description 


[metric/threshold/type/ | Neighbor's multicast profile: 


flags] 
e metric—Always has a value of 1, because mrinfo queries the directly connected interfaces 


of a device. 
e threshold—Multicast threshold time-to-live (TTL). The range of values is O through 255. 
e type—Multicast connection type: pim or tunnel. 
e flags—Flags for this route: 


e querier—Queried router is the designated router for the neighboring session. 
e leaf—Link is a leaf in the multicast network. 


e down—Link status indicator. 


| Sample Output 


show multicast mrinfo 


user@host> show multicast mrinfo 10.35.4.1 


I, S55451 (0.35.45 i)) [weresatoim 12.10] 8 
192.168.195.166 —> ©.0.0.0 (de@al) [i1/O/piin/comecieie/ lea | 
10.38.20.1 -> 0.0.0.0 (local) [1/0/pim/querier/leaf] 
I@.47 1.1 => 10.47 .1.2 (A0.47.1.2) [i/o foam 
OPRORLO Om ae OF OP Ors (lciercul) ian [le AO Aone elo wiayl 
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| show multicast next-hops 


List of Syntax 
Syntax on page 1973 
Syntax (EX Series Switch and the QFX Series) on page 1973 


Syntax 


show multicast next-hops 

<brief | detail | terse> 

<identifier-number> 

<inet | inet6> 

<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show multicast next-hops 
<brief | detail> 
<identifier-number> 

<inet | inet6> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 option introduced in Junos OS Release 10.0 for EX Series switches. 

detail option display of next-hop ID number introduced in Junos OS Release 11.1 for M Series and T Series 
routers and EX Series switches. 

Command introduced in Junos OS Release 11.3 for the QFX Series. 

Support for bidirectional PIM added in Junos OS Release 12.1. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 

terse option introduced in Junos OS Release 16.1 for the MX Series. 


Description 


Display the entries in the IP multicast next-hop table. 


Options 
none—Display standard information about all entries in the multicast next-hop table for all supported 
address families. 


brief | detail | terse—(Optional) Display the specified level of output. Use terse to display the total number 
of outgoing interfaces (as opposed to listing them) When you include the detail option on M Series 
and T Series routers and EX Series switches, the downstream interface name includes the next-hop 
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ID number in parentheses, in the form fe-0/1/2.0-(1048574), where 1048574 is the next-hop ID 
number. 


Starting in Junos OS release 16.1, the show multicast next-hops statement shows the hierarchical 
next hops contained in the top-level next hop. 


identifier-number—(Optional) Show a particular next hop by ID number. The range of values is 1 through 
65,535. 


inet | inet6—(Optional) Display entries for IPv4 or IPv6 family addresses, respectively. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 

show multicast next-hops on page 1975 

show multicast next-hops (Ingress Router, Multipoint LDP Inband Signaling for Point-to-Multipoint 
LSPs) on page 1975 

show multicast next-hops (Egress Router, Multipoint LDP Inband Signaling for Point-to-Multipoint 
LSPs) on page 1976 

show multicast next-hops (Bidirectional PIM) on page 1976 

show multicast next-hops brief on page 1976 

show multicast next-hops detail on page 1976 

show multicast next-hops detail (PIM using point-to-multipoint mode) on page 1977 


Output Fields 
Table 80 on page 1974 describes the output fields for the show multicast next-hops command. Output fields 
are listed in the approximate order in which they appear. 


Table 80: show multicast next-hops Output Fields 


Field Name Field Description 
Family Protocol family (such as INET). 
ID Next-hop identifier of the prefix. The identifier is returned by the routing 


device's Packet Forwarding Engine. 


Refcount Number of cache entries that are using this next hop. 


KRefcount Kernel reference count for the next hop. 
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Table 80: show multicast next-hops Output Fields (continued) 


Field Name Field Description 

Downstream Interface names associated with each multicast next-hop ID. 

interface 

Incoming List of interfaces that accept incoming traffic. Only shown for routes that 
interface list do not use strict RPF-based forwarding, for example for bidirectional PIM. 


| Sample Output 


show multicast next-hops 


user@host> show multicast next-hops 


Family: INET 





ID Refcount KRefcount Downstream interface 
262142 4 2 So-1/0/0.0 

262143 2 L mt-1/1/0.49152 
262148 2 L me—1/1/0, 3278S 


show multicast next-hops (Ingress Router, Multipoint LDP Inband Signaling for Point-to-Multipoint LSPs) 


user@host> show multicast next-hops 


Family: INET 

















ID Refcount KRefcount Downstream interface Addr 
1048580 2 1 1048576 
(0x600dc04) 0 1048584 
(0x600ea04) 0 (0x600e924) 
1048583 Z 1 1048579 
(0x600e144) 0 1048587 
(0x600e844) 0 (0x600e764) 
1048582 2 1 1048578 
(Ox600df£84) 0 1048586 
(0x600e684) 0 (0x600e5a4) 
1048581 A (OA SSiay 
(O0x600ddc4) 0 1048585 
(Ox600ebc4) 0 (0x600eae4) 


show multicast next-hops (Egress Router, Multipoint LDP Inband Signaling for Point-to-Multipoint LSPs) 


user@host> show multicast next-hops 


Family: INET 

iD 

(0x600e844) 8 
1048575 16 





Refcount KRefcount Downstream interface Addr 


0 
0 


1048575 
distributed-gmp 


show multicast next-hops (Bidirectional PIM) 


user@host> show multicast next-hops 


Famil 


ID 


20971 


Famil 


ID 


2S) WAL 


Famil 


ID 


BLS) 


514 


BLS) 


544 


show multicast next-hops brief 





Syl 


Sy 


y: 


INI 


IN! 


Incoming interface list 





ET 


Refcount KRefcount 


8 


ET6 





4 


Refcount KRefcount 


Z 


il 


Refcount KRefcount 


5 


2 


Downstream interface 


ge-0/0/1.0 


Downstream interface 


ge-0/0/1.0 


Downstream interface 
100.0 
ge-0/0/1.0 
ECOG 
ge-0/0/1.0 
xe-4/1/0.0 
100.0 
ge-0/0/1.0 
xe-4/1/0.0 
Lod. © 
xe-4/1/0.0 


The output for the show multicast next-hops brief command is identical to that for the show multicast 


next-hops command. For sample output, see show multicast next-hops on page 1975. 


show multicast next-hops detail 


user@host> show multicast next-hops detail 
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Family: 
105) 
1048584 


1048591 


1048580 


1048581 


1048585 


Family: 
ID 
1048586 


1048583 


1048592 


INI 


IN! 





ET 





ET 


Refcount KRefcount 


2 al 
3 2) 
4 il 
2 0 
18 0 
6 
Refcount KRefcount 
4 2) 
14 4 
4 2 
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Downstream interface Addr 

1048581 

1048580 

Flags 0x208 type 0x18 members 0/0/2/0/0 
Address 0xb1841c4 

Leu, 

TA47 

Flags 0x206 type 0x18 members 0/0/2/0/0 
Address 0xb1847f£4 

ge-1/1/9.0-(1048579) 

Flags 0x200 type 0x18 members 0/0/0/1/0 
Address 0xb184134 

TS6 

765 

Flags 0x3 type 0x18 members 0/0/2/0/0 
Address 0xb183dd4 

UST 

TA47 

Flags 0x203 type 0x18 members 0/0/2/0/0 
Address 0xb184404 


Downstream interface Addr 

1048585 

1048583 

Flags 0x20c type 0x19 members 0/0/2/0/0 
Address 0xb1842e4 

ge-1/1/9.0-(1048582) 

Flags 0x200 type 0x19 members 0/0/0/1/0 
Address 0xb183ef4 

1048583 

1048591 

Flags 0x20c type 0x19 members 0/0/2/0/0 
Address 0xb184644 


show multicast next-hops detail (PIM using point-to-multipoint mode) 


user@host> show multicast next-hops detail 


Family: 
Ip 
262142 


IN! 





ET 


Refcount KRefcount 
Z il 


Downstream interface 
sicO,0-192.0,.2.0 (573) 
sO, 0=198.51,.100.0 (572) 
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| show multicast pim-to-igmp-proxy 


List of Syntax 
Syntax on page 1978 
Syntax (EX Series Switch and the QFX Series) on page 1978 


Syntax 


show multicast pim-to-igmp-proxy 
<instance instance-name> 


<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show multicast pim-to-igmp-proxy 
<instance instance-name> 


Release Information 

Command introduced in Junos OS Release 9.6. 

Command introduced in Junos OS Release 9.6 for EX Series switches. 
instance option introduced in Junos OS Release 10.3. 

instance option introduced in Junos OS Release 10.3 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 
Display configuration information about PIM-to-IGMP message translation, also known as PIM-to-IGMP 
proxy. 


Options 


none—Display configuration information about PIM-to-IGMP message translation for all routing instances. 


instance instance-name—(Optional) Display configuration information about PIM-to-IGMP message 
translation for a specific multicast instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


1979 


Configuring PIM-to-IGMP and PIM-to-MLD Message Translation | 485 


List of Sample Output 
show multicast pim-to-igmp-proxy on page 1979 
show multicast pim-to-igmp-proxy instance on page 1979 


Output Fields 
Table 81 on page 1979 describes the output fields for the show multicast pim-to-igmp-proxy command. 
Output fields are listed in the order in which they appear. 


Table 81: show multicast pim-to-igmp-proxy Output Fields 


Field Name Field Description 

Instance Routing instance. Default instance is master (inet.O routing 
table). 

Proxy state State of PIM-to-IGMP message translation, also known as 


PIM-to-IGMP proxy, on the configured upstream interfaces: 
enabled or disabled. 


interface-name Name of upstream interface (no more than two allowed) on 
which PIM-to-IGMP message translation is configured. 


| Sample Output 


show multicast pim-to-igmp-proxy 


user@host> show multicast pim-to-igmp-proxy 


Instance: master Proxy state: enabled 
ge-0/1/0.1 
ge-0/1/0.2 


show multicast pim-to-igmp-proxy instance 


user@host> show multicast pim-to-igmp-proxy instance VPN-A 


Instance: VPN-A Proxy state: enabled 
ge-0/1/0.1 


1980 


| show multicast pim-to-mld-proxy 


List of Syntax 
Syntax on page 1980 
Syntax (EX Series Switch and the QFX Series) on page 1980 


Syntax 


show multicast pim-to-mld-proxy 
<instance instance-name> 


<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show multicast pim-to-mld-proxy 
<instance instance-name> 


Release Information 

Command introduced in Junos OS Release 9.6. 

Command introduced in Junos OS Release 9.6 for EX Series switches. 
instance option introduced in Junos OS Release 10.3. 

instance option introduced in Junos OS Release 10.3 for EX Series switches. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 


Description 
Display configuration information about PIM-to-MLD message translation, also known as PIM-to-MLD 
proxy. 


Options 


none—Display configuration information about PIM-to-MLD message translation for all routing instances. 


instance instance-name—(Optional) Display configuration information about PIM-to-MLD message translation 
for a specific multicast instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show multicast pim-to-mld-proxy on page 1981 
show multicast pim-to-mld-proxy instance on page 1981 


Output Fields 


Table 82 on page 1981 describes the output fields for the show multicast pim-to-mld-proxy command. 


Output fields are listed in the order in which they appear. 
Table 82: show multicast pim-to-mld-proxy Output Fields 


Field Name Field Description 


Proxy state State of PIM-to-MLD message translation, also known as 
PIM-to-MLD proxy, on the configured upstream interfaces: 
enabled or disabled. 


interface-name Name of upstream interface (no more than two allowed) on 
which PIM-to-MLD message translation is configured. 


Sample Output 


show multicast pim-to-mld-proxy 


user@host> show multicast pim-to-mld-proxy 


Instance: master Proxy state: enabled 
ge-0/5/0.1 
ge-0/5/0.2 


show multicast pim-to-mld-proxy instance 


user@host> show multicast pim-to-mld-proxy instance VPN-A 


Instance: VPN-A Proxy state: enabled 
ge-0/5/0.1 
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| show multicast route 


List of Syntax 
Syntax on page 1982 
Syntax (EX Series Switch and the QFX Series) on page 1982 


Syntax 


show multicast route 

<brief | detail | extensive | summary> 
<active | all | inactive> 

<group group> 

<inet | inet6> 

<instance instance name> 

<logical-system (all | logical-system-name)> 
<oif-count> 

<regular-expression> 

<source-prefix source-prefix> 


Syntax (EX Series Switch and the QFX Series) 


show multicast route 

<brief | detail | extensive | summary> 
<active | all | inactive> 

<group group> 

<inet | inet6> 

<instance instance name> 
<regular-expression> 

<source-prefix source-prefix> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Support for bidirectional PIM added in Junos OS Release 12.1. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 

oif-count option introduced in Junos OS Release 16.1 for the MX Series. 

Support for PIM NSR support for VXLAN added in Junos OS Release 16.2. 

Support for multicast traffic counters added in Junos OS 19.2R1 for EX4300 switches. 


Description 


Display the entries in the IP multicast forwarding table. You can display similar information with the show 
route table inet.1 command. 


NOTE: On all SRX Series devices, when a multicast route is not available, pending sessions are 
not torn down, and subsequent packets are queued. If no multicast route resolve comes back, 
then the traffic flow has to wait for the pending session to timed out. Then packets can trigger 
new pending session create and route resolve. 


Options 
none—Display standard information about all entries in the multicast forwarding table for all routing 
instances. 


brief | detail | extensive | summary—(Optional) Display the specified level of output. 


active | all | inactive—(Optional) Display all active entries, all entries, or all inactive entries, respectively, in 
the multicast forwarding table. 


group group—(Optional) Display the cache entries for a particular group. 


inet | inet6—(Optional) Display multicast forwarding table entries for IPv4 or IPv6é family addresses, 
respectively. 


instance instance-name—(Optional) Display entries in the multicast forwarding table for a specific multicast 
instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


oif-count —(Optional) Display a count of outgoing interfaces rather than listing them. 


regular-expression—(Optional) Display information about the multicast forwarding table entries that match 
a UNIX OS-style regular expression. 


source-prefix source-prefix—(Optional) Display the cache entries for a particular source prefix. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Example: Configuring Multicast-Only Fast Reroute ina PIM Domain | 1035 


List of Sample Output 
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1984 


show multicast route on page 1986 

show multicast route (Bidirectional PIM) on page 1987 

show multicast route brief on page 1988 

show multicast route summary on page 1988 

show multicast route detail on page 1988 

show multicast route extensive (Bidirectional PIM) on page 1989 

show multicast route extensive (PIM using point-to-multipoint mode) on page 1990 

show multicast route extensive (traffic counters) on page 1990 

show multicast route instance <instance-name> extensive on page 1991 

show multicast route extensive (PIM NSR support for VXLAN on master Routing Engine) on page 1992 
show multicast route extensive (PIM NSR support for VXLAN on backup Routing Engine) on page 1993 
show multicast route extensive (PIM NSR support for VXLAN on backup Routing Engine) on page 1994 
show multicast route extensive (Junos OS Evolved) on page 1995 


Output Fields 


Table 83 on page 1984 describes the output fields for the show multicast route command. Output fields are 
listed in the approximate order in which they appear. 


Table 83: show multicast route Output Fields 


Field Name Field Description Level of Output 
Instance Name of the routing instance. summary extensive 
family IPv4 address family (INET) or IPv6 address family (INET6). All levels 
Group Group address. All levels 

For any-source multicast routes, for example for bidirectional PIM, the 

group address includes the prefix length. 
Source Prefix and length of the source as it is in the multicast forwarding table. | All levels 
Incoming List of interfaces that accept incoming traffic. Only shown for routes that | All levels 
interface list do not use strict RPF-based forwarding, for example for bidirectional PIM. 
Upstream Name of the interface on which the packet with this source prefix is All levels 
interface expected to arrive. 
Upstream rpf When multicast-only fast reroute (MoFRR) is enabled, a PIM router All levels 


interface list 


propagates join messages on two upstream RPF interfaces to receive 
multicast traffic on both links for the same join request. 
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Table 83: show multicast route Output Fields (continued) 


Field Name 


Downstream 
interface list 


Number of 
outgoing 
interfaces 


Session 


description 


Statistics 


Next-hop ID 


Incoming 
interface list ID 


Upstream 
protocol 


Route type 


Field Description Level of Output 


List of interface names to which the packet with this source prefix is All levels 
forwarded. 


distributed-gmp— Added in Junos OS Release 17.4R1 to indicate that 
line cards with distributed IGMP interfaces are receiving multicast traffic 
for a given (s,g). 


Total number of outgoing interfaces for each (S,G) entry. extensive 


Name of the multicast session. detail extensive 


Rate at which packets are being forwarded for this source and group entry detail extensive 
(in Kbps and pps), and number of packets that have been forwarded to 

this prefix. If one or more of the kilobits per second packet forwarding 

statistic queries fails or times out, the statistics field displays Forwarding 


statistics are not available. 


NOTE: On QFX Series switches and OCX Series switches, this field does 
not report valid statistics. 

Next-hop identifier of the prefix. The identifier is returned by the routing detail extensive 
device’s Packet Forwarding Engine and is also displayed in the output of 

the show multicast nexthops command. 


For bidirectional PIM, incoming interface list identifier. detail extensive 


Identifiers for interfaces that accept incoming traffic. Only shown for 
routes that do not use strict RPF-based forwarding, for example for 
bidirectional PIM. 

The protocol that maintains the active multicast forwarding route for this | detail extensive 


group or source. 


When the show multicast route extensive command is used with the 
display-origin-protocol option, the field name is only Protocol and not 
Upstream Protocol. However, this field also displays the protocol that 
installed the active route. 


Type of multicast route. Values can be (S,G) or (*,G). summary 


Table 83: show multicast route Output Fields (continued) 


Field Name Field Description 
Route state Whether the group is Active or Inactive. 
Route count Number of multicast routes. 


Forwarding state | Whether the prefix is pruned or forwarding. 


Cache Number of seconds until the prefix is removed from the multicast 


lifetime/timeout | forwarding table. A value of never indicates a permanent forwarding entry. 


A value of forever indicates routes that do not have keepalive times. 
Wrong incoming | Number of times that the upstream interface was not available. 
interface 
notifications 


Uptime Time since the creation of a multicast route. 


Sensor ID Sensor ID corresponding to multicast route. 


| Sample Output 


Level of Output 


summary extensive 


summary 


extensive 


extensive 


extensive 


extensive 


extensive 


Starting in Junos OS Release16.1, show multicast route displays the top-level hierarchical next hop. 


show multicast route 


user@host> show multicast route 


Family: INET 





Geewos: 239.252 .0.0 
Source: 10.255.14.144/32 
Upstream interface: local 
Downstream interface list: 


so=i1/0/0.e 


EGeeuios 233.2592. 0. iL 
SOUBCe NOM Ao Sys Amee Ayia 
Upstream interface: local 


Downstream interface list: 


1986 


1987 


so-1/0/0)..C 


Ensoulos ZS. 252 40), ib 
Seoumeees 10,255.70. 15/32 
Upstream interface: so-1/0/0.0 





Downstream interface list: 


mt-1/1/0.1081344 


Family: INET6 





show multicast route (Bidirectional PIM) 


user@host> show multicast route 





Family: INET 


Greous 233.252.0,1/24 
SOUEESES 
Incoming interface list: 
100.0 ge-0/0/1.0 
Downstream interface list: 


ge-0/0/1.0 


Ewouss 233.252 .0., 3/24 
SOURCC Hmm 
Incoming interface list: 
100.0 ge-0/0/1.0 xe-4/1/0.0 
Downstream interface list: 


ge-0/0/1.0 


Erouss 235.,252,0, 11/24 
SOURC Cham 
Incoming interface list: 
100.0 ge-0/0/1.0 
Downstream interface list: 


ge-0/0/1.0 


Erouss 235.252,0,13/24 
SOUBCC Ham 
Incoming interface list: 
100.0 ge-0/0/1.0 xe-4/1/0.0 
Downstream interface list: 
ge-0/0/1.0 
Family: INET6 





1988 


show multicast route brief 


The output for the show multicast route brief command is identical to that for the show multicast route 
command. For sample output, see show multicast route on page 1986 or show multicast route (Bidirectional 
PIM) on page 1987. 


show multicast route summary 


user@host>show multicast route summary 


Instance: master Family: INET 





Route type Rouce State Route count 
(S,G) Active 2 
(S,G) Inactive 3 


Instance: master Family: INET6 





show multicast route detail 


user@host> show multicast route detail 


Family: INET 





Eeoujos 239.252.0.0 
Source: 10.255.14.144/32 
Upstream interface: local 
Downstream interface list: 
so-1/0/0.0 
Session description: Unknown 
Sivaiessieies Cue OS) me lO OM ODS EEO An Cm Dackeibs 
Next-hop ID: 262142 
Upstream protocol: PIM 


EGeoujos 233.252. 0. iL 
Source: 10.255.14.144/32 
Upstream interface: local 
Downstream interface list: 
SOm/10/ 00 
Session description: Administratively Scoped 
Statistics: 0 kBps, 0 pps, 13404 packets 
Next-hop ID: 262142 
Upstream protocol: PIM 


Eos Z2S3~_ 252 40). ib 


1989 


Souress 10.255. 70.15/32 
Upstream interface: so-1/0/0.0 





Downstream interface list: 
mt-—1/1/0.1081344 
Session description: Administratively Scoped 


Sivalisdesienk@isi a lomkes Si mea OOOM OO Smo -n ROM MO a@hcites 


Next-hop ID: 262143 
Upstream protocol: PIM 


Family: INET6 





show multicast route extensive (Bidirectional PIM) 


user@host> show multicast route extensive 





Family: INET 


Grou: 235.2520 1/24 
S OUESCC ams 
Incoming interface list: 
Aol 0a Ome (tel 07 AO ala) 
Downstream interface list: 
ge-0/0/1.0 
Number of outgoing interfaces: 1 
Session description: NOB Cross media facilities 
Siedietse nest UN KB OS, Olmos mOmpackeEs 
Next nop EDEN A209 7Aea3 
Incoming interface list ID: 585 
Upstream protocol: PIM 
Route state: Active 


Forwarding state: Forwarding 





Cache lifetime/timeout: forever 


Wrong incoming interface notifications: 0 


Gmouss 233.252.0, 3/24 
SOU Ct mma 
Incoming interface list: 
100.0 ge-0/0/1.0 xe-4/1/0.0 
Downstream interface list: 
ge-0/0/1.0 
Number of outgoing interfaces: 1 
Session description: NOB Cross media facilities 


Siediets leis a ONE OS a OMmOO Ss mOmpaekels 


1990 


NexeS nop DET 209 7Ae5)3 

Incoming interface list ID: 589 
Upstream protocol: PIM 

Route state: Active 

Forwarding state: Forwarding 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


Family: INET6 





show multicast route extensive (PIM using point-to-multipoint mode) 


user@host> show multicast route extensive 





Instance: master Family: INET 


Eeeuiags 225-0 .0.i 
Source: 192.0.2.0/24 
Upstream interface: st0.1 
+ Upstream neighbor: 203.0.113.0/24 
Downstream interface list: 
3P sit 0-198. 51 ,100.0 stO,0-198. 51,100.11 


Session description: Unknown 





SEAELStLESss 0 kaos, i jos, 119 packets 
Next-hop ID: 262142 

Upstream protocol: PIM 

Route state: Active 


Forwarding state: Forwarding 





Cache lifetime/timeout: 360 seconds 
Wrong incoming interface notifications: 0 


Uptime: 00:02:00 


show multicast route extensive (traffic counters) 


user@host> show multicast route extensive 





Instance: master Family: INET 


Groupee 2 om Ur Orel 
Source: 192.0.2.0/24 
Upstream interface: ge-3/0/12.0 





Downstream interface list: 


ge-0/0/18.0 ge-0/0/7.0 ge-2/0/11.0 ge-2/0/7.0 ge-3/0/20.0 ge-3/0/21.0 


1991 


Number of outgoing interfaces: 6 

Session description: Unknown 

Siecle hs eelst Oak BOS mC OL MnOD SON moe elias) 
Next-hop ID: 131076 

Upstream protocol: PIM 

Route state: Active 

Forwarding state: Forwarding 


Cache lifetime/timeout: 360 seconds 





Wrong incoming interface notifications: 0 


Uptime: 00:03:57 


show multicast route instance <instance-name> extensive 


user@host> show multicast route instance mvpn extensive 





Family: INET 
WOLUOR L33,252 50 o IO 
Soumees 10.0,.0,.4/32 
Upstream interface: xe-0/0/0.102 





Downstream interface list: 
xe-10/3/0.0 xe-0/3/0.0 xe-0/0/0.106 xe-0/0/0.105 
xe-0/0/0.103 xe-0/0/0.104 xe-0/0/0.107 xe-0/0/0.108 
Session description: Administratively Scoped 
SEAELSELESs 256 isos, S998 pos, SI/O0LSO packets 
Next-hop ID: 1048579 
Upstream protocol: MVPN 
Route state: Active 


Forwarding state: Forwarding 





Cache lifetime/timeout: forever 
Wrong incoming interface notifications: 58 


Uptime: 00:00:04 





Instance: master Family: INET 


EGaouiog 22550 .0). iL 
Souaee wllOde Om Om 2/132 
Upstream interface: ge-2/2/0.101 





Downstream interface list: 
distributed-gmp 
Number of outgoing interfaces: 1 
Session description: Unknown 
Siecietts ake sm O Om kB Simo VOM pS mE eoss Clam pdekeiss 
Next-hop ID: 1048575 


Upstream protocol: PIM 
Route state: Active 


Forwarding state: Forwarding 





Cache lifetime/timeout: 360 seconds 
Wrong incoming interface notifications: 0 


Uptime: 00:31:46 


Group IE or OnOrn: 


Source mel ON OROney see 
Upstream interface: ge-2/2/0.101 





Downstream interface list: 
distributed-gmp 
Number of outgoing interfaces: 1 
Session description: Unknown 
Siacistaless 105 kos, 2500 pas, 2153289 packets 
Next-hop ID: 1048575 
Upstream protocol: PIM 
Route state: Active 
Forwarding state: Forwarding 


Cache lifetime/timeout: 360 seconds 





Wrong incoming interface notifications: 0 


Uptime: 00:31:46 


show multicast route extensive (PIM NSR support for VXLAN on master Routing Engine) 


user@host> show multicast route extensive 





Instance: master Family: INET 


Geewog 233.252 .0.il 


RE. 





SiclinecemellUEsmeomer oe 
Upstream interface: ge-3/1/2.0 





Downstream interface list: 
= (593) 
Number of outgoing interfaces: 1 
Session description: Organisational Local Scope 
Sieciehs helst- am OME OS OM OO Si meen Dae kcias 
Next-hop ID: 1048576 
Upstream protocol: PIM 


Route state: Active 


Forwarding state: Forwarding (Forwarding state is set as 'Forwarding' in master 


) 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


1992 


Uptime: 


00:06:38 


souls 253.252 40), ib 


Source: 


IQ ,A,k 4/32 


Upstream interface: local 


Downstream interface list: 
ge-3/1/2.0 


Number of outgoing interfaces: 1 


Session description: Organisational Local Scope 


Slade tsi hel sta OME OS mE OM OO SMC OMmpae keciss 
Next-hop ID: 1048575 


Upstream protocol: PIM 


Route state: Active 


Forwarding state: Forwarding (Forwarding state is set as 'Forwarding' in master 


RE.) 





Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


Uptime: 


OlOROW Est 





Instance: master Family: INET6 


show multicast route extensive (PIM NSR support for VXLAN on backup Routing Engine) 


user@host> show multicast route extensive 





Instance: master Family: INET 


Creole 253.252 40). ib 


Source: 


105 So3.5/ 32 





Upstream interface: ge-3/1/2.0 


Number of outgoing interfaces: 0 


Session description: Organisational Local Scope 


Forwarding statistics are not available 


Next—-hop ID: 0 


Upstream protocol: PIM 


Route state: Active 








Forwarding state: Pruned (Forwarding state is set as 'Pruned' in backup RE.) 





Cache lifetime/timeout: forever 


Wrong incoming interface notifications: 0 


Uptime: 


00:06:46 


EGeeujs 233.25260. iL 


Source: 


10.2.1 ,4/32 


1993 


Upstream interface: local 

Number of outgoing interfaces: 0 

Session description: Organisational Local Scope 
Forwarding statistics are not available 
Next-hop ID: 0 

Upstream protocol: PIM 


Route state: Active 





Forwarding state: Pruned (Forwarding state is set as 'Pruned' in backup RE.) 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


Uptime: 00:07:54 





Instance: master Family: INET6 


show multicast route extensive (PIM NSR support for VXLAN on backup Routing Engine) 


user@host> show multicast route extensive 





Instance: master Family: INET 


Gees 233.2592.40. iL 


RE 





Souress 10. 3.3.38/32 
Upstream interface: ge-3/1/2.0 





Downstream interface list: 
= (593) 
Number of outgoing interfaces: 1 
Session description: Organisational Local Scope 
Siecieeksiele stm OMS OS OM OS mm OMmpaekeias 
Next-hop ID: 1048576 
Upstream protocol: PIM 
Route state: Active 
Forwarding state: Forwarding (Forwarding state is set as 'Forwarding' in backup 
-) 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 0 


Uptime: 00:06:38 


Eos ZS. 252 40), ib 


Sources 10.2.1 ,4/32 

Upstream interface: local 

Downstream interface list: 
Ges sy ey 2e0 


Number of outgoing interfaces: 1 
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Session description: Organisational Local Scope 


Statistics: 0 kBps, 0 pps, O packets 


Next-hop ID: 1048575 
Upstream protocol: PIM 


Route state: Active 


Forwarding state: Forwarding (Forwarding state is set as 'Forwarding' in backup 


RE.) 








Cache lifetime/timeout: forever 


Wrong incoming interface notifications: 


Uptime: 00:07:45 


Instance: master Family: INET6 


show multicast route extensive (Junos OS Evolved) 


user@host> show multicast route extensive 





Instance: master Family: INET 


CROUIDS 232. 2556255. 100 
Soumeces 10k, L, 2/32 
Upstream interface: et-0/0/0:0.0 





Downstream interface list: 
et-—0/0/2:1.0 et—-0/0/1:0.0 


Number of outgoing interfaces: 2 


Session description: Source specific multicast 


Siediats lest ONE Os ml OMS mOMmpackeias 


Next-hop ID: 11066 

Upstream protocol: PIM 

Route state: Active 
Forwarding state: Forwarding 


Cache lifetime/timeout: forever 





Wrong incoming interface notifications: 


Uptime: 14:58:34 
Sensor ID: Oxf0000002 


0 


0 


1995 


1996 


| show multicast rpf 


List of Syntax 
Syntax on page 1996 
Syntax (EX Series Switch and the QFX Series) on page 1996 


Syntax 


show multicast rpf 

<inet | inet6> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 
<prefix> 

<summary> 


Syntax (EX Series Switch and the QFX Series) 


show multicast rpf 

<inet | inet6> 

<instance instance-name> 
<prefix> 

<summary> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display information about multicast reverse-path-forwarding (RPF) calculations. 


Options 


none—Display RPF calculation information for all supported address families. 


inet | inet6—(Optional) Display the RPF calculation information for IPv4 or IPv6 family addresses, 
respectively. 


instance instance-name—(Optional) Display information about multicast RPF calculations for a specific 
multicast instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


1997 


prefix—(Optional) Display the RPF calculation information for the specified prefix. 


summary—(Optional) Display a summary of all multicast RPF information. 


Required Privilege Level 
view 


List of Sample Output 

show multicast rpf on page 1998 

show multicast rpf inet6 on page 1999 
show multicast rpf prefix on page 2000 
show multicast rpf summary on page 2000 


Output Fields 


Table 84 on page 1997 describes the output fields for the show multicast rpf command. Output fields are 
listed in the approximate order in which they appear. 


Table 84: show multicast rpf Output Fields 


Field Name Field Description 


Instance Name of the routing instance. (Displayed when multicast is 
configured within a routing instance.) 


Source prefix Prefix and length of the source as it exists in the multicast 
forwarding table. 


Protocol How the route was learned. 


Interface Upstream RPF interface. 


NOTE: The displayed interface information does not apply to 
bidirectional PIM RP addresses. This is because the show 
multicast rpf command does not take into account equal-cost 
paths or the designated forwarder. For accurate upstream RPF 
interface information, always use the show pim join extensive 
command when bidirectional PIM is configured. 


Neighbor Upstream RPF neighbor. 


NOTE: The displayed neighbor information does not apply to 
bidirectional PIM. This is because the show multicast rpf 
command does not take into account equal-cost paths or the 
designated forwarder. For accurate upstream RPF neighbor 
information, always use the show pim join extensive command 
when bidirectional PIM is configured. 


1998 


| Sample Output 


show multicast rpf 


user@host> show multicast rpf 


Multicast RPF table: inet.0, 12 entries 


OROF ORO A0) 


PROEOCOLZ Sicaicie 


10.255, 14 132/32 
IDIROQEOSEILS IwWialieeyete 


Interface: 100.0 


10.255. 245.91/3 2 
PECEOCOLS LS=LS 
Interface: so-1/1/1.0 
Newghbow lo 2 los lop: 


VIZ 16.0. Ly 32 
IMAGE yel 72.16 0.0/ 12 
PigeicOools Siceicale 
Interface: fxp0.0 
Neighbor: 192.168.14.254 


192, 168.0 .0,/ 

Pig OCGOLs Sieeicale 
Interface: fxp0.0 
Neighbor: 192.168.14.254 


192, 168,14) 0/28 
PRCGIEGCOILG IDskieeeic 


Interface: fxp0.0 


1G2 5 16S. LA LSA / 32 


PieOEocolm local 


192,163,195 .,20/ 30 
PEGICOCOILE IDslieeeic 


Lneeicitaces Soni /i/i.0 


192). 168,195 .22/32 


Protocol: Local 
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192 168 4 195) 5 36/ SO 
PROEOCOLS LS—LS 
Interface: so-1/1/1.0 
Nealglagors 192. 168.195. Ai 


show multicast rpf inet6 


user@host> show multicast rpf inet6 


Multicast RPF table: inet6.0, 12 entries 


e210 ,255, 14, 132/128 
Pmotocole apace cis 


Interface: 100.0 


6810. 255.245), Qi /ilas 

PROEOCOLS LS=1S 

Interface: so-1/1/1.0 

Neighbor: 2001:db8::2a0:a5ff:fe28:2e8c 


£9192, 163,195.20 /126 
ROC OCOILS Iialieeyoic 
lineor acc mesO = s/ ileal) 


Rg192 168.195 22/128 


PHOECC Ol C Gaul 


g8192 168,195. 36/126 

PROEOCOLS LS=LS 

Interface: so-1/1/1.0 

Neighbor: 2001:db8::2a0:a5ff:fe28:2e8c 


£9192, 163,195, 76/126 
IROCOCOILS IwWialieeeie 
Interface: fe-2/2/0.0 


Re192 168 195. 77/128 


PROECCOIM moe all 


ADO sclosie 3/64 


ROC OSOILS Wialieeyeic 


Micra alec ES Oat ll/slen0) 


AOOisCloyss o290) soe girs Oleg VE Sa1/ LAG} 


PROECCOM moc all 


AZ2QOLs closes 2A Sadirit SiS 2 sigalar // 26) 
Exot oc olla Dasec cite 


Interface: 100.0 


ZOOM TGlo one 2y/ekA3 
inharonereoro bre) =2a8 Mi 


ZOOM Glo ci ay/as2)8 
ieMarojereroroy Bal = 2a Ml 


show multicast rpf prefix 


user@host> show multicast rpf 2001:db8::/16 


Multicast RPF table: inet6.0, 13 entries 


ADO ecloyse 32/123 
ice @eolLs IIL 


2OOMi sClixsss sel/ 123 
Protocol: PIM 


show multicast rpf summary 


user@host> show multicast rpf summary 


Multicast RPF table: inet.0, 16 entries 
Multicast RPF table: inet6.0, 12 entries 


2000 


2001 


| show multicast scope 


List of Syntax 
Syntax on page 2001 
Syntax (EX Series Switch and the QFX Series) on page 2001 


Syntax 


show multicast scope 

<inet | inet6> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show multicast scope 
<inet | inet6> 


<instance instance-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display administratively scoped IP multicast information. 


Options 
none—Display standard information about administratively scoped multicast information for all supported 
address families in all routing instances. 


inet | inet6—(Optional) Display scoped multicast information for IPv4 or IPvé family addresses, respectively. 


instance instance-name—(Optional) Display administratively scoped information for a specific multicast 
instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 

show multicast scope on page 2002 
show multicast scope inet on page 2002 
show multicast scope inet6 on page 2003 


Output Fields 


Table 85 on page 2002 describes the output fields for the show multicast scope command. Output fields 


are listed in the approximate order in which they appear. 


Table 85: show multicast scope Output Fields 


Field Name Field Description 

Scope name Name of the multicast scope. 

Group Prefix Range of multicast groups that are scoped. 

Interface Interface that is the boundary of the administrative scope. 
Resolve Rejects Number of kernel resolve rejects. 


| Sample Output 


show multicast scope 


user@host> show multicast scope 


Scope name Group Prefix Interface 
233-net 233.252 0 0/16 fe-0/0/0.1 
local 233 252 0. 1/16 fe-0/0/0.1 
local ZOOM ei :/ U6 fe-0/0/0.1 
larry 2001: db8: :1234/128 fe-0/0/0.1 


show multicast scope inet 


user@host> show multicast scope inet 


Scope name Group Prefix Interface 
ITE B33 252 90 30/16 fe-0/0/0.1 
local 233.252 .0 0/16 fe-0/0/0.1 


Resolve 
Rejects 
0 
0 


Resolve 


Rejects 


2002 


2003 


show multicast scope inet6 


user@host> show multicast scope inet6 


Resolve 
Scope name Group Prefix Interface Rejects 
local AWOL gelas g 3/15 fe-0/0/0.1 0 
larry 2001: db8: :1234/128 fe-0/0/0.1 0 


2004 


| show multicast sessions 


List of Syntax 
Syntax on page 2004 
Syntax (EX Series Switch and the QFX Series) on page 2004 


Syntax 


show multicast sessions 

<brief | detail | extensive> 

<logical-system (all | logical-system-name)> 
<regular-expression> 


Syntax (EX Series Switch and the QFX Series) 


show multicast sessions 
<brief | detail | extensive> 


<regular-expression> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display information about announced IP multicast sessions. 


NOTE: On all SRX Series devices, only 100 packets can be queued during pending (S, G) route. 
However, when multiple multicast sessions enter the route resolve process at the same time, 
buffer resources are not sufficient to queue 100 packets for each session. 


Options 


none— Display standard information about all multicast sessions for all routing instances. 
brief | detail | extensive—(Optional) Display the specified level of output. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


2005 


regular-expression—(Optional) Display information about announced sessions that match a UNIX-style 
regular expression. 


Required Privilege Level 
view 


List of Sample Output 
show multicast sessions on page 2005 
show multicast sessions regular-expression detail on page 2006 


Output Fields 


Table 86 on page 2005 describes the output fields for the show multicast sessions command. Output fields 
are listed in the approximate order in which they appear. 


Table 86: show multicast sessions Output Fields 


Field Name Field Description 
session-name Name of the known announced multicast sessions. 
Sample Output 


show multicast sessions 


user@host> show multicast sessions 


1-Department of Biological Sciences, LSU 


Monterey Bay - DockCam 

Monterey Bay - JettyCam 
Monterey Bay - StandCam 
onterey DockCam 


onterey DockCam / ROV cam 


NASA TV (MPEG-1) 





UO Broadcast - NASA Videos —- 25 Years of Progress 

UO Broadcast - NASA Videos - Journey through the Solar System 
UO Broadcast - NASA Videos Life in the Univers 

UO Broadcast - NASA Videos - Nasa and the Airplane 


UO Broadcasts OPB's Oregon Story 
UO DOD News Clips 








UO Medical Management of Biological Casualties (1) 


UO Medical Management of Biological Casualties (2) 


UO Medical Management of Biological Casualties (3) 


376 active sessions. 


show multicast sessions regular-expression detail 


user@host> show multicast sessions "NASA TV" detail 


SD EM Vier sHont OM Or lGuinatccmb yi Ch A2cr oS a) 
Session: NASA TV (MPEG-1) 








Description: NASA television in MPEG-1 format, provided by Private University. 


Please contact the UO if you have problems with this feed. 





Email: Your Name Here <multicast@lists.private.edu> 
Phone: Your Name Here <888/555-1212> 

Bandwidth: AS:1000 

Start time: permanent 

Stop time: none 

Attribute: type:broadcast 

Attribute: tool:IP/TV Content Manager 3.4.14 

A 

A 


ttribute: live:capture:1 








ttribute: x-iptv-capture:mpls 

Media: video 54302 RTP/AVP 32 31 96 97 
Conne er LOnmDatach meas Sioa tees amleza 
ttribute: quality:8 

ttribute: framerate: 30 

ttribute: rtpmap:96 WBIH/90000 
ttribute: rtpmap:97 MP4V-ES/90000 





EceLoMees K—lpsicw-Syvrsvileso 10.223 .9i1,19i1 laws 








ttribute: fmtp:32 type=mpegl 

Michiels Giuclie isis) ise id! 0 OG 3 5 Y7 Ses Oe) 100 Wot Loz Wo tl Los LOA LOS 106 
Connects lone) aitschey2 2147 leo ers atte! ale 

ttribute: rtpmap:96 X-WAVE/8000 

ttribute: rtpmap:97 L8/8000/2 





ttribute: rtpmap:98 L8/8000 
ttribute: rtpmap:99 L8/22050/2 
ttribute: rtpmap:100 L8/22050 
Etribute: rtpmapsl0l L8/11025/2 
CewmUowMESs wirjomeyI OZ ws / LOZ S 
ttribute: rtpmap:103 L16/22050/2 
ttribute: rtpmap:104 L16/22050 





= 








> Pp DP PS = > Pp SP PB 











1 matching sessions. 


2006 


2007 


| show multicast snooping next-hops 


Syntax 


show multicast snooping next-hops 
<brief | detail> 

<identifier next-hop-ID> 

<inet> 

<inet6> 

<logical-system logical-system-name> 


Release Information 
Command introduced in Junos OS Release 11.2. 


Description 


Display information about the IP multicast snooping next-hops. 


Options 
brief | detail—(Optional) Display the specified level of output. 


inet—(Optional) Display information for IPv4 multicast next hops only. If a family is not specified, both 
IPv4 and IPv6 results will be shown. 


inet6—(Optional) Display information for IPv6é multicast next hops only. If a family is not specified, both 
IPv4 and IPvé6 results will be shown. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


Required Privilege Level 
view 


List of Sample Output 
show multicast snooping next-hops on page 2008 
show multicast snooping next-hops (IGMP snooping enabled on a VPLS) on page 2008 


Output Fields 


Table 87 on page 2007 describes the output fields for the show multicast snooping next-hops command. 
Output fields are listed in the approximate order in which they appear. 


Table 87: show multicast snooping next-hops Output Fields 


Field Name Field Description 


Family Protocol family for which multicast snooping next hops are displayed: INET or INET6. 


Table 87: show multicast snooping next-hops Output Fields (continued) 


Field Name 


Refcount 


KRefcount 


Downstream 
interface 


Nexthop Id 


Field Description 


Number of cache entries that are using this next hop. 


Kernel reference count for the next hop. 


Interface names associated with each multicast next-hop ID. 


Identifier for the next-hop. 


NOTE: To see the next-hop ID for a given PE mesh group, igmp-snooping must be enabled 
for the relevant VPLS routing instance. (Junos OS creates a default CE and VE mesh groups 
for each VPLS routing instance. The next hop of the VE mesh group is the set of VE mesh-group 


interfaces of the remaining PEs in the same VPLS routing instance.) 


| Sample Output 


show multicast snooping next-hops 


user@host> show multicast snooping next-hops 


Family: INE 


ID 
1048574 


1048574 


1048575 


1048576 








Refcount KRefcount Downstream interface Nexthop Id 


4 lL @e-0/1/0. 
ge-0/1/2. 
ge-0/1/3. 


4 1 ge-0/1/0. 


1048575 
1048576 


2 0 ge-0/1/2. 
ge-0/1/3. 


1000 
1000 
1000 


1000- (2000) 


1000- (2001) 
LOOO= (ZOWOZ)) 


2 0 1si.1048578- (2003) 
1si.1048579- (2004) 


show multicast snooping next-hops (IGMP snooping enabled on a VPLS) 


In thIS example, ID 1048585 is the VE next-hop ID created for the VE next hop that is holding VE interfaces 
for the routing instance. It only appears if igmp snooping is enabled on the VPLS. 
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user@host> show multicast snooping next-hops 


Family: IN 


ID 
1048588 
1048589 


1048583 
1048587 


1048586 


1048584 


1048582 
0 


1048585 





ET 


Refcount KRefcount 


zy 1 1048585 
Z 1 1048585 
ge-0/0/5. 
2 0 ge-0/0/0. 
ge-0/0/1. 
2 ocean 
2) llkoc cull 
1048585 
4 Ealoe cull 
1048585 
ge-0/0/5. 
2 imkocarl 
ge-0/0/5. 
6 2 6-0/0) 5. 
2 0 ge-0/0/0. 
ge-0/0/2. 
2 0 ge-0/0/0. 
ge-0/0/2. 
il OQ vt-0/0/10. 
wie—0/ 0/10). 
1 Omi O40} kr 
vt-0/0/10. 
5 Omics OF .0/ a0 
Rita Ol/Oi/alkOle 
iL O we-0/ 0/10. 
wie=0/ 0/10 


Downstream interface Addr 





100 
100 
100 


100 


100 
100 
200 
200 
300 
300 
LYGZS 192 
LAS ZS) 1S) S) 
1048576 
1048578 
1048577 
1048579 
34603008 
34603009 


2009 


2010 


| show multicast snooping route 


Syntax 


show multicast snooping route 
<regexp> 

<active> 

<all> 

<bridge-domain bridge-domain-name> 
<brief > 

<control> 

<data> 

<detail > 

<extensive> 

<group group> 

<inactive> 

<inet> 

<inet6> 

<instance instance-name> 
<logical-system logical-system-name> 
<mesh-group mesh-group-name> 
<qualified-vlan vian-id> 
<source-prefix source-prefix> 

<vlan vian-id> 


Release Information 

Command introduced in Junos OS Release 8.5. 

Support for control, data, qualified-vlan and vlan options introduced in Junos OS Release 13.3 for EX 
Series switches. 


Description 
Display the entries in the IP multicast snooping forwarding table. You can display some of this information 
with the show route table inet.1 command. 


Options 
none—Display standard information about all entries in the multicast snooping table for all virtual switches 
and all bridge domains. 


active | all | inactive —(Optional) Display all active entries, all entries, or all inactive entries, respectively, 
in the multicast snooping table. 


bridge-domain bridge-domain—(Optional) Display the entries for a particular bridge domain. 


brief | detail | extensive—(Optional) Display the specified level of output. 


2011 


control—(Optional) Display control route entries. 

data—(Optional) Display data route entries. 

group group—(Optional) Display the entries for a particular group. 
inet—(Optional) Display IPv4 information. 

inet6—(Optional) Display IPv6 information. 

instance instance-name—(Optional) Display the entries for a multicast instance. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


mesh-group mesh-group-name—(Optional) Display the entries for a particular mesh group. 
qualified-vlan vian-id—(Optional) Display the entries for a particular qualified VLAN. 


regexp—(Optional) Display information about the multicast forwarding table entries that match a UNIX-style 
regular expression. 


source-prefix source-prefix—(Optional) Display the entries for a particular source prefix. 


vlan vian-id—(Optional) Display the entries for a particular VLAN. 


Required Privilege Level 
view 


List of Sample Output 

show multicast snooping route bridge-domain on page 2012 
show multicast snooping route instance vs on page 2013 
show multicast snooping route extensive on page 2013 

show multicast snooping route extensive group on page 2014 


Output Fields 


Table 88 on page 2011 describes the output fields for the show multicast snooping route command. Output 
fields are listed in the approximate order in which they appear. 


Table 88: show multicast snooping route Output Fields 


Field Name Field Description Level of Output 


Nexthop Bulking | Displays whether next-hop bulk updating is ON or OFF (only for All levels 
routing-instance type of virtual switch or vpls). 


Family IPv4 address family (INET) or IPv6 address family (INET6). All levels 


Group Group address. All levels 


Table 88: show multicast snooping route Output Fields (continued) 


Field Name 


Source 


Routing-instance 


Learning Domain 


Statistics 


Next-hop ID 


Route state 


Forwarding state 


Cache 
lifetime/timeout 


Field Description 


Prefix and length of the source as it is in the multicast forwarding table. 
For (*,G) entries, this field is set to "*". 


Name of the routing instance to which this routing information applies. 
(Displayed when multicast is configured within a routing instance.) 


Name of the learning domain to which this routing information applies. 


Rate at which packets are being forwarded for this source and group entry 
(in Kbps and pps), and number of packets that have been forwarded to 


this prefix. 


NOTE: EX4600, EX4650, and the QFX5000 line of switches don’t provide 
packet rates for multicast transit traffic at Layer 2, and any values displayed 
in this field for kKBps and pps are not valid. Up until and including the 
following Junos OS Release versions, the same is true of the packet count 
(packets value in this field is also not a valid count): Junos OS Releases 
18.4R2-S2, 19.1R2-S1, 19.2R1, 19.3R2, and 19.4R1. Starting after those 
Junos OS releases, EX4600, EX4650, and QFX5000 switches count 
packets forwarded to this prefix and display valid statistics for the packets 
value only. 


Next-hop identifier of the prefix. The identifier is returned by the router's 
Packet Forwarding Engine and is also displayed in the output of the show 
multicast nexthops command. 

Whether the group is Active or Inactive. 


Whether the prefix is Pruned or Forwarding. 


Number of seconds until the prefix is removed from the multicast 
forwarding table. A value of never indicates a permanent forwarding entry. 


| Sample Output 


show multicast snooping route bridge-domain 


user@host> show multicast snooping route bridge-domain br-dom-1 extensive 


2012 


Level of Output 


All levels 


All levels 


detail extensive 


detail extensive 


detail extensive 


extensive 


extensive 


extensive 


2013 


Family: INET 





engoyuljogs 2525 ib, i i 
Sources 192.1608 ,3.100/32 
Downstream interface list: 
ge-0/1/0.200 
Siecizeksiete sl OMS OS OM OOS mam poe keias 
Next-hop ID: 1048577 
Route state: Active 


Forwarding state: Forwarding 





Cache lifetime/timeout: 240 seconds 


show multicast snooping route instance vs 


user@host> show multicast snooping route instance vs 


Nexthop Bulking: ON 





Family: INET 


Group: 224.0.0.0 
Bridge-domain: vsid500 


Exouipg 226i .W.il 
Bridge-domain: vsid500 
Downstream interface list: vsid500 
ge-0/3/8.500 ge-1/1/9.500 gel/2/5.500 


show multicast snooping route extensive 


user@host> show multicast snooping route extensive inet6 group ff03::1 


Nexthop Bulking: OFF 


Family: INET6 
Gieowjas irre sil/l2e 





SOuUmmCer 
Bridge-domain: BD-1 
Mesh-group: __all_ces__ 
Downstream interface list: 
aeQ.1 -—(562) 1048576 
SeaAeLstaless 2697) ksjos, S8IS oS, VO8slOOs® packets 
Next-hop ID: 1048605 
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Route state: Active 


Forwarding state: Forwarding 


Group leer OSs se2i8 
Somnce oo CG 6127/alz8 
Bridge-domain: BD-1 
Mesh-group: __all_ces__ 
Downstream interface list: 
ae0.1 -—(562) 1048576 
Siecdie tsi lest OK E OS OM OO SMO mpaekeias 
Next-hop ID: 1048605 
Route state: Active 


Forwarding state: Forwarding 


show multicast snooping route extensive group 


user@host> show multicast snooping route extensive iinstance evpn-vxlan group 233.252.0.1/ 


Groupee senc Sen Ory Se 
SOURCC mas 
Vian: VLAN-100 
Mesh-group: __all_ces__ 
Downstream interface list: 
ge-0/0/3.0 -(662) 
vpn-core-nh (121076) 
Siedietsiele's ON KE OS Om OO Si mUMmpac kes 
Next-hop ID: 131070 





Route state: Active 


Forwarding state: Forwarding 
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| show multicast statistics 


Syntax 


show multicast statistics 

<inet | inet6> 

<instance instance-name> 

<interface interface-name> 
<logical-system (all | logical-system-name)> 


Release Information 
Command introduced before Junos OS Release 7.4. 
interface option introduced in Junos OS Release 16.1 for the MX Series. 


Description 


Display IP multicast statistics. 


Options 


none—Display multicast statistics for all supported address families for all routing instances. 

inet | inet6—(Optional) Display multicast statistics for IPv4 or IPv6é family addresses, respectively. 
instance instance-name—(Optional) Display statistics for a specific routing instance. 

interface interface-name—(Optional) Display statistics for a specific interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Additional Information 


The input and output interface multicast statistics are consistent, but not timely. They are constructed 
from the forwarding statistics, which are gathered at 30-second intervals. Therefore, the output from this 
command always lags the true count by up to 30 seconds. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear multicast statistics | 1761 


List of Sample Output 
show multicast statistics on page 2017 
show multicast statistics (PIM using point-to-multipoint mode) on page 2018 
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show multicast statistics interface on page 2019 


Output Fields 


Table 89 on page 2016 describes the output fields for the show multicast statistics command. Output fields 
are listed in the approximate order in which they appear. 


Table 89: show multicast statistics Output Fields 


Field Name 


Instance 


Family 


Interface 


Routing Protocol 


Mismatch 


Kernel Resolve 


Resolve No Route 


Resolve Filtered 


In Kbytes 


Out Kbytes 


Mismatch error 


Mismatch No Route 


Routing Notify 


Resolve Error 


In Packets 


Out Packets 


Field Description 


Name of the routing instance. 


Protocol family for which multicast statistics are displayed: INET or INET6. 


Name of the interface for which statistics are being reported. 


Primary multicast protocol on the interface: PIM, DVMRP for INET, or PIM for INET6. 


Number of multicast packets that did not arrive on the correct upstream interface. 


Number of resolve requests processed by the primary multicast protocol on the interface. 


Number of resolve requests that were ignored because there was no route to the source. 


Number of resolve requests filtered by policy if any policy is configured. 


Total accumulated incoming packets (in KB) since the last time the clear multicast statistics 
command was issued. 


Total accumulated outgoing packets (in KB) since the last time the clear multicast statistics 
command was issued. 


Number of mismatches that were ignored because of internal errors. 


Number of mismatches that were ignored because there was no route to the source. 


Number of times that the multicast routing system has been notified of a new multicast source 


by a multicast routing protocol . 


Number of resolve requests that were ignored because of internal errors. 


Total number of incoming packets since the last time the clear multicast statistics command 
was issued. 


Total number of outgoing packets since the last time the clear multicast statistics command 


was issued. 
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Table 89: show multicast statistics Output Fields (continued) 


Field Name Field Description 


Resolve requests on | Number of resolve requests on interfaces that are not enabled for multicast that have 
interfaces not accumulated since the clear multicast statistics command was last issued. 
enabled for multicast 


n 

Resolve requests Number of resolve requests with no route to the source that have accumulated since the clear 
with no route to multicast statistics command was last issued. 

source n 


Routing notifications | Number of routing notifications on interfaces not enabled for multicast that have accumulated 
on interfaces not since the clear multicast statistics command was last issued. 

enabled for multicast 

n 


Routing notifications | Number of routing notifications with no route to the source that have accumulated since the 


with no route to clear multicast statistics command was last issued. 

source n 

Interface Number of interface mismatches on interfaces not enabled for multicast that have accumulated 
Mismatches on since the clear multicast statistics command was last issued. 


interfaces not 
enabled for multicast 
n 


Group Membership |§ Number of group memberships on interfaces not enabled for multicast that have accumulated 
on interfaces not since the clear multicast statistics command was last issued. 

enabled for multicast 

n 


| Sample Output 


show multicast statistics 


user@host> show multicast statistics 





Address family: INET 
Interface: fe-0/0/0 
ROME ee MaOtoe ole: PIM Mismatch error: 0 


Mismatch: 0 Mismatch No Route: 0 
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Kernel Resolve: 10 Routing Notify: 0 
Resolve No Route: 0 Resolve Error: 0 
In Kbytes: 4641 In Packets: 50454 
Out Kbytes: 0 Out Packets: 0 

Interface: so-0/1/1.0 
ROUEN PaoEoOecolE: PIM Mismatch error: 0 
Mismatch: 0 Mismatch No Route: 0 
Kernel Resolve: 0 RO Uieenee Note yes 0 
Resolve No Route: 0 Resolve Error: 0 
In Kbytes: 0 In Packets: 0 
Out Kbytes: 4641 Out Packets: 50454 

Resolve requests on interfaces not enabled for multicast 0 

Resolve requests with no route to source 0 

Routing notifications on interfaces not enabled for multicast 0 

Routing notifications with no route to source 0 

Interface Mismatches on interfaces not enabled for multicast 0 

Group Membership on interfaces not enabled for multicast 25 

Address family: INET6 

Interface: fe-0/0/0.0 
ROME INGE nOLOColm: PIM Mismatch error: 0 
Mismatch: 0 Mismatch No Route: 0 
Kernel Resolve: 0 Routing Notify: 0 
Resolve No Route: 0 Resolve Error: 0 
In Kbytes: 0 In Packets: 0 
Out Kbytes: 0 Out Packets: 0 

Interface: so-0/1/1.0 
ROMIEILIMG) IPIACIECCOLL F PIM Mismatch error: 0 
Mismatch: 0 Mismatch No Route: 0 
Kernel Resolve: 0 Routing Notify: 0 
Resolve No Route: 0 Resolve Error: 0 
In Kbytes: 0 In Packets: 0 
Out Kbytes: 0 Out Packets: 0 


Resolve requests on interfaces not enabled for multicast 0 





Resolve requests with no route to source 0 


Routing notifications on interfaces not enabled for multicast 0 





Routing notifications with no route to source 0 


Interface Mismatches on interfaces not enabled for multicast 0 








Group Membership on interfaces not enabled for multicast 0 


show multicast statistics (PIM using point-to-multipoint mode) 


user@host> show multicast statistics 











IMEGEEACSS SiO O-192 062.0 
Routing protocol: PIM Mismatch error: 0 
Mismatch: 0 Mismatch no route: 0 
Kernel resolve: 0 Routing notify: 0 
Resolve no route: 0 Resolve error: 0 
Resolve filtered: 0 Notify filtered: 0 
In kbytes: 0 In packets: 0 
Out kbytes: 0 Out packets: 0 

UMEGETSSS SiO W-192.0.2.0 
Routing protocol: PIM Mismatch error: 0 
Mismatch: 0 Mismatch no route: 0 
Kernel resolve: 0 Routing notify: 0 
Resolve no route: 0 Resolve error: 0 
Resolve filtered: 0 Notify filtered: 0 
In kbytes: 0 In packets: 0 
Out kbytes: 0 Out packets: 0 

LIMEGIEEDOSS Sirs LV3 Sil, LOO, 0 
Routing protocol: PIM Mismatch error: 0 
Mismatch: 0 Mismatch no route: 0 
Kernel resolve: 0 Routing notify: 0 
Resolve no route: 0 Resolve error: 0 
Resolve filtered: 0 Notify filtered: 0 
In kbytes: 0 In packets: 0 
Out kbytes: 0 Out packets: 0 
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show multicast statistics interface 


user@host> show multicast statistics interface vt-3/0/10.2097152 





Instance: master Family: INET 
Interface: vt-3/0/10.2097152 








Routing protocol: PIM Mismatch error: 0 
Mismatch: 0 Mismatch no route: 0 
Kernel resolve: 0 INOUE LING) TCH ILIEW 3 0 
Resolve no route: 0 Resolve error: 0 
Resolve filtered: 0 Notify filtered: 0 
In kbytes: 0 In packets: 0 
Out kbytes: 0 Out packets: 0 
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| show multicast usage 


List of Syntax 
Syntax on page 2020 
Syntax (EX Series Switch and the QFX Series) on page 2020 


Syntax 


show multicast usage 
<brief | detail> 

<inet | inet6> 

<instance instance-name> 


<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show multicast usage 
<brief | detail> 
<inet | inet6> 


<instance instance-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display usage information about the 10 most active Distance Vector Multicast Routing Protocol (DVMRP) 
or Protocol Independent Multicast (PIM) groups. 


Options 


none—Display multicast usage information for all supported address families for all routing instances. 
brief | detail—(Optional) Display the specified level of output. 
inet | inet6—(Optional) Display usage information for IPv4 or IPv6é family addresses, respectively. 


instance instance-name—(Optional) Display information about the most active DVMRP or PIM groups for 
a specific multicast instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 
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Required Privilege Level 


view 


List of Sample Output 

show multicast usage on page 2022 

show multicast usage brief on page 2022 
show multicast usage instance on page 2022 
show multicast usage detail on page 2022 


Output Fields 
Table 90 on page 2021 describes the output fields for the show multicast usage command. Output fields 
are listed in the approximate order in which they appear. 


Table 90: show multicast usage Output Fields 


Field Name Field Description 


Instance Name of the routing instance. (Displayed when multicast is configured 


within a routing instance.) 


Group Group address. 
Sources Number of sources. 
Packets Number of packets that have been forwarded to this prefix. If one or more 


of the packets forwarded statistic queries fails or times out, the packets 


field displays unavailable. 


Bytes Number of bytes that have been forwarded to this prefix. If one or more 
of the packets forwarded statistic queries fails or times out, the bytes field 
displays unavailable. 


Prefix IP address. 
/len Prefix length. 
Groups Number of multicast groups. 


Sensor ID Sensor ID corresponding to multicast route. 


| Sample Output 


show multicast usage 


user@host> show multicast usage 


Group Sources Packets 
233) 5255050 il 52847 

B33 4 B92 505 1 2 13450 
Prefix /len Groups Packets 
10.255.14.144 (32 2 66254 
10 255 5 710.15 #32 i 43 


show multicast usage brief 


Byes 
4439148 
ILZDS 30) 


Bytes 
5561304 
SITS 6 6 


The output for the show multicast usage brief command is identical to that for the show multicast usage 
command. For sample output, see show multicast usage on page 2022. 


show multicast usage instance 


user@host> show multicast usage instance VPN-A 


Group Sources Packets 
B33) 5 A920, 254 il By) ois) 

B33) 25550559) 1 13 

Boo 2O2 50 540 il is} 

Prefix /len Groups Packets 
192 168,195.34 /32 i HSS 
10) -2595 514), 3 U32 i 13 

10) 255 6245, Sl (32 i 13} 


show multicast usage detail 


user@host> show multicast usage detail 


Group Sources Packets 
233) 12952 4050) il Bs)1LS)$) 
Source: 10.255.14.144 /32 Packets: 


B33 5252 6051 2, 13450 
Source: 10.255.14.144 


/32 Packets: 


Byes 
509496 
624 
624 


Bytes 
509496 
624 
624 


Byes 
4465356 


SILT Eycese 4465356 


LLZA5930 


LZ4A07 iEypeese ILiLe2e2 ies 
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Source: 10. 


IPeteue alse 


LO ADS 5 A 


Group: 
Group: 
10.2556 70 
Group: 


-144 
Zeer 
2535 

18) 
Zeer 


25) 5 10, 1D /32 Packets: 43 Bytes: 3374 
/len Groups Packets Bytes 
(32 2 66566 Hae /SL2 
B32. 0). 0) Packets: 53159 Bytes: 4465356 
BBA 50) dL Packets: 13407 Bytes: 1122156 
(32 1 43 S374 
BDZ) o(0)o db Packets: 43 Bytes: 3374 
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| show mvpn c-multicast 


Syntax 


show mvpn c-multicast 
<extensive | summary> 
<instance-name instance-name> 


<source-pe> 


Release Information 
Command introduced in Junos OS Release 8.4. 
Option to show source-pe introduced in Junos OS Release 15.1. 


Description 


Display the multicast VPN customer multicast route information. 


Options 


extensive | summary—(Optional) Display the specified level of output. 
instance-name instance-name—(Optional) Display output for the specified routing instance. 


source-pe—(Optional) Display source-pe output for the specified c-multicast entries. 


Required Privilege Level 


view 


List of Sample Output 

show mvpn c-multicast on page 2025 

show mvpn c-multicast summary on page 2026 

show mvpn c-multicast extensive on page 2026 
show mvpn c-multicast source-pe on page 2027 


Output Fields 
Table 91 on page 2024 lists the output fields for the show mvpn c-multicast command. Output fields are 
listed in the approximate order in which they appear. 


Table 91: show mvpn c-multicast Output Fields 


Field Name Field Description Level of Output 

Instance Name of the VPN routing instance. summary extensive 
none 

C-mcast IPv4 Customer router IPv4 multicast address. extensive none 


(S:G) 


Table 91: show mvpn c-multicast Output Fields (continued) 


Field Name Field Description 

Ptnl Provider tunnel attributes, tunnel type:tunnel source, tunnel destination 
group. 

St State: 


e DS—Represents (S,G) and is created due to (*,G) 
e RM—Remote VPN route learned from the remote PE router 


e St display blank—SSM group join 


MVPN instance Name of the multicast VPN routing instance 


C-multicast IPv4._ = Number of customer multicast IPv4 routes associated with the multicast 


route count VPN routing instance. 


C-multicast IPv6 © Number of customer multicast IPv6é routes associated with the multicast 


route count VPN routing instance. 


| Sample Output 


show mvpn c-multicast 


user@host> show mvpn c-multicast 


MVPN instance: 


Legend for provider tunnel 
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Level of Output 


extensive none 


extensive none 


extensive none 


summary 


summary 


I-P-tnl -- inclusive provider tunnel S-P-tnl selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS == eleicihvacl irom (%, C=¢) RM -- remote VPN route 
LIMSIESINGSS WAPINKA 

C-mcast IPv4 (S:G) Ptnl ot 


192168195, 78/329 203 0, 11s 1/24 PUN SMe10.255. 14 14a, 198.51, 100.1 RM 


MVPN instance: 


Legend for provider tunnel 





I-P-tnl -- inclusive provider tunnel S-P-tnl selective provider tunnel 


Legend for c-multicast routes properties (Pr) 


DS == cleieisywecl trom (*, C=G) RM -- remote VPN route 
Tinisizanie Sree ViEIN SS: 
C-mcast IPv4 (S:G) Ptnl oe 
192 168.195, 94/325 203 0,113 0/24 WUuMRSM5 10.255 14 14a, 198. oi. 100.2 RM 


show mvpn c-multicast summary 


user@host> show mvpn c-multicast summary 


MVPN Summary: 





Family: INE 











Family: INET6 


Instance: mvpnl 


C-multicast IPv6 route count: 1 


show mvpn c-multicast extensive 


user@host> show mvpn c-multicast extensive 


MVPN instance: 


Legend for provider tunnel 





I-P-tnl -- inclusive provider tunnel S-P-tnl 


Legend for c-multicast routes properties (Pr) 


DS == claieiwacl irom (8, C=) RM -- remote VPN route 
imsizane ei NS A 
C-mcast IPw4 (S:G) Ptnl Sie 
192,168,195 .78/ 329203 0,113 1/24 PUM SMe10.255.14 144, 198.51, 100.i RM 
MVPN instance: 
Legend for provider tunnel 
t=P=cmil == sineilusskws jecowilclexr icumimel, Scio selective provider tunnel 


selective provider tunnel 





Legend for c-multicast routes properties (Pr) 
DS == clereiwecl itsem (%, ©@=¢) 
LIMSiESINCS 5 WAPI —Is} 

C-mcast IPv4 (S8:G) Pia 


RM -—- remote VPN route 


Sst 


192,168,195. 94/323203 0,113 0/24 PUM SMG10,255.14,14a, 198 .51.,100.2 RM 
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show mvpn c-multicast source-pe 


user@host> show mvpn c-multicast source-pe 





Family : INE 











Family : INET6 


Instance : mvpnl 
MVPN Mode : RPT-SPT 
CMilcieasic course achlcasss gs /Osi8FOSe sl /ilZ2e 





MVPN Source-PE1: 





extended-community: no-advertise target:10.1.0.0:9 
Route Distinguisher: 10.1.0.0:1 
Autonomous system number: 1 
Interface: ge-0/0/9.1 Index: 343 
PIM Source-PE1: 





extended-community: target:10.1.0.0:9 
RO Lite Seabees feeiarn Cy lela sii estar als eel are Oe Onzeas 


Autonomous system number: 1 





Interface: ge-0/0/9.1 Index: 343 
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show mvpn instance 


Syntax 


show mvpn instance 
<instance-name> 
<display-tunnel-name> 
<extensive | summary> 
<inet | inet6> 
<logical-system> 


Release Information 
Command introduced in Junos OS Release 8.4. 
Additional details in output for extensive option introduced in Junos OS Release 15.1. 


Description 


Display the multicast VPN routing instance information according the options specified. 


Options 
instance-name—(Optional) Display statistics for the specified routing instance, or press Enter without 
specifying an instance name to show output for all instances. 


display-tunnel-name—(Optional) Display the ingress provider tunnel name rather than the attribute. 
extensive | summary—(Optional) Display the specified level of output. 

inet | inet6—(Optional) Display output for the specified IP type. 

inet | inet6—(Optional) Display output for the specified IP type. 


logical-system—(Optional) Display details for the specified logical system, or type “all”. 


Required Privilege Level 
view 


List of Sample Output 

show mvpn instance on page 2029 

show mvpn instance summary on page 2030 

show mvpn instance extensive on page 2031 
show mvpn instance summary (IPv6) on page 2032 


Output Fields 


Table 92 on page 2029 lists the output fields for the show mvpn instance command. Output fields are listed 
in the approximate order in which they appear. 


Table 92: show mvpn instance Output Fields 


Field Name 


MVPN instance 


Instance 


Provider tunnel 


Neighbor 


C-mcast IPv4 


(S:G) 


C-mcast IPv6 
(S:G) 


Ptnl 


St 


Neighbor count 


C-multicast |Pv4 
route count 


C-multicast IPv6é 
route count 


Field Description 


Name of the multicast VPN routing instance 


Name of the VPN routing instance. 


Provider tunnel attributes, tunnel type:tunnel source, tunnel destination 
group. 


Address, type of provider tunnel (I-P-tnl, inclusive provider tunnel and 
S-P-tnl, selective provider tunnel) and provider tunnel for each neighbor. 


Customer IPv4 router multicast address. 


Customer IPv6 router multicast address. 


Provider tunnel attributes, tunnel type:tunnel source, tunnel destination 
group. 


State: 


e DS—Represents (S,G) and is created due to (*,G) 
e RM—Remote VPN route learned from the remote PE router 


e St display blank—SSM group join 


Number of neighbors associated with the multicast VPN routing instance. 


Number of customer multicast IPv4 routes associated with the multicast 


VPN routing instance. 


Number of customer multicast IPv6é routes associated with the multicast 


VPN routing instance. 


| Sample Output 


show mvpn instance 


user@host> show mvpn instance 


Level of Output 


extensive none 


summary extensive 


none 


extensive none 


extensive none 


extensive none 


extensive none 


extensive none 


extensive none 


summary 


summary 


summary 


MVPN instance: 


Legend for provider tunnel 





I-P-tnl -- inclusive provider tunnel S-P-tnl selective provider tunnel 


Legend for c-multicast routes properties (Pr) 


DS =— cleieiwacl irom (8, C=) RM --— remote VPN route 
Instance: VPN-A 





Provider tunnel: I-P-tnl:PIM-SM:10.255.14.144, 198.51.100.1 


Neighbor =P =acig Il 

10.255.14.160 PIM-Bis lO 255,14 .06O0, 19, di. 100). 1 
10.255 5,70). 17) PIM-SMs1O).255,. 70,17, 198.51.100.1 
C-mcast IPvw4 (S:G) Ptnl ot 


192 168.195. 78/329203 O.1LS 0/24 PIR SMis1O. 255. 14,144, 198.591.1100. i 
MVPN instance: 


Legend for provider tunnel 





t=2=(cinll == amellsihns jorewilcler icummeil S—2ieimll selective provider tunnel 


Legend for c-multicast routes properties (Pr) 


DSi ele elie Clete Om (eae) RM -- remote VPN route 
LMSC SUMOS 8 WAPIN 18) 





Provider tunnel: I-P-tnl:PIM—-SM:10.255.14.144, 198.51.100.2 


Neighbor I= —cigul 

10.255.14.160 PIM-QMslO 255 ,14.060, 198.51. 100.2 
10.259. 70.17 PIM=-SMEIO 255.7017, 193,51,100.2 
C-mcast IPv4 (S:G) Ptnl Sie 


192 168,195, 94/32 5203 0, 11S 1/28 PUN SM510.255 14 14a, 198.5. 100.2 


| Sample Output 


show mvpn instance summary 


user@host> show mvpn instance summary 


MVPN Summary: 





Family: INE 











Family: INET6 


Instance: mvpnl 


Sender-—Based RPF: Disabled. Reason: Not enabled by configuration. 
Hot Root Standby: Disabled. Reason: Not enabled by configuration. 
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Neighbor count: 3 


ES MUrlstealkeas tame OmesOuliecme © Ulniter me 


| Sample Output 
show mvpn instance extensive 


user@host> show mvpn instance extensive 


MVPN instance: 
Family : INET 





Instance : vpn_blue 
Customer Sources 10.1.1, 1 
RIIMoOoOre Merges 192). Wes. . 3 Lo 
ROMES—Dal Sic linea sineieg IS)2). ise). I. Ibs LOO 
Source—-As: 65000 


Wie UNCasec wOWIESS IO ,1,0,0/16 tin wom olme. nineic.. 0 





ele 
Candidate Source PE Set: 
RT Iqgeomec 192 16S. elOO, ID) Iillilse22222, SoOuece-AS osWWo 
@ 
3 





RrSIgoore IZ G8 .2.22100, RD Lillils22222, Sousee-AS SaWW 
RISIngomc 192.168. 3o.38100, IND Lillilse22222, SOuUeee-AS osWWo 





\ 





Extensive’ output will show everything in ‘detail’ output and add the list of 


bound c-multicast routes. 


> show mvpn source 10.1.1.1 instance vpn_blue extensive 


Family : INET 





Instance : vpn_blue 
Customer Sommeeas; 10), 1, i, i 
RI=IlMmooOre Mergers 192.168.1132 10) 
ROUES-DaL Sic ineasineie 3 ILS), Ge). i. hs LOO 
Source—-As: 65000 


Wie UnNieasic wowiess IO ,1,.0,0/16 tin womolwme., Lines . 0 








Rr=Igeoric 92. 1G. 1, leilOO, Ro Lillils22222, Sousee-AS aww 
RISIyomic 192.168 ,.2.228100, IND Lillils22222, SOuUKee-AS oaWWo 
Ringe: 192 168.3,33100, IND Lillls22222, Sowzes-AS S500 


il 
Candidate Source PE Set: 
al 
2 





Customer—Multicast Routes: 


LOL. l/S23198.51,100.3/24 
IO LL L/ 3251s, 51, 100.3724 


show mvpn instance summary (IPv6) 


user@host> show mvpn instance summary 


MVPN Summary: 
Instance: VPN-A 
CNW als cm le TOmEOULCmC Oumar 


Instance: VPN-B 





Cans casieuele Oro Utecm CO Ulnien 
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| show mvpn neighbor 


Syntax 


show mvpn neighbor 

<extensive | summary> 

<inet | inet6> 

<instance instance-name | neighbor-address address> 
<logical-system logical-system-name> 


Release Information 
Command introduced in Junos OS Release 8.4. 


Description 


Display multicast VPN neighbor information. 


Options 


extensive | summary—(Optional) Display the specified level of output for all multicast VPN neighbors. 
inet | inet6—(Optional) Display IPv4 or IPvé information for all multicast VPN neighbors. 


instance instance-name | neighbor-address address—(Optional) Display multicast VPN neighbor information 
for the specified instance or the specified neighbor. 


logical-system logical-system-name—(Optional) Display multicast VPN neighbor information for the specified 
logical system. 


Required Privilege Level 
view 


List of Sample Output 

show mvpn neighbor on page 2034 

show mvpn neighbor extensive on page 2035 

show mvpn neighbor extensive on page 2035 

show mvpn neighbor instance-name on page 2036 

show mvpn neighbor neighbor-address on page 2036 

show mvpn neighbor neighbor-address summary on page 2037 
show mvpn neighbor neighbor-address extensive on page 2037 
show mvpn neighbor neighbor-address instance-name on page 2038 
show mvpn neighbor summary on page 2038 


Output Fields 


Table 93 on page 2034 lists the output fields for the show mvpn neighbor command. Output fields are listed 
in the approximate order in which they appear. 


Table 93: show mvpn neighbor Output Fields 


Field Name Field Description 


MVPN instance Name of the multicast VPN routing instance 


Instance Name of the VPN routing instance. 


Neighbor 


Address, type of provider tunnel (I-P-tnl, inclusive provider tunnel and 


2034 


Level of Output 


extensive none 


summary extensive 
none 


extensive none 


S-P-tnl, selective provider tunnel) and provider tunnel for each neighbor. 


Provider tunnel 
group. 


| Sample Output 


show mvpn neighbor 


user@host> show mvpn neighbor 


MVPN instance: 


Legend for provider tunnel 


Provider tunnel attributes, tunnel type:tunnel source, tunnel destination 


extensive none 





t=P=cmll == sin@ilusskws jercowilcler icummel Sell 


selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DSe—— derived. sromu (mca) RM -- remote VPN route 
instance: VEN-* 

Neighbor Ir=2—iciul 


10). 255 » 14! . G0) 
10.255 . 70). 17) 
MVPN instance: 


Legend for provider tunnel 


PIMs LO) 5 QOS 5 LA 5 160) , 
PIMs 10,2955 70.07, 


LA 5 O62 od 
L2 05241 





t-2=cimil == aimellusibws jecevalelar icumimei S21 


selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
Doe eed VeCeErOmun( me Op) RM -- remote VPN route 
instance: VEPN-B 

Neighbor eters 


sO a2o bo ras srs od) 
10,495. 705 17) 


IDM SIMS ALO) 5 BOS q ALA, 1L0) , 
PIM SMe 0,255.5 70.17 , 


12 SO oAoF 
12 05242 
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| Sample Output 


show mvpn neighbor extensive 


user@host> show mvpn neighbor extensive 


MVPN instance: 


Legend for provider tunnel 





t=P=cillL == sime@ilussiws jecowileler icummel Sei selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS == claieilwecl itisem (*,;, @=¢)) RM -—- remote VPN route 


Instance: VPN-A 


Neighbor I= 2—cioul 
10). 255 . 4, INS) PIMHQwis lO .255 14.0260, 192.0625 1 
10.255. 704 07 PIUNM-SMsO,.255.,.70 17, 192,0.28.i 


MVPN instance: 


Legend for provider tunnel 





t-2=jcimll == aimellusihws jeceyalcler icuimimel S—2—1eimll selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
IDS == cleieiweel ise (%, =e) RM -- remote VPN route 


Instance: VPN-B 


Neighbor ee atetiile 
10.255), 14, 60) PIMs 10.255 14,160, 192.0622 
10.255 . 705 17) PUM—SMs1lO) 255,70 ,17, 192.0.2.2 


show mvpn neighbor extensive 


user@host> show mvpn neighbor extensive 


MVPN instance: 


Legend for provider tunnel 





t=2—jcimil == alinellisahys jecevalcler icuimmeil S—2—ieimll selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS == cleieiwecl iisem (, ©=G¢) RM -- remote VPN route 
instance: mvpi—a 


Neighbor =P —einil 
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10,255 5 12 545 
10,2555 72.50 LDP P2MP21O 2595.72.80, Isjomicl 1 


| Sample Output 


show mvpn neighbor instance-name 


user@host> show mvpn neighbor instance-name VPN-A 


MVPN instance: 


Legend for provider tunnel 





t=P=cimlL == alineikvisaiws jowonilclsie icine Sa2—icinll selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS == eleieiwacl trom (%, C=G) RM -- remote VPN route 
instance, VEN-- 


Neighbor =P =1cin IL 
10 255,14. a) PIM SIMs 10) 25514 160, 192.0251 
10.255 . 704 17) PUNSMs1O). 255,70 ,17, 192.0.2.i 


| Sample Output 


show mvpn neighbor neighbor-address 


user@host> show mvpn neighbor neighbor-address 10.255.14.160 


MVPN instance: 


Legend for provider tunnel 





I-P-tnl -- inclusive provider tunnel S-P-tnl selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS == Gleieihwacl trom (%, C=G) RM -—- remote VPN route 
Instance: VPN-A 
Neighbor Teja iL 
10 259,14), 160 PINM-SME1O 255 14 160, 192.0,.85i 
MVPN instance: 
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Legend for provider tunnel 





(PS En rnChusivic pLOvelder Unni om P= tems selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
DS =— ¢leicilwacl irom (*, C=g) RM -- remote VPN route 
iMsizanic Sram VbiIN =) 
Neighbor I= 2 icigul 
10,255.14, 160 PIM=SMgI1O. 255 da 160, 192.0.,2.2 


| Sample Output 


show mvpn neighbor neighbor-address summary 


user@host> show mvpn neighbor neighbor-address 10.255.70.17 summary 


MVPN Summary: 
instance: VENA 
instance: VEN-B 


| Sample Output 


show mvpn neighbor neighbor-address extensive 


user@host> show mvpn neighbor neighbor-address 10.255.70.17 extensive 


MVPN instance: 


Legend for provider tunnel 





I-P-tnl -- inclusive provider tunnel S-P-tnl selective provider tunnel 


Legend for c-multicast routes properties (Pr) 
Doe deed VeCueroOmun( mmc Op) RM -- remote VPN route 
ii Sizante Sree VEIN SAY 
Neighbor I= —jcial 
10.2555 70). 17) PIM-SMsIlO,.255,. 70,17, 192,002.11 
MVPN instance: 


Legend for provider tunnel 





PS Eni —  anelhusivic pLOvlder seunnCis S=P Stem: selective provider tunnel 
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Legend for c-multicast routes properties (Pr) 


DS == clereiweel itisom (%, ©C=G¢)) RM -- remote VPN route 
instance, VPN- eB 
Neighbor =P ici 


10,255. 70517) PIMA-SMsLO 255,770.17, I92,0.4.2 


| Sample Output 


show mvpn neighbor neighbor-address instance-name 


user@host> show mvpn neighbor neighbor-address 10.255.70.17 instance-name VPN-A 
MVPN instance: 


Legend for provider tunnel 


LP jcimJL == alinelivisaiws jomowalelsie jeiielastl S—2—einl 





selective provider tunnel 


Legend for c-multicast routes properties (Pr) 

DS =— @laicilwacl irom (*, C=) RM -- remote VPN route 

instance: VEN-A 
Neighbor 


Is 295570617 


2 iil 
PIM SMe LO 2555 70sLI, L250 .461 


| Sample Output 


show mvpn neighbor summary 


user@host> show mvpn neighbor summary 


MVPN Summary: 





Family: INE 











Family: INET6 


Instance: mvpnl 


Neighbor count: 3 
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| show mvpn suppressed 


Syntax 


show mvpn suppressed 
<instance-name> 
<general | mvpn-rpt> 
<inet | inet6> 


Release Information 
Command introduced in Junos OS Release16.1. 


Description 
MVPN maintains a list of suppressed customer-multicast states and the reason they were suppressed. 
Display it, for example, to help understand the enforcement of forwarding-cache limits 


Options 
instance-name—(Optional) Display statistics for the specified routing instance, or press Enter without 
specifying an instance name to show output for all instances. 


general | mvpn-rpt —(Optional) Display suppressed multicast prefixes and reason they were suppressed. 


inet | inet6—(Optional) Display output for the specified IP type. 


Required Privilege Level 
view 


List of Sample Output 
show mvpn suppressed on page 2040 
show mvpn suppressed summary on page 2040 


Output Fields 


Table 92 on page 2029 lists the output fields for the show mvpn suppressed command. Output fields are 
listed in the approximate order in which they appear. 


Table 94: show mvpn suppressed Output Fields 


Field Name Field Description 
MVPN instance Name of the multicast VPN routing instance. 


Prefix Shown as a single line per prefix, group followed by source. 
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Table 94: show mvpn suppressed Output Fields (continued) 


Field Name Field Description 


reason MVPN *,G entries are deleted either because they exceed either the 
general forwarding-cache limit or because they exceed the 
forwarding-cache limit set for MVPN RPT. 


| Sample Output 


show mvpn suppressed 


user@host> show mvpn suppressed instance name 





Instance: mvpnl Family: INET 


Prefix 0.0.0.0/0:239.1.1.1/32, Suppressed due to MVPN RPT forwarding-cache limit 





Instance: mvpnl Family: INET6 
Pisces, SE91 1,1 N/I2egweOassil/fil2s, Swyjoeassecl Chas ice) ceinsdicall itonenpalecliline;—caclas 





A atimaLic 
Prefix ::/0:f£f£05::2/128, Suppressed due to general forwarding-cache limit 
Prefix ::/0:ff05::3/128, Suppressed due to MVPN RPT forwarding-cache limit 





| Sample Output 


show mvpn suppressed summary 


user@host> show mvpn suppressed instance name summary 





Instance: mvpnl Family: INET 


General entries suppressed: 5) 


MVPN RPT entries suppressed: 


Instance: mvpnl Family: INET6 





General entries suppressed: 3) 


MVPN RPT entries suppressed: 
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| show policy 


List of Syntax 
Syntax on page 2041 
Syntax (EX Series Switches) on page 2041 


Syntax 


show policy 

<logical-system (all | logical-system-name)> 
<policy-name> 

<statistics > 


Syntax (EX Series Switches) 


show policy 
<policy-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
statistics option introduced in Junos OS Release 16.1 for MX Series routers. 


Description 


Display information about configured routing policies. 


Options 


none—List the names of all configured routing policies. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


policy-name—(Optional) Show the contents of the specified policy. 


statistics—(Optional) Use in conjunction with the test policy command to show the length of time (in 
microseconds) required to evaluate a given policy and the number of times it has been executed. This 
information can be used, for example, to help structure a policy so it is evaluated efficiently. Timers 
shown are per route; times are not cumulative. Statistics are incremented even when the router is 
learning (and thus evaluating) routes from peering routers. 


Required Privilege Level 
view 
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RELATED DOCUMENTATION 


show policy damping 


test policy 


List of Sample Output 

show policy on page 2042 

show policy policy-name on page 2043 

show policy statistics policy-name on page 2043 


Output Fields 
Table 95 on page 2042 lists the output fields for the show policy command. Output fields are listed in the 
approximate order in which they appear. 


Table 95: show policy Output Fields 


Field Name Field Description 
policy-name Name of the policy listed. 
term Name of the user-defined policy term. The term name unnamed 


is used for policy elements that occur outside of user defined 


terms 
from Match condition for the policy. 
then Action for the policy. 


| Sample Output 


show policy 


user@host> show policy 


Configured policies: 





__vrf-export-red-internal__ 





__vrf-import-red-internal__ 
red-export 
rf-test-policy 


multicast-—scoping 


show policy policy-name 


user@host> show policy vrf-import-red-internal 





Policy vrf-import-red-internal: 
from 
Z0 BO ls 0/23 mmaceep es 
205, 0,113 ,S32/28 accep 


then reject 


show policy statistics policy-name 


user@host> show policy statistics iBGP-v4-RR-Import 


Policy iBGP-v4-RR-Import: 
[1243328] Term Lab-Infra: 
from [1243328 0] proto BGP 
[28 ©] womies sea iiceies 
10.11.0.0/8 orlonger 
10.13.0.0/8 orlonger 
then [28 0] accept 
[1243300] Term External: 
from [1243300 1] proto BGP 
[1243296 0] community Ext-Coml [64496:1515 ] 
[1243296 0] prefix-list-—filter Customer-Routes 
[1243296 0] aspath AS6221 
LL BZAS2S il] wowice iEuilieeies 
LIZ AG 490/12 oiclomeaie 
LIZ AG.50 0/12 @iciloiaetere 
LIZ AG,51 0/2 oicloineere 
I 2G 2 0)/ ie wor longer 
IN 2G 5 610)/ 12 Sor longelr 
172716.6050/12 orlonger 
then [1243296 2] community + Ext-Com2 [64496:2000 ] [1243296 
[4] Term Final: 

















then [4 0] reject 


0] 


accept 
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| show pim bidirectional df-election 


Syntax 


show pim bidirectional df-election 

<brief | detail > 

<inet | inet6> 

<instance instance name> 

<logical-system (all | logical-system-name)> 
<rpa address> 


Release Information 
Command introduced in Junos OS Release 12.1. 


Description 
For bidirectional PIM, display the designated forwarder (DF) election results for each interface grouped 
by the rendezvous point addresses (RPAs). 


Options 


none—Display standard information about all interfaces. 

brief | detail—(Optional) Display the specified level of output. 

inet | inet6—(Optional) Display DF election results for IPv4 or IPv6 family addresses, respectively. 
instance instance-name—(Optional) Display DF election results for a specific routing instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


rpa address—(Optional) Display the DF election results for an RP address. 


Required Privilege Level 
view 


List of Sample Output 
show pim bidirectional df-election on page 2045 
show pim bidirectional df-election brief on page 2046 


Output Fields 


Table 96 on page 2045 describes the output fields for the show pim bidirectional df-election command. 
Output fields are listed in the approximate order in which they appear. 


Table 96: show pim bidirectional df-election Output Fields 


Field Name 


Family 


Instance 


RPA 


Group ranges 


Interfaces 


DF 


Field Description 


IPv4 address family (INET) or IPv6 address family (INET6). 


Name of the routing instance. 


RP address. 


Address ranges of the multicast groups mapped to this RP address. 


Bidirectional PIM interfaces on this routing device. An interface can win 


the DF election (Win), lose the DF election (Lose), or be the RP link (RPL). 


The RP link is the interface directly connected to a subnet that contains 
a phantom RP address. A phantom RP address is an RP address that is 
not assigned to a routing device interface. 


IP address of the designated forwarder. 


| Sample Output 


show pim bidirectional df-election 


user@host> show pim bidirectional df-election 





Instance: PIM.master Family: INET 


RAS IO, 1Os 1.3 


Group ranges: 


2G Uo Ss Of24, 225,153 40/24 


Interfaces: 
ge-0/0/1.0 (RPL) DF: none 
100.0 (Win) De 10,255, 179.246 
xe-4/1/0.0 (Win) Dies 10,10 ,2. 1 


AS 110), 10,132 


Group ranges: 


2G ols Of/24, 225 1.1,0/24 


Interfaces: 
ge-0/0/1.0 (Lose) Dee LO, 10,L.2 
100.0 (Win) DES 10.2555 179 . 246 
xe-4/1/0.0 (Lose) Des 10,10 .2.2 








Instance: PIM.master Family: INET6 
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Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


brief displays the DF 
election winner only. 


All levels 
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IBIAS iS@O) 3 610s 10) Les) 
Group ranges: ff00::/8 


Interfaces: 
ge-0/0/1.0 (Lose) DF: fe80::b2c6:9aff:fe95:86fa 
100.0 (Win) DF: £e80::2a0:a50£:fc64:e661 
xe-4/1/0.0 (Win) DIPS TVS SBMS sissies S58 SeS\ 7 


INBIAS i8S@0)8 6 10) 3 0) sso 2 
Group ranges: ff00::/8 


Interfaces: 
ge-0/0/1.0 (Lose) DF: fe80::b2c6:9aff:fe95:86fa 
100.0 (Win) DF: £fe80::2a0:a50£:fc64:e661 
xe-4/1/0.0 (Win) IDNHS SOS 9PBSs Cisiere sieeve) 2 Bios! 7/ 


show pim bidirectional df-election brief 


user@host> show pim bidirectional df-election brief 





Instance: PIM.master Family: INET 


WAG LO, 10.1.3 
Gomis weingeacs 2241, 3.,0/24, 225.13 0/24 


Interfaces: 
100.0 (Win) Des LO 255 179.246 
xe-4/1/0.0 (Win) Dee 10, 10,2. 1 


RAS IO, 10,13, 2 
Gmoujs wemcqese 2241 ,0,0/24, 225,1.,1,0/24 
Interfaces: 


oO ORO) (Win) Dg 10) ASS 179. 246 





Instance: PIM.master Family: INET6 


PAR ESCO S eLOZIOR LES 
Group ranges: ff00::/8 


Interfaces: 
Lao. O (Win) DF: fe80::2a0:a50f:fc64:e661 
xe-4/1/0.0 (Win) DIPS ISCO S CBBSo Vere s iceoS 2 Ses 7) 


INDIA TESCN0) 8 2 IL) 3 LO) g isin 
Group ranges: ff00::/8 


Interfaces: 
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LOO) 40 (Win) DF: fe80::2a0:a50f:fc64:e661 
xe-4/1/0.0 (Win) IDG's TSO? oPOSs Sishirie s ieee) a Ses! 7/ 
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| show pim bidirectional df-election interface 


Syntax 


show pim bidirectional df-election interface 
<inet | inet6> 

<instance instance name> 

<interface-name> 

<logical-system (all | logical-system-name)> 


Release Information 
Command introduced in Junos OS Release 12.1. 


Description 


For bidirectional PIM, display the default and the configured designated forwarder (DF) election parameters 
for each interface. 


Options 


none—Display standard information about all interfaces. 

inet | inet6—(Optional) Display DF election parameters for IPv4 or IPvé family addresses, respectively. 
instance instance-name—(Optional) Display DF election parameters for a specific routing instance. 
interface-name—(Optional) Display DF election parameters for a specific interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show pim bidirectional df-election interface on page 2049 


Output Fields 


Table 97 on page 2048 describes the output fields for the show pim bidirectional df-election interface 
command. Output fields are listed in the approximate order in which they appear. 


Table 97: show pim bidirectional df-election interface Output Fields 


Field Name Field Description 
Instance Name of the routing instance. 


Family IPv4 address family (INET) or IPv6 address family (INET6). 
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Table 97: show pim bidirectional df-election interface Output Fields (continued) 


Field Name Field Description 
Interface Name of the bidirectional PIM interface. 


Robustnes Count § Minimum number of DF election messages that must fail to be received 
for DF election to fail. 


Offer Period Interval between repeated DF election messages. 


Backoff Period Period that the acting DF waits between receiving a better DF Offer and 
sending the Pass message to transfer DF responsibility. 


RPA RP address. 


State For each RP address, state of each interface with respect to the DF 
election: Offer (when the election is in progress), Win, or Lose. 


DF IP address of the designated forwarder. 


| Sample Output 


show pim bidirectional df-election interface 


user@host> show pim bidirectional df-election interface 





Instance: PIM.master Family: INET 


Interface: ge-0/0/1.0 
RGbusiEMe scm © OUMittmNS 
Offer Period: 100 ms 
Backoff Period: 1000 ms 


RPA State DF 
LO... 53 Offer none 
10.10.13 .2 Lose 1O.10,10.2 


Interface: 100.0 
ROMUSieMe sisal © OUlmietmeS 
Offer Period: 100 ms 
Backoff Period: 1000 ms 


BPE 
10. 10s he 3 
IO 51O>s 13.2 


Interface: xe-4/1/0.0 


Robustness Count: 3 


Offer Period: 100 ms 


Backorr Peniod: 


RPA 
10) AO) 5 IL 3 
LO. Os Io 4 


Instance: PIM.master Family: 


1000 ms 


Interface: ge-0/0/1.0 


Robustness Count: 3 


Offer Period: 100 ms 


Backoff Period: 


RPA 
Bee Ore aiO Ores 
cero) E 8 Al O)s tLio)e SR 


Interface: 100.0 
Robustness Count 
Offer Period: 10 
Backoff Period: 


RPA 
rexel) 2 g 10) 8 iLO) g ag 3 
eS Ores O rae Oke esse 


Interface: xe-4/1/ 
Robusenecsm count 
Offer Period: 10 
Backoff Period: 


RPA 
Be COR AO eae ss 
rece gilO)s ihOg ise 2 


1000 ms 


3) 
O ms 


1000 ms 


0.0 
g 3 
O ms 


1000 ms 


State 
Win 


Win 


State 
Win 


Lose 


INET6 





State 


LOSE 





LOSE 


State 
Win 


Win 


State 
Win 


Win 


De 
10-4995 LVI 5245 
10 255172 ANS 


DF 
LO GLO. 2.1 
LO 1 262 


DF 
fe80::b2c6:9aff:fe95:86fa 
fe80::b2c6:9aff:fe95:86fa 


DF 
fe80::2a0:a50f:fc64:e661 
fe80::2a0:a50f:fc64:e661 


DF 
IESKS)0) 8 BZ AL) 8 Sisia6 16 8 ae(eYels) 8 SCS} 7/ 
fe80::226:88ff:fec5:3c37 
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| show pim bootstrap 


List of Syntax 
Syntax on page 2051 
Syntax (EX Series Switch and the QFX Series) on page 2051 


Syntax 


show pim bootstrap 
<instance instance-name> 


<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show pim bootstrap 
<instance instance-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
instance option introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


For sparse mode only, display information about Protocol Independent Multicast (PIM) bootstrap routers. 


Options 


none—Display PIM bootstrap router information for all routing instances. 


instance instance-name—(Optional) Display information about bootstrap routers for a specific PIM-enabled 
routing instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show pim bootstrap on page 2052 
show pim bootstrap instance on page 2052 


Output Fields 
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Table 98 on page 2052 describes the output fields for the show pim bootstrap command. Output fields are 


listed in the approximate order in which they appear. 


Table 98: show pim bootstrap Output Fields 


Field Name Field Description 

Instance Name of the routing instance. 

BSR Bootstrap router. 

Pri Priority of the routing device as elected to be the bootstrap 
router. 

Local address Local routing device address. 

Pri Local routing device address priority to be elected as the 


bootstrap router. 


State Local routing device election state: Candidate, Elected, or 
Ineligible. 
Timeout How long until the local routing device declares the bootstrap 


router to be unreachable, in seconds. 


| Sample Output 


show pim bootstrap 


user@host> show pim bootstrap 


Instance: PIM.master 


BSR Pri Local address Pri State Timeout 
None OP LOR 2 Sor 46 0 InEligible 0 
2L00isclosgilgicgils@setrsey7sse 34 ZOOIeclossileisileWseutts ele 0 InEligible 0 





show pim bootstrap instance 


user@host> show pim bootstrap instance VPN-A 
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| show pim interfaces 


List of Syntax 
Syntax on page 2054 
Syntax (EX Series Switch and the QFX Series) on page 2054 


Syntax 


show pim interfaces 

<inet | inet6> 

<instance (instance-name | all)> 
<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show pim interfaces 
<inet | inet6> 


<instance (instance-name | all)> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Commmand introduced in Junos OS Release 11.3 for the QFX Series. 

Support for bidirectional PIM added in Junos OS Release 12.1. 

Support for the instance all option added in Junos OS Release 12.1. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display information about the interfaces on which Protocol Independent Multicast (PIM) is configured. 


Options 


none—Display interface information for all family addresses for the main instance. 
inet | inet6—(Optional) Display interface information for IPv4 or IPv6é family addresses, respectively. 


instance (instance-name | all)—(Optional) Display information about interfaces for a specific PIM-enabled 
routing instance or for all routing instances. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 
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List of Sample Output 
show pim interfaces on page 2056 
show pim interfaces (PIM using point-to-multipoint mode) on page 2056 


Output Fields 


Table 99 on page 2055 describes the output fields for the show pim interfaces command. Output fields are 
listed in the approximate order in which they appear. 


Table 99: show pim interfaces Output Fields 


Field Name Field Description 

Instance Name of the routing instance. 

Name Interface name. 

State State of the interface. The state also is displayed in the show interfaces command. 
Mode PIM mode running on the interface: 


e B—In bidirectional mode, multicast groups are carried across the network over bidirectional 
shared trees. This type of tree minimizes PIM routing state, which is especially important 
in networks with numerous and dispersed senders and receivers. 


e S—In sparse mode, routing devices must join and leave multicast groups explicitly. Upstream 
routing devices do not forward multicast traffic to this routing device unless this device has 
sent an explicit request (using a join message) to receive multicast traffic. 


e Dense—Unlike sparse mode, where data is forwarded only to routing devices sending an 
explicit request, dense mode implements a flood-and-prune mechanism, similar to DVMRP 
(the first multicast protocol used to support the multicast backbone). (Not supported on 
QFX Series.) 


e Sparse-Dense—Sparse-dense mode allows the interface to operate on a per-group basis in 
either sparse or dense mode. A group specified as dense is not mapped to a rendezvous 
point (RP). Instead, data packets destined for that group are forwarded using PIM-Dense 
Mode (PIM-DM) rules. A group specified as sparse is mapped to an RP, and data packets 
are forwarded using PIM-Sparse Mode (PIM-SM) rules. 


When sparse-dense mode is configured, the output includes both S and D. When 
bidirectional-sparse mode is configured, the output includes S and B. When 
bidirectional-sparse-dense mode is configured, the output includes B, S, and D. 


IP Version number of the address family on the interface: 4 (IPv4) or 6 (IPvé6). 


V PIM version running on the interface: 1 or 2. 


Table 99: show pim interfaces Output Fields (continued) 


Field Name Field Description 


State State of PIM on the interface: 


Active—Bidirectional mode is enabled on the interface and on all PIM neighbors. 


e DR—Designated router. 


NotCap—Bidirectional mode is not enabled on the interface. This can happen when 


bidirectional PIM is not configured locally, when one of the neighbors is not configured for 
bidirectional PIM, or when one of the neighbors has not implemented the bidirectional PIM 


protocol. 


NotDR—Not the designated router. 


e P2P—Point to point. 


NbrCnt Number of neighbors that have been seen on the interface. 
JoinCnt(sg) Number of (s,g) join messages that have been seen on the interface. 
JointCnt(*g) Number of (*,g) join messages that have been seen on the interface. 
DR address Address of the designated router. 


| Sample Output 


show pim interfaces 


user@host> show pim interfaces 


Stat = Status, V = Version, NbrCnt = Neighbor Count, 





S = Sparse, D = Dense, B = Bidirectional, 





DR = Designated Router, P2P = Point-to-point link, 


Active = Bidirectional is active, NotCap = Not Bidirectional Capable 


Name Stat Mode IP V State NbrCnt JoinCnt(sg/*g) DR address 
ge-0/3/0.0 Up S 4 2 NotDR,NotCap 1 0/0 40.0.0.3 
ge-0/3/3.50 Up S 4 2 DR,NotCap 1 9901/100 50 .0.0.2 
ge-0/3/3.51 Up § 4 2 DR,NotCap 1 0/0 510,02 
pe-1/2/0.32769 Up S 4 2 P2P,NotCap 0 0/0 


show pim interfaces (PIM using point-to-multipoint mode) 


user@host> show pim interfaces 
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Stat = Status, V = Version, NbrCnt = Neighbor Count, 


S = Sparse, D = Dense, B = Bidirectional, 





DR = Designated Router, P2P = Point-to-point link, 
Active = Bidirectional is active, NotCap = Not Bidirectional Capable, P2MP = 


Point-to-multipoint link 


Name Stat Mode IP V State NbrCnt JoinCnt (sg/*g) DR address 
st0.0 Up S 4 2 DR, P2MP 0 10/0 12 Os 260 
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| show pim join 


List of Syntax 
Syntax on page 2058 
Syntax (EX Series Switch and the QFX Series) on page 2058 


Syntax 


show pim join 

<brief | detail | extensive | summary> 
<bidirectional | dense | sparse> 
<downstream-count> 

<exact> 

<inet | inet6> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 
<range> 

<rp ip-address/prefix | source ip-address/prefix> 
<sg | star-g> 


Syntax (EX Series Switch and the QFX Series) 


show pim join 

<brief | detail | extensive | summary> 

<dense | sparse> 

<exact> 

<inet | inet6> 

<instance instance-name> 

<range> 

<rp ip-address/prefix | source ip-address/prefix> 
<sg | star-g> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 
summary option introduced in Junos OS Release 9.6. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Support for bidirectional PIM added in Junos OS Release 12.1. 

Command introduced in Junos OS Release 11.3 for the QFX Series. 

Multiple new filter options introduced in Junos OS Release 13.2. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 
downstream-count option introduced in Junos OS Release 16.1. 

Support for PIM NSR support for VXLAN added in Junos OS Release 16.2 
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Support for RFC 5496 (via rpf-vector) added in Junos OS Release 17.3R1. 


Description 


Display information about Protocol Independent Multicast (PIM) groups for all PIM modes. 


For bidirectional PIM, display information about PIM group ranges (*,G-range) for each active bidirectional 
RP group range, in addition to each of the joined (*,G) routes. 


Options 
none—Display the standard information about PIM groups for all supported family addresses for all routing 
instances. 


brief | detail | extensive | summary—(Optional) Display the specified level of output. 


bidirectional | dense | sparse—(Optional) Display information about PIM bidirectional mode, dense mode, 
or sparse and source-specific multicast (SSM) mode entries. 


downstream-count—(Optional) Display the downstream count instead of a list. 


exact—(Optional) Display information about only the group that exactly matches the specified group 
address. 


inet | inet6—(Optional) Display PIM group information for IPv4 or IPvé family addresses, respectively. 


instance instance-name—(Optional) Display information about groups for the specified PIM-enabled routing 
instance only. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


range—(Optional) Address range of the group, specified as prefix/prefix-length. 


rp ip-address/prefix | source ip-address/prefix—(Optional) Display information about the PIM entries with 
a specified rendezvous point (RP) address and prefix or with a specified source address and prefix. 
You can omit the prefix. 


sg | star-g—(Optional) Display information about PIM (S,G) or (*,G) entries. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear pim join | 1763 
Example: Configuring Multicast-Only Fast Reroute ina PIM Domain | 1035 
Example: Configuring Bidirectional PIM | 433 
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Example: Configuring PIM State Limits | 988 


List of Sample Output 

show pim join summary on page 2064 

show pim join (PIM Sparse Mode) on page 2064 

show pim join (Bidirectional PIM) on page 2064 

show pim join inet6 on page 2065 

show pim join inet6 star-g on page 2066 

show pim join instance <instance-name> on page 2066 

show pim join instance <instance-name> downstream-count on page 2067 

show pim join instance <instance-name> downstream-count extensive on page 2067 

show pim join detail on page 2068 

show pim join extensive (PIM Resolve TLV for Multicast in Seamless MPLS) on page 2069 

show pim join extensive (PIM Sparse Mode) on page 2069 

show pim join extensive (Bidirectional PIM) on page 2071 

show pim join extensive (Bidirectional PIM with a Directly Connected Phantom RP) on page 2072 
show pim join instance <instance-name> extensive on page 2072 

show pim join extensive (Ingress Node with Multipoint LDP Inband Signaling for Point-to-Multipoint 
LSPs) on page 2073 

show pim join extensive (Egress Node with Multipoint LDP Inband Signaling for Point-to-Multipoint 
LSPs) on page 2075 


Output Fields 
Table 100 on page 2060 describes the output fields for the show pim join command. Output fields are listed 
in the approximate order in which they appear. 


Table 100: show pim join Output Fields 


Field Name Field Description Level of Output 

Instance Name of the routing instance. brief detail extensive summary none 
Family Name of the address family: inet (IPv4) or inet6 (IPv6). brief detail extensive summary none 
Route type Type of multicast route: (S,G) or (*,G). summary 

Route count Number of (S,G) routes and number of (*,G) routes. summary 

R Rendezvous Point Tree. brief detail extensive none 

S Sparse. brief detail extensive none 

Ww Wildcard. brief detail extensive none 


Group Group address. brief detail extensive none 


Table 100: show pim join Output Fields (continued) 


Field Name 
Bidirectional 
group prefix 


length 


Source 


RP 


Flags 


Upstream 
interface 


Upstream 
neighbor 


Upstream 
rpf-vector 


Field Description 


For bidirectional PIM, length of the IP prefix for RP group ranges. 


Multicast source: 


e * (wildcard value) 
e ipv4-address 


e ipv6-address 


Rendezvous point for the PIM group. 


PIM flags: 


e bidirectional—Bidirectional mode entry. 


dense—Dense mode entry. 


e rptree—Entry is on the rendezvous point tree. 


sparse—Sparse mode entry. 


spt—Entry is on the shortest-path tree for the source. 


e wildcard—Entry is on the shared tree. 


RPF interface toward the source address for the source-specific state 
(S,G) or toward the rendezvous point (RP) address for the 
non-source-specific state (*,G). 


For bidirectional PIM, RP Link means that the interface is directly 
connected to a subnet that contains a phantom RP address. 


A pseudo multipoint LDP (M-LDP) interface appears on egress nodes 
in M-LDP point-to-multipoint LSPs with inband signaling. 


Information about the upstream neighbor: Direct, Local, Unknown, 
or a specific IP address. 


For bidirectional PIM, Direct means that the interface is directly 
connected to a subnet that contains a phantom RP address. 


The multipoint LDP (M-LDP) root appears on egress nodes in M-LDP 
point-to-multipoint LSPs with inband signaling. 


Information about the upstream Reverse Path Forwarding (RPF) 
vector; appears in conjunction with the rpf-vector command. 
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Level of Output 


All levels 


brief detail extensive none 


brief detail extensive none 


brief detail extensive none 


brief detail extensive none 


extensive 


extensive 


Table 100: show pim join Output Fields (continued) 


Field Name 


Active upstream 
interface 


Active upstream 
neighbor 


MoFRR Backup 
upstream 
interface 


MoFRR Backup 
upstream 
neighbor 


Upstream state 


Field Description 


When multicast-only fast reroute (MoFRR) is configured in a PIM 
domain, the upstream interface for the active path. A PIM router 
propagates join messages on two upstream RPF interfaces to receive 
multicast traffic on both links for the same join request. Preference 
is given to two paths that do not converge to the same immediate 
upstream router. PIM installs appropriate multicast routes with 
upstream neighbors as RPF next hops with two (primary and backup) 
interfaces. 


On the MoFRR primary path, the IP address of the neighbor that is 
directly connected to the active upstream interface. 


The MoFRR upstream interface that is used when the primary path 
fails. 


When the primary path fails, the backup path is upgraded to primary, 
and traffic is forwarded accordingly. If there are alternate paths 
available, a new backup path is calculated and the appropriate 
multicast route is updated or installed. 


IP address of the MoFRR upstream neighbor. 


Information about the upstream interface: 


e Join to RP—Sending a join to the rendezvous point. 
e Join to Source—Sending a join to the source. 


e Local RP—Sending neither join messages nor prune messages 
toward the RP, because this routing device is the rendezvous point. 

e Local Source—Sending neither join messages nor prune messages 
toward the source, because the source is locally attached to this 
routing device. 

e No Prune to RP—Automatically sent to RP when SPT and RPT are 
on the same path. 


e Prune to RP—Sending a prune to the rendezvous point. 


e Prune to Source—Sending a prune to the source. 


NOTE: RP group range entries have None in the Upstream state field 
because RP group ranges do not trigger actual PIM join messages 
between routing devices. 
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Level of Output 


extensive 


extensive 


extensive 


extensive 


extensive 


Table 100: show pim join Output Fields (continued) 


Field Name 


Downstream 
neighbors 


Number of 
downstream 
interfaces 


Assert Timeout 


Keepalive 
timeout 


Uptime 


Bidirectional 
accepting 
interfaces 


Field Description 


Information about downstream interfaces: 


e Interface—Interface name for the downstream neighbor. 
A pseudo PIM-SM interface appears for all |GMP-only interfaces. 
A pseudo multipoint LDP (Pseudo-MLDP) interface appears on 
ingress root nodes in M-LDP point-to-multipoint LSPs with inband 
signaling. 

e Interface address—Address of the downstream neighbor. 

e State—Information about the downstream neighbor: join or prune. 

e Flags—PIM join flags: R (RPtree), S (Sparse), W (Wildcard), or zero. 

e Uptime—Time since the downstream interface joined the group. 

e Time since last Join—Time since the last join message was received 
from the downstream interface. 

e Time since last Prune—Time since the last prune message was 
received from the downstream interface. 


e rpf-vector—IP address of the RPF vector TLV. 


Total number of outgoing interfaces for each (S,G) entry. 


Length of time between assert cycles on the downstream interface. 
Not displayed if the assert timer is null. 


Time remaining until the downstream join state is updated (in seconds). 
If the downstream join state is not updated before this keepalive timer 
reaches zero, the entry is deleted. If there is a directly connected host, 
Keepalive timeout is Infinity. 


Time since the creation of (S,G) or (*,G) state. The uptime is not 
refreshed every time a PIM join message is received for an existing 
(S,G) or (*,G) state. 


Interfaces on the routing device that forward bidirectional PIM traffic. 


The reasons for forwarding bidirectional PIM traffic are that the 
interface is the winner of the designated forwarder election (DF 
Winner), or the interface is the reverse path forwarding (RPF) interface 
toward the RP (RPF). 


Level of Output 


extensive 


extensive 


extensive 


extensive 


extensive 


extensive 
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| Sample Output 


show pim join summary 


user@host> show pim join summary 


Instance: PIM.master Family: INET 





ROUECHE VS Route count 
(s,Q) 2 
(*,g) il 


Instance: PIM.master Family: INET6 


show pim join (PIM Sparse Mode) 


user@host> show pim join 


Instance: PIM.master Family: IN 


R = Rendezvous Point Tree, S = 








ET 
Sparse, W = Wildcard 





Exeuis 233.252.0.iL 
SO UEC Cams 
ES 10) 255), 14, aa 
Flags: sparse, rptree,wildca 


Upstream interface: Local 


Geewjas ZS. 252 60), iL 
Soumece: W022 55 F444 
Flags: sparse,spt 


Upstream interface: Local 


CuOUDIEZ oS Zo Onl 
Sotmcesg 10.255. 7/0, LS 
Flags: sparse,spt 





Upstream interface: so-1/0/ 


Instance: PIM.master Family: IN 


R = Rendezvous Point Tree, S = 


rd 


0.0 


ET6 
Sparse, W = Wildcard 








show pim join (Bidirectional PIM) 


user@host> show pim join 
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Instance: PIM.master Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


GeO ZS3—. 257) 5 (0). Ab 
Bidirectional group prefix length: 24 
SO UCC ms 
NPS 10Q.10,13.2 
Flags: bidirectional, rptree, wildcard 


Upstream interface: ge-0/0/1.0 





Geewoe: ZI .252 60.2 
Bidirectional group prefix length: 24 
SOMES 
Wee 1O.1@.1.3 
Flags: bidirectional, rptree, wildcard 


Upstream interface: ge-0/0/1.0 (RP Link) 





EGeewiag ZI .252 60.3 
Bidirectional group prefix length: 24 
S OUESC Cama 
Wes IO LO ,13.2 
Flags: bidirectional, rptree, wildcard 


Upstream interface: ge-0/0/1.0 





Group: 233.252.0.4 
Bidirectional group prefix length: 24 
SOUrC Cram 
Wee 1O.1@.1.3 
Flags: bidirectional, rptree, wildcard 


Upstream interface: ge-0/0/1.0 (RP Link) 








Instance: PIM.master Family: INET6 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





show pim join inet6 


user@host> show pim join inet6 





Instance: PIM.master Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


Group: 2001:db8::e000:101 
Sources * 


meg 3346.10), 1S} 


Flags: sparse, rptree, wildcard 


Upstream interface: Local 


Group: 2001:db8::e000:101 
Soueees geil, i,i,_il 
Flags: sparse 


Upstream interface: unknown (no neighbor) 


Group: 2001:db8::e800:101 
Stowe geile, iy a 
Flags: sparse 


Upstream interface: unknown (no neighbor) 


Group: 2001:db8::e800:101 
SOuIsC Cease le ele 2 
Flags: sparse 


Upstream interface: unknown (no neighbor) 


show pim join inet6 star-g 


user@host> show pim join inet6 star-g 





Instance: PIM.master Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


Group: 2001:db8::e000:101 
Soumessg * 
Nes 28e46.0.0.13 
Flags: sparse, rptree,wildcard 


Upstream interface: Local 


show pim join instance <instance-name> 


user@host> show pim join instance VPN-A 





Instance: PIM.VPN-A Family: INET 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Exeulos 233.252.0624 
SOUECSE 
RPE 10 L047, 10C 
Flags: sparse, rptree,wildcard 


Upstream interface: Local 


2066 


GeOwlos ZAS3. 25750). 2 
Sousees WZ. Gg}, eS , 7/4 
Flags: sparse,spt 





Upstream interface: at-0/3/1.0 


Gees 233.292.0.2 
Someces 192.1634 19S 5 169) 


Flags: sparse 





Upstream interface: so-1/0/1.0 


Instance: PIM.VPN-A Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


show pim join instance <instance-name> downstream-count 


user@host> show pim join instance VPN-A downstream-count 





Instance: PIM.SML_VRF_4 Family: INET 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





EGeeujos 239.252. 0. iL 
SO UlECC 
RPS IO 11, 11,6 
Flags: sparse, rptree,wildcard 
Upstream interface: mt-1/2/10.32813 





Number of downstream interfaces: 4 


Exeuios 2339.252..0. iL 
Souscces 10) .1L. i, i 
Flags: sparse,spt 





Upstream interface: ge-0/0/3.5 


Number of downstream interfaces: 5 


show pim join instance <instance-name> downstream-count extensive 


user@host> show pim join instance VPN-A downstream-count extensive 





Instance: PIM.SML_VRF_4 Family: INET 
R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Gaoulos 253.252 40), iL 


Soumees * 
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wee IO,11, 11,6 

Flags: sparse, rptree,wildcard 

Upstream interface: mt-1/2/10.32813 
Upstream neighbor: 10.2.2.7 (assert winner) 
Upstream state: Join to RP 

Uptime: 02:51:41 


Number of downstream interfaces: 4 





Number of downstream neighbors: 4 


Caos 253.252 40). il 
Sousees i101... 
Flags: sparse,spt 





Upstream interface: ge-0/0/3.5 

Upstream neighbor: 10.1.1.17 

Upstream state: Join to Source, Prune to RP 
Keepalive timeout: 0 

Uptime: 02:51:42 


Number of downstream interfaces: 5 





Number of downstream neighbors: 7 


show pim join detail 


user@host> show pim join detail 


Instance: PIM.master Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Geewog: 23S .252.0), iL 
Sommeee = 
RP: 10.255.14.144 
Flags: sparse, rptree,wildcard 


Upstream interface: Local 


Exewios 233.252. 0. iL 
Source: 10.255.14.144 
Flags: sparse,spt 


Upstream interface: Local 


souls ZS. 252 40), i 
Sources 10.255. 70. 1D 
Flags: sparse,spt 





Upstream interface: so-1/0/0.0 
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Instance: PIM.master Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


show pim join extensive (PIM Resolve TLV for Multicast in Seamless MPLS) 


user@host> show pim join extensive 


CHOUIOs 228. 26.1.5 
SUC ae CO OOOH 
Flags: sparse,spt 





Upstream interface: ge-5/0/0.1 
Upstream neighbor: 10.100.1.13 
Upstream state: Join to Source 
Upstream rpf-vector: 10.100.20.1 
Keepalive timeout: 178 

Uptime: 17:44:38 





Downstream neighbors: 
Interface: xe-2/0/3.1 
203,21 2,190 States worm wilagss S$ wimeoues 156 
Uptime: 17:44:38 Time since last Join: 00:00:54 
rpf-vector: 10.100.20.1 
Interface: xe-2/0/2.1 
203,21 1,190 SicerSs worm plese S wamsouies 156 
Uptime: 17:44:38 Time since last Join: 00:00:54 
rpf-vector: 10.100.20.2 
Number of downstream interfaces: 2 


Number of downstream neighbors: 2 


show pim join extensive (PIM Sparse Mode) 


user@host> show pim join extensive 





Instance: PIM.master Family: INET 


R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Groupe 233252). 0nl 
SOUR Cram 
UPS 1) 2515), at, La 
Flags: sparse, rptree, wildcard 
Upstream interface: Local 
Upstream neighbor: Local 


Upstream state: Local RP 
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Uptime: 00:03:49 
Downstream neighbors: 
Interface: so-1/0/0.0 
LOR kOe SSitate: Won lags oRW Limeout li 4 
Uptime: 00:03:49 Time since last Join: 00:01:49 
Interface: mt-1/1/0.32768 
10.10.47.100 State: Join Flags: SRW Timeout: Infinity 
Uptime: 00:03:49 Time since last Join: 00:01:49 


Number of downstream interfaces: 2 


Geewiag Zs .252 60), il 
Source: 10.255.14.144 
Flags: sparse,spt 
Upstream interface: Local 
Upstream neighbor: Local 
Upstream state: Local Source, Local RP 
Keepalive timeout: 344 
Uptime: 00:03:49 





Downstream neighbors: 
Interface: so-1/0/0.0 
LOR NORA Sitate: Wott lagceo  Limeouissl74 
Uptime: 00:03:49 Time since last Prune: 00:01:49 
Interface: mt-1/1/0.32768 
ORO RAT EO OM Stacie eae Oslnmermltcrc SimnS Timeout: Infinity 
Uptime: 00:03:49 Time since last Prune: 00:01:49 


Number of downstream interfaces: 2 


CEOS AS32572) 6 (0). IL 

sommes 10.255. 7/0. 1S 

Flags: sparse,spt 
Upstream interface: so-1/0/0.0 
Upstream neighbor: 10.111.10.2 





Upstream state: Local RP, Join to Source 
Keepalive timeout: 344 


Uptime: 00:03:49 





Downstream neighbors: 
Interface: Pseudo-GMP 

fe-0/0/0.0 fe-0/0/1.0 fe-0/0/3.0 
Interface: so-1/0/0.0 (pruned) 





10.111.10.2 State: Prune Flags: SR Timeout: 174 

Uptime: 00:03:49 Time since last Prune: 00:01:49 
Interface: mt-1/1/0.32768 

0) 1) 47) . OO) Siectees Wodia Dilecise & Timeout: Infinity 

Uptime: 00:03:49 Time since last Prune: 00:01:49 


Number of downstream interfaces: 3 





Instance: PIM.master Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


show pim join extensive (Bidirectional PIM) 


user@host> show pim join extensive 


Instance: PIM.master Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Eaoulos 255.252 40,0 
Bidirectional group prefix length: 24 
SOUESCC Ham 

HPs 10,10.13.2 

Flags: bidirectional, rptree, wildcard 


Upstream interface: ge-0/0/1.0 





Upstream neighbor: 10.10.1.2 
Upstresm state: None 
Uptime: 00:03:49 





Bidirectional accepting interfaces: 
Interface: ge-0/0/1.0 (RPF) 
Interface: 100.0 (DF Winner) 


Number of downstream interfaces: 0 


aos 253.252 40), ib 
Bidirectional group prefix length: 24 
SO UESCC ma 

HPs 10,10.13.2 

Flags: bidirectional, rptree, wildcard 


Upstream interface: ge-0/0/1.0 





Upstream neighbor: 10.10.1.2 
Upstream State: None 
Uptime: 00:03:49 





Bidirectional accepting interfaces: 
Interface: ge-0/0/1.0 (RPF) 
Interface: 100.0 (DF Winner) 

Downstream neighbors: 
imcerireeSss Me=1/0/il0).,24 
10.0.24.4 State: Join RW Timeout: 185 
Imceeriracss Me=il/O0/l0,23 





ROMO RA SeysmSieaeemuion RW Timeout: 184 


Number of downstream interfaces: 2 
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GeOwOs ASS. 25750). 2 
Bidirectional group prefix length: 24 
DOUBCC mE 

ee 1O.10.163 


Flags: bidirectional, rptree, wildcard 





Upstream interface: ge-0/0/1.0 (RP Link) 
Upstream neighbor: Direct 

Upstream state: Local RP 

Uptime: 00:03:49 





Bidirectional accepting interfaces: 


ingertace ces 0/10)/ IO (RPF) 
Interface: 100.0 (DF Winner) 
Interface: xe-4/1/0.0 (DF Winner) 


Number of downstream interfaces: 0 


Instance: PIM.master Family: INET6 








R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


show pim join extensive (Bidirectional PIM with a Directly Connected Phantom RP) 


user@host> show pim join extensive 





Instance: PIM.master Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


CROUIDs 233.252 60.0 
Bidirectional group prefix length: 24 
SO UESCC ma 

aes 1O,10,1.3 


Flags: bidirectional, rptree, wildcard 





Upstream interface: ge-0/0/1.0 (RP Link) 
Upstream neighbor: Direct 

Upstream state: Local RP 

Uptime: 00:03:49 





Bidirectional accepting interfaces: 


Interface: ge-0/0/1.0 (RPF) 
Interface: 100.0 (DF Winner) 
Interface: xe-4/1/0.0 (DF Winner) 


Number of downstream interfaces: 0 


show pim join instance <instance-name> extensive 


user@host> show pim join instance VPN-A extensive 
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Instance: PIM.VPN-A Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





GeO wlos AS3.2577 40.2 

SO UECC mm 
ee IO, 10.47 .L0e 
Flags: sparse, rptree, wildcard 
Upstream interface: Local 
Upstream neighbor: Local 
Upstream state: Local RP 
Uptime: 00:03:49 





Downstream neighbors: 

Interface: mt-1/1/0.32768 
10.10.47.101 State: Join Flags: SRW Timeout: 156 
Uptime: 00:03:49 Time since last Join: 00:01:49 


Number of downstream interfaces: 1 


EGeewog 233.252 60.2 
Soumesee i192, ios, los, 74 
Flags: sparse,spt 
Upstream interface: at-0/3/1.0 
Upstream neighbor: 10.111.30.2 





Upstream state: Local RP, Join to Source 
Keepalive timeout: 156 
Uptime: 00:14:52 


soos 253.252 ,0.2 
SommeeSs 192,168,195 4169) 
Flags: sparse 
Upstream interface: so-1/0/1.0 
Upstream neighbor: 10.111.20.2 





Upstream state: Local RP, Join to Source 
Keepalive timeout: 156 
Uptime: 00:14:52 


show pim join extensive (Ingress Node with Multipoint LDP Inband Signaling for Point-to-Multipoint 
LSPs) 


user@host> show pim join extensive 





Instance: PIM.master Family: INET 


R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Exoulias 233.252.0. iL 


SOULreSs 12 IMSS. 219), ib 

Flags: sparse,spt 

Upstream interface: fe-1/3/1.0 
Upstream neighbor: Direct 
Upstream state: Local Source 
Keepalive timeout: 

Cercsmee Wile27s55 





Downstream neighbors: 

Interface: Pseudo-MLDP 

Interface: 1t-1/2/0.25 
10.2.5.8 Siteces goum wlacgsse § Timeout: Infinity 
Ustimes Ils2725o Time Simee lasic deime Wilg27s55 


Group oo Zaz Or 2 
Sousees W922 Gg 5 2108), ib 
Flags: sparse,spt 





Upstream interface: fe-1/3/1.0 
Upstream neighbor: Direct 
Upstream state: Local Source 
Keepalive timeout: 

Upieme lea: 





Downstream neighbors: 





Interface: Pseudo-MLDP 


CrOwWos ZI. 2940.3 

Soumees 192, Se}, 219), Wi 

Flags: sparse,spt 
Upstream interface: fe-1/3/1.0 
Upstream neighbor: Direct 
Upstream state: Local Source 
Keepalive timeout: 
Uptime: 11:27:41 





Downstream neighbors: 


Interface: Pseudo-MLDP 


ExCulog ZI3e292 20.22 

Sources IO.2.7.7 

Flags: sparse,spt 
Upstream interface: 1t-1/2/0.27 
Upstream neighbor: Direct 
Upstream state: Local Source 
Keepalive timeout: 
Cerda: jie 2ys25 





Downstream neighbors: 
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Interface: Pseudo-MLDP 








Instance: PIM.master Family: INET6 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


Crome OlOmerclincemamlace2 
Soureee ZOGLscloss sils2e7s 7 
Flags: sparse,spt 

Wiositrecammet inte ciate Cerne ln e27/A Oru 





Upstream neighbor: Direct 
Upstream state: Local Source 
Keepalive timeout: 

Usicdmess Iileeys26 





Downstream neighbors: 





Interface: Pseudo-MLDP 


show pim join extensive (Egress Node with Multipoint LDP Inband Signaling for Point-to-Multipoint LSPs) 


user@host> show pim join extensive 


Instance: PIM.master Family: INET 





R = Rendezvous Point Tree, S = Sparse, W = Wildcard 





Exouis 233.252.0.0 

SOUEC Cram 
N28 LOL, dot 
Flags: sparse, rptree,wildcard 
Upstream interface: Local 
Upstream neighbor: Local 
Upstream state: Local RP 
Yisieaimnes iil Sil3 3} 





Downstream neighbors: 

Interface: fe-1/3/0.0 
192,168,209 .9 Sitaeesy Wolm wiles; Si WimS@wes Winitmimiey 
Ujercamss iileshisss wane gulmes llasic wesdime idilesils 32 


Grgoulos 255.252 40), i 
Souwess 192, 168}, 219), Wi 
Flags: sparse,spt 
Upstream protocol: MLDP 





Upstream interface: Pseudo MLDP 





Upstream neighbor: MLDP LSP root <10.1.1.2> 
Upstream state: Join to Source 


Keepalive timeout: 
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Ujsicaimess ils siabg 32) 
Downstream neighbors: 
Interface: so-0/1/3.0 
192 ,168.,92.,9 Sitaces worm wleces Timeout: Infinity 
Usitames ilessilss0 time gaimee llasic doume iis sis 3) 
Downstream neighbors: 
Interface: fe-1/3/0.0 
192,168 .,209.9 States woilim Plage: Timeout: Infinity 
Uptime: esi 3 2) lames since asite vor 1ilsrs1h3 2 


Geewos: 233.252 360.2 
Soueees 192, ios, 208), ii 
Flags: sparse,spt 
Upstream protocol: MLDP 


Upstream interface: Pseudo MLDP 





Upstream neighbor: MLDP LSP root <10.1.1.2> 
Upstream state: Join to Source 

Keepalive timeout: 

Gjereaimnree iil e Sil e3)2) 





Downstream neighbors: 
Interface: so-0/1/3.0 
192 168.,92.9 Sirartes wood wleces S&S Timeout: Infinity 
Uptime: hs 305 Lime sincemlalsites vortm cs 1iNs3 13/0) 
Downstream neighbors: 
Interface: 1t-1/2/0.14 
IQ ,,4.4 Sitaices woim wilagss S wamneeues 7/7 
Uptime: 11:30:33 Time since last Join: 00:00:33 
Downstream neighbors: 
Interface: fe-1/3/0.0 
192,163 ,209.9 Sitaces JOim mlagss: & Timeout: Infinity 
Uptime well S 2a Lime sin Comelalsiteac orem laleses lier 2 


GeOwOs ASS. 2527510) .3 

Sources 192, 1684 29), Wik 

Flags: sparse,spt 
Upstream protocol: MLDP 
Upstream interface: Pseudo MLDP 








Upstream neighbor: MLDP LSP root <10.1.1.2> 
Upstream state: Join to Source 

Keepalive timeout: 

Ojercsmee iile Sile3)2) 





Downstream neighbors: 
Interface: fe-1/3/0.0 
192,168 .,209.9 States voilm wilags: § Timeout: Infinity 
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Usicamss ililesiles2 mame gimes last. weame iiesile32 


GROUP EZ SS Zara Olea 

SouUeeSes WO 267.7 

Flags: sparse,spt 
Upstream protocol: MLDP 
Upstream interface: Pseudo MLDP 








Upstream neighbor: MLDP LSP root <10.1.1.2> 
Upstream state: Join to Source 
Keepalive timeout: 


Ujereakmree iis sal esi) 





Downstream neighbors: 

Interface: so-0/1/3.0 
192 168,92 .,9 Siteces wolm wleces Timeout: Infinity 
Uptime Si. 30) Lime since lasit voans  1iks3 hs 0) 


Instance: PIM.master Family: INET6 








R = Rendezvous Point Tree, S = Sparse, W = Wildcard 


Groupee OMe oer e 2 
Souweees 2OOilscloss sis 23737 
Flags: sparse,spt 
Upstream protocol: MLDP 





Upstream interface: Pseudo MLDP 





Upstream neighbor: MLDP LSP root <10.1.1.2> 
Upstream state: Join to Source 

Keepalive timeout: 

Uieieanes ibe Syil3 sz 





Downstream neighbors: 


Wineries) 3 iS— 11/3/00 


AWOLeclos es Aili sil eteaageclo Sicaces Join wilacgss & Timeout: 


Uecames ileSiles2 wasn Salinees ikasic viewing iis pile 3z 


Infinity 
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| show pim neighbors 


List of Syntax 
Syntax on page 2078 
Syntax (EX Series Switch and the QFX Series) on page 2078 


Syntax 


show pim neighbors 

<brief | detail> 

<inet | inet6> 

<instance (instance-name | all)> 
<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show pim neighbors 

<brief | detail> 

<inet | inet6> 

<instance (instance-name | all)> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Support for bidirectional PIM added in Junos OS Release 12.1. 

Support for the instance all option added in Junos OS Release 12.1. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 

Support for RFC 5496 (via rpf-vector) added in Junos OS Release 17.3R1. 


Description 


Display information about Protocol Independent Multicast (PIM) neighbors. 


Options 
none—(Same as brief) Display standard information about PIM neighbors for all supported family addresses 
for the main instance. 


brief | detail—(Optional) Display the specified level of output. 


inet | inet6—(Optional) Display information about PIM neighbors for IPv4 or IPv6é family addresses, 
respectively. 
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instance (instance-name | all)—(Optional) Display information about neighbors for the specified PIM-enabled 
routing instance or for all routing instances. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 

show pim neighbors on page 2081 

show pim neighbors instance on page 2081 

show pim neighbors detail on page 2082 

show pim neighbors detail (With BFD) on page 2082 


Output Fields 
Table 101 on page 2079 describes the output fields for the show pim neighbors command. Output fields 
are listed in the approximate order in which they appear. 


Table 101: show pim neighbors Output Fields 


Field Name Field Description Level of Output 
Instance Name of the routing instance. All levels 
Interface Interface through which the neighbor is reachable. All levels 
Neighbor addr Address of the neighboring PIM routing device. All levels 
IP IP version: 4 or 6. All levels 
Vv PIM version running on the neighbor: 1 or 2. All levels 
Mode PIM mode of the neighbor: Sparse, Dense, SparseDense, or Unknown. All levels 


When the neighbor is running PIM version 2, this mode is always 
Unknown. 


Table 101: show pim neighbors Output Fields (continued) 


Field Name 


Option 


Uptime 


Address 


BFD 


Hello Option 
Holdtime 


Hello Default 
Holdtime 


Hello Option DR 
Priority 


Hello Option Join 
Attribute 


Hello Option 
Generation ID 


Hello Option 
Bi-Directional 
PIM supported 


Field Description 


Can be one or more of the following: 


B-—Bidirectional Capable. 

e G—Generation Identifier. 
H—Hello Option Holdtime. 

e L—Hello Option LAN Prune Delay. 
e P—Hello Option DR Priority. 
T-Tracking bit. 


e A—Join attribute; used in conjunction with pim rpf-vector. 


Time the neighbor has been operational since the PIM process was last 
initialized. Starting in Junos OS release 17.3R1, uptime is not reset during 
ISSU.The time format is as follows: dd:hh:mmi:ss ago for less than a week 


and nwnd:hh:mm:ss ago for more than a week. 

Address of the neighboring PIM routing device. 

Status and operational state of the Bidirectional Forwarding Detection 
(BFD) protocol on the interface: Enabled, Operational state is up, or 


Disabled. 


Time for which the neighbor is available, in seconds. The range of values 
is O through 65,535. 


Default holdtime and the time remaining if the holdtime option is not in 
the received hello message. 


Designated router election priority. The range of values is O through 255. 


Appears in conjunction with the rpf-vector command. The Join attribute 
is included in the PIM join messages of PIM routers that can receive type 
1 Encoded-Source Address. 


9-digit or 10-digit number used to tag hello messages. 


Neighbor can process bidirectional PIM messages. 


Level of Output 


brief none 


All levels 


detail 


detail 


detail 


detail 


detail 


detail 


detail 


detail 
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Table 101: show pim neighbors Output Fields (continued) 


Field Name Field Description 
Hello Option Time to wait before the neighbor receives prune messages, in the format 
LAN Prune Delay delay nnn ms override nnnn ms. 


Join Suppression | Neighbor is capable of join suppression. 


supported 


Rx Join Information about joins received from the neighbor. 


e Group—Group addresses in the join message. 
e Source—Address of the source in the join message. 


e Timeout—Time for which the join is valid. 


| Sample Output 
show pim neighbors 


user@host> show pim neighbors 


Instance: PIM.master 


B = Bidirectional Capable, G = Generation Identifier, 

H = Hello Option Holdtime, L = Hello Option LAN Prune Delay, 
1 = jeSILILO@) Ojoitikeyn IDR Wisaloyeiiry7, = “WMiceyel<iievey loulic 

A = Hello Option Join Attribute 





iinMsizanic Cras EsaMemlasiecss 

Interface IP V Mode Option Uptime Neighbor addr 
ae0.0 4 2 HPLGTA L9gOle24 2O.0.0513 
ael.0 4 2 HPLGTA ISsOleZ2® 2ZO.0.0.149) 








show pim neighbors instance 


user@host> show pim neighbors instance VPN-A 
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Level of Output 


detail 


detail 


detail 


instance: PIM. VPN-A 

B = Bidirectional Capable, G = Generation Identifier, 

H = Hello Option Holdtime, L = Hello Option LAN Prune Delay, 

1 == je(SILIL@) Ojoie sey IDR IWisaloyediry7, l= WMieeyel<iievey loylic 

Interface IP V Mode Option Uptime Neighbor addr 
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aie USO 42 HPLG OOEOTsS4 LO dll 30.2 
me / 1/0 32 7S 42 HPLG OOLO7s22 10 510,47 5101 
SO= 1/0/10 4 HPLG OsO7s5O LO 111, 20.2 





show pim neighbors detail 


user@host> show pim neighbors detail 


Instance: PIM.master 


Interface: ael.0 


Melceesss 2ZO,0.0.149, iy, PIM w2, se Jolm Comme: O, tag worm Coumies 33:2 
BFD: Disabled 

Hello Option Holdtime: 105 seconds 86 remaining 

Hewom@ piston) Rate mkovrat5tey cae 

Hello Option Generation ID: 853386212 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 

















Hello Option Join Attribute supported 


Address: 20.0.0.150, IPv4, PIM v2, Mode: SparseDense, sg Join Count: 0, tsg 
Join Count: 0 
Hello Option Holdtime: 65535 seconds 
Hello Option DR Priority: 1 
Hello Option Generation ID: 358917871 
Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 





Hello Option Join Attribute supported 


Interface: 100.0 


Aggress< 105.255.179.246, IPv4, PIM v2, Mode: SparseDense, sg Join Count: 
O, ESE WOiin Commies © 
Hello Option Holdtime: 65535 seconds 
ISL ILS, Ojsteskerm IIR Rieskowaslieyys I 
Hello Option Generation ID: 1997462267 
Hello Option Bi-Directional PIM supported 





Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Join Suppression supported 


show pim neighbors detail (With BFD) 


user@host> show pim neighbors detail 
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inMsizanic Chae EaaMemialsiecns 
Interface: fe-1/0/0.0 
Address< 192,166,11.1, IPv4, PIM v2, Mode: Sparse 
Hello Option Holdtime: 65535 seconds 
Hello Option DR Priority: 1 
Hello Option Generation ID: 836607909 
Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


ANGClohaSses IZ. Gis). Ili, 2, IPv4, PIM v2 





BFD: Enabled, Operational state is up 

Hello Default Holdtime: 105 seconds 104 remaining 
HedloMOpeTtons We Prakoret tye 

Hello Option Generation ID: 1907549685 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Interface: fe-1/0/1.0 
AMolobassisi 3 ILS). ily}, IL, il, IPv4, PIM v2 
BFD: Disabled 
Hello Default Holdtime: 105 seconds 80 remaining 
lel AL@) (joie sloyn IDI, Iieakeneslieyy RAL 
Hello Option Generation ID: 1971554705 
Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 
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| show pim snooping interfaces 


Syntax 


show pim snooping interfaces 

<brief | detail> 

<instance instance-name> 

<interface interface-name> 
<logical-system logical-system-name> 
<vian-id vian-identifier> 


Release Information 
Command introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Command introduced in Junos OS Release 13.2 for M Series Multiservice Edge devices. 


Description 


Display information about PIM snooping interfaces. 


Options 


none—Display detailed information. 
brief | detail—(Optional) Display the specified level of output. 


instance <instance-name>—(Optional) Display PIM snooping interface information for the specified routing 
instance. 


interface <interface-name>—(Optional) Display PIM snooping information for the specified interface only. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


vian-id <vlan-identifier>—(Optional) Display PIM snooping interface information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


PIM Snooping for VPLS | 1096 


List of Sample Output 

show pim snooping interfaces on page 2085 

show pim snooping interfaces instance vpls1 on page 2086 

show pim snooping interfaces interface <interface-name> on page 2086 
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show pim snooping interfaces vlan-id <vlan-id> on page 2087 


Output Fields 


Table 102 on page 2085 lists the output fields for the show pim snooping interface command. Output fields 
are listed in the approximate order in which they appear. 


Table 102: show pim snooping interface Output Fields 


Field Name Field Description Level of Output 
Instance Routing instance for PIM snooping. All levels 
Learning-Domain | Learning domain for snooping. All levels 
Name Router interfaces that are part of this learning domain. All levels 
State State of the interface: Up, or Down. All levels 
IP-Version Version of IP used: 4 for IPv4, or 6 for IPvé. All levels 
NbrCnt Number of neighboring routers connected through the specified interface. All levels 
DR address IP address of the designated router. All levels 


| Sample Output 


show pim snooping interfaces 


user@host> show pim snooping interfaces 


Instance: vplsl 
Learning-Domain: vlan-id 10 
Name State IP-Version NbrCnt 
SS-1/S/il, 10 Wa 4 i 
ge-1/3/3.10 Up 4 1 
ge-1/3/5.10 Up 4 1 
Ge-—1/3/7 10 we 4 i 

DRM aclelise Sistsueluo Zr iOleZ po 

DR flooding is ON 


Learning-Domain: vlan-id 20 
Name State IP-Version NbrCnt 
GS-1 /3/i1.20 We 4 i 
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ge-1/3/3.20 Up 4 1 
ge-1/3/5.20 Up 4 1 
SS-—L/S/ 7.20 Wo 4 i 
DR ackhizesss 192 .0,2.6 
DR flooding is ON 


show pim snooping interfaces instance vpls1 


user@host> show pim snooping interfaces instance vpls1 


Instance: vplsl 


Learning-Domain: vlan-id 10 
Name State IP-Version NbrCnt 
GS-—L/S/1,10 Wo 4 i 
ge-1/3/3.10 Up 4 1 
ge-1/3/5.10 Up 4 1 

Ce—1/3/ 7.10 We 4 i 

DR achleesss 19260265 

DR flooding is ON 


Learning-Domain: vlan-id 20 
Name State IP-Version NbrCnt 
GS-L/S/il.20 Ue 4 i 
ge-1/3/3.20 Up 4 1 
ge-1/3/5.20 Up 4 1 

GS-1 /S/7.20 Ws 4 i 

DIR ecllaesss 192 0,256 

DR flooding is ON 


show pim snooping interfaces interface <interface-name> 


user@host> show pim snooping interfaces interface ge-1/3/1.10 


Instance: vplsl 


Learning-Domain: vlan-id 10 


Name State IP-Version NbrCnt 
GS-L/S/1.10 We 4 i 

DR eicclmaesse 1205255 

DR flooding is ON 





Learning-Domain: vlan-id 20 


DR address: 


V2 605256 


DR flooding is ON 


show pim snooping interfaces vlan-id <vlan-id> 


user@host> show pim snooping interfaces vlan-id 10 


Instance: vplsl 


Learning-Domain: vlan-id 10 


Name State IP-Version NbrCnt 


ge-1/3/1.10 
GH / 37S 5 10 
G1 / 3/5 > 10 
SSH 3 7 > LO 
DR address: 
DR flooding 


Up 4 1 
UpeAw 
Up 4 1 
Up 4 1 
L92 05258 
is ON 
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| show pim snooping join 
Syntax 


show pim snooping join 

<brief | detail | extensive> 

<instance instance-name> 
<logical-system logical-system-name> 
<vlan-id vlan-id> 


Release Information 
Command introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Command introduced in Junos OS Release 13.2 for M Series Multiservice Edge devices. 


Description 


Display information about Protocol Independent Multicast (PIM) snooping joins. 


Options 


none—Display detailed information. 
brief | detail | extensive—(Optional) Display the specified level of output. 
instance instance-name—(Optional) Display PIM snooping join information for the specified routing instance. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


vian-id vlan-identifier—(Optional) Display PIM snooping join information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


PIM Snooping for VPLS | 1096 


List of Sample Output 

show pim snooping join on page 2090 

show pim snooping join extensive on page 2091 
show pim snooping join instance on page 2091 
show pim snooping join vlan-id on page 2092 


Output Fields 
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Table 103 on page 20839 lists the output fields for the show pim snooping join command. Output fields are 


listed in the approximate order in which they appear. 


Table 103: show pim snooping join Output Fields 


Field Name 


Instance 


Learning-Domain 


Group 


Source 


Flags 


Upstream state 


Field Description Level of Output 
Routing instance for PIM snooping. All levels 
Learning domain for PIM snooping. All levels 
Multicast group address. All levels 
Multicast source address: All levels 


e * (wildcard value) 
e <ipv4-address> 


e <ipv6-address> 
PIM flags: All levels 


e bidirectional—Bidirectional mode entry. 
e dense—Dense mode entry. 
e rptree—Entry is on the rendezvous point tree. 


sparse—Sparse mode entry. 


spt—Entry is on the shortest-path tree for the source. 


wildcard—Entry is on the shared tree. 
Information about the upstream interface: All levels 


e Join to RP—Sending a join to the rendezvous point. 
e Join to Source—Sending a join to the source. 


e Local RP—Sending neither join messages nor prune messages toward the 


RP, because this router is the rendezvous point. 


e Local Source—Sending neither join messages nor prune messages toward 
the source, because the source is locally attached to this routing device. 


e Prune to RP—Sending a prune to the rendezvous point. 


e Prune to Source—Sending a prune to the source. 


NOTE: RP group range entries have None in the Upstream state field because 
RP group ranges do not trigger actual PIM join messages between routers. 


Table 103: show pim snooping join Output Fields (continued) 


Field Name 


Upstream 
neighbor 


Upstream port 


Downstream port 


Downstream 
neighbors 


Timeout 


Field Description 


Information about the upstream neighbor: Direct, Local, Unknown, or a specific 
IP address. 


For bidirectional PIM, Direct means that the interface is directly connected to 
a subnet that contains a phantom RP address. 


RPF interface toward the source address for the source-specific state (S,G) or 


toward the rendezvous point (RP) address for the non-source-specific state 
(*,G). 


For bidirectional PIM, RP Link means that the interface is directly connected 
to a subnet that contains a phantom RP address. 


Information about downstream interfaces. 


Address of the downstream neighbor. 


Time remaining until the downstream join state is updated (in seconds). 


| Sample Output 


show pim snooping join 


user@host> show pim snooping join 


Instance: vplsl 


Learning-Domain: vlan-id 10 


Groupe LIS ol LOOm2 


Source: * 


Flags: sparse, rptree, wildcard 


Upstream State: None 


USStweein meiaclialoors 192.0 2,4, joores ce—i/3/5. 10 


Learning-Domain: vlan-id 20 


Grows Ls. Sil. 1OWs 


SoOumCCrmEs 


Flags: sparse, rptree,wildcard 


Level of Output 


All levels 


All levels 


extensive 


extensive 


extensive 
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2091 


Upstream state: None 


UsSicreaem mealcialgors 203.0, 113.4, foores ce-1/3/5.20 


show pim snooping join extensive 


user@host> show pim snooping join extensive 


Instance: vplsl 


Learning-Domain: vlan-id 10 


Greeuwjog I). oi . 100), 2 

SO UCC iE 

Flags: sparse, rptree, wildcard 

Wpsbreem state: None 

USsSscreein meiclaloyors 192.0 ,2,4, joores ce-il/3/5. 10 
Downstream port: ge-1/3/1.10 

Downstream neighbors: 

192,0,2,.2 Stace, v@im wlagss SNM Limeouies 166 


Learning-Domain: vlan-id 20 

Groupe LIS ole LOOm3 

SOMIECSE * 

Flags: sparse, rptree, wildcard 

Upstream state: None 

UPsitreamencaghoor aeZO SO lor 4 pao oratemEc SS ill/msy//5rZ10) 
Downstream port: ge-1/3/3.20 

Downstream neighbors: 


203.0.113.3 State: Join Flags: SRW Timeout: 168 


show pim snooping join instance 


user@host> show pim snooping join instance vpls1 


Instance: vplsl 


Learning-Domain: vlan-id 10 

eEnoujog 9s. o1, 100, 2 

SOUBCC HME 

Flags: sparse, rptree, wildcard 

Upstream state: None 

Upsiteeeamenedohioonm lO2e Ob 2 Ay emo Orie mC Se illo) 5) KO) 


Learning-Domain: vlan-id 20 


Geewjos 198). . 100. 3 
Source: * 
Flags: sparse, rptree, wildcard 


Upstream state: None 


Usgsemsaimn mesclaloyors ZOOS 0, 11S.4, jooier oe-i/ 3/5. 20 


show pim snooping join vlan-id 


user@host> show pim snooping join vlan-id 10 


Instance: vpls1l 
Learning-Domain: vlan-id 10 
GROUP EO oreo ORZ 

SOUBCCH mas 

Flags: sparse, rptree, wildcard 
Upstream State: None 


Upstream neighbor: 192.0.2.4, port: ge-1/3/5.10 
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| show pim snooping neighbors 


Syntax 


show pim snooping neighbors 

<brief | detail> 

<instance instance-name> 

<interface interface-name> 
<logical-system logical-system-name> 
<vian-id vian-identifier> 


Release Information 
Command introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Command introduced in Junos OS Release 13.2 for M Series Multiservice Edge devices. 


Description 


Display information about Protocol Independent Multicast (PIM) snooping neighbors. 


Options 


none—Display detailed information. 
brief | detail—(Optional) Display the specified level of output. 


instance instance-name—(Optional) Display PIM snooping neighbor information for the specified routing 
instance. 


interface interface-name—(Optional) Display information for the specified PIM snooping neighbor interface. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


vian-id vian-identifier—(Optional) Display PIM snooping neighbor information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Configuring Interface Priority for PIM Designated Router Selection | 384 
Modifying the PIM Hello Interval | 259 

PIM Snooping for VPLS | 1096 

show pim neighbors | 2078 


List of Sample Output 
show pim snooping neighbors on page 2095 


show pim snooping neighbors detail on page 2095 


show pim snooping neighbors instance on page 2097 


show pim snooping neighbors interface on page 2098 


show pim snooping neighbors vlan-id on page 2098 


Output Fields 
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Table 104 on page 2094 lists the output fields for the show pim snooping neighbors command. Output fields 
are listed in the approximate order in which they appear. 


Table 104: show pim snooping neighbors Output Fields 


Field Name 


Instance 


Learning-Domain 


Interface 


Option 


Uptime 


Neighbor addr 


Address 


Hello Option 
Holdtime 


Hello Option DR 
Priority 


Field Description 


Routing instance for PIM snooping. 


Learning domain for PIM snooping. 


Router interface for which PIM snooping neighbor details are displayed. 


PIM snooping options available on the specified interface: 


e H = Hello Option Holdtime 
e P = Hello Option DR Priority 
L = Hello Option LAN Prune Delay 


e G = Generation Identifier 


e T = Tracking Bit 


Time the neighbor has been operational since the PIM process was last 
initialized, in the format dd:hh:mmiss ago for less than a week and 
nwnd:hh:mm:ss ago for more than a week. 


IP address of the PIM snooping neighbor connected through the specified 
interface. 


IP address of the specified router interface. 


Time for which the neighbor is available, in seconds. The range of values is 
0 through 65,535. 


Designated router election priority. The range of values is O through 
4294967295. 


NOTE: By default, every PIM interface has an equal probability (priority 1) of 


being selected as the DR. 


Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


detail 


detail 
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Table 104: show pim snooping neighbors Output Fields (continued) 


Field Name Field Description Level of Output 


Hello Option 9-digit or 10-digit number used to tag hello messages. detail 
Generation ID 


Hello Option Time to wait before the neighbor receives prune messages, inthe format delay | detail 
LAN Prune Delay — nnn ms override nnnn ms. 


Sample Output 


show pim snooping neighbors 


user@host> show pim snooping neighbors 


Bidirectional Capable, G = Generation Identifier, 


Hello Option Holdtime, L = Hello Option LAN Prune Delay, 


GILLS) Ojsiesleim WIR icakomilicy, I = Wieer@l<iline; Iie 


Instance: vplsl 


Learning-Domain: vlan-id 10 


Interface Option Uptime Neighbor addr 
GS-L/S/1 10 kirpugr OWsassss 1Y2.0.2.2 
ge-1/3/3.10 HPLGT 00:43:33 192.0 
Ge-L/S/S 10 kiruew OOsAsgss 192.0. 
SS-1/S/ 7,10 kiPuer OOFAI3S3 192.0 








Learning-Domain: vlan-id 20 


Interface Option Uptime Neighbor addr 


SS-1/S/ 1,20 keuew OOS43sS3 192.02. 12 
GS-1/S/S 20 iru OOS43ss3 192.0,2. 03 
SS-1/3/5,20 kiPuen OWOSAI3S3 12.0.2. 14 
GS-L/S/ 7.20 iewerw OORASass 12.0.2. 15 








show pim snooping neighbors detail 


user@host> show pim snooping neighbors detail 
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Instance: vplsl 


Learning-Domain: vlan-id 10 


Interface: ge-1/3/1.10 

Ad eiecsise mAs O RA 

Uptime: 00:44:51 

Hello Option Holdtime: 105 seconds 83 remaining 

He Om Op iE hoOnmO Re ia-ho tite varus 

Hello Option Generation ID: 830908833 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 


Interface: ge-1/3/3.10 

MebeesS6 192.0253 

Uptime: 00:44:51 

Hello Option Holdtime: 105 seconds 97 remaining 

Hello Option DR Priority: 1 

Hello Option Generation ID: 2056520742 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 


Interface: ge-1/3/5.10 

Address: 192.0.2.4 

Uptime: 00:44:51 

Hello Option Holdtime: 105 seconds 81 remaining 

Hello Option DR Priority: 1 

Hello Option Generation ID: 1152066227 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 


Interface: ge-1/3/7.10 

ACeSSSs LIZ 0.265 

Uptime: 00:44:51 

Hello Option Holdtime: 105 seconds 96 remaining 

Hello Option DR Priority: 1 

Hello Option Generation ID: 1113200338 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 





Learning-Domain: vlan-id 20 


Interface: ge-1/3/1.20 
Adediwes slo Z Om Zee: 
Uptime: 00:44:51 


Hello Option Holdtime: 105 seconds 81 remaining 
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IEILILG, Ojsiesherm WIR wieskoraslicyys I 
Hello Option Generation ID: 963205167 
Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 


Interface: ge-1/3/3.20 

NelokeosSy IZ. 62515 

Uptime: 00:44:51 

Hello Option Holdtime: 105 seconds 104 remaining 

Hello Option DR Priority: 1 

Hello Option Generation ID: 166921538 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 


Interface: ge-1/3/5.20 

Address: 192.0.2.14 

Uptime: 00:44:51 

Hello Option Holdtime: 105 seconds 88 remaining 

Hello Option DR Priority: 1 

Hello Option Generation ID: 789422835 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 


Interface: ge-1/3/7.20 

Acokess3 192 .0.2.15 

Uptime: 00:44:51 

Hello Option Holdtime: 105 seconds 88 remaining 

Hello Option DR Priority: 1 

Hello Option Generation ID: 1563649680 

Hello Option LAN Prune Delay: delay 500 ms override 2000 ms 


Tracking is supported 


show pim snooping neighbors instance 


user@host> show pim snooping neighbors instance vpls1 


Bidirectional Capable, G = Generation Identifier, 


Hello Option Holdtime, L Hello Option LAN Prune Delay, 


Hello Option DR Priority, T = Tracking Bit 


Instance: vplsl 


Learning-Domain: vlan-id 10 


Interface Option Uptime Neighbor addr 


GSH /S3/ 1.10 
SEL / 3/ Sy LO 
GSH / 3/55 LO 
Se / 3/7. Lo 


HP] 
Inlet 
Ee 
Inlet 








Learning-—Domain: 


Interface Option Uptime 
LG1 
LG1 
LG1 
LG1 


GSHi1/ 3/1 20 
ge-1/3/3.20 
Ge— W/o 20 
ge-1/3/7.20 








[T 00:46:03 
[T 00:46:03 
[T 00:46:03 
[T 00:46:03 


vilan-id 20 


[ 00:46:03 
[T 00:46:03 
[T 00:46:03 
[T 00:46:03 


12 
192 
12 « 
192 


Neighbor 
192.0. 


LZ 


WZ 


show pim snooping neighbors interface 


a 


0 
12 60%, 
0 


KS) Sy) ks) 
oa *®& W NY 


addr 
23 
Qed 
25 ALS) 


user@host> show pim snooping neighbors interface ge-1/3/1.20 


Hello Option 
Hello Option 


Instance: vplsl 





Learning-—Domain: 


Learning-—Domain: 


Interface Option 
Gea /s/ le Z URE Gi 0043045 OZ 02s b2 


Bidirectional Capable, 


Holdtime, 
DR Priorit 


vilan-id 10 
Wilaior—acl 210) 


G = Generation Identifier, 


L 


Vie 


Hello Option LAN Prune Delay, 


= Tracking Bit 


Uptime Neighbor addr 


show pim snooping neighbors vlan-id 


user@host> show pim snooping neighbors vlan-id 10 


Instance: vplsl 


Learning-—Domain: 


Bidirectional Capable, 


Hello Option Holdtime, 


vilan-id 10 


G = Generation Identifier, 


L = Hello Option LAN Prune Delay, 


InSILILG) Ojowesbeie IDR Pigalowedlinsy, I 


= Tracking Bit 


Interface Option Uptime Neighbor addr 


ge-1/3/1.10 HP! 
ge-1/3/3.10 HP! 


LGT 
LGT 








Y OOSA9s les 19250 ,2524 
EP OOsa9eil2 192005253 
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2099 
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| show pim snooping statistics 


Syntax 


show pim snooping statistics 
<instance instance-name> 

<interface interface-name> 
<logical-system logical-system-name> 
<vlan-id vian-id> 


Release Information 
Command introduced in Junos OS Release 12.3 for MX Series 5G Universal Routing Platforms. 
Command introduced in Junos OS Release 13.2 for M Series Multiservice Edge devices. 


Description 


Display Protocol Independent Multicast (PIM) snooping statistics. 


Options 
none—Display PIM statistics. 


instance instance-name—(Optional) Display statistics for a specific routing instance enabled by Protocol 
Independent Multicast (PIM) snooping. 


interface interface-name—(Optional) Display statistics about the specified interface for PIM snooping. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


vian-id vlan-identifier—(Optional) Display PIM snooping statistics information for the specified VLAN. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


PIM Snooping for VPLS | 1096 


clear pim snooping statistics | 1772 


List of Sample Output 

show pim snooping statistics on page 2102 

show pim snooping statistics instance on page 2103 
show pim snooping statistics interface on page 2104 
show pim snooping statistics vlan-id on page 2105 


Output Fields 


Table 105 on page 2101 lists the output fields for the show pim snooping statistics command. Output fields 


are listed in the approximate order in which they appear. 


Table 105: show pim snooping statistics Output Fields 


Field Name 


Instance 


Learning-Domain 


Tx J/P messages 


RX J/P messages 


Rx J/P messages 
-- seen 


Rx J/P messages 
-- received 


Rx Hello 
messages 


Rx Version 
Unknown 


Rx Neighbor 
Unknown 


Rx Upstream 
Neighbor 
Unknown 

Rx Bad Length 


Rx J/P Busy Drop 


Rx J/P Group 
Aggregate 0 


Rx Malformed 
Packet 


Field Description 


Routing instance for PIM snooping. 


Learning domain for PIM snooping. 


Total number of transmitted join/prune packets. 


Total number of received join/prune packets. 


Number of join/prune packets seen but not received on the upstream interface. 


Number of join/prune packets received on the downstream interface. 


Total number of received hello packets. 


Number of packets received with an unknown version number. 


Number of packets received from an unknown neighbor. 


Number of packets received with unknown upstream neighbor information. 


Number of packets received containing incorrect length information. 


Number of join/prune packets dropped while the router is busy. 


Number of join/prune packets received containing the aggregate group 
information. 


Number of malformed packets received. 


Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


Table 105: show pim snooping statistics Output Fields (continued) 


Field Name Field Description 
Rx No PIM Number of packets received without the interface information. 
Interface 


Rx No Upstream Number of packets received without upstream neighbor information. 


Neighbor 


Rx Unknown Number of hello packets received with unknown options. 


Hello Option 


| Sample Output 


show pim snooping statistics 


user@host> show pim snooping statistics 


Instance: vplsl 


Learning-Domain: vlan-id 10 


RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 





RX 








J/P messages 0 

J/P messages 8 

J/P messages seen 0 

J/P messages received 8 


Hello messages 37 
Version Unknown 0 
Neighbor Unknown 0 
Upstream Neighbor Unknown 0 
Bad Length 0 

J/P Busy Drop 0 

J/P Group Aggregate 0 
eubicommscl Pechesie. (0) 

o PIM Interface 0 

o Upstream Neighbor 0 
Bad Length 0 

eighbor Unknown 0 


Unknown Hello Option 0 








alformed Packet 0 


Learning-Domain: vlan-id 20 
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Level of Output 


All levels 


All levels 


All levels 


Ix 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 





RX 


J/P messages 0 


J/P messages 2 








J/P messages seen 0 
J/P messages received 2 
Hello messages 39 


Version Unknown 0 
Neighbor Unknown 0 
Upstream Neighbor Unknown 0 
Bad Length 0 

J/P Busy Drop 0 

J/P Group Aggregate 0 
alformed Packet 0 

o PIM Interface 0 

o Upstream Neighbor 0 
Bad Length 0 

eighbor Unknown 0 


Unknown Hello Option 0 








alformed Packet 0 


show pim snooping statistics instance 


user@host> show pim snooping statistics instance vpls1 


Instance: vplsl 


Learning-Domain: vlan-id 10 


RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 





RX 


J/P messages 0 


J/P messages 9 





J/P messages seen 0 





J/P messages received 9 
Hello messages 45 

Version Unknown 0 

Neighbor Unknown 0 
Upstream Neighbor Unknown 0 
Bad Length 0 

J/P Busy Drop 0 

J/P Group Aggregate 0 
alformed Packet 0 

o PIM Interface 0 

o Upstream Neighbor 0 

Bad Length 0 


eighbor Unknown 0 





Unknown Hello Option 0 
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Rx Malformed Packet 0 


Learning-Domain: vlan-id 20 


Tx J/P messages 


RX J/P messages 3 





Rx J/P messages seen 0 





Rx J/P messages received 3 
Rx Hello messages 47 

Rx Version Unknown 0 

Rx Neighbor Unknown 0 

Rx Upstream Neighbor Unknown 0 
Rx Bad Length 0 

Rx J/P Busy Drop 0 

Rx J/P Group Aggregate 0 

Rx Malformed Packet 0 

Rx No PIM Interface 0 

Rx No Upstream Neighbor 0 

Rx Bad Length 0 

Rx Neighbor Unknown 0 


Rx Unknown Hello Option 0 











Rx Malformed Packet 0 


show pim snooping statistics interface 


user@host> show pim snooping statistics interface ge-1/3/1.20 


Instance: vplsl 
Learning-Domain: vlan-id 10 


Learning-Domain: vlan-id 20 


PIM Interface statistics for ge-1/3/1.20 
Tx J/P messages 0 


RX J/P messages 0 





Rx J/P messages seen 0 





Rx J/P messages received 0 
Rx Hello messages 13 

Rx Version Unknown 0 

Rx Neighbor Unknown 0 

Rx Upstream Neighbor Unknown 0 
Rx Bad Length 0 





Rx J/P Busy Drop 0 
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RX 
RX 


J/P Group Aggregate 0 
Malformed Packet 0 


show pim snooping statistics vlan-id 


user@host> show pim snooping statistics vlan-id 10 


Instance: vplsl 


Learning-Domain: vlan-id 10 


RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 





RX 


J/P messages 0 


J/P messages 11 





J/P messages -- seen 0 
J/P messages received 11 
Hello messages 64 


Version Unknown 0 
Neighbor Unknown 0 
Upstream Neighbor Unknown 0 
Bad Length 0 

J/P Busy Drop 0 

J/P Group Aggregate 0 
Malformed Packet 0 

No PIM Interface 0 

No Upstream Neighbor 0 
Bad Length 0 

Neighbor Unknown 0 


2105 
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| show pim rps 


List of Syntax 
Syntax on page 2106 
Syntax (EX Series Switch and the QFX Series) on page 2106 


Syntax 


show pim rps 

<brief | detail | extensive> 
<group-address> 

<inet | inet6> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show pim rps 

<brief | detail | extensive> 
<group-address> 

<inet | inet6> 

<instance instance-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Support for bidirectional PIM added in Junos OS Release 12.1. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display information about Protocol Independent Multicast (PIM) rendezvous points (RPs). 


Options 
none—Display standard information about PIM RPs for all groups and family addresses for all routing 
instances. 


brief | detail | extensive—(Optional) Display the specified level of output. 


group-address—(Optional) Display the RPs for a particular group. If you specify a group address, the output 
lists the routing device that is the RP for that group. 


inet | inet6—(Optional) Display information for IPv4 or IPvé family addresses, respectively. 
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instance instance-name—(Optional) Display information about RPs for a specific PIM-enabled routing 
instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Example: Configuring Bidirectional PIM | 427 


List of Sample Output 

show pim rps on page 2110 

show pim rps brief on page 2110 

show pim rps <group-address> on page 2111 

show pim rps <group-address> on page 2111 

show pim rps <group-address> (Bidirectional PIM) on page 2111 

show pim rps <group-address> (PIM Dense Mode) on page 2111 

show pim rps <group-address> (SSM Range Without asm-override-ssm Configured) on page 2111 
show pim rps <group-address> (SSM Range With asm-override-ssm Configured and a Sparse-Mode 
RP) on page 2112 

show pim rps <group-address> (SSM Range With asm-override-ssm Configured and a Bidirectional 
RP) on page 2112 

show pim rps instance on page 2112 

show pim rps extensive (PIM Sparse Mode) on page 2113 

show pim rps extensive (Bidirectional PIM) on page 2113 

show pim rps extensive (PIM Anycast RP in Use) on page 2114 


Output Fields 
Table 106 on page 2107 describes the output fields for the show pim rps command. Output fields are listed 
in the approximate order in which they appear. 


Table 106: show pim rps Output Fields 


Field Name Field Description Level of Output 
Instance Name of the routing instance. All levels 
Family or Name of the address family: inet (IPv4) or inet6 (IPvé6). All levels 


Address family 


RP address Address of the rendezvous point. All levels 


Table 106: show pim rps Output Fields (continued) 


Field Name 


Type 


Holdtime 


Timeout 


Groups 


Group prefixes 


Learned via 


Mode 


Time Active 


Device Index 


Subunit 


Field Description 


Type of RP: 


e auto-rp—Address of the RP known through the Auto-RP protocol. 


e bootstrap—Address of the RP known through the bootstrap router 
protocol (BSR). 


e embedded—Address of the RP known through an embedded RP (IPvé6). 


e static—Address of RP known through static configuration. 


How long to keep the RP active, with time remaining, in seconds. 


How long until the local routing device determines the RP to be 
unreachable, in seconds. 


Number of groups currently using this RP. 


Addresses of groups that this RP can span. 


Address and method by which the RP was learned. 


The PIM mode of the RP: bidirectional or sparse. 


If a sparse and bidirectional RPs are configured with the same RP address, 
they appear as separate entries in both formats. 


How long the RP has been active, in the format hh:mm:ss. 


Index value of the order in which Junos OS finds and initializes the 
interface. 


For bidirectional RPs, the Device Index output field is omitted because 
bidirectional RPs do not require encapsulation and de-encapsulation 
interfaces. 


Logical unit number of the interface. 


For bidirectional RPs, the Subunit output field is omitted because 
bidirectional RPs do not require encapsulation and de-encapsulation 
interfaces. 


Level of Output 


brief none 


All levels 


All levels 


All levels 


brief none 


detail extensive 


All levels 


detail extensive 


detail extensive 


detail extensive 
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Table 106: show pim rps Output Fields (continued) 


Field Name 


Interface 


Group Ranges 


Active groups 
using RP 


total 


Register State for 
RP 


Anycast-PIM 
rpset 


Field Description 


Either the encapsulation or the de-encapsulation logical interface, 
depending on whether this routing device is a designated router (DR) 
facing an RP router, or is the local RP, respectively. 


For bidirectional RPs, the Interface output field is omitted because 
bidirectional RPs do not require encapsulation and de-encapsulation 
interfaces. 


Addresses of groups that this RP spans. 


Number of groups currently using this RP. 


Total number of active groups for this RP. 


Current register state for each group: 


e Group—Multicast group address. 


e Source—Multicast source address for which the PIM register is sent or 
received, depending on whether this router is a designated router facing 
an RP router, or is the local RP, respectively: 


e First Hop—PIM-designated routing device that sent the Register 
message (the source address in the IP header). 


e RP Address—RP to which the Register message was sent (the destination 
address in the IP header). 


e State: 
On the designated router: 
e Send—Sending Register messages. 


e Probe—Sent a null register. If a Register-Stop message does not arrive 
in 5 seconds, the designated router resumes sending Register 
messages. 


e Suppress—Received a Register-Stop message. The designated router 
is waiting for the timer to resume before changing to Probe state. 


e On the RP: 


e Receive—Receiving Register messages. 


If anycast RP is configured, the addresses of the RPs in the set. 
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Level of Output 


detail extensive 


detail extensive 


group-address 


detail extensive 


detail extensive 


extensive 


extensive 


Table 106: show pim rps Output Fields (continued) 
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Field Name Field Description Level of Output 
Anycast-PIM If anycast RP is configured, the local address used by the RP. extensive 
local address 
used 
Anycast-PIM If anycast RP is configured, the current register state for each group: extensive 
Register State 
e Group—Multicast group address. 
e Source—Multicast source address for which the PIM register is sent or 
received, depending on whether this routing device is a designated 
router facing an RP router, or is the local RP, respectively. 
e Origin—How the information was obtained: 
e DIRECT—From a local attachment 
e MSDP—From the Multicast Source Discovery Protocol (MSDP) 
e DR—From the designated router 
RP selected For sparse mode and bidirectional mode, the identity of the RP for the group-address 


specified group address. 


| Sample Output 


show pim rps 


user@host> show pim rps 


Instance: PIM.mas 


Address-family IN 


Ene 


ely 


RP address Type 


OREO OR OO REO Omar 
LO AQ. ADO 6.2100) euut 


address-family IN 


show pim rps brief 


EO ij 


to-rp 





ET6 


Mode 


sparse 


sparse 


Holdtime Timeout Groups Group prefixes 


150 


150 


146 


146 


OMA Sry S2e On 0rA8 
233 252 01/24 
@ 233.252 ,.0.2/4 


The output for the show pim rps brief command is identical to that for the show pim rps command. For 
sample output, see show pim rps on page 2110. 
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show pim rps <group-address> 


user@host> show pim rps 233.252.0.0 


Instance: PIM.master 


Instance: PIM.master 


RP selected: 10.100.100.100 


show pim rps <group-address> 


user@host> show pim rps 233.252.0.0 


Instance: PIM.master 


Instance: PIM.master 


RP selected: 10.100.100.100 


show pim rps <group-address> (Bidirectional PIM) 


user@host> show pim rps 233.252.0.1 


Instance: PIM.master 


B33 252 0,0 / 16 
10.4 12,735 (daielabreeycic sore.) 


RP selected: 10.4.12.75 


show pim rps <group-address> (PIM Dense Mode) 


user@host> show pim rps 233.252.0.1 


Instance: PIM.master 





Dense Mode active for group 233.252.0.1 


show pim rps <group-address> (SSM Range Without asm-override-ssm Configured) 


user@host> show pim rps 233.252.0.1 
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Instance: PIM.master 


Source-specific Mode (SSM) active for group 233.252.0.1 


show pim rps <group-address> (SSM Range With asm-override-ssm Configured and a Sparse-Mode RP) 


user@host> show pim rps 233.252.0.1 


Instance: PIM.master 


Source-specific Mode (SSM) active with Sparse Mode ASM override for group 


B35 494 (0 5 A. 


B33 B52 60 .0/ 1G 
10-4, 12575 


RP selected: 10.4.12.75 


show pim rps <group-address> (SSM Range With asm-override-ssm Configured and a Bidirectional RP) 


user@host> show pim rps 233.252.0.1 


Instance: PIM.master 


Source-specific Mode (SSM) active with Sparse Mode ASM override for group 


B33 5 25 9 N's IL 


233,252 0. 0/ 16 
1O.4,12,75 (alelatreecic some.) 


RP selected: (null) 


show pim rps instance 


user@host> show pim rps instance VPN-A 


Instance: PIM.VPN-A 





Address family INET 
RP address Type Holdtime Timeout Groups Group prefixes 


10.10.47.100 Siecle 0 None 1 233.252 .0.0/4 





Address family INET6 
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show pim rps extensive (PIM Sparse Mode) 


user@host> show pim rps extensive 


Instance: PIM.master 





Family: INET 
Ps 10.255. 245.91 
Learned via: static configuration 
Time Active: 00:05:48 
Holdtime: 45 with 36 remaining 
Device Index: 122 
Subunit: 32768 
Interface: pd-6/0/0.32768 
Group Ranges: 
233.252.0.0/4, 36s remaining 
Active groups using RP: 
233,252 6061 


total 1 groups active 


Register State for RP: 


Group Source FirstHop RP Address State Timeout 
238,252 50 41 192 168,195.78 10.255. 14.132 10,255,245, Oil Receive 
0 


show pim rps extensive (Bidirectional PIM) 


user@host> show pim rps extensive 


Instance: PIM.master 





Address family INET 


RPS LO.1O,1,3 
Learned via: static configuration 
Mode: Bidirectional 
Time Active: 01:58:07 
Holdtime: 150 
Group Ranges: 
23 325270 07/24 
Ase, 254.0,01/ 24 


Wes IO LO, 13.2 
Learned via: static configuration 


Mode: Bidirectional 


Time Active: 


E@ecitea mic eS) 0) 


Group Ranges: 


show pim rps extensive (PIM Anycast RP in Use) 


user@host> show pim rps extensive 


INStances: 


Family: 


IRIE € 


Learned via: 


Time Active: 


OF, 


293 2352 50. 3/24 
233.252.0.4/24 





INET 
10, 10.2 


Holdtime: 0 


Device Index: 130 


Sulouinakte es 169 


Interface: 


Group Ranges: 


Active groups using RP: 


253 


253 


total 1 groups active 


5493505074 


6D 5105 ANG 


INDN/CCISIC IE II TepOSISKC, 8 


ALO) 5 ALO) 5 JALAL 5 SV! 
LO). OW), data, LY 
105 100,111,535 


als Sst 30) 7 


PIM.master 


pimd. 32769 


static configuration 
OUR S42 


Anycast-PIM local address used: 


Anycast-PIM Register Stat 


Group 


2550) 
BSS) 9 
DIS 0 
D336 
253% 


ADE 6 
DBE 5 
2520 
DB 9 
DDE s 


Address 





Se 2 eS oS & 
oO €F WN FF 


family INE 





INAWSGVSIC IE IM TOSS 8 


Source 
10. 
10). 
10. 
10). 
10. 


hOR 
10). 
10), 
10), 
HkOR: 


DS) 
36 
HOF, 
WO s 
Pls 


10.100, tii. dl 


PoP FP NM DN 


Origin 
DIREC 
DIREC 
MSDP 
MSDP 
DR 
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| show pim source 


List of Syntax 
Syntax on page 2116 
Syntax (EX Series Switch and the QFX Series) on page 2116 


Syntax 


show pim source 

<brief | detail> 

<inet | inet6> 

<instance instance-name> 

<logical-system (all | logical-system-name)> 
<source-prefix> 


Syntax (EX Series Switch and the QFX Series) 


show pim source 

<brief | detail> 

<inet | inet6> 

<instance instance-name> 
<source-prefix> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display information about the Protocol Independent Multicast (PIM) source reverse path forwarding (RPF) 
state. 


Options 
none—Display standard information about the PIM RPF state for all supported family addresses for all 
routing instances. 


brief | detail—(Optional) Display the specified level of output. 
inet | inet6—(Optional) Display information for IPv4 or IPvé family addresses, respectively. 


instance instance-name—(Optional) Display information about the RPF state for a specific PIM-enabled 
routing instance. 
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logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


source-prefix—(Optional) Display the state for source RPF states in the given range. 


Required Privilege Level 


view 


List of Sample Output 

show pim source on page 2118 

show pim source brief on page 2118 

show pim source detail on page 2118 

show pim source (Egress Node with Multipoint LDP Inband Signaling for Point-to-Multipoint 
LSPs) on page 2119 


Output Fields 
Table 107 on page 2117 describes the output fields for the show pim source command. Output fields are 
listed in the approximate order in which they appear. 


Table 107: show pim source Output Fields 


Field Name Field Description 

Instance Name of the routing instance. 

Source Address of the source or reverse path. 

Prefix/length Prefix and prefix length for the route used to reach the RPF address. 
Upstream Protocol toward the source address. 

Protocol 

Upstream RPF interface toward the source address. 

interface 


A pseudo multipoint LDP (M-LDP) interface appears on egress nodes in 
M-LDP point-to-multipoint LSPs with inband signaling. 


Upstream Address of the RPF neighbor used to reach the source address. 


Neighbor 
The multipoint LDP (M-LDP) root appears on egress nodes in M-LDP 


point-to-multipoint LSPs with inband signaling. 
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| Sample Output 


show pim source 


user@host> show pim source 


Instance: PIM.master Family: INET 





Source 10.255.14.144 
Dieeuede, LO, 255). 14), aa se 
Upstream interface Local 


Upstream neighbor Local 


Sounmece we WOR 2 55 a OrdsS 
Pieeieds, 10,255.70. 15/32 
Upstream interface so-1/0/0.0 





Upstream neighbor 10.111.10.2 


Instance: PIM.master Family: INET6 





show pim source brief 


The output for the show pim source brief command is identical to that for the show pim source command. 
For sample output, see show pim source on page 2118. 


show pim source detail 


user@host> show pim source detail 





Instance: PIM.master Family: INET 


Source 10.255.14.144 
Prefix 10.255.14.144/32 
Upstream interface Local 
Upstream neighbor Local 
Active groups:233.252.0.0 
B33) 232 505 db 
B33) 6 Boe 505 A 


Sources 110,255, 70.15 
Bieeuedss 10,255. 70 15/32 
Upstream interface so-1/0/0.0 





Upstream neighbor 10.111.10.2 
INGEIWE: CieOUINS 3225'S) 5252 410, i 
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Instance: PIM.master Family: INET6 


show pim source (Egress Node with Multipoint LDP Inband Signaling for Point-to-Multipoint LSPs) 


user@host> show pim source 





Instance: PIM.master Family: INET 


Sources IL), Al, i, Al 
Pregens 0, i1,1,1/32 
Upstream interface Local 


Upstream neighbor Local 


Source 10,267 57 
Piseueass 10,2. 70/24 
Upstream protocol MLDP 





Upstream interface Pseudo MLDP 





Upstream neighbor MLDP LSP root <10.1.1.2> 


Soumee 92) G8 . 2109). Lib 
Deeiew 192. 168.219 .0/28 
Upstream protocol MLDP 





Upstream interface Pseudo MLDP 


Upstream neighbor via MLDP-inband 





Upstream interface fe-1/3/0.0 
Upstream neighbor 192.168.140.1 
Upstream neighbor MLDP LSP root <10.1.1.2> 














Instance: PIM.master Family: INET6 
Source 200lsclosig siege 737 

Disitise 2OOiLsgcloesile2s 730/120 
Upstream protocol MLDP 





Upstream interface Pseudo MLDP 
Upstream neighbor via MLDP-inband 





Upstream interface fe-1/3/0.0 
Upstream neighbor 192.168.140.1 
Upstream neighbor MLDP LSP root <10.1.1.2> 
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| show pim statistics 


List of Syntax 
Syntax on page 2120 
Syntax (EX Series Switch and the QFX Series) on page 2120 


Syntax 


show pim statistics 

<inet |inet6)> 

<instance instance-name> 

<interface interface-name> 
<logical-system (all | logical-system-name)> 


Syntax (EX Series Switch and the QFX Series) 


show pim statistics 
<inet |inet6)> 
<instance instance-name> 


<interface interface-name> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

inet6 and instance options introduced in Junos OS Release 10.0 for EX Series switches. 
Command introduced in Junos OS Release 11.3 for the QFX Series. 

Support for bidirectional PIM added in Junos OS Release 12.1. 

Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Display Protocol Independent Multicast (PIM) statistics. 


Options 
none—Display PIM statistics. 


inet | inet6—(Optional) Display IPv4 or IPv6 PIM statistics, respectively. 


instance instance-name—(Optional) Display statistics for a specific routing instance enabled by Protocol 
Independent Multicast (PIM). 


interface interface-name—(Optional) Display statistics about the specified interface. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 
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Required Privilege Level 
view 


RELATED DOCUMENTATION 


clear pim statistics | 1775 


List of Sample Output 

show pim statistics on page 2130 

show pim statistics inet interface <interface-name> on page 2132 
show pim statistics inet6 interface <interface-name> on page 2132 
show pim statistics instance <instance-name> on page 2133 

show pim statistics interface <interface-name> on page 2135 


Output Fields 
Table 108 on page 2121 describes the output fields for the show pim statistics command. Output fields are 
listed in the approximate order in which they appear. 


Table 108: show pim statistics Output Fields 


Field Name Field Description 


Instance Name of the routing instance. 
This field only appears if you specify an interface, for example: 


e inet interface interface-name 
e ineté6 interface interface-name 


e interface interface-name 


Family Output is for IPv4 or IPvé PIM statistics. INET indicates IPv4 
statistics, and INET6 indicates IPvé6 statistics. 


This field only appears if you specify an interface, for example: 


e inet interface interface-name 
e inet6 interface interface-name 


e interface interface-name 


PIM statistics PIM statistics for all interfaces or for the specified interface. 
PIM message type Message type for which statistics are displayed. 


Received Number of received statistics. 


Table 108: show pim statistics Output Fields (continued) 


Field Name 


Sent 


Rx errors 


V2 Hello 


V2 Register 


V2 Register Stop 


V2 Join Prune 


V2 Bootstrap 


V2 Assert 


V2 Graft 


V2 Graft Ack 


V2 Candidate RP 


V2 State Refresh 


V2 DF Election 


V1 Query 


V1 Register 


V1 Register Stop 


V1 Join Prune 


V1 RP Reachability 


V1 Assert 


Field Description 


Number of messages sent of a certain type. 


Number of received packets that contained errors. 


PIM version 2 hello packets. 


PIM version 2 register packets. 


PIM version 2 register stop packets. 


PIM version 2 join and prune packets. 


PIM version 2 bootstrap packets. 


PIM version 2 assert packets. 


PIM version 2 graft packets. 


PIM version 2 graft acknowledgment packets. 


PIM version 2 candidate RP packets. 


PIM version 2 control messages related to PIM dense mode 
(PIM-DM) state refresh. 


State refresh is an extension to PIM-DM. It not supported in 
Junos OS. 


PIM version 2 send and receive messages associated with 
bidirectional PIM designated forwarder election. 


PIM version 1 query packets. 


PIM version 1 register packets. 


PIM version 1 register stop packets. 


PIM version 1 join and prune packets. 


PIM version 1 RP reachability packets. 


PIM version 1 assert packets. 
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Table 108: show pim statistics Output Fields (continued) 


Field Name Field Description 

V1 Graft PIM version 1 graft packets. 

V1 Graft Ack PIM version 1 graft acknowledgment packets. 
AutoRP Announce Auto-RP announce packets. 

AutoRP Mapping Auto-RP mapping packets. 


AutoRP Unknown type Auto-RP packets with an unknown type. 


Anycast Register Auto-RP announce packets. 


Anycast Register Stop Auto-RP announce packets. 


Global Statistics Summary of PIM statistics for all interfaces. 

Hello dropped on Number of hello packets dropped because of a configured 

neighbor policy neighbor policy. 

Unknown type Number of PIM control packets received with an unknown 
type. 

V1 Unknown type Number of PIM version 1 control packets received with an 


unknown type. 


Unknown Version Number of PIM control packets received with an unknown 
version. The version is not version 1 or version 2. 


Neighbor unknown Number of PIM control packets received (excluding PIM hello) 


without first receiving the hello packet. 


Bad Length Number of PIM control packets received for which the packet 
size does not match the PIM length field in the packet. 


Bad Checksum Number of PIM control packets received for which the 
calculated checksum does not match the checksum field in the 
packet. 


Bad Receive If Number of PIM control packets received on an interface that 
does not have PIM configured. 
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Table 108: show pim statistics Output Fields (continued) 


Field Name 


Rx Bad Data 


Rx Intf disabled 


Rx V1 Require V2 


Rx V2 Require V1 


Rx Register not RP 


Rx Register no route 


Rx Register no decap if 


Null Register Timeout 


RP Filtered Source 


Rx Unknown Reg Stop 


Rx Join/Prune no state 


Rx Join/Prune on 


upstream if 


Rx Join/Prune for invalid 
group 


Rx Join/Prune messages 
dropped 


Field Description 


Number of PIM control packets received that contain data for 
TCP Bad register packets. 


Number of PIM control packets received on an interface that 
has PIM disabled. 


Number of PIM version 1 control packets received on an 
interface configured for PIM version 2. 


Number of PIM version 2 control packets received on an 
interface configured for PIM version 1. 


Number of PIM register packets received when the routing 
device is not the RP for the group. 


Number of PIM register packets received when the RP does 
not have a unicast route back to the source. 


Number of PIM register packets received when the RP does 
not have a de-encapsulation interface. 


Number of NULL register timeout packets. 


Number of PIM packets received when the routing device has 
a source address filter configured for the RP. 


Number of register stop messages received with an unknown 
type. 


Number of join and prune messages received for which the 
routing device has no state. 


Number of join and prune messages received on the interface 
used to reach the upstream routing device, toward the RP. 


Number of join or prune messages received for invalid multicast 
group addresses. 


Number of join and prune messages received and dropped. 


Table 108: show pim statistics Output Fields (continued) 


Field Name 


Rx sparse join for dense 
group 


Rx Graft/Graft Ack no 


state 


Rx Graft on upstream if 


Rx CRP not BSR 


Rx BSR when BSR 


Rx BSR not RPF if 


Rx unknown hello opt 


Rx data no state 


Rx RP no state 


Rx aggregate 


Rx malformed packet 


No RP 


No register encap if 


No route upstream 


Field Description 


Number of PIM sparse mode join messages received for a group 
that is configured for dense mode. 


Number of graft and graft acknowledgment messages received 
for which the router or switch has no state. 


Number of graft messages received on the interface used to 
reach the upstream routing device, toward the RP. 


Number of BSR messages received in which the PIM message 
type is Candidate-RP-Advertisement, not Bootstrap. 


Number of BSR messages received in which the PIM message 


type is Bootstrap. 


Number of BSR messages received on an interface that is not 
the RPF interface. 


Number of PIM hello packets received with options that Junos 


OS does not support. 


Number of PIM control packets received for which the routing 
device has no state for the data type. 


Number of PIM control packets received for which the routing 
device has no state for the RP. 


Number of PIM aggregate MDT packets received. 


Number of PIM control packets received with a malformed IP 


unicast or multicast address family. 


Number of PIM control packets received with no RP address. 


Number of PIM register packets received when the first-hop 


routing device does not have an encapsulation interface. 


Number of PIM control packets received when the routing 
device does not have a unicast route to the the interface used 
to reach the upstream routing device, toward the RP. 
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Table 108: show pim statistics Output Fields (continued) 


Field Name 


Nexthop Unusable 


RP mismatch 


RP mode mismatch 


RPF neighbor unknown 


Rx Joins/Prunes filtered 


Tx Joins/Prunes filtered 


Embedded-RP invalid 
addr 


Embedded-RP limit 
exceed 


Field Description 


Number of PIM control packets with an unusable nexthop. A 
path can be unusable if the route is hidden or the link is down. 


Number of PIM control packets received for which the routing 
device has an RP mismatch. 


RP mode (sparse or bidirectional) mismatches encountered 
when processing join and prune messages. 


Number of PIM control packets received for which the routing 
device has an unknown RPF neighbor for the source. 


The number of join and prune messages filtered because of 
configured route filters and source address filters. 


The number of join and prune messages filtered because of 
configured route filters and source address filters. 


Number of packets received with an invalid embedded RP 
address in PIM join messages and other types of messages sent 
between routing domains. 


Number of times the limit configured with the maximum-rps 
statement is exceeded. The maximum-rps statement limits the 
number of embedded RPs created in a specific routing instance. 
The range is from 1 through 500. The default is 100. 
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Table 108: show pim statistics Output Fields (continued) 


Field Name 


Embedded-RP added 


Embedded-RP removed 


Rx Register msgs filtering 
drop 


Tx Register msgs filtering 
drop 


Rx Bidir Join/Prune on 
non-Bidir if 


Rx Bidir Join/Prune on 
non-DF if 


V4 (S,G) Maximum 


V4 (S,G) Accepted 


Field Description 


Number of packets in which the embedded RP for IPvé6 is 
added. 


The following receive events trigger extraction of an IPv6é 
embedded RP address on the routing device: 


e Multicast Listener Discovery (MLD) report for an embedded 
RP multicast group address 


e PIM join message with an embedded RP multicast group 
address 


e Static embedded RP multicast group address associated with 
an interface 


e Packets sent to an embedded RP multicast group address 
received on the DR 


An embedded RP node discovered through these receive 
events is added if it does not already exist on the routing 
platform. 


Number of packets in which the embedded RP for IPvé6 is 
removed. The embedded RP is removed whenever all PIM join 
states using this RP are removed or the configuration changes 
to remove the embedded RP feature. 


Number of received register messages dropped because of a 
filter configured for PIM register messages. 


Number of register messages dropped because of a filter 
configured for PIM register messages. 


Error counter for join and prune messages received on 
non-bidirectional PIM interfaces. 


Error counter for join and prune messages received on 
non-designated forwarder interfaces. 


Maximum number of (S,G) IPv4 multicast routes accepted for 
the VPN routing and forwarding (VRF) routing instance. If this 


number is met, additional (S,G) entries are not accepted. 


Number of accepted (S,G) IPv4 multicast routes. 
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Table 108: show pim statistics Output Fields (continued) 


Field Name 


V4 (S,G) Threshold 


V4 (S,G) Log Interval 


V6 (S,G) Maximum 


V6 (S,G) Accepted 


V6 (S,G) Threshold 


V6 (S,G) Log Interval 


V4 (grp-prefix, RP) 
Maximum 


V4 (grp-prefix, RP) 
Accepted 


V4 (grp-prefix, RP) 
Threshold 


V4 (grp-prefix, RP) Log 
Interval 


V6 (grp-prefix, RP) 
Maximum 


V6 (grp-prefix, RP) 


Accepted 


V6 (grp-prefix, RP) 
Threshold 


Field Description 


Threshold at which a warning message is logged (percentage 
of the maximum number of (S,G) IPv4 multicast routes accepted 
by the device). 


Time (in seconds) between consecutive log messages. 
Maximum number of (S,G) IPv6é multicast routes accepted for 
the VPN routing and forwarding (VRF) routing instance. If this 
number is met, additional (S,G) entries are not accepted. 
Number of accepted (S,G) IPv6é multicast routes. 

Threshold at which a warning message is logged (percentage 
of the maximum number of (S,G) IPvé multicast routes accepted 
by the device). 

Time (in seconds) between consecutive log messages. 
Maximum number of group-to-rendezvous point (RP) IPv4 
multicast mappings accepted for the VRF routing instance. If 
this number is met, additional mappings are not accepted. 
Number of accepted group-to-RP IPv4 multicast mappings. 
Threshold at which a warning message is logged (percentage 
of the maximum number of group-to-RP IPv4 multicast 
mappings accepted by the device). 

Time (in seconds) between consecutive log messages. 
Maximum number of group-to RP IPv6é multicast mappings 
accepted for the VRF routing instance. If this number is met, 
additional mappings are not accepted. 

Number of accepted group-to-RP IPv6é multicast mappings. 
Threshold at which a warning message is logged (percentage 


of the maximum number of group-to-RP IPv6 multicast 
mappings accepted by the device). 


Table 108: show pim statistics Output Fields (continued) 


Field Name 


V6 (grp-prefix, RP) Log 
Interval 


V4 Register Maximum 


V4 Register Accepted 


V4 Register Threshold 


V4 Register Log Interval 


V6 Register Maximum 


V6 Register Accepted 


V6 Register Threshold 


V6 Register Log Interval 


(*,G) Join drop due to 
SSM range check 


Field Description 


Time (in seconds) between consecutive log messages. 


Maximum number of IPv4 PIM registers accepted for the VRF 
routing instance. If this number is met, additional PIM registers 


are not accepted. 


You configure the register limits on the RP. 


Number of accepted IPv4 PIM registers. 


Threshold at which a warning message is logged (percentage 
of the maximum number of IPv4 PIM registers accepted by 


the device). 


Time (in seconds) between consecutive log messages. 


Maximum number of IPv6é PIM registers accepted for the VRF 
routing instance. If this number is met, additional PIM registers 
are not accepted. 


You configure the register limits on the RP. 


Number of accepted IPv6 PIM registers. 


Threshold at which a warning message is logged (percentage 
of the maximum number of IPvé PIM registers accepted by 
the device). 


Time (in seconds) between consecutive log messages. 


PIM join messages that are dropped because the multicast 
addresses are outside of the SSM address range of 232.0.0.0 
through 232.255.255.255. You can extend the accepted SSM 
address range by configuring the ssm-groups statement. 
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| Sample Output 


show pim statistics 


user@host> show pim statistics 


PIM Message type 


V2 
v2 
v2 
v2 
V2 
We 
V2 
v2 
v2 
v2 
V2 
v1 
v1 
v1 
v1 
wal 
v1 
Wal 
v1 


AutoRP Announce 
AutoRP Mapping 
AutoRP Unknown type 
Anycast Register 


Anycast Register Stop 


Received 
Hello 1S 
Register 0 
Register Stop 483 


Join Prune 18 


‘Ss 


BooLcst rap 
Assert 

Graft 

Graft Ack 
Candidate RP 
State Refresh 





DF Election 
Query 

Register 
Register Stop 
Join Prune 

RP Reachability 
NCIS Gist 

Graft 

Graft Ack 


a a 2c oc ec 2 Ss oS oc oe oc 2 2S S&S © oc © 2 & 


Global Statistics 


Hello dropped on neighbor policy 


Unknown type 


Wal 


Unknown type 


Unknown Version 


ipv4 BSR pkt drop due to excessiv 
ipv6é BSR pkt drop due to excessiv 








Neighbor unknown 


Bad Length 


Bad Checksum 


Bad Receive If 


Rx Bad Data 


sent 
32 
362 


ol 
pe 
Secs) 


Qe eo 2 2&2 & & 2c = 2 2 & Sf Gf & 


S 


Rx errors 


SO @ aS eS aS a a a a) 





eae eSceS aS eo ese oe ce Se So Se SS Ss Ss Se S&S 
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RX 
RX 
RX 
RX 
RX 
RX 


RP 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
No 
No 
No 


RP 
RP 


RX 
TS 


RX 
ulp:¢ 
RX 





RX 


(*, 


Intf disabled 

Vl Require V2 

V2 Require V1 
Register not RP 
Register no route 


Register no decap if 


Null Register Timeout 


Filtered Source 

Unknown Reg Stop 

Join/Prune no state 
Join/Prune on upstream if 
Join/Prune for invalid group 
Join/Prune messages dropped 
sparse join for dense group 
Graft/Graft Ack no state 
Graft on upstream if 
CRESnOENE SR 

BSR when BSR 

ASIN iavene, INET aLie 

unknown hello opt 
calecienOmsitechiac 

RE MOm cot ciec 

aggregate 

malformed packet 

illegal TTL 

illegal destination address 
BP 

register encap if 


route Upstream 


Nexthop Unusable 


mismatch 


mode mismatch 


RPF neighbor unknown 


Joins/Prunes filtered 


Joins/Prunes filtered 


Embedded-RP invalid addr 
Embedded-RP limit exceed 
Embedded-RP added 
Embedded-RP removed 





Register msgs filtering drop 
Register msgs filtering drop 
Bidir Join/Prune on non-Bidir if 
Bidir Join/Prune on non-DF if 


G) Join drop due to SSM range check 


a |) 2 2 2 oc eS] |] SS 2 © 2 €& S&S 2 2 2 & eS 2 2 2 2 ea @& Gf Ce Ee 2 & @& oOo Gy Oo = o& &] S| OS fo cG CG @& © 
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| Sample Output 


show pim statistics inet interface <interface-name> 


user@host> show pim statistics inet interface ge-0/3/0.0 


instance : 


PIM Interface statistics for ge-0/3/0.0 


PIM Message type 


V2 
V2 
V2 
v2 
v2 
v2 
Wie 
V2 
We 
v1 
v1 
vl 
v1 
v1 
il 
v1 
v1 


Hello 
Register 
Register Stop 
Join Prune 
Bootstrap 
ANSSere 

Graft 

Graft Ack 
Candidate RP 
Query 
Register 
Register Stop 
Join Prune 

RP Reachability 
NSIS ciate 

Graft 

Graft Ack 


AutoRP Announce 


AutoRP Mapping 


AutoRP Unknown type 


Anycast Register 


Anycast Register Stop 


| Sample Output 


PIM.master Family: IN 





Received 


SS S| 2 Ss ec oc ec 2 2 So ec S&S oc S&S 2 Sa ec oS cc S&S 2 S& 


sent 


Ss oJ 2S aS eo oe 2 & @& Cc eS ec 2 2 oS Gc Cc 


S} 


show pim statistics inet6 interface <interface-name> 


Rx errors 


a re 





user@host> show pim statistics inet6 interface ge-0/3/0.0 


instance: 


PIM.master Family: IN 


Cy 
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PIM Interface statistics for ge-0/3/0.0 


PIM Message type Received sent 
V2 Hello 

v2 Register 

V2 Register Stop 
V2 Join Prune 

v2 Bootstrap 

v2 Assert 

V2) (Grate 

Ve2niGrd tie sNek 

V2 Candidate RP 


Anycast Register 


aS eo oe oe Ss 2 oS ec oc oS & 
Sa S&S 2] 2S 2S @S& SF S&S 2 OS & 





Anycast Register Stop 


show pim statistics instance <instance-name> 


Rx errors 





Se, eS ea oS eS Sea ES = 


user@host> show pim statistics instance VPN-A 


PIM Message type Received sent 
V2 Hello Sib 37 


[o) 
iS 


v2 Register 

V2 Register Stop 
V2 Join Prune 

V2 Bootstrap 

v2 Assert 

We (Giese 

v2 Graft Ack 

V2 Candidate RP 
V2 State Refresh 





V2 DF Election 

V1 Query 

Vl Register 

V1 Register Stop 
V1 Join Prune 

Vl RP Reachability 
Vl Assert 

Wil Greeutic 

Wil (Greece Evel 


AULORP Announce 


sis & oa & oa ec SS] 2 &] oc ec & o& oo S& 


AutoRP Mapping 
AutoRP Unknown type 


(S) 


Anycast Register 


eo oe 2 Ss a= oc ec oe 2 2 2S ec oc ec 2 S&S S&S fS& Cc So 2 & 


Anycast Register Stop 


Rx errors 





erie Se Sea ce ec Se ea Ss Se Se Sse Se ae eS Se Ss 
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Global Statistics 


Hello dropped on neighbor policy 


Unknown type 


v1 


Unknown type 


Unknown Version 


Neighbor unknown 


Bad Length 


Bad Checksum 


Bad Receive If 


RX 
RX 
RX 
RX 
RX 
RX 
RX 


RP 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 
RX 


RP 





RP 


Bad Data 

Intf disabled 

Vl Require V2 

V2 Require V1 
Register not RP 
Register no route 


Register no decap if 


Null Register Timeout 


Filtered Source 

Unknown Reg Stop 

Join/Prune no state 
Join/Prune on upstream if 
Join/Prune for invalid group 
Join/Prune messages dropped 
sparse join for dense group 
Graft/Graft Ack no state 
Graft on upstream if 
CRESnOENB oR 

BSR when BSR 

IBASIR iavene, IRU2IE GLie 

unknown hello opt 
calecenoOmsitecdiac 

RES HOmseate 

aggregate 

malformed packet 

illegal TTL 

illegal destination address 
RP 

register encap if 


POUte Upstream 


Nexthop Unusable 


mismatch 


mode mismatch 


Nh 
a) S| ec oo oa |] | 2S Cc 2c CC 2S 2 2 2 & @& 2 2 2 & 2 & Cf eC eC 2 &] @2 2 2 2 & @& & S&S Oo C&S e& 
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RPF neighbor unknown 

Rx Joins/Prunes filtered 
Tx Joins/Prunes filtered 
Embedded-RP invalid addr 


Embedded—-RP 
Embedded-—RP 


limit exceed 
added 





Embedded-RP 
Rx Register 


Tx Register 


removed 
msgs filtering drop 
msgs filtering drop 


Rx Bidir Join/Prune 





Rx Bidir Join/Prune 








OM MoiN—IBLelite slic 


on non-DF if 


V4 (S,G) Maximum 

v4 (S,G) Accepted 

v4 (S,G) Threshold 

v4 (S,G) Log Interval 

Vo (S,G) Maximum 

v6 (S,G) Accepted 

ve (S,G) Threshold 

vé (S,G) Log Interval 

V4 (grp-prefix, RP) Maximum 

V4 (grp-prefix, RP) Accepted 

V4 (grp-prefix, RP) Threshold 

V4 (grp-prefix, RP) Log Interval 
V6 (grp-prefix, RP) Maximum 

V6 (grp-prefix, RP) Accepted 

V6 (grp-prefix, RP) Threshold 

V6 (grp-prefix, RP) Log Interval 





V4 Register Maximum 


V4 Register Accepted 





V4 Register Threshold 


V4 Register Log Interval 


V6 Register Maximum 


V6 Register Accepted 





V6 Register Threshold 





V6 Register Log Interval 


(*,G) Join drop due to SSM range check 


| Sample Output 


show pim statistics interface <interface-name> 


user@host> show pim statistics interface ge-0/3/0.0 


bh 
SES es) a) BE) CS) Eg) 


COCO! 
CCE CO nn) 


on 
S) 


100 
100 


80 
10 
20 


90 
20 
100 
10 
80 
10 
20 


90 
20 
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Instance: PIM.master Family: INET 


PIM Interface statistics for ge-0/3/0.0 


PIM Message type Received sent 
V2 Hello 

v2 Register 

V2 Register Stop 
V2 Join Prune 

V2 Bootstrap 

v2 Assert 

WA (Gieeucic 

We Greene Nel 

V2 Candidate RP 

V1 Query 

Vl Register 

V1 Register Stop 
V1 Join Prune 

Vl RP Reachability 
V1 Assert 

ViINGea fe 

Vl Graft Ack 


AutoRP Announce 


ao eo oe ec 2&2 2 2&2 2 @ & © F&F © S& 2 f= — © 


AutoRP Mapping 
AutoRP Unknown type 


S} 


Anycast Register 


a ao eg oc 2 Ss oS 2 oc 2c 2 S82 SS oS oS oc 2 S&S S&S & © 


Anycast Register Stop 


Instance: PIM.master Family: INET6 





PIM Interface statistics for ge-0/3/0.0 


PIM Message type Received sent 
V2 Hello 

v2 Register 

V2 Register Stop 
V2 Join Prune 

V2 Bootstrap 

v2 Assert 

V2NGra be 

v2 Graft Ack 

V2 Candidate RP 


Anycast Register 


ae oe oe ae S| 2 S| 2c & © & 
Ss Sj S| oe oe Se S&S & S&S & 


Anycast Register Stop 


Rx errors 


SQ, ee Se 2 fe ec Se Ss Se Se ec Se Se S&S S&S 


Rx errors 


Se aS Sa Se eo Se SS aS S&S S&S 
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| show pim mdt 


Syntax 


show pim mdt instance instance-name 
<brief | detail | extensive> 

data-mdt-joins 

data-mdt-limit 

inet 

inet6 

<incoming | outgoing> 

<logical-system (all | logical-system-name)> 
<range> 


Release Information 
Command introduced before Junos OS Release 7.4. 
Support for IPv6é added in Junos OS Release 17.3R1. 


Description 
Display information about Protocol Independent Multicast (PIM) default multicast distribution tree (MDT) 
and the data MDTs in a Layer 3 VPN environment for a routing instance. 


Options 


instance instance-name—Display information about data-MDTs for a specific PIM-enabled routing instance. 
brief | detail | extensive—(Optional) Display the specified level of output. 

data-mdt-joins— Show received PIM data-mdt-joins. 

data-mdt-limits— Show received PIM data-mdt-limits. 

incoming | outgoing—(Optional) Display incoming or outgoing multicast data tunnels, respectively. 

inet | inet6—Display IPv4 or IPv6 multicast data tunnels. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


range—(Optional) Display information about an IP address with optional prefix length representing a 
particular multicast group. 


Required Privilege Level 
view 


List of Sample Output 
show pim mdt <variables> instance on page 2139 


show pim mdt instance detail on page 2140 

show pim mdt instance extensive on page 2140 
show pim mdt instance incoming on page 2141 
show pim mdt instance outgoing on page 2141 
show pim mdt instance (SSM Mode) on page 2141 


Output Fields 
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Table 109 on page 2138 describes the output fields for the show pim mdt command. Output fields are listed 


in the approximate order in which they appear. 


Table 109: show pim mdt Output Fields 


Field Name 


Instance 


Tunnel direction 


Tunnel mode 


Default group 
address 


Default source 
address 


Default tunnel 
interface 


Default tunnel 
source 


C-Group 


C-Source 


P-Group 


Data tunnel 
interface 


Field Description 


Name of the routing instance. 


Direction the tunnel faces, from the router's perspective: Outgoing or Incoming. 


Mode the tunnel is operating in: PIM-SSM or PIM-ASM. 


Default multicast group address using this tunnel. 


Default multicast source address using this tunnel. 


Default multicast tunnel interface. 


Address used as the source address for outgoing PIM control messages. 


Customer-facing multicast group address using this tunnel. If you enable dynamic 
reuse of data MDT group addresses, more than one group address can use the 
same data MDT. 


IP address of the multicast source in the customer's address space. If you enable 
dynamic reuse of data MDT group addresses, more than one source address 
can use the same data MDT. 


Service provider-facing multicast group address using this tunnel. 


Multicast data tunnel interface that set up the data-MDT tunnel. 


Level of Output 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


All levels 


detail 


detail 


detail 


detail 


Table 109: show pim mdt Output Fields (continued) 


Field Name Field Description 
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Level of Output 


Last known Last known rate, in kilobits per second, at which the tunnel was forwarding detail 


forwarding rate traffic. 


Configured Rate, in kilobits per second, above which a data-MDT tunnel is created and detail 
threshold rate below which it is deleted. 
Tunnel uptime Time that this data- MDT tunnel has existed. The format is hours:minutes:seconds. | detail 


| Sample Output 


show pim mdt <variables> instance 


Use this command to display MDT information for default MDT and data-MDT for IPv4 and/or IPv6 traffic. 


) 


user@host> show pim mdt inet | inet6 instance VPN-A 


Instance: PIM.VPN-A Family: INET 

















Tunnel direction: Outgoing 

Tunnel mode: PIM-SM 

Default group address: 224.1.1.1 

Detatistems Ounce mac clisesishmmOl OR Wnr0) 

Default tunnel interface: mt-0/0/0.32768 

Deitel cwiMel soueess 00.0.0 

C-group address C-source address P-group address 
22 sols Issel .2 BAS 5 Mod .t 


Instance: PIM.VPN-A 











Tunnel direction: Incoming 

Tunnel mode: PIM-SM 

Default group address: 224.1.1.1 

DEitamillic Source ackliesss3 O.0.0.0 

Default tunnel interface: mt-0/0/0.1081344 
Deitewllic wwioMeI souieess 0,050 ,0 


Instance: PIM.VPN-A Family: INET6 





Data tunnel interface 
mice—O/0/ 0.32769 


show pim mdt instance detail 


user@host> show pim mdt instance VPN-A detail 


IinisHieelovera§ 12 ILM, WAP INIA 
Tunnel direction: Outgoing 


Deane aoupm acd cise s'Sau oo ellen 





Default tunnel interface: mt-1/1/0.32768 


Default tunnel source: 192.168.7. 


C-—Eroujss 235 1.1.2 
C—soumessg 192, os. 195, 74 
Paces 8 223.,0,0.,0 
Data tunnel interface 
Last known forwarding rate 
Configured threshold rate 


Tunnel uptime 


inishieelovera ss 12 IUMI, WAP INIA 
Tunnel direction: Incoming 


Default group address: 239.1.1.1 


dL 


MiE—1/ 1/0. 3276S 
48 kbps (6 kBps) 
10 kbps 
00:00:34 


Default tunnel interface: mt-1/1/0.1081344 





show pim mdt instance extensive 


user@host> show pim mdt instance VPN-A extensive 


Iinsieeunies 12 ILM. WAP INI=IA, 
Tunnel direction: Outgoing 


Default group address: 239.1.1.1 





Default tunnel interface: mt-1/1/0.32768 


Default tunnel source: 192.168.7 


C-Geoujoy 235,151.24 
Csougess 192. 168), 195. 74 
P3Eicoujs § 223.,0,0.0 
Data tunnel interface 
Last known forwarding rate 
Configured threshold rate 


Tunnel uptime 


Iinsieeunes 12 ILM. WAP INI IA, 
Tunnel direction: Incoming 


Default group address: 239.1.1.1 





a dk 


mEK1/ 1/0, S2V6S 
48 kbps (6 kBps) 
10 kbps 
00:00:41 


Default tunnel interface: mt-1/1/0.1081344 
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sho 


w pim mdt instance incoming 


user@host> show pim mdt instance VPN-A incoming 


Instance: PIM.VPN-A 


Tunnel direction: Incoming 


Deraniiemc aOupm ad cise s'S azo allele 


Default tunnel interfac 





mt-1/1/0.1081344 


show pim mdt instance outgoing 


user@host> show pim mdt instance VPN-A outgoing 


Instance: PIM.VPN-A 


Tunnel direction: Outgoing 


Default group address: 239.1.1.1 


Default tunnel interfac 


Mme / I/O). SA7SE 





1DX—smr- hb pom oa cbebel—W MN-Jo) 0m alol—iamms nc asl oto Pl aa 


C-group address 
235, 1,2 





C-source address 


192 168 195 574 


P-group address 
2230.0 .0 


show pim mdt instance (SSM Mode) 


user@host> show pim mdt instance vpn-a 


instance: PIM. von-a 


Tunnel direction: Outgoing 





Tunnel mode: PIM-SSM 


Default group address: 232.1.1.1 
Default source address: 10.255.14.216 


Default tunnel interfac 


mie—L/ S/O. S276) 








Desceiwillic iwlisinel seylieeee IZ. Lobel. 7. Al 


instance: PIiM.vpn—a 


Tunnel direction: Incoming 


Tunnel mode: PIM-SSM 





Default group address: 232.1.1.1 
Default source address: 10.255.14.217 


Default tunnel interfac 


mE IL Y/ S10) 5 WOK} SAS) 





instance: PEM vpn 2 


Tunnel direction: Incoming 


Tunnel mode: PIM-SSM 





Data tunnel interface 
meat / 1/0) . 32769 
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Default group address: 232.1.1.1 
Default source address: 10.255.14.218 
Default tunnel interface: mt-1/3/0.1081345 
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| show pim mdt data-mdt-joins 


Syntax 


show pim mdt data-mdt-joins 
<logical-system (all | logical-system-name)> instance instance-name 


Release Information 
Command introduced in Junos OS Release 11.2. 


Description 

Ina draft-rosen Layer 3 multicast virtual private network (MVPN) configured with service provider tunnels, 
display the advertisements of new multicast distribution tree (MDT) group addresses cached by the provider 
edge (PE) routers in the specified VPN routing and forwarding (VRF) instance that is configured to use the 
Protocol Independent Multicast (PIM) protocol. 


Options 


instance instance-name—Display data MDT join packets cached by PE routers in a specific PIM instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


NOTE: Draft-rosen multicast VPNs are not supported in a logical system environment even 
though the configuration statements can be configured under the logical-systems hierarchy. 


Required Privilege Level 


view 


RELATED DOCUMENTATION 


Understanding Data MDTs | 618 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 


List of Sample Output 
show pim mdt data-mdt-joins on page 2144 


Output Fields 
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Table 110 on page 2144 describes the output fields for the show pim mdt data-mdt-joins command. Output 
fields are listed in the approximate order in which they appear. 


Table 110: show pim mdt data-mdt-joins Output Fields 


Field Name Field Description 


C-Group IPv4 group address in the address space of the customer's VPN-specific PIM-enabled routing 
instance of the multicast traffic destination. This 32-bit value is carried in the C-group field of 
the MDT join TLV packet. 


C-Source IPv4 address in the address space of the customer's VPN-specific PIM-enabled routing instance 
of the multicast traffic source. This 32-bit value is carried in the C-source field of the MDT join 
TLV packet. 

P-Group IPv4 group address in the service provider's address space of the new data MDT that the PE 


router will use to encapsulate the VPN multicast traffic flow (C-Source, C-Group). This 32-bit 
value is carried in the P-group field of the MDT join TLV packet. 


P-Source IPv4 address of the PE router. 


Timeout Timeout, in seconds, remaining for this cache entry. When the cache entry is created, this field 
is set to 180 seconds. After an entry times out, the PE router deletes the entry from its cache 
and prunes itself off the data MDT. 


| Sample Output 


show pim mdt data-mdt-joins 


user@host show pim mdt data-mdt-joins instance VPN-A 


C=Souree €[GrEOuUp 1 Soy blicicrS P-Group Timeout 
AD oA oil.) BINS) ods Ih ZO ROR OR 23951105 10.0 Ye 
AD As dB. 9) 2S) 5 lhg the Sd 20 0.0.5 ANS 5 AO 5 10) oA Lye 
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| show pim mdt data-mdt-limit 


Syntax 


show pim mdt data-mdt-limit instance instance-name 
<logical-system (all | logical-system-name)> 


Release Information 
Command introduced in Junos OS Release 12.2. 


Description 
Display the maximum number configured and the currently active data multicast distribution trees (MDTs) 
for a specific VPN routing and forwarding (VRF) instance. 


Options 
instance instance-name—Display data MDT information for the specified VRF instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


NOTE: Draft-rosen multicast VPNs are not supported in a logical system environment even 
though the configuration statements can be configured under the logical-systems hierarchy. 


Required Privilege Level 


view 


RELATED DOCUMENTATION 


Understanding Data MDTs | 618 


Example: Configuring Data MDTs and Provider Tunnels Operating in Source-Specific Multicast 
Mode | 624 


Example: Configuring Data MDTs and Provider Tunnels Operating in Any-Source Multicast Mode | 619 


List of Sample Output 
show pim mdt data-madt-limit on page 2146 


Output Fields 
Table 111 on page 2146 describes the output fields for the show pim mdt data-mdt-limit command. Output 
fields are listed in the approximate order in which they appear. 
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Table 111: show pim mdt data-mdt-limit Output Fields 


Field Name Field Description 


Maximum Data Maximum number of data MDTs created in this VRF instance. If the number is 0, no data MDTs 


Tunnels are created for this VRF instance. 
Active Data Active number of data MDTs in this VRF instance. 
Tunnels 


Sample Output 
show pim mdt data-mdt-limit 


user@host show pim mdt data-mdt-limit instance VPN-A 


Maximum Data Tunnels 10 


Active Data Tunnels 2 
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| show pim mvpn 
Syntax 


show pim mvpn 
<logical-system (all | logical-system-name)> 


Release Information 
Command introduced in Junos OS Release 9.4. 


Description 


Display information about multicast virtual private network (MVPN) instances. 


Options 
logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
show pim mvpn on page 2148 


Output Fields 
Table 112 on page 2147 describes the output fields for the show pim mvpn command. Output fields are 
listed in the approximate order in which they appear. 


Table 112: show pim mvpn Output Fields 


Field Name Field Description Level of Output 
Instance Name of the routing instance. All levels 
VPN-Group Multicast group address configured for the default multicast distribution | All levels 

tree. 
Mode Mode the tunnel is operating in: PPM-MVPN, NGEN-MVPN, All levels 


NGEN-TRANSITION or None. 


Tunnel Type of tunnel: PIM-SSM, PIM-SM, NGEN PMSI, or None (VRF-only). All levels 


If NGEN-PMSI is displayed, enter the show mvpn instance command for 
more information. 


| Sample Output 
show pim mvpn 


user@host> show pim mvpn 


instance VPN-Group 
PIM.cel BOS 5d Al g i 


Mode 
PIM-MVPN 


Tunnel 
PIM-soM 
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| show route forwarding-table 


List of Syntax 

Syntax on page 2149 

Syntax (MX Series Routers) on page 2149 

Syntax (TX Matrix and TX Matrix Plus Routers) on page 2149 


Syntax 


show route forwarding-table 
<detail | extensive | summary> 
<all> 

<ccc interface-name> 

<destination destination-prefix> 
<family family | matching matching> 
<interface-name interface-name> 
<label name> 

<matching matching> 

<multicast> 

<table (default | logical-system-name/routing-instance-name | routing-instance-name)> 
<vlan (all | vian-name)> 

<vpn vpn> 


Syntax (MX Series Routers) 


show route forwarding-table 

<detail | extensive | summary> 

<all> 

<bridge-domain (all | domain-name)> 
<ccc interface-name> 

<destination destination-prefix> 
<family family | matching matching> 
<interface-name interface-name> 
<label name> 

<learning-vlan-id learning-vlan-id> 
<matching matching> 

<multicast> 

<table (default | logical-system-name/routing-instance-name | routing-instance-name)> 
<vlan (all | vian-name)> 

<vpn vpn> 


Syntax (TX Matrix and TX Matrix Plus Routers) 
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show route forwarding-table 
<detail | extensive | summary> 
<all> 

<ccc interface-name> 
<destination destination-prefix> 
<family family | matching matching> 
<interface-name interface-name> 
<matching matching> 

<label name> 

<lcc number> 

<multicast> 

<table routing-instance-name> 


<vpn vpn> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Option bridge-domain introduced in Junos OS Release 7.5 

Option learning-vlan-id introduced in Junos OS Release 8.4 

Options all and vlan introduced in Junos OS Release 9.6. 

Command introduced in Junos OS Release 11.3 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 

Display the Routing Engine's forwarding table, including the network-layer prefixes and their next hops. 
This command is used to help verify that the routing protocol process has relayed the correction information 
to the forwarding table. The Routing Engine constructs and maintains one or more routing tables. From 
the routing tables, the Routing Engine derives a table of active routes, called the forwarding table. 


NOTE: The Routing Engine copies the forwarding table to the Packet Forwarding Engine, the 
part of the router that is responsible for forwarding packets. To display the entries in the Packet 
Forwarding Engine's forwarding table, use the show pfe route command. 


Options 
none—Display the routes in the forwarding tables. By default, the show route forwarding-table command 
does not display information about private, or internal, forwarding tables. 


detail | extensive | summary—(Optional) Display the specified level of output. 


all—(Optional) Display routing table entries for all forwarding tables, including private, or internal, tables. 
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bridge-domain (all | bridge-domain-name)—(MX Series routers only) (Optional) Display route entries for all 
bridge domains or the specified bridge domain. 


ccc interface-name—(Optional) Display route entries for the specified circuit cross-connect interface. 
destination destination-prefix—(Optional) Destination prefix. 


family family—(Optional) Display routing table entries for the specified family: bridge (ccc | destination | 
detail | extensive | interface-name | label | learning-vlan-id | matching | multicast | summary | table | 
vian | vpn), ethernet-switching, evpn, fibre-channel, fmembers, inet, inet6, iso, mcsnoop-inet, 
mcsnoop-inet6, mpls, satellite-inet, satellite-inet6, satellite-vpls, tnp, unix, vpls, or vlan-classification. 


interface-name interface-name—(Optional) Display routing table entries for the specified interface. 
label name—(Optional) Display route entries for the specified label. 


Icc number—(TX Matrix and TX matrix Plus routers only) (Optional) On a routing matrix composed of a TX 
Matrix router and T640 routers, display information for the specified T640 router (or line-card chassis) 
connected to the TX Matrix router. On a routing matrix composed of the TX Matrix Plus router and 
T1600 or T4000 routers, display information for the specified router (line-card chassis) connected to 
the TX Matrix Plus router. 


Replace number with the following values depending on the LCC configuration: 


e O through 3, when T640 routers are connected to a TX Matrix router in a routing matrix. 
e O through 3, when T1600 routers are connected to a TX Matrix Plus router in a routing matrix. 


e Othrough 7, when T1600 routers are connected to a TX Matrix Plus router with 3D SIBs in a routing 
matrix. 


e O, 2, 4, or 6, when T4000 routers are connected to a TX Matrix Plus router with 3D SIBs in a routing 
matrix. 


learning-vlan-id learning-vian-id—(MX Series routers only) (Optional) Display learned information for all 
VLANs or for the specified VLAN. 


matching matching—(Optional) Display routing table entries matching the specified prefix or prefix length. 
multicast—(Optional) Display routing table entries for multicast routes. 


table —(Optional) Display route entries for all the routing tables in the main routing instance or for the 
specified routing instance. If your device supports logical systems, you can also display route entries 
for the specified logical system and routing instance. To view the routing instances on your device, 
use the show route instance command. 


vian (all | vian-name)—(Optional) Display information for all VLANs or for the specified VLAN. 


vpn vpn—(Optional) Display routing table entries for a specified VPN. 


Required Privilege Level 


view 


RELATED DOCUMENTATION 


show route instance 


List of Sample Output 

show route forwarding-table on page 2157 

show route forwarding-table detail on page 2159 

show route forwarding-table extensive (RPF) on page 2160 


Output Fields 

Table 113 on page 2152 lists the output fields for the show route forwarding-table command. Output fields 
are listed in the approximate order in which they appear. Field names might be abbreviated (as shown in 
parentheses) when no level of output is specified, or when the detail keyword is used instead of the 
extensive keyword. 


Table 113: show route forwarding-table Output Fields 


Field Name Field Description Level of Output 
Logical system Name of the logical system. This field is displayed if you specify the table All levels 
logical-system-name/routing-instance-name option on a device that is 


configured for and supports logical systems. 


Routing table Name of the routing table (for example, inet, inet6, mpls). All levels 
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Table 113: show route forwarding-table Output Fields (continued) 


Field Name Field Description Level of Output 


Enabled All levels 
protocols 
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Table 113: show route forwarding-table Output Fields (continued) 


Field Name 


Field Description Level of Output 


The features and protocols that have been enabled for a given routing 
table. This field can contain the following values: 


e BUM hashing—BUM hashing is enabled. 

e MAC Stats—Mac Statistics is enabled. 

e Bridging—Routing instance is a normal layer 2 bridge. 

e No VLAN—No VLANs are associated with the bridge domain. 


e All VLANs—The vlan-id all statement has been enabled for this bridge 
domain. 


e Single VLAN—Single VLAN ID is associated with the bridge domain. 


e MAC action drop—New MACs will be dropped when the MAC address 
limit is reached. 


e Dual VLAN—Dual VLAN tags are associated with the bridge domain 


e No local switching—No local switching is enabled for this routing 
instance.. 


e Learning disabled—Layer 2 learning is disabled for this routing instance. 


e MAC limit reached—The maximum number of MAC addresses that was 


configured for this routing instance has been reached. 
e VPLS—The VPLS protocol is enabled. 
e No IRB I2-copy—The no-irb-layer-2-copy feature is enabled for this 


routing instance. 
e ACKed by all peers—All peers have acknowledged this routing instance. 
e BUM Pruning—BUM pruning is enabled on the VPLS instance. 
e Def BD VXLAN—VXLAN is enabled for the default bridge domain. 
e EVPN—EVPN protocol is enabled for this routing instance. 


e Def BD OVSDB—Open vSwitch Database (OVSDB) is enabled on the 
default bridge domain. 


e Def BD Ingress replication—VXLAN ingress node replication is enabled 
on the default bridge domain. 


e L2 backhaul—Layer 2 backhaul is enabled. 

e FRR optimize—Fast reroute optimization 

e MAC pinning—MAC pinning is enabled for this bridge domain. 

e MAC Aging Timer—The MAC table aging time is set per routing instance. 


e EVPN VXLAN-This routing instance supports EVPN with VXLAN 
encapsulation. 


e PBBN—This routing instance is configured as a provider backbone 
bridged network. 


Table 113: show route forwarding-table Output Fields (continued) 


Field Name 


Address family 


Destination 


Route Type 
(Type) 


Route Reference 
(RtRef) 


Field Description Level of Output 


e PBN—This routing instance is configured as a provider bridge network. 
e ETREE—The ETREE protocol is enabled on this EVPN routing instance. 


e ARP/NDP suppression—EVPN ARP NDP suppression is enabled in this 
routing instance. 


e Def BD EVPN VXLAN—EVPN VXLAN is enabled for the default bridge 
domain. 


e MPLS control word—Control word is enabled for this MPLS routing 


instance. 
Address family (for example, IP, IPv6, ISO, MPLS, and VPLS). All levels 
Destination of the route. detail extensive 
How the route was placed into the forwarding table. When the detail All levels 


keyword is used, the route type might be abbreviated (as shown in 
parentheses): 


e cloned (clon)—(TCP or multicast only) Cloned route. 


e destination (dest)—Remote addresses directly reachable through an 
interface. 


e destination down (iddn)—Destination route for which the interface is 
unreachable. 


e interface cloned (ifcl)—Cloned route for which the interface is 


unreachable. 


e route down (ifdn)—Interface route for which the interface is 
unreachable. 


e ignore (ignr)—Ignore this route. 
e interface (intf)—Installed as a result of configuring an interface. 


e permanent (perm)—Routes installed by the kernel when the routing 
table is initialized. 


e user—Routes installed by the routing protocol process or as a result of 
the configuration. 


Number of routes to reference. detail extensive 
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Table 113: show route forwarding-table Output Fields (continued) 


Field Name 


Flags 


Next hop 


Next hop Type 
(Type) 


Field Description 


Route type flags: 


none—No flags are enabled. 

e accounting—Route has accounting enabled. 

e cached—Cache route. 

e incoming-iface interface-number—Check against incoming interface. 
e prefix load balance—Load balancing is enabled for this prefix. 


e rt nh decoupled—Route has been decoupled from the next hop to the 
destination. 


e sent to PFE—Route has been sent to the Packet Forwarding Engine. 


e static—Static route. 
IP address of the next hop to the destination. 


NOTE: For static routes that use point-to-point (P2P) outgoing interfaces, 


the next-hop address is not displayed in the output. 


Next-hop type. When the detail keyword is used, the next-hop type might 
be abbreviated (as indicated in parentheses): 


e broadcast (bcst)—Broadcast. 

e deny—Deny. 

e discard (dscd) —Discard. 

e hold—Next hop is waiting to be resolved into a unicast or multicast 
type. 

e indexed (idxd)—Indexed next hop. 

e indirect (indr)—Indirect next hop. 

e local (locl)—Local address on an interface. 

e routed multicast (mcrt)—Regular multicast next hop. 

e multicast (mcst)—Wire multicast next hop (limited to the LAN). 

e multicast discard (mdsc)—Multicast discard. 

e multicast group (mgrp)—Multicast group member. 

e receive (recv)—Receive. 

e reject (rjct)—Discard. An ICMP unreachable message was sent. 

e resolve (rslv)—Resolving the next hop. 

e unicast (ucst)—Unicast. 


e unilist (ulst)—List of unicast next hops. A packet sent to this next hop 
goes to any next hop in the list. 


Level of Output 


extensive 


detail extensive 


detail extensive 
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Table 113: show route forwarding-table Output Fields (continued) 


Field Name 


Index 


Route 
interface-index 


Reference 
(NhRef) 


Next-hop 
interface (Netif) 


Weight 


Balance 


RPF interface 


Field Description 


Software index of the next hop that is used to route the traffic for a given 
prefix. 


Logical interface index from which the route is learned. For example, for 
interface routes, this is the logical interface index of the route itself. For 
static routes, this field is zero. For routes learned through routing 

protocols, this is the logical interface index from which the route is learned. 


Number of routes that refer to this next hop. 


Interface used to reach the next hop. 


Value used to distinguish primary, secondary, and fast reroute backup 
routes. Weight information is available when MPLS label-switched path 
(LSP) link protection, node-link protection, or fast reroute is enabled, or 
when the standby state is enabled for secondary paths. A lower weight 
value is preferred. Among routes with the same weight value, load 
balancing is possible (see the Balance field description). 


Balance coefficient indicating how traffic of unequal cost is distributed 
among next hops when a router is performing unequal-cost load balancing. 
This information is available when you enable BGP multipath load 
balancing. 


List of interfaces from which the prefix can be accepted. Reverse path 
forwarding (RPF) information is displayed only when rpf-check is 
configured on the interface. 


| Sample Output 


show route forwarding-table 


user@host> show route forwarding-table 


Routing table: default.inet 


Internet: 


Destination 
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Level of Output 


detail extensive none 


extensive 


detail extensive none 


detail extensive none 


extensive 


extensive 


extensive 


Type RtRef Next hop Type Index NhRef Netif 


























default perm 0 ETC 46 4 

OR OROR 0/32 perm 0 dscd 44 il 

ITZ 16.1 0/24 ifdn 0 resly 608 1 ge-2/0/1.0 
172 1G 1 OY S2 iddn O 172,16.1.,0 recv 606 Ue 27/A0)/ele© 
U2 U6 1. 1/32 user 0 wIICI 46 4 

II2.16 1.1/7 32 elastase @ L772. 1LGo1.i lice 607 ) 

VIZ UG. 1. Ly 32 iddn © L7Z2 16> si IkeesiL 607 2 
7216, 255/32 iddn ) HEI GARI QIEIEGIEIE RIEIE BIEIE «= JOSIE 605 1 ge-2/0/1.0 
10.0.0.0/24 aLTaNie Je 0 rslv 616 1 ge-2/0/0.0 
NO PLORNORA OLAS dest OM ROR OPORTO recv 614 1 ge-2/0/0.0 
10.0.0.1/32 alae ae OO Or Ore: level 615 2 
10.0,0,1/32 dest OM O RO Orel: Loe 615 2 

10.0 .0.255/ 32 dest OPLOMOR OR 255 best Gulls 1 ge-2/0/0.0 
10,1,1,0/24 ifdn 0 mgiky 612 1 ge-2/0/1.0 
IM, i, 10/32 iddn QO L0,1.1.€ recv 610 1 ge-2/0/1.0 
IM i, 1, 1/32 user 0 Peace 46 4 

IQ 1,1 1/32 ALTE 3e 0 LO, t,t eel 611 2 

IO. 1.1/7 32 iddn O LO ,2,2.i lee Gi 2 
1@.1,1.255/ 32 iddn Q) SEE Rib QI SIE SIRI Girie §6=lo@Sic 609 ge >2/0)/aka0) 
10,206.0 0/16 user OP ROM ZO O63. 34 WOSE 419 20) iexgol0) . 0 
10,2090 0/16 user IO ia Ke ea2 9/8710 ucst AVL) 20 fxp0.0 

NOR AO SR OrO7/eles Aisne 0 rslv 418 i ego. 0 
10.209..0.0/ 32 dest OOP AOS TOR© recv 416 i xgolll, © 
10.2092, 131/32 fiom OOF AO S eee mlaselt oe 417 2 

10.2092 131/32 dest 0 10,209 .2.131 eel 417 2 

10,209,217 ,55/ 32 dest OOS SO ACh sbi sird2 ucst 435 il ixgqo0). 0 
OPA OOmosee4 27432 dest 0) Me 258 Wels Bisse S25 Cel ucst 434 i iExgol0)., 0 

10) -209.,63 . 254/32 dest OO ia Ke vea 98710 ucst ALLS) 20 fxp0.0 
10.209,63,255/ 32 dest 0 10 ,209).,635 255 bese 415 i exgol0) 50) 
10.827 0 .0/16 user OOM AOS 635.24 ucst 419 20 fxp0.0 
Routing table: iso 

ISO: 

Destination Type RtRef Next hop Type Index NhRef Netif 
default perm 0 Hea Gils a) als 

AV OO OSE CO ees OOM OO OOM ONO S00 OSTO LO AR S524) 527,08 1010) 

intf 0 Logi, 28 iL 

Routing table: inet6é 

Internet6: 

Destination Type RtRef Next hop Type Index NhRef Netif 





default perm 0 EWC 


6 dL 
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HEOOR S/S 
ODS 21 / 12S 


Routing table: 
MPLS: 
Interface. Label 
default 


ccc 


perm 0 


perm 0) seic0Z9 9 Al 


Type RtRef Next hop 


perm 0 


100004 (top) fe-0/0/1.0 


show route forwarding-table detail 


user@host> show route forwarding-table detail 


Routing table: 
LIM ESNEINENC 8 
Destination 
default 
default 
10,1 ,0/24 
10/32 
plod f 32 
L 255/32 
21.0/24 
1.21 ,0/ 32 
Oil, Lf 3Z 
10.21.21 255/32 
127 60.0.1/32 
I72,17 28.19/32 
VIZ p17 28.44/32 


ey es eS oe S&S 
KS) TSS) Te) RS) eS 











Routing table: 
MIME UE NSKC. § 
Destination 
default 
10.0.0. 
ORIG 
10.0. 
ORO 


0/8 
ORO? 
OMA 
0.4/32 


Routing table: 


inet 








Type RtRef Next hop 

user A Os Ms sSeSgioll g ils 

perm 0 

aLJone 36 O i 6340.21 

dest QO 10.1.1. e 

ALi i€ @ LO. Leib 

dest 0 10,112,255 

aimiteds O xr .3 50,231 

dest 0 10,21 ,21 .0 

ALINE i€ Q 10,21 21.1 

dest O 10.21.21.255 

aLIONE JE @ 127.0.0.1 

calom 1 192. WSs o4 p24 

clon I 192). IGS stn 24 
privatel__.inet 


iso 


Type RtRef Next hop 


perm 0 
align i€ 0 
dest OO RIOR Or© 
aLioE i€ OM ROR Or Ors 
dest 0 10.0.0.4 
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mdsc 4 il 
mcst 5 1 

Type Index NhRef Netif 

eqjet, 16 al 

Type Index NhRef Netif 

ucst 132 4 fxp0.0 

12 CAE 14 il 

ucst 322 1 s6=5/3/0.0 
recv 324 1 s©=5/3/0.0 
oes Sab Ht 

best 323 il $0=5/3/0.0 
ucst 326 1 66=5/3/0.0 
recv 328 1 $6=5/3/0.0 
Loe S25) il 

best 327 1 $6=5/3/0.0 
korenls 320 1 

ucst 132 4 fxp0.0 
ues 132 4 fxp0.0 

Type Index NhRef Netif 

ie Gi, 46 iL 

rslv 136 il iexgel . 0 
recv 134 il sExqoyil . 0 
korea’ 135 2 

lkorealk 135 2 
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TS OR 
Destination Type RtRef Next hop Type Index NhRef Netif 
default perm 0 rjct 38 1 


Routing table: inet6é 


Interneté6: 





Destination Type RtRef Next hop Type Index NhRef Netif 
default perm 0 iP FGAE. ia il 
eEOOS 3/8 perm 0 mdsc all 1 
EOS SIL /I12s perm 0) se1c0)2 9 9:41 mMcishte 7) il 


Routing table: mpls 





MP ES 
Destination Type RtRef Next hop Type Index NhRef Netif 
default perm 0 eqVeE De 1 


show route forwarding-table extensive (RPF) 


The next example is based on the following configuration, which enables an RPF check on all routes that 
are learned from this interface, including the interface route: 


SO=LVIL/@ 4 
bbe momo ment 
family inet { 
rpf—-check; 
adcdeass 1920.22) 308 
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| show route label 


List of Syntax 
Syntax on page 2161 
Syntax (EX Series Switches) on page 2161 


Syntax 


show route label label 
<brief | detail | extensive | terse> 


<logical-system (all | logical-system-name)> 


Syntax (EX Series Switches) 


show route label label 
<brief | detail | extensive | terse> 


Release Information 
Command introduced before Junos OS Release 7.4. 
Command introduced in Junos OS Release 9.5 for EX Series switches. 


Description 


Display the routes based on a specified Multiprotocol Label Switching (MPLS) label value. 


Options 
label—Value of the MPLS label. 


brief | detail | extensive | terse—(Optional) Display the specified level of output. If you do not specify a 
level of output, the system defaults to brief. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


Example: Configuring Multipoint LDP In-Band Signaling for Point-to-Multipoint LSPs 


List of Sample Output 
show route label terse on page 2162 
show route label on page 2162 
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show route label detail on page 2162 

show route label detail (Multipoint LDP Inband Signaling for Point-to-Multipoint LSPs) on page 2163 
show route label detail (Multipoint LDP Inband Signaling for Point-to-Multipoint LSPs) on page 2164 
show route label detail (Multipoint LDP with Multicast-Only Fast Reroute) on page 2164 

show route label detail (Dynamic List Next Hop) on page 2165 

show route label extensive on page 2166 


Output Fields 


For information about output fields, see the output field table for the show route command, the show route 
detail command, the show route extensive command, or the show route terse command. 


Sample Output 


show route label terse 


user@host> show route label 100016 terse 


mpls.0: 4 destinations, 4 routes (4 active, 0 holddown, 0 hidden) 


Restart Complete 


+ = Active Route, - = Last Active, * = Both 
A Destination IP JRE Metric 1 Metric 2 Next hop AS path 
* 100016 w ALTO S10, 12.80, i 


show route label 


user@host> show route label 100016 


mpls.0: 4 destinations, 4 routes (4 active, 0 holddown, 0 hidden) 
Restart Complete 
+ = Active Route, - = Last Active, * = Both 
100016 PaIWVEN/sE Os Osi 2 arash 
Seco Onl 2 SU leakage 61/3/20 ae op 


show route label detail 


user@host> show route label 100016 detail 


mpls.0: 4 destinations, 4 routes (4 active, 0 holddown, 0 hidden) 
Restart Complete 
100016 (1 entry, 1 announced) 


*VPN Preference: 170 





Next-hop reference count: 2 
Somiaeee I), 1L4.5 0), Al 

Next hop: 10.12.80.1 via ge-6/3/2.0, selected 
Label operation: Pop 

State: <Active Int Ext> 
Local AS: il 

AGaR S239 Sib 

LaSles IW? .0.0.0.0sr1 79) 
Announcement bits (1): O-KRT 
AS joeielag LOO 

Rete Cries eZ 








show route label detail (Multipoint LDP Inband Signaling for Point-to-Multipoint LSPs) 


user@host> show route label 299872 detail 


mpls.0: 13 destinations, 13 routes (13 active, 0 holddown, 0 hidden) 
299872 (1 entry, 1 announced) 
* LDP Preference: 9 


Next hop type: Flood 





Next-hop reference count: 3 
Address: 0x9097d90 

Next hop: via vt-0/1/0.1 
Next-hop index: 661 

Label operation: Pop 
Address: 0x9172130 

Next hop: via so-0/0/3.0 
Next—-hop index: 654 

Label operation: Swap 299872 
State: **Active Int> 


© Sauls eA O OLE 





Age: 8:20 Metric: 1 
Task: LDP 

Announcement bits (1): O-KRT 
MS jowiclag I 





Sire 192 163,142. 2 


macs. loouincl c@ wouliceas PZMie woot—eclele 10,255,742 ,6G, ceo 232.141, il, 
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show route label detail (Multipoint LDP Inband Signaling for Point-to-Multipoint LSPs) 


user@host> show route label 299872 detail 


mpls.0: 13 destinations, 13 routes (13 active, 0 holddown, 0 hidden) 
299872 (1 entry, 1 announced) 
* LDP Preference: 9 


Next hop type: Flood 





Next-hop reference count: 3 
Address: 0x9097d90 

Next hop: via vt-0/1/0.1 
Next-hop index: 661 

Label operation: Pop 
Address: 0x9172130 

Next hop: via so-0/0/3.0 
Next—-hop index: 654 

Label operation: Swap 299872 
State: **Active Int> 

Local AS: 1001 

Age: 8:20 Metric: 1 





Task: LDP 

Announcement bits (1): O-KRT 

AS path: I 

macs loouimncl c@ wowliceas PZMe woot—eclele 10.255. 72,66, ceo 232.141, il, 
gre 192. i1Mos.142 2 





show route label detail (Multipoint LDP with Multicast-Only Fast Reroute) 


user@host> show route label 301568 detail 


mpls.0: 18 destinations, 18 routes (18 active, 0 holddown, 0 hidden) 
301568 (1 entry, 1 announced) 
*LDP Preference: 9 
Next hop type: Flood 
Address: 0x2735208 





Next-hop reference count: 3 
Next hop type: Router, Next hop index: 1397 
Address: 0x2735d2c 





Next-hop reference count: 3 
Nexe laces 1,3,8.2 wie ge-1/2/22 .0 





Label operation: Pop 


Load balance label: None; 





Next hop type: Router, Next hop index: 1395 
Address: 0x2736290 





Next-hop referenc 
Next hop: 


Label operation: 








Load balance label: 
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Couns 3 


1.3.4.2 via ge-1/2/18.0 
Pop 


None; 








State: <Active Int AckRequest MulticastRPF> 
loOcalyAS:: 10 
Age: 54:05 Maeraes i 
Validation State: unverified 
We 8 ILD? 
Announcement bits (1): O-KRT 
MS jowiclas I 
macs loouimcl t@ Kouliceas PZMI2 wooc—ackhle I.i,l,l, oie: 2E2.1eil.l, sees 
192 LG 219 11 
Primary Upstream Iolo ts SeO——L, lod 280 
RPE Nexthops 
Ge-L/2/5.0, 1.2,.94,1, ihaloaile JOLSGE, wesclaie Oxi 
Gje-L/2/j/1l4.0, la®.3.i, welosle SOlS68, weuciaies Orsil 
Backup Upstream adsl SRO al gil. data 
RPF Nexthops 
ge-1/2/20.0, 1.2.96.1, Label: 301584, weight: Oxfffe 
ge-1/2/19.0, 1.3.6.1, Label: 301584, weight: Oxfffe 
show route label detail (Dynamic List Next Hop) 
The output for show route label detail shows the two indirect next hop for an ESI. 
user@host> show route label 299952 detail 
mpls.0: 14 destinations, 14 routes (14 active, 0 holddown, 0 hidden) 
299952 (1 entry, 1 announced) 
WSIS 
KOR alid—Keueivell QV 52 —s> {iyo Ibaloie galinvclalicevere (IMAGE 77) , abievelavieterete, (IL O)alis35) 7/41)) 
*EVPN Preference: 7 
Next hop type: Dynamic List, Next hop index: 1048575 
Address: 0x13f497fc 
Next-hop reference count: 5 
Next hop: ELNH Address O0xb7a3d90 uflags EVPN data 
Next hop type: Indirect, Next hop index: 0 
Addwesis ss; 0xbriasd90 
Next-hop reference count: 3 
PFOCOCOL merc Inojos LO. 2555255 .,2 
Label operation: Push 301344 
Indirect next hop: 0x135b5c00 1048577 INH Session ID: 0x181 


Next hop type: 


Router, Next hop index: 619 


Address: 


0xb7a3d30 





Next—hop 
Next hop: 





Label operation: 
Label TTL action: 
Load balance label: 


count: 4 
1.0.0.4 via ge-0/0/1.0 
Push 301344, Push 299792 (top) 


referenc 


IK =joiojo—icit 1, 
Label 301344: 


Op OGOD =e cll (op) 


None; 











Label element ptr: Oxb7a3cc0 
Label parent element ptr: Oxb/a34e0 
Label element references: 1 
Label element child references: 0 
Label element lsp id: 0 
Next hop: ELNH Address Oxb7a37f£0 uflags EVPN data 





Next hop type: 
Oxb7a37£0 


Address: 





Indirect, Next hop index: 0 





Next—-hop ref 


Protocol next 


Label operation: 


CoumiEsarS: 
110), 255 6255.43) 
Push 301632 


igo 


hop: 





Indirect next hop: 0x135b5480 1048574 INH Session ID: 
Next hop type: Router, Next hop index: 600 
Address: 0xb7a3790 
Next-hop reference count: 4 


Next hop: 





Label TTL 


Load balance label: 


Label operation: 


1.0.0.4 via ge-0/0/1.0 
Pisin SOLGS2, Pusia 299) 7/75 (icc) 
ACELOAS MO-SeeO— cic, 


Ingloeil SOLOS e 


no-prop-ttl1 (top) 


None; 











Label element ptr: 0xb7a3720 
Label parent element ptr: 0xb7/a3420 
Label element references: 1 
Label element child references: 0 
Label element lsp id: 0 
State: <Active Int> 
Age: 1:18 
Validation State: unverified 
Task: evpn global task 
Announcement bits (2): 1-KRT 2-evpn global task 


AS path: I 








Routing Instanc 
(OO) 6 LIL S 228 Shs} 9 lal & 15)15) 8 Gy(51 8 7 7/ Staite) 8 SIS) 


show route label extensive 


blue, Rout 





hy pour CBE sis = MAC eros 


Wags, 2IYIIZe 


Ings AVIS e 
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None; 


0x180 


None; 


The output for the show route label extensive command is identical to that of the show route label detail 
command. For sample output, see show route label detail on page 2162. 
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| show route snooping 


Syntax 


show route snooping 

<brief | detail | extensive | terse> 
<all> 

<best address/prefix> 

<exact address> 

<logical-system logical-system-name> 
<range prefix-range> 

<summary> 

<table table-name> 


Release Information 
Command introduced in Junos OS Release 8.5. 
Command introduced in Junos OS Release 9.0 for EX Series switches. 


Description 


Display the entries in the routing table that were learned from snooping. 


Options 


none—Display the entries in the routing table that were learned from snooping. 


brief | detail | extensive | terse—(Optional) Display the specified level of output. If you do not specify a 
level of output, the system defaults to brief. 


all—(Optional) Display all entries, including hidden entries. 
best address/prefix—(Optional) Display the longest match for the provided address and optional prefix. 
exact address/prefix—(Optional) Display exact matches for the provided address and optional prefix. 


logical-system logical-system-name—(Optional) Display information about a particular logical system, or 
type ‘all’. 


range prefix-range—(Optional) Display information for the provided address range. 
summary—(Optional) Display route snooping summary statisitics. 


table table-name—(Optional) Display information for the named table. 


Required Privilege Level 


view 


List of Sample Output 
show route snooping detail on page 2168 


show route snooping logical-system all on page 2169 


Output Fields 


For information about output fields, see the output field tables for the show route command, the show 


route detail command, the show route extensive command, or the show route terse command. 


Sample Output 


show route snooping detail 


user@host> show route snooping detail 


__+domainAll_.inet.0: 
22405052) 32 
* TGMP 


(1 entry, 


2 destinations, 2 routes 
1 announced) 
Preference: 0 
Next hop type: MultiRecv 
Next-hop reference count: 4 








State: <Active NoReadvrt Int> 
Age: 2:24 
Task: IGMP 
Announcement bits (1): O-KRT 
Seo aie bicgeel 

PALO OM 22/8 2 ee nian) ean nounced) 

* IGMP Preference: 0 

Next hop type: MultiRecv 
Next-hop reference count: 4 
State: <Active NoReadvrt Int> 
Age: 2:24 
aisles Ie. 





Announcement bits 


(il) 8 @=kusur 


INS jones IE 


__ relented. aliaeie . ile 


36 destinations, 





22ATO ORO ORO On 0/24 (incite leatnmounece)) 
*Multicast Preference: 180 
Next hop type: Multicast (IPv4), 
Next-hop reference count: 4 
State: <Active Int> 
Age: 2:24 
Heatseal 


Announcement bits 


(1) 8 Oise 


36 routes 


(2 active, 


(36 active, 


Next hop index: 


0 holddown, 0 


0 holddown, 


1048584 


hidden) 


0 hidden) 
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MS josiclas I 


<snip> 


show route snooping logical-system all 


user@host> show route snooping logical-system all 


logical-system: default 


inet.1: 20 destinations, 20 routes (20 active, 0 holddown, O hidden) 


Restart Unsupported 








+ = Active Route, Last Active, * = Both 


0.0,0.1,0.0,232.1.1,65, 100.1 ,.1.2/112" [Mulltacasic/ 30] O0sO7s 36 
Multicast (IPv4) Composite 

O.0,0.1,0.0, 232.1.1.,.66, 100.1 .1 2/112" [Molicasic/ 30] OOsO7s 36 
Multicast (IPv4) Composite 

O50;,0.1,0,0;232.1.,1.67,100. 1,1, 2/112" [inlecicast/1s0] OOsO7s 36 





<snip> 


default —switch ines. 237 dest, 237 sts) (237 -active,, 0) helddown, 0" hadden)) 
Restart Complete 








+ = Active Route, Last Active, * = Both 


0.15,0.1,0.0,0.0,.0.0,0.0.0.0,2/120= [Mulicieasit/1ls0] OOsOssg2i 
Multicast (IPv4) Composite 

0.15,0.1,0.0,060,.0.0,0.0.0.0,2, 17/128" [Molecdoasit/180]] OOsO8s21 
Multicast (IPv4) Composite 


<snip> 
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| show route table 


List of Syntax 
Syntax on page 2170 
Syntax (EX Series Switches, QFX Series Switches) on page 2170 


Syntax 


show route table routing-table-name 
<brief | detail | extensive | terse> 


<logical-system (all | logical-system-name)> 


Syntax (EX Series Switches, QFX Series Switches) 


show route table routing-table-name 
<brief | detail | extensive | terse> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 9.0 for EX Series switches. 

Statement introduced in Junos OS Release 14.1X53-D15 for QFX Series switches. 

Show route table evpn statement introduced in Junos OS Release 15.1X53-D30 for QFX Series switches. 


Description 


Display the route entries in a particular routing table. 


Options 


brief | detail | extensive | terse—(Optional) Display the specified level of output. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or on a 
particular logical system. 


routing-table-name—Display route entries for all routing tables whose names begin with this string (for 
example, inet.O0 and inet6.0 are both displayed when you run the show route table inet command). 


Required Privilege Level 
view 


RELATED DOCUMENTATION 


show route summary 


List of Sample Output 


show route table bgp.I2vpn.0 on page 2184 

show route table inet.0 on page 2184 

show route table inet.3 on page 2185 

show route table inet.3 protocol ospf on page 2185 
show route table inet6.0 on page 2185 

show route table inet6.3 on page 2186 

show route table I2circuit.0 on page 2186 

show route table Isdist.0 on page 2187 

show route table mpls on page 2187 

show route table mpls.0 protocol ospf on page 2187 
show route table VPN-AB.inet.0 on page 2188 


Output Fields 


Table 114 on page 2171 describes the output fields for the show route table command. Output fields are 
listed in the approximate order in which they appear. 


Table 114: show route table Output Fields 


Field Name 


routing-table-name 


Restart complete 


number destinations 


Field Description 


Name of the routing table (for example, inet.0). 


All protocols have restarted for this routing table. 
Restart state: 


e Pending:protocol-name—List of protocols that have not yet completed graceful restart for 
this routing table. 


e Complete—All protocols have restarted for this routing table. 


For example, if the output shows- 


e LDP.inet.0 : 5 routes (4 active, 1 holddown, O hidden) 


Restart Pending: OSPF LDP VPN 


This indicates that OSPF, LDP, and VPN protocols did not restart for the LDP.inet.0 routing 
table. 


e vpls_1.12vpn.0: 1 destinations, 1 routes (1 active, 0 holddown, 0 
hidden) 
Restart Complete 


This indicates that all protocols have restarted for the vpls_1.I2vpn.0 routing table. 


Number of destinations for which there are routes in the routing table. 
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Table 114: show route table Output Fields (continued) 


Field Name 


number routes 


route-destination 


(entry, announced) 


Field Description 


Number of routes in the routing table and total number of routes in the following states: 


e active (routes that are active) 


e holddown (routes that are in the pending state before being declared inactive) 


e hidden (routes that are not used because of a routing policy) 


Route destination (for example:10.0.0.1/24). The entry value is the number of routes for this 


destination, and the announced value is the number of routes being announced for this 


destination. Sometimes the route destination is presented in another format, such as: 


e MPLS-label (for example, 80001). 


e interface-name (for example, ge-1/0/2). 


e neighbor-address:control-word-status:encapsulation type:vc-id:source (Layer 2 circuit only; for 
example, 10.1.1.195:NoCtrlWord:1:1:Local/96). 


neighbor-address—Address of the neighbor. 


control-word-status—Whether the use of the control word has been negotiated for this 
virtual circuit: NoCtrlWord or CtrlWord. 


encapsulation type—Type of encapsulation, represented by a number: (1) Frame Relay 
DLCl, (2) ATM AAL5 VCC transport, (3) ATM transparent cell transport, (4) Ethernet, (5) 
VLAN Ethernet, (6) HDLC, (7) PPP, (8) ATM VCC cell transport, (10) ATM VPC cell 
transport. 


vc-id—Virtual circuit identifier. 


source—Source of the advertisement: Local or Remote. 


e inclusive multicast Ethernet tag route—Type of route destination represented by (for example, 
3:100.100.100.10:100::0::10::100.100.100.10/384): 


route distinguisher—(8 octets) Route distinguisher (RD) must be the RD of the EVPN 
instance (EVI) that is advertising the NLRI. 


Ethernet tag ID—(4 octets) Identifier of the Ethernet tag. Can set to 0 or to a valid Ethernet 
tag value. 

IP address length—(1 octet) Length of IP address in bits. 

originating router’s IP address—(4 or 16 octets) Must set to the provider edge (PE) device’s 
IP address. This address should be common for all EVIs on the PE device, and may be the 
PE device's loopback address. 
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Table 114: show route table Output Fields (continued) 


Field Name 


label stacking 


[protocol, preference] 


Level 


Route Distinguisher 


PMSI 


Next-hop type 


Next-hop reference 


count 


Field Description 


(Next-to-the-last-hop routing device for MPLS only) Depth of the MPLS label stack, where 
the label-popping operation is needed to remove one or more labels from the top of the stack. 
A pair of routes is displayed, because the pop operation is performed only when the stack 
depth is two or more labels. 


e S=0 route indicates that a packet with an incoming label stack depth of 2 or more exits this 
routing device with one fewer label (the label-popping operation is performed). 


e If there is no S= information, the route is a normal MPLS route, which has a stack depth of 
1 (the label-popping operation is not performed). 


Protocol from which the route was learned and the preference value for the route. 


e +—A plus sign indicates the active route, which is the route installed from the routing table 
into the forwarding table. 


e -—A hyphen indicates the last active route. 


e *—An asterisk indicates that the route is both the active and the last active route. An asterisk 
before a to line indicates the best subpath to the route. 


In every routing metric except for the BGP LocalPref attribute, a lesser value is preferred. In 
order to use common comparison routines, Junos OS stores the 1's complement of the LocalPref 
value in the Preference2 field. For example, if the LocalPref value for Route 1 is 100, the 
Preference2 value is -101. If the LocalPref value for Route 2 is 155, the Preference2 value is 
-156. Route 2 is preferred because it has a higher LocalPref value and a lower Preference2 
value. 


(IS-IS only). In IS-IS, a single AS can be divided into smaller groups called areas. Routing between 
areas is organized hierarchically, allowing a domain to be administratively divided into smaller 
areas. This organization is accomplished by configuring Level 1 and Level 2 intermediate 
systems. Level 1 systems route within an area. When the destination is outside an area, they 
route toward a Level 2 system. Level 2 intermediate systems route between areas and toward 
other ASs. 

IP subnet augmented with a 64-bit prefix. 

Provider multicast service interface (MVPN routing table). 


Type of next hop. For a description of possible values for this field, see Table 115 on page 2178. 


Number of references made to the next hop. 
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Table 114: show route table Output Fields (continued) 


Field Name 
Flood nexthop 
branches exceed 
maximum message 
Source 


Next hop 


via 


Label-switched-path 
Isp-path-name 


Label operation 


Interface 


Protocol next hop 


Indirect next hop 


State 


Local AS 


Age 


Field Description 


Indicates that the number of flood next-hop branches exceeded the system limit of 32 branches, 
and only a subset of the flood next-hop branches were installed in the kernel. 


IP address of the route source. 


Network layer address of the directly reachable neighboring system. 


Interface used to reach the next hop. If there is more than one interface available to the next 
hop, the name of the interface that is actually used is followed by the word Selected. This 


field can also contain the following information: 


e Weight—Value used to distinguish primary, secondary, and fast reroute backup routes. 
Weight information is available when MPLS label-switched path (LSP) link protection, 
node-link protection, or fast reroute is enabled, or when the standby state is enabled for 
secondary paths. A lower weight value is preferred. Among routes with the same weight 
value, load balancing is possible. 

e Balance—Balance coefficient indicating how traffic of unequal cost is distributed among 
next hops when a routing device is performing unequal-cost load balancing. This information 
is available when you enable BGP multipath load balancing. 


Name of the LSP used to reach the next hop. 


MPLS label and operation occurring at this routing device. The operation can be pop (where 
a label is removed from the top of the stack), push (where another label is added to the label 
stack), or swap (where a label is replaced by another label). 


(Local only) Local interface name. 


Network layer address of the remote routing device that advertised the prefix. This address 


is used to derive a forwarding next hop. 


Index designation used to specify the mapping between protocol next hops, tags, kernel export 


policy, and the forwarding next hops. 


State of the route (a route can be in more than one state). See Table 116 on page 2180. 


AS number of the local routing devices. 


How long the route has been known. 
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Table 114: show route table Output Fields (continued) 


Field Name 


AIGP 


Metricn 


MED-plus-IGP 


TTL-Action 


Task 


Announcement bits 


Field Description 


Accumulated interior gateway protocol (AIGP) BGP attribute. 


Cost value of the indicated route. For routes within an AS, the cost is determined by IGP and 
the individual protocol metrics. For external routes, destinations, or routing domains, the cost 
is determined by a preference value. 


Metric value for BGP path selection to which the IGP cost to the next-hop destination has 
been added. 


For MPLS LSPs, state of the TTL propagation attribute. Can be enabled or disabled for all 
RSVP-signaled and LDP-signaled LSPs or for specific VRF routing instances. 


Name of the protocol that has added the route. 


The number of BGP peers or protocols to which Junos OS has announced this route, followed 
by the list of the recipients of the announcement. Junos OS can also announce the route to 
the kernel routing table (KRT) for installing the route into the Packet Forwarding Engine, to a 
resolve tree, a Layer 2 VC, or even a VPN. For example, n-Resolve inet indicates that the 
specified route is used for route resolution for next hops found in the routing table. 


e n—An index used by Juniper Networks customer support only. 
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Table 114: show route table Output Fields (continued) 


Field Name 


AS path 


validation-state 


FECs bound to route 


Field Description 


AS path through which the route was learned. The letters at the end of the AS path indicate 
the path origin, providing an indication of the state of the route at the point at which the AS 
path originated: 


e I—IGP. 

e E—EGP. 

e Recorded—The AS path is recorded by the sample process (sampled). 
e ?—Incomplete; typically, the AS path was aggregated. 


When AS path numbers are included in the route, the format is as follows: 


e []—Brackets enclose the number that precedes the AS path. This number represents the 
number of ASs present in the AS path, when calculated as defined in RFC 4271. This value 
is used in the AS-path merge process, as defined in RFC 4893. 

e []—If more than one AS number is configured on the routing device, or if AS path prepending 
is configured, brackets enclose the local AS number associated with the AS path. 

e {}—Braces enclose AS sets, which are groups of AS numbers in which the order does not 
matter. A set commonly results from route aggregation. The numbers in each AS set are 
displayed in ascending order. 


e ()—Parentheses enclose a confederation. 


e ([])—Parentheses and brackets enclose a confederation set. 


NOTE: InJunos OS Release 10.3 and later, the AS path field displays an unrecognized attribute 
and associated hexadecimal value if BGP receives attribute 128 (attribute set) and you have 
not configured an independent domain in any routing instance. 


(BGP-learned routes) Validation status of the route: 


e Invalid—Indicates that the prefix is found, but either the corresponding AS received from 
the EBGP peer is not the AS that appears in the database, or the prefix length in the BGP 
update message is longer than the maximum length permitted in the database. 

e Unknown-—Indicates that the prefix is not among the prefixes or prefix ranges in the database. 

e Unverified—Indicates that the origin of the prefix is not verified against the database. This 
is because the database got populated and the validation is not called for in the BGP import 
policy, although origin validation is enabled, or the origin validation is not enabled for the 


BGP peers. 


e Valid—Indicates that the prefix and autonomous system pair are found in the database. 


Indicates point-to-multipoint root address, multicast source address, and multicast group 
address when multipoint LDP (M-LDP) inband signaling is configured. 
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Table 114: show route table Output Fields (continued) 


Field Name 


Primary Upstream 


RPF Nexthops 


Label 


weight 


VC Label 


MTU 


VLAN ID 


Prefixes bound to 
route 


Communities 


Layer2-info: encaps 


control flags 


mtu 


Label-Base, range 


status vector 


Accepted Multipath 


Field Description 

When multipoint LDP with multicast-only fast reroute (MoFRR) is configured, indicates the 
primary upstream path. MoFRR transmits a multicast join message from a receiver toward a 
source ona primary path, while also transmitting a secondary multicast join message from the 
receiver toward the source on a backup path. 

When multipoint LDP with MoFRR is configured, indicates the reverse-path forwarding (RPF) 
next-hop information. Data packets are received from both the primary path and the secondary 
paths. The redundant packets are discarded at topology merge points due to the RPF checks. 
Multiple MPLS labels are used to control MoFRR stream selection. Each label represents a 
separate route, but each references the same interface list check. Only the primary label is 
forwarded while all others are dropped. Multiple interfaces can receive packets using the same 


label. 


Value used to distinguish MoFRR primary and backup routes. A lower weight value is preferred. 
Among routes with the same weight value, load balancing is possible. 


MPLS label assigned to the Layer 2 circuit virtual connection. 


Maximum transmission unit (MTU) of the Layer 2 circuit. 


VLAN identifier of the Layer 2 circuit. 


Forwarding equivalent class (FEC) bound to this route. Applicable only to routes installed by 
LDP. 


Community path attribute for the route. See Table 117 on page 2182 for all possible values for 
this field. 


Layer 2 encapsulation (for example, VPLS). 


Control flags: none or Site Down. 


Maximum transmission unit (MTU) information. 


First label in a block of labels and label block size. A remote PE routing device uses this first 
label when sending traffic toward the advertising PE routing device. 


Layer 2 VPN and VPLS network layer reachability information (NLRI). 


Current active path when BGP multipath is configured. 


Table 114: show route table Output Fields (continued) 


Field Name 


Accepted 
LongLivedStale 


Accepted 
LongLivedStalelmport 


ImportAccepted 
LongLivedStalelmport 


Accepted 
MultipathContrib 


Localpref 


Router ID 


Primary Routing 
Table 


Secondary Tables 


Field Description 


The LongLivedStale flag indicates that the route was marked LLGR-stale by this router, as part 
of the operation of LLGR receiver mode. Either this flag or the LongLivedStalelmport flag 
might be displayed for a route. Neither of these flags is displayed at the same time as the Stale 
(ordinary GR stale) flag. 


The LongLivedStalelmport flag indicates that the route was marked LLGR-stale when it was 
received from a peer, or by import policy. Either this flag or the LongLivedStale flag might be 
displayed for a route. Neither of these flags is displayed at the same time as the Stale (ordinary 
GR stale) flag. 


Accept all received BGP long-lived graceful restart (LLGR) and LLGR stale routes learned from 
configured neighbors and import into the inet.O routing table 


Accept all received BGP long-lived graceful restart (LLGR) and LLGR stale routes learned from 
configured neighbors and imported into the inet.O routing table 


The LongLivedStalelmport flag indicates that the route was marked LLGR-stale when it was 
received from a peer, or by import policy. 


Path currently contributing to BGP multipath. 


Local preference value included in the route. 


BGP router ID as advertised by the neighbor in the open message. 


In a routing table group, the name of the primary routing table in which the route resides. 


In arouting table group, the name of one or more secondary tables in which the route resides. 


Table 115 on page 2178 describes all possible values for the Next-hop Types output field. 


Table 115: Next-hop Types Output Field Values 


Next-Hop Type 


Broadcast (bcast) 


Deny 


Discard 


Description 


Broadcast next hop. 


Deny next hop. 


Discard next hop. 
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Table 115: Next-hop Types Output Field Values (continued) 


Next-Hop Type 


Flood 


Hold 


Indexed (idxd) 


Indirect (indr) 


Interface 


Local (locl) 


Multicast (mcst) 


Multicast discard (mdsc) 


Multicast group (mgrp) 


Receive (recv) 


Reject (rjct) 


Resolve (rslv) 


Routed multicast (mcrt) 


Description 

Flood next hop. Consists of components called branches, up to a 
maximum of 32 branches. Each flood next-hop branch sends a copy 
of the traffic to the forwarding interface. Used by point-to-multipoint 
RSVP, point-to-multipoint LDP, point-to-multipoint CCC, and 
multicast. 

Next hop is waiting to be resolved into a unicast or multicast type. 
Indexed next hop. 

Used with applications that have a protocol next hop address that is 
remote. You are likely to see this next-hop type for internal BGP 
(IBGP) routes when the BGP next hop is a BGP neighbor that is not 
directly connected. 

Used for a network address assigned to an interface. Unlike the router 
next hop, the interface next hop does not reference any specific node 


on the network. 


Local address on an interface. This next-hop type causes packets with 
this destination address to be received locally. 


Wire multicast next hop (limited to the LAN). 


Multicast discard. 


Multicast group member. 


Receive. 


Discard. An ICMP unreachable message was sent. 


Resolving next hop. 


Regular multicast next hop. 
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Table 115: Next-hop Types Output Field Values (continued) 


Next-Hop Type 


Router 


Table 


Unicast (ucst) 


Unilist (ulst) 


Description 


A specific node or set of nodes to which the routing device forwards 
packets that match the route prefix. 


To qualify as a next-hop type router, the route must meet the 
following criteria: 


e Must not be a direct or local subnet for the routing device. 


e Must have a next hop that is directly connected to the routing 
device. 


Routing table next hop. 


Unicast. 


List of unicast next hops. A packet sent to this next hop goes to any 
next hop in the list. 


Table 116 on page 2180 describes all possible values for the State output field. A route can be in more than 
one state (for example, <Active NoReadvrt Int Ext>). 


Table 116: State Output Field Values 


Value 


Accounting 


Active 


Always Compare MED 


AS path 


Cisco Non-deterministic MED selection 


Clone 


Cluster list length 


Delete 


Ex 


Description 


Route needs accounting. 


Route is active. 


Path with a lower multiple exit discriminator (MED) is available. 


Shorter AS path is available. 


Cisco nondeterministic MED is enabled, and a path with a lower MED is 
available. 


Route is a clone. 


Length of cluster list sent by the route reflector. 


Route has been deleted. 


Exterior route. 
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Table 116: State Output Field Values (continued) 


Value 


Ext 


FlashAll 


Hidden 


IfCheck 


IGP metric 


Inactive reason 


Initial 


Int 


Int Ext 


Interior > Exterior > Exterior via Interior 


Local Preference 


Martian 


MartianOK 


Next hop address 


No difference 


NoReadvrt 


NotBest 


Not Best in its group 


NotlInstall 


Description 

BGP route received from an external BGP neighbor. 

Forces all protocols to be notified of a change to any route, active or 
inactive, for a prefix. When not set, protocols are informed of a prefix 
only when the active route changes. 

Route not used because of routing policy. 

Route needs forwarding RPF check. 


Path through next hop with lower IGP metric is available. 


Flags for this route, which was not selected as best for a particular 
destination. 


Route being added. 


Interior route. 


BGP route received from an internal BGP peer or a BGP confederation 
peer. 


Direct, static, IGP, or EBGP path is available. 


Path with a higher local preference value is available. 


Route is a martian (ignored because it is obviously invalid). 


Route exempt from martian filtering. 


Path with lower metric next hop is available. 


Path from neighbor with lower IP address is available. 


Route not to be advertised. 


Route not chosen because it does not have the lowest MED. 


Incoming BGP AS is not the best of a group (only one AS can be the best). 


Route not to be installed in the forwarding table. 
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Table 116: State Output Field Values (continued) 


Value 


Number of gateways 


Origin 


Pending 


Release 


RIB preference 


Route Distinguisher 


Route Metric or MED comparison 


Route Preference 


Router ID 


Secondary 


Unusable path 


Update source 


Description 


Path with a greater number of next hops is available. 


Path with a lower origin code is available. 


Route pending because of a hold-down configured on another route. 


Route scheduled for release. 


Route from a higher-numbered routing table is available. 


64-bit prefix added to IP subnets to make them unique. 


Route with a lower metric or MED is available. 


Route with lower preference value is available. 


Path through a neighbor with lower ID is available. 


Route not a primary route. 


Path is not usable because of one of the following conditions: 


e The route is damped. 
e The route is rejected by an import policy. 


e The route is unresolved. 


Last tiebreaker is the lowest IP address value. 


Table 117 on page 2182 describes the possible values for the Communities output field. 


Table 117: Communities Output Field Values 


Value Description 
area-number 4 bytes, encoding a 32-bit area number. For AS-external routes, the value is 0. A 
nonzero value identifies the route as internal to the OSPF domain, and as within the 
identified area. Area numbers are relative to a particular OSPF domain. 


bandwidth: local AS 
number:link-bandwidth-number | has several candidate paths available for multipath purposes, it does not perform 


Link-bandwidth community value used for unequal-cost load balancing. When BGP 


unequal-cost load balancing according to the link-bandwidth community unless all 
candidate paths have this attribute. 
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Table 117: Communities Output Field Values (continued) 


Value 


domain-id 


domain-id-vendor 


link-bandwidth-number 


local AS number 


options 


origin 


ospf-route-type 


route-type-vendor 


rte-type 


target 


unknown IANA 


unknown OSPF vendor 


community 


evpn-mcast-flags 


evpn-|2-info 


Description 


Unique configurable number that identifies the OSPF domain. 


Unique configurable number that further identifies the OSPF domain. 


Link-bandwidth number: from 0 through 4,294,967,295 (bytes per second). 


Local AS number: from 1 through 65,535. 


1 byte. Currently this is only used if the route type is 5 or 7. Setting the least 
significant bit in the field indicates that the route carries a type 2 metric. 


(Used with VPNs) Identifies where the route came from. 


1 byte, encoded as 1 or 2 for intra-area routes (depending on whether the route 
came from a type 1 or a type 2 LSA); 3 for summary routes; 5 for external routes 
(area number must beO); 7 for NSSA routes; or 129 for sham link endpoint addresses. 


Displays the area number, OSPF route type, and option of the route. This is configured 
using the BGP extended community attribute Ox8000. The format is 
area-number:ospf-route-type:options. 


Displays the area number, OSPF route type, and option of the route. This is configured 
using the BGP extended community attribute 0x0306. The format is 
area-number:ospf-route-type:options. 


Defines which VPN the route participates in; target has the format 32-bit IP 
address:16-bit number. For example, 10.19.0.0:100. 


Incoming IANA codes with a value between Ox1 and Ox7fff. This code of the BGP 
extended community attribute is accepted, but it is not recognized. 


Incoming IANA codes with a value above 0x8000. This code of the BGP extended 
community attribute is accepted, but it is not recognized. 


Identifies the value in the multicast flags extended community and whether snooping 
is enabled. A value of Ox1 indicates that the route supports IGMP proxy. 


Identifies whether Multihomed Proxy MAC and IP Address Route Advertisement is 
enabled. A value of 0x20 indicates that the proxy bit is set. . 


Use the show bridge mac-ip-table extensive statement to determine whether the 
MAC and IP address route was learned locally or from a PE device. 
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| Sample Output 


show route table bgp.I2vpn.0 


user@host> show route table bgp.I2vpn.0 


bgp.12vpn.0: 1 destinations, 1 routes (1 active, 0 holddown, O hidden) 








+ = Active Route, Last Active, * = Both 


192 168,24. bgilsael (Os 
“[ES/LIO] OLeOSsS8, ikoeaiilisieeie 100, itm 192,168.24. i 
ASP pach: 
> co LO,0516.2 Wila re-O0/O/1,0, Ialoeil—sijaiicclvecl josie sin 


show route table inet.0 


user@host> show route table inet.0 


inet.0: 12 destinations, 12 routes (11 active, 0 holddown, 1 hidden) 
kt = 




















+ = Active Route, Last Active, = Both 

ORO ROR OLA0 “(StactLe/S] Ossie S7 
> tO 172.,16.,5,254 wia esq). 

10.0,.0,1/32 ‘[Datsecte/ Ol OO Sik 58 
Eplouraie= 51/3/00 

10.0.0.2/32 Seca / Oi] Ws Sil sss) 
Local 

10 512.12 21/32 = Inca /@]) OWsSils 57 
Reject 

IO, 13,135.13 / 32 + Darreet/ Ol) OOo 1es58 
= wile t3—-5/2/1.0 

10,13,13,14/32 “[Local/Oi| Og Si3 5 
Local 

1@.13,.13,21/ 32 =[Local/@]| OMsSi25e 
Local 

10.13.13 .22/32 “x ([Dakiascie /O]| OWSsssay 
> Wile tS-5/2/0.0 

127 0.0. lf 32 Dalmace/ 0] WOsSile Ss 
> via 100.0 

10.222 .5 0/24 “|Daiwecit/O]] OO Sie se 
S wale i450) , (0) 

10,222 .5.81/ 32 Alo call 0) MOOR Sis: S18 





Local 


show route table inet.3 


user@host> show route table inet.3 
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inet.3: 5 destinations, 5 routes (5 active, 0 holddown, O hidden) 
+ = Active Route, Last Active, * = Both 
10.0.0. 5/32 “[LD2/9] OOs25243, maccic lO, tac 200 
EO 10,.2,94,2 wie Me=i1/2/0.,49 
> EtG 10,2,3.2 wha le=1/2/0,23 
show route table inet.3 protocol ospf 
user@host> show route table inet.3 protocol ospf 
inet.3: 9 destinations, 18 routes (9 active, 0 holddown, 0 hidden) 
+ = Active Route, Last Active, * = Both 
1,1,1,20/32 [L-OSPF/10] 1d 00:00:56, metric 2 
> co 10,010.70 wila iie—1/2/0,14, Pusin SOOO2Z0 
Tom lO mOn Gr OOM Wtaeet— 22/0 Aye ish ec OO O20 Plsiies OUlOSONCeop) 
1,1,1,30/32 [L-OSPF/10] 1d 00:01:01, metric 3 
Se Onl Ons OniOmvaltcilets— ae 27/0 eee cine OOO 0 
Ou ORO 6- 6 Ovals — 1/27/02 Perish OOOO 
1, 40/32 [L-OSPF/10] 1d 00:01:01, metric 4 
SEO 10,0,10,70 wie e-1/2/0.14, Pisin SOOOA4W 
to 10.0.6.60 via 1lt-1/2/0.12, Push 800040 
1,151,50/32 [L-OSPF/10] 1d 00:01:01, metric 5 
Sco 10,010, 70 wile Ie—1/2/0,14, Pucin SOOOSH 
co 100,606,680 waa le-l/2/0.12, Pusia SOO050 
1,1,1,60/32 [L-—OS27 /i10)) ikcl OOZOLeOiL, meee © 
> co 1LO.0.10,70 wie iit—1/2/0,14, Pusin SOOOGO 
e@ 10,056.60 wie Me-1/2/O0.12, Pee 
show route table inet6.0 
user@host> show route table inet6.0 
inet6.0: 3 destinations, 3 routes (3 active, 0 holddown, O hidden) 





* 





+ = Active Route, Last Route, 
fec0:0:0:3::/64 *[Direct/0] 


Pye te=0/1/ 0.0 


OO 0134 


Both 


HSCOLOLOMeSse/il2Ze “[ihkacall/O]| MOs@ils sa 


>Local 
tee sOeOcwles/ed “= [Gieaicae/s] OMe @ils 34 


Sce©® uSeleOsGeSegrtre waa Le-0/1/0.0 


show route table inet6.3 


user@router> show route table inet6.3 


inet6.3: 2 destinations, 2 routes (2 active, 0 holddown, 0 hidden) 


+ = Active Route, Last Active, * = Both 








6310 ,255, 245, 195/128 
“(D2 /9]| OOsO0s22, mecrie i 
> via so-1/0/0.0 
8210 ,255 245, 196/128 
= (IHD2/S]| OOSOOSOS, mreicieske iL 
> via so-1/0/0.0, Push 100008 


show route table I2circuit.0 


user@host> show route table I2circuit.0 


12circuit.0: 4 destinations, 4 routes (4 active, 0 holddown, 0O hidden) 


+ = Active Route, Last Active, * = Both 








HOR peo No Girl Wordly sleoeally/A916 
= [mec / 7] OOsS0347 
> via so-0/1/2.0, Push 100049 
Vics On0)/5/ SO ;ebusiie KOO OAS 
10.1.1.195:NoCtrlWord:1:1:Remote/96 
= [D2 /9]] Os S03 14 
Discard 
IM .1, 1 ,1MS sCerilwjorels 1323 eee / IE 
Pe CRs OOM Onray7 
> via so-0/1/2.0, Push 100049 
via so-0/1/3.0, Push 100049 
GeO SC tral Woreclulks ey Remomcy/.o)6 
= [D2 /9]] Os S03 14 


Discard 
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show route table Isdist.0 


user@host> show route table Isdist.0 


SCL SE 0) 5 


+ = Activ 


3 destinations, 








LINK { Local { AS:4 BGP-LS I 
IEPs IDS IO WP wls a. We to} 
* [BGP-LS-EPE/170] 


LINK { Local { AS:4 BGP-LS I 


Rout 


, 


Last Active, 











Fictitious 





3 routes 


(3 active, 
* = Both 


CORA OR a16 


0 holddown, 


D:100 IPv4:4.4.4.4 }.{ IPv4:4. 
of MEWS 76 oS Wievcleseainvexols 0) 


D:100 IPv4:4.4.4.4 }.{ IPv4:4. 


REMOES yf ASH IEPs IDs 00) UPWARVs7odnd ol Wewestetado tal 


PINK hoce ae AS 4s GP hSeesl)- a 
BEP= 55 WD 100 wewleS.565.5 fod 
* [BGP-LS-— 


show route table mpls 


IBGE S lon 











Fictitious 














Hacrate lous 


user@host> show route table mpls 


MPS Oks 


+ = Activ 


4 destinations, 


4 routes 








1024 


Rout 


, 





Last Active, 


MPLS/0] 
Receive 
MPLS/0] 
Receive 
MPLS/0] 


Receive 





V. 


U 





show route table mpls.0 protocol ospf 


EPE/170] 


(4 active, 


CORA Onta16 


WOR ZO S16 


oy = even lal 


OWsiseSS, meieresle 


OOsiseS5S, meieresae 





OOsiseS5,. mrererese 


/0] 00:04:18 


to table red.inet.0O, 


Pop 


user@host> show route table mpls.0 protocol ospf 


MONS 4 OS 


+ = Activ 


29 destinations, 


29 routes 








Bout 


, 


Last Active, 


(@oiacienrcy 
* = Both 


0 holddown, 


0 holddown, 


OQ hidden) 


4.4.4 } Remote { AS:4 


7152 


4.4.4 IfIndex:339 } 
} Undefined:0 }/1152 


lOO TPy434.4.4.4 ).f TPv4:50.1.1.1 }) Remote { AS <4 
LPV4As50 1.1.2 } Unmclatimads@ 1/1152 
EPE/170] 


0 hidden) 


0 hidden) 
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ASE) S\ SV 2. =(L-OSPs/10]) 23s59e42, mecicie © 
Sco 10,010.70 wa le-l/2/0.14, Pes 
to 10.0.6.60 via 1t-1/2/0.12, Swap 800070, Push 800030 (top) 
29D 5 2Z5(S—0)) “[L-OSPi/10]) 2Ich9sd2, mercicile O 
Sco 10,010.70 wile le=-l/2/0.14, Pes 
to 10.0.6.60 via 1t-1/2/0.12, Swap 800070, Push 800030 (top) 
299968 = ([L-OSPN/10] 23eo9c4s, meicicle © 
> cO 10,0,6.60 wie le=1/2/0,12, Pes 


show route table VPN-AB.inet.0 


user@host> show route table VPN-AB.inet.O 


VPN-AB.inet.0: 8 destinations, 8 routes (8 active, 0 holddown, O hidden) 




















+ = Active Route, Last Active, * = Both 
10,39.1.0/30 FALOSE Ey / sO OO ROME SAAT mem eeraclomml 
> wile so-7/S/1.0 
10539), 154/30 *[Direct/0] 00:08:42 
> wie so-5/1/0.0 
10539), 156/32 *[Local/0] 00:08:46 
Local 
1.2555 71.16/32 PaliCitscite ey oil OO One 
> wie so-2/0/0.0 
10,255), 7il. ly 732 = XES/L7/0] OOSO7324, Mian) 1, ilecalljouceie 00, ieee 
10,255. 71.15 
IMS jOeNElaAg I 
> Wila so-2/1/0.0, Pusia LOOOZ0, Pusin LOOOLL (ices) 
10.255. fio L8/ 32 AIEEE A Om OO OT 247s MaDe lp localioret OO; trom 
10,255. 71,15 
INS) joeiielag If 


> Wile SO=-2/1/0.0, Busin 100021, Pusin LOOOLI (ices) 
10,255 .245,245/32 “(PREP/LI0] OOsO8s3S, localermee 100 
MS. joeuclag 2 IL 
S tO 10.39,1.5 wie so-5/1/0.0 
10,255,245 246/32 “(OSE /1O]) OOSO7e24, imeierese il 
> Wie SO-7/3/1.0 
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| show sap listen 


Syntax 


show sap listen 
<brief | detail> 


<logical-system (all | logical-system-name)> 


Release Information 
Command introduced before Junos OS Release 7.4. 


Description 
Display the addresses that the router is listening to in order to receive multicast Session Announcement 
Protocol (SAP) session announcements. 


Options 
none—Display standard information about the addresses that the router is listening to in order to receive 
multicast SAP session announcements. 


brief | detail—(Optional) Display the specified level of output. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 


view 


List of Sample Output 

show sap listen on page 2190 

show sap listen brief on page 2190 
show sap listen detail on page 2190 


Output Fields 
Table 118 on page 2189 describes the output fields for the show sap listen command. Output fields are 
listed in the approximate order in which they appear. 


Table 118: show sap listen Output Fields 


Field Name Field Description 
Group address Address of the group that the local router is listening to for SAP messages. 


Port UDP port number used for SAP. 
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| Sample Output 


show sap listen 


user@host> show sap listen 


Group address Porte 
BRINN 2X AT Pes 9875 
2D) 29942594299) SEVIS 


show sap listen brief 


The output for the show sap listen brief command is identical to that for the show sap listen command. 
For sample output, see show sap listen on page 2190. 


show sap listen detail 


The output for the show sap listen detail command is identical to that for the show sap listen command. 
For sample output, see show sap listen on page 2190. 
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| test msdp 


Syntax 


test msdp (dependent-peers prefix | rpf-peer originator) 
<instance instance-name> 
<logical-system (all | logical-system-name)> 


Release Information 

Command introduced before Junos OS Release 7.4. 

Command introduced in Junos OS Release 12.1 for the QFX Series. 
Command introduced in Junos OS Release 14.1X53-D20 for the OCX Series. 


Description 


Find Multicast Source Discovery Protocol (MSDP) peers. 


Options 


dependent-peers prefix—Find downstream dependent MSDP peers. 
rpf-peer originator—Find the MSDP reverse-path-forwarding (RPF) peer for the originator. 
instance instance-name—(Optional) Find MDSP peers for the specified routing instance. 


logical-system (all | logical-system-name)—(Optional) Perform this operation on all logical systems or ona 
particular logical system. 


Required Privilege Level 
view 


List of Sample Output 
test msdp dependent-peers on page 2191 


Output Fields 


When you enter this command, you are provided feedback on the status of your request. 


| Sample Output 


test msdp dependent-peers 


user@host> test msdp dependent-peers 10.0.0.1/24 


